
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
1 

75
2 

32
8

B
1

��&����������
(11) EP 1 752 328 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
11.05.2011 Bulletin 2011/19

(21) Application number: 06253976.2

(22) Date of filing: 28.07.2006

(51) Int Cl.:
F16D 41/06 (2006.01) F16D 41/07 (2006.01)

F16D 11/14 (2006.01) B60K 6/52 (2007.10)

(54) Drive force transmission

Antriebskraft-Übertragungseinrichtung

Dispositif de transmission de la force motrice

(84) Designated Contracting States: 
DE FR GB

(30) Priority: 09.08.2005 JP 2005230319
25.04.2006 JP 2006120764

(43) Date of publication of application: 
14.02.2007 Bulletin 2007/07

(73) Proprietor: NISSAN MOTOR CO., LTD.
Yokohama-shi, Kanagawa (JP)

(72) Inventors:  
• Asano, Junichi

c/o Nissan Motor Co., Ltd.
Yokohama-shi,
Kanagawa 221-0023 (JP)

• Kusukawa, Hirotaka
c/o Nissan Motor Co., Ltd.
Yokohama-shi,
Kanagawa 221-0023 (JP)

• Sugitani, Osamu
c/o Nissan Motor Co., Ltd.
Yokohama-shi,
Kanagawa 221-0023 (JP)

(74) Representative: Brochard, Pascale et al
Osha Liang 
32 avenue de l’Opéra
75002 Paris (FR)

(56) References cited:  
GB-A- 503 661 JP-A- 2004 082 869
US-A- 5 286 239 US-A1- 2003 177 860



EP 1 752 328 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

[0001] The present invention is concerned generally
with drive force transmission and relates particularly, but
not exclusively, to a drive force transmission device for
transferring power between an input shaft and an output
shaft. Aspects of the invention also relate to an appara-
tus, to a method and to a vehicle.
[0002] Japanese Laid-Open Patent Publication No.
2004-082869 discloses an example of a conventional
drive force transmission device according to the pream-
ble of claim 1. In the drive force transmission device dis-
closed in this reference, a drive force transmission path
for transmitting a drive force from an electric motor to a
pair of wheels is provided with a clutch device that is
configured and arranged to disconnect the drive force
transmission path when the electric motor is in an idle
condition. The clutch device includes a first clutch with
an overrunning function and a second clutch without an
overrunning function. The first clutch is configured and
arranged to be engaged to transfer the drive force only
when the vehicle is moving forward. The second clutch
is configured and arranged to be engaged to transfer the
drive torque only when the vehicle is moving in reverse.
In other words, the first clutch is a forward-drive one-way
clutch and the second clutch is a reverse-drive friction
clutch. The clutch device further includes a cam mecha-
nism that engages the second clutch (a friction clutch)
when the vehicle is driving in reverse drive. Moreover, a
regulating member is provided to regulate movement of
the cam mechanism.
[0003] Document US 5 286 239 discloses a rotation
transmitting device having an outer ring formed with a
bore, a holder fixedly mounted in the bore and rolling
elements mounted in the holder so as to be rollable as
the outer ring rotates.
[0004] In the conventional driver force transmission
device as disclosed in the above mentioned reference,
the regulating member slides both during forward drive
and during reverse drive to regulate the movement of the
cam mechanism. Therefore, transmission loss is in-
creased by the sliding friction of the regulating member.
[0005] It is an aim of the invention to improve upon
such known technology. Embodiments of the invention
provide a drive force transmission device that may re-
duce transmission loss caused by friction. Other aims
and advantages of the invention will become apparent
from the following description, claims and drawings.
[0006] Aspects of the invention provide an apparatus,
a method and a vehicle as claimed in the appended
claims.
[0007] A drive force transmission device configured
and arranged to transfer a drive force between an input
shaft and an output shaft coaxially disposed with the input
shaft, the drive force transmission device comprising a
first direction one-way clutch including a first input shaft
side and a first output shaft side with the first direction
one-way clutch side being configured and arranged to

selectively connect a first force transmission path be-
tween the input shaft and the output shaft to transmit
rotation in a first rotational direction, a second direction
one-way clutch including a second input shaft side and
a second output shaft side with the second direction one-
way clutch side being configured and arranged to selec-
tively connect a second force transmission path between
the input shaft and the output shaft to transmit rotation
in a second rotational direction that is opposite to the first
rotational direction, the second direction one-way clutch
being arranged with respect to the first direction one-way
clutch such that the first force transmission path is in par-
allel with the second force transmission path, a second
direction rotation transmission clutch being disposed be-
tween the output shaft and the second output shaft side
of the second direction one-way clutch to selectively con-
nect the second direction one-way clutch with the output
shaft, a cam mechanism operatively coupled to the sec-
ond direction rotation transmission clutch to engage the
second direction rotation transmission clutch in response
to rotation of the input shaft in the second rotational di-
rection and a regulating member operatively coupled to
the cam mechanism to regulate movement of the cam
mechanism to maintain a disengaged state of the second
direction rotation transmission clutch with the cam mech-
anism, and the regulating member being arranged to be
non-rotatable in response to rotation of the input shaft in
the first rotational direction.
[0008] In an embodiment, the first input shaft side of
the first direction one-way clutch includes a first inner ring
that is configured and arranged to be coupled to a first
input portion of an outer periphery of the input shaft ad-
jacent to the output shaft so that the first inner ring rotates
together with the input shaft, the first output shaft side of
the first direction one-way clutch includes a first outer
ring that is configured and arranged to be coupled to the
output shaft, the second input shaft side of the second
direction one-way clutch includes a second inner ring that
is configured and arranged to be coupled to a second
input portion of the input shaft that is farther away from
the output shaft than the first input portion so that the
second inner ring rotates together with the input shaft,
the second output shaft side of the second direction one-
way clutch includes a second outer ring having a cylin-
drical shape, the second direction rotation transmission
clutch is disposed between the first outer ring of the first
direction one-way clutch and the second outer ring of the
second direction one-way clutch and the cam mechanism
is disposed between the first outer ring of the first direc-
tion one-way clutch and the second outer ring of the sec-
ond direction one-way clutch, the cam mechanism is dis-
posed more adjacent to the second outer ring of the sec-
ond direction one-way clutch than the second direction
rotation transmission clutch.
[0009] In an embodiment, the cam mechanism in-
cludes a first cam disk coupled to the second outer ring
of the second direction one-way clutch so that the first
cam disk rotates with the second outer ring of the second
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direction one-way clutch, a second cam disk coupled to
the second direction rotation transmission clutch and bi-
ased toward the first cam disk by the regulating member
and a cam follower disposed between the first and sec-
ond cam disks to move the second cam disk in an axial
direction away from the first cam disk so as to engage
the second direction rotation transmission clutch when
the first cam disk is rotated in the second rotational di-
rection.
[0010] In an embodiment, the first direction one-way
clutch further includes a plurality of first sprags disposed
between the first inner ring and the first outer ring, with
the first sprags being configured and arranged to prevent
the first outer ring from rotating relative to the first inner
ring in the first rotational direction and to allow the first
outer ring to rotate relative to the first inner ring in the
second rotational direction. The second direction one-
way clutch may include a plurality of second sprags dis-
posed between the second inner ring and the second
outer ring, with the second sprags being configured and
arranged to prevent the second outer ring from rotating
relative to the second inner ring in the second rotational
direction and to allow the second outer ring to rotate rel-
ative to the second inner ring in the first rotational direc-
tion.
[0011] In an embodiment, the first direction one-way
clutch further includes a plurality of first rollers disposed
between the first inner ring and the first outer ring, with
the first rollers being configured and arranged to prevent
the first outer ring from rotating relative to the first inner
ring in the first rotational direction and to allow the first
outer ring to rotate relative to the first inner ring in the
second rotational direction. The second direction one-
way clutch may include a plurality of second rollers dis-
posed between the second inner ring and the second
outer ring, and with the second rollers being configured
and arranged to prevent the second outer ring from ro-
tating relative to the second inner ring in the second ro-
tational direction and to allow the second outer ring to
rotate relative to the second inner ring in the first rotational
direction.
[0012] In an embodiment, the second direction rotation
transmission clutch includes a pair of annular clutch gear
members disposed to face each other so that gears pro-
vided on opposing surfaces of the annular clutch gear
members mesh each other during an engaged state of
the second rotational direction rotation transmission
clutch.
[0013] In an embodiment, the second direction rotation
transmission clutch includes a pressure plate, a clutch
drum, and a plurality of inner plates and outer plates that
are alternately interposed between the pressure plate
and the clutch drum so that the inner and outer plates
are clamped between the pressure plate and the clutch
drum during an engaged state of the second direction
rotation transmission clutch.
[0014] In an embodiment, the second direction rotation
transmission clutch includes a pair of clutch members

disposed to face each other so as to be pressed against
each other during an engaged state of the second direc-
tion rotation transmission clutch.
[0015] In an embodiment, the first output shaft side of
the first direction one-way clutch includes a first inner ring
that is configured and arranged to be coupled to on an
outer periphery of the output shaft so that the first inner
ring rotates together with the output shaft, the first input
shaft side of the first direction one-way clutch includes a
first outer ring that is configured and arranged to be cou-
pled to the input shaft, the second output shaft side of
the second direction one-way clutch includes a second
inner ring disposed on the outer periphery of the output
shaft adjacent to the first direction one-way clutch, with
the second inner ring being configured and arranged to
rotate relative to the output shaft, the second input shaft
side of the second direction one-way clutch includes a
second outer ring integrally formed with the first outer
ring of the first direction one-way clutch with the second
outer ring being configured and arranged to be coupled
to the input shaft and the second direction rotation trans-
mission clutch and the cam mechanism are disposed in
the second force transmission path between the second
inner ring of the second direction one-way clutch and the
output shaft.
[0016] According to another aspect of the invention
there is provided a drive force transmission device con-
figured and arranged to transfer a drive force between
an input shaft and an output shaft coaxially disposed with
the input shaft, the drive force transmission device com-
prising first direction force transmitting means for selec-
tively connecting a first force transmission path to trans-
mit rotation of the input shaft in a first rotational direction
to the output shaft, second direction force transmitting
means for selectively connecting a second force trans-
mission path to transmit rotation of the input shaft in a
second rotational direction to the output shaft with the
first force transmission path being in parallel with the sec-
ond force transmission path, second direction rotation
transmission means for selectively connecting the sec-
ond direction force transmitting means with the output
shaft, motion transforming means for engaging the sec-
ond direction rotation transmission means in response
to rotation of the input shaft in the second rotational di-
rection and regulating means for regulating movement
of the motion transforming means to maintain a disen-
gaged state of the second direction rotation transmission
means with the motion transforming means, without the
regulating means being rotated in response to rotation
of the input shaft in the first rotational direction.
[0017] According to a further aspect of the invention
there is provided a method of transferring a drive force
between an input shaft and an output shaft coaxially dis-
posed with the input shaft, the method comprising selec-
tively engaging a first direction one-way clutch that con-
nects a first force transmission path to transmit rotation
of the input shaft in a first rotational direction to the output
shaft, selectively engaging a second direction one-way
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clutch that connects a second force transmission path
that is in parallel with the first force transmission path to
transmit rotation of the input shaft in a second rotational
direction to the output shaft, selectively engaging a sec-
ond direction rotation transmission clutch disposed be-
tween the second direction one-way clutch and the output
shaft, selectively operating a cam mechanism to engage
the second direction rotation transmission clutch in re-
sponse to the rotation of the input shaft in the second
rotational direction and regulating movement of the cam
mechanism using a regulating member to maintain a dis-
engaged state of the second direction rotation transmis-
sion clutch with the cam mechanism, without the regu-
lating member being rotated in response to rotation of
the input shaft in the first rotational direction.
[0018] In an embodiment, a drive force transmission
device is configured and arranged to transfer a drive force
between an input shaft and an output shaft coaxially dis-
posed with the input shaft. The drive force transmission
device includes a first direction one-way clutch, a second
direction one-way clutch, a second direction rotation
transmission clutch, a cam mechanism and a regulating
member The first direction one-way clutch includes a first
input shaft side and a first output shaft side with the first
direction one-way clutch side being configured and ar-
ranged to selectively connect a first force transmission
path between the input shaft and the output shaft to trans-
mit rotation in a first rotational direction. The second di-
rection one-way clutch includes a second input shaft side
and a second output shaft side with the second direction
one-way clutch side being configured and arranged to
selectively connect a second force transmission path be-
tween the input shaft and the output shaft to transmit
rotation in a second rotational direction that is opposite
to the first rotational direction. The second direction one-
way clutch is arranged with respect to the first direction
one-way clutch such that the first force transmission path
is in parallel with the second force transmission path. The
second direction rotation transmission clutch is disposed
between the output shaft and the second output shaft
side of the second direction one-way clutch to selectively
connect the second direction one-way clutch with the out-
put shaft. The cam mechanism is operatively coupled to
the second direction rotation transmission clutch to en-
gage the second direction rotation transmission clutch in
response to rotation of the input shaft in the second ro-
tational direction. The regulating member is operatively
coupled to the cam mechanism to regulate movement of
the cam mechanism to maintain a disengaged state of
the second direction rotation transmission clutch with the
cam mechanism, and the regulating member being ar-
ranged to be non-rotatable in response to rotation of the
input shaft in the first rotational direction.
[0019] The present invention will now be described, by
way of example only, with reference to the accompanying
drawings in which:

Figure 1 is a schematic top plan view of one example

of a wheel-drive system of an electrically assisted
four-wheel-drive vehicle in which an auxiliary drive
wheel transmission system is provided with a drive
force transmission device embodying the present in-
vention;

Figure 2 is a schematic top plan view of another ex-
ample of a wheel-drive system of an electrically as-
sisted four-wheel-drive vehicle in which an auxiliary
drive wheel transmission system is provided with a
drive force transmission device embodying the
present invention;

Figure 3 is a partial longitudinal cross sectional view
of a drive force transmission device in accordance
with a first embodiment of the present invention;

Figure 4 is a series of schematic diagrams of the
drive force transmission device in accordance with
the first embodiment of the present invention illus-
trating a state in which the electrically assisted four-
wheel-drive vehicle is driven forward under a four-
wheel drive condition wherein a diagram (a) is a par-
tial longitudinal cross sectional view illustrating a
drive force transmission path in the drive force trans-
mission device, a diagram (b) is a partial transverse
cross sectional view of a forward one-way clutch,
and a diagram (c) is a partial transverse cross sec-
tional view of a reverse one-way clutch;

Figure 5 is a series of schematic diagrams of the
drive force transmission device in accordance with
the first embodiment of the present invention illus-
trating a state in which the electrically assisted four-
wheel-drive vehicle is driven forward under a two-
wheel drive condition wherein a diagram (a) is a par-
tial longitudinal cross sectional view illustrating a
drive force transmission path in the drive force trans-
mission device, a diagram (b) is a partial transverse
cross sectional view of a forward one-way clutch,
and a diagram (c) is a partial transverse cross sec-
tional view of a reverse one-way clutch;

Figure 6 is a series of schematic diagrams of the
drive force transmission device in accordance with
the first embodiment of the present invention illus-
trating a state in which the electrically assisted four-
wheel-drive vehicle is driven in reverse under the
four-wheel drive condition wherein a diagram (a) is
a partial longitudinal cross sectional view illustrating
a drive force transmission path in the drive force
transmission device, a diagram (b) is a partial trans-
verse cross sectional view of a forward one-way
clutch, and a diagram (c) is a partial transverse cross
sectional view of a reverse one-way clutch;

Figure 7 is a schematic diagram illustrating an oper-
ating principle of a cam mechanism used to operate

5 6 



EP 1 752 328 B1

5

5

10

15

20

25

30

35

40

45

50

55

a reverse rotation transmission clutch of the drive
force transmission device in accordance with the first
embodiment of the present invention;

Figure 8 is a partial longitudinal cross sectional view
of a first alternative structure of the reverse rotation
transmission clutch of the drive force transmission
device in accordance with the first embodiment of
the present invention;

Figure 9 is a partial longitudinal cross sectional view
of a second alternative structure of the reverse rota-
tion transmission clutch of the drive force transmis-
sion device in accordance with the first embodiment
of the present invention;

Figure 10 is a pair of partial front elevational views
of alternative structures of the forward one-way
clutch and the reverse one-way clutch of the drive
force transmission device in accordance with the first
embodiment of the present invention, wherein a di-
agram (a) is a partial front elevational view illustrating
a first alternative structure of a one-way clutch in
which a spring-held roller is used, and a diagram (b)
is a partial front elevational view illustrating a second
alternative structure of a one-way clutch in which a
cage-held roller is used;

Figure 11 is a partial longitudinal cross sectional view
of a drive force transmission device in accordance
with a second embodiment of the present invention;

Figure 12 is a series of schematic diagrams of the
drive force transmission device in accordance with
the second embodiment of the present invention il-
lustrating a state in which the electrically assisted
four-wheel-drive vehicle is driven forward under a
four-wheel drive condition wherein a diagram (a) is
a partial longitudinal cross sectional view illustrating
a drive force transmission path in the drive force
transmission device, a diagram (b) is a partial trans-
verse cross sectional view of a forward one-way
clutch, and a diagram (c) is a partial transverse cross
sectional view of a reverse one-way clutch;

Figure 13 is a series of schematic diagrams of the
drive force transmission device in accordance with
the second embodiment of the present invention il-
lustrating a state in which the electrically assisted
four-wheel-drive vehicle is driven forward under a
two-wheel drive condition wherein a diagram (a) is
a partial longitudinal cross sectional view illustrating
a drive force transmission path in the drive force
transmission device, a diagram (b) is a partial trans-
verse cross sectional view of a forward one-way
clutch, and a diagram (c) is a partial transverse cross
sectional view of a reverse one-way clutch;

Figure 14 is a series of schematic diagrams of the
drive force transmission device in accordance with
the second embodiment of the present invention il-
lustrating a state in which the electrically assisted
four-wheel-drive vehicle is driven in reverse under
the four-wheel drive condition wherein a diagram (a)
is a partial longitudinal cross sectional view illustrat-
ing a drive force transmission path in the drive force
transmission device, a diagram (b) is a partial trans-
verse cross sectional view of a forward one-way
clutch, and a diagram (c) is a partial transverse cross
sectional view of a reverse one-way clutch;

Figure 15 is a partial longitudinal cross sectional view
of a first alternative structure of the reverse rotation
transmission clutch of the drive force transmission
device in accordance with the second embodiment;
and

Figure 16 is a partial longitudinal cross sectional view
of a second alternative structure of the reverse rota-
tion transmission clutch of the drive force transmis-
sion device in accordance with the second embodi-
ment.

[0020] Selected embodiments of the present invention
will now be explained with reference to the drawings. It
will be apparent to those skilled in the art from this dis-
closure that the following descriptions of the embodi-
ments of the present invention are provided for illustration
only and not for the purpose of limiting the invention as
defined by the appended claims and their equivalents.
[0021] Figure 1 is a schematic top plan view of one
example of a wheel-drive system of an electrically assist-
ed four-wheel-drive vehicle in which an auxiliary drive
wheel transmission system is provided with a drive force
transmission device 28 in accordance with the present
invention. The drive system of the electrically assisted
four-wheel-drive vehicle illustrated in Figure 1 is a front-
engine rear-wheel-drive vehicle (FR vehicle). In this ve-
hicle, the drive force from an engine 21, which is the main
power source, is transmitted to a pair of left and right
main-drive rear wheels 26 via a reduction gear 22, a pro-
peller shaft 23, a final reduction gear 24 that has a dif-
ferential gear device, and a pair of left and right drive
shafts 25. The drive force of an electric motor 27 is trans-
mitted to a pair of left and right auxiliary-drive front wheels
32 via the drive force transmission device 28 according
to the present invention, as well as a reduction gear 29,
a final reduction gear 30 having a differential gear device,
and a drive shaft 31. The drive force transmission device
28 according to the present invention may also be posi-
tioned between the reduction gear 29 and the final re-
duction gear 30.
[0022] Figure 2 is a schematic top plan view of another
example of a wheel-drive system of an electrically assist-
ed four-wheel-drive vehicle in which an auxiliary drive
wheel transmission system is provided with the drive
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force transmission device 28 in accordance with the
present invention. The drive system for an electrically
assisted four-wheel-drive vehicle illustrated in Figure 2
is a front-engine front-wheel-drive vehicle (FF vehicle).
In this vehicle, the drive force from an engine 41 or other
main power source is transmitted to a pair of left and right
main drive front wheels 44 via a transaxle 42, which is a
combination of a transmission and a differential gear de-
vice, as well as a drive shaft 43. The drive force from an
electric motor 45 or other auxiliary power source is trans-
mitted to a pair of left and right auxiliary-drive rear wheels
48 via the drive force transmission device 28 according
to the present invention, as well as a reduction gear 46
having a differential gear device, and a drive shaft 47.
The drive force transmission device 28 of the present
invention may also be included in the reduction gear 46,
and the drive force transmission device 28 of the present
invention and the reduction gear 46 may be configured
as a single unit.
[0023] Referring now to Figures 3-9, the drive force
transmission device 28 used in the drive systems illus-
trated in Figures 1 and 2 will be explained in more detail
in accordance with the first embodiment of the present
invention. As seen in Figure 3, the drive force transmis-
sion device 28 includes an input shaft 1 linked to the
electric motor 27 (45), and an output shaft 2 linked to the
auxiliary drive wheels 32 (48). The input shaft 1 and the
output shaft 2 are housed in a casing 8 in a coaxially
abutting state. The casing 8 includes a casing part 8a
and a casing part 8b, which are joined together by a bolt
11.
[0024] The input shaft 1 is rotatably supported by a
bearing 9a to rotate relative to the casing part 8a, and a
space between the input shaft 1 and the casing 8a is
sealed with an oil seal 10a. The output shaft 2 is rotatably
supported by a bearing 9b to rotate relative to the casing
8b, and a space between the output shaft 2 and the casing
8b is sealed with an oil seal 10b.
[0025] As seen in Figure 3, the drive force transmission
device 28 includes a forward one-way clutch (first direc-
tion one-way clutch) 3 and a reverse one-way clutch (sec-
ond direction one-way clutch) 4. The forward one-way
clutch 3 and the reverse one-way clutch are fitted togeth-
er sequentially from the side closest to the output shaft
2 on the outer periphery of an end portion of the input
shaft 1 adjacent to the output shaft 2. The forward one-
way clutch 3 has a conventional structure including an
inner ring 3a (first inner ring of a first input shaft side), an
outer ring 3c (first outer ring of a first output shaft side),
a plurality of sprags 3b interposed between the inner ring
3a and the outer ring 3c, and a pair of bearings 3d and
3e. The reverse one-way clutch 4 also has a conventional
structure including an inner ring 4a (second inner ring of
a second input shaft side), an outer ring 4c (second outer
ring of a second output shaft side), a plurality of sprags
4b interposed between the inner ring 4a and the outer
ring 4c, and a pair of bearings 4d and 4e.
[0026] The forward one-way clutch 3 and the reverse

one-way clutch 4 are serration-fitted or spline-fitted to the
outer periphery of the end portion of the input shaft 1 near
the output shaft 2 so that the inner rings 3a and 4a can
rotate together with the input shaft 1 but cannot be axially
displaced with respect to the input shaft 1. The outer ring
3c of the forward one-way clutch 3 is fitted into the inner
periphery of a ring part 2a integrally formed at an end
portion of the output shaft 2 near the input shaft 1 as seen
in Figure 3. Therefore, the outer ring 3c of the forward
one-way clutch 3 is fixedly coupled to the output shaft 2.
[0027] As shown in Figure 3, the drive force transmis-
sion device 28 of the present invention further includes
a reverse rotation transmission clutch (second direction
rotation transmission clutch) 5 and a cam mechanism 6
that are interposed sequentially from the side closest to
the forward one-way clutch 3 between the outer ring 3c
of the forward one-way clutch 3 and the outer ring 4c of
the reverse one-way clutch 4.
[0028] The cam mechanism 6 will be described first.
The cam mechanism 6 is a thrust cam mechanism in-
cluding a first cam disk 6a disposed adjacent to the re-
verse one-way clutch 4, a second cam disk 6b disposed
adjacent to the reverse rotation transmission clutch 5 and
a cam follower 6c interposed between the first and sec-
ond cam disks 6a and 6b. The first cam disk 6a is fixedly
coupled to the outer ring 4c of the reverse one-way clutch
4 and rotates together with the outer ring 4c of the reverse
one-way clutch 4. The second cam disk 6b faces the first
cam disk 6a in the axial direction, and is pressed against
the first cam disk 6a by an axial preload imparted by a
return spring (regulating member) 7, such as a disc spring
and the like.
[0029] The cam mechanism 6 is configured and ar-
ranged such that, when a drive force in the reverse rota-
tion direction (second rotational direction) is transmitted
to the first cam disk 6a of the cam mechanism 6, the
second cam disk 6b is displaced in the axial direction
away from the first cam disk 6a via the cam follower 6c
by the relative rotation between the first cam disk 6a and
the second cam disk 6b. The inner periphery of the return
spring 7 is caused to interlock with an outer peripheral
flange part 6d of the second cam disk 6b, and the outer
periphery of the return spring 7 is caused to interlock with
the annular groove 8c of the casing part 8b. The return
spring 7 is loaded between the second cam disk 6b and
the casing part 8b, generating the axial preload that
presses the second cam disk 6b against the first cam
disk 6a.
[0030] The reverse rotation transmission clutch 5 is a
dog clutch that has a pair of annular clutch gear members
5a and 5b facing each other in the axial direction with
opposing surfaces of the annular clutch gear members
5a and 5b having gears configured and arranged to mesh
with each other. The annular clutch gear member 5a is
fixedly coupled to the second cam disk 6b so as to rotate
together with the second cam disk 6b while the annular
clutch gear member 5b is fixedly coupled to the outer ring
3c of the forward one-way clutch 3 so as to rotate together
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with the outer ring 3c of the forward one-way clutch 3.
[0031] The operation of the reverse rotation transmis-
sion clutch 5 will be described in more detail below. In
the period during which the reverse-direction drive force
is not transmitted to the first cam disk 6a, the second cam
disk 6b is maintained in a position closer to the first cam
disk 6a by the return spring 7. Therefore, the reverse
rotation transmission clutch 5 is maintained in a disen-
gaged or released position and the outer rings 3c and 4c
of the forward and reverse one-way clutches 3 and 4 are
disconnected from each other because the annular clutch
gear members 5a and 5b are not engaged, as shown in
Figure 3.
[0032] When the reverse-direction drive force is trans-
mitted to the first cam disk 6a, the rotation of the first cam
disk 6a in relation to the second cam disk 6b causes the
second cam disk 6b to move away from the first cam disk
6a via the cam follower 6c against the preload imparted
by the return spring 7. Therefore, the annular clutch gear
member 5a is moved leftward from the position shown
in Figure 3 to mesh with the annular clutch gear member
5b, whereby the reverse rotation transmission clutch 5
is engaged and the outer rings 3c and 4c of the one-way
clutches 3 and 4 are connected to each other.
[0033] Accordingly, the forward one-way clutch 3 and
the reverse one-way clutch 4 are disposed in parallel
between the input shaft 1 and the output shaft 2. The
reverse one-way clutch 4 is configured and arranged to
link the input and output shafts 1 and 2 via the reverse
rotation transmission clutch 5 and the outer ring 3c of the
forward one-way clutch 3 engaged by the cam mecha-
nism 6 when the reverse-direction drive force is trans-
mitted to the input shaft 1.
[0034] The operation of the drive force transmission
device 28 of the first embodiment when used in the elec-
trically assisted four-wheel-drive vehicles as shown in
Figures 1 and 2 will now be described in more detail.
[0035] A diagram (a) of Figure 4 is a cross sectional
view in which hatching indicates a drive force transmis-
sion path in the drive force transmission device 28 when
the electrically assisted four-wheel-drive vehicle is driven
forward under a four-wheel drive condition.
[0036] In this example, the direction of rotation of the
input shaft 1 during forward movement under the four-
wheel drive condition is explained as the clockwise di-
rection, as viewed from the right side (electric motor side)
of the diagram (a) of Figure 4.
[0037] A diagram (b) of Figure 4 is a transverse partial
cross sectional view of the forward one-way clutch 3 as
viewed from the right side (electric motor side) of the
diagram (a) of Figure 4. A diagram (c) of Figure 4 is a
transverse cross sectional view of the reverse one-way
clutch 4 as viewed from the right side (electric motor side)
of the diagram (a) of Figure 4.
[0038] When the forward drive force provided by the
electric motor 27 (45) causes the input shaft 1 to rotate
in the clockwise direction (first rotational direction), the
inner ring 3a of the forward one-way clutch 3 rotates in

the direction of interlocking with the outer ring 3c. The
sprags 3b therefore tilt in the direction of interlocking, as
shown in the diagram (b) of Figure 4, and the outer ring
3c rotates in the forward direction together with the inner
ring 3a in an integrated manner via the sprags 3b by the
interlocking (indicated as "lock" in the diagram (b) of Fig-
ure 4) of the forward one-way clutch 3.
[0039] The forward drive force provided from the elec-
tric motor 27 (45) to the input shaft 1 is thereby transmitted
directly to the output shaft 2 via the forward one-way
clutch 3, enabling the auxiliary drive wheels 32 (48) to
be driven in the forward direction by the electric motor
27 (45), and the vehicle to be driven forward under the
four-wheel drive condition in combination with the en-
gine-powered forward drive of the main drive wheels 26
(44).
[0040] The forward rotation of the input shaft 1 is also
transmitted to the inner ring 4a of the reverse one-way
clutch 4, but the direction of rotation of the inner ring 4a
is a direction in which the inner ring 4a and the outer ring
4c are not interlocked. Therefore, the sprags 4b tilt in the
direction in which there is no interlocking, as shown in
the diagram (c) of Figure 4. Thus, the inner ring 4a merely
rotates idly with respect to the outer ring 4c as a result
of the reverse one-way clutch 4 not being interlocked
(indicated as "free" in the diagram (c) of Figure 4). Ac-
cordingly, no forward rotation is transmitted to the outer
ring 4c of the reverse one-way clutch 4.
[0041] The non-interlocked state of the reverse one-
way clutch 4 prevents the forward rotation of the input
shaft 1 from being transmitted to the outer ring 4c, and
thus, to the first cam disk 6a of the cam mechanism 6.
Therefore, no relative rotation occurs between the cam
disks 6a and 6b of the cam mechanism 6, and the cam
mechanism 6 is not operated and the state of the cam
mechanism 6 shown in the diagram (a) of Figure 4 is
maintained. Thus, no friction is generated between the
second cam disk 6b of the cam mechanism 6 and the
return spring 7.
[0042] A diagram (a) of Figure 5 is a cross sectional
view of the drive force transmission device 28 in which
hatching indicates a drive force transmission path in the
drive force transmission device 28 when an electric four-
wheel-drive vehicle is driven forward under the two-wheel
drive condition.
[0043] In this example, the direction of rotation of the
output shaft 2 during forward movement under the four-
wheel drive condition is explained as the clockwise di-
rection, as viewed from the right side (electric motor side)
of the diagram (a) of Figure 5.
[0044] A diagram (b) of Figure 5 is a transverse partial
cross sectional view of the forward one-way clutch 3 as
viewed from the right side (electric motor side) of the
diagram (a) of Figure 5. A diagram (c) of Figure 5 is a
transverse cross sectional view of the reverse one-way
clutch 4 as viewed from the right side (electric motor side)
of the diagram (a) of Figure 5.
[0045] When the vehicle is being driven forward under
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the two-wheel drive condition, the electric motor 27 (45)
is stopped, and thus, the auxiliary drive wheels 32 (48)
are not driven by the electric motor 27 (45). In such case,
the vehicle is propelled solely by the engine-powered
two-wheel drive of the main drive wheels 26 (44). There-
fore, rotation is not transmitted from the electric motor 27
(45) to the input shaft 1, and the input shaft 1 remains
stationary.
[0046] However, as mentioned above, the vehicle is
propelled by the engine-powered two-wheel drive of the
main drive wheels 26 (44). Therefore, rotation of the aux-
iliary drive wheels 32 (48) is transmitted to the output
shaft 2, and the auxiliary drive wheels 32 (48) cause the
output shaft 2 to be driven in the direction of the forward
rotation (clockwise rotation).
[0047] The forward rotation provided by the passive
drive of the output shaft 2 reaches the outer ring 3c of
the forward one-way clutch 3, as shown in the diagram
(a) of Figure 5, and causes the outer ring 3c to rotate
forward (first rotational direction).
[0048] However, the forward rotation of the outer ring
3c occurs in the direction in which there is no interlocking
between the outer ring 3c and the inner ring 3a. There-
fore, the sprags 3b tilt in the direction in which there is
no interlocking between the outer ring 3c and the inner
ring 3a, as shown in the diagram (b) of Figure 5. Thus,
the outer ring 3c merely rotates idly with respect to the
inner ring 3a, and thus, the forward one-way clutch 3 is
not interlocked (indicated as "free" in the diagram (b) of
Figure 5). Accordingly, no forward rotation is transmitted
to the inner ring 3a from the output shaft 2.
[0049] The non-interlocked state of the forward one-
way clutch 3 prevents the forward rotation of the output
shaft 2 from being transmitted to the inner ring 3a, and
hence to the input shaft 1 thus making it possible to pre-
vent power from being lost or the electric motor 27 (45)
from being prematurely abraded by motor drag.
[0050] The forward rotation of the output shaft 2 is not
transmitted to the first cam disk 6a of the cam mechanism
6, nor does relative rotation occur between the cam disks
6a and 6b. The cam mechanism 6 is therefore not oper-
ated and the state of the cam mechanism 6 shown in the
diagram (a) of Figure 5 is maintained. Therefore, no fric-
tion is generated between the second cam disk 6b of the
cam mechanism 6 and the return spring 7.
[0051] A diagram (a) of Figure 6 is a cross sectional
view in which hatching indicates a drive force transmis-
sion path in the drive force transmission device 28 when
the electrically assisted four-wheel-drive vehicle is driven
in reverse under the four-wheel drive condition.
[0052] In this example, the direction of rotation of the
input shaft 1 during reverse movement under the four-
wheel drive condition is explained as the counter-clock-
wise direction, as viewed from the right side (electric mo-
tor side) of the diagram (a) of Figure 6.
[0053] A diagram (b) of Figure 6 is a transverse partial
cross sectional view of the forward one-way clutch 3 as
viewed from the right side (electric motor side) of the

diagram (a) of Figure 6. A diagram (c) of Figure 6 is a
transverse cross sectional view of the reverse one-way
clutch 4 as viewed from the right side (electric motor side)
of the diagram (a) of Figure 6.
[0054] When the reverse drive force provided by the
electric motor 27 (45) causes the input shaft 1 to rotate
in the reverse direction (second rotational direction), the
inner ring 4a of the reverse one-way clutch 4 rotates in
the direction of interlocking with the outer ring 4c. There-
fore, the sprags 4b tilt in the direction of interlocking, as
shown in the diagram (c) of Figure 6, and the outer ring
4c rotates in the reverse direction together with the inner
ring 4a in an integrated manner via the sprags 4b by the
interlocking (indicated as "lock" in the diagram (c) of Fig-
ure 6) of the reverse one-way clutch 4.
[0055] The reverse drive force provided by the electric
motor 27 (45) to the input shaft 1 is thereby transmitted
to the first cam disk 6a of the cam mechanism 6, and the
rotation of the first cam disk 6a in relation to the second
cam disk 6b causes the second cam disk 6b to move
away from the first cam disk 6a in the axial direction by
the cam follower 6c against the preload imparted by the
return spring 7, as shown in the diagram (a) of Figure 6.
[0056] The axial displacement of the second cam disk
6b causes the annular clutch gear member 5a of the re-
verse rotation transmission clutch 5 to move leftward in
the drawing and mesh with the annular clutch gear mem-
ber 5b when the cam mechanism 6 is operated as shown
in the diagram (a) of Figure 6. The reverse rotation trans-
mission clutch 5 is engaged, and the outer rings 3c and
4c of the one-way clutches 3 and 4 are connected to each
other.
[0057] The reverse drive force provided by the electric
motor 27 (45) to the input shaft 1 is thereby transmitted
directly to the output shaft 2 via the outer ring 3c of the
forward one-way clutch 3, the reverse one-way clutch 4,
the cam mechanism 6, and the reverse rotation trans-
mission clutch 5. Therefore, the auxiliary drive wheels 32
(48) are driven in the reverse direction by the electric
motor 27 (45), and the vehicle is driven in reverse under
the four-wheel drive condition in combination with the
engine-powered reverse drive of the main drive wheels
26 (44).
[0058] The reverse rotation of the input shaft 1 is also
transmitted to the inner ring 3a of the forward one-way
clutch 3, but the direction and rate of rotation of the inner
ring 3a are the same as those of the outer ring 3c. There-
fore, the sprags 3b tilt in a direction in which there is no
interlocking between the inner ring 3a and the outer ring
3c as shown in the diagram (b) of Figure 6. Thus, the
forward one-way clutch 3 is kept in a non-interlocked
state (indicated as "free" in the diagram (b) of Figure 6),
and the forward one-way clutch 3 does not transmit the
drive force between the inner ring 3a and the outer ring 3c.
[0059] When the reverse drive force of the input shaft
1 is directed toward the output shaft 2 (when the vehicle
is driven in reverse under the four-wheel drive condition),
the reverse drive force is transferred via the second cam
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disk 6b of the cam mechanism 6, as has been described
hereinabove. Accordingly, the second cam disk 6b ro-
tates with respect to the return spring 7 that is set on the
casing part 8b, causing friction to be generated between
the second cam disk 6b and the return spring 7. The
vehicle will be driven in reverse when the reverse drive
force of the input shaft 1 is directed toward the output
shaft 2 (reverse four-wheel drive). Therefore, friction will
be generated only infrequently and for very short periods
of time. The friction generated between the second cam
disk 6b and the return spring 7 will not, to any serious
degree, either increase transmission loss or reduce reli-
ability as a result of wear.
[0060] In the conventional drive force transmission de-
vice as disclosed in the reference mentioned above (Jap-
anese Laid-Open Patent Publication No. 2004-082869),
it is necessary to provide a clutch to disconnect between
the auxiliary drive wheels and the motor drive system so
that the rotation of the auxiliary drive wheels will not be
transmitted to the electric motor while the electric motor
is stopped under the two-wheel drive condition. However,
a problem arises in that if the clutch is an electromagnetic
multiple-disk wet clutch, a complex control system is nec-
essary for the clutch to be engaged and released. It is
apparent from the description above, however, that such
complex control system is not necessary in the drive force
transmission device 28 in accordance with the first em-
bodiment of the present invention. Thus, problems aris-
ing in relation to the need for a complex control system
can be eliminated.
[0061] Moreover, in the conventional drive force trans-
mission device, problems of increased noise and cost
are presented due to the need for two gears of different
specifications in order to operate the cam mechanism.
However, it is apparent from the description above that
the drive force transmission device 28 in accordance with
the first embodiment of the present invention comprises
no configuration that increases noise or raises costs, and
these problems therefore do not arise.
[0062] The cam mechanism 6 configured and ar-
ranged to control the engagement and release of the re-
verse rotation transmission clutch 5 described above will
be described in further detail with reference to Figure 7.
[0063] As described above, the cam mechanism 6 in-
cludes the first and second cam disks 6a and 6b and the
cam follower 6c interposed between the first and second
cam disks 6a and 6b. A cam groove is provided on a
surface of each of the first and second cam disks 6a and
6b that faces each other in the axial direction so that the
cam operation described above can be achieved. Figure
7 is a schematic diagram illustrating the cam grooves of
the first and second cam disks 6a and 6b as viewed from
the outer periphery of the cam mechanism 6.
[0064] It is necessary to satisfy the following two con-
ditions in order to operate the cam mechanism 6 when
static friction is generated between the second cam disk
6b and the return spring 7. In these conditions, T is the
drive force applied to the cam mechanism 6, L 1 is the

distance from the shaft center of the input shaft 1 to the
central part of the cam follower 6c, θ is the cam angle
(the angle formed between a perpendicular surface to a
center axis of the cam mechanism 6 and the cam
grooves) of the cam grooves on the opposing surfaces
of the first and second cam disks 6a and 6b, FS is the
bias force of the return spring 7, L2 is the inner diameter
of the return spring 7, and P the coefficient of static friction
between the second cam disk 6b and the return spring 7.
[0065] First, T/(L1�tanθ) > FS must be true because
the driving force (thrusting force) of the cam mechanism
6 must be larger than the bias force FS of the return
spring 7.
[0066] Second, P�FS�(L2/L1) > T/L1 must also be
true because the friction force between the return spring
7 and the second cam disk 6b must be larger than the
cam rotation force derived from dividing the drive force
T that operates the cam mechanism 6 by L1.
[0067] These equations lead to the relational equation
of FS�L1�tanθ < T <P�FS�L2, and when static friction
exists between the second cam disk 6b and the return
spring 7, the cam mechanism 6 is operated when the
drive force T that satisfies this equation is applied the
cam mechanism 6.
[0068] The following conditions must be satisfied in or-
der for the second cam disk 6b to rotate relative to the
return spring 7 while the cam mechanism 6 operates. In
the conditions, P’ is the coefficient of dynamic friction
between the second cam disk 6b and the return spring 7.
[0069] First, T/(L1�tanθ) > FS must be true because
the driving force (thrusting force) of the cam mechanism
6 must be larger than the bias force FS of the return
spring 7 in order to satisfy the conditions described
above.
[0070] Second, P’�FS�(L2/L1) = T/L1 must be true
to prevent the cam rotation force from exceeding the fric-
tion force between the return spring 7 and the second
cam disk 6b.
[0071] These equations lead to the relational equation
of P’> L1/L2�tanθ, and when the second cam disk 6b
and the return spring 7 are in a state of dynamic friction,
the cam mechanism 6 is operated if the dynamic friction
coefficient between the return spring 7 and the second
cam disk 6b is greater than or equal to the value of P’
that satisfies this equation.
[0072] The reverse rotation transmission clutch 5 is
engaged in a self-locking manner by the operation of the
cam mechanism 6, and is self-locked when a drive force
is applied to the cam mechanism 6 so that the first cam
disk 6a will rotate relative to the second cam disk 6b.
[0073] Also, the torque for causing the first cam disk
6a to rotate relative to the second cam disk 6b as de-
scribed above is no longer present if the drive force is
not applied to the cam mechanism 6 in the self-locked
state. Therefore, the second cam disk 6b is rotated back
to the original relative rotation position by the spring-force
of the return spring 7 with respect to the first cam disk 6a
while rolling the cam follower 6c to the original position
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in the cam groove.
[0074] As the first cam disk 6a rotates, the second cam
disk 6b is displaced so as to approach the first cam disk
6a, causing the annular clutch gear member 5a to sep-
arate from the annular clutch gear member 5b and re-
lease the reverse rotation transmission clutch 5 by re-
leasing the self-locking.
[0075] In the embodiment described above, the re-
verse rotation transmission clutch 5 includes the dog
clutch made of the annular clutch gear members 5a and
5b. However, the reverse rotation transmission clutch 5
can be substituted by any conventional clutch such as a
multiple-disk wet clutch 14 as shown in Figure 8, or a
single-disk friction clutch 15 as shown in Figure 9.
[0076] If the reverse rotation transmission clutch 5 is
substituted by the multiple-disk wet clutch 14 as shown
in Figure 8, a pressure plate 13 is coupled to the second
cam disk 6b of the cam mechanism 6, and a clutch drum
14c that is spread open in the direction of the cam mech-
anism 6 is installed on the outer ring 3c of the forward
one-way clutch 3.
[0077] A plurality of inner plates 14a and a plurality of
outer plates 14b are alternately interposed between the
pressure plate 13 and the clutch drum 14c. The inner
peripheries of the inner plates 14a are spline-fitted to the
pressure plate 13 so as to allow axial displacement, and
the outer peripheries of the outer plates 14b are spline-
fitted to the inner periphery of the clutch drum 14c so as
to allow axial displacement.
[0078] The inner plates 14a and the outer plates 14b
are clamped between the pressure plate 13 and the
clutch drum 14c to engage the multiple-disk wet clutch
14. The multiple-disk wet clutch 14 as a reverse rotation
transmission clutch enables the auxiliary drive wheels 32
(48) to be driven in reverse by the electric motor 27 (45)
when the pressure plate 13 moves leftward from the re-
lease position in Figure 8 upon the operation of the cam
mechanism 6.
[0079] If the reverse rotation transmission clutch 5 is
substituted by the single-disk friction clutch 15 as shown
in Figure 9, a clutch member 15a is integrally combined
with the second cam disk 6b of the cam mechanism 6,
and a clutch member 15b is integrally combined with the
outer ring 3c of the forward one-way clutch 3.
[0080] These clutch members 15a and 15b are placed
facing each other, and the respective opposing surfaces
of the clutch members 15a and 15b become a pair of
clutch surfaces.
[0081] The clutch member 15a is pressed against the
clutch member 15b to form a coupled (engaged) state.
The single-disk friction clutch 15 as a reverse rotation
transmission clutch enables the auxiliary drive wheels 32
(48) to be driven in reverse by the electric motor 27 (45)
when the clutch member 15a moves leftward from the
release position in Figure 9 upon the operation of the
cam mechanism 6.
[0082] In the first embodiment illustrated in Figure 3,
the forward one-way clutch 3 and the reverse one-way

clutch 4 are explained as sprag-type clutches. However,
the forward one-way clutch 3 and the reverse one-way
clutch 4 may also be conventional roller-type clutches as
shown in diagrams (a) and (b) of Figure 10.
[0083] In a forward one-way clutch 103 (or a reverse
one-way clutch 104) of the diagram (a) of Figure 10, a
plurality of rollers 103f (104f) are elastically supported in
the idling position (depicted in Figure 10) by a plurality
of springs 103g (104g) between an inner ring 103a (104a)
and an outer ring 103c (104c). The rollers 103f (104f) are
seized between the inner and outer rings 103a (104a)
and 103c (104c) to transmit power when the inner and
outer rings 103a (104a) and 103c (104c) rotate relative
to each other in the direction that causes the rollers 103f
(104f) to roll against the springs 103g (104g).
[0084] In a forward one-way clutch 203 (or a reverse
one-way clutch 204) of the diagram (b) of Figure 10, a
plurality of rollers 203f (204f) are held by a plurality of
cages 203h (204h) with a prescribed spacing along the
peripheral direction between an inner ring 203a (204a)
and an outer ring 203c (204c). The inner and outer rings
203a (204a) and 203c (204c) are engaged by the rollers
203f (204f) to transmit power when the inner and outer
rings 203a (204a) and 203c (204c) rotate relative to each
other in the direction in which the rollers 203f (204f) are
seized between the inner and outer rings 203a (204a)
and 203c (204c).
[0085] Referring now to Figures 11 to 16, a drive force
transmission device in accordance with a second em-
bodiment will now be explained. In view of the similarity
between the first and second embodiments, the parts of
the second embodiment that are identical to the parts of
the first embodiment will be given the same reference
numerals as the parts of the first embodiment. Moreover,
the descriptions of the parts of the second embodiment
that are identical to the parts of the first embodiment may
be omitted for the sake of brevity. The parts of the second
embodiment that differ from the parts of the first embod-
iment will be indicated with a single prime (’).
[0086] Figure 11 is a longitudinal partial cross sectional
view of a drive force transmission device 28’ in accord-
ance with the second embodiment. Similarly to the drive
force transmission device 28 of the first embodiment, the
drive force transmission device 28’ of the second em-
bodiment can be adapted in the drive systems illustrated
in Figures 1 and 2. In the second embodiment, an input
shaft 1’ coupled with the electric motor 27 (45), and an
output shaft 2’ coupled with the auxiliary drive wheels 32
(48), abut coaxially via a thrust bearing 18a, and are fitted
to enable relative rotation by a bushing 18b.
[0087] The outer periphery of the output shaft 2’ is pro-
vided with a forward one-way clutch (first direction one-
way clutch) 3’ and a reverse one-way clutch (second di-
rection one-way clutch) 4’ in the indicated sequence as
viewed from the side of the input shaft 1’, and the forward
and reverse one-way clutches 3’ and 4’ are placed adja-
cent to each other to fit to the outer periphery of the output
shaft 2’ as seen in Figure 11.
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[0088] The forward one-way clutch 3’ is integrally
formed so that an inner ring 3a’ (first inner ring of the first
output shaft side) rotates together with the output shaft
2’. The diameter of the corresponding end portion of the
output shaft 2’ is made larger as seen in Figure 11 so
that this larger-diameter portion integrally forms the inner
ring 3a’ of the forward one-way clutch 3’.
[0089] The reverse one-way clutch 4’ is fitted to the
output shaft 2’ via a needle bearing 16 so that an inner
ring 4a’ (second inner ring of the second output shaft
side) thereof can rotate relative to the output shaft 2’.
[0090] A thrust bearing 17 is interposed between the
inner ring 3a’ of the forward one-way clutch 3’ and the
inner ring 4a’ of the reverse one-way clutch 4’ so that
these inner rings 3 a’ and 4a’ can rotate smoothly relative
to each other in the compressed state.
[0091] The outer ring 3c’ (first outer ring of the first
input shaft side) and the outer rings 4c’ (second outer
ring of the second input shaft side) of the forward one-
way clutch 3’ and the reverse one-way clutch 4’ are in-
tegrated into a single unit by being joined or shaped to-
gether, and are coupled with the input shaft 1’ as seen
in Figure 11. The outer rings 3c’ and 4c’ of the forward
and reverse one-way clutches 3’ and 4’ are jointly coupled
to the electric motor 27 (45) by the input shaft 1’.
[0092] The outer rings 3c’ and 4c’ of the forward and
reverse one-way clutches 3’ and 4’, having been made
into a single body as described above, are rotatably sup-
ported to against the inner rings 3a’ and 4a’ using only a
pair of bearings 3d and 4d, and the total length in the
axial direction of the forward and reverse one-way clutch-
es 3’ and 4’ can be made shorter than the first embodi-
ment illustrated in Figure 3.
[0093] An end ring portion 4i of the inner ring 4a’ of the
reverse one-way clutch 4’ that is farther from the forward
one-way clutch 3’ is extended in a direction away from
the forward one-way clutch 3’. A reverse rotation trans-
mission clutch 5’ and a cam mechanism 6’ are interposed
between the extended edge of the end ring portion 4i and
the output shaft 2’.
[0094] The cam mechanism 6’ of the second embod-
iment has the same functions as in the cam mechanism
6 of the first embodiment illustrated in Figure 3. More
specifically, the cam mechanism 6’ is a thrust cam mech-
anism that includes a first cam disk 6a’ disposed adjacent
to the reverse one-way clutch 4’, a second cam disk 6b’
disposed adjacent to the reverse rotation transmission
clutch 5’, and a cam follower 6c’. The first cam disk 6a’
is spline-fitted to the inner ring 4a’ (i.e., the end ring por-
tion 4i of the inner ring 4a’) of the reverse one-way clutch
4’ so as to rotate together with the inner ring 4a’. The
second cam disk 6b’ is pressed by a pre-load provided
by the return spring 7 in the axial direction toward the
first cam disk 6a’. The cam follower 6c’ is disposed be-
tween the first and second cam disks 6a’ and 6b’ and
causes the second cam disk 6b’ to be displaced away
from the first cam disk 6a’ when the reverse drive force
is transmitted to the first cam disk 6a’.

[0095] The inner periphery of the second cam disk 6b’
is spline-fitted to the outer periphery of a clutch hub 14d,
which is itself fitted to the extended end ring portion 4i of
the reverse one-way clutch inner ring 4a’ to allow free
rotation, and the clutch hub 14d is locked in place with a
snap ring 14e fastened around the end ring portion 4i of
the reverse one-way clutch inner ring 4a’.
[0096] The return spring 7 is the same disc spring as
in Figure 3. The inner periphery of the return spring 7 is
interlocked with an outer peripheral flange part 6d’ of the
second cam disk 6b’, and the outer periphery of the return
spring 7 is interlocked with an annular groove 8c’ of a
casing 8’. The return spring 7 is compression-loaded be-
tween the second cam disk 6b’ and the casing 8’. Thus,
the second cam disk 6b’ is provided with a pre-load so
as to be pressed against the first cam disk 6a’ in the axial
direction as described above.
[0097] The thrusting force of the pre-load reaches the
inner ring 3a’ through a spacer ring 19a, the bearing 4d,
the inner ring 4a’, and the thrust bearing 17, and then
propagates further to a casing part 8a’ through a thrust
bearing 18, the input shaft 1’, and the bearing 9a. The
inner ring 3a’ is therefore not displaced by the above-
mentioned pre-load by the return spring 7 in the axial
direction.
[0098] The reverse rotation transmission clutch 5’ of
the second embodiment has the following structure,
which is basically the same as that of the multiple-disk
wet clutch 14 described with reference to Figure 8.
[0099] Specifically, a clutch drum 14c’ is disposed clos-
er to the cam mechanism 6’ and farther away from the
reverse one-way clutch 4’, and the inner periphery of the
clutch drum 14c’ is coupled to the output shaft 2’.
[0100] The clutch drum 14c’ is sandwiched between a
snap ring 20 that is fastened around the output shaft 2’
and a spacer ring 19b that is interposed between the
clutch drum 14c’ and the bearing 9b, thus positioning the
clutch drum 14c’ on the output shaft 2’ in the axial direc-
tion.
[0101] The second cam disk 6b’ is used as the pres-
sure plate of the reverse rotation transmission clutch 5’
(multiple-disk wet clutch 14’). Thus, a pair of inner plates
14a’ and an outer plate 14b’ are alternately interposed
between the axially opposing surfaces of the clutch drum
14c’ and the second cam disk 6b’.
[0102] The inner plates 14a’ are spline-fitted to the out-
er periphery of the clutch hub 14d’ configured and ar-
ranged to rotate on the end ring portion 4i of the inner
ring 4a’ of the reverse one-way clutch 4’. Therefore, the
inner plates 14a’ are configured and arranged to rotate
integrally with the second cam disk 6b’ and to be dis-
placed with respect to the clutch hub 14d’ in the axial
direction.
[0103] The outer plate 14b’ is spline-fitted in a manner
that allows the plate to be displaced in the axial direction
with respect to the clutch drum 14c’. Thus, the outer plate
14b’ is configured and arranged to rotate together with
the clutch drum 14c’.
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[0104] In the second embodiment illustrated in Figure
11, the forward one-way clutch 3’ and the reverse one-
way clutch 4’ are placed in parallel between the input
shaft 1’ that is coupled to the electric motor 27 (45), and
the output shaft 2’ that is coupled to the auxiliary drive
wheel 32 (48). Furthermore, the reverse one-way clutch
4’ couples the input shaft 1’ and the output shaft 2’ by
the reverse rotation transmission clutch 5’, which is en-
gaged by the operation of the cam mechanism 6’. The
drive force transmission device 28’ of the second em-
bodiment thus configured to operate as described below
when used for the electrically assisted four-wheel drive
vehicles as shown in Figure 1 and Figure 2.
[0105] A diagram (a) of Figure 12 is a cross sectional
view in which hatching indicates a drive force transmis-
sion path in the drive force transmission device 28’ when
the electrically assisted four-wheel-drive vehicle is driven
forward under a four-wheel drive condition.
[0106] In this example, the direction of rotation of the
outer rings 3c’ and 4c’ of the forward one-way clutch 3’
and the reverse one-way clutch 4’ during forward move-
ment under the four-wheel drive condition is explained
as the clockwise direction, as viewed from the right side
(electric motor side) of the diagram (a) of Figure 12.
[0107] A diagram (b) of Figure 12 is a transverse partial
cross sectional view of the forward one-way clutch 3’ as
viewed from the right side (electric motor side) of the
diagram (a) of Figure 12. A diagram (c) of Figure 12 is a
transverse cross sectional view of the reverse one-way
clutch 4’ as viewed from the right side (electric motor
side) of the diagram (a) of Figure 12.
[0108] When the forward drive force provided by the
electric motor causes the outer rings 3c’ and 4c’ of the
forward one-way clutches 3’ and the reverse one-way
clutch 4’ to rotate in forward direction (first rotational di-
rection), the outer ring 3c’ of the forward one-way clutch
3’ rotates in the direction of interlocking with the inner
ring 3a’. The sprags 3b of the forward one-way clutch 3’
tilt in the direction of interlocking, as shown in the diagram
(b) of Figure 12, and the inner ring 3a’ rotates together
with the outer ring 3c’ in an integrated manner by the
sprags 3b in the forward direction by the interlocking (in-
dicated as "lock" in the diagram (b) of Figure 12) of the
forward one-way clutch 3’.
[0109] The forward drive force provided by the electric
motor 27 (45) to the outer rings 3c’ and 4c’ of the forward
one-way clutch 3’ and the reverse one-way clutch 4’ is
thereby transmitted directly to the output shaft 2’ via the
forward one-way clutch 3’, enabling the auxiliary drive
wheels 32 (48) to be driven in the forward direction by
the electric motor 27 (45). Thus, the vehicle is driven
forward under the four-wheel drive condition in combina-
tion with the engine-powered forward drive of the main
drive wheels 26 (44).
[0110] The forward rotation provided by the electric
motor 27 (45) to the outer rings 3c’ and 4c’ of the forward
one-way clutch 3’ and the reverse one-way clutch 4’ is
also transmitted to the outer ring 4c’ of the reverse one-

way clutch 4’, but the direction in which the outer ring 4c’
rotates is a direction in which there is no interlocking with
the inner ring 4a’. Therefore, the sprags 4b of the reverse
one-way clutch 4’ tilt in the direction in which there is no
interlocking, as shown in the diagram (c) of Figure 12.
The outer ring 4c’ merely rotates idly with respect to the
inner ring 4a’ as a result of the reverse one-way clutch
4’ not being interlocked (indicated as "free" in the diagram
(c) of Figure 12). Thus, no forward rotation is transmitted
to the inner ring 4a’.
[0111] The non-interlocked state of the reverse one-
way clutch 4’ prevents the forward rotation provided by
the electric motor 27 (45) to the outer ring 4c’ from being
transmitted to the inner ring 4a’, and hence to the first
cam disk 6a’ of the cam mechanism 6’. Therefore, no
relative rotation occurs between the cam disks 6a’ and
6b’. Thus, the cam mechanism 6’ is not operated and the
state shown in the diagram (a) of Figure 12 is maintained.
Accordingly, no friction is generated between the second
cam disk 6b’ of the cam mechanism 6’ and the return
spring 7.
[0112] A diagram (a) of Figure 13 is a cross sectional
view of the drive force transmission device 28’ in which
hatching indicates a drive force transmission path in the
drive force transmission device 28’ when an electric four-
wheel-drive vehicle is driven forward under the two-wheel
drive condition.
[0113] In this example, the direction of rotation of the
output shaft 2’ during forward movement under the four-
wheel drive condition is explained as the clockwise di-
rection, as viewed from the right side (electric motor side)
of the diagram (a) of Figure 13.
[0114] A diagram (b) of Figure 13 is a transverse partial
cross sectional view of the forward one-way clutch 3’ as
viewed from the right side (electric motor side) of the
diagram (a) of Figure 13. A diagram (c) of Figure 13 is a
transverse cross sectional view of the reverse one-way
clutch 4’ as viewed from the right side (electric motor
side) of the diagram (a) of Figure 13.
[0115] When the vehicle is being driven forward under
the two-wheel drive condition, the electric motor 27 (45)
is stopped, and thus, the auxiliary drive wheels 32 (48)
are not driven by the electric motor 27 (45). In such case,
the vehicle is propelled solely by the engine-powered
two-wheel drive of the main drive wheels 26 (44). There-
fore, rotation is not transmitted from the electric motor 27
(45) to the outer rings 3c’ and 4c’ of the forward one-way
clutch 3’ and the reverse one-way clutch 4’, and the outer
rings 3c’ and 4c’ remain stationary.
[0116] However, as mentioned above, the vehicle is
propelled by the engine-powered two-wheel drive of the
main drive wheels 26 (44). Therefore, rotation of the aux-
iliary drive wheels 32 (48) is transmitted to the output
shaft 2’, and the auxiliary drive wheels 32 (48) cause the
output shaft 2’ to be driven in the direction of the forward
rotation (clockwise rotation).
[0117] The forward rotation provided by the reverse
drive of the output shaft 2’ reaches the inner ring 3a’ of
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the forward one-way clutch 3’, as shown in the diagram
(a) of Figure 13, and causes the inner ring 3 a’ to rotate
forward (first rotational direction).
[0118] However, the direction of rotation of the inner
ring 3a’ is a direction in which there is no interlocking with
the outer ring 3c’. Therefore, the sprags 3b tilt in the di-
rection in which there is no interlocking, as shown in the
diagram (b) of Figure 13. Thus, the inner ring 3a’ merely
rotates idly with respect to the outer ring 3c’ as a result
of the forward one-way clutch 3’ not being interlocked
(indicated as "free" in the diagram (c) of Figure 13). Ac-
cordingly, no forward rotation is transmitted to the outer
ring 3c’ from the output shaft 2’.
[0119] The non-interlocked state of the forward one-
way clutch 3’ prevents forward rotation of the output shaft
2’ from being transmitted to the outer ring 3c’, and hence
to the input shaft 1’, thus making it possible to prevent
power from being lost or the electric motor 27 (45) from
being prematurely abraded by motor drag.
[0120] The forward rotation of the output shaft 2’ is not
transmitted to the first cam disk 6a’ of the cam mechanism
6’, nor does relative rotation occur between the first and
second cam disks 6a’ and 6b’. The cam mechanism 6’
is therefore not operated and the state of the cam mech-
anism 6’ shown in the diagram (a) of Figure 13 is main-
tained. Therefore, no friction is generated between the
second cam disk 6b’ and the return spring 7.
[0121] A diagram (a) of Figure 14 is a cross sectional
view in which hatching indicates a drive force transmis-
sion path in the drive force transmission device 28’ when
the electrically assisted four-wheel-drive vehicle is driven
in reverse under the four-wheel drive condition.
[0122] In this example, the direction of rotation of the
outer rings 3c’ and 4c’ during reverse movement under
the four-wheel drive condition is explained as the coun-
ter-clockwise direction, as viewed from the right side
(electric motor side) of the diagram (a) of Figure 14.
[0123] A diagram (b) of Figure 14 is a transverse partial
cross sectional view of the forward one-way clutch 3’ as
viewed from the right side (electric motor side) of the
diagram (a) of Figure 14. A diagram (c) of Figure 14 is a
transverse cross sectional view of the reverse one-way
clutch 4’ as viewed from the right side (electric motor
side) of the diagram (a) of Figure 14.
[0124] When the reverse drive force provided by the
electric motor 27 (45) causes the outer rings 3c’ and 4c’
to rotate in the reverse direction (second rotational direc-
tion), the outer ring 4c’ of the reverse one-way clutch 4’
rotates in the direction of interlocking with the inner ring
4a’. Therefore, the sprags 4b tilt in the direction of inter-
locking, as shown in the diagram (c) of Figure 14, and
the inner ring 4a’ rotates in the reverse direction together
with the outer ring 4c’ in an integrated manner via the
sprags 4b by the interlocking (indicated as "lock" in the
diagram (c) of Figure 14) of the reverse one-way clutch 4’.
[0125] The reverse drive force provided by the electric
motor to the outer rings 3c’ and 4c’ is thereby transmitted
via the reverse one-way clutch 4’ to the first cam disk 6a’

of the cam mechanism 6’, and the rotation of the first cam
disk 6a’ in relation to the second cam disk 6b’ causes the
second cam disk 6b’ to move away from the first cam
disk 6a’ in the axial direction against the pre-load of the
return spring 7 via the cam follower 6c’, as shown in the
diagram (a) of Figure 14.
[0126] The axial direction displacement of the second
cam disk 6b’ causes the inner plates 14a’ and outer plate
14b’ to be clamped against the clutch drum 14c’, and the
reverse rotation transmission clutch 5’ to be engaged
when the cam mechanism 6’ is operated. The reverse
drive force that reaches the inner ring 4a’ from the outer
ring 4c’ via the reverse one-way clutch 4’ can thus be
transmitted to the output shaft 2’ sequentially via the cam
mechanism 6’ and the reverse rotation transmission
clutch 5’.
[0127] The reverse drive force provided by the electric
motor 27 (45) to the outer rings 3c’ and 4c’ is thereby
transmitted directly to the output shaft 2’ via the reverse
one-way clutch 4’, the cam mechanism 6’, and the re-
verse rotation transmission clutch 5’, enabling the auxil-
iary drive wheels 32 (48) to be driven in the reverse di-
rection by the electric motor 27 (45), and the vehicle to
be driven in reverse under the four-wheel drive condition
in combination with the engine-powered reverse drive of
the main drive wheels 26 (44).
[0128] The inner ring 3a’ of the forward one-way clutch
3’ also rotates in the reverse direction together with the
output shaft 2’ during this time, but the direction and rate
of rotation of the inner ring 3a’ are the same as those of
the outer ring 3c’. Therefore, the sprags 3b tilt in a direc-
tion in which there is no interlocking, as shown in the
diagram (b) of Figure 14. The forward one-way clutch 3’
is kept in a non-interlocked state (indicated as "free" in
the diagram (b) of Figure 14), and the forward one-way
clutch 3’ does not transmit power between the inner ring
3 a’ and outer ring 3c’.
[0129] However, the output shaft 2’ and the inner ring
3a’ perform the same rotation, causing the inner rings
3a’ and 3b’ of the forward one-way clutch 3’ to rotate as
a single unit, as shown by the arrow in the diagram (b)
of Figure 14. The balls within the bearing 3d and the
sprags 3b between the inner and outer rings 3a’ and 3b’
also perform the same rotation, as shown by the hatching
in the diagram (a) of Figure 14.
[0130] When the reverse drive force provided by the
electric motor 27 (45) to the outer rings 3c’ and 4c’ is
directed toward the output shaft 2’ (when the vehicle is
driven in reverse under the four-wheel drive condition),
the reverse drive force is transferred via the second cam
disk 6b’ of the cam mechanism 6’, as described above.
Accordingly, the second cam disk 6b’ rotates relative to
the return spring 7 that is set on the casing 8’, causing
friction to be generated between the return spring 7 and
the second cam disk 6b’. The vehicle will be driven in
reverse when the reverse drive force provided by the
electric motor 27 (45) to the outer rings 3c’ and 4c’ is
directed toward the output shaft 2’ (reverse four-wheel
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drive condition). Therefore, friction will be generated only
infrequently and for very short periods of time. The friction
generated between the second cam disk 6b’ and the re-
turn spring 7 will not reduce reliability as a result of wear
or increase transmission loss to a level at which problems
are encountered.
[0131] In the second embodiment described with ref-
erence to Figures 11 through 14, the reverse rotation
transmission clutch 5’ is configured and arranged as the
same wet-type multiple-plate clutch shown in Figure 8.
[0132] However, the reverse rotation transmission
clutch 5’ can be substituted by a dog clutch 5" as shown
in Figure 15, a friction clutch 15’ as shown in Figure 16,
or a clutch of any other configuration.
[0133] If the reverse rotation transmission clutch 5’ is
substituted by the dog clutch 5" of a type similar to that
described in the first embodiment shown in Figure 3, an
annular clutch gear member 5a" will be integrally shaped
or integrally coupled with a surface of the second cam
disk 6b’ that is farther away from the first cam disk 6a’
as seen in Figure 15. An annular clutch gear member
5b" will be provided so as to be disposed facing the an-
nular clutch gear member 5a", and the inner periphery
of the annular clutch gear member 5b" will be rotatably
interlocked with the output shaft 2’ without the ability to
be axially displaced, as shown in Figure 15.
[0134] In the dog clutch 5" as a reverse rotation trans-
mission clutch, moving the second cam disk 6b’ leftward
from the release position in Figure 15 during the operation
of the cam mechanism 6’ causes the annular clutch gear
member 5a" to mesh with the annular clutch gear mem-
ber 5b" and to become engaged. Thus, the auxiliary drive
wheels 32 (48) are driven in reverse by the electric motor
27 (45).
[0135] If the reverse rotation transmission clutch 5’ is
substituted by the friction clutch 15’ of a type such as is
shown in Figure 16, a clutch member 15a’ will be inte-
grally shaped or integrally coupled with a surface of the
second cam disk 6b’ that is farther away from the first
cam disk 6a’. A clutch member 15b’ will be provided so
as to be disposed facing the clutch member 15a’, and
the inner periphery of the clutch member 15b’ will be ro-
tatably interlocked with the output shaft 2’ without the
ability to be axially displaced.
[0136] In the friction clutch 15’ as a reverse rotation
transmission clutch, moving the clutch member 15a’ left-
ward from the release position in Figure 16 during the
operation of the cam mechanism 6’ will press the clutch
member 15a’ against the clutch member 15b’ and to be-
come engaged. Thus, the auxiliary drive wheels 32 (48)
are driven in reverse by the electric motor 27 (45).
[0137] As is apparent from the description of operation
given above, the forward driving modes of the electrically
powered four-wheel drive vehicle under the four-wheel
drive condition and under the two-wheel drive condition,
or the reverse driving mode under the four-wheel drive
condition can be achieved using the automatic action of
an internal mechanism in the drive force transmission

device 28 or 28’ of the present invention according to the
first or second embodiment. No complicated control
mechanisms or control systems are required, and signif-
icant advantages can be realized in terms of cost and
maintenance.
[0138] Although the cam mechanism 6 or 6’ requires
a spring member (return spring 7) that reduces reliability
through wear and increases transmission loss through
friction, the cam mechanism 6 or 6’ functions only when
the drive force is transmitted in the reverse direction (re-
verse rotation), and is thus used very infrequently and
for very short periods of time. Accordingly, substantially
few problems will be presented in regard to increased
transmission loss through friction or reduced reliability
through wear.
[0139] The cam mechanism 6 or 6’ moves in response
to the drive force in the reverse direction (reverse rota-
tion), and thus requires no gears or other parts for its
operation. Problems related to increased noise or cost
or the like are therefore eliminated.
[0140] The above embodiments have been described
with reference to a vehicle based on a front-engine/rear-
wheel-drive (FR vehicle) or a front-engine/front-wheel-
drive (FF vehicle) configuration, as indicated with refer-
ence to Figures 1 and 2. However, it shall be apparent
that the drive force transmission device 28 or 28’ of the
present invention may be applied in a conceptually sim-
ilar manner to vehicles having wheels that are not pow-
ered by an engine but are driven by an auxiliary drive
source such as an electric motor or.
[0141] According to the drive force transmission de-
vice 28 or 28’ of the present invention, a state is estab-
lished in the cam mechanism 6 or 6’, as well as in the
return spring 7, whereby rotation is not transmitted to
both the cam mechanism 6 or 6’ and the return spring 7
when the input shaft 1 or 1’ is rotated in the first rotational
direction (forward direction). Therefore, relative rotation
does not occur between the cam mechanism 6 or 6’ and
the return spring 7. Thus, sliding friction of the return
spring 7 does not occur between the cam mechanism 6
or 6’ and the return spring 7 when the input shaft 1’ is
rotated in the first rotational direction. Accordingly, trans-
mission loss induced by the friction of the drive force
transmission device 28 or 28’ can thereby be reduced.
[0142] In understanding the scope of the present in-
vention, the term "comprising" and its derivatives, as
used herein, are intended to be open ended terms that
specify the presence of the stated features, elements,
components, groups, integers, and/or steps, but do not
exclude the presence of other unstated features, ele-
ments, components, groups, integers and/or steps. The
foregoing also applies to words having similar meanings
such as the terms, "including", "having" and their deriv-
atives. Also, the terms "part," "section," "portion," "mem-
ber" or "element" when used in the singular can have the
dual meaning of a single part or a plurality of parts. Also
as used herein to describe the above embodiments, the
following directional terms "forward, rearward, above,
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downward, vertical, horizontal, below and transverse" as
well as any other similar directional terms refer to those
directions of a vehicle equipped with the present inven-
tion. Accordingly, these terms, as utilized to describe the
present invention should be interpreted relative to a ve-
hicle equipped with the present invention. The terms of
degree such as "substantially", "about" and "approxi-
mately" as used herein mean a reasonable amount of
deviation of the modified term such that the end result is
not significantly changed. For example, these terms can
be construed as including a deviation of at least 5% of
the modified term if this deviation would not negate the
meaning of the word it modifies.

Claims

1. An apparatus for transferring a drive force between
an input shaft (1, 1’) and an output shaft (2, 2’) co-
axially disposed with the input shaft (1, 1’), the ap-
paratus comprising:

a first direction one-way clutch (3, 3’, 103, 203)
including a first input shaft side and a first output
shaft side with the first direction one-way clutch
side being configured and arranged to selective-
ly connect a first force transmission path be-
tween the input shaft (1, 1’) and the output shaft
(2, 2’) to transmit rotation in a first rotational di-
rection; characterized by
a second direction one-way clutch (4, 4’, 104,
204) including a second input shaft side and a
second output shaft side with the second direc-
tion one-way clutch side being configured and
arranged to selectively connect a second force
transmission path between the input shaft (1, 1’)
and the output shaft (2, 2’) to transmit rotation
in a second rotational direction that is opposite
to the first rotational direction, the second direc-
tion one-way clutch (4, 4’, 104, 204) being ar-
ranged with respect to the first direction one-way
clutch (3, 3’, 103, 203) such that the first force
transmission path is in parallel with the second
force transmission path; and
a second direction rotation transmission clutch
(5, 5’, 5", 14, 14’, 15, 15’) being disposed be-
tween the output shaft (2, 2’) and the second
output shaft side of the second direction one-
way clutch (4, 4’, 104, 204) to selectively connect
the second direction one-way clutch (4, 4’, 104,
204) with the output shaft (2, 2’); and
a cam mechanism (6, 6’) operatively coupled to
the second direction rotation transmission clutch
(5, 5’, 5", 14, 14’, 15, 15’) to engage the second
direction rotation transmission clutch (5, 5’, 5",
14, 14’, 15, 15’) in response to rotation of the
input shaft (1, 1’) in the second rotational direc-
tion; and

a regulating member (7) being operatively cou-
pled to the cam mechanism (6, 6’) to regulate
movement of the cam mechanism (6, 6’) to main-
tain a disengaged state of the second direction
rotation transmission clutch (5, 5’, 5", 14, 14’,
15, 15’) with the cam mechanism (6, 6’), and the
regulating member (7) being arranged to be non-
rotatable in response to rotation of the input shaft
(1, 1’) in the first rotational direction.

2. An apparatus as claimed in claim 1 wherein:

the first input shaft side of the first direction one-
way clutch (3) includes a first inner ring (3a) that
is configured and arranged to be coupled to a
first input portion of an outer periphery of the
input shaft (1) adjacent to the output shaft (2) so
that the first inner ring (3a) rotates together with
the input shaft (1);
the first output shaft side of the first direction
one-way clutch (3) includes a first outer ring (3c)
that is configured and arranged to be coupled
to the output shaft (2);
the second input shaft side of the second direc-
tion one-way clutch (4) includes a second inner
ring (4a) that is configured and arranged to be
coupled to a second input portion of the input
shaft (1) that is farther away from the output shaft
(2) than the first input portion so that the second
inner ring (4a) rotates together with the input
shaft (1);
the second output shaft side of the second di-
rection one-way clutch (4) includes a second
outer ring (4c) having a cylindrical shape;
the second direction rotation transmission clutch
(5, 5’, 5", 14, 14’, 15, 15’) is disposed between
the first outer ring (3c) of the first direction one-
way clutch (3) and the second outer ring (4c) of
the second direction one-way clutch (4); and
the cam mechanism (6, 6’) is disposed between
the first outer ring (3c) of the first direction one-
way clutch (3) and the second outer ring (4c) of
the second direction one-way clutch (4) the cam
mechanism (6, 6’) is disposed more adjacent to
the second outer ring (4c) of the second direction
one-way clutch (4) than the second direction ro-
tation transmission clutch (5, 5’, 5", 14, 14’, 15,
15’).

3. An apparatus as claimed in claim 2 wherein the cam
mechanism (6) includes:

a first cam disk (6a) coupled to the second outer
ring (4c) of the second direction one-way clutch
(4) so that the first cam disk (6a) rotates with the
second outer ring (4c) of the second direction
one-way clutch (4);
a second cam disk (6b) coupled to the second
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direction rotation transmission clutch (5, 5’, 5",
14, 14’, 15, 15’) and biased toward the first cam
disk (6a) by the regulating member (7), and
a cam follower (6c) disposed between the first
and second cam disks (6a and 6b) to move the
second cam disk (6b) in an axial direction away
from the first cam disk (6a) so as to engage the
second direction rotation transmission clutch (5,
5’, 5", 14, 14’, 15, 15’) when the first cam disk
(6a, 6a’) is rotated in the second rotational di-
rection.

4. An apparatus as claimed in any preceding claim
wherein
the first direction one-way clutch (3) includes a plu-
rality of first sprags (3b) disposed between the first
inner ring (3a) and the first outer ring (3c), with the
first sprags (3b) being configured and arranged to
prevent the first outer ring (3c) from rotating relative
to the first inner ring (3a) in the first rotational direc-
tion and to allow the first outer ring (3c) to rotate
relative to the first inner ring (3a) in the second rota-
tional direction and wherein the second direction
one-way clutch (4) includes a plurality of second sp-
rags (3b) disposed between the second inner ring
(4a) and the second outer ring (4c), with the second
sprags (3b) being configured and arranged to pre-
vent the second outer ring (4c) from rotating relative
to the second inner ring (4a) in the second rotational
direction and to allow the second outer ring (4c) to
rotate relative to the second inner ring (4a) in the first
rotational direction.

5. An apparatus as claimed in any preceding claim
wherein
the first direction one-way clutch (103, 203) further
includes a plurality of first rollers (103f, 203f) dis-
posed between the first inner ring (103a, 203a’) and
the first outer ring (103c, 203c’), with the first rollers
(103f, 203f) being configured and arranged to pre-
vent the first outer ring (103c, 203c’) from rotating
relative to the first inner ring (103a, 203a’) in the first
rotational direction and to allow the first outer ring
(103c, 203c’) to rotate relative to the first inner ring
(103a, 203a’) in the second rotational direction, and
wherein the second direction one-way clutch (104,
204) further includes a plurality of first rollers (104f,
204f) disposed between the second inner ring (104a,
204a’) and the second outer ring (104c, 204c’), and
with the first rollers (104f, 204f) being configured and
arranged to prevent the second outer ring (104c,
204c’) from rotating relative to the second inner ring
(104a, 204a’) in the second rotational direction and
to allow the second outer ring (104c, 204c’) to rotate
relative to the second inner ring (104a, 204a’) in the
first rotational direction.

6. An apparatus as claimed in any preceding claim

wherein
the second direction rotation transmission clutch (5,
5") includes a pair of annular clutch gear members
(5a and 5b, 5a" and 5b") disposed to face each other
so that gears provided on opposing surfaces of the
annular clutch gear members (5a and 5b, 5a" and
5b") mesh each other during an engaged state of the
second rotational direction rotation transmission
clutch.

7. An apparatus as claimed in any preceding claim
wherein
the second direction rotation transmission clutch (14,
14’) includes a pressure plate (13, 6b’), a clutch drum
(14c, 14c’), and a plurality of inner plates and outer
plates (14a and 14b, 14a’ and 14b’) that are alter-
nately interposed between the pressure plate (13,
6b’) and the clutch drum (14c, 14c’) so that the inner
plates and outer plates (14a and 14b, 14a’ and 14b’)
are clamped between the pressure plate (13, 6b’)
and the clutch drum (14c, 14c’) during an engaged
state of the second direction rotation transmission
clutch (5, 5’, 5", 14, 14’, 15, 15’).

8. An apparatus as claimed in any preceding claim
wherein
the second direction rotation transmission clutch (15,
15’) includes a pair of clutch members (15a, 15b and
15’a, 15b’) disposed to face each other so as to be
pressed against each other during an engaged state
of the second direction rotation transmission clutch
(5, 5’, 5", 14, 14’, 15, 15’).

9. An apparatus as claimed in any preceding claim
wherein:

the first output shaft side of the first direction
one-way clutch (3’) includes a first inner ring
(3a’) that is configured and arranged to be cou-
pled to on an outer periphery of the output shaft
(2’) so that the first inner ring (3a’) rotates to-
gether with the output shaft (2’);
the first input shaft side of the first direction one-
way clutch (3’) includes a first outer ring (3c’)
that is configured and arranged to be coupled
to the input shaft (1’);
the second output shaft side of the second di-
rection one-way clutch (4’) includes a second
inner ring (4a’) disposed on the outer periphery
of the output shaft (2’) adjacent to the first direc-
tion one-way clutch (3’), with the second inner
ring (4a’) being configured and arranged to ro-
tate relative to the output shaft (2’);
the second input shaft side of the second direc-
tion one-way clutch (4’) includes a second outer
ring (4c’) integrally formed with the first outer
ring (3c’) of the first direction one-way clutch (3’)
with the second outer ring (4c’) being configured
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and arranged to be coupled to the input shaft
(1’); and
the second direction rotation transmission clutch
(5’) and the cam mechanism (6’) are disposed
in the second force transmission path between
the second inner ring (4a’) of the second direc-
tion one-way clutch (4’) and the output shaft (2’).

10. A method of transferring a drive force between an
input shaft (1, 1’) and an output shaft (2, 2’) coaxially
disposed with the input shaft (1, 1’), the method com-
prising:

selectively engaging a first direction one-way
clutch (3, 3’, 103, 203) that connects a first force
transmission path to transmit rotation of the input
shaft (1, 1’) in a first rotational direction to the
output shaft (2, 2’);
selectively engaging a second direction one-
way clutch (4, 4’, 104, 204) that connects a sec-
ond force transmission path that is in parallel
with the first force transmission path to transmit
rotation of the input shaft (1, 1’) in a second ro-
tational direction to the output shaft (2, 2’);
selectively engaging a second direction rotation
transmission clutch (5, 5’, 5", 14, 14’, 15, 15’)
disposed between the second direction one-way
clutch (4, 4’, 104, 204) and the output shaft (2,
2’); and
selectively operating a cam mechanism (6, 6’)
to engage the second direction rotation trans-
mission clutch (5, 5’, 5", 14, 14’, 15, 15’) in re-
sponse to the rotation of the input shaft (1, 1’) in
the second rotational direction;

characterized by further
regulating movement of the cam mechanism (6, 6’)
using a regulating member (7) to maintain a disen-
gaged state of the second direction rotation trans-
mission clutch (5, 5’, 5", 14, 14’, 15, 15’) with the cam
mechanism (6, 6’), without the regulating member
(7) being rotated in response to rotation of the input
shaft (1, 1’) in the first rotational direction.

11. A vehicle having the apparatus as claimed in any of
claims 1 to 9.

Patentansprüche

1. Vorrichtung zum Übertragen einer Antriebskraft zwi-
schen einer Antriebswelle (1, 1’) und einer Abtriebs-
welle (2, 2’), die koaxial mit der Antriebswelle (1, 1’)
angeordnet ist, die Vorrichtung umfassend:

eine Einwegkupplung (3, 3’, 103, 203) für eine
erste Richtung mit einer ersten Antriebswellen-
seite und einer ersten Abtriebswellenseite, wo-

bei die Seite der Einwegkupplung für die erste
Richtung zum selektiven Verbinden eines er-
sten Kraftübertragungswegs zwischen der An-
triebswelle (1, 1’) und der Abtriebswelle (2, 2’)
zum Übertragen von Drehung in einer ersten
Drehrichtung konfiguriert und angeordnet ist;

gekennzeichnet durch
eine Einwegkupplung (4, 4’, 104, 204) für eine zweite
Richtung mit einer zweiten Antriebswellenseite und
einer zweiten Abtriebswellenseite, wobei die Seite
der Einwegkupplung für die zweite Richtung zum se-
lektiven Verbinden eines zweiten Kraftübertra-
gungswegs zwischen der Antriebswelle (1, 1’) und
der Abtriebswelle (2, 2’) zum Übertragen von Dre-
hung in einer zweiten Drehrichtung, die zur ersten
Drehrichtung entgegengesetzt ist, konfiguriert und
angeordnet ist, wobei die Einwegkupplung (4, 4’,
104, 204) für die zweite Richtung derart bezüglich
der Einwegkupplung (3, 3’, 103, 203) für die erste
Richtung angeordnet ist, dass der erste Kraftüber-
tragungsweg parallel zum zweiten Kraftübertra-
gungsweg ist; und
eine Drehübertragungskupplung (5, 5’, 5", 14, 14’,
15, 15’) für die zweite Richtung, die zwischen der
Abtriebswelle (2, 2’) und der zweiten Abtriebswel-
lenseite der Einwegkupplung (4, 4’, 104, 204) für die
zweite Richtung zum selektiven Verbinden der Ein-
wegkupplung (4, 4’, 104, 204) für die zweite Richtung
mit der Abtriebswelle (2, 2’) angeordnet ist; und
einen Mitnehmermechanismus (6, 6’), der betriebs-
fähig an die Drehübertragungskupplung (5, 5’, 5",
14, 14’, 15, 15’) für die zweite Richtung zum Einrük-
ken der Drehübertragungskupplung (5, 5’, 5", 14,
14’, 15, 15’) für die zweite Richtung in Reaktion auf
die Drehung der Antriebswelle (1, 1’) in der zweiten
Drehrichtung gekoppelt ist; und
ein Regelglied (7), das betriebsfähig an den Mitneh-
mermechanismus (6, 6’) zum Regeln der Bewegung
des Mitnehmermechanismus (6, 6’) zum Beibehal-
ten eines ausgerückten Zustands der Drehübertra-
gungskupplung (5, 5’, 5", 14, 14’, 15, 15’) für die zwei-
te Richtung mit dem Mitnehmermechanismus (6, 6’)
gekoppelt ist, und wobei das Regelglied (7) derart
angeordnet ist, dass es in Reaktion auf eine Drehung
der Antriebswelle (1, 1’) in der ersten Drehrichtung
nicht drehbar ist.

2. Vorrichtung gemäß Anspruch 1, wobei:

die erste Antriebswellenseite der Einwegkupp-
lung (3) für die erste Richtung einen ersten In-
nenring (3a) enthält, der zum derartigen Kup-
peln an einen ersten Antriebsabschnitt eines der
Antriebswelle (2) benachbarten Außenumfangs
der Antriebswelle (1) konfiguriert und derart an-
geordnet ist, dass der erste Innenring (3a) zu-
sammen mit der Antriebswelle (1) dreht;
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die erste Abtriebswellenseite der Einwegkupp-
lung (3) für die erste Richtung einen ersten Au-
ßenring (3c) enthält, der zum Kuppeln an die
Abtriebswelle (2) konfiguriert und angeordnet
ist;
die zweite Antriebswellenseite der Einwegkupp-
lung (4) für die zweite Richtung einen zweiten
Innenring (4a) enthält, der zum derartigen Kup-
peln an einen zweiten Antriebsabschnitt der An-
triebswelle (1), der weiter von der Abtriebswelle
(2) entfernt ist als der erste Antriebsabschnitt,
konfiguriert und angeordnet ist, dass der zweite
Innenring (4a) zusammen mit der Antriebswelle
(1) dreht;
die zweite Abtriebswellenseite der Einwegkupp-
lung (4) für die zweite Richtung einen zweiten
Außenring (4c) mit zylindrischer Form enthält;
die Drehübertragungskupplung (5, 5’, 5", 14,
14’, 15, 15’) für die zweite Richtung zwischen
dem ersten Außenring (3c) der Einwegkupplung
(3) für die erste Richtung und dem zweiten Au-
ßenring (4c) der Einwegkupplung (4) für die
zweite Richtung angeordnet ist; und
der Mitnehmermechanismus (6, 6’) zwischen
dem ersten Außenring (3c) der Einwegkupplung
(3) für die erste Richtung und dem zweiten Au-
ßenring (4c) der Einwegkupplung (4) für die
zweite Richtung angeordnet ist, wobei der Mit-
nehmermechanismus (6, 6’) mehr dem zweiten
Außenring (4c) der Einwegkupplung (4) für die
zweite Richtung als die Drehübertragungskupp-
lung (5, 5’, 5", 14, 14’, 15, 15’) für die zweite
Richtung benachbart angeordnet ist.

3. Vorrichtung gemäß Anspruch 2, wobei der Mitneh-
mermechanismus (6) Folgendes enthält:

eine erste Nockenscheibe (6a), die derart an
den zweiten Außenring (4c) der Einwegkupp-
lung (4) für die zweite Richtung gekoppelt ist,
dass die erste Nockenscheibe (6a) mit dem
zweiten Außenring (4c) der Einwegkupplung (4)
für die zweite Richtung dreht;
eine zweite Nockenscheibe (6b), die an die Dre-
hübertragungskupplung (5, 5’, 5", 14, 14’, 15,
15’) für die zweite Richtung gekoppelt und durch
das Regelglied (7) zur ersten Nockenscheibe
(6a) hin vorgespannt ist; und
einen Nockenläufer (6c), der zwischen der er-
sten und zweiten Nockenscheibe (6a und 6b)
zum Bewegen der zweiten Nockenscheibe (6b)
in einer axialen Richtung weg von der ersten
Nockenscheibe (6a) angeordnet ist, um in die
Drehübertragungskupplung (5, 5’, 5", 14, 14’,
15, 15’) für die zweite Richtung einzurücken,
wenn die erste Nockenscheibe (6a, 6a’) in der
zweiten Drehrichtung gedreht wird.

4. Vorrichtung gemäß einem der vorhergehenden An-
sprüche, wobei
die Einwegkupplung (3) für die erste Richtung meh-
rere erste Klemmkörper (3b) enthält, die zwischen
dem ersten Innenring (3a) und dem ersten Außen-
ring (3c) angeordnet sind, wobei die ersten Klemm-
körper (3b) konfiguriert und angeordnet sind, um zu
verhindern, dass der erste Außenring (3c) bezüglich
des ersten Innenrings (3a) in der ersten Drehrichtung
dreht, und zu ermöglichen, dass der erste Außenring
(3c) bezüglich des ersten Innenrings (3a) in der zwei-
ten Drehrichtung dreht, und wobei die Einwegkupp-
lung (4) für die zweite Richtung mehrere zweite
Klemmkörper (3b) enthält, die zwischen dem zwei-
ten Innenring (4a) und dem zweiten Außenring (4c)
angeordnet sind, wobei die zweiten Klemmkörper
(3b) konfiguriert und angeordnet sind, um zu verhin-
dern, dass der zweite Außenring (4c) bezüglich des
zweiten Innenrings (4a) in der zweiten Drehrichtung
dreht, und zu ermöglichen, dass der zweite Außen-
ring (4c) bezüglich des zweiten Innenrings (4a) in
der ersten Drehrichtung dreht.

5. Vorrichtung gemäß einem der vorhergehenden An-
sprüche, wobei
die Einwegkupplung (103, 203) für die erste Rich-
tung mehrere erste Rollen (103f, 203f) enthält, die
zwischen dem ersten Innenring (103a, 203a’) und
dem ersten Außenring (103c, 203c’) angeordnet
sind, wobei die ersten Rollen (103f, 203f) konfiguriert
und angeordnet sind, um zu verhindern, dass der
erste Außenring (103c, 203c’) bezüglich des ersten
Innenrings (103a, 203a’) in der ersten Drehrichtung
dreht, und zu ermöglichen, dass der erste Außenring
(103c, 203c’) bezüglich des ersten Innenrings (103a,
203a’) in der zweiten Drehrichtung dreht, und wobei
die Einwegkupplung (104, 204) für die zweite Rich-
tung ferner mehrere erste Rollen (104f, 204f) enthält,
die zwischen dem zweiten Innenring (104a, 204a’)
und dem zweiten Außenring (104c, 204c’) angeord-
net sind, und wobei die ersten Rollen (104f, 204f)
konfiguriert und angeordnet sind, um zu verhindern,
dass der zweite Außenring (104c, 204c’) bezüglich
des zweiten Innenrings (104a, 204a’) in der zweiten
Drehrichtung dreht, und zu ermöglichen, dass der
zweite Außenring (104c, 204c’) bezüglich des zwei-
ten Innenrings (104a, 204a’) in der ersten Drehrich-
tung dreht.

6. Vorrichtung gemäß einem der vorhergehenden An-
sprüche, wobei
die Drehübertragungskupplung (5, 5") für die zweite
Richtung ein Paar ringförmiger Kupplungszahnrad-
glieder (5a und 5b, 5a" und 5a") enthält, die derart
einander zugekehrt angeordnet sind, dass Zahnrä-
der, die auf gegenüberliegenden Oberflächen der
ringförmigen Kupplungszahnradglieder (5a und 5b,
5a" und 5a") vorgesehen sind, während eines ein-
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gerückten Zustands der Drehübertragungskupplung
für die zweite Richtung ineinandergreifen.

7. Vorrichtung gemäß einem der vorhergehenden An-
sprüche, wobei
die Drehübertragungskupplung (14, 14’) für die zwei-
te Richtung eine Druckplatte (13, 6b’), eine Kupp-
lungstrommel (14c, 14c’) und mehrere innere Platten
und äußere Platten (14a und 14b, 14a’ und 14b’)
enthält, die derart abwechselnd zwischen der Druck-
platte (13, 6b’) und der Kupplungstrommel (14c,
14c’) angeordnet sind, dass die inneren Platten und
äußeren Platten (14a und 14b, 14a’ und 14b’) wäh-
rend eines eingerückten Zustands der Drehübertra-
gungskupplung (5, 5’, 5", 14, 14’, 15, 15’) für die zwei-
te Richtung zwischen der Druckplatte (13, 6b’) und
der Kupplungstrommel (14c, 14c’) eingeklemmt
sind.

8. Vorrichtung gemäß einem der vorhergehenden An-
sprüche, wobei
die Drehübertragungskupplung (15, 15’) für die zwei-
te Richtung ein Paar Kupplungsglieder (15a, 15b und
15a’, 15b’) enthält, die derart einander zugekehrt an-
geordnet sind, dass sie während eines eingerückten
Zustands der Drehübertragungskupplung (5, 5’, 5",
14, 14’, 15, 15’) für die zweite Richtung aneinander
gepresst werden.

9. Vorrichtung gemäß einem der vorhergehenden An-
sprüche, wobei
die erste Abtriebswellenseite der Einwegkupplung
(3’) für die erste Richtung einen ersten Innenring
(3a’) enthält, der zum derartigen Kuppeln an einen
Außenumfang der Abtriebswelle (2’) konfiguriert und
angeordnet ist, dass der erste Innenring (3a’) zu-
sammen mit der Abtriebswelle (2’) dreht;
die erste Antriebswellenseite der Einwegkupplung
(3’) für die erste Richtung einen ersten Außenring
(3c’) enthält, der zum Kuppeln an die Antriebswelle
(1’) konfiguriert und angeordnet ist;
die zweite Abtriebswellenseite der Einwegkupplung
(4’) für die zweite Richtung einen zweiten Innenring
(4a’) enthält, der am Außenumfang der Abtriebswel-
le (2’), der Einwegkupplung (3’) für die erste Richtung
benachbart, angeordnet ist, wobei der zweite Innen-
ring (4a’) zum Drehen bezüglich der Abtriebswelle
(2’) konfiguriert und angeordnet ist;
die zweite Antriebswellenseite der Einwegkupplung
(4’) für die zweite Richtung einen zweiten Außenring
(4c’) enthält, der einstückig mit dem ersten Außen-
ring (3c’) der Einwegkupplung (3’) für die erste Rich-
tung ausgebildet ist, wobei der zweite Außenring
(4c’) zum Kuppeln an die Antriebswelle (1’) konfigu-
riert und angeordnet ist; und
die Drehübertragungskupplung (5’) für die zweite
Richtung und das Mitnehmermechanismus (6’) im
zweiten Kraftübertragungsweg zwischen dem zwei-

ten Innenring (4a’) der Einwegkupplung (4’) für die
zweite Richtung und der Abtriebswelle (2’) angeord-
net sind.

10. Verfahren zum Übertragen einer Antriebskraft zwi-
schen einer Antriebswelle (1, 1’) und einer Abtriebs-
welle (2, 2’), die koaxial mit der Antriebswelle (1, 1’)
angeordnet ist, das Verfahren umfassend:

selektives Einrücken einer Einwegkupplung (3,
3’, 103, 203) für die erste Richtung, die einen
ersten Kraftübertragungsweg zum Übertragen
der Drehung der Antriebswelle (1, 1’) in einer
ersten Drehrichtung auf die Abtriebswelle (2, 2’)
verbindet;
selektives Einrücken einer Einwegkupplung (4,
4’, 104, 204) für die zweite Richtung, die einen
zweiten Kraftübertragungsweg, der parallel zu
dem ersten Kraftübertragungsweg ist, zum
Übertragen der Drehung der Antriebswelle (1,
1’) in einer zweiten Drehrichtung auf die Ab-
triebswelle (2, 2’) verbindet;
selektives Einrücken einer Drehübertragungs-
kupplung (5, 5’, 5", 14, 14’, 15, 15’) für die zweite
Richtung, die zwischen der Einwegkupplung (4,
4’, 104, 204) für die zweite Richtung und der
Abtriebswelle (2, 2’) angeordnet ist; und
selektives Betreiben eines Mitnehmermecha-
nismus (6, 6’) zum Einrücken in die Drehüber-
tragungskupplung (5, 5’, 5", 14, 14’, 15, 15’) für
die zweite Richtung in Reaktion auf die Drehung
der Antriebswelle (1, 1’) in der zweiten Drehrich-
tung;

gekennzeichnet durch ferner
Regeln der Bewegung des Mitnehmermechanismus
(6, 6’) unter Benutzung eines Regelglieds (7) zum
Beibehalten eines ausgerückten Zustands der Dre-
hübertragungskupplung (5, 5’, 5", 14, 14’, 15, 15’)
für die zweite Richtung mit dem Mitnehmermecha-
nismus (6, 6’), ohne dass das Regelglied (7) in Re-
aktion auf eine Drehung der Antriebswelle (1, 1’) in
der ersten Drehrichtung gedreht wird.

11. Fahrzeug mit der Vorrichtung gemäß einem der An-
sprüche 1 bis 9.

Revendications

1. Appareil pour transférer une force motrice entre un
arbre d’entrée (1, 1’) et un arbre de sortie (2, 2’) dis-
posé coaxialement avec l’arbre d’entrée (1, 1’), l’ap-
pareil comprenant :

un embrayage unidirectionnel dans une premiè-
re direction (3, 3’, 103, 203) incluant un premier
côté d’arbre d’entrée et un premier côté d’arbre
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de sortie, le côté d’embrayage unidirectionnel
dans une première direction étant configuré et
agencé pour connecter sélectivement un pre-
mier trajet de transmission de force entre l’arbre
d’entrée (1, 1’) et l’arbre de sortie (2, 2’) pour
transmettre une rotation dans une première di-
rection de rotation ;

caractérisé par
un embrayage unidirectionnel dans une seconde di-
rection (4, 4’, 104, 204) incluant un second côté d’ar-
bre d’entrée et un second côté d’arbre de sortie, le
côté d’embrayage unidirectionnel dans la seconde
direction étant configuré et agencé pour connecter
sélectivement un second trajet de transmission de
force entre l’arbre d’entrée (1, 1’) et l’arbre de sortie
(2, 2’) pour transmettre une rotation dans une se-
conde direction de rotation qui est opposée à la pre-
mière direction de rotation, l’embrayage unidirec-
tionnel dans la seconde direction (4, 4’, 104, 204)
étant agencé par rapport à l’embrayage unidirection-
nel dans la première direction (3, 3’, 103, 203) de
sorte que le premier trajet de transmission de force
soit parallèle au second trajet de transmission de
force ; et
un embrayage à transmission de rotation dans une
seconde direction (5, 5’, 5", 14, 14’, 15, 15’) étant
disposé entre l’arbre de sortie (2, 2’) et le second
côté d’arbre de sortie de l’embrayage unidirectionnel
dans la seconde direction (4, 4’, 104, 204) pour con-
necter sélectivement l’embrayage unidirectionnel
dans une seconde direction (4, 4’, 104, 204) avec
l’arbre de sortie (2, 2’) ; et
un mécanisme de came (6, 6’) couplé opérationnel-
lement à l’embrayage de transmission de rotation
dans une seconde direction (5, 5’, 5", 14, 14’, 15,
15’) pour mettre en prise l’embrayage de transmis-
sion de rotation dans une seconde direction (5, 5’,
5", 14, 14’, 15, 15’) en réponse à la rotation de l’arbre
d’entrée (1, 1’) dans la seconde direction de rotation ;
et
un membre de régulation (7) étant couplé opération-
nellement au mécanisme de came (6, 6’) pour régu-
ler un mouvement du mécanisme de came (6, 6’)
pour maintenir un état désengagé de l’embrayage
de transmission de rotation dans une seconde direc-
tion (5, 5’, 5", 14, 14’, 15, 15’) avec le mécanisme
de came (6, 6’) et le membre de régulation (7) étant
agencé pour être non rotatif en réponse à la rotation
de l’arbre d’entrée (1, 1’) dans la première direction
de rotation.

2. Appareil selon la revendication 1, dans lequel :

le premier côté d’arbre d’entrée de l’embrayage
unidirectionnel dans une première direction (3)
inclut une première bague intérieure (3 a) qui
est configurée et agencée pour être couplée à

une première portion d’entrée d’une périphérie
extérieure de l’arbre d’entrée (1) adjacente à
l’arbre de sortie (2) de sorte que la première ba-
gue intérieure (3a) tourne conjointement à l’ar-
bre d’entrée (1);
le premier côté d’arbre de sortie de l’embrayage
unidirectionnel dans une première direction (3)
inclut une première bague extérieure (3c) qui
est configurée et agencée pour être couplée à
l’arbre de sortie (2) ;
le second côté d’arbre d’entrée de l’embrayage
unidirectionnel dans une seconde direction (4)
inclut une seconde bague intérieure (4a) qui est
configurée et agencée pour être couplée à une
seconde portion d’entrée de l’arbre d’entrée (1)
qui est plus loin de l’arbre de sortie (2) que la
première portion d’entrée de sorte que la secon-
de bague intérieure (4a) tourne conjointement
à l’arbre d’entrée (1);
le second côté de l’arbre de sortie de l’embraya-
ge unidirectionnel dans une seconde direction
(4) inclut une seconde bague extérieure (4c)
ayant une forme cylindrique ;
l’embrayage de transmission de rotation dans
une seconde direction (5, 5’, 5", 14, 14’, 15, 15’)
est disposé entre la première bague extérieure
(3c) de l’embrayage unidirectionnel dans une
première direction (3) et la seconde bague ex-
térieure (4c) de l’embrayage unidirectionnel
dans une seconde direction (4) ; et
le mécanisme de came (6, 6’) est disposé entre
la première bague extérieure (3c) de l’embraya-
ge unidirectionnel dans une première direction
(3) et la seconde bague extérieure (4c) de l’em-
brayage unidirectionnel dans une seconde di-
rection (4) le mécanisme de came (6, 6’) est dis-
posé plus adjacent de la seconde bague exté-
rieure (4c) de l’embrayage unidirectionnel dans
une seconde direction (4) que l’embrayage de
transmission de rotation dans une seconde di-
rection (5, 5’, 5", 14, 14’, 15, 15’).

3. Appareil selon la revendication 2, dans lequel le mé-
canisme de came (6) inclut :

un premier disque de came (6a) couplé à la se-
conde bague extérieure (4c) de l’embrayage
unidirectionnel dans une seconde direction (4)
de sorte que le premier disque de came (6a)
tourne avec la seconde bague extérieure (4c)
de l’embrayage unidirectionnel dans une secon-
de direction (4) ;
un second disque de came (6b) couplé à l’em-
brayage de transmission de rotation dans une
seconde rotation (5, 5’, 5", 14, 14’, 15, 15’) et
poussé vers le premier disque de came (6a) par
le membre de régulation (7), et
une suiveuse de came (6c) disposée entre les
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premier et second disques de came (6a et 6b)
pour déplacer le second disque de came (6b)
dans une direction axiale qui s’éloigne du pre-
mier disque de came (6a)de manière à mettre
en prise l’embrayage de transmission de rota-
tion dans une seconde direction (5, 5’, 5", 14,
14’, 15, 15’) quand le premier disque de came
(6a,6a’) est tourné dans la seconde direction de
rotation.

4. Appareil selon l’une quelconque des revendications
précédentes, dans lequel :

l’embrayage unidirectionnel dans une première
direction (3) inclut une pluralité de premières ca-
les (3b) disposées entre la première bague in-
térieure (3a) et la première bague extérieure
(3c), les premières cales (3b) étant configurées
et agencées pour empêcher que la première ba-
gue extérieure (3c) tourne par rapport à la pre-
mière bague intérieure (3a) dans la première di-
rection de rotation et pour permettre à la pre-
mière bague extérieure (3c) de tourner par rap-
port à la première bague intérieure (3a) dans la
seconde direction de rotation et dans lequel
l’embrayage unidirectionnel dans une seconde
direction (4) inclut une pluralité de secondes ca-
les (3b) disposées entre la seconde bague inté-
rieure (4a) et la seconde bague extérieure (4c),
les secondes cales (3b) étant configurées et
agencées pour empêcher que la seconde bague
extérieure (4c) tourne par rapport à la seconde
bague intérieure (4a) dans la seconde direction
de rotation et pour permettre à la seconde bague
extérieure (4c) de tourner par rapport à la se-
conde bague intérieure (4a) dans la première
direction de rotation.

5. Appareil selon l’une quelconque des revendications
précédentes, dans lequel :

l’embrayage unidirectionnel dans une première
direction (103, 203) inclut en outre une pluralité
de premiers rouleaux (103f, 203f) disposés en-
tre la première bague intérieure (103a, 203a’)
et la première bague extérieure (103c, 203c’),
les premiers rouleaux (103f, 203f) étant confi-
gurés et agencés pour empêcher que la premiè-
re bague extérieure (103c, 203c’) tourne par rap-
port à la première bague intérieure (103a, 203a’)
dans la première direction de rotation et pour
permettre à la première bague extérieure (103c,
203c’) de tourner par rapport à la première ba-
gue intérieure (103a, 203a’) dans la seconde
direction de rotation, et dans lequel l’embrayage
unidirectionnel dans une seconde direction
(104, 204) inclut en outre une pluralité de pre-
miers rouleaux (104f, 204f) disposés entre la se-

conde bague intérieure (104a, 204a’) et la se-
conde bague extérieure (104c, 204c’), les pre-
miers rouleaux (104f,204f) étant configurés et
agencés pour empêcher que la seconde bague
extérieure (104c, 204c’) tourne par rapport à la
seconde bague intérieure (104a, 204a’) dans la
seconde direction de rotation et pour permettre
à la seconde bague extérieure (104c, 204c’) de
tourner par rapport à la seconde bague intérieu-
re (104a, 204a’) dans la première direction de
rotation.

6. Appareil selon l’une quelconque des revendications
précédentes, dans lequel :

l’embrayage de transmission de rotation dans
une seconde direction (5, 5") inclut une paire de
membres de pignon d’embrayage annulaires
(5a et 5b, 5a" et 5b") disposés pour se faire face
l’un à l’autre de sorte que les engrenages prévus
sur des surfaces opposées des membres de pi-
gnon d’embrayage annulaires (5a et 5b, 5a" et
5b") s’engrènent l’un avec l’autre pendant un
état de mise en prise de l’embrayage de trans-
mission de rotation dans une seconde direction
de rotation.

7. Appareil selon l’une quelconque des revendications
précédentes, dans lequel :

l’embrayage de transmission de rotation dans
la seconde direction (14, 14’) inclut une plaque
de pression (13, 6b’), un tambour d’embrayage
(14c, 14c’) et une pluralité de plaques intérieures
et de plaques extérieures (14a et 14b, 14a’ et
14b’) qui sont interposées en alternance entre
la plaque de pression (13, 6b’) et le tambour
d’embrayage (14c, 14c’) de sorte que les pla-
ques intérieures et les plaques extérieures (14a
et 14b, 14a’ et 14b’) soient serrées entre la pla-
que de pression (13, 6b’) et le tambour d’em-
brayage (14c, 14c’) pendant un état de mise en
prise de l’embrayage de transmission de rota-
tion dans une seconde rotation (5, 5’, 5", 14, 14’,
15, 15’).

8. Appareil selon l’une quelconque des revendications
précédentes, dans lequel :

l’embrayage de transmission de rotation dans
une seconde direction (15, 15’) inclut une paire
de membres d’embrayage (15a, 15b et 15a’,
15b’) disposés pour se faire face l’un à l’autre
de manière à être pressés l’un contre l’autre
pendant un état de mise en prise à l’embrayage
de transmission de rotation dans une seconde
rotation (5, 5’, 5", 14, 14’, 15, 15’).
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9. Appareil selon l’une quelconque des revendications
précédentes, dans lequel :

le premier côté d’arbre de sortie de l’embrayage
unidirectionnel dans une première direction (3’)
inclut une première bague intérieure (3a’) qui
est configurée et agencée afin d’être couplée à
une périphérie extérieure de l’arbre de sortie (2’)
de sorte que la première bague intérieure (3a’)
tourne conjointement à l’arbre de sortie (2’) ;
le premier côté d’arbre d’entrée de l’embrayage
unidirectionnel dans une première direction (3’)
inclut une première bague extérieure (3c’) qui
est configurée et agencée pour être couplée à
l’arbre d’entrée (1’) ;
le second côté d’arbre de sortie de l’embrayage
unidirectionnel dans une seconde direction (4’)
inclut une seconde bague intérieure (4a’) dispo-
sée sur la périphérie extérieure de l’arbre de sor-
tie (2’) adjacente à l’embrayage unidirectionnel
dans une première direction (3’), la seconde ba-
gue intérieure (4a’) étant configurée et agencée
pour tourner par rapport à l’arbre de sortie (2’) ;
le second côté d’arbre d’entrée de l’embrayage
unidirectionnel dans une seconde direction (4’)
inclut une seconde bague extérieure (4c’) for-
mée en un seul tenant avec la première bague
extérieure (3c’) de l’embrayage unidirectionnel
dans une première direction (3’), la seconde ba-
gue extérieure (4c’) étant configurée et agencée
pour être couplée à l’arbre d’entrée (1’) ; et
l’embrayage de transmission de rotation dans
une seconde direction (5’) et le mécanisme de
came (6’) sont disposés dans le second trajet
de transmission de force entre la seconde bague
intérieure (4a’) de l’embrayage unidirectionnel
dans une seconde direction (4’) et l’arbre de sor-
tie (2’).

10. Méthode de transfert d’une force motrice entre un
arbre d’entrée (1, 1’) et un arbre de sortie (2, 2’) dis-
posé coaxialement avec l’arbre d’entrée (1, 1’), la
méthode comprenant de :

mettre en prise sélectivement un embrayage
unidirectionnel dans une première direction (3,
3’, 103, 203) qui connecte un premier trajet de
transmission de force pour transmettre une ro-
tation de l’arbre d’entrée (1, 1’) dans une pre-
mière direction de rotation à l’arbre de sortie (2,
2’);
mettre en prise sélectivement un embrayage
unidirectionnel dans une seconde direction (4,
4’, 104, 204) qui connecte un second trajet de
transmission de force qui est parallèle au pre-
mier trajet de transmission de force pour trans-
mette une rotation de l’arbre d’entrée (1, 1’) dans
une seconde direction de rotation à l’arbre de

sortie (2, 2’);
mettre en prise sélectivement un embrayage de
transmission de rotation dans une seconde di-
rection (5, 5’, 5", 14, 14’, 15, 15’) disposé entre
l’embrayage unidirectionnel dans une seconde
direction (4, 4’, 104, 204) et l’arbre de sortie (2,
2’) ; et
actionner sélectivement un mécanisme de ca-
me (6, 6’) pour mettre en prise l’embrayage de
transmission de rotation dans une seconde di-
rection (5, 5’, 5", 14, 14’, 15, 15’) en réponse à
la rotation de l’arbre d’entrée (1, 1’) dans la se-
conde direction de rotation ;

caractérisée en outre par
réguler le mouvement du mécanisme de came (6,
6’) en utilisant un membre de régulation (7) pour
maintenir un état désengagé de l’embrayage de
transmission de rotation dans une seconde direction
(5, 5’, 5", 14, 14’, 15, 15’) avec le mécanisme de
came (6, 6’) sans que le membre de régulation (7)
soit tourné en réponse à la rotation de l’arbre d’entrée
(1, 1’) dans la première direction de rotation.

11. Véhicule ayant l’appareil selon l’une quelconque des
revendications 1 à 9.
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