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(54) Infant carrier apparatus having an adjustable handle assembly

(57) An infant carrier apparatus (100) comprises a
support frame (102), a handle assembly (104) having two
side segments, two handle adjusting mechanisms (130)
pivotally connecting the two side segments of the handle
assembly with the support frame, a release actuator
(132) and two transmission elements (153). Each of the
handle adjusting mechanisms has a locked state for se-
curely holding the handle assembly (104) in place relative
to the support frame, and an unlocked state allowing ro-

tation of the handle assembly (104) about a pivot axis
(X) relative to the support frame (102). Each of the trans-
mission elements (153) has a first and second distal end,
wherein the first distal end is connected with one of the
handle adjusting mechanisms (130), and the second dis-
tal end is connected with the release actuator (132). The
release actuator (132) is operable to switch the handle
adjusting mechanisms (130) from the locked state to the
unlocked state.
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Description

[0001] This application claims priority to China patent
application no. 200910258823.3 filed on December 18,
2009.

BACKGROUND

[0002] 1. Field of the Invention
[0003] The present invention relates to an infant carrier
apparatus, and more particularly to an infant carrier ap-
paratus having an adjustable handle assembly.
[0004] 2. Description of the Related Art
[0005] A stroller apparatus typically comprises a sup-
port frame provided with wheels, a seat assembly and a
handle assembly. After a child is placed in the seat, the
parent can use the handle to push the stroller in move-
ment. In traditional strollers, the seat assembly is usually
oriented toward the front of the stroller in its direction of
displacement. Because the child does not face the parent
when seated in the stroller, no interaction is permitted
between the child and the parent. To remedy this defi-
ciency, some current approaches propose a stroller
structure in which the orientation of the handle assembly
can be adjusted back and forth, whereby the child can
also be seated facing the parent. However, the hinges
for pivoting the handle assembly are usually complex in
construction and may not be convenient to operate.
[0006] Therefore, there is a need for an infant carrier
apparatus that can be fabricated in a cost-effective man-
ner, easy to operate and address at least the foregoing
issues.

SUMMARY

[0007] The present application describes an infant car-
rier apparatus provided with a release actuator and han-
dle adjusting mechanisms that permit convenient oper-
ation of a handle assembly.
[0008] In one embodiment, the infant carrier apparatus
comprises a support frame, a handle assembly having
two side segments, two handle adjusting mechanisms
pivotally connecting the two side segments of the handle
assembly with the support frame, a release actuator and
two transmission elements. Each of the handle adjusting
mechanisms has a locked state for securely holding the
handle assembly in place relative to the support frame,
and an unlocked state allowing rotation of the handle
assembly about a pivot axis relative to the support frame.
Each of the transmission elements has a first and second
distal end, wherein the first distal end is connected with
one of the handle adjusting mechanisms, and the second
distal end is connected with the release actuator. The
release actuator is operable to switch the handle adjust-
ing mechanisms from the locked state to the unlocked
state.
[0009] At least one advantage of the structures de-
scribed herein is the ability to use one single hand for

operating the release actuator for unlocking the handle
adjusting mechanisms in a concurrent manner. As a re-
sult, adjustment of the handle assembly can be more
convenient to operate.

BRIEF DESCRIPTION OF THE DRAWINGS

[0010] Figure 1 is a perspective view illustrating an em-
bodiment of an infant carrier apparatus;
[0011] Figure 2 is a side view of the infant carrier ap-
paratus shown in Figure 1;
[0012] Figure 3 is a side view illustrating the adjust-
ment of a handle assembly in the infant carrier apparatus
of Figure 1;
[0013] Figure 4 is a schematic view illustrating an em-
bodiment of a handle adjusting mechanism implemented
in the infant carrier apparatus shown in Figure 1;
[0014] Figure 5 is a schematic view illustrating the as-
sembly of a rotary plate, a housing and a latch device in
a second coupling element of the handle adjusting mech-
anism;
[0015] Figure 6 is a schematic view illustrating the latch
device in more details;
[0016] Figure 7 is a schematic view illustrating the con-
nection between the handle adjusting mechanisms and
a release actuator;
[0017] Figure 8 is a schematic view illustrating the op-
eration of the release actuator and the handle adjusting
mechanisms; and
[0018] Figure 9 is a schematic view illustrating the
structure of a first coupling element of the handle adjust-
ing mechanism.

DETAILED DESCRIPTION OF THE EMBODIMENTS

[0019] Figures 1 and 2 are respectively perspective
and side views illustrating an embodiment of an infant
carrier apparatus 100, which is exemplary an infant stroll-
er. The infant carrier apparatus 100 can comprise a sup-
port frame 102, a seat assembly 103 mounted with the
support frame 102, and a handle assembly 104. The sup-
port frame 102 can include a front leg frame 108 and a
rear leg frame 110. A plurality of wheels 112 can also be
provided at lower ends of the front and rear leg frames
108 and 110, so that the infant carrier apparatus 100 can
be driven to move toward a first side 100A and second
side 100B.
[0020] Left and right upper ends of the front and rear
leg frame 108 and 110 can be respectively connected
with each other via a coupling structure 114. In one em-
bodiment, each of the coupling structures 114 can ex-
emplary have an end affixed with the front leg frame 108,
and an opposite end pivotally connected with the rear leg
frame 110. The front and rear leg frame 108 and 110 can
thereby fold for convenient storage, and deploy for use.
[0021] The seat assembly 103 can be supported be-
tween the front and rear leg frame 108 and 110. In one
embodiment, the seat assembly 103 can include a seat
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frame, and a cushion arranged on the seat frame. How-
ever, the seat assembly 103 is not limited to the afore-
mentioned construction, and may also be formed from a
seat board, or the seat assembly 103 with a fabric ele-
ment. A front end of the seat assembly 103 may be con-
nected with the front leg frame 108, whereas a rear end
of the seat assembly 103 may be connected with the rear
leg frame 110 via a link bar 116.
[0022] In addition, the seat assembly 103 can also
comprise a generally U-shaped backrest support 118
having left and right side segments respectively connect-
ed with an adjusting mechanism 120. The backrest sup-
port 118 can be thereby adjusted forward and backward
to a desired inclination relative to the seat assembly 103.
[0023] Referring again to Figure 1, the handle assem-
bly 104 has a generally U-shape that can be formed from
the assembly of one or multiple tubular segments. The
handle assembly 104 can comprise a transverse seg-
ment 104A that can be grasped by a user’s hand for push-
ing the infant carrier apparatus 100, and two side seg-
ments 104B respectively joined with two opposite ends
of the transverse segment 104A. Two handle adjusting
mechanisms 130 can also be arranged at symmetrical
positions on left and right upper ends of the front leg
frame 108 for pivotally connecting the front leg frame 108
with the side segments 104B of the handle assembly
104. Accordingly, the handle assembly 104 can be piv-
otally adjusted relative to the support frame 102 to differ-
ent inclinations.
[0024] Each of the two handle adjusting mechanisms
130 has a same construction, including first and second
coupling elements 130A and 130B pivotally connected
with each other. More specifically, the first coupling ele-
ment 130A can be affixed with an upper end of the front
leg frame 108, whereas the second coupling element
130B can be affixed with a lower end of the side segment
104B, such that the second coupling element 130B and
the handle assembly 104 can rotate about a pivot axis X
defined by the handle adjusting mechanism 130 relative
to the first coupling element 130A and the support frame
102. According to one embodiment, the first coupling el-
ement 130A can be formed integral with one coupling
structure 114 in a single body for facilitating the assembly
of the infant carrier apparatus 100.
[0025] Moreover, each handle adjusting mechanism
130 can be respectively connected with a release actu-
ator 132 via an associated transmission element 153
(better shown in Figure 7). In one embodiment, the re-
lease actuator 132 can be provided on the transverse
segment 104A of the handle assembly 104 for ease of
use. The release actuator 132 can be operated to switch
the handle adjusting mechanisms 130 from a locked state
to an unlocked state.
[0026] Figure 3 is a side view illustrating the adjust-
ment of the handle assembly 104. Once the handle ad-
justing mechanisms 130 are switched to the unlocked
state, the handle assembly 104 can be adjustably pivoted
about the pivot axis X relative to the support frame 102.

As shown in Figures 2 and 3, the handle assembly 104
can be exemplary adjusted to a first position inclined to-
ward the first side 100A of the infant carrier apparatus
100 (Figure 2), and a second position inclined toward the
second side 100B of the infant carrier apparatus 100 (Fig-
ure 3). Once the handle assembly 104 has been adjusted
to the desired position, the handle adjusting mechanisms
130 can recover the locked state for fixedly holding the
handle assembly 104 in place relative to the support
frame 102. Accordingly, the handle assembly 104 can
be desirably adjusted for seating the child either facing
forward or rearward.
[0027] Figure 4 is a schematic view illustrating the con-
struction of the handle adjusting mechanism 130. For
clarity, the outer contour of the first and second coupling
elements 130A and 130B are drawn with dotted lines.
The first and second coupling elements 130A and 130B
can include hollow casing portions. An interior of the first
coupling element 130A can have a recessed region 134
provided with a guide track 182. As shown, the guide
track 182 can include a plurality of locking slots (better
shown in Figure 9) disposed in different radial directions
relative to the pivot axis X. In turn, the interior of the sec-
ond coupling element 130B can include a latch device
140, a housing 142 and a rotary plate 144. In one em-
bodiment, the latch device 140 can include two movable
latches 140A and 140B. However, alternate embodi-
ments can also use one single latch (e.g., 140A or 140B).
[0028] The housing 142 can be used for movably as-
sembling the latches 140A and 140B with the second
coupling element 130B, such that the latches 140A and
140B can slide relative to the second coupling element
130B. The housing 142 can be a hollow case in which
the latches 140A and 140B are movably mounted. The
housing 142 has a first surface 142A oriented toward the
second coupling element 130B, and an opposite second
surface 142B oriented toward the first coupling element
130A and adjacently facing the rotary plate 144. The first
surface 142A of the housing 142 includes a hole 146,
and two elongated slots 148 placed at two opposite sides
of the hole 146. An interior of the second coupling ele-
ment 130B includes a protruding axle 149 (shown with
dotted lines in Figure 4) that can pass through the hole
146 for defining a pivot axis X. In addition, one side of
each latch 140A, 140B also includes a protruding key
150. When the latches 140A and 140B are assembled
in the housing 142, the protruding keys 150 can respec-
tively engage through the elongated slots 148 in a mov-
able manner. As a result, rotation of the rotary plate 144
can drive the latches 140A and 140B to slide parallel to
a latch axis Z defined by the elongated slots 148 and in
opposite radial directions relative to the pivot axis X, the
latch axis Z being in a plane substantially perpendicular
to the pivot axis X.
[0029] Figure 5 is a schematic view illustrating the as-
sembly of the rotary plate 144 and the housing 142 pro-
vided with the latches 140A and 140B in the second cou-
pling element 130B. Figure 6 is a schematic view that
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omits the second surface 142B of the housing 142 for
more clearly showing the assembly of the latches 140A
and 140B in the housing 142. Referring to Figures 4, 5
and 6, the rotary plate 144 can rotate about the pivot axis
X, and include a hole 152 provided at an eccentric region
distant from the pivot axis X for affixing a distal end of
the transmission element 153 (as shown in Figure 5).
Being assembled parallel to the latch axis Z on opposite
sides of the pivot axis X, the latches 140A and 140B can
slide along opposite radial directions relative to the pivot
axis X.
[0030] In addition to the latches 140A and 140B, the
latch device 140 also comprises spring elements 154 re-
spectively mounted between the hole 146 and each of
the latches 140A and 140B. For example, a first end of
one spring element 154 can be connected with either of
the latches 140A and 140B, and a second end of the
spring element 154 can be connected with a rib 155 pro-
vided in the housing 142 adjacent to the hole 146. Ac-
cordingly, the latches 140A and 140B and the spring el-
ements 154 can respectively move and deform substan-
tially parallel to the latch axis Z. For guiding the movement
of the latches 140A and 140B relative to the housing 142,
a side of the latches 140A and 140B opposite to the pro-
truding keys 150 can also include engagement pins 156
that are engaged and protrude through elongated slots
158 formed on the second surface 142B of the housing
142.
[0031] The housing 142 provided with the latches 140A
and 140B can be placed in an inner cavity 160 of the
second coupling element 130B. The axle 149 can pass
through the hole 146 of the housing 142, and protrude
through the second surface 142B of the housing 142.
[0032] The rotary plate 144 can include a hole 162,
and two first guide slots 164 placed on two opposite sides
of the hole 162. The first guide slots 164 can have an
elongated shape including a first end 164A and a second
end 164B. The first guide slots 164 can be arranged par-
allel to each other and inclined an angle relative to the
latch axis Z, such that the distance between the first end
164A and the pivot axis X is greater than the distance
between the second end 164B and the pivot axis X. When
the rotary plate 144 is assembled on the second surface
142B of the housing 142, the axle 149 can pass through
the hole 162 of the rotary plate 144, and the engagement
pins 156 of the latches 140A and 140B can respectively
engage with the first guide slots 164, as shown in Figure
5.
[0033] Figure 7 is a schematic view illustrating the sym-
metrical connection between the release actuator 132
and the handle adjusting mechanisms 130. The trans-
mission elements 153 can be cable transmission ele-
ments made of metallic cables, cords, ropes and the like,
that are placed along an interior of the handle assembly
104. Each of the transmission elements 153 can be as-
sociated with one handle adjusting mechanism 130.
More specifically, each transmission element 153 can
have a first distal end 153A securely engaged with the

hole 152 in the rotary plate 144 of the associated handle
adjusting mechanism 130, and a second distal end 153B
commonly connected with the release actuator 132.
[0034] The release actuator 132 can be arranged on
the transverse segment 104A of the handle assembly
104. In one embodiment, the release actuator 132 can
exemplary include a housing 170 and a button 172. The
housing 170 can include an opening 174 and two elon-
gated slots 176 spaced apart from each other and linearly
aligned along their length axis.
[0035] The button 172 can include two second guide
slots 178 placed at positions respectively corresponding
to the elongated slots 176, and inclined relative to the
elongated slots 176. The button 172 can be movably as-
sembled with the housing 170, such that a portion of the
button 172 protrudes through the opening 174 and the
second guide slots 178 respectively overlap at least par-
tially with the elongated slots 176.
[0036] Referring again to Figure 7, the release actuator
132 can be respectively connected with the rotary plates
144 of the handle adjusting mechanisms 130 via the two
transmission elements 153. In one embodiment, the first
and second distal ends 153A and 153B can be provided
with pins or rivet elements for connecting the transmis-
sion elements 153. In this manner, each transmission
element 153 can have the first distal end 153A anchored
at the position of the hole 152 of one associated rotary
plate 144 (as better shown in Figure 4), and the second
distal end 153B movably engaged with one correspond-
ing second guide slot 178 of the button 172 and one cor-
responding elongated slot 176 of the housing 170.
Through the connection of the transmission elements
153, the release actuator 132 can be operable to con-
currently switch the two handle adjusting mechanisms
130 from the locked to unlocked state.
[0037] In Figure 7, the latches 140A and 140B are
shown at locking positions away from the pivot axis X
under the biasing action exerted by the spring elements
154 (as shown in Figure 6). Moreover, the button 172
protrudes through the opening 174 of the housing 170.
In this configuration, the engagement pins 156 are re-
spectively adjacent to the first distal ends 164A of the
first guide slots 164.
[0038] Referring to Figure 8, when the button 172 is
depressed by application of a pressing force F, the button
172 can drive the second distal ends 153B of the trans-
mission elements 153 to slide along the elongated slots
176 toward each other owing to the movable engagement
of the engagement pins 156 with the second guide slots
178 and elongated slots 176. The transmission elements
153 can thereby pull the rotary plates 144 (which are
symmetrically disposed on the left and right sides) to ro-
tate about the pivot axis X of the axle 149 in a same
direction R. Owing to the movable engagement of the
engagement pins 156 with the first guide slots 164, the
rotation of the rotary plates 144 in the direction R can
cause the latches 140A and 140B to respectively slide
in the radial directions D1 and D2 toward the pivot axis
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X and reach the unlocked positions shown in Figure 8.
In the locked positions, the engagement pins 156 of the
latches 140A and 140B are respectively adjacent to the
second ends 164B of the first guide slots 164. Because
the respective radial distances between the pivot axis X
and the latches 140A and 140B are shorter in the un-
locked positions than in the locked positions, the spring
elements 154 are compressed and loaded in the un-
locked positions.
[0039] When the button 172 is released, the spring el-
ements 154 can bias the latches 140A and 140B in op-
posite radial directions away from the pivot axis X, caus-
ing the rotary plate 144 to rotate in a reverse direction to
recover the locked state shown in Figure 7.
[0040] Figure 9 is a schematic view illustrating the in-
ner structure of the first coupling element 130A. The re-
cessed region 134 of the first coupling element 130A can
include a central hole 180, and the guide track 182. In
one embodiment, the guide track 182 can be delimited
by an enclosure made of a metallic material such as alu-
minum, stainless steel. In alternate embodiment, the
guide track 182 may also be directly delimited by raised
sidewalls of the recessed region 134 without the need of
additional rigid enclosure.
[0041] The guide track 182 can include a plurality of
locking slots 184A, 184B, 186A and 186B disposed at
different radial directions. In particular, the locking slots
184A and 184B can be arranged at two diametrically op-
posite positions relative to the central hole 180, whereas
the locking slots 186A and 186B can be arranged at two
other diametrically opposite positions relative to the cen-
tral hole 180. The latches 140A and 140B of the latch
device 140 can respectively engage with the locking slots
184A and 184B for holding the handle assembly 104 at
a first position, and with the locking slots 186A and 186B
for holding the handle assembly 104 at a second position.
Accordingly, the arc angle defined between the direction
of the locking slots 184A and 184B and the direction of
the locking slots 186A and 186B can define the range of
rotation for adjustment of the handle assembly 104 be-
tween the first and second position. Moreover, the re-
cessed region 134 can also include end stops 188A and
188B that respectively extend in the radial directions of
the locking slots 186A and 186B, and end stops 190A
and 190B that respectively extend in the radial directions
of the locking slots 184A and 184B. The end stops 188A,
188B, 190A and 190B, which may be formed by ribs,
protrusions and the like, can be used for delimiting the
range of adjustment of the handle assembly 104.
[0042] When the first and second coupling elements
130A and 130B are assembled together, the axle 149 of
the second coupling element 130B can pass through the
hole 180, such that the second coupling element 130B
can rotate about the pivot axis X relative to the first cou-
pling element 130A. The engagement pins 156 of the
latches 140A and 140B can be received in the guide track
182 of the recessed region 134, and move to different
locked positions A1, B1, A4 and B4 and unlocked posi-

tions A2, B2, A3 and B3 as the handle adjusting mech-
anisms 130 is operated.
[0043] Exemplary operation of the handle adjusting
mechanism 130 is described hereafter with reference to
Figures 2, 3, 7, 8 and 9. First, referring to Figures 2, 7
and 9, the handle assembly 104 can be initially inclined
toward the first side 100A of the infant carrier apparatus
100. In this configuration, the latches 140A and 140B can
be respectively biased by the spring elements 154 to the
locked positions A1 and B1 in engagement with the lock-
ing slots 184A and 184B (i.e., corresponding to the con-
figuration shown in Figure 7). Accordingly, the handle
adjusting mechanisms 130 can securely lock the handle
assembly 104 in the inclined position shown in Figure 2.
[0044] Next referring to Figures 3, 8 and 9, when the
handle assembly 104 is to be adjusted, the button 172
can be depressed with one hand for applying the pressing
force F. Being depressed, the button 172 can drive the
rotary plates 144 in rotation via the transmission ele-
ments 153, which in turn causes the latches 140A and
140B to move in radial directions toward the pivot axis
X. The latches 140A and 140B can thereby shift from the
locked positions A1 and B1 to the unlocked positions A2
and B2 (i.e., corresponding to the configuration shown
in Figure 8) disengaged from the locking slots 184A and
184B, respectively. In this manner, the handle adjusting
mechanisms 130 on the left and right sides of the support
frame 102 can be switched to the unlocked state in a
concurrent manner.
[0045] As shown in Figure 2, the handle assembly 104
then can be rotated about the pivot axis X to the second
side 100B, for example. As the handle assembly 104
rotates, the second coupling element 130B and the latch
device 140 in each handle adjusting mechanism 130 also
rotate in a same direction relative to the pivot axis X. As
a result, the latches 140A and 140B are displaced from
the unlocked positions A2 and B2 to the positions A3 and
B3 in contact against the end stops 188A and 188B, re-
spectively. Because the engagement pins 156 remain in
contact with the second ends 164B of the first guide slots
164, the rotation of the latches 140A and 140B can also
drive the rotary plate 144 to rotate concurrently in the
same direction about the pivot axis X. When the handle
assembly 104 reaches the desired position inclined to-
ward the second side 100B of the infant carrier apparatus
100, the engagement pins 156 can respectively abut
against the end stops 188A and 188B, which blocks fur-
ther rotation of the handle assembly 104.
[0046] After the button 172 is released, the spring el-
ements 154 can urge the latches 140A and 140B to move
from the unlocked positions A3 and B3 to the locked po-
sitions A4 and B4 in engagement with the locking slots
186A and 186B. As the latches 140A and 140B move
toward the locked positions A4 and B4, the rotary plates
144 are also driven in rotation in a direction opposite to
the direction R, which in turn drives movement of the
transmission elements 153 and pushes the button 172
toward the outside of the release actuator 132 to recover

7 8 



EP 2 336 000 A2

6

5

10

15

20

25

30

35

40

45

50

55

the configuration shown in Figure 7. Accordingly, the han-
dle adjusting mechanisms 130 can be effectively
switched to the locked state in a concurrent manner for
securely holding the handle assembly 104 in the desired
position.
[0047] If the handle assembly 104 is to be reversely
adjusted to the configuration shown in Figure 2, the but-
ton 172 can be depressed to unlock the handle adjusting
mechanisms 130 (i.e., by urging the latches 140A and
140B to move from the locked positions A4 and B4 to the
unlocked positions A3 and B3). The handle assembly
104 can be then rotated toward the first side 100A of the
infant carrier apparatus 100, which results in the latches
140A and 140B be shifted from the positions A3 and B3
to the positions A2 and B2 in abutment against the end
stops 190A and 190B. Subsequently, the spring ele-
ments 154 can urge the latches 140A and 140B to move
from the positions A2 and B2 to the locked positions A1
and B1 in engagement with the locking slots 184A and
184B.
[0048] At least one advantage of the structures de-
scribed herein is the ability to use one single hand for
operating the release actuator for unlocking the handle
adjusting mechanisms in a concurrent manner. As a re-
sult, adjustment of the handle assembly can be more
convenient to operate.
[0049] Realizations in accordance with the present in-
vention therefore have been described only in the context
of particular embodiments. These embodiments are
meant to be illustrative and not limiting. Many variations,
modifications, additions, and improvements are possible.
Accordingly, plural instances may be provided for com-
ponents described herein as a single instance. Structures
and functionality presented as discrete components in
the exemplary configurations may be implemented as a
combined structure or component. These and other var-
iations, modifications, additions, and improvements may
fall within the scope of the invention as defined in the
claims that follow.

Claims

1. An infant carrier apparatus comprising:

a support frame;
a handle assembly having two side segments;
two handle adjusting mechanisms, pivotally
connecting the two side segments of the handle
assembly with the support frame, wherein each
of the handle adjusting mechanisms has a
locked state for securely holding the handle as-
sembly in place relative to the support frame,
and an unlocked state allowing rotation of the
handle assembly about a pivot axis relative to
the support frame;
two transmission elements, wherein each of the
transmission elements has a first and second

distal end, the first distal end being connected
with one of the handle adjusting mechanisms;
and
a release actuator connected with the second
ends of the transmission elements, wherein the
release actuator is operable to switch the handle
adjusting mechanisms from the locked state to
the unlocked state.

2. The apparatus according to claim 1, wherein each
of the handle adjusting mechanisms includes:

a first and second coupling element pivotally as-
sembled with each other; and
a latch device operable to lock the first coupling
element with the second coupling element,
thereby blocking rotation of the handle assembly
relative to the support frame.

3. The apparatus according to claim 2, wherein the
latch device comprises:

two latches movably assembled at two radially
opposite sides of the pivot axis, wherein the
latches are driven in movement toward the pivot
axis when the handle adjusting mechanisms are
switched from the locked state to the unlocked
state.

4. The apparatus according to claim 3, wherein the sec-
ond coupling element includes a housing in which
the two latches are movably assembled.

5. The apparatus according to claim 3, wherein the
latches are placed in the second coupling element,
the first coupling element includes a plurality of lock-
ing slots distributed radially relative to the pivot axis,
and the latches engage with two diametrically oppo-
site ones of the locking slots when the handle ad-
justing mechanisms are in the locked state.

6. The apparatus according to claim 5, wherein the first
coupling element includes a guide track in which are
defined the locking slots.

7. The apparatus according to claim 6, wherein the
guide track includes at least one end stop against
which one of the latches comes in abutment for lim-
iting a range of rotation of the second coupling ele-
ment relative to the first coupling element.

8. The apparatus according to claim 5, wherein each
of the latches is connected with a spring element
operable to bias the connected latch to engage with
one corresponding locking slot.

9. The apparatus according to claim 5, wherein each
of the handle adjusting mechanisms further compris-
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es:

a rotary plate pivotally assembled about the piv-
ot axis and having two first guide slots located
on opposite sides relative to the pivot axis,
wherein the two latches respectively engage in
a movable manner with the two first guide slots,
and the rotary plate is connected with the first
distal end of one transmission element, whereby
when the release actuator is operated to pull on
the transmission elements, the rotary plate is
driven in rotation about the pivot axis to cause
the two latches to disengage from the corre-
sponding locking slots.

10. The apparatus according to claim 9, wherein each
of the first guide slots includes a first and second
end, the second end being closer to the pivot axis
than the first end.

11. The apparatus according to claim 9, wherein each
of the latches includes an engagement pin movably
engaged through one associated first guide slot of
the rotary plate, the engagement pin being engaged
with one corresponding locking slot of the guide track
when the handle adjusting mechanisms are in the
locked state.

12. The apparatus according to claim 9, wherein the
transmission elements respectively drive the rotary
plates in rotation to cause the latches to displace
toward each other when the handle assembly is ro-
tated about the pivot axis.

13. The apparatus according to claim 1, wherein the han-
dle assembly includes a transverse segment con-
necting between the two side segments, and the re-
lease actuator is placed on the transverse segment.

14. The apparatus according to claim 1, wherein the re-
lease actuator comprises:

a housing having two elongated slots;
a button having two second guide slots;

wherein the second distal ends of the transmission
elements are respectively engaged in a movable
manner through the elongated slots and the second
guide slots, whereby the button is operable to pull
the transmission elements in movement for switch-
ing the handle adjusting mechanisms from the
locked state to the unlocked state.

15. The apparatus according to claim 1, wherein the in-
fant carrier apparatus is a stroller, the support frame
includes front and rear leg frames, and the handle
adjusting mechanisms are connected with the front
leg frame.
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