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©  Circular  anastomosis  device. 

©  A  surgical  instrument  10  is  disclosed  which  in- 
cludes  a  housing  12  having  proximal  and  distal  end 
portions,  a  shaft  extending  from  the  housing  distal 
end  portion,  the  shaft  having  proximal  and  distal  end 
portions,  a  fastener  carrying  cartridge  22  positioned 
at  the  shaft  distal  end  portion,  the  cartridge  having  a 
plurality  of  fasteners  69  disposed  therein,  a  fastener 
firing  member  56  operatively  associated  with  the 
fastener  carrying  cartridge,  at  least  one  lever  20 
extending  from  the  housing,  the  lever  being  adapted 
to  move  the  fastener  firing  member  to  expel  the 
fasteners  from  the  cartridge,  an  anvil  member  24 

disposed  opposite  the  cartridge,  an  elongated  mem- 
ber  30  operatively  associated  with  the  anvil  member 
for  moving  the  anvil  member  relative  to  the  car- 
tridge,  and  locking  means  18,  70  disposed  within  the 
housing  for  locking  the  elongated  member,  and, 
therefore  the  anvil  member,  the  locking  means  being 
movable  between  at  least  a  first  position  and  a 
second  position  such  that  when  the  locking  means  is 
in  the  first  position  the  elongated  member  is  mov- 
able  and  when  the  locking  means  is  in  the  second 
position  the  elongated  member  is  prevented  from 
moving. 
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FIG.  I 
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BACKGROUND  OF  THE  INVENTION 

1.  Field  of  the  Invention 

This  invention  relates  to  a  surgical  fastener 
applying  instrument.  More  particularly,  this  inven- 
tion  relates  to  an  arrangement  for  a  circular  an- 
astomosis  surgical  stapling  instrument. 

2.  Description  of  the  Related  Art 

Various  types  of  surgical  fastener  applying  in- 
struments  have  been  known  for  the  application  of 
surgical  fasteners  to  tissue.  For  example,  it  has 
been  known  to  use  various  types  of  surgical  sta- 
plers  in  gastric  and  esophageal  surgery  in  both 
classic  or  modified  gastric  reconstructions  per- 
formed  end-to-end,  end-to-side  or  side-to-side.  In 
many  cases,  instruments,  such  as  described  in 
U.S.  Patent  No.  4,603,693,  have  been  used  where 
an  anvil  assembly  mounted  on  the  end  of  a  center 
rod  can  be  manipulated  relative  to  a  staple  assem- 
bly  on  the  end  of  a  tubular  housing  of  the  instru- 
ment.  In  instruments  of  this  nature,  the  center  rod 
is  connected  with  a  mechanism,  for  example,  which 
employs  a  wing  nut  at  the  proximal  end  of  the 
instrument,  so  that  the  rod  can  be  moved  back  and 
forth  independently  of  the  staple  assembly  so  as  to 
adjust  the  anvil  assembly  relative  to  the  staple 
assembly.  Likewise,  a  pusher  tube  is  mounted 
within  the  instrument  for  movement  via  a  handle 
mechanism  so  as  to  cause  a  firing  of  the  staples 
from  the  staple  assembly  towards  the  anvil  assem- 
bly. 

In  some  instruments,  such  as  described  in  U.S. 
Patent  No.  4,351,466,  these  stapling  instruments 
have  been  provided  with  a  pair  of  handles  in  order 
to  actuate  the  pusher  tube  to  cause  a  firing  of  the 
staples.  In  such  cases,  each  handle  has  been  piv- 
otally  mounted  so  as  to  be  moved  toward  the  other 
handle  during  manual  squeezing  by  a  surgeon. 
Each  handle  also  includes  a  lever  arm  within  the 
instrument  which  engages  against  the  pusher  tube 
so  as  to  move  the  tube  in  a  proximal  direction. 

Stapling  instruments  of  this  type  have  also 
been  provided  with  safety  locks  in  order  to  prevent 
the  squeezing  together  of  the  handles  prematurely. 
That  is,  the  safety  locks  have  been  provided  in 
order  to  prevent  the  handles  from  moving  towards 
each  other  before  a  surgeon  has  manipulated  the 
anvil  assembly  into  position  for  the  firing  of  the 
staples.  While  these  instruments  have  been  used 
safely  and  effectively  for  years,  it  would  be  ad- 
vantageous  to  provide  the  feature  of  preventing  the 
anvil  member  from  being  able  to  be  moved  once  a 
fastener  firing  safety  lock  has  been  released.  Also 
a  continuing  need  exists  to  develop  these  types  of 
surgical  stapling  instruments  which  require  fewer 

parts  and  materials  to  manufacture,  thereby  reduc- 
ing  costs  of  production  and  requiring  less  labor  to 
assemble  the  parts.  Additionally,  if  the  instruments 
are  disposable,  i.e.  single  use  only,  use  of  less 

5  materials  is  desirable  to  decrease  the  amount  of 
medical  waste  generated  during  a  surgical  proce- 
dure. 

SUMMARY  OF  THE  INVENTION 
70 

The  present  invention  provides  a  surgical  fas- 
tener  applying  instrument  which  includes  a  novel 
anvil  lockout  mechanism  which  works  in  coopera- 
tion  with  the  safety  release  mechanism  for  the 

75  fastener  firing  member.  The  instrument  of  the 
present  invention  is  lightweight  and  easy  to  manu- 
facture.  It  requires  fewer  component  parts  than 
similar  available  instruments  and,  therefore,  is  less 
costly  to  produce. 

20  The  surgical  instrument  includes  a  housing 
having  proximal  and  distal  end  portions,  a  shaft 
extending  from  the  housing  distal  end  portion,  the 
shaft  having  proximal  and  distal  end  portions,  a 
fastener  carrying  cartridge  positioned  at  the  shaft 

25  distal  end  portion,  the  cartridge  having  a  plurality  of 
fasteners  disposed  therein,  a  fastener  firing  mem- 
ber  operatively  associated  with  the  fastener  carry- 
ing  cartridge,  at  least  one  lever  extending  from  the 
housing,  the  lever  being  adapted  to  move  the  fas- 

30  tener  firing  member  to  expel  the  fasteners  from  the 
cartridge,  an  anvil  member  disposed  opposite  the 
cartridge,  an  elongated  member  operatively  asso- 
ciated  with  the  anvil  member  for  moving  the  anvil 
member  relative  to  the  cartridge,  and  locking 

35  means  disposed  within  the  housing  for  locking  the 
elongated  member,  and,  therefore  the  anvil  mem- 
ber,  the  locking  means  being  movable  between  at 
least  a  first  position  and  a  second  position  such 
that  when  the  locking  means  is  in  the  first  position 

40  the  elongated  member  is  movable  and  when  the 
locking  means  is  in  the  second  position  the  elon- 
gated  member  is  prevented  from  moving. 

In  a  preferred  embodiment  the  locking  means 
is  operatively  associated  with  a  safety  mechanism 

45  for  preventing  movement  of  the  at  least  one  lever, 
the  safety  mechanism  being  movable  between  at 
least  a  first  position  and  a  second  position. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 
50 

Preferred  embodiments  of  the  invention  are 
described  hereinbelow  with  reference  to  the  draw- 
ings  wherein: 

Fig.  1  is  a  perspective  view  of  an  instrument 
55  constructed  according  to  the  present  invention 

for  applying  surgical  fasteners  to  tissue; 
Fig.  2  is  an  exploded  perspective  view  of  the 
instrument  of  an  instrument  in  accordance  with 
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the  present  invention; 
Fig.  3  is  a  top  plan  view  of  the  fastener  firing 
member  of  the  present  invention; 
Fig.  4  is  a  side  plan  view  of  the  fastener  firing 
member; 
Fig.  5  is  an  end  view  of  the  fastener  firing 
member; 
Fig.  6  is  a  top  plan  view  of  the  elongated  mem- 
ber  for  moving  the  anvil  of  the  present  invention 
relative  to  the  stapling  cartridge; 
Fig.  7  is  a  side  plan  view  of  the  elongated 
member  of  Fig.  6; 
Fig.  8  is  a  cross-sectional  view  taken  along 
section  line  8-8  of  Fig.  6; 
Fig.  9  is  a  cross-sectional  view  taken  along 
section  line  9-9  of  Fig.  7; 
Fig.  10  is  a  plan  view  of  the  instrument  showing 
the  lever  members  in  the  unfired  position; 
Fig.  11  is  a  cross-sectional  view  taken  along 
section  line  11-11  of  Fig.  10; 
Fig.  11A  is  an  enlarged  view  of  the  area  in- 
dicated  in  Fig.  1  1  ; 
Fig.  12  is  a  plan  view  of  the  instrument  showing 
the  lever  members  in  the  fired  position; 
Fig.  13  is  a  cross-sectional  view  taken  along 
section  line  13-13  of  Fig.  12;  and 
Fig.  13A  is  an  enlarged  view  of  the  area  in- 
dicated  on  Fig.  13. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENTS 

Referring  now  in  specific  detail  to  the  drawings, 
in  which  like  reference  numerals  identify  similar  or 
identical  elements  throughout  the  several  views, 
and  initially  to  Fig.  1,  which  shows  one  embodi- 
ment  of  the  surgical  instrument  for  applying  a  cir- 
cular  array  of  fasteners  of  the  present  invention 
illustrated  in  perspective  view  as  instrument  10. 
Instrument  10  includes  elongate  body  portion  12 
and  handle  section  14.  Handle  section  14  includes 
anvil  adjustment  member  16,  lever  lockout  or  safe- 
ty  member  18  and  fastener  firing  levers  20.  Fas- 
tener  head  portion  22  and  anvil  member  24  are 
disposed  at  the  distal  end  of  body  portion  12. 
Except  where  noted  otherwise,  the  materials  uti- 
lized  in  the  components  of  the  surgical  instrument 
of  the  present  invention  generally  include  such 
materials  as  polycarbonate  for  housing  sections 
and  related  components,  and  stainless  steel  for 
such  components  which  transmit  forces.  One  pre- 
ferred  polycarbonate  material  is  LEXAN®  brand 
polycarbonate  available  from  General  Electric  Com- 
pany.  However,  equivalent  alternative  materials  will 
readily  come  to  the  mind  of  those  skilled  in  the  art. 

Referring  now  to  Fig.  2,  the  various  compo- 
nents  of  instrument  10  are  shown  in  exploded  view. 
Instrument  10  includes  body  or  housing  half  sec- 

tions  12a  and  12b  which  are  preferably  molded  and 
joined  together  by  suitable  fastening  means  such 
as  rivets  28,  or  the  like.  To  control  axial  movement 
of  anvil  member  24,  elongated  member  30  is 

5  slidably  mounted  within  body  portion  12,  preferably 
by  being  securely  mounted  to  helical  cam  member 
32  by  any  suitable  means  such  as,  for  example, 
welding  or  the  like.  Helical  cam  member  32  is 
slidably  mounted  within  anvil  adjustment  member 

io  16  by  way  of  bushing  34  which  is  securely  moun- 
ted  in  open  end  36  of  anvil  adjustment  member  16. 
Friction  member  93  is  disposed  adjacent  anvil  ad- 
justment  member  16  to  prevent  relatively  free  rota- 
tion  of  the  anvil  adjustment  member.  In  a  preferred 

is  embodiment,  both  the  mounting  of  bushing  34  and 
the  camming  of  helical  cam  32  is  accomplished  by 
compound  pin  38  which  has  central  portion  38a 
and  extending  portions  38b  and  38c  which  are  of 
reduced  diameter.  Portions  38a  and  38b  are  press 

20  fitted  into  bores  40  and  42,  respectively,  located  on 
bushing  34  and  anvil  adjustment  member  16,  re- 
spectively.  Lower  extending  portion  38c  serves  as 
a  camming  pin  and  fits  within  the  helical  groove 
formed  on  the  surface  of  helical  cam  32.  Anvil 

25  approximation  indicator  member  46  has  extended 
portion  48  and  is  press  fitted  into  proximal  portion 
50  of  helical  cam  32.  Cap  51  is  attached  to  proxi- 
mal  end  52  of  anvil  approximation  indicator  mem- 
ber  46.  Cap  51  is  preferably  a  colored  piece  which 

30  is  easily  visible  through  opening  54  formed  near 
the  proximal  end  of  anvil  adjustment  number  16  to 
provide  indication  to  the  user  when  the  anvil  mem- 
ber  is  in  the  proper  position  for  firing  of  the  instru- 
ment.  The  distal  end  of  elongated  member  30  is 

35  provided  with  means  to  retain  anvil  member  24, 
which  will  be  described  in  more  detail  below. 

The  fastener  firing  mechanism  of  instrument  10 
includes  fastener  firing  member  56  which  is  slidab- 
ly  mounted  within  body  portion  12  preferably  such 

40  that  fastener  firing  member  56  is  disposed  around 
elongated  member  30.  Fastener  firing  member  56 
is  preferably  biased  in  a  proximal  direction  by 
suitable  biasing  means  such  as  spring  58.  Fastener 
firing  levers  20  are  pivotably  mounted  to  body 

45  portion  12  and  have  extended  portions  60  which 
cross  over  each  other  in  scissor-like  fashion.  Bear- 
ing  block  62  is  mounted  on  fastener  firing  member 
56,  for  example,  being  held  between  flexible  finger 
portions  64  and  raised  portions  66  which  are 

50  formed  in  the  side  walls  of  fastener  firing  member 
56,  as  best  illustrated  in  Figs.  3  and  4.  Fastener 
firing  member  56  has  bearing  surfaces  such  as 
tabs  68  formed  at  the  distal  portion  which  serve  to 
urge  a  pusher  member  within  fastener  head  portion 

55  22  in  a  distal  direction  in  order  to  eject  surgical 
fasteners  69,  such  as  stainless  steel  or  titanium 
staples,  from  fastener  head  portion  22. 

3 
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Also  disposed  on  instrument  10  are  lever  loc- 
kout  member  18  and  elongate  member  lockout 
member  70.  Lever  lockout  member  18  is  preferably 
spring  biased  to  the  locked  out  position  by  spring 
67  in  slot  91  .  Each  of  these  lockout  members  are 
preferably  mounted  on  instrument  10  in  such  a 
manner  that  they  are  fixed  relative  to  each  other 
and  upon  pivoting  of  lever  lockout  member  18, 
elongate  member  lockout  member  70  also  pivots. 
With  reference  to  Figs.  11A  and  13A,  elongate 
member  lockout  member  70  has  shoulder  portions 
73  and  75  formed  therein  as  well  as  inwardly 
extending  tab  79.  The  function  of  each  of  these 
portions  of  elongate  member  lockout  member  70 
will  be  described  in  further  detail  later  herein. 

Referring  now  to  Figs.  3-9,  the  structural  and 
functional  details  of  fastener  firing  member  56  and 
elongated  member  30  will  now  be  described  in 
detail.  In  Figs.  3-5,  fastener  firing  member  56  is 
shown  as  preferably  being  a  generally  U-shaped 
member  formed  from  material  which  can  transmit 
forces  effectively  and  reliably  such  as  stainless 
steel.  Fastener  firing  member  56  has  side  walls  72 
and  74  which  are  connected  by  web  76.  To  fit 
fastener  firing  member  56  within  the  curved  section 
of  body  portion  12,  fastener  firing  member  56  has 
extended  portions  or  flexible  bands  72a  and  74a 
which  are  preferably  formed  integrally  with  walls  72 
and  74,  respectively.  Band  72a  is  shorter  than  band 
74a.  The  difference  in  the  length  of  the  two  bands 
corresponds  to  the  amount  of  curvature  of  body 
portion  12  so  that  when  fastener  firing  member  56 
is  mounted  in  body  portion  12,  the  surfaces  of  tabs 
68  form  a  plane  parallel  with  the  surface  of  the 
fastener  pusher  member  (not  shown). 

Referring  to  Figs.  6-9,  elongated  member  30  is 
shown  as  a  U-shaped  member,  similar  to  fastener 
firing  member  56.  Elongated  member  30  has  side 
walls  78  and  80  which  are  joined  by  web  82. 
However,  the  cross-section  dimensions  of  elongat- 
ed  member  30  are  preferably  such  that  elongated 
member  30  readily  fits  within  fastener  firing  mem- 
ber  56.  This  arrangement  is  desirable  so  that  elon- 
gated  member  30  and  fastener  firing  member  56 
can  slide  independent  of  each  other.  As  with  fas- 
tener  firing  member  56,  elongated  member  30 
must  also  be  formed  to  fit  within  the  curved  con- 
tour  of  body  portion  12.  To  accomplish  this  cur- 
vature,  elongated  member  30  has  extended  por- 
tions  or  flexible  bands  78a  and  80a  which  are 
preferably  formed  integrally  with  walls  78  and  80, 
respectively.  Similar  to  the  construction  of  fastener 
firing  member  56,  bands  78a  and  80a  of  elongated 
member  30  are  of  different  length.  Elongated  mem- 
ber  30  terminates  at  a  distal  end  in  a  pair  of 
opposed  anvil  retaining  portions  84  and  86.  Prefer- 
ably,  structure  can  be  provided  within  body  portion 
12  (not  shown)  that  serves  to  retain  the  side  walls 

and  bands  of  both  elongated  member  30  and  fas- 
tener  firing  member  56.  Such  structure  can  be  of 
unitary  construction  and  have  grooves  to  direct 
longitudinal  movement  of  the  channels  and  bands. 

5  Additionally,  one  or  more  seals  (not  shown)  can  be 
disposed  within  body  portion  12  to  prevent  the  flow 
of  gases  therethrough. 

To  facilitate  retaining  anvil  member  24,  and  in 
particular,  the  anvil  shaft  therein,  anvil  retaining 

io  portions  84  and  86  are  preferably  semi-circular  in 
shape  as  best  illustrated  in  the  cross-section  view 
of  Fig.  8.  To  assist  in  retention  of  anvil  24,  anvil 
retaining  portions  84  and  86  are  provided  with 
flexible  finger  portions  88  and  90,  respectively, 

is  each  of  which  have  a  raised  portion  formed  there- 
on,  such  as  camming  and  retaining  portions  92  and 
94,  respectively.  Camming  surfaces  96  and  98 
formed  by  camming  and  retaining  portions  92  and 
94,  respectively  serve  to  cam  flexible  finger  por- 

20  tions  88  and  90  radially  outward  upon  insertion  of 
the  anvil  into  the  distal  end  of  instrument  10.  Refer- 
ring  temporarily  back  to  Fig.  2,  once  annular 
groove  portion  100  of  anvil  shaft  102  passes  be- 
tween  retaining  portions  84  and  86,  flexible  finger 

25  portions  88  and  90  return  toward  their  initial  or  at 
rest  state  so  that  retaining  portions  92  and  94  seat 
in  annular  groove  100. 

In  a  preferred  embodiment,  extended  portions 
78a  and  80a  of  elongated  member  30  are  prefer- 

30  ably  bent  until  the  ends  of  anvil  retaining  portions 
84  and  86  are  aligned  and  are  then  permanently 
joined  together  (as  shown  in  Fig.  2),  by  suitable 
bonding  techniques,  such  as,  by  welding. 

At  the  proximal  end  of  elongated  member  30, 
35  cut  out  portion  83  is  formed  to  receive  elongate 

lockout  member  70  when  elongated  member  is 
properly  positioned  for  firing  the  staples  of  instru- 
ment  10.  As  best  illustrated  in  Figs.  6  and  7,  cutout 
portion  83  is  preferably  formed  through  most  of 

40  web  82  and  continues  partially  up  side  wall  80. 
The  basic  steps  of  operation  are  set  forth  in 

several  patents,  such  as  U.S.  Patents  4,576,167 
issued  to  Noiles,  5,005,749  issued  to  Aranyi,  and 
5,119,983  to  Green  et  al.  the  contents  of  each  of 

45  these  references  are  hereby  incorporated  by  refer- 
ence. 

With  reference  to  the  instrument  of  the  present 
invention,  the  user  positions  the  tissue  to  be  joined 
between  anvil  24  and  fastener  head  portion  22. 

50  Anvil  adjustment  member  16  is  rotated  to  move 
elongated  member  30  and  anvil  24  proximally  until 
the  user  sees  approximation  indicator  46  appear  in 
opening  54  of  anvil  adjustment  member  16.  During 
this  step,  elongate  member  30  acts  as  a  tension 

55  member  as  it  pulls  anvil  24  into  position  adjacent 
fastener  head  portion  22.  Prior  to  alignment  of  cut 
out  83  in  elongate  member  30  and  extended  por- 
tion  79  of  elongate  member  lockout  70,  lockout  70 

4 
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is  prevented  from  pivoting  by  contact  between  ex- 
tended  portion  79  and  elongate  member  30.  When 
cut  out  83  is  positioned  adjacent  extended  portion 
79  of  elongate  member  lockout  70,  as  further  de- 
scribed  below,  lever  lockout  member  18  and  elon- 
gate  member  lockout  70  are  able  to  be  pivoted  by 
depressing,  usually  with  the  thumb,  on  lever  loc- 
kout  member  18.  Once  lever  lockout  member  18  is 
pivoted  by  the  user,  fastener  firing  levers  20  are 
depressed  to  urge  fastener  firing  member  56  in  a 
distal  direction.  This  motion  is  accomplished  by  the 
camming  effect  of  extended  portions  60  of  fastener 
firing  levers  20  on  bearing  block  62  the  distal 
movement  of  fastener  firing  member  56  urges  fas- 
tener  pusher  members  to  eject  fasteners  69  from 
fastener  head  portion  22.  During  this  step,  fastener 
firing  member  56  acts  as  a  compression  member 
as  it  ejects  fasteners  69. 

With  the  above  operational  description  of  in- 
strument  10  as  a  general  base  of  the  overall  opera- 
tion,  the  operation  of  elongate  member  lockout  70 
will  now  be  described  in  detail  with  reference  to 
Figs.  10-13.  Once  the  user  has  instrument  10  in- 
serted  and  the  tissue  to  be  joined  is  properly 
situated  about  the  distal  end  of  the  instrument, 
anvil  24  is  approximated  to  its  proper  position  by 
rotation  of  anvil  adjustment  member  16,  instrument 
10  is  positioned  for  firing,  as  shown  in  Fig.  10.  In 
that  position,  however,  fastener  firing  member  56  is 
still  blocked  from  movement  due  to  lever  lockout 
member  18  still  being  oriented  in  the  "safety  on" 
position,  i.e.,  lever  locking  extended  portions  104 
and  106  (Fig.  2)  are  aligned  with  the  structure  of 
levers  20  so  that  they  cannot  be  depressed.  Pivot- 
ing  of  lever  lockout  member  18  is  prevented  when 
elongated  member  30  is  out  of  the  desired  approxi- 
mation  range  for  firing  the  staples. 

With  reference  to  Figs.  2-7,  11  and  13,  preven- 
tion  of  the  ability  to  pivot  lever  lockout  member 
member  18  is  accomplished  by  the  relative  posi- 
tion  of  elongated  member  30  and  thus  the  approxi- 
mation  of  anvil  24.  When  anvil  24  is  not  properly 
approximated,  side  wall  80  and  web  82  of  elon- 
gated  member  30  prevent  extended  portion  79  of 
elongate  member  lockout  70  from  moving  further 
inward  (Fig.  11).  However,  once  elongated  member 
30  is  properly  positioned,  i.e.,  cut  out  83  is  aligned 
with  extended  portion  79  of  elongate  member  loc- 
kout  70,  then  lever  lockout  member  18  which  is 
fixedly  secured  to  elongate  member  lockout  mem- 
ber  70,  can  be  pivoted,  as  shown  in  Fig.  13.  When 
lockout  70  is  pivoted,  shoulder  portions  73  and  75 
of  lockout  70  are  moved  out  of  notches  77  of 
fastener  firing  member  56  (Figs.  3  and  4).  This 
enables  fastener  firing  levers  20  to  be  pivoted 
toward  each  other  as  shown  in  Fig.  12,  thereby 
moving  fastener  firing  member  56  distally  and  ejec- 
ting  fasteners  69  from  fastener  head  portion  22.  As 

can  be  seen  in  Figs.  13  and  13A  once  lever  lockout 
18,  and  elongate  member  lockout  70  are  pivoted 
by  the  user,  inwardly  extending  portion  79  of  loc- 
kout  70  enters  into  cut  out  83  (Figs.  6  and  7)  and 

5  blocks  elongated  member  30  from  movement  in 
either  a  proximal  or  distal  direction. 

The  claims  which  follow  identify  embodiments 
of  the  invention  additional  to  those  described  in 
detail  above. 

10 
Claims 

1.  A  surgical  instrument  for  applying  at  least  one 
circular  array  of  fasteners,  comprising: 

is  a  housing  having  proximal  and  distal  end 
portions; 

a  shaft  extending  from  said  housing  distal 
end  portion,  said  shaft  having  proximal  and 
distal  end  portions; 

20  a  fastener  carrying  cartridge  positioned  at 
said  shaft  distal  end  portion,  said  cartridge 
having  a  plurality  of  fasteners  disposed  therein; 

a  fastener  firing  member  operatively  asso- 
ciated  with  said  fastener  carrying  cartridge; 

25  at  least  one  lever  extending  from  said 
housing,  said  lever  being  adapted  to  move 
said  fastener  firing  member  to  expel  said  fas- 
teners  from  said  cartridge; 

an  anvil,  including  an  anvil  shaft,  disposed 
30  opposite  said  cartridge; 

an  elongate  member  operatively  associ- 
ated  with  said  anvil  for  moving  said  anvil  rela- 
tive  to  said  cartridge;  and 

locking  means  disposed  within  said  hous- 
35  ing  for  locking  said  elongate  member,  said 

locking  means  being  movable  between  at  least 
a  first  position  and  a  second  position  such  that 
when  said  locking  means  is  in  said  first  posi- 
tion  said  elongate  member  is  movable  and 

40  when  said  locking  means  is  in  said  second 
position  said  elongate  member  is  prevented 
from  moving. 

2.  A  surgical  instrument  as  recited  in  claim  1, 
45  further  comprising  a  safety  mechanism  asso- 

ciated  with  said  housing  for  preventing  move- 
ment  of  said  at  least  one  lever,  said  safety 
mechanism  being  movable  between  at  least  a 
first  position  and  a  second  position. 

50 
3.  A  surgical  instrument  as  recited  in  claim  2, 

wherein  said  safety  mechanism  is  operatively 
associated  with  said  locking  means. 

55  4.  A  surgical  instrument  as  recited  in  claim  1,  2 
or  3,  wherein  said  locking  means  is  operatively 
associated  with  said  fastener  firing  member. 

5 
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5.  A  surgical  instrument  as  recited  in  claim  4, 
wherein  when  said  locking  means  is  in  said 
first  position,  said  fastener  firing  member  is 
prevented  from  firing  said  fasteners. 

6.  A  surgical  instrument  as  recited  in  claim  4  or  5 
wherein  when  said  locking  means  is  in  said 
second  position,  said  fastener  firing  member  is 
permitted  to  fire  said  fasteners. 

7.  A  surgical  instrument  as  recited  in  any  one  of 
the  preceding  claims,  wherein  said  locking 
means  is  biased  to  remain  initially  in  said  first 
position. 

8.  A  surgical  instrument  as  recited  in  any  one  of 
the  preceding  claims,  wherein  a  portion  of  said 
elongate  member  is  U-shaped,  having  at  least 
two  side  wall  portions  connected  by  a  web 
portion. 

9.  A  surgical  instrument  as  recited  in  any  one  of 
the  preceding  claims,  wherein  said  elongate 
member  includes  at  least  two  finger  portions 
extending  from  a  distal  end  thereof,  said  finger 
portions  adapted  to  retain  said  anvil  assembly. 

10.  A  surgical  instrument  for  applying  at  least  one 
circular  array  of  fasteners,  comprising: 

a  body  portion; 
a  fastener  head  portion  connected  to  said 

body  portion  and  including  a  plurality  of  fasten- 
ers; 

an  elongate  member  longitudinally  dispos- 
ed  within  said  body  portion; 

at  least  one  movable  lever  member  oper- 
atively  associated  with  said  body  portion  to  fire 
said  fasteners; 

an  anvil  assembly,  including  an  anvil  head 
portion  and  an  anvil  shaft  portion  operatively 
associated  with  said  elongate  member,  said 
anvil  head  portion  adapted  to  form  said  plural- 
ity  of  fasteners;  and 

a  lockout  member  movable  between  at 
least  a  first  position  and  a  second  position 
wherein  when  said  lockout  member  is  dis- 
posed  in  said  first  position  said  elongate  mem- 
ber  is  permitted  to  move  longitudinally  within 
said  body  portion  and  when  said  lockout  mem- 
ber  is  disposed  in  said  second  position  said 
elongate  member  is  held  in  a  fixed  position 
and  said  anvil  head  portion  is  held  at  a  pre- 
determined  fixed  longitudinal  distance  from 
said  fastener  head  portion. 

11.  A  surgical  instrument  as  recited  in  claim  10, 
wherein  said  lockout  member  is  pivotably  dis- 
posed  within  said  body  portion. 

12.  A  surgical  instrument  as  recited  in  claim  10  or 
1  1  further  comprising  a  fastener  firing  member 
operatively  associated  with  said  fastener  head 
portion  and  said  at  least  one  lever  member, 

5  said  firing  fastener  member  being  adapted  to 
eject  said  fasteners  from  said  fastener  firing 
member. 

13.  A  surgical  instrument  as  recited  in  any  one  of 
io  the  preceding  claims  1  to  9  and  12,  wherein 

said  fastener  firing  member  is  held  in  a  fixed 
position  when  said  locking  member  is  in  said 
first  position. 

75  14.  A  surgical  instrument  for  applying  at  least  one 
circular  array  of  fasteners,  comprising: 

a  body  portion; 
a  fastener  head  portion  connected  to  said 

body  portion  and  including  a  plurality  of  fasten- 
20  ers; 

at  least  one  movable  lever  member  asso- 
ciated  with  said  body  portion  and  operatively 
connected  to  said  fastener  head  portion; 

an  elongate  U-shaped  member  having  at 
25  least  two  finger  portions  extending  from  a  dis- 

tal  end  thereof,  said  U-shaped  member  being 
movable  between  a  first  position  and  a  second 
position  within  said  body  portion; 

an  anvil  member  attached  to  said  at  least 
30  two  finger  portions  of  said  elongate  U-shaped 

member,  said  anvil  member  being  adapted  for 
forming  said  plurality  of  fasteners. 

15.  A  surgical  instrument  as  recited  in  claim  14, 
35  wherein  said  anvil  member  is  removably  at- 

tached  to  said  at  least  two  finger  portions. 

16.  A  surgical  instrument  as  recited  in  claim  8,  14 
or  15,  further  comprising  locking  means  oper- 

40  atively  associated  with  said  U-shaped  member 
and  movable  between  at  least  a  first  position 
and  a  second  position  for  locking  said  U- 
shaped  member  in  a  fixed  position. 

45  17.  A  surgical  instrument  as  recited  in  claim  16, 
wherein  when  said  locking  means  is  in  said 
first  position,  said  U-shaped  member  is  mov- 
able  and  said  plurality  of  fasteners  is  pre- 
vented  from  being  expelled  from  said  fastener 

50  head  portion  and  when  said  locking  means  is 
in  said  second  position,  said  U-shaped  mem- 
ber  is  locked  and  said  plurality  of  fasteners  are 
expellable  from  said  fastener  head  portion. 

55  18.  A  surgical  instrument  for  applying  at  least  one 
circular  array  of  fasteners,  comprising: 

a  body  portion; 
a  fastener  head  portion  connected  to  said 

6 
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body  portion  and  including  a  plurality  of  fasten- 
ers; 

at  least  one  movable  lever  member  oper- 
atively  associated  with  said  body  portion; 

an  elongate  U-shaped  compression  mem-  5 
ber  operatively  connected  at  a  proximal  end  to 
said  at  least  one  movable  lever  member  and 
operatively  connected  at  a  distal  end  to  said 
fastener  head  portion;  and 

an  elongate  U-shaped  tension  member  10 
slidably  disposed  adjacent  said  compression 
member. 
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