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Description

[0001] The present disclosure relates to analog-to-digital channels, and in particular, to low power sigma-delta mod-
ulation.
[0002] Signals may be defined as a physical quantity, such as sound or voltage, which vary with respect to time, space
or some other variable. These signals may include information wherein the information is represented by the variations
in the signal. For example, the human voice or music are signals that included information based on variations in the
amplitude and frequency of sound waves. It is often useful to convert a signal such as a human voice or music into an
electronic signal where one or more processes can then be performed on the signal. For example, sounds such as a
human voice can be converted to an electronic signal in a device such as a hearing aid. In the hearing aid example, the
voice of the person speaking is converted into an analog electronic signal by a device such as a microphone. Once the
hearing aid has converted the sound to an analog electronic signal, the signal can be processed to amplify one or more
portions of the signal, and then converted back into sound by a speaker or other output device. The processing of the
signal in the hearing aid example allows the person using the hearing aid to better hear the sounds.
[0003] In the processing of electronic signals, it is often helpful or necessary to convert the analog electronic signal
into a digital signal. Digital signals allow the signals to be processed by digital signal processing systems, including
systems incorporating digital computers and microprocessors. In order for an analog electronic signal to be processed
by a digital signal processing system, the analog electronic signal is converted to a digital signal. This can be accomplished
using an analog-to-digital converter. The analog-to-digital converter takes samples of one or more characteristics of the
analog electronic signal at certain time intervals, and converts each sample into a digital representation of a value or
values of the one or more characteristics of the sample. A series of these samples, taken at a fast enough sampling
rate, will result in a digital representation of the analog signal.
[0004] One problem faced when performing analog-to-digital signal conversion is aliasing. Aliasing occurs when fre-
quencies not present in the original analog electronic signal could be represented by the digital representation produced
by the analog-to-digital conversion. The ability of an analog-to-digital converter to remove or at least attenuate the
unwanted aliasing is referred to as image rejection, and is measured in decibels.
[0005] In addition, performing analog-to-digital signal conversions using low power is desirable in various devices, for
example, devices powered from batteries where battery life and time between battery recharging are important criteria.
[0006] There is a need in the art for a system and a method for converting an analog electronic signal to a digital signal
having a low power requirement, being compact, and yet being capable of operating over the required frequency range
while achieving the required amount of image rejection.
[0007] The above-mentioned problems and others not expressly discussed herein are addressed by the present
subject matter and will be understood by reading and studying this specification.
[0008] US 6181740 describes a sampling system comprising a plurality of sample and hold circuits which can be
arranged together with weighting circuits to perform a filtering function so as to avoid the need for a decimation filter.
[0009] According to one aspect, the present invention provides a device comprising a decimation filter including an
output and a sigma-delta modulator coupled to the output of the decimation filter, wherein the device is arranged to apply
a clock frequency to the decimation filter wherein the clock frequency is an integral multiple of a sampling frequency of
the sigma delta modulator. In various embodiments, the decimation filter is a switched capacitor decimation filter. In
various embodiments, the decimation filter places a null in one or more signals received by the sigma-delta modulator
at a sampling frequency of the sigma-delta modulator. Various embodiments include operating the decimation filter at
a clock frequency that is four times higher than a sampling frequency of the sigma-delta modulator.
[0010] In various embodiments, the sigma-delta modulator and the decimation filter are included in one or more
integrated circuits. In varying embodiments, a device comprising a sigma-delta modulator includes at least one successive
approximation converter. In various examples, the at least one successive approximation converter runs at approximately
six times a sampling frequency of the sigma-delta modulator. In various embodiments, the one or more successive
approximation converters includes at least one 5-bit converter. In various embodiments, the one or more successive
approximation converters include at least one 4-bit converter. In varying embodiments, the sigma-delta modulator is a
fourth order cascaded modulator. In various embodiments, a first stage of the fourth order cascaded modulator includes
a 5-bit converter, a second stage of the fourth order cascaded modulator includes a 4-bit successive approximation
converter, and a third stage of the fourth order cascaded modulator includes a 4-bit successive approximation converter.
[0011] Embodiments of present subject matter include a device comprising a means for filtering an analog input signal
including an output; and a sigma-delta modulator coupled to the output of the means for filtering the analog input signal
where a clock frequency applied to the means for filtering is approximately an integer multiple of a sampling frequency
of the sigma delta modulator.
[0012] According to another aspect, the present invention provides a method comprising filtering an analog signal
using a decimation filter to produce a filtered signal, applying the filtered signal to an input of a sigma-delta modulator,
producing an output from the sigma-delta modulator, and operating the decimation filter at a clock speed that is an
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integral multiple of a sampling frequency of the sigma delta modulator. Embodiments of the method include sampling
the analog signal at a rate that is 16 times the frequency of the highest frequency present in the analog signal. Embod-
iments also include operating the decimation filter so that the filtered signal includes a null at approximately a sampling
frequency of the analog signal.
[0013] This Summary is an overview of some of the teachings of the present application and is not intended to be an
exclusive or exhaustive treatment of the present subject matter. Further details about the present subject matter are
found in the detailed description and appended claims. Other aspects will be apparent to persons skilled in the art upon
reading and understanding the following detailed description and viewing the drawings that form a part thereof, each of
which are not to be taken in a limiting sense. The scope of the present invention is defined by the appended claims and
their legal equivalents.
[0014] Preferred embodiments of the invention will now be described, by way of example only, and with reference to
the accompanying drawings in which:

FIG. 1 shows a block diagram of an embodiment of the present invention.
FIG. 2 is a particular implementation of circuitry for a switched capacitor decimation filter according to an embodiment
of the present invention.
FIG. 3 shows an example set of waveforms according to an embodiment of the present invention.
FIG. 4 shows a schematic view of a sigma-delta modulator according to an embodiment of the present invention.
FIG. 5 shows a particular implementation of circuitry for an integrator according to an embodiment of the present
invention.
FIG. 6 shows a particular implementation of circuitry for an integrator according to an embodiment of the present
invention.
FIG. 7 shows a schematic view of a device according to one or more embodiments of the present invention.

[0015] The following detailed description refers to subject matter in the accompanying drawings which demonstrate
some examples of specific aspects and embodiments in which the present subject matter may be practiced. These
embodiments are described in sufficient detail to enable those skilled in the art to practice the present subject matter.
References to "an", "one", or "various" embodiments in this disclosure are not necessarily to the same embodiment,
and such references may contemplate more than one embodiment. The following detailed description is, therefore, not
to be taken in a limiting sense, and the scope is defined only by the appended claims, along with the full scope of legal
equivalents to which such claims are entitled.
[0016] In many devices, both power consumption and reducing the overall size of the device are very important. For
example, in devices such as electronic hearing aids, which are powered from batteries, battery life is an important issue.
Lower power consumption by the electronic circuits in the hearing aid result in a longer times between needed recharging
sessions of the battery, and results in longer batter life due to the reduced number of recharging cycles the battery is
exposed to. In addition, making hearing aids small in size is also very important. Since the user often wears the hearing
aid in or near their ear or ears, a smaller size device results in more comfort for the user, and a device which is less
conspicuous to others.
[0017] In addition, the frequency ranges of the signals in some applications is relatively low. Therefore, an analog-to-
digital converter capable of operating at a relatively low frequency may be adequate. For example, audio frequencies
associated with human hearing are generally below a frequency of approximately 16 khertz. An analog-to-digital converter
used to convert signals in the frequency range of human hearing may be required to convert signals with a maximum
frequency component of approximately 16 khertz. Depending on the type of analog-to-digital converter used, the circuits
of the converter may be required to operate up to some integral multiple of this maximum frequency.
[0018] In the embodiment illustrated in FIG. 1, the signal processing channel 100 includes a decimation filter 104 and
a sigma-delta modulator 106. Decimation filter 104 performs filtering of an input signal before the signal is applied to
sigma-delta modulator 106. A sigma-delta modulator is an oversampling converter, and therefore does not require the
complex and high performance filtering required when using a Nyquist type converter. However, the application of some
filtering of the analog signal before applying the signal to the sigma-delta modulator allows the sigma-delta modulator
to operate at a much lower sampling frequency, while still meeting the requirement for a given level of image rejection.
[0019] Use of a minimum sampling rate for the oversampling converter reduces the power requirements needed to
perform the conversion in the sigma-delta modulator 106. In addition, the lower frequency sampling rate allows the use
of certain types of circuits, for example successive approximation comparators, that also require less power. Thus, the
overall power requirements needed to perform the analog-to-digital conversion are further reduced. These low power
circuits may not be suitable for use if higher frequency sample rates are required, because of the frequency or speed
limitations of these circuits.
[0020] In an embodiment as illustrated in FIG. 1, an input signal 110 is received by a preamplifier 102. The preamplifier
produces signal 112 that is coupled to decimation filter 104. In an embodiment, preamplifier 102 produces a differential
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output signal including signals 112 and 114. Decimation filter 104 receives signal 112, and signal 114 if provided, and
filters the signal or signals to produce a filtered signal 116. In an embodiment, the decimation filter 104 produces a
filtered differential signal including 116 and 118. In an embodiment, the filtered signal 116, including signal 118 if provided,
are filtered analog signals. Sigma-delta modulator 106 receives the filtered signals 116, and also signal 118 if provided,
and produces signal Yout 120. In an embodiment, signal Yout 120 is a binary output. In an embodiment, signal Yout
120 is a 10 bit signed binary output. In an embodiment, signal Yout 120 is a signed binary output where one or more of
the output bits is a sign bit. It will be recognized that a variety of other binary outputs may be generated at signal Yout
120. Signal Yout 120 may further be received by digital signal processor 108. Digital signal processor 108 receives
signal Yout 120 and produces output signal 122. In an embodiment, output signal 122 is a binary output in a two’s
compliment format. It will be realized that a variety of other binary outputs may be generated at output signal 122.
[0021] In an embodiment, filtering of the analog signal to be converted to a digital signal can be achieved using a
decimation filter. By operating the decimation filter at a frequency that is at a particular integer multiple of the sampling
frequency of the sigma-delta modulator, the output from the decimation filter will have a null placed at the sampling
frequency which is then applied as an input to the sigma-delta modulator. This results in the conversion of the filtered
signal producing an image frequency that is shifted far enough from the base band that a hard to achieve image rejection
requirement can still be met despite the lower sampling frequency of the sigma-delta modulator.
[0022] In FIG. 1, decimation filter 104 receives clock inputs 124 and 128. The sigma-delta modulator 106 receives
clock input 126. In an embodiment, clock input 126 to the sigma-delta modulator operates at a frequency that is 16 times
higher than the highest frequency to be converted in the input signal 110. In other words, the ratio of the clock frequency
at clock input 126 (the sampling frequency) to the Nyquist number, defined as approximately twice the frequency of the
highest frequency in the signal to be converted, is eight. In applications where the input signal represents signals having
frequencies in the range of human hearing, for example, in a hearing aid application, the input signal 110 may be limited
to frequencies below approximately 16 kilohertz. In such an application, the Nyquist number would be 32 kilohertz. Using
a sampling frequency to Nyquist number ratio of eight, a clock frequency of 256 kilohertz is applied to sigma delta
modulator 106, and a clock frequency four times that, or 1.024 megahertz, is applied to decimation filter 104. As a result,
decimation filter 104 will place a null frequency at the input to sigma-delta modulator 106 at 256 kilohertz. Image fre-
quencies generated by the sigma-delta modulator will be at frequencies high enough to meet an image rejection spec-
ification calling for greater than 55 decibels of rejection.
[0023] FIG. 2 illustrates a decimation filter 200. In various embodiments, decimation filter 200 is the decimation filter
104 of FIG. 1 Decimation filter 200 is a switched capacitor decimation filter, including amplifier 230 and capacitors 220
and 222. In an embodiment, amplifier 230 is an operational amplifier, or op-amp. Capacitors 220 and
[0024] 222 can be various types of capacitors, including but not limited to, integrated metal capacitors. In an embod-
iment, capacitors 220 and 222 are formed as part of an integrated circuit. Decimation filter 200 also includes switches
202, 204, 206, 208, and 210. Switches 202, 204, 206, 208, and 210 may be various types of switches, including but not
limited to solid state switches. In an embodiment, switches 202, 204, 206, 208, and 210 are formed as part of an integrated
circuit. In an embodiment, switches 202, 204, 206, and 208 are switched between an open or off condition and a closed
or on condition by clock signal 124. In an embodiment, clock signal 124 includes phase signals 260. In an embodiment,
switch 210 is switched between an open or off condition and a closed or on condition by clock signal 128. In an embodiment,
clock signal 128 is the same signal as clock signal 126 supplied to sigma-delta modulator 106, but including a different
duty cycle. In an embodiment, clock signal 128 includes phase signal 261. In an embodiment, switches 202 and 208
are switched between the on and off condition by the φ1 portion of phase signals 260, switches 204 and 206 are switched
between the on and off condition by the φ2 portion of phase signals 260, and switch 210 is switched between the on
and off condition by the φ3 portion of phase signal 261.
[0025] FIG. 3 illustrates an embodiment of a set of waveforms 300 applied to the decimation filter 200 of FIG. 2. In an
embodiment, waveforms 301 and 302 are portions of phase signal 260, and waveform 303 is a portion of phase signal
261. Waveform 301 includes a symmetrical square wave φ1, the waveform alternating between a high level and a low
level at a frequency. In an embodiment, the frequency of waveform 301 is 1.024 megahertz. Waveform 302 includes a
symmetrical square wave φ 2, the waveform alternating between a high level and a low level at the same frequency as
waveform 301. Waveform 302 alternates between a high and a low state in a manner so that waveform 302 is approx-
imately one hundred eighty degrees out of phase with waveform 301. Waveform 303 is a non-symmetrical square wave
φ 3, alternating between a high level and a low level at a frequency. In an embodiment, the frequency of waveform 303
is one fourth the frequency of waveforms 301 and 302. In an embodiment, waveform 303 has a frequency of 256 kilohertz.
Waveform 303 remains in the low state, and switches to the high state at the time and for the duration that matches
every fourth transition of waveform 301 from the low to the high state returning to the low state.
[0026] Returning to FIG. 2, the frequency behavior of decimation filter 200 can be changed by either changing the
capacitor size or by changing the clock frequency. In an embodiment, the capacitor size for capacitor 220 and 222 are
fixed, and the frequency behavior of decimation filter 200 is determined by the frequency of clock input 124. In an
embodiment, the frequency of clock input 124 is an integral multiple of the sampling frequency of the sigma delta
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modulator 106. In an embodiment, the frequency of clock input 124 is four times the sampling frequency of sigma-delta
modulator 106. In an embodiment, during a certain time period, φ1 is in a high state, and φ2 and φ3 are in a low state.
During this time, switches 202 and 208 will be closed and switches 204, 206, and 210 will be open. During this time,
input signal Vin 201 will be coupled to a first terminal of capacitor 220 through switch 202 and node 240. The second
terminal of capacitor 220 is connected to node 241 and is coupled to ground through switch 208.
[0027] During a different time period, φ1 and φ3 are in a low state, and φ2 is in a high state. During this time, switches
202, 208, and 210 will be open and switches 204 and 206 will be closed. During this time, input signal Vin 201 will not
be coupled to capacitor 220 through switch 202, and the first terminal of capacitor 220 coupled to node 240 will be
coupled to ground through switch 206. The second terminal of capacitor 220 is connected to node 241 and will be coupled
to the inverting input of amplifier 230 though node 232. A first terminal of capacitor 222 is also coupled to node 232. The
second terminal of capacitor 222 is coupled to the output of amplifier 230 through node 243. The non-inverting input of
amplifier 230 is coupled to ground through node 234.
[0028] During a still different time, φ 1 and φ3 are in a high state, and φ2 is in a low state. During this time, switches
202, 208, and 210 will be closed and switches 204 and 206 will be open. During this time, input signal Vin 201 will be
coupled to a first terminal of capacitor 220 through switch 202 and node 240. The second terminal of capacitor 220 is
connected to node 241 and is coupled to ground through switch 208. However, because switch 204 is open, capacitor
220 is not coupled to the inverting input of amplifier 230. The first terminal of capacitor 222 is coupled to node 232, and
the second terminal of capacitor 222 is coupled to the output of amplifier 230 at node 243. In addition, the inverting input
of amplifier 230 will be coupled to the output of amplifier 230 through switch 210. Therefore, during this time period, the
voltage present at the non-inverting input of amplifier 230 will appear as Vout 212 at node 243. The non-inverting input
of amplifier 230 is coupled to ground through node 234.
[0029] FIG. 4 is an illustration of a sigma-delta modulator 400. In various embodiments, sigma-delta modulator 400
is the sigma-delta modulator 106 of FIG. 1. Sigma-delta modulators convert an analog input signal to a digital output,
the digital output being a representation of the analog input signal. A sigma-delta modulator operates by quantizing the
change in the analog input signal from one sample to the next, as opposed to quantifying an absolute value for the
signal. Sigma-delta modulators incorporate integrators which acts as a predictor. The integrator tries to predict the next
input signal level. The difference between the predicted next signal level and the actual signal level is the predicted error
term. The predicted error term is quantized and used to make the next prediction. Sigma-delta modulators incorporate
a converter to encode the integral of the signal from the integrator. The output of the sigma-delta modulator may be a
1-bit digital output stream that is received by a digital decimation filter. One advantage of the sigma-delta modulator is
that their performance is not sensitive to the rate of change of the analog input signal.
[0030] In some embodiments, the sigma-delta modulator includes cascaded stages, where each stage include one
or more integrators and a comparator. In a cascaded sigma-delta modulator, the output from one stage is received as
an input to one or more other stages. In an embodiment, each of the cascaded stages of the sigma-delta modulator has
a gain. The gain for each of the stages may or may not be the same as the gain for another stage. The outputs at the
stages are combined to produce a binary output. In an embodiment, the output is a stream of binary bits. In an embodiment,
the output is a 10 bit signed binary output. In an embodiment, the sigma-delta modulator includes a second cascaded
sigma-delta modulator, where the first sigma-delta modulator receives one portion of a differential analog input signal,
and the second cascaded stage sigma-delta modulator receives the differential signal portion of the analog input signal.
The output signals of the first and second sigma-delta modulators are combined to produce a binary output signal.
[0031] FIG. 4 illustrates the sigma delta modulator 400 including a first cascaded sigma-delta modulator 497 and a
second cascaded sigma-delta modulator 498, including successive approximation converters. In an embodiment, sigma-
delta modulator 400 includes clock input 126, as shown in FIG. 2. In an embodiment, the successive approximation
converters of the sigma delta modulator operate at a clock speed of approximately six time the sigma-delta modulator
clock speed.
[0032] An input signal 401 is received by the first sigma-delta modulator 497 at summer 420. The first sigma-delta
modulator produces a binary output Dout1 at summer 427. A differential signal, Vin (bar), corresponding to Vin is received
by the second sigma-delta modulator 498 at summer 470. The second sigma-delta modulator produces a binary output
Dout2 at summer 477. The output signals Dout1 is applied to the non-inverting input of adder 499 and the output signal
Dout2 is applied to the inverting input of adder 499 to produce the output signal Dout. In an embodiment, Dout is a 10
bit signed binary output, where the most significant bit is a sign bit. Other output formats for Dout are possible, including
but not limited to, an output in a two’s compliment format.
[0033] In the embodiment of FIG. 4, the first sigma-delta modulator 497 is a fourth order cascaded sigma-delta mod-
ulator including successive approximation converters. The second sigma-delta modulator 498 in the embodiment of FIG.
4 is identical to the first sigma-delta modulator 497 except that the second sigma-delta modulator 498 processes the
Vin(bar) signal, and the output from the second sigma-delta modulator 498 is coupled to the inverting input of adder
499. Therefore, only the first sigma-delta modulator 497 will be described in detail. However, except as noted, the devices
and functions of the first sigma-delta modulator 497 are also found in the second sigma-delta modulator 498.
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[0034] The first cascaded sigma-delta modulator includes three stages. The first stage includes two integrators and
a 5-bit successive approximation converter. Input signal 401 is coupled to a first input of summer 420. The output signal
from 5-bit successive approximation comparator 410 is coupled to a second input of summer 420. The output of summer
420 is coupled to the input of integrator 402. The output of integrator 402 is coupled to an input of summer 421. The
output signal from 5-bit successive approximation comparator 410 is coupled to a second input of summer 421. The
output of summer 421 is coupled to integrator 404. The output of integrator 404 is coupled to an input of 5-bit successive
approximation converter 410. The output of 5-bit successive approximation converter 410 is a 5-bit binary value. In one
embodiment, the gain of the first stage of the first cascaded sigma-delta modulator 497 is one. The output from 5-bit
successive approximation converter 410 is coupled to delay 430.
[0035] Various embodiments of sigma-delta modulator 106 and 400 are not limited to the use of a 5-bit successive
approximation converter, or to the use of a 4-bit successive approximation converter. It will be recognized that different
considerations are used in the determination of the bit resolution chosen for the one or more successive approximation
converters used. In an embodiment, the bit resolution of one or more of the successive approximation converters is
chosen based on a signal to quantization specification being greater than a particular value, for example, 100 decibels.
In an embodiment, the output swing of the integrator is a consideration in choosing the bit resolution of one or more of
the successive approximation converters. In an embodiment, voltage headroom is a consideration in choosing the bit
resolution of one or more successive approximation converters. Other factors may be used in choosing the bit resolution
of one or more of the successive approximation converters without limiting the scope of the present invention.
[0036] Returning to FIG. 4, the output from 5-bit successive approximation converter 410 is also coupled to input of
summer 422, which thereby introduces the output signal from the first stage to the second stage of the first cascaded
sigma-delta modulator 497. In addition, the output from integrator 404 is coupled to an input of summer 422.
[0037] The output of summer 422 is coupled to an input of summer 423. The output signal from 4-bit successive
approximation converter 412 is also coupled to an input of summer 423. The output from summer 423 is coupled to
integrator 406. The output of integrator 406 is coupled to 4-bit successive approximation converter 412. The output of
4-bit successive approximation converter 412 is a 4 bit binary value. In one embodiment, the gain of the second stage
of the of the first cascaded sigma-delta modulator 497 is four. The output from 4-bit successive approximation converter
412 is coupled to differentiator 431. The output of differentiator 431 is coupled to an input of differentiator 432.
[0038] The output from 4-bit successive approximation converter 412 is also coupled to an input of summer 424, which
thereby introduces the output signal from the second stage to the third stage of the first cascaded sigma-delta modulator
497. In addition, the output from integrator 406 is coupled to an input of summer 424.
[0039] The output of summer 424 is coupled to an input of summer 425. The output signal from 4-bit successive
approximation converter 414 is also coupled to an input of summer 425. The output from summer 425 is coupled to
integrator 408. The output of integrator 408 is coupled to 4-bit successive approximation converter 414. The output of
4-bit successive approximation converter 414 is a 4 bit binary value. In one embodiment, the gain of the third stage of
the of the first cascaded sigma-delta modulator 497 is eight. The output from 4-bit successive approximation converter
414 is coupled to differentiator 444. The output of differentiator 444 is coupled to an input of differentiator 445. The output
of differentiator 445 is coupled to an input of differentiator 446.
[0040] In combining the outputs of each of the stages of the first cascaded sigma-delta modulator 497, the first stage
output from differentiator 430 is coupled to an input of summer 426. The second stage output from differentiator 432 is
coupled to a second input of summer 426. The output of differentiator 426 is coupled to an input of delay 433, and the
output of delay 433 is coupled to an input of summer 427. The third stage output from differentiator 446 is coupled to a
second input of summer 427. Summer 427 outputs the Dout1 signal, which is the output signal from the first cascaded
sigma-delta modulator 497. As noted above, the Dout1 signal may be combined with the Dout2 signal from the second
cascaded sigma-delta modulator 498 in adder 499 to produce the binary output Dout.
[0041] As noted above, sigma delta modulator 400 includes successive approximation converters 410, 412, 414, 460,
462, and 464. It will be recognized that other types of converters may be used with sigma-delta modulators. For example,
flash converters may be used. Flash converters operate at high speed, but consume larger amounts of power and require
a larger amount of area than some other types of converters. In a single stage sigma-delta modulator where 4 bit linearity
is required, the use of flash converters would require a total of 24-1 or 15 comparators, plus a 15 tap resistor string. In
a single stage sigma-delta modulator where 5-bit linearity is required, the use of flash converters would require a total
of 25-1 or 31 comparators, plus a 31 tap resistor string. In the embodiment illustrated in FIG. 4, utilizing flash converters
in the 5-bit converter of the first stage would require 31 comparators with 31 associated tap resistors, and 15 comparators
for each of the 4-bit converters in the second and third stages, along with the associated tap resistors, for a total of 61
comparators with 61 associated tap resistors. This circuitry would also need to be duplicated for the first, second, and
third stages of second portion of sigma delta modulator 400, specifically, sigma-delta modulator 498 of FIG. 4.
[0042] In contrast, using successive approximation converters with the same 5-bit or 4-bit linearity requirement results
in the use of a single successive approximation converter for each stage of the sigma-delta modulator. In addition, there
is no requirement for tap resistors. In an embodiment, a single successive approximation converter is used for the 5-bit
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converter 410 of the first stage, and a single successive approximation converter is used in each of the 4-bit converters
412, 414 of the second and third stages of the sigma-delta modulator, for a total of 3 successive approximation converters.
In addition, there is no requirement for any tap resistors in the embodiments using successive approximation converters.
This results in reduced circuitry, and therefore a smaller device.
[0043] In addition, the use of successive approximation converters as compared to flash converters results in a reduced
power requirement needed to operate a sigma-delta converter, resulting in an overall reduced power requirement for
performing the analog-to-digital conversion. In an embodiment, the use of successive approximation converts allows
implementation of the first cascaded sigma-delta modulator 497 using only three successive approximation converters,
and does not require the use of tap resistors. In an embodiment, the current required to run the three successive
approximation converts is approximately 10 microamperes or less at approximately 1.25 volts, where each successive
approximation converter draws approximately 3 microamperes. In contrast, using flash converters and their associated
resistor strings would require approximately 42.5 microamperes, based on a requirement of approximately 500 nanoam-
peres for each of the 61 flash converters (31 for the first stage 5-bit converter, plus 15 each for both the second stage
and the third stage 4-bit converters) and approximately 4 microamperes for each of the 61 resistors at the same 1.25
volts. The net result is a savings of approximately 42.5 minus 10, or 32.5 microamperes saved by using the successive
approximation converters instead of the flash converters. An equal savings would result by using the successive ap-
proximation converter as opposed to flash converters in the other portion of sigma-delta converter 400, namely sigma-
delta converter 498.
[0044] The capacitive digital-to-analog converter (not shown) for use with the successive approximation converters
requires no power. In an embodiment where only 4-bit linearity is required, the matching requirement for the capacitive
digital-to-analog converter is very realizable, that is 6.25% at 1 sigma. For example, a 50 femtofarad capacitor in 0.18
process can match to approximately 0.262% at 1 sigma.
[0045] Thus, using successive approximation converters instead of flash converters will save significant amounts of
power and thus reduce the power requirements needed to operate the analog-to-digital channel. In addition, the reduced
number of devices and circuitry need when using successive approximation converters will result in decreased circuit
area requirements, and therefore a more compact device. Both these features make the use of successive approximation
converters quite attractive for low power applications, including but not limited to, hearing aid applications.
[0046] Various embodiments of a sigma-delta modulator include one or more integrators. It will be recognized that
various types of integrators may be used. FIG. 5 illustrates an embodiment of an integrator 500 for use in a sigma-delta
modulator. In various embodiments, integrator 500 may be included in sigma-delta modulator 106 of FIG. 1. Integrator
500 includes switches 510, 511, 512, and 513, capacitors 520 and 521, and amplifier 530. In an embodiment, switches
510 and 513 are controlled by a clock input 562 which includes phases 560, including φ 1 and φ2. In an embodiment,
switches 510 and 513 are switched between an open or off condition and a closed or on condition by φ1 of clock input
562, and switches 511 and 512 are switched between an open or off condition and a closed or on condition by φ2 of
clock input 562. In an embodiment, φ1 and φ2 are inverse clock signals of each other.
[0047] In operation, during one portion of the clock signal switches 510 and 513 are closed, and switches 511 and
512 will be open. During this time, input signal Vinput 501 is coupled to a first terminal of capacitor 520 through switch
510 (node 502). The second terminal of capacitor 520 (node 503) is coupled to ground through switch 513. During this
time, capacitor 520 will be charged toward a voltage corresponding to the voltage of input signal 501. During this time,
switch 511 is open, and therefore capacitor 521 and amplifier 530 are not connected through node 504 to capacitor 520.
[0048] During the next portion of the clock cycle, switches 510 and 513 will open, and switches 511 and 512 will close.
During this time, the first terminal of capacitor 520 will be coupled to ground through switch 512. The second terminal
of capacitor 520 will be coupled to the inverting input of amplifier 530 and to a first terminal of capacitor 521 through
switch 511 and node 504.
[0049] During both portions of the clock cycle, the output of amplifier 530 will be coupled to Vout 506 through node
505. In addition, the second terminal of capacitor 521 will be coupled to the output of amplifier 530 at node 505. The
non-inverting input of amplifier 530 is coupled to ground.
[0050] The gain for integrator 500 is determined by a ratio of the capacitance of capacitor 520 divided by the value of
the capacitance of capacitor 521. F-unity equals the ratio of the capacitance of capacitor 520 divided by the value of the
capacitance of capacitor 521 multiplied by the clock frequency.
[0051] Capacitor 520 is sometimes referred to as the sampling capacitor, while capacitor 521 is referred to as the
integration capacitor. The capacitance of the sampling capacitor is determined based on thermal noise considerations.
In addition, since the gain of the integrator is determined by the ratio of the sampling capacitor divided by the integration
capacitor, for a given gain, once the capacitance of the sampling capacitor is determined, the capacitance of the integrating
capacitor is also fixed. It will be recognized that as the capacitance of the sampling and integration capacitor increase,
the charging current, and thus the power requirements of the integrator circuit increases. In addition, higher capacitance
capacitors require more physical space, and thus consume more area in an circuit, including but not limited to, an
integrated circuit.
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[0052] FIG. 6 illustrates an embodiment of an area efficient integrator 600 that may be included in a sigma-delta
modulator. In various embodiments, area efficient integrator 600 may be included in sigma-delta modulator 106 of FIG.
1. Area efficient integrator 600 includes switches 610, 611, 612, 613, and 614. Area efficient integrator 600 also includes
sampling capacitor 620, integration capacitor 621, extra capacitor 622, and amplifier 630.
[0053] In an embodiment, switches 610, 611, 612, 613, and 614 are controlled by a clock input 662 which includes
phases 660, including φ 1 and φ2. In an embodiment, switches 610 and 613 are switched between an open or off condition
and a closed or on condition by φ1 of clock input 662, and switches 611, 612, are 614 are switched between an open
or off condition and a closed or on condition by φ2 of clock input 662. In an embodiment φ1 and φ2 are inverse clock
signals of each other.
[0054] In operation, during one portion of the clock input, switches 610 and 613 are closed, and switches 611, 612,
and 614 will be open. During this time, input signal Vin 601 is coupled to a first terminal of capacitor 620 through switch
610 and node 602. The second terminal of capacitor 620 is coupled to the inverting input of amplifier 630. The non-
inverting input of amplifier 630 is coupled to ground. A first terminal of capacitor 621 is also coupled to the inverting input
of amplifier 630 through node 603. The second terminal of capacitor 621 is coupled to a first terminal of capacitor 622
and to the output of amplifier 630 at node 605. The second terminal of capacitor 622 is coupled to ground through switch
613. Switch 614 is open, thus disconnecting node 605 from Vout 606.
[0055] During the next portion of the clock cycle, switches 610 and 613 will open, and switches 611, 612, and 614 will
close. During this time, the first terminal of capacitor 620 will be coupled to ground through node 602 and switch 611.
The second terminal of capacitor 620 will be coupled to the inverting input of amplifier 630 and to the first terminal of
capacitor 621 through node 603. The non-inverting input to amplifier 630 remains coupled to ground. The second terminal
of capacitor 621 will be coupled to the first terminal of capacitor 622 and to the output of amplifier 630 at node 605. The
second terminal of capacitor 622 is coupled through switch 612 to the first terminal of capacitor 621 and the second
terminal of capacitor 620 at node 603. Switch 613 is open, thus disconnecting node 604 from ground. Switch 614 is
closed, thus coupling node 605 to Vout 606.
[0056] The gain for area efficient integrator 600 is calculated using the formula: 

Where Cext is the capacitance of extra capacitor 622, Cs is the capacitance of sampling capacitor 620, and Cint is the
capacitance of the integrating capacitor 621.
[0057] By way of example, for a typical integrator where the required gain is 0.5 and a sampling capacitor having a
capacitance of 0.9 picoFarads is selected, an integrating capacitor with a capacitance of 1.8 picoFarads would be
required, resulting in an overall capacitance of 2.7 picoFarads. For the area efficient integrator requiring the same gain
of 0.5 and using the same size sampling capacitor of 0.9 picoFarads, an integration capacitor of only 0.6 picoFarads
with an extra capacitor of 0.3 picoFarads can be used, where the overall capacitance is 1.8 picoFarads. In this example,
the total capacitance of the area efficient integrator is 0.9 picoFarads less than that of the typical integrator, a 50 percent
savings in the area required for capacitors in the circuit.
[0058] Again by way of example, the equivalent load capacitance during the integration of a typical integrator is
calculated using the formula: Cload_Equivalent = Cload + (1 - Cinteg / (Cinteg + Csample + Cparasitic) * Cinteg)) where
Cload Equivalent is the equivalent load capacitance during integration, Cload is the load capacitance, Csample is the
capacitance of the sampling capacitor, Cinteg is the capacitance of the integrating capacitor, and Cparasitic is a value
of the parasitic capacitance. Using the formula and substituting the following values:

Csample =0.9pF
Cinteg =1.8pF,
Cload = 0.9pF,
Cparasitic = 0.09pF

results in an equivalent load capacitance during integration of 1.539 picoFarads. In contrast, equivalent load capacitance
during integration of the area efficient integration is calculated using the formula: 
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where Cload Equivalent is the equivalent load capacitance during integration, Cload is the load capacitance, Csample
is the capacitance of the sampling capacitor, Cinteg is the capacitance of the integrating capacitor, Cextra is the capac-
itance of the extra capacitor, and Cparasitic is a value of the parasitic capacitance. Using this formula and substituting
the following values:

Csample=0.9pF
Cinteg=0.6pF
Cextra=0.3pF
Cload=0.9pF
Cparasitic=0.09pF

results in an equivalent load capacitance during integration of 1.274 picoFarads.
[0059] Thus, in this example the load capacitance reduction due to the use of the area efficient integrators instead of
the typical integrators is 1.539 picoFarads divided by 1.274 picoFarads, or 1.21, representing a 21 percent reduction in
the equivalent load capacitive of the area efficient integrator over the typical integrator during integration. The reduced
equivalent load capacitance translates into a lesser charging current supplied from the amplifier, resulting in an overall
reduction of the power requirements of the circuit.
[0060] It will be recognized that for a given required gain, and for a given capacitance for the sampling capacitor, the
combined required capacitance for the integrating capacitor and the extra capacitor is approximately 50 percent less
than the capacitance required by a typical integrator, such as integrator 500 of FIG. 5. The reduced overall capacitance
of the area efficient integrator results in an overall reduction in the space requirement for the circuit. Thus, the area
efficient integrator requires less area to construct in an integrated circuit. In addition, the overall lower capacitance of
the area efficient integrator reduces the overall load capacitance of the circuit due to the smaller load capacitance during
the integration cycle. The result is a lower charging current required to be supplied by the amplifier, resulting in an overall
reduction in the power requirements of the circuit.
[0061] Using area efficient integrators instead of typical integrators will save significant amounts of power and thus
reduce the power requirements needed to operate the analog-to-digital channel. In addition, the reduced area required
by the area efficient integrators will result in decreased circuit area, and therefore a more compact device. Both these
features make the use of area efficient integrators attractive for low power applications, including but not limited to
hearing aid applications.
[0062] The area efficient integrator of FIG. 600 has other advantages over a typical switched capacitor integrator. For
example, the area efficient integrator is parasitic insensitive. The area efficient integrator also has the capability to
perform auto zeroing in order to minimize the amplifier’s offset and low frequency 1/f noise. The use of an area efficient
integrator in the sigma-delta modulator would include, but is not limited to, the benefits described above.
[0063] FIG. 7 illustrates an embodiment of a device 700 including an analog-to-digital channel that incorporates one
or more features of the present invention. The device 700 may include but is not limited to a hearing aid device. Receiver
701 receives a time varying signal, for example, a sound wave such as a voice or music, and converts the time varying
signal to an electrical signal at node 702. In an embodiment, receiver 701 is a microphone, including but not limited to
an omnidirectional microphone. In an embodiment, receiver 701 consists of a plurality of microphones, including but not
limited to one or more omnidirectional microphones and one or more gradient microphones.
[0064] A/D channel 703 receives the electrical signal at node 702. In an embodiment, the electrical signal is an analog
electrical signal where some parameter of the signal varies in accordance with the variations of the signal received at
receiver 701. A/D channel 703 converts the analog electrical signal into a digital signal at node 704. In an embodiment,
A/D channel 703 includes a decimation filter coupled to a sigma-delta modulator where the decimation filter provides a
filtered analog signal to the sigma-delta modulator. In an embodiment, the decimation filter operates at a rate that is an
integral multiple of the sampling frequency of the sigma-delta modulator. In an embodiment, the sigma-delta modulator
included in A/D channel 703 is a fourth-order cascaded sigma-delta modulator. In various embodiments, the sigma-delta
modulator includes one or more area efficient integrators as described above. In various embodiments, the sigma-delta
modulator includes successive approximation converters as described above. The digital signal at node 704 includes,
but is not limited to, a 10 bit signed binary output. Other digital signals are possible, for example, a digital signal in a
two’s compliment format.
[0065] Digital signal processor 705 receives the digital signal at node 704 and further processes the digital signal to
produce an intermediate signal at node 706. Digital signal processor 705 performs one or more processes on the signal
received at node 704, including but not limited to, filtering and noise shaping. The intermediate signal at node 706 may
be, but is not limited to, an analog signal produced by Digital Signal Processor 705. In an embodiment, amplifier 707
receives the intermediate signal at node 706. Amplifier 707 further processes the intermediate signal, including but not
limited to, amplification of the intermediate signal to produce an output signal at node 708. The output signal at node
708 is used to drive output device 709. In an embodiment, output device 709 is a speaker. In an embodiment, output
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device 709 is a diaphragm and an earpiece designed to provide audible sound to a human ear as part of a hearing aid.
[0066] In an embodiment, one or more of the parts of device 700 receive power from battery 710. In an embodiment,
battery 710 supplies a voltage of 1.5 Volts. In an embodiment, battery 710 supplies 1.25 volts. It will be realized that a
range of voltages may be supplied by battery 710 without limiting the scope of the present subject matter. In an embod-
iment, battery 710 supplies power to receiver 701, A/D channel 703, digital signal processor 705, amplifier 707. In an
embodiment, battery 710 supplies power to output device 709.
[0067] In an embodiment, one or more parts of device 700 are included in an integrated circuit. For example, A/D
channel 703, digital signal processor 705, and amplifier 707 may be included in an integrated circuit. It will be recognized
that other combinations of parts may be included in an integrated circuit, including but not limited to, combinations of
two or more integrated circuits incorporating the various parts of device 700.
[0068] Those skilled in the art will readily recognize how to realize different embodiments using the novel features of
the present invention. Several other embodiments, applications and realizations are possible without departing from the
present invention. Consequently, the embodiments described herein is not intended in an exclusive or limiting sense,
and that the scope of the invention is as claimed in the following claims.

Claims

1. A device comprising:

a decimation filter (104) including an output (116, 118); and
a sigma-delta modulator (106) coupled to the output (116, 118) of the decimation filter (104); characterized in
that
the device is arranged to apply a clock frequency to the decimation filter (104) wherein the clock frequency is
an integral multiple of a sampling frequency of the sigma delta modulator (106).

2. A device as claimed in claim 1, where the decimation filter (104) is a switched capacitor decimation filter (200).

3. A device as claimed in claim 1 or 2, where the sigma-delta modulator (400) is a fourth order cascaded modulator
(497, 498).

4. A device as claimed in claim 1, 2 or 3, where the sigma-delta modulator (400) includes one or more successive
approximation converters (410).

5. A device as claimed in any preceding claim, where the sampling frequency of the sigma delta modulator is approx-
imately 256,000 Hertz.

6. A device as claimed in any preceding claim, where the output of the decimation filter (104) is arranged to place a
null at a sampling frequency of the sigma-delta modulators (106) in one or more signals received by the sigma-delta
modulator (106).

7. A device as claimed in any preceding claim, where the decimation filter (104) is arranged to operate at a clock
frequency that is four times higher than a sampling frequency of the sigma-delta modulator (106).

8. A device as claimed in any preceding claim, where the sigma-delta modulator (106) and the decimation filter (104)
are included in one or more integrated circuits.

9. A device as claimed in any preceding claim, wherein the sigma-delta modulator (400) includes at least one successive
approximation converter (410).

10. A device as claimed in claim 9, where the at least one successive approximation converter (410) is a 4-bit converter.

11. A device as claimed in claim 9 or 10, where the at least one successive approximation converter (410) is arranged
to run at approximately six times a sampling frequency of the sigma-delta modulator (400).

12. A device as claimed in claim 9, 10 or 11, where the sigma-delta modulator (400) is a fourth order cascaded modulator
(497, 498) and where a first stage of the fourth order cascaded modulator (497) includes two integrators (402, 404)
and has a gain of unity.
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13. A device as claimed in claim 12, where a second stage of the fourth order cascaded modulator (497) includes a
single integrator (406) and has a gain of four.

14. A device as claimed in claim 12 or 13, where a third stage of the fourth order cascaded modulator (497) includes a
single integrator (408) and has a gain of eight.

15. A device as claimed in any of claims 12 to 14, where a first stage of the fourth order cascaded modulator (497, 498)
includes a 5-bit successive approximation converter, a second stage of the fourth order cascaded modulator (497,
498) includes a 4-bit successive approximation converter, and a third stage of the fourth order cascaded modulator
(497, 498) includes a 4-bit successive approximation converter.

16. A device as claimed in any of claims 9 to 15, where an output (Yout) of the sigma-delta modulator (106) is a ten bit
signed binary output.

17. A device as claimed in claim 16, where one of the bits of the ten bit signed binary output is a sign bit.

18. A device as claimed in any preceding claim, where the output (116, 118) from the decimation filter (104) is a differential
analog signal including a first signal (116) and a second signal (118).

19. A device as claimed in claim 18, where the first signal (116) of the differential analog signal is coupled to a first
sigma-delta modulator (497), and the second signal (118) of the differential analog signal is coupled to a second
sigma-delta modulator (498).

20. A device as claimed in claim 19, where the first sigma-delta modulator (497) and the second sigma-delta modulator
(498) are cascaded sigma-delta modulators.

21. A device as claimed in any preceding claim, where the decimation filter (104) includes a switched capacitor decimation
filter (200), the switched capacitor decimation filter including a filter input (201), an integrator with an input (232) to
the integrator and a capacitor (220) coupled between the filter input and the integrator with a first switch (202)
between the filter input and the capacitor and a second switch (204) between the capacitor and the input of the
integrator.

22. A device as claimed in any preceding claim, where the sigma delta modulator (106) is arranged to output a digital
signal (Yout).

23. A device as claimed in any preceding claim, where a sample rate for the sigma-delta modulator (106) is approximately
sixteen times a highest frequency to be converted.

24. A method comprising:

filtering an analog signal (110) using a decimation filter (104) to produce a filtered signal (116, 118);
applying the filtered signal (116, 118) to an input of a sigma-delta modulator (106); and
producing an output (Yout) from the sigma-delta modulator (106);
characterized by
operating the decimation filter at a clock speed that is an integral multiple of a sampling frequency of the sigma
delta modulator.

25. A method as claimed in claim 24, including sampling the analog signal (110) at a rate that is 16 times the frequency
of a highest frequency present in the analog signal (110).

26. A method as claimed in claim 24 or 25, wherein the decimation filter (104) is operated so as to include a null in the
filtered signal at approximately the sampling frequency of the analog signal (110).

27. A method as claimed in any of claims 24 to 26, where a ratio of a sampling frequency for the sigma-delta modulator
(400) to a Nyquist number for an input signal (112, 114) to the decimation filter (104) is eight.

28. A method as claimed in claim 27, wherein the sampling frequency is approximately 256,000 Hertz and the output
of the decimation filter places a null at a sampling frequency of the sigma-delta modulator in one or more signals
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received by the sigma-delta modulator such that an image rejection of greater than 55 decibels is provided.

Patentansprüche

1. Vorrichtung, mit:

einem Dezimierungsfilter (104), das einen Ausgang (116, 118) aufweist; und
einem Sigma-Delta-Modulator (106), der mit dem Ausgang (116, 118) des Dezimierungsfilters (104) gekoppelt
ist; dadurch gekennzeichnet, dass
die Vorrichtung dazu ausgelegt ist, in das Dezimierungsfilter (140) eine Taktfrequenz einzugeben, wobei die
Taktfrequenz ein ganzzahliges Vielfaches einer Abtastfrequenz des Sigma-Delta-Modulators (106) ist.

2. Vorrichtung nach Anspruch 1, wobei das Dezimierungsfilter (104) ein Dezimierungsfilter (200) für einen geschalteten
Kondensator ist.

3. Vorrichtung nach Anspruch 1 oder 2, wobei der Sigma-Delta-Modulator (400) ein in Kaskade geschalteter Modulator
(497, 498) vierter Ordnung ist.

4. Vorrichtung nach Anspruch 1, 2 oder 3, wobei der Sigma-Delta-Modulator (400) einen oder mehrere sukzessive
Approximierungsumsetzer (410) enthält.

5. Vorrichtung nach einem vorhergehenden Anspruch, wobei die Abtastfrequenz des Sigma-Delta-Modulators etwa
256000 Hertz beträgt.

6. Vorrichtung nach einem vorhergehenden Anspruch, wobei der Ausgang des Dezimierungsfilters (104) dazu aus-
gelegt ist, in einem oder mehreren Signalen, die von dem Sigma-Delta-Modulator (106) empfangen werden, bei
einer Abtastfrequenz der Sigma-Delta-Modulatoren (106) eine Null zu setzen.

7. Vorrichtung nach einem vorhergehenden Anspruch, wobei das Dezimierungsfilter (104) dazu ausgelegt ist, mit einer
Taktfrequenz zu arbeiten, die viermal höher ist als eine Abtastfrequenz des Sigma-Delta-Modulators (106).

8. Vorrichtung nach einem vorhergehenden Anspruch, wobei der Sigma-Delta-Modulator (106) und das Dezimierungs-
filter (104) in einer oder in mehreren integrierten Schaltungen enthalten sind.

9. Vorrichtung nach einem vorhergehenden Anspruch, wobei der Sigma-Delta-Modulator (400) wenigstens einen suk-
zessiven Approximationsumsetzer (410) enthält.

10. Vorrichtung nach Anspruch 9, wobei der wenigstens eine sukzessive Approximationsumsetzer (410) ein 4-Bit-
Umsetzer ist.

11. Vorrichtung nach Anspruch 9 oder 10, wobei der wenigstens eine sukzessive Approximationsumsetzer (410) dazu
ausgelegt ist, bei etwa der sechsfachen Abtastfrequenz des Sigma-Delta-Modulators (400) zu laufen.

12. Vorrichtung nach Anspruch 9, 10 oder 11, wobei der Sigma-Delta-Modulator (400) ein in Kaskade geschalteter
Modulator (497, 498) vierter Ordnung ist und wobei eine erste Stufe des in Kaskade geschalteten Modulators (497)
vierter Ordnung zwei Integratoren (402, 404) aufweist und eine Einheitsverstärkung besitzt.

13. Vorrichtung nach Anspruch 12, wobei eine zweite Stufe des in Kaskade geschalteten Modulators (497) vierter
Ordnung einen einzelnen Integrator (406) aufweist und eine Verstärkung von vier besitzt.

14. Vorrichtung nach Anspruch 12 oder 13, wobei eine dritte Stufe des in Kaskade geschalteten Modulators (497) vierter
Ordnung einen einzelnen Integrator (408) aufweist und eine Verstärkung von acht besitzt.

15. Vorrichtung nach einem der Ansprüche 12 bis 14, wobei eine erste Stufe des in Kaskade geschalteten Modulators
(497, 498) vierter Ordnung einen sukzessiven 5-Bit-Approximationsumsetzer enthält, eine zweite Stufe des in Kas-
kade geschalteten Modulators (497, 498) vierter Ordnung einen sukzessiven 4-Bit-Approximationsumsetzer enthält
und eine dritte Stufe des in Kaskade geschalteten Modulators (497, 498) vierter Ordnung einen sukzessiven 4-Bit-
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Approximationsumsetzer enthält.

16. Vorrichtung nach einem der Ansprüche 9 bis 15, wobei ein Ausgang (Yout) des Sigma-Delta-Modulators (106) ein
10-Bit-Binärausgang mit Vorzeichen ist.

17. Vorrichtung nach Anspruch 16, wobei eines der Bits des 10-Bit-Binärausgangs mit Vorzeichen ein Vorzeichenbit ist.

18. Vorrichtung nach einem vorhergehenden Anspruch, wobei der Ausgang (116, 118) des Dezimierungsfilters (104)
ein differentielles analoges Signal ist, das ein erstes Signal (116) und ein zweites Signal (118) enthält.

19. Vorrichtung nach Anspruch 18, wobei das erste Signal (116) des differentiellen analogen Signals mit einem ersten
Sigma-Delta-Modulator (497) gekoppelt ist und das zweite Signal (118) des differentiellen analogen Signals mit
einem zweiten Sigma-Delta-Modulator (498) gekoppelt ist.

20. Vorrichtung nach Anspruch 19, wobei der erste Sigma-Delta-Modulator (497) und der zweite Sigma-Delta-Modulator
(498) in Kaskade geschaltete Sigma-Delta-Modulatoren sind.

21. Vorrichtung nach einem vorhergehenden Anspruch, wobei das Dezimierungsfilter (104) ein Dezimierungsfilter (200)
mit geschaltetem Kondensator ist, wobei das Dezimierungsfilter mit geschaltetem Kondensator einen Filtereingang
(201), einen Integrator mit einem Eingang (232) in den Integrator und einen Kondensator (220), der zwischen den
Filtereingang und den Integrator geschaltet ist, aufweist, wobei ein erster Schalter (202) zwischen dem Filtereingang
und dem Kondensator vorhanden ist und ein zweiter Schalter (204) zwischen dem Kondensator und dem Eingang
des Integrators vorhanden ist.

22. Vorrichtung nach einem vorhergehenden Anspruch, wobei der Sigma-Delta-Modulator (106) dazu ausgelegt ist, ein
digitales Signal (Yout) auszugeben.

23. Vorrichtung nach einem vorhergehenden Anspruch, wobei eine Abtastrate für den Sigma-Delta-Modulator (106)
etwa gleich der sechzehnfachen höchsten umzusetzenden Frequenz ist.

24. Verfahren, das umfasst:

Filtern eines analogen Signals (110) unter Verwendung eines Dezimierungsfilters (104), um ein gefiltertes Signal
(116, 118) zu erzeugen;
Eingeben des gefilterten Signals (116, 118) in einen Eingang eines Sigma-Delta-Modulators (106); und
Erzeugen eines Ausgangs (Yout) von dem Sigma-Delta-Modulator (106);
gekennzeichnet durch
Betreiben des Dezimierungsfilters mit einer Taktgeschwindigkeit, die ein ganzzahliges Vielfaches einer Abtast-
frequenz des Sigma-Delta-Modulators ist.

25. Verfahren nach Anspruch 24, das das Abtasten des analogen Signals (110) mit einer Rate, die gleich der sech-
zehnfachen Frequenz einer höchsten Frequenz ist, die in dem analogen Signal (110) vorhanden ist, umfasst.

26. Verfahren nach Anspruch 24 oder 25, wobei das Dezimierungsfilter (104) in der Weise betätigt wird, das in das
gefilterte Signal etwa bei der Abtastfrequenz des analogen Signals (110) eine Null aufgenommen wird.

27. Verfahren nach einem der Ansprüche 24 bis 26, wobei ein Verhältnis einer Abtastfrequenz für den Sigma-Delta-
Modulator (400) zu einer Nyquist-Zahl für ein Eingangssignal (112, 114) in das Dezimierungsfilter (104) gleich acht ist.

28. Verfahren nach Anspruch 27, wobei die Abtastfrequenz etwa 256000 Hertz beträgt und der Ausgang des Dezimie-
rungsfilters in einem oder mehreren Signalen, die von dem Sigma-Delta-Modulator empfangen werden, bei der
Abtastfrequenz des Sigma-Delta-Modulators eine Null setzt, so dass eine Bildzurückweisung von mehr als 55
Dezibel geschaffen wird.

Revendications

1. Dispositif comportant :



EP 1 724 930 B1

14

5

10

15

20

25

30

35

40

45

50

55

un filtre de décimation (104) incluant une sortie (116, 118) ; et
un modulateur sigma delta (106) couplé à la sortie (116, 118) du filtre de décimation (104) ; caractérisé en ce
que le dispositif est conçu pour appliquer une fréquence d’horloge au filtre de décimation (104) dans lequel la
fréquence d’horloge est une intégrale multiple d’une fréquence d’échantillonnage du modulateur sigma delta
(106).

2. Dispositif selon la revendication 1, dans lequel le filtre de décimation (104) est un filtre de décimation de type
condensateur commuté (200).

3. Dispositif selon la revendication 1 ou 2, dans lequel le modulateur sigma delta (400) est un modulateur monté en
cascade de quatrième ordre (497, 498).

4. Dispositif selon la revendication 1, 2 ou 3, dans lequel le modulateur sigma delta (400) inclut un ou plusieurs
convertisseurs à approximations successives (410).

5. Dispositif selon l’une quelconque des revendications précédentes, dans lequel la fréquence d’échantillonnage du
modulateur sigma delta est approximativement de 256 000 Hertz.

6. Dispositif selon l’une quelconque des revendications précédentes, dans lequel la sortie du filtre de décimation (104)
est conçue pour placer un caractère nul à une fréquence d’échantillonnage des modulateurs sigma delta (106) dans
un ou plusieurs signaux reçus par le modulateur sigma delta (106).

7. Dispositif selon l’une quelconque des revendications précédentes, dans lequel le filtre de décimation (104) est conçu
pour fonctionner à une fréquence d’horloge qui est 4 fois supérieure à une fréquence d’échantillonnage du modulateur
sigma delta (106).

8. Dispositif selon l’une quelconque des revendications précédentes, dans lequel le modulateur sigma delta (106) et
le filtre de décimation (104) sont inclus dans un ou plusieurs circuits intégrés.

9. Dispositif selon l’une quelconque des revendications précédentes, dans lequel le modulateur sigma delta (400)
inclut au moins un convertisseur à approximations successives (410).

10. Dispositif selon la revendication 9, dans lequel le au moins un convertisseur à approximations successives (410)
est un convertisseur à 4 bits.

11. Dispositif selon la revendication 9 ou 10, dans lequel le au moins un convertisseur à approximations successives
(410) est conçu pour fonctionner à environ six fois une fréquence d’échantillonnage du modulateur sigma delta (400).

12. Dispositif selon la revendication 9, 10 ou 11, dans lequel le modulateur sigma delta (400) et un modulateur monté
en cascade de quatrième ordre (497, 498) et dans lequel un premier étage du modulateur monté en cascade de
quatrième ordre (497) inclut deux intégrateurs (402, 404) et a un gain de un.

13. Dispositif selon la revendication 12, dans lequel un deuxième étage du modulateur monté en cascade de quatrième
ordre (497) inclut un intégrateur unique (406) et a un gain de quatre.

14. Dispositif selon la revendication 12 ou 13, dans lequel un troisième étage du modulateur monté en cascade de
quatrième ordre (97) inclut un intégrateur unique (408) et a un gain de huit.

15. Dispositif selon l’une quelconque des revendications 2 à 14, dans lequel un premier étage du modulateur monté
en cascade de quatrième ordre (497, 498) inclut un convertisseur à approximations successives de 5 bits, un
deuxième étage du modulateur monté en cascade de quatrième ordre (497, 498) inclut un convertisseur à approxi-
mations successives de 4 bits, et un troisième étage du modulateur monté en cascade de quatrième ordre (497,
498) inclut un convertisseur à approximations successives de 4 bits.

16. Dispositif selon l’une quelconque des revendications 9 à 15, dans lequel une sortie (Yout) du modulateur sigma
delta (106) est une sortie binaire signée de dix bits.

17. Dispositif selon la revendication 16, dans lequel l’un des bits de la sortie binaire signée à dix bits est un bit de signe.
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18. Dispositif selon l’une quelconque des revendications précédentes, dans lequel la sortie (116, 118) du filtre de
décimation (104) est un signal analogique différentiel incluant un premier signal (116) et un second signal (118).

19. Dispositif selon la revendication 18, dans lequel le premier signal (116) du signal analogique différentiel est couplé
à un premier modulateur sigma delta (497), et le second signal (118) du signal analogique différentiel est couplé à
un second modulateur sigma delta (498).

20. Dispositif selon la revendication 19, dans lequel le premier modulateur sigma delta (497) et le second modulateur
sigma delta (498) sont des modulateurs sigma delta montés en cascade.

21. Dispositif selon l’une quelconque des revendications précédentes, dans lequel le filtre de décimation (104) inclut
un filtre de décimation de type condensateur commuté (200), le filtre de décimation de type condensateur commuté
incluant une entrée de filtre (201), un intégrateur ayant une entrée (232) pour l’intégrateur et un condensateur (220)
couplé entre l’entrée de filtre et l’intégrateur avec un premier commutateur (212) entre l’entrée de filtre et le con-
densateur et un second commutateur (204) entre le condensateur et l’entrée de l’intégrateur.

22. Dispositif selon l’une quelconque des revendications précédentes, dans lequel le modulateur sigma delta (106) est
conçu pour délivrer en sortie un signal numérique (Yout).

23. Dispositif selon l’une quelconque des revendications précédentes, dans lequel une fréquence d’échantillonnage
pour le modulateur sigma delta (106) est approximativement égale à seize fois la fréquence la plus élevée à convertir.

24. Procédé comportant les étapes consistant à :

filtrer un signal analogique (110) en utilisant un filtre de décimation (104) afin de produire un signal filtré (116,
118) ;
appliquer le signal filtré (116, 118) à une entrée d’un modulateur sigma delta (106) ; et
produire une sortie (Yout) depuis le modulateur sigma delta (106) ;
caractérisé par
le fonctionnement du filtre de décimation à une vitesse d’horloge qui est une intégrale multiple d’une fréquence
d’échantillonnage du modulateur sigma delta.

25. Procédé selon la revendication 24, incluant l’échantillonnage du signal analogique (110) à une fréquence qui est
égale à 16 fois la fréquence de la fréquence la plus élevée présente dans le signal analogique (110).

26. Procédé selon la revendication 24 ou 25, dans lequel le filtre de décimation (104) est mis en fonctionnement de
manière à inclure un caractère nul dans le signal filtré approximativement à la fréquence d’échantillonnage du signal
analogique (110).

27. Procédé selon l’une quelconque des revendications 24 à 26, dans lequel un rapport d’une fréquence d’échantillon-
nage pour le modulateur sigma delta (400) sur un nombre de Nyquist pour un signal d’entrée (112, 114) dans le
filtre de décimation (104) est égal à huit.

28. Procédé selon la revendication 27, dans lequel la fréquence d’échantillonnage est d’environ 256 000 Hertz et la
sortie du filtre de décimation place un caractère nul à une fréquence d’échantillonnage du modulateur sigma delta
dans un ou plusieurs signaux reçus par le modulateur sigma delta de sorte que les images supérieures à 55 dB
sont rejetées.
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