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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a spindle motor
used for a magnetic disk drive, optical disk drive and the
like for recording and reproducing data in high density,
and a disk type recording and reproducing device (here-
inafter referred to as a disk drive unit) equipped with the
spindle motor.

BACKGROUND OF THE INVENTION

[0002] Referring now to the accompanying drawings,
description is provided of a conventionally available spin-
dle motor and a disk drive unit of the

prior art.

[0003] Fig. 7 is a sectional side view showing a general
structure of the disk drive unit equipped with a conven-
tional spindle motor. In this figure, the disk drive unit is
sectioned along a plane including a rotor shaft to illustrate
the main structure of the disk drive unit equipped with
the spindle motor.
[0004] In Fig. 7, rotor hub 82 is fixed to rotor shaft 81
by such means as press fitting and the like. Rotor hub
82 constitutes rotor unit 85 together with rotor magnet 83
and annular stopper ring 84, both of which are mounted
to rotor hub 82. Stator-side bearing member 89, securely
fixed to chassis 86, comprises bearing sleeve 87 having
protruded flange 87a of a collar like shape and thrust
plate 88 fixed to bearing sleeve 87. Rotor shaft 81 is
formed in its surface with a dynamic pressure generating
groove in a shape of herringbone pattern or the like, and
it is inserted into a bore in the stator-side bearing member
89 with a very small clearance. Rotor shaft 81 and stator-
side bearing member 89 compose a fluid bearing which
functions as a radial bearing, and stator-side bearing
member 89 rotatably supports the rotor shaft 81 in the
radial direction. In addition, the thrust plate 88 constitut-
ing the stator-side bearing member 89 also has a dynam-
ic pressure generating groove of herringbone pattern or
the like formed in it. Thrust plate 88 thus composes a
thrust bearing to support the rotor shaft 81 in a freely
rotatable manner in the axial direction by a dynamic pres-
sure generated between the bottom end of the rotor shaft
81 and the thrust plate 88 during rotation of the rotor shaft
81. A space formed of the small clearance between rotor
shaft 81 and the stator-side bearing member 89 com-
posed of bearing sleeve 87 and thrust plate 88 is filled
with hydrodynamic lubricant 90. Furthermore, the chas-
sis 86 is provided with stator 91 comprising coil 91b
wound around stator core 91a, to complete the spindle
motor 92.
[0005] Disk 93 having a recording layer (also called a
recording film instead of recording layer) formed on the
surface thereof is secured to a flange portion of rotor hub

82. Also provided are a signal conversion element (not
shown in the figure) and swing means (not shown) for
positioning the signal conversion element, as are well
known, and all of the above components constitute the
disk drive unit for recording and reproducing signals in
and from the recording layer on disk 93.
[0006] Stopper ring 84 attached to rotor unit 85 com-
poses a means for positively preventing the rotor unit 85
from slipping out of the stator-side bearing member 89,
since the stopper ring 84 attached to the rotor unit 85
comes into sliding contact with the protruded flange 87a
of the bearing sleeve 87, even if the disk drive unit re-
ceives an excessive impact and the like (refer to Japa-
nese Patent Laid-open Publications, Nos. H08-275447,
H11-055900, H06-233495 and H09-247886, for exam-
ple).
[0007] The conventional spindle motor 92 of the above
structure, however, has a problem that the assembling
process is very complex due to a dimensional relation in
which an inner diameter of the annular stopper ring 84
is smaller than an outer diameter of the protruded flange
87a of the bearing sleeve 87. In other words, the rotor
shaft 81 is inserted first into the bore in the stator-side
bearing member 89 composed of bearing sleeve 87 and
thrust plate 88, after the rotor magnet 83 is secured to
rotor hub 82 carrying the rotor shaft 81 attached thereto,
and, only then the annular stopper ring 84 is fixed to the
rotor hub 82 by any of the well-known methods such as
bonding with adhesive, press-fitting, caulking, laser weld-
ing and the like, while the stator-side bearing member 89
carries hydrodynamic lubricant 90 filled in the space in
which the rotor shaft 81 is inserted. During these proc-
esses, certain problems occur such that refuse of adhe-
sive used for bonding, metal dust produced and spattered
by press-fitting, caulking, or welding may be left attached
to or caught between bearing sleeve 87 and rotor unit
85. Another problem may also occur in the reliability of
adhesive when used for bonding, that hydrodynamic lu-
bricant 90 remaining on surfaces of the rotor hub 82 re-
duces bonding strength of the adhesive. Furthermore, a
pressure is transferred to the bearing sleeve 87 through
the thrust plate 88 because a depressing force is im-
pressed upon the upper end of rotor shaft 81 in the axial
direction, if press-fitting method is used to fix the stator-
side bearing member 89 assembled with the rotor unit
85 to chassis 86. This causes a damage of compression
and the like to at least one of thrust plate 88 and rotor
shaft 81 where they come into abutment, or loosens the
thrust plate 88 fixed to the bearing sleeve 87, which is
likely to lead into leakage of the hydrodynamic lubricant
90 contained in the radial bearing and the thrust bearing
serving as fluid bearing. Moreover, if adhesive is used
for fixing the stator-side bearing member 89 to the chas-
sis 86, there is a possibility that refuse of the adhesive
remains in the spindle motor, for the same reason as in
the case of stopper ring 84, which gives rise of another
problem of failing to ensure the reliability.
[0008] In the spindle motors disclosed in US-B-
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6,371,650 and US-B1-6,211,592, the support columns
form a fluid bearing with the motor hub. EP-A-0 392 500
discloses a spindle motor, wherein the stator side bearing
member is secured to the lower part of the support shaft.
In both these configurations a distortion of the support
column would affect the functioning of the bearing.

SUMMARY OF THE INVENTION

[0009] The present invention addresses the above
problems, and it aims to provide a spindle motor, which
can be assembled with simple assembling processes,
and has a structure that can prevent a rotor unit from
being disengaged from a stator-side bearing member
even under excessive shocks and the like, and eliminate
a hard collision between a disk and a signal conversion
element due to an excessive jumping of the rotor unit,
thereby avoiding an irreparable damage to the signal
conversion element and swing means for positioning of
the signal conversion element. It is also an object of this
invention to provide a disk drive unit equipped with the
above spindle motor.
[0010] This object is achieved by the present invention
as defined in the independent claim 1.
[0011] Further embodiments of the invention are
claimed in the dependent claims.
[0012] The spindle motor is then assembled into a disk
drive unit with a cover mounted in a manner to remain in
abutment on an upper end of the cylindrical portion com-
posing the support column. Because of this structure,
there is not a chance for the cover to come into contact
to any of rotating components of the spindle motor even
if the cover is pressed by a force applied externally, since
the cover is supported at a portion of the abutment with
the upper end of the cylindrical portion of the support
column. This structure also prevents the rotor-side bear-
ing member, i.e., the rotor hub, from slipping out of the
stator-side bearing member, and the disk from colliding
hardly against the signal conversion element (e.g., mag-
netic head, optical head, and the like) for recording and
reproducing data in the recording layer, even when it re-
ceives any impacts caused by excessive vibrations, fall,
and the like. The invention can thus realize the spindle
motor for producing a disk drive unit of a simple structure
and outstanding resistance to shocks.
[0013] In addition, the support column of the spindle
motor has a threaded portion in the upper end of the
cylindrical portion, and the cover has a through hole in a
position within the abutment portion corresponding to the
threaded portion of the support column, so that the cover
is put into abutment to the upper end surface of the cy-
lindrical portion of the support column and fixed to it with
a screw in the through hole.
[0014] Furthermore, the disk drive unit of this invention
is provided with any of: a structure having a fluid bearing
comprising a dynamic pressure generating groove func-
tioning as a thrust bearing formed in one of two axially
confronting surfaces of the rotor-side bearing member

and the stator-side bearing member, and another dynam-
ic pressure generating groove functioning as a radial
bearing formed in one of two radially confronting surfaces
of the rotor-side bearing member and the stator-side
bearing member; another structure provided with the ro-
tor hub and the rotor-side bearing member formed inte-
grally; another structure in which the support column se-
curing the stator-side bearing member has a flat portion
and the cylindrical portion made of separate materials
and constructed integrally into one component.
[0015] Because of the above structures, the cover
does not come into sliding contact with any of the rotating
members of the spindle motor to cause a variation in
rotation of the spindle motor even if it receives an external
force, since the abutment portion of the cover is kept in
contact with the upper end of the cylindrical portion of
the support column. The structures also prevent the rotor-
side bearing member, i.e., the rotor hub, from slipping
out of the stator-side bearing member even when it re-
ceives any impacts due to excessive vibration, fall, and
the like, since they maintain a predetermined spatial di-
mension of the clearance between the top end of the
rotor hub and the bottom surface of the abutment portion
of the cover. Furthermore, these structures suppress the
hard collision of the disk and the signal conversion ele-
ment, and prevent the recording layer formed on the sur-
face of the disk and the swing means for positioning the
signal conversion element from being damaged irrepa-
rably, thereby realizing the superior disk drive unit with
high resistance to shocks.
[0016] Moreover, these structures prevent the cover
from lifting off the upper end of the support column even
if the rotor hub carrying the disk collides hardly against
the side of the cover due to some external factors such
as a very strong shock and the like. The invention can
thus suppress the hard collision of the disk and the signal
conversion element, avoid the recording layer formed on
the surface of the disk and the swing means for position-
ing the signal conversion element from being damaged
irreparably, and realize the disk drive unit of outstanding
resistance to shocks and high reliability.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017]

Fig. 1 is a sectioned side view showing a general
structure of major components of a disk drive unit
equipped with a spindle motor according to a first
exemplary embodiment of the present invention;
Fig. 2 is a sectioned plan view showing the general
structure of major components of the disk drive unit
equipped with the spindle motor according to the first
exemplary embodiment of the present invention;
Fig. 3 is a sectional view of a part of the disk drive
unit equipped with the spindle motor, showing an-
other example of a protruding portion of a chassis
according to the first exemplary embodiment of the
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present invention;
Fig. 4 is an enlarged sectional view of a part of the
disk drive unit equipped with the spindle motor,
showing a shape of lubricant reserving groove ac-
cording to the first exemplary embodiment of the
present invention;
Fig. 5 is a sectioned side view showing a general
structure of major components of another example
of spindle motor provided in the disk drive unit ac-
cording to the first exemplary embodiment of the
present invention;
Fig. 6 is a sectioned side view showing a general
structure of major components of a disk drive unit
equipped with a spindle motor according to a second
exemplary embodiment of the present invention;
Fig. 7 is a sectioned side view showing a general
structure of major components of a disk drive unit
equipped with a spindle motor of the prior art.

DETAILED DESCRIPTION OF TH INVENTION

[0018] Description is provided hereinafter of exempla-
ry embodiments of the present invention with reference
to the accompanying drawings.

(First Exemplary Embodiment)

[0019] Fig. 1 and Fig. 2 are drawings for use in con-
nection with the following description of a spindle motor
and a disk drive unit equipped with the same, according
to the first exemplary embodiment of this invention. Fig.
1 is a sectioned side view showing a general structure
of major components of a disk drive unit equipped with
a spindle motor according to the first exemplary embod-
iment of the present invention, and Fig. 2 is a sectioned
plan view also showing the general structure of major
components of the disk drive unit equipped with the spin-
dle motor according to the first exemplary embodiment
of the present invention. Fig. 1 shows a sectional view
taken along a line B - B in Fig. 2, and Fig. 2 shows another
sectional view taken along a line A - A in Fig. 1.
[0020] In Fig. 1 and Fig. 2, rotor hub 2 to be rotated
about central axis 1 of rotation has hollow cylinder portion
2a provided with a circular hole bored around the central
axis 1, and an outer periphery of this hollow cylinder por-
tion 2a having the circular hole is provided with rotor-side
bearing member 3 secured to it by press-fitting, bonding,
or the like method. Rotor hub 2 is also provided with rotor
magnet 4 having a plurality of magnetized poles, which
is secured to an underside surface at the periphery there-
of by means of press-fitting, bonding or the like. Rotor
hub 2, rotor-side bearing member 3 and rotor magnet 4
constitute rotor unit 5. Here, rotor hub 2 and rotor-side
bearing member 3 need not be made as separate com-
ponents, but they can be fabricated into a single compo-
nent, so that the outer periphery of hollow cylinder portion
2a and the underside surface of flange portion 2b of the
rotor hub 2 are used to serve as a rotor-side bearing

member.
[0021] On the other hand, stator-side bearing member
6 is secured to support column 7 by bonding, welding, or
the like method. Support column 7 is secured to chassis
8 by press-fitting, bonding, or the like method in a position
coaxial with the central axis 1 of the rotation, so that when
the rotor hub 2 is placed over the support column 7 there
is a certain clearance between the support column 7 and
the inner wall of the circular hole in the hollow cylinder
portion 2a, to allow the rotor hub 2 freely rotatable without
coming into contact with the support column 7. In this
embodiment, support column 7 needs not be a unitary
fabricated component comprising flat portion 7a and cy-
lindrical portion 7b, as shown in Fig. 1, but it may be
formed integrally from separate parts of flat portion 7a
and cylindrical portion 7b. Stator 11 comprises coil 9
wound around each of a plurality of pole vanes of stator
core 10, and it is secured to chassis 8 in a manner that
inner peripheral ends of the plurality of pole vanes con-
front the outer periphery of rotor magnet 4 bonded to
rotor hub 2. Thrust attracting plate 12 made of a soft
magnetic material is secured to chassis 8 by such means
as bonding in a position facing the lower side of rotor
magnet 4, so that rotor magnet 4 and thrust attracting
plate 12 attract each other by a magnetic attractive force
acting therebetween. The above components thus con-
stitute spindle motor 13.
[0022] Rotor-side bearing member 3 secured to rotor
hub 2 is provided with flange 3a protruding from the outer
periphery. Rotor-side bearing member 3 is constructed
into such a shape that an underside surface of flange 3a
and a part of the outer periphery below the flange 3a
confront the upper end and an inner surface respectively,
of stator-side bearing member 6 secured to support col-
umn 7. One of the underside surface of flange 3a and
the upper end of stator-side bearing member 6, i.e. the
axially confronting surfaces of rotor-side bearing member
3 and stator-side bearing member 6, has a dynamic pres-
sure generating groove formed therein. In addition, one
of the outer periphery of rotor-side bearing member 3
below the flange 3a and the inner surface of stator-side
bearing member 6, i.e. the radially confronting surfaces
of rotor-side bearing member 3 and stator-side bearing
member 6, has another dynamic pressure generating
groove formed therein. A clearance formed between the
underside surface of flange 3a and the upper end of sta-
tor-side bearing member 6 and another clearance formed
between the outer periphery of rotor-side bearing mem-
ber 3 below the flange 3a and the inner surface of stator-
side bearing member 6 are filled with hydrodynamic lu-
bricant 14 such as ester base synthetic oil. This structure
formed between the underside surface of flange 3a and
the upper end of stator-side bearing member 6 functions
as a thrust bearing, and another structure formed be-
tween the outer periphery of rotor-side bearing member
3 below the flange 3a and the inner surface of stator-side
bearing member 6 functions as a radial bearing. These
two bearings thus constitute a so-called shaft-rotating
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type fluid bearing. The dynamic pressure generating
groove functioning as the radial fluid bearing may be
formed into a shape of herringbone pattern of the well-
known art, and the other dynamic pressure generating
groove functioning as the thrust bearing may be formed
into such a configuration as spiral pattern that produces
a pumping effect in the flow of hydrodynamic lubricant
14 toward central axis 1 of the rotation, to thereby prevent
hydrodynamic lubricant 14 from leaking out of the bear-
ings.
[0023] When an electric current is supplied to coil 9,
rotor magnet 4 or rotor hub 2 starts rotating, as is known
well. Accordingly, the rotation of rotor-side bearing mem-
ber 3 generates a dynamic pressure in hydrodynamic
lubricant 14 in the radial direction as well as the axial
direction of stator-side bearing member 6 and rotor-side
bearing member 3, thereby achieving smooth rotation of
rotor hub 2 about the central axis 1.
[0024] Chassis 8 has protruding portion 8a near the
central axis 1, and any of support column 7 and stator-
side bearing member 6 is secured to this protruding por-
tion 8a by press-fitting, bonding or the like method. Fur-
thermore, protruding portion 8a of chassis 8 is formed
into a height equal to or greater than a height of the un-
derside surface of flange 3a of rotor-side bearing member
3, in the state that rotor hub 2 is rotated and rotor-side
bearing member 3 is lifted by the effect of the dynamic
pressure generating groove formed in any of the under-
side surface of flange 3a of rotor-side bearing member
3 and the upper end of stator-side bearing member 6. In
addition, protruding portion 8a of chassis 8 is formed into
such a shape that an upper part of protruding portion 8a
extending beyond the upper end of the stator-side bear-
ing member 6 is tapered so that a diameter of that part
becomes smaller the more the protruding portion extends
above the upper end of the bearing member 6. However,
protruding portion 8a of chassis 8 may be formed into a
straight cylindrical shape as illustrated in Fig. 3, which is
a partial sectional view showing another example of pro-
truding portion of the chassis 8.
[0025] The structure described above prevents hydro-
dynamic lubricant 14 contained in the bearing space be-
tween the underside surface of flange 3a of rotor-side
bearing member 3 and the upper end of stator-side bear-
ing member 6 from dispersing during rotation of rotor hub
2 due to adverse effects of some external causes. In ad-
dition, rotor-side bearing member 3 is provided with lu-
bricant reserving grooves 43 and 44 of generally a trian-
gular shape in cross-section in the underside surface at
an edge of flange 3a and in a lower peripheral surface
below flange 3a, and stator-side bearing member 6 is
also provided with lubricant reserving grooves 41 and 42
of generally similar triangular shape in the upper end sur-
face (i.e., at a location facing the edge of the underside
surface of flange 3a of rotor-side bearing member 3) and
the inner peripheral surface (i.e., at a location facing the
lower peripheral surface below flange 3a of rotor-side
bearing member 3), as illustrated in Fig. 4, which is an

enlarged partial sectional view showing the shape of the
lubricant reserving grooves as an example. When hydro-
dynamic lubricant 14 is charged between lubricant re-
serving groove 43 in the underside surface of flange 3a
and the other lubricant reserving groove 44 in the lower
peripheral surface below flange 3a, these grooves can
prevent the hydrodynamic lubricant 14 from flowing out
of the bearing space because of the effects of its viscosity
and surface tension. In this structure, the lubricant re-
serving grooves 43 and 44 may be omitted from the sur-
faces of rotor-side bearing member 3.
[0026] Disk 15 provided with a recording layer (not
shown, may be called a layer or a film of recording me-
dium) formed on the surface is placed on flange portion
2b of rotor hub 2, and secured to it by flexibility of disk
retaining member 17 fixed with screw 16 to rotor hub 2,
so that disk 15 is rotatable with rotation of rotor hub 2.
[0027] It is needless to note that a signal conversion
element (such as a magnetic head, optical head and the
like, although not shown in the figures) for recording and
reproducing data in the recording layer formed on disk
15 is provided in a manner to face the disk 15 via swing
means (such as a suspension, optical pick-up carrier and
the like, although not shown) for positioning the signal
conversion element along a predetermined track using
the well-known method.
[0028] Cover 18 is then placed in a manner that a lower
side of abutment portion 18b on protruded portion 18a is
in abutment against the upper end surface of cylindrical
portion 7b of support column 7, and secured to chassis
8 or an enclosure case (not shown) with a screw or the
like, so that there is a small clearance between upper
end 2c of rotor hub 2 and the lower side of abutment
portion 18b of cover 18. Accordingly, the disk drive unit
comprises disk 15, spindle motor 13 and cover 18.
[0029] A height of upper end 2c of rotor hub 2 during
rotation of rotor hub 2 is the sum of a height of stator-
side bearing member 6, a thickness of flange 3a of rotor-
side bearing member 3, a thickness of rotor hub 2 and a
height of rotor hub 2 lifted by hydrodynamic lubricant 14
in the thrust bearing. The height of stator-side bearing
member 6, the thickness of flange 3a of rotor-side bearing
member 3 and the thickness of rotor hub 2 are relatively
easy to control as physical dimensions, and the lifting
height of rotor hub 2 is a calculable value because the
dynamic pressure generating groove is designed to ob-
tain a necessary amount of the lift by the thrust bearing.
On the other hand, a height of cylindrical portion 7b of
support column 7 can also be controlled easily as a phys-
ical dimension. Therefore, it is relatively easy to provide
a given amount of clearance between upper end 2c of
rotor hub 2 and the lower side of abutment portion 18b
of cover 18, since abutment portion 18b of cover 18 is
kept in abutment against the upper end of cylindrical por-
tion 7b. Accordingly, it is quite possible to set the clear-
ance between upper end 2c of rotor hub 2 and the lower
side of abutment portion 18b of cover 18 to a very small
predetermined amount. When the lower side of abutment
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portion 18b of cover 18 is placed in abutment to the upper
end of cylindrical portion 7b of support column 7 with the
clearance set to a very small amount between upper end
2c of rotor hub 2 and the lower side of abutment portion
18b of cover 18, the result is a structure in which cover
18 does not come into contact to any rotating member
of spindle motor 13, even if cover 18 receives an external
force such as a hand in depressing contact to cover 18,
since abutment portion 18b of it is in abutment to the
upper end of cylindrical portion 7b of support column 7.
[0030] In addition, rotor hub 2 carrying disk 15 is not
likely to be lifted by the normal vibrations, shocks and
the like because of the attractive force of rotor magnet 4
to thrust attracting plate 12 secured to chassis 8. Thrust
attracting plate 12 may be omitted when chassis 8 is con-
structed of a magnetic material which produces a suffi-
ciently large magnetic attraction between chassis 8 and
rotor magnet 4.
[0031] Moreover, rotor-side bearing member 3, or rotor
hub 2, does not slip off the stator-side bearing member
6 even if it receives shocks such as excessive vibrations,
fall and the like impacts. In addition, the structure in which
the lower side of abutment portion 18b of cover 18 is kept
in abutment against the upper end of cylindrical portion
7b of support column 7 limits a magnitude of the move-
ment of rotor hub 2 to very small. This structure can there-
fore prevent the surface of disk 15 where the recording
layer is formed and the signal conversion element for
recording and reproducing data in the recording layer on
disk 15 from being damaged irreparably because of no
hard collision between disk 15 placed on flange portion
2b of rotor hub 2 and the signal conversion element. It
can also prevent the swing means from being damaged
irreparably.
[0032] It is needless to note that the lower side of abut-
ment portion 18b of cover 18 is so formed as to have an
area larger than that of the circular hole in rotor hub 2.
[0033] When a diameter of support column 7 and an
inner diameter of the circular hole in the hollow cylinder
portion 2a of rotor hub 2 are formed sufficiently small, a
radius of cylinder portion 2a of rotor hub 2 facing the
lower end surface of abutment portion 18b of cover 18
can be reduced to prevent an adverse effect to the rota-
tion of disk 15, even if upper end 2c of rotor hub 2 comes
into sliding contact with the lower end surface of abutment
portion 18b due to lifting of rotor hub 2 by some external
factors.
[0034] The above structure, in which support column
7 is inserted into the circular hole in hollow cylinder por-
tion 2a of rotor hub 2, can increase an effective radius of
the thrust fluid bearing comprising the underside surface
of flange 3a of rotor-side bearing member 3 and the con-
fronting upper end surface of stator-side bearing member
6 as measured from the central axis 1 of the rotation, as
compared to the thrust fluid bearing comprising the rotor
shaft and the thrust plate in the spindle motor of the prior
art described above. This increases a rigidity of the thrust
fluid bearing, and therefore reduces an axial length of

the radial fluid bearing comprising the outer periphery of
rotor-side bearing member 3 and the confronting inner
surface of stator-side bearing member 6 along central
axis 1 of the rotation. The above structure can thus re-
duce a thickness of spindle motor 13 and hence the disk
drive unit.
[0035] Although the spindle motor of the first exempla-
ry embodiment, as discussed above relates to a so-called
radial gap type inner rotor motor, this invention is not
restrictive and that the invention can be applied to and
practiced in a structure of any of the so-called radial gap
type outer rotor motor. Fig. 5 shows one example of the
radial gap type outer rotor motor used for the disk drive
unit of the first exemplary embodiment of this invention.
In Fig. 5, like reference numerals are used to designate
the same element and the same name of components
as those of Fig. 1 described above. Stator 11 having coil
9 wound around stator core 10 is secured to chassis 8
by using mounting member 51 in a manner that an outer
periphery of it confronts an inner periphery of rotor mag-
net 4 fixed to rotor hub 2. A structure of this motor in
which support column 7 is inserted into a circular hole in
hollow cylinder portion 2a of rotor hub 2, and other struc-
tures are analogous to those of the previous motor de-
scribed in this exemplary embodiment, and their details
are therefore skipped.
[0036] In the disk drive unit equipped with the spindle
motor according to the first exemplary embodiment of
this invention, as described above, the cover does not
come into sliding contact with any of the rotating mem-
bers of the spindle motor to cause a variation in rotation
of the spindle motor even if it receives an external force,
since the abutment portion of the cover is kept in contact
with the upper end of the cylindrical portion of the support
column. This structure also prevents the rotor-side bear-
ing member, or the rotor hub, from slipping out of the
stator-side bearing member even when it receives any
impacts due to excessive vibrations, fall, and the like,
since it maintains the predetermined spatial dimension
of the clearance between the top end of the rotor hub
and the bottom surface of the abutment portion of the
cover by way of precisely controlling the physical dimen-
sions of the rotor hub, the rotor-side bearing member,
the stator-side bearing member and the support column.
Furthermore, this structure suppresses hard collision of
the disk and the signal conversion element, and prevents
the recording layer formed on the surface of the disk and
the swing means for positioning the signal conversion
element from being damaged irreparably, thereby real-
izing a superior spindle motor of low profile having high
resistance to shocks, high reliability and suitable for a
disk drive unit.
[0037] This invention also realizes a disk drive unit of
very high resistance to shocks when the disk drive unit
is equipped with the spindle motor of the above structure.
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(Second Exemplary Embodiment)

[0038] Fig. 6 is a drawing for use in connection with
the following description of a spindle motor and a disk
drive unit equipped with the same according to the sec-
ond exemplary embodiment of this invention. Fig. 6 is a
sectioned side view showing a general structure of major
components of a disk drive unit equipped with a spindle
motor of the second exemplary embodiment of the
present invention, wherein the disk drive unit is sectioned
along a plane including the central axis of rotation. In Fig.
6, like reference numerals are used to designate the
same element and the same name of components as
those of Fig. 1 described above, and repeat of description
is therefore avoided.
[0039] The disk drive unit shown in Fig. 6 differs from
that of the above-described first exemplary embodiment
in respects that support column 61 is provided with fe-
male thread 61c in the center of an upper end of cylin-
drical portion 61b, cover 62 has a through hole in a po-
sition corresponding to female thread 61c, and cover 62
is secured to support column 61 with cover fixing screw
63 inserted in the through hole of cover 62 and tightened
into female thread 61c in support column 61. Other struc-
tures are analogous to those of the previously described
first exemplary embodiment, and their details are there-
fore skipped.
[0040] According to the second exemplary embodi-
ment of this invention, as described, the spindle motor
has cover 62 secured to support column 61 with a screw
to prevent the cover from lifting off the upper end of the
support column even if a rotor hub carrying a disk collides
hardly against the side of the cover due to some external
factors such as a very strong shock and the like. This
structure can thus suppress the hard collision of the disk
and the signal conversion element, in the same manner
as the above-described first exemplary embodiment,
avoid a recording layer formed on the surface of the disk
and swing means for positioning the signal conversion
element from being damaged irreparably, and realize a
superior spindle motor having high resistance to shocks,
high reliability and suitable for a disk drive unit.
[0041] As described above, the present invention can
realize superior spindle motor and disk drive unit having
high resistance to shocks and high reliability having ad-
vantages of preventing the rotor-side bearing member or
the rotor hub from slipping out of the stator-side bearing
member even if it receives hard shocks such as exces-
sive vibrations, fall and other impacts, suppressing hard
collision between the disk and the signal conversion el-
ement due to lifting of the rotor hub, and avoiding the
recording layer formed on the surface of the disk as well
as the swing means for positioning the signal conversion
element from being damaged irreparably. The spindle
motor is thus useful as a head suspending device for any
of magnetic recording and reproducing devices, magne-
to-optical disk devices, optical disk drives and the like to
be adapted to a variety of information processing units

for recording and reproducing data in high density.

Claims

1. A spindle motor (13) comprising:

a chassis (8);
a rotor magnet (4);
a rotor-side bearing member (3);
a stator-side bearing member (6), the stator-side
bearing member (6) and rotor-side bearing
member (3) having axially confronting surfaces
and radially confronting surfaces therebetween;
a rotor hub (2) having a hollow circular hole (2a)
and disposed to the center of rotation;
a support column (7, 61) secured to the chassis
(8); and
a stator core (10) having a wound coil (9) and
disposed to the chassis (8) in a position con-
fronting the rotor magnet (4),
wherein the support column (7, 61) is disposed
to the chassis (8) in a manner to pass through
the hollow circular opening (2a) in the rotor hub
(2) with a clearance between the support column
(7, 61) and an inner wall of the hollow circular
opening (2a), and
wherein the rotor-side bearing member (3), in
combination with the stator-side bearing mem-
ber (6) disposed to the chassis (8), forms a fluid
bearing for supporting the rotor hub (2),
the fluid bearing including:

a thrust bearing formed between the axially
confronting surfaces of the rotor-side bear-
ing member (3) and the stator-side bearing
member (6); and
a radial bearing formed between radially
confronting outer periphery of the rotor-side
bearing member (3) and a radially inner sur-
face of the stator-side bearing member (6),
wherein at least one of the axially confront-
ing surfaces and one of the radially confront-
ing surfaces has a dynamic pressure gen-
erating groove,
characterized in that
the spindle motor (13) further comprises a
cover (18, 62);
in that the support column (7, 61) has a flat
portion (7a) and a cylindrical portion (7b, 61
b), wherein the flat portion (7a) is securing
the stator-side bearing member (6) and
wherein there is a clearance between the
cylindrical portion (7b, 61 b) of the support
column (7, 61) and the stator-side bearing
member (6); and
in that the upper end of the cylindrical por-
tion (7b, 61 b) of the support column (7, 61)
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supports the cover (18, 62).

2. The spindle motor according to claim 1, wherein the
rotor hub (2) and the rotor-side bearing member (3)
are formed integrally.

3. The spindle motor according to claim 1, wherein the
flat portion (7a) and the cylindrical portion (7b, 61 b)
of the support column (7) are made of separate ma-
terials and formed integrally.

4. The spindle motor according to claim 1, wherein the
support column (7, 61) has a threaded portion (61
c) in a tip end of the cylindrical portion (7b, 61 b).

5. The spindle motor according to claim 4, wherein the
cover (18, 62) has a through hole in a position cor-
responding to the threaded portion (61 c) in the tip
end of the cylindrical portion (7b, 61 b) of the support
column (7, 61), the cover (18, 62) being secured to
the support column (7, 61) by a screw inserted into
the through hole and tightened into the threaded por-
tion (61c) in the tip end of the cylindrical portion (7b,
61b) of the support column (7, 61).

Patentansprüche

1. Spindelmotor (13), der umfasst:

ein Chassis (8);
einen Rotormagneten (4);
ein Rotorseiten-Lagerungselement (3);
ein Statorseiten-Lagerungselement (6), wobei
das Statorseiten-Lagerungselement (6) und das
Rotorseiten-Lagerungselement (3) axial einan-
der gegenüberliegende Flächen und radial ein-
ander gegenüberliegende Flächen haben;
eine Rotor-Nabe (2), die ein hohles kreisförmi-
ges Loch (2a) aufweist und an dem Drehmittel-
punkt angeordnet ist;
eine Tragesäule (7, 61), die an dem Chassis be-
festigt ist; und
einen Stator-Kern (10), der eine gewickelte Spu-
le (9) aufweist und an dem Chassis (8) an einer
dem Rotormagneten (4) gegenüberliegenden
Position angeordnet ist,
wobei die Tragesäule (7, 61) an dem Chassis
(8) so angeordnet ist, dass sie durch die hohle
kreisförmige Öffnung (2a) in der Rotor-Nabe (2)
in einem Zwischenraum zwischen der Trage-
säule (7, 61) und einer Innenwand der hohlen
kreisförmigen Öffnung (2a) hindurchtritt, und
wobei das Rotorseiten-Lagerungselement (3) in
Kombination mit dem Statorseiten-Lagerungs-
element (6), das an dem Chassis (8) angeordnet
ist, ein Fluidlager bildet, das die Rotor-Nabe (2)
trägt,

wobei das Fluidlager enthält:

ein Axiallager, das zwischen den axial ein-
ander gegenüberliegenden Flächen des
Rotorseiten-Lagerungselementes (3) und
des Statorseiten-Lagerungselementes (6)
ausgebildet ist; und
ein Radiallager, das zwischen einem Au-
ßenumfang des Rotorseiten-Lagerungs-
elementes (3) und einer radial innenliegen-
den Fläche des Statorseiten-Lagerungsele-
mentes (6) ausgebildet ist, die einander ra-
dial gegenüberliegen,
wobei wenigstens eine der axial einander
gegenüberliegenden Flächen und eine der
radial einander gegenüberliegenden Flä-
chen eine Nut zum Erzeugen von dynami-
schem Druck aufweist,
dadurch gekennzeichnet, dass der Spin-
delmotor (13) des Weiteren eine Abdek-
kung (18, 62) umfasst;
dass die Tragesäule (7, 61) einen flachen
Abschnitt (7a) und einen zylindrischen Ab-
schnitt (7b, 61 b) aufweist, wobei der flache
Abschnitt (7a) zur Befestigung des Stator-
seiten-Lagerungselementes (6) dient, und
ein Zwischenraum zwischen dem zylindri-
schen Abschnitt (7b, 61 b) der Tragesäule
(7, 61) und dem Statorseiten-Lagerungs-
element (6) vorhanden ist; und
dass das obere Ende des zylindrischen Ab-
schnitts (7b. 61 b) der Tragesäule (7, 61)
die Abdeckung (18, 62) trägt.

2. Spindelmotor nach Anspruch 1, wobei die Rotor-Na-
be und das Rotorseiten-Lagerungselement (3) inte-
gral ausgebildet sind.

3. Spindelmotor nach Anspruch 1, wobei der flache Ab-
schnitt (7a) und der zylindrische Abschnitt (7b, 61 b)
der Tragesäule (7) aus separaten Materialien beste-
hen und integral ausgebildet sind.

4. Spindelmotor nach Anspruch 1, wobei die Tragesäu-
le (7, 61) einen Gewindeabschnitt (61 c) an einem
vorderen Ende des zylindrischen Abschnitts (7b. 61
b) hat.

5. Spindelmotor nach Anspruch 4, wobei die Abdek-
kung (18, 62) ein Durchgangsloch an einer Position
aufweist, die dem Gewindeabschnitt (61 c) im vor-
deren Ende des zylindrischen Abschnitts (7b, 61 b)
der Tragesäule (7, 61) entspricht, und die Abdek-
kung (18, 62) an der Tragesäule (7, 61) mit einer
Schraube befestigt ist, die in das Durchgangsloch
eingeführt und in dem Gewindeabschnitt (61 c) im
vorderen Ende des zylindrischen Abschnitts (7b, 61
b) der Tragesäule (7, 61) angezogen wird.
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Revendications

1. Moteur à broche (13) comprenant :

un châssis (8)
un aimant de rotor (4)
un organe de palier du côté du rotor (3)
un organe de palier du côté du stator (6), l’orga-
ne de palier du côté du stator (6) et l’organe de
palier du côté du rotor (3) comportant entre eux
des surfaces se faisant front axialement et des
surfaces se faisant front radialement ,
un moyeu de rotor (2) comportant un trou circu-
laire creux (2a) et disposé au centre de rotation,
une colonne formant support (7, 61) fixée au
châssis (8), et
un noyau de stator (10) comportant une bobine
enroulée (9) et disposé sur le châssis (8) dans
une position faisant face à l’aimant de rotor (4),
dans lequel la colonne formant support (7, 61)
est disposée sur le châssis (8) de manière à
passer au travers de l’ouverture circulaire creu-
se (2a) dans le moyeu de rotor (2) avec un jeu
entre la colonne formant support (7, 61) et une
paroi intérieure de l’ouverture circulaire creuse
(2a), et
dans lequel l’organe de palier du côté du rotor
(3), combiné avec l’organe de palier du côté du
stator (6) disposé sur le châssis (8), forme un
palier fluide pour supporter le moyeu de rotor (2),
le palier fluide incluant :

un palier de butée formé entre les surfaces
se faisant front axialement de l’organe de
palier du côté du rotor (3) et de l’organe de
palier du côté du stator (6), et
un palier radial formé entre la périphérie ex-
térieure de l’organe de palier du côté du ro-
tor (3) et une surface interne radialement
de l’organe de palier du côté du stator (6)
se faisant front radialement,
dans lequel au moins l’une des surfaces fai-
sant front axialement et l’une des surfaces
faisant front radialement comportent une
rainure de génération de pression dynami-
que,
caractérisé en ce que
le moteur à broche (13) comprend en outre
un couvercle (18, 62),
en ce que la colonne formant support (7,
61) comprend une portion plate (7a) et une
portion cylindrique (7b, 61b), la portion plate
fixant l’organe de palier du côté du stator
(6) et un jeu existant entre la portion cylin-
drique (7b, 61b) de la colonne formant sup-
port (7, 61) et l’organe de palier du côté du
stator (6), et

en ce que l’extrémité supérieure de la portion
cylindrique (7b, 61b) de la colonne formant sup-
port (7, 61) supporte le couvercle (18, 62).

2. Moteur à broche selon la revendication 1, dans le-
quel le moyeu de rotor (2) et l’organe de palier du
côté du rotor (3) sont formés en une seule pièce.

3. Moteur à broche selon la revendication 1, dans le-
quel la portion plate (7a) et la portion cylindrique (7b,
61b) sont constituées de matériaux séparés et for-
mées en une seule pièce.

4. Moteur à broche selon la revendication 1, dans le-
quel la colonne formant support (7, 61) comporte
une partie filetée (61c) dans une extrémité en pointe
de la portion cylindrique (7b, 61b)

5. Moteur à broche selon la revendication 4, dans le-
quel le couvercle (18, 62) comporte un trou traver-
sant situé dans une position correspondant à la par-
tie filetée (61c) dans l’extrémité en pointe de la por-
tion cylindrique (7b, 61b) de la colonne formant sup-
port (7, 61), le couvercle (18, 62) étant fixé sur la
colonne formant support (7, 61) par une vis insérée
dans le trou traversant et serré dans la partie filetée
(61c) dans l’extrémité en pointe de la portion cylin-
drique (7b, 61b) de la colonne formant support (7,
61) .
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