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Description

[0001] The present invention relates to an airbag de-
vice including an airbag that is inflated at the time of a
vehicle collision to receive a passenger, and more spe-
cifically, it relates to an airbag device including an airbag
having a left airbag section and a right airbag section that
are inflated on the right and left, respectively, in front of
a passenger.
[0002] JP-A-2004-268903 (Patent Document 1) dis-
closes an airbag for receiving a passenger at the time of
a vehicle collision and a folding method thereof. The air-
bag has a left airbag section and a right airbag section
that are inflated on the right and left, respectively, in front
of a passenger, and adapted to be inflated by an inflator
common to the airbag sections. In the airbag disclosed
in the publication, the left airbag section and the right
airbag section are not connected to each other at their
leading ends, and longitudinal middle portions of the air-
bag sections are connected by a connecting part.
[0003] In the above publication, portions of the airbag
sections closer to the leading ends than the connecting
part are folded along vertical folding lines, respectively,
so as to be primary folded bodies. Then, the primary fold-
ed bodies are folded to be smaller.
[0004] This airbag is folded and accommodated within
a case and covered with a cover. When the inflator (gas
generator) begins to discharge gas at the time of a vehicle
collision, the airbag is inflated toward the front of a pas-
senger while pushing the cover open.
[0005] EP 1 580 083 A2 discloses an airbag apparatus
comprising two airbag sections being roll-folded in a first
folding operation and then folded in an accordion shape.
[0006] EP 1 452 403 A1 discloses an airbag apparatus
according to the preamble of claim 1 comprising two air-
bag sections and a base-end chamber firstly supplied
with gas to then inflate the ends of the two airbag sections.
[0007] Accordingly, the object of the present invention
is to provide an airbag device made by folding an airbag
which has a left airbag section and a right airbag section
with a folding method different from that disclosed in JP-
A- 2004-268903.
[0008] An airbag device according to Claim 1 includes
a folded airbag, a case accommodating the airbag, and
an inflator for inflating the airbag. The airbag at a leading-
end side is inflated in a direction away from a base-end
side thereof by gas discharged from the inflator disposed
on the base-end side. The airbag includes a base end
part having a gas introducing port that receives gas from
the inflator, a left airbag section that is connected to the
base end part and inflated on the left in front of a pas-
senger, and a right airbag section that is connected to
the base end part and inflated on the right in front of the
passenger. The left airbag section and the right airbag
section have leading ends which are not connected to
each other, whereby a space to be opened toward the
passenger is formed between the leading ends of the left
airbag section and the right airbag section which have

been inflated. Middle portions of the left airbag section
and the right airbag section in their inflation direction are
connected to each other by a connecting part, and middle
portions of the left airbag section and the right airbag
section in the up-and-down direction in an inflation state
are connected to each other by the connecting part. The
left airbag section and the right airbag section of the air-
bag are deployed to be flat in the up-and-down direction
so that left and right side surfaces thereof are overlapped
with each other, and an upper portion and an lower por-
tion of the left airbag section and the right airbag section,
which are located on the upper and lower sides of the
connecting part, are folded and overlapped on the side
surfaces of the left airbag section and the right airbag
section opposite to the connecting part, and thus the left
airbag section and the right airbag section are formed in
the shape of a strip of which the strip face faces in the
up-and-down direction and the shape is elongated in for-
ward and rearward directions, thereby forming primary
folded bodies. Each of the primary folded bodies of the
left airbag section and the right airbag section is formed
in the shape of a strip of which the strip face faces in the
left-and-right direction and the shape is elongated in for-
ward and rearward directions, thereby forming a second-
ary folded body. The secondary folded body of the left
airbag section and the right airbag section is folded from
the leading ends thereof toward the base end part so as
to have a small width in forward and rearward directions,
thereby forming a final folded body.
[0009] The airbag device according to Claim 2 is an
airbag device according to Claim 1 in which the second-
ary folded body of the left airbag section and the right
airbag section is folded by a roll folding, an accordion-
like folding or the combination thereof, thereby forming
a final folded body.
[0010] In the airbag of the airbag device, each of the
primary folded bodies of the left airbag section and the
right airbag section is formed in the shape of a strip of
which the strip face faces in the left-and-right direction
and the shape is elongated in forward and rearward di-
rections, thereby forming a secondary folded body. Ac-
cordingly, each of the primary folded bodies is finally fold-
ed so as to have a small width in forward and rearward
directions. With this purpose, various folding methods
may be employed as a final method of folding the airbag.
The shape of the airbag in the course of the inflation of
the airbag is different due to the final method of folding
the airbag. Accordingly, it is possible to take a shape in
the course of the inflation of the airbag depending on the
vehicle model (an angle of an instrument panel or a wind-
shield) by selecting a proper folding method.
[0011] As disclosed in Claim 2, a roll folding, an accor-
dion-like folding or the combination thereof may be used
as the final method of folding the airbag. Here, the final
method of folding the airbag is not limited.
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[Best Mode for Carrying Out the Invention]

[0012] Hereinafter, an embodiment of the present in-
vention will be described with reference to the accompa-
nying drawings.

Fig. 1 is a perspective view of an airbag according
to an embodiment of the invention;
Fig. 2 is an horizontal sectional view of the airbag in
Fig. 1;
Fig. 3 is an exploded perspective view showing the
structure of panels of the airbag in Fig. 1;
Fig. 4 is an exploded perspective view in the course
of sewing of the airbag in Fig. 1;
Fig. 5 to 22 explanatory views showing the process
of folding the airbag in Fig. 1;
Fig. 23 is a longitudinal sectional view of an airbag
device including the folded airbag in Fig. 1; and
Fig. 24 is a longitudinal sectional view of the airbag
device in Fig. 23 when the airbag is inflated.

[0013] An airbag 10 includes a left airbag section 12
that is inflated on the front left side of a passenger, a right
airbag section 14 that is inflated on the front right side of
the passenger, and a base chamber 16 that communi-
cates one end of the left airbag section 12 with one end
of the right airbag section 14. The base chamber 16 is
the base side of the airbag 10. Accordingly, the left airbag
section 12 and the right airbag section 14 are respectively
inflated in a direction away from the base chamber 16.
In addition, hereinafter, the left airbag section 12 and the
right airbag section 14 may simply be referred to as bags
12 and 14, respectively. The outer faces of the left and
right bags 12 and 14 are provided with vent holes 15,
respectively.
[0014] When the airbag 10 is inflated, a space 13
(shown in Fig. 2) is formed between a front most end of
the left airbag section 12 and a front most end of the right
airbag section 14 without a bridging member such as a
tie panel therebetween. The space 13 is opened toward
the passenger (toward the upper side in Fig. 2).
[0015] When the airbag 10 is completely inflated, it is
preferable that the distance between the front most end
of the left airbag section 12 and the front most end of the
right airbag section 14 be 150 to 450 mm, particularly,
170 to 430 mm.
[0016] It is also preferable that the horizontal distance
from one of the front most ends to a deepest portion of
a space 13 be 280 to 480 mm, particularly, 310 to 450
mm. In a middle portion between the front most end and
the deepest portion, the bags 12 and 14 are connected
to each other by a connecting band 18. In this embodi-
ment, the connecting band 18 is fixed to the bags 12 and
14 so that the width direction becomes an up-and-down
direction when the airbag 10 is inflated.
[0017] In this embodiment, the connecting band 18
comprises a left half of connecting band 18L and a right
half of connecting band 18R.

[0018] Width-regulating tethers 20L and 20R, which
regulate the width of the bags in the right-and-left direc-
tion at the time of inflation, are provided in the bags 12
and 14, respectively. Each of the width-regulating tethers
20L and 20R includes an inclined tether portion 20a and
a cross tether portion 20b, which extend in an inclined
direction and in an cross direction (substantially horizon-
tal direction) in a longitudinal section taken along a di-
rection intersecting the forward and rearward direction
of the bags 12 and 14 in the inflation state of the bags.
[0019] Furthermore, the inclined tether portion 20a of
the width-regulating tether 20L of the left airbag section
12 connects the upper portion of the part of the bag 12
opposite to the bag 14 (a left outside panel 60 to be de-
scribed below) with the lower portion of the part of the
bag 12 facing the bag 14 (a left side 50L of an inside
panel 50 to be described below). In addition, the lower
portion of the part of the bag 12 opposite to the bag 14,
and the lower portion of the part of the bag 12 facing the
bag 14 (the left outside panel 60 and the left side 50L)
are connected to each other by the cross tether portion
20b of the width-regulating tether 20L.
[0020] In addition, the inclined tether portion 20a of the
width-regulating tether 20R of the right airbag section 14
connects the upper portion of the part of the bag 14 op-
posite to the bag 12 (a right outside panel 70 to be de-
scribed below) with the lower portion of the part of the
bag 14 facing the bag 12 (a right side 50R of an inside
panel 50 to be described below). In addition, the lower
portion of the part of the bag 14 opposite to the bag 12,
and the lower portion of the part of the bag 14 facing the
bag 12 (the outside panel 70 and the right side 50R) are
connected to each other by the cross tether portion 20b
of the width-regulating tether 20R.
[0021] In this embodiment, each of the cross tether
portions 20b is disposed at the same height as that of
the connecting band 18. Furthermore, when the airbag
10 is inflated, the cross tether portions 20b of the tethers
20L and 20R and the connecting band 18 extend in the
substantially horizontal direction and in the shape of a
substantial straight line.
[0022] The panel structure, etc. of the airbag 10 will be
described below. In addition, in the following description,
the front side (leading side) of each panel means the
leading side of the airbag 10 in the inflation direction and
the rear side means the base side of the airbag in the
inflation direction.
[0023] The airbag 10 comprises a total of four panels,
i.e., an inside panel 50, a left outside panel 60, a right
outside panel 70, and a base panel 80. Each of the left
and right halves of connecting band 18L and 18R is con-
nected to the side panel 50.
[0024] The inside panel 50 is a substantially gourd-
shape, elongated panel. A left side 50L and a right side
50R are formed by folding the inside panel into two in the
middle of the inside panel. In the inside panel 50, the left
side 50L constitutes the inner face of the left airbag sec-
tion 12, and the right side 50R constitutes the inner face
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of the right airbag section 14. The entire peripheral edge
of the side panel 50 comprises a lower edge 56, a leading
edge 51 and an upper edge 52 of the left side 50L, an
upper edge 53 which lies in the vicinity of a folded-back
portion constituting the deepest portion between valleys
of the airbag, an upper edge 54, a leading edge 55 and
a lower edge 58 of the right side 50R, and a lower edge
57 which lies in the vicinity of the folded-back portion.
[0025] The entire peripheral edge of the left outside
panel 60 comprises a leading edge 61, an upper edge
62, a straight rear edge 63, and a lower edge 64 (here,
reference numeral 64 is not shown). The entire peripheral
edge of the right outside panel 70 comprises a front edge
71, an upper edge 72, a straight rear edge 73, and a
lower edge 74. The outside panels 60 and 70 are provid-
ed with vent holes 15, respectively. A reinforcing patch
cloth (not shown) is provided at the periphery of each
vent hole 15.
[0026] The base panel 80 has a left lateral face 80A,
a bottom face 80B, a right lateral face 80C, a left flap 80D
constituting a top left side and a right flap 80E constituting
a top right side. The base panel 80 is folded in such a
manner that the lateral faces 80A and 80C form a sub-
stantially triangular shape, respectively. The face of the
base panel 80 that faces the leading side of the airbag
10 is also opened.
[0027] The entire peripheral edge of the base panel 80
comprises facing edges 81 and 82 between substantially
rectangular flaps 80D and 80E, front edges 83 and 84
(flap front edges) of the flaps 80D and 80E, rear edges
85 and 86 of the flaps 80D and 80E, a rear edge 87 facing
the rear edges 85 and 86, front edges 88 and 89 (lateral
front edges) of the lateral faces 80A and 80C, and a bot-
tom front edge 80f that connects the lateral front edges
88 and 89 with each other.
[0028] In addition, as shown in Fig. 2, the bottom face
80B of the base panel 80 is provided with a gas introduc-
ing port 90. A frame-like reinforcing cloth 91 is overlapped
and sewn to the gas introducing port 90 so as to surround
it. The gas introducing port 90 is rectangular, and has
bolt insertion holes 92 formed in the vicinity of the four
corners.
[0029] In this embodiment, each of the width-regulat-
ing tethers 20L and 20R comprises three tether halves
(panels) 21, 22, and 23 (shown in Fig. 2). Each of the
tether halves 21 is a panel that is divided into two branch-
es so as to form a substantial V shape. One of the two
branches constitutes the part of the inclined tether portion
20a on the inside panel 50 side, and the other thereof
constitutes the part of the cross tether portion 20b on the
inside panel 50 side. A junction (base portion) of the two
branches of each V-shaped tether half 21 is sewn on the
inner face of the inside panel 50.
[0030] In this embodiment, the junctions of the tether
halves 21 are disposed in the bags 12 and 14, respec-
tively, with the inside panel 50 therebetween so as to
overlap with one end of the left or right half of connecting
band 18L or 18R. Accordingly, each of the tether halves

21 serves as a reinforcing cloth for reinforcing the suture
between the left or the right half of connecting band 18L
or 18R and inside panel 50. In addition, the left or right
half of connecting band 18L or 18R serves as a reinforc-
ing cloth for reinforcing the suture between inside panel
50 and each tether half 21.
[0031] The remaining tether halves 22 and 23 consti-
tute the parts of the inclined tether portion 20a and the
cross tether portion 20b, which face the outside panels
60 and 70, respectively. One ends of the tether halves
22 are sewn on the inner faces of the upper portions of
the outside panels 60 and 70, respectively, and one ends
of the tether halves 23 are sewn on the inner faces of the
lower portions of the outside panels 60 and 70, respec-
tively. Reference numeral 24 represents reinforcing
cloths that are disposed at the opposite ends to the one
end of the tether halves 22 and 23 with the outside panels
60 and 70 therebetween, respectively, and are sewn to-
gether with the opposite ends and the outside panels 60
and 70.
[0032] The other ends of the tether halves 22 and 23
are attached to both ends of the two branches of the
tether halves 21, respectively.
[0033] In making the airbag 10, first, the rear edge 63
of the left outside panel 60 and the rear edge 73 of the
right outside edge 70 are sewn to the lateral front edges
88 and 89, respectively, in a state where the base panel
80 is spread flatly. Next, the facing edges 81 and 82 of
the flaps 80D and 80E of the base panel 80 are sewn
together.
[0034] Next, the left outside panel 60 is caused to face
the left side 50L of the inside panel 50 in a flattened state,
and the leading edges 51 and 61, the upper edges 52
and 62 and the lower edges 56 and 64 are sewn together,
respectively. The right outside panel 70 is caused to face
the right side 50R of the inside panel 50, and the leading
edges 55 and 71, the upper edges 54 and 72 and the
lower edges 58 and 74 are sewn together, respectively.
Also, the flap front edges 83 and 84 of the base panel 80
are sewn to the upper edge 53 in the vicinity of the folded-
back portion of the inside panel 50, and the bottom front
edge 80f of the base panel 80 is sewn to the lower edge
57 in the vicinity of the folded-back portion.
[0035] Next, both ends of the two branches of the tether
half 21 attached to the left side 50L of the inside panel
50 are sewn to the other ends of the tether halves 22 and
23 attached to the upper and lower portions of the left
outside panel 60, respectively. In addition, both ends of
the two branches of the tether half 21 attached to the
right side 50R of the inside panel 50 are sewn to the other
ends of the tether halves 22 and 23 attached to the upper
and lower portions of the right outside panel 70, respec-
tively.
[0036] By sewing the tether halves 21 to 23 together,
the left side 50L and the left outside panel 60 are con-
nected to each other by the tether 20L. Furthermore, the
right side 50R and the right outside panel 70 are con-
nected to each other by the tether 20R.
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[0037] As shown in Fig. 4, this sewing turns the airbag
10 (Fig. 1) inside out, that is, exposing a sewing thread
to the surface of the airbag. As shown in Fig. 4, the flap
rear edges 85 and 86 and the rear edge 87 of the base
panel 80 are not yet sewn together, but they form an
opening M in this state.
[0038] Consequently, the airbag is inverted through
the opening M. Next, the opening M is sewn and the left
and the right halves of connecting band 18L and 18R are
sewn together, resulting in the airbag 10 in Fig. 1.
[0039] In this embodiment, an inflator 34 (see Figs. 23
and 24) is disposed within the base chamber 16 through
the gas introducing port 90 at the bottom of the base
chamber 16. In this embodiment, the inflator 34 is rod-
shaped, and disposed such that the longitudinal direction
is the width direction (the right-and-left direction) of a ve-
hicle. Reference numeral 36 represents a fixing plate as
a fixture to fix the bottom face of the base chamber 16
and the inflator 34 to an airbag mounting face of the ac-
commodating case 40 (the bottom face of an accommo-
dating case 40 in this embodiment) (see Figs. 23 and 24).
[0040] The fixing plate 36 has a C-shaped land (refer-
ence numeral is omitted) fitted on lateral peripheral faces
of the inflator 34 at the longitudinal opposite ends, flanges
(reference numeral is omitted) that extend along the bot-
tom face of the base chamber 16 (and the airbag mount-
ing face of the case 40) from both lateral ends of the C-
shaped land, and stud bolts 36a protruding downwardly
from the flanges, respectively. In addition, each flange is
provided with a pawl (reference numeral is omitted) to
lock the fixing plate 36 to a peripheral edge of the gas
introducing port 90, and the peripheral edge of the gas
introducing port 90 is provided with a locking hole (refer-
ence numeral is omitted) for the pawl.
[0041] Prior to folding of the airbag 10 that has been
completely sewn, the fixing plate 36 is introduced into
the base chamber 16 from the gas introducing port 90,
and attached to the peripheral edge of the gas introducing
port 90. At this time, the flanges of the fixing plate 36
overlap peripheral edge of the gas introducing port 90
while the stud bolts 36a are inserted into the insertion
holes 92, respectively, and the pawl of the flanges are
hooked to the locking holes, respectively, thereby fixing
the fixing plate 36. The stud bolts 36a extend to the out-
side of the airbag 10 through the insertion holes 92.
[0042] By fastening the fixing plate 36 to the airbag
mounting face of the case 40 with the stud bolts 36a, the
bottom face of the base chamber 16 and the inflator 34
are fixed to the airbag mounting face. Reference numeral
36b in Figs. 23 and 24 represent nuts screwed around
the stud bolts 36a, respectively.
[0043] In this embodiment, a protector cloth 38 is con-
nected to a rear end of the base chamber 16 to wrap a
folded body of the airbag 10. In this embodiment, the
protector cloth 38 is a band-like panel that extends rear-
wardly from the rear end of the base chamber 16. A base
end part of the protector cloth is sewn on the outer face
of the airbag 10 at the peripheral edge of the gas intro-

ducing port 90.
[0044] In addition, the base end part of the protector
cloth 38 is provided with an opening (not shown) over-
lapping the gas introducing port 90, and holes (not
shown) overlapping the pawl locking holes and the inser-
tion holes 92 for the stud bolts 36a, respectively. The
inflator 34 is disposed within the inflator 16 through the
opening of the protector cloth 38 and the gas introducing
port 90. Also, the stud bolts 36a extend to the outside of
the airbag 10 through the bottom face of the base cham-
ber 16 and the protector cloth 38.
[0045] Insertion hole 38a for the stud bolts 36a are
bored in a leading end of the protector cloth 38.
[0046] The protector cloth 38 is adapted to be ruptured
when it receives a predetermined tension or more in the
extending direction suffered. Specifically, perforated slits
38b are formed in an extending middle portion of the pro-
tector cloth 38 so as to extend in a direction intersecting
the extending direction of the cloth 38. When the protector
cloth 38 receives a predetermined tension or more, it is
torn and ruptured along the slits 38b.
[0047] The airbag 10 is folded and accommodated
within the case 40, along with the inflator 34, and the
accommodated airbag 10 is fixed to the airbag mounting
face with the nuts 36b and the bolts 36a of the fixing plate
36, thereby forming an airbag device 1.
[0048] In addition, in this embodiment, the airbag de-
vice 1 is for a passenger seat of a vehicle, which is in-
stalled on the back of an instrument panel 2 in front of
the front passenger seat. A portion of the instrument pan-
el 2 that covers the case 40 servers as a door 2a that is
pushed and torn open toward the interior of the vehicle
by the airbag 10 when the airbag 10 is inflated. Reference
numeral 2b in Fig. 23 represents a tear line that induces
the tearing of the door 2a.
[0049] It should be noted herein that a structure may
be employed in which the case 40 is mounted with a lid
adapted to be pushed and torn open by the airbag 10
when the airbag 10 is inflated and the instrument panel
2 is provided with an opening for installation of the airbag
device 1 so that the airbag device 1 is covered with the
lid in installing the airbag device 1 into the opening.
[0050] As shown in Fig. 23, a windshield 3 exists above
the instrument panel 2. The windshield 3 inclines upward
and rearward from an end of the instrument panel 2 on
the front side of the vehicle.
[0051] Next, the process of folding the airbag 10 will
be described with reference to Figs. 5 to 22. Fig. 5 shows
a state before the airbag 10 is folded. Figs. 6 to 21 show
a state in the course of folding of the airbag. Fig. 22 shows
a state in which the airbag 10 is completely folded.
[0052] Furthermore, in Figs. 5 to 10, Figs. 5(a), 6(a),
7(a), 8(a), 9(a) and 10(a) are side views of the airbag,
and Figs. 5(b), 6(b), 7(b), 8(b), 9(b) and 10(b) are sec-
tional views taken along the lines B-B in Figs. 5(a), 6(a),
7(a), 8(a), 9(a) and 10(a). Figs. 11, 14, 16, 18, 20, and
22(a) are perspective views of the entire airbag, and Figs.
13(a) to 13(c) are perspective views of the leading side
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of the airbag showing a process in which the a state of
the airbag is changed from a state in Fig. 11 to a state in
Fig. 14. Fig. 12(a) is a top view showing the airbag in a
state shown in Fig. 11, and Fig. 12(b) is a side view show-
ing the airbag in a state shown in Fig. 11. Fig. 12(c) is a
sectional view taken along the line C-C in Fig. 12(a). Fig.
15(a) is a top view showing the airbag in a state shown
in Fig. 14, and Fig. 15(b) is a sectional view taken along
the line B-B in Fig. 15(a). Fig. 17(a) is a top view showing
the airbag in a state shown in Fig. 16, and Fig. 17(b) is
a sectional view taken along the line B-B in Fig. 17(a).
Figs. 19(a) to 19(c) show a process in which the a state
of the airbag is changed from a state in Fig. 18 to a state
in Fig. 20, and are sectional views taken along the line
XIX-XIX in Fig. 18. Fig. 21 shows a process in which the
state of the airbag is changed from a state in Fig. 20 to
a state in Fig. 22(a), and is a sectional view taken along
the line XXI-XXI in Fig. 20. Fig. 22(b) is a sectional view
taken along the line B-B in Fig. 22(a).
[0053] In folding the airbag 10, first, the left airbag sec-
tion 12 and the right airbag section 14 are spread flatly
such that their respective left and right lateral faces (the
left side 50L and the left outside panel 60 or the right side
50R and the right outside panel 70) overlap each other.
Then, as shown in Figs. 5 to 12, the left airbag section
12 and the right airbag section 14 are respectively folded
so as to have a reduced vertical width, resulting in primary
folded bodies that are elongated in forward and rearward
directions.
[0054] In the primary folded bodies, in this embodi-
ment, first as shown in Figs. 5 and 6, a portion of the left
airbag section 12 (lower airbag section) that is lower than
the connecting band 18 (the connecting band between
the left airbag section 12 and the right airbag section 14)
is folded back upwardly along a folding line L1 that con-
nects a lower edge of the connecting band 18 and a lower
edge of the fixing plate 36 at the front end, and is over-
lapped with the left outside panel 60.
[0055] Next, as shown in Figs. 6 and 7, a portion closer
to the lower edge 12b than the folding line L2 is folded
back downwardly along a folding line L2 that extends par-
allel to the folding line L1 with a predetermined spacing
toward a lower edge 12b (upper side) from the folding
line L1 and is overlapped with the outside (the side op-
posite to the right airbag section 14). At this time, the
position of the folding line L2 is determined, for example,
by attaching a ruler or a predetermined width of a plate,
etc. along the folding line L1. Similar to this, the following
folding lines L3 to L7 are also determined by attaching a
ruler or a predetermined width of a plate, etc. along a
previous folding line.
[0056] Next, as shown in Figs. 7 and 8, the portion that
protrudes downwardly from the folding line L1, due to the
second folding is upwardly folded back. At this time, a
portion closer to the lower edge 12b than the folding line
L3 is folded back upwardly along a folding line L3 that
extends parallel to the folding line L2 with a predeter-
mined spacing (in this embodiment, the spacing that is

narrower than the spacing between the folding line L2
and the folding line L1) toward the lower edge 12b (lower
side) from the folding line L2 and is overlapped with the
outside.
[0057] Next, as shown in Figs. 8 to 9, a portion of the
left airbag section 12 (an upper airbag section) closer to
an upper edge 12t than the connecting band 18 is folded
back toward the left outside panel 60 sequentially along
folding lines L4, L5, ···, that extend parallel to the folding
line L1, by a predetermined width downwardly from the
upper edge 12t, resulting in an elongated folded roll. (On-
ly folding lines up to L7 are shown in Fig. 8.) In this em-
bodiment, the spacing of the folding lines L4 to L7 is set
such that the vertical width becomes approximately equal
to the vertical width of the lower folded body when the
upper folded roll reaches a portion near an upper portion
of the lower folded body as shown in Fig. 9.
[0058] Thereafter, as shown in Figs. 9 and 10, the up-
per folded roll is folded back downwardly along a line L8,
that is located between the folded roll and the lower folded
body and extends parallel to the line L1, and the upper
folded roll is overlapped with the outside of the lower
folded body. Accordingly, the strip face of the left airbag
section 12 faces in the up-and-down direction, and the
left bag 12 forms strip-shaped primary folded bodies ex-
tending in forward and rearward directions.
[0059] In addition, the roll folding may be performed,
for example, by winding the upper airbag section around
a predetermined width of a band-like plate from the upper
edge 12t. In this case, if the upper airbag section is wound
around a band-like plate and roll-folded, the resulting
folded roll is overlapped with the outside of the lower
folded body, and the band-like plate is then pulled out of
the folded roll, the folding work of the upper airbag section
can be efficiently performed.
[0060] The right airbag section 14 is also primarily fold-
ed through the process similar to the left airbag section
12 to form primary folded bodies. Figs. 11 and 12 show
the airbag in which the primary folding of the left airbag
section 12 and the right airbag section 14 have been
completed. In Figs. 5 to 10, reference numerals 14b and
14t represent a lower edge and an upper edge, respec-
tively, of the right airbag section 14.
[0061] The primary folding method of the left airbag
section 12 and the right airbag section 14 is not limited
to the above-mentioned folding method.
[0062] Furthermore, in Figs. 10(b) and 11, the thick-
ness of the primary folded bodies of the bag 12 in the
right-and-left direction is shown larger than an actual
thickness thereof. That is, the thickness of the primary
folded bodies in the right-and-left direction is shown equal
to the width of the primary folded bodies in the up-and-
down direction, in order to clearly illustrate a state in
which the bag 12 is folded by the primary folding. How-
ever, actually, the thickness of the primary folded bodies
in the right-and-left direction is smaller than the width
thereof in the up-and-down direction. Accordingly, each
of the primary folded bodies of the bags 12 and 14 is
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formed in the shape of a strip of which the strip face faces
in the up-and-down direction and the shape is elongated
in forward and rearward directions and flat, as shown in
Fig. 12.
[0063] Next, as shown in Figs. 14 and 15, the primary
folded bodies of which the strip faces face in the up-and-
down direction are secondarily folded so that the strip
faces face in the right-and-left direction.
[0064] In the secondary folding, first, leading portions
12T and 14T of the primary folded bodies of the bags 12
and 14, which are closer to leading ends of the primary
folded bodies than the connecting band 18, are separat-
ed from each other to the right and left in the shape of
open legs in a direction indicated by arrows A1 and A2
shown in Fig. 13(a) so that the leading portions 12T and
14T and the connecting band 18 extend to the right and
left sides so as to have a shape of a straight line at the
front most ends of the primary folded bodies.
[0065] Reference numeral L9 shown in Fig. 12 repre-
sents a folding line, which is used to fold the leading por-
tions 12T and 14T in the shape of open legs.
[0066] Next, in the base portions 12U and 14U of the
primary folded bodies of the bags 12 and 14, which are
closer to base end parts of the primary folded bodies than
the connecting band 18, the lower ends of the base por-
tions 12U and 14U are separated from each other so as
to be rotated in a direction indicated by arrows A3 and
A4 shown in Figs. 12(c) and 13(b) by 90° about the axial
line extending in the extending direction. Accordingly, the
strip faces face in the right-and-left direction.
[0067] In this case, the base end parts of the base por-
tions 12U and 14U are folded along the lines L10 and L10
shown in Fig. 12(a) in a direction in which the base end
parts approach each other. Then, the base end parts are
overlapped on the base chamber 16, and the base cham-
ber 16 also becomes flat.
[0068] In addition, while the base portions 12U and
14U are rotated, the leading portions 12T and 14T ex-
tending in the right-and-left direction are rotated rear-
wardly in a direction indicated by arrows A5 and A6 shown
in Fig. 13(b) about the axial line extending in the extend-
ing direction. Then, the leading portions 12T and 14T are
folded to the lower sides of the base portions 12U and
14U, and are overlapped on the lower surface of the base
portions 12U and 14U that become flat in the right-and-
left direction.
[0069] In this case, the leading ends of the base por-
tions 12U and 14U (portions adjacent to the folding line
L9) are folded and inserted between the base portions
12U and 14U and the leading portions 12T and 14T. Ref-
erence numeral L11 shown in Figs. 12(b) and 13(a) rep-
resents a folding line, which is used to fold and insert the
leading ends between the base portions 12U and 14U
and the leading portions 12T and 14T.
[0070] Figs. 14 and 15 show a state in which the sec-
ondary folding is completed and then the airbag 10 be-
comes a secondary folded body. The secondary folded
body is flat in the right-and-left direction, and is elongated

in forward and rearward directions.
[0071] Next, the secondary folded body of the bags 12
and 14 is folded so as to be turned to the rear side of the
airbag 10 (left side in Fig. 15(b)) about a vicinity of the
front edge 16f (Fig. 15(b)) of the base chamber 16 in the
direction indicated by an arrow A7 (Fig. 15(b)). Accord-
ingly, the secondary folded body becomes in a state
shown in Figs. 16 and 17.
[0072] After that, as shown in Figs. 16 to 18, in the
leading portions 12T and 14T of the bags 12 and 14,
portions extending in the right-and-left direction from both
sides of the secondary folded body are folded along the
line L12 in the directions indicated by arrows A8, respec-
tively, and then are overlapped on the connecting band
18.
[0073] Next, the secondary folded body of the bags 12
and 14 is sequentially roll-folded along folding lines L13,
L14, ···, (only folding lines up to L15 are shown in Fig. 18)
that are arranged in the right-and-left direction by a pre-
determined width form the leading portions 12T and 14T
toward the edge 16f of the base chamber 16 so as to be
folded on the base portions 12U and 14U. Accordingly,
the secondary folded body is roll-folded. Then, the folded
roll of the bags 12 and 14 is overlapped on the base
chamber 16. Fig. 19(c) shows the above-mentioned
state.
[0074] As shown in Fig. 19(c), the base chamber 16
becomes a so-called "beaten state", and the folded roll
of the bags 12 and 14 is placed on the base chamber 16.
Then, a portion between the rear end 16r of the base
chamber 16 and the base end parts of the bags 12 and
14 of the base panel 80, which constitutes the base cham-
ber 16, becomes a loosened state. In the present em-
bodiment, a portion 16S of the base chamber 16 in the
vicinity of the rear end thereof in the base panel 80 is
pulled rearwardly, and the base chamber 16 protrudes
rearwardly by the loosened distance. (Hereinafter, the
protruding portion of the base chamber 16 is represented
by reference numeral 16S).
Meanwhile, the protruding portion 16S of the base cham-
ber 16 is folded upward in the direction indicated by an
arrow A10 shown in Fig. 20, and is overlapped on the rear
side face of the folded roll of the bags 12 and 14, thereby
forming a final folded shape shown in Fig. 21. In addition,
as shown in FIG. 21, the tip of the protruding portion 16S
of the base chamber 16 wraps the upper portion of the
folded roll of the bags 12 and 14.
[0075] Thereafter, in the direction indicated by an ar-
row A11 shown in Fig. 21, the protector cloth 38 is pulled
forwardly around the folded body of the airbag 10 such
that it is covered on the folded body. Then, the stud bolts
36a extending from the bottom of the base chamber 16
are inserted through the insertion holes 38a, respectively,
of the protector cloth 38 at the leading end, and thereby
the protector cloth 38 is caught by the stud bolts 36a. As
a result, the folded body of the airbag 10 is wrapped (re-
tained in shape) by the protector cloth 38, completing the
folding of the airbag 10, as shown in Fig. 22.
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[0076] If a vehicle equipped with an airbag device 1
encounters an emergency situation, the inflator 34 oper-
ates to discharge gas. As a result, gas is discharged into
the base chamber 16 from the inflator 34. The gas from
the inflator 34 flows into the left airbag section 12 and
the right airbag section 14 from the base chamber 16.
Then, this gas causes the left airbag section 12 and the
right airbag section 14 to inflate on the left and right sides,
respectively, in front of a passenger.
[0077] When the airbag 10 of the airbag device 1 be-
gins to be inflated, the protector cloth 38 is ruptured along
slits 38b by the inflation pressure of the airbag 10, thereby
releasing the folding of the airbag 10. Next, the base
chamber 16 is inflated, which pushes the roll-folded body
of the left airbag section 12 and the right airbag section
14 out of the case 40 while pushing the door 2a of the
inflator 34 open.
[0078] In the present embodiment, when the base
chamber 16 is folded, the rear end 16r thereof is pulled
out rearwardly and the pulled-out portion 16S thereof is
overlapped on the rear side face of the folded roll. Ac-
cordingly, when the base chamber 16 is inflated, as
shown in Fig. 24, the pulled-out portion 16S swells greatly
on the rear side (vehicle front side) of the folded roll.
Thereby, the folded roll is pushed out toward the passen-
ger by the pulled-out portion 16S so that the left airbag
section 12 and the right airbag section 14 are smoothly
deployed toward the passenger.
[0079] Thereafter, the roll folding of the left airbag sec-
tion 12 and the right airbag section 14 is loosened, and
the left airbag section 12 and the right airbag section 14
are deployed toward the passenger while rolling out. In
this embodiment, after the left airbag section 12 and the
right airbag section 14 are secondarily folded so as to
become flat in the right-and-left direction, the secondary
folded body is wound from the leading end thereof toward
the lower side to be roll-folded. Accordingly, the left airbag
section 12 and the right airbag section 14 are rapidly
deployed toward the passenger in the direction indicated
by an arrow A12 shown in Fig. 24.
[0080] Thereafter, the left airbag section 12 and the
right airbag section 14 are inflated to the left and right,
respectively, in front of a passenger, whereby the left
airbag section 12 receives the left chest of a passenger
and the right airbag section 14 receives the right chest
of the passenger. Hard and strong ribs exist in the left
and right chests. The left airbag section 12 and the right
airbag section 14 receive and absorb an impact on the
passenger through the ribs. Also, the space 13 exists
between the leading ends of the inflated left and right
airbag sections 12 and 14 so that the breastbones in the
center of the passenger’s chest faces the space 13. Thus,
if the passenger’s body rushes into the airbag 10, the
breastbone region of the chest does not receive a reac-
tion force too much from the airbag 10. As a result, a
burden on the breastbones becomes small.
[0081] In this embodiment, in a state in which the air-
bag 10 is inflated, the spacing between the front most

ends of the left airbag section 12 and the right airbag
section 14 is set to 150 to 450 mm. Thus, the inflated left
airbag section 12 directly faces a central region of the
left chest, and the inflated left airbag section 14 directly
faces a central region of the right chest. As a result, the
region of the ribs of the upper half of the passenger’s
body is received very securely by the airbag 10.
[0082] Moreover, in this embodiment, the leading por-
tions 12T and 14T of the left and the right airbag sections
12 and 14 are turned and inflated in such a manner that
the leading portions separated from each other in the
shape of open legs approach each other. Therefore, the
left airbag section 12 approaches the left chest so as to
receive the left chest of the passenger on the left in front
of the passenger, and the right airbag section 14 ap-
proaches the right chest so as to receive the right chest
of the passenger on the right in front of the passenger.
As a result; a head of the passenger is also received
between the bags 12 and 14 on the right and left in front
of the passenger.
[0083] In the airbag 10 of the airbag device 1, the left
airbag section 12 and the right airbag section 14 are fold-
ed to be a secondary folded body which is flat in the right-
and-left direction and is elongated in forward and rear-
ward directions. Then, the airbag sections 12 and 14 are
finally folded so as to have a small width in forward and
rearward directions. With this purpose, various folding
methods may be employed as a final method of folding
the airbag. It is possible to define the deployment direc-
tion of the left airbag section 12 and the right airbag sec-
tion 14 depending on the vehicle model (an angle of an
instrument panel 2 or a windshield 3) by selecting a prop-
er folding method.
[0084] The embodiment is an example of the present
invention, and the present invention is not limited thereto.
[0085] Although the secondary folded body of the left
airbag section 12 and the right airbag section 14 is finally
folded by the roll folding in the embodiment, the invention
is not limited thereto. For example, the airbag may be
finally folded by an accordion-like folding or the combi-
nation of the roll folding and the accordion-like folding.
[0086] The above embodiment is just an example, and
the invention is not limited to the above embodiment.
[0087] For example, although the secondary folded
body of the left airbag section 12 and the right airbag
section 14 is a folded roll that is a final folded body, the
final method of folding the airbag is not limited to the roll
folding and the airbag may be finally folded by an accor-
dion-like folding or the combination of the roll folding and
the accordion-like folding.
[0088] The above embodiment illustrates an applica-
tion of the invention to front passenger airbag devices of
automobiles. However, the invention is naturally applica-
ble to airbag devices for passengers other than the front
passenger and to airbag devices for receiving passen-
gers of high-speed mobile objects other than the auto-
mobiles.
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Claims

1. An airbag device comprising a folded airbag (10), a
case (40) accommodating the airbag (10), and an
inflator (34) for inflating the airbag, the airbag at a
leading-end side being inflated in a direction away
from a base-end side thereof by gas discharged from
the inflator (34) disposed on the base-end side,
the airbag including a base end part (16) having a
gas introducing port (90) that receives gas from the
inflator (34) left airbag section (12) that is connected
to the base end part (16) and inflated on the left in
front of a passenger, and a right airbag section (14)
that is connected to the base end part (16) and in-
flated on the right in front of the passenger,
wherein the left airbag section (12) and the right air-
bag section (14) have leading ends which are not
connected to each other, whereby a space (13) to
be opened toward the passenger is formed between
the leading ends of the left airbag section and the
right airbag section which have been inflated,
middle portions of the left airbag section (12) and the
right airbag section (14) in their inflation direction are
connected to each other by a connecting part (18)
and middle portions of the left airbag section (12)
and the right airbag section (14) in the up-and-down
direction in an inflation state are connected to each
other by the connecting part (18), characterized in
that
the left airbag section (12) and the right airbag sec-
tion (14) of the airbag (10) are deployed to be flat in
the up-and-down direction so that left and right side
surfaces (60;70) thereof are overlapped with each
other, and an upper portion and an lower portion of
the left airbag section (12) and the right airbag sec-
tion (14), which are located on the upper and lower
sides of the connecting part (18), are folded and over-
lapped on the side surfaces (60;70) of the left airbag
section (12) and the right airbag section (14) oppo-
site to the connecting part (18), and thus the left air-
bag section (12) and the right airbag section (14) are
formed in the shape of a strip of which the strip face
faces in the up-and-down direction and the shape is
elongated in forward and rearward directions, there-
by forming primary folded bodies,
each of the primary folded bodies of the left airbag
section (12) and the right airbag section (14) is
formed in the shape of a strip of which the strip face
faces in the left-and-right direction and the shape is
elongated in forward and rearward directions, there-
by forming a secondary folded body, and
the secondary folded body of the left airbag section
(12)
and the right airbag section (14) is folded from the
leading ends (12T, 14T) thereof toward the base end
part (16) so as to have a small width
in forward and rearward directions, thereby forming
a final folded body.

2. The airbag device according to Claim 1,
wherein the secondary folded body of the left airbag
section (12) and the right airbag section (14) is folded
by a roll folding, an accordion-like folding or the com-
bination thereof, thereby forming a final folded body.

Patentansprüche

1. Airbagvorrichtung mit einem gefalteten Airbag (10),
einem Gehäuse (40) zum Unterbringen des Airbags
(10), und einem Gasgenerator (34) zum Aufblasen
des Airbags, wobei der Airbag an seiner vorderen
Endseite in eine von seiner Basis-Endseite wegwei-
senden Richtung aufgeblasen wird, indem Gas von
dem an der Basis-Endseite angeordneten Gasge-
nerator (34) ausströmt,
wobei der Airbag ein Basisendteil (16) mit einer
Gaseinlassöffnung (90), die Gas vom Gasgenerator
(34) erhält, einen linken Airbagbereich (12), der mit
dem Basisendteil (16) verbunden ist und links vor
dem Fahrgast aufgeblasen wird, und einen rechten
Airbagbereich (14) aufweist der mit dem Basisend-
teil (16) verbunden ist und rechts vor dem Fahrgast
aufgeblasen wird,
wobei der linke Airbagbereich (12) und der rechte
Airbagbereich (14) nicht miteinender verbundene
vordere Enden haben, wobei ein sich in Richtung
zum Fahrgast öffnender Raum (13) zwischen den
vorderen Enden der aufgeblasenen linken und rech-
ten Airbagbereiche gebildet wird, und
wobei Mittelabschnitte des linken Airbagbereichs
(12) und des rechten Airbagbereichs (14) in ihrer
Aufblasrichtung durch ein Verbindungsteil (18) mit-
einender verbunden sind, und Mittelabschnitte des
linken Airbagbereichs (12) und des rechten Airbag-
bereichs (14) im aufgeblasenen Zustand in vertikaler
Richtung durch das Verbindungsteil (18) miteinen-
der verbunden sind, dadurch gekennzeichnet,
dass
der linke Airbagbereich (12) und der rechte Airbag-
bereich (14) des Airbags (10) in vertikaler Richtung
flach ausgebildet entfaltet werden, so dass linke und
rechte Seitenflächen (60; 70) einander überlappen,
und ein oberer Abschnitt und ein unterer Abschnitt
des linken Airbagbereichs (12) und des rechten Air-
bagbereichs (14), die sich an den oberen und unte-
ren Seiten des Verbindungsteils (18) befinden, an
den dem Verbindungsteil (18) entgegengesetzt lie-
genden Seitenflächen (60; 70) des linken Airbagbe-
reichs (12) und des rechten Airbagbereichs (14) ge-
faltet sind und überlappen, so dass der linke Airbag-
bereich (12) und der rechte Airbagbereich (14) strei-
fenförmig ausgebildet sind, deren Streifenfläche in
die vertikale Richtung zeigt und deren Form in Vor-
wärts- Rückwärtsrichtung länglich ist, so dass zuerst
gefaltete Körper gebildet werden,
wobei jeder der zuerst gefalteten Körper des linken
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Airbagbereichs (12) und des rechten Airbagbereichs
(14) streifenförmig ausgebildet ist, deren Streifenflä-
che in Links-Rechtsrichtung zeigt und deren Form
in Vorwärts- Rückwärtsrichtung länglich ist, so dass
ein an zweiter Stelle gefalteter Körper gebildet wird,
und
wobei der an zweiter Stelle gefaltete Körper des lin-
ken Airbagbereichs (12) und des rechten Airbagbe-
reichs (14) von seinen vorderen Enden (12T, 14T)
aus zum Basisendteil (16) hin bis zu einer geringen
Breite in Vorwärts- und Rückwärtsrichtung gefaltet
ist, so dass ein fertig gefalteter Körper gebildet wird.

2. Airbagvorrichtung nach Anspruch 1,
wobei der an zweiter Stelle gefaltete Körper des lin-
ken Airbagbereichs (12) und des rechten Airbagbe-
reichs (14) durch Rollfalten, akkordeonartiges Falten
oder deren Kombination gefaltet ist, um einen fertig
gefalteten Körper zu bilden.

Revendications

1. Dispositif d’airbag comprenant un airbag plié (10),
un boîtier (40) recevant l’airbag (10) et un générateur
(34) pour gonfler l’airbag, ledit airbag étant gonflé
sur un côté d’extrémité de sommet dans une direc-
tion opposée à son côté de base par du gaz évacué
par le générateur (34) disposé sur le côté d’extrémité
de base,
ledit airbag comportant une pièce d’extrémité de ba-
se (16) avec un orifice d’admission de gaz (90) re-
cevant le gaz du générateur (34), une partie gauche
d’airbag (12) raccordée à la pièce d’extrémité de ba-
se (16) et gonflée à gauche en face d’un passager,
et une partie droite d’airbag (14) le gaz du générateur
(34), une partie gauche d’airbag (12) raccordée à la
pièce d’extrémité de base (16) et gonflée à droite en
face du passager,
la partie gauche d’airbag (12) et la partie droite d’air-
bag (14) ayant des extrémités de sommet qui ne sont
pas raccordées l’une à l’autre, un espace (13) ouvert
vers le passager étant ainsi formé entre les parties
de sommet de la partie gauche d’airbag et de la partie
droite d’airbag ayant été gonflées, et
les tronçons centraux de la partie gauche d’airbag
(12) et de la partie droite d’airbag (14) étant raccor-
dés l’un à l’autre dans la direction de gonflement de
celles-ci par une pièce de connexion (18), et les tron-
çons centraux de la partie gauche d’airbag (12) et
de la partie droite d’airbag (14) étant raccordés l’un
à l’autre en direction verticale par la pièce de con-
nexion (18) en état gonflé,
caractérisé en ce que
la partie gauche (12) et la partie droite (14) de l’airbag
(10) s’étendent à plat en direction verticale, de telle
manière que leurs surfaces latérales gauche et droi-
te (60 ; 70) se recouvrent l’une l’autre, et une partie

supérieure et une partie inférieure de la partie gau-
che d’airbag (12) et de la partie droite d’airbag (14),
disposées de part et d’autre de la pièce de connexion
(18), sont pliées et repliées sur les surfaces latérales
(60 ; 70) de la partie gauche d’airbag et de la partie
droite d’airbag (14) opposées à la pièce de con-
nexion (18), la partie gauche d’airbag (12) et la partie
droite d’airbag (14) étant par conséquent formées
chacune comme une bande dont la face s’étend en
direction verticale, et la forme étant allongée en di-
rection horizontale, en réalisant ainsi de premiers
corps pliés,
chacun des premiers corps pliés de la partie gauche
d’airbag (12) et de la partie droite d’airbag (14) étant
formé comme bande dont la face s’étend vers la gau-
che et vers la droite, et la forme étant allongée en
direction horizontale, en réalisant ainsi un deuxième
corps plié, et le deuxième corps plié de la partie gau-
che d’airbag (12) et de la partie droite d’airbag (14)
étant rabattu des extrémités de sommet (12T ; 14T)
de celles-ci vers la pièce d’extrémité de base (16),
de manière à obtenir une largeur réduite en direction
horizontale, en réalisant ainsi un corps plié final.

2. Dispositif d’airbag selon la revendication 1,
où le deuxième corps plié de la partie gauche d’air-
bag (12) et de la partie droite d’airbag (14) est rabattu
par enroulement, par pliage en accordéon ou par
une combinaison des deux, en réalisant ainsi un
corps plié final.
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