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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a dressing, es-
pecially a wound dressing. The wound dressing is espe-
cially suitable for use in treatment of wounds located on
protruding parts of a joint of the body such as the heel or
elbow.

BACKGROUND OF THE INVENTION

[0002] Wounds on protruding parts of the body are due
to the anatomical complexity of the area very difficult to
secure a dressing or bandage to. Efforts have been made
to achieve better conformity, often by providing such
dressings with irregular outlines.
[0003] To ensure good quality of life for a patient with
a heel wound it is important that the dressing is pleasant
to wear and also can be used when the patient is active,
e.g. walking, and together with shoes. This requires a
dressing being flexible, pliable and safely secured to the
foot. Too bulky dressings or dressings with folds, flaps
or sharp edges may give rise to discomfort or pressure
points leading to pressure sores which are highly unde-
sired. Furthermore, it is desirable if the dressing is capa-
ble of fitting a variety of shapes and sizes of the body
parts and wounds without the necessarity of adaptation
of the dressing e.g. by cutting.
[0004] Every time a wound dressing is changed, both
the wound and the skin surrounding the wound is ex-
posed to severe stress. It is therefore desired that the
dressing is allowed to stay on the patient for as long as
possible. This requires a dressing with good absorbency
and an excellent fit to the anatomy of the body part.
[0005] The dressings may often comprise hydrocolloid
as absorbent material, which has a limited absorption.
When used on medium or highly exuding wounds, this
leads to a more frequent change of dressing as well as
the risk of maceration, leakage, detachment and contam-
ination of the wound is increased.
[0006] In US Patent No. 5 827 213 (Jensen) is dis-
closed a planear dressing comprising an absorbent ad-
hesive, such as hydrocolloide. The dressing comprises
a central portion and a border portion surrounding the
central portion. The border portion is having a thickness
substantially less than the central portion. The dressing
comprises at least one triangular gusset part extending
from the border portion of the dressing and into the central
portion. The gusset comprises an inwardly-extending
fold line by use of which the dressing may be folded to a
three-dimensional structure before application to the
heel. It is only possible to apply the dressing in one way,
and the folded gussets may give rise to uncomfort by
sticking to the clothes or to pressure sores.
[0007] Heel ulcers are usually located on the plantar
or on the side or dorsum of the foot. A wound dressing
being flexible enough to cover different parts or all the

mentioned parts of the foot may be preferred.
[0008] Various dressings for protruding body parts are
known:

US Patent No. 2,440,235 (Solomon) discloses a T-
shaped finger dressing. The stem of the T is covered
by a substantially rectangular absorbent pad.

US Patent No. 2,253,108 (Casey) discloses a finger
dressing with a central absorbent pad. The dressing
is slitted in the length direction in order to achieve
folding around the finger tip.

[0009] In CH Patent No. 321 693 (Conrads) is dis-
closed a wound dressing for the finger tip. The dressing
comprises a first and a second part with an elongated
absorbent pad extending from the first to the second part.
An adhesive flange is extending from the absorbent pad
of the second part. Incisions between the first and the
second part renders it possible to avoid bulks when the
dressing is folded around a finger tip.
[0010] However the structure of the three above men-
tioned dressings, when applied to the finger tip, is essen-
tially two-dimensional and will not be suitable for appli-
cation to a joint, such as the heel or the elbow.
[0011] European Patent No. 552 271 (Smith & Neph-
ew) discloses a three-dimensional wound dressing of an
absorbent material such as foam. The dressing is welded
together to develop the form of an envelope to enclose
the heel. It is not possible to adjust the size of the dressing
to the heel resulting in discomfort. Thus it will only fit a
limited range of sizes of body parts and a secondary
dressing may further be needed to secure the dressing
to the patient. The welded line may give rise to pressure
sores as well as the absorption at this line may be limited.
[0012] US patent No. 5 820 578 (Johansen) discloses
a wound dressing comprising a central part and a plurality
of adhesive flaps extending radially from the central part.
The flaps are capable of moving and bending independ-
ently of each others. The dressing is most suitable for
minor wounds, as it will be bulky if enlarged. Further, the
adhesive may cold-flow and hereby connect the adhesive
flaps in an undesired manner.
[0013] Thus, there is still a need for a conformable
dressing with high absorbency, and an ability to fit differ-
ent wound sites on protruding parts of a joint of the body,
without wrinkling or appearing bulky. It has surprisingly
been found that it is possible to achieve such a dressing
by a dressing according to the present invention.

BRIEF DESCRIPTION OF THE INVENTION

[0014] The invention relates to a wound dressing for
application to a protruding part of the body which dressing
comprises an elongated first part for placing on one side
of the protruding part of the body, and a second part for
placing on another side of the body, and two ear parts
extending from the second part.
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BRIEF DESCRIPTION OF THE DRAWINGS

[0015] The invention is explained more in detail with
reference to the drawings in which

Figure 1 shows a cross-section of an embodiment
of the invention,
Figure 2 shows a an embodiment seen from below,
Figure 3 shows a dressing of the invention, applied
to a heel,
Figure 4 shows a dressing of the invention applied
to the side of a heel, and
Figure 5 shows another embodiment of the inven-
tion.

DETAILED DESCRIPTION OF THE INVENTION

[0016] The invention relates to a wound dressing in
accordance with claim 1 and 2.
[0017] The side edges of the absorbent element of the
first part may preferably be in essentially an angle of
60-110 degrees to the neighbouring edges of the absorb-
ent element of the ear parts.
[0018] More preferred, side edges of the absorbent el-
ement of the first part may be in essentially an angle of
75-100 degrees to the neighbouring edges of the absorb-
ent element of the ear parts.
[0019] Most preferred, the side edges of the absorbent
element of the first part may be essentially perpendicular
to the neighbouring edges of the absorbent element of
the ear parts.
[0020] By having an angle of less than 180 degrees
between the two side edges of the absorbent element, a
three-dimensional structure of the absorbent element is
achieved when the dressing is applied to a body part.
[0021] The joint which is to be covered by the dressing
according to the invention will often but not always be
substantially rectangular. By adapting the angle between
the two neighbouring side edges of the absorbent ele-
ment to the angle of body part a perfect fit of the dressing
is achieved. An angle of less than 90 degrees in the dress-
ing will fit a joint of more than 90 degrees, and an angle
of more than 90 degrees of the dressing will fit joints of
less than 90 degrees.
[0022] In one embodiment of the invention the absorb-
ent element extends to the side edges of the first part
and the remaining edges are provided with an adhesive
flange.
[0023] In another embodiment of the invention the ab-
sorbent element extends to the side edges of at least a
part of the ear parts and the remaining edges are provid-
ed with an adhesive flange.
[0024] The absorbent element extends to at least
some of the ear parts of the dressing. Preferably the ex-
tension of the absorbent element is substantially perpen-
dicular to the first elongated part of the dressing. This
renders it possible to abut the edges of the absorbent
element forming a three-dimensional dressing adapted

to the part of the body essentially without a discontinuous
seam area.
[0025] By extending a part of the absorbent element
to the edge of the dressing several advantages are
achieved. When there is no adhesive flange along a part
of the absorbent element, the absorbent element of the
dressing may, when applied to a protruding body part,
create a large continuous area of absorbent material as
the perpendicular edges will abut or overlap into a three-
dimensional wound contacting part. The overlap may
render it possible to fit the dressing to different sizes of
body parts e.g. heels, without having to adapt the size of
the dressing, e.g. by cutting, or use different sizes of
dressings. When using a soft and pliant absorbent ele-
ment, e.g. a foam, the overlap will not give rise to bulki-
ness or pressure points.
[0026] When applied to a protruding body part such as
the heel, the part of the dressing comprising the absorb-
ent element extending to the edge of the dressing is first
applied and fixed, and then the rest of the dressing is
folded around the heel enclosing the wound. The ear
parts will ensure a smooth surface with no flaps or folds
capable of giving rise to pressure points.
[0027] The skin-facing parts of the dressing may be
partly or fully covered with adhesive.
[0028] The dressing is planar until application, and will
during application enter a three-dimensional structure
rendering it possible to adapt to a large variety of shapes
and sizes of the body part and of the wound.
[0029] By having substantially concave outlines of the
dressing of the invention a high flexibility of the dressing
is achieved.
[0030] The flexibility of the dressing may be further en-
hanced by notches or slits in the edge portion of the dress-
ing according to the invention.
[0031] The large flexibility of the dressing renders it
possible to apply the dressing in different positions of the
body part. When treating heel wounds, some of these
are located on the side of the heel. This makes it difficult
to use traditional heel dressings as these are designed
to be applied symmetrically around the heel. The dress-
ing according to the invention, however, may be applied
on the side of the heel without problems, due to the high
flexibility of the dressing.
[0032] By having an absorbent element, a good ab-
sorption capacity is achieved. The continuous three-di-
mensional absorbent element developed during applica-
tion secures a full cover of the wound site, diminishing
the risk of leakage and contamination.
[0033] A broad adhesive flange around the dressing
secures the dressing to the body part and prolongs wear-
time. Further, the flange smoothens the edges of the
dressing, diminishing the risk of pressure points and mak-
ing it easier for the patient to put on socks and shoes. If
the edges of the dressing is extended in the direction of
the Achilles the dressing will have a lower risk of inter-
ference with the shoes when having the dressing on a
heel wound.
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[0034] The absorbent element may be adherent or
comprise adhesive.
[0035] It may be desirable if the absorbent element is
not adhesive, as the shearing forces then will be distrib-
uted over a large area and thus reduce the stress to the
skin. The adhesive flange around the absorbent element
is preferably relatively broad, as this will provide good
adherence of the dressing even under heavy stress, as
well as it renders it possible to make adjustments by cut-
ting the dressing to fit individual needs without interfering
with the absorbent element.
[0036] The absorbing element may be a natural or syn-
thetic material such as CMC alginate or other polysac-
charides, non-wowen or foam. The absorbent pad may
also comprise any superabsorbing material.
[0037] In one embodiment of the invention the absorb-
ent element is a foam.
[0038] In a preferred embodiment the foam is a poly-
urethane.
[0039] The absorbent element may have different siz-
es or shapes, depending on the wound and/or body part
to be applied to. In one embodiment of the invention the
absorbent element extends from the first elongated part
of the dressing and over the second part of the dressing.
[0040] In another embodiment of the invention the ab-
sorbent pad further extends over the ear parts of the
dressing, creating a pair of "wings", the edges of these
wings being substantially perpendicular to the first elon-
gated part. When the dressing is assembled on the body
part the two perpendicular edges of the absorbent ele-
ment will abut due to the lack of adhesive flange on one
of the edges, and creating a continuous absorbent wound
element. The adhesive flanges of the ear part will ensure
no leakage.
[0041] The absorbent element may comprise slits or
indentations in order to enhance the flexibility of the
dressing.
[0042] The adhesive flange at the end of the elongated
first part may be broader than the part being covered by
the absorbent element.
[0043] The absorbent element is preferably a relatively
thick foam pad, rendering it possible to obtain cushioning
through pressure redistribution over the wound together
with a superior exudate handling, diminishing leakage
and maceration.
[0044] The dressing may comprise a top layer, such
as a film, a non-wowen or a foam. The top layer is pref-
erably flexible and conformable top layer and an adhe-
sive layer covering at least the edge portion of the skin
contacting surface of the top layer. An absorbent element
may be located at the central part of the coated top layer
leaving parts of the adhesive coated top layer as a dis-
continuous flange surrounding the absorbent element.
[0045] The top layer of the dressing according to the
invention may be any layer, such as a polyurethane film,
foam or non-wowen or combination of films or layers
which, in combination with the adhesive, shows the de-
sired characteristics of the dressing according to the in-

vention. The film may e.g. be produced from a polyolefinic
material, polyurethane material or polyethylene.
[0046] The top layer is preferably permeable to vapour
but impermeable to water.
[0047] A preferred material for the top layer may be
polyurethane.
[0048] The top layer is partly or fully covered with an
adhesive. The coating may be in the form of a pattern or
e.g. only situated on the flange.
[0049] The adhesive of a dressing of the invention may
be any skin-friendly adhesive known per se being able
to adhere to the skin, the mucosa and/or a wound on any
portion of a living being and is preferably an adhesive
comprising a hydrocolloid. A suitable adhesive is e.g. a
hydrocolloid-containing moisture absorbing material
such as the adhesive disclosed in US patent No.
4,367,732. The adhesive may also comprise a skin
friendly acrylate adhesive containing hydrophilic areas.
The adhesive may be essentially uniform or be consti-
tuted by distinct areas having different composition such
as the adhesives disclosed in WO89/05619 or in
WO94/15562.
[0050] Suitable hydrocolloids for incorporation in the
adhesive compositions of the invention are selected from
naturally occurring hydrocolloids, semi-synthetic hydro-
colloids and synthetic hydrocolloids.
[0051] More particularly, the hydrocolloids are prefer-
ably selected from guar gum, locust bean gum (LBG),
pectin, alginates, gelatine, xanthan and/or gum karaya;
cellulose derivatives (e.g. salts of carboxymethylcellu-
lose such as sodium carboxymethylcellulose, methylcel-
lulose and hydroxypropylmethylcellulose) and/or sodium
starch glycolate and/or polyvinylalcohol and/or polyeth-
ylene glycol.
[0052] In a preferred embodiment of the invention the
adhesive comprises hydrocolloide. A thin and flexible hy-
drocolloide is preferred, rendering it possible to obtain
maximum flexibility and stretchability of the dressing, and
thereby prolonging the wear time of the dressing.
[0053] A dressing according to the invention is typically
in the form of a laminate comprising a top layer, a layer
of adhesive, an absorbent element, and is optionally cov-
ered in part or fully by one or more release liners or cover
films to be removed before use. The dressing may further
comprise a top layer to be removed before use.
[0054] The skin-contacting surface of the dressing
may be covered by one or more release liners.
[0055] Release liners which are especially suitable for
use with the dressing of the invention can be made of
kraft papers, polyethylene, polypropylene, polyester or
composites of any of these materials. The liners are pref-
erably coated with release agents such as fluorochemi-
cals or silicones. The release liner may, if present, be
removed before, during, or after application. If only re-
moved after application, the release liner may act as a
tab member or handle during application.
[0056] The construction of the release liner may ease
the application of the dressing to a body part. In a pre-
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ferred embodiment of the invention the release liner is
divided into three parts: A central part covering the elon-
gated first part and the second part, and two tab members
on the ear parts of the dressing. These tab members
renders it possible to handle the dressing during the ap-
plication to the patient more easily. Application is as fol-
lows: First, the central part of the release liner is removed,
then the dressing is folded to an approximately 90° angle
at the transition between first elongated part and the sec-
ond part to exactly fit the shape of the heel. The adhesive
flange at the end of the first elongated part is secured to
the skin above the heel, along the Achilles, so that the
folding line corresponds to the edge of the heel. The rest
of the disclosed adhesive is secured under the foot. One
of the tab members is removed and that ear part of the
dressing is applied in a way that the edges of the foam
either abut or overlap. The same is done for the remaining
ear part while assuring that the dressing is applied so
that it conforms to the shape of the foot.
[0057] A three-part system of one release-liner and two
tab members on the ear parts of the dressing is easy to
use and ensures that the dressing is aseptically applied
and positioned correct the first time.
[0058] The release liner is not present during the use
of the dressing of the invention and is therefore not an
essential part of the invention itself.
[0059] The dressing may further comprise one or more
pharmaceutically active ingredients.
[0060] The dressing according to the invention may
comprise wound healing associated indicator(s) such as
indicators of pH, partial pressure of 02, temperature, rad-
ical mechanisms or biotechnological assays, e.g. indi-
cating formation of collagen.
[0061] It is also advantageous that a dressing accord-
ing to the invention comprises wound healing associated
indicator(s), cushions or similar device for treatment or
prophylaxis of formation of wounds and/or skin abnor-
malities.
[0062] This opens for a combined medical treatment
of the wound and an easy and sterile application of the
active ingredients, e.g. by incorporating active ingredi-
ents such as a cytochine such as growth hormone or a
polypeptide growth factor giving rise to the incorporation
of such active substances in a form being apt to local
application in a wound in which the medicament may
exercise its effect on the wound, other medicaments such
as bacteriostatic or bactericidal compounds, e.g. iodine,
iodopovidone complexes, chloramine, chlorohexidine,
silver salts such as sulphadiazine, silver nitrate, silver
acetate, silver lactate, silver sulphate, silver-sodium-thi-
osulphate or silver chloride, zinc or salts thereof, metro-
nidazol, sulpha drugs, and penicillins, tissue-healing en-
hancing agents, e.g. RGD tripeptides and the like, pro-
teins, amino acids such as taurine, vitamins such ascor-
bic acid, enzymes for cleansing of wounds, e.g. pepsin,
trypsin and the like, proteinase inhibitors or metallopro-
teinase inhibitors such as Illostat or ethylene diamine
tetraacetic acid, cytotoxic agents and proliferation inhib-

itors for use in for example surgical insertion of the prod-
uct in cancer tissue and/or other therapeutic agents
which optionally may be used for topical application, pain
relieving agents such as lidocaine or chinchocaine, emol-
lients, retinoids or agents having a cooling effect which
is also considered an aspect of the invention.
[0063] The dressing according to the present invention
is suitable for application on protruding parts of the body,
such as heel or elbow, finger or toe. The dressing is es-
pecially suitable for application to the heel.

DETAILED DESCRIPTION OF THE DRAWING

[0064] In Figure 1 is shown an embodiment of the in-
vention in cross-section. The dressing comprises a top
layer (1), covered with an adhesive layer (2) and an ab-
sorbent element (3). The skin-contacting surface of the
dressing may optionally be covered by one or more re-
lease-lines, three (4, 5 ,6) in the embodiment shown, the
two folded release-liners (5, 6) serving as tab members
or handles during the application of the dressing.
[0065] Figure 2 shows the same embodiment of the
invention seen from below. The dressing comprises a
first elongated part (7) and a second part (8), from which
two ear parts (9) are extending. The dressing further com-
prises an absorbent element (11) which is extending to
the edge of the dressing (12) at a part of the first elongated
part. The absorbent element (11) extends to the ear parts
(13) extending from the second part of the dressing (8).
In the angle between the elongated first part (7) and the
second part (8), the absorbent element may have an in-
cision (14) in order to smoothen the corner of the dressing
when applied. The side edges (12) of the absorbent el-
ement of the first part are essentially perpendicular to the
neighbouring edges of the absorbent element of the ear
parts (15). The ear parts are provided with a broad, ad-
hesive flange (16). The position of the release-liners are
shown as dotted lines.
[0066] Figure 3 is showing the same embodiment of
the invention applied to the heel (17). The elongated first
part (7) of the dressing is secured under the heel, the
second part (8) up along the Achilles, end the ear parts
(9) are secured under the foot, on top of the elongated
first part.
[0067] The dressing may also be applied to the side
of the heel as shown in Figure 4. In this case the elon-
gated first part (7) of the dressing is secured along the
edge of the heel, and the second part (8) of the dressing
is secured to the side of the foot. The ear parts (9) are
secured around the sides of the heel.
[0068] Figure 5 shows another embodiment of the in-
vention. In this embodiment the absorbent element (18)
is extending to the edge (19) of the ear parts (20), while
the absorbent element of the first elongated part (21) is
surrounded by an adhesive flange (22). In this embodi-
ment two release-liners will be appropriate, one covering
the elongated first part and a second covering the rest
of the dressing. When applied, the second part of the
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dressing and the ear parts are secured first, and the
wound is then enclosed by the first elongated part.

Claims

1. A wound dressing for application to a protruding part
of a joint of the body which dressing comprises an
elongated first part (7) for placing on one side of the
protruding part of the joint, and a second part (8) for
placing on another side of the joint, and two ear parts
(9) extending from the second part, wherein at least
the central parts of the first, the second part and the
ear parts of the dressing are covered with an absorb-
ent element (11), wherein at least a part of said ab-
sorbent element extends to the edge of at least one
of the parts of the dressing, and wherein the side
edges (12) of the absorbent element of the first part
are essentially in an angle of 45-120 degrees to the
neighbouring edges of the absorbent element of the
ear parts (15) and wherein the absorbent element
extends to the side edges (12) of the first part (7)
and the remaining edges are provided with an ad-
hesive flange (16).

2. A wound dressing for application to a protruding part
of a joint of the body which dressing comprises an
elongated first part (7) for placing on one side of the
protruding part of the joint, and a second part (8) for
placing on another side of the joint, and two ear parts
(9) extending from the second part, wherein at least
the central parts of the first, the second part and the
ear parts of the dressing are covered with an absorb-
ent element (11), wherein at least a part of said ab-
sorbent element extends to the edge of at least one
of the parts of the dressing, and wherein the side
edges (12) of the absorbent element of the first part
are essentially in an angle of 45-120 degrees to the
neighbouring edges of the absorbent element of the
ear parts (15) and wherein the absorbent element
extends to the side edges (15) of at least a part of
the ear parts and the remaining edges are provided
with an adhesive flange (16).

3. A dressing according to any of claims 1-2, charac-
terised in that side edges (12) of the absorbent el-
ement of the first part are essentially in an angle of
60-110 degrees to the neighbouring edges of the
absorbent element of the ear parts (15).

4. A dressing according to any of claims 1-3, charac-
terised in that side edges (12) of the absorbent el-
ement of the first part are essentially in an angle of
75-100 degrees to the neighbouring edges of the
absorbent element of the ear parts (15).

5. A dressing according to any of claims 1-4, charac-
terised in that side edges (12) of the absorbent el-

ement of the first part are essentially perpendicular
to the neighbouring edges of the absorbent element
of the ear parts (15).

6. A dressing according to any of claims 1-5, charac-
terised in that the skin-facing parts of the dressing
are partly or fully covered with adhesive.

7. A dressing according to any of claims 1-6, charac-
terised in that the absorbent element is a foam.

8. A dressing according to any of claims 1-7, charac-
terised in that the absorbent element comprises
slits or indentations.

9. A dressing according to any of claims 1-8, charac-
terised in that the edge portion of the dressing com-
prises notches or slits.

10. A dressing according to any of claims 1-9, charac-
terised in that the dressing comprises one or more
pharmaceutically active ingredients.

Patentansprüche

1. Wundverband zur Applikation auf einen vorstehen-
den Teil eines Körpergelenks, wobei der Verband
einen länglichen ersten Teil (7) zur Platzierung auf
einer Seite des vorstehenden Gelenkteils und einen
zweiten Teil (8) zur Platzierung auf einer anderen
Seite des Gelenks sowie zwei Ohrteile (9), die sich
vom zweiten Teil aus erstrecken, umfasst, worin zu-
mindest die mittleren Teile des ersten Teils, des
zweiten Teils und der Ohrteile des Verbands mit ei-
nem saugfähigen Element (11) bedeckt sind, worin
sich zumindest ein Teil des saugfähigen Elements
bis zum Rand zumindest eines der Teile des Ver-
bands erstreckt, und worin die Seitenränder (12) des
saugfähigen Elements des ersten Teils im Wesent-
lichen in einem Winkel von 45-120 Grad zu den be-
nachbarten Rändern des saugfähigen Elements der
Ohrteile (45) stehen und worin sich das saugfähige
Element bis zu den Seitenrändern (12) des ersten
Teils (7) erstreckt und die restlichen Ränder mit ei-
nem Klebeflansch (16) versehen sind.

2. Wundverband zur Applikation auf einen vorstehen-
den Teil eines Körpergelenks, wobei der Verband
einen länglichen ersten Teil (7) zur Platzierung auf
einer Seite des vorstehenden Gelenkteils und einen
zweiten Teil (8) zur Platzierung auf einer anderen
Seite des Gelenks sowie zwei Ohrteile (9), die sich
vom zweiten Teil aus erstrecken, umfasst, worin zu-
mindest die mittleren Teile des ersten Teils, des
zweiten Teils und der Ohrteile des Verbands mit ei-
nem saugfähigen Element (11) bedeckt sind, worin
sich zumindest ein Teil des saugfähigen Elements
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bis zum Rand zumindest eines der Teile des Ver-
bands erstreckt, und worin die Seitenränder (12) des
saugfähigen Elements des ersten Teils im Wesent-
lichen in einem Winkel von 45-120 Grad zu den be-
nachbarten Rändern des saugfähigen Elements der
Ohrteile (15) stehen und worin sich das saugfähige
Element bis zu den Seitenrändern (12) zumindest
eines Teils der Ohrteile erstreckt und die restlichen
Ränder mit einem Klebeflansch (16) versehen sind.

3. Verband nach einem der Ansprüche 1-2, dadurch
gekennzeichnet, dass Seitenränder (12) des saug-
fähigen Elements des ersten Teils im Wesentlichen
in einem Winkel von 60-110 Grad zu den benach-
barten Rändern des saugfähigen Elements der Ohr-
teile (15) stehen.

4. Verband nach einem der Ansprüche 1-3, dadurch
gekennzeichnet, dass Seitenränder (12) des saug-
fähigen Elements des ersten Teils im Wesentlichen
in einem Winkel von 75-100 Grad zu den benach-
barten Rändern des saugfähigen Elements der Ohr-
teile (15) stehen.

5. Verband nach einem der Ansprüche 1-4, dadurch
gekennzeichnet, dass Seitenränder (12) des saug-
fähigen Elements des ersten Teils im Wesentlichen
lotrecht zu den benachbarten Rändern des saugfä-
higen Elements der Ohrteile (15) stehen.

6. Verband nach einem der Ansprüche 1-5, dadurch
gekennzeichnet, dass die zur Haut weisenden Tei-
le des Verbands teilweise oder vollständig mit Kleb-
stoff bedeckt sind.

7. Verband nach einem der Ansprüche 1-6, dadurch
gekennzeichnet, dass das saugfähige Element ein
Schaumstoff ist.

8. Verband nach einem der Ansprüche 1-7, dadurch
gekennzeichnet, dass das saugfähige Element
Schlitze oder Einbuchtungen umfasst.

9. Verband nach einem der Ansprüche 1-8, dadurch
gekennzeichnet, dass der Randabschnitt des Ver-
bands Kerben oder Schlitze umfasst.

10. Verband nach einem der Ansprüche 1-9, dadurch
gekennzeichnet, dass der Verband einen oder
mehrere pharmazeutisch wirksame Inhaltsstoffe
umfasst.

Revendications

1. Pansement destiné à être appliqué sur une partie
faisant saillie d’une articulation du corps, pansement
qui comporte une première partie allongée (7) que

l’on place d’un côté de la partie faisant saillie de l’ar-
ticulation, et une deuxième partie (8) que l’on place
d’un autre côté de l’articulation, et deux parties en
forme d’oreille (9) s’étendant depuis la deuxième
partie, dans lequel au moins les parties centrales de
la première partie, deuxième partie et des parties en
forme d’oreille du pansement sont recouvertes d’un
élément absorbant (11), dans lequel au moins une
partie dudit élément absorbant s’étend jusqu’au bord
d’au moins une des parties du pansement, et dans
lequel les bords latéraux (12) de l’élément absorbant
de la première partie sont essentiellement agencés
selon un angle d’environ 45 à 120 degrés par rapport
au bord voisin de l’élément absorbant des parties en
forme d’oreille (15) et dans lequel l’élément absor-
bant s’étend jusqu’aux bords latéraux (12) de la pre-
mière partie (7) et les bords restants sont pourvus
d’un rebord adhésif (16).

2. Pansement destiné à être appliqué sur une partie
faisant saillie d’une articulation du corps, pansement
qui comporte une première partie allongée (7) que
l’on place d’un côté de la partie faisant saillie de l’ar-
ticulation, et une deuxième partie (8) que l’on place
d’un autre côté de l’articulation, et deux parties en
forme d’oreille (9) s’étendant depuis la deuxième
partie, dans lequel au moins les parties centrales de
la première partie, deuxième partie et des parties en
forme d’oreille du pansement sont recouvertes d’un
élément absorbant (11), dans lequel au moins une
partie dudit élément absorbant s’étend jusqu’au bord
d’au moins une desdites parties du pansement, et
dans lequel les bords latéraux (12) de l’élément ab-
sorbant de la première partie sont essentiellement
agencés selon un angle de 45 à 120 degrés par rap-
port au bord voisin de l’élément absorbant des par-
ties en forme d’oreille (15) et dans lequel l’élément
absorbant s’étend jusqu’aux bords latéraux (15) d’au
moins une partie des parties en forme d’oreille et les
bords restants sont pourvus d’un rebord adhésif (16).

3. Pansement selon l’une quelconque des revendica-
tions 1 à 2, caractérisé en ce que les bords latéraux
(12) de l’élément absorbant de la première partie
sont essentiellement agencés selon un angle de 60
à 110 degrés par rapport aux bords voisins de l’élé-
ment absorbant des parties en forme d’oreille (15).

4. Pansement selon l’une quelconque des revendica-
tions 1 à 3, caractérisé en ce que les bords latéraux
(12) de l’élément absorbant de la première partie
sont essentiellement agencés selon un angle de 75
à 100 degrés par rapport aux bords voisins de l’élé-
ment absorbant des parties en forme d’oreille (15).

5. Pansement selon l’une quelconque des revendica-
tions 1 à 4, caractérisé en ce que les bords latéraux
(12) de l’élément absorbant de la première partie
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sont essentiellement perpendiculaires aux bords
voisins de l’élément absorbant des parties en forme
d’oreille (15).

6. Pansement selon l’une quelconque des revendica-
tions 1 à 5, caractérisé en ce que les parties du
pansement orientées vers la peau sont partiellement
ou intégralement recouvertes d’adhésif.

7. Pansement selon l’une quelconque des revendica-
tions 1 à 6, caractérisé en ce que l’élément absor-
bant est une mousse.

8. Pansement selon l’une quelconque des revendica-
tions 1 à 7, caractérisé en ce que l’élément absor-
bant comporte des fentes ou indentations.

9. Pansement selon l’une quelconque des revendica-
tions 1 à 8, caractérisé en ce que la portion de bord
du pansement comporte des entailles ou fentes.

10. Pansement selon l’une quelconque des revendica-
tions 1 à 9, caractérisé en ce que le pansement
comporte un ou plusieurs ingrédients pharmaceuti-
ques actifs.
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