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(54) A system and method for controlling multiple sized water softening tanks

(57) A water softening system (20) including a first
treatment tank (24) having a first water capacity, a second
treatment tank (26) in parallel with the first treatment tank
(24) and having a second water capacity that is less than
the first water capacity, a flow meter (74) connected to
the first and second treatment tanks (24,26), the flow
meter (74) configured to determine a demand flow rate

of water entering the system (20) and a controller (70) in
communication with the flow meter (74), the controller
(70) configured to direct the water into the first treatment
tank (24) when the demand flow rate is greater than a
designated flow rate, and to direct the water into the sec-
ond treatment tank (26) when the demand flow rate is
equal to or less than the designated flow rate.
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Description

[0001] The present invention relates generally to fluid
treatment systems, such as water treatment systems in-
cluding water softeners, and more particularly to a sys-
tem and method for controlling multiple sized water sof-
tener tanks. It is recognized that many aspects of the
present invention can be applied to other types of fluid
treatment systems, such as filtering or de-ionizing sys-
tems.
[0002] Water softeners are known and typically include
a raw water source, a treatment tank containing an ion
exchange resin, a brine tank containing a brine solution,
and a control valve for directing fluids between the
source, the tanks and a drain or other output.
[0003] Water softening occurs by running water
through the ion exchange resin, which replaces the cal-
cium and magnesium cations in the water with sodium
cations. As the ion exchange process continues, the resin
eventually loses its capacity to soften water and must be
replenished with sodium cations. The process by which
the calcium and magnesium ions are removed, the ca-
pacity of the ion exchange resin to soften water is re-
stored, and the sodium ions are replenished is known as
regeneration.
[0004] Water treatment systems in homes typically in-
clude one treatment tank and one brine tank to handle
the relatively low water flow. Larger commercial treat-
ment systems include multiple water softening units (at
least one treatment tank and brine tank) to handle the
larger volume of water that passes through these sys-
tems. The water softening units are connected together
such that the plumbing through each of the individual
systems is in parallel with the plumbing of the other sys-
tems. Each of the plumbing paths includes a control valve
that is used to selectively turn a particular branch or path
"on" or "off." This allows a user to be able to control the
number of the water softening units that are in operation
at a given time based on demand for water.
[0005] Commercial size treatment systems typically in-
clude a centralized controller that continuously monitors
the water flow demand and determines the appropriate
number of the paths to turn "on" or "off" to service the
current demand. A "trip" level flow rate is the maximum
flow that a system is designed to handle through each of
the paths. By monitoring the total flow rate and dividing
it by the trip level flow rate, the controller determines the
exact number of units that need to be turned "on." Typi-
cally, the treatment tanks in such systems are designed
to be the same size so that each tank can handle the
same "trip" level amount of water flow.
[0006] A problem occurs in such systems when there
is a relatively low water flow. Specifically, if the water
flows too slowly through a resin bed in the brine tank for
an extended period of time, "channeling" may occur.
Channeling causes the water flow to be unevenly distrib-
uted throughout the resin bed, resulting in only a portion
of the resin being exposed to the water flow, with the

remainder being bypassed. As a result, the resin along
the channel becomes exhausted and then allows untreat-
ed water to pass through the treatment system.
[0007] The present water softening system preferably
directs water flow into one or more larger treatment tanks
when the flow rate of the water is greater than a desig-
nated flow rate and directs the water flow into a smaller
treatment tank when the flow rate of the water is equal
to or less than the designated flow rate.
[0008] One preferred embodiment of the present water
softening system includes a first treatment tank having
a first water capacity, a second treatment tank in parallel
to the first treatment tank, having a second water capacity
that is less than the first water capacity, a flow meter
connected to the first and second treatment tanks, the
flow meter configured to determine a demand flow rate
of water entering the system and a controller in commu-
nication with the flow meter, the controller configured to
direct the water into the first treatment tank when the
demand flow rate is greater than a designated flow rate,
and direct the water into the second treatment tank when
the demand flow rate is equal to or less than the desig-
nated flow rate.
[0009] Another preferred embodiment of the present
water softening system includes a plurality of first treat-
ment tanks, each having a first water capacity, a second
treatment tank having a second water capacity that is
less than the first water capacity, a flow meter connected
to at least one of the first treatment tanks and second
treatment tank, the flow meter configured to determine a
demand flow rate of water entering the system and a
controller in communication with the flow meter, the con-
troller configured to direct the water into one of the first
treatment tanks when the demand flow rate is greater
than a first designated flow rate, to direct the water into
the second treatment tank when the demand flow rate is
equal to or less than the first designated flow rate and to
direct the water into a plurality of the first treatment tanks
when the demand flow rate is greater than a second des-
ignated flow rate, wherein the second designated flow
rate is greater than the first designated flow rate.
[0010] A further preferred embodiment provides a
method of controlling a water treatment system that in-
cludes providing a first treatment tank having a first water
capacity and a second treatment tank having a second
water capacity that is less than the first water capacity,
directing water into the first treatment tank when a flow
rate of the water is greater than a designated flow rate
and directing the water into the second treatment tank
when the demand flow rate is equal to or less than the
designated flow rate.
[0011] Some preferred aspects of the invention are de-
fined in the claims.
[0012] Embodiments of the invention are now de-
scribed by way of example only with reference to the
accompanying drawings in which:

FIG. 1 is a schematic diagram of a water softening
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system utilizing the present system for controlling
multiple sized water softener tanks.
FIG. 2 is a schematic diagram of a water softening
system utilizing the present system for controlling
multiple sized water softener tanks including a flow
meter for each water treatment tank.
FIG. 3 is a schematic diagram showing an embodi-
ment of the present system that includes two water
treatment branches each including a relatively large
water treatment tank and one water treatment
branch including a relatively small water treatment
tank.

[0013] Referring to FIGs. 1 and 2, the present water
softening system is used to control multiple size water
softener tanks and is generally designated 20 and is con-
figured for use with a water softener 22 which includes
at least one first treatment tank 24 and a second treat-
ment tank 26 each independently connected to a brine
tank 28 using piping 30. As known in the art, the first and
second treatment tanks 24, 26 are filled with an ion ex-
change resin 32 respectively, and the brine tank 28 is
filled with a brine solution 34 including water 36 and salt
granules 38.
[0014] The first treatment tank 24 has a first water ca-
pacity and includes a first valve assembly 40 configured
for controlling the water flow between a first raw water
inlet 42, a first treatment tank inlet 44, a first treatment
tank outlet 46, a first brine tank inlet/outlet 48, a first by-
pass outlet 50 for supplying water to the residence or
commercial structure and a first drain 52.
[0015] The second treatment tank 26 includes a sec-
ond water capacity that is less than the first water capacity
of the first treatment tank 24 and includes a second valve
assembly 54 configured for controlling the water flow be-
tween a second raw water inlet 56, a second treatment
tank inlet 58, a second treatment tank outlet 60, a second
brine tank inlet/outlet 62, a second bypass outlet 64 for
supplying water to the residence or commercial structure
and a second drain 66. The specific operations of the
valve assemblies are described and commonly known in
co-pending U.S. Application Serial No. 12/242,287, en-
titled "Control Valve for a Fluid Treatment System" filed
September 30, 2008, and herein incorporated by refer-
ence in its entirety.
[0016] At least one flow meter 74 is connected to the
piping leading to the first and second treatment tanks 24,
26 and measures the number of gallons per unit time that
flow through the water softening system 20. The flow
meter 74 is configured to measure and communicate the
number of gallons of water per unit time flowing through
the system to the controller 70. Alternatively, a first flow
meter 76 may be provided on the first treatment tank 24
and a second flow meter 78 may be provided on the sec-
ond treatment tank 26 where the first flow meter 76 meas-
ures the number of gallons per unit time that flow through
the first treatment tank 24 and the second flow meter 78
measures the number of gallons per unit time that flow

through the second treatment tank 26. In this embodi-
ment, the first and second flow meters 76, 78 are each
configured to communicate with the controller 70.
[0017] As shown in FIG. 1, the controller 70 includes
a primary circuit board 80 in communication with the flow
meter 74, which in turn is connected to the first and sec-
ond treatment tanks 24, 26. The first and second valve
assemblies 40, 54 are also electrically connected to the
controller 70 and are accordingly also in communication
with the primary circuit board 80.
[0018] During operation of the water softening system
20, the flow meter 74 determines the number of gallons
per unit time that flows through the system, which is the
demand flow rate. The demand flow rate is communicat-
ed to the controller 70, which in turn, determines whether
to direct the incoming water into the first treatment tank
24, which has a larger water capacity and thereby can
handle a larger water flow rate, or to the second treatment
tank 26, which has a second water capacity that is less
than the water capacity of the first treatment tank 24, and
which handles a lower water flow rate. Specifically, the
controller 70 is programmed to include at least a "high
trip point" and a "low trip point." The "high trip point" is a
designated flow rate that is established as the maximum
flow rate intended to pass through the first treatment tank
24. The "low trip point" is a designated flow rate that is
established as the maximum flow rate intended to pass
through the second treatment tank 26. Thus, the control-
ler 70 directs the incoming water through the first treat-
ment tank 24 when the demand flow rate is greater than
the low trip point, and through the second treatment tank
26 when the demand flow rate is equal to or below the
low trip point. In effect, the controller turns the first treat-
ment tank 24 "on" and turns the second treatment tank
26 "off" when the demand flow rate exceeds the low trip
point. Additionally, the controller 70 turns the first treat-
ment tank 24 "off" and turns the second treatment tank
26 "on" when the demand flow rate is equal to or below
the lower trip point. This allows the water softening sys-
tem 20 to operate efficiently and helps to prevent water
channeling which could result in large numbers of gallons
of untreated water passing through the system.
[0019] Referring now to FIG. 3, another embodiment
of a water softening system is shown at 86, including
multiple water treatment paths or branches such as a
first water treatment branch 88, a second water treatment
branch 90 and a third water treatment branch 92, each
having one treatment tank. The water treatment branch-
es allow the water softening system 86 to adapt to large
water demands or a water demand that fluctuates be-
tween high and low flow rates. In the system shown in
FIG. 3, a controller 94 is electronically connected to each
of the three different water treatment branches 88, 90
and 92. The first branch 88 includes a relatively large
water treatment tank 96, the second branch 90 includes
a relatively large water treatment tank 98 having the same
water capacity as the first water treatment tank 96. The
third branch 92 includes one relatively small water treat-
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ment tank 100 that has a water capacity that is less than
the water capacities of the treatment tanks 96 and 98 in
the first and second branches 88, 90. The water treatment
tanks 96, 98 in the first and second branches 88, 90 may
be the same volume size or different sizes. Furthermore,
the present water treatment system may have one or a
plurality of branches each including a relatively large wa-
ter treatment tank.
[0020] Preferably as shown in FIG. 3, the individual
treatment tanks in each of the branches 88, 90 and 92
are connected together such that the plumbing through
each of the branches is parallel with the plumbing of the
other branches. Each of the parallel plumbing branches
88, 90 and 92 are constructed with a switched control
valve or blocking device 102, 104 and 106, which can be
used to turn an individual branch "on" or "off." The con-
troller 94 continually monitors the water flow demand into
the system and determines the appropriate number of
branches to turn "on" or "off" to service the current water
demand level. For example, when there is a relatively
high water demand flow rate that exceeds the flow rate
or water capacity of the smaller treatment tank 100 in the
third water treatment branch 92, the controller 94 directs
the water through the first branch 88, the second branch
90 or both the first and second branches.
[0021] In this system, a "trip level" or designated flow
rate is determined based on the maximum flow rate that
the water softening system 86 is designed to handle
through any one of the first or second water treatment
branches 88, 90. By dividing the current water demand
level by the trip level amount, the controller 94 determines
the exact number of water treatment branches that will
needed to be turned "on" to handle such a level. Thus
each of the water treatment branches 88, 90 are designed
to handle the same trip level amount of water flow. When
the demand flow rate is equal to or less than that "trip
level" (i.e., designated flow rate), the controller directs
the water through the smaller treatment tank 100 in the
third water treatment branch 92. More specifically, the
controller 94 sends a signal to the blocking device 106
associated with the smaller treatment tank 100 to turn
water treatment tank 98 "on" and also sends signals to
the blocking devices 102, 104 associated with branches
88, 90 to turn those branches "off," i.e., prevent water
from flowing through the water treatment tanks in those
branches. In this way, the water is directed through the
third water treatment branch 92, which handles lower wa-
ter flow rates.
[0022] Alternatively, if the demand flow rate exceeds
the "trip level," the controller 94 directs the water through
at least one of the first and second water treatment
branches 88, 90. The controller 94 therefore sends sig-
nals to the blocking devices 102, 104 of the first and sec-
ond branches to turn these branches "on," i.e., allow wa-
ter to flow through one or more of the water treatment
tanks 96, 98 in these branches, and to turn the non-used
branch, i.e., the third water treatment branch, "off" to
block or prevent water from flowing through this branch.

This will direct the water flow through the first and/or sec-
ond branches 88, 90, which each handle water at higher
or greater flow rates.
[0023] In an embodiment, the controller is pro-
grammed with both a "high trip point" and a "low trip
point." The high trip point is a designated maximum flow
rate that is intended to pass through any one of the treat-
ment branches 88, 90. The low trip point is a maximum
designated flow rate that is intended to pass through the
smaller treatment tank 100 in the third water treatment
branch 92. When the demand flow rate measured by a
flow meter 108 connected to the water softening system
86 and communicated to the controller 94 is equal to or
less than the low trip point, all of the water flow is directed
through the smaller treatment tank 100 in the third water
treatment branch 92. When the demand flow rate ex-
ceeds the low trip point, the controller 94 signals the
blocking device 106 associated with the smaller treat-
ment tank 100 to turn it "off" and directs the entire water
flow to pass through the first and/or second branches 88,
90 having the relatively large treatment tanks 96, 98.
[0024] In the above embodiments, the controller 70,
94 may also be programmed to determine when one or
more of the treatment tanks are in a regeneration mode
and temporarily unavailable to process water. In such a
situation, the controller 70, 94 directs the water flow
through another branch. In this way, the controller 70, 94
minimizes any downtime or delay in treating the water
when a treatment tank is in a regeneration mode.
[0025] It is also contemplated that the water softening
systems 20, 86 may have one or more smaller treatment
tanks or second treatment tanks 100 so that when one
smaller water treatment tank is in a regeneration mode,
another similarly sized treatment tank is available to han-
dle the water flow. It should be appreciated that the
present system may have any suitable number of treat-
ment tanks.
[0026] While particular embodiments of the present
water softening system have been described herein, it
will be appreciated by those skilled in the art that changes
and modifications may be made thereto without departing
from the invention in its broader aspects.

Claims

1. A water softening system comprising:

a first treatment tank having a first water capac-
ity;
a second treatment tank in parallel with said first
treatment tank and having a second water ca-
pacity that is less than said first water capacity;
a flow meter connected to said first and second
treatment tanks, said flow meter configured to
determine a demand flow rate of water entering
the system; and
a controller in communication with said flow me-
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ter, said controller configured to direct the water
into said first treatment tank when said demand
flow rate is greater than a designated flow rate,
and direct the water into said second treatment
tank when said demand flow rate is equal to or
less than said designated flow rate.

2. The water softening system of claim 1, further com-
prising at least one additional treatment tank having
a water capacity equal to said first treatment tank,
wherein said controller is configured to direct the wa-
ter into at least one of said first treatment tank and
said additional treatment tank when said demand
flow rate is greater than said designated flow rate.

3. The water softening system of claim 1 or claim 2,
further comprising at least one additional treatment
tank having a water capacity equal to said first treat-
ment tank, wherein said controller is configured to
direct the water into said first treatment tank when
said demand flow rate is greater than said designat-
ed flow rate and said additional treatment tank is in
a regeneration mode, and to direct the water into
said additional treatment tank when said demand
flow rate is greater than said designated flow rate
and said first treatment tank is in a regeneration
mode.

4. The water softening system of any preceding claim,
wherein said designated flow rate is a maximum flow
rate intended to flow through said second treatment
tank.

5. A water softening system comprising:

a plurality of first treatment tanks, each having
a first water capacity;
a second treatment tank having a second water
capacity that is less than said first water capac-
ity;
a flow meter connected to at least one of said
first treatment tanks and second treatment tank,
said flow meter configured to determine a de-
mand flow rate of water entering the system; and
a controller in communication with said flow me-
ter, said controller configured to direct the water
into one of said first treatment tanks when said
demand flow rate is greater than a first desig-
nated flow rate, to direct the water into said sec-
ond treatment tank when said demand flow rate
is equal to or less than said first designated flow
rate and to direct the water into a plurality of said
first treatment tanks when said demand flow rate
is greater than a second designated flow rate,
wherein said second designated flow rate is
greater than said first designated flow rate.

6. The water softening system of claim 5, further com-

prising a first flow meter connected to said plurality
of first treatment tanks and a second flow meter con-
nected to said second treatment tank, wherein said
controller is in communication with said first flow me-
ter and said second flow meter and directs the water
into at least one of said first treatment tanks when a
flow rate determined by said first flow meter is greater
than a demand flow rate and directs water into said
second treatment tank when a flow rate determined
by said second flow meter is less than said demand
flow rate.

7. The water softening system of claim 5 or claim 6,
wherein said controller is configured to determine if
any of said first treatment tanks are in a regeneration
mode and direct the water into at least one of said
first treatment tanks when said demand flow rate is
greater than said designated flow rate and said at
least one of said first treatment tanks is not in a re-
generation mode.

8. The water softening system of any of claims 5 to 7,
wherein said designated flow rate is a maximum flow
rate intended to flow through said second treatment
tank.

9. The water softening system of any of claims 5 to 8,
wherein said first water flow rate capacities of at least
two of said first treatment tanks are different.

10. The water softening system of any of claims 5 to 9,
wherein said controller is configured to determine a
number of said first treatment tanks to turn "on" by
dividing said demand flow rate by said second des-
ignated flow rate.

11. A method of controlling a water treatment system
comprising:

providing a first treatment tank having a first wa-
ter capacity and a second treatment tank having
a second water capacity that is less than said
first water capacity;
directing water into said first treatment tank
when a flow rate of the water is greater than a
designated flow rate; and
directing the water into said second treatment
tank when said demand flow rate is equal to or
less than said designated flow rate.

12. The method of claim 11, further providing at least
one additional first treatment tank, each of said ad-
ditional first treatment tanks having said first water
capacity.

13. The method of claim 11 or claim 12, which includes
directing said water into at least one of said first treat-
ment tanks when said flow rate of the water is greater

7 8 



EP 2 345 477 A1

6

5

10

15

20

25

30

35

40

45

50

55

than said designated flow rate and said at least one
of said first treatment tanks is not in a regeneration
mode.

14. The method of claim 11, further providing at least
one additional first treatment tank, each of said ad-
ditional first treatment tanks having said first water
capacity, wherein said first water capacities of at
least two of said first treatment tanks are different.
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