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(54) Elastomeric enclosure

(57) An enclosure (201) for a portable electronic de-
vice such as a mobile telephone (200). The enclosure
includes a cover (250) made of an elastomer so that it
can be stretched over the chassis containing the device’s
internal components. Raised keys formed on the elasto-
meric enclosure surface are marked according to their

function. The marked key preferably forms a raised por-
tion on the front of the device, that is, the front cover (250)
of the enclosure, and cause key pegs extending from the
interior wall to close switches on the device’s internal
component assembly. Various structures formed in the
elastomeric cover correspond with features of the chas-
sis so as to tend to retain it in position.
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Description

[0001] The present invention relates generally to the
field of mobile telephone construction, and more specif-
ically to an elastomeric enclosure for a mobile electronic
device.

BACKGROUND

[0002] Mobile telephones are ubiquitous in modem so-
cieties. Once owned and carried only by the affluent or
persons in specialized occupations that both required
and supplied them, mobile phones are now owned by
the many, and sometimes even by the majority of a given
population. And no longer are mobile telephones used
by only a small segment of the population, but rather now
by people of all ages and walks of life.
[0003] There are several reasons for this widespread
use of mobile phones. The first, foremost, of course, is
technology. The development of a cellular system of or-
ganizing radio traffic has made possible the subscribing
of thousands of customers in a single metropolitan area.
Improved multiplexing and modulation techniques have
contributed to the ability to handle vast numbers of cus-
tomers. Coverage has improved as well; that is, the
amount of geographic area in which a mobile-system
subscriber is within range of a network antenna. At the
same time, the cost of the mobile telephone itself and of
a subscription to a mobile communications network have
fallen and made mobile phone use affordable. Improved
technology has also led to the development of ever-
smaller and easier-to-use phones. As such improve-
ments in technology often do, rising mobile-phone pop-
ularity led to increasingly large markets, which in turn
encouraged further innovation.
[0004] Some of these improvements, however,
present new challenges as well. The small telephones
force designers to economize the size and weight of pro-
tective casing components. In other words, to satisfy con-
sumer demands for small and lightweight phones, the
instruments’ ability to absorb shock and resist deforma-
tion that might damage internal parts is compromised. In
addition, mobile phones are increasingly being used in
environments hostile to sophisticated electronic technol-
ogy. Where in the past, a limited number of rather ex-
pensive phones having limited capabilities were mostly
used by professionals, and then frequently from a fixed
automobile installation. Other mobile phones were truly
mobile, but carried about in the large protective cases
necessary to carry them and their large batteries around.
The small, lightweight, and relatively inexpensive phones
of the present, however, are owned by customers from
all walks of life, and with occupations or avocations that
take them and their phone into industrial plants construc-
tion sites, and all manner of outdoor locations.
[0005] Yet the small, modem phones are often less,
not more rugged, and at the same time less able to resist
hazards like dust and dirt. Despite the availability of al-

ternate materials, the enclosures for most modem mobile
devices are constructed of a hard plastic material. In
many ways, of course, hard plastic is well suited to this
application. Plastic-meaning thermoplastic-materials
flow when heated to a certain temperature, and can there-
fore be molded into precise shapes that they retain when
cooled. Non-metallic they are relatively lightweight, non-
conducting, and nonmagnetic, which recommend them
for use in connection with portable electronic devices.
"Hard" plastic materials resist any deformation at normal
operating temperatures (those that human operators will
tolerate). That is, they cannot be significantly bent or
stretched without experiencing, plastic (permanent) de-
formation or failure. They are strong enough, however,
that a substantial force is required to bring such failure
about. To make up for the enclosure’s lack of ability to
absorb shock, a separate cover is sometimes used.
While useful in some ways, such covers are often es-
chewed because they hinder the telephones convenient
use and are inconvenient to carry and install.
[0006] Needed, then, is an improved design for enclos-
ing the internal components of a mobile phone that is
economical, ergonomic, and provides reasonable envi-
ronmental protection while does not unduly increasing
the size, weight, and ease of use of the device. The
present invention provides just such an apparatus.

SUMMARY OF THE INVENTION

[0007] The present invention is directed to an improved
enclosure for a mobile station, that is, a mobile phone or
similar device. In one aspect, the enclosure includes a
first cover that forms a recess for at least partially receiv-
ing the internal components of the mobile station. The
first cover is preferably an elastomer or similar material,
and stretches elastically when the internal components
are installed. The first cover thus attempts to retain the
internal components within the recess. A second cover
may also be present to at least partially receive the in-
ternal components of the mobile station such that when
installed, the first and second covers substantially en-
close the internal components. Keys integrally formed
with the first cover translate movement induced by user
manipulation to corresponding switches on the enclosed
internal-component assembly through extensions
formed on or attached to the interior surface of the front
cover. The enclosure may further include an outer band
disposed outside of the first and second covers.
[0008] A more complete appreciation of the present
invention and the scope thereof can be obtained from
the accompanying drawings that are briefly summarized
below, the following detailed description of the presently-
preferred embodiments of the present invention, and the
appended claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0009]
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Figure 1 is an exterior isometric view of a typical mo-
bile station according to the prior art;
Figure 2 is an exterior isometric view of a mobile
station having an enclosure according to an embod-
iment of the present invention;
Figure 3 is a rear exterior view of the primary cover
of an enclosure according to an embodiment of the
present invention;
Figure 4 is a front exterior view of the primary cover
of an enclosure according to an embodiment of the
present invention;
Figure 5 is a rear quarter isometric view of the pri-
mary cover of an enclosure according to an embod-
iment of the present invention;
Figure 6 is a second rear quarter isometric view of
the primary cover of an enclosure according to an
embodiment of the present invention;
Figure 7 is an exploded side view of an exemplary
mobile station inner assembly that may be used ac-
cording to an embodiment of the present invention;
Figure 8 is a front plan view of a chassis face plate
of an enclosure according to an embodiment of the
present invention;
Figure 9 is a front isometric view of the chassis face
plate of Figure 8;
Figure 10 is a front isometric view of the outer band
according to an embodiment of the present inven-
tion;
Figure 11 is a rear view of a secondary cover of an
enclosure according to an embodiment of the
present invention; and
Figure 12 is a side view of a secondary (back) cover
of an enclosure according to an embodiment of the
present invention;
Figure 13 is an illustration of an exemplary print tem-
plate used for marking the alphanumeric keys of the
primary cover according to an embodiment of the
present invention showing surface detail only.

DETAILED DESCRIPTION

[0010] The preferred embodiment of the present in-
vention is an assembly for enclosing a mobile telephone,
such as a cell phone. It is equally suitable, however, for
other similar devices such as personal digital assistants
(PDAs), Web-enabled phones, and the like. For conven-
ience, these and like devices will herein be referred to
generically as "mobile stations".
[0011] Figure 1 is an exterior isometric view of a typical
mobile station, in this case a mobile phone 100, according
to the prior art. Mobile phone 100 is a radio telecommu-
nication device for use in a cellular communication net-
work. It contains a radio transmitter and receiver (not
shown) for sending transmissions to nearby base sta-
tions that are in turn connected with the main network.
The network itself naturally provides for intra-network
communication, and also includes gateways through
which other networks, such as the public-switched tele-

phone network (PSTN) and the Internet may be ac-
cessed. Mobile station 100 is most often used for real-
time voice communication, but can be used for short-
message-system (SMS) messaging, data transmission,
Web surfing, and paging services as well.
[0012] The internal circuitry and components (not
shown) of mobile phone 100 are contained in a casing,
or enclosure, that typically includes two or more sections,
which will sometimes herein be referred to as covers.
Referring to Figure 1, mobile phone 100 has an enclosure
101 that includes front cover 120 and back cover 122,
which are removably fastened together at joint 105 when
the phone is assembled. Front cover 120 and back cover
122 are not normally taken apart except for maintenance
by a service technician. Front cover 120 and back cover
122 are normally made of a hard plastic material, such
as polycarbonate/ABS (PC/ABS). This material is strong
enough to protect the telephone internals from reasona-
ble shock encountered in ordinary operation and to resist
penetration by objects that it may encounter when placed
in a user’s pocket, purse, or briefcase. Unfortunately,
more severe shocks may result in fracturing the cover,
and some strain will be transferred to the phone’s internal
components if caused by a strong enough force, such as
when the phone is dropped.
[0013] Several openings are formed in enclosure 101
of mobile phone 100, with most, though not necessarily
all of them present in front cover 120. The keypad 110
on face 106 of front cover 120 is a user interface including
a plurality of openings, through which protrude keys such
as alphanumeric keys 112, call control keys 114, scroll
key 115 and function keys 116. As their names imply,
these keys perform various duties in the phone’s opera-
tion, with the alphanumeric keys 112 having a standard
telephone keypad role, and the function and scroll keys
used in connection with display 134. That is, the function
of the function and scroll keys are variable and deter-
mined by the application state that the mobile phone is
in, which is translated into a word or icon displayed next
to the key on display 134.
[0014] Display 134 is typically a liquid crystal display
(LCD) device. The LCD itself is protected by a plastic
window pane 132, which is mounted to cover the display
and protrude into window 130, an opening formed in front
cover 120. As illustrated in Figure 1, display 134 presents
to the user such information as current function-key func-
tions, telephone numbers, signal strength, and other in-
formation useful to the operation being performed. The
protective window pane 132 is typically a component sep-
arate from the LCD, its chassis, and other portions of the
internal assembly. Window pane is necessary because
the components making up the LCD are fragile and sub-
ject to damage from even mild strikes.
[0015] Also formed in face 106 of front cover 120 is a
small opening for power switch 118 and a plurality of
small openings 142 that serve as a port for the speaker
(not shown), which is mounted beneath them. At the op-
posite end of mobile station 100, microphone port 144
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likewise permits entry of sound directed at the actual mi-
crophone (not shown) mounted inside. In the embodi-
ment of Figure 1, microphone port 144 is formed in the
side of front cover 120, but could be formed anywhere
proximate to the expected voice source, for example
among alphanumeric keys 112 or on the bottom end 107
of front cover 120.
[0016] Located in the end 107 of front cover 120 are
power port 146 for plugging in an external power adaptor
and headphone port 148 for connecting an external head-
set and perhaps a microphone for hands-free operation.
Power port 146 and headphone port 148 are receptacles
for connecting (plugging in) an external appliance to the
internal circuitry of mobile station 100. These receptacles
are mounted within the mobile station’s internal assembly
(not shown) and are accessible from the outside through
openings formed in end 107 of front cover 120. Note in
this context that as used herein, the term "port" may refer
to either a mere opening in the cover or an electrical
connection mounted in an opening, with the distinction
between these two types of port made only when neces-
sary.
[0017] Back cover 122 frequently forms a recess (not
shown) for receiving battery 124, to which it is removably
attached during operation. In alternate versions, the bat-
tery may be received into an internal battery compart-
ment and enclosed by the back cover or inserted into an
opening in the back cover and protected or held in place
by a separate battery cover. Also shown on back cover
122 is volume control 117, which, like the other keys, is
accomplished by a key member protruding through an
opening formed in the cover, in this case, back cover
122, that when manipulated by the user activates a switch
located on the inner telephone assembly (not shown).
Finally, radio transmission by the mobile station 100
shown in Figure 1 is accomplished through use of anten-
na 126.
[0018] Figure 2 is an exterior isometric view of a mobile
station 200, in this embodiment also a mobile phone,
having an enclosure 201 according to an embodiment of
the present invention. As with the mobile station 100 of
the prior art, enclosure 201 includes two or more covers
that join together to enclose the mobile station’s internal
assembly (not shown in Figure 2). The construction and
configuration of enclosure 201, however, represents a
substantial departure from the prior art design illustrated
in Figure 1. In accordance with the present invention,
enclosure 201 includes primary cover 250, which is also
shown separately in perspective views in Figures 3 to 6.
[0019] Primary cover 250 includes a front wall 210 hav-
ing an external side, or face 209. Keypad 211 is found
primarily (and in this embodiment, exclusively) on face
209. In this embodiment, the keys of keypad 211 are
integrally formed with the cover 250 itself, as will be de-
scribed in greater detail below. First, it should be noted
that primary cover 250 is preferably made of an elasto-
meric material. An elastomer is a rubber-like material,
natural or synthetic, that once molded has the ability to

deform under the influence of force and regain its original
shape when the force has been removed. Known elas-
tomers include natural rubber, polyurethane, polyiso-
prene, and polybutadiene, but this list is intended to be
illustrative rather than limiting. A thermoplastic urethane
(TPU) is preferred because it resists picking up dirt and
other debris. It is also injection-moldable and can be sat-
isfactorily imprinted or bonded to films (such as print tem-
plate 213 shown in Figures 2 and 13).
[0020] As mentioned above, in a preferred embodi-
ment, keypad 210 is integrally formed with primary cover
250. Because of cover 250’s elastomeric nature, keys
activated by the user will typically return to their pre-ac-
tivated position when the activating force is released.
(This is not to say that in some embodiments, a spring
or other device cannot be used to assist or speed the
return of a key to its unactivated position.) For clarity,
"key" or "keys" will herein refer to the primary user inter-
face device that is activated by pushing or similar manip-
ulation. Keypad 211 will, therefore, be a surface of the
mobile station that normally comes into contact with the
user during operation, though this is not necessarily the
case. (For example, when there a protective screen is
placed over the keys.) Understood in this definition is that
an associated switch (or switches) located within the mo-
bile station is, at approximately the same time, also ac-
tivated, usually through movement translated mechani-
cally from the pressed key to the switch. In a preferred
embodiment of the present invention, the mechanical
movement-translation means is a member extending
from the key to the switch. See, for example, Figures 5,
7, and 9 for more detail. In a preferred embodiment, the
keys of mobile station 200 are integrally-formed raised
portions of primary cover 250. (Of course, other keys may
be present in mobile station 200, as well.) Not only does
raising the key area serve as a helpful textural indicator
of the key’s location, but may also prevent premature
wearing of much-manipulated areas. In an alternate em-
bodiment, however, the keys are even with the surround-
ing surface of cover 250, or may be depressed or given
some other distinguishing texture.
[0021] In an alternate embodiment, the elastomeric
primary cover 250 forms one or more openings where
conventional keys (or key mat) may be fitted in a fashion
similar to that found in the prior art. This configuration is
not preferred, however, as the advantages of sealing and
economy are thereby compromised. As should be ap-
parent, the keys on a given instrument may be mixed in
kind, that is, either integrally formed or not. In addition,
it is pointed out that the keys precise number, function,
and location is determined by design preference, not as
a requirement of the present invention.
[0022] In the embodiment of Figure 2, in fact, the keys
present are deployed according to a standard organiza-
tional scheme. The alphanumeric keys 212 appear on
the face 209 near the bottom end 207 of mobile station
200. The broken line surrounding alphanumeric keys 212
indicates the approximate location of key print template
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213 (see also Figure 13). Call control key 214 and volume
control key 215 are also formed in face 210 of mobile
station 200. Function key 216 is also found on face 209,
but closer to display 234 where its current function is
displayed. Speaker port 252 includes one or more open-
ings formed in face 209 near the top end 208 of mobile
station 200. Speaker port 252 permits the efficient pas-
sage of sound generated by a speaker (not shown)
mounted underneath; microphone port 244 performs a
similar function.
[0023] Display 234 may be a standard LCD device, or
may employ an alternate technology. Display 234 is
shielded by a protective window pane 232, which is sim-
ilar in function but different in construction from the win-
dow pane 13 found in the prior art (see Figure 1). In a
preferred embodiment, window pane 232 is integrally
formed with inner assembly chassis face plate 710, and
delineated by a raised perimeter portion 233 (See, Fig-
ures 7-9 and the explanatory text below for more details).
An opening (not shown) formed in primary cover 250 per-
mits raised perimeter 233 to extend outwardly from chas-
sis face plate 710.
[0024] Outer band 270 is an optional device that is both
functional and decorative in nature. It is preferably made
from an elastomeric material and extends continuously
around mobile station 200. Outer band 270 may be any
thickness, but preferably adds no more than ten millim-
eters to the overall width or thickness dimensions of mo-
bile station 200. In the embodiment illustrated in Figure
2, outer band 270 forms display opening 272 such that
the raised perimeter 233 defining window pane 232 also
extends through it. Outer band 270 also forms opening
274 so that function key 216 is accessible to the user
even when outer band 270 is in place. Note that Figure
2 illustrates a preferred location for outer band 270, but
it could be placed in other locations along the length of
mobile station 200 as well, with appropriately formed
openings. In addition, it could also extend in a different
orientation, such as from end to end, and depending on
the shape and design of mobile station 200 itself, it may
be desirable to do so. And although outer band 270 is
preferably a continuous band of elastomeric material, it
could also include a first end and a second end having
fastening means such as a snap, tab and slit, button,
fabric hook and eye, or zipper for connecting the ends
when wrapped around mobile station 200. An isometric
view of outer band 270 (only) is presented in Figure 10.
[0025] In a preferred embodiment, tab 254 is formed
at the bottom end 207 of cover 250 of mobile station 200.
Tab 254 provides a means for grasping primary cover
250 during installation or de-installation for the purpose
of stretching it along its length. Opening 255 formed in
tab 254 may be included in order to make it easier to
grasp or stretch, or for providing a convenient place to
attach a lanyard or similar device. Note that in a preferred
embodiment, primary cover 250 is dimensioned so as to
fit snugly over the internal assembly. If the internal length
dimension of cover 250 (see Figure 5), for example, is

slightly small than the external length dimension of the
internal assembly 700, then a slight extension of cover
250 may be used to install the internal assembly, which
will then be "grabbed" by cover 250 when it is released.
With the disclosure presented here, it should be apparent
to one skilled in the art to make suitable adjustments to
the width and depth of the interior of cover 250 so as to
contribute to a secure fit between cover 250 and internal
assembly 700.
[0026] In a preferred embodiment, primary cover ex-
tends along the entire face of internal assembly 700 and
partially along the sides and back, as well. Secondary
cover 260 provides the back outer enclosure portion for
mobile station 200. It extends along the portions of the
internal assembly not covered by primary cover 250. Pri-
mary cover 250 and secondary (back) cover 260 meet
at joint 265. In a particularly preferred embodiment, con-
tact between secondary cover 260, which may be com-
posed of a hard plastic and elastomeric primary cover
250 forms a seal at enclosure joint 265 sufficient to pre-
vent penetration by water or small particulate matter and
dust. For added integrity, a membrane may be used to
cover speaker port 252 and microphone port 244 to such
matter while still permitting the efficient transfer of sound.
External power supply port 246 and headphone port 248
are electrical, not actual openings, but a protective cover
(not shown) could also be provided to close them to for-
eign matter when not in use.
[0027] While it should be apparent that the design de-
scribed above could be enhanced to provide a water-
proof, dustproof enclosure sufficient to withstand pres-
sures encountered at depth, the primary advantage of
the enclosure of the present invention will obtain in keep-
ing out moderate dust, rain, and casual water that come
into contact with mobile station 200. Note also that water-
resistance and dust-resistance are advantages of the
present invention and not requirements (except where
explicitly claimed).
[0028] Figure 3 is a rear exterior view of the primary
cover 250 of enclosure 201 according to an embodiment
of the present invention. Note that Figures 2-13 illustrate
essentially different aspects of the same embodiment;
any variation between them is of no significance to de-
scribing the present invention. Components or features
appearing in more than one Figure will be identified by
the same reference number.
[0029] Returning to Figure 3, primary cover 250 will,
for convenience, be said to have a bottom 307 and a top
308, corresponding to the bottom 207 and top 208 of the
assembled mobile station 200 shown in Figure 2. Al-
though the components described in connection with the
present invention are by and large symmetrical about
their longitudinal axis, a primary cover right sidewall 304
and left sidewall 306 will, from time to time, be referred
to, the directions themselves being determined when
viewed from the front, or face of mobile station 200. Mi-
crophone port 244, for example, is in Figure 3 visible in
the left side 306 of cover 250, just as it was in Figure 2.
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The display opening (window) 372 in primary cover 250
is visible in this view, but not in Figure 2, however, be-
cause outer band 270 is not shown in Figure 3. Likewise,
a shallow recess 310 formed in protective cover 250 and
defined by upper edge 312 and lower edge 314, into
which outer band 270 is received as mobile station 200
is assembled. Recess 310 is not required, though it is
preferred as a means for retaining outer band 270 in po-
sition by allowing it to relax slightly from the extension
necessary to work it into place.
[0030] In the illustrated embodiment, back wall 315 of
primary cover 250 extends from right side 304 to left side
306 in order to form a pocket 385 (shown in Figure 5) for
receiving the mobile station 200 internal assembly (not
shown in figure 2). Preferably, back wall 315 is continu-
ously formed with the side walls and top wall 317, which
in turn is continuously formed with the front wall 209.
While in this embodiment, the pocket 385 is thus contin-
uously formed. In another embodiment, various openings
may be provided in the area forming the pocket in order
to accommodate peripheral-equipment connections to
allow trapped air to escape, or for other design consid-
erations. In Figure 3, power key 318 is visible as a raised
feature formed on top wall 317. As with the other keys,
power key 318 is positioned so that when the mobile sta-
tion is assembled it can be used to activate a correspond-
ing switch present on the mobile station internals.
[0031] Also visible in Figure 3 are key pegs 360 (some,
though not all, being designated by this reference
number; the remainder of similarly-appearing structures
are key pegs as well). Key pegs 360 form the means, in
this embodiment, whereby user-induced key movement
is translated to the actual switch (not shown) on the in-
ternal assembly. Key pegs 360 may be integrally formed
with primary cover 250, but may also be attached by other
means (for example, an adhesive) as well. By the same
token, they may be made of an elastomeric material, pos-
sibly reinforced in some way, but could also have a dif-
ferent composition. As previously eluded to, key pegs
could also extend from keys that are separate from pri-
mary cover 250, but positioned to align with primary-cov-
er openings through which the keys may be accessed.
[0032] Figure 4 is a front exterior view of primary cover
250 of enclosure 201 according to an embodiment of the
present invention. In this view, the reverse of Figure 3,
the face 209 of front wall 210 of primary cover 250 is
visible, and right side wall 304 and left side wall 306 ap-
pear respectively, on the right and left side of the drawing.
Outer band 270 is not shown, and so recess 310, defined
by upper edge 312 and lower edge 314 is visible in this
view. Note that in the illustrated embodiment, recess 310
continues across the face 209 of primary cover 250.
Whether or not the recess 310 continues across face
209, however, it is preferred that the mobile station 200
be configured so that it may be comfortably and conven-
iently used with or without optional outer band 270 (rec-
ognizing that some designs may require its installation).
The absence of outer band 270 in Figure 4 also reveals

a dimpled area 375 extending across a portion of the face
210 of protective cover 250, in this embodiment lying
between display window 370 and upper edge 312, and
therefore within recess 310. The dimpled area 375 in-
cludes a plurality of concave (or similarly shaped) dim-
ples, and is believed to contribute desirable shock-ab-
sorbing characteristics to primary cover 250. The location
of this feature may shift, expand, or contract, and its size
and location in Figure 4 is only illustrative.
[0033] Figure 5 is a rear-quarter isometric view of pri-
mary cover 250 of enclosure 201. In this view it is more
clearly shown that primary cover 250 forms a recess 390
generally bounded by front wall 210, top wall 317, bottom
wall 319, and right side wall 306 and left side wall 304.
Back wall 315, which extends only part way along the
length of primary cover 250, also thereby defines a
boundary of recess 390, as well as forming pocket 385
(pocket 385 being considered a portion of recess 390).
In Figure 5 also can clearly be seen key pegs 360 ex-
tending inwardly from the interior face of front wall 210.
Note that in the illustrated embodiment key pegs 360 are
tapered and somewhat tubular in shape, an advantage
in the molding process, but they may assume any other
suitable shape as well.
[0034] Bottom wall 319 in this embodiment forms a cut-
out section 320 through which power port 246 and head-
phone port 248 will be accessible when internal assembly
700 is received into recess 390. Preferably, however, cut
out 320 does not extend the entire length of bottom wall
319 so as to provide additional interior surface area with
which to contact, and thereby help retain, installed inter-
nal assembly 700 (shown in Figure 7).
[0035] Also visible in the view of Figure 5 is groove 510
formed along the interior face 506 of right side wall 306.
Groove 510 need not extend the entire length of interior
face 506, and generally will not extend all the way through
its thickness either. A similar groove is formed in the in-
terior face (not shown in Figure 5) of left side wall 304 as
well. The grooves are formed to receive a corresponding
extension tab (not shown) formed on internal assembly
700. The groove is not entered from one end and tra-
versed, but rather side walls 304 and 306 are forced out-
ward by the corresponding extension tabs during instal-
lation of the internal assembly, and the extension and
grooves are positioned such that they are aligned when
internal assembly 700 is fully in place. By elastomeric
rebound the communication is then accomplished. Note
that the extension tabs and groove combinations are only
one retaining means, and there may be others.
[0036] Note that as used herein the "retaining means"
refers to any structure or combination of structures that
assist in maintaining the installed status of the internal
assembly 700. The aforementioned tongue and groove
combination are such a means, and effectively the com-
bination of walls forming pocket 385 are another. Also,
a retaining means is the combination of top, bottom, and
side walls constructed so that the dimensions of recess
390 are, along one or more axes, are smaller than the
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corresponding dimension of the internal assembly is yet
another.
[0037] Figure 6 is a second rear-quarter isometric view
of the primary cover 250 of enclosure 200 according to
an embodiment of the present invention. Although similar
to Figure 5, visible in this view is power key peg 660 that
extends inwardly from the interior 517 of top wall 317 of
primary cover 250. Power key peg 660 translates inward
movement imposed by the user on power key 318 to a
power switch (not shown in Fig. 6) on the internal assem-
bly 700 of the mobile station 200. Note that in the illus-
trated embodiment, ribs 518 on the interior 517 of top
wall are absent in the vicinity of power key peg 660 so
as not to interfere with its operation. Also shown in Figure
6 is groove 512 formed on the interior surface 506 of left
wall 304 to receive extension tab 755 (shown in Figure
7) of internal assembly 700.
[0038] The "internal assembly" (or simply "internals")
as used herein describes a collection of components that
include the pointed circuit board (PCB) having mounted
on it many, if not virtually all of the electronic components
of mobile station 200. (Mobile stations typically, though
not necessarily, have a single PCB.) These electric com-
ponents typically include the microphone, speaker, and
LCD or other display. The internal assembly also usually
includes a set of inner covers or an inner enclose for
enclosing the PCB and electrical components. The inner
assembly is often almost completely enclosed and un-
seen by the user in normal operations. Some portions of
the inner assembly, however, may form part of the mobile
station’s exterior, for example at the location of power
port 246 and headphone port 248 as shown in Figure 2.
As used in connection with describing the present inven-
tion, however, there is no precise requirement for com-
position of the internal assembly, except where a partic-
ular feature is discussed in connection with a described
embodiment.
[0039] Figure 7 is an exploded side view of an exem-
plary mobile station internal assembly 700, such as one
that may be used in accordance with an embodiment of
the present invention. As mentioned above, except
where explicitly pointed out, there are no specific require-
ments for construction of the internal assembly; it is a
general term used to refer to the mobile stations internals,
which are substantially if not completed enclosed in ac-
cordance with practicing the present invention. In the il-
lustrated embodiment, internal assembly 700 includes
PCB 740, upon which are mounted various of the elec-
trical components that perform the telecommunication
function fund of the mobile station 200. Mounted on the
top 741 of PCB 740 will typically be found a plurality of
switch-contact pairs (not shown) such that the switch is
closed by a third contact coming into contact with both
contacts of a switch-contact pair. For example, a number
of such third contacts 731 are shown as mounted on the
underside of contact sheet 730. Contact sheet 730, in
this embodiment, is constructed of a thin sheet of plastic
or similar material, and acts not only to retain contacts

731 but to act as a barrier to keep dust, water droplets,
and other deleterious foreign matter away from PCB 740.
Typically, when in an assembled configuration PCB 740
and contact sheet 730 cooperate such that the switches
formed by contacts 731 and the contact pairs mounted
on PCB 740 are normally open, and may be closed by
application of a force driving them together. In accord-
ance with the embodiment of primary cover 250 (shown,
e.g. in Figure 6), this force would be present upon the
user pressing a key, whereupon the key movement is
translated through the corresponding key peg to contact
sheet 730. PCB 740 and contact sheet 730 are held in
proper relation by chassis body 750 and chassis face-
plate 710. Chassis body 750 may be configured so as to
in effect contain PCB 740, and likely houses other mobile-
station components as well, such as the mobile station’s
microphone and battery. The chassis body 750 is con-
structed of a relatively rigid material and also contributes
significantly to the mobile station’s structural strength.
Because of its relative size and rigidity, it also both co-
operates with and contains some of the structural fea-
tures necessary to hold primary cover 250 reliably in
place. Chassis face plate 710 is also preferably con-
structed of a relatively rigid material and when the mobile
station is assembled, fastened to chassis body 750 using
a plurality of screws or some other fastening means.
[0040] Face plate 710 will preferably contain the
speaker (not shown) and LCD 234 (approximate location
shown by broken line). In a preferred embodiment, face
plate 710 and chassis body 750 are fastened together
with PCB 740 and contact sheet 730 between them, al-
though alternately they may simply be operably posi-
tioned with respect to each other and then installed into
cover 250, which will then serve to maintain this relation-
ship.
[0041] Figure 8 is a front plan view of a chassis face
plate 710 in accordance with an embodiment of the
present invention. Chassis face plate 710 forms a plural-
ity of key-peg channels 810 positioned to receive key
pegs 360 when primary cover 250 is assembled onto
internal assembly 700. The key-peg channels 810 are
sufficient in size to allow the key pegs 360 to move freely
in and out, but preferably small enough in size to ensure
that each key peg 360 strikes the appropriate location on
contact sheet 730, that is, the location corresponding to
a contact 731. Although all of the key-peg channels 360
are shown in the same size in Figure 8, they may assume
any size or shape consistent with their function.
[0042] Also visible in Figure 8 is display window pane
232 surrounded by raised window perimeter 233. The
pane and the rim are preferably integrally formed with
the remainder of face plate 710, providing structural
strength and resistance to penetration by unwanted for-
eign matter. The plurality of openings making up face-
plate speaker port 820 are positioned over the location
of speaker 825, and, when finally assembled, will lie be-
neath primary cover speaker port 252, this arrangement
permitting sound emanating from speaker 825 to pass
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to the user in faithful form (again, other arrangements
are possible.)
[0043] Fastener openings 840a through 840f are
formed near the perimeter of face plate 710 and align
with threaded openings on chassis body 750 to fasten
the two components together when assembled
[0044] Figure 9 is an isometric view of a chassis face
plate 710 according to an embodiment of the present
invention. Although not drawn strictly to scale, an approx-
imation of the relative extension of window rim 233 from
face plate 710 can be seen in this view. In general pref-
erably extends sufficiently to pass through both window
- in primary cover 250 and window --- formed in outer
band 270. As window rim 233 is integrally formed as part
of face plate 710 and made from a relatively stiffer plastic
than those two enclosing components, raised perimeter
233 may assist in aligning them during installation and
retaining them once the mobile station 200 is assembled.
In this view it can also clearly be seen that fastener open-
ings 840a through 840f are formed within recesses 841a
through 841f, also formed in face plate 710. While this
configuration has an aesthetically pleasing appearance,
it also helps to ensure that the six fasteners used to se-
cure chassis face plate 710 to chassis body 750 do not
interfere with assembly of the internal assembly 700 into
recess 390 of primary cover 250. In addition, it keeps the
presumably metal fasteners from wearing into the mate-
rial of primary cover 250, perhaps causing premature fail-
ure.
[0045] In this isometric view, it is also possible to see
that in the illustrated embodiment face plate 710 has suf-
ficient thickness so as to permit a recess to be formed
on its reverse, meaning that face plate 710 does not in
an assembled condition come into contact with contact
sheet 730 except at its perimeter (or elsewhere as de-
sired). This may help, among other advantages, to pre-
vent inadvertent pressure against the areas in the vicinity
of contacts 731, and in that was prevent accidentally clos-
ing, or on the other hand hindering the normal closing
when activated, of any of the switches. Where the recess
under face plate 710 is present, however, key peg chan-
nels 830 may be formed so as to extend into the recess
if necessary to help guide the key pegs to their target
location.
[0046] Retaining tabs 845a and 845b (along with sim-
ilar tabs, not shown, on the opposite side of face plate
710) will be received into corresponding slots 757a and
757b (shown in Figure 7) formed in chassis body 750
when the face plate 710 is installed. In this way proper
alignment may be made more certain, and the face plate
710 will not simply slide or fall off when the fasteners are
not present. Note that retaining tabs 845a and 845b, how-
ever, are optional. On the other hand, they may also be
used alone, that is, without any other fasteners whatso-
ever. The desired number of retaining tabs present on
face plate 710 will of course vary according the particular
use made of them. In an alternate embodiment (not
shown), tabs on chassis body 750 may be formed so as

to engage corresponding slots or grooves on faceplate
10.
[0047] Figure 10 is an isometric view of the outer band
270, which is shown in place on mobile phone 200 in
Figure 2. Display opening 272 and function key opening
274 are clearly visible in this view, as is back-tab recess
276. When in place, back-tab recess 276 receives back
tab 262 extending from secondary (back) cover 260. In
this way outer band 270 is retained in place (as shown
in Figure 2) not only by the need to slightly stretch the
band for removal and to overcome friction between outer
band 270 and primary cover 250, but by the display win-
dow rim 233, function key 216, and back tab 262, which
extend outward into the respective recesses formed to
receive them. At the same time, outer band 270 may help
to retain in their proper assembled configuration primary
cover 250 and secondary cover 260, and thereby con-
tributes to the dust-resistant and water-resistant nature
of the enclosure of the present invention. Outer band
270, being preferably made of an elastomeric material,
also provides greater shock protection for the mobile sta-
tion 200 in the critical area adjacent to LCD 234. Finally,
outer band 270 will be relatively inexpensive and easy
to replace, allowing for the sale of a variety of colors by
which users may customize the appearance of their mo-
bile station, easily changing it to suit the occasion.
[0048] Figure 11 is a plan view of secondary cover 260
as viewed from the rear of mobile station 200 of Figure
2. Secondary cover 262 is preferably made of a hard
plastic, providing a relatively stiff cover for the battery
compartment formed in the inner assembly 700 (not
shown) as well as serving as the back cover for mobile
station 200. Back tab 262, previously discussed, is shown
positioned near the center of recess 264. Recess 264,
analogous to recess 310 of primary cover 250, is formed
in secondary cover 260 to receive outer band 270. As
should be apparent, when outer band 270 is used, it fits
together with primary cover 250 and secondary cover
260 in such a way as to help maintain the mobile station
200 in its assembled configuration. Outer band 270 is
optional, however, and where it is not to be used it may
be desirable to eliminate both back tab 262 and recess
264. As can be seen from Figures 11 and 12, secondary
cover preferably forms a recess 280 that receives internal
assembly 700 when the mobile station 200 is assembled.
Three sides of recess 280 are formed by left side wall
266, right side wall 268, and bottom wall 269.
[0049] Extending inwardly into recess 280 from the
side walls are tabs 281a through 281f, spaced apart from
each other and located approximately one-half way into
the recess measured along the width of the side walls.
Tabs 281a through 281f are arranged thus to engage
corresponding structures on the exterior wall of the chas-
sis body 750 of inner assembly 700, for example the tabs
751a, 751b, and 751c shown in Figure 7 (as well a similar
set of tabs on the opposite side of chassis body 750).
The secondary cover 260 may be removed and rein-
stalled with some frequency even during normal use be-
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cause it serves as the battery cover. (In this embodiment,
the battery is stored in a compartment formed in chassis
body 750 but not shown in the drawings.) For stability
and convenience, in the illustrated embodiment the sec-
ondary cover 260 is installed by properly orienting it and
then positioning it proximate the mobile station bottom
end 207, then sliding it toward the mobile station top end
208 so that the tabs of the secondary cover 260 are dis-
posed adjacent but interior to the tabs extending outward
from chassis body 750. The hard plastic secondary cover
260 flexes slightly (that is, deforms elastically) during the
sliding installation maneuver, and is so held to provide a
removal-resisting force that holds secondary cover 260
in place. When removal is desired, this removal-resisting
force is overcome by applying pressure to the back of
the secondary cover 260 to again slightly flex it and then
allow it to slide out in the direction opposite that which it
was installed. Note that this embodiment is exemplary
and not limiting; armed with this disclosure one of ordi-
nary skill will be able to devise other cooperative config-
urations to hold the secondary cover 260 in place on mo-
bile station 200.
[0050] Figure 13 illustrates a print template 213 that
may be used for marking the alphanumeric keys of the
primary cover 250 in accordance with an embodiment of
the present invention. (Print template is also delineated
by a broken line in Figure 2.) Because primary cover 250
is molded, the keys may be marked using a pre-printed
plastic template bearing the desired markings. Print tem-
plate then may be, for example, inserted into the mold at
the same time the primary cover 250 is being formed,
resulting in virtually indelible key markings. A polycar-
bonate film such as Lexan® is suitable for forming the
print template 213. Although the illustrated embodiment
uses the print template 213 for the alphanumeric keys,
it may, of course, be used to mark the others as well. In
addition, such templates may be used to add trademarks,
model names, instructions, and any other words or sym-
bols - whether on a key or otherwise. Naturally, conven-
tional methods of imprinting may be used, as well.
[0051] Finally, note that the description above provides
exemplary and preferred embodiments for implementing
the present invention. The scope of the invention, how-
ever, should not necessarily be limited by this description.
The scope of the present invention is defined by the fol-
lowing claims.

Embodiments

[0052]

a. An enclosure for a mobile station having an inter-
nal assembly, comprising an elastomeric cover form-
ing an internal-assembly recess for receiving the in-
ternal assembly, said elastomeric cover forming a
plurality of key pegs extending into the recess for
actuating switches present on the internal-assembly.
b. The enclosure of a, wherein the elastomeric cover

forms a window through which the mobile-station dis-
play may be viewed when the cover receives the
internal assembly.
c. The enclosure of a, wherein the elastomeric cover
comprises an internal-assembly retaining structure.
d. The enclosure of c, wherein the internal assembly
retaining structure is at least one retention recess
for receiving a corresponding outward-extending
structure on the internal assembly.
e. The enclosure of d, wherein the elastomeric cover
comprises first side wall and a second side wall, each
having an interior surface, and wherein the at least
one retaining structure is formed on the interior sur-
face of the first side wall.
f. The enclosure of a, wherein the internal-assembly
recess is formed at least in part by a first side wall
and a second side wall, and a front wall integrally
formed with the first and second side walls.
g. The enclosure of f, wherein the internal-assembly
recess is formed at least in part by a back wall.
h. The enclosure of f, wherein the internal-assembly
recess is formed at least in part by a top wall.
i. The enclosure of h, wherein the top wall comprises
an interior surface having a plurality of ribs.
j. The enclosure of f, wherein the internal-assembly
recess is formed at least in part by a bottom wall.
k. The enclosure of j, wherein the bottom wall has
an interior surface and an exterior surface, and fur-
ther comprising an assembly tab extending outward-
ly from the mobile station.
l. The enclosure of a, wherein the elastomeric cover
comprises a front wall having an exterior surface.
m. The enclosure of 1, wherein the front-wall exterior
surface forms a recess for receiving a band.
n. The enclosure of 1, wherein at least a portion of
the exterior surface features a dimpled texture.
o. The enclosure of 1, wherein the cover portion cor-
responding to at least one of the plurality of key pegs
is visibly marked so as to indicate to a user a function
associated with the switch activatable by the key
peg.
p. The enclosure of o, wherein the visible marking is
made using a pre-printed film that is bonded to the
cover.
q. The enclosure of 1, wherein the cover portion cor-
responding to at least one of the plurality of key pegs
includes a raised exterior portion to indicate to a user
the location of the cover to press.
r. The enclosure of a, further comprising a back plate
for covering a portion of the interior-assembly sur-
face.
s. The enclosure of r, wherein the back plate is re-
movably attachable to the interior assembly.
t. The enclosure of r, wherein the back plate forms
a recess for receiving a band.
u. The enclosure of a, further comprising an outer
band.
v. The enclosure of u, wherein the band forms an
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opening for receiving a structural portion extending
from the back plate.

Claims

1. An outer band (270) for a mobile station, wherein the
outer band is made from an elastomeric material and
adapted to extend continuously around the mobile
station end-to-end and configured to provide a dis-
play opening upon attachment to the mobile station
(272).

2. An outer band (270) according to claim 1, wherein
the outer band comprises an opening (274) to render
a function key (216) accessible to a user even when
the outer band is in place.

3. An outer band enclosure according to claim 2,
wherein the opening (274) is formed to receive the
function key (216).

4. An outer band (270) according to any preceding
claim, wherein the outer band is configured to add
no more than 10 millimeters to the width or thickness
dimensions of the mobile station.

5. An outer band according to any preceding claim,
wherein the outer band is a continuous band of elas-
tomeric material.

6. An outer band (270) according to any of claims 1 to
4, wherein the outer band (270) includes a first end
and a second end, having fastening means for con-
necting the first and second ends.

7. An outer band (270) according to claim 6, wherein
the fastening means is selected from a snap, tap and
slit, button, fabric hook and eye and zipper.

8. An outer band (270) according to any preceding
claim, wherein the outer band is configured to pro-
vide shock protection for the mobile station in the
critical area adjacent to the LCD display.

9. An outer band (270) according to any preceding
claim, wherein the outer band is configured to be
user-exchangeable.

10. An outer band (270) according to any preceding
claim, wherein the elastomeric material selected
from natural rubber, polyurethane, polyisoprene,
and polybutadiene.

11. An outer band (270) according to any preceding
claim, wherein the mobile station is a mobile phone.
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