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Description

Technical Field

[0001] The present invention relates to improvements
in tweezers for holding a very small part. More particu-
larly, the present invention relates to electric tweezers
as per the preamble of claim 1. An example of such
Tweezers is disclosed by EP 1 116 559 A.

Background Art

[0002] One of the present inventors proposed a gripper
having a very simple mechanism in the official gazette
of International Patent Publication No. WO99/30877.
This gripper is characterized in that a small quantity of
translational movement is transformed into a quantity of
bending displacement being enlarged tenfold or more at
a tip of each finger of the gripper by applying a buckling
phenomenon of a long column to the finger without using
a specific displacement enlarging mechanism.
[0003] With this gripper, it becomes possible to softly
hold a very small part. Further, since the size of this grip-
per is small and the weight is light, this gripper is suitably
used for a robot hand.
[0004] EP 1 116 559 A1 discloses a method for man-
ufacturing a micro gripper including a grip finger having
a coupling portion that commonly owns one end of three
V-shaped edges on an open side, other ends of the V-
shaped edges being connected to a case, and in which
the coupling portion is connected to a moving portion of
a translational driving section.
[0005] However, the present inventor made investiga-
tions in earnest and found the following. In a case where
the gripper is applied to the use for holding an object by
conducting a predetermined opening and closing motion,
a quantity of opening and closing a gripping member for
holding the object must be set at an appropriate value.
Therefore, it is necessary to adjust the rotary angles of
a motor in the forward and backward rotating directions
so that a quantity of translational displacement of recip-
rocation at the other end of the gripping member be-
comes a predetermined value. This operation is compli-
cated. In view of this, the inventor filed an international
application of electric tweezers (International Application
No. PCT/JP/11839).

Disclosure of the Invention

[0006] This invention is a further improvement of the
above international application, and its object is to pro-
vide electric tweezers including a gripping member hav-
ing a function of enlarging a translational displacement,
and being capable of making a prescribed opening/clos-
ing of the gripping member in a simple structure, which
can easily adjust the opening/closing direction of the grip-
ping member in order to facilitate easy gripping of an
object.

[0007] Electric tweezers according to the invention is
characterized by including: a motor; a gripping member
for releasing and gripping an object, the gripping member
having one end portion and the other end portion that
enlarges a quantity of opening and closing of a tip portion
according to a quantity of translational displacement of
reciprocation; a base member having an engagement
portion to be engaged with the one end portion of the
gripping member; a holder member for fixedly coupling
the one end portion, the holder member having a pene-
trating hollow cylindrical portion; a switch means for ro-
tating and stopping the motor; a transformation mecha-
nism accommodated in the holder member and coupled
with a shaft of the motor, the transformation mechanism
transforming a rotation of the motor in one direction into
a quantity of translational displacement in a predeter-
mined reciprocating direction with respect to the other
end portion of the gripping member; and an attaching
means capable of detachably attaching the base member
to a plurality of different positions relative to the holder
member.
[0008] The electric tweezers are characterized in that
the base member has an outer edge that is substantially
circular and slits that are compressed when the outer
edge is pressed, and serves as the attaching means; and
the holder member has a cylindrical portion to be fixedly
engaged with the base member, and serves as the at-
taching means.
[0009] According to such electric tweezers, the trans-
formation mechanism serves to transform the rotation of
the motor into a predetermined reciprocating translation-
al displacement for the other end portion of the gripping
member, and the switch means serves to rotate/stop the
motor. Therefore, the translation displacement of the oth-
er end portion of the gripping member becomes a pre-
scribed quantity so that the opening/closing quantity of
the gripping member becomes constant. Thus, the elec-
tric tweezers can be easily provided which can close
(grip) and open a predetermined object.
[0010] According to such electric tweezers, the open-
ing/closing direction of the gripping member can be con-
tinuously selected according to the object in a simple
structure.
[0011] In addition, the attaching means can detachably
attach the base member at a plurality of different positions
relative to the holder member. The opening/closing di-
rection at the tip portion of the gripping member can be
selected stepwise according to the object.
[0012] The electric tweezers may have attaching
means having a plurality of concave/convex portions pro-
vided in the holder member and convex or concave por-
tions provided in the base member.
[0013] According to such electric tweezers, the attach-
ing means can be provided in a simple structure.
[0014] The electric tweezers may have attaching
means couples the holder member and the base member
through a magnetic member made of a permanent mag-
net.
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[0015] According to such electric tweezers, in a simple
structure, the opening/closing direction of the gripping
member can be easily continuously selected according
to the object.
[0016] The electric tweezers may have attaching
means that includes a screw formed on an outer periph-
ery of the holder member and a fixing member screwed
to the screw to fix the base member.
[0017] According to such electric tweezers, it is effec-
tive that in a simple structure, the opening/closing direc-
tion of the gripping member can be continuously selected
according to the object.

Brief Description of the Drawings

[0018]

Fig. 1 is an entire cross-sectional view of electric
tweezers according to an embodiment of this inven-
tion;
Fig. 2 is a partial enlarged view of the electric tweez-
ers shown in Fig. 1;
Fig. 3 is a perspective view of a finger unit used for
the electric tweezers shown in Fig. 1;
Fig. 4 is an exploded perspective view of a cam, a
cam follower, a deceleration mechanism, a motor of
the electric tweezers shown in Fig. 1;
Fig. 5 is a plan view (a) and a front sectional view
(b) of a holder member shown in Fig. 1;
Fig. 6 is an exploded perspective view (a) of detach-
ment/attachment between a base member and the
holder member shown in Fig. 1 and a perspective
view (b) of integration of the base member and holder
member;
Fig. 7 is a plan view of a base member according to
an embodiment of this invention;
Fig. 8 is an exploded perspective view (a) of detach-
ment/attachment between the base member shown
in Fig. 7 and a holder member and a perspective
view (b) of integration of the base member and holder
member;
Fig. 9 is a plan view of a base member;
Fig. 10 is an exploded perspective view of the base
member shown in Fig 9, a magnetic member and a
holder member inclusive of their partial sections;
Fig. 11 is a plan view (a) and front sectional view (b)
of a holding nut; and
Fig. 12 is an exploded perspective view of the holding
nut shown in Fig 11, a base member and a holder
member inclusive of their partial sections.

Best Mode for Carrying Out the Invention

First Embodiment

[0019] Now referring to Figs. 1 to 5, an explanation will
be given of an electric tweezers according to an embod-
iment of this invention. Fig. 1 is an entire cross-sectional

view of electric tweezers according to an embodiment of
this invention. Fig. 2 is a partial enlarged view of a main
part of the electric tweezers shown in Fig. 1. Fig. 3 is a
perspective view of a finger unit. Fig. 4 is an exploded
perspective view of a transformation mechanism and a
motor of the electric tweezers. Fig. 5 is a plan view (a)
and a front sectional view (b) of a holder member.
[0020] In Figs. 1 to 5, the electric tweezers 1 includes
a gripping finger 13 which serve as a gripping member
having one end portion and the other end portion, a finger
unit 10, a driving section 50 having a motor 52 connected
to a common portion (the other end portion) 13g for trans-
lationally displacing the common portion 13g, a transfor-
mation mechanism 30 which serves to transform the ro-
tation in a prescribed direction which is one direction of
the axis 52a of the motor 52, i.e. the rotation which is one
of a normal rotation and a reverse rotation, into a pre-
scribed reciprocating translational displacement of the
common portion 13g of the gripping finger 13, the quan-
tities of translational displacement in a going path and
returning path being equal, a screw 15 which serves to
secure a common portion 13g of the gripping finger 13
to the end of the transformation mechanism 30, and a
case section 60 which accommodates the driving section
50 and the transformation mechanism 30 and fixes the
finger unit 10.
[0021] As seen from Fig. 3, the finger unit 10 includes
the gripping finger 13 which serves as the gripping mem-
ber and a base member 11. The gripping finger 13 has
the common portion 13g, which is the other end portion,
having a hole 13e made at the center, and two V-shape
13v each of which is in the form of a substantially V-shape
and has a slit 13s centered on the outer side. The V-
shape pieces are designed to open/close so that their
tips 13x expansively displace when the common portion
13g is pulled or returned on the basis of the translational
displacement. The V-shape pieces 13v serves to close
(grip) or release an object to be gripped.
[0022] The base member 11 is formed in a flat-washer
shape and has a hole 11e made at the center. The base
member 11 has two protrusive pieces 11t on the outer
periphery. The base member 11 has two recesses 11c
which are to be engaged with the gripping finger 13 while
the ends of the V-shape pieces 13v, i.e., the one end
portions of the gripping finger 13 are nipped. The protru-
sive pieces 11t serving as protrusions have slits 11s. The
protrusive pieces 11t are so designed that when the sides
of the protrusive pieces 11t are pressed by sandwiching
using arc-shaped slits 11g communicating with the slits
11s, they are compressed to be inserted into grooves
62s of a holder member 62, and when the sandwiching
is released, the protrusive pieces 11t are restored by a
spring force so that they are engaged with the grooves
62s. In short, the protrusive pieces 11t are formed so that
they are elastically deformed inwardly to narrow their
width when their sides are pressed inwardly.
[0023] The case section 60 includes a holder member
62 accommodating the transformation mechanism 30
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and holding the base member 11 of the finger unit 10, a
case 64 accommodating a motor 52 and a battery 53,
and a motor receiver 66 fixing the end of the motor 52
and the end of the holder member 62.
[0024] The holder member 62 has a hollow cylindrical
portion 62a. The holder member 62 has a hole 62e made
at the center, into which a tip pole 35c of a cam follower
35 is to be inserted. In the hollow cylindrical portion62a,
two semi-circular grooves 62u along which a guiding pro-
trusion 37 of the cam follower 35 is slid are formed, these
grooves being longer than the translational displacement
in a translation displacement direction. In the holder
member 62, the transformation mechanism 30 and a coil-
shaped compressive spring 22 are accommodated.
[0025] It should be noted that the reason why the guid-
ing protrusion 37p of the cam follower 35 moves slidably
along the grooves 62u of the holder member 62 is to
prevent the cam follower 35 from rotating owing to the
rotation of the cam 33.
[0026] In Figs. 5 and 6, in the cylindrical portion at the
tip of the holder member 62, there are six protrusions 62t
provided upright at regular intervals of 60° on the outer
periphery and three pairs of slits 62s located at regular
intervals of 60° between adjacent protrusions 62t, i.e.,
plural different positions, each pair of slits being 62s1,
62s1, 62s2, 62s2 and 62s3, 62s3. The slits 62s and pro-
trusions 62t constitute uneven portions which serves as
an attaching means with which the protrusive pieces 11t
of the base member 11 are securely engaged. The width
of each slit is made slightly narrower than that of the
protrusive piece 11t of the base member 11. Therefore,
when the protrusive pieces 11t of the base member 11
is engaged with any pair of slits 62s1, 62s2 and 62s3,
the protrusive pieces 11t are attached to any pair of slits
62s1, 62s2 and 62s3. This intends to select the position
where the finger unit 10 is fixed to the tip of the holder
unit 62 in three steps of open/close directions OC1 to
OC3 of the gripping member 13 by selection from another
step.
[0027] Incidentally, the holder member 62 has a func-
tion of attaching/detaching means for attaching/detach-
ing the protrusive pieces 11t of the base member 11 to/
from the slits 62s of the holder member 62.
[0028] The transformation mechanism 30 includes a
substantially circular plate cam 33 which is coupled with
a shaft 52a of the motor 52 and has a lifting portion of a
first convex portion 33t formed on a contour 33r, and a
cam follower 35 which is operated by the movement of
the lifting portion of the cam 33 and has a second concave
portion 35u formed on a contour 35r, which corresponds
to, i.e., is contact-engaged with the convex portion 33t.
[0029] The cam 33 has a hole 33e with which the shaft
54c of a deceleration mechanism 54 is engaged, and the
convex portion 33t has an inclination, the section of which
is semi-circular.
[0030] The cam follower 35 includes three circular cyl-
inders, i.e., a base cylinder 35a, intermediate cylinder
35b and tip cylinder 35c which are thicker in this order.

On the side of the base cylinder 35a, two guiding protru-
sions 37p are formed by stabbing a straight pin. In the
tip cylinder 35c, a screw hole 35e for fixing the common
portion 13g of the gripping finger 13 is made. The con-
cave portion 35u of the cam follower 35 has an inclination,
the section of which is elliptical so as to be engaged with
the inclination of the convex portion 33t of the cam 33
while defining a slight gap therebetween.
[0031] The driving section 50 includes a battery 53 for
generating a D.C. voltage which serves as a driving
source of the motor 52 and a decelerating mechanism
54 having a gear wheel 54g for decelerating the rotation
of the shaft 52a of the motor 52 at a prescribed deceler-
ation ratio. The deceleration mechanism 54 includes a
screw portion 54a for attachment and a shaft 54c. The
reason why the decelerating mechanism 54 is provided
is that the rotary speed of the motor 52 is decelerated to
a suitable value so as to adjust the moving speed of the
translational displacement in the common portion 13g of
the gripping finger 13, thereby making appropriate the
opening/closing speed of the gripping finger 13.
[0032] The reason why the decelerating mechanism
54 includes the gear wheel 54g is that even when the
power source of the motor 52 is interrupted by a switch
57 with the object gripped by the gripping finger 13, the
rotation of the motor 52 is kept in a stopping state, thereby
preventing the gripping finger 13 from shifting from the
closing state to the opening state.
[0033] Incidentally, the deceleration mechanism 54
may be e.g. a known planetary gear mechanism.
[0034] The switch 57 which serves as a switch means
is secured to the case section 60 and serves to connect/
disconnect the battery 53 of the D.C. power source to/
from the motor 52, thereby rotating and stopping the mo-
tor 52 so that with the polarity of the battery 53 being
unchanged, the motor 52 is rotated or stopped in a pre-
determined direction.
[0035] The compressive spring 22 which serves as an
elastic member is adapted so that by pushing the base
cylinder 35a of the cam follower 35 in a direction of arrow
A, the contour 33r of the cam 33 and the contour 35r of
the cam follower 35 are brought into contact with each
other. This intends to transmit surely the operation of the
cam 33 based on the rotation of the motor 52 to the cam
follower 35. In this way, in a state where the switch 57 is
off, i.e., the motor 52 is stopping, the compressive spring
22 presses the cam follower 35 in a direction of arrow A
so that when the convex portion 33t of the cam 33 is
engaged with the concave portion 35u of the cam follower
35, the common portion 13g of the gripping finger 13 is
pulled in the direction of arrow A, thereby causing the
gripping finger 13 to be closed to grip the object.
[0036] Namely, the gripping force of the gripping finger
13 depends on the spring force of the compressive spring
22, and the force of opening the gripping finger 13 de-
pends on the torque of the motor 52.
[0037] Referring to Figs. 1 and 2, an explanation will
be given of the operation of the electric tweezers con-
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structed as described above. Now, with the gripping fin-
ger 13 being opened, when an operator depresses the
switch 57, the voltage from the battery 53 is applied to
the motor 52 so that the motor 52 starts to rotate. By the
shaft 52a of the motor 52, the shaft 54c of the deceleration
mechanism 54 is rotated and simultaneously the cam 33
is rotated at the same speed in the same direction.
[0038] When the concave portion 35u of the cam fol-
lower 35 urged in the direction of arrow A by the com-
pressive spring 22 and the convex portion 33t of the cam
33 are sled to be engaged with each other, the common
portion 13g of the gripping finger 13 is pulled in the di-
rection of arrow A to move while it is translationally dis-
placed. As a result, the opposite V-shape pieces of the
gripping finger 13 are closed to grip the object.
[0039] Now, when the operator moves his hand off the
switch 57, the current flowing in the motor 52 is interrupt-
ed so that the rotation of the motor 52 stops. Then, the
gripping finger 13 tend to open owing to the spring force
of the V-shape pieces 13V of the gripping finger 13. In
this case, the rotation of the shaft 52a of the motor 52 is
inhibited owing to the friction force of the wheel gear 54g
of the deceleration mechanism 54. Therefore, the V-
shape pieces 13V of the gripping finger 13 remains
closed to maintain the gripping of the object.
[0040] Next, when the operator depresses the switch
57, as described above, the shaft 52a of the motor 52 is
rotated, and simultaneously the cam 33 is rotated at the
same speed in the same direction. When the convex por-
tion 33t of the cam 33 and the concave portion 35c of the
cam follower 35 are sledtobe disengaged from each oth-
er, the common portion 13g of the gripping finger 13 is
returned in the direction of arrow B to move while it is
translationally displaced. As a result, the opposite V-
shape pieces of the gripping finger 13 are opened to re-
lease the object.
[0041] Further, referring to mainly Figs. 2, 5 and 6, an
explanation will be given of the operation of attachment/
detachment of the finger unit 10 for the holder member
62. First, when attaching the finger unit 10 to the holder
member 62, as shown in Fig. 2, Fig. 6(a) and Fig. 6(b),
after the opening/closing direction at the tip portion of the
gripping finger 13 has been set at one of the directions
OC1 to OC3 in relation to the switch 57, for example, the
protrusive pieces 11t of the finger unit 10 are attached
to any one of the pairs of slits 62s1, 62s2 and 62s3 of
the holder member 62 which is suitable to the above
opening/closing direction. After the base member 11 of
the finger unit 10 has been attached to the holder member
62, the common portion 13g of the gripping finger 13 is
fixed to the hole 35e of the cam follower 35 using the
screw 15. In this way, the finger unit 10 is secured to the
holder member 62 so that one end portions of the gripping
finger 13 are secured to or coupled with the case section
60.
[0042] On the other hand, when detaching the finger
unit 10 from the holder member 62, by turning the screw
15 as shown in Fig. 2, Fig. 6 (a) and Fig. 6 (b), the common

portion 13g of the gripping finger 13 is separated from
the cam follower 35. Thereafter, the protrusive pieces
11t of the finger unit 10 are removed from the slits 62s
of the holder member 62.
[0043] In this embodiment, the position where the pro-
trusive pieces 11t of the finger unit 10 are secured to the
holder member 62 can be set to any one of the pairs of
slits 62s1 to 62s3 selected from a number of slits62s. For
this reason, the position where the finger unit 10 is se-
cured to the holder member 62 in relation to the switch
57 can be set at any of three steps (plural steps) selected
by the direction R of turning the finger unit 10 so that the
opening/closing direction of the gripping finger 13 is se-
lected to any of the plurality of directions OC1 to OC3.
Therefore, when the operator grips or releases the object
using the electric tweezers 1 held by his hand through
the opening/closing operation of the gripping finger 13
while operating the switch 57, the workability can be im-
proved.
[0044] Further, where the electric tweezers 1 is fixed
to e.g. a robot hand, the opening/closing direction of the
gripping finger 13 can be easily selected in a manner
described above.
[0045] Incidentally, in the embodiment described
above, the base member 11 is provided with the protru-
sive pieces 11t as convex portions whereas the holder
member 62 is provided with the convex/concave por-
tions, and the protrusive pieces 11t are securely engaged
with the convex/concave portions. However, the base
member 11 may be provided with concave portions (in-
clusive of holes) which are securely engaged with the
above concave/convex portions.
[0046] Further, since the gripping finger 13 is opened/
closed by the unidirectional rotation of the motor 52, the
operator is free from the finger force for opening/closing
the tweezers to grip the object such as a component.
[0047] Further, the unidirectional rotation of the motor
52 is transformed into the translational displacement in
a prescribed reciprocating direction by the transformation
mechanism 30 so that the opening/closing quantity of the
gripping finger 13 can be made constant. Particularly,
the electric tweezers 1 is suitable to the uses of gripping/
releasing the objects having the same shape. In addition,
the switch 57 does not have a function of changing the
polarity of the battery 53 in order to make normal/reverse
rotation of the motor so that the wiring can be made easily.
[0048] Additionally, the transformation mechanism 30
in the first embodiment includes the cam 33 coupled with
a shaft 52a of the motor 52 and having the lifting portion
of the first convex portion 33t (or first concave portion);
and the cam follower 35 which is coupled with the other
end portion 13g to transform the unidirectional rotation
of the cam 33 into the translational displacement in the
predetermined direction for the other end portion 13g and
has the second concave portion 33u (or second convex
portion) corresponding to the lifting portion. Such tweez-
ers 1 can provide the transformation mechanism 30 hav-
ing a simple structure for the unidirectional rotation of the
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motor 52 to be transformed into the translational dis-
placement in the predetermined direction for the other
end portion 13g of the gripping finger 13.
[0049] Further, in accordance with the first embodi-
ment, the elastic member (compressive spring) 22 can
be provided which is housed in the case section 60 cou-
pled with the holder member 62 and serves to bring the
lifting portion and the second concave portion 33u (or
second convex portion) into contact with each other by
pushing the cam 33 or cam follower 35.
[0050] In accordance with such tweezers, by bringing
the cam 33 and the cam follower 35 into contact with
each other using the elastic member, the operation of
the cam 33 by the rotation of the motor 52 can be securely
transmitted to the cam follower 35 so that the opening/
closing operation of the electric tweezers 1 can be surely
made.
[0051] Referring to Figs. 7 and 8, an explanation will
be given of an embodiment of this invention. Fig. 7 is a
plan view of a base member. Fig. 8 is a perspective view
for explaining the attachment/detachment between the
base member and a holder member.
[0052] In the first embodiment, the opening/closing di-
rection of the gripping finger 13 could be selected. In this
embodiment, the selection can be made continuously.
[0053] In Figs. 7 and 8, a base member 211 is formed
in a flat washer shape. The base member 211 has a
substantially circular outer periphery (outer edge) and a
hole 211e formed at the center. Like the first embodiment,
the base member 211 has two recesses 211c which are
to be engaged with the gripping finger 13 while the one
end portion thereof is nipped.
[0054] Each of slits 211s of the base member 211 is
composed of a horizontal slit 211h which is horizontally
recessed toward the inside of the central portion and an
arc-shaped slit 211L which communicates with the hor-
izontal slit 211h. On the side of the horizontal slit 211h,
a protrusion 211t is formed which slightly protrudes from
the circular outer periphery of the base member 211 to
provide elasticity which is given when the protrusion 211t
is pressed to move inwardly.
[0055] The holder member 262 has a cylindrical por-
tion 262y formed at the tip and a pair of concave portions
262s formed in the cylindrical portion 262y. The diameter
of the cylindrical portion 262y is made slightly smaller
than the width of the protrusions 211t of the base member
211. The protrusions 211t are elastically deformed in-
ward when they are pressed, to engage and fix the base
member 211 with the cylindrical portion 262y of the holder
member 262.
[0056] Next referring to Figs. 7 and 8, an explanation
will be given of the operation of attachment/detachment
of the finger unit 210 for the holder member 262. First,
when attaching the finger unit 210 to the holder member
262, after the opening/closing direction of the gripping
finger 13 has been roughly determined e.g. in relation to
the position of the switch 57, when the protrusions 211t
of the finger unit 210 are engaged with the cylindrical

portion 262y of the holder member 262 while they are
nipped, the finger unit 210 is attached to the holder mem-
ber 262. Thus, the opening/closing direction of the grip-
ping finger 13 is set in a nearly desired direction. In order
to adjust the opening/closing direction of the gripping fin-
ger 13, with a rod-like member (not shown) being inserted
into the slit 211L of the base member 211, the base mem-
ber 211 is rotated by sliding so that the gripping finger
13 is moved to the desired position, thereby fixedly en-
gaging the finger unit 210 with the holder member 262.
After such engagement, the common portion 13g of the
gripping finger 13 is fixed to the hole 35e of the cam
follower 35 using the screw 15, thus completing the at-
tachment of the finger unit 210.
[0057] On the other hand, when detaching the finger
unit 210 from the holder member 262, as shown in Fig.
2, Fig. 8(a) and Fig. 8(b), after the common portion 13g
of the gripping finger 13 has been separated from the
cam follower 35 by turning the screw 15, the tip of a con-
ical jig (not shown) is put on the lower end of the base
member 211 from the concave portion 262u of the holder
member 262 to forcibly open, thereby detaching the fin-
ger unit 210.
[0058] As described above, in accordance with this
embodiment, the position where the finger unit 210 is
attached to the holder member 262 can be rotationally
shifted along the cylindrical portion 262y of the holder
member 262 using the elastic protrusions 211t of the
base member 211. For this reason, by turning the finger
unit 210 with respect to the holder member 262 in view
of the position of the switch 57, the position where the
finger unit 210 is fixed can be continuously selected.
Thus, the opening/closing direction of the gripping finger
13 of the finger unit 210 can be continuously selected.
Therefore, when the operator grips or releases the object
using the electric tweezers held by his hand 1 through
the opening/closing operation thereof while operating the
switch 57, the workability can be improved.
[0059] Further, where the electric tweezers 1 is fixed
to e.g. a robot hand, the opening/closing direction of the
gripping finger 13 can be easily selected in a manner
described above.
[0060] Referring to Figs. 9 and 10, an explanation will
be given of another embodiment of tweezers. Fig. 9 is a
plan view of a base member, and Fig. 10 is an exploded
front view including a partial section of each of a finger
unit, a magnet member and a holder member.
[0061] This embodiment intends to select the opening/
closing direction of the gripping finger 13 continuously,
and also facilitate the attachment/detachment between
a finger unit 310 (gripping finger 13) and a holder member
362.
[0062] In Figs. 9 and 10, a base member 311 is made
of a magnetic substance such as iron, and formed in a
ring-shape having a hole in the center. The base member
311 has two recesses 311c which are to be engaged with
the gripping finger 13 while the one end portions of the
gripping finger 13 are nipped.
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[0063] The holder member 362 has a shape similar to
that in the second embodiment, i.e. includes a cylindrical
portion 362y formed at the tip, a pair of concave portions
362s formed in the cylindrical portion 262, and a cylin-
drical concave portion 362z which is formed in a ring-
shape having a hole at the center at the inner part com-
municating with the cylindrical portion 362y. To the cy-
lindrical concave portion 362z, a magnetic member 303
made of a permanent magnet is fixed by use of an ad-
hesive.
[0064] Referring to Figs. 2, 9 and 10, an explanation
will be next given of the attachment/detachment opera-
tion of the finger unit 310 for the holder member 362.
First, when attaching the finger unit 310 to the holder
member 362, after the opening/closing direction of the
gripping finger 13 has been roughly determined e.g. in
relation to the position of the switch 57, the finger unit
310 is placed on the ring-shaped member 303 so that
the base member 311 is attached to the holder member
362 through the magnetic member 303. Thus, the open-
ing/closing direction of the gripping finger 13 is set in a
nearly desired direction. In order to adjust the opening/
closing direction (rotating direction) of the gripping finger
13, the gripping finger 13 is moved to a desired position
while the finger unit 310 is rotated relatively to the mag-
netic member 303, so that the finger unit 310 is fixed to
the holder 362 through the ring-shaped member 303. Af-
ter such fixing, the common portion 13g of the gripping
finger 13 is fixed to the hole 35e of the cam follower 35
using the screw 15.
[0065] On the other hand, when detaching the finger
unit 310 from the holder member 362, as shown in Fig.
2, after the common portion 13g of the gripping finger 13
has been separated from the cam follower 35 by turning
the screw 15, the tip of a conical jig (not shown) is put on
the lower end of the base member 211 from the concave
portion 362z of the holder member 362 to forcibly open,
thereby detaching the finger unit 310.
[0066] As described above, in accordance with this
embodiment, the position where the finger unit 310 is
attached to the holder member 362 can be rotationally
shifted continuously along the holder member 362
through the magnetic member 303. For this reason, for
example, in relation to the position of the switch 57, the
opening/closing direction of the gripping finger 13 can be
continuously selected. In addition, the attachment be-
tween the base member 311 and holder member 362
can be made easily. Therefore, when the operator grips
or releases the object using the electric tweezers 1 held
by his hand 1 through the opening/closing operation
thereof while operating the switch 57, the workability can
be improved.
[0067] Further, where the electric tweezers 1 is fixed
to e.g. a robot hand, the opening/closing direction of the
gripping finger 13 can be easily selected in a manner
described above.
[0068] Referring to Figs. 11 and 12, an explanation will
be given of a further embodiment Tweezers. Fig. 11 is a

plan view (a) and a front sectional view (b) of a holding
nut. Fig. 12 is an exploded front view for explaining the
operation of mounting a finger unit in a holder member
using the holding nut.
[0069] In Figs. 11 and 12, a holder member 462 in-
cludes a cylindrical portion for screwing in which a cylin-
drical portion 462y formed at the tip and a 462n commu-
nicating with the cylindrical portion 462y and having an
outer periphery slightly larger than that of the cylindrical
portion 462y are made. The cylindrical portion 462y has
an inner periphery slightly larger than the outer periphery
of the base member 311, and the cylindrical portion 462y
has a depth of the inner concave portion which is slightly
shallower than the thickness of the base member 311.
The former item intends to facilitate attachment/detach-
ment of the base member 311, whereas the latter item
intends to press and fix the base member 311 using the
inside of the holding nut 413.
[0070] The holding nut 413 which acts as the member
for fixing is formed in a substantially cup shape, and has
a hole 413e made at the center through which the grip-
ping finger 13 is passed and a screw 413a formed on the
inner wall of the inside, which is to be screwed with a
screw 462n of the holder member 462.
[0071] By screwing the holding nut 413 with the screw
462n of the holder member 462, the upper outer edge of
the base member 311 inserted in the cylindrical portion
462y is pressed and secured to the holder member 462.
[0072] Next, referring to Figs. 2, 11 and 12, an expla-
nation will be given of the attachment/detachment oper-
ation of the finger unit 310 for the holder member 462.
First, when attaching the finger unit 310 to the holder
member 462, after the opening/closing direction of the
gripping finger 13 has been roughly determined e.g. in
relation to the position of the switch 57, the finger unit
310 is placed on the cylindrical portion 462y of the holder
member 462 and the screw 413a of the holding nut 413
is screwed with the screw 462n of the holder member
462 so that the base member 311 is attached to the holder
member 462. After such fixing, as shown in Fig. 2, the
common portion 13g of the gripping finger 13 is fixed to
the hole 35e of the cam follower 35 using the screw 15.
[0073] On the other hand, when detaching the finger
unit 310 from the holder member 462, as shown in Fig.
2, after the common portion 13g of the gripping finger 13
has been separated from the cam follower 35 by turning
the screw 15, by free dropping, the finger unit 310 is de-
tached from the cylindrical portion 462y of the holder
member 462.
[0074] As described above, in accordance with this
embodiment, the position where the finger unit 310 is
attached to the holder member 462 can be rotationally
shifted continuously so that the finger unit 310 is secured
to the desired position using the holding nut 413. For this
reason, for example, in relation to the position of the
switch 57, the opening/closing direction of the gripping
finger 13 of the finger unit 310 with respect to the holder
member 462 can be continuously selected. Therefore,

11 12 



EP 1 584 414 B1

8

5

10

15

20

25

30

35

40

45

50

55

when the operator grips or releases the object using the
electric tweezers 1 held by his hand through the opening/
closing operation thereof while operating the switch 57,
the workability can be improved.
[0075] Further, where the electric tweezers 1 is fixed
to e.g. a robot hand, the opening/closing direction of the
gripping fingers 13 can be easily selected in a manner
described above.

Industrial Applicability

[0076] As understood from the description hitherto
made, the electric tweezers according to this invention
is suitable to grip or release an object.

Claims

1. Electric tweezers (1) comprising:

a motor (32);
a gripping member (13) for releasing and grip-
ping an object, the gripping member (13) having
one end portion and the other end portion (13g)
that enlarges a quantity of opening and closing
of a tip portion (13x) according to a quantity of
translational displacement of reciprocation;
a base member (11) having an engagement por-
tion (11c) to be engaged with the one end portion
(13g) of the gripping member (13);
a holder member (62) for fixedly coupling the
one end portion (13g), the holder member (62)
having a penetrating hollow cylindrical portion
(62a);
a switch means (57) for rotating and stopping
the motor (52);
a transformation mechanism (30) accommodat-
ed in the holder member (62) and coupled with
a shaft (52a) of the motor (52), the transforma-
tion mechanism (30) transforming a rotation of
the motor (30) in one direction into a quantity of
translational displacement in a predetermined
reciprocating direction with respect to the other
end portion (13g) of the gripping member (13);
and
an attaching means capable of detachably at-
taching the base member (11) to a plurality of
different positions relative to the holder member
(62), characterized in that
the base member (11) has an outer edge that is
substantially circular and slits (11g) that are
compressed when the outer edge is pressed,
and serves as the attaching means; and
the holder member (62) has a cylindrical portion
(62a) to be fixedly engaged with the outer edge
of base member (11), and serves as the attach-
ing means.

2. The electric tweezers (1) according to claim 1, char-
acterized in that the attaching means has a plurality
of concave/convex portions provided in the holder
member (62) and convex or concave portions pro-
vided in the base member (11).

3. The electric tweezers (1) according to claim 1, char-
acterized in that the attaching means couples the
holder member (62) and the base member (11)
through a magnetic member (303) made of a per-
manent magnet.

4. The electric tweezers (1) according to claim 1, char-
acterized in that the attaching means includes a
screw (462n) formed on an outer periphery of the
holder member (462) and a fixing member (413)
screwed to the screw (462n) to fix the base member
(311).

Patentansprüche

1. Elektrische Pinzette (1), mit:

einem Motor (32),
einem Greifelement (13) zum Freigeben und
Greifen eines Objekts, wobei das Greifelement
(13) einen Endabschnitt und den anderen End-
abschnitt (13g) aufweist, der eine Größe des
Öffnens und Schließens eines Spitzenab-
schnitts (13x) gemäß einer Größe einer trans-
latorischen Hin-und-Herbewegungs-Auslen-
kung vergrößert,
einem Basiselement (11), das einen Eingriffs-
abschnitt (11c) aufweist, der mit dem einen End-
abschnitt (13g) des Greifelements (13) in Ein-
griff zu bringen ist,
einem Halteelement (62) zum festen Koppeln
des einen Endabschnitts (13g), wobei das Hal-
teelement (62) einen eindringenden, hohlen Zy-
linderabschnitt (62a) aufweist,
einem Schaltmittel (57) zum Drehen und Anhal-
ten des Motors (52),
einem Umwandlungsmechanismus (30), der im
Halteelement (62) aufgenommen und mit einer
Welle (52a) des Motors (52) gekoppelt ist, wobei
der Umwandlungsmechanismus (30) eine Dre-
hung des Motors (30) in einer Richtung in eine
Größe der translatorischen Auslenkung in einer
vorbestimmten Hin-und-Herbewegungsrich-
tung bezüglich des anderen Endabschnitts
(13g) des Greifelements (13) umwandelt, und
einem Anbringungsmittel, welches das Basi-
selement (11) an einer Vielzahl von verschiede-
nen Positionen relativ zum Halteelement (62)
abnehmbar anbringen kann, dadurch gekenn-
zeichnet, dass
das Basiselement (11) eine Außenkante, die im
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Wesentlichen kreisförmig ist, und Schlitze (11g)
aufweist, die komprimiert werden, wenn die Au-
ßenkante gedrückt wird, und als das Anbrin-
gungsmittel dient, und
das Halteelement (62) einen Zylinderabschnitt
(62a) aufweist, der mit der Außenkante des Ba-
siselements (11) fest in Eingriff zu bringen ist,
und als das Anbringungsmittel dient.

2. Elektrische Pinzette (1) gemäß Anspruch 1, da-
durch gekennzeichnet, dass das Anbringungsmit-
tel eine Vielzahl von konkaven/ konvexen Abschnit-
ten, die im Halteelement (62) vorgesehen sind, und
konvexe oder konkave Abschnitte aufweist, die im
Basiselement (11) vorgesehen sind.

3. Elektrische Pinzette (1) gemäß Anspruch 1, da-
durch gekennzeichnet, dass das Anbringungsmit-
tel das Halteelement (62) und das Basiselement (11)
durch ein magnetisches Element (303) koppelt, das
aus einem Permanentmagneten gefertigt ist.

4. Elektrische Pinzette (1) gemäß Anspruch 1, da-
durch gekennzeichnet, dass das Anbringungsmit-
tel eine Schraube (462n) aufweist, die am Außen-
umfang des Halteelements (462) ausgebildet ist,
und ein Fixierelement (413) aufweist, das an der
Schraube (462n) angeschraubt ist, um das Basisele-
ment (311) zu fixieren.

Revendications

1. Brucelles électriques (1) comprenant :

un moteur (32) ;
un élément de saisie (13) pour libérer et saisir
un objet, l’élément de saisie (13) ayant une par-
tie d’extrémité et l’autre partie d’extrémité (13g)
qui agrandit une quantité d’ouverture et de fer-
meture d’une partie de bout (13x) selon une
quantité de déplacement en translation de va et
vient ;
un élément de base (11) ayant une partie de
mise en prise (11c) pour être en prise avec la
partie d’extrémité (13g) de l’élément de saisie
(13) ;
un élément de support (62) pour coupler de ma-
nière fixe la partie d’extrémité (13g), l’élément
de support (62) ayant une partie cylindrique
creuse pénétrante (62a) ;
un moyen formant commutateur (57) pour me-
ner en rotation et arrêter le moteur (52) ;
un mécanisme de transformation (30) logé dans
l’élément de support (62) et couplé à un arbre
(52a) du moteur (52), le mécanisme de trans-
formation (30) transformant une rotation du mo-
teur (30) dans une direction en une quantité de

déplacement de translation dans une direction
de va et vient prédéterminée par rapport à l’autre
partie d’extrémité (13g) de l’élément de saisie
(13) ; et
un moyen d’attache capable d’attacher de façon
amovible l’élément de base (11) à une pluralité
de positions différentes par rapport à l’élément
de support (62), caractérisées en ce que
l’élément de base (11) a un bord extérieur qui
est sensiblement circulaire et des fentes (11g)
qui sont comprimées lorsque le bord extérieur
est pressé, et sert de moyen d’attache ; et
l’élément de support (62) a une partie cylindri-
que (62a) pour être en prise de manière fixe avec
le bord extérieur d’élément de base (11), et sert
de moyen d’attache.

2. Brucelles électriques (1) selon la revendication 1,
caractérisées en ce que le moyen d’attache a une
pluralité de parties concaves / convexes prévues
dans l’élément de support (62) et des parties conve-
xes ou concaves prévues dans l’élément de base
(11).

3. Brucelles électriques (1) selon la revendication 1,
caractérisées en ce que le moyen d’attache relie
l’élément de support (62) et l’élément de base (11)
par l’intermédiaire d’un élément magnétique (303)
fait d’un aimant permanent.

4. Brucelles électriques (1) selon la revendication 1,
caractérisées en ce que le moyen d’attache inclut
une vis (462n) formée sur une périphérie extérieure
de l’élément de support (462) et un élément de fixa-
tion (413) vissé à la vis (462n) pour fixer l’élément
de base (311).
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