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Description 

Background  of  the  Invention 

The  present  invention  relates  to  a  cell  culturing 
apparatus  and  call  culturing  method  for  culturing 
zooblast  or  animal  cell,  microorganizm  and  fungus, 
and  plant  structural  piece. 

Generally,  for  the  above  cell  cultivations,  cul- 
ture  medium  is  supplied  to  a  culturing  container 
such  as  a  roller  bottle  and  a  tray  etc.,  and  cell  is 
inoculated  thereon.  Thereafter,  such  culturing  con- 
tainer  is  placed  in  a  culturing  rack  at  a  constant 
temperature  for  a  predetermined  period  of  time  for 
promoting  the  cell  cultivation.  Upon  completion  of 
the  cultivation,  the  culturing  container  is  discharged 
from  the  culturing  rack,  for  collecting  cultured  cell 
and  its  metabolic  substance. 

A  system  for  automatically  handling  the  cultur- 
ing  containers  has  been  proposed  in  commonly 
assigned  US  application  serial  No:  099,  341  filed 
on  September  21,1987  or  European  Patent  Ap- 
plication  No:  87113905.1  filed  September  23,1987 
(publication  No:  EP-A-026159).  In  this  handling  sys- 
tem,  filling  and  exchange  of  culture  medium  and 
cell  relative  to  the  culturing  containers  are  auto- 
matically  performed. 

In  this  proposal,  automatic  filling  of  the  cell  and 
culture  medium  into  the  culturing  containers  and 
automatic  discharge  of  these  from  the  containers 
are  attainable,  and  therefore,  container  handling 
efficiency  can  be  improved.  However,  after  these 
container  handling  operation,  it  is  necessary  to 
transfer  the  processed  containers  into  the  culturing 
racks,  and  prior  to  the  container  handling  operation 
it  is  necessary  to  transfer  the  containers  after  cul- 
turing  from  the  racks  to  the  handling  system.  For 
this,  personnel  manually  inserts  the  containers  into 
the  racks  for  culturing,  and  manually  discharge  the 
container  from  the  rack  after  culturing  and  manually 
inserts  the  same  into  the  handling  system. 

In  this  case,  since  an  interior  space  of  culturing 
chamber  has  a  temperature  about  37  °C  which 
temperature  is  higher  than  bodily  temperature, 
such  manual  labours  may  cause  pain  to  the  per- 
sonnel.  As  a  result,  such  manual  operations  may 
degrade  resultant  container  handling  and  transfer- 
ring  efficiency,  and  overall  processes  may  become 
costly.  Further,  there  is  a  fear  for  the  personnel  to 
undergo  contamination  by  various  bacilli  if  he 
works  in  the  culturing  chamber  for  a  long  time. 
Therefore,  long  demand  has  been  made  for  auto- 
matically  conducting  entire  processing  with  pre- 
venting  the  personnel  from  entering  the  culturing 
chamber. 

SUMMARY  OF  THE  INVENTION 

It  is  therefore  an  object  of  the  present  invention 
to  overcome  the  above-described  drawbacks  and 

5  disadvantages  and  to  provide  improved  cell  cultur- 
ing  apparatus  and  cell  culturing  method. 

Another  object  of  this  invention  is  to  provide 
such  apparatus  and  method  capable  of  performing 
efficient  processing  to  culturing  containers  while 

io  preventing  a  personnel  from  contamination  with 
bacille. 

According  to  the  invention,  there  is  provided  a 
cell  culturing  apparatus  which  uses  culturing  con- 
tainers  containing  therein  cells  and  culture  medium 

75  for  cell  culturing,  characterised  by: 
a  rack  supporting  apparatus  comprising  a  loop 

tracking  means  and  a  plurality  of  culturing  racks 
each  connected  one  after  another  in  series  and 
adapted  to  travel  on  said  loop  tracking  means, 

20  each  of  said  racks  accommodating  therein  said 
culturing  containers  for  cell  culturing; 

an  infeed  station  disposed  at  a  position  along- 
side  said  loop  tracking  means  for  automatically 
supplying  said  culturing  containers  into  said  cultur- 

25  ing  racks,  said  infeed  station  comprising  an  infeed 
lifter  which  is  vertically  movable  for  temporarily 
mounting  thereon  said  culturing  containers  in  order 
to  supply  the  culturing  containers  into  said  cultur- 
ing  racks,  a  posture  changing  mechanism  compris- 

30  ing  arcuate  guide  members  having  a  lower  end 
positioned  in  the  vicinity  of  said  infeed  conveyor 
and  an  upper  end  directed  toward  said  infeed  lifter, 
an  infeed  pusher  for  pushing  predetermined  num- 
bers  of  said  culturing  containers  carried  on  said 

35  infeed  conveyor  toward  said  guide  members, 
means  for  moving  said  containers  along  said  ar- 
cuate  guide  members  and  turning  the  containers 
from  an  upstanding  posture  to  a  horizontal  posture; 
and 

40  a  discharge  station  disposed  at  a  position 
alongside  said  loop  tracking  means  for  automati- 
cally  discharging  said  culturing  containers  which 
have  been  subject  to  culturing  from  said  culturing 
racks,  said  discharge  station  comprising  a  dis- 

45  charge  lifter  which  is  vertically  movable  for  tem- 
porarily  mounting  thereon  said  culturing  containers 
in  order  to  discharge  the  culturing  containers  from 
said  culturing  rack  and  an  upstanding  mechanism 
disposed  adjacent  said  discharge  lifter  for,  after 

50  travel  of  said  containers  through  said  discharge 
lifter,  upstanding  said  culturing  containers  which 
have  been  lying  in  said  horizontal  disposition  in 
said  culturing  racks. 

The  posture  changing  mechanism  may  com- 
55  prise  arcuate  guide  members  having  a  lower  end 

positioned  in  the  vicinity  of  said  infeed  conveyor 
and  an  upper  end  directed  toward  said  infeed  lifter, 
a  chain  disposed  along  said  arcuate  guide  mem- 
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bers,  said  chain  integrally  providing  a  support 
member,  and  an  infeed  pusher  for  pushing  pre- 
determined  numbers  of  said  culturing  containers 
carried  on  said  infeed  conveyor  toward  said  guide 
members,  said  support  member  carrying  said  con-  5 
tainers  being  pushed  by  said  infeed  pusher  and 
moving  the  same  along  said  guide  members, 
gradually  inclining  said  containers  toward  a  hori- 
zontal  posture. 

Alternatively  the  posture  changing  mechanism  10 
may  comprise  arcuate  guide  members  having  low- 
er  end  positioned  in  the  vicinity  of  said  infeed 
conveyor  and  an  upper  end  directed  toward  said 
infeed  lifter,  an  infeed  pusher  for  pushing  predeter- 
mined  numbers  of  said  culturing  containers  carried  is 
on  said  infeed  conveyor  toward  said  guide  mem- 
bers,  a  container  infeed  unit  adapted  to  move  said 
culturing  containers  along  said  arcuate  guide  mem- 
bers  causing  said  culturing  containers  to  fall  from 
their  upstanding  posture  to  a  horizontal  posture,  20 
said  container  infeeding  unit  comprising;  a  support- 
ing  plate  positioned  outside  said  arcuate  guide 
members  for  supporting  the  bases  of  said  culturing 
containers;  support  arms  supporting  said  support- 
ing  plate  and  swingably  movable  between  their  25 
horizontal  and  vertical  postures  aid  containers  sup- 
ported  on  said  supporting  plate  being  gradually 
inclined  toward  a  horizontal  posture  during  their 
travel  on  said  guide  members  by  an  upward  swing- 
ing  movement  of  said  support  arms.  30 

These  and  other  objects  of  this  invention  will 
become  more  apparent  from  the  detailed  descrip- 
tion  of  particular  embodiments  with  reference  to 
accompanying  drawings. 

35 
BRIEF  DESCRIPTION  OF  THE  INVENTION 

In  the  accompanying  drawings; 
Fig  1  is  a  schematic  plan  view  showing  a  cell 
culturing  apparatus  according  to  one  embodi-  40 
ment  of  this  invention. 
Fig  2  is  a  schematic  plan  view  of  the  cell  cultur- 
ing  apparatus  particularly  showing  container  in- 
feed  and  discharge  stations  according  to  one 
embodiment  of  this  invention;  45 
Fig.  3  is  a  side  elevational  view  showing  a  rack 
supporting  apparatus  of  this  invention; 
Fig.  4  is  a  front  elevational  view  showing  the 
rack  supporting  apparatus  shown  in  Fig.  3; 
Fig.  5  is  a  plan  view  showing  a  drive  means  for  so 
driving  the  culturing  racks; 
Fig.  6  is  an  illustration  showing  the  relationship 
between  the  culturing  racks  and  chains  fixedly 
secured  thereto; 
Fig.  7  is  a  side  elevational  view  of  the  infeed  55 
station;  and,  Fig.  8  is  an  enlarged  side 
elevational  view  showing  the  infeed  station; 

Fig.  9  is  a  front  elevational  view  showing  an 
infeed  lifter; 
Fig.  10  is  a  side  view  showing  a  push-drive 
mechanism  mounted  on  the  infeed  lifter; 
Fig.  11  is  a  side  view  showing  transferring  plates 
disposed  on  the  infeed  lifter; 
Fig.  12  shows  an  arrangement  of  guide  mem- 
bers; 
Fig.  13  is  a  top  view  showing  arrangement  of 
culturing  containers  upstandingly  aligned  one 
after  another  at  the  infeed  station; 
Fig.  14  is  a  side  view  of  the  culturing  container 
partially  cut  away; 
Fig.  15  is  a  front  elevational  view  showing  an 
infeed  stop  member; 
Fig.  16  is  an  explanatory  illustration  showing  a 
transfer  of  the  culturing  container  from  the  in- 
feed  lifter  to  the  rack; 
Fig.  17  is  an  explanatory  illustration  as  viewed 
from  a  front  side  of  the  container  in  its  transfer- 
ring  state  shown  in  Fig.  16; 
Fig.  18  is  a  side  view  showing  an  infeed  station 
according  to  a  modified  embodiment  of  this 
invention: 
Fig.  19  is  a  front  elevational  view  showing  the 
culturing  rack;  and,  Fig.  20  is  a  side  elevational 
view  of  the  rack  shown  in  Fig.  19; 
Fig.  21  is  a  front  elevational  view  particularly 
showing  a  mechanism  for  driving  rollers  in  the 
rack;  and,  Fig.  22  is  a  side  elevational  view  of 
the  rack  and  the  roller  driving  mechanism  those 
shown  in  Fig.21  ; 
Fig.  23  is  a  front  elevational  view  showing  the 
culturing  rack  in  which  a  power  transmission 
mechanism  of  the  roller  driving  mechanism  is 
delineated; 
Fig.  24  is  a  front  elevational  view  showing  a 
mechanism  for  driving  rollers  in  the  rack  accord- 
ing  to  a  modified  embodiment  of  this  invention; 
Fig.  25  is  a  side  elevational  view  showing  the 
roller  driving  mechanism  shown  in  Fig.  24; 
Fig.  26  is  a  side  elevational  view  showing  the 
discharge  station; 
Fig.  27  is  an  enlarged  side  elevational  view 
showing  a  discharge  lifter  in  the  discharge  sta- 
tion; 
Fig.  28  is  a  plan  view  showing  a  telescopic 
discharge  mechanism;  and,  Fig.  29  is  a  side 
view  of  the  telescopic  discharge  mechanism 
shown  in  Fig.  28; 
Fig.  30  is  a  front  elevational  view  showing  a 
discharge  lifter; 
Fig.  31  is  a  side  view  showing  a  driving  unit  of  a 
clearing  mechanism  mounted  on  the  discharge 
lifter; 
Fig.  32  is  a  side  view  showing  transferring  plates 
disposed  on  the  discharge  lifter; 
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Fig.  33  is  a  front  view  showing  a  stop  member 
fixed  to  the  discharge  lifter; 
Fig.  34  is  an  explanatory  illustration  showing  a 
transfer  of  the  culturing  container  from  the  cul- 
turing  rack  to  the  discharge  lifter; 
Fig.  35  is  an  explanatory  illustration  showing  a 
transfer  of  the  culturing  container  from  the  dis- 
charge  lifter  to  an  upstanding  mechanism; 
Fig.  36  is  an  illustration  showing  a  front  end  part 
of  the  upstanding  mechanism  shown  in  Fig.  27; 
Fig.  37  is  a  side  elevational  view  showing  an 
upstanding  mechanism  according  to  a  modified 
embodiment  of  this  invention; 
Fig.  38  is  an  elevational  view  as  viewed  from 
running  direction  of  the  racks  and  showing  in- 
feed  and  discharge  stations  according  to  a 
modified  embodiment  of  this  invention; 
Fig.  39  is  a  plan  view  showing  a  container 
handling  station; 
Fig.  40  is  a  operational  diagram  in  the  container 
handling  station; 
Figs.  41  through  45  are  flow-charts  showing 
infeed  operation  mode,  discharge  operation 
mode,  simulteneous  infeed  and  discharge  op- 
eration  mode,  inspection  operation  mode,  and 
back-up  operation  mode,  respectively; 
Fig.  46  is  a  plan  view  showing  a  cell  culturing 
apparatus  according  to  another  embodiment  of 
this  invention;  and, 
Fig.  47  is  a  partial  cross-sectional  view  taken 
from  Fig.  46. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENTS 

One  embodiment  according  to  this  invention 
will  now  be  described  with  reference  to  accom- 
panying  drawings. 

General  Arrangement 

A  cell  culturing  apparatus  according  to  the  em- 
bodiment  shown  in  Figs.  1  thru  2  is  adapted  to 
perform  cell  culturing  and  exchange  with  respect  to 
rotary  cylinder  type  cell  culturing  containers  (roller 
bottles)  1  in  which  culture  medium  and  cells  are 
contained.  The  cell  culturing  apparatus  generally 
includes  a  handling  station  2,  an  infeed  station  4,  a 
rack  supporting  apparatus  S  including  a  rotary  type 
culturing  racks  5,  and  a  discharge  station  6.  In  the 
handling  station,  filling  of  culture  medium  into  the 
roller  bottles,  cell  inoculation,  and  rinsing  of  the 
roller  bottles  are  performed.  The  roller  bottles  con- 
taining  therein  the  cells  and  culture  medium  are 
automatically  supplied  from  the  handling  station  2 
to  the  infeed  station  4  by  an  infeed  conveyor  3, 
and  the  culturing  containers  1  are  transferred  from 
the  infeed  station  to  the  rotary  culturing  racks  5 

which  are  movable  on  a  loop  path  of  the  rack 
supporting  apparatus  S.  During  the  travel  of  the 
racks,  cell  culturing  is  promoted  in  the  roller  bottles 
1  .  The  culturing  containers  1  are  then  automatically 

5  discharged  from  the  culturing  racks  5  to  the  dis- 
charge  station  2  and  are  transferred  to  the  handling 
station  2  by  a  discharging  conveyor  7.  In  the  han- 
dling  station  2,  the  cultured  cells  are  removed  from 
the  containers  1,  and  the  bottles  are  subjected  to 

io  insertion  of  new  cells  and  cluture  medium. 
The  rack  supporting  apparatus  S  connects  a 

plurality  of  racks  5  one  after  another  in  the  loop 
tracking  path.  As  shown  in  Fig.  4,  a  base  frame  204 
vertically  extend  at  longitudinal  ends  of  the  loop 

is  path,  and  hexagonal  sprokects  36,  36  are  disposed 
at  the  longitudinal  ends.  At  the  upper  lateral  sides 
of  the  base  frame  204,  a  guide  rail  202  is  installed. 
Each  of  the  racks  5  is  provided  with  a  roller  35  at 
its  upper  portion  thereof  which  roller  35  is  en- 

20  gageable  with  the  guide  rail  202.  Further,  a  contact 
rod  200  extends  from  each  upper  surface  of  the 
racks  5.  The  contact  rod  200  is  in  contact  with  an 
electrical  power  supply  unit  206  extending  from  the 
upper  portion  of  the  vertical  frame  204.  As  shown 

25  in  Figs.  6  and  7,  the  power  supply  unit  206  and  the 
contact  rod  200  serve  to  supply  electrical  current  to 
a  motor  39  for  rotating  rollers  41  which  support  the 
culturing  containers  and  rotate  the  culturing  con- 
tainers  about  their  axes  in  the  culturing  rack  5.  The 

30  motor  39  and  the  rollers  41  will  be  described  in 
detail  later.  Each  of  the  culturing  racks  5  has  a 
lower  surface  provided  with  a  roller  34  which  runs 
on  a  rail  32  installed  on  a  floor. 

As  shown  in  Figs.  4  thru  6,  elongated  chain  C 
35  is  fixedly  secured  to  a  lower  inside  face  of  each  of 

the  racks  5.  Each  of  the  chains  C  is  connected 
together  by  a  pin  a.  Each  of  the  pins  a  is  en- 
gageable  with  a  recess  36a  formed  at  a  corner 
portion  of  the  hexagonal  sprocket  36.  The  elon- 

40  gated  chain  and  the  recess  36a  of  the  sprocket  36 
define  a  temporarily  stational  position  of  the  rack  5 
as  shown  in  Fig.  5  when  one  of  the  racks  5  is  at  a 
position  completely  confronting  the  one  side  of  the 
sprocket  36.  The  sprocket  36  is  connected  to  a 

45  drive  motor  M  through  an  endless  chain  203.  Upon 
rotation  of  the  motor  M,  each  of  the  culturing  racks 
5  is  displaceable  on  a  loop  tracking  rail  32. 

During  travel  of  the  culturing  containers  1  from 
the  handling  station  2  to  the  infeed  station  4,  the 

50  containers  1  are  maintained  in  upstanding  posture 
on  the  infeed  conveyor  3  which  extends  out  of  the 
handling  station  2.  Between  the  handling  station  2 
and  the  infeed  station  4  and  on  the  path  of  the 
conveyor  3,  a  star  wheel  8  is  disposed  which  has 

55  five  recesses  successively  formed  on  the  circum- 
ferential  surface  thereof  so  as  to  provide  a  pre- 
determined  distance  by  every  five  culturing  con- 
tainers  and  to  simultaneously  supply  a  group  of  the 

4 
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five  culturing  containers  1  into  a  single  rack  5. 
Each  of  the  rack  stages  can  receive  therein  five 

culturing  containers  1  from  the  infeed  station  4,  and 
two  culturing  racks  5  confront  the  infeed  station,  so 
that  ten  culturing  containers  1  can  be  simulta- 
neously  transferred  into  the  culturing  racks  5. 

Infeed  Station 

As  shown  in  Figs.  7  and  8,  the  infeed  station  4 
generally  includes  a  posture  changing  mechanism 
9,  an  infeed  lifter  10  and  a  push-out  mechanism  11. 
The  posture  changing  mechanism  is  adapted  to  fall 
down  the  upstanding  containers  1.  The  infeed  lifter 
10  mounts  thereon  the  two  containers  oriented  in 
horizontal  direction  and  axially  alinged  with  each 
other,  and  moves  the  two  containers  in  vertical 
direction.  The  push-out  mechanism  11  is  disposed 
on  the  infeed  lifter  10  and  is  adapted  to  push  the 
culturing  containers  1  toward  the  culturing  racks  5. 
The  push-out  mechanism  is  vertically  movable  in 
accordance  with  the  vertical  movement  of  the  in- 
feed  lifter  10,  while  the  collapsing  mechanism  9  is 
not  displacable  in  vertical  direction. 

The  posture  changing  mechanism  9  is  dis- 
posed  opposite  the  culturing  racks  5  with  respect 
to  the  infeed  conveyor  3,  and  includes  an  infeed 
pusher  12,  a  swing  arm  14,  a  cam  member  15, 
guide  members  16a  and  a  chain  17.  The  infeed 
pusher  12  has  a  longitudinal  center  portion  12a 
rotatably  supported  so  as  to  simultaneously  fall 
down  ten  upstanding  culturing  containers  1  toward 
the  culturing  racks  5.  The  swing  arm  14  has  one 
end  14a  connected  to  the  end  of  the  infeed  pusher 
12  through  a  linking  rod  13,  and  another  end  14b 
rotatably  supported.  The  intermediate  portion  of  the 
swing  arm  14  is  in  contact  with  the  cam  member 
15  so  as  to  provide  pivotal  movement  of  the  swing 
arm  14,  to  thereby  swing  the  infeed  pusher  12 
about  the  pivot  portion  12a.  Each  of  the  guide 
members  16a  has  a  quadrant  shape  and  has  trian- 
gular  cross-section.  Neighbouring  two  guide  mem- 
bers  define  a  triangular  valley  portion  on  which  the 
culturing  container  is  supported.  The  chain  17  is 
driven  along  the  arcuate  path  of  the  guide  member 
16a,  and  has  a  dog  (support  plate)  17a  extending 
outwardly  from  the  chain  17. 

With  the  structure,  upon  rotation  of  the  cam 
member  15,  the  swing  arm  14  in  contact  therewith 
is  vertically  pivotted  about  the  another  end  14b,  so 
that  the  lower  end  12b  of  the  infeed  pusher  12  is 
pivotted  through  the  connecting  rod  13,  about  the 
central  portion  12a,  and  is  displaced  toward  the 
culturing  container  1  upstandingly  mounted  on  the 
infeed  conveyor  3.  As  a  result,  the  side  wall  of  the 
culturing  containers  1  are  pushed  by  the  lower  end 
12b,  and  the  containers  are  fallen  down  toward  the 
guide  members  16a.  Each  of  the  ten  containers  is 

fallen  down  and  is  supported  by  neighroubing  two 
guide  members  16a  as  shown  in  Fig.  9.  By  the 
movement  of  the  chain  17,  the  dog  17a  supports 
bottom  portion  of  each  of  the  containers  1  ,  and  the 

5  containers  change  their  angular  orientation  by  90 
degrees  from  upstanding  state  to  lying  state  during 
their  travel  along  the  guide  members  16a.  The 
lying  containers  are  then  supplied  to  an  upper 
surface  of  the  infeed  lifter  10. 

io  As  shown  in  Fig.  12,  the  guide  members  16a 
do  not  extend  in  parallelism  from  one  another,  but 
extend  obliquely  so  that  spaces  defined  between 
the  nieghbouring  guide  members  16a  are  gradually 
increased  toward  the  infeed  lifter  10.  Since  a  plural- 

15  ity  of  guide  members  16b  (Fig.  8)  provided  on  the 
infeed  lifter  10  are  disposed  separately  at  a  pitch, 
two  neighbouring  containers  1  are  held  separately 
from  each  other  (Fig.  9). 

Two  axially  aligned  culturing  containers  1  in 
20  their  lying  states  are  mounted  on  the  infeed  lifter 

10  by  the  twice  operations  of  the  position  changing 
mechanism  9.  The  infeed  lifter  10  can  be  vertically 
movable,  so  that  the  containers  1  mounted  thereon 
are  brought  into  a  position  coincident  with  the 

25  vertical  position  of  the  desired  stage  of  the  rack  5. 
At  the  upwardly  displaced  position  of  the  lifter  10, 
the  containers  1  are  transferred  into  the  rack  5. 

In  the  infeed  lifter  10,  disposed  are  guide 
members  16b  for  supporting  the  containers  1  with 

30  a  space  therebetween  in  lateral  direction.  The 
guide  members  16b  are  disposed  in  alignment  with 
the  guide  members  16a,  and,  a  transferring  plate 
18  is  disposed  at  a  space  defined  between  the 
neighbouring  guide  members  16b.  Each  of  the 

35  transferring  plates  18  is  provided  with  a  recessed 
portion  18a  having  arcuate  cross-section  for  avoid- 
ing  displacement  of  the  containers  in  radial  direc- 
tion  thereof  when  the  culturing  container  1  is  dis- 
placed  from  the  infeed  lifter  10  to  the  culturing  rack 

40  5  by  means  of  the  push-out  mechanism  11.  The 
transferring  plate  18  has  a  tip  end  portion  18b 
provided  with  accute  edge.  The  transferring  plate 
18  is  movable  toward  the  culturing  racks  5  in 
longitudinal  direction  of  the  plate  18  by  a  drive 

45  cylinder  19. 
The  infeed  lifter  10  also  includes  a  infeed  stop 

member  20  at  a  position  in  confrontation  with  the 
transferring  plate  18  so  as  to  restrain  frontward 
displacement  of  the  culturing  containers  1  .  Further, 

50  a  power  cylinder  21  (Fig.  15)  is  provided  to  verti- 
cally  move  the  infeed  stop  member  20  so  as  to 
selectively  provide  free  movement  of  the  container 
1. 

The  push-out  mechanism  11  is  shown  in  Figs. 
55  8  throu  10.  The  push-out  mechanism  11  includes 

an  infeed  slider  23,  a  nut  24,  a  ball  screw  25,  a 
pulley  26,  a  motor  27,  an  infeed  member  28,  and  a 
power  cylinder  29.  The  infeed  slider  23  is  slidingly 

5 
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movable  toward  the  culturing  racks  5  on  a  guide 
rail  22  installed  on  the  upper  surface  of  the  infeed 
lifter  10.  The  nut  24  is  integrally  provided  to  the 
infeed  slider  23,  and  is  threadingly  engaged  with 
the  ball  screw  25.  The  ball  screw  25  has  one  end 
portion  provided  with  the  pulley  26  which  is  rotat- 
able  by  the  motor  27  through  an  endless  belt.  The 
infeed  member  28  is  positioned  integraly  with  and 
in  front  of  the  infeed  slider  23  and  is  adapted  to 
push  the  bottom  of  the  rear  culturing  container  1  of 
the  axially  aligned  two  containers.  The  cylinder  29 
is  adapted  to  move  the  infeed  member  28  in  verti- 
cal  direction.  Here,  the  terms  "front"  and  "rear" 
imply  the  closer  and  farrer  positions  with  respect  to 
the  racks  5,  respectively. 

In  the  push-out  mechanism  1  1  ,  upon  rotation  of 
the  motor  27,  the  infeed  slider  23  is  slidingly 
moved  toward  the  culturing  racks  5,  so  that  the 
axially  aligned  two  containers  mounted  on  the  in- 
feed  lifter  10  are  urged  toward  the  racks  5  by  the 
infeed  member  28. 

Infeed  operation  of  the  culturing  containers  1  is 
carried  out  as  follows: 

Firstly,  the  infeed  convevor  3  and  the  star 
wheel  8  are  operated  in  order  to  supply  two  groups 
of  containers  1,  each  group  having  five  containers, 
to  a  given  position  in  front  of  the  infeed  pusher  12 
of  the  posture  changing  mechanism  9  and  on  the 
infeed  conveyor  3.  After  acknowledgement  of  these 
containers  at  the  given  position,  the  movement  of 
the  infeed  conveyor  3  is  suspended. 

This  two  container  groups  can  also  be  pre- 
pared  by  an  alternative  operation  shown  in  Fig.  13. 
That  is,  movement  of  the  leading  container  1  is 
stopped  by  a  stopping  plate  300,  and  five  contain- 
ers  of  the  first  group  are  detected  by  a  sensor  301  . 
Upon  this  detection,  a  first  stop  unit  303  positioned 
adjacent  the  sensor  301  is  operated  to  prevent  the 
sixth  container  from  its  moving.  Then,  the  succeed- 
ing  four  containers  of  the  second  group  are  de- 
tected  by  a  sensor  303.  When  the  another  five 
containers  of  the  second  group  are  detected,  a 
second  stop  unit  304  is  operated  to  prevent  suc- 
ceeding  eleventh  containers  from  moving.  There- 
fore,  two  groups  of  the  containers  (totally  ten  con- 
tainers)  are  aligned  in  front  of  the  posture  changing 
mechanism  9. 

Then,  the  cam  member  15  is  rotated  to  allow 
the  infeed  pusher  12  to  swing  toward  the  guide 
members  16a,  so  that  totally  ten  containers  1  are 
fallen  down  onto  the  guide  members  16a. 

Thereafter,  the  chain  17  is  driven  to  a  first 
direction  to  simultaneously  slidably  move  the  ten 
containers  1  along  the  guide  members  16a,  so  that 
the  upstanding  containers  1  are  horizontally  laying 
on  the  guide  members  16b  of  the  infeed  lifter  10. 
During  travel  of  the  containers  each  of  the  con- 
tainer  bottoms  is  held  by  the  dog  17a  of  the  chain 

17  and  are  moved  toward  the  rear  portion  of  the 
infeed  lifter  10  along  the  guide  members  16a.  Next, 
subsequent  ten  containers  are  introduced  onto  the 
guide  members  16a  and  transferred  onto  the  guide 

5  members  16b,  during  which  each  of  the  rear  bot- 
tom  ends  of  the  already  introduced  ten  containers 
are  depressed  by  each  of  the  front  ends  of  the 
subsequent  containers.  As  a  result,  two  containers 
are  axially  aligned  on  the  upper  surface  of  the 

io  infeed  lifter  10.  In  this  instance,  a  cap  1a  of  the 
rear  container  1  is  inserted  into  a  recessed  portion 
1  b  of  a  front  container  1  ,  so  that  the  two  containers 
are  integrally  aligned  on  the  guide  member  16b  as 
shown  in  Figs.  8  and  14. 

is  The  above  operations  are  not  interefered  by 
the  feed  member  28,  since  the  member  28  is 
provisionally  displaced  at  its  ascent  position.  When 
two  axially  aligned  containers  are  brought  into  the 
laying  position,  the  infeed  member  28  is  moved  to 

20  its  descent  position  by  the  extension  of  the  cylinder 
29,  and  upon  acknowledgement  of  the  descent 
position,  the  infeed  slider  23  is  moved  frontwardly 
toward  the  culturing  racks  5.  By  the  movement  of 
the  infeed  slider  23,  the  infeed  member  28  also 

25  moves  to  the  same  direction,  so  that  the  bottom 
portion  of  the  rear  container  1  of  the  axially  aligned 
two  containers  are  pushed  by  the  infeed  member 
28.  As  a  result,  the  two  containers  are  moved 
toward  the  culturing  racks  5. 

30  In  this  instance,  the  infeed  stop  member  20 
positioned  in  front  of  the  containers  is  provisionally 
displaced  at  its  ascent  position.  Therefore,  the  front 
end  of  the  front  container  1  is  brought  into  abut- 
ment  with  the  stop  member  20  for  positional  adjust- 

35  ment.  Concurrently,  the  movement  of  the  infeed 
slider  23  is  terminated. 

Each  of  the  containers  1  is  supported  by  the 
guide  members  16b,  while  the  front  end  of  the  front 
container  1  is  in  abutment  with  the  infeed  stop 

40  member  20  and  the  rear  end  of  the  rear  container 
1  is  in  abutment  with  the  feed  member  28.  There- 
fore,  each  of  the  containers  1  is  held  at  stationary 
state  in  the  infeed  lifter  10  without  any  axial  and 
lateral  displacement.  Such  non-shiftable  containers 

45  are  then  moved  to  their  ascent  position  by  the 
upward  movement  of  the  infeed  lifter  10  by  a 
vertical  height  coincident  with  that  of  the  desired 
one  of  the  stages  of  the  rack  5  into  which  the 
containers  are  to  be  inserted. 

50  The  upward  movement  of  the  infeed  lifter  10  is 
stopped,  and  the  stop  member  20  is  moved  to  its 
descent  position  to  release  the  fixing  of  the  con- 
tainers.  At  the  same  time,  the  transfer  plate  18  is 
moved  frontwardly  (toward  the  rack  5)  by  the  ac- 

55  tuation  of  the  cylinder  19.  In  this  case,  the  motor 
39  for  rotating  rollers  41  mentioned  later  in  the 
culturing  rack  5  is  deenergized. 

6 
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Referring  in  detail  with  the  transferring  plates 
18,  as  shown  in  Figs.  16  and  17,  longitudinal  axis 
of  each  of  the  transferring  plates  18  extends  along 
an  intermediate  space  defined  between  adjacent 
two  rollers  41  and  41.  Even  through  each  of  the 
rollers  41  is  provided  with  two  flanges  45,  45  at  two 
front  and  rear  sides  thereof,  the  rear  flange  45 
does  not  prevent  the  transferring  plate  18  from 
extending  into  the  space  and  from  moving  between 
the  rollers  41  and  41,  because  of  the  above-men- 
tioned  positional  relationship  between  the  rollers  41 
and  the  plate18. 

After  the  transferring  plate  18  exceeds  the 
flange  portion  45  and  extends  to  a  predetermined 
axial  position  of  the  space  between  the  rollers  41 
and  41,  the  forward  movement  of  the  transferring 
plate  18  is  terminated.  After  acknowledgements  of 
the  advanced  position  of  the  transferring  plate  18 
and  the  descent  position  of  the  infeed  stop  mem- 
ber  20,  the  infeed  feeder  22  is  moved  frontwardly 
(toward  the  culturing  rack  5)  to  slidingly  move  the 
culturing  containers  with  respect  to  the  guide  plates 
16b,  so  that  the  containers  1  are  brought  into  the 
positions  of  the  rollers  41.  During  the  container 
travel  from  the  guide  plate  16b  to  the  roller  41,  the 
containers  are  supported  by  a  recessed  portion 
18a  of  the  transferring  plate  18.  Therefore,  the 
containers  can  be  smoothly  transferred  without 
their  lateral  displacement.  Futher,  the  transferring 
plate  18  prevents  the  front  end  of  the  container 
from  abutting  against  the  flange  45  of  the  roller  41  . 

When  the  front  end  of  the  front  container  1  is 
brought  into  abutment  with  a  rack  stop  member  46 
(Fig.  22),  and  front  end  of  the  infeed  member  28 
slightly  exceeds  the  flange  45  of  the  roller  41  ,  the 
position  of  the  feed  member  28  is  acknowledged, 
and  the  movement  of  the  infeed  slider  23  is  stop- 
ped,  and  thereafter,  the  transferring  plate  18  is 
retracted  to  a  direction  opposite  the  rack. 

During  the  retracted  movement  of  the  transfer- 
ring  plate  18,  the  rear  end  of  the  rear  container  1  is 
in  abutment  with  the  infeed  member  28.  Therefore, 
the  infeed  member  28  prevents  the  container  1 
from  axially  moving  rearwardly  due  to  the  retracting 
movement  of  the  transferring  plate  18.  Instead,  the 
containers  are  dropped  onto  the  rollers  41  and  41  , 
and  are  supported  thereby.  Further,  since  the  front 
end  of  the  infeed  member  28  is  positioned  fron- 
twardly  with  respect  to  the  flange  45,  the  rear  end 
of  the  rear  container  1  is  also  droppingly  positioned 
in  front  of  the  flange  45.  As  a  result,  the  containers 
1  are  suppored  by  the  flange  45  and  the  stop 
member  46  without  any  axial  displacement.  Such 
successive  operations  are  performed  without  any 
trouble. 

Then,  the  infeed  slider  23  is  moved  rearwardly 
(toward  the  posture  changing  mechanism),  and  the 
infeed  lifter  10  is  moved  to  its  origianl  descent 

position  for  receiving  new  ten  containers  1  therein. 
Upon  receipt  of  the  containers,  the  infeed  lifter  10 
is  again  moved  upwardly  to  a  predetermined  new 
stage  of  the  rack  5  for  inserting  the  containers  to 

5  the  selected  stage  of  the  rack  5.  Such  infeed 
operations  are  repeatedly  carried  out,  and  accord- 
ingly,  completed  is  the  insertion  of  the  culturing 
containers  into  the  culturing  racks  5  by  means  of 
the  infeed  station  4. 

io  An  infeed  station  400  according  to  another 
embodiment  of  the  present  invention  will  be  de- 
scribed  with  reference  to  Fig.  18.  The  infeed  station 
400  according  to  the  another  embodiment  gen- 
erally  includes  a  posture  changing  mechanism  450 

is  (corresponding  to  the  posture  changing  mechanism 
9  of  the  first  embodiment),  and  a  push-out  mecha- 
nism  406  (corresponding  to  the  push-out  mecha- 
nism  11  of  the  first  embodiment).  The  posture 
changing  mechanism  450  comprises  an  infeed 

20  pusher  403,  the  guide  member  401,  a  container 
supporting  unit  404  and  a  container  infeeding  unit 
402  (corresponding  to  the  push-out  mechanism  1  1 
of  the  first  embodiment).  The  infeed  pusher  403  is 
adapted  to  push  and  fall  down  the  containers  on 

25  the  infeed  conveyor  3  toward  the  guide  members 
401  .  The  container  infeeding  unit  402  is  adapted  to 
supply  containers  1  along  guide  members  401  into 
the  infeed  lifter  10  by  reciprocally  swingable  rota- 
tion.  The  container  supporting  unit  404  is  prot- 

30  rudable  to  the  upper  space  of  the  conveyor  3  to 
support  side  walls  of  the  containers  1  for  prevent- 
ing  the  containers  from  their  falling  down  on  the 
conveyor  3  during  their  state  shown  in  Fig.  13, 
when  ten  containers  are  arranged  in  line  with  their 

35  upstanding  positions  on  the  conveyor  3.  The  push- 
out  mechanism  406  is  provided  on  the  infeed  lifter 
10,  and  is  slidable  on  a  slide  surface  405.  The 
push-out  mechanism  406  pushes  the  containers 
lying  on  a  horizontal  portion  of  the  guide  member 

40  401  and  on  the  infeed  lifter  10  toward  predeter- 
mined  stage  of  the  culturing  rack  5  disposed  at  left 
margin  of  Fig.  18. 

The  container  infeeding  unit  402  includes  a 
supporting  plate  407,  support  arms  407a,  and  a 

45  crank  mechanism  408.  The  supporting  plate  407 
extends  in  a  direction  across  the  guide  members 
401  for  supporting  bottom  portions  of  the  contain- 
ers  at  a  position  outside  the  guide  members  401. 
The  support  arms  407a  are  provided  at  the  op- 

50  posite  ends  of  the  supporting  plate  407.  The  sup- 
port  arms  407a  are  operably  connected  to  the 
crank  mechanism  408,  so  that  the  support  arms 
407a  are  reciprocally  rotatable  within  angularly  90 
degrees  between  horizontal  position  and  vertical 

55  position  as  shown  by  solid  line  and  two-dotted 
chain  line.  The  crank  mechanism  408  includes  first, 
second  and  third  links  409,410  and  411.  The  third 
link  411  is  rotated  together  with  the  rotation  of  a 
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first  gear  wheel  412  which  is  in  meshing  engage- 
ment  with  a  second  gear  wheel  413  drivingly  rotat- 
ed  by  a  motor  414  through  a  power  transmission 
belt. 

The  infeed  pusher  403  includes  a  push  rod 
member  415,  first  swing  arms  416,  a  second  swing 
arm  417,and  a  cylinder  418.  The  push  rod  member 
415  extends  in  a  transverse  direction  of  the  overall 
device  and  has  a  length  larger  than  the  outer 
diameters  of  the  ten  containers,  so  that  upstanding 
containers  can  be  pushed  simultaneously  by  the 
push  rod  member  415.  Each  of  the  first  swing  arms 
416  has  an  upper  end  connected  to  the  each  end 
of  the  push  rod  member  415,  and  a  lower  end 
connected  to  a  lower  end  of  the  second  swing  arm 
417.  The  upper  end  of  the  second  swing  arm  417 
is  connected  to  the  cylinder  418.  Upon  extension 
and  retraction  of  a  rod  of  the  cylinder  418,  the  first 
swing  arm  416s  are  moved  toward  and  away  from 
the  containers  upstanding  on  the  infeed  conveyor 
3. 

The  container  supporting  unit  404  is  disposed 
between  the  infeed  pusher  403  and  the  container 
infeeding  unit  402.  The  container  supporting  unit 
404  includes  a  container  supporting  plate  419  pro- 
jecting  in  vertical  direction  and  extending  in  trans- 
verse  direction  of  the  overall  device,  and  a  cylinder 
420  for  moving  the  supporting  plate  419  in  vertical 
direction.  The  container  supporting  plate  419  is 
maintained  at  its  ascent  position,  so  that  it  extends 
in  parallel  with  the  rows  of  the  guide  members  401 
until  the  upstandingly  oriented  ten  containers  on 
the  infeed  conveyor  3  are  aligned  in  line  without 
offset  of  one  or  several  ones  of  the  containers.  That 
is,  as  shown  in  Fig.  13,  the  containers  1  are  sub- 
jected  to  force  which  restrains  their  travel  on  the 
infeed  convevor  3  by  the  stop  plate  300.  Therefore, 
the  containers  1  on  the  convevor  3  are  urged  to  be 
in  close  contact  with  each  other.  In  this  state,  if  one 
of  the  containers  is  moved  to  the  offset  position, 
containers  may  be  fallen  down,  and  dropped  from 
the  conveyor  3.  To  avoid  this,  the  container  sup- 
porting  plate  419  is  disposed.  The  container  sup- 
porting  plate  419  is  retracted  to  its  descent  position 
when  the  infeed  pusher  403  urges  the  containers 
toward  the  guide  members  401  ,  so  that  the  push- 
ing  operation  by  the  push  rod  member  415  is  not 
disturbed  by  the  container  supporting  plate  419. 

The  push-out  mechanism  406  includes  a  slide 
frame  430  slidingly  movable  on  a  slide  surface  405, 
an  infeed  member  431  swingably  provided  on  the 
slide  frame  430  for  abutting  the  bottom  surface  of 
the  container  1  and  pushing  the  same,  and  a  power 
cylinder  432  for  moving  the  slide  frame  430.  The 
infeed  member  431  is  urged  toward  a  direction  for 
providing  its  vertical  position  (operable  position) 
shown  in  a  chain  line  by  biasing  force  of  a  spring 
433.  When  the  infeed  member  431  is  in  a  position 

shown  by  the  solid  line,  the  infeed  member  431 
abuts  a  stop  member  434  protruding  from  the 
frame  member  of  the  infeed  lifter  10,  so  that  the 
infeed  member  431  is  maintained  at  its  inoperable 

5  position  where  the  infeed  member  431  does  not 
prevent  the  containers  running  along  the  guide 
members  401  from  their  moving  toward  the  cultur- 
ing  rack  5.  That  is,  if  the  cylinder  rod  of  the 
cylinder  432  is  extended,  the  infeed  member  431  is 

io  moved  away  from  the  stop  member  434.  Therefore, 
the  infeed  member  431  is  rotated  to  a  vertical 
operable  position  shown  by  the  chain  line  by  the 
biasing  force  of  the  spring  433.  As  a  result,  con- 
tainers  on  the  horizontal  portion  of  the  guide  mem- 

is  bers  401  and  on  the  infeed  lifter  10  are  pushed 
toward  the  rack  5  by  the  vertically  oriented  infeed 
member  431  . 

Culturing  Rack 
20 

The  culturing  racks  5  are  assembled  at  internal 
space  of  rack  frame  31  of  the  rack  supporting 
apparatus  S  as  shown  in  Figs.  19  thru  25. 

In  the  interior  of  the  culturing  rack  5,  provided 
25  is  a  rotation  mechanism  37  for  rotating  the  culturing 

container  1  about  its  axis  and  for  promoting  cultur- 
ing  of  the  cells  contained  therein. 

The  rotation  mechanism  37  includes  a  motor 
39,  a  deceleration  unit  38  connected  to  the  motor 

30  39,  a  rotary  shafts  40  rotatable  by  the  rotation  of 
the  motor  39,  and  rollers  41  rotatable  by  the  rotary 
shafts  40,  the  rollers  41  mounting  thereon  culturing 
containers  1  for  rotating  the  latter  about  their  axes. 

Six  rotary  shafts  40  are  arranged  in  line  and  in 
35  parallelism  in  horizontal  direction  as  best  shown  in 

Fig.  16,  whose  number  is  equal  to  the  number  of 
the  rollers  41  .  One  of  the  rotary  shafts  40  is  integ- 
rally  provided  with  a  pulley  42  which  is  rotatable  by 
the  rotation  of  the  motor  39  through  a  belt  43a.  By 

40  the  rotation  of  the  one  of  the  shafts  40,  other  rotary 
shafts  40  are  rotated  through  a  power  transmission 
belt  43b.  Further,  a  belt  44a  is  mounted  between 
each  of  the  rotary  shafts  40  and  each  of  the  upper 
adjacent  rollers  41.  Furthermore,  a  belt  44b  is 

45  mounted  between  each  of  the  rollers  41  and  each 
of  the  upper  neighbouring  rollers  41  as  shown  in 
Fig.  22.  Therefore,  the  rotation  of  the  rotary  shaft 
40  is  transmitted  successively  to  the  upper  adja- 
cent  rollers  41  through  the  belts  44a  and  44b. 

50  In  the  rack  5,  six  rollers  41  are  arranged  in  line 
and  in  parallelism  in  horizontal  direction,  and  ten 
stages  of  roller  arrangements  are  provided  in  verti- 
cal  direction.  Therefore,  totally  60  rollers  41  are 
rotatably  disposed  in  the  rack  5.  Each  one  of  the 

55  culturing  containers  1  is  supported  by  neibouring 
two  rollers  41,  and  therefore,  five  containers  1  are 
supported  in  the  single  stage.  Thus  supported  con- 
tainers  are  rotatable  about  their  axes  by  the  rota- 
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tion  of  the  rollers  41  . 
Modification  to  the  culturing  rack  5  is  shown  in 

Figs.  24  and  25.  In  the  modified  embodiment,  the 
culturing  rack  5  has  a  frame  member  F  in  which  a 
plurality  of  supporting  racks  531  are  secured.  On 
each  of  the  supporting  racks  531,  there  are  pro- 
vided  a  plurality  of  rollers  41  .  Each  of  the  culturing 
container  1  (roller  bottle)  is  supported  by  the  neigh- 
bouring  two  rollers  41.  A  culturing  motor  530  is 
installed  at  the  lower  portion  of  the  rack  5.  The 
rotation  of  the  culturing  motor  530  is  transmitted  to 
the  rollers  41  of  each  stage  through  power  tarns- 
mission  means.  The  power  transmission  means 
includes  elongated  shafts  550,551,552,553  extend- 
ing  along  a  side  wall  of  the  frame  F.  Belts  554  and 
554  are  disposed  between  the  shafts  550  and  551 
and  between  the  shafts  552  and  553,  respectively. 
The  elongated  shafts  550,551,552  and  553  are 
provided  in  accordance  with  the  support  racks  531  . 
The  rightmost  rollers  41  in  the  support  racks  531 
are  connected  to  the  elongated  shafts  550,551  ,552 
and  553  through  belts  556,  557,  558  and  559, 
respectively.  The  motor  530  is  connected  to  the 
lowermost  elongated  shaft  550  through  a  power 
transmission  belt  555.  The  rollers  on  the  identical 
supporting  rack  531  are  connected  together  to  the 
rightmost  roller  41  by  belts  560  and  560.  There- 
fore,  all  rollers  41  are  rotated  about  their  axes  in 
the  same  direction.  Both  axial  end  portions  of  the 
roller  41  are  provided  with  flanges  45  and  45 
between  which  two  culturing  containers  (roller  bot- 
tles)  connected  together  and  axially  aligned  with 
each  other  are  rotationally  supported. 

Discharge  Station 

The  discharge  station  6  shown  in  Figs.  26  thru 
27  generally  includes  a  discharge  mechanism  48,  a 
discharge  lifter  49,  a  clearing  mechanism  50  and 
an  upstanding  mechanism  51.  The  discharge 
mechanism  48  is  adapted  to  take  out  the  culturing 
containers  from  the  culturing  rack  5.  The  discharge 
lifter  49  is  adapted  to  mount  thereon  the  culturing 
containers  discharged  from  the  rack  5  by  the  dis- 
charge  mechanism  48,  and  to  displace  them  in 
vertical  direction.  The  clearing  mechanism  50  is 
disposed  on  the  discharge  lifter  49  for  clearing  the 
culturing  containers  mounted  on  the  discharge  lifter 
49.  The  upstanding  mechanism  51  is  adapted  to 
receive  containers  discharged  out  of  the  discharge 
lifter  49  and  to  permit  the  containers  to  be  at  their 
upstanding  positions. 

The  discharge  mechanism  48  includes  an  ele- 
vation  member  52  vertically  movable,  a  power  cyl- 
inder  53  mounted  on  the  elevation  member  52  and 
a  push  rod  55  extending  in  the  axial  direction  of  the 
lying  containers  into  the  rack  5  and  movable  in 
axial  direction  thereof  along  a  guide  rod  54.  The 

discharge  mechanism  48  is  disposed  at  a  position 
opposite  the  discharge  lifter  49  with  respect  to  the 
rack  5. 

After  the  elevation  member  52  is  elevated  to  a 
5  predetermined  position  at  which  there  is  one  of  the 

stages  of  the  rack  storing  the  containers  to  be 
discharged,  the  cylinder  53  is  actuated  to  move  the 
push  rod  55  frontwardly  (toward  the  culturing  rack 
5),  so  that  a  plate  the  push  rod  55  abuts  the  front 

io  end  of  the  front  containers  in  the  rack  5.  When  the 
push  rod  55  is  further  moved,  the  containers  are 
moved  toward  the  discharge  lifter  49,  and  are 
placed  on  the  upper  surface  thereof. 

Instead  of  the  above-described  discharge 
is  mechanism  48,  a  telescopic  discharge  mechanism 

600  shown  in  Figs.  28  and  29  is  used.  The  tele- 
scopic  mechanism  600  has  double  stage  telescopic 
movement  to  minimize  axial  length  upon  retraction 
thereof,  so  that  the  mechanism  600  can  be  in- 

20  stalled  within  a  rack  supporting  apparatus  S  having 
small  transversal  width.  Therefore,  resultant  ap- 
paratus  can  provide  a  compact  overall  size. 

In  Figs.  28  and  29,  the  telescopic  discharge 
mechanism  600  includes  a  main  frame  601  in 

25  which  a  slide  flame  602  is  disposed  slidably  exten- 
dable  and  retractable  with  respect  thereto.  Further, 
within  the  slide  flame  602,  a  push  rod  603  is 
disposed  slidably  extendable  and  retractable  with 
respect  thereto.  A  free  end  of  the  push  rod  603  is 

30  fixed  with  a  pushing  plate  604  by  which  culturing 
containers  1  are  pushed  toward  the  discharge  lifter 
49.  The  main  frame  601  is  provided  with  rails  605 
605  at  a  bottom  surface  thereof,  and  a  lower  sur- 
face  of  the  slide  frame  602  is  in  slide  contact  with 

35  the  rails.  Pulleys  607  and  608  are  provided  at  both 
longitudinal  ends  of  the  main  frame  601,  and  a 
drive  motor  610  is  disposed  below  the  main  frame 
601.  A  chain  606  is  mounted  between  the  pulleys 
607  and  608  and  is  driven  by  the  motor  610.  One 

40  longitudinal  base  end  (left  side  end  in  Fig.  28,  or 
rear  end)  602a  of  the  slide  frame  602  is  integrally 
provided  with  a  protrusion  602b  which  is  coupled  to 
the  chain  606.  Incidentally,  the  drive  chain  606  is 
subjected  to  tension  control  by  a  tension  pulley609. 

45  A  pulley  61  1  is  provided  at  the  base  end  602a 
of  the  slide  frame  602,  and  the  pulley  611  is 
engaged  with  a  chain  612.  One  end  of  the  chain 
612  is  fixedly  secured  to  the  front  end  of  the  main 
frame  601  by  means  of  a  fixing  member  613  ex- 

50  tending  from  one  side  surface  of  the  frame  601, 
while  another  end  of  the  chain  612  is  fixedly  se- 
cured  to  a  fixing  member  603b  fixed  to  a  rear  base 
end  603a  of  the  push  rod  603.  With  the  structure, 
the  chain  612  is  normally  urged  toward  the  rear 

55  end  of  the  main  frame  601,  i.e.,  leftwardly  in  Fig. 
28.  Firther,  a  pulley  615  is  provided  at  the  front  end 
of  the  slide  frame  602,  and  the  pulley  615  is 
engaged  with  a  chain  617.  One  end  of  the  chain 
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617  is  fixedly  secured  to  a  fixing  member  614 
extending  from  another  side  surface  of  the  main 
frame  601,  while  another  end  of  the  chain  617  is 
fixedly  secured  to  a  fixing  member  603c  fixed  to 
the  rear  base  end  603a  of  the  push  rod  603.  With 
the  structure,  the  chain  617  is  normally  urged  to- 
ward  the  rear  end  of  the  main  frame  601,  i.e., 
leftwardly  in  Fig.  28.  A  pair  of  guide  rollers  616, 
616  are  rotatably  supported  to  the  rear  base  end 
603a  of  the  push  rod  603.  The  guide  rollers  616 
are  in  rolling  contact  with  an  internal  surface  of  the 
slide  frame  602,  so  that  the  push  rod  603  is 
smoothly  movable  relative  to  the  slide  frame  602. 

The  motor  610  is  a  reversible  motor.  If  the 
reversible  motor  610  is  rotated  in  a  counterclock- 
wise  direction  in  Fig.  29,  The  slide  frame  602  is 
moved  toward  left  because  of  the  coupling  engage- 
ment  between  the  chain  606  and  the  protrusion 
602b.  By  the  leftward  movement  of  the  slide  frame 
602,  the  pulley  616  at  the  rear  base  end  603a  is 
urged  leftwardly,  so  that  the  pulley  615  is  also 
moved  leftwardly.  Therefore,  the  the  push  rod  603 
is  retracted  into  the  slide  frame  602  in  response  to 
the  leftward  movement  of  the  slide  frame  602. 
During  this  movement,  a  partial  length  of  the  chain 
617  between  the  pulley  615  and  the  fixing  member 
603c  is  gradually  increased  in  accordance  with  the 
retraction  of  the  push  rod  603  into  the  slide  frame 
602.  Thus,  when  the  rear  base  end  602a  of  the 
slide  frame  602  is  reached  to  the  rear  end  of  the 
main  frame  601  ,  both  slide  frame  602  and  the  push 
rod  603  are  simultaneously  accomodated  within  the 
main  frame  601  . 

If  the  reversible  motor  610  is  rotated  in  clock- 
wise  direction  in  Fig.  29,  the  slide  frame  602  is 
moved  rightwardly  in  the  Figure,  so  that  the  pulley 
611  is  moved  rightwardly  for  relaxing  the  tension 
applied  to  the  chain  612.  Accordingly,  the  chain 
617  drives  the  base  rear  end  603a  of  the  push  rod 
603  rightwardly,  so  that  the  push  rod  extends  out 
of  the  slide  frame  602,  whereby  containers  are 
pushed  toward  the  discharge  lifter. 

The  discharge  lifter  49  can  be  elevated  at  a 
position  in  alignment  with  the  vertically  elevated 
position  of  the  elevation  member  52.  After  the 
culturing  containers  1  are  moved  from  the  culturing 
rack  and  mounted  on  the  upper  surface  of  the 
discharge  lifter  49  by  the  operation  of  the  dis- 
charge  mechanism  48,  the  discharge  lifter  49  is 
moved  to  its  descent  position.  At  the  upper  surface 
of  the  discharge  lifter  49,  there  is  provided  transfer 
plates  56  movable  toward  and  away  from  the  rack 
5  by  a  cylinder  57  for  mounting  the  containers  on 
recessed  portion  56a  (Figs.  30  and  31)  when  the 
containers  are  transferred  from  the  culturing  rack  5 
to  the  discharge  lifter  48.  The  recessed  portion  56a 
has  arcuate  cross-section  for  preventing  the  con- 
tainer  from  its  lateral  displacement,  and  has  a  front 

end  portion  56b  having  arcuate  edge  shape  similar 
to  the  transferring  plate  of  the  infeed  lifter  10, 
which  arcuate  edge  shape  can  allow  the  culturing 
container  1  to  be  smoothly  discharged  out  of  the 

5  culturing  rack  5  without  any  mechanical  interfer- 
ence  with  the  flange  45  of  the  roller  41  .  Each  of  the 
transferring  plates  56  is  positioned  at  an  intermedi- 
ate  position  between  the  neighbouring  rollers  41 
and  41  as  shown  in  Fig.  23  similar  to  the  transfer- 

io  ring  plates  18  of  the  infeed  station  4.  The  transfer- 
ring  plates  56  extend  into  the  inside  of  the  culturing 
rack  5  without  any  interferance  with  the  flanges  45 
of  the  rollers  41  .  Because  of  the  advancing  move- 
ment  of  the  transferring  plate  56,  the  rear  end 

is  portion  of  the  rear  container  1  installed  in  the  rack 
5  is  moved  upwardly,  since  the  container  rear 
portion  rides  onto  the  inclination  surface  of  the  front 
end  portion  56b  of  the  transferring  plate  56.  The 
upward  position  is  higher  than  the  upper  end  posi- 

20  tion  of  the  flange  45. 
Inside  the  discharge  lifter  49,  there  are  pro- 

vided  a  discharge  stop  member  58  at  the  rear  side 
thereof  to  which  the  rear  end  of  the  rear  container 
abuts  for  preventing  the  container  from  being 

25  dropped  from  the  lifter  49,  and  a  power  cylinder  59 
for  vertically  displaceing  the  stop  member  58  for 
selectively  release  the  stop  function  of  the  stop 
member  58  (see  Figs.  32  and  33). 

The  clearing  mechanism  50  has  a  construction 
30  substantially  the  same  as  that  of  the  push-out 

mechanism  1  1  of  the  infeed  station  4  as  shown  in 
Figs.  27,  30,  31,  34  and  35,  and  includes  a  dis- 
charge  slider  61,  a  nut  62,  a  ball  screw  63,  a  pulley 
64  a  motor  65,  a  discharge  feeder  66  and  a  cyl- 

35  inder  67.  The  discharge  slider  61  is  slidably  dis- 
posed  on  a  guide  rail  60  fixed  to  an  upper  surface 
of  the  discharge  lifter  49  and  movable  toward  and 
away  from  the  culturing  rack  5.  The  nut  62  is 
integrally  fixed  to  the  discharge  slider  61  and  is 

40  threadingly  engaged  with  the  ball  screw  63,  so  that 
the  discharge  slider  61  is  movable  by  the  rotation 
of  the  ball  screw  through  the  nut  62.  The  ball  screw 
63  has  one  end  portion  integrally  provided  with  the 
pulley  64  which  is  driven  by  the  rotation  of  the 

45  motor  65  through  a  belt.  The  discharge  feeder  66 
is  positioned  at  front  side  of  the  discharge  slider 
61  .  The  feeder  66  abuts  the  front  end  of  the  front 
culturing  container  1  lying  on  the  discharge  lifter  49 
and  pushes  the  container  toward  the  upstanding 

50  mechanism  51  for  clearing  the  containers  from  the 
lifter  49.  The  cylinder  67  is  provided  for  moving  the 
feeder  66  in  vertical  direction. 

In  the  clearing  mechanism  50,  the  front  end  of 
the  front  container  1  is  supported  by  the  discharge 

55  feeder  66,  and  therefore,  the  containers  lying  on 
the  discharge  lifter  49  is  prevented  from  being 
axially  displaced  even  during  descending  motion  of 
the  lifter  49,  and  further,  the  containers  are  moved 
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toward  a  a  plurality  of  receptacle  bars  68  described 
later  of  the  upstanding  mechanism  51  by  the  rear- 
ward  movement  of  the  discharge  feeder  66. 

The  upstanding  mechanism  51  includes  a  dis- 
charge  arm  69,  a  cam  link  70,  a  disc  cam  73,  a 
swing  arm  (clearing  unit)  74  and  a  cam  77.  The 
discharge  arm  69  has,  at  its  one  end  portion,  a 
support  plate  69a  for  abutting  the  bottoms  of  the 
containers  1  and  for  supporting  the  same,  and  the 
receptacle  bars  68  each  extending  perpendicular  to 
the  support  plate  69a  and  having  triangular  cross 
section  for  spacedly  receiving  containers  as  shown 
in  Fig.  36.  When  the  upstanding  mechanism  51  is 
comming  to  a  position  shown  in  Figs.  26  and  27  for 
receiving  containers  from  the  discharge  lifter  49, 
the  receptacle  bars  68  are  positioned  at  the  rear 
side  of  the  discharge  lifter  49.  The  discharge  arm 
69  has  an  intermediate  portion  rotatably  supported, 
and  another  end  portion  (lower  end  portion)  con- 
nected  to  the  cam  link  70  through  a  link  member 
71.  The  cam  link  70  is  provided  with  a  first  and 
second  rod  members  70a  and  70b.  Rear  ends  of 
the  rod  members  70a,  70b  are  rotatably  provided 
about  an  identical  rotation  axis  70c.  A  front  end  of 
the  first  rod  member  70a  is  rotatably  connected  to 
the  another  end  portion  of  the  discharge  arm  69 
through  the  link  71  .  A  front  end  of  the  second  rod 
member  70b  is  rotatably  provided  with  a  roller  72 
with  which  the  disc  cam  73  is  in  camming  contact. 
The  swing  arm  74  has  first  and  second  arm  mem- 
bers  74a  and  74b.  One  ends  of  the  arm  members 
74a  and  74b  are  assembled  together  and  rotatable 
about  an  identical  axis  74c.  A  free  end  of  the  first 
arm  member  74a  is  fixed  with  a  push  member  75 
extending  toward  a  discharge  conveyor  7,  and  a 
free  end  of  the  second  arm  member  74b  is  rotatab- 
ly  provided  with  a  roller  76.  The  cam  77  is  in 
surface  contact  with  the  roller  76  and  are  rotatable 
together  with  the  rotation  of  the  disc  cam  73. 

With  the  structure,  in  the  upstanding  mecha- 
nism  51,  when  the  discharge  feeder  66  is  moved 
rearwardly  (away  from  the  rack  5),  the  culturing 
container  1  is  dropped  onto  the  container  recepta- 
cle  bars  68  in  its  lying  state  as  shown  in  Fig.  35. 
The  discharge  arm  69  is  angularly  rotated  by  90 
degrees  in  counterclockwise  direction  in  Fig.  27 
because  of  the  rotation  of  the  disc  cam  73.  There- 
fore,  the  culturing  container  1  maintained  in  the 
receptacle  bars  68  is  directed  in  its  upstanding 
orientation.  With  maintaining  this  state,  the  push 
member  75  moves  toward  the  discharge  conveyor 
7  by  the  rotation  of  the  discharge  cam  77,  so  that 
the  side  peripheral  surface  of  each  upstanding  con- 
tainer  1  is  urged  toward  the  conveyor  7.  The  bot- 
tom  end  of  the  container  is  slidingly  moved  and  the 
container  is  rested  on  the  conveyor  7  in  its  up- 
standing  posture. 

Container  discharge  operation  is  conducted  ac- 
cording  to  the  following  prosedures: 

After  the  culturing  rack  5  is  moved  to  a  pre- 
determined  position  which  confronts  the  discharge 

5  station  6,  the  position  of  the  rack  5  is  acknowl- 
edged,  and  the  rotation  of  the  drive  sprocket  36  is 
suspended.  Then  the  elevation  member  52  and  the 
discharge  lifter  49  are  elevated  to  a  position  cor- 
responding  to  desired  stage  of  the  rack  5,  and  the 

io  ascending  movements  of  the  member  52  and  the 
lifter  49  are  stopped. 

Thereafter,  the  transferring  plate  56  is  moved 
frontwardly,  and  the  discharge  stop  member  58  is 
moved  to  its  ascent  position,  while  rotation  of  the 

is  motor  39  for  rotating  the  rollers  41  is  suspended. 
Then,  the  transferring  plate  56  is  moved  fron- 

twardly,  so  that  the  transferring  plate  56  is  inserted 
into  a  space  defined  between  the  neghbouring  roll- 
ers  41  .  As  a  result,  the  rear  end  portion  of  the  rear 

20  container  1  is  slidingly  elevated  to  a  position  higher 
than  that  of  the  upper  end  of  the  flange  45  along 
the  front  slanting  portion  of  the  front  portion  56b  of 
the  transferring  plate  56.  The  frontward  movement 
of  the  transferring  plate  56  is  stopped  at  a  pre- 

25  determined  position. 
Incidentally,  the  front  end  of  the  front  container 

may  be  urged  frontwardly  due  to  the  frontward 
movement  of  the  transferring  plate  56.  However, 
since  the  front  end  of  the  front  container  1  is  in 

30  abutment  with  the  stop  member  46  provided  at  the 
rack  5,  frontward  displacement  of  the  container  can 
be  obviated. 

The  movement  of  the  transferring  plate  56  is 
stopped,  and  then  the  the  push  rod  55  of  the 

35  discharge  mechanism  48  is  moved  toward  the  rack 
5  and  abuts  the  front  end  of  the  front  container  1 
lying  in  the  rack  5.  When  the  push  rod  55  is  further 
moved,  the  containers  1  slidingly  move  with  re- 
spect  to  the  inclined  surface  of  the  front  end  por- 

40  tion  56b  of  the  transferring  plate  56.  The  push  rod 
55  continuously  pushes  the  containers  until  the  rear 
end  of  the  rear  container  1  abuts  the  stop  member 
58  positioned  rearwardly  with  respect  to  the  push 
rod  55.  For  enabling  the  above  described  opera- 

45  tion,  the  discharge  feeder  66  is  maintained  at  its 
ascent  position  so  as  not  to  prevent  the  containers 
from  moving. 

Thereafter,  the  transfer  plate  56  and  push  rod 
55  are  moved  back  to  their  original  rest  positions, 

50  and  then,  the  discharge  feeder  66  is  moved  to  its 
descent  position  to  support  the  front  end  of  the 
front  container  1  (Fig.  27).  As  a  result,  the  container 
1  is  stationarily  held  by  the  discharge  feeder  66, 
the  stop  member  58  and  the  transferring  plate  56. 

55  Such  stationary  supporting  manner  is  maintained 
during  the  descent  movement  of  the  elevation 
member  52  and  the  discharge  lifter  49. 

11 



21 EP  0  300  588  B1 22 

Then,  the  discharge  stop  member  58  is  moved 
to  its  descent  position  for  providing  support-free 
state  to  the  containers  1.  Simultaneously,  the  dis- 
charge  slider  61  is  moved  toward  the  upstanding 
mechanism  51  after  acknowledgement  of  the  upper 
predetermined  position  of  the  supporting  plate  68 
for  dropping  the  rear  container  thereon  by  its  grav- 
ity  as  shown  in  Fig.  35.  In  this  case,  the  front  end 
of  the  rear  container  is  loosely  engaged  with  the 
rear  end  of  the  front  container,  and  therefore,  the 
rear  container  1  is  easily  disengaged  from  the  front 
container.  The  movement  of  the  slider  61  is  stop- 
ped  at  its  intermediate  position,  and  the  discharge 
arm  69  is  angularly  rotated  downwardly  by  90 
degrees,  so  that  the  container  1  is  comming  into  its 
upstanding  position  on  the  support  plate  69a. 
Thereafter,  the  push  member  75  is  extended 
through  the  receptacle  bars  68  and  pushes  the  side 
wall  of  the  container  1  to  discharge  it  onto  the 
discharge  conveyor  7  with  maintaining  upstanding 
position  thereof. 

The  discharge  arm  69  is  rotated  upwardly  by 
90  degrees  to  restore  its  stand-by  position,  and  the 
the  discharge  slider  61  is  further  moved  from  its 
intermediate  position  toward  the  upstanding 
mechanism  51,  so  that  the  front  container  is  also 
dropped  onto  the  receptacle  bars  68  and  is  dis- 
charged  to  the  conveyor  7.  Prior  to  the  discharge 
of  the  front  container  1  toward  the  convevor  7,  the 
convevor  7  is  driven  to  displace  the  provisionally 
carried  rear  container  1  for  providing  a  mounting 
space  for  the  front  container  1  . 

The  above-described  operations  are  repeatedly 
carried  out  with  respect  to  each  of  the  ten  stages 
of  the  rack  for  discharging  containers  1  installed  on 
all  ten  stages  of  the  rack  5  toward  the  discharge 
conveyor  7. 

Fig.  37  shows  an  upstanding  mechanism  700 
according  to  another  embodiment  of  this  invention 
in  the  discharge  station.  The  upstanding  mecha- 
nism  700  includes  a  discharge  arm  701  corre- 
sponding  to  the  arm  69  shown  in  Fig.  26.  The 
discharge  arm  701  is  swingable  about  a  shaft  702, 
and  a  free  end  of  the  discharge  arm  701  is  pro- 
vided  with  a  supporting  plate  703  and  a  receptacle 
bars  704.  One  end  of  a  first  link  705  is  connected 
to  the  shaft  702,  and  another  end  thereof  is  rotatab- 
ly  connected  to  one  end  of  a  connecting  rod  706. 
The  connecting  rod  706  has  another  end  rotatably 
connected  to  one  end  of  a  second  link  707  whose 
another  end  is  rotatably  connected  to  one  end  of  a 
third  link  708.  Another  end  of  the  third  link  708  is 
rotatably  supported  to  a  frame.  The  rotatable  con- 
necting  portion  between  the  second  and  third  links 
707  and  708  is  provided  with  a  cam  follower  711 
which  is  in  surface  contact  with  a  cam  surface  of  a 
cam  member  722  rotatable  about  an  axis  of  a  shaft 
710. 

On  the  other  hand,  the  containers  1  held  by  the 
receptacle  bars  704  and  the  supporting  plate  703  is 
pushed  toward  the  discharge  conveyor  7  by  means 
of  a  clearing  mechanism  712.  The  clearing  mecha- 

5  nism  712  includes  a  plurality  of  clearing  bars  713, 
a  first  swing  arm  714  for  supporting  the  clearing 
bars  713,  and  a  second  swing  arm  715  connected 
to  the  first  swing  arm  714.  The  connecting  portion 
between  the  first  and  second  swing  arms  is  rotat- 

io  able  about  an  axis  of  a  shaft  716.  A  free  end  of  the 
second  arm  715  is  rotatably  provided  with  a  cam 
follower  717  which  is  in  surface  contact  with  a  cam 
surface  of  a  cam  member  718  rotatable  about  an 
axis  of  the  shaft  710. 

is  The  cam  members  718  and  722  are  coaxially 
rotatable  about  the  identical  axis  of  the  shaft  71  0  to 
which  a  gear  wheel  gi  is  integrally  provided.  The 
gear  wheel  gi  is  in  meshing  engagement  with  a 
gear  wheel  Q2  which  is  rotated  by  a  motor  719. 

20  By  the  rotation  of  the  motor  719,  the  discharge 
arm  701  of  the  upstanding  mechanism  700  is 
rotatably  movable  between  its  horizontal  and  verti- 
cal  positions  because  of  the  contact  between  the 
cam  member  722  and  the  cam  follower  71  1  .  When 

25  the  discharge  arm  701  is  at  vertical  position  shown 
by  a  broken  line  in  Fig.  37,  the  containers  are 
transferred  from  the  discharge  lifter  49  into  the 
upstanding  mechanism  700.  Further,  the  clearing 
mechanism  712  is  also  operated  in  sequential  tim- 

30  ing  relative  to  the  operation  of  the  upstanding 
mechanism  700.  Therefore,  upstanding  containers 
1  are  moved  into  the  discharge  conveyor  7  by  the 
clearing  mechanism  712,  when  the  discharge  arm 
701  is  at  its  horizontal  position  shown  by  a  solid 

35  line  in  Fig.  37. 
The  infeed  lifter  210  and  the  discharge  lifter 

21  1  are  vertically  movable  by  the  acuations  of  the 
hydraulic  motors  etc.  as  described  above.  Accord- 
ing  to  still  another  embodiment  of  the  present 

40  invention  shown  in  Fig.  38,  a  base  plate  205  hori- 
zontally  extends  from  an  uppermost  surface  of  the 
vertical  frame  plate  204  shown  in  Fig.  4,  so  that  the 
base  plate  205  is  positioned  above  the  culturing 
rack  5,  and  the  motor  206  for  driving  the  infeed 

45  lifter  211  and  the  motor  207  for  driving  the  dis- 
charge  lifter  211  are  mounted  on  the  base  plate 
205  in  such  a  manner  that  these  motors  are 
spaced  away  from  each  other  in  directions  parallel 
with  and  parpendicular  to  the  travelling  direction  of 

50  the  racks  5.  The  infeed  and  discharge  lifters  210 
and  211  are  vertically  movable  by  these  motors 
206  and  207  through  power  transmission  mecha- 
nisms  208  and  209,  respectively. 

55  Handling  Station 

The  above  described  handling  station  for  han- 
dling  the  culturing  containers  (hereinafter  referred 
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to  roller  bottles)  is  shown  in  Fig.  39.  In  the  handling 
station,  a  sterilized  chamber  800  is  provided,  and 
the  discharge  conveyor  7  enters  the  chamber  800. 
Along  the  discharge  conveyor  7  and  within  the 
chamber  800,  disposed  are  a  cap  removing  unit 
804  for  removing  a  cap  1a  of  the  roller  botlle  1,  and 
a  first  liquid  sucking  and  filling  unit  805.  The  first 
liquid  sucking  and  filling  unit  805  includes  a  first 
liquid  sucking  portion  806a  and  a  first  liquid  filling 
portion  807a,  and  is  driven  by  a  positive-displace- 
ment  pump  as  a  drive  source  such  as  reciprocating 
piston-cylinder,  rotary-vane,  gear  or  lobe  mecha- 
nism. 

A  transferring  convevor  816  is  disposed  at  a 
position  adjacent  to  a  distal  end  of  the  discharge 
conveyor  7  and  is  directed  perpendicular  thereto. 
Further,  a  bottle  rolling  unit  817  is  juxtaposedly 
installed  along  the  transferring  conveyor  816  so  as 
to  fall  down  the  upstanding  bottles  and  provide 
rolling  motion  to  the  same.  In  the  rollig  unit  817, 
tiltable  plates  818a  and  818b  are  provided  at  both 
inlet  and  outlet  portions  thereof.  The  tiltable  plates 
are  swingable  between  their  vertical  and  horizontal 
positions  for  falling  down  and  upstanding  the  roller 
bottles  1.  Between  the  tiltable  plates  818a  and 
818b,  a  slant  plate  819  is  provided  which  is  gradu- 
ally  inclined  downwardly  toward  the  travelling  direc- 
tion  of  the  transferring  conveyor  816  so  as  to 
permit  the  roller  bottles  fallen  down  to  be  rollingly 
displaced.  The  tiltable  plate  818a  receives  the  roller 
bottle  1  which  is  displaced  from  the  transferring 
conveyor  816  by  a  pusher  (not  shown),  and  is 
gradually  inclined  toward  its  horizontal  direction  for 
lying  the  roller  bottle  1.  And  the  tiltable  plate  818b 
is  adapted  to  hold  the  bottle  1  rolling  down  along 
the  slant  plate  819  and  to  render  the  bottle  to  be 
moved  to  its  upstanding  position  and  be  displaced 
onto  the  transferring  conveyor  816.  An  outlet  end  of 
the  transferring  conveyor  816  is  connected,  through 
a  guide  plate  825,  to  an  infeed  conveyor  826 
extending  perpendicular  to  the  transferring  con- 
veyor  816.  The  infeed  conveyor  825  is  provided 
with  a  second  liquid  sucking  and  filling  unit  805b 
having  the  construction  the  same  as  the  first  liquid 
sucking  and  filling  unit  805a  described  above.  The 
second  liquid  sucking  and  filling  unit  805b  includes 
a  second  liquid  sucking  portion  806b  and  a  second 
liquid  filling  portion  807b,  and  a  positive-displace- 
ment  pump  is  provided  for  driving  the  second  unit 
805b.  At  a  downstream  side  of  the  second  unit 
805b,  a  cap  fitting  unit  827  for  providing  the  cap  to 
the  roller  botlle  1  is  disposed. 

In  the  handling  station  2,  the  roller  bottle  1  is 
selectively  subjected  to  various  treatment  such  as 
injection  of  the  culture  medium,  cleaning,  and  suck- 
ing  of  the  culture  medium  when  the  bottle  1  passes 
through  the  above  mentioned  units.  Further,  a  by- 
pass  conveyor  78  is  disposed  at  a  position  outside 

of  the  sterilized  chamber  800.  The  bypass  con- 
veyor  78  extends  in  a  direction  perpendicular  to  the 
infeed  and  discharge  conveyors  3  and  7.  Guide 
plates  820  and  821  are  disposed  at  both  distal 

5  ends  of  the  bypass  conveyor  78.  The  guide  plates 
820  and  821  are  selectively  operated  so  as  to 
displace  the  roller  bottle  1  carried  by  the  discharge 
conveyor  7  directly  toward  the  infeed  conveyor  3 
obviating  the  insertion  of  the  roller  bottle  1  into  the 

io  sterilized  chamber  8. 
Next,  examples  of  cell  culturing  processes  will 

be  described  with  reference  to  Fig.  40. 
Referring  to  a  first  step,  new  roller  bottles  1  are 

juxtaposed  on  the  discharge  conveyor  7,  and  the 
is  conveyor  7  is  driven.  Caps  of  the  roller  bottles  1  on 

the  conveyor  7  are  removed  by  the  opener  804, 
and  the  first  cultured  liquid  is  filled  into  the  bottles 
by  the  first  filling  portion  807a.  Thereafter,  the  roller 
bottles  1  are  transferred,  through  the  transferring 

20  conveyor  816,  to  the  infeed  conveyor  3  at  which 
the  roller  bottles  1  are  subjected  to  cell  inoculation 
by  the  second  filling  portion  807a.  Thereafter,  the 
bottles  are  capped  with  caps  at  the  cap  fitting  unit 
827.  Thus  processed  bottles  1  are  transferred  to 

25  the  infeed  station  4. 
At  the  infeed  station  4,  the  roller  bottles  are 

successively  accommodated  into  the  culturing 
racks.  When  two  racks  are  completely  filled  with 
the  bottles  1  ,  succeeding  two  racks  are  brought  to 

30  a  position  in  front  of  the  infeed  station  4  for  ac- 
comodating  the  bottles  thereinto.  Each  of  the  roller 
bottles  1  is  rotated  about  its  axis  by  the  rollers  41 
within  the  rack  for  culturing  for  a  predetermined 
period  of  time.  Upon  completion  of  the  culturing, 

35  the  racks  are  successively  moved  to  a  position  in 
front  of  the  discharge  station  6,  and  bottles  are 
taken  out  of  the  rack  5  and  are  positioned  on  the 
discharge  conveyor  7. 

Turning  next  to  a  second  step,  the  caps  of  the 
40  roller  bottles  1  transferred  by  the  discharge  con- 

veyor  7  into  the  sterilized  chamber  800  are  re- 
moved  by  the  cap  removing  unit  804,  and  liquid  in 
the  bottles  1  are  removed  by  the  first  suction  unit 
806a.  The  bottles  1  are  subjected  to  rinsing  by 

45  injecting  cleaning  liquid  into  the  bottles  1  by  the 
first  liquid  filling  portion  807a.  Thereafter,  the  roller 
bottles  1  rollingly  travel  along  the  rolling  unit  817 
because  of  their  gravity  for  rinsing  the  interior  of 
the  roller  bottles.  The  rinsing  liquid  is  removed  by 

50  the  second  suction  portion  806b  and  a  new  culture 
medium  (second  culture  liquid)  is  filled  by  the 
second  filling  portion  807b.  Then,  the  bottles  1  are 
capped  with  the  caps  at  the  second  cap  fitting  unit 
827.  Thus  treated  roller  bottles  1  are  transferred  to 

55  the  infeed  station  4  for  the  next  culturing  operation. 
Such  roller  bottles  1  are  accommodated  in  the  rack 
5  by  the  infeed  station  4,  and  the  roller  bottles  1 
are  recovered  on  the  discharge  conveyor  7  after 

13 
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completion  of  the  predetermined  cell  culturing  for  a 
predetermined  period  of  time. 

Turning  to  a  third  step,  the  bottles  1  transferred 
into  the  sterilized  chamber  800  are  subjected  to 
cap  removing  operation  at  the  cap  removing  unit 
804,  and  thereafter,  the  bottles  1  merely  pass 
through  the  first  liquid  suction  and  filling  portion 
805a.  At  the  second  liquid  suction  and  filling  por- 
tions,  806b  and  807b,  the  internal  liquid  is  removed 
and  new  liquid  culture  medium  (a  third  culture 
liquid)  is  filled  in  the  bottle.  Thereafter,  the  bottles 
1  are  capped  with  the  caps  at  the  cap  fitting  unit 
827.  Thus  treated  bottles  1  are  transferred  to  the 
infeed  station  4,  and  are  subjected  to  culturing  for 
a  predetermined  period  of  time  in  the  rack  5.  After 
the  culturing,  the  bottles  are  removed  from  the  rack 
5  and  are  positioned  on  the  discharge  conveyor  7. 

Turning  to  a  fourth  step,  the  bottles  entered 
into  the  sterilized  chamber  800  is  subjected  to  cap 
removing  by  the  cap  removing  804,  and  then,  a 
paste  which  serves  as  a  forming  liquid  is  collected 
by  the  first  suction  portion  806a.  The  bottles  are 
then  capped  with  the  caps  by  the  cap  fitting  unit 
827.  Therefore,  overall  steps  are  completed. 

Next,  operations  in  the  cell  culturing  apparatus 
according  to  the  present  invention  will  be  de- 
scribed. 

(1)  Infeed  Operation  (Fig.  41) 

According  to  the  infeed  operation,  roller  bottles 
containing  fresh  culture  medium  and  cells  are  sup- 
plied  into  the  rotary  rack  5  of  the  rack  supporting 
apparatus  S.  In  Fig.  1,  totally  thirty-two  culturing 
racks  5  are  arranged  in  the  loop  path,  and  all  racks 
5  are  subjected  to  accommodation  of  the  roller 
bottles. 

Firstly,  in  a  step  1000,  acknowledged  are  (a)  a 
position  of  the  infeed  pusher  12  as  shown  in  Fig.  8, 
(b)  position  of  the  chain  17  as  shown  in  Fig.  8,  (c)- 
rest  position  (lowermost  descent  position)  of  the 
infeed  lifter  10  as  shown  in  Fig.  8,  and  (d)  leftmost 
position  of  the  infeed  slider  23  as  shown  in  Fig.  8, 
and  then,  infeed  conveyor  2  is  operated  in  step 
1001.  In  step  1002,  when  the  sensor  301  detects 
five  roller  bottles,  the  stop  unit  302  is  operated,  and 
the  second  stop  unit  304  is  operated  upon  detec- 
tion  of  tenth  roller  bottle.  Thereafter,  in  step  1003, 
the  infeed  conveyor  3  is  stopped,  and  infeed  stop 
member  20  is  moved  to  its  ascent  position  simulta- 
neously  with  the  pushing  operation  of  the  infeed 
pusher  12  in  steps  1004  and  1005.  Thus,  ten  roller 
bottles  are  mounted  on  the  dog  17a.  In  step  1006, 
the  chain  17  is  driven  in  a  normal  direction  to 
transfer,  along  the  arcuate  guide  member  16a,  ten 
roller  bottles  arranged  side  by  side  toward  the  rear 
end  of  the  guide  member  16b  of  the  infeed  lifter 
10.  During  this  transferring  state,  operations  from 

steps  1002  to  1003  are  performed,  so  that  the 
chain  17  is  rotated  by  a  single  stroke  to  restore  its 
original  position,  and  operation  according  to  the 
step  1005  is  repeated.  Then  subsequent  ten  roller 

5  bottles  are  also  transferred  toward  the  rear  end  of 
the  guide  member  16b  by  another  rotation  of  the 
chain  17  (step  1007).  As  a  result,  front  ends  of  the 
subsequent  ten  roller  bottles  push  the  rear  ends  of 
the  leading  ten  roller  bottles  already  reached  to  the 

io  guide  members  16b,  and  accordingly,  the  two  roller 
bottles  (front  and  rear  bottles)  are  respectively 
mounted  on  each  of  the  guide  members  16b. 

Then,  the  cylinder  29  is  actuated  to  swing  the 
infeed  member  28  for  positioning  the  bottles  1  at 

is  their  initial  position  in  step  1008.  The  motor  27  is 
energized  to  move  the  infeed  slider  23  to  its  inter- 
mediate  position  where  the  front  end  of  the  front 
roller  bottle  abuts  the  stop  member  20  protruding 
from  the  front  end  of  the  infeed  lifter  10,  and  the 

20  motor  27  is  deenergized  in  steps  1009  and  1010. 
Next,  the  infeed  lifter  10  is  elevated  to  a  position 
corresponding  to  uppermost  stage  position  of  the 
rack  5,  and  the  upward  movement  of  the  lifter  10  is 
stopped  at  that  position  in  steps  1011  and  1012. 

25  Thereafter,  the  infeed  stop  member  20  is  moved  to 
its  descent  position  for  relaxing  the  front  end  of  the 
front  roller  bottle  1  in  a  step  1013,  and  at  the  same 
time,  the  transferring  plates  18  is  moved  frontwar- 
dly  in  step  1014.  Then,  the  infeed  slider  23  stop- 

30  ped  at  the  intermediate  position  is  again  moved 
frontwardly,  so  that  bottles  are  inserted  into  the 
uppermost  stages  of  the  two  racks  5  juxtaposed 
with  each  other  in  step  1015.  The  movement  of  the 
slider  23  is  stopped  upon  completion  of  the  inser- 

35  tion  in  step  1016.  Then,  the  transferring  plate  18  is 
moved  toward  its  original  position  in  step  1017,  and 
further,  the  infeed  slider  23  is  moved  to  its  original 
position  in  step  1018  concurrent  with  the  move- 
ment  of  the  infeed  member  28  toward  its  original 

40  position  by  the  actuation  of  the  cylinder  29  in  step 
1019.  Then,  the  infeed  lifter  10  is  moved  to  its 
descent  position  in  step  1020  to  thus  terminate  the 
bottle  infeed  opreration  with  respect  to  the  single 
stage  of  the  rack  5.  The  above  described  oper- 

45  ations  are  repeatedly  carried  out  for  the  remaining 
stages  of  the  rack  in  step  1021.  If  the  first  two 
racks  5  are  completely  filled  with  the  roller  bottles 
1  ,  subsequent  two  racks  5  are  moved  to  the  bottle 
infeeding  positions,  and  the  above-described  infeed 

50  operations  are  again  performed.  After  each  of  the 
racks  is  completely  filled  with  the  roller  bottles  1, 
culturing  operation  is  initiated.  That  is,  the  drive 
motor  39  in  each  of  the  racks  5  is  energized  in 
order  to  rotate  the  rollers  41  for  rotating  the  roller 

55  bottles  1  supported  thereon. 
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(2)  Discharge  Operation  (Fig.  42) 

In  the  discharge  operation,  roller  bottles  1  in 
the  culturing  rack  5  are  discharged  therefrom.  Such 
bottle  discharge  is  required  for  the  exchange  of 
culture  medium  contained  in  the  bottle  with  a  fresh 
culture  medium,  or  for  collecting  targetting  material 
formed  in  the  bottle  by  the  cultivation  therefrom. 

In  step  1200,  acknowledged  are  (a)  the  sus- 
pended  positions  of  the  two  racks  5  at  their  dis- 
charge  positions,  (b)  restoration  of  the  transferring 
plate  56  to  its  original  position,  (c)  original  position 
(frontward  position)  of  the  discharge  slider  61,  (d) 
origianl  position  of  the  push  rod  55  of  the  dis- 
charge  mechanism  48,  and  (e)  bottle  receiving 
position  of  the  discharge  arm  69  of  the  upstanding 
mechanism  51  as  shown  in  Fig.  27.  Then,  the 
discharge  lifter  49  is  elevated  and  is  stopped  at  a 
position  corresponding  to  the  uppermost  stage  of 
the  two  racks  5  in  steps  1201  and  1202.  Thereafter, 
the  transferring  plates  56  extend  into  the  racks  5  in 
step  1203,  the  discharge  stop  member  58  is 
moved  to  its  ascent  position  in  step  1204,  and  the 
driving  of  the  rollers  41  are  suspended  in  step 
1205.  The  push  rod  55  is  moved  toward  the  cultur- 
ing  racks  5  in  step  1206  for  pushing  the  roller 
bottles  1  from  the  racks  5  onto  the  discharge  lifter 
49,  and  thereafter,  the  tarnsferring  plates  56  are 
restored  to  their  original  positions,  while  the  push 
rod  55  is  retracted  in  steps  1207  and  1208.  Further, 
the  cylinder  67  is  operated  to  swing  the  discharge 
feeder  66,  so  that  the  front  end  of  the  front  roller 
bottle  1  is  held  by  the  feeder  66  in  step  1209,  and 
the  discharge  lifter  49  is  moved  to  its  descent 
position  and  is  stopped  thereat  in  steps  1210  and 
1211.  Then,  the  discharge  stop  member  58  is 
moved  to  its  descent  position  in  step  1212  to  allow 
the  bottles  to  pass  thereover,  and  the  discharge 
slider  61  is  moved  to  its  intermediate  position  and 
is  stopped  in  steps  1213  and  1214.  In  this  case, 
the  receptacle  bars  68  of  the  upstanding  mecha- 
nism  51  are  at  their  bottle  receiving  positions,  so 
that  ten  bottles  arranged  side  by  side  are  dropped 
onto  the  receptacle  bars  68.  Then,  the  discharge 
arm  69  is  moved  in  counterclockwise  direction  in 
Fig.  27  in  step  1215,  and  the  swinging  movement 
of  the  discharge  arm  69  is  stopped  at  horizontal 
orientation  thereof.  Then,  the  swing  arm  74  is  op- 
erated  to  displace  the  bottles  on  the  support  plate 
69a  toward  the  discharge  conveyor  7  in  step  1216. 
Next,  the  discharge  arm  69  is  reversely  rotated  in 
the  clockwise  direction  in  Fig.  27,  and  the  dis- 
charge  conveyor  7  is  driven  by  a  certain  length  and 
is  stopped,  so  that  the  subsequent  ten  bottles  can 
be  shifted  onto  the  conveyor  7  in  steps  1217  and 
1218.  Further,  the  discharge  slider  61  is  moved 
from  its  intermediate  position  toward  the  upstand- 
ing  mechanism  51  and  is  stopped  in  step  1219.  In 

this  case,  the  receptacle  bars  68  of  the  discharge 
arm  69  receive  thereon  the  front  ten  roller  bottles 
1,  and  the  discharge  arm  69  is  rotated  in  coun- 
terclockwise  direction  in  Fig.  27  to  its  horizontal 

5  orientation  in  step  1220,  and  then  the  swing  arm  74 
is  operated  to  displace  the  ten  roller  bottles  toward 
the  discharge  conveyor  7  in  step  1221.  Thereafter, 
the  discharge  arm  69  and  the  discharge  slider  69 
are  moved  back  to  its  original  position  for  the  next 

io  bottle  receiving  operation.  Such  sequential  oper- 
ations  are  repeatedly  carried  out  in  accordance 
with  every  stage  of  the  culturing  rack  5,  and  there- 
fore,  all  roller  bottles  1  are  discharged  from  all 
stages  of  the  rack  5.  After  the  discharges  of  the 

is  bottles  from  the  two  racks  are  completed,  subse- 
quent  two  racks  are  moved  to  the  bottle  discharge 
positions,  and  above-described  discharge  oper- 
ations  are  repeatedly  carried  out. 

20  (3)Simultaneous  Infeed  and  Discharge  Operations 
(Fig.43) 

In  the  simultaneous  operations,  exchanged  is 
culture  medium  in  the  roller  bottle  which  is  sub- 

25  jected  to  culturing  for  a  predetermined  period  of 
time.  That  is,  after  the  cultivation  for  the  predeter- 
mined  period,  nutritive  substance  in  the  culture 
medium  is  decreased,  while  metabolic  substance 
such  as  ammonia  and  lactic  acid  etc.  is  increased 

30  in  the  culture  medium.  Therefore,  metabolic  sub- 
stance  containing  medium  is  required  to  be  re- 
placed  by  the  fresh  culture  medium.  For  the  ex- 
change  of  the  culture  medium,  the  discharged  roll- 
er  bottles  1  are  subjected  to  treatment  at  the  han- 

35  dling  station  2,  and  are  again  returned  into  the 
culturing  rack  5. 

In  Fig.  43,  at  the  bottle  discharge  position, 
roller  bottle  discharge  operations  with  respect  to 
the  first  two  racks  are  conducted  in  step  1300. 

40  After  the  two  racks  are  subjected  to  complete  bot- 
tle  removal,  the  racks  are  moved  by  a  length  equal 
to  the  two  racks  in  running  direction  thereof,  so  that 
subsequent  two  racks  are  brought  into  the  bottle 
discharge  positions  in  step  1301  for  the  bottle 

45  discharge  operations.  The  roller  bottles  discharged 
from  the  racks  5  are  transferred  into  the  handling 
station  2  for  the  above-described  exchanging  op- 
eration,  and  are  transferred  to  the  infeed  station  4 
through  the  infeed  conveyor  3.  When  the  two  emp- 

50  ty  racks  are  brought  to  the  bottle  infeed  positions, 
roller  bottles  treated  at  the  handling  station  2  are 
supplied  into  the  two  racks  5  in  step  1302.  During 
these  operations,  the  bottle  discharge  operations 
are  continuously  performed  in  accordance  with 

55  step  1303.  Therefore,  roller  bottles  fed  into  the 
racks  are  subjected  to  the  culturing  operation. 

15 
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(4)  Inspection  Operation  (Fig.  44) 

The  inspection  operation  is  required  to  prevent 
roller  bottles  from  infectious  contamination  with  mi- 
croorganism,  when  one  of  the  roller  bottles  is  con- 
taminated  with  microorganism  by  provisionally  in- 
specting  color  change  of  the  roller  bottles. 

For  the  inspection,  a  personnel  is  stationed  on 
a  predetermined  inspecting  spot  47  shown  in  Fig. 
1  ,  and  visual  observation  to  the  color  change  of  the 
roller  bottles  is  conducted  by  automatically  moving 
and  temporalily  stopping  the  racks  in  front  of  the 
personnel  in  steps  1400,  1401  and  1402.  If  an 
abnormal  bottle  is  found,  a  rack  number  and  a 
stage  number  which  houses  and  installs  the  ab- 
normal  bottle  is  inputted  through  a  numerical  key 
of  an  operation  key  board  in  step  1403.  The  bottles 
at  the  stored  stage  of  the  stored  rack  are  all 
discharged  into  the  discharge  conveyor  7  when  the 
rack  stored  through  the  key  board  is  brought  to  the 
bottle  discharge  position  in  step  1404.  Among  the 
discharged  bottles,  normal  bottles  are  also  inclu- 
sive,  and  therefore,  the  abnormal  bottle  is  selected 
in  step  1405,  and  the  bypass  conveyor  78  is  op- 
erated  in  step  1406  to  carry  remaining  normal 
bottles  to  the  infeed  conveyor  3.  In  this  instance, 
the  specific  rack  is  moved  to  the  bottle  infeed 
position,  so  that  the  normal  bottles  carried  by  the 
infeed  conveyor  3  are  again  supplied  into  the  rack 
for  continuing  culturing  operation  in  steps  1407  and 
1408. 

(5)  Back-up  Operation 

Cell  cultivation  is  continuously  carried  out  day 
and  night.  If  one  of  the  drive  rollers  41  is  damaged 
to  stop  its  rotation  due  to  a  sudden  trouble,  rota- 
tions  of  the  roller  bottles  are  not  carried  out.  If  such 
hindrance  has  not  been  found  for  a  long  period, 
cells  in  the  bottles  may  die,  and  great  deal  of 
damage  will  be  done  to  the  cell  cultivation.  None- 
theless  it  would  be  almost  impossible  for  the  per- 
sonnel  to  visually  inspect  the  cell  cultivation  day 
and  night.  In  light  of  the  above,  the  back-up  mode 
operation  takes  a  safe  measure  to  the  accidental 
cell  culturing,  in  which  the  above  described  trouble 
is  electrically  detected,  and  roller  bottles  at  the 
abnormal  rack  are  replaced  onto  a  normally 
operatred  auxiliary  rack  immediately  after  the  dis- 
covery  of  the  abnormalities. 

In  the  cell  culturing  apparatus  according  to  the 
present  invention,  bottle  infeed  and  discharge  oper- 
ations  are  made  with  respect  to  the  two  confronting 
racks.  However,  such  bottle  infeed  and  discharge 
can  be  made  with  respect  to  one  single  rack. 

In  the  back-up  operation,  total  travel  lengths  of 
the  infeed  conveyor  3,  the  bypass  conveyor  78  and 
the  discharge  conveyor  7  should  be  longer  than  the 

length  given  by  the  sum  of  outer  diameters  of  the 
roller  bottles  which  are  discharged  from  the  ab- 
normal  rack  so  as  to  afford  to  receive  the  dis- 
charged  roller  bottles  upstandingly  arranged  side 

5  by  side  on  these  conveyors.  Further,  at  least  one 
auxiliary  rack  is  supplementally  disposed  on  the 
rack  supporting  apparatus  S.  Moreover,  the  num- 
bers  of  the  racks  can  be  changeable  by  changing 
the  position  of  the  drive  sprocket  36  shown  in  Fig. 

70  2. 
In  Fig.  45,  during  the  culturing  operation,  the 

drive  motor  38  in  the  culturing  rack  5  is  operated  in 
step  1500.  If  the  motor  38  becomes  inoperable 
condition  shown  in  step  1501,  back-up  operation  is 

75  initiated  as  shown  in  step  1502.  Electrical  power 
supply  to  the  rack  housing  the  abnormal  motor  is 
shut-off  in  step  1503,  and  the  rack  number  housing 
the  abnormal  motor  is  displayed  in  step  1504.  At 
the  same  time,  the  bypass  conveyor  78  is  operated 

20  in  step  1505,  so  that  the  abnormal  rack  is  dis- 
placed  to  the  bottle  discharge  position  and  is  stop- 
ped  thereat  in  steps  1506  and  1507.  At  the  bottle 
discharge  position,  all  roller  bottles  accommodated 
in  the  abnormal  rack  are  discharged  therefrom  in 

25  step  1508,  and  the  empty  auxiliary  rack  is  shifted 
to  the  bottle  infeed  position  and  is  stopped  thereat 
in  steps  1509  and  1510.  The  all  roller  bottles  dis- 
charged  at  the  discharge  position  are  travelled 
through  the  bypass  conveyor  78  and  are  reached 

30  to  the  infeed  position  without  passing  through  the 
handling  station  2,  so  that  the  all  roller  bottles  are 
accommodated  in  the  auxiliary  rack  stopping  at  the 
infeed  position,  and  the  culturing  operation  is  re- 
started  in  steps  1511  and  1512. 

35  According  to  the  foregoing  embodiments,  auto- 
matically  inserted  into  the  culturing  racks  are  the 
culturing  containers  (roller  bottles)  which  are  sub- 
jected  to  automatic  filling  of  the  culture  medium 
and  cells  at  the  handling  station,  and  the  cells 

40  cultured  in  the  containers  at  the  culturing  racks  are 
automatically  discharged  therefrom  and  the  con- 
tainers  are  automatically  returned  back  to  the  han- 
dling  station.  Therefore,  completely  automatic  filling 
of  the  cell  and  the  culture  medium,  culturing,  and 

45  exchange  of  the  culture  medium  are  attainable. 
Further,  the  culturing  racks  are  displaceable  on 

the  loop  track,  and  therefore,  such  movable  ar- 
rangement  can  facilitate  inspection  to  the  culturing 
containers  in  the  racks.  Moreover,  even  if  there  is 

50  abnormality  in  one  or  another  one  of  the  culturing 
container  during  culturing,  abnormality  is  promptly 
detected,  and  the  containers  in  the  abnormal  rack 
are  replaced  easily  into  other  normally  operable 
culturing  rack  for  continuing  the  cultivation  because 

55  of  the  back-up  function  of  this  invention.  Further, 
the  numbers  of  the  culturing  racks  are  changeable 
and  the  rotary  loop  length  is  also  changeable  in 
accordance  with  the  numbers  of  the  racks.  Thus, 
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cell  cultivation  capacity  is  also  controllable  in  the 
present  invention. 

In  the  above-described  embodiments,  fully 
automatic  operations  are  attained  by  the  infeed  and 
discharge  stations  4  and  6.  However,  semi-auto- 
matic  cell  culturing  system  is  also  conceivable  by 
the  introduction  of  manual  operator's  labour. 

In  Figs.  46  and  47,  the  semi-automatic  cultur- 
ing  system  900  is  provided  with  a  culturing  cham- 
ber  901.  At  right  side  wall  of  the  chamber  901  in 
the  Figure,  there  are  provided  a  plurality  of  han- 
dling  windows  902,  and  a  door  903  is  provided,  so 
that  the  operator  can  have  access  to  the  culturing 
chamber  901.  The  above-described  rotary  type 
rack  supporting  apparatus  S  are  juxtaposedly  in- 
stalled  in  the  culturing  chamber  901. 

On  the  other  hand,  culturing  container  handling 
apparatus  905  is  disposed  at  a  position  confronting 
the  side  wall  at  which  the  windows  902  are  pro- 
vided.  In  the  handling  apparatus  905,  conducted 
are  supply  of  the  culture  medium,  cell  inoculation, 
and  rinsing  with  respect  to  the  culturing  containers. 
A  working  space  907  is  provided  between  the 
culturing  chamber  901  and  the  handling  apparatus 
905  for  the  purpose  of  operators'  labour.  Along  the 
working  space,  discharge  and  infeed  conveyors 
906a  and  906b  of  a  conveying  means  906  are 
installed. 

In  the  handling  apparatus  905,  there  are  pro- 
vided  a  cap  removing  unit  903  for  removing  the 
caps  of  the  roller  bottles  1,  a  first  suction  portion 
909  for  sucking  liquid  in  the  roller  bottles,  and  a 
first  filling  portion  910  to  inject  culture  medium  into 
the  bottles  for  the  inoculation  of  cells.  Between  an 
outlet  end  of  the  discharge  conveyor  906a  and  an 
inlet  end  of  the  infeed  conveyor  906b,  a  transfer- 
ring  conveyor  912  is  installed.  Alongside  the  trans- 
ferring  conveyor  912,  a  bottle  rolling  unit  911  is 
disposed  for  rollingly  move  the  roller  bottles  there- 
on  toward  the  inlet  end  of  the  infeed  conveyor 
906b.  Further,  along  the  infeed  conveyor  906b, 
there  are  provided  a  second  suction  portion  913  for 
sucking  liquid  in  the  bottles,  and  a  second  filling 
portion  914  for  injecting  culturing  liquid  into  the 
bottles.  Furthermore,  a  cap  fitting  unit  915  is  dis- 
posed  for  providing  caps  onto  the  bottles  at  a 
downstream  side  of  the  second  filling  portion  914. 

These  units  and  segments  in  the  semi-auto- 
matic  system  provide  the  functions  the  same  as 
those  attendant  to  the  corresponding  units  and 
segments  in  the  full-automatic  system.  Operators  P 
stand  on  places  adjacent  to  the  handling  windows 
902  and  manually  perform  bottle  infeed  and  dis- 
charge  operations  between  the  chamber  901  and 
the  handling  apparatus  905.  A  control  box  916  is 
provided  for  each  of  the  operators.  The  operator 
manipulate  the  control  box  916  for  driving  the  con- 
veyors  and  for  operating  the  actuation  or  deener- 

gization  of  the  rack  supporting  apparatus  S.  A 
rotary  fan  f  is  disposed  above  each  of  the  oper- 
ators  p  for  blowing  purified  air  toward  the  operators 
(Fig.  47). 

5  According  to  the  semi-automatic  culturing  sys- 
tem,  operators'  working  positions  are  defined  be- 
tween  the  culturing  chamber  901  and  the  handling 
apparatus  905,  and  the  working  area  is  outside  of 
the  culturing  chamber  901.  Therefore,  efficient 

io  working  is  attainable  and  comfortable  working  cir- 
cumstance  is  provided  for  the  operator  in  order  to 
handle  the  culturing  containers  without  suffering 
from  high  temperature  such  as  about  37  °C  which 
temperature  is  provided  within  the  culturing  cham- 

15  ber901. 

Claims 

1.  A  cell  culturing  apparatus  which  uses  culturing 
20  containers  containing  therein  cells  and  culture 

medium  for  cell  culturing,  characterised  by: 
a  rack  supporting  apparatus  comprising  a  loop 
tracking  means  (32)  and  a  plurality  of  culturing 
racks  (5)  each  connected  one  after  another  in 

25  series  and  adapted  to  travel  on  said  loop  track- 
ing  means,  each  of  said  racks  accommodating 
therein  said  culturing  containers  (1)  for  cell 
culturing; 
an  infeed  station  disposed  at  a  position  along- 

30  side  said  loop  tracking  means  for  automatically 
supplying  said  culturing  containers  into  said 
culturing  racks,  said  infeed  station  (4)  compris- 
ing  an  infeed  lifter  (49)  which  is  vertically  mov- 
able  for  temporarily  mounting  thereon  said  cul- 

35  turing  containers  in  order  to  supply  the  cultur- 
ing  containers  into  said  culturing  racks,  a  pos- 
ture  changing  mechanism  (9,  450)  comprising 
arcuate  guide  members  (16a,  401)  having  a 
lower  end  positioned  in  the  vicinity  of  said 

40  infeed  conveyor  (3)  and  an  upper  end  directed 
toward  said  infeed  lifter  (10),  an  infeed  pusher 
(12,  403)  for  pushing  predetermined  numbers 
of  said  culturing  containers  carried  on  said 
infeed  conveyor  (3)  toward  said  guide  mem- 

45  bers,  means  (12,  402)  for  moving  said  contain- 
ers  along  said  arcuate  guide  members  (16a, 
401)  and  turning  the  containers  from  an  up- 
standing  posture  to  a  horizontal  posture;  and 
a  discharge  station  (6)  disposed  at  a  position 

50  alongside  said  loop  tracking  means  (32)  for 
automatically  discharging  said  culturing  con- 
tainers  (1)  which  have  been  subject  to  culturing 
from  said  culturing  racks,  (5)  said  discharge 
station  (6)  comprising  a  discharge  lifter  (49) 

55  which  is  vertically  movable  for  temporarily 
mounting  thereon  said  culturing  containers  (1) 
in  order  to  discharge  the  culturing  containers 
(1)  from  said  culturing  rack  (5)  and  an  upstand- 
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ing  mechanism  (51,  700)  disposed  adjacent 
said  discharge  lifter  (49)  for,  after  travel  of  said 
containers  through  said  discharge  lifter,  up- 
standing  said  culturing  containers  which  have 
been  lying  in  said  horizontal  disposition  in  said  5 
culturing  racks. 

The  cell  culturing  apparatus  as  defined  in 
Claim  1  wherein  said  posture  changing  mecha- 
nism  (9)  comprises  arcuate  guide  members  10 
(16a)  having  a  lower  end  positioned  in  the 
vicinity  of  said  infeed  conveyor  (3)  and  an 
upper  end  directed  toward  said  infeed  lifter 
(10),  a  chain  (17)  disposed  along  said  arcuate 
guide  member  (16a),  said  chain  integrally  pro-  is 
viding  a  support  member  (17a),  and  an  infeed 
pusher  (12)  for  pushing  predetermined  num- 
bers  of  said  culturing  containers  carried  on 
said  infeed  conveyor  (3)  toward  said  guide 
members  (16a),  said  support  member  carrying  20 
said  containers  being  pushed  by  said  infeed 
pusher  and  moving  the  same  along  said  guide 
members,  gradually  inclining  said  containers 
toward  a  horizontal  posture. 

25 
The  cell  culturing  apparatus  as  defined  in 
Claim  1  wherein  said  posture  changing  mecha- 
nism  (450)  comprises  arcuate  guide  members 
(401)  having  a  lower  end  positioned  in  the 
vicinity  of  said  infeed  conveyor  (3)  and  an  30 
upper  end  directed  toward  said  infeed  lifter 
(10),  an  infeed  pusher  (403)  for  pushing  pre- 
determined  numbers  of  said  culturing  contain- 
ers  carried  on  said  infeed  conveyor  (3)  toward 
said  guide  members  (16a),  a  container  infeed  35 
unit  (402)  adapted  to  move  said  culturing  con- 
tainers  along  said  arcuate  guide  members 
(401)  causing  said  culturing  containers  to  fall 
from  their  upstanding  posture  to  a  horizontal 
posture,  said  container  infeeding  unit  (402)  40 
comprising;  a  supporting  plate  (407)  positioned 
outside  said  arcuate  guide  members  (401)  for 
supporting  the  bases  of  said  culturing  contain- 
ers;  support  arms  (407a)  supporting  said  sup- 
porting  plate  (407)  and  swingably  movable  be-  45 
tween  their  horizontal  and  vertical  postures; 
said  containers  supported  on  said  supporting 
plate  (407)  being  gradually  inclined  toward  a 
horizontal  posture  during  their  travel  on  said 
guide  members  by  an  upward  swinging  move-  50 
ment  of  said  support  arms  (407a). 

The  cell  culturing  apparatus  as  defined  in 
Claim  1,  2  or  3  wherein  the  apparatus  further 
comprises:  55 
a  handling  station  (2)  for  automatically  filling 
said  cell  and  said  culture  medium  into  said 
culturing  containers  and  for  automatically  ex- 

changing  said  culture  medium  in  said  culturing 
container  by  a  fresh  culture  medium; 
an  infeed  conveyor  (3)  disposed  between  said 
handling  station  (2)  and  said  infeed  station  (4); 
and 
a  discharge  conveyor  (7)  disposed  between 
said  handling  station  and  said  discharge  sta- 
tion. 

5.  The  cell  culturing  apparatus  as  defined  in 
Claim  4,  wherein  the  apparatus  further  com- 
prises  a  bypass  conveyor  (78)  disposed  at  a 
position  adjacent  to  said  handling  station  (2), 
and  between  said  infeed  and  discharge  con- 
veyors  (3,  7),  said  culturing  containers  dis- 
charged  from  said  culturing  racks  being  tra- 
versed  from  said  discharge  conveyor  to  said 
infeed  conveyor  through  said  bypass  conveyor 
(78)  without  passing  through  said  handling  sta- 
tion  (2). 

6.  The  cell  culturing  apparatus  as  defined  in 
Claim  5,  wherein  each  of  said  culturing  racks 
has  a  rotary  mechanism  (37,  530)  for  rotating 
said  culturing  containers  about  their  axes,  said 
culturing  containers  being  transferred  into  said 
racks  in  their  horizontal  posture  and  being  sup- 
ported  in  said  racks  in  a  horizontal  posture. 

7.  The  cell  culturing  apparatus  as  defined  in 
Claim  3,  having  a  crank-drive  mechanism  (408) 
connected  to  said  support  arms  for  reciprocally 
moving  said  support  arms;  and 
a  container  supporting  unit  (404)  for  supporting 
a  row  of  containers  on  said  infeed  conveyor 
(3),  comprising:  a  container  row  supporting 
plate  (419)  for  regulating  a  row  of  said  contain- 
ers  on  said  infeed  conveyor  (3);  and  preventing 
said  containers  from  dropping  from  said  infeed 
conveyor  (3);  and  a  drive-cylinder  (420),  for 
vertically  moving  said  row  supporting  plate 
(419);  said  container  row  supporting  plate  (419) 
being  disposed  between  lower  end  portion  of 
said  guide  members  (401)  and  said  infeed 
conveyor  (3),  said  container  row  supporting 
plate  (419)  being  at  its  ascent  position  when 
said  row  of  containers  are  brought  to  positions 
confronting  said  arcuate  guide  members,  and 
being  at  its  descent  position  when  said  infeed 
pusher  (403)  pushes  said  row  of  containers 
toward  said  arcuate  guide  members  (401). 

8.  The  cell  culturing  apparatus  as  defined  in 
Claim  1,  2  or  3  wherein  neighbouring  guide 
members  (16a,  401)  define  a  container  guiding 
locus  therebetween,  said  guide  locus  having  a 
width  gradually  increased  from  said  lower  end 
toward  said  upper  end  of  said  guide  members. 
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9.  The  cell  culturing  apparatus  as  defined  in 
Claim  1  ,  2  or  3  wherein  said  discharge  station 
(6)  further  comprises  a  clearing  mechanism 
(50)  for  pushing  culturing  containers  on  said 
discharge  lifter  (49)  toward  said  upstanding 
mechanism  (51)  of  said  discharge  station  (6). 

10.  The  cell  culturing  apparatus  as  defined  in 
Claim  1,  2  or  3  wherein  said  upstanding 
mechanism  (51)  of  said  discharge  station  (6) 
comprises: 
a  discharge  arm  (69)  swingably  providing  its 
vertical  orientation  at  which  horizontally  post- 
ured  culturing  containers  are  receiving  from 
said  discharge  lifter  (49),  and  providing  its  hori- 
zontal  orientation  for  transferring  said  contain- 
ers  onto  said  discharge  conveyor  (7); 
receptacle  bars  (68)  extending  from  a  tip  end 
of  said  discharge  arm  (69)  in  a  direction  per- 
pendicular  thereto  for  supporting  peripheral 
surface  walls  of  said  culturing  containers; 
a  support  place  (69a)  provided  at  said  tip  of 
said  discharge  arm  (69)  for  supporting  the 
bases  of  said  culturing  containers; 
discharge  arm  drive  (70,  71)  mechanism  for 
reciprocally  swinging  said  discharge  arm  (69) 
between  said  vertical  and  horizontal  positions; 
and 
a  clearing  unit  (74)  for  transferring  upstanding 
containers  on  said  base  supporting  plate  (69a) 
toward  said  discharge  conveyor  (7). 

11.  The  cell  culturing  apparatus  as  defined  in 
Claim  1,  2  or  3  wherein  said  infeed  lifter  (10)  is 
slidably  provided  with  a  first  group  of  transfer- 
ring  plates  (18)  extendible  into  said  culturing 
rack  when  said  culturing  containers  are  in- 
serted  thereinto,  and  wherein  said  discharge 
lifter  (49)  slidably  disposes  a  second  group  of 
transferring  plates  (56)  extendible  into  said  cul- 
turing  rack  when  said  culturing  containers  are 
discharged  thereform  said  culturing  containers 
being  slidably  movable  on  said  transferring 
plates  during  said  container  insertion  and  con- 
tainer  discharge  with  respect  to  said  rack. 

12.  The  cell  culturing  apparatus  as  defined  in 
Claim  11,  wherein  each  of  said  transferring 
plates  (81  ,  56)  has  a  tapered  tip  portion  so  as 
to  gradually  reduce  its  height  toward  its  tip 
end. 

13.  The  cell  culturing  apparatus  as  defined  in 
Claim  1  ,  2  or  3  wherein  said  discharge  station 
(6)  further  comprises  a  discharge  mechanism 
(48)  disposed  at  a  position  opposite  said  dis- 
charge  lifter  (49)  with  respect  to  said  culturing 
rack  for  pushing  said  culturing  containers  in 

said  rack  toward  said  discharge  lifter  (49),  said 
discharge  mechanism  (48)  being  vertically 
movable  along  said  culturing  rack  and  having  a 
pushing  unit  (53)  for  pushing  said  culturing 

5  containers  out  of  said  rack. 

Patentanspruche 

1.  Zellkultur-Vorrichtung,  die  Kulturbehalter  ver- 
io  wendet,  in  denen  Zellen  und  Kulturmedium  fur 

die  Zellkultur  enthalten  ist,  gekennzeichnet 
durch: 
eine  Gestellhalterungsvorrichtung  mit  einer 
schleifenformigen  Fuhrungseinrichtung  (32) 

is  und  einer  Vielzahl  von  Kulturgestellen  (5),  die 
jeweils  miteinander  in  Reihe  verbunden  sind 
und  sich  auf  den  Schleifenfuhrungseinrichtun- 
gen  bewegen  konnen,  wobei  jedes  der  Gestel- 
le  in  sich  die  Kulturbehalter  (1)  fur  die  Zellkul- 

20  tur  aufnimmt; 
eine  Zufuhrungsstation,  die  an  einer  Position 
entlang  der  schleifenformigen  Fuhrungseinrich- 
tung  angeordnet  ist,  urn  automatisch  die  Kul- 
turbehalter  in  die  Kulturgestelle  einzufuhren, 

25  wobei  die  Zufuhrungsstation  (4)  eine  Zufuh- 
rungs-Anhebeeinrichtung  (49),  die  in  Vertikal- 
richtung  beweglich  ist,  urn  auf  dieser  voruber- 
gehend  die  Kulturbehalter  anzuordnen,  urn  die- 
se  Kulturbehalter  in  die  Kulturgestelle  einzu- 

30  fuhren,  einen  Positionsanderungsmechanismus 
(9,450),  der  bogenformige  Fuhrungsteile 
(16a,401)  mit  einem  unteren,  in  der  Nahe  des 
Zufuhrungsforderers  (3)  angeordneten  Ende 
und  einem  oberen  Ende  aufweist,  das  auf  die 

35  Zufuhrungs-Anhebeeinrichtung  (10)  gerichtet 
ist,  einen  Zufuhrungsschieber  (12,403)  zum 
Schieben  einer  vorgegebenen  Anzahl  der  auf 
dem  Zufuhrungsforderer  (3)  gehalterten  Kultur- 
behalter  in  Richtung  auf  die  Fuhrungsteile  und 

40  Einrichtungen  (12,402)  zum  Bewegen  der  Be- 
halter  entlang  der  bogenformigen  Fuhrungstei- 
le  (16a,401)  und  zum  Wenden  der  Behalter 
von  einer  aufrecht  stehenden  Position  auf  eine 
horizontale  Position  umfaBt;  und 

45  eine  Abgabestation  (6),  die  an  einer  Position 
entlang  der  schleifenformigen  Fuhrungseinrich- 
tung  (32)  angeordnet  ist,  urn  automatisch  die 
Kulturbehalter  (1),  die  der  Kultivierung  unter- 
worfen  wurden,  aus  den  Kulturgestellen  (5)  zu 

50  entnehmen,  wobei  die  Abgabestation  (6)  eine 
Abgabe-Anhebeeinrichtung  (49),  die  in  Vertikal- 
richtung  beweglich  ist,  urn  vorubergehend  auf 
ihr  die  Kulturbehalter  (1)  anzuordnen,  urn  die 
Kulturbehalter  (1)  aus  dem  Kulturgestell  (5)  zu 

55  entladen,  und  einen  Aufrechtstellmechanismus 
(51  ,57)  umfaBt,  der  benachbart  zu  der  Abgabe- 
Anhebeeinrichtung  (49)  angeordnet  ist,  urn 
nach  dem  Durchlaufen  der  Behalter  durch  die 
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Abgabe-Anhebeeinrichtung  die  Kulturbehalter, 
die  auf  den  Kulturgestellen  in  horizontaler  Lage 
lagen,  aufrecht  zu  stellen. 

Zellkultur-Vorrichtung  nach  Anspruch  1  ,  bei  der  5 
der  Positionsanderungsmechanismus  (9)  bo- 
genformige  Fuhrungsteile  (16a)  mit  einem  un- 
teren,  in  der  Nahe  des  Zufuhrungsforderers 
(3)  angeordneten  Ende  und  einem  oberen,  auf 
die  Zufuhrungs-Anhebeeinrichtung  (10)  gerich-  10 
teten  Ende,  eine  entlang  der  bogenformigen 
Fuhrungsteile  (16a)  angeordnete  Kette  (17),  die 
einstuckig  ein  Tragteil  (17a)  bildet,  und  einen 
Zufuhrungsschieber  (12)  zum  Schieben  einer 
vorgegebenen  Anzahl  der  von  dem  Zufuh-  is 
rungsforderer  (3)  getragenen  Kulturbehalter  in 
Richtung  auf  die  Fuhrungsteile  (16a)  umfaBt, 
wobei  das  die  durch  den  Zufuhrungsschieber 
verschobenen  Behalter  tragende  Tragteil  die 
Behalter  entlang  der  Fuhrungsteile  bewegt,  20 
wobei  die  Behalter  graduell  in  Richtung  auf 
eine  horizontale  Lage  geneigt  werden. 

Zellkultur-Vorrichtung  nach  Anspruch  1  ,  bei  der 
der  Positionsanderungsmechanismus  (450)  bo-  25 
genformige  Fuhrungsteile  (401)  mit  einem  in 
der  Nahe  des  Zufuhrungsforderers  (3)  ange- 
ordneten  unteren  Ende  und  einem  auf  die  Zu- 
fuhrungs-Anhebeeinrichtung  (10)  gerichteten 
oberen  Ende,  einen  Zufuhrungsschieber  (403)  30 
zum  Schieben  einer  vorgegebenen  Anzahl  der 
von  dem  Zufuhrungsforderer  (3)  getragenen 
Kulturbehalter  auf  die  Fuhrungsteile  (16a)  und 
eine  Behalter-Zufuhrungseinheit  (402)  umfaBt, 
die  zur  Bewegung  der  Kulturbehalter  entlang  35 
der  bogenformigen  Fuhrungsteile  (401)  ausge- 
bildet  ist,  wodurch  die  Kulturbehalter  von  ihrer 
aufrecht  stehenden  Position  auf  eine  horizonta- 
le  Position  fallen,  und  bei  der  Behalter-Zufuh- 
rungseinheit  (402)  folgende  Teile  umfaBt:  eine  40 
Tragplatte  (407),  die  auBerhalb  der  bogenfor- 
migen  Fuhrungsteile  (401)  angeordnet  ist,  urn 
die  Grundflachen  der  Kulturbehalter  zu  haltern; 
und  Tragarme  (407a),  die  die  Tragplatte  (407) 
haltern  und  schwenkbar  zwischen  ihren  hori-  45 
zontalen  und  vertikalen  Positionen  beweglich 
sind,  wobei  die  auf  der  Tragplatte  (407)  gehal- 
terten  Behalter  wahrend  ihrer  Bewegung  auf 
den  Fuhrungsteilen  durch  eine  Aufwarts- 
schwenkbewegung  der  Tragarme  (407a)  gra-  so 
duell  in  Richtung  auf  eine  horizontale  Position 
geneigt  werden. 

Zellkultur-Vorrichtung  nach  Anspruch  1  ,  2  oder 
3,  bei  der  die  Vorrichtung  weiterhin  folgende  55 
Teile  umfaBt: 
eine  Handhabungsstation  (2)  zum  automati- 
schen  Einfullen  der  Zellen  und  des  Kulturme- 

diums  in  die  Kulturbehalter  und  zum  automati- 
schen  Ersetzen  des  Kulturmediums  in  dem 
Kulturbehalter  durch  ein  frisches  Kulturmedi- 
um; 
einen  Zufuhrungsforderer  (3),  der  zwischen  der 
Handhabungsstation  (2)  und  der  Zufuhrungs- 
station  (4)  angeordnet  ist,  und  einen  Abgabe- 
forderer  (7),  der  zwischen  der  Handhabungs- 
station  und  der  Abgabestation  angeordnet  ist. 

5.  Zellkultur-Vorrichtung  nach  Anspruch  4,  bei  der 
die  Vorrichtung  weiterhin  einen  NebenschluB- 
forderer  (78)  umfaBt,  der  an  einer  Position  be- 
nachbart  zu  der  Handhabungsstation  (2)  und 
zwischen  den  Zufuhrungs-  und  Abgabeforde- 
rern  (3,7)  angeordnet  ist,  wobei  die  von  den 
Kulturgestellen  abgegebenen  Kulturbehalter 
von  dem  Abgabeforderer  zu  dem  Zufuhrungs- 
forderer  uber  den  NebenschluBforderer  (78) 
uberfuhrt  werden,  ohne  dal3  sie  die  Handha- 
bungsstation  (2)  durchlaufen. 

6.  Zellkultur-Vorrichtung  nach  Anspruch  5,  bei  der 
jedes  Kulturgestell  einen  Drehmechanismus 
(37,530)  zum  Drehen  der  Kulturbehalter  urn 
ihre  Achsen  aufweist,  wobei  die  Kulturbehalter 
in  die  Gestelle  in  horizontaler  Position  uber- 
fuhrt  werden  und  in  den  Gestellen  in  einer 
horizontalen  Position  gelagert  sind. 

7.  Zellkultur-Vorrichtung  nach  Anspruch  3,  mit  ei- 
nem  Kurbelantrieb-Mechanismus  (408),  der  mit 
den  Tragarmen  verbunden  ist,  urn  die  Tragar- 
me  hin-  und  herzubewegen,  und 
mit  einer  Behalter-Halterungseinheit  (404)  zur 
Halterung  einer  Reihe  der  Behalter  auf  dem 
Zufuhrungsforderer  (3),  wobei  die  Behalter- 
Halterungseinheit  (404)  folgende  Teile  umfaBt: 
eine  Behalterreihen-Halterungplatte  (419)  zur 
regelmaBigen  Anordnung  einer  Reihe  von  Be- 
haltern  auf  dem  Zufuhrungsfoderer  (3)  und  zur 
Verhinderung  eines  Herabfallens  der  Behalter 
von  dem  Zufuhrungsforderer  (3);  und  einen 
Antriebszylinder  (420)  zur  vertikalen  Bewegung 
der  Behalterreihen-Halterungsplatte  (419);  wo- 
bei  die  Behalterreihen-Halterungsplatte  (419) 
zwischen  einem  unteren  Endteil  der  Fuhrungs- 
teile  (401)  und  dem  Zufuhrungsforderer  (3) 
angeordnet  ist,  und  wobei  die  Behalterreihen- 
Tragplatte  (419)  sich  in  ihrer  aufsteigenden  Po- 
sition  befindet,  wenn  die  Reihe  von  Behaltern 
auf  Positionen  gebracht  wird,  in  der  sie  den 
bogenformigen  Fuhrungsteilen  gegenuberlie- 
gen,  wahrend  sie  sich  in  ihrer  Absenkposition 
befindet,  wenn  der  Zufuhrungsschieber  (403) 
die  Reihe  von  Behaltern  in  Richtung  auf  die 
bogenformigen  Fuhrungsteile  (401)  schiebt. 
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8.  Zellkultur-Vorrichtung  nach  Anspruch  1  ,  2  oder 
3,  bei  der  benachbarte  Fuhrungsteile  zwischen 
sich  eine  Behalterfuhrungsortskurve  bilden, 
wobei  die  Fuhrungsortskurve  eine  Breite  auf- 
weist,  die  sich  graduell  ausgehend  von  dem 
unteren  Ende  in  Richtung  auf  das  obere  Ende 
der  Fuhrungsteile  vergroBert. 

9.  Zellkultur-Vorrichtung  nach  Anspruch  1  ,  2  oder 
3,  bei  der  die  Abgabestation  (6)  weiterhin  ei- 
nen  Entnahmemechanismus  (50)  zum  Schie- 
ben  von  Kulturbehaltern  auf  der  Abgabe-Anhe- 
beeinrichtung  (49)  in  Richtung  auf  den  Auf- 
rechtstellmechanismus  (51)  der  Abgabestation 
(6)  umfaBt. 

10.  Zellkultur-Vorrichtung  nach  Anspruch  1,  2  oder 
3,  bei  der  der  Aufrechtstellmechanismus  (51) 
der  Abgabestation  (6)  folgende  Teile  umfaBt: 
einen  Abgabearm  (69),  der  schwenkbar  auf 
eine  vertikale  Ausrichtung  schewnkbar  ist,  an 
der  eine  horizontale  Position  aufweisende  Kul- 
turbehalter  von  der  Abgabe-Anhebeeinrichtung 
(49)  aufgenommen  werden,  und  der  eine  hori- 
zontale  Ausrichtung  aufweist,  urn  die  Behalter 
auf  den  Abgabeforderer  (7)  zu  uberfuhren; 
Aufnahmestabe  (68),  die  sich  von  einem  Spit- 
zenende  des  Abgabearmes  (69)  in  einer  Rich- 
tung  senkrecht  hierzu  erstrecken,  urn  Urn- 
fangsflachenwande  der  Kulturbehalter  zu  hal- 
tern; 
eine  Tragplatte  (69a),  die  an  der  Spitze  des 
Abgabearms  (69)  vorgesehen  ist,  urn  die 
Grundflachen  der  Kulturbehalter  zu  haltern; 
einen  Abgabearm-Antriebsmechanismus 
(70,71)  zum  Hin-  und  Herverschwenken  des 
Abgabearms  (69)  zwischen  den  vertikalen  und 
horizontalen  Positionen;  und 
eine  Entfernungseinheit  (74)  zum  Uberfuhren 
von  aufrechtstehenden  Behaltern  auf  der 
Grundflachentragplatte  (69a)  in  Richtung  auf 
den  Abgabeforderer  (7). 

11.  Zellkultur-Vorrichtung  nach  Anspruch  1,  2  oder 
3,  bei  der  die  Zufuhrungs-Anhebeeinrichtung 
(10)  mit  einer  ersten  Gruppe  von  gleitenden 
Uberfuhrungsplatten  (18)  versehen  ist,  die  in 
das  Kulturgestell  ausfahrbar  sind,  wenn  die 
Kulturbehalter  in  dieses  eingesetzt  werden, 
und  bei  der  die  Abgabe-Anhebeeinrichtung 
(49)  eine  zweite  Gruppe  von  Uberfuhrungsplat- 
ten  (56)  gleitend  haltert,  die  in  das  Kulturge- 
stell  ausfahrbar  sind,  wenn  die  Kulturbehalter 
aus  diesem  entladen  werden,  wobei  die  Kultur- 
behalter  wahrend  des  Einfuhrens  und  des  Ent- 
ladens  der  Behalter  bezuglich  des  Gestells 
gleitend  auf  den  Uberfuhrungsplatten  beweg- 
lich  sind. 

12.  Zellkultur-Vorrichtung  nach  Anspruch  11,  bei 
der  jede  der  Uberfuhrungsplatten  (81,56)  einen 
verjungten  spitzenabschnitt  aufweist,  urn  auf 
diese  weise  graduell  ihre  Hohe  in  Richtung  auf 

5  ihr  spitzenende  zu  verringern. 

13.  Zellkultur-Vorrichtung  nach  Anspruch  1,  2  oder 
3,  bei  der  die  Abgabestation  (6)  weiterhin  ei- 
nen  Abgabemechanismus  (48)  umfaBt,  der  be- 

io  zuglich  des  Kulturgestells  an  einer  der  Abga- 
be-Anhebeeinrichtung  (49)  gegenuberliegen- 
den  Position  angeordnet  ist,  urn  die  Kulturbe- 
halter  in  dem  Gestell  in  Richtung  auf  die  Abga- 
be-Anhebeeinrichtung  (49)  zu  schieben,  wobei 

is  der  Abgabemechanismus  (48)  in  Vertikalrich- 
tung  entlang  des  Kulturgestells  beweglich  ist 
und  eine  Schiebeeinheit  (53)  zum  schieben  der 
Kulturbehalter  aus  dem  Gestell  heraus  auf- 
weist. 

20 
Revendicatlons 

1.  Dispositif  pour  la  culture  de  cellules  dans  le- 
quel  sont  utilises  des  recipients  de  culture 

25  renfermant  des  celllules  et  un  bouillon  de  cul- 
ture  pour  la  culture  de  cellules,  caracterise  par 

-  un  dispositif  de  support  pour  rateliers 
comprenant  une  voie  de  roulement  en 

30  boucle  (32),  et  une  pluralite  de  rateliers 
de  culture  (5),  connectes  les  uns  a  la 
suite  des  autres  en  series,  et  adaptes 
pour  se  mouvoir  sur  ladite  voie  de  roule- 
ment  en  boucle,  chacun  des  rateliers 

35  precites  renfermant  lesdits  recipients  de 
culture  (1)  en  vue  de  la  culture  de  cellu- 
les  ; 

-  un  poste  d'amenee  dispose  le  long  de 
ladite  voie  de  roulement  en  boucle,  pour 

40  avancer  automatiquement  les  recipients 
de  culture  precites,  dans  lesdits  rateliers 
de  culture,  ledit  poste  d'amenee  (4)  com- 
prenant  un  elevateur  d'amenee  (49)  mo- 
bile  verticalement,  destine  a  accueillir 

45  temporairement  lesdits  recipients  de  cul- 
ture  en  vue  de  les  avancer  dans  les 
rateliers  de  culture  precites,  un  mecani- 
sme  de  changement  de  position  (9,  450) 
comprenant  des  organes  de  guidage  en 

50  forme  d'arcs  (16a,  401),  ayant  une  extre- 
mite  inferieure  positionnee  au  voisinage 
du  convoyeur  d'amenee  (3),  et  une  extre- 
mite  superieure  dirigee  vers  ledit  eleva- 
teur  d'amenee  (10),  un  poussoir  d'avan- 

55  cement  (12,  403)  pour  pousser  un  nom- 
bre  predetermine  de  recipients  de  cultu- 
re  precites,  deplaces  sur  ledit  convoyeur 
d'amenee  (3),  vers  tes  organes  de  guida- 
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ge  precites,  des  moyens  (12,  402)  pour 
faire  mouvoir  lesdits  recipients  le  long 
desdits  organes  de  guidage  en  forme 
d'arcs  (16a,  401)  et  les  faire  tourner 
d'une  position  verticale  a  une  position  5 
horizontale  ;  et 

-  un  poste  d'evacuation  (6)  dispose  le  long 
de  ladite  voie  de  roulement  en  boucle 
(32),  pour  evacuer  automatiquement  des- 
dits  rateliers  de  culture  (5),  les  recipients  10 
de  culture  (1)  precites,  ayant  ete  soumis 
a  une  culture,  ledit  poste  d'evacuation  (6) 
comprenant  un  elevateur  d'evacuation 
(49),  mobile  verticalement,  pour  accueillir 
temporairement  lesdits  recipients  de  cul-  is 
ture  (1)  en  vue  de  les  evacuer  dudit 
ratelier  de  culture  (5),  et  un  mecanisme 
de  redressement  (51,  700)  dispose  au 
voisinage  dudit  elevateur  d'evacuation 
(49)  pour  redresser  les  recipients  de  cul-  20 
ture  qui  se  trouvaient  en  position  cou- 
ched  dans  les  rateliers  de  culture,  apres 
leur  convoyage  dans  I'elevateur  d'eva- 
cuation. 

25 
Dispositif  pour  la  culture  de  cellules  selon  la 
revendication  1,  dans  lequel  le  mecanisme  de 
changement  de  position  (9)  comprend  des  or- 
ganes  de  guidage  en  forme  d'arcs  (16a),  qui 
presentent  une  extremite  inferieure  positionnee  30 
au  voisinage  du  convoyeur  d'amenee  (3),  et 
une  extremite  superieure  dirigee  vers  ledit  ele- 
vateur  d'amenee  (10),  une  chaTne  (17)  dispo- 
sed  le  long  dudit  organe  de  guidage  en  forme 
d'arcs  (16a),  ladite  chaTne  fournissant  integra-  35 
lement  un  organe  de  support  (17a),  et  un 
poussoir  d'avancement  (12)  permettant  de 
pousser  un  nombre  predetermine  de  recipients 
de  culture  transported  sur  ledit  convoyeur 
d'amenee  (3)  vers  lesdits  organes  de  guidage  40 
(16a),  ledit  organe  de  support  transportant  les- 
dits  recipients  pousses  par  ledit  poussoir 
d'avancement,  et  les  deplagant  vers  les  orga- 
nes  de  guidage,  en  les  inclinant  graduellement 
jusqu'a  une  position  horizontale.  45 

Dispositif  pour  la  culture  de  cellules  selon  la 
revendication  1,  dans  lequel  le  mecanisme  de 
changement  de  position  (450)  comprend  des 
organes  de  guidage  en  forme  d'arcs  (401),  qui  50 
presentent  une  extremite  inferieure  situee  au 
voisinage  dudit  convoyeur  d'amenee  (3)  et  une 
extremite  superieure  dirigee  vers  ledit  eleva- 
teur  d'amenee  (10),  un  poussoir  d'avancement 
(403)  pour  pousser  un  nombre  predetermine  55 
de  recipients  a  culture  transported  sur  ledit 
convoyeur  d'amenee  (3)  vers  les  organes  de 
guidage  (16a)  precites,  un  alimentateur  en  re- 

cipients  (402)  adapte  pour  faire  mouvoir  lesdits 
recipients  a  culture  le  long  des  organes  de 
guidage  en  forme  d'arcs  (401),  en  faisant  bas- 
culer  lesdits  recipients  a  culture  de  leur  posi- 
tion  verticale  a  une  position  horizontale,  ledit 
alimentateur  en  recipients  (402)  comprenant  : 
une  plaque-support  (407)  situee  a  I'exterieur 
desdits  organes  de  guidage  en  forme  d'arcs 
(401),  pour  supporter  les  bases  desdits  reci- 
pients  a  culture  ;  des  bras-supports  (407a) 
supportant  ladite  plaque-support  (407)  et  sus- 
ceptibles  d'aller  et  de  venir  entre  leur  position 
horizontale  et  verticale  ;  lesdits  recipients  sup- 
ported  par  ladite  plaque-support  (407)  s'incli- 
nant  graduellement  vers  une  position  horizon- 
tale  au  cours  de  leur  evolution  sur  lesdits  orga- 
nes  de  guidage,  par  I'effet  d'un  mouvement  de 
balancement  desdits  bras-supports  (407a)  vers 
le  haut. 

4.  Dispositif  pour  la  culture  de  cellules  selon  I'une 
des  revendications  1,  2  ou  3,  comprenant,  en 
outre  : 

-  un  poste  de  manipulation  (2)  pour  verser 
automatiquement  la  cellule  et  le  bouillon 
de  culture  dans  les  recipients  de  culture, 
et  pour  remplacer  automatiquement  ledit 
bouillon  de  culture  contenu  dans  ledit 
recipient  de  culture  par  un  bouillon  de 
culture  frais  ; 

-  un  convoyeur  d'amenee  (3)  dispose  en- 
tre  ledit  poste  de  manipulation  (2)  et  ledit 
poste  d'amenee  (4)  ;  et  un  convoyeur 
d'evacuation  (7)  dispose  entre  ledit  poste 
de  manipulation  et  ledit  poste  d'evacua- 
tion. 

5.  Dispositif  pour  la  culture  de  cellules  selon  la 
revendication  4,  comprenant,  en  outre  :  un 
convoyeur  de  derivation  (78)  dispose  au  voisi- 
nage  dudit  poste  de  manipulation  (2),  et  entre 
les  convoyeurs  d'amenee  et  d'evacuation  (3,  7) 
precites,  lesdits  recipients  de  culture,  sortis 
desdits  rateliers  de  culture,  passant  du 
convoyeur  d'evacuation  precite,  au  convoyeur 
d'amenee,  par  I'intermediaire  dudit  convoyeur 
de  derivation  (78),  sans  passer  par  le  poste  de 
manipulation  (2). 

6.  Dispositif  pour  la  culture  de  cellules  selon  la 
revendication  5,  dans  lequel  chacun  des  rate- 
liers  de  culture  est  dote  d'un  mecanisme  de 
rotation  (37,  530)  permettant  de  faire  tourner 
lesdits  recipients  de  culture  autour  de  leurs 
axes,  lesdits  recipients  de  culture  etant  transfe- 
rs  vers  lesdits  rateliers  dans  leur  position 
horizontale,  et  y  etant  supported  dans  une  po- 
sition  horizontale. 

22 
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7.  Dispositif  pour  la  culture  de  cellules  selon  la 
revendication  3,  presentant  un  mecanisme  de 
commande  par  manivelle  (408)  raccordes  aux- 
dits  bras-supports  en  vue  de  leur  communi- 
quer  un  mouvement  pendulaire  ;  et  un  disposi- 
tif  de  support  pour  recipients  (404),  pour  sup- 
porter  une  rangee  de  recipients  ported  par  ledit 
convoyeur  d'amenee  (3),  comprenant  : 

-  une  plaque-support  (419)  pour  ordonnan- 
cer  une  rangee  de  recipients  sur  ledit 
convoyeur  d'amenee  (3)  ;  et  empecher 
lesdits  recipients  de  tomber  dudit 
convoyeur  d'amenee  (3),  et  un  verin  ac- 
tionneur  (420)  pour  faire  mouvoir  vertica- 
lement  ladite  plaque-support  (419)  pour 
une  rangee  de  recipients  ;  ladite  plaque- 
support  (419)  pour  une  rangee  de  reci- 
pients  etant  disposed  entre  la  portion 
d'extremite  inferieure  des  organes  de 
guidage  (401),  et  le  convoyeur  d'amenee 
(3),  ladite  plaque-support  (419)  pour  une 
rangee  de  recipients  etant  en  position  de 
levee  lorsque  ladite  rangee  de  recipients 
fait  face  aux  organes  de  guidage  en  for- 
me  d'arcs  precites,  et  en  position  de 
descente  lorsque  ledit  poussoir  d'avan- 
cement  (403)  pousse  ladite  rangee  de 
recipients  vers  lesdits  organes  de  guida- 
ge  en  forme  d'arcs  (401). 

8.  Dispositif  pour  la  culture  de  cellules  selon  I'une 
des  revendications  1,  2  ou  3,  dans  lequel  des 
organes  de  guidage  voisins  (16a,  401)  definis- 
sent  entre  eux  une  zone  de  guidage  des  reci- 
pients,  ladite  zone  de  guidage  ayant  une  lar- 
geur  croissant  graduellement  de  I'extremite  in- 
ferieure  precitee,  a  I'extremite  superieure  pre- 
citee  desdits  organes  de  guidage. 

9.  Dispositif  pour  la  culture  de  cellules  selon  I'une 
des  revendications  1,  2  ou  3,  dans  lequel  le 
poste  d'evacuation  (6)  comprend,  en  outre,  un 
mecanisme  de  degagement  (50)  pour  pousser 
les  recipients  de  culture  presents  sur  I'eleva- 
teur  d'evacuation  (49)  vers  le  mecanisme  de 
redressement  (51)  precite  dudit  poste  d'eva- 
cuation  (6). 

10.  Dispositif  pour  la  culture  de  cellules  selon  I'une 
des  revendications  1,  2  ou  3,  dans  lequel  le 
mecanisme  de  redressement  (51)  dudit  poste 
d'evacuation  (6)  comprend  : 

-  un  levier  d'evacuation  (69)  adoptant,  par 
pivotement,  une  orientation  verticale 
dans  laquelle  des  recipients  de  culture 
occupant  une  position  horizontale  sont 
receptionnes,  venant  de  I'elevateur 
d'evacuation  (49),  et  une  orientation  hori- 

zontale,  pour  transferer  lesdits  recipients 
sur  le  convoyeur  d'evacuation  (7)  ; 

-  des  barreaux-receptables  (68)  partant 
d'une  extremite  en  pointe  dudit  bras 

5  d'evacuation  (69),  perpendiculairement  a 
celui-ci,  pour  supporter  des  parois  peri- 
pheriques  desdits  recipients  de  culture  ; 
une  plaque-support  (69a)  prevue  a  la 
pointe  precitee  du  bras  d'evacuation 

io  (69),  pour  supporter  les  fonds  desdits 
recipients  de  culture  ; 

-  un  mecanisme  d'entraTnement  (70,  71) 
du  bras  d'evacuation,  pour  faire  balancer 
alternativement  ledit  bras  d'evacuation 

is  (69)  entre  les  positions  verticale  et  hori- 
zontale  precitees  ;  et  un  dispositif  de 
degagement  (74)  pour  transferer  des  re- 
cipients  redresses  presents  sur  ladite 
plaque-support  de  fonds  (69a)  vers  ledit 

20  convoyeur  d'evacuation  (7). 

11.  Dispositif  pour  la  culture  de  cellules  selon  I'une 
des  revendications  1  ,  2  ou  3,  dans  lequel  I'ele- 
vateur  d'amenee  (10)  est  equipe  d'un  premier 

25  groupe  de  plaques  de  transfert  (18)  coulissan- 
tes  susceptibles  de  s'avancer  dans  le  ratelier 
de  culture  lorsque  des  recipients  de  culture  y 
ont  ete  introduits,  et  dans  lequel  I'elevateur 
d'evacuation  (49)  est  equipe  d'un  deuxieme 

30  groupe  de  plaques  de  transfert  (56)  coulissan- 
tes,  susceptibles  de  s'avancer  dans  le  ratelier 
de  culture  lorsque  les  recipients  de  culture  en 
ont  ete  evacues,  lesdits  recipients  de  culture 
se  deplagant  en  glissant  sur  lesdites  plaques 

35  de  transfert  au  cours  de  I'insertion  des  reci- 
pients  dans  le  ratelier  et  de  leur  evacuation  de 
celui-ci. 

12.  Dispositif  pour  la  culture  de  cellules  selon  la 
40  revendication  1  1  ,  dans  lequel  chacune  des  pla- 

ques  de  transfert  (81,  56)  precitees,  presente 
une  pointe  conique  de  maniere  a  reduire  gra- 
duellement  sa  hauteur  en  direction  de  son 
extremite  pointue. 

45 
13.  Dispositif  pour  la  culture  de  cellules  selon  I'une 

des  revendications  1,  2  ou  3,  dans  lequel  le 
poste  d'evacuation  (6)  precite,  comporte,  en 
outre,  un  mecanisme  d'evacuation  (48)  situe  a 

50  un  endroit  oppose  a  I'elevateur  d'evacuation 
(49),  par  rapport  au  ratelier  de  culture,  pour 
pousser  lesdits  recipients  de  culture  presents 
dans  ledit  ratelier  vers  I'elevateur  d'evacuation 
(49),  ledit  mecanisme  d'evacuation  (48)  etant 

55  verticalement  mobile  le  long  dudit  ratelier  de 
culture,  et  presentant  un  poussoir  (53)  pour 
pousser  lesdits  recipients  de  culture  hors  dudit 
ratelier. 
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