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©  Slub  eliminator. 

©  A  slub  eliminator  to  be  used  in  the  textile  in- 
dustry  includes  a  cutting  means  (16)  having  a  cutting 
blade  (20,40,51)  and  a  blade  receiving  member 
(19,52)  which  are  provided  so  as  to  allow  a  collision 
and  an  estrangement  therebetween.  The  cutting 
blade  (20,40,51)  comprises  zirconia  ceramics  con- 
taining  at  least  50  mol%  zirconia  having  a  tetragonal 
crystal  structure  which  has  an  action  of  relaxing 
stress  due  to  a  stress  inductive  transformation 
mechanism.  A  roundness  is  provided  at  a  cutting 
edge  (20,40a)  of  the  cutting  blade  (20,40,51).  Ac- 
cording  to  the  construction,  the  mechanical  features 
of  the  cutting  blade,  particularly  strength,  toughness 
and  abrasion  resistance,  are  greatly  increased,  the 

^initial  sharpness  for  cutting  thereof  is  not  only  in- 
^   creased  but  even  deterioration  of  the  sharpness  dur- 

ing  its  use  is  very  small,  and  the  span  of  life  of  the 
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:utting  means  (16)  is  increased  greatly. 
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SLUB  ELIMINATOR 

The  present  invention  relates  to  a  slub  elimina- 
tor,  more  particularly  to  a  device  for  detecting  a 
slub  in  a  yarn,  cutting  the  yarn  and  thereby  elimi- 
nating  a  portion  of  the  yam  having  the  slub. 

A  slub  eliminator  used  in  the  textile  industry  is 
a  device  for  detecting  a  slub  (a  slub  is  a  soft,  thick, 
uneven  portion  of  a  yarn  and  can  become  a  defect 
in  the  yam)  in  a  running  yarn  and  eliminating  the 
slub  portion  from  the  yarn  by  cutting  the  yarn. 
Accordingly,  the  device  usually  has  a  detecting 
means  for  detecting  a  slub  in  a  running  yarn  and  a 
cutting  means  for  cutting  the  yarn  and  thereby 
eliminating  the  slub  portion  from  the  yarn.  Such  a 
slub  eliminator  is  often  called  as  a  slub  catcher. 

In  the  slub  eliminator,  the  slub  portion  is  elimi- 
nated  from  the  yarn  by  cutting  rapidly  the  yarn 
running  at  a  high  speed.  Therefore,  the  cutting 
means  of  the  slub  eliminator  does  not  adopt  a 
mechanism  utilizing  a  shearing  force  such  as  that 
utilized  by  scissors,  but  adopts  a  so-called  hand 
cutter  type  mechanism  which  causes  a  violent  colli- 
sion  between  a  cutting  blade  and  a  blade  receiving 
member  provided  on  respective  opposite  sides  of  a 
yarn  path  of  the  yarn.  In  the  conventional  technol- 
ogy,  the  cutting  blade  is  constructed  from  a  high- 
speed  steel  and  the  blade  receiving  member  is 
constructed  from  a  mild  steel. 

However,  in  the  cutting  means  utilizing  the 
combination  of  the  above  materials,  there  is  a 
problem  that  abrasion  of  the  cutting  blade  occurs  in 
only  a  short  period  of  time  thereby  causing  the 
sharpness  of  the  blade  to  be  impaired,  although 
initial  sharpness  thereof  is  good.  Namely  the  span 
of  life  of  the  blade  is  short.  Therefore,  the  cutting 
blade  must  be  replaced  by  a  new  one  frequently. 
In  order  to  replace  the  cutting  blade,  it  is  required 
to  stop  the  machine  though  the  stoppage  is  tem- 
porary.  It  is  also  required  to  prepare  many  blades 
for  the  exchange. 

An  object  of  the  present  invention  is  to  provide 
a  slub  eliminator  having  a  cutting  means  in  which 
not  only  initial  sharpness  for  cutting  is  excellent  but 
in  which  the  initial  sharpness  can  be  maintained 
over  a  long  period  of  time,  thereby  securing  a  long 
span  of  life,  so  that  it  is  necessary  only  rarely  to 
stop  the  machine  for  the  exchange  of  cutting 
blades  and  so  that  fewer  blades  are  required  over 
a  given  period  of  time. 

To  accomplish  the  above  objects,  a  slub  elimi- 
nator  according  to  the  present  invention  includes: 

(a)  a  detecting  means  for  detecting  a  slub  in 
a  running  yarn;  and 

(b)  a  cutting  means  for  cutting  the  yarn  in 
response  to  a  signal  from  the  detecting  means,  the 
cutting  means  comprising: 

(b-1  )  a  cutting  blade  provided  on  one  side  of  a  yarn 
path  of  the  yarn,  at  least  a  cutting  edge  portion  of 
which  blade  is  constructed  from  ceramics,  the  ce- 
ramics  being  zirconia  ceramics  containing  at  least 

5  50  mol%  zirconia  having  a  tetragonal  crystal  struc- 
ture,  the  blade  having  a  cutting  edge  comprising  a 
rounded  portion, 
(b-2)  a  blade  receiving  member  provided  on  the 
other  side  of  the  yarn  path  so  as  to  oppose  the 

10  cutting  blade,  and 
(b-3)  a  drive  means  for  driving  at  least  one  of  the 
cutting  blade  and  the  blade  receiving  member  rela- 
tively  to  the  other  so  as  to  cause  collision  between 
the  cutting  blade  and  the  blade  receiving  member 

rs  to  cut  the  yarn  or  estrangement  of  the  cutting  blade 
from  the  blade  receiving  member  to  allow  passage 
of  the  yarn  through  the  slub  eliminator. 

A  slub  eliminator  of  the  present  invention  may 
operate  in  such  a  way  that  when  a  slub  in  a  yarn  is 

20  detected  by  detecting  means  upstream  of  the  cut- 
ting  means  along  the  yarn  path,  the  cutting  means 
operates  immediately,  the  cutting  blade  and  the 
blade  receiving  member  colliding  with  each  other 
whereby  the  yarn  running  through  the  position  be- 

25  tween  the  cutting  blade  and  the  blade  receiving 
member  is  cut  before  the  slub  itself  reaches  the 
cutting  means,  and  the  slub  portion  of  the  yam  is 
eliminated. 

The  detecting  means  preferaby  comprises  an 
30  optical  device  including  an  emitter  emitting  a  light 

and  a  receiver  receiving  the  light  from  the  emitter. 
The  zirconia  ceramics  constituting  the  cutting 

blade  are  ceramics  comprising  a  zirconia  having  a 
crystal  structure  of  a  tetragonal  configuration  at 

35  room  temperature  (hereunder  called  "tetragonal  zir- 
conia"),  or  zirconia  ceramics  containing  the 
tetragonal  zirconia  to  an  extent  of  at  least  50  mol%, 
preferably  at  least  70  mol%,  more  preferably  at 
least  90  mol%.  That  is,  the  zirconia  ceramics  con- 

40  stituting  the  cutting  blade  is  a  zirconia  ceramics 
containing  at  least  50  mol%  tetragonal  zirconia. 
The  most  preferable  ceramics  for  the  cutting  blade 
is  zirconia  ceramics  consisting  of  substantially  only 
tetragonal  zirconia. 

45  The  zirconia  ceramics  desirably  has  a  porosity 
of  not  greater  than  2%.  More  desirably  the  zirconia 
ceramics  has  a  porosity  .of  not  greater  than  0.5%. 

Moreover,  the  zirconia  ceramics  desirably  has 
an  average  crystal  grain  size  of  0.1  -  5um.  A  more 

so  desirable  average  crystal  grain  size  of  the  zirconia 
ceramics  is  within  the  range  of  0.2  -  1um. 
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ine  aoove  zirconia  ceramics  may  be  obtained 
by  sintering  powdered  raw  material  which  has  been 
formed  as  a  solid  solution  of  zirconia  with  1 . 5 - 5  
mol%  yttria  or  4  -  9  mol%  calcia  as  a  stabilizer, 
under  controlled  conditions. 

The  cutting  blade  has  a  thickness  of  desirably 
0.3  -  3  mm  and  its  cutting  edge  has  a  rounded 
portion.  The  radius  of  curvature  of  the  rounded 
portion  is  designed  preferably  in  the  range  of  0.03  - 
2  mm.  More  preferably  the  radius  of  curvature  of 
the  rounded  portion  is  0.1  -  1  mm. 

The  cutting  blade  constructed  as  described 
above  can  have  an  excellent  initial  sharpness,  and 
can  have  a  long  span  of  life  and  thereby  scarcely 
require  any  exchange.  Therefore,  it  is  almost  un- 
necessary  to  stop  the  machine  for  the  exchange  of 
the  blades  and  also  almost  unnecessary  to  prepare 
further  cutting  blades  for  the  exchange. 

The  above  and  other  objects,  features  and  ad- 
vantages  of  the  present  invention  will  become  ap- 
parent  and  more  readily  appreciated  from  the  fol- 
lowing  detailed  description  of  the  preferred  exem- 
plary  embodiments  of  the  invention,  taken  in  con- 
junction  with  the  accompanying  drawings,  in  which: 

Figure  1  is  a  schematic  perspective  view  of 
a  yarn  winder  using  a  slub  eliminator  according  to 
an  embodiment  of  the  present  invention; 

Figure  2  is  an  enlarged  schematic  perspec- 
tive  view  of  the  slub  eliminator  shown  in  Fig.  1  ; 

Figure  3  is  a  partial  side  view  of  the  slub 
eliminator  shown  in  Fig.  2,  partly  cut  away; 

Figure  4  is  a  exploded  perspective  view  of 
the  slub  eliminator  shown  in  Fig.  3; 

Figure  5  is  a  block  diagram  showing  a  con- 
trol  system  of  the  slub  eliminator  shown  in  Fig.  2; 

Figure  6  is  an  enlarged  schematic  side  view 
of  a  tip  portion  of  a  cutting  blade  of  the  slub 
eliminator  shown  in  Fig.  4; 

Figure  7  is  a  schematic  side  view  of  a  tip 
portion  of  a  cutting  blade  of  a  slub  eliminator 
according  to  another  embodiment  of  the  present 
invention;  and 

Figure  8  is  a  schematic  vertical  sectional 
view  of  a  slub  eliminator  according  to  a  further 
embodiment  of  the  present  invention. 

Some  preferred  embodiments  of  the  present 
invention  will  be  described  hereunder  referring  to 
the  attached  drawings. 

A  yarn  winder  1  shown  in  Fig.  1  is  an  appara- 
tus  for  unwinding  a  yarn  Y  at  a  high  speed  from  a 
package  3  (previously  formed  by  winding  the  yarn 
Y  on  a  bobbin  2a)  and  winding  the  yarn  Y  on  a 
bobbin  2b  thereby  forming  a  cheese  4.  In  the  yarn 
winder  1,  a  slub  eliminator  5  having  a  detecting 
means  and  a  cutting  means  is  assembled. 

The  yam  Y  unwound  from  the  package  3  is 
passed  through  a  guide  9  and  a  lower  guide  10  of 
a  thread  handler,  being  given  a  constant  tension  by 
a  tensioning  device  7  having  a  tension  controlling 

s  mechanism  6,  and  then  passed  through  the  slub 
eliminator  5.  After  leaving  the  slub  eliminator  5  the 
yarn  Y  is  passed  through  an  upper  guide  1  1  of  the 
thread  handler,  and  then  wound  on  the  bobbin  2b. 
The  yam  is  provided  with  a  traversing  motion  by  a 

10  traverse  cam  12,  and  thereby  wound  as  the  cheese 
4.  If  there  is  a  slub  in  the  running  yarn  Y,  the  slub 
eliminator  5  detects  the  slub  and  cuts  the  yam  Y 
before  the  slub  passes  through  the  slub  eliminator. 
Accordingly,  any  yarn  having  a  slub  is  not  wound 

75  on  the  bobbin  2b. 
A  yam  aspirator  8  opens  between  the  guide  9 

and  the  lower  guide  10  of  the  thread  handler. 
Therefore,  when  the  slub  eliminator  5  cuts  the  yam 
Y,  the  end  portion  of  the  cut  yarn  Y  is  drawn  up 

20  into  the  yarn  aspirator  8  as  a  waste  yarn. 
As  shown  in  Fig.  2,  the  slub  eliminator  5  has  an 

actuating  unit  13  and  a  control  unit  14.  As  shown  in 
Figs.  3  and  4,  the  slub  eliminator  5  includes  a 
detecting  means  15  provided  at  an  upstream  posi- 

25  tion  in  the  slub  eliminator  5  in  the  running  direction 
of  the  yam  Y  and  for  detecting  a  slub  in  the 
running  yam  Y,  and  a  cutting  means  16  provided 
downstream  of  the  detecting  means  15  in  the  run- 
ning  direction  of  the  yarn  Y  and  for  cutting  the  yam 

30  Y.  The  detecting  means  15  has  an  emitter  17 
emitting  a  light  toward  the  yam  Y  and  a  receiver  1  8 
receiving  the  light  from  the  emitter  17. 

The  cutting  means  16  has  a  cutting  blade  20 
provided  on  the  one  side  of  a  yarn  path  of  the  yarn 

35  Y,  a  blade  receiving  member  19  provided  on  the 
other  side  of  the  yarn  path  so  as  to  oppose  the 
cutting  blade  20,  and  a  drive  means  21  connected 
to  the  cutting  blade  20  and  for  driving  the  cutting 
blade  20  so  as  to  cause  a  collision  or  an  estrange- 

40  ment  between  a  cutting  edge  comprising  a  round- 
ed  portion  20a,  hereinafter  called  "a  knife  edge"  of 
the  cutting  blade  20  and  the  blade  receiving  mem- 
ber  19  fixed  in  the  slub  eliminator  5.  The  drive 
means  21  has  a  solenoid  21a.  The  action  of  the 

is  solenoid  21a  is  transmitted  to  the  cutting  blade  via 
a  movable  element  22  engaging  with  the  cutting 
blade  20.  By  the  transmission,  the  cutting  blade  20 
is  pushed  and  the  knife  edge  20a  thereof  collides 
with  the  blade  receiving  member  19.  The  drive 

50  means  21  also  has  a  plate  spring  23  engaging  with 
the  cutting  blade  20,  and  by  this  plate  spring  23 
the  cutting  blade  20  is  urged  away,  and  thereby 
estranged,  from  the  blade  receiving  member  19 
after  the  above  collision.  Namely,  the  cutting  blade 

55  20  is  returned  to  the  former  position  by  the  plate 
spring  23  when  the  solenoid  21a  is  switched  off  by 
the  detecting  means  15.  Numerals  24  and  25  show 
covers,  numeral  26  shows  a  case  and  numeral  27 

I 
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shows  a  supporting  bracket.  The  above  motion 
regarding  the  collision  and  the  estrangement  of  the 
cutting  blade  20  can  be  realized  by  forming  a 
slotted  hole  28  on  the  cutting  blade  20,  inserting  a 
screw  29  through  the  slotted  hole  28,  and  support- 
ing  the  cutting  blade  20  slidably  between  an  upper 
surface  30a  of  a  body  30  in  which  the  emitter  17  is 
built  and  the  cover  24. 

The  leads  for  the  solenoid  21a,  the  emitter  17 
and  the  receiver  18  built  in  the  actuating  unit  13 
are  housed  in  one  cable  31,  and  the  cable  31  is 
taken  out  through  a  cable  supporting  cover  32.  This 
cable  31  connects  the  actuating  unit  13  with  the 
control  unit  1  4  as  shown  in  Fig.  2. 

The  cutting  means  16  is  controlled  as  shown  in 
Fig.  5.  A  light  is  always  projected  from  the  emitter 
17  toward  the  yarn  Y.  When  there  is  a  slub  in  the 
running  yarn  Y,  a  change  in  luminous  energy  of  the 
incident  light  to  the  receiver  1  8  occurs  as  a  result. 
The  existence  of  the  slub  is  detected  by  detecting 
the  change  in  luminous  energy.  After  having  de- 
tected  the  existence  of  the  slub,  the  detecting 
signal  is  sent  to  a  photo-electric  transfer  circuit  32 
and  converted  to  an  electrical  signal  therein.  More- 
over,  the  electrical  signal  is  sent  to  a  switching 
circuit  34  connected  to  a  power  circuit  35  through  a 
delay  circuit  33.  By  this  system,  the  solenoid  21a 
is  switched  on  before  the  slub  reaches  the  cutting 
means  16,  and  the  cutting  blade  20  is  thereby 
urged  toward  the  blade  receiving  member  19  via 
the  movable  element  22  against  a  force  working  in 
the  estrangement  direction  away  from  the  blade 
receiving  member  19  due  to  the  plate  spring  23. 
This  causes  the  cutting  blade  20  to  collide  with  the 
blade  receiving  member  19  violently.  The  yarn  Y  is 
cut  by  this  collision.  After  that,  when  the  solenoid 
21  a  is  switched  off,  the  cutting  blade  20  is  returned 
to  the  former  position  by  the  plate  spring  23. 

In  the  cutting  means,  the  blade  receiving  mem- 
ber  19  is  usually  constructed  of  a  metal.  A  prefer- 
able  metal  is  a  mild  steel.  As  compared  with  that, 
the  cutting  blade  20,  or  at  least  a  tip  portion  20b 
having  the  knife  edge  20a,  is  constructed  from 
zirconia  ceramics. 

As  shown  in  Fig.  6,  the  cutting  blade  20  prefer- 
ably  has  a  thickness  t  of  0.3  -  3  mm,  and  prefer- 
ably  constitutes  a  double  sloped  type  blade  having 
a  first  pair  of  inclined  edge  portions  defining  slopes 
20d  and  20e  positioned  on  both  sides  of  the  knife 
edge  20a.  The  angle  between  the  slope  20d  and  an 
axis  20c  of  the  cutting  blade  20  is  equal  to  the 
angle  between  the  slope  20e  and  the  axis  20c.  The 
slopes  20d  and  20e  together  define  a  tool  angle  6i. 
The  knife  edge  20a  is  provided  with  a  roundness 
having  the  radius  of  curvature  R,  and  has  an  angle 
of  run  off  6z  (also  called  the  second  angle)  defined 
by  a  second  pair  of  inclined  edge  portions  provided 
on  a  part  of  the  cutting  blade  20  behind  the  slopes 

20d  and  20e.  Although  the  initial  sharpness  of  the 
knife  edge  20a  for  cutting  the  yarn  Y  increases  as 
the  above  radius  of  curvature  R  decreases,  the 
preferable  range  of  the  radius  of  curvature  R  is 

5  0.03  -  2  mm  because  the  knife  edge  20a  is  liable 
to  abrade  when  the  radius  of  curvature  R  is  too 
small.  More  preferably  the  range  of  the  radius  of 
curvature  R  is  0.1  -  1mm.  For  a  similar  reason,  the 
tool  angle  6i  is  preferably  designed  within  20  - 

io  170°.  The  more  preferable  tool  angle  Si  is  60  - 
120°.  The  second  angle  02  is  not  always  neces- 
sary.  However,  when  the  thickness  t  of  the  cutting 
blade  20  is  larger,  the  machining  of  the  knife  edge 
20a  becomes  easier  by  providing  the  second  angle 

75  02. 
As  an  alternative  to  the  double  sloped  type 

blade  described  above,  the  cutting  blade  may  be 
formed  as  a  single  sloped  type  blade  40  shown  in 
Fig.  7.  In  the  cutting  blade  40,  a  blade  edge  40b  on 

20  one  side  of  a  knife  edge  40a  is  formed  parallel  to 
an  axis  40c  of  the  cutting  blade  40  and  another 
edge  40d  is  inclined  to  the  axis  40c  so  as  to  define 
a  tool  angle  81.  However,  a  span  of  life  of  this 
single  sloped  type  cutting  blade  is  shorter  than  that 

25  of  the  double  sloped  type  cutting  blade  shown  in 
Fig.  6.  In  the  single  sloped  type  cutting  blade,  the 
thickness  of  the  cutting  blade  may  also  be  0.3  -  3 
mm.  A  preferable  range  of  the  tool  angle  01  is  20  - 
70°.  Moreover,  a  second  angle  may  be  provided 

30  corresponding  to  requirements. 
The  zirconia  ceramics  constituting  at  least  a  tip 

portion  of  the  cutting  blade  is  desirably  ceramics 
comprising  a  zirconia  having  only  a  crystal  struc- 
ture  of  a  tetragonal  configuration  (hereunder  called 

35  tetragonal  zirconia).  However,  it  is  difficult,  on  man- 
ufacturing,  to  obtain  zirconia  ceramics  consisting  of 
completely  only  tetragonal  zirconia.  Thus,  even  if  it 
is  intended  to  obtain  such  zirconia  ceramics,  usu- 
ally  a  zirconia  having  a  crystal  structure  of  a  cubic 

40  configuration  (hereunder  called  cubic  zirconia)  and 
a  zirconia  having  a  crystal  structure  of  a  monoclinic 
configuration  (hereunder  called  monoclinic  zir- 
conia)  remain  in  the  manufactured  ceramics.  How- 
ever,  as  long  as  the  content  of  the  remaining  cubic 

45  and  monoclinic  zirconia  is  small,  the  ceramics  can 
be  considered  to  be  zirconia  ceramics  consisting 
substantially  of  only  tetragonal  zirconia. 

In  a  slub  eliminator  of  the  present  invention,  a 
cutting  blade  can  be  used  which  is  of  a  ceramics 

50  which  contains  tetragonal  zirconia  to  an  extent  of  at 
least  50  mol%,  preferably  not  less  than  70  mol%, 
more  preferably  not  less  than  90  mol%  and  in 
which  the  rest  is  cubic  zirconia  and/or  monoclinic 
zirconia.  Thus,  even  though  the  effect  resulting 

55  from  using  the  zirconia  ceramics  containing  at  least 
50  mol%  tetragonal  zirconia  cannot  be  expected  to 
be  the  same  as  the  effect  resulting  from  using  the 

4 
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aTorementionea  zirconia  ceramics  consisting  of 
only  tetragonal  zirconia,  the  objects  of  the  present 
invention  can  be  accomplished  even  by  using  the 
former  zirconia  ceramics. 

The  zirconia  ceramics  desirably  comprises  ce- 
ramics  from  which  monoclinic  zirconia  is  substan- 
tially  absent.  Here,  monoclinic  zirconia  may  be 
regarded  as  being  "substantially  absent"  from  a 
zirconia  ceramics  if  the  zirconia  ceramics  contains 
not  more  than  10  mol%  monoclinic  zirconia. 

The  reason  why  a  slub  eliminator  in  accor- 
dance  with  the  present  invention  requires  the  cut- 
ting  blade  to  be  constructed  from  zirconia  ceramics 
containing  at  least  50  mol%  tetragonal  zirconia  can 
be  explained  as  follows. 

Such  zirconia  ceramics  are  strengthened  by  a 
transformation  of  the  crystal  structure  from  the 
tetragonal  to  the  monoclinic  system  when  the  zir- 
conia  ceramics  receives  a  mechanical  stress.  This 
action  is  called  a  "stress  inductive  transformation 
mechanism".  The  stress  inductive  transformation 
mechanism  relaxes  a  stress  added  to  the  zirconia 
ceramics  by  the  energy  required  for  the  trans- 
formation  from  tetragonal  zirconia  to  monoclinic 
zirconia.  Therefore,  the  zirconia  ceramics  reveals 
highly  desirable  mechanical  features,  particularly 
as  regards  strength  and  toughness.  Increasing  of 
strength  also  means  increasing  of  abrasion  resis- 
tance.  This  increase  is  very  desirable  for  a  material 
of  the  cutting  blade. 

In  other  words,  by  using  the  above  zirconia 
ceramics,  the  cutting  blade,  has  mechanical  fea- 
tures  of  a  highly  desirable  nature,  especially  high 
strength,  high  toughness  and  high  abrasion  resis- 
tance.  Therefore,  by  the  high-level  mechanical  fea- 
tures  together  with  the  roundness  at  the  knife  edge 
without  providing  particularly  sharp-edged  portions, 
troubles  such  as  nicking  and  abrasion  of  the  knife 
edge  can  be  suppressed,  even  if  the  cutting  blade 
collides  violently  with  the  blade  receiving  member 
repeatedly.  As  a  result,  initial  sharpness  for  cutting 
of  the  cutting  blade  can  be  maintained  over  a  long 
period  of  time  thereby  securing  a  long  span  of  life 
thereof. 

On  the  other  hand,  cubic  zirconia  and  mon- 
oclinic  zirconia  do  not  have  such  a  stress  inductive 
transformation  mechanism  as  tetragonal  zirconia 
has.  As  the  amount  of  tetragonal  zirconia  becomes 
smaller  relative  to  the  amount  of  cubic  and/or  mon- 
oclinic  zirconia,  the  effect  of  increasing  mechanical 
features  of  the  cutting  blade  due  to  tetragonal 
zirconia  is  decreased. 

Moreover,  if  the  zirconia  ceramics  contains  too 
much  monoclinic  zirconia,  microcracks  accompa- 
nied  by  the  transformation  from  tetragonal  zirconia 
to  monoclinic  zirconia  occur  around  or  near  to  the 
@nonoclinic  zirconia.  When  such  zirconia  ceramics 
'eceive  an  external  force,  particularly  a  shock  force, 

a  breakage  developing  from  the  microcrack  some- 
times  occurs.  Accordingly,  to  use  zirconia  ceramics 
containing  substantially  no  monoclinic  zirconia  is 
desirable. 

5  In  the  above  ,  the  amount  of  tetragonal  zirconia 
is  determined  and  defined  as  follows. 

The  polished  surface  of  the  cutting  blade  is 
subjected  to  an  X-ray  diffraction  method  using  an 
autographic  type  X-ray  diffraction  recorder  having  a 

w  Geiger  counter,  and  whereby  diffraction  patterns  of 
the  400  surface  of  cubic  zirconia,  the  004  surface 
of  tetragonal  zirconia  and  the  400  surface  of 
tetragonal  zirconia  are  recorded  on  the  chart. 

Next,  an  area  intensity  on  the  diffraction  pattern 
75  of  the  400  surface  of  cubic  zirconia  is  determined 

from  the  chart,  the  area  intensity  is  divided  by 
Lorentz  factor  L  using  a  diffraction  angle  6  of  the 
400  surface  of  cubic  zirconia  read  from  the  chart  (L 
-  (1  +  cos29)/(sin2e  x  cose)),  and  then  a  diffraction 

20  intensity  lC4oo  of  the  400  surface  of  cubic  zirconia  is 
obtained.  Similarly,  a  diffraction  intensity  Itocm  of 
the  004  surface  of  tetragonal  zirconia  and  a  diffrac- 
tion  intensity  taoo  of  the  400  surface  of  tetragonal 
zirconia  are  determined.  Then  the  amount  of 

25  tetragonal  zirconia  is  calculated  from  the  following 
equation  using  the  above  data. 
Ct  =  ((I-T004  +  IT400)  /  ('C400  +  ItD04  +  taoo))  X  100 
wherein, 
CT  is  the  amount  of  tetragonal  zirconia  (mol%). 

30  The  amount  of  monoclinic  zirconia  is  also  de- 
termined  in  a  similar  manner  by  the  following  equa- 
tion. 
Cm  =  ((Tmih  +  Imih)  /  (Inn  +  Imih  +  ImuT  ))  x 
100  wherein, 

35  CM  is  the  amount  of  monoclinic  zirconia  (mol%), 
In  11  is  the  diffraction  intensity  of  the  111  surface  of 
tetragonal  zirconia, 
Imih  is  the  diffraction  intensity  of  the  111  surface 
of  monoclinic  zirconia, 

*o  lM1i~  is  the  diffraction  intensity  of  the  1  1  T  sur- 
face  of  monoclinic  zirconia. 

If  the  amounts  of  tetragonal  zirconia  and  mon- 
oclinic  zirconia  are  determined  by  the  above  equa- 
tions,  the  remainder  is  cubic  zirconia. 

is  To  obtain  a  cutting  blade  having  more  highly 
desirable  mechanical  features,  the  zirconia  ceram- 
ics  desirably  has  a  porosity  of  not  greater  than  2%. 
A  more  desirable  porosity  of  the  zirconia  ceramics 
is  not  greater  than  0.5%.  The  porosity  is  defined 

so  by  the  following  equation. 
P  =  (1  -  (a  true  density  /  a  theoretical  density))  x 
100 
wherein,  P  is  porosity  (%). 

55 
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Moreover,  the  zirconia  ceramics  desirably  has 
an  average  crystal  grain  size  of  0.2  -  1  u.m.  More 
desirably,  the  average  crystal  grain  size  is  0.3  -  0.5 
urn.  By  using  such  zirconia  ceramics  having  a  fine 
polymorph,  a  cutting  blade  having  more  highly 
desirable  mechanical  features  can  be  obtained. 

The  above  zirconia  ceramics  may  be  obtained 
by  sintering  powdered  raw  material  which  has  been 
formed  as  a  solid  solution  of  zirconia  with  a  stabi- 
lizer  such  as  yttria,  calcia  or  magnesia,  under  con- 
trolled  conditions.  Among  the  stabilizers,  yttria  and 
calcia  are  preferable  because  zirconia  ceramics 
using  them  can  be  sintered  at  relatively  low  tem- 
peratures,  whereby  the  polymorph  of  the  zirconia 
ceramics  can  be  finer,  and  zirconia  ceramics  hav- 
ing  more  highly  desirable  mechanical  features  can 
be  obtained.  In  this  case,  the  amount  of  yttria  in  the 
whole  solid  solution  may  be  1.5  -  5  mol%  and  the 
amount  of  calcia  may  be  4  -  9  mol%. 
Moreover,  yttria  and  calcia  may  be  used  together 
within  the  above  ranges. 

Next,  a  more  detailed  and  more  preferred  man- 
ufacturing  method  of  zirconia  ceramics  to  be  used 
in  the  present  invention  is  described  hereunder 
together  with  a  method  of  manufacturing  the  cut- 
ting  blade. 

First,  a  zirconium  oxychloride  having  a  high 
purity  of  not  less  than  99.9%,  and  yttrium  chloride 
and/or  calcium  chloride  having  a  purity  of  not  less 
than  99.5%  are  mixed  so  as  to  provide  the  desired 
amount  of  yttria  and/or  calcia  (to  be  described 
later)  as  aforementioned,  and  whereby  an  aqueous 
solution  is  made. 

Next,  the  aqueous  solution  is  gradually  heated 
to  about  150°C,  the  water  is  evaporated  by  keep- 
ing  the  solution  at  that  temperature  for  an  adequate 
time,  and  then  the  solution  is  heated  to  about  800  - 
1200°C,  the  temperature  being  increased  at  a  rate 
of  50  -  150°C/hour  and  the  material  is  calcined  by 
maintaining  this  temperature  for  several  hours. 
After  that,  the  calcined  material  is  wet  milled,  for 
example,  with  a  ball  mill.  In  this  milling,  a  ball  mill 
lined  with  a  resin  such  as  a  urethane  is  preferably 
used  so  as  to  prevent  impurities  from  mixing  into 
the  calcined  material.  Thus,  a  raw  material  powder 
is  obtained  by  such  calcination  and  milling,  or  by 
repeating  them  if  necessary.  In  the  process  of 
calcination,  the  zirconium  oxychloride  changes  to  a 
zirconia,  the  yttrium  chloride  changes  to  an  yttria 
and  the  calcium  chloride  changes  to  a  calcia  re- 
spectively,  and  a  raw  material  powder  in  which 
these  oxides  are  contained  uniformly  in  a  state  of 
solid  solution  is  obtained. 

Next,  after  the  raw  material  powder  is  wet 
blended  with  a  binder  such  as  a  polyvinylalcohol, 
the  powder  is  pelletized  and  dried  by,  for  example, 
a  spray  dryer.  The  powder  is  then  compacted  to  a 

mass  of  a  desirable  shape  almost  having  the  shape 
of  the  cutting  blade,  by  applying  a  conventional 
forming  method  such  as  rubber  pressing,  metal 
mold  forming,  casting  or  injection. 

5  Next,  the  above  compact  is  heated  to  1350 
-1500°C,  the  temperature  being  increased  at  a  rate 
of  20  -100°C/hour  (in  the  case  of  wet  forming,  after 
a  degreasing  process),  and  fired  by  keeping  it  at 
that  temperature  for  several  hours.  After  the  firing, 

10  the  compact  is  cooled  to  about  750  -  850°C  at  a 
rate  of  20  -  180°C/hour  and  then  sintered  by  fur- 
nace  cooling.  Thus,  the  zirconia  ceramics  are  ob- 
tained.  In  this  case,  the  yttria  and/or  the  calcia  both 
act  as  a  stabilizer  for  zirconia. 

75  Next,  the  sintered  body  having  almost  the 
shape  of  cutting  blade  is  machined  with  a  grinder 
etc.,  and  provided  with  a  roundness  at  a  knife  edge 
of  the  blade  and  a  tool  angle,  thereby  obtaining  the 
cutting  blade. 

20  In  the  above  sintering  process,  if  using  a  so- 
called  Hot  Isostatic  Process  in  which  the  body 
having  almost  the  shape  of  a  cutting  blade  is 
sintered  under  a  pressure  of  500  -  2000  kg/cm2 
and  at  a  temperature  of  1200  -1450°C  after  the 

25  body  has  been  fired  at  1300  -  1500°C,  the  cutting 
blade  obtained  can  have  a  finer  polymorph  and 
more  excellent  mechanical  features. 

Moreover,  the  crystal  structure  of  zirconia  ce- 
ramics  is  influenced  by  various  factors,  for  example 

30  purity  of  raw  material,  conditions  of  calcination, 
grain  size  of  raw  material  powder,  and  conditions  of 
heating  and  cooling.  Accordingly,  these  conditions 
on  manufacturing  should  be  strictly  controlled. 

Next,  Fig.  8  illustrates  a  cutting  means  accord- 
35  ing  to  another  embodiment  of  the  present  inven- 

tion. 
In  this  embodiment,  a  cutting  blade  51  is  fixed 

to  a  supporting  member  53  and  cannot  move.  On 
the  other  hand,  a  blade  receiving  member  52  is 

40  suspended  by  a  spring  55  in  a  solenoid  54  of 
cylindrical  form.  The  blade  receiving  member  52  is 
always  pulled  upward  in  Fig.  8  by  the  spring  55, 
but  when  the  solenoid  54  is  switched  on  by  the 
slub  detector,  the  blade  receiving  member  52 

45  moves  downward  and  collides  with  the  cutting 
blade  51.  Thus,  it  may  be  permitted,  in  a  slub 
eliminator  in  accordance  with  the  present  invention, 
for  the  blade  receiving  member  to  be  free  to  slide 
and  the  cutting  blade  to  be  fixed.  In  sum,  the 

so  cutting  blade  and  the  blade  receiving  member  may 
move  relative  to  one  another  so  as  to  cause  the 
collision  or  the  estrangement  therebetween.  Other 
constructions  and  actions  of  the  embodiment  are 
similar  to  those  of  the  aforementioned  embodiment. 

55  As  described  in  detail  above  with  reference  to 
particular  embodiments,  since  the  slub  eliminator 
according  to  the  present  invention  includes  a  cut- 
ting  blade  constructed  from  zirconia  ceramics  con- 

6 
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taming  at  least  50  mol%  tetragonal  zirconia  having 
excellent  mechanical  features,  particularly  strength, 
toughness,  and  abrasion  resistance  and  a  round- 
ness  provided  at  the  knife  edge  of  the  blade  with- 
out  providing  particularly  sharp-edged  portions, 
troubles  such  as  nicking  and  abrasion  of  the  knife 
edge  can  be  suppressed  even  if  the  cutting  blade 
collides  violently  with  the  blade  receiving  member, 
the  excellent  initial  sharpness  for  cutting  can  be 
maintained  for  a  long  period  of  time,  and  the  span 
of  life  of  the  cutting  blade  can  be  increased.  The 
span  of  life  of  the  cutting  blade  is  also  increased 
because  the  zirconia  ceramics  does  not  rust  on 
account  of  it  being  substantially  oxide.  Further- 
more,  since  zirconia  ceramics  do  not  cause  burring 
when  machining  the  portion  around  the  knife  edge 
as  compared  with  a  metal,  it  can  be  machined 
more  precisely,  and  the  blade  may  be  provided 
with  an  excellent  initial  sharpness  for  cutting.  For 
these  reasons,  in  the  slub  eliminator  according  to 
the  present  invention,  the  frequency  of  stopping  the 
machine  for  exchange  of  cutting  blades  can  be 
decreased  substantially,  and  it  becomes  unnec- 
essary  to  prepare  many  cutting  blades  for  such 
exchange. 

The  span  of  life  of  the  aforementioned  double 
sloped  type  cutting  blade  which  is  constructed 
from  zirconia  ceramics  consisting  of  substantially 
only  tetragonal  zirconia  and  in  which  the  radius  of 
curvature  at  the  knife  edge  is  1  mm  can  be  100 
times  greater  as  compared  with  the  conventional 
cutting  blade  having  the  same  size  and  consisting 
of  a  high-speed  steel. 

Claims 

1  .  A  slub  eliminator  including: 
(a)  a  detecting  means  (15)  for  detecting  a 

slub  in  a  running  yarn  (Y);  and 
(b)  a  cutting  means  (16)  for  cutting  the  yarn 

(Y)  in  response  to  a  signal  from  the  detecting 
means  (15),  the  cutting  means  (16)  comprising: 
(b-1)  a  cutting  blade  (20,40,51)  provided  on  one 
side  of  a  yarn  path  of  the  yarn  (Y),  at  least  a 
cutting  edge  portion  of  which  blade  is  constructed 
from  ceramics,  the  ceramics  being  a  zirconia  ce- 
ramics  containing  at  least  50  mol%  zirconia  having 
a  tetragonal  crystal  structure,  the  blade  having  a 
cutting  edge  (20a,  40a)  comprising  a  rounded  por- 
tion, 
(b-2)  a  blade  receiving  member  (19,52)  provided 
on  the  other  side  of  the  yarn  path  so  as  to  oppose 
the  cutting  blade  (20,40,51  ),  and 
(b-2)  a  drive  means  (21)  for  driving  at  least  one  of 
the  cutting  blade  (20,40,51)  and  the  blade  receiving 
member  (19,52)  relatively  to  the  other  so  as  to 
cause  collision  between  the  cutting  blade 

(20,40,51)  and  the  blade  receiving  member  (19,52) 
to  cut  the  yarn  (Y)  or  estrangement  of  the  cutting 
blade  (20,40,51)  from  the  blade  receiving  member  - 
(19,52)  to  allow  passage  of  the  yarn  (Y)  through  the 

s  slub  eliminator. 
2.  The  slub  eliminator  of  claim  1,  wherein  the 

detecting  means  (15)  comprises  an  optical  detector 
including  an  emitter  (17)  emitting  a  light  toward  the 
yarn  (Y)  and  a  receiver  (1  8)  receiving  the  light  from 

70  the  emitter  (17). 
3.  The  slub  eliminator  of  claim  1  or  claim  2, 

wherein  at  least  the  cutting  edge  portion  of  the 
blade  is  of  a  zirconia  ceramics  containing  not  less 
than  70  mol%  zirconia  having  the  tetragonal  crystal 

75  structure. 
4.  The  slub  eliminator  of  claim  3,  wherein  the 

zirconia  ceramics  contains  not  less  than  90  mol% 
zirconia  having  the  tetragonal  crystal  structure. 

5.  The  slub  eliminator  of  claim  4,  wherein  the 
20  zirconia  ceramics  is  a  zirconia  having  substantially 

only  the  tetragonal  crystal  structure. 
6.  The  slub  eliminator  of  any  preceding  claim, 

wherein  at  least  the  cutting  edge  portion  of  the 
blade  is  of  a  zirconia  ceramics  from  which  a  zir- 

25  conia  having  a  monoclinic  crystal  structure  is  sub- 
stantially  absent. 

7.  The  slub  eliminator  of  any  preceding  claim, 
wherein  at  least  the  cutting  edge  portion  of  the 
blade  is  of  a  zirconia  ceramics  which  has  been 

30  formed  as  a  solid  solution  of  zirconia  with  1 . 5 - 5  
mol%  yttria. 

8.  The  slub  eliminator  of  any  one  of  claims  1  to 
6,  wherein  at  least  the  cutting  edge  portion  of  the 
blade  is  of  a  zirconia  ceramics  which  has  been 

35  formed  as  a  solid  solution  of  zirconia  with  4  -  9 
mol%  calcia. 

9.  The  slub  eliminator  of  any  one  of  claims  1  to 
6,  wherein  at  least  the  cutting  edge  portion  of  the 
blade  is  of  a  zirconia  ceramics  comprising  a  zir- 

40  conia  stabilized  with  a  solid  solution  of  1.5  -  5 
mol%  yttria  and  4  -  9  mol%  calcia. 

10.  The  slub  eliminator  of  any  preceding  claim, 
wherein  at  least  the  cutting  edge  portion  of  the 
blade  is  of  a  zirconia  ceramics  having  a  porosity  of 

45  not  greater  than  2%. 
11.  The  slub  eliminator  of  claim  10,  wherein  the 

zirconia  ceramics  has  a  porosity  of  not  greater  than 
0.5%. 

12.  The  slub  eliminator  of  any  preceding  claim, 
so  wherein  at  least  the  cutting  edge  portion  of  the 

blade  is  of  a  zirconia  ceramics  having  an  average 
crystal  grain  size  of  0.2  -  1  u.m. 

13.  The  slub  eliminator  of  claim  12,  wherein  the 
zirconia  ceramics  has  an  average  crystal  grain  size 

55  of  0.3  -  0.5  urn. 

7 
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14.  The  slub  eliminator  of  any  preceding  claim, 
wherein  the  thickness  of  the  cutting  blade 
(20,40,51)  is  0.3  -  3  mm  and  the  radius  of  curvature 
(R)  of  the  rounded  portion  (20a,40a)  of  the  cutting 
edge  is  0.03  -  2  mm.  5 

15.  The  slub  eliminator  of  claim  14,  wherein  the 
radius  of  curvature  (R)  of  the  rounded  portion 
(20a,40a)  of  the  cutting  edge  is  0.1  -  1  mm. 

16.  The  slub  eliminator  of  any  preceding  claim, 
wherein  the  cutting  blade  (20,51  )  additionally  has  a  to 
first  pair  of  inclined  edge  portions  (20d,20e),  the 
rounded  portion  (20a)  being  disposed  between  and 
forward  of  the  inclined  edge  portions  (20d,20e)  of 
the  said  first  pair. 

17.  The  slub  eliminator  of  claim  16,  wherein  the  75 
pair  of  inclined  edge  portions  (20d,20e)  together 
define  a  tool  angle  (81)  of  20  -  170°. 

18.  The  slub  eliminator  of  claim  17,  wherein  the 
tool  angle  (6i)  defined  by  the  said  first  pair  of 
inclined  edge  portions  (20d,20e)  is  60  -  120°.  20 

1  9.  The  slub  eliminator  of  any  one  of  claims  1  6 
to  18,  wherein  the  cutting  blade  (20,51)  additionally 
has  a  second  pair  of  inclined  edge  portions  to- 
gether  defining  an  angle  of  run  off  (62),  the  rounded 
portion  (20a)  and  the  first  pair  of  inclined  edge  25 
portions  (20d,20e)  being  disposed  between  and 
forward  of  the  second  pair  of  inclined  edge  por- 
tions. 

20.  The  slub  eliminator  of  any  preceding  claim, 
wherein  the  blade  receiving  member  (19,52)  is  30 
constructed  from  a  mild  steel. 

21  .  The  slub  eliminator  of  any  preceding  claim, 
wherein  the  blade  receiving  member  (19)  is  fixed 
and  the  drive  means  (21)  is  connected  to  the 
cutting  blade  (20,40).  35 

22.  The  slub  eliminator  of  claim  21  ,  wherein  the 
drive  means  (21)  includes  a  solenoid  (21a)  for 
actuating  the  cutting  blade  (20,40)  to  cause  the 
said  collision  thereof  with  the  blade  receiving  mem- 
ber  (19)  and  a  spring  (23)  for  urging  the  cutting  40 
blade  (20,40)  away  from  the  blade  receiving  mem- 
ber  (19)  to  cause  the  said  estrangement. 

23.  A  cutting  blade  (20,40,51)  for  a  slub  elimi- 
nator  according  to  any  preceding  claim,  at  least  a 
cutting  edge  portion  of  which  blade  is  constructed  45 
from  ceramics,  the  ceramics  being  a  zirconia  ce- 
ramics  containing  at  least  50  mol%  zirconia  having 
a  tetragonal  crystal  structure,  the  blade  having  a 
cutting  edge  (20a,40a)  comprising  a  rounded  por- 
tion.  50 
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