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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to portable infor-
mation communication terminals such as mobile tele-
phone terminals, and, more particularly, to GUIs (Graph-
ical User Interfaces) operatively associated with opera-
tion devices for the portable information communication
terminals.

2. Description of the Related Art

[0002] Currently, with the proliferation of mobile tele-
phone terminals, many people have mobile telephone
terminals. Users select a mobile telephone terminal with
a desired design and operability from among mobile tel-
ephone terminals with various types of design and oper-
ability on the market, and buy and use the selected one.
[0003] Japanese Unexamined Patent Application Pub-
lication No. 2000-30575 (Figs. 2 and 4) discloses a mo-
bile station provided with a display, a keyboard, and an
operating knob for using a menu. In this mobile station,
an item is selected on the menu by rotating the operating
knob, and a function is performed by pushing the oper-
ating knob, and the last performed function is disabled
by pulling the operating knob.
[0004] Other prior art documents are US 6 415 164,
US 2004/0253989 and EP 9 511 159.

SUMMARY OF THE INVENTION

[0005] The design and operability of a mobile tele-
phone terminal are important factors in boosting the sales
figures of the mobile telephone terminal. Therefore, it can
be considered that each company will distinguish its ter-
minals from the competitors’ terminals by providing ter-
minals with various types of design and operability to the
market.
[0006] On the other hand, if the design and operability
of a mobile telephone terminal is significantly changed
from those of known mobile telephone terminals, it can
be predicted that the shape and operation method of an
operation device of the terminal and the number of op-
eration devices of the terminal will be significantly differ-
ent from those of known terminals. Furthermore, if the
new operation device whose shape and operation meth-
od is different from those of known terminals is incorpo-
rated into a mobile telephone terminal, a new GUI suit-
able for the operation of the new operation device is re-
quired. It is needless to say that the new operation device
and GUI should be user-friendly.
[0007] It is desirable to provide a portable information
communication terminal capable of achieving a new us-
er-friendly GUI corresponding to an operation device that
is incorporated into a portable information communica-

tion terminal of a newly employed design.
[0008] A portable information communication terminal
according to an embodiment of the present invention is
depicted in claim 1.
[0009] According to a portable information communi-
cation terminal according to an embodiment of the
present invention, the operation directions of the opera-
tion unit are associated with the directions in which menu
hierarchies can be changed and displayed in descending
or ascending hierarchical order on the screen of the dis-
play unit. Accordingly, when an operation in the first or
second direction is performed by the operation unit, menu
hierarchies are changed and displayed in the first or sec-
ond direction on the screen of the display unit.

BRIEF DESCRIPTION OF THE DRAWINGS

[0010]

FIG. 1 is a schematic perspective view of an external
appearance of a mobile telephone terminal accord-
ing to an embodiment of the present invention;
Fig. 2 is a schematic perspective view of an external
appearance of the mobile telephone terminal ac-
cording to an embodiment of the present invention
showing a state in which a dialing device of a four-di-
rectional jog device is being rotated;
Fig. 3 is a schematic perspective view of an external
appearance of the mobile telephone terminal ac-
cording to an embodiment of the present invention
showing a state in which a pushing device of the
four-directional jog device is being pushed down;
Fig. 4 is a schematic perspective view of an external
appearance of the mobile telephone terminal ac-
cording to an embodiment of the present invention
showing a state in which a pulling device of the
four-directional jog device is being pulled out;
Fig. 5A through 5D are diagrams showing exemplary
screens for describing that a menu transition from a
higher hierarchy to a lower hierarchy occurs in ac-
cordance with the operation of the four-directional
jog device in the mobile telephone terminal accord-
ing to an embodiment of the present invention;
Fig. 6A through 6D are diagrams showing exemplary
screens for describing that a menu transition from a
lower hierarchy to a higher hierarchy occurs in ac-
cordance with the operation of the four-directional
jog device in the mobile telephone terminal accord-
ing to an embodiment of the present invention;
Fig. 7 is a diagram showing an exemplary screen for
describing that menu items are scrolled through in a
first hierarchy in accordance with the rotation oper-
ation of the dialing device in the mobile telephone
terminal according to an embodiment of the present
invention;
Fig. 8 is a diagram showing an exemplary screen for
describing that menu items are scrolled through in a
second hierarchy in accordance with the rotation op-
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eration of the dialing device in the mobile telephone
terminal according to an embodiment of the present
invention;
Fig. 9 is a diagram showing an exemplary screen for
describing that menu items are scrolled through in a
third hierarchy in accordance with the rotation oper-
ation of the dialing device in the mobile telephone
terminal according to an embodiment of the present
invention;
Fig. 10 is a perspective view of external appearances
of the mobile telephone terminal and an accessory
device according to an embodiment of the present
invention;
Fig. 11 is a block diagram showing the schematic
internal configuration of the mobile telephone termi-
nal according to an embodiment of the present in-
vention; and
Fig. 12 is a block diagram showing the schematic
internal configuration of the accessory device ac-
cording to an embodiment of the present invention.

DESCRIPTION OF THE PREFERRED EMBODIMENT

[0011] A portable information communication terminal
according to an embodiment of the present invention will
be described with reference to the accompanying draw-
ings.
[0012] In this embodiment, a mobile telephone termi-
nal is taken as an example of the portable information
communication terminal according to an embodiment of
the present invention. However, the description that will
be given in this embodiment is merely illustrative, and
the present invention is not limited to the mobile tele-
phone terminal.

External Appearance and Configuration of Mobile Tele-
phone Terminal

[0013] The schematic external appearance of a mobile
telephone terminal 1 according to an embodiment of the
present invention is shown in Figs. 1 through 4.
[0014] A terminal main body 2 of the mobile telephone
terminal 1 according to this embodiment has a substan-
tially rectangular-parallelepiped shape as shown in Figs.
1 through 4 and is provided with circuitry (described later)
inside of its housing. A display 4 configured with, for ex-
ample, an LCD (Liquid Crystal Display) is disposed on
one rectangular major surface of the housing of the ter-
minal main body 2. A light guide unit is disposed on each
rectangular major surface of the housing of the terminal
main body 2. However, on the major surface on which
the display 4 is disposed, the light guide unit is disposed
on the underside surface of the display 4. In the light
guide unit, LED (Light Emitting Diode) light enters
through, for example, the side surface of the light guide
unit and is diffused onto a predetermined pattern area
and is then externally emitted from the housing of the
terminal main body 2.

[0015] On the display 4, for example, the display of a
standby screen, icons representing hierarchically organ-
ized menu items (described later), an incoming call
screen, the telephone number and name of a called or
calling party when a telephone call is made or received,
a telephone book (an address book), Internet addresses,
or the date and time is performed. In addition, the creation
of e-mail messages and the display of messages to be
edited and e-mail addresses are performed on the dis-
play 4. Incoming call alerts may be performed by causing
an LED disposed on the side surface of the above-de-
scribed light guide unit to emit light and lighten the above-
described predetermined pattern area.
[0016] A four-directional jog device 3 is disposed at
one end in the long axis direction of the housing of the
terminal main body 2 of the mobile telephone terminal 1
according to this embodiment.
[0017] The four-directional jog device 3 is composed
of an integrated combination of a dialing device (the third
operation detection device), a pushing device 5 (the first
operation detection device), and a pulling device (the
second operation detection device). As shown in Fig. 2,
the dialing device can rotate about the long axis of the
terminal main body 2 in the opposing directions shown
by a double-sided arrow Ya. As shown in Fig. 3, the push-
ing device 5 can be pushed down along the long axis of
the terminal main body 2 in the direction shown by an
arrow Yb. As shown in Fig. 4, the pulling device can be
pulled out along the long axis of the terminal main body
2 in the direction shown by an arrow Yc. The four-direc-
tional jog device 3 can be operated in four directions in
total, that is, two opposing directions shown by the dou-
ble-sided arrow Ya in which the above-described dialing
device rotates, one direction shown by the arrow Yb in
which the above-described pushing device 5 is pushed
down, and one direction shown by the arrow Yc in which
the above-described pulling device is pulled out. When
a user operates the four-directional jog device 3 in any
one of the directions, the four-directional jog device 3 can
generate an operation signal corresponding to the direc-
tion and output the generated signal to an internal CPU.
[0018] Thus, the mobile telephone terminal 1 accord-
ing to this embodiment is configured to allow a user to
select a menu hierarchy and a menu item (described lat-
er), make or receive a telephone call, make a connection
to the Internet, input data into a telephone book (an ad-
dress book) or edit the telephone book, and create, edit,
send, or receive an e-mail message, in accordance with
any one of four directions in which the user operates the
four-directional jog device 3.

GUI on Display

[0019] An exemplary GUI that is displayed on the dis-
play 4 in accordance with the operation of the four-direc-
tional jog device 3 is shown in Figs. 5 through 9. Here,
the description of how the display of a menu on the display
4 will be changed in accordance with the operation of the
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four-directional jog device 3 will be given by way of ex-
ample. It is needless to say that the GUI described later
is merely illustrative, and the present invention is not lim-
ited to this GUI.
[0020] In the mobile telephone terminal 1 according to
this embodiment, for example, a plurality of icons 10 are
displayed on the display 4 of the terminal main body 2 in
a standby status for an incoming call as shown in Fig. 5A.
[0021] In the standby status shown in Fig. 5A, for ex-
ample, when the dialing device of the four-directional jog
device 3 is rotated in either of the directions shown by
the arrow Ya, the mobile telephone terminal 1 according
to this embodiment displays a menu screen L1 of the top
hierarchy (first hierarchy) on the display 4 as shown in
Fig. 5B. On the menu screen L1 of the first hierarchy, an
icon 10a representing a transition to a menu selection
mode is displayed at the leftmost side (on the side of the
other end opposite to the one end at which the four-di-
rectional jog device 3 is disposed) of the screen L1, and
a plurality of icons 10b, each of which represents one of
a plurality of selectable menu items in the top hierarchy,
are vertically (more specifically, in the rotation direction
of the dialing device, i.e., in the direction perpendicular
to the long axis of the terminal main body 2) arranged
and displayed. Triangular directional icons indicating di-
rections in which the four-directional jog device 3 can be
moved for an operation input are displayed adjacent to
the icons 10b. In the case of an example shown in Fig.
5B, as is apparent from the above-described triangular
directional icons, the directions in which the four-direc-
tional jog device 3 can be moved for an operation input
are the two directions in which the dialing device can be
rotated and the one direction in which the pushing device
can be pushed down.
[0022] Subsequently, if the pushing device 5 is pushed
down in the direction shown by the arrow Yb in the state
in which the menu screen L1 of the first hierarchy is dis-
played as shown in Fig. 5B, the mobile telephone terminal
1 according to this embodiment displays a menu screen
L2 of a hierarchy lower than the first hierarchy (i.e., the
second hierarchy) on the display 4 as shown in Fig. 5C.
On the menu screen L2 of the second hierarchy, the icon
10b of the second hierarchy which corresponds to a menu
item selected in the first hierarchy is placed and displayed
on the right side of the icon 10a of the first hierarchy, and
a plurality of icons 10c, each of which represents one of
a plurality of selectable menu items in the second hier-
archy, are vertically (in the rotation direction of the dialing
device) arranged and displayed. Like the menu screen
L1 of the first hierarchy, triangular directional icons indi-
cating directions in which the four-directional jog device
3 can be moved for an operation input are displayed ad-
jacent to the icons 10c. In the case of an example shown
in Fig. 5C, as is apparent from the above-described tri-
angular directional icons, the directions in which the four-
directional jog device 3 can be moved for an operation
input is the two directions in which the dialing device can
be rotated, the one direction in which the pushing device

can be pushed down, and the one direction in which the
pulling device can be pulled out.
[0023] Subsequently, if the pushing device 5 is pushed
down in the direction shown by the arrow Yb in the state
in which the menu screen L2 of the second hierarchy is
displayed as shown in Fig. 5C, the mobile telephone ter-
minal 1 according to this embodiment displays a menu
screen L3 of a hierarchy lower than the second hierarchy
(i.e., the third hierarchy) on the display 4 as shown in Fig.
5D. On the menu screen L3 of the third hierarchy, the
icon 10c of the third hierarchy which corresponds to a
menu item selected in the second hierarchy is placed on
the right side of the icon 10b of the second hierarchy
which is placed on the right side of the icon 10a of the
first hierarchy, and a plurality of icons 10d, each of which
represents one of a plurality of selectable menu items in
the third hierarchy, are vertically arranged and displayed.
Like the menu screens L1 and L2, triangular directional
icons indicating directions in which the four-directional
jog device 3 can be moved for an operation input are
displayed adjacent to the icons 10d. In the case of an
example shown in Fig. 5D, as is apparent from the above-
described triangular directional icons, the directions in
which the four-directional jog device 3 can be moved for
an operation input are the two directions in which the
dialing device can be rotated and the one direction in
which the pulling device can be pulled out.
[0024] On the other hand, if the pulling device is pulled
out in the direction shown by the arrow Yc in the state in
which the menu screen L3 of the third hierarchy is dis-
played as shown in Fig. 6A (same as the display status
shown in Fig. 5D), the mobile telephone terminal 1 ac-
cording to this embodiment displays the menu screen L2
of the second hierarchy as shown in Fig. 6B by returning
the display status of the display 4 to that shown in Fig. 5C.
[0025] Furthermore, if the pulling device is pulled out
in the direction shown by the arrow Yc in the state in
which the menu screen L2 of the second hierarchy is
displayed as shown in Fig. 6B (same as the display status
shown in Fig. 5C), the mobile telephone terminal 1 ac-
cording to this embodiment displays the menu screen L1
of the first hierarchy as shown in Fig. 6C by returning the
display status of the display 4 to that shown in Fig. 5B.
[0026] Similarly, if the pulling device is pulled out in the
direction shown by the arrow Yc in the state in which the
menu screen L1 of the first hierarchy is displayed as
shown in Fig. 6C (same as the display status shown in
Fig. 5B), the mobile telephone terminal 1 according to
this embodiment displays a standby screen as shown in
Fig. 6D by returning the display status of the display 4 to
the standby status shown in Fig. 5A.
[0027] For example, if the dialing device is rotated in
either of the directions shown by the arrow Ya in the state
in which the menu screen L1 of the first hierarchy is dis-
played as shown in Fig. 5B or Fig. 6C, the mobile tele-
phone terminal 1 according to this embodiment performs
vertical scrolling display of the icons 10b, which are ver-
tically arranged as selectable icons in the first hierarchy,
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in accordance with the rotation direction of the dialing
device as shown in Fig. 7.
[0028] Similarly, if the dialing device is rotated in either
of the directions shown by the arrow Ya in the state in
which the menu screen L2 of the second hierarchy is
displayed as shown in Fig. 5C or Fig. 6B, the mobile
telephone terminal 1 according to this embodiment per-
forms vertical scrolling display of the icons 10c, which
are vertically arranged as selectable icons in the second
hierarchy, in accordance with the rotation direction of the
dialing device as shown in Fig. 8.
[0029] Similarly, if the dialing device is rotated in either
of the directions shown by the arrow Ya in the state in
which the menu screen L3 of the third hierarchy is dis-
played as shown in Fig. 5D or Fig. 6A, the mobile tele-
phone terminal 1 according to this embodiment performs
vertical scrolling display of the icons 10d, which are ver-
tically arranged as selectable icons in the third hierarchy,
in accordance with the rotation direction of the dialing
device as shown in Fig. 9.
[0030] Thus, the mobile telephone terminal 1 accord-
ing to this embodiment displays the menu list of the top
hierarchy on the display 4 when the dialing device of the
four-directional jog device 3 is rotated in the standby
state, and sequentially changes menu hierarchies in de-
scending hierarchical order when the pushing device 5
of the four-directional jog device 3 is pushed down in the
state in which the menu list is displayed, and sequentially
changes menu hierarchies in ascending order when the
pulling device is pulled out in the state in which the menu
list is displayed (that is, the pulling device corresponds
to, for example, a "clear" or "back" button for a transition
to an antecedent operation or stage). In addition, even if
the menu hierarchy transition from a higher hierarchy to
a lower hierarchy occurs, the mobile telephone terminal
1 according to this embodiment keeps the icon of a menu
item selected in the higher hierarchy displayed in the low-
er hierarchy. Furthermore, the mobile telephone terminal
1 performs a vertical scrolling display of the icons of menu
items selectable in a current menu hierarchy in accord-
ance with the rotation operation of the dialing device
when the dialing device is rotated in the state in which
the menu list is displayed. That is, according to this em-
bodiment, a basic menu structure is expanded using two
axes, the Y axis in the direction in which a transition be-
tween menu hierarchies is displayed, the X axis in the
direction in which menu items to be selected in a menu
hierarchy are displayed, and an item selected in an an-
tecedent hierarchy is kept displayed.

Configuration of Mobile Telephone Terminal and Acces-
sory Device

[0031] The mobile telephone terminal 1 according to
this embodiment can perform basic functions required
for a mobile telephone terminal such as the selection of
a menu hierarchy and a menu item, the sending and re-
ceiving of calls, an Internet connection, the editing of or

input into a telephone book (address book), and the cre-
ation, editing, sending, and receiving of e-mail messages
by displaying data on the display 4 and performing an
operation input using the four-directional jog device 3.
However, the display 4 has a limited display area, and
the number of operation instructions that a user can input
using the four-directional jog device 3 and the number of
devices that can be incorporated in a small housing are
limited. Accordingly, in this embodiment, for example, an
accessory device 20 shown in Fig. 10 performs data com-
munication with the mobile telephone terminal 1 using
short-range wireless communication such as Bluetooth®
communication, whereby various functions other than
the above-described basic functions can be also per-
formed.
[0032] That is, the mobile telephone terminal 1 also
has a function of transmitting or receiving data to or from
the accessory device 20 using short-range wireless com-
munication such as Bluetooth® communication.
[0033] On the other hand, the accessory device 20 is
provided with a short-range communication unit for trans-
mitting or receiving data to or from the mobile telephone
terminal 1, a display 21 having a screen larger than that
of the display 4 of the mobile telephone terminal 1, a
touch panel 22 disposed on the surface of the display 21
and composed of a transparent member, and a digital
camera unit and speaker unit (not shown) disposed on
the underside surface opposite to the surface on which
the display 21 is disposed.
[0034] The area of the touch panel 22 is divided into a
free input area 22a, and soft key areas 22b and 22c to
which a plurality of predetermined soft keys are assigned.
It is needless to say that the whole area of the touch panel
22 may be a free input area, and the area setting of the
touch panel 22 may be freely changed depending on an
application. In this embodiment, a direct button function
for directly performing each function of the accessory de-
vice 20 such as data communication with the digital cam-
era unit or the mobile telephone terminal 1 is assigned
to the soft key area 22b, and a common application button
function such as an enter operation function or a menu
selection function which is jointly used for each applica-
tion is assigned to the soft key area 22c. A freehand input
is performed upon the free input area 22a, or a software
full keyboard may be assigned to the free input area 22a.
[0035] According to the accessory device 20 provided
with the large display 21, the touch panel 22, and the
digital camera unit, and capable of linking to the mobile
telephone terminal 1 using short-range wireless commu-
nication, the input of various operation instructions, the
selection of a menu hierarchy and a menu item, the ed-
iting of or input into the telephone book (address book)
of the mobile telephone terminal 1, the sending and re-
ceiving of calls via the mobile telephone terminal 1, the
creation and editing of long e-mail messages, the send-
ing and receiving of e-mail messages via the mobile tel-
ephone terminal 1, the display of images obtained by the
digital camera unit, and web browsing via the mobile tel-
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ephone terminal 1 can be achieved.
[0036] In this embodiment, the accessory device 20
and the mobile telephone terminal 1 may be provided
with an exchangeable fashion-accessory-attaching unit
23 and fashion-accessory-attaching unit 11, respective-
ly.

Internal Configuration of Mobile Telephone Terminal

[0037] The schematic internal configuration of the mo-
bile telephone terminal 1 according to this embodiment
is shown in Fig. 11.
[0038] Referring to Fig. 11, a data line is a transmission
line for transmitting various types of data such as speech
data, e-mail data, and image data.
[0039] A control line is a transmission line for transmit-
ting various control information such as control data
transmitted from a control unit 50 configured with a CPU
(Central Processing Unit).
[0040] An antenna 52 incorporated into the terminal
main body 2 is connected to a communication circuit 51
and is used to transmit or receive a signal wave to or
from a base station.
[0041] The communication circuit 51 performs a fre-
quency conversion, a modulation, or a demodulation up-
on a received signal or a signal to be transmitted.
[0042] Speech voice data transmitted via the commu-
nication circuit 51 from the antenna 52 is transmitted to
a speech processing unit 62, and other received data is
transmitted to the control unit 50 and is adequately proc-
essed and is then transmitted from the control unit 50 to
each unit as needed. The received data other than the
speech voice data is data for packet communication such
as e-mail data, image data on a moving image or still
image, music data, HTML (Hyper Text Markup Lan-
guage) data, and program code data.
[0043] Upon receiving the speech voice data via the
communication circuit 51 from the antenna 52, the
speech processing unit 62 decodes the speech voice da-
ta, and converts the decoded speech voice data into an
analog speech signal, and transmits the analog speech
signal to a speaker 60 or an earphone jack (not shown).
[0044] The speaker 60 incorporated into the terminal
main body 2 amplifies the received analog speech signal
using an internal amplifier, and converts the amplified
analog speech signal into audible speech, and then ex-
ternally outputs the audible speech, whereby speech
voice is output from the speaker 60.
[0045] A microphone 61 incorporated into the terminal
main body 2 converts input speech into an analog speech
voice signal, and amplifies the analog speech voice sig-
nal using an internal amplifier, and then transmits the
analog speech voice signal to the speech processing unit
62.
[0046] Upon receiving the speech voice signal from
the microphone 61, the speech processing unit 62 con-
verts the speech voice signal into digital speech voice
data, and encodes the converted digital speech voice

data, and then transmits the encoded speech voice data
to the communication circuit 51, whereby a speech voice
signal is transmitted from the antenna 52.
[0047] A display 54 corresponds to the display 4 dis-
posed on the one main surface of the terminal main body
2. A display control unit 53 is controlled by the control
unit 50, and performs a drive control upon the display 54
in accordance with a display signal transmitted from the
control unit 50, whereby images and characters are dis-
played on the display 54.
[0048] A four-directional jog device unit 55 is provided
with the four-directional jog device 3 composed of an
integrated combination of a dialing device 55a, a pushing
device 55b (same as the pushing device 5), and a pulling
device 55c, and an operation signal generation circuit
55d for generating an operation signal in accordance with
the operation of each device of the dialing device 55a,
pushing device 55b, and pulling device 55c and output-
ting the generated signal to the control unit 50.
[0049] An LED unit 64 incorporated into the terminal
main body 2 in which an LED emits light through the side
surface of the above-described light guide unit under-
goes a light emitting drive control that is performed by an
LED control unit 63 under the control of the control unit 50.
[0050] A short-range wireless communication unit 65
incorporated into the terminal main body 2 performs data
communication with the accessory device 20 via an an-
tenna 66 under the control of the control unit 50.
[0051] A memory unit 56 includes a ROM (Read Only
Memory) and a RAM (Random Access Memory). The
ROM stores the following: an OS (Operating System); a
control program allowing the control unit 50 to control
each unit; a program code for performing a display control
in accordance with an operation signal transmitted from
the four-directional jog device unit 55; a program code
allowing the short-range wireless communication unit 65
to perform data communication with the accessory de-
vice 20; various types of default set value data; font data;
dictionary data; various types of sound data for ring tones
and notification alerts; a program code for an application
for creating, editing, transmitting, and receiving e-mail
messages; a program code for an application for per-
forming various types of processing upon speech; pro-
gram codes for various applications installed into the mo-
bile telephone terminal; and the identifying information
(ID) of the mobile telephone terminal. This ROM includes
a rewritable ROM such as a NAND-type flash memory
or an EEPROM (Electrically Erasable Programmable
Read-only Memory) and can store the following: e-mail
data; telephone book data and e-mail address book data;
various types of sound data; character data, registration
data on word candidates for a prediction conversion func-
tion, and learning data for a prediction conversion func-
tion; and various types of user set value data. The RAM
stores data as needed as a work area that allows the
control unit 50 to perform data processing.
[0052] The control unit 50 configured with a CPU con-
trols the mobile telephone terminal and performs control
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operations and various computations for achieving vari-
ous functions according to this embodiment in accord-
ance with the OS and various programs stored in the
memory unit 56.
[0053] In addition, the mobile telephone terminal 1 has
an electronic wallet function that enables noncontact
communication, and is provided with a battery charging
terminal and a battery (not shown).

Internal Configuration of Accessory Device

[0054] The schematic internal configuration of the ac-
cessory device 20 according to this embodiment is shown
in Fig. 12.
[0055] Referring to Fig. 12, a data line is a transmission
line for transmitting various types of data such as speech
data, e-mail data, and image data.
[0056] A control line is a transmission line for transmit-
ting various control information such as control data
transmitted from a control unit 70 configured with a CPU.
[0057] A speaker 80 is disposed on the underside sur-
face opposite to the surface on which the display 21 is
disposed. The speaker 80 amplifies a music signal, etc.
transmitted from an internal memory (a memory unit 74)
using an internal amplifier under the control of the control
unit 70, and converts the amplified music signal, etc. into
audible speech, and then externally outputs the audible
speech, whereby music, etc. are output from the speaker
80.
[0058] A display 72 corresponds to the display 21. A
display control unit 71 is controlled by the control unit 70,
and performs a drive control upon the display 72 in ac-
cordance with a display signal transmitted from the con-
trol unit 70, whereby images and characters are dis-
played on the display 72.
[0059] A touch panel unit 73 corresponds to the touch
panel 22. The touch panel unit 73 converts an externally
obtained pressing force into a voltage value, and per-
forms A/D conversion upon the voltage value to obtain
data, and generates two-dimensional coordinate data
that represents a position of the pressing force on the
basis of the obtained data, and then transmits data on
the pressing force and the position of the pressing force
to the control unit 70 that is an internal CPU.
[0060] A camera unit 81 is a digital camera unit dis-
posed on the underside surface opposite to the surface
on which the display 21 is disposed. The camera unit 81
generates data on a still or moving image obtained by
converting a light image into an electric signal using an
image pickup device, and transmits the generated data
to an image processing unit 82.
[0061] The image processing unit 82 performs expan-
sion decoding upon a compression-coded image data
read out from the internal memory (memory unit 74) un-
der the control of the control unit 70, and transmits the
expansion-decoded image data to the display control unit
71 via the data line. In addition, the image processing
unit 82 performs compression coding upon a still or mov-

ing image data obtained by the camera unit 81, and trans-
mits the compression-coded image data to the display
control unit 71 under the control of the control unit 70,
and transmits the compression-coded image data to the
internal memory for storage as needed.
[0062] A short-range wireless communication unit 83
performs data communication with the mobile telephone
terminal 1 via an antenna 84 under the control of the
control unit 70.
[0063] The memory unit 74 includes a ROM and a
RAM. The ROM stores the following: an OS; control pro-
grams allowing the control unit 70 to control the camera
unit 81, display control unit 71, memory unit 74, and im-
age processing unit 82; a program code for performing
a control operation in accordance with an operation sig-
nal transmitted from the touch panel unit 73; a program
code allowing the short-range wireless communication
unit 83 to perform data communication with the mobile
telephone terminal 1; a program code for browsing web
pages acquired from the Internet, etc.; various types of
default set value data; font data; dictionary data; various
types of sound data for notification alerts; a program code
for an application for creating, editing e-mail messages;
a program code for an application for performing various
types of processing upon speech; program codes for var-
ious applications; and the identifying information (ID) of
the accessory device 20. This ROM includes a rewritable
ROM such as a NAND-type flash memory or an EEPROM
and can store the following: e-mail data; telephone book
data and e-mail address book data; various types of
sound data; character data, registration data on word
candidates for a prediction conversion function, and
learning data for a prediction conversion function; and
various types of user set value data. The RAM stores
data as needed as a work area that allows the control
unit 70 to perform data processing.
[0064] The control unit 70 configured with a CPU con-
trols the accessory device 20 and performs control op-
erations and various computations for achieving various
functions according to this embodiment in accordance
with the OS and various programs stored in the memory
unit 74.
[0065] In addition, the accessory device 20 according
to this embodiment has a GPS (Global Positioning Sys-
tem) function, and is provided with a memory card slot
for receiving an external memory, a connection terminal
for connecting a cable, a battery charging terminal, and
a battery (not shown).

Summary

[0066] As described above, the mobile telephone ter-
minal 1 according to this embodiment can achieve a new
user-friendly GUI corresponding to an operation device
that is suitable for a newly employed design, since the
operation directions of the operation unit of the mobile
telephone terminal 1 according to this embodiment are
associated with the directions in which menu hierarchies
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can be changed and displayed in descending or ascend-
ing hierarchical order on the screen of the display unit.
The mobile telephone terminal 1 according to this em-
bodiment can achieve a GUI that enables a user to easily
know a correspondence between the operation of the
four-directional jog device and the hierarchical structure
of a menu displayed on the display 4 and the position of
a currently selected menu hierarchy in which a selection
operation can be performed, since the expansion and
browsing of menu hierarchies and a menu item selection
can be performed on the display 4 in accordance with
the four-directional operation of the four-directional jog
device 3 disposed at one end of the terminal main body
2, and the browsing of an item selected in a hierarchy
higher than a currently selected hierarchy can be per-
formed in the currently selected hierarchy. Thus, accord-
ing to this embodiment, a user can intuitively know a link
between the operation of the four-directional jog device
3 and the layout of a menu display, that is, can intuitively
and easily know a predictable next operation and a cur-
rent position in an often-complicated menu structure.
[0067] The above-described embodiment of the
present invention is merely illustrative, and therefore, the
present invention is not limited to the above-described
embodiment. It should be understood by those skilled in
the art that various modifications, combinations, sub-
combinations and alterations may occur depending on
design requirements and other factors insofar as they
are within the scope of the appended claims or the equiv-
alents thereof.
[0068] For example, the portable information commu-
nication terminal according to an embodiment of the
present invention is not limited to a mobile telephone ter-
minal, and may be applied to various portable information
communication terminals such as a PDA.

Claims

1. A portable information communication terminal (1)
comprising:

an operation unit (3) composed of an integrated
combination of a first operation detection device
(5) for detecting an operation in a first direction
(Yb) substantially parallel to a predetermined
axis direction of a terminal housing and a second
operation detection device for detecting an op-
eration in a second direction (Yc) substantially
opposite to the first direction;
a display unit (4) provided with a screen dis-
posed in a direction substantially parallel to the
predetermined axis direction and capable of dis-
playing a hierarchical menu structure; and
a control unit for sequentially changing and dis-
playing menu hierarchies in descending hierar-
chical order in the first direction (Yb) on the
screen of the display unit (4) in accordance with

an operation in the first direction (Yb) detected
by the first operation detection device (5), and
for sequentially changing and displaying menu
hierarchies in ascending hierarchical order in
the second direction (Yc) on the screen of the
display unit (4) in accordance with an operation
in the second direction (Yc) detected by the sec-
ond operation detection device, characterized
in that the operation unit (3) further comprises;
a third operation detection device for detecting
an operation (Ya) in which the operation unit is
rotated about the predetermined axis of the ter-
minal housing, and in that the control unit is
adapted to perform a scrolling display, on the
screen of the display unit (4) of the arranged and
displayed menu items in accordance with a ro-
tation operation detected by the third operation
detection device in the direction substantially
perpendicular to the first and second direction
(Yb, Yc).

2. The portable information communication terminal
according to Claim 1, wherein, each time a higher
menu hierarchy is changed to a lower menu hierar-
chy after the first operation detection device (5) has
detected an operation in the first direction (Yb), the
control unit displays on the screen of the display unit
(4) in the lower menu hierarchy a menu item that has
been selected from among a plurality of menu items
in the higher menu hierarchy as information repre-
senting the higher menu hierarchy, whereby menu
items each of which represents a hierarchy are ar-
ranged and displayed in ascending hierarchical or-
der in the second direction on the screen of the dis-
play unit (4).

3. The portable information communication terminal
according to Claim 2, wherein, each time a lower
menu hierarchy is changed to a higher menu hierar-
chy after the second operation detection device has
detected an operation in the second direction (Yc),
the control unit deletes from the screen of the display
unit (4) in the higher menu hierarchy a menu item
that has been displayed as information representing
the lower menu hierarchy, whereby menu items each
of which represents a hierarchy are sequentially de-
leted in hierarchical ascending order from the screen
of the display unit (4).

4. The portable information communication terminal
according to Claim 1,
wherein the predetermined axis direction is a long
axis direction of the terminal housing,
wherein the operation unit is disposed at one end in
the long axis direction of the terminal housing,
wherein the first operation detection device (5) de-
tects an operation in a direction (Yb) of pushing the
operation unit into the one end of the terminal hous-
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ing, and
wherein the second operation detection device de-
tects an operation in a direction of pulling out (yc)
the operation unit from the one end of the terminal
housing.

5. The portable information communication terminal
according to Claim 1,
wherein the control unit arranges and displays in a
direction substantially perpendicular to the predeter-
mined axis direction on the screen of the display unit
(4) a plurality of menu items included in a menu hi-
erarchy that has been changed in accordance with
an operation detected by the first or second opera-
tion detection device.

Patentansprüche

1. Tragbares Informationskommunikationsendgerät
(1), das Folgendes umfasst:

eine Betriebseinheit (3), die aus einer integrier-
ten Kombination einer ersten Betriebsdetekti-
onsvorrichtung (5) zum Detektieren eines Be-
triebs in einer ersten Richtung (Yb) im Wesent-
lichen parallel zu einer vorgegebenen Achsen-
richtung eines Endgerätegehäuses und einer
zweiten Betriebsdetektionsvorrichtung zum De-
tektieren eines Betriebs in einer zweiten Rich-
tung (Yc) im Wesentlichen entgegengesetzt zu
der ersten Richtung aufgebaut ist;
eine Anzeigeeinheit (4), die mit einem Bild-
schirm versehen ist, der in einer Richtung im
Wesentlichen parallel zu der vorgegebenen
Achsenrichtung angeordnet ist und eine hierar-
chische Menüstruktur anzeigen kann; und
eine Steuereinheit zum sequenziellen Ändern
und Anzeigen von Menühierarchien in abstei-
gender hierarchischer Reihenfolge in der ersten
Richtung (Yb) auf dem Bildschirm der Anzeige-
einheit (4) entsprechend einem Betrieb in der
ersten Richtung (Yb), der von der ersten Be-
triebsdetektionsvorrichtung (5) detektiert wur-
de, und zum sequenziellen Ändern und Anzei-
gen von Menühierarchien in aufsteigender hier-
archischer Reihenfolge in der zweiten Richtung
(Yc) auf dem Bildschirm der Anzeigeeinheit (4)
entsprechend einem Betrieb in der zweiten
Richtung (Yc), der von der zweiten Betriebsde-
tektionsvorrichtung detektiert wurde, dadurch
gekennzeichnet, dass die Betriebseinheit (3)
ferner Folgendes umfasst:

eine dritte Betriebsdetektionsvorrichtung
zum Detektieren eines Betriebs (Ya), in
dem die Betriebseinheit um die vorgegebe-
ne Achse des Endgerätegehäuses gedreht

wird, und dass die Steuereinheit ausgelegt
ist, eine scrollende Anzeige der angeordne-
ten und angezeigten Menüpunkte auf dem
Bildschirm der Anzeigeeinheit (4) entspre-
chend einem Drehbetrieb, der von der drit-
ten Betriebsdetektionsvorrichtung detek-
tiert wurde, in der Richtung im Wesentlichen
senkrecht zu der ersten und zweiten Rich-
tung (Yb, Yc) auszuführen.

2. Tragbares Informationskommunikationsendgerät
nach Anspruch 1, wobei jedes Mal, wenn eine hö-
here Menühierarchie zu einer niedrigeren Menühier-
archie geändert wird, nachdem die erste Betriebs-
detektionsvorrichtung (5) einen Betrieb in der ersten
Richtung (Yb) detektiert hat, die Steuereinheit auf
dem Bildschirm der Anzeigeeinheit (4) in der niedri-
geren Menühierarchie einen Menüpunkt anzeigt, der
aus den mehreren Menüpunkten in der höheren Me-
nühierarchie ausgewählt wurde als Information, wel-
che die höhere Menühierarchie repräsentiert, wobei
Menüpunkte, von denen jeder eine Hierarchie reprä-
sentiert, in aufsteigender hierarchischer Reihenfol-
ge in der zweiten Richtung auf dem Bildschirm der
Anzeigeeinheit (4) angeordnet und angezeigt wer-
den.

3. Tragbares Informationskommunikationsendgerät
nach Anspruch 2, wobei jedes Mal, wenn eine nied-
rigere Menühierarchie zu einer höheren Menühier-
archie geändert wird, nachdem die zweite Betriebs-
detektionsvorrichtung einen Betrieb in der zweiten
Richtung (Yc) detektiert hat, die Steuereinheit einen
Menüpunkt in der höheren Menühierarchie, der als
Information angezeigt wurde, welche die niedrigere
Menühierarchie repräsentiert, von dem Bildschirm
der Anzeigeeinheit (4) löscht, wobei Menüpunkte,
von denen jeder eine Hierarchie repräsentiert, se-
quenziell in hierarchisch aufsteigender Reihenfolge
von dem Bildschirm der Anzeigeeinheit (4) gelöscht
werden.

4. Tragbares Informationskommunikationsendgerät
nach Anspruch 1,
wobei die vorgegebene Achsenrichtung eine Längs-
achsenrichtung des Endgerätegehäuses ist,
wobei die Betriebseinheit an einem Ende in der
Längsachsenrichtung des Endgerätegehäuses an-
geordnet ist,
wobei die erste Betriebsdetektionsvorrichtung (5) ei-
nen Betrieb in einer Richtung (Yb) des Schiebens
der Betriebseinheit in das eine Ende des Endgerä-
tegehäuses detektiert, und
wobei die zweite Betriebsdetektionsvorrichtung ei-
nen Betrieb in eine Richtung des Herausziehens (yc)
der Betriebseinheit aus dem einen Ende des End-
gerätegehäuses detektiert.
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5. Tragbares Informationskommunikationsendgerät
nach Anspruch 1,
wobei die Steuereinheit mehrere Menüpunkte, die
in einer Menühierarchie enthalten sind, die entspre-
chend einem Betrieb, der von der ersten oder zwei-
ten Betriebsdetektionsvorrichtung detektiert wurde,
geändert wurde, in einer Richtung im Wesentlichen
senkrecht zu der vorgegebenen Achsenrichtung auf
dem Bildschirm der Anzeigeeinheit (4) anordnet und
anzeigt.

Revendications

1. Terminal de communication d’information portable
(1) comprenant :

une unité de fonctionnement (3) composée
d’une combinaison intégrée d’un premier dispo-
sitif de détection de fonctionnement (5) pour dé-
tecter un fonctionnement dans une première di-
rection (Yb) sensiblement parallèle à une direc-
tion axiale prédéterminée d’un boîtier de termi-
nal et un second dispositif de détection de fonc-
tionnement pour détecter un fonctionnement
dans une seconde direction (Yc) sensiblement
opposée à la première direction ;
une unité d’affichage (4) pourvue d’un écran dis-
posé dans une direction sensiblement parallèle
à la direction axiale prédéterminée et pouvant
afficher une structure de menu hiérarchique ; et
une unité de contrôle pour changer et afficher
de manière séquentielle des hiérarchies de me-
nu selon un ordre hiérarchique descendant dans
la première direction (Yb) sur l’écran de l’unité
d’affichage (4) conformément à un fonctionne-
ment dans la première direction (Yb) détectée
par le premier dispositif de détection de fonc-
tionnement (5), et pour changer et afficher de
manière séquentielle les hiérarchies de menu
dans un ordre hiérarchique ascendant dans la
seconde direction (Yc) sur l’écran de l’unité d’af-
fichage (4) conformément à un fonctionnement
dans la seconde direction (Yc) détectée par le
deuxième dispositif de détection de fonctionne-
ment, caractérisé en ce que l’unité de fonction-
nement (3) comprend en outre ;
un troisième dispositif de détection de fonction-
nement pour détecter un fonctionnement (Ya)
où l’unité de fonctionnement est en rotation
autour de l’axe prédéterminé du boîtier de ter-
minal, et caractérisé en ce que l’unité de con-
trôle est conçue pour effectuer un affichage dé-
filant, sur l’écran de l’unité d’affichage (4), des
éléments de menu disposés et affichés confor-
mément à un fonctionnement en rotation détec-
té par le troisième dispositif de détection de fonc-
tionnement dans la direction sensiblement per-

pendiculaire aux première et seconde directions
(Yb, Yc).

2. Terminal de communication d’information portable
selon la revendication 1, dans lequel, chaque fois
qu’une hiérarchie de menu supérieure est changée
en hiérarchie de menu inférieure après que le pre-
mier dispositif de détection de fonctionnement (5) a
détecté un fonctionnement dans la première direc-
tion (Yb), l’unité de contrôle affiche sur l’écran de
l’unité d’affichage (4) dans la hiérarchie de menu in-
férieure, un élément de menu qui a été sélectionné
parmi une pluralité d’éléments de menu dans la hié-
rarchie de menu supérieure en tant qu’information
représentant la hiérarchie de menu supérieure, par
lequel des éléments de menu, chacun d’entre eux
représentant une hiérarchie, sont disposés et affi-
chés suivant un ordre hiérarchique ascendant dans
la seconde direction sur l’écran de l’unité d’affichage
(4).

3. Terminal de communication d’information portable
selon la revendication 2, dans lequel, chaque fois
qu’une hiérarchie de menu inférieure est changée
en une hiérarchie de menu supérieure après que le
deuxième dispositif de détection de fonctionnement
a détecté un fonctionnement dans la seconde direc-
tion (Yc), l’unité de contrôle efface de l’écran de l’uni-
té d’affichage (4), dans la hiérarchie de menu supé-
rieure, un élément du menu qui a été affiché en tant
qu’information représentant la hiérarchie de menu
inférieure, par lequel les éléments de menu, chacun
d’entre eux représentant une hiérarchie, sont sé-
quentiellement effacés dans un ordre ascendant hié-
rarchique de l’écran de l’unité d’affichage (4).

4. Terminal de communication d’information portable
selon la revendication 1,
dans lequel la direction axiale prédéterminée est une
direction d’un grand axe du boîtier de terminal,
dans lequel l’unité de fonctionnement est disposée
à une extrémité de la direction du grand axe du boî-
tier de terminal,
dans lequel le premier dispositif de détection de fonc-
tionnement (5) détecte un fonctionnement dans une
direction (Yb) qui pousse l’unité de fonctionnement
dans une extrémité du boîtier de terminal, et
dans lequel le deuxième dispositif de détection de
fonctionnement détecte un fonctionnement dans
une direction qui éloigne (Yc) l’unité de fonctionne-
ment de ladite extrémité du boîtier de terminal.

5. Terminal de communication d’information portable
selon la revendication 1,
dans lequel l’unité de contrôle dispose et affiche
dans une direction sensiblement perpendiculaire à
la direction axiale prédéterminée sur l’écran de l’uni-
té d’affichage (4) une pluralité d’éléments de menu
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compris dans une hiérarchie de menu qui a été chan-
gée conformément à un fonctionnement détectée
par le premier ou le deuxième dispositif de détection
de fonctionnement.
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