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Description

[0001] The present invention relates to a tone gener-
ation system composed of a plurality of processor devic-
es connected to a network.
[0002] So-called MIDI (Musical Instrument Digital In-
terface) technique has heretofore been known, via which
a plurality of musical instruments are connected with
each other to constitute an electronic musical instrument
network system. The MIDI standard is a common stand-
ard for transmitting automatic performance data etc.,
which allows performance data, such as a key code, to
be transmitted, in a single direction, from a given one of
a plurality of electronic musical instruments distributed
in a network to another one of the electronic musical in-
struments. With the MIDI technique, each MIDI message
is in the form of serial data and MIDI lines are wired to
connect between the instruments in series, so that the
MIDI lines would occupy a considerable space. Further,
if any one of the MIDI lines is disconnected even at one
point by accident or by error, no signal can be delivered
beyond that point any longer, which would result in un-
wanted termination of tone generation. Further, once the
MIDI lines are disconnected, wiring operation for restor-
ing the connection would become very cumbersome and
laborious.
[0003] Therefore, "mLAN" (musical Local Area Net-
work) has been proposed as a musical instrument system
using a network. The mLAN is a technique for transmitting
digital audio/MIDI data using the IEEE1394 standard,
which permits communication of digital audio/MIDI data
of 256 channels or over by connecting between AV de-
vices and/or electronic devices and a computer system
via IEEE1394 interface. The mLAN defines commands
for, for example, controlling individual AV devices and/or
electronic devices and corporation among the devices
on the basis of the "IEC61833-6 Audio and Music Data
Transmission Protocol" that is a protocol for communi-
cating audio/MIDI data via the IEEE1394 interface. With
such an mLAN, complicated connections between a plu-
rality of devices, which used to be made using analog
cables. MIDI cables, etc., can be replaced with daisy-
chain connections of IEEE 1394 cables to thereby greatly
simplify the connections between the devices.
[0004] However, because the mLAN is in the form of
daisy-chain connections, physically connecting a new
device to a desired point of the network and then per-
forming logical connection setting would involve ex-
tremely difficult operation. Further, because lines are
wired to connect between the individual devices in series,
the lines would occupy a considerable space. Further, if
any of the lines is disconnected even at a single point by
accident or by error, no signal can be delivered beyond
that point any longer, which would result in unwanted
termination of tone generation. Further, once the lines
are disconnected, wiring operation for restoring the con-
nection would become very cumbersome and laborious.
[0005] Further, in a network where a plurality of elec-

tronic musical instruments are distributively connected,
performance control information is sent as a packet to a
transmission path. However, if the packet is undesirably
lost in the middle of the transmission, there would arise
the problem that a receiving end may receive perform-
ance control information that should not be received and
thus the receiving end may fail to operate normally. For
example, if key-on data is lost, key-off data sent following
the key-on data may be received although the corre-
sponding key-on has not been received.
[0006] Further, "LAN’ (Local Area Network) has been
known as a network capable of connecting a new device
to a desired point. The LAN is a computer network, such
as an intranet, installed within a relatively limited area,
and in recent years, such a LAN is built in an ordinary
house as well. However, there presently exists no tone
generator or other tone-generation-related device that
can be connected directly to a LAN, and it has been im-
possible to build a musical instrument system using an
ordinary form of network, such as a LAN. Further, be-
cause tone-generation-related devices capable of being
connected to a network are fixed in function, it has been
necessary to connect to a network a plurality of types of
devices having necessary functions.
[0007] Further, for a device having a plurality of func-
tions, such as an electronic keyboard instrument having
three functions of a keyboard (operator unit), tone gen-
erator and speaker, settings are made such that tones
are reproduced through communication among these
three functions. Where such a device having a plurality
of functions is connected to a network, there would be
presented the problem that the functions of the connect-
ed device can not be handled on the network independ-
ently of one another.
[0008] In the patent application EP 1507359 A1 a con-
necting setting program, method and apparatus is de-
scribed. A plurality of devices connected to a network
each includes at least either one or more output plugs
for transmitting one or more data streams, or one or more
input plugs for receiving one or more data streams, and
each of the devices is capable of packeting a plurality of
data streams and isochronously transferring the packet
to another device in the network. Connection setting pro-
gram, designed to set connection between a transmis-
sion source device and a transmission destination device
in the network, includes a step of detecting a predeter-
mined condition for performing automatic setting of log-
ical connection, and a setting step of, in response to de-
tection of the predetermined condition, automatically set-
ting logical connection between the one or more input
plugs and the one or more output plugs of the devices.
[0009] In the patent application US 2005/089034 A1 a
network switching apparatus, route management server,
network interface apparatus, control method therefor,
computer program for route management server, and
computer-readable storage medium are described. With-
in the LAN a private area network (PAN) which is config-
ured by terminal devices (personal computers and the
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like) of a specific group, is hardly influenced by the LAN
traffic, and has high security. For this purpose, a PAN
server which manages the communication route be-
tween specific terminals is installed within the LAN. The
PAN server sets the communication route of each termi-
nal device as label information, and causes switches and
terminals to set pieces of label information generated for
them. When the frame of data from a given port of each
connection switch contains information representing
PAN communication, the connection switch outputs the
data to only a port specified by routing label information
described in the frame.
[0010] In view of the foregoing, it is an object of the
present invention to provide a tone generation system
which can use an ordinary network, such as a LAN, to
physically connect processor devices, capable of func-
tioning as a tone generator and various other types of
tone-generation-related devices, to desired points of the
network and to build a tone generation system by com-
bining the various processor devices connected to the
network. It is another object of the present invention to
build a tone generation system which can be reliably pre-
vented from performing false operation.
[0011] In order to accomplish the above-mentioned
objects, the present invention provides a tone generation
system comprising a plurality of processor devices con-
nected to each other via a network, each of the plurality
of the processor devices being constructed to implement
one or more tone-generation-related functions, the tone
generation system interconnecting the tone-generation-
related functions to be implemented by the processor
devices, to thereby construct a system for generating a
tone through a combination of the tone-generation-relat-
ed functions, each of the plurality of processor devices
comprising: a device table that, for each of the processor
devices connected to each other via the network, regis-
ters therein information indicative of the one or more tone-
generation-related functions to be implemented by the
processor device; a connection table that, for each of
types of the tone-generation-related functions, stores
therein information indicative of another type of function
connectable to the tone-generation-related function; first
selection means for, in response to user’s operation, se-
lecting, as a connection source or connection destination,
any one of the one or more tonegeneration-related func-
tions to be implemented by the processor device provid-
ed with the first selection means; displaying means for
on the basis of a type of the tone-generation-related func-
tion selected as the connection source or connection des-
tination by the first selection means, identifying a type of
tone-generation-related function connectable to the se-
lected tone-generation-related function by reference to
the connection table, extracting, by reference to the de-
vice table, one or more tone-generation-related func-
tions, possessed by any one of the processor devices
connected to each other via the network, that correspond
to the identified type of tone-generation-related function,
and displaying the extracted one or more tone-genera-

tion-related functions to the user; second selection
means for, in response to user’s operation, selecting, as
a connection destination or connection source, any one
of the one or more tonegeneration related functions dis-
played by the displaying means; and connection estab-
lishment means for establishing a connection for data
communication between the tone-generation-related
function selected as the connection source by one of the
first and second selection means and the tonegenera-
tion-related function selected as the connection destina-
tion by another of the first and second selection means.
[0012] With the present invention arranged in the
aforementioned manner, the processor devices, func-
tioning as tone generators and various other types of
tone-generation-related devices, can be readily connect-
ed to desired points on the network by being physically
connected to a hub using an ordinary network, such as
a LAN. Further, by performing the retransmission control,
the present invention can prevent false operation or mal-
function of the tone generation system. Further, each of
the processor devices has a connection table listing, for
each of processing elements functioning in all processor
devices connected to the network, other processing el-
ements connectable to an input and output of that
processing element, so that setting of processing ele-
ments to be logically connected to the network can be
readily performed with reference to the connection table.
[0013] The present invention may be constructed and
implemented not only as the apparatus invention as dis-
cussed above but also as a method invention. Also, the
present invention may be arranged and implemented as
a software program for execution by a processor such
as a computer or DSP, as well as a storage medium
storing such a software program. Further, the processor
used in the present invention may comprise a dedicated
processor with dedicated logic built in hardware, not to
mention a computer or other general-purpose type proc-
essor capable of running a desired software program.
[0014] The following will describe embodiments of the
present invention, but it should be appreciated that the
present invention is not limited to the described embod-
iments and various modifications of the invention are pos-
sible without departing from the basic principles. The
scope of the present invention is therefore to be deter-
mined solely by the appended claims.
[0015] For better understanding of the objects and oth-
er features of the present invention, its preferred embod-
iments will be described hereinbelow in greater detail with
reference to the accompanying drawings, in which:

Fig. 1 is a block diagram showing an example setup
of a tone generation system in accordance with an
embodiment of the present invention;
Fig. 2 is a diagram outlining a process for generating
a MAC frame to be output to a network in the tone
generation system of the present invention;
Fig. 3 is a diagram showing a device table indicative
of correspondence among various identification in-
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formation of all processing elements resident on an
internal network shown in Fig. 1;
Fig. 4 is a diagram showing a connection table having
recorded therein connections at inputs and outputs
of individual processing elements resident on the in-
ternal network and capable of communication of sub-
stantive data;
Fig. 5 is a diagram showing part of network connec-
tion processing in the tone generation system of the
present invention;
Fig. 6 is a flow chart of the network connection
processing performed when a processor device has
been connected to (logged into) the internal network
in the tone generation system of the present inven-
tion;
Fig. 7 is a flow chart of network disconnection
processing performed when a processor device has
been disconnected from (logged off) the internal net-
work in the tone generation system of the present
invention;
Fig. 8 is a diagram showing part of the network dis-
connection processing in the tone generation system
of the present invention;
Fig. 9 is a block diagram showing an example setup
of the internal network in the tone generation system
of the present invention;
Fig. 10 is a diagram showing examples of setting
screens displayed when connections are to be made
between processing elements in the tone generation
system of the present invention;
Fig. 11 is a diagram showing other examples of set-
ting screens displayed when connections are to be
made between processing elements in the tone gen-
eration system of the present invention;
Fig. 12 is a flow chart of connection selection
processing performed in setting connections be-
tween processing elements in the tone generation
system of the present invention;
Fig. 13 is a diagram showing an example of connec-
tion information recorded into a connection buffer
when the connection selection processing has been
performed to effect setting of the logical connections
between processing elements;
Fig. 14 is a flow chart of connection establishment
processing performed following the connection se-
lection processing in the tone generation system of
the present invention;
Fig. 15 is a diagram showing examples of connection
information and association among processing ele-
ments recorded in a current buffer in the tone gen-
eration system of the present invention;
Fig. 16 is a flow chart of connection selection
processing performed by a SV (server) in the tone
generation system of the present invention;
Fig. 17 is a functional block diagram of a tone gen-
erator element in the tone generation system of the
present invention;
Fig. 18 is a functional block diagram of a keyboard

element in the tone generation system of the present
invention;
Fig. 19 is a functional block diagram of a speaker
element in the tone generation system of the present
invention;
Fig. 20 is a functional block diagram of a DSP unit
in the tone generation system of the present inven-
tion;
Fig. 21 is a flow chart of informing processing for
informing of switching in the DSP unit between
processing elements in the tone generation system
of the present invention;
Fig. 22 is a functional block diagram of a mixer ele-
ment in the tone generation system of the present
invention;
Fig. 23 is a functional block diagram of a content
recorder element in the tone generation system of
the present invention;
Fig. 24 is a functional block diagram of an automatic
accompaniment element in the tone generation sys-
tem of the present invention;
Fig. 25 is a functional block diagram of a MIDI re-
corder element in the tone generation system of the
present invention;
Fig. 26 is a functional block diagram of an editor el-
ement in the tone generation system of the present
invention;
Fig. 27 is a functional block diagram of an effector
element in the tone generation system of the present
invention;
Fig. 28 is a functional block diagram of an audio re-
corder element in the tone generation system of the
present invention; and
Fig. 29 is a flow chart of communication processing
performed to communicate substantive data in the
tone generation system of the present invention.

[0016] Fig. 1 is a block diagram showing an example
setup of a tone generation system in accordance with an
embodiment of the present invention.
[0017] As shown in Fig. 1, the tone generation system
includes an internal network connectable to an external
network. The internal network is in the form of a LAN,
such as Ethernet, and built in a house. The internal net-
work includes a router 2, and hubs 10, 20, 30 and 40
connected to a plurality of LAN terminals of the router 2
via LAN cables. The internal network is a star-type net-
work built across four rooms, i.e. Room 1, Room 2, Room
3 and Room 4. WAN terminal of the router 2 is connected
to the Internet 1, and routers 3 and 4 connected to other
networks are also connected to the Internet 1. Thus, the
internal network is connectable, via the router 2 and In-
ternet 1, to the other networks that are connected with
the routers 3 and 4.
[0018] In Room 1, there are installed several devices,
i.e. SV (server) 11, TG1 (tone generator) 12, TG2 (tone
generator) 13, KB (keyboard) 14 and SP1 (speaker) 15.
These devices are provided with network adaptors to
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function as LAN devices. Upstream LAN terminal of the
hub 10 provided in Room 1 is connected with a LAN ter-
minal of the router 2 via a LAN cable, and a plurality of
downstream LAN terminals of the hub 10 are connected,
via LAN cables, with LAN terminals of the respective net-
work adaptors of the SV (server) 11, TG1 (tone genera-
tor) 12, TG2 (tone generator) 13, KB (keyboard) 14 and
SP1 (speaker) 15. In this specification, the "LAN device"
is defined as a device capable of communicating data in
accordance with a communication protocol, such as an
Ethernet protocol.
[0019] In Room 2, there are installed several devices,
i.e. SP2 (speaker) 21, DU (DSP unit) 22, MX (mixer 23)
and CR (content recorder) 24. These devices are provid-
ed with network adaptors to function as LAN devices.
Upstream LAN terminal of the hub 20 provided in Room
2 is connected with the LAN terminal of the router 2 via
a LAN cable, and a plurality of downstream LAN terminals
of the hub 20 are connected, via LAN cables, with LAN
terminals of the respective network adaptors of the SP2
(speaker) 21, DU (DSP unit) 22, MX (mixer 23) and CR
(content recorder) 24.
[0020] In Room 3, there are installed several devices,
i.e. AA (automatic accompaniment device) 31, MR (MIDI
recorder) 32, ED (editor) 33, EF (effector) 34, AR (audio
recorder) 35 and SY (tone generator/keyboard) 36.
These devices are provided with network adaptors to
function as LAN devices. Upstream LAN terminal of the
hub 30 provided in Room 3 is connected with the LAN
terminal of the router 2 via a LAN cable, and a plurality
of downstream LAN terminals of the hub 30 are connect-
ed, via LAN cables, with LAN terminals of the respective
network adaptors of the AA (automatic accompaniment
device) 31, MR (MIDI recorder) 32, ED (editor) 33, EF
(effector) 34, AR (audio recorder) 35 and SY (tone gen-
erator/keyboard) 36.
[0021] Further, in Room 4, there are installed a plurality
of devices, i.e. MC (microphone) 41 and CD (CD player)
42. These devices are provided with network adaptors
to function as LAN devices. Upstream LAN terminal of
the hub 40 provided in Room 4 is connected with the LAN
terminal of the router 2 via a LAN cable, and a plurality
of downstream LAN terminals of the hub 40 are connect-
ed, via LAN cables, with LAN terminals of the respective
network adaptors of the MC (microphone) 41 and CD
(CD player) 42.
[0022] Each of the devices installed in Room 1 - Room
4 and connected to the internal network in the tone gen-
eration system is a stand-alone device. Each of these
devices, except for the DU (DSP unit) 22, is provided with
at least a CPU (Central Processing Unit), RAM (Random
Access Memory) and ROM (Read-Only Memory) and
corresponding hardware. Namely, each of the devices in
the tone generation system of the present invention per-
forms a particular function as represented by the name
of the device, through execution of a program corre-
sponding to the name of the device. Namely, the devices,
except for the DU (DSP unit) 22, in the tone generation

system of the present invention are processor devices
(computers) capable of performing various programs.
Hereinafter, the functions performed by the processor
devices executing the programs are defined as "process-
ing elements". Namely, the SV (server) 11, TG1 (tone
generator) 12, TG2 (tone generator) 13, KB (keyboard)
14 and SP1 (speaker) 15 installed in Room 1, the SP2
(speaker) 21, MX (mixer 23) and CR (content recorder)
24 installed in Room 2, the AA (automatic accompani-
ment device) 31, MR (MIDI recorder) 32, ED (editor) 33,
EF (effector) 34, AR (audio recorder) 35 and SY (tone
generator/keyboard) 36 installed in Room 3 and the MC
(microphone) 41 and CD (CD player) 42 installed in Room
4 are all processing elements, and the processor devices
function as the processing elements by executing the
corresponding programs.
[0023] The SV (server) 11 is a computer that supplies
a client computer with a function and various data pos-
sessed thereby, and the client computer is a processor
device where any one of the above-mentioned process-
ing elements is functioning. Further, the DU (DSP unit)
22 is a processor device provided with a multiplicity of
DSPs and can function as any one of processing ele-
ments, such as a mixer, editor and effector, by the DSPs
executing corresponding microprograms. Namely, the
DU (DSP unit) 22 can switch the processing element that
should function to another processing element, by se-
lecting and executing the microprograms corresponding
to the other processing element.
[0024] The processing elements will be explained here
in more detail. The TG1 (tone generator) 12 and TG2
(tone generator) 13 function as tone generator elements
by the processor devices executing corresponding tone
generator programs. The KB (keyboard) 14 functions as
a keyboard element by the processor device, provided
with a hardware keyboard, executing a keyboard pro-
gram. The SP1 (speaker) 15 and SP2 (speaker) 21 func-
tion as speaker elements by the processor devices, pro-
vided with hardware speakers, executing speaker pro-
grams. The MX (mixer) 23 functions as a mixer element
by the processor device executing a mixer program. The
CR (content recorder) 24 functions as a content recorder
element by the processor device, provided with a large-
capacity storage device, executing a recorder program.
The AA (automatic accompaniment) 31 functions as an
automatic accompaniment element by the processor de-
vice executing an automatic accompaniment program.
The MR (MIDI recorder) 32 functions as a MIDI recorder
element by the processor device, provided with a large-
capacity storage device, executing a recorder program.
The ED (editor) 33 functions as an editor element by the
processor device executing an editor program. The EF
(effector) 34 functions as an effector element by the proc-
essor device executing an effector program. The AR (au-
dio recorder) 35 functions as an audio recorder element
by the processor device, provided with a large-capacity
storage device, executing a recorder program. The SY
(tone generator/keyboard) 36 functions as both a tone
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generator element and a keyboard element by the proc-
essor device, provided with a hardware keyboard, exe-
cuting a ton generator program and keyboard program.
The MC (microphone) 41 functions as a microphone el-
ement by the processor device, provided with a hardware
microphone, executing a microphone program. Further,
the CD (CD player) 42 functions as a CD player element
by the processor device, provided with a hardware CD
drive, executing a player program.
[0025] Through communication, data can be ex-
changed between the SV (server) 11 and the DU (DSP
unit) 22 or any of the processing elements or between
the processing elements. In the illustrated example, the
SV (server) 11 and the aforementioned processing ele-
ments support the TCP/IP (Transmission Control Proto-
col/Internet Protocol) and perform data-exchanging com-
munication using the TCP/IP protocol.
[0026] In the internal network, every information trans-
mitted via the LAN cable is put in a packet of a predeter-
mined length called "MAC frame", The MAC frame has
an IP packet capsulated therein, and a preamble for a
reception section to find the beginning of the MAC frame
and a check code for examining the validness of the con-
tents of the MAC frame are attached to the beginning
and end, respectively, of the frame. Further, a MAC ad-
dress (i.e., Media Access Control address), indicative of
a transmission source and transmission destination, is
included in a header of the MAC frame. The MAC address
is a unique number assigned to each network interface
means; in the case of the Ethernet standard, each MAC
address consists of 48 bits. Further, each MAC frame is
transmitted in accordance with the CAMA/CD (Carrier
Sense Multiple Access with Collision Detection) scheme,
in accordance with which a data-transmitting node (proc-
essor device) monitors a communication state by detect-
ing a carrier wave of the cable in question and starts the
transmission when the communication state is "vacant".
In case a plurality of nodes (processor devices) start
transmission simultaneously, data destruction may result
due to collision between the data; thus, when a data col-
lision has been detected, the data transmission is re-
sumed after waiting for a random time period.
[0027] The hubs 10 - 40 are each in the form of a
switching hub that functions as a bridge, not a mere re-
peater, which analyzes data sent from a node (processor
device) to thereby detect a destination of the data and
then directs the data only to the destination node (proc-
essor device).
[0028] According to the OSI reference model of the
TCP/IP, which is a communication protocol, the "IP" cor-
responds to a third layer (network layer) while the "TCP"
corresponds to a fourth layer (transport layer). The TCP
layer supplies an upper-level processing element (appli-
cation) with a communication function with reliable full-
duplex flow control, using a datagram-oriented commu-
nication function by the IP layer. In this way, data trans-
mitted by a transmitting end can be received accurately
by a receiving end with no data omission, duplication or

error in the same order as they were transmitted. Namely,
a packet sent by the transmitting end may be lost due to
characteristics of the IP layer and lower-level physical
transmission medium, data order may be changed due
to a delay, or the packet may be received in duplicate
due to retransmission. Thus, it has been conventional to
secure a communication path, reliable to processing el-
ements in question, by the TCP through elimination of
the aforementioned adverse influences. Individual bytes
of data to be transmitted and received by the TCP are
assigned a series of serial numbers, and whether or not
data omission or duplication has occurred is checked us-
ing the serial numbers. Receiving end, having received
the data, returns an ACK (Acknowledgment) to the trans-
mitting end to inform up to which sequence number it has
received the data, so that the transmitting end can con-
firm that the data has accurately reached the receiving
end. If, in such a case, no ACK has been returned from
the receiving end after passage of a predetermined time,
the transmitting end determines that the packet has been
lost on its way or has not been received by the receiving
end and then performs control to retransmit the same
packet. Such arrangements permit highly-reliable com-
munication. The waiting time before the start of the re-
transmission is not fixed but dynamically varied depend-
ing on conditions, such as the time length before the re-
turning of the ACK and number of retransmissions; in this
manner, the waiting time is highly controlled to permit
efficient communication.
[0029] The tone generation system of the present in-
vention is constructed by combining the processing ele-
ments functioning in a plurality of processor devices con-
nected to the internal network shown in Fig. 1. For ex-
ample, to build a tone generation system where perform-
ance data output from the KB (keyboard) 14 are supplied
to the TG1 (tone generator) 12 and tone waveform data
generated by and output from the TG1 (tone generator)
12 on the basis of the performance data are supplied to
the SP1 (speaker) 15, setting is performed to logically
connect between the KB (keyboard) 14 and the TG1 (tone
generator) 12 and between the TG1 (tone generator) 12
and the SP1 (speaker) 15. Namely, such a tone gener-
ation system can be build by combining the processing
elements that are functioning in a plurality of processor
devices connected to the internal network. Namely, a
tone generation system can also be build by logically
connecting between the KB (keyboard) 14, the tone gen-
erator function of the SY (keyboard/tone generator) 36
and the SP2 (speaker) 21. In such a case, it is possible
to impart an effect to tone waveform data and mix a plu-
rality of sets of tone waveform data, by further logically
connecting the EF (effector) 34 and MX (mixer) 23.
[0030] As set forth above, the processing elements
functioning in the individual processor devices can be
logically connected via the LAN, so that data can be ex-
changed or communicated between the logically-con-
nected processing elements. For example, where the KB
(keyboard) 14 and TG1 (tone generator) 12 are logically
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connected with each other, performance data output from
the KB (keyboard) 14, which is a processing element,
can be communicated to the TG1 (tone generator) 12
which is another processing element. In such a case,
performance data output in a packet from the KB (key-
board) 14 are received by the TG1 (tone generator) 12.
Fig. 2 is a diagram outlining a process in accordance with
which a MAC frame is generated by a processing element
at a transmitting end and output to the network.
[0031] As illustrated in Fig. 2, data output from the
processing element at the transmitting end are divided
into transmitting data each having a predetermined
length, and a TCP segment is generated in the TCP layer
by attaching a TCP header to the beginning of the trans-
mitting data of the predetermined length. The TCP head-
er includes a sequence number, port number of the trans-
mitting-end (i.e., transmitted-from or transmission-
source) processing element and port number of a receiv-
ing-end (i.e., transmitted to or transmission-destination)
processing element. IP packet is generated in the IP layer
by attaching an IP header to the beginning of the TCP
segment. The IP header includes IP addresses of the
transmission-source and transmission-destination
processing elements, and also includes data indicative
of a packet length, protocol number, etc. although not
specifically shown. The IP address is a specific identifi-
cation number uniquely assigned to each individual proc-
essor device connected to the internal network and ex-
ternal network including the Internet; in the case of "IPv4",
the IP address is in the form of numerals of a total of 32
bits consisting of four 8-bit groups, more specifically four
decimal numerals in the range of 0 - 255, like "192. 168.
100. 8". MAC header is attached to the beginning of the
IP packet, in a data link layer and physical layer, to gen-
erate a MAC frame. The MAC header includes a specific
transmission-source MAC address uniquely assigned to
the transmission-source processor device, and a specific
destination MAC address uniquely assigned to the trans-
mission-destination processor device. The thus-gener-
ated MAC frame is sent out from the transmission-source
processor device to the LAN cable and received by the
processor device of the address matching the destination
MAC address of the MAC frame, so that the transmitting
data is passed to the processing element identified by
the IP address and port number. Namely, the port number
is a sub-address of the IP address, and the processing
element is identifiable by a combination of the IP address
and port number. Thus, even for a single processor de-
vice where a plurality of processing elements are func-
tioning, like the SY (tone generator/keyboard) 36, trans-
mitting data can be passed to each of the processing
elements through identification based on the combina-
tion of the IP address and port number.
[0032] Fig. 3 is a diagram showing a device table in-
dicative of correspondence among various identification
information of all processing elements resident on the
internal network shown in Fig. 1. The device table shown
here contains information of all of the processing ele-

ments functioning in the processor devices included in a
broadcast domain. The device table is created by the SV
(server) 11, and the same device table (i.e., same con-
tents) is recorded into all of the processor devices on the
internal network. When any of the processor devices con-
nected to the internal network has been changed, the
contents of the device table are updated by the SV (serv-
er) 11, and the thus-updated device table is transmitted
from the SV (server) 11 to all of the processor devices
on the internal network. Each of the processor devices
connected to the internal network receives the device
table and records therein the received device table.
[0033] In the device table shown in Fig. 3, logical de-
vice IDs correspond to the port numbers of the processing
elements, and a unique or different ID is assigned to each
of the processing elements. The IP address is a specific
identification number uniquely assigned to each one of
the processor devices connected to the internal network
and external network including the Internet. When any
one of the processor devices has logged into the network,
a DHCP (Dynamic Host Configuration Protocol) server
assigns one previously-prepared IP address to the proc-
essor device. The router 2 typically becomes such a DH-
CP server, although the SV (server) 11 or any one of the
processor devices too may become the DHCP server.
Physical device ID is a specific number uniquely as-
signed to each network interface means; in the illustrated
example of Fig. 3, the physical device ID is a specific
number uniquely assigned to each processor device on
the internal network. Device name is an abbreviated
name of a processor device where a processing element
is functioning. Processing ID is an ID predetermined per
type of processing element. Processing element name
is a name of a tone-generation-related device implement-
ed by a processing element. For a DSP unit of processing
device ID "No. 7", for example, the device table has re-
corded therein: processing ID "AE" indicating that the
device in question is a DSP unit, and processing element
name "DSP unit"; and processing ID (e.g., "AF") indica-
tive of a processing element currently functioning in ac-
cordance with currently-executed microprograms, and
name of the currently-functioning processing element
(e.g., Mixer). Processing element "tone generator" of log-
ical device ID "No. 15" and processing element "key-
board" of logical device ID "No. 16" are assigned the
same IP address and same physical device ID because
they are processing elements functioning in the same
processor device; however, these two processing ele-
ments are assigned different logical device IDs (port
numbers) so that they can be handled independently of
each other.
[0034] In each of the processor devices of the tone
generation system of the present invention, a program
capable of functioning as the aforementioned processing
element is stored in its storage means, such as a hard
disk device. By executing such a program stored in the
storage means, the processor device can function as the
processing element corresponding to the program. In this
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case, any one processor device can simultaneously ex-
ecute a plurality of programs; in other words, the one
processor device can function as a plurality of processing
elements. When the processor device has come to func-
tion as the processing element corresponding to the pro-
gram through execution, in the processor device, of the
program, the processing element in question is regis-
tered into the SV (server) 11 so that the logical device ID
(port number) is set for the processing element. Then,
the device table having been updated in the SV (server)
11 is transmitted to and recorded into all of the processor
devices on the internal network.
[0035] Data communicated between the processing
elements in the tone generation system of the present
invention are classified into two types, i.e. substantive
data and control data. Here, data that are directly indic-
ative of contents of music to be reproduced and that are
to be communicated preferentially in real time are defined
as the substantive data. More specifically, MIDI data and
audio data (PCM and MP3 data) are examples of the
substantive data. The other data than the substantive
data are defined as the control data. transmission/recep-
tion of the control data can be performed by all of the
processor devices including the SV (server) 11.
[0036] Fig. 4 shows a connection table having record-
ed therein connections of other processing elements at
the input and output (i.e., input and output connections)
of each individual processing element resident on the
internal network and capable of substantive data com-
munication. The connection table is created by the SV
(server) 11, and the same device table (i.e., same con-
tents) is recorded into all of the processor devices resi-
dent on the internal network. In this connection table,
there is recorded information about each of the process-
ing elements functioning in the processor devices con-
nectable to the internal network shown in Fig. 1. Each of
the processor devices connected to the internal network
obtains the connection table from the SV (server) 11 and
records therein the obtained connection table.
[0037] Fig. 4 shows only a part of the connection table
pertaining to some of the processing elements on the
internal network organized in the manner as shown in
Fig. 1. In the connection table, "�" indicates that there
is no connectable processing element; thus, it is indicated
that the server of processing ID "AA" (i.e., SV (server)
11 shown in Fig. 1) does not perform substantive data
transmission/reception. The server here is the SV (serv-
er) 11 of Fig. 1. Tone generator element of processing
ID "AB" is connectable at its input with processing ele-
ments that transmit performance data, such as MIDI data,
as the substantive data and connectable at its output with
processing elements that receive audio data as the sub-
stantive data. Namely, the tone generator element of
processing ID "AB" is connectable at its input with a key-
board element of processing ID "AI", automatic accom-
paniment element of processing ID "AH", MIDI recorder
element of processing ID "AI" and editor element of
processing ID "AJ", and the tone generator element of

processing ID "AB" is connectable at its output with a
speaker element of processing ID "AD", effector element
of processing ID "AK", audio recorder element of
processing ID "AL" and mixer element of processing ID
"AF’. Further, a keyboard of processing ID "AC" is con-
nectable at its output with processing elements that re-
ceive performance data, such as MIDI data, as the sub-
stantive data, but not connectable at its input with any
processing element because of its nature. Namely, the
keyboard of processing ID "AC" is connectable at its out-
put with the tone generator element of processing
ID "AB", MIDI recorder element of processing ID "AI" and
editor element of processing ID "AJ". Further, the speak-
er of processing ID "AD" is connectable at its input with
processing elements that transmit audio data, but not
connectable at its output with any processing element
because of its nature. Namely, the speaker of processing
ID "AD" is connectable at its input with the tone generator
element of processing ID "AB", mixer element of
processing ID "AF", effector element of processing
ID "AK", effector element of processing ID "AK", audio
recorder element of processing ID "AL", microphone el-
ement of processing ID "AM", CD player element of
processing ID "AN", etc. Namely, the connection table
indicates, per processing element, other processing el-
ements connectable with the input and output (i.e., input-
connectable and output-connectable processing ele-
ments) of the processing element, and the user can select
any desired ones of such input-connectable and output-
connectable processing elements with reference to the
connection table.
[0038] Fig. 6 is a flow chart of network connection
processing performed when a given processor device
has been newly connected to (logged into) the internal
network of the tone generation system shown in Fig. 1.
Here, the term "client" represents a client of the SV (serv-
er) 11, and all of the other processor devices than the
SV (server) 11, resident on the network, can be clients,
and control data are communicated between each of the
clients and the SV (server) 11 using the IP address of
the destination processor device and predetermined port
number of the control data. In Fig. 6, a flow of operations
performed by the newly-connected client is shown in a
left-side, "new client" section of the figure, a flow of op-
erations performed by the hub is shown in a middle, "hub"
section of the figure, a flow of operations performed by
the server is shown in a "server" section to the right of
the "hub" section of the figure, and a flow of operations
performed by an already-connected client is shown in a
right-side, "other client" section of the figure.
[0039] Once the instant network connection process-
ing is started up, a determination is made, at step S10,
as to whether the newly-connected client has a plurality
of processing elements. If the newly-connected client is
currently functioning as the keyboard element KB and
tone generator element TG by executing a keyboard pro-
gram and tone generator program, like a processor de-
vice NEW indicated in an upper section of Fig. 5, and the
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keyboard element KB and tone generator element TG
are connected in such a manner that MIDI data generated
by the keyboard element KB are supplied to the tone
generator element TG, then a YES determination is made
at step S10, so that the instant processing goes on to
step S11 in order to disconnect or cancel the internal
connection between the keyboard element KB and the
tone generator element TG as illustrated in a lower sec-
tion of Fig. 5. Thus, in the processor device NEW where
the plurality of processing elements are functioning, the
connection between the processing elements are auto-
matically disconnected upon log-on, with such an ar-
rangement, operation for disconnecting the connection
in advance before the log-on can be omitted. After com-
pletion of the operation of step S11 or if the newly-con-
nected client does not have a plurality of processing el-
ements as determined at step S10, the processing jumps
to step S12 in order to create a data section including
device-in-question information (i.e., information indica-
tive of the newly-connected device) and registration re-
quest. The device-in-question information is information
indicative of the IP address (assigned to the new client
by the DHCP server when the client logged into the in-
ternal network), physical device ID and processing IDs
and names of all of the processing elements in the newly-
connected device, while the registration request is a re-
quest for registration of the device-in-question informa-
tion into the device table located in the SV (server) 11.
At following step S13, a transmission process is per-
formed, where the data section created at step S12 is
formed into transmitting data, a MAC frame is formed
with the transmitting data ultimately capsulated therein
as illustrated in Fig. 2, and the thus-formed MAC frame
is then transmitted to the internal network. In the MAC
header of the MAC frame, the MAC address (physical
device ID) of the SV (server) 11 is set as a destination
MAC address.
[0040] Because the internal network is a "star" type
network, the MAC frame transmitted from the new client
is received by one of the hubs, and a path determination
process is performed by the hub (step S20). In the path
determination process, the hub determines a transmis-
sion path, on the basis of the destination MAC address
of the received MAC frame, to relay the MAC frame,
When the new client has been physically connected to
the hub 30, for example, the hub 30 relays the received
MAC frame to the router 2, then the router 2 relays the
MAC frame to the hub 10, and thence the hub 10 relays
the MAC frame to the SV (server) 11. In this manner, the
MAC frame transmitted from the new client is received
by the SV (server) 11 of the address matching the des-
tination MAC address, and the SV (server) 11 carries out
a reception process on the MAC frame (step S30). In the
reception process, the IP packet is taken out from the
MAC frame, then the TCP segment is taken out from the
IP packet, and thence the data section is taken out from
the TCP segment. Then, the SV (server) 11 reads the
data section and judges, because of the registration re-

quest present in the data section, that a registration re-
quest process is to be performed. At next step S31, the
SV (server) 11 records, into the device table, the device-
in-question information of the data section and the logical
device ID assigned to the processing element of the new
client by the SV (server) 11. At following step S32, the
SV (server) 11 creates an updated device table and data
section including a change request requesting that the
device table be changed or updated. The thus-created
data section is transmitted from the SV (server) 11 to the
internal network through a transmission process per-
formed at step S33. This transmission process is similar
to the transmission process of step S13 above, except
that an "all-one" broadcast address (FF-FF-FF-FF-FF-
FF) is set as the destination MAC address and a broad-
cast address is set as a destination IP address too. If the
network address of the internal network address is set
at "192. 168. 111. 0" as in the device table of Fig. 3, the
broadcast address of the IP address is set to "192. 168.
111. 255".
[0041] The MAC frame broadcast by the SV (server)
11 is received by the hub 10, and the hub 10 performs a
path determination process (step S21). The path deter-
mination process of step S21 is similar to the path deter-
mination process of step S20 above; however, at step
S21, the MAC frame is relayed, via the router 2 and hubs
10 - 40, to all of the processor devices because the MAC
frame has been set to the broadcast address. Upon re-
ceipt of the broadcast MAC frame, the new client per-
forms a reception process on the MAC frame of the
broadcast address at step S14 in a similar manner to
step S30 above. In the reception process of step S14,
the new client reads the data section and judges, be-
cause of the device-table change request present in the
data section, that a device-table change process is to be
performed, and the device table, stored in the internal
storage means of the new client, is updated in accord-
ance with device table information taken out from the
received MAC frame. After that, the network connection
processing in the new client is brought to an end. The
other client performs a reception process on the MAC
frame of the broadcast address at step S40 in a similar
manner to step S30 above. In the reception process of
step S40, the other client reads the data section and judg-
es, because of the device-table change request present
in the data section, that a device-table change process
is to be performed, and the device table, stored in its
internal storage means, is updated at step S41 in accord-
ance with device table information taken out from the
received MAC frame. After that, the network connection
processing in the other client is brought to an end.
[0042] Fig. 7 is a flow chart of network disconnection
processing performed when any one of the processor
devices connected to the internal network has been dis-
connected (logged off) from the internal network.
[0043] Once any one of the processor devices so far
connected to the internal network has been disconnected
(logged off), the network disconnection processing is
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started up. First, a determination is made, at step S50,
as to whether the disconnected processor device has a
plurality of processing elements and has any connection
to be restored between the processing elements. If it has
been determined at step S50 that the disconnected proc-
essor device has a plurality of processing elements and
has any (internal) connection to be restored like a proc-
essor device OLD shown in an upper section of Fig. 8,
the processing goes to step S51, where every connection
to be restored between the plurality of processing ele-
ments is restored. In this case, information defining be-
tween which processing elements a connection is to be
restored may be prestored in a memory so that the con-
nection between the processing elements can be re-
stored with reference to the prestored information. For
example, in the case of the processor device OLD having
the keyboard element KB and tone generator element
TG as illustrated in the upper section of Fig. 8, the key-
board element KB and tone generator element TG are
internally connected with each other, as illustrated in a
lower section of Fig. 8, so that MIDI data generated by
the keyboard element KB can be supplied to the tone
generator element TG. After completion of the operation
of step S51 or NO determination at step S50, the network
disconnection processing is brought to an end. Thus, in
the processor device OLD where the plurality of process-
ing elements are functioning, the connection between
the processing elements is automatically restored so that
the processing elements may be used without particular
operation being performed for reconnecting between the
processing elements. Whereas the processing elements
are internally connected with each other using, for exam-
ple, API (Application Program Interface), they may be
interconnected external through logical connection using
the port numbers assigned to the processing elements.
[0044] The SV (server) 11 periodically performs a cli-
ent check process for checking presence of a client on
the internal network, and, when any disconnected client
has been detected through the client check process, it
deletes the information of the disconnected client from
the device table, to thereby update the device table.
Then, the SV (server) 11 broadcasts the thus-updated
device table to all of the clients, so that the device table
stored in each of the clients can be updated with the
updated device table broadcast from the SV (server) 11.
[0045] Figs. 10 and 11 show setting screens displayed
when a connection is to be made between processing
elements. Here, the setting screens are displayed in re-
lation to the internal network of a simplified construction
as illustrated in Fig. 9.
[0046] In the internal network of Fig. 9, a processor
device SY1 where a plurality of processing elements are
functioning is connected to a hub HBa via a LAN cable,
and a processor device SY2 where a plurality of process-
ing elements are functioning is connected to the hub HBa
via a LAN cable. More specifically, a keyboard element
KBa, tone generator element TGa and speaker element
SPa are functioning in the processor device SY1, and a

tone generator element TBb and speaker element SPb
are functioning in the processor device SY2. In each of
the processor devices SY1 and SY2, the connections
between the aforementioned processing elements are
logically separate from each other, and each of the
processing elements is connected to the internal network
logically independently of each other. In each of the proc-
essor devices SY1 and SY2, where the plurality of
processing elements are functioning in the aforemen-
tioned manner, it is possible to establish connections of
the processing elements independently of each other
(i.e., independently between the processing elements).
Here, a description will be given about a case where the
logical connection setting is performed from the keyboard
element KBa. In this case, a connection process is started
in the processor device SY1, upon which a screen A1
shown in Fig. 10 is displayed on a display of the processor
device SY1. The screen A1 displays the three processing
elements functioning in the processor device SY1, i.e.
keyboard element KBa, tone generator element TGa and
speaker element SPa, via which the user can select any
desired one of the displayed processing elements as a
processing element for which connection setting is to be
performed. If the keyboard element KBa is selected on
the screen A1 as the processing element for which con-
nection setting is to be performed, a screen A2 shown in
Fig. 10 is displayed on the display of the processor device
SY1.
[0047] The screen A2 displays each processing ele-
ment that is resident on the internal network of Fig. 9 and
connectable with the selected processing element, i.e.
keyboard element KBa, via which the user can select any
desired one of the displayed connectable processing el-
ements. Such processing elements resident on the inter-
nal network of Fig. 9 and connectable with the selected
processing element are displayed here with reference to
the device table and connection table. In this case, the
device table has recorded therein the keyboard element
KBa, tone generator element TGa, speaker element SPa,
tone generator element TBb and speaker element SPb.
Because no processing element is connectable with the
input of the keyboard element KBa (i.e., the keyboard
element KBa has no input connection function), the con-
nection table has recorded therein only each processing
element connectable with the output of the keyboard el-
ement KBa. Because only the tone generator element is
connectable with the output of the keyboard element
KBa, only such an "output-connectable" tone generator
element is displayed on the screen A2. Once the output-
connectable tone generator element is selected on the
screen A2, another screen A3 shown in Fig. 10 is dis-
played on the display of the processor device SY1. The
screen A3 is a screen for the user to make a selection
as to whether the processing element connectable with
the selected processing element, i.e. tone generator el-
ement, is to be further connected ("to be continued") or
not ("to be ended"). If the user selects "to be continued",
still another screen A4 shown in Fig. 10 is displayed on
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the display of the processor device SY1. The screen A4
displays processing elements that are connectable with
the output of the selected processing element, i.e. tone
generator keyboard element, and that are resident on
the internal network of Fig. 9, via which the user can
select any desired one of the displayed output-connect-
able processing elements.
[0048] Such connectable processing elements resi-
dent on the internal network of Fig. 9 are detected with
reference to the device table and connection table. In this
case, the device table has recorded therein the keyboard
element KBa, tone generator element TGa, speaker el-
ement SPa, tone generator element TBb and speaker
element SPb. Because only the speaker element is con-
nectable with the output of the tone generator element,
only such a speaker element is displayed on the screen
A4. Once the speaker element is selected on the screen
A4, a screen A6 also shown in Fig. 10 is displayed on
the display of the processor device SY1. Because no
processing element is connectable with the output of the
speaker element (i.e., the speaker element has no output
connection function), the screen A6 is a screen for the
user to select "to be ended". Once the "to be ended"
option is selected on the screen A6, still another screen
A7 also shown in Fig. 10 is displayed on the display of
the processor device SY1. User’s selection of the "to be
ended" option means that the setting for logically con-
necting the keyboard element, tone generator element
and speaker element in the order mentioned has been
completed. In a case where a plurality of processing el-
ements of a same type exist on the internal network, a
connection is set individually for each of the same-type
processing elements. Therefore, processor devices
where the tone generator device selected on the screen
A2 is functioning are detected from the internal network
with reference to the device table, and then the names
of the detected processor devices are displayed on the
screen A7 so that the user is allowed to select any one
of the displayed processor device names. In the case of
the internal network shown in Fig. 9, the processor device
SY1 and SY2 are detected, as the processor devices
where the tone generator element selected on the screen
A2 is functioning, and displayed on the screen A7 so that
any one of the processor device SY1 and SY2 is selecta-
ble as the tone generator element.
[0049] In the case where the tone generator element
of the device name "SY2" (or "SY1") has been selected,
processor devices where the speaker element selected
on the screen A4 is functioning are detected from the
internal network, and then the names of the detected
processor devices are displayed on the screen A8 so that
the user is allowed to select any one of the displayed
names of the processor devices where the speaker ele-
ment is functioning. Once the speaker element the device
name "SY1" (or "SY2") is selected on the screen A8, the
individual processing elements to be connected are de-
termined, and the setting for logically connecting the key-
board element KBa, tone generator element TGb and

speaker element SPa in the order mentioned has been
completed, in this manner, connection selection process-
ing for connecting between processing elements is com-
pleted. Namely, if the selected processing elements are
functioning in a plurality of processor devices, screens
for the user to select the names of desired ones of the
processor devices are sequentially displayed.
[0050] Further, in the case where the "to be ended"
option has been selected on the screen A3, a screen A5
shown in Fig. 10 is displayed on the display of the proc-
essor device SY1. User’s selection of the "to be ended"
option means that the setting for logically connecting be-
tween the keyboard element and the tone generator el-
ement in the order mentioned has been completed. In a
case where a plurality of processing elements of a same
type exist on the internal network, a connection is set
individually for each of the same-type processing ele-
ments. Thus, processor devices where the selected tone
generator element is functioning are detected from the
internal network with reference to the device table, and
then the names of the detected processor devices are
displayed on the screen A5 so that the user is allowed
to select any one of the displayed processor device
names as a connection destination. Namely, the screen
A5 similar in displayed contents to the aforementioned
screen A7 is displayed, and, if the tone generator element
of the device name "SY2" is selected by the user, the
individual processing elements to be connected are de-
termined, and setting for logically connecting between
the keyboard element KBa and the tone generator ele-
ment TGb in the order mentioned is completed; in this
manner, the connection selection processing for con-
necting between the processing elements is completed.
[0051] When the connection selection processing for
connecting between the processing elements has been
completed in the above-described manner, contents of
the set connections are recorded into a connection buffer
of the processor device for which the setting has been
completed. Then, as will be later detailed, connection
establishment processing is performed, on the basis of
the connection contents recorded in the connection buff-
er, to establish the logical connections, and information
indicative of the established logical connections is re-
corded into a current buffer.
[0052] Now, a description will be given about connec-
tion selection setting that is performed from the tone gen-
erator element TGb of the processor device SY2. Let it
be assumed here that logical connections between the
keyboard element KBa, tone generator element TGb and
speaker element SPa has been completed in the order
mentioned. Once the connection selection processing is
started up in the processor device SY2, a screen B1
shown in Fig. 11 is displayed on the display of the proc-
essor device SY2. The screen B1 displays two process-
ing elements, i.e. tone generator element TGb and
speaker element SPb, functioning in the processor de-
vice SY2, so that the user is allowed to select any one
of the displayed two processing elements as the process-
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ing element for which connection setting is to be per-
formed. If the tone generator element TGb is selected,
as the processing element for which connection setting
is to be performed, on the screen B1, another screen B2
shown in Fig. 11 is displayed on the display of the proc-
essor device SY2.
[0053] The screen B2 displays processing elements
that are connectable with the selected processing ele-
ment, i.e. tone generator element TGb and that are res-
ident on the internal network of Fig. 9, via which the user
can select any desired one of the displayed connectable
processing elements. Such processing elements resi-
dent on the internal network of Fig. 9 and connectable
with the selected processing element are detected with
reference to the device table and connection table. In this
case, the device table has recorded therein the keyboard
element KBa, tone generator element TGa, speaker el-
ement SPa, tone generator element TBb and speaker
element SPb. Because other processing elements are
connectable with the input and output of the tone gener-
ator element according to the connection table, the
screen B2 for selecting one of the processing elements
connectable with the input of the tone generator element
TGb is first displayed. Because only the keyboard ele-
ment is connectable with the input of the tone generator
element, only such a keyboard element is displayed on
the screen B2, but also a title "input connection" is dis-
played on the screen B2. Once the keyboard element is
selected on the screen B2, still another screen B3 shown
in Fig. 11 is displayed on the display of the processor
device SY2. Although, in principle, a process should be
performed for selecting a processing element to be con-
nected to the keyboard element in response to the se-
lection of the keyboard element, screen information for
selecting any one of processing elements connectable
with the output of the keyboard element is displayed on
the screen B3 instead of screen information selecting
any one of processing elements connectable with the
input of the keyboard element. When any one of the
processing elements has been selected and if there is
any further processing element connectable with the se-
lected processing element, a screen for the user to select
"to be continued" or "output connection" is displayed. If
the "to be continued" option has been selected, the user
is prompted to select a processing element to be con-
nected further.
[0054] If, on the other hand, the "output connection"
option has been selected on the screen B3, still another
screen B4 shown in Fig. 11 is displayed on the display
of the processor device SY2. Processing elements con-
nectable with the output of the tone generator element
are displayed on the screen B4 along with a title "output
connection". Such processing elements resident on the
internal network and connectable with the output of the
tone generator element are detected from the internal
network with reference to the device table and connection
table. With this connection, association for outputting a
processed result of a signal, supplied from the keyboard

element to the tone generator element, to a speaker el-
ement (i.e., keyboard element → tone generator element
→ speaker element) is automatically set. Because only
the processing element resident on the internal network
and connectable with the output of the tone generator
element is the speaker element, screen information for
the user to select the speaker element or select a "to be
ended" option for ending the setting without selecting the
speaker element is displayed on the screen B4. Once
the speaker element is selected on the screen B4, still
another screen B5 shown in Fig. 11 is displayed on the
display of the processor device SY2. When the speaker
element has been selected on the screen B4, screen
information for the user to select a "to be ended" option
is displayed on the screen B5 along with a title "output
connection", because no further processing element is
connectable with the output of the speaker element.
Once the "to be ended" option is selected on the screen
B5, still another screen B7 shown in Fig. 11 is displayed
on the display of the processor device SY2. User’s se-
lection of the "to be ended" option means that the setting
for logically connecting between the keyboard element,
tone generator element and speaker element in the order
mentioned has been completed. In a case where a plu-
rality of processing elements of a same type exist on the
internal network, a connection is set individually for each
of the same-type processing elements.
[0055] Thus, processor devices where the selected
tone generator element is functioning are detected from
the internal network with reference to the device table,
and then the names of the thus-detected processor de-
vices are displayed on the screen B7 so that the user is
allowed to select, as a connection destination, any one
of processing elements of the displayed processor device
names. Because, in this case, it is detected that the key-
board element logically connectable to the tone genera-
tor element TGb is functioning only in the processor de-
vice SY1, the screen B7 displays screen information for
the user to select the device name SY1. Further, in this
case, because the setting of Fig. 10 has already been
performed to establish the logical connection between
the keyboard element KBa and tone generator element
TGb, the name of the device SY1 where the key board
element KBa is functioning is displayed with an underline
indicating that the logical connection has already been
established. Once the device name "SY1" is selected as
the keyboard element on the screen B7, processor de-
vices where speaker elements logically connectable to
the tone generator element are functioning are detected
from the internal network, and the names of the detected
processor devices are displayed on still another screen
B8 so that the user is allowed to select, as a connection
destination, any one of the speaker elements of the de-
tected device names. In this case, because the setting
of Fig. 10 has already been performed to establish the
logical connection between the tone generator element
TGb and the speaker element SPa, the name of the de-
vice SY1 where the speaker element SPa is functioning
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is displayed with an underline indicating that the logical
connection has already been established. If the speaker
element of the processor device SY2 is selected on the
screen B8, it means that the setting has been completed
to logically connect the tone generator element TGb to
the speaker element SPb as well as the speaker element
SPa. If there are a plurality of processor devices where
the selected processing element is functioning, screens
for causing the user to sequentially select device names
are sequentially displayed.
[0056] Once the "to be ended" option is selected on
the screen B4, still another screen B6 shown in Fig. 11
is displayed on the display of the processor device SY2.
User’s selection of the "to be ended" option means that
the setting for logically connecting the keyboard element
and tone generator element in the order mentioned has
been completed. In a case where a plurality of processing
elements of a same type exist on the internal network, a
connection is set individually for each of the same-type
processing elements. Thus, processor devices where the
selected keyboard element is functioning are detected
from the internal network with reference to the device
table, and then the names of the detected processor de-
vices are displayed on the screen B6 so that the user is
allowed to select any one of the displayed processor de-
vice names as a connection destination. Namely, screen
information similar to that of the screen B7 is displayed
on the screen B6. Because the logical connection be-
tween the tone generator element TGb and the speaker
element SPa has been established, the name of the proc-
essor device SY1 where the speaker element SPa is
functioning is displayed with an underline indicating that
the logical connection has already been established.
Then, once the keyboard element of the processor device
SY1 is selected, the established logical connection be-
tween the keyboard element KBa and the tone generator
element TGb is selected, and the connection selection
processing for setting the connections between process-
ing elements is brought to an end.
[0057] When the connection selection processing for
setting connections between processing elements has
been brought to an end, the contents of the established
connections are stored into the connection buffer of the
processor device SY1 for which the setting has been per-
formed. Then, the connection establishment processing
is performed, on the basis of the connection contents
recorded in the connection buffer, to establish the logical
connections, and information indicative of the estab-
lished logical connections is recorded into the current
buffer.
[0058] The above-described connection selection
processing for setting connections between processing
elements via the setting screens shown in Figs. 10 and
11 is performed independently in each of the processor
devices SY1 and SY2. Whereas the connection selection
processing has been described above as performed first
in the processor device SY1 and then in the processor
device SY2, the connection selection processing may be

performed first in the device SY2 and then in the device
SY1. In such a case, setting screens different from those
of Figs. 10 and 11 are displayed. In the case where the
connection selection processing is performed first in the
processor device SY1 and when such processing has
been completed, logical connections are immediately es-
tablished, through the connection establishment
processing periodically started in response to timer in-
terrupts, on the basis of the contents of connections re-
corded on the connection buffer of the processor device
SY1. Therefore, the logical connections between the
processing elements in the processor device SY1 have
already been established when the connection selection
processing is to be performed in the processor device
SY2. Then, when the connection selection processing
has been completed in the processor device SY2, the
logical connections based on the connection contents
recorded in the connection buffer of the processor device
SY2 are immediately established by the connection es-
tablishment processing periodically started in response
to timer interrupts, as set forth above.
[0059] Fig. 12 is a flow chart of the connection selection
processing for setting connections between processing
elements via the setting screens of Figs. 10 and 11.
[0060] Once the connection selection processing is
started in a given setting device for which connections
between processing elements are to be set, all of the
processing elements of the given setting device are dis-
played on a screen, like the screen A1 of Fig. 10 or screen
B1 of Fig. 11, and a user’s selection of any one of the
processing elements is received, at step S60. When any
one of the processing elements has been selected, the
connection selection processing goes to step S61, where
a determination is made, with reference to the connect-
able table, as to whether the selected processing element
has both of input and output functions. If the selected
processing element has only one of the input and output
connection functions, a NO determination is made at step
S61, and the processing goes on to step S62, where
every processing element connectable to one of the in-
puts or outputs is displayed and a screen is displayed for
receiving a user’s selection of any one of the displayed
processing elements. Once any one of the displayed
processing elements is selected, the process proceeds
to step S63, where, if there is any further processing el-
ement connectable to the processing element selected
on the screen displayed at step S62, another screen is
displayed to allow the user to make a selection as to
whether the further processing element is to be connect-
ed (i.e., the connection is to be continued) or the connec-
tion is to be ended, at step S63. If, on the other hand,
there is no further processing element connectable to the
processing element selected on the screen displayed at
step S62, another screen is displayed for the user to se-
lect "to be ended". At next step S64, a determination is
made as to whether the "to be ended" option has been
selected. If the "to be ended" option has been selected
as determined at step S64, the processing goes to step
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S65, but, if the "to be continued" option has been selected
as determined at step S64, the processing reverts to step
S62, so that the operations of steps S62 to S64 are per-
formed again to allow the user to perform a selection
process on a processing element further connectable to
the last selected processing element. The operations of
steps S62 to S64 are repeated until no further processing
element is detected as connectable to the last selected
processing element, or until the "to be ended" option is
selected by the user.
[0061] If the selected processing element has both of
the input and output connections as determined at step
S61, then the processing branches to step S67, where
every processing element connectable to the input of the
selected processing element is displayed and a screen
is displayed for receiving a user’s selection of any one
of the displayed processing elements. Once any one of
the displayed processing elements is selected and if
there is any processing element connectable to the input
of the selected processing element, a screen is displayed
to allow the user to make a selection as to whether the
connection is to be connected or to be ended, at step
S68. If there is no further processing element connecta-
ble to the selected processing element, a screen is dis-
played for the user to select "to be ended". Then, a de-
termination is made, at step S69, as to whether the "to
be ended" option has been selected. If the "to be ended"
option has been selected as determined at step S69, the
processing goes to step S70, but, if the "to be continued"
option has been selected as determined at step S69, the
processing reverts to step S67, the operations of steps
S67 to S69 are performed again to allow the user to per-
form a selection operation on a processing element fur-
ther connectable to the input of the last selected process-
ing element. The operations of steps S67 to S69 are re-
peated until no further processing element is detected
as connectable to the input of the last selected processing
element, or until the "to be ended" option is selected by
the user.
[0062] Upon reaching step S70 after selection of the
"to be ended" option at step S69, every processing ele-
ment determined to be connectable to the output of the
processing element selected at step S61 is displayed,
and a screen is displayed for receiving a user’s selection
of any one of the displayed processing elements is dis-
played. Once any one of the displayed processing ele-
ments is selected and if there is any processing element
connectable to the output of the selected processing el-
ement, a screen is displayed to allow the user to make
a selection as to whether the connection to be continued
or to be ended, at step S71. If there is no further process-
ing element connectable to the selected processing ele-
ment, a screen is displayed for the user to select "to be
ended". Then, a determination is made, at step S72, as
to whether or not the "to be ended" option has been se-
lected. If the "to be ended" option has been selected as
determined at step S72, the processing goes to step S65,
but, if the "to be continued" option has been selected as

determined at step S72, the processing reverts to step
S70, so that the operations of steps S70 to S72 are per-
formed again to allow the user to perform a selection
operation on a processing element further connectable
to the output of the last selected processing element. The
operations of steps S70 to S72 are repeated until no fur-
ther processing element is detected as connectable to
the output of the last selected processing element, or
until the "to be ended" option is selected by the user.
[0063] At step 8 following the determination at step S64
or S72 that the "to be ended" option has been selected,
an operation is performed, for each selected processing
element, for displaying a screen indicating names of
processor devices where the selected processing ele-
ment is functioning and for receiving a user’s selection
of any one of the displayed processor device names.
Once any one of the displayed processor device names
is selected, the user selects any one of processing ele-
ments functioning in the processor device of the selected
device name, so that contents of the thus-set logical con-
nections are stored into the connection buffer. In this
case, the successively-selected logical connections are
stored into the connection buffer in association with each
other, assuming that they will be communicated succes-
sively. The "successively-selected logical connections"
mean a plurality of logical connections having been set
from the time of the start of the connection selection
processing to the time of the writing, into the connection
buffer, of the set connection contents. After completion
of the operation of step S66, the connection selection
processing is brought to an end. Then, when the later-
described connection establishment processing is per-
formed, on the basis of the connection information stored
in the connection buffer, to establish the logical connec-
tions, so that information of the established connections
(i.e., established connection information) is recorded into
the current buffer.
[0064] Fig. 13 shows an example of the connection
information recorded in the connection buffer when the
connection selection processing shown in Figs. 10 and
11 has been performed to effect the setting of the logical
connections of the processing elements.
[0065] The connection selection processing of Fig. 10
is performed in the processor device SY1, where a con-
nection of the keyboard element KBa is carried out first
followed by setting of connections between the keyboard
element KBa, processor device SY2 and tone generator
element TGb and where a connection between the tone
generator element TGb and speaker element SPa of the
processor device SY1 is set. Thus, as indicated as "M
case of SY1 tone generator" in Fig. 13, connection infor-
mation, "output 1 → SY2 tone generator → SY1 speaker",
is stored into the connection buffer. "Output 1" represents
a first output of the keyboard of the device SY1
[0066] Further, the connection selection processing
shown in Fig. 11 is performed in the processor device
SY2, where setting of a connection of the tone generator
element TGb is carried out first followed by setting of c
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connection of the keyboard element KBa of the processor
device SY1 to the input of the tone generator element
TGb and setting of a connection of the speaker element
SPb of the processor device SY2 to the output of the tone
generator element TGb. Thus, as indicated as "M case
of SY2 tone generator" in Fig. 13, connection information,
"input 1 ← SY1 keyboard" and "output 1 → SY2 speaker",
is stored into the connection buffer. Here, the reason
whey "input 1 → output 1" is set is that setting of the input
and output sides has been performed in succession in
the tone generator element TGb. Connection informa-
tion, "input 1 ← SY1 keyboard", "input 1 → output 1" and
"output 1 → SY2 speaker", indicates that MIDI data out-
put from the keyboard of the device SY1 are input to the
tone generator element TGb of the device SY2 (input 1)
and processed results of the MIDI data from the tone
generator element TGb (output 1) are output to (or as-
sociated with) the speaker of the device SY2.
[0067] Fig. 14 is a flow chart of the connection estab-
lishment processing for establishing logical connections
to perform communication of substantive data. The con-
nection establishment processing is started periodically
at predetermined time intervals in response to timer in-
terrupts. Control data which a given processor device
having started execution of the connection establishment
processing (hereinafter also referred to as "executing
processor device") should communicate with another
processor device are communicated using the IP ad-
dress of a destination processor device and predeter-
mined port number for the control data.
[0068] First, at step S80 of the connection establish-
ment processing, a determination is made, on the basis
of recorded contents in the connection buffer, as to
whether there is any connection yet to be processed. If
there is no connection to be processed as determined at
step S80, the connection establishment processing is
brought to an end without performing any further opera-
tion. If, on the other hand, there are one or more connec-
tions yet to be processed as determined at step S80, the
processing proceeds to step S81, where one of the con-
nections yet to be processed is set as a subject of con-
nection to be established. Here, "one of the connections"
represents a row of data in the connection buffer, and a
connection to be established means setting of a port for
performing communication of substantive data. At follow-
ing step S82, a further determination is made, with ref-
erence to the current buffer, as to whether the subject of
connection has already been established. If the subject
of connection has already been established, the process-
ing goes to step S83 without establishing the new con-
nection. At step S83, a determination is made as to
whether the subject of connection has any further con-
nection to be made. With a NO determination at step
S83, the connection establishment processing is brought
to an end without performing any further operation. If, on
the other hand, the subject of connection has any further
connection to be made as determined at step S83, the
connection establishment processing goes to step S84

in order to create a data section including a connection
instruction. In this case, if the subject of connection has
any internal (i.e., input-to-output) association within the
processor device, information indicative of the internal
(i.e., input-to-output) association is included in the con-
nection instruction. The connection instruction is an in-
struction indicating any further partner to be connected
with the connection partner (or communication partner),
and where the connection partner has a plurality of further
connections successively set therefor, information indic-
ative of all of these further connections is included in the
connection instruction.
[0069] If no subject of connection is recorded in the
current buffer and has been established yet as deter-
mined at step S82, the processing branches to step S85
in order to create a data section including a connection
request and connection instruction. The connection re-
quest is intended to request establishment of a connec-
tion between the processor device in question and a con-
nection partner (or communication partner). The connec-
tion instruction is an instruction indicating any further
partner to be connected with the connection partner, and
if the subject of connection has any internal association,
information indicative of the internal association is includ-
ed in the connection instruction. Further, where the con-
nection partner has a plurality of further connections suc-
cessively set therefor, information indicative of all of
these further connections is included in the connection
instruction. After the data section has been created at
step S84 or S85, a transmission process is performed at
step S86 for transmitting the data section. In the trans-
mission process of step S86, the data section created at
step S84 or S85 is formed into transmitting data, a MAC
frame is formed with the transmitting data ultimately cap-
sulated therein as illustrated in Fig. 2, and the thus-
formed MAC frame is then transmitted to the internal net-
work. In this case, the MAC address (physical device ID)
of the processor device where the processing element
selected as the subject of connection is functioning is
set, as a destination MAC address, in the MAC header
of the MAC frame.
[0070] Because the internal network is a star-type net-
work, the MAC frame transmitted to the internal network
is received by one of the hubs, and a path determination
process is performed by the hub (step S90). In the path
determination process, the hub determines a transmis-
sion path, on the basis of the destination MAC address
of the received MAC frame, to relay the MAC frame. As
a consequence, the MAC frame transmitted from the
processor device, where operation for the connection es-
tablishment is being performed, is received by the proc-
essor device where the processing element as the sub-
ject of connection is functioning and which matches the
destination MAC address (step S100). The processor
having received the MAC frame performs a reception
process, in which the IP packet is taken out from the MAC
frame, then the TCP segment is taken out from the IP
packet, and thence the data section is taken out from the
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TCP segment. Then, at step S101, the processor device
as the connection partner reads the received data section
and establishes the requested connection. If any internal
(i.e., input-to-output) association instruction is contained,
the instructed internal association is also carried out.
Then, connection information of the established connec-
tion and internal association is recorded into the current
buffer. In the connection establishment, the IP address
of the processor device where the processing element
as the partner of the connection in question is functioning
and the logical device ID (port number) of that processing
element are acquired with reference to the device table.
Because the processing element selected as the con-
nection partner of the processor device in question can
be identified from the acquired IP address and port
number, the intended connection can be established by
setting the IP address and port number. After completion
of the operation of step S101, the processing goes to
step S102, where a determination is made as to whether
the data section includes a connection instruction. With
a YES determination at step S102, the instructed con-
nection with another processor device is recorded into
the connection buffer of the processor device in question
(i.e., executing processor device) at step S103, after
which the processing moves on to step S104.
[0071] If the data section includes no connection in-
struction as determined at step S102, the processing
branches to step S104, where a data section including
data indicative of connection completion is created.
Then, a transmission process is performed at step S105
for transmitting the data section. In the transmission proc-
ess of step S105, the data section created at step S104
is formed into transmitting data, a MAC frame is formed
with the transmitting data ultimately capsulated therein
as illustrated in Fig. 2, and the thus-formed MAC frame
is then transmitted to the internal network. In this case,
the MAC address of the executing processor device is
set, as a destination MAC address, in the MAC header
of the MAC frame. Because the internal network is a star-
type network, the MAC frame transmitted from the con-
nection-partner processor device to the internal network
is received by one of the hubs, and a path determination
process is performed by the hub (step S91). In the path
determination process, the hub determines a transmis-
sion path, on the basis of the destination MAC address
of the received MAC frame, to relay the MAC frame. As
a consequence, the MAC frame transmitted from the con-
nection-partner processor device is received by the proc-
essor device where the connection establishment
processing is being performed and which matches the
destination MAC address, and a reception process is per-
formed in the executing processor device (step S87).
[0072] In the reception process, the IP packet is taken
out from the MAC frame, then the TCP segment is taken
out from the IP packet, and thence the data section is
taken out from the TCP segment. Then, at step S88, the
executing processor device reads the received data sec-
tion and establishes the connection completion of which

has been acknowledged. If any internal (i.e., input-to-
output) association instruction is contained, the instruct-
ed internal association is also carried out. Then, connec-
tion information of the established connection and inter-
nal association is recorded into the current buffer. In the
connection establishment, the IP address of the proces-
sor device where the processing element as the partner
of the connection in question is functioning and the logical
device ID (port number) of that processing element are
acquired with reference to the device table. Because the
processing element selected as the connection partner
can be identified from the acquired IP address and port
number, the intended connection can be established by
setting these IP address and port number. The connec-
tion establishment processing is brought to an end after
completion of the operation of step S88.
[0073] Note that the connection based on the connec-
tion information recorded in the connection buffer of the
connection partner processor device can be established
by the connection-partner processor device being
caused to function as an executing processor device to
perform the connection establishment processing of Fig.
14.
[0074] The connection information indicative of the
substantive-data-communicating logical connections,
established through the execution of the connection es-
tablishment processing, and internal (input-to-output) as-
sociation within the processor device is recorded into the
current buffer. Fig. 15 shows examples of the connection
information and internal association recorded in the cur-
rent buffer. In the illustrated example, logical connections
currently established in the executing processor device
are recorded into the current buffer.
[0075] The connection information and internal asso-
ciation shown in Fig. 15 are results obtained by the con-
nection establishment processing being performed on
the basis of the connection information recorded in the
connection buffer as shown in Fig. 13, and respective
connection information of the keyboard element KBa,
tone generator element TGa and speaker element SPa
functioning in the processor device SY1 and association
among them is recorded into the current buffer of the
processor device SY1. In this case, the connection infor-
mation and association of the keyboard element KBa is
recorded as "port 1: output → SY2 tone generator", which
indicates that MIDI data output from the keyboard ele-
ment KBa are supplied via port 1 of the processor device
SY1 to the processor device SY2. Because the tone gen-
erator element TGa is not connected with any other
processing element, no connection information and as-
sociation is recorded for the tone generator element TGa.
The connection information and association of the speak-
er element SPa is recorded as "port 2: input ← SY2 tone
generator", which indicates that audio data output from
the tone generator element TGb of the processor device
SY2 are received via port 2 of the processor device SY1
and thereby supplied to the speaker element SPa.
[0076] Further, respective connection information of
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the tone generator element TGb and speaker element
SPb functioning in the processor device SY2 and asso-
ciation between them is recorded into the current buffer
of the processor device SY2. In this case, the connection
information and association of the tone generator ele-
ment TGb is recorded as "port 1: input ← SY1 tone gen-
erator", "port 1 → port 2", "port 1 → port 3", "port 2: output
→ SY1 speaker" and "port 3: output → SY2 speaker".
"port 1: input ← SY1 tone generator" is connection infor-
mation indicating that MIDI data output from the keyboard
element KBa of the processor device SY1 are received
via port 1 of the processor device SY2 and thereby sup-
plied to the tone generator element TGb. "port 1 → port
2" and "port 1 → port 3" is connection information indi-
cating that audio data obtained by the tone generator
element TGb processing the MIDI data output from the
keyboard element KBa of the processor device SY1 are
output via port 2 and port 3. "port 2: output → SY1 speak-
er" and "port 3: output → SY2 speaker" is connection
information indicating that audio data obtained by the
tone generator element TGb processing the MIDI data
input via port 1 are supplied via port 2 to the speaker
element SPa of the processor device SY1 and that audio
data obtained by the tone generator element TGb
processing the MIDI data input via port 1 are supplied
via port 3 to speaker element SPb of the processor device
SY2. Association of the speaker element SPb with the
connection information is recorded as "port 3: input ←
SY2 tone generator", which indicates that audio data ob-
tained by the tone generator element TGb processing
the MIDI data input via port 1 are received via port 3 and
thereby supplied to the speaker element SPb.
[0077] The above-described connection selection
processing can also be performed by the SV (server) 11.
Fig. 16 is a flow chart of the connection selection process-
ing performed by the SV (server) 11. Control data to be
communicated between the SV (server) 11 and the con-
nection-originating processor device is communicated
using the IP address of a destination processor device
and port number predetermined for the control data.
[0078] Once the connection selection processing is
started up in the SV (server) 11, the SV (server) 11 dis-
plays, at step S120, all of the processor devices resident
on the internal network with reference to the device table,
and it receives a selection of the connection-originating
processor device. Here, upon detection that the connec-
tion-originating processor device has been selected, the
SV (server) 11 proceeds to step S121, where it performs
connection selection processing with the selected proc-
essor device selected as the connection-originating
source. Contents of connections of all of the processor
devices resident on the internal network, having been set
through the connection selection processing, are stored
into the SV (server) 11. Then, at step S122, the SV (serv-
er) 11 creates a data section that includes connection
contents that have been set through the connection se-
lection processing and a connection establishment in-
struction that instructs the connection-originating proc-

essor device to establish the connection contents.
[0079] Then, a transmission process is performed at
step S123. In the transmission process of step S123, the
data section is formed into transmitting data, a MAC
frame is formed with the transmitting data ultimately cap-
sulated therein as illustrated in Fig. 2, and the thus-
formed MAC frame is then transmitted to the internal net-
work. In this case, the MAC address (physical device ID)
of the connection-originating processor device is set, as
a destination MAC address, in the MAC header of the
MAC frame. Because the internal network is a star-type
network, the MAC frame is received by one of the hubs,
and a path determination process is performed by the
hub (step S130). In the path determination process, the
hub determines a transmission path, on the basis of the
destination MAC address of the received MAC frame, to
relay the MAC frame. As a consequence, the MAC frame
transmitted from the SV (server) 11 is received by the
processor device which has been selected as the con-
nection-originating source and which matches the desti-
nation MAC address, and a reception process is per-
formed in the connection-originating processor device
(step S140). In the reception process, the IP packet is
taken out from the MAC frame, then the TCP segment
is taken out from the IP packet, and thence the data sec-
tion is taken out from the TCP segment. Then, at step
S141, the connection-originating processor device reads
the received data section and records the contents of
connections, of which establishment has been instruct-
ed, into the connection buffer of the connection-originat-
ing processor device, after which the connection selec-
tion processing is brought to an end.
[0080] Note that the connection establishment based
on the connection information recorded in the connection
buffer of the connection-originating processor device is
effected by the connection-partner processor device be-
ing caused to function as an executing processor device
to perform the connection establishment processing of
Fig. 14.
[0081] The above-described network connection
processing of Fig. 6, network disconnection processing
of Fig. 7, connection selection processing of Figs. 10 -
12, connection establishment processing of Fig. 14 and
connection selection processing of Fig. 16 performed by
the SV (server) 11 may be carried out using a browser
by the processor devices, performing these processing,
activating browser software. The browser can perform
file transfer based on HTTP (HyperText Transfer Proto-
col) and read and display a hyper text described in HTML
(Hyper Text Markup Language). In this case, the browser
is caused to display necessary setting screens and se-
lecting screens so that the user can make settings and
selections on the screens. Further, control data can be
communicated using request methods, such as "GET"
capable of requesting a file prepared in the HTTP,
"POST" for transmitting desired data and "PUT" capable
of updating a file. Although the HTTP protocol generally
uses a port number "80", the present invention is not so
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limited.
[0082] The following paragraphs describe various
processing elements handled in the tone generation sys-
tem of the present invention. Here, transmission and re-
ception ports of each processing element are assigned
port numbers unique to that processing element. How-
ever, because each of the ports of the individual process-
ing elements is identifiable by the IP address and port
number, it is not always necessary to assign different or
unique port numbers per processing element.
[0083] Fig. 17 is a functional block diagram of the tone
generator element. As shown, the tone generator ele-
ment TG includes a reception buffer 100 that receives,
from the reception port, MIDI data together with timing
data and stores the received data in predetermined
processing order, and a readout section 101 that, in ac-
cordance with the timing data and timing indicated by an
internal MIDI clock, sequentially reads out, from the re-
ception buffer 100, the MIDI data to be processed and
then supplies the read-out MIDI data to a tone synthesis
section 102. The tone synthesis section 102 determines
a tone pitch in accordance with note data of the supplied
MIDI data, determines a tone color in accordance with
program change data of the MIDI data, determines con-
trol amounts, such as a tone volume and effect amount,
in accordance with control change data of the MIDI data,
and generates a tone in the form of PCM data in accord-
ance with the thus-determined information. The tone gen-
erator element TG also includes a transmission buffer
103 that stores the PCM data, generated by the tone
synthesis section 102, in generated order (i.e., in the or-
der the data were generated). The reception buffer 100
receives substantive data (MIDI data) from the reception
port of the tone generator element, and the transmission
buffer 103 transmits substantive data (PCM data) from
the transmission port of the tone generator element. Port
number of the reception port is identical to the logical
device ID of the tone generator element in question re-
corded in the device table shown in Fig. 3, and the trans-
mission port is assigned a random port number at the
time of transmission; however, the transmission port may
be assigned a fixed port number. Further, the PCM data
to be transmitted via the transmission buffer 103 may be
compressed as MP3 data. In the context of the present
invention, the PCM data and MP3 data are generically
called "audio data".
[0084] Fig. 18 is a functional block diagram of the key-
board element. As shown, the keyboard element KB in-
cludes a hardware operator unit 111, an operation de-
tection section 112 that detects operation on the operator
unit 111 to generate timing data of generated MIDI data
on the basis of an internal MIDI clock, and a transmission
buffer 113 that stores sets of the MIDI data and timing
data, supplied from the operation detection section 112,
in generated order (i.e., in the order the data were gen-
erated). The transmission buffer 113 transmits substan-
tive data in the form of MIDI data from the transmission
port of the keyboard element. In the instant embodiment,

the transmission port is assigned a random port number
at the time of transmission; however, the transmission
port may be assigned a fixed port number.
[0085] Fig. 19 is a functional block diagram of the
speaker element. As shown, the speaker element SP
includes a reception buffer 121 that stores PCM data
received from the reception port, and a readout section
122 that, in accordance with timing of a sampling fre-
quency fs, reads out the PCM data, sample by sample,
from the reception buffer 121 and supplies the read-out
PCM data to a D/A conversion section 123. The D/A con-
version section 123 converts the PCM data, supplied
form the readout section 122, into an analog audio signal.
The speaker element SP further includes an output sec-
tion 124 including a speaker that amplifies the audio sig-
nal supplied from the D/A conversion section 123. The
reception buffer 121 receives the substantive data (PCM
data) from the reception port of the speaker element. Port
number of the reception port is identical to the logical
device ID of the speaker element in question recorded
in the device table shown in Fig. 3.
[0086] Fig. 20 is a functional block diagram of the DSP
unit DU. The DSP unit DU is a processor device and
arranged to be capable of switching the processing ele-
ment functioning therein between a plurality of process-
ing elements. The DSP unit DU includes an internal stor-
age section 133 having stored therein microprograms
and parameters of each of the processing elements to
be implemented by the DSP, and a switching detection
section 132 that detects a switching instruction and in-
structs a switching section 131 to effect a processing
element switching with designation of a processing ele-
ment to be newly set. The switching section 131 reads
out, from the storage section 133, the microprograms
and parameters of the processing element designated
by the switching instruction and sets the read-out micro-
programs and parameters into a signal processing sec-
tion 134. The signal processing section 134 performs sig-
nal processing on the basis of the thus-set micropro-
grams and parameters. By the signal processing section
134 performing the signal processing, the DSP unit DU
can function as the processing element corresponding
to the read-out microprograms. Namely, the DSP unit DU
can function as any one of the processing elements hav-
ing the function blocks as illustrated in Figs. 17 to 19 and
Figs. 22 to 28. When the processing element has been
switched to another one, information of each connection
of the previous processing element (i.e., processing el-
ement that was functioning before the switching) is de-
leted from the current buffer, so as to disconnect or cancel
each connection of the previous processing element.
[0087] Fig. 21 is a flow chart of informing processing
for informing of a processing element switch when the
processing element functioning in the DSP unit DU has
been switched to another processing element.
[0088] In switching between the processing elements
in the DSP unit DU, each connection of the previous
processing element (i.e., processing element that was
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functioning before the switching) is disconnected. The
informing processing is started once the switching in-
struction is detected (step S150). Then, at step S151,
the microprograms and parameters to be newly set in
accordance with the switching instruction are set, to allow
the other (or newly-selected) processing element to func-
tion in the DSP unit DU. Further, a data section including
device-in-question information and change request is
created at step S152. In this case, the device-in-question
information includes information indicative of the logical
device ID, IP address (assigned to the device by the DH-
CP server when the device logged into the internal net-
work), physical device ID and device name of the device,
and name and processing ID of the processing element
set in the signal processing section 134. The change re-
quest is a request that corresponding data of the device
table provided in the SV (server) 11 be rewritten with the
device-in-question information. Transmission process is
performed at step S153. In the transmission process of
step S153, the data section created at step S152 is
formed into transmitting data, a MAC frame is formed
with the transmitting data ultimately capsulated therein
as illustrated in Fig. 2, and the thus-formed MAC frame
is then transmitted to the internal network. The MAC ad-
dress (physical device ID) of the SV (server) 11 is set,
as a destination MAC address, in the MAC header of the
MAC frame.
[0089] Because the internal network is a star-type net-
work, the MAC frame transmitted from the DSP unit DU
is received by one of the hubs, and a path determination
process is performed by the hub (step S161). In the path
determination process, the hub determines a transmis-
sion path, on the basis of the destination MAC address
of the received MAC frame, to relay the MAC frame. As
a consequence, the MAC frame transmitted from the
DSP unit DU is received by the SV (server) 11 that match-
es the destination MAC address, and a reception process
is performed in the SV (server) 11 (step S170). In the
reception process, the IP packet is taken out from the
MAC frame, then the TCP segment is taken out from the
IP packet, and thence the data section is taken out from
the TCP segment. Then, the SV (server) 11 reads the
data section and judges, because of the change request
present in the data section, that a change process is to
be performed. The SV (server) 11 rewrites the device
table with the device-in-question information of the DSP
unit DU included in the data section at next step S171,
and then creates a data section including the changed
device table and change request at step S172. The thus-
created data section is transmitted to the internal network
through a transmission process performed at step S173.
This transmission process is similar to the transmission
process of step S153, except that an all-one broadcast
address (FF-FF-FF-FF-FF-FF) is set as a destination
MAC address and a broadcast address is set as a des-
tination IP address as well. If the network address of the
internal network address is set at "192. 168. 111. 0" as
in the device table of Fig. 3, the broadcast address of the

IP address is set to "192. 168. 111. 255".
[0090] The MAC frame broadcast by the SV (server)
11 is received by one of the hubs, and the hub performs
a path determination process (step S161). The path de-
termination process of step S161 is similar to the path
determination process of step S160 above; however, at
step S161, the MAC frame is relayed to all of the proc-
essor devices because the MAC frame has been as-
signed the broadcast address. Upon receipt of the broad-
cast MAC frame, the DSP unit DU performs a reception
process on the MAC frame of the broadcast address at
step S154 in a similar manner to step S170. Then, at step
S155, the device table information taken out from the
received MAC frame is stored in the internal storage
means of the DSP unit DU so that the device table is
updated, after which the network connection processing
in the DSP unit is brought to an end. Upon receipt of the
broadcast MAC frame, the other client performs a recep-
tion process on the MAC frame of the broadcast address
at step S180 in a similar manner to step S170. At next
step S181, the other client updates the stored device
table in accordance with device table information taken
out from the received MAC frame, after which the network
connection processing in the other client is brought to an
end.
[0091] Fig. 22 is a functional block diagram of the mixer
element. As shown, the mixer element MX includes re-
ception buffers 141 provided, in corresponding relation
to receiving channels, for receiving PCM data from re-
ception ports and recording the received PCM data in
predetermined processing order, and readout sections
142 provided, in corresponding relation to receiving
channels, for, in accordance with timing of a sampling
frequency fs, reading out the PCM data, sample by sam-
ple, from the reception buffers 141 and supplies the read-
out PCM data to a mixing section 143. The mixing section
143 mixes (signal-processes) the PCM data, input from
the reception buffers 141, in accordance with settings of
various parameters input via an operator unit 144. The
mixer element MX further includes transmission buffers
145 provided, in corresponding relation to transmitting
channels, for recording the PCM data, output from the
mixing section 143, in generated order. The reception
buffers 141 receive substantive data (PCM data) from
the reception ports of the mixer element, and the trans-
mission buffers 145 transmit substantive data (PCM da-
ta) via the transmission ports of the mixer element. The
reception ports are assigned channel-specific different
port numbers, and the transmission ports too are as-
signed channel-specific different port numbers.
[0092] Fig. 23 is a functional block diagram of the con-
tent recorder element. Data to be communicated by the
content recorder element CR are control data rather than
substantive data, and a control data port rather than a
substantive data port is used in communication between
the content recorder element and another processing el-
ement. In this case, the processing element (processor
device) requesting the content may be caused to display
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a screen necessary for acquisition of content so that the
user can select, on the screen, desired content. Commu-
nication of the control data can be performed using a
"GET" request method included in the HTTP protocol to
request a file.
[0093] The processing element (processor device) re-
questing the content of the content recorder element CR
transmits control data after putting a content request and
content data identification information in the data section
of the control data. Here, the content is a file to be proc-
essed in a particular processing element, such as a file
of a song, style and voice. The content recorder element
CR includes a request detection section 152 that detects
(receives) a content request input via the reception port
and supplies a readout section 151 with the content re-
quest and content data identification information, and the
readout section 151 reads out, from a content storage
section 153, the content data corresponding to the iden-
tification information and passes the read-out content da-
ta to a content transmission section 154. The content
storage section 153 has stored therein a plurality of con-
tent data along with respective identification information,
and the content transmission section 154 transmits the
read-out content data via the transmission port. Port
number of the reception port is identical to the port
number assigned in advance to the control data (gener-
ally, in the case of the HTTP protocol, a port number "80"
is assigned although the present invention is not so lim-
ited), and the transmission port is assigned a random
port number at the time of transmission; however, the
transmission port may be assigned a fixed port number.
[0094] Fig. 24 is a functional block diagram of the au-
tomatic accompaniment element. The automatic accom-
paniment element AA is arranged to, in accordance with
an accompaniment data request from another process-
ing element, edit designated accompaniment data on the
basis of performance data and transmits the edited ac-
companiment data to the other processing element. The
automatic accompaniment request data is communicat-
ed using a control-data communicating port rather than
a substantive data communicating port. In this case, the
processor device, where the accompaniment-data re-
questing processing element is functioning, may be
caused to display a screen necessary for requesting of
an automatic accompaniment so that the user can select,
on the screen, an automatic accompaniment and trans-
mission destination of the accompaniment data. The
communication for the accompaniment data request and
acquisition may be performed using the HTTP protocol.
[0095] The automatic accompaniment element AA in-
cludes: a reception buffer 161 that receives MIDI data
(performance data) from the reception port; a readout
section 162 that, in accordance with timing of an internal
MIDI clock of the automatic accompaniment element AA,
reads out, from the reception buffer 161, the MIDI data
(performance data) to be processed; and a chord detec-
tion section 163 that detects a chord in the MIDI data
(performance data) on the basis of note-on and note-off

event data included in the MIDI data (performance data).
[0096] The processing element (processor device), re-
questing the automatic accompaniment of the automatic
accompaniment element AA, transmits control data after
putting an accompaniment data request and accompa-
niment data identification information in the data section
of the control data. The automatic accompaniment ele-
ment AA also includes a request detection section 165
that, when the accompaniment data request has been
detected (received) from "reception port 2", passes, to a
readout section 164, the received accompaniment data
request and automatic accompaniment identification in-
formation. The readout section 164 reads out, from an
accompaniment data storage section 166 having stored
therein a plurality of sets of accompaniment data, a set
of accompaniment data corresponding to the identifica-
tion information and passes the read-out accompaniment
data to an accompaniment data buffer 167. The accom-
paniment data buffer 167 in turn records the accompa-
niment data read out from the accompaniment data stor-
age section 166. Note that the accompaniment data set
are in the form of a file having accompaniment-reproduc-
ing MIDI data recorded therein in predetermined process-
ing order.
[0097] The chord detection section 163 passes the de-
tected chord data and supplied MIDI data (performance
data) to an automatic accompaniment section 168, and
the accompaniment data buffer 167 passes the MIDI data
(accompaniment data) to the automatic accompaniment
section 168. The automatic accompaniment section 168
sequentially reads out, in accordance with the timing of
the internal MIDI clock of the automatic accompaniment
element AA, the to-be-processed MIDI data (accompa-
niment data) from the accompaniment data buffer 167.
If the read-out MIDI data (accompaniment data) is note-
on event data, the note number is modified in accordance
with the current chord data passed from the chord de-
tection section 163, and then the modified or read-out
accompaniment data and the MIDI data (performance
data) received from the chord detection section 163 are
passed to a transmission buffer 169 along with timing
data indicative of processing timing of the individual data.
The transmission buffer 169 records therein the MIDI da-
ta and timing data, supplied from the automatic accom-
paniment section 168, in predetermined processing or-
der and transmits the MIDI data and timing data, via the
transmission port, to the processing element identified
by the destination IP address and port number included
in the accompaniment data request. The port number of
"reception port 1" is identical to the logical device ID of
the automatic accompaniment element AA in question
recorded in the device table shown in Fig. 3, and the port
number of "reception port 2" is identical to the port number
assigned in advance to the control data (generally, in the
case of the HTTP protocol, a port number "80" is assigned
although the present invention is not so limited), and the
transmission port is assigned a random port number at
the time of transmission; however, the transmission port
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may be assigned a fixed port number.
[0098] Fig. 25 is a functional block diagram of the MIDI
recorder element. The MIDI recorder element MR is ar-
ranged to record therein received MIDI data and transmit
the recorded MIDI data to a destination processing ele-
ment (processor device) in response to a readout re-
quest.
[0099] The MIDI recorder element MR includes a re-
ception buffer 171 that receives MIDI data from "recep-
tion port 1" and records therein the received MIDI data
in predetermined processing order, and a write section
172 that reads out the MIDI data from the reception buffer
171 and writes sets of MIDI event data and timing data,
indicative of processing timing of the MIDI event data,
into a MIDI recording section 173 in predetermined
processing order. Further, the processing element (proc-
essor device), requesting the MIDI data (performance
data) of the MIDI recorder element MR, transmits control
data after putting a readout request and MIDI file identi-
fication information in the data section of the control data.
In this case, the processor device, where the readout
requesting processing element is functioning, may be
caused to display a screen necessary for the readout
request so that the user can select, on the screen, a MIDI
file and transmission destination of the MIDI file. The
communication for the readout request and acquisition
may be performed using the HTTP protocol.
[0100] The MIDI recorder element MR also includes a
request detection section 176 that, when the readout re-
quest has been detected (received) from "reception port
2", passes, to a readout section 174, the received readout
request and MIDI file identification information. The rea-
dout section 174 reads out, in accordance with timing of
an internal MIDI clock of the MIDI recorder element MR,
the to-be-processed MIDI data from the MIDI recording
section 173 and supplies the read-out MIDI data to a
transmission buffer 175 that in turn records therein the
supplied MIDI data and timing data in predetermined
processing order. The transmission buffer 175 transmits
the recorded MIDI data and timing data, via the trans-
mission port, to the processing element identified by the
destination IP address and port number included in the
readout request. The port number of "reception port 1’’,
which is a reception port of substantive data (MIDI data),
is identical to the logical device ID of the MIDI recorder
element MR in question recorded in the device table
shown in Fig. 3, and the port number of "reception port
2" is identical to the port number assigned in advance to
the control data (generally, in the case of the HTTP pro-
tocol, a port number "80" is assigned although the
present invention is not so limited), and the transmission
port, which is a transmission port of substantive data
(MIDI data), is assigned a random port number at the
time of transmission; however, the transmission port may
be assigned a fixed port number.
[0101] Fig. 26 is a functional block diagram of the editor
element. The editor element ED is arranged to edit re-
ceived MIDI data in accordance with a setting request

and transmit the edited MIDI data to a destination
processing element (processor device) in response to
the setting request.
[0102] The editor element ED includes a reception
buffer 181 that receives MIDI data from "reception port
1" and records therein the received MIDI data in prede-
termined processing order, and a readout section 182
that reads out the to-be-processed MIDI data from the
reception buffer 181 in accordance with timing of an in-
ternal MIDI clock of the editor element ED and passes
the read-out MIDI event data to an editing section 183.
Processing element, requesting the editor element ED
to perform edit setting, transmits control data after putting
the setting request and edit information in the data section
of the control data. In this case, the processor device,
where the setting requesting processing element is func-
tioning, may be caused to display a screen necessary
for the setting request so that the user can set, on the
screen, contents of editing to be performed. The com-
munication for the setting request may be performed us-
ing the HTTP protocol. The "edit information" is informa-
tion indicative of contents of editing to be made.
[0103] The editor element ED also includes a request
detection section 185 that, when the setting request has
been detected (received) from "reception port 2", passes
the received setting request and edit information to the
editing section 183. The editing section 183 performs ed-
iting on the MIDI data, passed from the readout section
182, on the basis of the edit information passed from the
request detection section 185 and then delivers the thus-
edited MIDI data to a transmission buffer 184. The trans-
mission buffer 184 records therein the edited MIDI data,
passed from the editing section 183, and timing data in
predetermined processing order. In the case of automatic
composition, the editing section 183 creates, from the
read-out MIDI data (phrase), MIDI data representative of
a single music piece on the basis of the edit information
and then passes the thus-created MIDI data to the trans-
mission buffer 184. In the case of automatic arrange-
ment, the editing section 183 arranges the read-out MIDI
data (melody) on the basis of the edit information to cre-
ate MIDI data representative of an orchestra music piece
and then passes the thus-created MIDI data to the trans-
mission buffer 184. The transmission buffer 184 trans-
mits the recorded MIDI data and timing data, via the trans-
mission port, to the processing element identified by the
destination IP address and port number included in the
setting request. The port number of "reception port 1",
which is a reception port of substantive data (MIDI data),
is identical to the logical device ID of the editor element
ED in question recorded in the device table shown in Fig.
3, and the port number of "reception port 2" is identical
to the port number assigned in advance to the control
data (generally, in the case of the HTTP protocol, a port
number "80" is assigned although the present invention
is not so limited), and the transmission port, which is a
transmission port of substantive data (MIDI data), is as-
signed a random port number at the time of transmission;
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however, the transmission port may be assigned a fixed
port number.
[0104] Fig. 27 is a functional block diagram of the ef-
fector element. The effector element EF is arranged to
impart an effect to received PCM data and then transmits
the effect-imparted PCM data to a destination processing
element (processor device) in response to the setting
request.
[0105] The effector element EF includes a reception
buffer 191 provided, for each not-shown receiving chan-
nel (input channel), for receiving PCM data from "recep-
tion port 1" and recording the received PCM data in pre-
determined processing order, and a readout section 192
for, in accordance with timing of a sampling frequency
fs, reading out the PCM data, sample by sample, from
the reception buffers 191 and supplies the read-out PCM
data to an effect section 193. The effector element EF
transmits control data after putting the setting request
and effect information in the data section of the control
data. In this case, the processor device, where the setting
requesting processing element is functioning, may be
caused to display a screen necessary for the setting re-
quest so that the user can set, on the screen, contents
of an effect to be imparted. The communication for the
setting request may be performed using the HTTP pro-
tocol. The "effect information" is information indicative of
the contents of the effect to be imparted or set.
[0106] The effector element EF also includes a request
detection section 195 that, when the setting request has
been detected (received) from "reception port 2", passes
the received setting request and effect information to the
effect section 193. The effect section 193 imparts an ef-
fect to the PCM data read out by the readout section 192
to create new (i.e., effect-imparted) PCM data and pass-
es the created PCM data to a not-shown transmission
buffer 194 provided for each transmitting channel. Effect
to be imparted by the effect section 193 is set (deter-
mined) on the basis of the effect information, so that a
desired effect, such as reverberation or chorus, is impart-
ed to the PCM data. The transmission buffer 194 trans-
mits the recorded PCM data, via the transmission port,
to the processing element identified by the destination
IP address and port number included in the setting re-
quest. The port number of "reception port 1", which is a
reception port of substantive data (PCM data), is identical
to the logical device ID of the effector element EF in ques-
tion recorded in the device table shown in Fig. 3, and the
port number of "reception port 2" is identical to the port
number assigned in advance to the control data (gener-
ally, in the case of the HTTP protocol, a port number "80"
is assigned although the present invention is not so lim-
ited), and the transmission port, which is a transmission
port of substantive data (PCM data), is assigned a ran-
dom port number at the time of transmission; however,
the transmission port may be assigned a fixed port
number.
[0107] Fig. 28 is a functional block diagram of the audio
recorder element. The audio recorder element AR is ar-

ranged to record therein received PCM data and transmit
the recorded PCM data to a destination processing ele-
ment (processor device) in response to a readout re-
quest.
[0108] The audio recorder element AR includes a re-
ception buffer 201 that receives PCM data from "recep-
tion port 1" and records therein the received PCM data
in predetermined processing order, and a write section
203 that reads out the PCM data from the reception buffer
201 and writes the read-out PCM data, as a PCM file,
into a PCM recording section 203. Further, the process-
ing element (processor device), requesting the PCM data
of the audio recorder element AR, transmits control data
after putting the readout request and PCM file identifica-
tion information in the data section of the control data. In
this case, the processor device, where the readout re-
questing processing element is functioning, may be
caused to display a screen necessary for the readout
request so that the user can select, on the screen, a PCM
file and transmission destination of the PCM file. The
communication for the readout request and PCM data
acquisition may be performed using the HTTP protocol.
[0109] The audio recorder element AR also includes
a request detection section 206 that, when the readout
request has been detected (received) from "reception
port 2", passes, to a readout section 204, the received
readout request and PCM file identification information.
The readout section 204 reads out, from the PCM record-
ing section 203 and in accordance with timing of a sam-
pling frequency fs, the PCM data corresponding to the
identification information and supplies the read-out PCM
data to a transmission buffer 205 that in turn records
therein the supplied PCM data in predetermined process-
ing order. The transmission buffer 205 transmits the re-
corded PCM data, via the transmission port, to the
processing element identified by the destination IP ad-
dress and port number included in the readout request.
The port number of "reception port 1", which is a reception
port of substantive data (PCM data), is identical to the
logical device ID of the audio recorder element AR in
question recorded in the device table shown in Fig. 3,
and the port number of "reception port 2" is identical to
the port number assigned in advance to the control data
(generally, in the case of the HTTP protocol, a port
number "80" is assigned although the present invention
is not so limited), and the transmission port, which is a
transmission port of substantive data (PCM data), is as-
signed a random port number at the time of transmission;
however, the transmission port may be assigned a fixed
port number.
[0110] Fig. 29 is a flow chart of communication
processing performed to communicate substantive data.
[0111] To communicate substantive data, the commu-
nication processing is started up in a processor device
from which the substantive data are to be transmitted,
and logical lines based on the TCP protocol are estab-
lished between the transmitting and receiving processor
devices through handshaking therebetween. At step
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S190, a data section is created by data being read out
from the transmission buffer. Then, a transmission proc-
ess is performed at step S191, where the data section
created at step S190 is formed into transmitting data, a
MAC frame is formed with the transmitting data ultimately
capsulated therein as illustrated in Fig. 2 and the thus-
formed MAC frame is then transmitted to the internal net-
work. The R’1AC address (physical device ID) of the re-
ceiving (i.e., destination) processor device is set, as a
destination MAC address, in the MAC header of the MAC
frame.
[0112] Because the internal network is a star-type net-
work, the transmitted MAC frame is received by one of
the hubs, and a path determination process is performed
by the hub (step S200). In the path determination proc-
ess, the hub determines a transmission path, on the basis
of the destination MAC address of the received MAC
frame, to relay the MAC frame. As a consequence, the
MAC frame transmitted from the transmitted processing
element is received by the processor device matching
the destination MAC address (step S210). In the recep-
tion process, the IP packet is acquired from the MAC
frame, then the TCP segment is taken out from the IP
packet, and thence the data section is acquired from the
TCP segment. The data section acquired at step S211
is recorded into the reception buffer of the receiving proc-
essor device; communication of the data section is per-
formed using ports established for transmission of the
substantive data and recorded in the current buffer.
[0113] Whereas the preferred embodiment of the
present invention has been described above in relation
to the case where the internal network is in the form of
an Ethernet LAN, the present invention is not so limited,
and the internal network may be in the form of any other
suitable network medium. Further, the communication
protocol for use in the present invention may be other
than the TCP protocol. For example, in cases where a
more importance is put on realtimeness, there may be
used UDP (User Datagram Protocol) that permits higher
transmission speeds although it is less reliable, or TCP/IP
may be replaced with IPX/SPX (Internetwork Packet Ex-
change/Sequence Packet Exchange).
[0114] Further, the edit information of the editor ele-
ment and the effect information of the effector element
may be transmitted from another processing element af-
ter having been set in the other processing element. In
this way, the editor element and effector element can be
manipulated from a room where the speaker element is
located; thus, the editor element and effector element
can be manipulated as if these elements were located in
the same room as the speaker element, which can
achieve enhanced operability.
[0115] Furthermore, the timing for disconnecting be-
tween a plurality of processing elements in a given proc-
essor device is not limited to the time when the given
processor device is connected to the network, and the
disconnection may be permitted at any desired timing
after the connection, to the network, of the given proces-

sor device. In such a case, arrangements may be made
such that a process for checking when a disconnection
instruction has been given is periodically performed pe-
riodically, after the connection to the network, so that the
connection between the processing elements in the proc-
essor device can be canceled when a disconnection in-
struction has been detected. Such a disconnection in-
struction may be given via a particular disconnection-
instructing switch. Further, such a disconnection instruc-
tion may be given from another processor device resident
on the network than the processor device in question.

Claims

1. A tone generation system comprising a plurality of
processor devices (12 - 15, 21 - 24, 31 - 36, 41, 42)
connected to each other via a network (2, 10, 20, 30,
40), each of said plurality of the processor devices
being constructed to implement one or more tone-
generation-related functions, said tone generation
system interconnecting the tone-generation-related
functions to be implemented by the processor devic-
es, to thereby construct a system for generating a
tone through a combination of the tone-generation-
related functions,
each of said plurality of processor devices compris-
ing:

a device table that, for each of the processor
devices connected to each other via the net-
work, registers therein information indicative of
the one or more tone-generation-related func-
tions to be implemented by the processor de-
vice;
a connection table that, for each of types of the
tone-generation-related functions, stores there-
in information indicative of another type of func-
tion connectable to the tone-generation-related
function;
first selection means for, in response to user’s
operation, selecting, as a connection source or
connection destination, any one of the one or
more tone-generation-related functions to be
implemented by the processor device provided
with said first selection means;
display means for, on the basis of a type of the
tone-generation-related function selected as the
connection source or connection destination by
said first selection means, identifying a type of
tone-generation-related function connectable to
the selected tone-generation-related function by
reference to said connection table, detecting, by
reference to said device table, one or more tone-
generation-related functions, possessed by any
one of said processor devices connected to
each other via the network, that correspond to
the identified type of tone-generation-related
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function, and displaying the detected one or
more tone-generation-related functions to the
user;
second selection means for, in response to us-
er’s operation, selecting, as a connection desti-
nation or connection source, any one of the one
or more tone-generation-related functions dis-
played by said display means; and
connection establishment means for establish-
ing a connection for data communication be-
tween the tone-generation-related function se-
lected as the connection source by one of said
first and second selection means and the tone-
generation-related function selected as the con-
nection destination by another of said first and
second selection means.

2. A tone generation system as claimed in claim 1
wherein each of said processor devices has a unique
address on the network, and said connection estab-
lishment means performs a process for starting con-
nection with a connection partner by specifying the
unique address of the connection partner.

3. A tone generation system as claimed in claim 1
wherein each of said plurality of processor devices
(12 - 15, 21 - 24, 31 - 36, 41, 42) further comprises:

information reception means for receiving, via
the network, updated information of said device
table from a particular processor device (11)
having a function for managing said device ta-
ble; and
update means for updating contents of said de-
vice table, stored in device table storage means,
on the basis of updated information of said de-
vice table received by said reception means, and
wherein at least one of said plurality of processor
devices further comprises:

signal processing means for implementing
the tone-generation-related function;
signal processing program storage means
storing therein a plurality of signal process-
ing programs for execution by said signal
processing means, each of the signal
processing programs being executable by
said signal processing means so that said
signal processing means implements the
tone-generation-related function corre-
sponding to the signal processing program;
instruction reception means for receiving a
switching instruction for switching to any
one of the plurality of tone-generation-relat-
ed functions corresponding to the plurality
of signal processing programs stored in said
signal processing program storage means;
setting means for, in response to the switch-

ing instruction received by said instruction
reception means, reading out, from said sig-
nal processing program storage means, the
signal processing program for allowing said
signal processing means to implement the
switched-to tone-generation-related func-
tion, setting the read-out signal processing
program as a signal processing program to
be executed by said signal processing
means, and switching a function of said sig-
nal processing means so that said signal
processing means operates as the
switched-to tone-generation-related func-
tion; and
request means for, in response to the
switching by said setting means, making an
update request to said particular processor
device of the plurality of processor devices,
via the network, so as to update the contents
registered in said device table stored in said
particular processor device, and
wherein said particular processor device
(11) includes, as the function for managing
said device table:

update request reception means for re-
ceiving an update request for updating
of said device table from any one of the
plurality of processor devices (12 - 15,
21 - 24, 31 - 36, 41, 42) connected to
each other via the network;
device table management means for,
in response to the update request re-
ceived by said update request recep-
tion means, updating the contents of
said device table stored in the particular
processor device; and
updated contents transmission means
for transmitting the contents of said de-
vice table, updated by said device table
management means, to one or more
other ones of said processor devices
constituting said tone generation sys-
tem.

4. A tone generation system as claimed in claim 1
wherein each of said plurality of processor devices
(12 - 15, 21 - 24, 31 - 36, 41, 42) further comprises:

connection setting means for selecting a plural-
ity of the tone-generation-related functions, and
performing a setting of connection between the
selected tone-generation-related functions;
connection setting information reception means
for receiving, from the other processor devices,
connection setting information defining a setting
of connection between said plurality of proces-
sor devices, and causing said connection setting
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means to perform the setting of connection on
the basis of the received connection setting in-
formation;
connection destination identification means for,
in a case where the tone-generation-related
function of said processor device is made a con-
nection-source tone-generation-related func-
tion, identifying, on the basis of the setting of
connection set by the connection setting means,
a connection-destination tone-generation-relat-
ed function that is provided in any one of the
other processor devices and set for direct con-
nection to the connection-source tone-genera-
tion-related function;
connection establishment means for establish-
ing a connection for data communication be-
tween the connection-destination tone-genera-
tion-related function identified by said connec-
tion destination identification means and the
connection-source tone-generation-related
function of said processor device; and
connection establishment instruction means for,
when a still further tone-generation-related func-
tion is set, via the connection setting set by the
connection setting means, to be a further con-
nection-destination tone-generation-related
function following the connection-destination
tone-generation-related function for which the
connection has been established by said con-
nection establishment means in accordance
with the setting of connection set by said con-
nection destination identification means, trans-
mitting the connection setting information, set
by the connection setting means, to the other
processor device having the connection-desti-
nation tone-generation-related function for
which the connection has been established by
said connection establishment means, to there-
by instruct the other processor device to estab-
lish a connection based on the transmitted con-
nection setting information.

5. A tone generation system as claimed in claim 1
wherein each of said plurality of processor devices
(12 - 15, 21 - 24, 31 - 36, 41, 42) further comprises:

second display means for, on the basis of a type
of the tone-generation-related function selected
as the connection destination by said second
selection means, identifying a type of tone-gen-
eration-related function connectable as a sec-
ond connection destination following the select-
ed tone-generation-related function by refer-
ence to said connection table, extracting, by ref-
erence to said device table, one or more tone-
generation-related functions, possessed by any
one of said processor devices connected to
each other via the network, that correspond to

the identified type of tone-generation-related
function, and then displaying the extracted one
or more tone-generation-related functions to the
user;
third selection means for, in response to user’s
operation, selecting, as the second connection
destination, any one of the one or more tone-
generation related functions displayed by said
second display means; and
connection instruction means for establishing a
connection for data communication between the
tone-generation-related function selected as the
connection destination by said second selection
means and the tone-generation-related function
selected as the second connection destination
by said third selection means.

6. A tone generation system as claimed in claim 3
wherein the plurality of processor devices connected
to the network are assigned respective unique iden-
tification information for identifying the processor de-
vices on the network,
the tone-generation-related functions provided by
said plurality of signal processing programs are as-
signed respective unique processing IDs for identi-
fying the tone generation-related functions,
said device table having the unique processing IDs
registered therein, as information indicative of the
tone-generation-related functions, in association
with the respective unique identification information
of said processor devices,
said instruction reception means designates the
processing ID corresponding to any one of said plu-
rality of signal processing programs,
the update request made by said request means in-
cludes the identification information of the processor
device and the processing ID designated by said in-
struction reception means,
the information of said device table updated after
being received by said information reception means
includes the identification information of the proces-
sor device requesting the update and the processing
ID of the tone-generation-related function to be sup-
plied by the processor device requesting the update
identified by the identification information, and
said update means updates the processing ID asso-
ciated with the processor device corresponding to
the identification information among the information
registered in the device table.

7. A network processing method for use in a tone gen-
eration system comprising a plurality of processor
devices connected to each other via a network, each
of said plurality of processor devices being construct-
ed to implement one or more tone-generation-relat-
ed functions, said tone generation system intercon-
necting the tone-generation-related functions to be
implemented by the processor devices, to thereby
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construct a system for generating a tone through a
combination of the tone-generation-related func-
tions, each of said plurality of processor devices
comprising: a device table that, for each of the proc-
essor devices connected to each other via the net-
work, registers therein information indicative of the
one or more tone-generation-related functions to be
implemented by the processor device; and a con-
nection table that, for each of types of the tone-gen-
eration-related functions, stores therein information
indicative of another type of function connectable to
the tone-generation-related function, said network
processing method comprising:

a first selection step of, in response to user’s
operation, selecting, as a connection source or
connection destination, any one of the one or
more tone-generation- related functions to be
implemented by a predetermined one of said
processor devices;
a displaying step of identifying, on the basis of
a type of the tone-generation-related function
selected as the connection source or connection
destination by said first selection step, a type of
tone-generation-related function connectable to
the selected tone-generation-retated function
and by reference to said connection table, de-
tecting by reference to said device table, one or
more tone-generation-related functions, pos-
sessed by any one of said processor devices
connected to each other via the network, that
correspond to the identified type of tone-gener-
ation-related function and displaying the detect-
ed one or more tone-generation-related func-
tions to the user;
a second selection step of, in response to user’s
operation, selecting, as a connection destination
or connection source, any one of the one or more
tone-generation-related functions displayed by
said displaying step; and
a step of establishing a connection for data com-
munication between the tone-generation-relat-
ed function selected as the connection source
by one of said first and second selection steps
and the tone-generation-related function select-
ed as the connection destination by another of
said first and second selection steps.

Patentansprüche

1. Tonerzeugungssystem, umfassend eine Vielzahl
von Prozessorvorrichtungen (12 - 15, 21 - 24, 31 -
36, 41, 42), die über ein Netzwerk (2, 10, 20, 30, 40)
miteinander verbunden sind, wobei jede der Vielzahl
von Prozessorvorrichtungen dazu konstruiert ist, ei-
ne oder mehrere tonerzeugungsbezogene Funktio-
nen zu implementieren, wobei das Tonerzeugungs-

system die von den Prozessorvorrichtungen zu im-
plementierenden tonerzeugungsbezogenen Funk-
tionen miteinander verbindet, um dadurch über eine
Kombination der tonerzeugungsbezogenen Funk-
tionen ein System zum Erzeugen eines Tons aufzu-
bauen,
wobei jede der Vielzahl von Prozessorvorrichtungen
umfasst:

eine Vorrichtungstabelle, in der für jede der über
das Netzwerk miteinander verbundenen Pro-
zessorvorrichtungen Informationen gespeichert
sind, die die eine oder die mehreren von der
Prozessorvorrichtung zu implementierenden
tonerzeugungsbezogenen Funktionen ange-
ben;
eine Verbindungstabelle, in der für jeden der Ty-
pen von tonerzeugungsbezogenen Funktionen
Informationen gespeichert sind, die einen ande-
ren Funktionstyp angeben, der mit der tonerzeu-
gungsbezogenen Funktion verbindbar ist;
ein erstes Auswahlmittel zum Auswählen in Re-
aktion auf eine Benutzerbetätigung einer belie-
bigen der einen oder mehreren tonerzeugungs-
bezogenen Funktionen, die von der Prozessor-
vorrichtung zu implementieren sind, die mit dem
ersten Auswahlmittel ausgerüstet ist, als eine
Verbindungsquelle oder ein Verbindungsziel;
ein Anzeigemittel zum Identifizieren auf der
Grundlage eines Typs der tonerzeugungsbezo-
genen Funktion, die von dem ersten Auswahl-
mittel als die Verbindungsquelle oder das Ver-
bindungsziel ausgewählt wurde, eines Typs ei-
ner tonerzeugungsbezogenen Funktion, der mit
der ausgewählten tonerzeugungsbezogenen
Funktion verbindbar ist, durch Bezugnahme auf
die Verbindungstabelle, Erfassen durch Bezug-
nahme auf die Vorrichtungstabelle einer oder
mehrerer tonerzeugungsbezogener Funktio-
nen, die von einer beliebigen der über das Netz-
werk miteinander verbundenen Prozessorvor-
richtungen besessen werden, die dem identifi-
zierten Typ einer tonerzeugungsbezogenen
Funktion entsprechen, und Anzeigen der Erfas-
sten der einen oder mehreren tonerzeugungs-
bezogenen Funktionen für den Benutzer;
ein zweites Auswahlmittel zum Auswählen in
Reaktion auf eine Benutzerbetätigung einer be-
liebigen der einen oder mehreren tonerzeu-
gungsbezogenen Funktionen, die von dem An-
zeigemittel angezeigt werden, als ein Verbin-
dungsziel oder eine Verbindungsquelle; und
ein Verbindungsherstellungsmittel zum Herstel-
len einer Verbindung zur Datenkommunikation
zwischen einer von entweder dem ersten oder
dem zweiten Auswahlmittel als die Verbin-
dungsquelle ausgewählten tonerzeugungsbe-
zogenen Funktion und der von dem jeweils an-
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deren aus dem ersten und dem zweiten Aus-
wahlmittel als das Verbindungsziel ausgewähl-
ten tonerzeugungsbezogenen Funktion.

2. Tonerzeugungssystem nach Anspruch 1, wobei jede
der Prozessorvorrichtungen eine eindeutige Adres-
se im Netzwerk hat und das Verbindungsherstel-
lungsmittel einen Prozess zum Aufbauen einer Ver-
bindung mit einem Verbindungspartner durchführt,
indem die eindeutige Adresse und der Verbindungs-
partner angegeben werden.

3. Tonerzeugungssystem nach Anspruch 1, wobei jede
der Vielzahl von Prozessorvorrichtungen (12 - 15,
21 - 24, 31 - 36, 41, 42) ferner umfasst:

ein Informationsempfangsmittel zum Empfan-
gen aktualisierter Informationen der Vorrich-
tungstabelle über das Netzwerk von einer be-
stimmten Prozessorvorrichtung (11), die eine
Funktion zum Verwalten der Vorrichtungstabel-
le hat; und
ein Aktualisierungsmittel zum Aktualisieren von
Inhalten der Vorrichtungstabelle, die in einem
Vorrichtungstabellenspeichermittel gespeichert
sind, auf der Grundlage von dem Empfangsmit-
tel empfangener aktualisierter Informationen
der Vorrichtungstabelle, und
wobei mindestens eine der Vielzahl von Prozes-
sorvorrichtungen ferner umfasst:
ein Signalverarbeitungsmittel zum Implementie-
ren der tonerzeugungsbezogenen Funktion;
ein Signalverarbeitungsprogramm-Speicher-
mittel zum Speichern einer Vielzahl von Signal-
verarbeitungsprogrammen darin zur Ausfüh-
rung durch das Signalverarbeitungsmittel, wo-
bei jedes der Signalverarbeitungsprogramme
von dem Signalverarbeitungsmittel ausführbar
ist, so dass das Signalverarbeitungsmittel die
tonerzeugungsbezogene Funktion entspre-
chend dem Signalverarbeitungsprogramm im-
plementiert;
ein Befehlsempfangsmittel zum Empfangen ei-
nes Umschaltbefehls zum Umschalten auf eine
der Vielzahl tonerzeugungsbezogener Funktio-
nen, die der Vielzahl von Signalverarbeitungs-
programmen entsprechen, die in dem Signal-
verarbeitungsprogramm-Speichermittel ge-
speichert sind;
ein Konfigurationsmittel zum Auslesen des Si-
gnalverarbeitungsprogramms aus dem Signal-
verarbeitungsprogramm-Speichermittel in Re-
aktion auf den von dem Befehlsempfangsmittel
empfangenen Umschaltbefehl, um es dem Si-
gnalverarbeitungsmittel zu ermöglichen, die
tonerzeugungsbezogene Funktion zu imple-
mentieren, auf die umgeschaltet wurde, Konfi-
gurieren des ausgelesenen Signalverarbei-

tungsprogramms als ein von dem Signalverar-
beitungsmittel auszuführendes Signalverarbei-
tungsprogramm, und Umschalten einer Funkti-
on des Signalverarbeitungsmittels, so dass das
Signalverarbeitungsmittel als die tonerzeu-
gungsbezogene Funktion arbeitet, auf die um-
geschaltet wurde; und
ein Anforderungsmittel zum Ausgeben in Reak-
tion auf das Umschalten durch das Konfigurati-
onsmittel einer Aktualisierungsanforderung an
die bestimmte Prozessorvorrichtung der Viel-
zahl von Prozessorvorrichtungen über das
Netzwerk, um so die Inhalte zu aktualisieren, die
in der Vorrichtungstabelle registriert sind, die in
der bestimmten Prozessorvorrichtung gespei-
chert ist, und
wobei die bestimmte Prozessorvorrichtung (11)
als die Funktion zum Verwalten der Vorrich-
tungstabelle beinhaltet:
ein Aktualisierungsanforderungsempfangsmit-
tel zum Empfang einer Aktualisierungsanforde-
rung zum Aktualisieren der Vorrichtungstabelle
von einer beliebigen der Vielzahl von Prozes-
sorvorrichtungen (12 - 15, 21 - 24, 31 - 36, 41,
42), die über das Netzwerk miteinander verbun-
den sind;
ein Vorrichtungstabellenverwaltungsmittel zum
Aktualisieren der Inhalte der Vorrichtungstabel-
le, die in der bestimmten Prozessorvorrichtung
gespeichert sind, in Reaktion auf die von dem
Aktualisierungsanforderungsempfangsmittel
empfangenen Aktualisierungsanforderung; und
ein Übertragungsmittel für aktualisierte Inhalte
zum Übertragen der Inhalte der Vorrichtungsta-
belle, die von dem Vorrichtungstabellenverwal-
tungsmittel aktualisiert wurden, an eine oder
mehrere der Prozessorvorrichtungen, die das
Tonerzeugungssystem darstellen.

4. Tonerzeugungssystem nach Anspruch 1, wobei jede
der Vielzahl von Prozessorvorrichtungen (12 - 15,
21 - 24, 31 - 36, 41, 42) ferner umfasst:

ein Verbindungskonfigurationsmittel zum Aus-
wählen einer Vielzahl der tonerzeugungsbezo-
genen Funktionen und zum Durchführen einer
Konfiguration einer Verbindung zwischen den
ausgewählten tonerzeugungsbezogenen Funk-
tionen;
ein Verbindungskonfigurations-Informations-
empfangsmittel zum Empfangen von
Verbindungskonfigurationsinformationen, die
eine Konfiguration einer Verbindung zwischen
der Vielzahl von Prozessorvorrichtungen defi-
nieren, von den anderen Prozessorvorrichtun-
gen und zum Veranlassen, dass das Verbin-
dungskonfigurationsmittel das Konfigurieren ei-
ner Verbindung auf der Grundlage der empfan-
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genen Verbindungskonfigurationsinformatio-
nen durchführt;
ein Verbindungszielidentifikationsmittel zum
Identifizieren einer tonerzeugungsbezogenen
Funktion eines Verbindungsziels, die in einer
der anderen Prozessorvorrichtungen vorgese-
hen ist und für eine direkte Verbindung mit der
tonerzeugungsbezogenen Funktion der Verbin-
dungsquelle konfiguriert ist, auf der Grundlage
der Konfiguration einer Verbindung, die von
dem Verbindungskonfigurationsmittel konfigu-
riert wurde, in einem Fall, in dem die tonerzeu-
gungsbezogene Funktion der Prozessorvorrich-
tung zu einer tonerzeugungsbezogenen Funk-
tion einer Verbindungsquelle gemacht wird;
ein Verbindungsherstellungsmittel zum Herstel-
len einer Verbindung zur Datenkommunikation
zwischen der tonerzeugungsbezogenen Funk-
tion des Verbindungsziels, die von dem Verbin-
dungszielidentifizierungsmittel identifiziert wur-
de, und der tonerzeugungsbezogenen Funktion
der Verbindungsquelle der Prozessorvorrich-
tung; und
ein Verbindungsherstellungsbefehlsmittel zum
Übertragen der Verbindungskonfigurationsin-
formationen, die von dem Verbindungskonfigu-
rationsmittel konfiguriert wurden, an die andere
Prozessorvorrichtung, welche die tonerzeu-
gungsbezogene Funktion des Verbindungsziels
hat, für welche die Verbindung von dem Verbin-
dungsherstellungsmittel hergestellt wurde,
wenn über die von dem Funktionskonfigurati-
onsmittel konfigurierten Verbindungskonfigura-
tion noch eine weitere tonerzeugungsbezogene
Funktion konfiguriert wird, so dass sie eine wei-
tere tonerzeugungsbezogene Funktion eines
Verbindungsziels ist, die der tonerzeugungsbe-
zogenen Funktion des Verbindungsziels folgt,
für welche gemäß der Verbindungskonfigurati-
on, die von dem Verbindungszielidentifizie-
rungsmittel konfiguriert wurde, die Verbindung
von dem Verbindungsherstellungsmittel herge-
stellt wurde, um dadurch die andere Prozes-
sorvorrichtung anzuweisen, auf der Grundlage
der übertragenen Verbindungskonfigurationsin-
formationen eine Verbindung herzustellen.

5. Tonerzeugungssystem nach Anspruch 1, wobei jede
der Vielzahl von Prozessorvorrichtungen (12 - 15,
21 - 24, 31 - 36, 41, 42) ferner umfasst:

ein zweites Anzeigemittel zum Identifizieren auf
der Grundlage eines Typs der tonerzeugungs-
bezogenen Funktion, die von dem zweiten Aus-
wahlmittel als das Verbindungsziel ausgewählt
wurde, eines Typs einer tonerzeugungsbezoge-
nen Funktion, die als ein zweites Verbindungs-
ziel verbindbar ist, die der ausgewählten toner-

zeugungsbezogenen Funktion folgt, durch Be-
zugnahme auf die Verbindungstabelle, Extra-
hieren durch Bezugnahme auf die Vorrichtungs-
tabelle einer oder mehrerer tonerzeugungsbe-
zogener Funktionen, die von einer der Prozes-
sorvorrichtungen besessen werden, die über
das Netzwerk miteinander verbunden sind, die
dem identifizierten Typ der tonerzeugungsbezo-
genen Funktion entsprechen, und dann Anzei-
gen der extrahierten einen oder mehreren ton-
erzeugungsbezogenen Funktionen für den Be-
nutzer;
ein drittes Auswahlmittel zum Auswählen in Re-
aktion auf eine Benutzerbetätigung einer belie-
bigen der einen oder mehreren tonerzeugungs-
bezogenen Funktionen, die von dem zweiten
Anzeigemittel angezeigt werden, als das zweite
Verbindungsziel; und
ein Verbindungsbefehlsmittel zum Herstellen ei-
ner Verbindung zur Datenkommunikation zwi-
schen der von dem zweiten Auswahlmittel als
das Verbindungsziel ausgewählten tonerzeu-
gungsbezogenen Funktion und der von dem
dritten Auswahlmittel als das zweite Verbin-
dungsziel ausgewählten tonerzeugungsbezo-
genen Funktion.

6. Tonerzeugungssystem nach Anspruch 3, wobei der
Vielzahl mit dem Netzwerk verbundener Prozessor-
vorrichtungen entsprechende eindeutige Identifizie-
rungsinformationen zugewiesen sind, um die Pro-
zessorvorrichtungen in dem Netzwerk zu identifizie-
ren,
den von der Vielzahl von Signalverarbeitungspro-
grammen vorgesehenen tonerzeugungsbezogenen
Funktionen entsprechende eindeutige Verarbei-
tungskennungen zum Identifizieren der tonerzeu-
gungsbezogenen Funktionen zugewiesen sind,
in der Vorrichtungstabelle die eindeutigen Verarbei-
tungskennungen, als Informationen, welche die ton-
erzeugungsbezogenen Funktionen angeben, in Zu-
ordnung zu den entsprechenden eindeutigen Iden-
tifikationsinformationen der Prozessorvorrichtungen
registriert sind,
das Befehlsempfangsmittel die Verarbeitungsken-
nung zuweist, die einem beliebigen der Vielzahl von
Signalverarbeitungsprogrammen entspricht,
die von dem Anforderungsmittel ausgegebene Ak-
tualisierungsanforderung die Identifizierungsinfor-
mationen der Prozessorvorrichtung und die Verar-
beitungskennung enthält, die von dem Befehlsemp-
fangsmittel zugewiesen wurde,
die Informationen der Vorrichtungstabelle, die aktua-
lisiert werden, nachdem sie von dem Informations-
empfangsmittel empfangen wurden, die Identifikati-
onsinformationen der die Aktualisierung anfordern-
den Prozessorvorrichtung und die Verarbeitungs-
kennung der tonerzeugungsbezogenen Funktion
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enthält, die von der Prozessorvorrichtung zu liefern
ist, welche die Aktualisierung anfordert, die von den
Identifikationsinformationen identifiziert wird, und
das Aktualisierungsmittel die Verarbeitungsken-
nung aktualisiert, die der Prozessorvorrichtung zu-
geordnet ist, die den Identifikationsinformationen un-
ter den in der Vorrichtungstabelle registrierten Infor-
mationen entspricht.

7. Netzwerkverarbeitungsverfahren zur Verwendung
in einem Tonerzeugungssystem, das eine Vielzahl
von Prozessorvorrichtungen umfasst, die über ein
Netzwerk miteinander verbunden sind, wobei jede
der Vielzahl von Prozessorvorrichtungen dazu kon-
struiert ist, eine oder mehrere tonerzeugungsbezo-
gene Funktionen zu implementieren, wobei das Ton-
erzeugungssystem die von den Prozessorvorrich-
tungen zu implementierenden tonerzeugungsbezo-
genen Funktionen miteinander verbindet, um da-
durch über eine Kombination der tonerzeugungs-
bezogenen Funktionen ein System zum Erzeugen
eines Tons aufzubauen, wobei jede der Vielzahl von
Prozessorvorrichtungen umfasst: eine Vorrich-
tungstabelle, in der für jede der über das Netzwerk
miteinander verbundenen Prozessorvorrichtungen
Informationen gespeichert sind, die die eine oder die
mehreren von der Prozessorvorrichtung zu imple-
mentierenden tonerzeugungsbezogenen Funktio-
nen angeben; und eine Verbindungstabelle, in der
für jeden der Typen von tonerzeugungsbezogenen
Funktionen Informationen gespeichert sind, die ei-
nen anderen Funktionstyp angeben, der mit der ton-
erzeugungsbezogenen Funktion verbindbar ist, wo-
bei das Netzwerkverarbeitungsverfahren umfasst:

einen ersten Auswahlschritt zum Auswählen in
Reaktion auf eine Benutzerbetätigung einer be-
liebigen der einen oder mehreren von einer be-
stimmten der Prozessorvorrichtungen zu imple-
mentierenden tonerzeugungsbezogenen Funk-
tionen als eine Verbindungsquelle oder ein Ver-
bindungsziel;
einen Anzeigeschritt zum Identifizieren auf der
Grundlage eines Typs der tonerzeugungsbezo-
genen Funktion, die von dem ersten Auswahl-
schritt als die Verbindungsquelle oder das Ver-
bindungsziel ausgewählt wurde, eines Typs ei-
ner tonerzeugungsbezogenen Funktion, die mit
der ausgewählten tonerzeugungsbezogenen
Funktion verbindbar ist, und durch Bezugnahme
auf die Verbindungstabelle, Erfassen durch Be-
zugnahme auf die Vorrichtungstabelle einer
oder mehrerer tonerzeugungsbezogener Funk-
tionen, die von einer beliebigen der über das
Netzwerk miteinander verbundenen Prozessor-
vorrichtungen besessen werden, die dem iden-
tifizierten Typ einer tonerzeugungsbezogenen
Funktion entsprechen, und Anzeigen der Erfas-

sten der einen oder mehreren tonerzeugungs-
bezogenen Funktionen für den Benutzer;
einen zweiten Auswahlschritt zum Auswählen
in Reaktion auf eine Benutzerbetätigung einer
beliebigen der einen oder mehreren tonerzeu-
gungsbezogenen Funktionen, die von dem An-
zeigeschritt angezeigt werden, als ein Verbin-
dungsziel oder eine Verbindungsquelle; und
einen Schritt zum Herstellen einer Verbindung
zur Datenkommunikation zwischen einer von
entweder dem ersten oder dem zweiten Aus-
wahlschritt als die Verbindungsquelle ausge-
wählten tonerzeugungsbezogenen Funktion
und der von dem jeweils anderen aus dem er-
sten und dem zweiten Auswahlschritt als das
Verbindungsziel ausgewählten tonerzeugungs-
bezogenen Funktion.

Revendications

1. Système de génération de son comprenant une plu-
ralité de dispositifs processeurs (12-15, 21-24,
31-36, 41, 42) connectés entre eux par l’intermédiai-
re d’un réseau (2, 10, 20, 30, 40), chacun de ladite
pluralité de dispositifs processeurs étant mis au point
pour mettre en oeuvre une ou plusieurs fonctions
liées à une génération de son, ledit système de gé-
nération de son interconnectant les fonctions liées
à une génération de son devant être mises en oeuvre
par les dispositifs processeurs, permettant ainsi de
construire un système pour générer un son par une
combinaison des fonctions liées à une génération
de son, chacun de ladite pluralité de dispositifs pro-
cesseurs comprenant :

- une table de dispositif qui, pour chacun des
dispositifs processeurs connectés entre eux par
l’intermédiaire du réseau, enregistre dans celle-
ci des informations indicatives de la ou des fonc-
tions liées à une génération de son devant être
mises en oeuvre par le dispositif processeur ;
- une table de connexion qui, pour chacun des
types de fonctions liées à une génération de son,
stocke dans celle-ci des informations indicatives
d’un autre type de fonction apte à être connectée
à la fonction liée à une génération de son ;
- des premiers moyens de sélection pour, en
réponse à une opération d’utilisateur, choisir,
comme source de connexion ou destination de
connexion, n’importe laquelle parmi la ou les
fonctions liées à une génération de son devant
être mises en oeuvre par le dispositif processeur
comportant lesdits premiers moyens de
sélection ;
- des moyens d’affichage pour, en fonction d’un
type de la fonction liée à une génération de son
choisie comme source de connexion ou desti-
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nation de connexion par lesdits premiers
moyens de sélection, identifier un type de fonc-
tion liée à une génération de son apte à être
connectée à la fonction liée à une génération de
son choisie en référence à ladite table de con-
nexion, détecter, en référence à ladite table de
dispositif, une ou plusieurs fonctions liées à une
génération de son, détenues par l’un quelcon-
que desdits dispositifs processeurs connectés
entre eux par l’intermédiaire du réseau, qui cor-
respondent au type identifié de fonction liée à
une génération de son, et afficher la ou les fonc-
tions liées à une génération de son détectées à
l’utilisateur ;
- des deuxièmes moyens de sélection pour, en
réponse à une opération d’utilisateur, choisir,
comme destination de connexion ou source de
connexion, n’importe laquelle parmi la ou les
fonctions liées à une génération de son affi-
chées par lesdits moyens d’affichage ; et
- des moyens d’établissement de connexion
pour établir une connexion pour une communi-
cation de données entre la fonction liée à une
génération de son choisie comme source de
connexion par l’un parmi lesdits premiers et
deuxièmes moyens de sélection et la fonction
liée à une génération de son choisie comme
destination de connexion par un autre parmi les-
dits premiers et deuxièmes moyens de sélec-
tion.

2. Système de génération de son selon la revendication
1, dans lequel chacun desdits dispositifs proces-
seurs a une unique adresse sur le réseau, et lesdits
moyens d’établissement de connexion réalisent un
traitement pour démarrer une connexion avec un
partenaire de connexion par spécification de l’adres-
se unique du partenaire de connexion.

3. Système de génération de son selon la revendication
1, dans lequel chacun de ladite pluralité de dispositifs
processeurs (12-15, 21-24, 31-36, 41, 42) comprend
en outre :

- des moyens de réception d’informations pour
recevoir, par l’intermédiaire du réseau, des in-
formations mises à jour de ladite table de dis-
positif à partir d’un dispositif processeur particu-
lier (11) ayant une fonction pour la gestion de
ladite table de dispositif ; et
- des moyens de mise à jour pour mettre à jour
des contenus de ladite table de dispositif, stoc-
kés dans des moyens de stockage de table de
dispositif, en fonction d’informations mises à
jour de ladite table de dispositif reçues par les-
dits moyens de réception, et

au moins l’un de ladite pluralité de dispositifs pro-

cesseurs comprenant en outre :

- des moyens de traitement de signal pour met-
tre en oeuvre la fonction liée à une génération
de son ;
- des moyens de stockage de programmes de
traitement de signal stockant dans ceux-ci une
pluralité de programmes de traitement de signal
pour une exécution par lesdits moyens de trai-
tement de signal, chacun des programmes de
traitement de signal étant exécutable par lesdits
moyens de traitement de signal, de telle sorte
que lesdits moyens de traitement de signal met-
tent en oeuvre la fonction liée à une génération
de son correspondant au programme de traite-
ment de signal ;
- des moyens de réception d’instruction pour re-
cevoir une instruction de commutation pour
commuter sur l’une quelconque de la pluralité
de fonctions liées à une génération de son cor-
respondant à la pluralité de programmes de trai-
tement de signal stockés dans lesdits moyens
de stockage de programmes de traitement de
signal ;
- des moyens de configuration pour, en réponse
à l’instruction de commutation reçue par lesdits
moyens de réception d’instruction, lire, à partir
desdits moyens de stockage de programmes de
traitement de signal, le programme de traite-
ment de signal pour permettre auxdits moyens
de traitement de signal de mettre en oeuvre la
fonction liée à une génération de son sur laquel-
le il a été commuté, configurer le programme de
traitement de signal lu comme programme de
traitement de signal devant être exécuté par les-
dits moyens de traitement de signal, et commu-
ter une fonction desdits moyens de traitement
de signal, de telle sorte que lesdits moyens de
traitement de signal fonctionnent comme la
fonction liée à une génération de son sur laquel-
le il a été commuté ; et
- des moyens de requête pour, en réponse à la
commutation par lesdits moyens de configura-
tion, réaliser une requête de mise à jour audit
dispositif processeur particulier de la pluralité de
dispositifs processeurs, par l’intermédiaire du
réseau, de façon à mettre à jour les contenus
enregistrés dans ladite table de dispositif stoc-
kée dans ledit dispositif processeur particulier,
et

ledit dispositif processeur particulier (11) compre-
nant, comme fonction pour la gestion de ladite table
de dispositif :

- des moyens de réception de requête de mise
à jour pour recevoir une requête de mise à jour
pour mettre à jour ladite table de dispositif à par-
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tir de l’un quelconque de la pluralité de disposi-
tifs processeurs (12-15, 21-24, 31-36, 41, 42)
connectés entre eux par l’intermédiaire du
réseau ;
- des moyens de gestion de table de dispositif
pour, en réponse à la requête de mise à jour
reçue par lesdits moyens de réception de requê-
te de mise à jour, mettre à jour les contenus de
ladite table de dispositif stockée dans le dispo-
sitif processeur particulier ; et
- des moyens de transmission de contenus mis
à jour pour transmettre les contenus de ladite
table de dispositif, mis à jour par lesdits moyens
de gestion de table de dispositif, à un ou plu-
sieurs autres desdits dispositifs processeurs
constituant ledit système de génération de son.

4. Système de génération de son selon la revendication
1, dans lequel chacun de ladite pluralité de dispositifs
processeurs (12-15, 21-24, 31-36, 41, 42) comprend
en outre :

- des moyens de configuration de connexion
pour choisir une pluralité des fonctions liées à
une génération de son, et réaliser une configu-
ration de connexion entre les fonctions liées à
une génération de son choisies ;
- des moyens de réception d’informations de
configuration de connexion pour recevoir, à par-
tir des autres dispositifs processeurs, des infor-
mations de configuration de connexion définis-
sant une configuration de connexion entre ladite
pluralité de dispositifs processeurs, et amener
lesdits moyens de configuration de connexion à
réaliser la configuration de connexion sur la ba-
se des informations de configuration de con-
nexion reçues ;
- des moyens d’identification de destination de
connexion pour, dans un cas dans lequel la fonc-
tion liée à une génération de son dudit dispositif
processeur est amenée à être une fonction liée
à une génération de son de source de con-
nexion, identifier, en fonction de la configuration
de connexion configurée par les moyens de con-
figuration de connexion, une fonction liée à une
génération de son de destination de connexion
qui est disposée dans l’un quelconque des
autres dispositifs processeurs et configurée
pour une connexion directe vers la fonction liée
à une génération de son de source de
connexion ;
- des moyens d’établissement de connexion
pour établir une connexion pour une communi-
cation de données entre la fonction liée à une
génération de son de destination de connexion
identifiée par lesdits moyens d’identification de
destination de connexion et la fonction liée à une
génération de son de source de connexion dudit

dispositif processeur ; et
- des moyens d’instruction d’établissement de
connexion pour, lorsque encore une autre fonc-
tion liée à une génération de son est configurée,
par l’intermédiaire de la configuration de con-
nexion configurée par les moyens de configura-
tion de connexion, comme étant une autre fonc-
tion liée à une génération de son de destination
de connexion suivant la fonction liée à une gé-
nération de son de destination de connexion
pour laquelle la connexion a été établie par les-
dits moyens d’établissement de connexion con-
formément à la configuration de connexion con-
figurée par lesdits moyens d’identification de
destination de connexion, transmettre les infor-
mations de configuration de connexion, confi-
gurées par les moyens de configuration de con-
nexion, à l’autre dispositif processeur ayant la
fonction liée à une génération de son de desti-
nation de connexion pour laquelle la connexion
a été établie par lesdits moyens d’établissement
de connexion, pour ainsi commander l’autre dis-
positif processeur afin d’établir une connexion
en fonction des informations de configuration de
connexion transmises.

5. Système de génération de son selon la revendication
1, dans lequel chacun de ladite pluralité de dispositifs
processeurs (12-15, 21-24, 31-36, 41, 42) comprend
en outre :

- des seconds moyens d’affichage pour, en fonc-
tion d’un type de fonction liée à une génération
de son choisie comme destination de connexion
par lesdits deuxièmes moyens de sélection,
identifier un type de fonction liée à une généra-
tion de son apte à être connectée comme se-
conde destination de connexion suivant la fonc-
tion de connexion liée à la génération de son
choisie en référence à ladite table de connexion,
extraire, en référence à ladite table de dispositif,
une ou plusieurs fonctions liées à une généra-
tion de son, détenues par l’un quelconque des-
dits dispositifs processeurs connectés entre eux
par l’intermédiaire du réseau, qui correspondent
au type identifié de fonction liée à une généra-
tion de son, et afficher ensuite la ou les fonctions
liées à une génération de son extraites à
l’utilisateur ;
- des troisièmes moyens de sélection pour, en
réponse à une opération d’utilisateur, choisir,
comme seconde destination de connexion,
n’importe laquelle parmi la ou les fonctions liées
à une génération de son affichées par lesdits
seconds moyens d’affichage ; et
- des moyens d’instruction de connexion pour
établir une connexion pour une communication
de données entre la fonction liée à une généra-
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tion de son choisie comme destination de con-
nexion par lesdits deuxièmes moyens de sélec-
tion et la fonction liée à une génération de son
choisie comme seconde destination de con-
nexion par lesdits troisièmes moyens de sélec-
tion.

6. Système de génération de son selon la revendication
3, dans lequel la pluralité de dispositifs processeurs
connectés au réseau se voient affecter des informa-
tions d’identification uniques respectives pour iden-
tifier les dispositifs processeurs sur le réseau,
les fonctions liées à une génération de son fournies
par ladite pluralité de programmes de traitement de
signal se voient affecter des identifiants de traite-
ment uniques respectifs pour identifier les fonctions
liées à une génération de son,
ladite table de dispositif ayant les identifiants de trai-
tement uniques enregistrés dans celle-ci, comme in-
formations indicatives des fonctions liées à une gé-
nération de son, en association avec les informations
d’identification uniques respectives desdits disposi-
tifs processeurs,
lesdits moyens de réception d’instruction désignent
l’identifiant de traitement correspondant à n’importe
lequel parmi ladite pluralité de programmes de trai-
tement de signal,
la requête de mise à jour réalisée par lesdits moyens
de requête comprend les informations d’identifica-
tion du dispositif processeur et l’identifiant de traite-
ment désigné par lesdits moyens de réception d’ins-
truction,
les informations de ladite table de dispositif mises à
jour après avoir été reçues par lesdits moyens de
réception d’informations comprennent les informa-
tions d’identification du dispositif processeur deman-
dant la mise à jour et l’identifiant de traitement de la
fonction liée à une génération de son devant être
fourni par le dispositif processeur demandant la mise
à jour identifiée par les informations d’identification,
et
lesdits moyens de mise à jour mettent à jour l’iden-
tifiant de traitement associé au dispositif processeur
correspondant aux informations d’identification par-
mi les informations enregistrées dans la table de dis-
positif.

7. Procédé de traitement de réseau destiné à être uti-
lisé dans un système de génération de son compre-
nant une pluralité de dispositifs processeurs connec-
tés entre eux par l’intermédiaire d’un réseau, chacun
de ladite pluralité de dispositifs processeurs étant
mis au point pour mettre en oeuvre une ou plusieurs
fonctions liées à une génération de son, ledit systè-
me de génération de son interconnectant les fonc-
tions liées à une génération de son devant être mises
en oeuvre par les dispositifs processeurs, pour ainsi
permettre de construire un système pour générer un

son par une combinaison des fonctions liées à une
génération de son, chacun de ladite pluralité de dis-
positifs processeurs comprenant : une table de dis-
positif qui, pour chacun des dispositifs processeurs
connectés entre eux par l’intermédiaire du réseau,
enregistre dans celle-ci des informations indicatives
d’une ou plusieurs fonctions liées à une génération
de son devant être mises en oeuvre par le dispositif
processeur ; et une table de connexion qui, pour cha-
cun des types de fonctions liées à une génération
de son, stocke dans celle-ci des informations indi-
catives d’un autre type de fonction apte à être con-
nectée à la fonction liée à une génération de son,
ledit procédé de traitement de réseau comprenant :

- une première étape de sélection consistant à,
en réponse à une opération d’utilisateur, choisir,
comme source de connexion ou destination de
connexion, n’importe laquelle parmi la ou les
fonctions liées à une génération de son devant
être mises en oeuvre par un dispositif proces-
seur prédéterminé parmi lesdits dispositifs
processeurs ;
- une étape d’affichage consistant à identifier,
en fonction d’un type de la fonction liée à une
génération de son choisie comme source de
connexion ou destination de connexion par la-
dite première étape de sélection, un type de
fonction liée à une génération de son apte à être
connectée à la fonction liée à une génération de
son choisie et en référence à ladite table de con-
nexion, détecter, en référence à ladite table de
dispositif, une ou plusieurs fonctions liées à une
génération de son, détenues par n’importe le-
quel desdits dispositifs processeurs connectés
entre eux par l’intermédiaire du réseau, qui cor-
respondent au type identifié de fonction liée à
une génération de son et afficher la ou les fonc-
tions liées à une génération de son détectées à
l’utilisateur ;
- une seconde étape de sélection consistant à,
en réponse à une opération d’utilisateur, choisir,
comme destination de connexion ou source de
connexion, n’importe laquelle parmi la ou les
fonctions liées à une génération de son affi-
chées par ladite étape d’affichage ; et
- une étape consistant à établir une connexion
pour une communication de données entre la
fonction liée à une génération de son choisie
comme source de connexion par l’une desdites
première et seconde étapes de sélection et la
fonction liée à une génération de son choisie
comme destination de connexion par une autre
parmi lesdites première et seconde étapes de
sélection.
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