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(54) Travelling robot

(57) A travelling robot (1) includes: a body frame (10)
having a front wheel (20), a rear wheel (30) disposed
behind the front wheel (20) with respect to a travelling
direction of the robot, a rear frame (40) which supports
the rear wheel (30) and is supported by the body frame
(10) to move vertically relative to a plane of the body
frame (10), a driving wheel (50) disposed between the
front wheel (20) and the rear wheel (30), a driving frame
(60) which supports the driving wheel (50) and is coupled
to the body frame (10) by a hinge (62) whose axis is
parallel to an axis of the driving wheel (50), and a linkage
member (70) coupled to the driving frame (60) to be con-
tacted with or separated from the rear frame (40) as the
driving frame (68) is rotated relative to the body frame
(10).
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Description

[0001] The present invention relates to a transporta-
tion mechanism for a mobile robot, comprising a main
body and at least one front wheel.
[0002] Robots are commonly used to perform danger-
ous, repetitive, precise, large-scale or high-volume work
in place of a human being in fields such as industry, mil-
itary and in the home. Such robots are often required to
move between different areas to perform predetermined
operations, and so a travelling/transportation mechanism
is necessary for such robots. Thus, research and devel-
opments in technology in travelling/transport mecha-
nisms have been undertaken/made which allow a robot
to travel smoothly while keeping its balance when trav-
elling on an uneven surface, such as a travelling surface
with steps.
[0003] Figures 1A to 1C are schematic views illustrat-
ing travelling states of a known conventional travelling
robot 101 having a housing 110, a rear wheel 130 and a
driving part 120 to travel on a travel surface S. The hous-
ing 110 is provided with a function part (not illustrated)
for performing a predetermined function. The rear wheel
130 is fixedly supported to a rear side of the housing 110
relative to a travelling direction ’d’. The rear wheel 130
rotates idly and serves to support the housing 110 on the
surface S.
[0004] The driving part 120 has a frame 122, a driving
wheel 124 and a front wheel 126. The frame 122 is ro-
tatably coupled to the housing 110 by a hinge 112. A
driving wheel 124 is disposed on the right and left sides
of the frame 122 respectively. The driving wheel 124 re-
ceives driving power from a driving motor 124a and al-
lows the housing 110 to travel in the travelling direction
d. The front wheel 126 is supported at a front side of the
housing 110, in front of the driving wheel 124 with respect
to the travelling direction ’d’ of the frame 122. The single
front wheel 126 rotates idly to support the housing 110
on the travel surface S. The frame 122 is rotated on the
housing 110 by the hinge 112, thus the driving wheel 124
and the front wheel 126 are integrally rotated together
with the frame 122. A travelling robot 101 such as that
described above is disclosed in US Patent No. 5350033.
[0005] However, when such a robot 101 is not always
capable of smoothly negotiating an obstacle 0, such as
a step, its travelling performance may be deteriorated.
As illustrated in Figure 1A, as the travelling robot 101
mounts the obstacle 0, the front wheel 126 is first lifted
onto the obstacle 0. As this happens, the frame 122 is
rotated about the hinge 112 in direction ’a’ so that the
housing 112 maintains its balance.
[0006] As illustrated in Figure 1B, when the travelling
robot 101 further travels in the direction ’d’, the driving
wheel 124 then climbs up the obstacle 0, resulting in the
centre of gravity of the travelling robot 101 shifting back-
ward and being disposed over the rear wheel 130. This
may result in the driving wheel 124 not receiving sufficient
traction force to drive the robot 101 forward and the ro-

tating driving wheel 124 slipping on the obstacle 0.
[0007] Referring to Figure 1C, if the travelling robot
101 is able to continue to travel in the travelling direction
’d’, as the driving wheel 124 passes and drops down from
the obstacle 0 and the rear wheel 130 is positioned onto
the obstacle 0, the centre of gravity of the travelling robot
101 rapidly shifts forwards. This may cause the front
wheel 126 to abruptly contact the travelling surface S,
and cause the housing 112 to sway.
[0008] The above problems regarding the travelling
performance of such known travelling robots 101 may
become even worse when the height of the obstacles 0
to be negotiated by right and left driving wheels 124 re-
spectively, are different from each other. That is, since
the single front wheel 126 and a pair of driving wheels
124 are supported by and integrally linked with the frame
122, the travelling robot 101 may not be capable of deal-
ing with the height difference between the obstacles 0
and thus the slipping of the driving wheel 124 and the
swaying of the housing 110 may be further exaggerated.
[0009] It is therefore an object of the present invention
to provide a travelling robot and travelling mechanism for
such a robot, which substantially alleviates or overcomes
the problems mentioned above.
[0010] Accordingly, the present invention character-
ised by at least one rear wheel assembly moveably
mounted to the main body and comprising a rear frame
having a rear wheel mounted to one end of the rear frame,
at least one drive wheel assembly pivotably mounted to
the main body between the front wheel and the rear wheel
assembly and comprising a drive wheel and a drive
frame, wherein the rear wheel assembly and the drive
wheel assembly are coupled by a linkage member such
that movement of the rear wheel assembly can cause
movement of the drive wheel assembly and vice versa
[0011] In a preferred embodiment, a first end of the
linkage member is secured to the drive frame and the
opposite end of the linkage member is detached from,
but disposed proximate to, an end portion of the rear
frame to be pushed by the rear frame during movement
of the rear wheel assembly.
[0012] Preferably, the linkage member is secured
proximate to a first end of the drive frame and the drive
wheel is mounted proximate to the opposite end of the
drive frame, the drive frame being pivotably mounted to
the main body intermediate its ends.
[0013] Preferably, the rear assembly is slidably mount-
ed to the main body to, in use, slide in a substantially
vertical plane.
[0014] In a preferred embodiment, the end of the rear
frame remote from the rear wheel includes a cam and
said opposite end of the linkage member comprises a
cam follower.
[0015] Preferably, the rear wheel assembly includes a
biasing means to, in use, bias the rear wheel upwardly
towards an underside of the main body.
[0016] Conveniently, the drive assembly includes a bi-
asing means to, in use, bias the drive wheel downwardly
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from an underside of the main body.
[0017] The present invention also provides a travelling
robot comprising a body frame having a front wheel, a
rear wheel disposed behind the front wheel with respect
to a travelling direction of the robot, a rear frame which
supports the rear wheel and is supported by the body
frame to move vertically relative to a plane of the body
frame, a driving wheel disposed between the front wheel
and the rear wheel, a driving frame which supports the
driving wheel and is coupled to the body frame by a hinge
whose axis is parallel to an axis of the driving wheel, and
a linkage member coupled to the driving frame to be con-
tacted with or separated from the rear frame as the driving
frame is rotated relative to the body frame.
[0018] According to the exemplary embodiment of the
present invention, the hinge is positioned between the
driving wheel and the rear wheel.
[0019] According to the exemplary embodiment of the
present invention, the hinge is positioned within a prede-
termined distance from the centre of gravity of the trav-
elling robot.
[0020] According to the exemplary embodiment of the
present invention, each of the rear wheel, the rear frame,
the driving wheel, the driving frame and the linkage mem-
ber is disposed in pairs, each one of the pair being dis-
posed on opposite sides of the body frame to be operated
independently with respect to the other.
[0021] According to the exemplary embodiment of the
present invention, the travelling robot further comprises:
a rear pressing member provided between the body
frame and the rear frame to press the rear frame upwardly
relative to the body frame.
[0022] According to the exemplary embodiment of the
present invention, the travelling robot further comprises
a guide provided between the body frame and the rear
frame and extends in a direction perpendicular to the axis
of the driving wheel to guide the rear frame to allow the
rear frame to move vertically relative to the plane of the
body frame.
[0023] According to the exemplary embodiment of the
present invention, the rear frame comprises a sliding part
to be in sliding contact with the linkage member. Accord-
ing to the exemplary embodiment of the present inven-
tion, the travelling robot further comprises: a drive press-
ing member provided between the body frame and the
driving frame to press the driving frame to rotate so that
the driving wheel can move downwardly relative to the
body frame.
[0024] The present invention also provides a travelling
robot comprising a body frame having a front wheel and
at least one stopper and at least one driving assembly
disposed between the front wheel and the at least one
stopper, the at least one driving assembly comprising a
drive wheel to drive the robot to travel, a drive frame
connected at a first end to the drive wheel and having a
hinge disposed at a middle portion thereof to connect to
the body frame to enable the drive frame to pivot with
respect to the body frame such that a second end thereof

and the drive wheel pivot with the drive frame, a rear
frame body that extends through the corresponding at
least one stopper and is connected at a first end to a rear
wheel and has a sliding part connected at a second end
thereof wider than the rear frame body to be stopped by
the corresponding stopper, and a linkage member con-
nected at one end to the second end of the drive frame
to pivot with the drive frame and including another end
that contacts the sliding part of the rear frame body to
move the rear wheel in a substantially perpendicular di-
rection with respect to the body frame such that when
the drive frame pivots by a predetermined amount, the
drive wheel and the rear wheel move in the direction sub-
stantially perpendicular with respect to the body frame.
[0025] According to the exemplary embodiment of the
present invention, the stopper may include a guide re-
cess extending through the frame body, and the rear
frame body may comprise: a guide projection which ex-
tends along a length thereof along the guide recess, and
a rear pressing member which extends along an outer
portion of the rear frame body between the stopper and
the sliding part of the rear frame body to bias the rear
frame body in an upward direction such that the rear
pressing member provides a reaction force to a force
provided by the linkage member when the linkage mem-
ber contacts the sliding part to move the rear wheel.
[0026] According to the exemplary embodiment of the
present invention, the travelling robot may further com-
prise a drive pressing member disposed between the
body frame and the driving member to press the driving
member to rotate to lower the drive wheel relative to the
body frame.
[0027] According to the exemplary embodiment of the
present invention, the drive pressing member may com-
prise a first end supported by the body frame, a second
end supported by the drive frame and an elastic member
which biases the one end away from the second end.
[0028] The present invention also provides a travelling
robot comprising a body frame having a front wheel, a
pair of rear wheel assemblies, and a drive wheel assem-
bly disposed between the front wheel and each of the
rear wheel assemblies, the rear wheels being movable
in a direction substantially perpendicular to a direction in
which the robot travels; and a pair of drive frame assem-
blies each pivotally connected to the body frame and to
a respective one of the drive wheel assemblies to provide
movement of the respective drive wheel assembly in the
direction substantially perpendicular to the direction in
which the robot travels, each drive frame assembly in-
cluding a linking member extending therefrom to contact
the respective rear wheel assembly to link movement of
the drive wheel assembly with movement of the respec-
tive rear wheel assembly.
[0029] According to the exemplary embodiment of the
present invention, the rear wheel assemblies may com-
prise a rear frame extending through the body frame and
connected at one end to a rear wheel and having another
end with a sliding shape and a pressing member to apply
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a force to the rear frame upward in the direction substan-
tially perpendicular to the direction in which the robot trav-
els.
[0030] Preferred embodiments of the present inven-
tion will now be described, by way of example only, with
reference to the accompanying drawings, in which:

Figures 1A to 1C are schematic views illustrating
travelling stages of a conventional travelling robot;
Figure 2 is a perspective view of a travelling robot
according to an embodiment of the present inven-
tion;
Figure 3 is a side view of the travelling robot in Figure
2;
Figure 4 is a perspective view of a main part of the
travelling robot in Figure 2;
Figures 5A to 5C are side views illustrating the trav-
elling stages of the travelling robot in Figure 2; and
Figures 6A and 6B are views illustrating other trav-
elling stages of the travelling robot in Figure 2.

[0031] Referring to Figures 2 to 4, a travelling robot 1
comprises a body frame 10, a front wheel 20, a rear wheel
30, a rear frame 40, a driving wheel 50, a driving frame
60 and a linkage member 70. The body frame 10 is pro-
vided with a function performing part (not illustrated) to
perform predetermined functions. The travelling robot 1
may be a cleaning robot in which the body frame 10 is
equipped with a cleaning part (not illustrated) to clean a
travelling surface, a display robot having the body frame
10 which is equipped with a display part (not illustrated)
to display information, or a robot to perform any other
function.
[0032] The front wheel 20 is supported on a front side
of the body frame 10 with respect to a travelling direction
’d’ of the robot in use and supports the body frame 10 on
the surface being travelled. Though the front wheel 20 is
illustrated in Figure 2 as being a single front wheel 20,
alternatively a plurality of front wheels 20 may be dis-
posed to be arranged in a direction perpendicular to the
travelling direction "d." The front wheel 20 may also have
a steering function. Further, although the front wheel 20
is illustrated to be supported by the body frame 10 to be
rotated idly, it may alternatively be driven by a driving
motor.
[0033] The rear wheel 30 is disposed on the rear side
of the body frame 10 on the opposite side thereof to the
front wheel 20. The rear wheel 30 is supported by the
rear frame 40 and rotates idly. In an alternative embod-
iment however, the rear wheel 30 may be driven by a
driving motor.
[0034] The rear frame 40 supports the rear wheel 30,
and is supported by the body frame 10 so as to slide
vertically relative to the body frame 10 (or with respect
to the direction in which the robot travels). As the rear
frame 40 slides vertically relative to the body frame 10,
the rear wheel 30 also slides vertically relative to the body
frame 10. The rear frame 40 has a first stopper 46 to

prevent the rear frame 40 from sliding downwardly be-
yond a predetermined position, so as not to become sep-
arated from the body frame 10. Also, the rear frame 40
may have a second stopper (not illustrated) to prevent
the rear wheel 30 from sliding upwardly beyond a contact
position where the rear wheel 30 projects from the body
frame 10 to be in contact with the surface being travelled
across. According to another embodiment of the present
invention, the rear frame 40 may further include a rear
biasing member 80 to bias the rear frame 40 upward by
an elastic force.
[0035] The driving wheel 50 is disposed between the
front wheel 20 and the rear wheel 30 and is operable to
cause the travelling robot 1 to travel forwards in the trav-
elling direction ’d’. However, the driving wheel 50 may
also cause the travelling robot 1 to travel backwards in
an opposite direction of the travelling direction ’d’. The
driving wheel 50 receives a driving force from a driving
motor 52 and power transmitting unit (not illustrated) is
disposed between the driving wheel 50 and the driving
motor 52 to transmit the driving force.
[0036] The driving frame 60 supports the driving wheel
50 and is coupled to the body frame 10 by a hinge 62
extending in a parallel direction to an axis of the driving
wheel 50. As the driving frame 60 is rotated about the
hinge 62 relative to the body frame 10, the driving wheel
50 is also rotated around the hinge 62 so as to move
vertically relative to the body frame 10.
[0037] The hinge 62 is disposed between the driving
wheel 50 and the rear wheel 30 and connects the driving
frame 60 with the body frame 10. (See Figure 3). If the
weight of the travelling robot 1 is applied directly down-
wards to the hinge 62 when the travelling robot 1 is po-
sitioned horizontally on the surface being travelled
across, the driving frame 60 is biased to rotate in a di-
rection ’a’ to force the linkage member 70 to press down-
wards on the rear frame 40. Therefore, when the travel-
ling robot travels, the linkage member 70 contacts the
rear frame 40, so that the rotation of the driving frame 60
vertically biases the rear frame 40 to slide downwards
relative to the body frame 10.
[0038] The linkage member 70 is connected to the driv-
ing frame 60 to be contacted with or separated from the
rear frame 40 as the driving frame 60 is rotated relative
to the body frame 10. The linkage member 70 is joined
to the driving frame 60 to integrally move with the driving
frame 60, so that the linkage member 70 is rotated about
the hinge 62 when the driving frame 60 is rotated about
the hinge 62. However, the linkage member 70 can be
in contact with or spaced from the rear frame 40, accord-
ing to the rotating position of the driving frame 60.
[0039] When the linkage member 70 is in contact with
the rear frame 40, the linkage member 70 presses the
rear frame 40 to slide downwardly relative to the body
frame 10. Therefore, the linkage member 70 links the
rotation of the driving frame 60 with the vertical sliding of
the rear frame 40 so that the driving wheel 50 and the
rear wheel 30 are linked to each other to move vertically
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relative to the plane of the body frame 10. If the driving
wheel 50 moves upwardly relative to the body frame 10,
the driving frame 60 is rotated about the hinge 62 in the
direction "a" and the linkage member 70 contacts the rear
frame 40, thereby pressing the rear frame 40 downwards
to lower the position of the rear wheel 30 relative to the
body frame 10. In contrast, if the rear wheel 30 moves
upwardly relative to the body frame 10, the rear frame
40 presses the linkage member 70 to rotate the driving
frame 60 about hinge 62 in a direction "b," thereby low-
ering the position of the driving wheel 50 relative to the
body frame 10. When the linkage member 70 is separat-
ed from the rear frame 40, the rear frame 40 slides ver-
tically relative to the body frame 10 without the restriction
caused by the rotation of the driving frame 60. In this
case, the driving wheel 50 and the rear wheel 30 can
independently move relative to the body frame 10.
[0040] Although the linkage member 70 is joined to the
driving frame 60 to integrally move with the driving frame
60, according to another embodiment of the present in-
vention, the linkage member 70 may be connected to the
driving frame 60 so as to be disposed to be contacted to
or separated from the rear frame 40 according to the
rotating position of the driving frame 60.
[0041] The hinge 62 can be positioned within a prede-
termined distance from the centre of gravity of the trav-
elling robot 1. That is, the hinge 62 which joins the driving
frame 60 with the body frame 10 can be positioned at the
centre of gravity or in an area adjacent to the centre of
gravity. Therefore, when the driving frame 60 is rotated
relative to the body frame 10 as a result of the travelling
robot 1 travelling on an uneven surface, the shift of the
centre of gravity of the travelling robot 1 can be mini-
mized, thereby maintaining a traction force of the driving
wheel 50 with respect to the surface being travelled on,
thus preventing swaying of the body frame 10 and im-
proving the travelling performance of the travelling robot
1.
[0042] The rear wheel 30, the rear frame 40, the driving
wheel 50, the driving frame 60 and the linkage member
70 may be provided in pairs disposed on either side of
the body frame 10 to operate independently on each side.
In this case, the pair of driving wheels 50 are driven by
respective driving motors 52 which are driven independ-
ently of each other. The pair of rear wheels 30, the pair
of rear frames 40, the pair of frames 60 and the pair of
linkage members 70 also operate and are driven inde-
pendently of each other. Therefore, when travelling on a
surface which is uneven with respect to each side of the
robot, each respective driving wheel 50 can adapt to the
respective surface independently of the other.
[0043] The pair of rear wheels 30 are positioned be-
tween the pair of driving wheels 50 with respect to the
front-rear-centre line of the robot, in other words, the dis-
tance between the pair of rear wheels 30 is smaller than
the distance between the pair of driving wheels 50. Ac-
cordingly, when the travelling robot 1 travels on a travel-
ling surface which is formed with a step having a width

narrower than the distance between the pair of driving
wheels 50, the pair of rear wheels 30 contact the step to
support the body frame 10 (see Figures 6A and 6B). In
an alternative embodiment of the present invention how-
ever, the rear wheels 30 may be disposed in a line with
the driving wheels 50 and further alternatively, the rear
wheels 30 may be disposed such that the distance be-
tween the rear wheels 30 is larger than the distance be-
tween the driving wheels 50. Also, in yet another embod-
iment of the present invention, three or more groups of
the rear wheel 30, the rear frame 40, the driving wheel
50, the driving frame 60, and the linkage member 70 may
be disposed on the body frame 10.
[0044] The travelling robot 1 has a guide 42 (see Figure
3) which is provided between the body frame 10 and the
rear frame 40 and extends in a direction p perpendicular
to the axis of the driving wheels 50 to guide the rear frame
40 so that the rear frame 40 slides in the direction p,
which is also perpendicular to the plane of the body frame
10. The guide 42 has a guide projection 42a which ex-
tends in the direction p on the rear frame 40 and a guide
recess 42b which is formed on the body frame 10 to guide
the guide projection 42a. As the guide projection 42a
slides along the guide recess 42b, the rear frame 40
slides in the direction p relative to the body frame 10.
According to another embodiment of the present inven-
tion, the guide projection 42a may be formed on the body
frame 10 and the guide recess 42b may be formed on
the rear frame 40.
[0045] The rear frame 40 being supported to slide ver-
tically relative to the body frame 10 is achieved by a sim-
ple structure, and so the travelling robot 1 can be easily
and cheaply manufactured. In an alternative embodiment
of the present invention, the rear frame 40 may be sup-
ported to slide not in the direction p, but in a decline di-
rection, in a circumferential direction around the hinge
62 or in any other curved direction relative to the body
frame 10.
[0046] The rear frame 40 has a sliding part 44 which
slidably contacts the linkage member 70. The linkage
member 70 extends from the driving frame 60 to contact
an end of the rear frame 40, and the sliding part 44 has
a curved sliding surface 45 which is formed on the end
of the rear frame 40. Alternatively however, the present
invention may include the linkage member 70 extending
to contact any other portion except for the end of the rear
frame 40 and the sliding part 44 may be disposed on a
part which is contacted by the linkage member 70.
[0047] The sliding part 44 allows the linkage member
70 to smoothly slide relative to the rear frame 40, so that
the rear frame 40 and the driving frame 60 can easily
move vertically and be rotated respectively without being
restricted by the movement between each other when
the rear frame 40 and the driving frame 60 move in dif-
ferent directions. The sliding part 44 allows the rear frame
40 to slide in the direction p irrespective of the rotating
direction of the driving frame 60. According to another
embodiment of the present invention, the sliding part 44
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may be omitted, and the linkage member 70 may be di-
rectly contacted with a surface of the rear frame 40.
[0048] The travelling robot 1 has a rear biasing mem-
ber 80 which is provided between the body frame 10 and
the rear frame 40 to bias the rear frame 40 upwardly
relative to the body frame 10. The rear biasing member
80 has one end which is supported by the body frame 10
and another end which is supported by the rear frame 40
to lift the rear frame 40 relative to the body frame 10 by
an elastic force. Thus, when an external force is not ap-
plied to the rear frame 40, the rear frame 40 is prevented
from descending and projecting from the underside of
the body frame 10. The rear biasing member 80 may be
a coil spring, a plate spring or any other spring.
[0049] The travelling robot 1 has a drive biasing mem-
ber 90 (see, for example, Figures 3 and 4) which is pro-
vided between the body frame 10 and the driving frame
60 to rotatably bias the driving frame 60 and thereby lower
the driving wheel 50 relative to the body frame 10. The
drive biasing member 90 has one end which is supported
by the body frame 10 and another end which is supported
by the driving frame 60 at an opposite side of the driving
frame 60 from which the hinge 62 is disposed. Thus, the
axis of the driving wheel 50 is interposed between the
point at which the drive biasing member 90 is supported
by the driving frame 60 and the hinge 62. The drive bi-
asing member 90 rotatably biases the driving frame 60
in a direction ’b’ to lower the driving wheel 50 relative to
the body frame 10, and thereby increases a traction force
of the driving wheel 50 against the surface being travelled
on and prevents the driving wheel 50 from sliding on the
that surface.
[0050] Hereinafter, an operation of the travelling robot
according to an embodiment of the present invention will
be described with reference to Figures 5A to 6B.
[0051] Referring to Figures 5A to 5C, the travelling ro-
bot 1, is shown travelling on an uneven surface which
has a stepped part along the driving direction ’d’. Refer-
ring to Figure 5A, as the front wheel 20 climbs up the
stepped surface 0, the weight of the travelling robot 1 is
concentrated on the rear wheel 30, so that the rear frame
40 slides upwardly relative to the body frame 10 (see
arrow "A"). As this happens, the rear frame 40 presses
the linkage member 70 and the linkage member 70 ro-
tates the driving frame 60 around the hinge 62 to lower
the driving wheel 50 relative to the body frame 10 (see
arrow "B"). Therefore, the driving wheel 50 can maintain
enough traction force against the surface S being trav-
elled on to drive the travelling robot 1 without difficulty.
[0052] Referring to Figure 5B, when the travelling robot
1 further travels and then the driving wheel 50 climbs up
the stepped surface 0, the weight of the travelling robot
1 is concentrated on the driving wheel 50, so that the
driving wheel 50 moves upwardly relative to the body
frame 10, and the driving frame 60 is rotated around the
hinge 62 so that the linkage member 70 can press the
rear frame 40 (see arrow "C"). The linkage member 70
lowers the rear frame 40 relative to the body frame 10

(see arrow "D"), so that the rear wheel 30 contacts the
surface S being travelled on which is lower than the
stepped surface 0. Therefore, the driving wheel 50 can
maintain enough traction force and the rear wheel 30 is
supported on the surface S, thereby preventing the body
frame 10 from coming into contact with the surface S
being travelled on.
[0053] Referring now to Figure 5C, as the travelling
robot 1 continues to travel, the driving wheel 50 descends
from the step to reach the surface S and then the rear
wheel 30 is positioned on the step O. At this moment,
the weight of the travelling robot 1 is then concentrated
on the rear wheel 30. The rear wheel 30 then moves
upwardly relative to the body frame 10 (see arrow "A")
and the linkage member 70 is pressed by the rear frame
40, causing the driving frame 60 to be rotated (see arrow
"B") so that the driving wheel 50 moves downwardly rel-
ative to the body frame 10. Therefore, the driving wheel
50 contacts the travelling surface 0 which is lower than
the stepped surface 0 to ensure the proper traction force
to drive the travelling robot 1.
[0054] As described above, when the travelling robot
1 travels on the surface S which includes the stepped
surface 0, as the position on which the weight of the trav-
elling robot 1 is concentrated is changed, the linkage
member 70 links the rotation of the driving frame 60 with
the vertical sliding of the rear frame 40. As a result, it is
ensured that the driving wheel 50 has enough traction
force and the body frame 10 is prevented from contacting
the stepped surface 0.
[0055] Referring now to Figures 6A to 6B, the travelling
robot 1 is shown travelling on a surface S which is formed
with a stepped surface 0 whose width is narrower than
the distance between the driving wheels 50. While the
driving wheels 50 contact the surface S, the rear wheels
30 contact the stepped surface 0. The weight of the trav-
elling robot 1 is then concentrated on the rear wheels 30,
so that the rear frame 40 slides upwardly relative to the
body frame 10 (see arrow "A"’). Since the surface S which
the driving wheels 50 are in contact with is lower than
the stepped surface 0 which the rear wheels 30 are in
contact with, the driving wheels 50 further move down-
wardly relative to the body frame 10 as compared to the
situation shown in Figures 5A to 5C or that of the robot
1 travelling on any other ordinary surface. Therefore, the
driving frame 60 is rotated to allow the linkage member
70 to be separated from the rear frame 40 (see arrow
"B’").
[0056] The driving frame 60 and the rear frame 40 can
move independently with respect to each other. Although
the driving frame 60 can be rotated through a consider-
able rotating angle, the rear frame 40 may not slide up-
wardly more than a predetermined position and the rear
frame 40 is not secured to the driving frame 60. Thus,
the rear wheel 30 reaches a position where it projects by
a minimum distance from the underside of the body frame
10, in order to prevent the body frame 10 from contacting
the stepped surface 0.

9 10 



EP 1 806 210 A2

7

5

10

15

20

25

30

35

40

45

50

55

[0057] Further, since the driving frame 60 and the rear
frame 40 are not attached to each other, the driving frame
60 is not restricted by the limited position of the rear frame
40 and so may rotate around the hinge 62. Therefore,
the driving wheel 50 may move downwardly relative to
the body frame 10 enough to contact the travelling sur-
face S, so that it can ensure enough traction force.
[0058] Although a few embodiments of the present in-
vention have been shown and described, it will be ap-
preciated by those skilled in the art that changes may be
made to these embodiments without departing from the
principles of the invention, the scope of which is defined
in the appended claims hereafter.

Claims

1. A transportation mechanism for a mobile robot, com-
prising:

a main body; and
at least one front wheel; characterised by
at least one rear wheel assembly moveably
mounted to the main body and comprising a rear
frame having a rear wheel mounted to one end
of the rear frame;
at least one drive wheel assembly pivotably
mounted to the main body between the front
wheel and the rear wheel assembly and com-
prising a drive wheel and a drive frame;

wherein the rear wheel assembly and the drive wheel
assembly are coupled by a linkage member such
that movement of the rear wheel assembly can
cause movement of the drive wheel assembly and
vice versa.

2. A transportation mechanism for a mobile robot ac-
cording to claim 1 wherein a first end of the linkage
member is secured to the drive frame and the oppo-
site end of the linkage member is detached from, but
disposed proximate to, an end portion of the rear
frame to be pushed by the rear frame during move-
ment of the rear wheel assembly.

3. A transportation mechanism for a mobile robot ac-
cording to claim 2 wherein the linkage member is
secured proximate to a first end of the drive frame
and the drive wheel is mounted proximate to the op-
posite end of the drive frame, the drive frame being
pivotably mounted to the main body intermediate its
ends.

4. A transportation mechanism for a mobile robot ac-
cording to claim 2 or claim 3 wherein the rear as-
sembly is slidably mounted to the main body to, in
use, slide in a substantially vertical plane.

5. A transportation mechanism for a mobile robot ac-
cording to claim 3 or claim 4 wherein the end of the
rear frame remote from the rear wheel includes a
cam and said opposite end of the linkage member
comprises a cam follower.

6. A transportation mechanism for a mobile robot ac-
cording to any of claims 1 - 5 wherein the rear wheel
assembly includes a biasing means to, in use, bias
the rear wheel upwardly towards an underside of the
main body.

7. A transportation mechanism for a mobile robot ac-
cording to any of claims 1 - 6 wherein the drive as-
sembly includes a biasing means to, in use, bias the
drive wheel downwardly from an underside of the
main body.

8. A travelling robot comprising:

a body frame having a front wheel;
a rear wheel disposed behind the front wheel
with respect to a travelling direction of the robot;
a rear frame which supports the rear wheel and
is supported by the body frame to move vertically
relative to a plane of the body frame;
a driving wheel disposed between the front
wheel and the rear wheel;
a driving frame which supports the driving wheel
and is coupled to the body frame by a hinge
whose axis is parallel to an axis of the driving
wheel; and
a linkage member coupled to the driving frame
to be contacted with or separated from the rear
frame as the driving frame is rotated relative to
the body frame.

9. The travelling robot according to claim 8, wherein
the hinge is positioned between the driving wheel
and the rear wheel.

10. The travelling robot according to claim 8, wherein
the hinge is positioned within a predetermined dis-
tance from the centre of gravity of the travelling robot.

11. The travelling robot according to claim 8, wherein
each of the rear wheel, the rear frame, the driving
wheel, the driving frame and the linkage member is
disposed in pairs, each one of the pair being dis-
posed on opposite sides of the body frame to be
operated independently with respect to the other.

12. The travelling robot according to claim 8, further
comprising:

a rear pressing member provided between the
body frame and the rear frame to press the rear
frame upwardly relative to the body frame.
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13. The travelling robot according to any one of claims
8 through 12, further comprising:

a guide provided between the body frame and
the rear frame and extends in a direction per-
pendicular to the axis of the driving wheel to
guide the rear frame to allow the rear frame to
move vertically relative to the plane of the body
frame.

14. The travelling robot according to claim 13, wherein
the rear frame comprises a sliding part to be in sliding
contact with the linkage member.

15. The travelling robot according to claim 13, further
comprising:

a drive pressing member provided between the
body frame and the driving frame to press the
driving frame to rotate so that the driving wheel
can move downwardly relative to the body
frame.

16. A travelling robot comprising:

a body frame having a front wheel and at least
one stopper; and
at least one driving assembly disposed between
the front wheel and the at least one stopper, the
at least one driving assembly comprising:

a drive wheel to drive the robot to travel,
a drive frame connected at a first end to the
drive wheel and having a hinge disposed at
a middle portion thereof to connect to the
body frame to enable the drive frame to pivot
with respect to the body frame such that a
second end thereof and the drive wheel piv-
ot with the drive frame,
a rear frame body that extends through the
corresponding at least one stopper and is
connected at a first end to a rear wheel and
has a sliding part connected at a second
end thereof wider than the rear frame body
to be stopped by the corresponding stopper,
and
a linkage member connected at one end to
the second end of the drive frame to pivot
with the drive frame and including another
end that contacts the sliding part of the rear
frame body to move the rear wheel in a sub-
stantially perpendicular direction with re-
spect to the body frame such that when the
drive frame pivots by a predetermined
amount, the drive wheel and the rear wheel
move in the direction substantially perpen-
dicular with respect to the body frame.

17. The travelling robot according to claim 16, wherein
the stopper includes a guide recess extending
through the frame body, and
the rear frame body comprises:

a guide projection which extends along a length
thereof along the guide recess, and
a rear pressing member which extends along an
outer portion of the rear frame body between the
stopper and the sliding part of the rear frame
body to bias the rear frame body in an upward
direction such that the rear pressing member
provides a reaction force to a force provided by
the linkage member when the linkage member
contacts the sliding part to move the rear wheel.

18. The travelling robot according to claim 17, further
comprising:

a drive pressing member disposed between the
body frame and the driving member to press the
driving member to rotate to lower the drive wheel
relative to the body frame.

19. The travelling robot according to claim 18, wherein
the drive pressing member comprises a first end sup-
ported by the body frame, a second end supported
by the drive frame and an elastic member which bi-
ases the one end away from the second end.

20. The travelling robot as claimed in any one of claims
16 through 19, wherein the at least one stopper com-
prises a first stopper disposed at one side of the rear
portion of the frame body and a second stopper dis-
posed at another side of the rear portion of the frame
body, and
the at least one drive assembly comprises first and
second drive assemblies to correspond with the first
and second stoppers, respectively.

21. A travelling robot comprising:

a body frame having a front wheel, a pair of rear
wheel assemblies, and a drive wheel assembly
disposed between the front wheel and each of
the rear wheel assemblies, the rear wheels be-
ing movable in a direction substantially perpen-
dicular to a direction in which the robot travels;
and
a pair of drive frame assemblies each pivotally
connected to the body frame and to a respective
one of the drive wheel assemblies to provide
movement of the respective drive wheel assem-
bly in the direction substantially perpendicular
to the direction in which the robot travels, each
drive frame assembly including a linking mem-
ber extending therefrom to contact the respec-
tive rear wheel assembly to link movement of
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the drive wheel assembly with movement of the
respective rear wheel assembly.

22. The travelling robot according to claim 21, wherein
the rear wheel assemblies comprise:

a rear frame extending through the body frame
and connected at one end to a rear wheel and
having another end with a sliding shape; and
a pressing member to apply a force to the rear
frame upward in the direction substantially per-
pendicular to the direction in which the robot
travels.
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