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Description 

The  present  invention  relates  to  geophysical  seismic  exploration  wherein  an  acoustic  source  is 
deployed  in  a  wellbore.  More  particularly,  it  relates  to  processing  of  signals  resulting  from  such  an  acoustic 

5  source. 
The  use  of  an  energy  source  positioned  within  a  wellbore  to  generate  a  seismic  signal  for  vertical 

seismic  profiling  is  known.  Use  of  the  acoustic  signal  generated  by  rotation  of  the  drill  bit  has  also  been 
proposed.  In  such  method,  a  reference  sensor  is  positioned  on  the  drilling  rig.  Seismic  vibrations  from  the 
drill  bit  are  mechanically  transmitted  through  the  drill  collars  and  through  the  drill  pipe  to  the  top  of  the  kelly 

io  and  into  the  swivel.  A  reference  signal  recorded  on  the  rig  at  the  top  of  the  drill  string  corresponds  to  the  bit 
generated  signal  modified  by  the  transfer  function  between  the  bit  and  the  reference  sensor.  The  signal 
detected  by  the  reference  sensor  is  cross-correlated  with  the  signals  detected  by  field  sensors  to  determine 
the  travel  times  of  signals  transmitted  through  the  earth  and  reflected  from  subsurface  interfaces.  One 
example  of  such  a  system  is  described  in  FR-A-2564980. 

75  It  is  known  to  flatten  the  source  spectrum  and,  hence,  the  cross-correlation  function  spectrum,  by 
deriving  a  filter  based  on  the  reference  signal  and  convolving  that  filter  response  with  the  cross-correlation 
of  the  reference  and  field  signals  or  with  the  reference  signal  prior  to  cross-correlation.  Reference 
deconvolution  causes  the  resulting  wavelet  to  be  sharper,  which  improves  spatial  and  temporal  resolution.  It 
is  also  known  that  reference  deconvolution  attenuates  multipath  signals,  which  may  be  referred  to  as  drill 

20  string  multiples,  in  the  reference  signal.  Drill  string  multiples  are  signals  which  have  been  reflected  from 
locations  in  the  drill  string  and,  therefore,  have  traveled  along  at  least  a  portion  of  the  drill  string  a  multiple 
number  of  times.  However,  drill  string  multiples  are  still  present  in  the  field  signals  and,  consequently,  will 
still  be  present  in  the  cross-correlation  function  between  the  field  signal  and  reference  signal.  The  drill  string 
multiples  present  in  the  field  signal  result  primarily  from  signals  reflected  from  the  top  of  the  drill  string 

25  which  then  travel  back  down  the  drill  string  and  propagate  from  the  lower  end  thereof  into  the  earth,  and 
signals  which  are  reflected  downwardly  from  the  interface  between  the  drill  collars  and  drill  pipe  and  are 
then  propagated  into  the  earth.  It  is  known  to  remove  the  long  period  drill  string  multiples  (those  reflected 
from  the  top  of  the  drill  string)  by  utilizing  a  series  of  cross-correlation  functions  between  the  field  and 
reference  signals  at  different  borehole  depths  and  applying  a  multitrace  rejection  filter  around  an  apparent 

30  velocity  equal  to  half  the  velocity  of  propagation  within  the  drill  string.  The  short  period  multiples  (those 
reflected  downwardly  from  the  interface  between  the  drill  pipe  and  drill  collars),  however,  will  still  be  present 
in  the  field  signal. 

According  to  the  present  invention,  there  is  provided  a  method  of  geophysical  exploration  wherein 
energy  is  generated  at  a  lower  end  region  of  a  drill  string  utilized  for  drilling  a  borehole  into  the  earth,  said 

35  energy  is  imparted  into  the  earth  as  seismic  wave  energy  from  said  lower  end  of  said  drill  string  and  is 
imparted  upwardly  as  acoustic  wave  energy  through  the  drill  string,  said  acoustic  wave  energy  is  detected 
substantially  at  the  upper  end  of  or  above  said  drill  string  to  generate  a  pilot  signal  and  said  seismic  wave 
energy  is  detected  at  at  least  one  field  location  substantially  at  the  earth's  surface  to  generate  a  field  signal, 
characterised  by: 

40  utilizing  said  detected  pilot  signal  to  develop  an  operator  for  application  to  said  field  signal  to  reduce 
the  magnitude  in  said  field  signal  of  a  drill  string  multiple  resulting  from  downward  reflection  of  energy  from 
a  first  location  below  the  top  of  said  drill  string  and  imparted  into  the  earth  as  seismic  wave  energy  at  the 
lower  end  of  said  drill  string. 

In  a  preferred  embodiment,  the  signal  is  generated  by  rotation  of  the  drill  bit  and  the  operator  is 
45  developed  for  reducing  drill  string  multiples  resulting  from  reflections  between  the  interface  between  the 

drill  collars  and  drill  pipe  and  the  lower  end  of  the  drill  string. 
GB  2138136  discloses  the  use  of  autocorrelation  on  a  downward  going  wave  to  produce  an  inverse 

operator  which  is  applied  to  reflections  in  order  to  remove  darts  therefrom. 
Similarly,  US  3622966  discusses  an  algorithm  involving  forming  an  operator  to  convolve  with,  and  thus 

50  process,  a  trace. 
However,  no  disclosure  or  suggestion  is  made  in  either  document  of  generating  energy  at  the  lower  end 

of  a  drill  string  and  using  a  pilot  signal  generated  therefrom  to  produce  an  operator  to  reduce  the  effect  on 
a  field  signal  of  downward  reflections  of  energy  from  a  location  below  the  top  of  the  string. 

For  a  better  understanding  of  the  invention  and  to  show  how  the  same  may  be  carried  into  effect, 
55  reference  will  now  be  made,  by  way  of  example,  to  the  accompanying  drawings,  in  which: 

Figure  1  shows  a  drilling  operation  ;  and 
Figure  2  shows  the  travel  paths  of  seismic  signals  generated  by  a  drill  bit  at  the  bottom  of  a  wellbore. 

2 
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Figure  1  shows  a  well  10  being  drilled  in  the  earth  with  a  rotary  drilling  rig  12.  The  drilling  rig  includes 
the  usual  derrick  14,  derrick  floor  16,  draw  works  18,  hook  20,  swivel  22,  kelly  joint  24,  rotary  table  26,  and 
a  drill  string  28  made  up  of  drill  pipe  30  secured  to  the  lower  end  of  the  kelly  joint  24  and  to  the  upper  end 
of  a  section  of  drill  collars  32,  which  carry  a  drill  bit  34.  Drilling  fluid  circulates  from  a  mud  pit  36  through  a 

5  mud  pump  38  and  a  mud  supply  line  41  end  into  the  swivel  22.  The  drilling  mud  flows  down  through  the 
kelly  joint,  drill  string  and  drill  collars,  and  through  nozzles  (not  shown)  in  the  lower  face  of  the  drill  bit.  The 
drilling  mud  flows  back  up  through  an  annular  space  42  between  the  outer  diameter  of  the  drill  string  and 
the  well  bore  to  the  surface,  where  it  is  returned  to  the  mud  pit  through  a  mud  return  line  43. 

A  reference  sensor  7  is  mounted  on  the  upper  portion  of,  or  above  the  drill  string  28.  In  the  particular 
io  preferred  embodiment,  reference  sensor  7  is  mounted  on  swivel  22.  Normally,  a  plurality  of  field  sensors, 

such  as  geophones  8  and  9,  are  located  substantially  at  the  earth's  surface  2  at  suitable  locations.  The 
sensor  7  and  the  geophones  8  and  9  are  connected  by  means  of  conductors  53  to  55,  or  by  telemetering, 
to  an  amplifier  50  connected  to  a  recorder  52.  In  a  preferred  embodiment  sensor  7  may  be  an 
accelerometer. 

is  The  impact  of  the  bit  34  on  the  rock  at  the  bottom  of  the  borehole  10  generates  elastic  waves  which 
propagate  vertically  upward  through  the  drill  string,  and  radially  outward  into  the  earth  formation.  The  drill 
string  path  has  little  attenuation  of  acoustic  energy  by  virtue  of  its  steel  composition  and,  therefore,  the 
signal  received  by  the  sensor  7  is  representative  of  the  vibrations  emitted  by  the  drill  bit  34  into  the  earth 
formation.  Signals  emitted  into  the  earth  will  travel  upwardly  to  the  field  sensors  and  will  also  be  reflected 

20  from  subsurface  interfaces,  such  as  interface  60  beneath  the  drill  bit,  back  to  the  field  sensors.  Normally, 
the  transmission  time  of  seismic  energy  from  the  drill  bit  to  the  field  sensors  is  determined  from  cross- 
correlation  of  the  signal  detected  by  the  sensor  7  with  the  signals  detected  by  the  field  sensors. 

Because  at  least  a  portion  of  the  acoustic  signal  will  be  reflected  from  discontinuities  in  the  drill  string 
and  from  locations  where  there  is  a  change  in  diameter  of  the  drill  string  (primarily  the  interface  between 

25  the  drill  collars  and  drill  pipe),  the  signal  detected  at  the  top  of  the  drill  string  will  include  not  only  the 
primary  signal  emanating  from  the  drill  bit  but  also  drill  string  multiples  resulting  from  reflections  of  the 
primary  signal  from  the  drill  collar  -  drill  pipe  interface  and  the  top  and  bottom  of  the  drill  string.  Acoustic 
energy  resulting  from  such  drill  string  multiples  is  also  emitted  from  the  drill  bit  into  the  earth.  Such 
reflected  energy  travels  to  the  field  sensors  from  the  drill  bit  along  with  the  primary  energy  emitted  by  the 

30  drill  bit. 
Figure  2  illustrates  the  reflections  of  acoustic  energy  from  the  top  and  bottom  of  the  drill  string  28  and 

from  the  interface  62  between  the  drill  collars  32  and  drill  pipe  30.  Figure  2  also  illustrates  possible  travel 
paths  of  seismic  energy  from  the  drill  bit  34  to  a  field  geophone  8. 

The  acoustic  signal  travels  up  from  the  drill  bit  to  the  drill  collar  -  drill  pipe  interface  where  a  portion  of 
35  the  energy  is  reflected  and  a  portion  is  transmitted  and  travels  to  the  top  of  the  drill  string.  When  the 

reflected  portion  reaches  the  bottom  of  the  drill  string,  a  portion  of  the  reflected  energy  emanates  into  the 
earth  and  a  portion  is  reflected  upwardly.  When  the  reflected  energy  again  reaches  the  interface  between 
the  drill  collars  and  drill  pipe,  a  portion  thereof  is  re-reflected,  and  so  on,  so  that  a  short  period  drill  string 
multiple  having  a  period  related  to  the  travel-time  between  the  drill  bit  and  the  drill  collar  -  drill  pipe 

40  interface  emanates  from  the  bottom  of  the  drill  string.  Because  a  portion  of  the  short  period  multiple  is 
transmitted  through  the  drill  collar  -  drill  pipe  interface,  this  short  period  multiple  is  detectable  at  the  top  of 
the  drill  string. 

The  following  equation  represents  in  Z  transform  notation  the  short  period  signal  time  series  emanating 
from  the  lower  end  of  the  drill  bit  which  is  detected  by  the  field  geophone. 

45 
GEO(Z)  =  SOURCE(Z)  [p  +  (1-p)rpZ2BHA  +  ...]EARTH(Z) 

p  =  fractional  portion  of  energy  at  the  bottom  of  the  drill  string  which  is  radiated  into  the  earth 
50  r  =  fractional  portion  of  upward  traveling  energy  which  is  reflected  downwardly  at  the  drill  pipe  - 

drill  collar  interface 
BHA  =  one-way  travel  time  between  the  bottom  of  the  drill  string  and  the  drill  collar  -  drill  pipe 

interface. 
The  multiple  sequence  enclosed  in  brackets  may  be  represented  as  BHAMULT(Z)  so  that  the  geophone 

55  signal  may  be  written  as  the  convolution  of  a  source  signal  with  the  impulse  response  of  the  bottom  bole 
assembly  and  the  impulse  response  of  the  earth.  In  Z  transform  notation 

GEO(Z)  =  SOURCE(Z)  BHAMULT(Z)  EARTH(Z) 

3 
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The  signal  detected  by  sensor  7  at  the  top  of  the  drill  string  is  referred  to  as  the  pilot  (or  reference) 
signal.  The  time  series  for  the  short  period  energy  which  reaches  the  top  of  the  drill  string  may  be  written  in 
Z  transform  notation  as: 

5 
PILOT(Z)  =  SOURCE(Z)[(1-p)(1-r)ZBHA  +  (1-p)(1-r)(1-p)rZ3BHA  +  ...]DPIPE(Z) 

where 
p  =  fractional  portion  of  energy  at  the  bottom  of  the  drill  string  which  is  radiated  into  the  earth 

io  r  =  fractional  portion  of  upward  traveling  energy  which  is  reflected  downwardly  at  the  drill  pipe  - 
drill  collar  interface 

BHA  =  one-way  travel  time  between  the  bottom  of  the  drill  string  and  the  drill  collar  -  drill  pipe 
interface. 

Note  that,  except  for  an  amplitude  factor,  and  a  delay  factor,  ZBHA  the  bracketed  term  is  exactly  equivalent 
is  to  the  bracketed  term  for  the  geophone  signal.  Therefore,  the  pilot  signal  can  be  used  to  derive  an  operator 

to  attenuate  the  short  period  drill  string  multiple  in  the  field  signal.  The  time  series  can  also  be  represented 
by  the  convolution 

PILOT(Z)  =  SOURCE(Z)  BHAMULT(Z)  DPIPE(Z) 
20 

In  addition  to  the  short  period  multiples,  there  will  also  be  present  in  the  pilot  signal  and  field  geophone 
signal,  longer  period  multiples  resulting  from  reflections  from  the  top  of  the  drill  string.  At  the  lower  end  of 
the  drill  string,  a  portion  of  the  reflected  energy  is  emitted  into  the  earth  and  a  portion  is  re-reflected  (either 
from  the  bottom  of  the  drill  string  or  from  the  drill  pipe  -  drill  collar  interface)  and  travels  back  to  the  top  of 

25  the  drill  string.  However,  the  longer  period  multiples  detected  at  the  field  geophones  will  have  different 
characteristics  from  the  long  period  multiples  detected  in  the  pilot  signal  at  the  top  of  the  drill  string.  These 
characteristics  do  not  allow  the  pilot  signal  to  be  used  to  derive  a  deconvolution  operator  for  the  long  period 
multiples  in  the  field  geophone  signal. 

If  long  period  multiple  energy  in  the  pilot  signal  is  excluded,  the  term  DPIPE(Z)  is  a  pure  delay  filter, 
30  and  the  pilot  signal  convolution  equation  may  be  written  as 

PILOT(Z)  =  Z1'SOURCE(Z)  BHAMULT(Z) 

35  where  y  =  travel  time  for  energy  to  travel  from  the  bottom  of  the  drill  pipe  to  the  pilot  sensor  at  the 
top  of  the  drill  string. 

The  autocorrelation  of  the  pilot  signal  may  be  written  in  Z  transform  notation  as 
PILOT  (1/Z)  PILOT(Z) 

The  autocorrelation  function  for  short  period  multiple  energy  may  also  be  written  as: 
40  Z-t  SOURCE  (1/Z)  BHAMULT(1/Z)  T>  SOURCE(Z)  BHAMULT(Z) 

which  reduces  to: 
SOURCE(1/Z)  BHAMULT(1/Z)  SOURCE(Z)  BHAMULT(Z) 
To  generate  the  autocorrelation  function  which  excludes  the  long  period  acoustic  energy,  the  pilot 

signal  is  windowed  to  exclude  delays  equal  to  or  greater  than  the  two  way  travel  time  between  the  top  of 
45  the  drill  string  and  the  drill  pipe  -  drill  collar  interface. 

An  operator  is  generated  from  this  windowed  autocorrelation  function,  which  when  convolved  with  the 
field  geophone  signal,  attenuates  the  short  period  multiple  reflection  in  the  field  geophone  signal.  The 
operator,  which  may  be  the  minimum  phase  inverse  of  the  pilot  signal  may  be  derived  using  wavelet 
compression  techniques  known  to  those  of  ordinary  skill  in  the  art. 

50  This  operator  may  be  expressed  as: 

OP(Z)  =  1 
SOURCE  (Z)  BHAMULT(Z) 

55 
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When  this  operator  is  applied  to  the  geophone  signal  to  the  EARTH(Z)  response  is  obtained: 

OP(Z)  GEO(Z)  =  SOURCE  (Z)  BHAMULT  (  Z  )  EARTH  (  Z  ) 
5  SOURCE  (  Z  )  BHAMULT  (  Z  ) 

=  EARTH  (Z)  

By  convolving  the  derived  operator  with  the  geophone  signal,  the  magnitude  of  the  short  period 
io  multiples  in  the  geophone  signal  is  attenuated. 

When  the  drill  bit  is  utilized  as  the  energy  source,  the  field  signal  is  normally  cross-correlated  with  the 
pilot  signal.  Typically,  the  cross-correlation  of  the  field  signal  and  the  pilot  signal  will  be  performed  and  the 
operator  is  then  convolved  with  the  cross-correlation  function.  The  operator  may,  however,  be  convolved 
with  the  field  signal  prior  to  cross-correlation  of  the  field  signal  with  the  pilot  signal. 

is  Although  the  preferred  embodiment  has  been  described  in  terms  of  using  the  energy  emitted  from  the 
drill  bit  as  the  seismic  source,  it  is  understood  that  other  sources  positioned  at  the  lower  end  of  the  drill 
string  may  be  utilized.  Such  sources  may  be  of  any  suitable  type  for  producing  vibrations,  impulses, 
implosions,  explosions,  or  sudden  injections  of  fluid  against  the  walls  of  the  wellbore. 

Various  changes  in  the  details  of  the  invention  as  described  herein  may  be  apparent  to  those  skilled  in 
20  the  art. 

Claims 

1.  A  method  of  geophysical  exploration  wherein  energy  is  generated  at  a  lower  end  region  of  a  drill  string 
25  (28)  utilized  for  drilling  a  borehole  (10)  into  the  earth,  said  energy  is  imparted  into  the  earth  as  seismic 

wave  energy  from  said  lower  end  of  said  drill  string  (28)  and  is  imparted  upwardly  as  acoustic  wave 
energy  through  the  drill  string,  said  acoustic  wave  energy  is  detected  substantially  at  the  upper  end  of 
or  above  said  drill  string  to  generate  a  pilot  signal  and  said  seismic  wave  energy  is  detected  at  at  least 
one  field  location  substantially  at  the  earth's  surface  to  generate  a  field  signal,  characterised  by: 

30  utilizing  said  detected  pilot  signal  to  develop  an  operator  for  application  to  said  field  signal  to 
reduce  the  magnitude  in  said  field  signal  of  a  drill  string  multiple  resulting  from  downward  reflection  of 
energy  from  a  first  location  below  the  top  of  said  drill  string  and  imparted  into  the  earth  as  seismic 
wave  energy  at  the  lower  end  of  said  drill  string. 

35  2.  The  method  of  claim  1  wherein  said  drill  string  comprises  a  drill  bit  (34)  at  the  lower  end  of  said  drill 
string,  at  least  one  drill  collar  (32)  above  said  drill  bit  and  a  drill  pipe  (30)  extending  from  said  at  least 
one  drill  collar  to  substantially  the  earth's  surface  and  said  first  location  is  the  interface  between  said 
drill  pipe  and  said  at  least  one  drill  collar. 

40  3.  The  method  of  claim  2  wherein  said  energy  generated  at  the  lower  end  of  said  drill  string  (28)  is 
generated  by  said  drill  bit  (34). 

4.  The  method  of  claim  1  ,  2  or  3,  wherein  said  operator  comprises  the  minimum  phase  inverse  of  the  pilot 
signal,  said  minimum  phase  inverse  being  derived  from  the  pilot  signal  autocorrelation  function. 

45 
5.  The  method  of  claim  4  further  comprising  convolving  said  operator  with  said  field  signal. 

6.  The  method  of  claim  5  further  comprising  cross-correlating  said  pilot  signal  with  said  field  signal  prior 
to  convolving  said  operators. 

50 
7.  The  method  of  claim  4  wherein  said  pilot  signal  and  field  signal  each  include  a  short  period  drill  string 

multiple  resulting  from  reflections  between  said  first  location,  or  interface,  and  the  lower  end  of  said  drill 
string  and  longer  period  drill  string  multiples,  said  method  further  comprising  windowing  said  auto- 
correlation  function  to  exclude  from  said  operator  said  longer  period  drill  string  multiples. 

55 
8.  The  method  of  claim  7  wherein  the  generation  of  the  operator  comprises  windowing  said  auto- 

correlation  function  to  exclude  drill  string  multiples  resulting  from  reflections  between  substantially  the 
upper  end  of  said  drill  string  and  the  interface  between  the  drill  pipe  and  drill  collar. 
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9.  The  method  of  claim  8  further  comprising  convolving  said  operator  with  said  field  signal. 

Patentanspruche 

5  1.  Ein  Verfahren  zur  geophysikalischen  Untersuchung,  bei  dem  Energie  an  einem  unteren  Endbereich 
einer  Bohrstange  (28)  erzeugt  wird,  die  zum  Bohren  eines  Bohrloches  (10)  in  den  Boden  verwendet 
wird,  wobei  die  genannte  Energie  in  den  Boden  als  seismische  Wellenenergie  von  dem  genannten 
unteren  Ende  der  genannten  Bohrstange  (28)  ubertragen  wird  und  aufwarts  als  akustische  Wellenener- 
gie  durch  die  Bohrstange  ubertragen  wird,  wobei  die  genannte  akustische  Wellenenergie  im  wesentli- 

io  chen  an  dem  oberen  Ende  oder  oberhalb  der  genannten  Bohrstange  erfaBt  wird,  urn  ein  Steuersignal 
zu  erzeugen,  und  die  genannte  seismische  Wellenenergie  wenigstens  an  einer  Feldstelle  im  wesentli- 
chen  an  der  Bodenoberflache  erfaBt  wird,  urn  ein  Feldsignal  zu  erzeugen,  gekennzeichnet  durch: 
Verwenden  des  genannten  erfaBten  Steuersignals,  urn  einen  Operator  zum  Anwenden  auf  das  genannte 
Feldsignal  zu  entwickeln,  urn  in  dem  genannten  Feldsignal  die  GroBe  von  Bohrstangenmultiplen  zu 

is  verringem,  die  sich  aus  einer  Abwartsreflexion  von  Energie  von  einer  ersten  Stelle  unterhalb  des 
oberen  Endes  der  genannten  Bohrstange  ergeben  und  in  den  Boden  als  seismische  Wellenenergie  an 
dem  unteren  Ende  der  genannten  Bohrstange  ubertragen  werden. 

2.  Das  Verfahren  des  Anspruches  1,  bei  dem  die  genannte  Bohrstange  eine  Bohrkrone  (34)  an  dem 
20  unteren  Ende  der  genannten  Bohrstange,  wenigstens  einen  MeiBelschaft  (32)  oberhalb  der  genannten 

Bohrkrone  und  ein  Bohrrohr  (30)  umfaBt,  das  sich  von  dem  genannten  wenigstens  eine  MeiBelschaft  im 
wesentlichen  zu  der  Bodenoberflache  erstreckt,  und  die  genannte  erste  Stelle  die  Grenze  zwischen 
dem  genannten  Bohrrohr  und  dem  genannten  wenigstens  einen  MeiBelschaft  ist. 

25  3.  Das  Verfahren  des  Anspruches  2,  bei  dem  die  genannte  am  unteren  Ende  der  genannten  Bohrstange 
(28)  erzeugte  Energie  von  der  genannten  Bohrkrone  (34)  erzeugt  wird. 

4.  Das  Verfahren  des  Anspruches  1  ,  2  oder  3,  bei  dem  der  genannte  Operator  das  Inverse  der  minimalen 
Phase  des  Steuersignals  umfaBt,  wobei  das  genannte  Inverse  der  minimalen  Phase  aus  der  Steuersi- 

30  gnal-Autokorrelationsfunktion  abgeleitet  wird. 

5.  Das  Verfahren  des  Anspruches  4,  das  ferner  umfaBt,  den  genannten  Operator  mit  dem  genannten 
Feldsignal  zu  falten. 

35  6.  Das  Verfahren  des  Anspruches  5,  das  ferner  umfaBt,  vor  der  Faltung  des  genannten  Operators  das 
genannte  Steuersignal  mit  dem  genannten  Feldsignal  kreuzzukorrelieren. 

7.  Das  Verfahren  des  Anspruches  4,  bei  dem  das  genannte  Steuersignal  und  das  Feldsignal  jeweils 
Bohrstangenmultiple  kurzer  Periode  enthalten,  die  von  Reflexionen  zwischen  der  genannten  ersten 

40  Stelle  oder  Grenze  und  dem  unteren  Ende  der  genannten  Bohrstange  herstammen,  und  Bohrstangen- 
multiple  langerer  Periode  enthalt,  wobei  das  genannte  Verfahren  ferner  umfaBt,  die  genannte  Autokorre- 
lationsfunktion  mit  einem  Fenster  zu  versehen,  urn  von  dem  genannten  Operator  die  genannten 
Bohrstangenmultiplen  langerer  Periode  auszuschlieBen. 

45  8.  Das  Verfahren  des  Anspruches  7,  bei  dem  die  Erzeugung  des  Operators  umfaBt,  die  genannte 
Autokorrelationsfunktion  mit  einem  Fenster  zu  versehen,  urn  Bohrstangenmultiple  auszuschlieBen,  die 
sich  durch  Reflexionen  zwischen  im  wesentlichen  dem  oberen  Ende  der  genannten  Bohrstange  und  der 
Grenze  zwischen  dem  Bohrrohr  und  dem  MeiBelschaft  ergeben. 

50  9.  Das  Verfahren  des  Anspruches  8,  das  ferner  umfaBt,  den  genannten  Operator  mit  dem  genannten 
Feldsignal  zu  falten. 

Revendicatlons 

55  1.  Methode  d'exploration  geophysique,  selon  laquelle  une  energie  est  creee  dans  une  zone  inferieure 
extreme  d'une  barre  a  forer  (28)  utilisee  pour  forer  un  trou  de  forage  (10)  dans  la  terre,  ladite  energie 
est  transmise  dans  la  terre  sous  la  forme  d'une  energie  d'onde  sismique  a  partir  de  ladite  extremite 
inferieure  de  ladite  barre  a  forer  (28)  et  est  transmise  ascentionnellement  sous  la  forme  d'une  energie 
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d'onde  acoustique  a  travers  la  barre  a  forer,  ladite  energie  d'onde  acoustique  est  detectee  sensible- 
ment  a  1'extremite  superieure  de  ladite  barre  a  forer,  pour  creer  un  signal  pilote  et  ladite  energie  d'onde 
sismique  est  detectee  en  au  moins  un  emplacement  de  terrain,  sensiblement  a  la  surface  de  la  terre 
pour  creer  un  signal  de  terrain,  caracterisee  par: 

5  I'utilisation  dudit  signal  pilote  detecte  pour  developper  un  operateur  a  appliquer  audit  signal  de 
terrain  pour  reduire  I'amplitude  dans  ledit  signal  de  terrain  d'un  multiple  de  barre  a  forer  resultant  de  la 
reflexion  descendante  d'energie  provenant  d'un  premier  emplacement  au-dessous  du  sommet  de  ladite 
barre  a  forer  et  transmise  dans  la  terre  comme  energie  d'onde  sismique  a  l'extremite  inferieure  de 
ladite  barre  a  forer. 

10 
2.  Methode  de  la  revendication  1  ,  selon  laquelle  ladite  barre  a  forer  comprend  un  foret  (34)  a  l'extremite 

inferieure  de  ladite  barre  a  forer,  au  moins  une  masse-tige  (32)  au-dessus  dudit  foret  et  une  tige  de 
sondage  (30)  s'etendant  de  ladite  masse-tige  a  sensiblement  la  surface  de  la  terre  et  ledit  premier 
emplacement  est  I'interface  entre  ladite  tige  de  sondage  et  ladite  masse-tige. 

15 
3.  Methode  de  la  revendication  2,  selon  laquelle  ladite  energie  creee  a  l'extremite  inferieure  de  ladite 

barre  a  forer  (28)  est  creee  par  ledit  foret  (34). 

4.  Methode  conforme  a  I'une  des  revendications  1,  2  ou  3,  selon  laquelle  ledit  operateur  comprend 
20  I'inverse  de  phase  minimum  du  signal  pilote,  ledit  inverse  de  phase  minimum  etant  derive  a  partir  de  la 

fonction  d'autocorrelation  du  signal  pilote. 

5.  Methode  de  la  revendication  4  comprenant  en  outre  une  convolution  dudit  operateur  avec  ledit  signal 
de  terrain. 

25 
6.  Methode  de  la  revendication  5  comprenant  en  outre  une  correlation  croisee  dudit  signal  pilote  avec 

ledit  signal  de  terrain  avant  la  convolution  desdits  operateurs. 

7.  Methode  de  la  revendication  4,  selon  laquelle  ledit  signal  pilote  et  ledit  signal  de  terrain  comprennent 
30  chacun  un  multiple  de  barre  a  forer  de  courte  periode  resultant  de  reflexions  entre  ledit  premier 

emplacement,  ou  interface,  et  l'extremite  inferieure  de  ladite  barre  a  forer  et  des  multiples  de  barre  a 
forer  de  periode  plus  longue,  ladite  methode  comprenant  en  outre  un  fenetrage  de  ladite  fonction 
d'autocorrelation  pour  exclure  dudit  operateur  lesdits  multiples  de  barre  a  forer  de  periode  plus  longue. 

35  8.  Methode  de  la  revendication  7,  selon  laquelle  la  creation  de  I'operateur  comprend  un  fenetrage  de 
ladite  fonction  d'autocorrelation  pour  exclure  des  multiples  de  barre  a  forer  resultant  des  reflexions 
entre  sensiblement  l'extremite  superieure  de  ladite  barre  a  forer  et  I'interface  entre  la  tige  de  sondage 
et  la  masse-tige. 

40  9.  Methode  de  la  revendication  8  comprenant  en  outre  une  convolution  dudit  operateur  avec  ledit  signal 
de  terrain. 
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