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Description

CROSS-REFERENCES TO RELATED APPLICA-
TIONS

[0001] The present application: (a) claims priority from
US Provisional Patent Application 60/642,245, filed Jan-
uary 6, 2005, entitled, "Gastrointestinal tool over
guidewire"; and (b) is a continuation-in-part of US Appli-
cation 10/747,648 to Goldwasser et al., filed December
30, 2003, entitled, "Gastrointestinal tool over guidewire,"
which is a continuation-in-part of US Application
10/639,442 to Goldwasser, filed August 13, 2003, enti-
tled, "Gastrointestinal tool over guidewire." Each of these
applications is assigned to the assignee of the present
application.

FIELD OF THE INVENTION

[0002] This invention relates generally to gastrointes-
tinal tools, such as endoscopes and colonoscopes, and
more particularly to gastrointestinal tools that slide over
a guidewire, guiding catheter and the like, and which may
be introduced into and through the colon, e.g., to the ce-
cum, by any means.

BACKGROUND OF THE INVENTION

[0003] Endoscopy has become an increasingly impor-
tant tool in diagnosing and in treating ailments of the gas-
trointestinal tract, also referred to as the GI tract. Typical
endoscopes are essentially formed by a somewhat flex-
ible tube that is pushed through the GI tract, after being
introduced in the body cavity starting from the rectum or
starting from the esophagus. The endoscope has a steer-
able tip to facilitate navigation through the GI tract, and
typically has to be sufficiently stiff so that it can be pushed
further along the body cavity. The tip of the endoscope
that is introduced in the GI tract can be outfitted with
several devices, most notably an illumination device and
a vision device, such as a vision integrated circuit, so that
the operator of the endoscope can observe the interior
of the GI tract and maneuver the endoscope in the proper
position.
[0004] Once the endoscope is in position, other tools
attached to the endoscope or inserted through the endo-
scope can be brought to the proper position in the GI
tract. Various procedures can then be carried out, such
as removing polyps, performing sutures, irrigation, suc-
tion, and removing other tissues. The various tools that
are used together with the endoscope can be either in-
serted separately in the GI tract and placed in the proper
position independently, or may travel in a working chan-
nel of the endoscope, so that once the endoscope is po-
sitioned at the desired location in the GI tract, the tools
inserted in the endoscope will also easily reach that po-
sition.
[0005] Endoscopes or other smaller similar devices

can also be used to explore other body cavities, for ex-
ample airways, genitourinary tract, female reproductive
organs, etc., or blood vessels. These probes must be
small to fit in the smaller cavities, and care must be taken
to avoid damage to the more fragile membranes lining
these cavities.
[0006] Current state of the art endoscopes are very
capable devices, and endoscopy has been very success-
ful in diagnostic and therapeutic applications with the use
of current endoscopes and the current arsenal of tools
that can be inserted through the working channel of the
endoscope, or can be attached to the outside of the en-
doscope. However, current endoscope technology has
limitations and drawbacks. One of the greatest draw-
backs of current endoscopes is that the working channel
is small. The working channel is small relative to overall
diameter of the endoscope, and is further limited by the
space taken up by vision, irrigation, suction, light, and
control cabling mechanisms that are part of the endo-
scope and are required to control the endoscope. Thus
there is a very small area left for other tools to be intro-
duced through the endoscope. Also, the additional chan-
nels may make passage of the endoscope through body
cavities more difficult, as they contribute among other
things to its diameter.
[0007] US Patent 6,517,477 to Wendlandt, assigned
to Scimed Life Systems, Inc. (Maple Grove, Minnesota,
US), describes a catheter introducer system for endos-
copy that includes a steering section and a propulsion
section located near the end of the flexible, tubular cath-
eter that is introduced in a body cavity. The propulsion
section is designed to pull the rest of the catheter inside
the body cavity, so there is no need to push the catheter
along from outside the body. Propulsion may be accom-
plished by relatively movable gripping pads that selec-
tively apply suction to the tissue. The steering section is
designed to point the end of the catheter that is introduced
into the body cavity in the desired direction. The catheter
may be made very flexible in bending, and a larger di-
ameter catheter may be used.
[0008] US Patent 6,800,056 to Tartaglia et al., de-
scribes an endoscope with guiding apparatus. A steera-
ble endoscope is described having an elongate body with
a manually or selectively steerable distal portion, an au-
tomatically controlled portion, a flexible and passively
manipulated proximal portion, and an externally control-
led and manipulatable tracking rod or guide. The tracking
rod or guide is positioned within a guide channel within
the endoscope and slides relative to the endoscope.
When the guide is in a flexible state, it can conform to a
curve or path defined by the steerable distal portion and
the automatically controlled portion. The guide can then
be selectively rigidized to assume that curve or path.
Once set, the endoscope can be advanced over the ri-
gidized guide in a monorail or "piggy-back" fashion so
that the flexible proximal portion follows the curve held
by the guide until the endoscope reaches a next point of
curvature within a body lumen.
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[0009] US Patent Application Publication
2004/0199087 to Swain et al., describes a method for
inserting guide wires into a lumen, for example into the
human gastrointestinal tract. A guide wire structure is
employed which comprises at least two guide wires each
having a leading end portion which terminates in a lead-
ing end, the guide wires being connected to one another
by a junction at or adjacent their leading ends, the guide
wires have a first position in which the leading end por-
tions are substantially parallel to one another, a second
position in which the leading end portions are curved,
and a third position in which at least one of the leading
end portions forms a loop. The guide wire structure is
steered through the gastrointestinal tract by selectively
advancing or retracting a single guide wire or advancing
more than one guide wire simultaneously, according to
the path which is required to be followed.
[0010] US Patent Application Publication
2004/0199088 to Bakos et al., describes a guide wire
including a continuous, unitary wire having a first seg-
ment, a second segment, and a third segment. The third
segment has a bending moment of inertia less than the
bending moment of inertia of the first and second seg-
ments. The guide wire is described as being used to ad-
vance a medical device within a body lumen.
[0011] PCT Patent Publication WO 2004/010858 to
Gross et al., describes an imaging system comprising an
imaging device assembled on a carrier, and a first out-
wardly expandable element and a second outwardly ex-
pandable element mounted on the carrier, wherein the
second expandable element is expandable both radially
and axially, the imaging system comprising a mode of
operation, wherein during expansion of the second ex-
pandable element, obstruction of the radial expansion of
the second expandable element causes the axial expan-
sion of the second expandable element to propel the car-
rier and the imaging device axially.
[0012] PCT Publication WO 99/40957 to Blume et al.
, describes a guide wire combined with a catheter or med-
ical device for moving through a body lumen to a desired
position in the body with the aid of an applied magnetic
field. The guide wire is provided with a magnet on its
distal end that is oriented or oriented and moved by the
application of a magnetic field to the magnet. A catheter
or other medical device is advanced over the guide wire.
Once the medical device is in its desired position, the
magnet may be withdrawn through the lumen of the cath-
eter.
[0013] US Patent 6,837,846 to Jaffe et al., describes
an endoscope that is slidably insertable within a lumen
of a guide tube. The guide tube is configured to be ri-
gidizable along its entire length from a relaxed configu-
ration. The endoscope has a steerable distal portion to
facilitate the steering of the device through tortuous
paths. In the relaxed configuration, a portion of the guide
tube is able to assume the shape or curve defined by the
controllable distal portion of the endoscope. Having as-
sumed the shape or curve of the endoscope, the guide

tube may be rigidized by the physician or surgeon to
maintain that shape or curve while the endoscope is ad-
vanced distally through the tortuous path without having
to place any undue pressure against the tissue walls.
[0014] US Patent 6,827,718 to Hutchins et al., de-
scribes a steerable endoscope that uses rapid exchange
technology, soft locks, and mechanical locks to maintain
the position of the endoscope. Rapid exchange technol-
ogy is used to minimize displacement forces present on
the guidewire or catheters. Soft locks and mechanical
locks are described as resisting movements caused by
displacement forces.
[0015] US Patent 6,786,864 to Matsuura et al., de-
scribes an endoscope including a fixing member detach-
ably mounted to a distal end portion of an endoscope
insertion part for detachably fixing and holding a distal
end portion of an indwelling tube or a distal end portion
of a guide member for guiding the indwelling tube, both
of which are provided along the axial direction of the in-
sertion part, to the distal end portion of the insertion part.
[0016] US Patent 6,695,771 to Takada, describes a
self-propelled colonoscope that is self-inserted into a co-
lon by driving endless belts mounted on the outside of a
bending section of an insertion tube. The cross section
of the endless belt is substantially circular, and rack gear
teeth having a circular cross section are formed on the
outside of the endless belts.
[0017] US Patent 6,764,441 to Chiel et al., describes
a self-propelled endoscope including expandable actu-
ators surrounding a central conduit. Each actuator com-
prises a bladder that, when fluid is introduced, expands
laterally while contracting longitudinally. A restorative
spring can be placed inside a bladder and between the
two ends to restore the actuator to its original shape as
fluid is withdrawn. Multiple actuators can be placed in
series to successively inflate and deflate and generate a
peristaltic motion. One or more Shape Memory Alloy
(SMA) springs can be affixed to one or more restorative
springs to cause bending motion.
[0018] US Patent 6,702,734 to Kim et al., describes a
self-propelled endoscopic micro-robot that is propelled
through a tubular organ in forward and backward direc-
tions by an impact force generated within the robot by a
propulsion piston that is moved within a cylinder of the
robot by an alternating source of pressurized air.
[0019] US Patent Application 2004/01990S7 to Swain
et al., describes a guide wire structure that comprises at
least two guide wires each having a leading end portion
which terminates in a leading end, the guide wires being
connected to one another by a junction at or adjacent
their leading ends, the guide wires have a first position
in which the leading end portions are substantially par-
allel to one another, a second position in which the lead-
ing end portions are curved, and a third position in which
at least one of the leading end portions forms a loop. The
guide wire structure is steered through the gastrointesti-
nal tract by selectively advancing or retracting a single
guide wire or advancing more than one guide wire simul-
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taneously, according to the path which is required to be
followed.
[0020] The following patent application publications,
may be of interest:

US Patent Applications 2003/0225433 and
2003/0074015 to Nakao

US Patent Application 2004/0199196 to Ravo

US Patent Application 2004/0260150 to Bernstein

US Patent Application 2004/0204702 to Ziegler et al.

[0021] Document WO-A-2004 028354 discloses a
transportation apparatus for transportation of an inspec-
tion device within a body cavity such as the colon and an
inspection apparatus for inspecting a body cavity.
[0022] Document US-A-3 895 637 discloses a self-pro-
pelled device for advancing a service member such as
a tube functioning as a catheter through a tubular organ.

SUMMARY OF THE INVENTION

[0023] The invention is defined by the appended
claims.
[0024] In some embodiments of the present invention,
gastrointestinal apparatus is provided comprising an
elongate guiding element; a mechanical device, adapted
to pull the guiding element through a colon of a patient;
and a gastrointestinal tool adapted to advance along the
guiding element. For some applications, the tool is
shaped so as to define a bore therethrough, and the guid-
ing element is placed within the bore. For other applica-
tions, the tool comprises a coupling member, a portion
of which is positioned adjacent to the tool and defines a
bore through the coupling member. As the tool advances,
successive portions of the guiding element are surround-
ed by the bore. In an embodiment, the coupling member
is integral to the body of the tool. In another embodiment,
the coupling member is attached to the tool.
[0025] The term "guiding element," as used in the
specification and in the claims, encompasses any elon-
gate element adapted to be introduced into a body lumen
in order to facilitate the advancement of another element
(such as a gastroiritestinal tool, e.g., a colonoscope) into
the body lumen, the guiding element including, but not
limited to, such elements as a guidewire, a guiding cath-
eter, a monorail, or a wire, which may or may not be
hollow, and may or may not have segments, and may
have any suitable material property (e.g., flexible, metal-
lic, non-metallic). For some applications, the guiding el-
ement comprises a flexible (non-rigid, non-rigidizing)
plastic tube, e.g., a plastic tube having a diameter of be-
tween about 4 mm and about 7 mm, such as about 5.5
mm. For some applications, when the guiding element
comprises a monorail, the monorail is flexible such that
it generally does not reshape the colon.

[0026] In some embodiments of the present invention,
the gastrointestinal tool is adapted to be passively ad-
vanced along the guiding element, such as by being
pushed by the physician. Alternatively, the tool is adapted
to be actively advanced along the guiding element, such
as by using an electrical element. For example, the tool
may comprise a spinning gear, adapted to rotate while
grasping the guiding element, thereby propelling the tool
along the guiding element. For some applications, such
a spinning gear is pneumatically or hydraulically pow-
ered.
[0027] In accordance with some embodiments of the
present invention, the guiding element comprises a distal
stop that prevents movement of the gastrointestinal tool
therepast. Alternatively, for some applications, the guid-
ing element does not comprise a distal stop. Further in
accordance with some embodiments of the present in-
vention, the gastrointestinal tool comprises an imaging
device, such as but not limited to, a CCD camera, an
illumination device, a vision device, an ultrasound sen-
sor, and/or an x-ray emitter. Additionally or alternatively,
the gastrointestinal tool comprises a cutting tool, a sam-
pling device, and/or a magnetic device.
[0028] Still further in accordance with some embodi-
ments of the present invention, the gastrointestinal tool
comprises a catheter that advances along (e.g., over or
alongside, as described above) the guiding element. For
some applications, the catheter comprises a lumen for
passing therethrough at least one of an instrument and
a fluid. In accordance with an embodiment of the present
invention, the gastrointestinal tool is shaped so as define
a chamfer for facilitating passage through a lumen.
[0029] There is also provided, in accordance with
some embodiments of the present invention, a method
for constructing a gastrointestinal apparatus, comprising
providing a guiding element, providing a mechanical de-
vice adapted to pull the guiding element through a colon
of a patient, and providing a gastrointestinal tool adapted
to pass along the guiding element. In addition, for some
applications, another tool is provided that cooperates
with the gastrointestinal tool, and is also adapted to be
advanced along the guiding element. As another alter-
native, for some applications, a collapsible sleeve is
adapted to be slid over the guiding element and inflated
to functionally create an endoscope with single or multi-
ple channels that run through its length.
[0030] There is thus provided, in accordance with an
embodiment of the present invention, gastrointestinal ap-
paratus including a guiding element, and a gastrointes-
tinal tool including a coupling member formed with a bore,
the guiding element passing through the bore. The gas-
trointestinal apparatus may include one or more of the
following features. For example, the coupling member
may be positioned inwards or outwards of an outer con-
tour of the gastrointestinal tool. The gastrointestinal tool
may include a radioactive device (e.g., at least one of a
radioactive tube, radioactive needle, radioactive seed,
and radioactive capsule), an iontophoresis drug delivery
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device, an injection device for injection of a substance,
a photodynamic therapy/diagnosis device, a hyperther-
mic therapy/diagnosis device, an ultrasonic therapy/di-
agnosis device, and/or an imaging device.
[0031] A propulsion device may be adapted to propel
the gastrointestinal tool along the guiding element. An
anchoring device (e.g., an inflatable balloon) may be
adapted to anchor the guiding element at a position in
the gastrointestinal tract. Additionally or alternatively, the
gastrointestinal tool may be coupled to a pulley.
[0032] There is therefore provided, in accordance with
an embodiment of the present invention, gastrointestinal
(GI) apparatus including:

a guiding element;
an inflatable mechanical device, adapted to pull the
guiding element through a colon of a patient; and
a gastrointestinal tool shaped to defme a bore there-
through, the guiding element passing through the
bore.

[0033] For some applications, the guiding element in-
cludes a distal stop that prevents movement of the gas-
trointestinal tool therepast. For some applications, the
gastrointestinal tool is shaped to define a chamfer for
facilitating passage through a lumen. For some applica-
tions, the gastrointestinal tool includes a cutting tool, a
sampling device, and/or a magnetic device. For some
applications, the guiding element has a diameter of at
least 4 mm.
[0034] In an embodiment, the gastrointestinal tool in-
cludes an imaging device. For some applications, the
imaging device includes at least one of: a CCD camera,
a CMOS camera, an illumination device, a vision device,
an ultrasound sensor, and an x-ray emitter.
[0035] In an embodiment, the gastrointestinal tool in-
cludes a catheter that slides over the guiding element.
For some applications, the catheter includes a lumen for
passing therethrough at least one of an instrument and
a fluid.
[0036] In an embodiment, the gastrointestinal appara-
tus includes a biologically-compatible-fluid pressure
source, and the inflatable mechanical device includes a
piston head coupled to a distal portion of the guiding el-
ement and adapted to:

be inflated so as to form a pressure seal with a wall
of the colon when the guiding element is in the colon,
and
be advanced distally through the colon in response
to pressure from the fluid pressure source applied
to an external surface of the piston head.

[0037] For some applications, the piston head is adapt-
ed to be in direct contact with the wall of the colon when
the guiding element is in the colon. For some applica-
tions, the piston head is shaped to define a proximal lobe
and a distal lobe, the lobes being in fluid communication

with each other.
[0038] For some applications, the gastrointestinal ap-
paratus is adapted to facilitate distal advancement of the
piston head by facilitating passage of fluid out of the colon
from a distal site within the colon distal to the piston head.
For some applications, the gastrointestinal apparatus in-
cludes a vent tube, and the gastrointestinal apparatus is
adapted to facilitate the passage of the fluid out of the
colon from the distal site within the colon through the vent
tube. For some applications, the vent tube is adapted to
passively permit the passage of the fluid out of the colon
from the distal site within the colon. For some applica-
tions, the vent tube is adapted to be coupled to a suction
source, whereby to actively facilitate the passage of the
fluid out of the colon from the distal site within the colon.
[0039] There is also provided, in accordance with an
embodiment of the present invention, a method for con-
structing gastrointestinal apparatus, including:

providing a guiding element;
providing an inflatable mechanical device, adapted
to pull the guiding element through a colon of a pa-
tient;
providing a gastrointestinal tool shaped to define a
bore therethrough; and
sliding the gastrointestinal tool over the guiding ele-
ment, the guiding element passing through the bore.

[0040] For some applications, the method further in-
cludes sliding another tool over the guiding element that
cooperates with the gastrointestinal tool. For some ap-
plications, the gastrointestinal tool includes an imaging
device. For some applications, the gastrointestinal tool
includes a catheter that slides over the guiding element.
For some applications, the method further includes slid-
ing a collapsible sleeve over the guiding element and
inflating the sleeve to create an endoscope, the inflated
sleeve including at least one channel.
[0041] There is further provided, in accordance with
an embodiment of the present invention, gastrointestinal
apparatus including:

a guiding element;
an inflatable mechanical device, adapted to pull the
guiding element through a colon of a patient; and
a gastrointestinal tool including a coupling member
shaped to define a bore, the guiding element passing
through the bore.

[0042] For some applications, the coupling member is
positioned inwards of an outer contour of the gastroin-
testinal tool. Alternatively, for some applications, the cou-
pling member is positioned outside an outer contour of
the gastrointestinal tool.
[0043] For some applications, the gastrointestinal tool
includes a radioactive device including at least one of a
radioactive tube, radioactive needle, radioactive seed,
and radioactive capsule.
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[0044] For some applications, the gastrointestinal tool
includes an iontophoresis drug delivery device, an injec-
tion device for injection of a substance, a photodynamic
therapy/diagnosis device, a hyperthermic therapy/diag-
nosis device, an ultrasonic therapy/diagnosis device,
and/or an optical biopsy device.
[0045] For some applications, the guiding element has
a diameter of at least 4 mm.
[0046] For some applications, the gastrointestinal ap-
paratus includes one or more clips, adapted to be clipped
to the guiding element and the gastrointestinal tool, to
facilitate sliding of the tool with respect to the guiding
element.
[0047] For some applications, the gastrointestinal ap-
paratus further includes a propulsion device adapted to
propel the gastrointestinal tool along the guiding element.
For some applications, the gastrointestinal apparatus in-
cludes a pulley, coupled to the gastrointestinal tool.
[0048] For some applications, the gastrointestinal tool
includes an imaging device.
[0049] In an embodiment, the gastrointestinal tool is
adapted to be actively advanced along the guiding ele-
ment. For some applications, the gastrointestinal appa-
ratus includes one or more wheels, adapted to create a
functional engagement of the guiding element and the
gastrointestinal tool, whereby to actively advance the tool
along the guiding element.
[0050] In an embodiment, the gastrointestinal appara-
tus further includes an anchoring device adapted to an-
chor the guiding element at a position in a gastrointestinal
tract. For some applications, the anchoring device in-
cludes an inflatable balloon.
[0051] In an embodiment, the gastrointestinal appara-
tus includes a biologically-compatible-fluid pressure
source, and the inflatable mechanical device includes a
piston head coupled to a distal portion of the guiding el-
ement and adapted to:

be inflated so as to form a pressure seal with a wall
of the colon when the guiding element is in the colon,
and
be advanced distally through the colon in response
to pressure from the fluid pressure source applied
to an external surface of the piston head.

[0052] For some applications, the piston head is adapt-
ed to be in direct contact with the wall of the colon when
the guiding element is in the colon. For some applica-
tions, the piston head is shaped to define a proximal lobe
and a distal lobe, the lobes being in fluid communication
with each other.
[0053] For some applications, the gastrointestinal ap-
paratus is adapted to facilitate distal advancement of the
piston head by facilitating passage of fluid out of the colon
from a distal site within the colon distal to the piston head.
For some applications, the gastrointestinal apparatus in-
cludes a vent tube, and the gastrointestinal apparatus is
adapted to facilitate the passage of the fluid out of the

colon from the distal site within the colon through the vent
tube. For some applications, the vent tube is adapted to
passively permit the passage of the fluid out of the colon
from the distal site within the colon. Alternatively, the vent
tube is adapted to be coupled to a suction source, where-
by to actively facilitate the passage of the fluid out of the
colon from the distal site within the colon.
[0054] There is still further provided, in accordance
with an embodiment of the present invention, a method
including:

inflating a mechanical device to pull a guiding ele-
ment through a colon of a patient; and
advancing a gastrointestinal tool along the guiding
element.

[0055] For some applications, advancing the gastroin-
testinal tool includes causing the guiding element to pass
through a bore defined by the gastrointestinal tool. Alter-
natively, for some applications, the gastrointestinal tool
includes a coupling element, a portion of which is posi-
tioned adjacent to the tool and defines a bore there-
through, and advancing the gastrointestinal tool includes
causing the guiding element to pass through the bore.
[0056] In an embodiment, pulling the guiding element
includes pulling the guiding element to a vicinity of a fur-
thest desired location of the gastrointestinal tool in the
colon, and advancing the gastrointestinal tool includes
advancing the gastrointestinal tool after the guiding ele-
ment has been pulled to the vicinity of the desired loca-
tion.
[0057] In an embodiment, the mechanical device in-
cludes a piston head, and inflating the mechanical device
includes:

inflating the piston head to form a pressure seal be-
tween the piston head and a wall of the colon; and
advancing the piston head distally through the body
lumen by applying fluid pressure to an external sur-
face of the piston head.

[0058] For some applications, advancing the piston
head includes facilitating passage of fluid out of the lumen
from a site within the lumen distal to the piston head. For
some applications, forming the pressure seal includes
placing the piston head in direct contact with the wall of
the colon.
[0059] There is yet further provided, in accordance with
an embodiment of the present invention, a method com-
prising:

mechanically pulling a guiding element through a co-
lon of a patient until the guiding element reaches a
vicinity of a furthest desired site in the colon; and
advancing a gastrointestinal tool along the guiding
element after the guiding element has been pulled
to the vicinity of the desired location.
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[0060] There is also provided, in accordance with an
embodiment of the present invention, gastrointestinal
(GI) apparatus including:

a guiding element;
a non-magnetically-driven device, adapted to pull
the guiding element through a colon of a patient; and
a gastrointestinal tool shaped to define a bore there-
through, the guiding element passing through the
bore.

[0061] In an embodiment, the non-magnetically-driven
device includes a device selected from the list consisting
of: an electromechanical device, a mechanical device,
and a device that uses suction to facilitate its advance-
ment.

BRIEF DESCRIPTION OF THE DRAWINGS

[0062] The present invention will be understood and
appreciated more fully from the following detailed de-
scription taken in conjunction with the appended draw-
ings in which:

Fig. 1 is a simplified illustration of a guiding element,
in accordance with an embodiment of the present
invention, introduced through the rectum into the
large intestine all the way to the cecum;

Fig. 2 is a simplified illustration of an imaging device
and sleeve slid over the guiding element of Fig. 1, in
accordance with an embodiment of the present in-
vention;

Fig. 3 is a simplified illustration of additional devices
introduced over the guiding element of Fig. 1, such
as, but not limited to, a catheter with a lumen for
passing therethrough wires (electrical or other) and
another lumen for introducing therethrough fluids, or
other gastrointestinal tools and the like, in accord-
ance with an embodiment of the present invention;

Fig. 4 is a simplified illustration of a gastrointestinal
tool slid over the guiding element of Fig. 1, in accord-
ance with an embodiment of the present invention;

Fig. 5 is a simplified illustration of a gastrointestinal
tool with a pulley for movement over the guiding el-
ement of Fig. 1, in accordance with an embodiment
of the present invention;

Fig. 6 is a schematic illustration of a configuration of
the guiding element of Fig. 1, in accordance with an
embodiment of the present invention;

Fig. 7 is a schematic cross-sectional view of a con-
figuration of a bore of the guiding element of Fig. 6,
in accordance with an embodiment of the present

invention; and

Figs. 8A and 8B are schematic side and cross-sec-
tional views, respectively, of a clip for use with a guid-
ing element, in accordance with an embodiment of
the present invention.

DETAILED DESCRIPTION OF PREFERRED EMBOD-
IMENT

[0063] Reference is now made to Figs. 1 and 2, which
illustrate gastrointestinal apparatus 10, constructed and
operative in accordance with an embodiment of the
present invention. Gastrointestinal apparatus 10 may
comprise a gastrointestinal tool 12 formed with a bore 14
that advances over a guiding element 16. Guiding ele-
ment 16 passes through bore 14. Examples of gastroin-
testinal tools 12 are described hereinbelow. Guiding el-
ement 16 may be constructed of any suitable flexible,
medically safe material, such as a plastic or metal.
[0064] In the following description, guiding element 16
is described as being introduced into the gastrointestinal
tract, particularly the colon. However, it is emphasized
that the invention is not limited to the GI tract and may
be used for any other body lumen.
[0065] As seen in Fig. 1, guiding element 16 may be
introduced through a rectum 18, past a sigmoid colon 20
and descending colon 22, where it may bend past a
splenic flexure 24, pass through a transverse colon 26,
bend past a hepatic flexure 28, pass into an ascending
colon 30, and reach a cecum 32, by any method.
[0066] Alternatively, guiding element 16 may be pulled
through the colon, such as by a self-propelled mechanical
device (or other devices, such as but not limited to, in-
flatable devices, electrical devices and the like). After
guiding element 16 has been advanced through the co-
lon, gastrointestinal tool 12 is then introduced into the
colon along guiding element 16. Gastrointestinal tool 12
may be shaped so as to define a distal chamfer 34, e.g.,
to facilitate movement distally into the colon. Alternatively
or additionally, gastrointestinal tool 12 may be shaped
so as to define a proximal chamfer 36, e.g., to facilitate
extraction from the colon.
[0067] In an embodiment of the present invention, the
mechanical device comprises a guide member at least
partially insertable into the anus, and an inflatable piston
head mounted in a vicinity of a distal end of guiding ele-
ment 16. The guide member is: (a) shaped so as to define
a first passageway connectable to a source of fluid pres-
sure, and (b) configured to permit sliding movement of
guiding element 16 through the guide member. The
source of fluid pressure generates pressure in the colon
proximal to the piston head, such that greater fluid pres-
sure acting on a proximal side of the piston head than on
a distal side of the piston head propels the piston head
and the guiding element in a distal direction in the colon.
[0068] For some applications, a vent tube passes
through the piston head. The vent tube is shaped so as
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to define an opening distal to the piston head through
which fluid is vented to the outside of the body. For some
applications, guiding element 16 is shaped so as to define
a second passageway in fluid, communication with the
piston head, which passageway is connected to a source
of fluid pressure for inflating the piston head.
[0069] For some applications, techniques described in
US Patent Application 10/967,922 to Cabiri et al., filed
October 18, 2004, entitled, "Pressure-propelled system
for body lumen," which is assigned to the assignee of the
present application are used with the mechanical device,
mutatis mutandis (including that the elongate carrier de-
scribed therein comprises guiding element 16 of the
present application).
[0070] In an embodiment of the present invention, a
pushing device 38, such as but not limited to, a sleeve
or catheter, is slid over guiding element 16 to distally
push gastrointestinal tool 12 over guiding element 16.
For some applications, guiding element 16 comprises a
distal stop 40 that prevents distal movement of gastroin-
testinal tool 12 therepast. For some applications, distal
stop 40 is inflatable, and is configured such that inflation
of distal stop 40 fixes the position of guiding element 16
in the colon.
[0071] Alternatively, for some applications, guiding el-
ement 16 does not comprise distal stop 40. For some
applications, after gastrointestinal tool 12 has been ad-
vanced along guiding element 16, the physician removes
the guiding element from the colon. In embodiments in
which gastrointestinal tool 12 is shaped so as to define
bore 14, removal of guiding element 16 leaves the bore
as a free working channel through which additional tools
or materials can be advanced or withdrawn.
[0072] In accordance with an embodiment of the
present invention, gastrointestinal tool 12 may comprise
an imaging device. The imaging device may comprise,
without limitation, a CCD or CMOS camera, an illumina-
tion device, a vision device, an ultrasound sensor, and/or
an x-ray emitter.
[0073] Reference is now made to Fig. 3, which is a
simplified illustration of devices introduced over guiding
element 16, in accordance with an embodiment of the
present invention. For some applications, gastrointesti-
nal tool 12 comprises a catheter 42 that slides over guid-
ing element 16. Catheter 42 may comprise a lumen (also
referred to as a channel) 44 for passing therethrough an
instrument 46. Additionally or alternatively, catheter 42
may comprise a lumen (also referred to as a channel) 48
for passing therethrough a fluid 50. Catheter 42 may be
rigid or flexible, and may have a one-piece or multiple-
piece construction. Catheter 42 may comprise an inflat-
able, collapsible sleeve, as is described hereinbelow.
[0074] Catheter 42 may include any number of lumens
for multiple applications. Catheter 42 may be constructed
of any suitable medically safe material, such as plastic
or metal.
[0075] Catheter 42 may have a generally fixed form,
or may be made of a collapsible material (e.g., nylon),

such that after partial or complete introduction into the
body lumen, catheter 42 may be inflated to functionally
create an endoscope with single or multiple channels that
run through its length.
[0076] In accordance with another embodiment of the
present invention, instrument 46 or gastrointestinal tool
12 comprises a cutting tool or a sampling device for per-
forming a variety of medical procedures, such as, but not
limited to, removing polyps, performing sutures, irriga-
tion, suction, and removing other tissues. Alternatively
or additionally, gastrointestinal tool 12 may comprise a
sensor for characterization of tissue, for example, for per-
forming optical biopsy or chromoendoscopy (which re-
lates to the spraying or injecting of a dye that is differen-
tially accumulated by malignant tissue).
[0077] In accordance with an embodiment of the
present invention, gastrointestinal tool 12 comprises a
magnetic device, such as for coupling with other GI de-
vices. For example, the magnetic device may be used to
magnetically attract magnetic boluses or other ingestible
objects used for tracking or imaging the GI tract. Alter-
natively, gastrointestinal tool 12 comprises any other suit-
able attachment or attraction device, such as but not lim-
ited to, adhesives or fasteners for attracting and affixing
to such boluses or other ingestible objects.
[0078] In accordance with an embodiment of the
present invention, substances are introduced in the GI
tract via gastrointestinal tool 12 and or guiding element
16. Such substances may include, without limitation, ma-
terials injected for image contrast or labeling, such as,
but not limited to, x-ray dyes, radioactivity-tagged mate-
rials or radiopharmaceuticals, magnetic resonance im-
aging (MRI) contrast agents, and others, or pharmaceu-
ticals, relaxants, and other medicinal substances. Alter-
natively or additionally, a fluid (e.g., air) is introduced in
the GI tract via gastrointestinal tool 12 and or guiding
element 16 for inflating the colon. Such inflation of the
colon typically enhances capturing images thereof,
and/or enhances the local injection of pharmaceutical
compounds (e.g., only to the colon), such as for the treat-
ment of colitis and/or Crohn’s disease.
[0079] In accordance with an embodiment of the
present invention, guiding element 16 is advanced to a
vicinity of the furthest desired location of gastrointestinal
tool 12 in the colon (typically, but not necessarily, to the
cecum), and, subsequently, tool 12 is advanced along
guiding element 16 to the vicinity of the desired location.
[0080] The present invention thus provides a unique
way of constructing gastrointestinal apparatus by ad-
vancing gastrointestinal tool 12 along (e.g., over or along-
side) guiding element 16. Subsequently other tools may
be slid over guiding element 16 to cooperate with gas-
trointestinal tool 12. As mentioned before, a collapsible
sleeve (e.g., which may take the form of catheter 42
shown in Fig. 3) may be slid over guiding element 16 and
inflated to functionally create an endoscope with single
or multiple channels (e.g., 44 or 48) that run through its
entire or partial length.
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[0081] Reference is now made to Fig. 4, which is a
simplified schematic illustration of various gastrointesti-
nal tools advanced along guiding element 16, in accord-
ance with an embodiment of the present invention. In the
illustrated embodiment, an anchoring device 60 is pro-
vided to anchor guiding element 16 at any desired posi-
tion in the GI tract. The anchoring device 60 may be a
balloon inflatable by means of pressurized gas or liquid
introduced through a lumen 62 in fluid communication
with the balloon. For some applications, guiding element
16 is anchored in order to facilitate a treatment or diag-
nosis, and or to facilitate movement of various compo-
nents up and down the guiding element (e.g., monorail),
by preventing longitudinal force from dislodging the guid-
ing element (e.g., monorail) from its location. In an em-
bodiment, anchoring device 60 comprises the inflatable
piston head described hereinabove.
[0082] Different kinds of gastrointestinal tools may be
slid over guiding element 16, as mentioned hereinabove.
Two examples of possible configurations of such tools
are shown in Fig. 4, in accordance with respective em-
bodiments of the present invention. In one configuration,
a gastrointestinal tool 64 comprises a coupling member
66 positioned inwards of the outer contour of gastroin-
testinal tool 64. Coupling member 66 may be a sleeve or
disc, for example, formed with a bore 68. Guiding element
16 passes through bore 68. In another configuration, a
gastrointestinal tool 70 comprises a coupling member 72
positioned outside the outer contour of gastrointestinal
tool 70. Coupling member 72 may be an eyelet or small
tube attached to the body of the gastrointestinal tool 70.
Coupling member 72 may be formed with a bore 74
through which guiding element 16 passes. In such a case,
guiding element 16 acts as a "monorail" with the gas-
trointestinal tool 70 gliding along it like a cable car. In the
second configuration, the gastrointestinal tool 70 may
comprise a capsule or colonoscope, for example.
[0083] There are many kinds of gastrointestinal tools
that may be configured in either of the two configurations
just described. (The tools are shown schematically and
simplistically in Fig. 4, and it is noted that the shape and
size of the tools may not be as exactly shown in the fig-
ure.) Some non-limiting examples of such gastrointesti-
nal tools include a radioactive device (e.g., a radioactive
tube, radioactive needle, radioactive seed, and/or radio-
active capsule or combination thereof), or an iontophore-
sis drug delivery device. The iontophoresis drug delivery
device may comprise at least two electrodes in intimate
electrical contact with some portion of the GI tract, where-
in one electrode is the active or donor electrode, from
which an ionic substance, agent, medicament, drug pre-
cursor or drug is delivered into the body via the wall of
the GI tract by iontophoresis.
[0084] The other electrode, called the counter or return
electrode, serves to close the electrical circuit through
the body. The circuit is completed by connection of the
electrodes to a source of electrical energy, e.g., a battery.
One or both of the anode and the cathode may be used

to deliver drugs of appropriate charge into the body.
[0085] Other non-limiting examples of such gastroin-
testinal tools include an imaging device (e.g., miniature
CCD or x-ray imaging device), a miniature injection de-
vice for injection of a substance (e.g., an endoscopically-
actuated injection needle and/or syringe), a photodynam-
ic therapy/diagnosis device (e.g., an LED-based light in-
fusion device), a hyperthermic therapy/diagnosis device
(e.g., miniature high frequency ultrashort wave elec-
trodes), or an ultrasonic therapy/diagnosis device (e.g.,
miniature ultrasound transducer). The imaging or viewing
device may be used to position the gastrointestinal tool
at any desired position along guiding element 16.
[0086] In the case of diagnostic applications, energy,
such as ultrasonic or x-ray energy, is applied to at least
a portion of the GI tract to image the target tissue. A
visible image of an internal region of the GI tract is then
obtained, such that the presence or absence of diseased
tissue can be ascertained. With respect to ultrasound,
ultrasonic imaging techniques, including second har-
monic imaging, and gated imaging, are well known in the
art. Ultrasound can be used for both diagnostic and ther-
apeutic purposes. In diagnostic ultrasound, ultrasound
waves or a train of pulses of ultrasound may be applied
with a transducer. The ultrasound is generally pulsed
rather than continuous, although it may be continuous,
if desired. Diagnostic ultrasound generally involves the
application of a pulse of echoes, after which, during a
listening period, the ultrasound transducer receives re-
flected signals. Harmonics, ultraharmonics or subhar-
monics may be used. Energy levels for therapeutic ultra-
sound may be used to perform hyperthermia.
[0087] Photodynamic therapy/diagnosis utilizes the
administration of a light-sensitive drug, which is then ex-
posed to a visible light beam, which, in the case of ther-
apy, may destroy cancerous cells. It is known that certain
dyes are accreted by lesions, such as tumors, which are
in turn activated by a specific frequency of light. The pho-
todynamic therapy/diagnosis device may employ laser-
induced fluorescence to detect sites of cancer which
have accreted the light-activated dye. Fluorescent and
other chromagens, or dyes, such as porphyrins sensitive
to visible light, have been used to detect and even treat
lesions by directing the suitable light to the tumor or le-
sion. Other synonymous names for photodynamic ther-
apy/diagnosis device include photoradiation and photo-
therapy.
[0088] Another gastrointestinal tool may include a dye
applicator, which may be used to coat, paint, spray or
otherwise apply a color, pigment, dye or other highlight-
ing substance on the inner walls of the GI tract. In this
manner, polyps or other growths or anomalies may be
highlighted so that they are more easily discerned and
imaged by the colonoscope. This may also aid in pattern
recognition of tissue in the colon by the colonoscope, so
as to facilitate analysis by the colonoscope. This may
also enable placement of a landmark to facilitate return-
ing the colonoscope to the same location in the colon. It
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is also noted that certain polyps or other growths may
react differently to the addition of the dye, such as in
terms of color change, absorption, etc., and the reaction
of the growth may be correlated to its probability of turning
into a cancerous growth. Optical biopsy techniques that
may be used include, but are not limited to, confocal mi-
croendoscopy, fluorescence endoscopy, optical coher-
ence tomography, light-scattering spectroscopy, Raman
spectroscopy, and molecular imaging. For some appli-
cations, optical biopsy facilitates the performance of his-
tological analysis of tissue of the colon.
[0089] A propulsion device 76 may be provided to pro-
pel (e.g., push or pull) the gastrointestinal tool along guid-
ing element 16. For example, the propulsion device 76
may include a push and/or pull wire attached to the tool.
In another non-limiting example, the propulsion device
76 may include a jet-propulsion device that moves the
tool distally over guiding element 16 by means of a jet of
water or air expelled proximally from the jet-propulsion
device. As another example, the propulsion device 76
may be a motor with gearing which may not need any
external connections, which moves the gastrointestinal
tool along guiding element 16.
[0090] Reference is now made to Fig. 5, which illus-
trates a gastrointestinal tool 80 with another kind of pro-
pulsion device, in accordance with an embodiment of the
present invention. In this’ embodiment, the propulsion
device includes a pulley 82 for movement over guiding
element 16. A gastrointestinal tool 84 may be coupled to
pulley 82 and moved distally and/or proximally along
guiding element 16. The pulley 82 may be connected to
the end of guiding element 16 or any other portion thereof,
or to any other device that moves along or with the cath-
eter (the catheter being guiding element 16).
[0091] Reference is now made to Fig. 6, which is a
schematic illustration of a configuration of gastrointesti-
nal device 10, in accordance with an embodiment of the
present invention. In this configuration, gastrointestinal
tool 12 is not formed with a bore, such as described here-
inabove with reference to Figs. 1 and 2. Instead, tool 12
comprises a coupling member 90, a tool-coupling portion
92 of which is typically fixed (i.e., non-slidably coupled)
to tool 12. Coupling member 90 is shaped so as to define
a bore 94 through a portion of the coupling member, such
that bore 94 is positioned adjacent to tool 12. Guiding
element 16 is configured to pass through bore 94, such
that tool 12 advances alongside guiding element 16. For
some applications, gastrointestinal device 10 comprises
a mechanical device 96, for example as described here-
inabove and/or in the above-mentioned US Patent Ap-
plication 10/967,922 to Cabiri et al. For some applica-
tions, mechanical device 96 comprises a multi-lobed pis-
ton head, as shown in Fig. 6, similar to the configuration
described with reference to Figs.10A-11B of the Cabiri
et al. application. Alternatively, for some applications,
mechanical device 96 comprises a single-lobed piston
head (configuration not shown in Fig. 6).
[0092] Fig. 7 is a schematic cross-sectional view of a

configuration of bore 94 of coupling member 90, in ac-
cordance with an embodiment of the present invention.
In this configuration, coupling member 90 comprises one
or more (e.g., two) wheels 100, typically coupled at first
ends 102 thereof to tool-coupling portion 92. Wheels 100
are disposed so as to define bore 94 therebetween. In
the configuration shown in Fig. 7, wheels 100 are driven
to rotate in opposite directions, in order to force guiding
element 16 to pass between the wheels, and thereby
cause tool 12 to advance along guiding element 16. As
appropriate, wheels 100 may be driven electrically, pneu-
matically, or hydraulically. For some applications, cou-
pling member 90 comprises a retaining element 104 cou-
pled to second ends 106 of wheels 100. Retaining ele-
ment 104 prevents guiding element 16 from becoming
disengaged from bore 94, and/or maintains the wheels
in alignment with each other. In an embodiment, guiding
element 16 is flexible, has a diameter greater than about
4 mm (e.g., about 5.5 mm), and is slightly transiently de-
formed by pressure applied thereto by wheels 100. For
example, the guiding element may comprise poly-
urethane.
[0093] Figs. 8A and 8B are schematic side and cross-
sectional views, respectively, of a clip 120, in accordance
with an embodiment of the present invention. For some
applications, gastrointestinal device 10 comprises one
or more clips 120, which serve to slidably couple guiding
element 16 to tool 12 along at least a longitudinal portion
of the guiding element. Typically, a first portion 122 of
clip 120 is fixed (i.e., non-slidably coupled) to tool 12, and
a second portion 124 of clip 120 is slidably coupled to
guiding element 16. For some applications, clip 120 com-
prises the wheel configuration described hereinabove
with reference to Fig. 7, but the wheels rotate passively.
[0094] Some embodiments of the present invention
are described hereinabove with respect to the use of an
inflatable device to pull a guiding element. It is noted that
this description is by way of illustration and not limitation.
The scope of the present invention includes the use of
other devices, as well. For example, a magnetically-driv-
en device may be used to pull the guiding element. Al-
ternatively, a non-magnetically-driven device may be
used to pull the guiding element. Typically, but not nec-
essarily, the non-magnetically-driven device generates
an overall mechanical force that is generally in line with
an axis of the lumen through which it travels. Thus, move-
ment of the non-magnetically-driven device generally
does not, in and of itself, cause any substantial distortion
of the direction of the lumen. As appropriate, the non-
magnetically-driven device may comprise a device such
as an electromechanical device, a mechanical device, or
a device that uses suction to facilitate its advancement
(e.g., as are known in the art).
[0095] For some applications, techniques described
herein are used in combination with techniques de-
scribed in one or more of the following applications, all
of which are assigned to the assignee of the present ap-
plication:
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• US Patent Application 10/967,922 to Cabiri et al.,
filed October 18, 2004, entitled, "Pressure-propelled
system for body lumen,"

• US Patent Application 10/838,648 to Gross et al.,
filed May 3, 2004, entitled, "Pressure-propelled sys-
tem for body lumen,"

• US Patent Application 10/753,424 to Gross et al.,
filed January 9, 2004, entitled, "Pressure-propelled
system for body lumen,"

• US Provisional Patent Application 60/607,986 to Ca-
biri et al., filed September 8, 2004, entitled, "Mechan-
ical aspects of pressure-propelled system for body
lumen," and

• US Provisional Patent Application 60/571,438 to Do-
tan et al., filed May 14, 2004, entitled, "Omnidirec-
tional and forward-looking imaging device."

[0096] It is appreciated that various features of the in-
vention which are, for clarity, described in the contexts
of separate embodiments, may also be provided in com-
bination in a single embodiment. Conversely, various fea-
tures of the invention which are, for brevity, described in
the context of a single embodiment, may also be provided
separately or in any suitable subcombination.

Claims

1. Gastrointestinal (GI) apparatus (10) comprising:

a guiding element (16);
a biologically-compatible-fluid pressure source
adapted to generate pressure in a colon of a
patient;
an inflatable mechanical device comprising a
piston head having an external surface and cou-
pled to a distal portion of the guiding element
(16), adapted to pull the guiding element (16)
through a colon of a patient; and
a gastrointestinal tool (12) shaped to define a
bore therethrough, the guiding element passing
through the bore, and adapted to be advanced
along the guiding element (16);

characterized in that said pressure source is adapt-
ed to apply pressure to said external surface and
said piston head being adapted to: be inflated so as
to form a pressure seal with a wall of said colon, and
be advanced distally through the colon in response
to pressure from the fluid pressure source applied
to said external surface.

2. The gastrointestinal apparatus according to claim 1,
wherein the gastrointestinal tool (12) comprises a

sampling device.

3. The gastrointestinal apparatus according to claim 1
or 2, wherein the gastrointestinal tool (12) comprises
an imaging device.

4. The gastrointestinal apparatus according to claim 3,
wherein the piston head is adapted to be in direct
contact with the wall of the colon when the guiding
element (16) is in the colon.

5. The gastrointestinal apparatus according to claim 3,
wherein the piston head is shaped to define a prox-
imal lobe and a distal lobe, the lobes being in fluid
communication with each other.

6. The gastrointestinal apparatus according to claim 3,
wherein the gastrointestinal apparatus (10) is adapt-
ed to facilitate distal advancement of the piston head
by facilitating passage of fluid out of the colon from
a distal site within the colon distal to the piston head.

7. The gastrointestinal apparatus according to claim 6,
comprising a vent tube, wherein the gastrointestinal
apparatus (10) is adapted to facilitate the passage
of the fluid out of the colon from the distal site within
the colon through the vent tube.

8. The gastrointestinal apparatus according to claim 7,
wherein the vent tube is adapted to passively permit
the passage of the fluid out of the colon from the
distal site within the colon.

9. The gastrointestinal apparatus according to claim 7,
wherein the vent tube is adapted to be coupled to a
suction source, whereby to actively facilitate the pas-
sage of the fluid out of the colon from the distal site
within the colon.

Patentansprüche

1. Gastrointestinale (GI) Vorrichtung (10), die Folgen-
des umfasst:

ein Führungselement (16);
eine Druckquelle für ein biologisch verträgliches
Fluid, die dafür eingerichtet ist, einen Druck in
einem Dickdarm eines Patienten zu erzeugen;
eine aufblasbare mechanische Einrichtung, die
einen Kolbenkopf umfasst, der eine Außenflä-
che hat und an einen distalen Abschnitt des Füh-
rungselements (16) gekoppelt ist, dafür einge-
richtet, das Führungselement (16) durch einen
Dickdarm eines Patienten zu ziehen; und
ein gastrointestinales Instrument (12), das dafür
geformt ist, eine Bohrung durch dasselbe zu de-
finieren, wobei das Führungselement durch die
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Bohrung hindurchgeht, und dafür eingerichtet,
längs des Führungselements (16) vorgescho-
ben zu werden;

dadurch gekennzeichnet, dass die Druckquelle
dafür eingerichtet ist, einen Druck auf die Außenflä-
che auszuüben, und der Kolbenkopf für Folgendes
eingerichtet ist: aufgeblasen zu werden, so dass er
eine Druckdichtung mit einer Wand des Dickdarms
bildet, und als Reaktion darauf, dass von der Fluid-
druckquelle ein Druck auf die Außenfläche ausgeübt
wird, in Distalrichtung durch den Dickdarm vorge-
schoben zu werden.

2. Gastrointestinale Vorrichtung nach Anspruch 1, wo-
bei das gastrointestinale Instrument (12) eine Pro-
benentnahme-Einrichtung umfasst.

3. Gastrointestinale Vorrichtung nach Anspruch 1 oder
2, wobei das gastrointestinale Instrument (12) eine
Bildgebungseinrichtung umfasst.

4. Gastrointestinale Vorrichtung nach Anspruch 3, wo-
bei der Kolbenkopf dafür eingerichtet ist, in unmittel-
barer Berührung mit der Wand des Dickdarms zu
stehen, wenn sich das Führungselement (16) im
Dickdarm befindet.

5. Gastrointestinale Vorrichtung nach Anspruch 3, wo-
bei der Kolbenkopf dafür geformt ist, einen proxima-
len Flügel und einen distalen Flügel zu definieren,
wobei die Flügel in Fluidverbindung miteinander ste-
hen.

6. Gastrointestinale Vorrichtung nach Anspruch 3, wo-
bei die gastrointestinale Vorrichtung (10) dafür ein-
gerichtet ist, ein distales Vorschieben des Kolben-
kopfes dadurch zu erleichtern, dass ein Durchgang
von Fluid aus dem Dickdarm von einem distalen Ort
innerhalb des Dickdarms zu dem Kolbenkopf er-
leichtert wird.

7. Gastrointestinale Vorrichtung nach Anspruch 6, die
einen Abzugstubus umfasst, wobei die gastrointe-
stinale Vorrichtung (10) dafür eingerichtet ist, den
Durchgang des Fluids aus dem Dickdarm von dem
distalen Ort innerhalb des Dickdarms durch den Ab-
zugstubus zu erleichtern.

8. Gastrointestinale Vorrichtung nach Anspruch 7, wo-
bei der Abzugstubus dafür eingerichtet ist, passiv
den Durchgang des Fluids aus dem Dickdarm von
dem distalen Ort innerhalb des Dickdarms zu erleich-
tern.

9. Gastrointestinale Vorrichtung nach Anspruch 7, wo-
bei der Abzugstubus dafür eingerichtet ist, an eine
Sogquelle gekoppelt zu werden, um dadurch aktiv

den Durchgang des Fluids aus dem Dickdarm von
dem distalen Ort innerhalb des Dickdarms zu erleich-
tern.

Revendications

1. Appareil (10) gastro-intestinal (GI), comprenant :

un élément de guidage (16) ;
une source de pression fluidique biologique-
ment compatible adaptée pour engendrer une
pression dans le côlon d’un patient ;
un dispositif mécanique gonflable comprenant
une tête de piston présentant une surface ex-
terne et couplé à une partie distale de l’élément
de guidage (16), adapté pour tirer l’élément de
guidage (16) à travers le côlon d’un patient ; et
un outil gastro-intestinal (12) conformé pour dé-
finir un orifice à travers celui-ci, l’élément de gui-
dage passant à travers l’orifice, et adapté pour
être avancé le long de l’élément de guidage
(16) ;

caractérisé en ce que ladite source de pression est
adaptée pour appliquer une pression à ladite surface
externe, et ladite tête de piston est adaptée pour être
gonflée afin de réaliser, par effet de la pression, un
joint avec la paroi dudit côlon, et pour être avancée
dans le sens distal à travers le côlon en réponse à
une pression à partir de la source de pression flui-
dique appliquée à ladite surface externe.

2. Appareil gastro-intestinal selon la revendication 1,
dans lequel l’outil gastro-intestinal (12) comprend un
dispositif de prise d’échantillon.

3. Appareil gastro-intestinal selon la revendication 1 ou
2, dans lequel l’outil gastro-intestinal (12) comprend
un dispositif d’imagerie.

4. Appareil gastro-intestinal selon la revendication 3,
dans lequel la tête de piston est adaptée pour être
en contact direct avec la paroi du côlon lorsque l’élé-
ment de guidage (16) se trouve dans le côlon.

5. Appareil gastro-intestinal selon la revendication 3,
dans lequel la tête de piston est conformée pour dé-
finir un lobe proximal et un lobe distal, les lobes étant
en communication fluidique l’un avec l’autre.

6. Appareil gastro-intestinal selon la revendication 3,
dans lequel l’appareil gastro-intestinal (10) est adap-
té pour faciliter l’avancement dans le sens distal de
la tête de piston en facilitant le passage de fluide
hors du côlon à partir d’un site distal dans le côlon
distal par rapport à la tête de piston.
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7. Appareil gastro-intestinal selon la revendication 6,
comprenant un tube de ventilation, dans lequel l’ap-
pareil gastro-intestinal (10) est adapté pour faciliter
le passage du fluide hors du côlon à partir du site
distal dans le côlon à travers le tube de ventilation.

8. Appareil gastro-intestinal selon la revendication 7,
dans lequel le tube de ventilation est adapté pour
permettre passivement le passage du fluide hors du
côlon à partir du site distal dans le côlon.

9. Appareil gastro-intestinal selon la revendication 7,
dans lequel le tube de ventilation est adapté pour
être couplé à une source d’aspiration, de façon à
faciliter activement le passage du fluide hors du cô-
lon à partir du site distal dans le côlon.
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