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Description

Technical Field

[0001] The present invention relates to an occupant
protection device including an airbag for protecting an
occupant by being inflated with gas supplied from an in-
flator when, for example, a side collision or the like of a
vehicle occurs.

Background Art

[0002] This type of occupant protection device is de-
scribed in, for example, Japanese Unexamined Patent
Application Publication No. 2000-289556. This publica-
tion discloses an occupant protection device including
an airbag disposed such that the airbag can be inflated
at the side of an occupant which is adjacent to a door.
When a side collision or the like of a vehicle occurs, the
airbag is inflated with gas supplied from an inflator in
order to protect the head and torso of the occupant.
[0003] In the occupant protection device according to
the above-mentioned publication, when a side collision
of the vehicle occurs, the airbag protects the head and
torso of the occupant. However, the occupant protection
device according to the above-mentioned publication
does not aim to protect the torso of the occupant, in par-
ticular the chest and abdomen of the occupant. Accord-
ingly, there is a risk that a large load will be applied to
the chest and abdomen of the occupant, and there is a
room for improvement.
[0004] WO 02/100691 A discloses a side air bag de-
vice for protecting an occupant from the shoulder to the
lumbar, wherein the inside of the airbag is divided into
an upper region and a lower region and the flow of ex-
pansion gas is distributed into the upper and lower region
through a connection part. The airbag is inflated with gas
from an inflator and has substantially the same vertical
dimensions as a seat bag.
[0005] DE 196 46 698 A1 discloses an airbag device
for side impact with a chest bag, a head bag and an in-
flator in each of these bags. The chest bag and head bag
are connected via connecting sheets.
[0006] JP 10273010 A discloses an airbag device with
separated chambers. During a side impact one chamber
begins to expand into the gap between the door and the
waist of the occupant. When the occupant is moved on
the inside of the door by reaction of the bag the separated
chambers are developed forward in the vehicle while fur-
ther expanding. A further separated chamber expands
into the gap between the shoulder of the occupant and
the inside of the door. Hereby the occupant can be re-
strained by the airbag.
[0007] In addition, this type of occupant protection de-
vice is described in, for example, Japanese Unexamined
Patent Application Publication No. 9-202203. This pub-
lication also discloses an occupant protection device in-
cluding an airbag disposed such that the airbag can be

inflated at the side of an occupant which is adjacent to a
door. When a side collision or the like of a vehicle occurs,
the airbag is inflated with gas supplied from an inflator in
order to protect the head and chest of the occupant.
[0008] In the occupant protection device according to
the above-mentioned publication, when a side collision
of the vehicle occurs, the airbag protects the head and
chest of the occupant. However, in the occupant protec-
tion device according to the above-mentioned publica-
tion, the shape of the airbag is not determined with the
consideration of the occupant’s body shape or the shape
of the door. Therefore, there is a risk that the inflated
airbag will apply a large local load to the chest of the
occupant, and there is a room for improvement.

Disclosure of Invention

[0009] An object of the present invention is to prevent
the chest and abdomen of an occupant from receiving a
large load when a side collision or the like of a vehicle
occurs. Another object of the present invention is to pre-
vent the chest of the occupant from receiving a large local
load when a side collision or the like of the vehicle occurs.
[0010] One feature of the present invention is that an
occupant protection device includes an airbag that is in-
flated with gas from an inflator at a side of an occupant
to protect the body of the occupant from the shoulder to
the lumbar, the airbag having substantially the same ver-
tical dimension as that of a seat back and having a first
region that is thinner than other regions in a vehicle width
direction in the inflated state, the first region being dis-
posed substantially at the center of the airbag in the ver-
tical direction and extending substantially parallel to the
seat back.
[0011] In this occupant protection device, when a side
collision or the like of the vehicle occurs, the airbag is
inflated with the gas from the inflator at the side of the
occupant and is placed between the vehicle body and
the body of the occupant from the shoulder to the lumbar.
Therefore, if a part of the vehicle body enters the vehicle
cabin, the occupant is pushed by the airbag toward the
center of the vehicle cabin in the vehicle width direction,
and the body of the occupant from the shoulder to the
lumbar is protected.
[0012] In this occupant protection device, the region
which is thinner than other regions in the vehicle width
direction in the inflated state is formed substantially at
the center of the airbag in the vertical direction. Accord-
ingly, when the occupant is pushed by the airbag toward
the center of the vehicle cabin in the vehicle width direc-
tion, although the shoulder and the lumbar, which come
into contact with the upper and lower portions, respec-
tively, receive a large load, the chest and the abdomen,
which come into contact with a substantially central por-
tion of the airbag in the vertical direction, do not receive
a large load. Therefore, when a side collision or the like
of the vehicle occurs, the occupant is pushed and moved
toward the center of the vehicle cabin in the vehicle width
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direction without receiving a large load at the chest and
the abdomen.
[0013] In addition, in this occupant protection device,
the first region of the airbag which is thin in the vehicle
width direction in the inflated state is formed substantially
at the center of the airbag in the vertical direction and
extends substantially parallel to the seat back. Therefore,
the first region can be positioned along the side of the
occupant from the chest to the abdomen, and the load
applied to the chest and the abdomen of the occupant
when a side collision or the like of the vehicle occurs is
reliably reduced.
[0014] Another feature of the present invention is that
the airbag also has a second region that is thin in the
vehicle width direction in the inflated state, the second
region being disposed in front of and above the first region
(the region of the airbag which is thin in the vehicle width
direction in the inflated state and is formed substantially
at the center of the airbag in the vertical direction) at a
position corresponding to the upper arm of the occupant.
In this occupant protection apparatus, when a side colli-
sion or the like of the vehicle occurs, the occupant is
pushed and moved toward the center of the vehicle cabin
in the vehicle width direction without receiving a large
load at the chest, the abdomen, and the upper arm.
[0015] In addition, another feature of the present in-
vention is that the first region, which is thin in the vehicle
width direction in the inflated state and is formed sub-
stantially at the center of the airbag in the vertical direc-
tion, is substantially oval in side view. In this occupant
protection apparatus, even when the occupant sits at dif-
ferent positions in the front-back direction, the first region
can be positioned along the side of the occupant from
the chest to the abdomen. Accordingly, the load applied
to the chest and the abdomen of the occupant when a
side collision or the like of the vehicle occurs is reliably
reduced.
[0016] In addition, another feature of the present in-
vention is that the first region, which is thin in the vehicle
width direction in the inflated state and is formed sub-
stantially at the center of the airbag in the vertical direc-
tion, is divided into sections in the vertical direction, and
a gas passage is provided between the sections. In this
occupant protection device, when a side collision or the
like of the vehicle occurs, the gas supplied from the in-
flator quickly flows in the front-rear direction of the vehicle
through the gas passage in the airbag. Accordingly, the
airbag is quickly inflated in the front-rear direction of the
vehicle, and the airbag is quickly placed between the
occupant and the vehicle body.
[0017] In addition, another feature of the present in-
vention is that an occupant protection device includes an
airbag that is inflated with gas from an inflator at a side
of an occupant to protect the body of the occupant from
the shoulder to the lumbar and gas-pressure controlling
means for setting an inner pressure of at least one of an
upper portion and a lower portion of the airbag higher
than an inner pressure of the remaining portion. In this

occupant protection device, when a side collision or the
like of the vehicle occurs, the shoulder or the lumbar of
the occupant, which comes into contact with the upper
or lower portion of the inflated airbag, is quickly moved
by being pushed with a large gas pressure. Accordingly,
when a side collision or the like of the vehicle occurs, the
occupant is quickly pushed and moved toward the center
of the vehicle cabin in the vehicle width direction without
receiving a large load at the chest and the abdomen.
[0018] In addition, another feature of the present in-
vention is that the upper portion or the lower portion of
the airbag is thicker than the remaining portion in the
vehicle width direction in the inflated state. In this occu-
pant protection device, when a side collision or the like
of the vehicle occurs, the shoulder or the lumbar of the
occupant, which comes into contact with the upper or
lower portion of the inflated airbag, is largely moved. Ac-
cordingly, when a side collision or the like of the vehicle
occurs, the occupant is largely moved toward the center
of the vehicle cabin in the vehicle width direction without
receiving a large load at the chest and the abdomen.
[0019] In addition, another feature of the present in-
vention is that an occupant protection device includes an
airbag that is inflated with gas from an inflator at a side
of an occupant to protect the body of the occupant from
the shoulder to the lumbar and inflation controlling means
for inflating at least one of an upper portion and a lower
portion of the airbag before the remaining portion. In this
occupant protection device, when a side collision or the
like of the vehicle occurs, the shoulder or the lumbar of
the occupant, which comes into contact with the upper
or lower portion of the inflated airbag, is pushed before
the chest and the abdomen of the occupant. Therefore,
when a side collision or the like of the vehicle occurs, the
occupant is pushed and moved toward the center of the
vehicle cabin in the vehicle width direction without receiv-
ing a large load at the chest and the abdomen.
[0020] In addition, another feature of the present in-
vention is that the remaining portion that is inflated after
the upper or lower portion of the airbag extends substan-
tially parallel to a seat back. In this occupant protection
device, the remaining portion that is inflated after the up-
per or lower portion of the airbag can be positioned along
the side of the occupant from the chest to the abdomen.
Accordingly, and the load applied to the chest and the
abdomen of the occupant when a side collision or the
like of the vehicle occurs is reliably reduced.
[0021] In addition, another feature of the present in-
vention is that the inflation controlling means for inflating
the upper or lower portion of the airbag before the re-
maining portion is gas-flow regulating means for causing
the gas to flow into the upper portion or the lower portion
of the airbag before flowing into the remaining portion,
the gas-flow regulating means being formed in the airbag
by sewing. In this occupant protection device, the inflation
controlling means is easily formed.
[0022] In addition, another feature of the present in-
vention is that an occupant protection device includes an
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airbag that is inflated with gas from an inflator at a side
of an occupant to protect the body of the occupant from
the shoulder to the lumbar, the airbag including shape
adjusting means for adjusting the shape of the airbag so
that the side of the airbag facing the occupant extends
along the side of the occupant in the inflated state. In this
occupant protection device, the occupant is prevented
from receiving a local load from the inflated airbag. Ac-
cordingly, not only the load applied to the shoulder and
the lumbar of the occupant when a side collision or the
like of the vehicle occurs but also the load applied to the
chest and the abdomen of the occupant is reliably re-
duced.
[0023] In addition, another feature of the present in-
vention is that the shape adjusting means included in the
airbag that inflates at the side of the occupant is one or
more straps that extend in the vehicle width direction in
the airbag. In this occupant protection device, the shape
adjusting means is easily formed.
[0024] In addition, another feature of the present in-
vention is that the airbag that inflates at the side of the
occupant includes an inflatable body at the bottom of the
airbag, the inflatable body being inflated at the side of
the thigh of the occupant. In this occupant protection de-
vice, the thigh of the occupant is also pushed by the in-
flated airbag when a side collision or the like of the vehicle
occurs. Therefore, when a side collision or the like of the
vehicle occurs, the occupant is pushed and moved to-
ward the center of the vehicle cabin in the vehicle width
direction without receiving a large load at the chest and
the abdomen.
[0025] In addition, another feature of the present in-
vention is that the airbag that inflates at the side of the
occupant is folded such that an upper portion and a lower
portion are placed on a center portion and is then rolled
or accordion-folded in a front-to-rear direction of the ve-
hicle. In this occupant protection device, when a side
collision or the like of the vehicle occurs, the airbag is
first inflated in the front-rear direction of the vehicle, and
then in the vertical direction. Therefore, although the air-
bag is attached to the seat back or a door portion corre-
sponding thereto in the folded and rolled state, the airbag
is quickly and reliably inflated in the space between the
occupant and the vehicle body when a side collision or
the like of the vehicle occurs.
[0026] In addition, another feature of the present in-
vention is that an occupant protection device includes an
airbag attached to a seat of a vehicle, the airbag being
inflated with gas from an inflator to protect the body of
an occupant and moving the chest of the occupant away
from a projecting portion of the vehicle when the vehicle
collides on one side. In this occupant protection device,
the airbag attached to the seat is inflated with gas from
the inflator when a side collision or the like of the vehicle
occurs, and moves the chest of the occupant away from
the projecting portion of the vehicle. Accordingly, when
a side collision or the like of the vehicle occurs, the chest
of the occupant is prevented from encountering the pro-

jecting portion of the vehicle, and the load applied to the
chest of the occupant is reduced.
[0027] In addition, another feature of the present in-
vention is that the airbag attached to the seat moves the
chest of the occupant diagonally to the front away from
a door of the vehicle. In this occupant protection device,
the airbag, which is attached to the seat and is inflated
when a side collision or the like of the vehicle occurs,
moves the chest of the occupant diagonally to the front
away from the door of the vehicle. Therefore, the chest
of the occupant is reliably prevented from encountering
the armrest provided on the vehicle door, and the load
applied to the chest of the occupant is reduced.
[0028] In addition, another feature of the present in-
vention is that the airbag, which is attached to the seat
and is inflated with the gas from the inflator when a side
collision or the like of the vehicle occurs, includes a first
inflatable body that inflates between a seat back and the
back of the occupant along the edge adjacent to the door
and a second inflatable body that inflates between the
door and the side of the occupant adjacent to the door.
In this occupant protection device, when a side collision
or the like of the vehicle occurs, the first and second in-
flatable bodies of the airbag reliably move the chest of
the occupant diagonally to the front away from the door.
In addition, the second inflatable body of the airbag
serves to reduce the load applied to the occupant from
the door.
[0029] In addition, another feature of the present in-
vention is that an occupant protection device includes an
airbag that is inflated with gas from an inflator at a side
of an occupant which faces a door to protect the body of
the occupant from the shoulder to the lumbar, the airbag
including an inflatable body having an external shape
such that the inflatable body extends along the inner side
of the door and the side of the occupant facing the door
to fill a space between the inner side of the door and the
side of the occupant facing the door in the inflated state.
[0030] In this occupant protection device, when a side
collision or the like of the vehicle occurs, the airbag is
inflated with the gas from the inflator at the side of the
occupant facing the door, and is placed between the door
and the body of the occupant from the shoulder to the
lumbar. Therefore, if the door of the vehicle enters the
vehicle cabin, the occupant is pushed by the airbag to-
ward the center of the vehicle cabin in the vehicle width
direction, and accordingly the body of the occupant from
the shoulder to the lumbar is protected.
[0031] In this occupant protection device, the airbag
includes the inflatable body having the external shape
such that the inflatable body extends along the inner side
of the door and the side of the occupant facing the door
to fill the space between the inner side of the door and
the side of the occupant facing the door in the inflated
state. Therefore, in this occupant protection apparatus,
the substantial contact area between the airbag and the
occupant is increased. Accordingly, when a side collision
or the like of the vehicle occurs, the chest and the like of
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the occupant is prevented from receiving a large local
load.
[0032] In addition, another feature of the present in-
vention is that an occupant protection device includes an
airbag that is inflated with gas from an inflator at a side
of an occupant which faces a door to protect the body of
the occupant from the shoulder to the lumbar, the airbag
including a recess for receiving a projecting portion that
projects in the vehicle width direction from one of the
inner side of the door and the side of the occupant facing
the door in the inflated state.
[0033] In this occupant protection device, the recess
of the airbag for receiving the projecting portion that
projects in the vehicle width direction from one of the
inner side of the door and the side of the occupant facing
the door prevents a particular part, for example, the chest
of the occupant from being locally pressed. Accordingly,
when a side collision or the like of the vehicle occurs, a
particular part, for example, the chest of the occupant is
prevented from receiving a large local load.
[0034] In addition, another feature of the present in-
vention is that the projecting portion is the upper arm of
the occupant and the recess of the airbag receives the
upper arm of the occupant in the inflated state. In this
occupant protection device, the load applied to the chest
of the occupant from the upper arm of the occupant
pushed by the inflated airbag is reduced. Accordingly,
when a side collision or the like of the vehicle occurs, the
chest of the occupant is prevented from receiving a large
local load.
[0035] In addition, another feature of the present in-
vention is that the above-described projecting portion is
an armrest provided on the inner side of the door and the
recess of the airbag receives the armrest on the inner
side of the door in the inflated state. In this occupant
protection device, the inflated airbag is prevented from
being pushed by the armrest on the inner side of the door,
and the load applied to the chest of the occupant from
the airbag is reduced. Accordingly, when a side collision
or the like of the vehicle occurs, the chest of the occupant
is prevented from receiving a large local load.
[0036] In addition, another feature of the present in-
vention is that an occupant protection device includes an
airbag that is inflated with gas from an inflator at a side
of an occupant which faces a door to protect the body of
the occupant from the shoulder to the lumbar, wherein
the airbag includes an upper inflatable body and a lower
inflatable body disposed so as to face each other from
above and below across an armrest provided on the inner
side of the door.
[0037] In this occupant protection device, when the
door of the vehicle enters the vehicle cabin, neither of
the upper and lower inflatable bodies of the airbag is
largely pushed by the armrest on the inner side of the
door. The upper inflatable body of the airbag mainly push-
es the shoulder of the occupant toward the center of the
vehicle cabin in the vehicle width direction, and the lower
inflatable body of the airbag mainly pushes the lumbar

of the occupant toward the center of the vehicle cabin in
the vehicle width direction. Accordingly, when a side col-
lision or the like of the vehicle occurs, the chest of the
occupant is prevented from receiving a large local load.
[0038] In addition, another feature of the present in-
vention is that the upper inflatable body of the airbag has
a region which is thinner than other regions in the vehicle
width direction in the inflated state at a position corre-
sponding to the upper arm of the occupant. In this occu-
pant protection device, the upper arm of the occupant is
prevented from being pushed by the upper inflatable
body of the inflated airbag, and the load applied to the
chest of the occupant by the upper arm of the occupant
pushed by the upper inflatable body is reduced. Accord-
ingly, when a side collision or the like of the vehicle oc-
curs, the chest of the occupant is prevented from receiv-
ing a large local load.
[0039] In addition, another feature of the present in-
vention is that the upper inflatable body of the airbag is
thicker than the lower inflatable body in the vehicle width
direction in the inflated state. In this occupant protection
device, a relatively large upper space between the shoul-
der of the occupant and an upper portion of the door
above the armrest and a relatively small lower space be-
tween the lumbar of the occupant and a lower portion of
the door below the armrest can be reliably filled with the
upper and lower inflatable bodies of the airbag. Accord-
ingly, the occupant can be reliably protected.
[0040] In addition, another feature of the present in-
vention is that the lower inflatable body of the airbag is
inflated before the upper inflatable body. In this occupant
protection device, the lower inflatable body of the airbag
can be reliably inflated in the lower space between the
lumbar of the occupant and the lower portion of the door
below the armrest, which is smaller than the upper space
between the shoulder of the occupant and the upper por-
tion of the door above the armrest.
[0041] In addition, another feature of the present in-
vention is that each of the lower inflatable body and the
upper inflatable body of the airbag has a dedicated infla-
tor. In this occupant protection device, the times at which
the inflators are activated can be controlled individually,
and the upper and lower inflatable bodies of the airbag
can be inflated individually at desired times.

Brief Description of the Drawings

[0042]

Fig. 1 is a side view schematically illustrating an oc-
cupant protection device according to a first embod-
iment of the present invention.
Fig. 2 is a sectional view of Fig. 1 taken along line
S1-S1.
Fig. 3 is a diagram illustrating the manner in which
the airbag shown in Fig. 1 is folded.
Fig. 4 is a side view schematically illustrating a first
modification of the first embodiment.

7 8 



EP 1 586 489 B1

6

5

10

15

20

25

30

35

40

45

50

55

Fig. 5 is a sectional view of Fig. 4 taken along line
S2-S2.
Fig. 6 is a side view schematically illustrating a sec-
ond modification of the first embodiment.
Fig. 7 is a sectional view of Fig. 6 taken along line
S3-S3.
Fig. 8 is a side view schematically illustrating a third
modification of the first embodiment.
Fig. 9 is a sectional view of Fig. 8 taken along line
S4-S4.
Fig. 10 is a side view schematically illustrating a
fourth modification of the first embodiment.
Fig. 11 is a sectional view of Fig. 10 taken along line
S5-S5.
Fig. 12 is a side view schematically illustrating a fifth
modification of the first embodiment.
Fig. 13 is a sectional view of Fig. 12 taken along line
S6-S6.
Fig. 14 is a side view schematically illustrating a sixth
modification of the first embodiment.
Fig. 15 is a sectional view of Fig. 14 taken along line
S7-S7.
Fig. 16 is a side view schematically illustrating an
occupant protection device according to a second
embodiment of the present invention.
Fig. 17 is a side view schematically illustrating an
occupant protection device according to a third em-
bodiment of the present invention.
Fig. 18 is a sectional view of Fig. 17 taken along line
S8-S8.
Fig. 19 is a side view schematically illustrating a mod-
ification of the third embodiment.
Fig. 20 is a side view schematically illustrating an
occupant protection device according to a fourth em-
bodiment of the present invention.
Fig. 21 is a horizontally sectioned plan view sche-
matically illustrating the major part of an occupant
protection device according to a fifth embodiment of
the present invention.
Fig. 22 is a vertically sectioned plan view schemat-
ically illustrating the major part of an occupant pro-
tection device according to a sixth embodiment of
the present invention.
Fig. 23 is a horizontally sectioned plan view sche-
matically illustrating the major part of an occupant
protection device according to a seventh embodi-
ment of the present invention.
Fig. 24 is a side view schematically illustrating an
occupant protection device according to an eighth
embodiment of the present invention.
Fig. 25 is a vertical sectional view of Fig. 24 taken
along line S11-S11.
Fig. 26 is a side view schematically illustrating a first
modification of the eighth embodiment.
Fig. 27 is a vertical sectional view of Fig. 26 taken
along line S12-S12.
Fig. 28 is a horizontal sectional view of Fig. 26 taken
along line S13-S13.

Fig. 29 is a side view schematically illustrating a sec-
ond modification of the eighth embodiment.
Fig. 30 is a vertical sectional view of Fig. 29 taken
along line S14-S14.
Fig. 31 is a side view schematically illustrating an
occupant protection device according to a ninth em-
bodiment of the present invention.
Fig. 32 is a vertical sectional view of Fig. 31 taken
along line S15-S15.
Fig. 33 is a side view schematically illustrating an
occupant protection device according to a tenth em-
bodiment of the present invention.
Fig. 34 is a vertical sectional view of Fig. 33 taken
along line S16-S16.
Fig. 35 is a side view schematically illustrating a mod-
ification of the tenth embodiment.
Fig. 36 is a vertically sectioned front view schemat-
ically illustrating an occupant protection device ac-
cording to an eleventh embodiment of the present
invention.
Fig. 37 is a horizontal sectional view of Fig. 36 taken
along line S17-S17.
Fig. 38 is a vertically sectioned front view schemat-
ically illustrating an occupant protection device ac-
cording to a twelfth embodiment of the present in-
vention.

Best Mode for Carrying Out the Invention

[0043] Embodiments of the present invention will be
described below with reference to the drawings. Figs. 1
to 3 schematically illustrate an occupant protection de-
vice according to a first embodiment of the present in-
vention. The occupant protection device according to the
first embodiment is attached to a seat back Aa included
in a seat A of a vehicle and includes an airbag 10 disposed
such that the airbag 10 can be inflated at the side of an
occupant B which is adjacent to a door and an inflator 20
that supplies gas to the airbag 10.
[0044] When a side collision or the like of the vehicle
occurs, the airbag 10 is inflated at the side of the occupant
B adjacent to the door with gas supplied from the inflator
20, as shown in Figs. 1 and 2. Thus, the airbag 10 protects
the body of the occupant B from the shoulder Ba to the
lumbar Bd. The vertical dimension of the airbag 10 is
substantially the same as that of the seat back Aa. The
airbag 10 is formed in a bag-like shape by folding an
airbag material with a predetermined shape in half and
airtightly bonding a peripheral region 11 thereof. As
shown in Fig. 1, the airbag 10 has an inflatable body 15
and a pair of uninflatable sections 12 and 13 arranged
vertically in a central area of the inflatable body 15 in the
inflated state in both a front-rear direction of the vehicle
and the vertical direction.
[0045] The uninflatable sections 12 and 13 are provid-
ed to form a region which is thinner than other regions in
a vehicle width direction when the airbag 10 is inflated,
and are disposed at positions corresponding to the chest
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Bb and the abdomen Bc, respectively, of the occupant
B. The uninflatable sections 12 and 13 are formed by
partially bonding the folded airbag material. In addition,
each of the uninflatable sections 12 and 13 is substan-
tially oval (elliptical) in side view, and a gas passage 14
for allowing gas from the inflator 20 to flow frontward is
provided between the uninflatable sections 12 and 13.
The uninflatable sections 12 and 13 are linearly arranged
along the seat back Aa in the vertical direction, and the
above-described region extends substantially parallel to
the seat back Aa.
[0046] As shown in Fig. 3, the airbag 10 is first folded
such that an upper portion 10a and a lower portion 10b
are placed on a vertical center portion 10c, and is then
rolled (or accordion-folded) in a front-to-rear direction of
the vehicle. The airbag 10 is attached to the seat back
Aa in this fashion. When the airbag 10 is folded, first, the
upper and lower portions 10a and 10b are entirely folded
onto the vertical center portion 10c, and then ends of the
upper and lower portions 10a and 10b are folded over,
as shown in Fig. 3(b). In addition, the folded airbag 10 is
rolled in such a manner that the front end thereof is rolled
inward.
[0047] The inflator 20 is activated and supplies gas to
the airbag 10 when a side collision or the like of the vehicle
occurs (such a situation is detected by a sensor (not
shown)). The inflator 20 is disposed in the airbag 10 and
has gas discharge holes 21 and 22 at the bottom end
and a lower front position, respectively, of the inflator 20.
The gas discharge hole 21 faces downward to discharge
the gas downward, and the gas discharge hole 22 faces
front to discharge the gas frontward.
[0048] In the occupant protection device according to
the first embodiment that is structured as described
above, if a side collision or the like of the vehicle occurs,
the inflator 20 is activated when an acceleration detected
by a corresponding sensor (not shown) exceeds a set
value. Accordingly, the gas is supplied to the airbag 10
through the gas discharge holes 21 and 22 of the inflator
20, and the airbag 10 is inflated at the side of the occupant
B. Thus, the airbag 10 is placed between the vehicle body
(door (not shown)) and the body of the occupant B from
the shoulder Ba to the lumbar Bd. Therefore, if a part of
the vehicle body enters the vehicle cabin, the occupant
B is pushed by the airbag 10 toward the center of the
vehicle cabin in the vehicle width direction, and accord-
ingly the body of the occupant B from the shoulder Ba to
the lumbar Bd is protected.
[0049] In the occupant protection device according to
the first embodiment, the region which is thinner than
other regions in the vehicle width direction in the inflated
state is formed of the uninflatable sections 12 and 13 in
the vertical center portion 10c of the inflatable body 15
of the airbag 10, that is, at a position corresponding to
the chest Bb and the abdomen Bc of the occupant B.
Accordingly, when the occupant B is pushed by the airbag
10 toward the center of the vehicle cabin in the vehicle
width direction, although the shoulder Ba and the lumbar

Bd, which come into contact with the upper and lower
portions 10a and 10b, respectively, receive a large load,
the chest Bb and the abdomen Bc, which come into con-
tact with a substantially central portion of the airbag 10
in the vertical direction, do not receive a large load. There-
fore, when a side collision or the like of the vehicle occurs,
the occupant B is pushed and moved toward the center
of the vehicle cabin in the vehicle width direction without
receiving a large load at the chest Bb and the abdomen
Bc.
[0050] In addition, in the occupant protection device
according to the first embodiment, the above-described
region formed of the uninflatable sections 12 and 13 ex-
tends substantially parallel to the seat back Aa. There-
fore, in the first embodiment, the above-described region
can be positioned along the side of the occupant B from
the chest Bb to the abdomen Bc. Accordingly, the load
applied to the chest Bb and the abdomen Bc of the oc-
cupant B when a side collision or the like of the vehicle
occurs is reliably reduced.
[0051] In addition, in the first embodiment, the region
of the airbag 10 which is thin in the vehicle width direction
in the inflated state is positioned in a central area of the
inflatable body 15 of the airbag 10 in the vertical direction,
and is substantially oval in side view. Therefore, even
when the occupant B sits at different positions in the front-
back direction, the above-described region can be posi-
tioned along the side of the occupant B from the chest
Bb to the abdomen Bc. Accordingly, the load applied to
the chest Bb and the abdomen Bc of the occupant B
when a side collision or the like of the vehicle occurs is
reliably reduced.
[0052] In addition, in the first embodiment, the region
of the airbag 10 which is thin in the vehicle width direction
in the inflated state is formed of the uninflatable sections
12 and 13 positioned in the vertical center portion of the
inflatable body 15 of the airbag 10, and thus the region
is vertically divided into two sections with the gas passage
14 provided between the two sections. Therefore, when
a side collision or the like of the vehicle occurs, the gas
supplied from the gas discharge hole 22 of the inflator
20 quickly flows toward the front of the vehicle through
the gas passage 14 in the airbag 10. Accordingly, the
airbag 10 is quickly inflated in the front-rear direction of
the vehicle, and the airbag 10 is quickly placed between
the occupant B and the vehicle body.
[0053] In addition, in the first embodiment, the airbag
10, which is inflated at the side of the occupant B when
a side collision or the like of the vehicle occurs, is first
folded such that the upper and lower portions 10a and
10b are placed on the vertical center portion 10c, and is
then rolled (or accordion-folded) in the front-to-rear di-
rection of the vehicle. Accordingly, when a side collision
or the like of the vehicle occurs, the airbag 10 is first
inflated in the front-rear direction of the vehicle, and then
in the vertical direction. Therefore, although the airbag
10 is attached to the seat back Aa in the folded and rolled
state, the airbag 10 is quickly and reliably inflated in the
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space between the occupant B and the vehicle body
when a side collision or the like of the vehicle occurs.
[0054] In the above-described first embodiment, the
region of the airbag 10 which is thinner than other regions
in the vehicle width direction in the inflated state is pro-
vided at a position corresponding to the chest Bb and the
abdomen Bc of the occupant B by forming the vertically
arranged uninflatable sections 12 and 13 in the airbag
10. However, in place of this structure, modifications
schematically shown in Figs. 4 and 5, Figs. 6 and 7, Figs.
8 and 9, Figs. 10 and 11, Figs. 12 and 13, and Figs. 14
and 15 may also be applied.
[0055] Figs. 4 and 5 illustrate a first modification. In the
first modification, a region of an airbag 10 which is thinner
than other regions in the vehicle width direction in the
inflated state is provided at a position corresponding to
the chest Bb and the abdomen Bc of the occupant B by
forming a single uninflatable section 12a in the airbag
10. The uninflatable section 12a is formed by partially
bonding a folded airbag material, and extends substan-
tially parallel to the seat back Aa. Therefore, in the first
modification, the above-described region can be posi-
tioned along the side of the occupant B from the chest
Bb to the abdomen Bc. Accordingly, the load applied to
the chest Bb and the abdomen Bc of the occupant B
when a side collision or the like of the vehicle occurs is
reliably reduced. In the first modification, an inflator 20
having only a gas discharge hole 21 at the bottom end
is used.
[0056] Figs. 6 and 7 illustrate a second modification.
In the second modification, a region of an airbag 10 which
is thinner than other regions in the vehicle width direction
in the inflated state is provided at a position correspond-
ing to the chest Bb and the abdomen Bc of the occupant
B by forming four uninflatable sections 12b1 to 12b4 in
the airbag 10. Each of the uninflatable sections 12b1 to
12b4 is formed by partially bonding a folded airbag ma-
terial, and extends substantially perpendicular to the seat
back Aa.
[0057] Figs. 8 and 9 illustrate a third modification. In
the third modification, a region of an airbag 10 which is
thinner than other regions in the vehicle width direction
in the inflated state is provided at a position correspond-
ing to the chest Bb and the abdomen Bc of the occupant
B by forming three uninflatable sections 12c1 to 12c3 in
the airbag 10. Each of the uninflatable sections 12c1 to
12c3 is formed by partially bonding a folded airbag ma-
terial, and extends substantially parallel to the seat back
Aa. In the third modification, an inflator 20 having only a
gas discharge hole 21 at the bottom end is used.
[0058] Figs. 10 and 11 illustrate a fourth modification.
In the fourth modification, a region of an airbag 10 which
is thinner than other regions in the vehicle width direction
in the inflated state is provided at a position correspond-
ing to the chest Bb and the abdomen Bc of the occupant
B by forming five uninflatable sections 12d1 to 12d5 in
the airbag 10. Each of the uninflatable sections 12d1 to
12d5 is formed by partially bonding a folded airbag ma-

terial, and is substantially circular in side view.
[0059] Figs. 12 and 13 illustrate a fifth modification. In
the fifth modification, a region of an airbag 10 which is
thinner than other regions in the vehicle width direction
in the inflated state is provided at a position correspond-
ing to the chest Bb and the abdomen Bc of the occupant
B by forming an uninflatable section 12e in the airbag 10.
The uninflatable section 12e is formed by partially bond-
ing a folded airbag material, and extends in a zigzag fash-
ion in side view. In the fifth modification, an inflator 20
having only a gas discharge hole 21 at the bottom end
is used.
[0060] Figs. 14 and 15 illustrate a sixth modification.
In the sixth modification, a region of an airbag 10 which
is thinner than other regions in the vehicle width direction
in the inflated state is provided at a position correspond-
ing to the chest Bb and the abdomen Bc of the occupant
B by forming an uninflatable section 12f in the airbag 10.
The uninflatable section 12f is formed by partially bonding
a folded airbag material in such a manner that an inflat-
able body 15 of the airbag 10 is shaped like a bracket
facing front. In the sixth modification, an inflator 20 having
gas discharge holes 21 and 22 at the bottom and top
ends, respectively, is used.
[0061] In the above-described embodiment and mod-
ifications thereof, the airbag 10 protects the body of the
occupant B from the shoulder Ba to the lumbar Bd. How-
ever, as in a second embodiment that is schematically
shown in Fig. 16, an airbag 110 may include an inflatable
body 116 that is integrated with an inflatable body 115
at the bottom of the airbag 110, the inflatable body 116
being inflatable at the side of the thigh Be of the occupant
B. In this case, the airbag 110 protects the body of the
occupant B from the shoulder Ba to the lumbar Bd and
the thigh Be.
[0062] In addition, in the second embodiment, the air-
bag 110 has an uninflatable section 117 at a position
corresponding to the upper arm Bf of the occupant B,
and accordingly an additional region that is thin in the
vehicle width direction in the inflated state is provided.
The other structures of the second embodiment are the
same as those of the first embodiment. Therefore, similar
components are denoted by reference numerals ob-
tained by adding 100 to those of the first embodiment,
and explanations thereof are thus omitted.
[0063] In the second embodiment that is structured as
described above, effects similar to those of the first em-
bodiment are, of course, obtained. In addition, in the sec-
ond embodiment, the airbag 110 that is inflated at the
side of the occupant B when a side collision or the like
of the vehicle occurs includes the inflatable body 116 that
is integrated with the inflatable body 115 at the bottom
of the airbag 110, the inflatable body 116 being inflated
at the side of the thigh Be of the occupant B. Accordingly,
the thigh Be of the occupant B is also pushed by the
airbag 110 when a side collision or the like of the vehicle
occurs. Therefore, when a side collision or the like of the
vehicle occurs, the occupant B is pushed and moved
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toward the center of the vehicle cabin in the vehicle width
direction without receiving a large load at the chest Bb
and the abdomen Bc.
[0064] In addition, in the second embodiment, the air-
bag 110 has an additional region that is thin in the vehicle
width direction in the inflated state at a position corre-
sponding to the upper arm Bf of the occupant B. There-
fore, when a side collision or the like of the vehicle occurs,
the occupant B is pushed and moved toward the center
of the vehicle cabin in the vehicle width direction without
receiving a large load at the chest Bb, the abdomen Bc,
and the upper arm Bf.
[0065] In the above-described first and second embod-
iments, the region of the airbag 10 or 110 which is thinner
than other regions in the vehicle width direction in the
inflated state is formed at a position corresponding to the
chest Bb and the abdomen Bc of the occupant B. Ac-
cordingly, when a side collision or the like of the vehicle
occurs, the occupant B is pushed and moved toward the
center of the vehicle cabin in the vehicle width direction
without receiving a large load at the chest Bb and the
abdomen Bc. However, structures of a third embodiment
schematically shown in Figs. 17 and 18(a), a fourth em-
bodiment schematically shown in Fig. 20, a fifth embod-
iment schematically shown in Fig. 21, a sixth embodiment
schematically shown in Fig. 22, and a seventh embodi-
ment schematically shown in Fig. 23 may also be applied.
[0066] In the third embodiment shown in Figs. 17 and
18(a), gas-pressure controlling means is provided for set-
ting the inner pressure of a lower portion 210b of an airbag
210 (portion corresponding to the lumbar Bd of the oc-
cupant B) higher than that of other portions. Accordingly,
when a side collision or the like of the vehicle occurs, the
occupant B is pushed and moved toward the center of
the vehicle cabin in the vehicle width direction without
receiving a large load at the chest Bb and the abdomen
Bc.
[0067] In addition, in the third embodiment shown in
Figs. 17 and 18(a), the gas-pressure controlling means
for setting the inner pressure of the lower portion 210b
of the airbag 210 higher than that of other portions in-
cludes a partition wall 212 formed in the airbag 210 and
an inflator 220 having a gas discharge hole 221 only at
the bottom end. The partition wall 212 is formed by par-
tially bonding a folded airbag material and extends in the
front-rear direction. The rear end of the partition wall 212
is near the inflator 220, and accordingly the partition wall
212 regulates an upward gas flow.
[0068] Therefore, according to the third embodiment,
when a side collision or the like of the vehicle occurs, the
lumbar Bd of the occupant B, which comes into contact
with the lower portion 210b of the airbag 210, is quickly
moved by being pushed with a large gas pressure. Ac-
cordingly, when a side collision or the like of the vehicle
occurs, the occupant B is quickly pushed and moved to-
ward the center of the vehicle cabin in the vehicle width
direction without receiving a large load at the chest Bb
and the abdomen Bc.

[0069] In the third embodiment, as shown in Fig. 18
(a), the lower portion 210b of the airbag 210 is thicker
than other portions in the vehicle width direction in the
inflated state. Accordingly, when a side collision or the
like of the vehicle occurs, the lumbar Bd of the occupant
B, which comes into contact with the lower portion 210b
of the airbag 210, is largely moved. Therefore, when a
side collision or the like of the vehicle occurs, the occu-
pant B is largely pushed and moved toward the center
of the vehicle cabin in the vehicle width direction without
receiving a large load at the chest Bb and the abdomen
Bc.
[0070] In the above-described third embodiment, the
inner pressure of the lower portion 210b of the airbag
210 is set to be higher than that of other portions. Alter-
nately, however, a vertically inverted structure shown in
Fig. 18(b) and Fig. 17 in which the corresponding partition
wall 212 is shown by an imaginary line may also be ap-
plied. In this case, the inner pressure of an upper portion
210a of the airbag 210 is set to be higher than that of
other portions.
[0071] In this case, when a side collision or the like of
the vehicle occurs, the shoulder Ba of the occupant B,
which comes into contact with the upper portion 210a of
the airbag 210, is quickly moved by being pushed with a
large gas pressure. Accordingly, when a side collision or
the like of the vehicle occurs, the occupant B is quickly
pushed and moved toward the center of the vehicle cabin
in the vehicle width direction without receiving a large
load at the chest Bb and the abdomen Bc.
[0072] In this case, the upper portion 210a of the airbag
210 is thicker than other portions in the vehicle width
direction in the inflated state. Accordingly, when a side
collision or the like of the vehicle occurs, the shoulder Ba
of the occupant B, which comes into contact with the
upper portion 210a of the airbag 210, is largely moved.
Therefore, when a side collision or the like of the vehicle
occurs, the occupant B is largely pushed and moved to-
ward the center of the vehicle cabin in the vehicle width
direction without receiving a large load at the chest Bb
and the abdomen Bc.
[0073] In the above-described third embodiment, the
inner pressure of the lower portion 21 0b of the airbag
210 is set to be higher than that of other portions. Alter-
nately, however, the structure shown in Fig. 19 may also
be applied. In Fig. 19, an airbag 210 includes upper and
lower partition walls 212 and 213, and an inflator 220
having gas discharge holes 221 and 222 at the bottom
and top ends, respectively, is used. The inner pressures
of upper and lower portions 210a and 210b of the airbag
210 are set higher than that of a middle portion 210c.
[0074] In the fourth embodiment shown in Fig. 20, in-
flation controlling means is provided for inflating an upper
portion 310a and a lower portion 310b of an airbag 310
before other portions (a vertical center portion 310c ex-
tending approximately parallel to the seat back Aa). Ac-
cordingly, when a side collision or the like of the vehicle
occurs, the occupant B is pushed and moved toward the
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center of the vehicle cabin in the vehicle width direction
without receiving a large load at the chest Bb and the
abdomen Bc.
[0075] In addition, in the fourth embodiment shown in
Fig. 20, the inflation controlling means for inflating the
upper and lower portions 310a and 310b of the airbag
310 before other portions includes a guide wall 312
formed in the airbag 310 and an inflator 320 having gas
discharge holes 321 and 322 at the bottom and top ends,
respectively. The guide wall 312 of the airbag 310 sec-
tions the upper portion 310a, the lower portion 310b, and
the vertical center portion 31 0c from one other and func-
tions as gas-flow regulating means for causing gas to
flow into the upper and lower portions 310a and 310b of
the airbag 310 first and then into the vertical center por-
tion 310c. The guide wall 312 is formed in the airbag 310
by sewing the airbag 310.
[0076] Therefore, in the fourth embodiment, when a
side collision or the like of the vehicle occurs, the shoulder
Ba and the lumbar Bd of the occupant B, which come
into contact with the upper and lower portions 310a and
310b, respectively, of the airbag 310, are pushed before
the chest Bb and the abdomen Bc of the occupant B.
Therefore, when a side collision or the like of the vehicle
occurs, the occupant B is pushed and moved toward the
center of the vehicle cabin in the vehicle width direction
without receiving a large load at the chest Bb and the
abdomen Bc.
[0077] In addition, in the fourth embodiment, the ver-
tical center portion 310c, which is inflated after the upper
and lower portions 310a and 310b of the airbag 310, ex-
tends substantially parallel to the seat back Aa. There-
fore, this portion can be positioned along the side of the
occupant B from the chest Bb to the abdomen Bc. Ac-
cordingly, the load applied to the chest Bb and the ab-
domen Bc of the occupant B when a side collision or the
like of the vehicle occurs is reliably reduced.
[0078] In addition, in the fourth embodiment, the infla-
tion controlling means for inflating the upper and lower
portions 310a and 310b of the airbag 310 before other
portions is the gas-flow regulating means for causing the
gas to flow into the upper and lower portions 310a and
310b of the airbag 310 first and then into the vertical
center portion 310c, and the gas-flow regulating means
includes the guide wall 312 formed in the airbag 310 by
sewing the airbag 310. Thus, the inflation controlling
means is easily formed.
[0079] In the above-described fourth embodiment, the
upper and lower portions 310a and 310b of the airbag
310 are inflated before the vertical center portion 310c.
Alternatively, however, one of the upper and lower por-
tions 310a and 310b of the airbag 310 may be inflated
before the vertical center portion 310c.
[0080] In the fifth embodiment shown in Fig. 21, an
airbag 410 is provided with shape adjusting means for
adjusting the shape of the airbag 410 so that the side of
the airbag 410 facing the occupant B extends along the
side of the occupant B. More specifically, a plurality of

straps 412a, 412b, and 412c extend in the vehicle width
direction in the airbag 410. Each of the straps 412a, 412b,
and 412c is fixed to the airbag 410 at both ends thereof.
[0081] Therefore, in the fifth embodiment, the occu-
pant B is prevented from receiving a local load from the
airbag 410. Accordingly, not only the load applied to the
shoulder Ba and the lumbar Bd of the occupant B when
a side collision or the like of the vehicle occurs but also
the load applied to the chest Bb and the abdomen Bc of
the occupant B is reliably reduced. In addition, in the fifth
embodiment, since the shape adjusting means includes
a plurality of straps 412a, 412b, and 412c, the shape
adjusting means is easily formed.
[0082] In the sixth embodiment shown in Fig. 22, an
airbag 510 is provided in a seat cushion Ab of the seat
A. The airbag 510 moves the occupant B upward in the
inflated state. Therefore, in the sixth embodiment, when
a side collision or the like of the vehicle occurs, the chest
Bb of the occupant B is prevented from encountering a
projecting portion on the vehicle, for example, an armrest
(not shown) provided on the door. Thus, the load applied
to the chest Bb of the occupant B is reduced.
[0083] In the seventh embodiment shown in Fig. 23,
an airbag 610 is provided in the seat back Aa. The airbag
610 includes a first inflatable body 610a that inflates be-
tween the seat back Aa and the back of the occupant B
along the edge adjacent to the door and a second inflat-
able body 610b that inflates between the door (not
shown) and the side of the occupant B adjacent to the
door. The airbag 610 moves the chest Bb of the occupant
B diagonally to the front away from the door.
[0084] Accordingly, in the seventh embodiment, when
a side collision or the like of the vehicle occurs, the first
and second inflatable bodies 610a and 610b of the airbag
610 reliably move the chest Bb of the occupant B diag-
onally to the front away from the door. Thus, the chest
Bb of the occupant B is reliably prevented from encoun-
tering the armrest provided on the vehicle door. In addi-
tion, the second inflatable body 610b of the airbag 610
serves to reduce the load applied to the occupant B from
the door.
[0085] Figs. 24 and 25 schematically illustrate an oc-
cupant protection device according to an eighth embod-
iment of the present invention. The occupant protection
device according to the eighth embodiment is attached
to a seat back Aa of a seat A of a vehicle and includes
an airbag 1010 disposed such that the airbag 1010 can
be inflated at the side of an occupant B which is adjacent
to a door C and an inflator 1020 that supplies gas to the
airbag 1010.
[0086] When a side collision or the like of the vehicle
occurs, the airbag 1010 is inflated at the side of the oc-
cupant B adjacent to the door C with gas supplied from
the inflator 1020, as shown in Figs. 24 and 25. Thus, the
airbag 1010 protects the side of the occupant B in a region
from the shoulder Ba to the lumbar Bd including the chest
Bb and the abdomen Bc. Normally, the airbag 1010 is
stored in the seat back Aa in a folded state.
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[0087] In addition, the airbag 1010 is formed in a bag-
like shape by folding an airbag material with a predeter-
mined shape in half and airtightly bonding a peripheral
region 1011 thereof. The airbag 1010 has a recess 1012
for receiving a projecting portion of the occupant B, i.e.,
the upper arm Bf that projects in the vehicle width direc-
tion from the side of the occupant B facing the door C, in
the inflated state. The recess 1012 of the airbag 1010 is
formed by cutting out the corresponding portion of the
airbag 1010 in advance.
[0088] The inflator 1020 is activated and supplies gas
to the airbag 1010 when a side collision or the like of the
vehicle occurs (such a situation is detected by a sensor
(not shown)). The inflator 1020 is disposed in the airbag
1010 and has gas discharge holes 1021 and 1022 at the
top and bottom ends, respectively. The gas discharge
hole 1021 faces upward to discharge the gas upward,
and the gas discharge hole 1022 faces downward to dis-
charge the gas downward.
[0089] In the occupant protection device according to
the eighth embodiment that is structured as described
above, if a side collision or the like of the vehicle occurs,
the inflator 1020 is activated when an acceleration de-
tected by a corresponding sensor (not shown) exceeds
a set value. Accordingly, the gas is supplied to the airbag
1010 through the gas discharge holes 1021 and 1022 of
the inflator 1020, and the airbag 1010 is inflated at the
side of the occupant B. Thus, the airbag 1010 is placed
between the vehicle door C and the body of the occupant
B from the shoulder Ba to the lumbar Bd. Therefore, if a
part of the vehicle body enters the vehicle cabin, the oc-
cupant B is pushed by the airbag 1010 toward the center
of the vehicle cabin in the vehicle width direction, and the
body of the occupant B from the shoulder Ba to the lumbar
Bd is protected.
[0090] In the occupant protection device according to
the eighth embodiment, the airbag 1010 has the recess
1012 for receiving the projecting portion of the occupant
B, i.e., the upper arm Bf that projects in the vehicle width
direction from the side of the occupant B facing the door
C, in the inflated state. Therefore, in this occupant pro-
tection device, the recess 1012 of the airbag 1010 cor-
responding to the upper arm Bf of the occupant B pre-
vents a particular part, for example, the chest Bb of the
occupant B from being locally pressed by the upper arm
Bf. Accordingly, when a side collision or the like of the
vehicle occurs, a particular part, for example, the chest
Bb of the occupant B is prevented from receiving a large
local load.
[0091] In addition, in the occupant protection device
according to the eighth embodiment, the recess 1012 of
the airbag 1010 is formed by cutting out the correspond-
ing portion of the airbag 1010 in advance. Accordingly,
the volume and weight of the airbag material are reduced.
Therefore, the airbag 1010 can be folded into a small
package and be stored in a small space in the seat back
Aa.
[0092] In the above-described eighth embodiment, the

recess 1012 is formed by cutting out the corresponding
portion of the airbag 1010 in advance. Alternatively, how-
ever, the recess may also be formed as in a modification
schematically illustrated in Figs. 26 to 28 or in a modifi-
cation schematically illustrated in Figs. 29 and 30.
[0093] Figs. 26 to 28 illustrate a first modification of the
eighth embodiment. In the first modification, a recess
1012 of an airbag 1010 is formed of an oval uninflatable
section 1013 provided at a position corresponding to the
upper arm Bf of the occupant B. The oval uninflatable
section 1013 is formed by partially bonding a folded air-
bag material, and is surrounded by an inflatable body
1014. Accordingly, in the first modification, the recess
1012 is formed in the airbag 1010 at the corresponding
position without reducing the rigidity of the airbag 1010
in the inflated state.
[0094] Figs. 29 and 30 illustrate a second modification
of the eighth embodiment. In the second modification, a
recess 1012 of an airbag 1010 is formed of an uninflatable
section 1013a provided at a position corresponding to
the upper arm Bf of the occupant B and extending to the
front edge of the airbag 1010. The uninflatable section
1013a is formed by partially bonding a folded airbag ma-
terial.
[0095] In the above-described modifications, the air-
bag 1010 has the recess 1012 that can receive the upper
arm Bf of the occupant B. Alternatively, however, as in a
ninth embodiment schematically illustrated in Figs. 31
and 32, a recess 1112 that can receive a projecting por-
tion, e.g., an armrest Ca, on the inner side of a door C
may also be formed in an airbag 1110. The recess 1112
in the airbag 1110 is formed of an oval uninflatable sec-
tion 1113 provided at a position corresponding to the arm-
rest Ca on the inner side of the door C. The oval unin-
flatable section 1113 is formed by partially bonding a fold-
ed airbag material, and is surrounded by an inflatable
body 1114.
[0096] In the ninth embodiment, the airbag 1110 has
the recess 1112 that receives the armrest Ca on the inner
side of the door C in the inflated state. Therefore, the
airbag 1110 is prevented from being pushed by the arm-
rest Ca on the inner side of the door C, and the load
applied to the chest Bb of the occupant B from the airbag
1110 is reduced. Accordingly, when a side collision or
the like of the vehicle occurs, the chest Bb of the occupant
B is prevented from receiving a large local load.
[0097] In addition, also in the ninth embodiment, the
oval uninflatable section 1113 is surrounded by the in-
flatable body 1114. Therefore, similar to the first modifi-
cation of the eighth embodiment, the recess 1112 is
formed in the airbag 1110 at the corresponding position
without reducing the rigidity of the airbag 1110 in the in-
flated state.
[0098] In the above-described ninth embodiment, the
airbag 1110 has the recess 1112 that can receive the
armrest Ca on the inner side of the door C. Alternatively,
however, as in a tenth embodiment schematically illus-
trated in Figs. 33 and 34, an upper airbag 1210A and a
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lower airbag 1210B that face each other across the arm-
rest Ca on the inner side of the door C may also be ap-
plied.
[0099] The upper airbag 1210A is disposed at a posi-
tion corresponding to the shoulder Ba of the occupant B,
and is attached to the seat back Aa of the seat A. In
addition, an inflator 1220A is disposed in the upper airbag
1210A. The lower airbag 1210B is disposed at a position
corresponding to the lumbar Bd of the occupant B, and
is also attached to the seat back Aa of the seat A. In
addition, an inflator 1220B is disposed in the lower airbag
1210B. In the tenth embodiment, the upper airbag 1210A
is thicker than the lower airbag 1210B in the vehicle width
direction in the inflated state.
[0100] The inflators 1220A and 1220B can be activated
individually. In the tenth embodiment, the lower inflator
1220B is activated before the inflator 1220A so that the
lower airbag 1210B is inflated before the upper airbag
1210A.
[0101] In the tenth embodiment having the above-de-
scribed structure, when a side collision or the like of the
vehicle occurs and the door C enters the vehicle cabin,
the airbags 1210A and 1220B are barely pushed by the
armrest Ca on the inner side of the door C. The upper
airbag 1210A mainly pushes the shoulder Ba of the oc-
cupant B toward the center of the vehicle cabin in the
vehicle width direction, and the lower airbag 1210B main-
ly pushes the lumbar Bd of the occupant B toward the
center of the vehicle cabin in the vehicle width direction.
Accordingly, when a side collision or the like of the vehicle
occurs, the chest Bb of the occupant B is prevented from
receiving a large local load.
[0102] In addition, in the tenth embodiment, the upper
airbag 1210A is thicker than the lower airbag 1210B in
the vehicle width direction in the inflated state. Therefore,
a relatively large upper space between the shoulder Ba
of the occupant B and an upper portion of the door C
above the armrest Ca and a relatively small lower space
between the lumbar Bd of the occupant B and a lower
portion of the door C below the armrest Ca can be reliably
filled with the upper and lower airbags 1210A and 1210B,
respectively. Accordingly, the occupant can be reliably
protected.
[0103] In addition, in the tenth embodiment, the lower
airbag 1210B is inflated before the upper airbag 1210A.
Accordingly, the lower airbag 1210B can be reliably in-
flated in the lower space between the lumbar Bd of the
occupant B and the lower portion of the door C below the
armrest Ca, which is smaller than the upper space be-
tween the shoulder Ba of the occupant B and the upper
portion of the door C above the armrest Ca.
[0104] In addition, in the tenth embodiment, the upper
and lower airbags 1210A and 1210B are provided with
dedicated inflators 1220A and 1220B, respectively.
Therefore, the times at which the inflators 1220A and
1220B are activated can be controlled individually, and
the upper and lower airbags 1210A and 1210B can be
inflated individually at desired times.

[0105] In the above-described tenth embodiment, the
upper and lower airbags 1210A and 121 0B that face
each other across the armrest Ca on the inner side of
the door C are used. Alternatively, however, as in a mod-
ification illustrated in Fig. 35, an airbag 1210 having an
upper inflatable body 1210a and a lower inflatable body
1210b may also be used. In this case, the upper and
lower inflatable bodies 1210a and 1210b are disposed
so as to face each other across the armrest Ca on the
inner side of the door C.
[0106] In this modification, an operation similar to that
of the above-described tenth embodiment can be per-
formed using an inflator 1220 having a gas discharge
hole 1221 only at the top end thereof. In addition, in this
modification, the upper inflatable body 1210a has an un-
inflatable section 1213 at a position corresponding to the
upper arm Bf of the occupant B, so that a region corre-
sponding to the upper arm Bf of the occupant B is thinner
than other regions in the vehicle width direction in the
inflated state.
[0107] Therefore, the upper arm Bf of the occupant B
is prevented from being pushed by the upper inflatable
body 1210a of the airbag 1210, and the load applied to
the chest Bb of the occupant B by the upper arm Bf of
the occupant B pushed by the upper inflatable body
1210a is reduced. Accordingly, when a side collision or
the like of the vehicle occurs, the chest Bb of the occupant
B is prevented from receiving a large local load.
[0108] Figs. 36 and 37 illustrate an eleventh embodi-
ment. In the eleventh embodiment, an airbag 1310 is
provided with straps 1315a and 1315b. As shown in Fig.
36, the upper strap 1315a is provided at a position cor-
responding to the upper arm Bf of the occupant B and
regulates the inflation of the airbag 1310 such that a re-
cess 1312a provided at a position corresponding to the
upper arm Bf of the occupant B extends along the upper
arm Bf of the occupant B when the airbag 1310 is inflated.
As shown in Fig. 37, the lower strap 1315b is provided
at a position corresponding to the abdomen Bc of the
occupant B and regulates the inflation of the airbag 1310
such that a recess 1312b provided at a position corre-
sponding to the abdomen Bc of the occupant B extends
along the abdomen Bc of the occupant B when the airbag
1310 is inflated.
[0109] Accordingly, in the eleventh embodiment, a
contact area between the recess 1312a of the airbag
1310 and the upper arm Bf of the occupant B and a con-
tact area between the recess 1312b of the airbag 1310
and the abdomen Bc of the occupant B are increased
compared to those in the above-described embodiments.
Accordingly, when a side collision or the like of the vehicle
occurs, the upper arm Bf and the abdomen Bc of the
occupant B are prevented from receiving a large local
load.
[0110] Fig. 38 illustrates a twelfth embodiment. In the
twelfth embodiment, an airbag 1410 is formed in a bag-
like shape by airtightly bonding two sheets of airbag ma-
terial obtained by draping at a peripheral region thereof.
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Accordingly, the side of the airbag 1410 which faces the
door C substantially extends along the inner side of the
door C, and the side of the airbag 1410 which faces the
occupant B substantially extends along the side of the
occupant B.
[0111] In addition, the airbag 1410 has an inflatable
body 1414 that fills a space between the inner side of the
door C and the side of the occupant B which faces the
door C in the inflated state. Therefore, in the twelfth em-
bodiment, the substantial contact area between the air-
bag 1410 and the occupant B is increased. Accordingly,
when a side collision or the like of the vehicle occurs, the
side portion of the occupant B, that is, the shoulder Ba,
the chest Bb, the abdomen Bc, and the lumbar Bd is
prevented from receiving a large local load.

Claims

1. An occupant protection device comprising an airbag
(10, 110) that is inflated with gas from an inflator (20,
120), disposed in the airbag (10, 110), at a side of
an occupant (B) to protect the body of the occupant
(B) from the shoulder (Ba) to the lumbar (Bd), the
airbag (10, 110) having substantially the same ver-
tical dimension as that of a seat back (Aa), the airbag
(10, 110) having a first region corresponding to the
chest (Bb) and abdomen (Bc) of the occupant that
is thinner than an upper region above the first region
corresponding to the shoulder (Ba) of the occupant
(B) and a lower region below the first region corre-
sponding to the lumbar of the occupant (B) in a ve-
hicle width direction in the inflated state, the first re-
gion being disposed substantially at the center of the
airbag (10, 110) in the vertical direction and extend-
ing substantially parallel to the seat back (Aa),
characterized in that the first region is divided into
sections (12, 13, 112, 113) in the vertical direction,
and a gas passage (14, 114) is provided between
the sections (12, 13, 112, 113), the gas passage (14,
114) connecting a front region of the airbag (10, 110)
in front of the first region and a rear region of the
airbag (10, 110) in the rear of the first region.

2. The occupant protection device according to Claim
1, characterized in that the airbag (110) also has
a second region (117) that is thinner than the upper
region and the lower region in the vehicle width di-
rection in the inflated state, the second region (117)
being disposed in front of and above the first region
at a position corresponding to the upper arm (Bf) of
the occupant (B).

3. The occupant protection device according to Claim
1, characterized in that the first region is substan-
tially oval in side view.

4. The occupant protection device according to one of

Claims 1 to 3, characterized in that the airbag
(10,110) includes an inflatable body (116) at the bot-
tom of the airbag (10,110), the inflatable body (116)
being inflated at the side of the thigh (Be) of the oc-
cupant (B).

5. The occupant protection device according to one of
Claims 1 to 4, characterized in that the airbag (10,
110) is folded such that an upper portion (10a) and
a lower portion (10b) are placed on a center portion
(10c) and is then rolled or accordion-folded in a front-
to-rear direction of the vehicle.

6. The occupant protection device according to one of
Claims 1 to 5, characterized in that the inflator (20,
120) has a first gas discharge hole (21, 121) facing
downward at the bottom end of the inflator (20, 120)
and a second gas discharge hole (22, 122) facing
front at a front position of the inflator (20, 120), and
the gas discharged from the first gas discharge hole
(21, 121) flows toward the lower region and the gas
discharged from the second gas discharge hole (22,
122) flows from the rear region to the front region
through the gas passage (14, 114).

Patentansprüche

1. Insassenschutzvorrichtung, die auf einer Seite eines
Insassen (B) einen Airbag (10, 110) aufweist, der mit
Gas von einer Aufblasvorrichtung (20, 120), die im
Airbag (10, 110) angeordnet ist, aufgeblasen wird,
um den Körper des Insassen (B) von der Schulter
(Ba) zum Lendenbereich (Bd) zu schützen, wobei
der Airbag (10, 110) im Wesentlichen die gleiche ver-
tikale Abmessung aufweist wie eine Rückenlehne
(Aa), wobei der Airbag (10, 110) im aufgeblasenen
Zustand eine erste Region aufweist, die dem Brust-
korb (Bb) und dem Bauch (Bc) des Insassen ent-
spricht und die in einer Fahrzeugbreitenrichtung
schmäler ist als eine obere Region oberhalb der er-
sten Region, die der Schulter (Ba) des Insassen ent-
spricht, und als eine untere Region unterhalb der
ersten Region, die dem Lendenbereich des Insas-
sen (B) entspricht, wobei die erste Region in der ver-
tikalen Richtung im Wesentlichen in der Mitte des
Airbags (10, 110) angeordnet ist und sich im We-
sentlichen parallel zur Rückenlehne (Aa) erstreckt,
dadurch gekennzeichnet, dass die erste Region
in der vertikalen Richtung in Abschnitte (12, 13, 112,
113) geteilt ist, und eine Gasleitung (14, 114) zwi-
schen den Abschnitten (12, 13, 112, 113) vorgese-
hen ist, wobei die Gasleitung (14, 114) eine vordere
Region des Airbag (10, 110) vor der ersten Region
und eine hintere Region des Airbag (10, 110) hinter
der ersten Region miteinander verbindet.

2. Insassenschutzvorrichtung nach Anspruch 1, da-
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durch gekennzeichnet, dass der Airbag (110)
auch eine zweite Region (117) aufweist, die im auf-
geblasenen Zustand in Fahrzeugbreitenrichtung
schmäler ist als die obere Region und die untere
Region, wobei die zweite Region (117) vor und ober-
halb der ersten Region an einer Position angeordnet
ist, die dem Oberarm (Bf) des Insassen (B) ent-
spricht.

3. Insassenschutzvorrichtung nach Anspruch 1, da-
durch gekennzeichnet, dass die erste Region von
der Seite gesehen im Wesentlichen oval ist.

4. Insassenschutzvorrichtung nach einem der Ansprü-
che 1 bis 3, dadurch gekennzeichnet, dass der
Airbag (10, 110) einen aufblasbaren Körper (116)
am Boden des Airbag (10, 110) aufweist, wobei der
aufblasbare Körper (116) an der Seite des Ober-
schenkels (Be) des Insassen (B) aufgeblasen wird.

5. Insassenschutzvorrichtung nach einem der Ansprü-
che 1 bis 4, dadurch gekennzeichnet, dass der
Airbag (10, 110) so gefaltet wird, dass ein oberer
Abschnitt (10a) und ein unterer Abschnitt (10b) auf
einem mittleren Abschnitt (10c) angeordnet werden,
und dann in Front-Heck-Richtung des Fahrzeugs
aufgerollt oder zieharmonikaartig gefaltet wird.

6. Insassenschutzvorrichtung nach einem der Ansprü-
che 1 bis 5, dadurch gekennzeichnet, dass die
Aufblasvorrichtung (20, 120) eine nach unten gerich-
tete erste Gasauslassöffnung (21, 121) am unteren
Ende der Aufblasvorrichtung (20, 120) und eine nach
vorne gerichtete zweite Gasauslassöffnung (22,
122) an einer Position vor der Aufblasvorrichtung
(20, 20) aufweist, und dass das Gas, das aus der
ersten Gasauslassöffnung (21, 121) ausgelassen
wird, in Richtung auf die untere Region strömt, und
das Gas, das aus der zweiten Gasauslassöffnung
(22, 122) ausgelassen wird, aus der hinteren Region
durch die Gasleitung (14, 114) zur vorderen Region
strömt.

Revendications

1. Dispositif de protection d’occupant comportant un
coussin gonflable (10, 110) qui est gonflé avec le
gaz d’un dispositif de gonflage (20, 120), disposé
dans le coussin gonflable (10, 110), sur un côté d’un
occupant (B) afin de protéger le corps de l’occupant
(B) depuis l’épaule (Ba) jusqu’à la partie lombaire
(BD), le coussin gonflable (10, 110) ayant sensible-
ment la même dimension verticale que celle d’un
dossier de siège (Aa), le coussin gonflable (10, 110)
ayant une première zone correspondant à la poitrine
(Bb) et à l’abdomen (Bc) de l’occupant qui est plus
mince qu’une zone supérieure au-dessus de la pre-

mière zone correspondant à l’épaule (Ba) de l’occu-
pant (B) et qu’une zone inférieure au-dessous de la
première zone correspondant à la partie lombaire de
l’occupant (B) dans le sens de la largeur du véhicule
dans l’état gonflé, la première zone étant disposée
sensiblement au centre du coussin gonflable (10,
110) dans la direction verticale et s’étendant d’une
manière sensiblement parallèle au dossier de siège
(Aa),
caractérisé en ce que la première zone est divisée
en sections (12, 13, 112, 113) dans la direction ver-
ticale, et un passage de gaz (14, 114) est prévu entre
les sections (12, 13, 112, 113), le passage de gaz
(14, 114) reliant une zone avant du coussin gonflable
(10, 110) à l’avant de la première zone et une zone
arrière du coussin gonflable (10, 110) à l’arrière de
la première zone.

2. Dispositif de protection d’occupant selon la revendi-
cation 1, caractérisé en ce que le coussin gonflable
(110) a également une deuxième zone (117) qui est
plus mince que la zone supérieure et la zone infé-
rieure dans le sens de la largeur du véhicule dans
l’état gonflé, la deuxième zone (117) étant disposée
à l’avant et au-dessus de la première zone dans une
position correspondant au bras supérieur (Bf) de
l’occupant (B).

3. Dispositif de protection d’occupant selon la revendi-
cation 1, caractérisé en ce que la première zone
est sensiblement ovale en vue de côté.

4. Dispositif de protection d’occupant selon une des
revendications 1 à 3, caractérisé en ce que le cous-
sin gonflable (10, 110) comprend un corps gonflable
(116) au fond du coussin gonflable (10, 110), le corps
gonflable (116) étant gonflé sur le côté de la cuisse
(Be) de l’occupant (B).

5. Dispositif de protection d’occupant selon une des
revendications 1 à 4, caractérisé en ce que le cous-
sin gonflable (10, 110) est plié de telle sorte qu’une
partie supérieure (10a) et une partie inférieure (10b)
sont placées sur une partie centrale (10c) et est en-
suite roulé ou plié en accordéon dans une direction
d’avant en arrière du véhicule.

6. Dispositif de protection d’occupant selon une des
revendications 1 à 5, caractérisé en ce que le dis-
positif de gonflage (20, 120) a un premier trou de
libération de gaz (21, 121) orienté vers le bas au
niveau de l’extrémité inférieure du dispositif de gon-
flage (20, 120) et un deuxième trou de libération de
gaz (22, 122) orienté vers l’avant dans une position
avant du dispositif de gonflage (20, 120), et le gaz
libéré par le premier trou de libération de gaz (21,
121) s’écoule vers la zone inférieure et le gaz libéré
par le deuxième trou de libération de gaz (22, 122)
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s’écoule depuis la zone arrière jusqu’à la zone avant
à travers le passage de gaz (14, 114).
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