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(54) Maximum power point tracking method, photovoltaic system controller and photovoltaic 
system

(57) Disclosed is a method (400) of tracking a max-
imum power point (MPP) of a PV (photovoltaic) system
(100) comprising a circuit (120) including a controller
(124) controlling a DC voltage - DC voltage converter
(126) for converting an output current of the photovoltaic
system, the controller further comprising a memory, the
method comprising measuring (412) a first value of a
photovoltaic system voltage at an initial maximum power
point; storing said first value in said memory; periodically
sampling (406) a power output level of said photovoltaic
system, and upon detecting a change in said power out-
put level exceeding a first threshold, reading the first val-
ue from the memory; and adjusting (410) a duty cycle of
the DC voltage - DC voltage converter until the circuit
voltage matches said first value; the method further com-
prising fine-tuning (414) the duty cycle of the DC voltage
- DC voltage converter to a further maximum power point
following detecting a change in said power output level
exceeding a first threshold. Such a method is capable of
extracting the maximum power out of a PV system. A PV
system controller implementing this method and a PV
system including such a controller are also disclosed.
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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a method of
tracking a maximum power point of a photovoltaic system
comprising a circuit including a controller controlling a
direct current (DC) voltage to DC voltage converter for
converting an output current of the photovoltaic system.
[0002] The present invention further relates to a pho-
tovoltaic system controller implementing such a method.
[0003] The present invention yet further relates to a
photovoltaic system comprising such a photovoltaic sys-
tem controller.

BACKGROUND OF THE INVENTION

[0004] Renewable energy generation is attracting con-
siderable attention for a number of reasons. Firstly, re-
newable energy is considered the preferred alternative
to fossil fuel based energy generation in order to combat
greenhouse gas emissions such as CO2, which are held
responsible for the changes to global climates. Secondly,
with supplies of fossil fuels, and in particular oil, expected
to run out in the foreseeable future, alternative energy
supplies must be found for future generations.
[0005] Harvesting solar energy is one of the most
promising ways of generating renewable energies, due
to the abundant nature of the energy source, which is
freely available across the globe. Over the last two dec-
ades, solar energy conversion has increasingly contrib-
uted to the generation of energy supplies all around the
world. Typically, solar energy is converted into heat or
into electricity, the latter typically being achieved by ar-
rays of photovoltaic cells. The energy generated by such
a photovoltaic system is typically stored in one or more
batteries to make the electricity available on demand.
[0006] It is well-known that if a load is directly connect-
ed to the output of a photovoltaic system, the arrange-
ment operates at a less than optimal efficiency. This is
for instance explained in FIG. 1, in which the I-V curve
(solid line) of the photovoltaic system at a given irradiation
intensity is depicted together with such a load (dashed
line). The system’s operating point is determined by the
intersection of the I-V curve with the load profile. In the
Fig.1, the operating point is at a lower power point instead
of at the maximum power point (MPP), which is the point
on the I-V curve where the product of the operating volt-
age and current, i.e. the output power is at a maximum.
[0007] For this reason, photovoltaic systems typically
comprise a photovoltaic system controller that matches
the load or impedance of the circuit connected to the
photovoltaic cells in order to ensure that the photovoltaic
system operates at the maximum power point by means
of controlling the duty cycle of a DC voltage -DC voltage
converter that converts the direct current voltage gener-
ated by photovoltaic cells into a further voltage. This,
however, is not a trivial exercise as the maximum power

point is not known a priori, and is subject to variation, for
instance because of changes in irradiation intensity
and/or temperature and/or partial shadowing. To this
end, such controllers typically implement some algorithm
that actively tracks the maximum power point of the pho-
tovoltaic system.
[0008] An overview of commonly used algorithms can
be found in "Comparative Study of Maximum Power Point
Tracking Algorithms" by D.P. Hohm and M.E. Ropp in
Progress in Photovoltaics: Research and Applications,
Vol. 11 (2003), pages 47-62. The most commonly used
algorithms include Perturb and Observe (P&O), in which
the power output of the photovoltaic array is monitored,
and the duty cycle, e.g. the pulse width, of the DC voltage
- DC voltage converter of the photovoltaic system con-
troller is adjusted as a function of the monitored power
output in order to move the operating voltage of the pho-
tovoltaic array as close as possible to its maximum power
point.
[0009] A drawback of the P&O algorithm is that its con-
vergence to the maximum power point can be slow, and
that shifts in the maximum power point during execution
of the algorithm can cause the power point of the photo-
voltaic system to oscillate around the maximum power
point, or even diverge from the maximum power point.
[0010] Another commonly used algorithm is the incre-
mental conductance (INC) algorithm, which monitors
changes in the conductance of the photovoltaic system
to adjust the duty cycle of the DC converter, based on
the knowledge that at the maximum power point, the term
dP/dV, i.e. the differential of the system power P with
respect to its operating voltage V is zero. Although the
INC algorithm has an improved performance compared
to the P&O algorithm under rapidly changing irradiance,
it is sensitive to noise and quantization errors, which can
cause the system’s operating point to oscillate around
the maximum power point.
[0011] Yet another commonly used algorithm for MPP
tracking is the constant voltage algorithm, which is based
on the realization that the ratio between the maximum
power voltage of the photovoltaic cell array and the open-
circuit voltage is more or less constant for different I-V
curves of the photovoltaic system. A drawback of this
algorithm is that the MPP voltage is not always a fixed
percentage of the open circuit voltage, as it depends on
manufacturing process, quality of materials and other
factors, and therefore requires frequent measurement of
the open-circuit voltage in order to accurately track MPP,
as the MPP can vary quite often due to changes in e.g.
irradiance, temperature and partial shadowing. During
the open-circuit voltage measurement, the battery of the
photovoltaic system cannot be charged, i.e. the power
output of the photovoltaic cell array is lost, thereby re-
ducing the efficiency of the photovoltaic system.

SUMMARY OF THE INVENTION

[0012] The present invention seeks to provide an im-
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proved method of tracking the maximum power point of
a photovoltaic system.
[0013] The present invention further seeks to provide
a photovoltaic system controller implementing the im-
proved method.
[0014] The present invention yet further seeks to pro-
vide a photovoltaic system including such a photovoltaic
system controller.
[0015] The present invention yet further seeks to pro-
vide a computer program product for implementing the
improved method of the present invention.
[0016] In accordance with a first aspect of the present
invention, there is provided a method of tracking a max-
imum power point of a photovoltaic system comprising a
circuit including a controller controlling a DC voltage -DC
voltage converter for converting an output current of the
photovoltaic system, the controller further comprising a
memory, the method comprising measuring a first value
of a photovoltaic system voltage at an initial maximum
power point; storing said first value in said memory; pe-
riodically sampling a power output level of said photo-
voltaic system, and upon detecting a change in said pow-
er output level exceeding a first threshold, reading the
first value from the memory; and adjusting a duty cycle
of the DC voltage -DC voltage converter until the circuit
voltage matches said first value; the method further com-
prising fine-tuning the duty cycle of the DC voltage - DC
voltage converter to a further maximum power point fol-
lowing detecting a change in said power output level ex-
ceeding a first threshold.
[0017] In this method, relatively large changes in the
output power of the photovoltaic array, which are indic-
ative of changes in illumination levels, and which shift
the operating point of the photovoltaic system relatively
far from its MPP are compensated in a two-step process,
in which the operating voltage of a previously established
MPP is used as a reference voltage to bring the operating
point of the photovoltaic system in the vicinity of its ad-
justed MPP, after which a fine-tuning step is used, e.g.
using a P&O or INC algorithm to find the adjusted MPP.
For smaller changes of the in the output power of the
photovoltaic array, the reference voltage application step
may be skipped; in other words, relatively small changes
in the operating point may be compensated using fine-
tuning algorithms only. This MPP tracking method of the
present invention has the advantage that can more rap-
idly converge to an adjusted MPP compared to P&O and
INC methods for large changes in the illumination con-
ditions of the photovoltaic system, whereas compared to
the CV method, an improved efficiency is achieved be-
cause the tracking of the variation in power output does
not require the frequent measurement of the open circuit
voltage of the photovoltaic system.
[0018] In an embodiment, the method further compris-
es, upon detecting a change in said power output level
exceeding a first threshold, determining the actual value
of the photovoltaic system voltage and comparing said
actual value with the first value, wherein the execution

of the steps of reading the first value from the memory
and adjusting a duty cycle of the DC voltage - DC voltage
converter until the circuit voltage matches said first value
is conditional upon a difference between the actual value
with the first value exceeding a further threshold.
[0019] Preferably, detecting said change in power lev-
el comprises detecting said change as a function of the
delay between subsequent samples. In other words, by
determining the differential power output (dP/dt) of the
photovoltaic system, a constant voltage monitoring ap-
proach can be adopted without requiring the frequent
measurement of the open circuit voltage, thereby limiting
the disruptions to the charging of the battery of the pho-
tovoltaic system.
[0020] In an embodiment, said fine-tuning comprises
tracking the power output of the photovoltaic system fol-
lowing said adjusting step; and adjusting the power out-
put of the photovoltaic system by alternately increasing
and decreasing the duty cycle of the DC voltage -DC
voltage converter until a further maximum power point of
the photovoltaic system is reached.
[0021] Preferably, in this fine-tuning step, the step of
increasing the duty cycle of the DC voltage - DC voltage
converter comprises stepwise increasing the duty cycle
of the DC voltage - DC voltage converter in a number of
steps each having a defined step size and measuring the
power output of the photovoltaic system after each step
until the power output measured after the penultimate
step exceeds the power output measured after the last
step; the step of decreasing the duty cycle of the DC
voltage - DC voltage converter comprises stepwise de-
creasing the duty cycle of the DC voltage - DC voltage
converter in a number of steps each having a defined
step size and measuring the power output of the photo-
voltaic system after each step until the power output
measured after the penultimate step exceeds the power
output measured after the last step; and reducing the
defined step size following the termination of a stepwise
increasing or stepwise decreasing of said duty cycle.
[0022] The combination of an increase-decrease-in-
crease fine-tuning cycle or a decrease-increase-de-
crease fine-tuning cycle of the duty cycle, e.g. the pulse
width of the DC voltage - DC voltage converter, with a
reduction in step size between cycles leads to a rapid
convergence to the MPP of the photovoltaic system.
[0023] In an embodiment, the total number of alternate
increases and decreases of the duty cycle is 3, as it has
been found that three cycles, e.g. increase-decrease-
increase or decrease-increase-decrease is sufficient to
converge at the MPP, especially when the step size is
reduced for each subsequent step sequence.
[0024] In an embodiment, after the adjusted MPP has
been determined, the method may further comprise
measuring a second value of the circuit voltage at said
further maximum power point; and storing said second
value in said memory. This second value may be used
in a next MPP tracking step, where it may provide a more
accurate estimation than the first value, especially when
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both changes in power output were in the same direction.
[0025] In another embodiment, the step of tracking the
power output of the photovoltaic system following said
adjusting step comprises performing a two-point power
output measurement for determining a differential power
output of the photovoltaic system; and initiating said ad-
justing step if the differential power output lies below a
second threshold. This has the advantage that the fine-
tuning of the duty cycle of the DC voltage - DC voltage
converter is only performed when the illumination levels
to which the photovoltaic cells are exposed exhibit no
substantial variations, thus reducing the risk of the pho-
tovoltaic system entering a mode of operation in which
the power point oscillates around the MPP.
[0026] The method may further comprise performing
a two-point power output measurement for determining
a differential power output of the photovoltaic system dur-
ing said fine-tuning; and restarting said fine-tuning upon
said determined differential power output exceeding a
third threshold. In this embodiment, a fine-tuning process
is aborted and restarted if during the fine-tuning a sub-
stantial shift in the power output, indicative of a change
in illumination levels, is detected. This prevents the MPP
tracking to diverge from the MPP due to such sudden
changes in illumination levels, which shift the MPP away
from its previous location.
[0027] In accordance with another aspect of the
present invention, there is provided a photovoltaic sys-
tem controller comprising a DC voltage -DC voltage con-
verter for converting the direct current from a photovoltaic
system into a further current; and a controller for control-
ling the duty cycle of the DC voltage - DC voltage con-
verter, wherein the controller comprises a memory and
a microprocessor having a set of instructions for imple-
menting the MPP tracking method of the present inven-
tion. Such instructions may be made available in a soft-
coded form in an instruction memory accessible to the
controller for controlling the duty cycle of the DC voltage
-DC voltage converter, or in hard-coded form, e.g. in-
structions provided in the form of hardware functionality
of the microprocessor.
[0028] In accordance with yet another aspect of the
present invention, there is provided a photovoltaic sys-
tem, comprising the photovoltaic system controller of the
present invention, the system further comprising at least
one photovoltaic cell having an output conductively cou-
pled to an input of the DC voltage - DC voltage converter.
Such a photovoltaic system benefits from an improved
tracking of the MPP under varying conditions, thereby
improving the efficiency of the photovoltaic system.
[0029] In an embodiment, the photovoltaic system may
further comprise at least one battery having an input con-
ductively coupled to an output of the DC voltage - DC
voltage converter for storing the charge generated by the
at least one photovoltaic cell.
[0030] In another embodiment, the photovoltaic sys-
tem further comprises a sensor for sensing the power
output of the at least one photovoltaic cell, the controller

being responsive to said sensor.
[0031] In accordance with a further aspect of the
present invention, there is provided a computer program
product comprising program code for, when executed on
a computer processor, executing the steps of the method
of the present invention. Such a computer program prod-
uct may be made available on any suitable computer-
readable medium, such as a CD-ROM, DVD, memory
stack, portable hard disk, a network-accessible server
and so on.

BRIEF DESCRIPTION OF THE EMBODIMENTS

[0032] Embodiments of the invention are described in
more detail and by way of non-limiting examples with
reference to the accompanying drawings, wherein

FIG. 1 depicts an IV curve of a photovoltaic system
having a load directly coupled to its output;
FIG. 2 schematically depicts a photovoltaic (PV) sys-
tem in accordance with an embodiment of the
present invention;
FIG. 3 schematically depicts an aspect of an embod-
iment of the MPP tracking method of the present
invention;
FIG. 4 schematically depicts another aspect of an
embodiment of the MPP tracking method of the
present invention; and
FIG. 5 depicts a flow chart of an embodiment of the
method of the present invention.

DETAILED DESCRIPTION OF THE DRAWINGS

[0033] It should be understood that the Figures are
merely schematic and are not drawn to scale. It should
also be understood that the same reference numerals
are used throughout the Figures to indicate the same or
similar parts.
[0034] FIG. 2 depicts a typical PV system 100, com-
prising an array 110 of PV cells 112 coupled to a battery
130 via a charge unit 120 , which comprises a DC voltage
-DC voltage converter 126, the duty cycle of which is
controlled by a controller 124, which in turn is responsive
to one or more sensors 122 arranged to measure the
output power and output voltage of the one or more PV
cells 112. The duty cycle of the DC voltage - DC voltage
converter 126 may be controlled in any suitable fashion,
e.g. by means of pulse width modulation. Such tech-
niques are well-known per se and will therefore not be
further discussed for the sake of brevity.
[0035] The solar charger 120 and battery 130 repre-
sent a load 140 sensed by the array 110, which governs
the operating point on the I-V curve of the array 110 as
previously explained with the aid of FIG. 1. By variation
of the duty cycle of the DC voltage - DC voltage converter
126, the impedance of the load may be varied, such that
the load characteristics and the I-V curve may be tuned
to intersect at the MPP. At a constant duty cycle, the
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impedance of the load 140 is constant, such that in ac-
cordance with Ohm’s law (V = I*R), a change in the I-V
characteristics of the array 110 causes a change in the
operating voltage of the array 110, which typically shifts
the operating point of the array 110 away from the ad-
justed MPP.
[0036] This is explained in more detail with the aid of
FIG. 3, in which a PV system 100 initially exhibits I-V
characteristics as depicted by I-V curve A, with the DC
voltage - DC voltage converter 126 being configured to
operate at MPP(A) by appropriate control of the duty cy-
cle of the DC voltage- DC voltage converter 126. The I-
V characteristics of the PV system 100 may change, e.g.
because of changing illumination conditions, causing the
PV system 100 to adopt I-V characteristics depicted by
I-V curve B. This causes the operating point of the PV
system 100 to shift from MPP (A) to point 300, which is
relatively far removed from MPP(B), i.e. the maximum
power point of the altered I-V characteristics of the PV
system 100, such that the PV system 100 now operates
under non-optimal efficiency conditions.
[0037] It is important to limit the loss of efficiency as
much as possible. For this reason, it is important that the
controller 124 is capable of rapidly adjusting the duty cy-
cle of the DC voltage -DC voltage converter 126 such
that the operating point of the PV system 100 is shifted
towards MPP(B). This is achieved by configuring the con-
troller 124 to execute an embodiment of the method of
the present invention.
[0038] In general, the method of the present invention
uses differential power or deviation in PV voltage tracking
to define a cause of action to be taken. In other words,
at least some of the sensors 122 are configured to meas-
ure the power output of the PV array 110, with the con-
troller 124 being configured to determine the dP/dt, i.e.
the differential power between two unperturbed power
measurements. In the context of the present invention,
an unperturbed power measurement is a measurement
in which the user-defined settings of the PV system are
unaltered with respect to the previous mesasurement. In
an embodiment, the controller 124 will calculate the dif-
ference between the power outputs measured in these
two measurements and divide this difference by the time
delay between the two measurements to determine the
differential power.
[0039] The present invention is based on the realiza-
tion that for relatively small dP/dt values, a modified P&O-
based tracking algorithm can suffice to rapidly converge
to the shifted MPP value, as the actual operating voltage
of the PV system 100 is still relatively near the operating
voltage of the MPP of the adjusted I-V curve of the PV
system 100, whereas for larger dP/dt values, a novel and
inventive two-step algorithm is applied in which in a first
step the operating voltage of the PV system 100 is
brought to a value that is expected to lie in the vicinity of
the operating voltage at the MPP, after which the afore-
mentioned tracking algorithm may be used to fine-tune
the operating voltage to arrive to the MPP voltage.

[0040] This is achieved by measuring and storing the
initial MPP voltage MPP(A) in a memory of the microcon-
troller 124, and restoring the initial MPP voltage upon the
detection of a dP/dt value exceeding a predefined thresh-
old indicative of a change in I-V characteristics caused
by a change in irradiation intensity levels. This is shown
in FIG. 3, which depicts different I-V curves A and B with
their respective open circuit voltages Vopen(A) and Vo-
pen (B) as well as their respective MPPs MPP(A) and
MPP(B), by the shift in operating voltage from point 300,
which is the effective operating voltage on I-V curve (B)
for the duty cycle value of the DC voltage -DC voltage
converter 126 at MPP(A), to point 310, which is the op-
erating voltage of MPP(A) on I-V curve (B). This change
may be effected by adjusting the duty cycle of the DC
converter 126 with the microcontroller 124 whilst moni-
toring the operating voltage of the PV system 100 until
the operating voltage reaches the value stored in the
memory of the microcontroller 124.
[0041] This is based on the insight that for changes in
I-V characteristics induced by a change in irradiation in-
tensity levels, the change in MPP as a function of the
operating voltage is relatively small, such that bringing
the PV system 100 to the MPP operating voltage, i.e.
MPP(A), of the I-V characteristics that were applicable
prior to the change in irradiation intensity levels ensures
that the adjusted operating voltage reached by restoring
this previous value of the MPP operating voltage lies
close to the expected new value of the MPP operating
voltage such that in the second step tracking algorithms
such as P&O algorithms can be used to quickly converge
to the new MPP, i.e. MPP(B) as such algorithms are
known to be capable of such fast convergence if the start-
ing point of the tracking process lies in the vicinity of the
desired end point, i.e. MPP(B).
[0042] At this point it is noted that the change in the I-
V characteristics caused by a change in the PV array
irradiation intensity levels is typically much larger than a
change caused by a change in the operating temperature
of the PV system 100. Hence, by an appropriate choice
of the threshold against which the determined dP/dt value
is compared, it is possible to only invoke the two-step
MPP tracking algorithm when the change in I-V charac-
teristics is dominated by a change in the irradiation in-
tensity levels.
[0043] A more detailed explanation of a preferred em-
bodiment of the method of the present invention will now
be given with the aid of FIG. 4, which depicts a flowchart
of this preferred embodiment. The method 400 starts in
step 402, after which the method proceeds to step 404
in which it is checked if a full scan of the I-V curve has
been performed within a predefined time window.
[0044] In a full scan, the load may be varied from zero
to infinity to track the PV panel IV curve from short circuit
current to open circuit voltage in order to determine the
maximum power point afresh. In an embodiment of the
present invention, this is done by sweeping the duty cycle
of the DC voltage -DC voltage converter 126 through its
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full range, i.e. from its minimum to maximum feasible duty
cycle value.
[0045] Such a full scan is necessary to compensate
for system drift and to determine the initial MPP and con-
figure the duty cycle of the DC voltage -DC voltage con-
verter 126 such that the PV system 100 operates at the
MPP operation point. The full scan is performed in step
412, in which after determining the MPP, the operating
voltage of the PV system 100 is measured and stored in
the memory of the controller 124. If a recent full scan has
been performed, the method may proceed to step 406
instead.
[0046] Once the PV system 100 has been calibrated
in this manner, the method may proceed to step 414, in
which the operating point of the PV system 100 is fine-
tuned using a modified P&O tracking algorithm, which
will be explained in more detail later. At this stage, if the
modified tracking step 414 has successfully completed,
the MPP tracking method enters a dormant state, in which
it is assumed that the PV system operates at the MPP
until a change in dP/dt, i.e. the differential power output
of the system, exceeds a predefined threshold, as indi-
cated in steps 406 and 416. To this end, the method
executed by the controller 124 periodically determines
an output power of the PV array 110 with the aid of the
one or more sensors 122.
[0047] It is noted that in an embodiment, the determi-
nation of dP/dt by the controller 124 also takes place
during execution of modified tracking step 414. This is
reflected by step 418, where it is checked if upon detec-
tion of dP/dt becoming non-negligible but not exceeding
the predefined threshold, e.g. 0 < dP/dt < threshold, the
modified tracking step 414 has successfully completed.
If not, the method reverts back to step 414 to restart the
modified tracking step 414 from the beginning. This has
the advantage that upon small changes operating con-
ditions of the PV array 110, e.g. operating temperature
changes, the P&O based tracking algorithm is prevented
from oscillating around or diverging from the actual MPP
of the PV system 100.
[0048] In an embodiment, upon completing the modi-
fied tracking step 414 and determining in step 418 that
the modified tracking step 414 has resulted in the PV
system 100 latching onto its actual MPP, it may be
checked in step 420 if the difference between the actual
MPP operating voltage and the MPP operating voltage
stored in the memory of the controller exceeds a prede-
fined threshold. This useful because as previously ex-
plained, the values of the MPP operating voltage exhibit
relatively small variations under strongly varying illumi-
nation conditions for the PV array 110. Hence, the de-
tection of a larger than expected difference between a
previously determined MPP operating voltage and the
operating voltage measured in step 420 is an indication
of the PV system 100 operating under sub-optimal con-
ditions, for instance because of system drift or because
of the modified tracking step 414 latching onto a pseudo-
peak of the actual I-V curve of the PV system 100.

[0049] This may be rectified by performing a partial
scan of the I-V characteristics of the PV system 100 in
step 424 to bring the operating point of the PV system
into the vicinity of its actual MPP, after which the modified
tracking of the MPP, i.e. step 414, may be repeated to
latch onto the actual MPP. A partial scan is typically per-
formed in a predefined subrange of the full PV voltage
range, for instance from 12V to 19V by changing the duty
cycle over a smaller range. This is faster than a full scan
and therefore leads to a lower PV power loss.
[0050] On the other hand, if after the completion of
steps 418 and 420 it is decided that the modified tracking
algorithm executed in step 414 has latched onto the MPP
of the PV system 100, the method may proceed to step
422 in which the measured voltage of the latched MPP
is stored in the memory of the controller 124. This may
be done by overwriting the previously stored MPP voltage
or by adding the latched MPP voltage to the memory.
The latter option has the advantage that the sign of the
dP/dt measurement may be used to decide which MPP
value is to be retrieved from the memory.
[0051] For instance, the controller 124 may keep track
of which is the most recent MPP voltage value stored in
its memory and, upon a dP/dt measurement exceeding
a predefined threshold indicative of an increase in illumi-
nation levels of the PV array 110, may check if a higher
value MPP voltage is available in its memory and decide
to restore this value instead of the most recently stored
MPP voltage value, as the higher MPP voltage value can
be expected to provide a more accurate estimate of the
altered MPP voltage of the PV system 110. Similarly,
upon a dP/dt measurement exceeding a predefined
threshold indicative of an decrease in illumination levels
of the PV array 110, the controller 124 may check if a
lower value MPP voltage is available in its memory and
decide to restore this value instead of the most recently
stored MPP voltage value, as the lower MPP voltage val-
ue can be expected to provide a more accurate estimate
of the altered MPP voltage of the PV system 110.
[0052] As previously mentioned, once the PV system
100 is latched to its MPP, it is periodically checked in
step 406 if dP/dt has exceeded a predefined threshold,
as this is indicative of the operating point of the PV system
having moved away from its MPP. If the determined dP/dt
does not exceed the predefined threshold, it may be as-
sumed that the PV system 100 still operates at its MPP,
such that the method may revert back to step 404 to
check if the last performed full scan is still up to date, the
outcome of this check leading to the method progressing
to either step 412 or 406.
[0053] However, if it is determined in step 406 that the
absolute value of dP/dt exceeds the predefined thresh-
old, it will be necessary to adjust the duty cycle of the DC
voltage -DC voltage converter 126 to bring the operating
point of the PV system 100 back to its MPP. As previously
explained, for relatively small changes in the output pow-
er of the PV system 100, this may be achieved by reac-
tivating the MPP tracking algorithm in step 414, whereas
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for larger changes in the output power of the PV system
100, a two-step recalibration approach in which the op-
erating voltage corresponding to the last known MPP of
the PV system 100 is restored, after which the method
may proceed to step 414 for fine-tuning the operating
voltage of the PV system 100 using the tracking algo-
rithm.
[0054] To this end, it may be checked in step 408 if the
difference between the actual operating voltage of the
PV system 100 and the MPP voltage stored in the mem-
ory of the controller 120 exceeds a predefined threshold.
If this difference is small enough, this is an indication that
the current operating point of the PV system 100 still lies
in the vicinity of its current MPP, such that the method
400 may immediately proceed to step 414. However, if
this difference is relatively large, i.e. exceeds the prede-
fined threshold, the operating point has shifted substan-
tially, such that a faster convergence to the current MPP
is achieved by first restoring the operating voltage of the
last known MPP by appropriate adjustment of the duty
cycle of the DC voltage -DC voltage converter 126 in step
410 before proceeding to step 414 or reverting to step
412. Reverting back to step 412 is preferred as this fa-
cilitates detection of further changes to the operation con-
ditions of the PV system 100 which may have occurred
during restoration of the MPP voltage in step 410.
[0055] It should be understood that step 408 may be
omitted from the method 400, in which case step 406
may be amended to compare the determined value of
dP/dt against two thresholds T1 and T2, with T1 <T2. T1
is indicative of a change in operating conditions caused
by e.g. temperature variations, whereas T2 is indicative
of a change in operating conditions caused by e.g. illu-
mination intensity variations. There are three possible
scenarios in this embodiment:

(a) dP/dt ≤ T1 → the method proceeds to step 404;
(b) T1< dP/dt → T2→ the method proceeds to step
414; and
(c) T2 < dP/dt → the method proceeds to step 410.

[0056] A non-limiting example of an embodiment of the
tracking algorithm executed in step 414 of method 400
will now be explained in more detail with the aid of FIG.
5. In this example, a modified version of the P&O tracking
algorithm will be described, although it should be under-
stood that other suitable algorithms, e.g. INC-based al-
gorithms are also feasible.
[0057] The proposed tracking algorithm is based on
an alternating pattern of tracking runs in opposite direc-
tions on the I-V curve of the PV system 100. In other
words, in an initial tracking run, the duty cycle of the DC
voltage -DC voltage converter 126 is systematically var-
ied in one direction, e.g. systematically increased or sys-
tematically decreased, with the next tracking run being
performed in the opposite direction. Each tracking run
comprises a number of steps having a predefined step
size, with the sensors 122 determining an output power

of the PV array 110 after each step, with the controller
124 comparing the most recently measured output power
(Pact) with the output power sampled after the previously
performed step (Pact-1). A tracking run is terminated when
Pact < Pact-1, after the next tracking run in the opposite
direction is initiated.
[0058] In an embodiment, the step size of the next
tracking run is reduced with respect to the step size of
the last performed tracking run. In the context of the
present invention, the step size is the amount by which
the duty cycle, e.g. the pulse width, of the DC voltage
-DC voltage converter 126 is varied. By reducing the step
size in a systematic manner, e.g. halve the step size after
each tracking run, a fast convergence to MPP can be
achieved. It has been found that as few as three tracking
runs are sufficient to latch the PV system 100 to its actual
MPP.
[0059] In another embodiment, the step size may be
adjusted within a single tracking run based on the mag-
nitude of the difference between Pact and Pact-1, with the
step size being reduced if this difference becomes small-
er, such that an even faster convergence to MPP can be
achieved.
[0060] An advantageous aspect of the above tracking
algorithm is that the direction of the initial tracking run is
independent of on which side of MPP the actual operating
point of the PV system 100 lies. This is demonstrated in
FIG. 5, in which a three-run tracking algorithm implement-
ing an alternating pattern of a systematic decrease (1),
a systematic increase (2) and a systematic decrease (3)
of the duty cycle of the DC voltage -DC voltage converter
126 results in the convergence to MPP from a starting
operating voltage having a lower value than MPP as
shown in the left pane of FIG. 5, as well as from a starting
operating voltage having a higher value than MPP as
shown in the right pane of FIG. 5. It should be understood
that although not explicitly shown, the same result can
be achieved with a tracking algorithm starting with a sys-
tematic increase of the duty cycle of the DC voltage -DC
voltage converter 126, e.g. an increase-decrease-in-
crease algorithm. Further tracking runs may be added to
the algorithm.
[0061] It should be noted that the above-mentioned
embodiments illustrate rather than limit the invention, and
that those skilled in the art will be able to design many
alternative embodiments without departing from the
scope of the appended claims. In the claims, any refer-
ence signs placed between parentheses shall not be con-
strued as limiting the claim. The word "comprising" does
not exclude the presence of elements or steps other than
those listed in a claim. The word "a" or "an" preceding
an element does not exclude the presence of a plurality
of such elements. The invention can be implemented by
means of hardware comprising several distinct elements.
In the device claim enumerating several means, several
of these means can be embodied by one and the same
item of hardware. The mere fact that certain measures
are recited in mutually different dependent claims does
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not indicate that a combination of these measures cannot
be used to advantage.

Claims

1. A method (400) of tracking a maximum power point
(MPP) of a photovoltaic system (100) comprising a
circuit (120) including a controller (124) controlling a
DC voltage -DC voltage converter (126) for convert-
ing an output current of the photovoltaic system, the
controller further comprising a memory, the method
comprising:

measuring (412) a first value of a photovoltaic
system voltage at an initial maximum power
point;
storing said first value in said memory;
periodically sampling (406) a power output level
of said photovoltaic system, and upon detecting
a change in said power output level exceeding
a first threshold,
reading the first value from the memory; and
adjusting (410) a duty cycle of the DC voltage
-DC voltage converter until the circuit voltage
matches said first value;
the method further comprising fine-tuning (414)
the duty cycle of the DC voltage -DC voltage
converter to a further maximum power point fol-
lowing detecting a change in said power output
level exceeding a first threshold.

2. The method (400) of claim 1, further comprising, up-
on detecting (406) a change in said power output
level exceeding a first threshold, determining (408)
the actual value of the photovoltaic system voltage
and comparing said actual value with the first value,
wherein the execution of the steps of reading the first
value from the memory and adjusting a duty cycle
of the DC voltage -DC voltage converter until the
circuit voltage matches said first value is conditional
upon a difference between the actual value with the
first value exceeding a further threshold.

3. The method (400) of claim 1 or 2, wherein detecting
(406) said change in power level comprises detect-
ing said change as a function of the delay between
subsequent samples.

4. The method (400) of any of claims 1-3, wherein said
fine-tuning (414) comprises:

tracking the power output of the photovoltaic
system following said adjusting step; and
adjusting the power output of the photovoltaic
system by alternately increasing and decreasing
the duty cycle of the DC voltage -DC voltage
converter until a further maximum power point

of the photovoltaic system is reached.

5. The method (400) of claim 4, further comprising:

measuring (420) a second value of the circuit
voltage at said further maximum power point;
and
storing (422) said second value in said memory.

6. The method (400) of claims 4 or 5, wherein:

the step of increasing the duty cycle of the DC
voltage - DC voltage converter comprises step-
wise increasing the duty cycle of the DC voltage
- DC voltage converter in a number of steps each
having a defined step size and measuring the
power output of the photovoltaic system after
each step until the power output measured after
the penultimate step exceeds the power output
measured after the last step;
the step of decreasing the duty cycle of the DC
voltage - DC voltage converter comprises step-
wise decreasing the duty cycle of the DC voltage
- DC voltage converter in a number of steps each
having a defined step size and measuring the
power output of the photovoltaic system after
each step until the power output measured after
the penultimate step exceeds the power output
measured after the last step; and
reducing the defined step size following the ter-
mination of a stepwise increasing or stepwise
decreasing of said duty cycle.

7. The method (400) of any of claims 4-6, wherein the
total number of alternate increases and decreases
of the duty cycle is 3.

8. The method (400) of any of claims 4-7, wherein the
step (414) of tracking the power output of the pho-
tovoltaic system following said adjusting step com-
prises performing a two-point power output meas-
urement for determining a differential power output
of the photovoltaic system; and
initiating said adjusting step of the differential power
output lies below a second threshold.

9. The method (400) of claim 8, further comprising:

performing (416) a two-point power output
measurement for determining a differential pow-
er output of the photovoltaic system during said
fine-tuning; and
restarting said fine-tuning upon said determined
differential power output exceeding a third
threshold.

10. A photovoltaic system controller (120) comprising:
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a DC voltage - DC voltage converter (126) for
converting the direct current from a photovoltaic
system into a further current; and
a controller (124) for controlling the duty cycle
of the DC voltage - DC voltage converter, where-
in the controller comprises a memory and a mi-
croprocessor having a set of instructions for im-
plementing the method of any of claims 1-9.

11. A photovoltaic system (100), comprising the photo-
voltaic system controller (120) of claim 10, the sys-
tem further comprising at least one photovoltaic cell
(112) having an output conductively coupled to an
input of the DC voltage - DC voltage converter (126).

12. The photovoltaic system (100) of claim 11, further
comprising at least one battery (130) having an input
conductively coupled to an output of the DC voltage
- DC voltage converter (126).

13. The photovoltaic system (100) of claim 11 or 12, fur-
ther comprising a sensor (122) for sensing the power
output of the at least one photovoltaic cell (112), the
controller (124) being responsive to said sensor
(122).

14. A computer program product comprising program
code for, when executed on a computer processor,
executing the steps of the method (400) of any of
claims 1-9.
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