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Description

[0001] This invention relates generally to rotary ma-
chines and, more particularly, to nitrogen purge sub-sys-
tems.
[0002] In some known dual-fuel combustion turbines,
the turbine is powered by burning either a gaseous fuel
or a liquid fuel, the latter fuel typically being distillate oil.
These combustion turbines have fuel supply systems for
both liquid and gas fuels. Combustion turbines generally
do not burn both gas and liquid fuels at the same time.
Rather, when the combustion turbine burns liquid fuel,
the gas fuel supply is removed from service. Alternatively,
when the combustion turbine burns gaseous fuel, the liq-
uid fuel supply is removed from service.
[0003] In some known industrial combustion turbines,
a combustion system may have an array of combustion
cans, each of which has at least one liquid fuel nozzle
and at least one gas fuel nozzle. In the combustion can
arrangement, combustion is initiated within the combus-
tion cans at a point slightly downstream of the nozzles.
Air from the compressor (normally used to deliver com-
pressed air to the combustion system) flows around and
through the combustion cans to provide oxygen for com-
bustion.
[0004] Some known existing combustion turbines that
have dual fuel capacity (gas fuel as primary and liquid
fuel as backup) may be susceptible to carbon deposits,
in the form of carbonaceous precipitate particulates,
forming in the liquid fuel system. Carbonaceous particu-
late precipitation and subsequent deposition generally
begins when liquid fuel is heated to a temperature of
177°C (350°F) in the absence of oxygen. In the presence
of oxygen, the process accelerates and carbonaceous
particulate precipitation begins at approximately 93°C
(200°F). As carbonaceous particulates accumulate, they
effectively reduce the cross-sectional passages through
which the liquid fuel flows. If the carbonaceous particulate
precipitation continues unabated, particulates may ob-
struct the liquid fuel passages. In general, the warmer
areas of a combustion turbine tend to be associated with
the combustion system that is located in the turbine com-
partment of many known combustion turbine systems.
Therefore, the formation of carbonaceous particulates
will most likely be facilitated when subjected to the turbine
compartment’s heat and may not be present in the liquid
fuel system upstream of the turbine compartment.
[0005] Prior to burning gas fuel the liquid fuel nozzle
passages are normally purged via a purge air system
that is flow connected to the liquid fuel system. However,
static liquid fuel may remain in a portion of the system
positioned in the turbine compartment to facilitate read-
iness for a rapid fuel transfer. During those periods when
the liquid fuel system is removed from service, the purge
air sub-system is at a higher pressure at the point of flow
communication with the liquid fuel system and air infiltra-
tion into a portion of the liquid fuel system is more likely.
This condition may increase the potential for interaction

between fuel and air and, subsequently, carbonaceous
particulate formation may be facilitated.
[0006] In general, when liquid fuel systems remain out
of service beyond a predetermined time limit, there is an
increased likelihood that the static liquid fuel within the
turbine compartment will begin to experience carbona-
ceous particulate precipitation. Purge air infiltration into
the liquid fuel system facilitates air contact with liquid fuel
and the potential for extended air-to-fuel interaction in-
creases as the length of period of time associated with
maintaining the fuel system out of service increases and
the magnitude of air infiltration increases. As noted
above, liquid fuel carbonaceous particulate precipitation
is facilitated at a much lower temperature in the presence
of oxygen. Considering that some known turbine com-
partment temperatures have been measured in excess
of 157°C (315°F), carbonaceous particulate precipitation
is even more likely to occur if infiltrating purge air remains
in contact with static liquid fuel. As carbonaceous partic-
ulates form, they pose the potential of obstructing liquid
fuel internal flow passages, including those in the com-
bustion fuel nozzles.
[0007] US 2005/0144958 is concerned with nitrogen
purge for combustion turbine liquid fuel system. JP
H09-79044 is concerned with a fuel injection nozzle
purge system of dual fuel fired gas turbine, US 6,729,135
is concerned with a liquid fuel recirculation system and
method. EP 0 952 317 is concerned with a purging sys-
tem for a gas turbine fuel supply. EP 0 939 220 is con-
cerned with removing liquid fuel from the fuel system of
a gas turbine that has been shut down.
[0008] In one aspect according to the present inven-
tion, a method of operating a fuel system is provided.
The method includes removing fuel from at least a portion
of the fuel system using a gravity drain process.
[0009] The method also includes channeling nitrogen
into at least a portion of the fuel system to facilitate re-
moving air and residual fuel from at least a portion of the
fuel system, thereby mitigating a formation of carbona-
ceous precipitate particulates. The method further in-
cludes removing air and nitrogen from at least a portion
of the fuel system during a fuel refilling process using a
venting process, such that at least a portion of the fuel
system is substantially refilled with fuel and substantially
evacuated of air and nitrogen. The method also includes
removing air from at least a portion of the refilled fuel
system using a venting process.
[0010] In another aspect, a nitrogen purge sub-system
for a liquid fuel system for a dual fuel combustion turbine
is provided. The fuel system has at least one cavity. The
nitrogen purge sub-system includes a source of nitrogen
coupled to a pipe in flow communication with the cavity.
The purge sub-system further includes at least one valve
that controls flow of nitrogen from the source to the cavity
via the pipe. The at least one valve has an open condition
such that nitrogen flows from the source through the pipe
and into the cavity to facilitate removal of liquid fuel and
air from the cavity such that a formation of a carbona-
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ceous precipitate particulate is mitigated.
[0011] In a further aspect, a liquid fuel system including
at least one valve, at least one pipe, at least one cavity,
and at least one pump is provided. The at least one valve
and at least one pipe include a nitrogen purge sub-sys-
tem. The nitrogen purge sub-system includes a source
of nitrogen coupled to a pipe in flow communication with
the cavity. The purge sub-system further includes at least
one valve that controls flow of nitrogen from the source
to the cavity via the pipe. The at least one valve has an
open condition such that nitrogen flows from the source
through the pipe and into the cavity to facilitate removal
of liquid fuel and air from the cavity such that a formation
of a carbonaceous precipitate particulate is mitigated.
[0012] Various aspects and embodiments of the
present invention will now be described with reference
to the accompanying drawings, in which:

Figure 1 is a schematic illustration of an exemplary
embodiment of a liquid fuel system including a nitro-
gen purge sub-system; and
Figure 2 is a schematic illustration of an alternate
embodiment of a liquid fuel system including a nitro-
gen purge sub-system.

[0013] Figure 1 is a schematic illustration of an exem-
plary embodiment of a liquid fuel system 100 having a
nitrogen purge sub-system 200. Liquid fuel system 100
has at least one cavity that includes piping, headers, and
tanks that further include a liquid fuel forwarding sub-
system 102, a fuel pump suction header 104, at least one
liquid fuel filter 105, a fuel pump 106, a fuel pump dis-
charge header 108, a fuel pump discharge pressure relief
valve header 110, a fuel pump discharge pressure relief
valve 112, a fuel pump discharge check valve 114, a fuel
pump bypass header 116, a bypass header manual
blocking valve 118, a fuel pump bypass header check
valve 120, a liquid fuel flow control valve 122, a control
valve recirculation header 124, a liquid fuel flow stop
valve 126, a stop valve recirculation header 128, a stop
valve recirculation line check valve 130, a common re-
circulation header 132, a flow divider suction header 134,
a flow divider 136 including at least one non-driven gear
pump 137, at least one flow divider discharge header 138
(only one illustrated for clarity), at least one combustion
can supply header 140 (only one illustrated for clarity),
at least one combustion can flow venturi 142 (only one
illustrated for clarity), at least one combustion can liquid
fuel nozzle supply manifold 144 (only one illustrated for
clarity), at least one combustion can 146 (only one illus-
trated for clarity) including a plurality of liquid fuel nozzles
148, and a liquid fuel purge air sub-system 150. Turbine
compartment 152 is illustrated with a dotted line. System
100 also includes a false start drain tank 154 and an
instrument air sub-system 156.
[0014] Nitrogen purge sub-system 200 includes a flow
divider suction header pressure relief valve supply head-
er 202, a flow divider suction header pressure relief valve

204, a solenoid valve 208, a flow orifice 210, a check
valve 212, at least one liquid fuel drain header 216 (only
one illustrated for clarity), at least one liquid fuel manual
drain valve 218, at least one three-way valve 220 (only
one illustrated for clarity), a pilot air supply 222 (only one
illustrated for clarity), at least one three-way valve sens-
ing line 224 (only one illustrated for clarity), at least one
three-way valve biasing spring 226 (only one illustrated
for clarity), at least one nitrogen purge/air vent header
228 (only one illustrated for clarity), at least one nitrogen
purge/air vent header manual blocking valves 230 (only
one illustrated for clarity), a common nitrogen purge/air
vent collection manifold 232, a nitrogen supply sub-sys-
tem 234, a nitrogen supply manual blocking valve 236,
a vent line 238, a vent line manual blocking valve 240,
and a vent line check valve 242.
[0015] Liquid fuel flows into liquid fuel system 100 from
liquid fuel forwarding sub-system 102. Liquid fuel for-
warding sub-system 102 may include at least one storage
tank (not shown in Figure 1) and at least one pump (not
shown in Figure 1). During liquid fuel operation, at least
one liquid fuel forwarding pump facilitates liquid fuel flow
to suction header 104 and fuel flows through filter 105 to
the inlet of fuel pump 106. Fuel pump 106 discharges
fuel into discharge header 108, wherein pressure relief
valve 112 is positioned and biased to protect pump 106
by facilitating sufficient flow through pump 106 in the
event the design flow of pump 106 cannot be achieved,
thereby facilitating protection of pump 106, a pump motor
(not shown in Figure 1) and the associated piping down-
stream of pump 106. Relief valve header 110 is flow con-
nected to common recirculation header 132. Liquid fuel
normally flows from discharge header 108 to control
valve 122 through check valve 114. Check valve 114 is
positioned and biased to facilitate a reduction of reverse
liquid fuel flow from discharge header 108 through pump
106 to facilitate a prevention of reverse rotation of pump
106.
[0016] Pump bypass header 116 includes manual
blocking valve 118 and check valve 120. The purpose of
header 116 is to facilitate supplying liquid fuel to system
100 as an alternative to pump 106, for example, filling
system 100 with liquid fuel while venting as described in
more detail below. Valve 118 is normally closed and may
be opened to facilitate flow. Check valve 120 is positioned
and biased to facilitate a reduction in fuel flow from pump
discharge header 108 back to pump suction line 104
while pump 106 is in service.
[0017] Liquid fuel flows through control valve 122 and
stop valve 126. Figure 1 illustrates the disposition of
valves 122 and 126 in a mode wherein the combustion
turbine (not shown in Figure 1) is firing on natural gas
with liquid fuel system 100 removed from service, i.e. a
gas fuel mode of operations. Control valve 122 and stop
valve 126 are illustrated as being disposed to facilitate
liquid fuel flow through respective recirculation headers
124 and 128 to common recirculation header 132. Head-
er 132 subsequently facilitates flow to pump suction
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header 104. It is noted that recirculation flow while fuel
system 100 is out of service may be small due to pump
106 normally being removed from service during these
periods.
[0018] When pump 106 is in service and liquid fuel flow
into header 108 is induced by pump 106 and the com-
bustion turbine is operating on gas fuel, valves 122 and
126 may be biased to facilitate substantially all of liquid
fuel flow from pump 106 to recirculation headers 124 and
128, respectively, i.e., a liquid fuel standby mode of op-
erations. Flow through header 124 may be greater than
flow through header 128. Therefore, check valve 130 is
positioned in header 128 and is biased to facilitate a re-
duction in fuel flow from header 132 to stop valve 126
via header 128.
[0019] When system 100 is in service and the combus-
tion turbine is operating on liquid fuel, i.e., a liquid fuel
mode of operations, pump 106 is normally in service,
valves 122 and 126 are biased to facilitate flow to flow
divider suction header 134 and liquid fuel is channeled
to flow divider 136. Flow divider 136 includes a plurality
of non-driven gear pumps 137 that facilitate substantially
similar and consistent flow distribution to each associated
combustion can 146.
[0020] Each gear pump 137 provides sufficient resist-
ance to flow to facilitate a substantially similar fuel pres-
sure throughout header 134, thereby facilitating a sub-
stantially similar suction pressure to each gear pump 137.
Also, each gear pump 137 is rotatingly powered via liquid
fuel flow from header 134 through each associated gear
pump 137 and discharges fuel at a pre-determined rate
with a pre-determined discharge pressure into each as-
sociated flow divider discharge header 138. One of the
subsequent flow channels that include one gear pump
137, one header 138 and one three-way valve 220 is
discussed below.
[0021] Upon discharge from flow divider 136, liquid fuel
flows from header 138 to associated three-way valve
220. Figure 1 illustrates three-way valve 220 disposed
to facilitate purge air flow from purge air sub-system 150
to combustion can 146 via valve 220. This disposition
may be referred to as the air purge mode of operations
for valve 220. The illustrated disposition of valve 220 also
demonstrates fuel header 138 in flow communication
with nitrogen purge/air vent header 228. During combus-
tion turbine liquid fuel flow mode operations, valve 220
is normally biased to facilitate fuel flow from header 138
to combustion can 146. This disposition of valve 220 may
be referred to as the liquid fuel combustion mode of op-
erations for valve 220. In this mode, valve 220 also sub-
stantially blocks purge air flow from purge air sub-system
150 and may permit a portion of fuel flow to header 228.
Valve 220 includes pilot air supply 222 that receives air
from purge air sub-system 150. Valve 220 also includes
a shuttle spool (not shown in Figure 1) and the shuttle
spool includes a plurality of flow ports (not shown in Fig-
ure 1) that facilitate the purge air and liquid fuel flows
appropriately for the selected mode of combustion tur-

bine operations. Pilot air supply 222 induces a bias on
valve 220 shuttle spool that tends to induce movement
of the shuttle spool such that liquid fuel is transmitted to
combustion can 146. Sensing line 224 induces a bias on
valve 220 shuttle spool that tends to induce movement
of the shuttle spool such that liquid fuel is transmitted to
can 146. Valve 220 further includes spring 226 that in-
duces a bias to position valve 220 shuttle spool to facil-
itate purge air flow to combustion can 146. Therefore,
when system 100 is in service, liquid fuel pressure in-
duced via pump 106 is greater than the substantially stat-
ic purge air sub-system 150 pressure and spring 226 bias
to position the shuttle spool such that liquid fuel flows
from header 138 through three-way valve 220 to com-
bustion can supply header 140. Alternatively, pilot air
sub-system 222 pressure may be greater than the sub-
stantially static purge air system 150 pressure and spring
226 bias to position valve 220 shuttle spool such that
liquid fuel flows from header 138 through three-way valve
220 to combustion can supply header 140.
[0022] Purge air from purge air sub-system 150 is nor-
mally biased to a higher, substantially static pressure
than the substantially static liquid fuel system pressure
with pump 106 out of service. During gas fuel mode op-
erations with pump 106 not in service, purge air sub-
system 150 pressure, in conjunction with spring 226, bi-
ases three-way valve 220 associated with each combus-
tion can 146 so that liquid fuel is blocked from entering
the respective combustion can 146 and purge air may
be transmitted to can 146. Purge air may be used to fa-
cilitate removal of liquid fuel from header 140 and man-
ifold 144 via nozzles 148 upon termination of liquid fuel
combustion in associated combustion can 146. Purge air
may also facilitate nozzle 148 cooling via injection of cool
air into nozzles 148 during gas fuel mode of operations.
It is this same purge air that is transmitted to can 146 and
facilitates actuation of three-way valve 220, that may
seep past the seals (not shown in Figure 1) in three-way
valve 220, interact with liquid fuel, and facilitate carbon-
aceous particulate precipitation.
[0023] During transfer of combustion turbine opera-
tions from gas fuel mode to liquid fuel mode, pump 106
is placed into service and liquid fuel pressure in header
138 is increased. When liquid fuel pressure in header
138 exceeds purge air pressure, three-way valve 220
spool will start to shuttle and will eventually substantially
terminate purge air flow to combustion can 146 and fa-
cilitate liquid fuel flow to can 146. In a typical system 100,
liquid fuel pressure will begin to bias the spool to shuttle
to the position that facilitates fuel flow at approximately
552 kilopascal differential (kPad) (80 pounds per square
inch differential (psid)) above purge air pressure.
[0024] In the exemplary embodiment of sub-system
200, during combustion turbine gas fuel mode of opera-
tion, if three-way valve 220 sustains any potential leaks,
purge air will tend to leak into liquid fuel system 100 rather
than liquid fuel leaking into header 140 due to the purge
air sub-system 150 pressure normally being greater than
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static header 138 pressure. Therefore, a potential of fuel
leakage via valve 220 is decreased, however, a potential
for air and fuel interaction is increased. This condition is
discussed in more detail below.
[0025] As discussed above, as a function of the pre-
determined mode of combustion turbine operations, ei-
ther liquid fuel or purge air is transmitted to header 140.
Flow from header 140 is subsequently transmitted to fuel
nozzles 148 located in combustion can 146 via combus-
tion can air flow venturi/fuel flow header 142 and manifold
144. Air flow venturi 142 may be biased to facilitate min-
imizing purge air flow into combustion can 146 while
purge air is flowing into header 140 via placing a flow
restriction, i.e., a venturi, in the flow path. Figure 1 illus-
trates air flow venturi/fuel flow header 142 biased to the
air venturi disposition. During periods wherein fuel is
transmitted to header 140, fuel flow header 142 may be
biased to facilitate substantially unrestricted fuel flow to
manifold 144. Manifold 144 facilitates equalizing fuel and
purge air flow to nozzles 148. Combustion can 146 facil-
itates fuel combustion and energy release to the com-
bustion turbine.
[0026] In the exemplary embodiment, pressure relief
valve 204 is positioned in flow communication with head-
er 134 via header 202 at a high point in liquid fuel system
100 such that air removal from at least a portion of system
100 to false start drain tank 154 may be facilitated. In the
event that liquid fuel may be entrained with the air being
removed, tank 154 is designed to receive liquid fuel.
Valve 204 is normally biased in the closed position. Or-
ifice 210 is located downstream of pressure relief valve
204 such that when pump 106 is in service or valve 118
is open, and valves 122 and 126 are disposed to facilitate
liquid fuel flow into header 134, open valve 204 will not
facilitate an excessive flow of fuel to tank 154. For some
predetermined operational modes discussed in further
detail below, solenoid valve 208 is actuated to place in-
strument air sub-system 156 in flow communication with
the operating mechanism of valve 204. Instrument air
from sub-system 156 biases valve 204 to an open dis-
position. Check valve 212 is positioned and biased to
facilitate minimizing fuel and air flow from tank 154 to
header 134.
[0027] In an alternative embodiment, an automated
timer mechanism (not shown in Figure 1) may be provid-
ed to periodically open valve 204 to remove air from at
least a portion of system 100 at predetermined time in-
tervals in the absence of operator action.
[0028] Figure 1 illustrates further embodiments of ni-
trogen purge sub-system 200. Nitrogen purge/air vent
headers 228 are each in flow communication with asso-
ciated three-way valves 220. Headers 228 each include
one associated manual blocking valve 230. Headers 228
and associated valves 230 are in flow communication
with common nitrogen purge/air vent collection manifold
232. Nitrogen supply sub-system 234 is in flow commu-
nication with manifold 232 via manual blocking valve 236.
False start drain tank 154 is in flow communication with

manifold 232 via vent header 238, manual block valve
240 and check valve 242. Check valve 242 is positioned
and biased such that flow from tank 154 to manifold 232
is substantially minimized.
[0029] Each of liquid fuel drain valves 218 are in flow
communication with each header 138 via each drain
header 216. Each of valves 218 are also in flow commu-
nication with tank 154.
[0030] During predetermined operational activities, for
example, subsequent to a shift from combustion turbine
liquid fuel mode to gas fuel mode, liquid fuel manual drain
valves 218 may be opened to drain liquid fuel from a
portion of system 100 downstream of stop valve 126 via
drain headers 216. Upon verification that liquid fuel is
sufficiently drained from a portion of system 100, nitrogen
supply valve 236 may be opened to nitrogen purge man-
ifold 232. As nitrogen flows into manifold 232 and vent
header 238, valve 240 may be opened for a sufficient
period of time to remove air from header 238 and manifold
232. When pressure is equalized in manifold 232, nitro-
gen purge valves 230 may be opened to permit nitrogen
to flow into purge headers 228. With valves 220 biased
to facilitate purge air flow into headers 140, and fuel head-
ers 138 in flow communication with headers 228, nitrogen
may flow through valves 220 into headers 138 via three-
way valves 220. Nitrogen pressure tends to bias flow of
remaining liquid fuel towards drain headers 216 and out
of a portion of system 100 via drain valves 218 to false
start drain tank 154. Upon completion of nitrogen purge
activities, valves 218 may be closed and nitrogen pres-
sure may be maintained in headers 228 and 138 to fa-
cilitate prevention of air infiltration into header 138. In
addition, vent valve 204 may be biased towards an open
disposition as described above for a predetermined pe-
riod of time to facilitate air and/or liquid fuel removal from
a portion of system 100 between valves 220 and the in-
terconnection point between headers 134 and 202 into
tank 154 via a bias induced via nitrogen purge activities.
[0031] In the exemplary embodiment, nitrogen
purge/air vent headers 228 have a substantially upward
slope with respect to flow divider discharge headers 138.
The upward slope facilitates transport of purge air that
may leak through three-way valves 220 during periods
when the combustion turbine is operating in gas fuel
mode as described above. Collection manifold 220 is po-
sitioned to be the high point of a portion of system 100
to facilitate air flow toward collection manifold 232 from
valves 220 via headers 228.
[0032] Nitrogen purge sub-system 200 also facilitates
refilling headers 138 with liquid fuel up to and past three-
way valves 220, i.e., into headers 228, such that the po-
tential for air to remain in headers 138 and valves 220 is
substantially minimized. Once liquid fuel forwarding
pump (not shown in Figure 1) of fuel forwarding sub-sys-
tem 102 is placed in service, valve 118 is opened and
valves 122 and 126 are biased to transmit liquid fuel to
header 134. Liquid fuel will substantially fill headers 138
via flow divider 136. As liquid fuels enters headers 138,
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air and nitrogen are biased towards headers 228 and
transmitted to false start drain tank 154 via valves 230,
manifold 232, header 238, valve 240 and check valve
242. In addition, vent valve 204 may be biased towards
an open disposition as described above for a predeter-
mined period of time to facilitate air and/or nitrogen re-
moval from a portion of system 100 between valve 126
and the interconnection point between headers 134 and
202 into tank 154 via a bias induced via liquid fuel filling
activities.
[0033] Some known combustion turbine maintenance
activities include facilitation of air introduction into various
system 100 cavities while the combustion turbine is in a
shutdown condition, for example, in headers 138 be-
tween flow dividers 136 and three-way valves 220. This
air may remain in headers 138 through combustion tur-
bine commissioning activities and facilitate formation of
air pockets that may facilitate a delay in initiating a sub-
stantially steady liquid fuel flow during combustion tur-
bine restart. Sub-system 200 facilitates removal of air
from headers 138 using the liquid fuel refilling method of
system 100 as described above. This method may in-
crease reliability of operating mode transfers from gas
fuel to liquid fuel during commissioning.
[0034] Sub-system 200 facilitates a potential increase
in combustion turbine reliability by permitting liquid fuel
to be maintained up to valves 220 with the potential for
air pockets in fuel system 100 mitigated, thereby facili-
tating gas fuel-to-liquid fuel mode transfers. Liquid fuel
maintenance up to valves 220 is facilitated by a method
of filling system 100 with liquid fuel while venting air via
sub-system 200. Sub-system 200 further facilitates main-
tenance of liquid fuel up to valves 220 via facilitating a
method of purge air removal from liquid fuel via upwardly-
sloped headers 228. System 100 reliability may also be
increased via mitigation of carbonaceous particulate for-
mation, wherein the formation process is described
above.
[0035] Sub-system 200 may mitigate carbonaceous
particulate formation in fuel system 100 via facilitating a
method of removing liquid fuel via a fuel drain process
and a nitrogen purge process from areas wherein tem-
peratures may exceed 93°C (200°F). The nitrogen purge
process also facilitates removal of air from a portion of
system 100 that substantially reduces the potential for
air and fuel interaction.
[0036] Sub-system 200 may also facilitate reliability via
providing a method for liquid fuel removal from at least
a portion of system 100 using the aforementioned gravity
drain and nitrogen purge processes that facilitate biasing
liquid fuel towards false start drain tank 154, wherein
these processes also facilitate mitigating the potential for
liquid fuel to be received, and subsequently ignited, by
combustor cans 146 during gas fuel mode operations.
[0037] Figure 2 is a schematic illustration of an alter-
nate embodiment of a liquid fuel system 300 having a
nitrogen purge sub-system 400. Liquid fuel system 300
has at least one cavity that includes piping, headers, and

tanks that further include a liquid fuel forwarding sub-
system 302, a fuel pump suction header 304, at least one
liquid fuel filter 305, a fuel pump 306, a fuel pump dis-
charge header 308, a fuel pump discharge pressure relief
valve header 310, a fuel pump discharge pressure relief
valve 312, a fuel pump discharge check valve 314, a fuel
pump bypass header 316, a bypass header manual
blocking valve 318, a fuel pump bypass header check
valve 320, a liquid fuel flow control valve 322, a control
valve recirculation header 324, a liquid fuel flow stop
valve 326, a stop valve recirculation header 328, a stop
valve recirculation line check valve 330, a common re-
circulation header 332, a flow divider suction header 334,
a flow divider 336 including at least one non-driven gear
pump 337, at least one flow divider discharge header 338
(only one illustrated for clarity), at least one combustion
can supply header 340 (only one illustrated for clarity),
at least one combustion can flow venturi 342 (only one
illustrated for clarity), at least one combustion can liquid
fuel nozzle supply manifold 344 (only one illustrated for
clarity), at least one combustion can 346 (only one illus-
trated for clarity) including a plurality of liquid fuel nozzles
348, and a liquid fuel purge air sub-system 350. Turbine
compartment 352 is illustrated with a dotted line. System
300 also includes a false start drain tank 354 and an
instrument air sub-system 356.
[0038] Nitrogen purge sub-system 400 includes a flow
divider suction header pressure relief valve supply head-
er 402, a flow divider suction header pressure relief valve
404, a solenoid valve 408, a flow orifice 410, a check
valve 412, at least one liquid fuel drain header 416 (only
one illustrated for clarity), at least one liquid fuel manual
drain valve 418, at least one fuel check valve 420 (only
one illustrated for clarity), at least one air purge check
valve 422 (only one illustrated for clarity), at least one
nitrogen purge/air vent header 424 (only one illustrated
for clarity), at least one nitrogen purge /air vent header
manual blocking valve 426 (only one illustrated for clar-
ity), a common nitrogen purge/air vent collection manifold
428, a nitrogen supply sub-system 430, a nitrogen supply
manual blocking valve 432, a vent line 434, a vent line
manual blocking valve 436, and a vent line check valve
438.
[0039] Liquid fuel flows into liquid fuel system 300 from
liquid fuel forwarding sub-system 302. Liquid fuel for-
warding sub-system 302 may include at least one storage
tank (not shown in Figure 2) and at least one pump (not
shown in Figure 2). During liquid fuel operation, at least
one liquid fuel forwarding pump facilitates liquid fuel flow
to suction header 304 and fuel flows through filter 305 to
the inlet of the fuel pump 306. Fuel pump 306 discharges
fuel into discharge header 308, wherein pressure relief
valve 312 is positioned and biased to protect pump 306
by facilitating sufficient flow through pump 306 in the
event the design flow of pump 306 cannot be achieved,
thereby facilitating protection of pump 306, a pump motor
(not shown in Figure 2) and the associated piping down-
stream of pump 306. Relief valve header 310 is flow con-
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nected to common recirculation header 332. Liquid fuel
normally flows from discharge header 308 to control
valve 322 through check valve 314. Check valve 314 is
positioned and biased to facilitate a reduction of reverse
liquid fuel flow from discharge header 308 through pump
306 to facilitate a prevention of reverse rotation of pump
306.
[0040] Pump bypass header 316 includes manual
blocking valve 318 and check valve 320. The purpose of
header 316 is to facilitate supplying liquid fuel to system
300 as an alternative to pump 306, for example, filling
system 300 with liquid fuel while venting as described in
more detail below. Valve 318 is normally closed and may
be opened to facilitate flow. Check valve 320 is positioned
and biased to facilitate a reduction in fuel flow from pump
discharge header 308 back to pump suction line 304
while pump 306 is in service.
[0041] Liquid fuel flows through control valve 322 and
stop valve 326. Figure 2 illustrates the disposition of
valves 322 and 326 in a mode wherein the combustion
turbine (not shown in Figure 2) is firing on natural gas
with liquid fuel system 300 removed from service, i.e., a
gas fuel mode of operations. Control valve 322 and stop
valve 326 are illustrated as being disposed to facilitate
liquid fuel flow through respective recirculation headers
324 and 328 to common recirculation header 332. Head-
er 332 subsequently facilitates flow to pump suction
header 304. It is noted that recirculation flow while fuel
system 300 is out of service may be small due to pump
306 normally being removed from service during these
periods.
[0042] When pump 306 is in service and liquid fuel flow
into header 308 is induced by pump 306 and the com-
bustion turbine is operating on gas fuel, valves 322 and
326 may be biased to facilitate substantially all of liquid
fuel flow from pump 306 to recirculation headers 324 and
328, respectively, i.e., a liquid fuel standby mode of op-
eration. Flow through header 324 may be greater than
flow through header 328. Therefore, check valve 330 is
positioned in header 328 and is biased to facilitate a re-
duction in fuel flow from header 332 to stop valve 326
via header 328.
[0043] When system 300 is in service and the combus-
tion turbine is operating on liquid fuel, i.e., a liquid fuel
mode of operation, pump 306 is normally in service,
valves 322 and 326 are biased to facilitate flow to flow
divider suction header 334 and liquid fuel is channeled
to flow divider 336. Flow divider 336 includes a plurality
of non-driven gear pumps 337 that facilitate substantially
similar and consistent flow distribution to each associated
combustion can 346.
[0044] Each gear pump 337 provides sufficient resist-
ance to flow to facilitate a substantially similar fuel pres-
sure throughout header 334, thereby facilitating a sub-
stantially similar suction pressure to each gear pump 337.
Also, each gear pump 337 is rotatingly powered via liquid
fuel flow from header 334 through each associated gear
pump 337 and discharges fuel at a pre-determined rate

with a pre-determined discharge pressure into each as-
sociated flow divider discharge header 338. One of the
subsequent flow channels that include one gear pump
337, one header 338, one fuel check valve 420, and one
purge air check valve 422 is discussed below.
[0045] Upon discharge from flow divider 336, liquid fuel
flows from header 338 to associated fuel check valve
420. When system 300 is in service, liquid fuel pressure
induced via pump 306 is greater than the substantially
static purge air sub-system 350 pressure. Fuel check
valve 420 is positioned and biased to facilitate liquid fuel
flow to combustion can supply header 340 and to sub-
stantially reduce purge air flow into header 340 when
system 300 is in service. Therefore, fuel check valve 420
is biased open and purge air check valve 422 is biased
closed.
[0046] Purge air check valve 422 is positioned and bi-
ased to facilitate purge air flow to combustion can supply
header 340 and to substantially reduce liquid fuel flow
into header 340 when system 300 is not in service. Purge
air from purge air sub-system 350 is normally biased to
a higher, substantially static pressure than the substan-
tially static liquid fuel system pressure with pump 306 out
of service. During gas fuel mode operations, pump 306
is not in service. Therefore, purge air check valve 422 is
biased open and fuel check valve 420 is biased closed
and liquid fuel is substantially blocked from entering the
respective combustion can 346 and purge air may be
transmitted to can 346. Purge air may be used to facilitate
removal of liquid fuel from header 340 and manifold 344
via nozzles 348 upon termination of liquid fuel combus-
tion in associated combustion can 346. Purge air may
also facilitate nozzle 348 cooling via injection of cool air
into nozzles 348 during gas fuel mode of operation. It is
this same purge air, that is transmitted to can 346, that
may seep past check valve 422, interact with liquid fuel,
and facilitate carbonaceous particulate precipitation.
[0047] During transfer of combustion turbine opera-
tions from gas fuel mode to liquid fuel mode, pump 306
is placed into service and liquid fuel pressure in header
338 is increased. When liquid fuel pressure in header
338 exceeds purge air pressure, bias induced by the fuel
pressure on fuel check valve 420 induces check valve
420 to start to open and bias induced by the fuel entering
header 340 induces purge air check valve 422 to start to
close. As fuel pressure continues to increase above
purge air pressure, check valve 422 will tend to substan-
tially close such that purge air flow to combustion can
346 is substantially terminated and check valve 420 will
be substantially open to facilitate liquid fuel flow to can
346.
[0048] In the alternative embodiment, during combus-
tion turbine gas flow mode operations, if liquid fuel check
valves 420 and/or purge air check valves 422 sustain
any potential leaks, purge air will tend to leak into liquid
fuel system 300 rather than liquid fuel leaking into header
340 due to purge air sub-system 350 pressure normally
being greater than static header 338 pressure. Therefore,
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a potential of fuel leakage via check valve 420 is de-
creased, however, a potential for air and fuel interaction
is increased. This condition is addressed further below.
[0049] As discussed above, as a function of the pre-
determined mode of combustion turbine operations, ei-
ther liquid fuel or purge air is transmitted to header 340.
Flow from header 340 is subsequently transmitted to fuel
nozzles 348 located in combustion can 346 via combus-
tion can air flow venturi/fuel flow header 342 and manifold
344. Air flow venturi 342 may be biased to facilitate min-
imizing purge air flow into combustion can 346 while
purge air is flowing into header 340 via placing a flow
restriction, i.e., a venturi, in the flow path. Figure 2 illus-
trates air flow venturi/fuel flow header 342 biased to the
air venturi disposition. During periods wherein fuel is
transmitted to header 340, fuel flow header 342 may be
biased to facilitate substantially unrestricted fuel flow to
manifold 344. Manifold 344 facilitates equalizing fuel and
purge air flow to nozzles 348. Combustion can 346 facil-
itates fuel combustion and energy release to the com-
bustion turbine.
[0050] In the alternative embodiment, pressure relief
valve 404 is positioned in flow communication with head-
er 334 via header 402 at a high point in liquid fuel system
300 such that air removal from at least a portion of system
300 to false start drain tank 354 may be facilitated. In the
event that liquid fuel may be entrained with the air being
removed, tank 354 is designed to receive liquid fuel.
Valve 404 is normally biased in the closed position. Or-
ifice 410 is located downstream of pressure relief valve
404 such that when pump 306 is in service or valve 318
is open, and valves 322 and 326 are disposed to facilitate
liquid fuel flow into header 334, open valve 404 will not
facilitate an excessive flow of fuel to tank 354. For some
predetermined operational modes, discussed in further
detail below, solenoid valve 408 is actuated to place in-
strument air sub-system 356 in flow communication with
the operating mechanism of valve 404. Instrument air
from sub-system 356 biases valve 404 to an open dis-
position. Check valve 412 is positioned and biased to
facilitate minimizing fuel and air flow from tank 354 to
header 334.
[0051] In another alternative embodiment, an automat-
ed timer mechanism (not shown in Figure 2) may be pro-
vided to periodically open valve 404 to remove air from
at least a portion of system 300 at predetermined time
intervals in the absence of operator action.
[0052] Figure 2 illustrates further embodiments of ni-
trogen purge sub-system 400. Nitrogen purge/air vent
headers 424 are each in flow communication with asso-
ciated headers 338. Headers 424 each include one as-
sociated manual blocking valve 426. Headers 424 and
associated valves 426 are in flow communication with
common nitrogen purge/air vent collection manifold 428.
Nitrogen supply sub-system 430 is in flow communication
with manifold 428 via manual blocking valve 432. False
start drain tank 354 is in flow communication with mani-
fold 428 via vent header 434, manual block valve 436

and check valve 438. Check valve 438 is positioned and
biased such that flow from tank 414 to manifold 428 is
substantially minimized. Nitrogen sub-system 430 pres-
sure is less than purge air sub-system 350 pressure.
[0053] Each of liquid fuel drain valves 418 are in flow
communication with each header 338 via each drain
header 416. Each of valves 418 are also in flow commu-
nication with tank 354.
[0054] During predetermined operational activities, for
example, subsequent to a shift from combustion turbine
liquid fuel mode to gas fuel mode, purge air pressure
downstream of check valves 420 and 422 bias check
valve 420 closed and check valve 422 open. Liquid fuel
manual drain valves 418 may be opened to drain liquid
fuel from a portion of system 300 downstream of stop
valve 326 via drain headers 316. Upon verification that
liquid fuel is sufficiently drained from a portion of system
300, nitrogen supply valve 432 may be opened to nitro-
gen purge manifold 428. As nitrogen flows into manifold
428 and vent header 434, valve 436 may be opened for
a sufficient period of time to remove air from header 434
and manifold 428. When pressure is equalized in mani-
fold 428, nitrogen purge valves 426 may be opened to
permit nitrogen to flow into purge headers 424. With
check valve 420 biased closed, and fuel header 338 in
flow communication with header 424, nitrogen may flow
into header 338. Nitrogen pressure tends to bias flow of
remaining liquid fuel towards drain headers 416 and out
of a portion of system 300 via drain valves 418 to false
start drain tank 354. Upon completion of nitrogen purge
activities, valves 418 may be closed and nitrogen pres-
sure may be maintained in headers 424 and 338 to fa-
cilitate prevention of air infiltration into header 338. In
addition, vent valve 404 may be biased towards an open
disposition as described above for a predetermined pe-
riod of time to facilitate air and/or liquid fuel removal from
a portion of system 300 between the interconnection
point of headers 424 and 338 and the interconnection
point between headers 334 and 402 into tank 354 via a
bias induced via nitrogen purge activities.
[0055] In the alternative embodiment, nitrogen
purge/air vent headers 424 have a substantially upward
slope with respect to flow divider discharge headers 338.
The upward slope facilitates transport of purge air that
may leak through fuel check valves 420 during periods
when the combustion turbine is operating in gas fuel
mode as described above. Collection manifold 428 is po-
sitioned to be the high point of a portion of system 300
to facilitate air flow toward collection manifold 428 from
check valve 420 via header 424.
[0056] Nitrogen purge sub-system 400 also facilitates
refilling headers 338 with liquid fuel up to fuel check
valves 420 such that the potential for air to remain in
headers 338 is substantially minimized. Purge air sub-
system 350 pressure is greater than fuel system 300
pressure with pump 306 out of service and valve 318
open, therefore, check valve 420 is biased towards a
closed disposition. Once liquid fuel forwarding pump (not
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shown in Figure 2) of fuel forwarding sub-system 302 is
placed in service, valve 318 is opened and valves 322
and 326 are biased to transmit liquid fuel to header 334,
liquid fuel will fill headers 338. Liquid fuel will substantially
fill headers 338 via flow divider 336. As liquid fuels enters
headers 338, air and nitrogen will be biased towards
headers 424 and transmitted to false start drain tank 414
via valves 426, manifold 428, header 434, valve 436 and
check valve 438. In addition, vent valve 404 may be bi-
ased towards an open disposition as described above
for a predetermined period of time to facilitate air and/or
nitrogen removal from a portion of system 300 between
valve 326 and the interconnection point between headers
334 and 402 into tank 354 via a bias induced via liquid
fuel filling activities.
[0057] Some known combustion turbine maintenance
activities include facilitation of air introduction into various
system 300 cavities while the combustion turbine is in a
shutdown condition, for example, in header 338 between
flow dividers 336 and check valves 420. This air may
remain in header 338 through combustion turbine com-
missioning activities and facilitate formation of air pockets
that may facilitate a delay in initiating a substantially
steady liquid fuel flow during combustion turbine restart.
Sub-system 400 facilitates removal of air from header
338 using the liquid fuel refilling method of system 300
as described above. This method may increase reliability
of operating mode transfers from gas fuel to liquid fuel
during commissioning.
[0058] Sub-system 400 facilitates a potential increase
in combustion turbine reliability by permitting liquid fuel
to be maintained up to check valve 420 with the potential
for air pockets in fuel system 300 mitigated, thereby fa-
cilitating gas fuel-to-liquid fuel mode transfers. Liquid fuel
maintenance up to check valve 420 is facilitated by a
method of filling system 300 with liquid fuel while venting
air via sub-system 400. Sub-system 400 further facilitates
maintenance of liquid fuel up to check valve 420 via fa-
cilitating a method of purge air removal from liquid fuel
via upwardly-sloped headers 424. System 300 reliability
may also be increased via mitigation of carbonaceous
particulate formation, wherein the formation process is
described above.
[0059] Sub-system 400 may mitigate carbonaceous
particulate formation in fuel system 300 via facilitating a
method of removing liquid fuel via a fuel drain process
and a nitrogen purge process from areas wherein tem-
peratures may exceed 93°C (200°F). The nitrogen purge
process also facilitates removal of air from a portion of
system 300 that substantially reduces the potential for
air and fuel interaction.
[0060] System 300 may also facilitate reliability via pro-
viding a method for liquid fuel removal from at least a
portion of system 300 using the aforementioned gravity
drain and nitrogen purge processes that facilitate biasing
liquid fuel towards false start drain tank 354, wherein
these processes also facilitate mitigating the potential for
liquid fuel to be received, and subsequently ignited, by

combustor cans 346 during gas fuel mode operations.
[0061] The methods and apparatus for a nitrogen
purge sub-system described herein facilitate operation
of a combustion turbine fuel system. More specifically,
designing, installing and operating a nitrogen purge sub-
system as described above facilitates operation of a com-
bustion turbine fuel system in a plurality of operating
modes by minimizing a formation of carbonaceous pre-
cipitate particulates due to a chemical interaction be-
tween a liquid fuel distillate and air. Furthermore, the use-
ful in-service life expectancy of the fuel system piping
and combustion chambers is extended with the nitrogen
purge sub-system. As a result, degradation of fuel system
efficiency and effectiveness when placed in service, in-
creased maintenance costs and associated system out-
ages may be reduced or eliminated.
[0062] Although the methods and apparatus described
and/or illustrated herein are described and/or illustrated
with respect to methods and apparatus for a combustion
turbine fuel system, and more specifically, a nitrogen
purge sub-system, practice of the methods described
and/or illustrated herein is not limited to nitrogen purge
sub-systems nor to combustion turbine fuel systems gen-
erally. Rather, the methods described and/or illustrated
herein are applicable to designing, installing and operat-
ing any system.
[0063] Exemplary embodiments of nitrogen purge sub-
systems as associated with combustion turbine fuel sys-
tems are described above in detail. The methods, appa-
ratus and systems are not limited to the specific embod-
iments described herein nor to the specific nitrogen purge
sub-system designed, installed and operated, but rather,
the methods of designing, installing and operating nitro-
gen purge sub-systems may be utilized independently
and separately from other methods, apparatus and sys-
tems described herein or to designing, installing and op-
erating components not described herein. For example,
other components can also be designed, installed and
operated using the methods described herein.
[0064] While the invention has been described in terms
of various specific embodiments, those skilled in the art
will recognize that the invention can be practiced with
modification within the spirit and scope of the claims.

PARTS LIST

[0065]

100 liquid fuel system

102 forwarding sub-system

104 suction header

105 fuel filter

106 fuel pump

108 discharge header
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(continued)

110 relief valve header

112 pressure relief valve

114 check valve

116 bypass header

118 blocking valve

120 check valve

122 control valve

124 recirculation header

126 stop valve

128 recirculation header

130 check valve

132 recirculation header

134 suction header

136 flow divider

137 gear pumps

138 discharge header

140 supply header

142 flow header

144 supply manifold

146 combustion can

148 nozzles

150 air sub-system

152 turbine compartment

154 drain tank

156 air sub-system

200 sub-system

202 header

204 vent valve

208 solenoid valve

210 flow orifice

212 check valve

216 drain headers

218 drain valves

220 valve

222 pilot air supply

224 valve sensing line

226 spring

228 headers

230 blocking valves

(continued)

232 purge manifold

234 supply sub-system

236 blocking valve

238 vent header

240 blocking valve

242 check valve

300 liquid fuel system

302 forwarding sub-system

304 suction header

305 fuel filter

306 fuel pump

308 discharge header

310 relief valve header

312 pressure relief valve

314 check valve

316 drain headers

318 blocking valve

320 check valve

322 control valve

324 recirculation headers

326 control valve

328 recirculation headers

330 check valve

332 recirculation header

334 suction header

336 flow divider

337 gear pump

338 discharge header

340 supply header

342 flow header

344 manifold

346 combustion can

348 fuel nozzles

350 air sub-system

352 turbine compartment

354 tank

356 air sub-system

400 purge sub-system

402 headers
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Claims

1. A nitrogen purge sub-system (200) for a liquid fuel
system (100) for a dual fuel combustion turbine, the
fuel system having at least one cavity said nitrogen
purge sub-system comprising a source of nitrogen
(234) coupled to a pipe (228) in flow communication
with the cavity, said purge sub-system further com-
prising at least one three way valve (220) that con-
trols flow of nitrogen from said source (234) to the
cavity via said pipe (228), said at least one three way
valve (220) having an open condition, wherein nitro-
gen flows from said source (234) through said pipe
(228) and into the cavity to facilitate removal of liquid
fuel and air from the cavity such that a formation of
a carbonaceous precipitate particulate is mitigated,
said nitrogen purge subsystem further comprising a
drain valve (218) coupled in flow communication with
said at least one three way valve.

2. A nitrogen purge sub-system (200) in accordance
with Claim 1 wherein said at least one three-way
valve (220) is coupled to at least one sensing line
(224), and to at least one pilot air supply (222), the
at least one three way valve comprising at least one
spring (226) at least one shuttle spool, and at least
one flow port, such that said at least one sensing
line, said at least one spring, said at least one pilot
air supply, said at least one shuttle spool and said
at least one flow port induce a bias, said bias being

(continued)

404 pressure relief valve

408 solenoid valve

410 flow orifice

412 check valve

414 tank

416 drain header

418 fuel manual drain valves

420 check valve

422 check valve

424 headers

426 blocking valve

428 manifold

430 sub-system

432 blocking valve

434 vent header

436 blocking valve

438 check valve

such that transport of fuel, air and nitrogen within at
least a portion of the fuel system (100) is facilitated.

3. A nitrogen purge sub-system (200) in accordance
with claim 1 or 2, wherein said at least one three-
way valve (220) further comprises at least one pas-
sage in flow communication with said pipe such that
transport of fuel, air and nitrogen within at least a
portion of the fuel system (100) is facilitated.

4. A nitrogen purge sub-system (200) in accordance
with any preceding Claim further comprising a plu-
rality of check valves (212), said plurality of check
valves induce a bias, said bias being such that trans-
port of fuel, air and nitrogen within at least a portion
of the fuel system (100) is facilitated.

5. A nitrogen purge sub-system (200) in accordance
with any preceding Claim wherein said at least one
valve (220) and said pipe further comprises:

at least one nitrogen purge pipe;
a nitrogen purge manifold (232) wherein said
manifold supplies nitrogen to and receives air
from at least one fuel pipe via said at least one
nitrogen purge pipe; and
at least one pressure relief valve (312).

6. A nitrogen purge sub-system (200) in accordance
with Claim 5 wherein said at least one nitrogen purge
pipe comprises at least a portion of said nitrogen
purge pipe being biased with an upward inclination
with respect to a substantially horizontal plane such
that air removal from at least a portion of the fuel
system (100) and transporting air to said nitrogen
purge manifold (232) is facilitated.

7. A nitrogen purge sub-system (200) in accordance
with Claim 5 or Claim 6 wherein said at least one
nitrogen purge pipe comprises at least one passage
in flow communication with said three-way valve
(220) such that removal of fuel from at least a portion
of the fuel system (100) is facilitated via transfer of
fuel from at least a portion of the fuel system to the
cavity (152) using a motive force induced via gravity.

8. A nitrogen purge sub-system (200) in accordance
with Claim 5 or any claim dependent thereon wherein
said at least one nitrogen purge pipe further com-
prises at least one passage in flow communication
with said three-way valve (220) and said nitrogen
source, such that removal of fuel from at least a por-
tion of the fuel system (100) is facilitated via inducing
a motive force to bias fuel within at least a portion of
the fuel system towards the cavity (152), the cavity
comprises a first pressure, said nitrogen source com-
prises a second pressure, said second pressure be-
ing greater than said first pressure, and furthermore,
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such that removal of air from at least a portion of the
fuel system is facilitated via inducing a motive force
to bias air within at least a portion of the fuel system
towards the cavity, the cavity comprises a third pres-
sure, wherein air within at least a portion of the fuel
system comprises a fourth pressure and said nitro-
gen source comprises a fifth pressure, said fifth pres-
sure being greater than said fourth pressure, and
said fourth pressure being greater than said third
pressure.

9. A nitrogen purge sub-system (200) in accordance
with Claim 5 or any claim dependent thereon wherein
said at least one pressure relief valve (312) compris-
es a normally closed bias and an open bias to facil-
itate air removal from at least a portion of the fuel
system (100).

10. A liquid fuel system (100) comprising, at least one
cavity, at least one pump (106) and a nitrogen purge
sub-system (200) as claimed in claim 1.

Patentansprüche

1. Stickstoffentlüftungsnebensystem (200) für ein Flüs-
sigbrennstoffsystem (100) für eine Zweistoff-Ver-
brennungsturbine, wobei das Brennstoffsystem zu-
mindest einen Hohlraum aufweist, wobei das Stick-
stoffentlüftungsnebensystem eine Stickstoffquelle
(234) umfasst, die mit einer Rohrleitung (228) in Strö-
mungsverbindung mit dem Hohlraum gekoppelt ist,
wobei das Entlüftungsnebensystem weiter zumin-
dest ein Dreiwegeventil (220) umfasst, das eine Strö-
mung von Stickstoff von der Quelle (234) zu dem
Hohlraum über die Rohrleitung (228) steuert, wobei
das zumindest eine Dreiwegeventil (220) einen of-
fenen Zustand aufweist, wobei Stickstoff von der
Quelle (234) durch die Rohrleitung (228) und in den
Hohlraum strömt, um ein Entfernen von Flüssig-
brennstoff und Luft aus dem Hohlraum zu erleich-
tern, sodass eine Bildung von einem kohlenstoffhal-
tigen Niederschlagsteilchen abgeschwächt wird,
wobei das Stickstoffentlüftungsnebensystem weiter
ein Ablassventil (218) umfasst, das in Strömungs-
verbindung mit dem zumindest einem Dreiwegeven-
til gekoppelt ist.

2. Stickstoffentlüftungsnebensystem (200) nach An-
spruch 1, wobei das zumindest eine Dreiwegeventil
(220) mit zumindest einer Erfassungsleitung (224)
und zumindest einer Pilotluftspeisung (222) gekop-
pelt ist, wobei das zumindest eine Dreiwegeventil
zumindest eine Feder (226), zumindest eine Pen-
delspule, und zumindest einen Strömungsanschluss
umfasst, sodass die zumindest eine Erfassungslei-
tung, die zumindest eine Feder, die zumindest eine
Pilotluftspeisung, die zumindest eine Pendelspule

und der zumindest eine Strömungsanschluss eine
Vorspannung induzieren, wobei die Vorspannung
derart ist, dass ein Transport von Brennstoff, Luft
und Stickstoff innerhalb von zumindest einem Ab-
schnitt des Brennstoffsystems (100) erleichtert wird.

3. Stickstoffentlüftungsnebensystem (200) nach An-
spruch 1 oder 2, wobei das zumindest eine Dreiwe-
geventil (220) weiter zumindest einen Durchgang in
Strömungsverbindung mit der Rohrleitung umfasst,
sodass ein Transport von Brennstoff, Luft und Stick-
stoff innerhalb von zumindest einem Abschnitt des
Brennstoffsystems (100) erleichtert wird.

4. Stickstoffentlüftungsnebensystem (200) nach einem
der vorstehenden Ansprüche, weiter umfassend ei-
ne Mehrzahl von Rückschlagventilen (212), wobei
die Mehrzahl von Rückschlagventilen eine Vorspan-
nung induziert, wobei die Vorspannung derart ist,
dass ein Transport von Brennstoff, Luft und Stickstoff
in zumindest einem Abschnitt des Brennstoffsys-
tems (100) erleichtert wird.

5. Stickstoffentlüftungsnebensystem (200) nach einem
vorstehenden Anspruch, wobei das zumindest eine
Ventil (220) und die Rohrleitung weiter umfassen:

zumindest eine Stickstoffentlüftungsrohrlei-
tung;
einen Stickstoffentlüftungsverteiler (232), wobei
der Verteiler Stickstoff über die zumindest eine
Stickstoffentlüftungsrohrleitung zu zumindest
einer Brennstoffrohrleitung speist und Luft von
derselben empfängt; und
zumindest ein Überdruckventil (312).

6. Stickstoffentlüftungsnebensystem (200) nach An-
spruch 5, wobei die zumindest eine Stickstoffentlüf-
tungsrohrleitung zumindest einen Abschnitt der
Stickstoffentlüftungsrohrleitung umfasst, der mit ei-
ner nach oben gerichteten Neigung in Bezug auf eine
im Wesentlichen horizontale Ebene vorgespannt ist,
sodass ein Entfernen von Luft aus zumindest einem
Abschnitt des Brennstoffsystems (100) und ein
Transportieren von Luft zu dem Stickstoffentlüf-
tungsverteiler (232) erleichtert wird.

7. Stickstoffentlüftungsnebensystem (200) nach An-
spruch 5 oder Anspruch 6, wobei die zumindest eine
Stickstoffentlüftungsrohrleitung zumindest einen
Durchgang in Strömungsverbindung mit dem Drei-
wegeventil (220) umfasst, sodass ein Entfernen von
Brennstoff aus zumindest einem Abschnitt des
Brennstoffsystems (100) über eine Übertragung von
Brennstoff von zumindest einem Abschnitt des
Brennstoffsystems zu dem Hohlraum (152) unter
Verwendung einer über Schwerkraft induzierten An-
triebskraft erleichtert wird.
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8. Stickstoffentlüftungsnebensystem (200) nach An-
spruch 5 oder einem davon abhängigen Anspruch,
wobei die zumindest eine Stickstoffentlüftungsrohr-
leitung weiter zumindest einen Durchgang in Strö-
mungsverbindung mit dem Dreiwegeventil (220) und
mit der Stickstoffquelle umfasst, sodass ein Entfer-
nen von Brennstoff aus zumindest einem Abschnitt
des Brennstoffsystems (100) über ein Induzieren ei-
ner Antriebskraft zum Vorspannen von Brennstoff in
zumindest einem Abschnitt des Brennstoffsystems
in Richtung des Hohlraums (152) erleichtert wird,
wobei der Hohlraum einen ersten Druck umfasst,
wobei die Stickstoffquelle einen zweiten Druck um-
fasst, wobei der zweite Druck größer als der erste
Druck ist, und weiter, sodass ein Entfernen von Luft
aus zumindest einem Abschnitt des Brennstoffsys-
tems über ein Induzieren einer Antriebskraft zum
Vorspannen von Luft in zumindest einem Abschnitt
des Brennstoffsystems in Richtung des Hohlraums
erleichtert wird, wobei der Hohlraum einen dritten
Druck umfasst, wobei Luft in zumindest einem Ab-
schnitt des Brennstoffsystems einen vierten Druck
umfasst, und wobei die Stickstoffquelle einen fünften
Druck umfasst, wobei der fünfte Druck größer als
der vierte Druck ist und wobei der vierte Druck größer
als der dritte Druck ist.

9. Stickstoffentlüftungsnebensystem (200) nach An-
spruch 5 oder einem davon abhängigen Anspruch,
wobei das zumindest eine Überdruckventil (312) ei-
ne normalerweise geschlossene Vorspannung und
eine offene Vorspannung umfasst, um ein Entfernen
von Luft aus zumindest einem Abschnitt des Brenn-
stoffsystems (100) zu erleichtern.

10. Flüssigbrennstoffsystem (100), umfassend zumin-
dest einen Hohlraum, zumindest eine Pumpe (106),
und ein Stickstoffentlüftungsnebensystem (200)
nach Anspruch 1.

Revendications

1. Sous-système de purge d’azote (200) pour un sys-
tème à combustible liquide (100) pour une turbine
de combustion à combustible double, le système de
combustible ayant au moins une cavité, ledit sous-
système de purge d’azote comprenant une source
d’azote (234) couplée à un tuyau (228) en commu-
nication fluidique avec la cavité, ledit sous-système
de purge comprenant en outre au moins une vanne
à trois voies (220) qui commande l’écoulement
d’azote de ladite source (234) à la cavité via ledit
tuyau (228), ladite au moins une vanne à trois voies
(220) ayant un état ouvert, dans lequel l’azote
s’écoule de ladite source (234) à travers ledit tuyau
(228) dans la cavité pour faciliter le retrait de com-
bustible liquide et d’air de la cavité de sorte que la

formation d’un précipité carboné particulaire soit at-
ténuée, ledit sous-système de purge d’azote com-
prenant en outre une vanne de décharge (218) cou-
plée en communication fluidique avec ladite au
moins une vanne à trois voies.

2. Sous-système de purge d’azote (200) selon la re-
vendication 1, dans lequel ladite au moins une vanne
à trois voies (220) est couplée à au moins une ligne
de détection (224) et à au moins une source d’air
pilote (222), la au moins une vanne à trois voies com-
prenant au moins un ressort (226), au moins une
bobine navette et au moins un orifice d’écoulement
de sorte que ladite au moins une ligne de détection,
ledit au moins un ressort, ladite au moins une source
d’air pilote, ladite au moins une bobine navette et
ledit au moins un orifice d’écoulement induisent une
inclinaison, ladite inclinaison étant telle que le trans-
port de combustible, d’air et d’azote dans au moins
une partie du système de combustible (100) est fa-
cilité.

3. Sous-système de purge d’azote (200) selon la re-
vendication 1 ou 2, dans lequel ladite au moins une
vanne à trois voies (220) comprend en outre au
moins un passage en communication fluidique avec
ledit tuyau de sorte que le transport de combustible,
d’air et d’azote dans au moins une partie du système
de combustible (100) soit facilité.

4. Sous-système de purge d’azote (200) selon l’une
quelconque des revendications précédentes, com-
prenant en outre une pluralité de vannes de contrôle
(212), ladite pluralité de vannes de contrôle induisant
une inclinaison, ladite inclinaison étant telle que le
transport de combustible, d’air et d’azote dans au
moins une partie du système de combustible (100)
est facilité.

5. Sous-système de purge d’azote (200) selon l’une
quelconque des revendications précédentes, dans
lequel ladite au moins une vanne (220) et ledit tuyau
comprennent en outre :

au moins un tuyau de purge d’azote ;
un collecteur de purge d’azote (232), dans le-
quel ledit collecteur fournit de l’azote au au
moins un tuyau de combustible et reçoit de l’air
de celui-ci via ledit au moins un tuyau de purge
d’azote ; et
au moins une vanne de sûreté (312).

6. Sous-système de purge d’azote (200) selon la re-
vendication 5, dans lequel ledit au moins un tuyau
de purge d’azote comprend au moins une partie du-
dit tuyau de purge d’azote qui est inclinée vers le
haut par rapport à un plan sensiblement horizontal
de sorte que le retrait d’air d’au moins une partie du
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système de combustible (100) et le transport d’air
vers ledit collecteur de purge d’azote (232) soient
facilités.

7. Sous-système de purge d’azote (200) selon la re-
vendication 5 ou la revendication 6, dans lequel ledit
au moins un tuyau de purge d’azote comprend au
moins un passage en communication fluidique avec
ladite vanne à trois voies (220) de sorte que le retrait
de combustible d’au moins une partie du système
de combustible (100) soit facilité via le transfert de
combustible d’au moins une partie du système de
combustible à la cavité (152) en utilisant une force
motrice induite par la pesanteur.

8. Sous-système de purge d’azote (200) selon la re-
vendication 5 ou l’une quelconque des revendica-
tions qui en dépendent, dans lequel ledit au moins
un tuyau de purge d’azote comprend en outre au
moins un passage en communication fluidique avec
ladite vanne à trois voies (220) et ladite source d’azo-
te de sorte que le retrait de combustible d’au moins
une partie du système de combustible (100) soit fa-
cilité via l’induction d’une force motrice pour incliner
le combustible dans au moins une partie du système
de combustible vers la cavité (152), la cavité com-
prend une première pression, ladite source d’azote
comprend une deuxième pression, ladite deuxième
pression étant supérieure à ladite première pression,
et en outre de sorte que le retrait d’air d’au moins
une partie du système de combustible soit facilité
via l’induction d’une force motrice pour presser de
l’air à l’intérieur d’au moins une partie du système
de combustible vers la cavité, la cavité comprend
une troisième pression, dans lequel l’air à l’intérieur
d’au moins une partie du système de combustible
comprend une quatrième pression et ladite source
d’azote comprend une cinquième pression, ladite
cinquième pression étant supérieure à ladite qua-
trième pression et ladite quatrième pression étant
supérieure à ladite troisième pression.

9. Sous-système de purge d’azote (200) selon la re-
vendication 5 ou l’une quelconque des revendica-
tions qui en dépendent, dans lequel ladite au moins
une vanne de sûreté (312) comprend une inclinaison
normalement fermée et une inclinaison ouverte pour
faciliter le retrait d’air d’au moins une partie du sys-
tème de combustible (100).

10. Système de combustible liquide (100) comprenant
au moins une cavité, au moins une pompe (106) et
un sous-système de purge d’azote (200) selon la
revendication 1.



EP 1 783 347 B1

15



EP 1 783 347 B1

16



EP 1 783 347 B1

17

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 20050144958 A [0007]
• JP H0979044 B [0007]
• US 6729135 B [0007]

• EP 0952317 A [0007]
• EP 0939220 A [0007]


	bibliography
	description
	claims
	drawings
	cited references

