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©  A  method  for  preparing  a  carbon/carbon  composite  material. 

©  A  method  for  preparing  a  carbon/carbon  com- 
posite  material  comprising  the  steps  of  impregnating 
a  carbon  preform  with  carbonaceous  pitch  and  car- 
bonizing  or  carbonizing  and  graphitizing  the  thus 

^   impregnated  preform  to  density  the  preform  thereby 
^   to  provide  a  carbon/carbon  composite  material,  char- 

acterized  in  that  said  carbonization  or  carbonization 
flf)  and  graphitization  are  carried  out  at  500  -  3000  °C 
CO  in  an  inert  gas  atmosphere,  and  a  densification  pa- 

rameter  expressed  by  the  following  formula 

O  densification  parameter  =  (yield  of  carbonized  pitch 
©  obtained  by  carbonization  of  carbonaceous  pitch  un- 

der  pressure)  x  (relative  density  of  carbonized  pitch 
Ijj  obtained  from  said  pitch  under  pressure) 

is  not  less  than  0.1,  and  also  characterized  in  that 

pressure  applied  in  the  step  of  densification  is  in  the 
range  of  from  higher  than  atmospheric  pressure  to 
lower  than  10  kgf/cm2. 
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BACKGROUND  OF  THE  INVENTION 

1  .  Field  of  the  Invention 

This  invention  relates  to  a  method  for  preparing 
a  carbon/carbon  composite  material. 

2.  Prior  Art 

Carbon  fiber  reinforced  carbon  matrix  compos- 
ite  materials  are  light  in  weight  and  have  thermal 
resistance  and,  further,  they  are  superior  in  sliding 
movability,  strength,  breaking  toughness  and  ther- 
mal  conductivity  etc.,  so  that  they  are  used  as 
industrial  materials  such  as  heat  resistant  materials, 
brake  materials  and  furnace  materials. 

In  the  preparation  of  the  carbon  fiber  rein- 
forced/carbon  composite  materials,  firstly  carbon 
fibers  are  molded  or  carbon  fibers  together  with 
pitch  or  a  thermoset  resin  as  a  binder  are  molded, 
they  are  then  carbonised  to  make  preforms  and  the 
preform  so  made  are  subsequently  densified. 

Although  there  has  been  proposed  a  method 
for  completing  said  preform  and  densification  in 
one  step,  the  obtained  carbon  fiber  reinforced  car- 
bon  matrix  composite  materials  will  be  insufficient 
in  strength  and  sliding  movability  and  will  be  un- 
able  to  be  used  as  heat  resistant  structural  materi- 
als  for  space  applications  or  brake  materials  even  if 
they  may  be  used  as  furnace  materials  and  the 
like.  Therefore,  carbon  fiber  reinforced  carbon  ma- 
trix  composite  materials  adapted  for  applications 
requiring  sufficient  strength  and  sliding  movability 
are  generally  prepared  by  firstly  making  preforms 
thereof  and  then  densifying  the  preforms. 

A  CVD  (chemical  vapor  deposition)  method  has 
hitherto  been  most  widely  used  as  a  process  of 
densifying  such  preforms,  but  said  method  takes  a 
long  period  of  time  and  incurs  high  costs.  On  the 
other  hand,  there  is  a  method  for  impregnating 
preforms  with  a  thermosetting  resin  such  as  a 
phenolic  resin  or  a  furan  resin  and  carbonizing  the 
resin  so  impregnated,  but  said  method  also  takes  a 
long  period  of  time  for  carbonization  of  the  resin 
and  is  not  preferable  in  view  of  a  cost  because  of 
its  low  yield,  and  the  method  has  a  disadvantage 
that  the  obtained  composite  material  is  low  in  ther- 
mal  conductivity. 

Furthermore,  there  is  a  method  which  com- 
prises  using  pitch  for  densification,  but  said  method 
generally  has  disadvantages  that  pitch  is  carbonis- 
ed  via  its  liquid  phase  so  as  to  be  bubbled  during 
carbonization  by  gases  produced  by  thermal  crack- 
ing,  etc.  at  normal  pressure  with  the  result  that  the 
obtained  carbonised  material  is  markedly  low  in 
bulk  density.  Additionally,  the  yield  of  carbonized 
material  obtained  at  this  time  is  also  low.  In  order 
to  prevent  bubbling  during  carbonization  and  a 

decrease  in  yield  of  carbonized  material,  there  has 
been  proposed  a  method  for  carbonization  under 
pressure.  For  example,  there  has  been  reported  in 
ICCM  (International  Conference  on  Composite  Ma- 

5  terials)  -2,  PP.  1302  -  1319  (1978)  a  method  to 
carbonize  pitch  in  a  HIP  device  under  a  pressure  of 
6.9  -  68.9  MPa  (70  -  703  kgf/cm2),  whereby  a  yield 
obtained  is  improved. 

It  has  also  been  reported  in  "Carbon,  Vol.  11, 
w  PP.  570  -  574  (1973)"  that  yields  of  carbonized 

materials  obtained  by  carbonizing  pitch  under  pres- 
sure  up  to  100  bars  (102  kgf/cm2)  were  examined 
whereby  the  pressuring  effect  was  found  to  be 
achieved  at  a  pressure  of  25  bars  (25.5  kgf/cm2)  or 

75  above. 
However,  these  proposed  methods  require  spe- 

cial  devices  such  as  a  HIP  (Hot  Isostatic  Pressure) 
device,  an  autoclave  or  a  metallic  bomb  and  are 
low  in  productivity.  In  addition,  these  devices  for 

20  applying  high  pressures  have  been  a  cause  for 
various  limitations  on  the  manufacture  of  large- 
sized  products. 

Summary  of  the  Invention 
25 

An  object  of  this  invention  is  to  provide  a 
method  for  preparing  a  carbon/carbon  composite 
material  efficiently  without  using  any  ultra-high 
pressure  device. 

30  The  above-mentioned  object  of  this  invention  is 
attained  by  a  preparation  method  described  below. 

The  method  of  the  present  invention  for  a 
carbon/carbon  composite  material  comprises  the 
steps  of  impregnating  a  carbon  preform  with  car- 

35  bonaceous  pitch  and  carbonizing  or  carbonizing 
and  graphitizing  the  preform  the  thus  impregnated 
preform  to  density  the  preform,  not  only  character- 
ized  in  that  said  carbonization  or  carbonization  and 
graphitization  are  carried  out  at  500  -  3000  °C  in 

40  an  inert  gas  atmosphere,  and  a  densification  pa- 
rameter  expressed  by  the  following  formula: 
densification  parameter  =  (yield  of  carbonized 
pitch  obtained  by  carbonization  of  pitch  under 
pressure)  x  (relative  density  of  carbonized  pitch 

45  obtained  by  carbonization  under  pressure)  (wherein 
said  yield  is  a  ratio  by  weight  of  carbonized  pitch 
obtained  by  carbonization  of  carbonaceous  pitch 
alone  under  the  same  pressure  as  in  the  densifying 
step,  to  the  carbonaceous  pitch  used;  and  said 

50  relative  density  is  a  value  obtained  by  dividing  the 
bulk  density  of  carbonized  pitch  obtained  by  car- 
bonization  of  carbonaceous  pitch  alone  under  the 
same  pressure  as  in  the  densification  step  by  the 
true  density  of  said  carbonized  pitch)  is  not  less 

55  than  0.1,  but  also  characterized  in  that  a  pressure 
which  is  higher  than  atmospheric  pressure  and  less 
than  10  kgf/cm2  is  applied  in  said  densifying  step. 

2 
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The  method  of  preparing  a  carbon/carbon  com- 
posite  material  according  to  this  invention  is  ex- 
plained  in  more  detail  as  follows. 

The  carbon  preforms  defined  in  this  invention 
are  referred  to  as  those  obtained  by  molding  car- 
bon  fibers  and/or  raw  materials  for  carbon  fibers  or 
by  molding  these  fibers  and  carbon  matrix  precur- 
sor. 

The  carbon  fibers  defined  herein  are  ones 
which  are  obtained  by  carbonization  or  graphitiza- 
tion  of  precursor  fibers  derived  from  pitch, 
polyacrylonitrile  or  rayon.  The  carbonization  treat- 
ment  is  carried  out  at  1000  -  1500  °C;  and  the 
graphitization  treatment,  at  2000  -  3000  °C.  The 
raw  materials  for  carbon  fibers  are  precursors  of 
the  above-mentioned  carbon  fibers.  For  example, 
the  precursor  fibers  of  pitch-derived  carbon  fibers 
are  ones  obtained  by  spinning  pitch  having  a  soft- 
ening  point  of  200  -  400  °C,  ones  obtained  by 
making  the  pitch-spun  fibers  infusible,  or  ones  ob- 
tained  by  pre-carbonization  treatment.  Although 
treating  temperatures  of  the  precursor  fibers  vary 
other  with  individual  processes,  the  infusibilizing  or 
stabilizing  treatment  is  carried  out  at  200  -  450  °  C; 
the  pre-carbonization  treatment,  at  400  -  1000  °C. 

The  molded  products  of  carbon  fibers  and/or 
raw  materials  for  carbon  fibers  are  referred  to  as 
two-dimensional  or  three-dimensional  moldings 
made  from  fiber  aggregates  such  as  three-dimen- 
sional  textiles,  felts  and  mats. 

Furthermore,  the  products  obtained  by  com- 
positely  molding  carbon  fibers  and/or  raw  materials 
for  carbon  fibers  together  with  raw  materials  for 
carbon  matrix,  are  referred  to  as  those  obtained  by 
molding  a  bundle  composed  of  500  -  25,000  fibers, 
one-directional  laminates,  multi-directional  lami- 
nates,  two-dimentional  textiles  or  their  laminates 
with  use  of  carbonizable  binders  (which  is  one  of 
the  carbon  matrix  materials)  and  thereafter  car- 
bonizing  them. 

Herein,  as  the  carbon  matrix  precursor,  there 
may  be  mentioned  those  having  thermoplastic 
property  such  as  pitch  having  a  softening  point  of 
100  -  400  °C  (binder  pitch)  as  well  as  those  having 
thermosetting  property  such  as  a  phenolic  resin 
and  a  furan  resin. 

It  is  desirable  that  the  carbon  preforms  used  in 
this  invention  have  a  void  volume  fraction  of  gen- 
erally  5  -  80%,  preferably  10  -  75%,  and  more 
preferably  20  -  75%. 

According  to  this  invention,  the  above-men- 
tioned  carbon  preforms  are  impregnated  with  car- 
bonaceous  pitch  and  then  carbonized  or  carbon- 
ized  and  graphitized  under  an  inert  gas  atmosphere 
at  500  -  2800  °  C  to  density  the  preforms.  On  this 
occasion,  it  is  necessary  that  the  above-mentioned 
densification  parameter  be  not  less  than  0.1  and 
that  a  pressure  above  atmospheric  pressure  and 

less  than  10  kgf/cm2  be  applied. 
In  particular,  it  is  necessary  to  select  such 

pitch  that  the  densification  parameter  after  carrying 
out  carbonization  under  pressure  above  atmospher- 

5  ic  pressure  and  less  than  10  kgf/cm2  exhibits  a 
value  between  0.10  and  1.0,  preferably  a  value 
between  0.15  and  1.0.  If  the  densification  param- 
eter  is  less  than  the  above  mentioned  range,  the 
densifying  effect  will  decrease  and  take  a  long 

io  period  of  time  to  achieve,  the  impregnation  and 
carbonization  will  increase  in  number  of  cycles,  or 
a  high  pressure  is  necessary  at  the  time  of  car- 
bonization,  any  of  which  are  not  preferable. 

Carbonaceous  pitch  is  coal-  or  petroleum-de- 
15  rived  pitch  having  a  softening  point  of  40  -  400  °  C, 

preferaby  50  -  250  °  C,  among  which  one  satisfying 
said  densification  parameter  is  used  herein.  Car- 
bonaceous  pitch,  whether  optically  isotropic  or  an- 
isotropics  may  be  used  herein  as  long  as  it  satis- 

20  fies  said  densification  parameter.  The  car- 
bon/hydrogen  atomic  ratio  of  carbonaceous  pitch  is 
generally  less  than  1  .60,  preferably  less  than  1  .50. 
If  the  carbon/hydrogen  atomic  ratio  of  carbona- 
ceous  pitch  is  more  than  the  above-mentioned 

25  range,  the  carbonaceous  pitch  is  not  preferable 
since  it  may  not  satisfy  the  required  dens  =  fication 
parameter  of  0.10  or  more. 

It  is  possible  to  melt  the  usable  carbonaceous 
pitch  under  a  reduced  pressure  or  to  increase  its 

30  fluidity  by  means  of  a  solvent,  in  order  to  impreg- 
nate  the  preforms  with  the  carbonaceous  pitch. 

Un  apper  limit  of  a  temperature  during  the 
carbonization  under  pressure  is  generally  not  more 
than  2800  °  C,  preferably  not  more  than  2500  °  C, 

35  more  preferably  not  more  than  2000  °C,  much 
more  preferably  not  more  than  1500  °C,  and  most 
preferably  not  more  than  1100  °C.  A  lower  limit  of 
a  temperature  during  the  carbonization  under  pres- 
sure  is  generally  not  less  than  500  °C,  preferably 

40  not  less  than  560  °C,  more  preferably  not  less 
than  610  °C,  much  more  preferably  not  less  than 
660  °C,  and  most  preferably  not  less  than  710  °C. 
Un  apper  limit  of  a  temperature  during  the 
graphitization  under  pressure  is  generally  not  more 

45  than  3000  °C,  preferably  not  more  than  2800  °C 
and  more  preferably  not  more  than  2500  °C.  A 
lower  limit  of  a  temperature  during  the  graphitiza- 
tion  under  pressure  is  generally  not  less  than  1500 
°C,  preferably  not  less  than  2000  °C  and  more 

50  preferably  not  less  than  2200  °C.  If  the  tempera- 
ture  used  is  less  than  the  above-mentioned  range, 
sufficient  effects  of  carbonization  and  graphitization 
under  pressure  may  undesirably  not  be  obtained. 
Furthermore,  the  heating  rate  used  herein  is  gen- 

55  erally  1  °C/hour  -  1000  °C/hour,  preferably  2 
°C/hour  -  500  °C/hour,  more  preferably  10 
°  C/hour  -  300  °  C/hour. 

3 
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The  pressure  used  during  the  carbonization 
and  graphitization  under  pressure  is  above  the  at- 
mospheric  pressure  and  less  than  10  kgf/cm2,  pref- 
erably  from  2  kgf/cm2  up  to  less  than  10  kgf/cm2, 
more  preferably  from  7  kgf/cm2  up  to  less  than  10 
kgf/cm2.  In  the  case  of  using  a  pressure  less  than 
the  above-mentioned  range,  the  carbonization  yield 
and  densification  parameter  will  be  markedly  lower- 
ed.  Furthermore,  in  the  case  of  using  a  pressure 
more  than  the  above-mentioned  range,  there  will 
not  be  recognized  any  large  increase  in  carboniza- 
tion  yield  and  a  device  resistible  to  such  a  high 
pressure  will  be  quite  expensive.  Although  there  is 
a  method  to  fill  gas  in  a  furnace  at  any  pressure 
less  than  a  specified  presssure  and  then  increase 
the  pressure  of  the  filled  gas  to  the  specified 
pressure  with  use  of  volume  expansion  of  the  gas 
occurring  with  the  temperature  raise  in  the  furnace, 
the  low  molecular  components  in  pitch  may  start  to 
vaporize  or  decompose  before  the  specified  pres- 
sure  being  attained  and,  therefore,  it  is  preferable 
to  set  a  intra-furnace  pressure  at  the  specified 
pressure  at  the  biginning  of  carbonization  under 
pressure. 

A  gas  used  for  applying  a  pressure  is  not 
perticularly  limited  as  long  as  it  is  non-oxidizing, 
and  it  may  generally  be  nitrogen  gas  or  argon  gas. 

The  carbon/carbon  composite  materials  can 
thus  be  prepared  by  densifying  the  carbon 
preforms  as  described  above,  and  furthermore  it  is 
possible  to  further  enhance  the  composite  materi- 
als  in  density  by  densifying  again  or  improve  the 
composite  materials  in  properties  by  carrying  out 
carbonization  or  carbonization  and  graphitization 
under  normal  pressure  if  necessary. 

As  described  above,  the  densification  param- 
eter  is  the  one  shown  by  the  following  formula: 
densifying  parameter  =  (yield  of  carbonized  pitch 
obtained  by  carbonization  under  pressure)  x  - 
(relative  density  of  the  carbonized  pitch).  A  method 
for  measuring  the  parameter  is  described  as  fol- 
lows. 

Carbonaceous  pitch  to  be  used  for  densifica- 
tion  is  firstly  introduced  into  a  refractory  crucible  or 
the  like  and  then  carbonized.  At  this  time,  the 
carbonization  is  carried  out  at  the  same  pressure 
and  temperature  as  those  used  in  the  densification. 

The  yield  of  carbonized  pitch  obtained  by  car- 
bonization  under  pressure  is  a  ratio  between  the 
weight  of  carbonaceous  pitch  before  carbonization 
and  that  of  carbonized  pitch  (coke)  obtained  from 
the  pitch. 

Furthermore,  the  relative  density  of  carbonized 
pitch  obtained  by  carbonization  under  pressure  is  a 
value  obtained  by  dividing  the  bulk  density  of  the 
carbonized  pitch  by  the  true  density  thereof. 

Then,  the  densification  parameter  can  be  ob- 
tained  from  the  yield  of  carbonized  pitch  obtained 

from  carbonization  of  pitch  under  pressure  and  the 
relative  density  of  carbonized  pitch  under  pressure. 

According  to  the  invention,  carbon  preforms 
can  be  densified  effectively  without  using  any  ultra- 

5  high  pressure  device. 

Description  of  the  Preferred  Embodiments 

The  invention  will  now  be  described  concretely 
io  with  reference  to  the  following  Examples  and  Com- 

parative  Examples. 

Example  1 

is  (Measurement  of  densification  parameter) 

Pitch  A  having  a  carbon  content  of  93.4  wt.%, 
a  hydrogen  content  of  6.6  wt.%  and  a  car- 
bon/hydrogen  atomic  ratio  =  1.18  and  containing 

20  no  optical  anisotropic  phase  was  introduced  into  a 
refractory  crucible,  heated  to  1000  °C  at  a  rate  of 
2  °  C/min  in  a  furnace  which  had  been  pressurized 
by  nitrogen  to  9.5  kgf/cm2,  and  then  kept  at  1000 
°C  for  120  minutes  to  carry  out  carbonization  of 

25  the  pitch  A  under  pressure,  whereby  a  densification 
parameter  of  0.18  was  obtained. 

(Preparation  of  carbon/carbon  composite  material) 

30  A  carbon  preform  having  a  void  volume  fraction 
of  70%  which  was  prepared  by  melt  spinning  an 
optically  anisotropic  meso  pitch  having  a  softening 
point  of  280  °C,  making  the  spun  pitch  fiber  in- 
fusible,  carbonizing  the  fiber  and  then  preforming 

35  the  fiber  into  a  felt,  was  impregnated  with  the 
abovementioned  pitch  A  in  the  matter  state  under  a 
reduced  pressure,  heated  to  1000  °C  at  a  rate  of  2 
°  C/min  in  a  furnace  which  had  been  pressurized 
by  nitrogen  to  9.5  kgf/cm2,  and  kept  at  1000  °C  for 

40  120  minutes  to  carry  out  carbonization  of  the  im- 
pregnated  preform  under  pressure,  whereby  was 
obtained  a  carbon/carbon  composite  material  hav- 
ing  a  void  volume  fraction  of  40%. 

45  Comparative  Example  1 

(Measurement  of  densification  parameter) 

Optical  anisotropic  pitch  B  having  a  carbon 
50  content  of  95.1  wt.%,  a  hydrogen  content  of  4.9 

wt.%  and  a  carbon/hydrogen  atomic  ratio  =  1.62 
was  introduced  into  a  refractory  crucible,  heated  to 
1000  °C  at  a  rate  of  2  °  C/min  in  a  furnace  which 
had  been  pressurized  by  nitrogen  to  9.5  kgf/cm2, 

55  and  then  kept  at  1000  °C  for  60  minutes  to  carry 
out  carbonization  of  the  pitch  B,  whereby  a  den- 
sification  parameter  of  0.01  was  obtained. 

4 
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(Preparation  of  carbon  composite  material) 

A  carbon  preform  having  a  void  volume  fraction 
of  70%  was  impregnated  with  the  above-mentioned 
pitch  B  under  a  reduced  pressure,  heated  to  1000 
°  C  at  a  rate  of  2  °  C/min  in  a  firing  furnace  which 
had  been  pressurized  by  nitrogen  to  9.5  kgf/cm2, 
and  then  kept  at  1000  °C  for  120  minutes  to  carry 
out  carbonization  of  the  impregnated  preform  under 
pressure,  whereby  the  void  volume  fraction  of  the 
thus  obtained  preform  remained  50%. 

Further,  in  order  to  increase  the  densification 
parameter  of  pitch  B  to  the  same  level  as  that  of 
pitch  A,  it  was  necessary  to  apply  a  pressure  of 
100  kgf/cm2. 

Example  2 

(Measurement  of  densification  parameter) 

Pitch  A  having  a  carbon  content  of  93.4%  by 
weight,  a  hydrogen  content  of  6.6%  by  weight  and 
a  carbon/hydrogen  atomic  ratio  =  1.18  and  con- 
taining  no  optical  anisotropic  phase  was  introduced 
into  a  refractory  crucible,  heated  to  1000  °C  at  a 
rate  of  2  °  C/min  in  a  furnace  which  had  been 
pressurized  by  nitrogen  to  9.5  kgf/cm2,  and  then 
kept  at  1000  °C  for  120  minutes  to  carry  out 
carbonization  of  the  pitch  A  under  pressure,  where- 
by  a  densification  parameter  of  0.18  was  obtained. 

(Preparation  of  carbon/carbon  composite  material) 

A  carbon  preform  which  was  prepared  by  plain 
weaving  pitch-derived  carbon  fibers  and  then 
preforming  the  thus  woven  carbon  fibers  using  a 
pitch  having  a  softening  point  of  280  °  C  at  700  °  C 
to  obtain  a  carbon  preform  having  a  fiber  volume 
fraction  of  55%,  a  matrix  volume  fraction  of  20% 
and  a  void  volume  fraction  of  25%  was  impreg- 
nated  with  the  above  pitch  A,  heated  to  1  000  °  C  at 
a  rate  of  2  °  C/min  in  a  furnace  which  had  been 
pressurized  by  nitrogen  to  9.5  kgf/cm2,  and  then 
kept  at  1000  °C  for  120  minutes  to  carry  out 
carbonization  of  the  impregnated  preform  under 
pressure,  whereby  was  obtained  a  carbon/carbon 
composite  material  having  a  void  volume  fraction  of 
15%. 

Comparative  Example  2 

(Measurement  of  densification  parameter) 

Optical  anisotropic  pitch  B  having  a  carbon 
content  of  95.1  wt.%,  a  hydrogen  content  of  4.9 
wt.%  and  a  carbon/hydrogen  atomic  ratio  =  1.62 
was  introduced  into  a  refractory  crucible,  heated  to 
1000  °C  at  a  rate  of  2  °  C/min  in  a  firing  furnace 

which  had  been  pressurized  by  nitrogen  to  9.5 
kgf/cm2,  and  then  kept  at  1000  °C  for  120  minutes 
to  carry  out  carbonization  of  the  pitch  B  under 
pressure,  whereby  a  densification  parameter  of 

5  0.01  was  obtained. 

(Preparation  of  carbon/carbon  composite  material) 

A  carbon  preform  having  a  void  volume  fraction 
io  of  25%  was  impregnated  with  the  above-mentioned 

pitch  B,  heated  to  1000  °C  at  a  rate  of  2  °  C/min  in 
a  furnace  which  had  been  pressurized  by  nitrogen 
to  9.5  kgf/cm2,  and  then  kept  at  1000  °C  for  120 
minutes  to  carry  out  carbonization  of  the  impreg- 

15  nated  preform  under  pressre,  whereby  the  void 
volume  fraction  of  the  thus  obtained  preform  re- 
mained  20%. 

Furthermore,  in  order  to  increase  the  densifica- 
tion  parameter  of  pitch  B  to  the  same  level  as  that 

20  of  pitch  A,  it  was  necessary  to  apply  a  pressure  of 
to  100  kgf/cm2. 

Example  3 

25  (Measurement  of  densification  parameter) 

Pitch  C  having  a  carbon  content  of  95.0  wt.%, 
a  hydrogen  content  of  5.0  wt.%  and  a  car- 
bon/hydrogen  atomic  ratio  =  1.58  and  containing 

30  no  optical  anisotropic  phase  was  introduced  into  a 
refractory  crucible,  heated  to  800  °  C  at  a  rate  of  2 
°  C/min  in  a  firing  furnace  which  had  been  pressur- 
ized  by  nitrogen  to  9.5  kgf/cm2,  and  then  kept  at 
800  °  C  for  60  minutes  to  carry  out  carbonisation  of 

35  the  pitch  C  under  pressure,  whereby  a  densification 
parameter  of  0.12  was  obtained. 

(Preparation  of  carbon/carbon  composite  material) 

40  A  carbon  preform  having  a  void  volume  fraction 
of  25%  was  impregnated  with  the  abovementioned 
pitch  C,  heated  to  800  °  C  at  a  rate  of  2  °  C/min  in 
a  firing  furnace  which  had  been  pressurized  by 
nitrogen  to  9.5  kgf/cm2,  and  then  kept  at  800  °C 

45  for  120  minutes  to  carry  out  carbonization  of  the 
impregnated  preform  under  pressure,  whereby  a 
carbon/carbon  composite  material  having  a  void 
volume  fraction  of  17%  was  obtained. 

so  Claims 

1.  A  method  for  preparing  a  carbon/carbon  com- 
posite  material  comprising  the  steps  of: 

impregnating  carbon  preform  with  carbo- 
55  naceous  pitch  and 

carbonizing  or  carbonizing  and  graphitizing 
the  thus  impregnated  preform  to  density  the 
preform  thereby  to  provide  a  carbon/carbon 

5 
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composite  material, 
characterized  in  that  said  carbonization  or 

carbonization  and  graphitization  are  carried  out 
at  500  -  3000  1  C  in  an  inert  gas  atmosphere, 
and  a  densification  parameter  expressed  by  5 
the  following  formula 
densification  parameter  =  (yield  of  carbonized 
pitch  obtained  by  carbonization  of  carbona- 
ceous  pitch  under  pressure)  x  (relative  density 
of  carbonized  pitch  obtained  from  said  pitch  10 
under  pressure)  is  not  less  than  0.1,  in  which 
formula  the  yield  of  carbonized  pitch  is  a  ratio 
by  weight  of  a  product  obtained  by  carboniza- 
tion  treating  carbonaceous  pitch  alone  under 
the  same  pressure  as  that  used  in  the  step  of  is 
densification,  to  the  carbonaceous  pitch  used, 
and  the  relative  density  of  carbonized  pitch 
obtained  under  pressure  is  a  value  obtained  by 
dividing  (A)  the  bulk  density  of  a  product  ob- 
tained  by  carbonization  treating  carbonaceous  20 
pitch  alone  under  the  same  pressure  as  that 
used  in  the  step  of  densification  by  (B)  the  true 
density  of  said  carbonized  carbonaceous  pitch, 
and  further  characterized  in  that  pressure  ap- 
plied  in  the  step  of  densification  is  in  the  range  25 
of  from  higher  than  atmospheric  pressure  to 
lower  than  10  kgf/cm2. 

2.  A  method  according  to  claim  1  , 
characterized  in  that  a  pressure  applied  in  the  30 
step  of  densification  is  carried  out  at  the  time 
of  carbonization  treatment. 

8.  A  method  according  to  claim  1  , 
characterized  in  that  a  pressure  applied  in  the 
step  of  densification  is  carried  out  at  the  time 
of  carbonization  and  graphitization  treatments. 

3.  A  method  according  to  claim  1  , 
characterized  in  that  a  temperature  range  dur-  35 
ing  the  carbonization  treatment  is  from  560  to 
2800  °C. 

4.  A  method  according  to  claim  1  , 
characterized  in  that  a  pressure  in  said  den-  40 
sifying  step  is  higher  than  atmospheric  pres- 
sure  and  less  than  10  kgf/cm2. 

5.  A  method  according  to  claim  1  , 
characterized  in  that  a  void  volume  fraction  of  45 
said  carbon  preform  is  in  the  range  of  from  5 
to  80%. 

6.  A  method  according  to  claim  1  , 
characterized  in  that  a  densification  parameter  so 
of  said  carbonaceous  pitch  is  in  the  range  of 
from  0.15  to  1.0. 

7.  A  method  according  to  claim  1  , 
characterized  in  that  a  carbon/hydrogen  atomic  55 
ratio  of  said  carbonaceous  pitch  is  less  than 
1.60. 
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