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Description 

BACKGROUND  OF  THE  INVENTION 

5  Field  of  the  Invention 

The  present  invention  relates  to  a  photographic  camera  of  the  type  as  described  in  the  preamble  part  of 
Claim  1. 

10  Description  of  the  Prior  Art 

A  camera  of  the  type  as  mentioned  hereinabove  has  already  been  known  from  US-A-3,490,844. 

SUMMARY  OF  THE  INVENTION 
15 

It  is  an  object  of  the  present  invention  to  provide  a  camera  of  the  type  as  mentioned  hereinabove,  enabling 
the  user  of  the  camera,  when  taking  a  picture  of  an  object  to  be  photographed,  to  easily  achieve  appropriate 
exposure  of  a  film  loaded  in  said  camera,  even  when  the  brightness  of  the  object  to  be  photographed  is  rela- 
tively  low. 

20  According  to  the  present  invention,  this  object  is  solved  by  providing  the  features  of  the  characterizing  part 
of  Claim  1. 

Further  improvements  of  the  present  invention  will  become  apparent  from  the  Sub-claims. 
A  preferred  embodiment  of  the  present  invention,  taken  for  example,  is  described  in  more  detail  hereinbe- 

low  in  connection  with  the  accompanying  drawings. 
25 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  a  perspective  view  of  a  camera  according  to  an  embodiment  of  the  present  invention; 
Fig.  2  is  a  top  view  thereof; 

30  Fig.  3  is  a  front  view  thereof; 
Fig.  4  is  a  sectional  view  showing  a  construction  of  a  finder  optical  system  and  a  range  finding  optical  sys- 
tem  both  used  in  the  camera; 
Fig.  5  is  a  schematic  view  showing  printing  range  in  pseudo  focal  length  photographing  mode; 
Fig.  6  is  a  schematic  view  showing  a  display  in  the  camera  finder  field; 

35  Fig.  7  is  a  sectional  view  showing  a  relation  between  a  photographing  range  of  a  photographing  lens  and 
a  light  measuring  range  of  a  light  measuring  optical  system  both  used  in  the  camera; 
Figs.  8  and  9  illustrate  display  modes  of  a  liquid  crystal  display  used  in  the  camera; 
Fig.  10  illustrates  the  camera  with  a  back  cover  open,  viewed  from  the  back; 
Fig.  11  is  an  enlarged  front  view  of  a  code  printing  unit  used  in  the  camera,  viewed  from  the  back; 

40  Fig.  12  is  a  longitudinal  sectional  view  of  the  code  printing  unit; 
Fig.  13  is  a  partially  enlarged  transverse  sectional  view  of  the  code  printing  unit; 
Fig.  14  illustrates  a  film  on  which  are  printed  the  code  signals,  viewed  from  the  back; 
Fig.  15  illustrates  code  signal  printed  on  the  film; 
Fig.  16  is  an  electrical  circuit  diagram  of  the  camera; 

45  Fig.  1  7  is  a  block  diagram  showing  a  construction  of  an  automatic  focus  adjusting  circuit  used  in  the  cam- 
era; 
Fig.  1  8  is  a  graph  showing  a  relation  between  aperture  and  exposure  time  and  also  showing  a  flash  emis- 
sion  timing; 
Fig.  19  is  a  graph  showing  a  relation  between  aperture  and  exposure  time  at  the  time  of  change-over  to 

so  flash  photographing; 
Figs.  20A,  20B,  20C  and  21  are  flow  charts  showing  operation  of  a  controlling  microcomputer  used  in  the 
camera; 
Fig.  22  is  a  flow  chart  showing  details  of  step  S8  therein; 
Fig.  23  is  a  schematic  view  showing  operation  thereof  in  a  typical  manner; 

55  Figs.  24,  25  and  26  are  each  a  flow  chart  showing  operation  of  a  microcomputer  for  display; 
Fig.  27  is  a  block  diagram  showing  automatic  printer  used  in  the  system  of  this  embodiment;  and 
Fig.  28  is  a  time  chart  showing  operations  thereof. 

2 
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DETAILED  DESCRIPTION  OF  THE  PREFERRED  EMBODIMENT 

An  embodiment  of  the  present  invention  will  be  described  in  detail  hereinunder  with  reference  to  the  ac- 
companying  drawings. 

5  In  Fig.  1  ,  which  is  a  perspective  view  of  a  camera  embodying  the  present  invention,  the  reference  numeral 
2  denotes  a  camera  body;  numeral  4  denotes  a  shutter  release  button;  numeral  6  denotes  a  date  selection 
switch  for  selecting  whether  date  is  to  be  printed  or  not  on  a  photographic  paper  at  the  printing  operation;  nu- 
meral  8  denotes  a  trimming  setting  button  for  setting  whether  pseudo  focal  length  photographing  mode  is  set 
or  not  and  its  printing  size;  and  LCD̂   represents  a  liquid  crystal  display  for  displaying  various  data  related  to 

10  photographing.  The  shutter  release  button  4,  date  selection  switch  6  and  trimming  setting  button  8  are  dis- 
posed  on  an  upper  surface  of  the  camera  body  2  as  shown  in  the  top  view  of  Fig.  2.  The  date  selection  switch 
6  is  a  slide  type;  in  its  position  shown,  date  is  printed,  while  when  it  is  slid  in  X  direction  in  the  figure,  date  is 
no  longer  printed.  Either  of  the  real  focal  length  photographing  mode  or  normal  photographing  mode  and  the 
pseudo  focal  length  photographing  mode,  and  the  ratio  of  trimming  in  the  latter  are  determined  according  to 

15  the  number  of  depression  of  the  button  8.  As  will  be  described  later,  when  a  film  having  a  sensitivity  below 
ISO  400  is  loaded,  the  trimming  setting  button  8  is  not  depressed  at  all,  under  which  condition  the  pseudo 
focal  length  photographing  mode  is  not  selected  and  the  whole  of  a  real  focal  length  photographing  range  or 
normal  photographing  range  is  printed.  When  the  trimming  setting  button  8  is  depressed  once,  a  trimming  "1" 
mode  is  obtained  in  which  a  little  narrower  photographing  range  than  the  real  focal  length  photographing  range 

20  is  printed.  Depressing  it  twice  affords  a  trimming  "2"  mode  of  a  still  narrower  printing  range,  and  depressing 
it  three  times  results  in  a  trimming  "3"  mode  of  the  narrowest  printing  range.  If  it  is  further  depressed,  there 
will  be  obtained  a  close-up  mode  as  will  be  described  later.  A  still  further  depression  of  the  trimming  setting 
button  8  will  result  in  return  to  the  real  focal  length  photographing  mode.  Details  on  this  respect  will  be  set 
forth  later. 

25  In  Fig.  1,  moreover,  the  numeral  12  denotes  a  flash  unit  portion;  numeral  14  denotes  a  finder  window;  nu- 
meral  16  denotes  a  finder  illuminating  window;  and  numerals  18a  and  18b  represent  a  pair  of  range  finder  win- 
dows.  These  are  arranged  on  a  front  face  of  the  camera  body  2  as  shown  in  the  front  view  of  Fig.  3.  Numerals 
20  and  22  denote  a  photographing  lens  and  a  light  measuring  window  for  automatic  exposure  control. 

Fig.  4  is  a  sectional  view  showing  a  finder  optical  system  and  a  range  finding  optical  system  both  used  in 
30  such  camera.  In  Fig.  4,  the  finder  optical  system  is  constituted  by  an  inverted  Galilean  type  optical  system 

comprising  an  objective  lens  l̂   having  a  negative  refractive  power  and  an  eyepiece  lens  L2  having  a  positive 
refractive  power,  both  disposed  in  the  interior  of  the  finder  window.  Between  the  objective  lens  l̂   and  the  eye- 
piece  lens  L2  is  disposed  a  half  mirror  H  whereby  light  which  has  been  reflected  by  a  mirror  M  after  passing 
through  a  liquid  crystal  display  LCD2  disposed  behind  the  finder  lighting  window  16  is  conducted  to  the  finder. 

35  On  the  other  hand,  behind  the  range  finder  window  18a  is  disposed  a  light  emitting  diode  24  for  range  finding 
to  project  an  infrared  light  beam  to  an  object  through  a  projection  lens  L3.  Light  reflected  from  the  object  is 
detected  by  a  light  detecting  element  26  for  range  finding  through  a  light  receiving  lens  L4  disposed  behind  the 
range  finder  window  18b,  and  from  the  state  of  light  detected  the  distance  to  the  objective  is  determined.  This 
range  finding  principle  is  already  well  known,  so  its  details  are  here  omitted. 

40  The  printing  range  in  the  selection  of  pseudo  focal  length  photographing  mode  will  now  be  explained  with 
reference  to  Fig.  5,  which  is  a  front  view  showing  one  exposure  plane  of  an  ordinary  35  mm  film.  In  the  real 
focal  length  photographing  mode  not  selecting  the  pseudo  focal  length  photographing  mode,  whole  the  range 
of  24  mm  long  by  36  mm  wide  is  printed  on  a  printing  paper.  In  the  trimming  "1"  mode,  the  range  indicated  by 
Ai  is  printed;  in  the  trimming  "2"  mode,  the  range  indicated  by  A2  is  printed;  and  in  the  trimming  "3"  mode,  the 

45  range  indicated  by  A3  is  printed.  The  ratios  of  the  print  ranges  on  the  film  in  the  trimming  "1",  "2"  and  "3"  modes 
relative  to  the  real  focal  length  photographing  mode  are  set  as  approximately  1 : 1 / ^ 2 : 1 / 2 : 1 / 3 .   Therefore, 
in  the  case  where  frames  after  photographing  in  those  modes  are  enlarged  to  the  same  size,  there  are  printed 
the  same  ranges  as  those  photographed  by  lenses  of  the  pseudo  focal  lengths  shown  in  Table  1  below,  provided 
a  focal  length,  f,  of  the  photographing  lens  is  assumed  to  be  35  mm. 

50 

55 
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T a b l e   1 

5 

P h o t o g r a p h i n g   Mode  F o c a l   L e n g t h  

35  mm 

50  mm 

70  mm 

105  mm 

20  Referring  now  to  Fig.  6,  there  are  illustrated  display  in  the  finder  field  effected  by  means  of  a  liquid  crystal 
display  LCD2.  In  the  liquid  crystal  display  LCD2  there  are  provided  four  kinds  of  frames  F0,  F  ̂ F2  and  F3  each 
corresponding  to  the  printing  ranges  of  the  real  focal  length  photographing  mode  and  trimming  "1",  "2"  and  "3" 
modes  respectively.  Any  one  of  these  frames  is  displayed  selectively  according  to  a  set  state  of  the  trimming 
setting  button  8.  More  particularly,  in  the  finder  field,  the  frame  F0  is  displayed  in  the  real  focal  length  photo- 

25  graphing  mode;  is  displayed  in  the  trimming  "1"  mode;  F2  displayed  in  the  trimming  "2"  mode;  and  F3  dis- 
played  in  the  trimming  "3"  mode  and  the  close-up  mode. 

Now,  with  reference  to  Fig.  7,  the  relation  between  the  range  photographed  by  a  photographing  lens  20 
and  printed,  and  a  light  measuring  range  of  a  light  measuring  system  disposed  in  the  interior  of  the  light  meas- 
uring  window  22,  will  be  explained.  In  Fig.  7,  in  the  real  focal  length  photographing  mode,  the  range  of  is 

30  photographed  to  the  frame  by  the  photographing  lens  20  and  printed.  In  the  trimming  "3"  mode  of  the  smallest 
printing  range,  the  range  of  B2  is  printed.  It  is  here  assumed  that  the  angle  of  the  field  of  view  of  the  photo- 
graphing  lens  20  relative  to  the  smallest  printing  range  B2  is  a.  On  the  other  hand,  behind  the  light  measuring 
window  22  is  disposed  a  light  measuring  optical  system  comprising  a  light  measuring  lens  L5,  a  filter  F  and  a 
light  receiving  element  28.  If  its  angle  of  the  field  of  view  is  p,  the  relation  thereof  to  a  is  a   ̂ p.  Under  this 

35  construction,  a  light  measuring  range  is  always  positioned  within  the  range  to  be  printed,  whereby  a  light  meas- 
uring  information  always  corresponding  to  the  range  to  be  printed  can  be  obtained  accurately  even  if  the  pseudo 
focal  length  photographing  mode  is  set. 

Referring  now  to  Fig.  8,  there  are  illustrated  display  modes  of  the  liquid  crystal  display  LCD̂   shown  in  Fig. 
1.  Although  all  the  display  elements  are  indicated  in  Fig.  8,  this  does  not  occur  actually.  The  marks  M  ̂ M2  and 

40  M3  denote  display  elements  which  represent  set  modes  of  photographing  of  the  camera.  In  the  real  focal  length 
photographing  mode,  only  the  display  element  is  indicated.  When  any  one  of  the  trimming  "1",  "2"  and  "3" 
modes  is  selected  by  operation  of  the  trimming  setting  button  8,  only  the  display  element  M2  is  indicated.  On 
the  other  hand,  upon  selection  of  the  close-up  mode,  only  the  display  element  M3  is  indicated. 

The  marks  D2,  D3,  D4  and  D5  represent  display  elements  for  indicating  printing  ranges  according  to 
45  photographing  modes.  In  the  real  focal  length  photographing  mode  or  normal  photographing  mode,  the  display 

element  which  shows  the  broadest  printing  range  is  indicated.  In  the  case  of  the  pseudo  focal  length  pho- 
tographing  mode,  any  one  of  the  display  elements  D2,  D3  and  D4  is  indicated  selectively  according  to  the  trim- 
ming  "1",  "2"  or  "3"  mode  selected,  together  with  the  display  element  D  ̂ For  example,  in  the  trimming  "1"  mode 
which  is  of  the  broadest  printing  range  in  the  pseudo  focal  length  photographing  mode,  the  display  elements 

so  Di  and  D2  are  indicated;  in  the  trimming  "2"  mode,  the  display  elements  and  D3  are  indicated;  and  in  the 
trimming  "3"  mode,  the  display  elements  and  D4  are  indicated.  Further,  in  the  close-up  photographing  mode, 
the  display  element  D5  is  indicated. 

The  mark  DA  represents  a  display  element  for  indicating  date  data  printed.  The  date  data  is  not  printed 
when  its  printing  mode  is  not  selected.  The  display  element  DA  may  be  so  constructed  as  to  indicate  a  date 

55  even  where  printing  of  date  data  is  not  selected.  The  mark  FC  represents  a  display  element  for  indicating  the 
number  of  frames  photographed.  Further,  the  mark  FE  represents  a  display  element  for  indicating  a  loaded 
state  of  the  film.  In  this  way,  various  photographing  modes,  printed  date,  the  number  of  frames  photographed, 
and  the  film  loaded  state,  are  indicated  by  the  liquid  crystal  display  LCD  ̂

Normal   Mode 
10 

T r i m m i n g   "1"  Mode 

T r i m m i n g   "2"  Mode 

15  T r i m m i n g   "3"  Mode 

4 
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For  example,  Fig.  9  shows  a  display  mode  of  the  liquid  crystal  display  LCD̂   in  which  the  trimming  "2"  mode 
has  been  selected  whereby  the  display  elements  M2,  and  D3  are  indicated;  data  corresponding  to  "July  25, 
1985"  is  printed  as  date  data;  "24"  is  indicated  as  the  number  of  frames  photographed;  and  a  normal  loaded 
state  of  the  film  is  indicated. 

5  Referring  now  to  Fig.  10,  there  is  illustrated  the  camera  body  2  as  viewed  from  the  back,  with  a  back  lid 
thereof  open.  In  Fig.  1  0,  a  spool  chamber  2a  for  housing  a  spool  28  therein  is  provided  in  the  camera  body  2 
in  a  right-hand  position  in  the  figure,  while  in  a  left-hand  position  in  the  figure  there  is  provided  a  patrone  cham- 
ber  2b  for  loading  therein  of  a  patrone.  Consequently,  the  film  when  wound  up  is  moved  from  the  left  to  the 
right  in  the  figure.  Numeral  2c  denotes  a  frame  provided  in  a  position  corresponding  to  the  film,  and  at  the 

10  rightmost  end  thereof  is  disposed  a  code  printing  unit  30  for  printing  various  photographing  data  as  codes  in 
the  film. 

As  shown  in  the  enlarged  view  of  Fig.  11,  the  code  printing  unit  30  has  seventeen  optical  fibers  30a  one 
ends  of  which  are  arranged  longitudinally  in  the  figure  in  an  opposed  relation  to  the  emulsion  surface  of  the 
film.  The  other  ends  of  these  many  optical  fibers  30a  are  opposed  to  seventeen  light  emitting  diodes  32a  which 

15  are  fixed  to  a  light  emitting  diode  substrate  32,  as  shown  in  Fig.  12  which  is  an  enlarged  sectional  view  of  the 
code  printing  unit  30. 

Fig.  13  is  an  enlarged  transverse  sectional  view  of  the  code  printing  unit  30  and  its  vicinity,  in  which  the 
mark  Fl  represents  a  film  loaded  and  wound  up.  The  film  Fl  is  held  in  a  predetermined  position  of  the  frame 
2c  under  pressure  by  means  of  a  pressure  plate  40  which  is  given  an  appropriate  pressure  by  a  pressure  plate 

20  spring  38,  the  spring  38  being  fixed  with  pin  36  to  a  back  lid  34  of  the  camera.  The  code  printing  unit  30  is 
fixed  to  the  camera  body  and  a  light  shielding  tube  42,  and  on  its  face  opposed  to  an  optical  axis  of  the  pho- 
tographing  lens  there  is  provided  a  light  shielding  plate  44.  The  light  emitting  diodes  32a  are  connected  through 
a  flexible  board  PB  to  a  later-described  light  emitting  diode  driving  circuit  LEDR  which  functions  to  control  ON- 
OFF  of  the  light  emitting  diodes  32a,  thereby  setting  a  code  to  be  printed  on  the  film. 

25  Consequently,  a  code  corresponding  to  each  frame  is  printed  on  the  rightmost  end  of  the  frame  when 
viewed  from  the  back  of  the  film,  as  shown  in  Fig.  14.  More  specifically,  code  CÔ   corresponds  to  frame  Fl^ 
code  C02  to  frame  Fl2  and  code  C03  to  frame  Fl3.  The  mark  CR  in  Fig.  14  represents  the  range  in  which  code 
is  read;  the  right-hand  side  in  the  figure  is  the  fore  end  side  of  the  film,  while  the  left-hand  side  is  the  patrone 
side. 

30  For  each  frame  of  the  film,  each  code  is  constituted  by  a  17-bit  digital  signal.  Data  represented  by  these 
bits  will  now  be  explained  with  reference  to  Fig.  15.  Fig.  15  is  a  rear  view  of  the  film  photographed,  like  Fig. 
14,  in  which  the  right-hand  side  is  the  fore  end  side  of  the  film.  The  17-bit  code  comprises,  successively  from 
above  in  the  figure,  a  3-bit  trimming  information  code  Ct,  a  1-bit  date  print  permission  or  not  permission  infor- 
mation  code  Cs,  a  4-bit  year  information  code  Cy,  a  4-bit  month  information  code  Cm  and  a  5-bit  day  information 

35  code  Cd.  The  trimming  information  code  Ct  will  now  be  explained  in  detail.  If  the  bits  of  this  code  Ct  are  as- 
sumed  to  be  bi,  b2  and  b3  successively  from  above  in  the  figure,  the  relation  between  set  photographing  con- 
dition  and  those  bit  signals  is  as  shown  in  Table  2  below. 

T a b l e   2 
40 

P h o t o g r a p h i n g   Mode  b]_  |  b2  

Norma l   Mode  0  0  0 
!  ! 

T r i m m i n g   "1"  Mode  0  O i l  
i 

T r i m m i n g   "2"  Mode  0  1 0  

T r i m m i n g   "3"  Mode  1 0   0 

C l o s e - u p   Mode  1 0   0 

55  . 

In  the  numeral  columns  of  the  above  table,  "1"  indicates  that  the  corresponding  light  emitting  diode  of  that 
bit  is  turned  ON,  while  "0"  indicates  turning  OFF  thereof. 
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The  date  print  permission  or  not  permission  information  code  Cs  becomes  "1  "  in  the  case  of  printing  a  date 
and  "0"  when  a  date  is  not  printed.  As  to  the  year  information  code  Cy,  month  information  code  Cm  and  day 
information  code  Cd,  data  of  year,  month  and  day  are  converted  to  binary  digits. 

The  following  description  is  now  provided  about  the  electrical  circuit  in  the  camera  of  this  embodiment, 
5  using  the  circuit  diagram  of  Fig.  16.  In  Fig.  16,  the  mark  S\N̂   denotes  a  light  measuring  switch  which  is  closed 

by  the  first-stage  depression  of  the  shutter  release  button  4  shown  in  Fig.  1;  SW2  denotes  a  release  switch 
which  is  closed  by  depression  up  to  the  second  stage  of  the  button  4;  SW3  denotes  a  key  switch  which  is  opened 
and  closed  in  interlock  with  the  trimming  setting  button  8  shown  in  Fig.  1  ;  SW4  denotes  a  winding  switch  which 
is  closed  in  response  to  shutter  release  and  opened  upon  completion  of  the  film  winding;  SW5  denotes  a  back 

10  lid  switch  which  is  opened  upon  closing  of  the  back  lid  34  of  the  camera  and  opened  upon  opening  of  the  same 
lid;  SW6  denotes  a  film  sensing  switch  which  is  opened  when  the  film  is  loaded  and  wound  up  and  is  closed 
when  the  film  is  not  loaded;  SW7  denotes  a  count  switch  which  is  closed  at  the  beginning  of  the  shutter  release 
operation  and  opened  upon  completion  of  charge  of  the  shutter;  and  SW8  denotes  a  date  print  selection  switch 
which  is  closed  when  a  date  printing  mode  is  selected  and  is  opened  when  date  printing  mode  is  not  selected. 

15  The  switches  S\N̂   to  SW4,  which  are  starting  switches,  are  connected  to  an  interruption  terminal  INT  of  a 
controlling  microcomputer  CMC  through  a  NAND  gate  NAand  also  connected  directly  to  input  terminals  Pl^ 
Pl2,  Pl3  and  Pl4  of  the  controlling  microcomputer  CMC.  Interruption  to  the  controlling  microcomputer  CMC  is 
caused  by  positive  edge  of  input  to  the  interruption  terminal  INT.  The  switch  SW5  is  connected  to  an  input  ter- 
minal  of  the  NAND  gate  NA  through  a  differential  circuit  comprising  a  capacitor  C2  and  a  resistor  R3.  This  is 

20  for  setting  the  count  value  of  the  film  counter  to  "0"  when  the  back  lid  of  the  camera  is  opened.  Further,  the 
switches  SW5  to  SW7  are  connected  to  input  terminals  Pl5,  Pl6  and  Pl8,  respectively,  of  the  controlling  micro- 
computer  CMC.  The  switches  SWi  to  SW7  are  connected  to  a  power  terminal  Ê   through  pull-up  resistors,  re- 
spectively. 

The  mark  E  represents  a  power  battery  of  the  camera,  whose  output  is  connected  to  an  input  terminal  of 
25  the  controlling  microcomputer  CMC  through  a  stabilizing  circuit  comprising  a  diode  D2  and  a  capacitor  C3.  To 

the  circuits  which  are  liable  to  cause  erroneous  action  due  to  the  change  in  voltage  supplied  thereto,  electric 
power  is  fed  from  the  power  terminal  Ê   stabilized  by  the  stabilizing  circuit,  while  to  the  other  circuits  the  electric 
power  is  fed  directly  from  the  power  battery  E. 

The  mark  FL  represents  a  flash  circuit  including  a  flash  tube  for  flash  photographing  and  a  control  circuit 
30  for  the  flash  tube,  in  which  a  booster  circuit  for  applying  a  high  voltage  to  a  main  capacitor  is  operated  with  a 

signal  provided  from  an  output  terminal  P07of  the  controlling  microcomputer  CMC,  and  flashing  is  started  with 
a  signal  provided  from  an  output  terminal  P08.  Further,  when  the  charging  voltage  for  the  main  capacitor  reach- 
es  a  predetermined  value,  a  charge  completion  signal  is  fed  to  the  controlling  microcomputer  CMC  through 
the  input  terminal  Pl7. 

35  The  mark  MD  denotes  a  motor  driving  circuit  which  controls  the  film  winding  motor  M.  With  a  signal  pro- 
vided  from  an  output  terminal  P05  of  the  controlling  microcomputer  CMC,  the  motor  M  is  driven  to  wind  up  the 
film,  and  its  drive  is  braked  with  a  signal  provided  from  an  output  terminal  P06. 

The  mark  CAS  denotes  film  sensitivity  reading  switch  which  reads  data  on  film  sensitivity  prestored  in  the 
film  patrone  loaded  into  the  camera  and  which  are  opened  or  closed  according  to  the  read  data.  The  film  sen- 

40  sitivity  data  as  digital  data  read  by  each  switch  CAS  is  converted  to  an  analog  signal  by  means  of  a  D/A  con- 
verter  (D/A).  This  analog  film  sensitivity  signal  is  fed  to  a  light  measuring  circuit  comprising  a  photo  diode  PD, 
an  operational  amplifier  OP  and  a  logarithmic  compressing  diode  D  ̂ in  which  it  is  added  to  a  light  measuring 
signal.  The  output  of  this  light  measuring  circuit  is  therefore  a  light  measuring  signal  with  the  film  sensitivity 
signal  added  thereto.  This  signal  is  applied  to  the  base  of  a  transistor  TR̂   through  a  buffer  B  and  is  subjected 

45  to  a  logarithmic  expanding  in  a  logarithmic  expanding  circuit  comprising  the  transistor  TR̂   and  a  capacitor  C^ 
The  charging  voltage  for  the  capacitor  is  compared  with  a  predetermined  voltage  E2  by  means  of  a  com- 
parator  CN,  and  when  it  drops  below  E2,  a  transistor  TR5  becomes  non-conducting  and  a  shutter  magnet  SMG 
is  de-energized  to  close  the  shutter.  Transistors  TR2  and  TR3  are  controlled  by  an  output  terminal  P04  of  the 
controlling  microcomputer  CMC,  and  they  are  for  controlling  the  timing  of  the  energizing  of  the  shutter  magnet 

so  SMG  and  the  logarithmic  expanding.  Further,  a  transistor  TR4  is  controlled  by  an  output  terminal  P03  of  the 
controlling  microcomputer  CMC,  and  it  is  for  charging  the  capacitor  rapidly  to  change  a  maximum  aperture 
value  and  to  change  a  longest  shutter  speed  according  to  the  photographing  mode  selected,  as  will  be  descri- 
bed  later. 

The  output  of  the  light  measuring  circuit,  which  is  a  light  measuring  signal  with  the  film  sensitivity  signal 
55  added  thereto,  is  fed  to  an  A/D  converter  (AID)  and  converted  to  a  digital  signal,  which  in  turn  is  fed  to  the 

controlling  microcomputer  CMC  through  input  terminal  PIAD.  Further,  the  digital  signal  according  to  film  sen- 
sitivity  provided  from  each  switch  CAS  is  fed  to  the  controlling  microcomputer  CMC  from  input  terminal  PIDX 
of  the  microcomputer  and  also  fed  to  a  later-described  display  microcomputer  DMC. 
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The  display  microcomputer  DMC  controls  the  display  of  the  liquid  crystal  display  LCD̂   on  the  uppersurface 
of  the  camera  and  that  of  the  liquid  crystal  display  LCD2  in  the  finder,  and  it  also  controls  the  code  printed  in 
the  film.  It  is  supplied  with  the  electric  power  through  the  power  terminal  and  the  date  print  selection  switch 
SW8  is  connected  to  an  input  terminal  pi1  of  the  display  microcomputer  DMC.  The  display  microcomputer  DMC 

5  is  constructed  so  that  interruption  is  caused  by  a  signal  applied  to  an  interruption  terminal  int̂   or  int2  which 
are  connected  to  output  terminals  PO  ̂ and  P012,  respectively,  of  the  controlling  microcomputer  CMC.  Inter- 
ruption  to  the  interruption  terminal  int1  is  caused  when  changing  the  display  of  the  liquid  crystal  displays  LCD̂  
and  LCD2,  while  interruption  is  caused  to  the  interruption  terminal  int2  at  the  time  of  printing  code  on  the  film. 

Further,  signals  concerning  photographing  modes  are  each  provided  from  the  controlling  microcomputer 
10  CMC  to  the  display  microcomputer  DMC  through  output  terminal  POD  and  input  terminal  piD.  Moreover,  as 

mentioned  above,  signals  on  film  sensitivity  are  each  fed  to  input  terminal  piDX.  Further,  a  clock  circuit  for  de- 
termining  a  date  to  be  printed  on  the  film  is  incorporated  in  the  display  microcomputer  DMC. 

The  display  microcomputer  DMC  controls  the  liquid  crystal  display  LCD̂   on  the  uppersurface  of  the  cam- 
era  and  the  liquid  crystal  display  LCD2  in  the  finder,  through  a  liquid  crystal  drive  circuit  LCDR.  Therefore,  pho- 

15  tographing  mode  signal,  date  signal,  film  presence-absence  signal,  film  winding-related  signal,  and  date  print 
permission  or  not  permission  signal,  are  transmitted  from  the  display  microcomputer  DMC  to  the  liquid  crystal 
drive  circuit  LCDR,  which  in  turn  latches  those  data  to  be  displayed.  Further,  the  display  microcomputer  DMC 
turns  ON  or  OFF  the  light  emitting  diodes  32a  for  code  printing,  through  a  light  emitting  diode  driving  circuit 
LEDR.  The  light  emitting  time  of  each  light  emitting  diode  32a  is  varied  according  to  the  film  sensitivity  signal 

20  fed  to  the  input  terminal  piDX. 
The  mark  AF  represents  an  automatic  focusing  circuit  which  measures  the  distance  up  to  an  object  auto- 

matically  and  adjusts  the  focus  position  of  the  photographing  lens  according  to  the  results  of  the  measurement. 
The  automatic  focusing  circuit  AF,  which  is  supplied  with  electric  power  from  the  power  terminal  E  ̂ starts  its 
automatic  focusing  operation  upon  receipt  of  a  signal  from  output  terminal  PÔ   of  the  controlling  microcomputer 

25  CMC.  The  distance  to  the  object  thus  detected  is  fed  as  a  4-bit  digital  signal  to  the  controlling  microcomputer 
CMC  from  input  terminal  PIAF.  Output  terminal  P02  of  the  microcomputer  CMC  becomes  "H"  when  the  camera 
is  set  to  the  close-up  mode,  and  all  the  bits  of  the  distance  signal  related  to  the  distance  to  the  object  are  made 
"H"  to  let  the  distance  signal  indicate  the  closest  distance  forcibly.  At  this  time,  therefore,  the  photographing 
lens  is  set  in  the  closest  state.  The  mark  LMG  represents  a  lens  stopping  magnet  which  is  de-energized  upon 

30  coincidence  of  the  distance  signal  with  a  signal  indicative  of  the  shifting  amount  of  the  lens  to  stop  the  shifting 
of  the  photographing  lens. 

The  RMG  represents  a  release  magnet  for  starting  the  shifting  of  the  lens.  The  release  magnet  RMG  is 
controlled  by  a  signal  from  output  terminal  PO10  of  the  controlling  microcomputer  CMC.  After  energizing  for  a 
certain  period  of  time,  it  is  de-energized  to  disengage  the  photographing  lens,  thereby  allowing  the  shifting  of 

35  the  photographing  lens  to  start. 
A  more  detailed  construction  of  the  automatic  focusing  circuit  AF  is  shown  in  Fig.  17,  in  which  the  mark 

DD  represents  a  distance  detecting  circuit  for  measuring  the  distance  up  to  an  object,  the  operation  of  the  circuit 
DD  being  started  by  a  signal  from  output  terminal  PÔ   of  the  controlling  microcomputer  CMC.  Its  optical  system 
is  shown  in  Fig.  4.  The  distance  to  the  object  detected  by  the  distance  detecting  circuit  DD  is  output  as  a  4-bit 

40  digital  signal,  and  the  signal  of  each  bit  are  fed  to  comparator  CON  through  OR  circuit  and  also  applied  to  the 
controlling  microcomputer  CMC  through  input  terminal  PIAF.  To  all  the  other  input  terminals  of  the  OR  circuit 
are  connected  the  output  terminal  P02  of  the  microcomputer  CMC.  Therefore,  when  the  close-up  mode  is  se- 
lected,  all  the  bits  of  the  distance  signal  fed  to  the  comparator  CON  are  "H",  representing  the  closest  position, 
independently  of  the  output  signal  from  the  distance  detecting  circuit  DD. 

45  On  the  other  hand,  the  mark  EC  represents  an  encoder  which  provides  pulses  according  to  the  shifting 
amount  of  the  photographing  lens.  The  pulses  provided  from  the  encoder  EC  are  counted  by  a  counter  CU 
which  is  reset  by  a  signal  from  the  output  terminal  PÔ   of  the  controlling  microcomputer  CMC.  This  count  value 
is  compared  with  the  distance  signal  by  means  of  the  comparator  CON,  which  provides  an  output  signal  upon 
coincidence  of  both  signals  to  de-energize  the  lens  stop  magnet  LMG,  thereby  stopping  the  shifting  of  the  pho- 

50  tographing  lens  in  the  position  corresponding  to  the  distance  signal. 
In  the  camera  of  this  embodiment,  when  a  frame  is  photographed  in  the  pseudo  focal  length  photographing 

mode,  that  is,  the  trimming  "1",  "2"  or  "3"  mode  or  the  close-up  mode,  the  enlarging  ratio  of  the  frame  becomes 
larger  in  printing  if  the  frame  is  printed  to  the  same  size  as  that  of  a  frame  photographed  in  the  real  focal  length 
photographing  mode.  Consequently,  blur  and  flare  which  have  not  been  conspicuous  in  the  real  focal  length 

55  photographing  mode  become  conspicuous.  To  avoid  this,  in  the  camera  of  this  embodiment,  the  maximum 
aperture  value  (i.e.  maximum  F-number)  and  the  longest  (maximum)  shutter  speed  are  varied  according  to 
the  printing  size  in  the  frame.  Therefore,  if  the  pseudo  focal  length  photographing  mode  is  selected,  the  depth 
of  field  is  extended  and  the  longest  shutter  speed  (the  maximum  exposure  time)  is  limited  for  avoiding  the  blur 
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of  the  object  image  on  the  film.  Here,  the  larger  the  maximum  aperture  value,  the  shorter  the  maximum  shutter 
speed,  since  the  shutter  is  operated  as  an  aperture  diaphragm  in  this  embodiment.  But  the  present  invention 
is  not  limited  to  this  construction.  It  may  be  constructed  so  that  only  the  maximum  aperture  value  or  only  the 
limit  shutter  speed  is  changed  according  to  the  selected  photographing  mode. 

Table  3  below  shows  photographing  modes  as  well  as  maximum  aperture  values  (maximum  F-number) 
and  lower  limit  values  of  the  shutter  speed  in  this  embodiment. 

T a b l e   3 

10 

15 

20 

P h o t o g r a p h i n g   Mode  

Normal   Mode 

T r i m m i n g   "1"  Mode 

T r i m m i n g   "2"  Mode 

T r i m m i n g   "3"  Mode 

C l o s e - u p   Mode 

Avmax 

2 . 8  

2 . 8  

4 

5 . 5  

16 

T v m i n  

1 / 3 0  

1 / 3 0  

1 / 6 0  

1 / 2 5 0  

1 / 1 0 0 0  

25 
In  the  above  table,  "Avmax"  and  "Tvmin"  represent  maximum  aperture  value  and  longest  limit  value  of  the 

shutter  speed,  respectively.  This  is  illustrated  in  Fig.  18,  in  which  vertical  axis  represents  aperture  value  and 
horizontal  axis  represents  the  time  counted  from  the  opening  of  shutter.  In  the  real  focal  length  photographing 
mode  or  the  trimming  "1"  mode,  it  is  possible  to  open  the  aperture  and  to  lengthen  the  shutter  speed  up  to  the 

30  combination  of  aperture  value  (F-number)  2.8  and  shutter  speed  1/30,  as  indicated  by  A.  In  the  trimming  "3" 
mode,  the  aperture  can  be  opened  and  the  shutter  speed  can  be  lengthened  up  to  the  combination  of  aperture 
value  (F-number)  5.6  and  shutter  speed  1/60,  as  indicated  by  B.  Further,  in  the  close-up  mode,  only  the  com- 
bination  of  aperture  value  (F-number)  16  and  shutter  speed  1/1000  can  be  set.  Where  an  appropriate  exposure 
is  not  obtained  under  such  combinations  of  limited  apertures  and  shutter  speeds,  flashing  is  made  automati- 

35  cally.  As  shown  in  the  lower  time  chart  of  Fig.  1  8,  where  the  combination  of  aperture  value  (F-number)  5.6  and 
shutter  speed  1/60  causes  under-exposure  for  example  in  the  trimming  "2"  mode,  a  signal  is  issued  from  the 
output  terminal  P08  of  the  controlling  microcomputer  CMC  at  a  time  point  at  which  the  shutter  also  serving 
as  aperture  is  opened  up  to  an  aperture  value  (F-number)  of  8  calculated  in  accordance  with  the  distance  signal 
provided  from  the  automatic  focusing  circuit  AF,  whereby  flashing  is  started.  And  at  a  time  point  T2  at  which 

40  the  shutter  is  opened  up  to  an  aperture  value  (F-number)  of  5.6,  a  signal  is  issued  from  the  output  terminal 
P04,  whereby  the  shutter  closing  operation  is  started. 

In  this  connection,  an  exposure  value  EV  for  change-over  to  flashing  is  also  changed  according  to  the  se- 
lected  photographing  mode.  Table  4  shows  the  relation  between  photographing  modes  and  exposure  values 
(assumed  to  be  Eve)  for  change-over  to  flashing. 

45 

50 

55 
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T a b l e   4 

P h o t o g r a p h i n g   Mode  E x p o s u r e   V a l u e   f o r  
C h a n g e - o v e r  

Norma l   Mode  Ev  8 

T r i m m i n g   "1"  Mode  Ev  8 

T r i m m i n g   "2"  Mode  Ev  10 

T r i m m i n g   "3"  Mode  Ev  12 

C l o s e - u p   Mode  Ev  18 

20  If  the  subject  brightness  is  Bv,  film  sensitivity  Sv,  aperture  value  Av  and  shutter  speed  Tv  in  APEX  calcu- 
lation,  the  exposure  value  Ev  (or  Eve)  is  defined  as  follows: 

EV(orEvc)  =  Bv  +  Sv  =  Av  +  Tv 
The  relation  between  aperture  value  at  the  time  of  change-over  to  flashing  and  shutter  speed  value  is 

shown  in  Fig.  19,  in  which  its  vertical  axis  represents  aperture  value  and  its  horizontal  axis  represents  shutter 
25  speed.  In  the  real  focal  length  photographing  mode  and  the  trimming  "1"  mode,  flashing  is  not  made  at  an  ex- 

posure  value  Ev  of  8  or  more  as  indicated  by  Da,  while  in  the  trimming  "2"  mode,  flashing  is  not  made  only  at 
an  exposure  value  Ev  of  10  or  more  like  Ea.  Further,  in  the  trimming  "3"  mode,  flashing  is  not  made  only  at  an 
exposure  value  Evof  12  or  more  like  Fa,  and  in  the  close-up  mode,  flashing  is  made  only  at  an  exposure  value 
Ev  of  18  or  more  (not  shown).  This  is  for  minimizing  the  aperture  to  make  the  depth  of  field  large  in  the  case 

30  where  the  enlarging  ratio  in  printing  is  large. 
The  operation  of  the  controlling  microcomputer  CMC  for  controlling  the  camera  of  this  embodiment  will 

now  be  explained  with  reference  to  Figs.  20A,  20B  and  20C  which  are  a  flow  chart  showing  operations  of  the 
controlling  microcomputer  CMC  in  the  camera  of  this  embodiment  illustrated  in  Fig.  16.  In  Fig.  20A,  circuits 
are  reset  upon  power  ON  reset  caused  by  loading  of  the  battery,  then  in  step  SO  the  input  ports,  the  output 

35  ports  and  memory  of  the  controlling  microcomputer  CMC  are  all  initialized.  More  specifically,  all  the  other  out- 
put  terminals  than  PO10  of  the  microcomputer  CMC  are  so  initialized  as  to  output  "L",  and  the  photographing 
mode  is  initialized  to  the  real  focal  length  photographing  mode.  Then,  in  step  S1,  each  port  and  flag  of  the  con- 
trolling  microcomputer  CMC  are  initialized  and  in  step  S2  there  is  made  an  issue  of  "H"  signal  at  the  output 
terminal  P07  of  the  same  microcomputer,  whereby  the  booster  circuit  in  the  flash  circuit  FL  is  allowed  to  start 

40  operation.  Then,  in  step  S3,  an  external  interruption  to  the  interruption  termianl  INT  of  the  controlling  micro- 
computer  CMC  is  permitted  and  in  step  S4  the  microcomputer  assumes  a  state  of  normal  stop. 

Then,  when  an  external  interruption  is  caused  to  the  interruption  terminal  INT  of  the  controlling  microcom- 
puter  CMC  by  any  one  of  depression  of  the  shutter  release  button  4,  depression  of  the  trimming  setting  button 
8,  winding  up  of  the  film,  and  opening  or  closing  of  the  back  lid,  other  external  interruptions  are  inhibited  in 

45  step  S5and  the  program  advances  to  step  S6.  In  step  S6  ("step"  will  be  omitted  hereinafter),  an  open  or  closed 
state  of  the  winding  switch  SW4  connected  to  the  input  terminal  Pl4  of  the  controlling  microcomputer  CMC  is 
detected.  If  the  switch  SW4  is  open  (OFF)  and  the  winding  of  the  film  is  over,  the  program  advances  to  S7,  in 
which  DX  code  data  on  film  sensitivity  of  the  switch  CAS  is  received  from  the  input  terminal  PIDX.  Then  in  S8, 
data  on  photographing  mode  (trimming  size)  is  received  from  the  input  terminal  Pl3  to  which  is  connected  the 

so  key  switch  SW3  interlocked  with  the  trimming  setting  button  8.  The  details  will  be  described  later. 
Then  in  S9,  an  open  or  closed  state  of  the  back  lid  switch  SW5  is  detected  from  the  input  terminal  Pl5  and 

if  the  back  lid  is  open  and  the  back  lid  switch  SW5  is  opened  (OFF),  the  program  advances  to  S10,  in  which 
the  count  value  of  the  film  counter  for  counting  the  number  of  frames  photographed  of  the  film  is  set  to  "0".  If 
the  back  lid  is  closed  and  the  back  lid  switch  SW5  is  closed  (ON)  in  S9,  the  program  advances  to  S11  without 

55  passing  through  S10.  In  S11,  data  necessary  for  display  is  transmitted  from  the  controlling  microcomputer 
CMC  to  the  display  microcomputer  DMC  after  interruption  from  the  display  rewriting  output  terminal  PO^, 
whereby  display  is  made  by  the  liquid  crystal  displays  LCD̂   and  LCD2. 

Then  in  S12,  an  open  or  closed  state  of  the  light  measuring  switch  SWi  interlocked  with  the  shutter  release 

9 
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button  4  is  detected  from  the  input  terminal  Pl̂   and  if  the  switch  S\N̂   is  open  (OFF),  the  program  returns  to 
S1  and  the  microcomputer  CMC  enters  the  normal  stop  condition  of  S4.  If  the  light  measuring  switch  SWi  is 
closed  (ON)  at  S12,  there  is  made  a  falling  of  the  signal  at  the  output  terminal  P07  is  made  "L"  to  stop  boosting 
by  booster  circuit  in  the  flash  circuit  FL  in  S1  3.  Then,  in  S14,  the  automatic  focusing  circuit  AF  is  operated  by 

5  a  start  signal  provided  from  the  output  terminal  PÔ   of  the  controlling  microcomputer  CMC,  and  in  S15  an  open 
or  closed  state  of  the  release  switch  SW2  interlocked  with  the  shutter  release  button  4  is  detected  from  the 
input  terminal  Pl2.  If  the  release  switch  SW2  is  open  (OFF),  the  program  returns  to  S12  and  the  operations 
from  S12  to  S1  5  are  repeated  forwaiting  for  closing  the  release  switch  SW2  by  the  depression  of  shutter  release 
button  4  to  the  second  stage.  If  a  closed  state  of  the  release  switch  SW2  is  detected  in  step  S15,  the  program 

10  advances  to  shutter  releasing  operations  from  S16  as  will  be  described  later. 
On  the  other  hand,  if  a  closed  (ON)  condition  of  the  winding  switch  SW4  is  detected  in  S6,  this  means  that 

the  winding  of  the  film  has  not  been  completed  yet,  so  the  program  advances  to  S38  in  Fig.  20B  to  stop  boosting 
of  the  flash  circuit  FL  and  enters  a  winding  routine  from  S39.  In  S39,  the  motor  driving  circuit  MD  is  driven  by 
a  signal  provided  from  the  output  terminal  P05  of  the  controlling  microcomputer  CMC  to  start  operation  of  the 

15  film  winding  motor  M,  thereby  allowing  the  winding  of  the  film  to  start.  Then,  in  S40,  an  open  or  closed  state 
of  the  winding  switch  SW4  is  detected  to  detect  completion  of  the  winding  of  the  film.  The  motor  M  is  driven 
until  the  winding  switch  SW4  is  opened  (OFF)  upon  completion  of  the  film  winding.  Once  opening  (OFF)  of  the 
winding  switch  SW4  is  detected  in  S40,  the  rotation  of  the  motor  M  is  stopped  to  stop  the  winding  of  the  film 
in  S41,  then  the  program  advances  to  S42. 

20  In  S42,  an  open  or  closed  state  of  the  film  sensing  switch  SW6  is  detected  from  the  input  terminal  Pl6  of 
the  controlling  microcomputer  CMC.  If  the  film  is  not  loaded  in  the  camera  and  the  film  sensing  switch  SW6  is 
closed  (ON),  data  necessary  for  display  is  transmitted  from  the  controlling  microcomputer  CMC  to  the  display 
microcomputer  DMC  in  step  S45,  then  the  program  returns  to  S1  and  the  microcomputer  assumes  the  state 
of  normal  stop  in  S4.  If  it  is  detected  in  step  S42  that  the  film  has  been  wound  up  and  the  film  sensing  switch 

25  SW6  is  open  in  S42,  the  program  advances  to  S43  and  an  open  or  closed  state  of  the  back  lid  switch  SW5  is 
detected.  In  S43,  if  the  back  lid  is  open  and  the  back  lid  switch  SW5  is  closed  (ON),  the  program  advances  to 
S45,  in  which  data  necessary  for  display  is  transmitted  from  the  controlling  microcomputer  CMC  to  the  display 
microcomputer  DMC.  Then,  the  program  returns  to  S1  and  the  microcomputer  assumes  the  state  of  normal 
stop  in  S4.  If  the  back  lid  is  closed  and  the  back  lid  switch  SW5  is  open  (OFF)  in  S43,  the  program  advances 

30  to  S44  and  the  count  value  of  the  film  counter  is  incremented  by  "1",  then  the  program  advances  to  S45,  in 
which  data  necessary  for  display  is  transmitted  from  the  controlling  microcomputer  CMC  to  the  display  micro- 
computer  DMC.  Then,  the  program  returns  to  S1  and  the  microcomputer  assumes  the  state  of  normal  stop  in 
S4.  Under  such  a  construction,  the  film  counter  is  prevented  from  counting  up  when  the  back  lid  of  the  camera 
is  open  or  when  the  film  is  not  loaded  in  the  camera. 

35  The  release  routine  from  S16  will  now  be  explained.  In  S16,  the  light  measuring  signal  which  takes  the 
film  sensitivity  into  account  is  fed  from  the  AID  converter  (AID)  to  the  controlling  microcomputer  CMC  through 
the  input  terminal  PIAD.  This  light  measuring  signal  is  assumed  to  be  a  light  measuring  data  Evm.  Then,  in 
S17,  an  exposure  value  Eve  according  to  the  set  photographing  mode  is  read  from  ROM  because  of  different 
exposure  values  Eve  for  change-over  to  flashing  according  to  photographing  modes  as  shown  in  Fig.  19  of 

40  this  embodiment.  Then,  in  S1  8,  a  comparison  is  made  between  the  light  measuring  data  Evm  and  the  exposure 
value  Eve  for  change-over  to  flash  photographing,  and  if  Evm  >  Eve,  the  program  advances  to  S25  as  will  be 
described  later.  On  the  other  hand,  if  the  relation  of  the  two  is  not  Evm  >  Eve,  this  means  that  the  light  measuring 
data  Evm  is  lower  than  the  exposure  value  Eve  for  change-over  to  flash  photographing,  so  whether  the  charging 
of  the  main  capacitor  for  flashing  in  the  flash  circuit  FL  has  been  completed  or  not  is  judged  from  the  input 

45  terminal  Pl7  of  the  controlling  microcomputer  CMC  in  S19.  If  said  charging  is  over,  the  program  advances  to 
S20  to  set  flashing  flag  indicative  of  a  flash  photographing.  On  the  other  hand,  if  the  charging  has  not  been 
completed  yet,  the  program  returns  to  S1  ,  waiting  for  the  completion  of  the  charging  in  S4. 

In  S21  ,  whether  the  photographing  mode  is  set  to  the  close-up  mode  or  not  is  judged,  and  if  the  answer 
is  negative,  a  signal  on  the  distance  to  object  is  fed  from  the  automatic  focusing  circuit  AF  to  the  controlling 

so  microcomputer  CMC  through  the  input  terminal  PIAF  in  S23.  On  the  other  hand,  if  it  is  judged  in  S21  that  the 
photographing  mode  is  set  to  the  close-up  mode,  the  program  advances  to  S22,  in  which  a  signal  of  "H"  is  trans- 
mitted  from  the  output  terminal  P02  of  the  controlling  microcomputer  CMC  to  the  automatic  focusing  circuit 
AF  to  make  the  signal  indicative  of  the  distance  to  object  forcibly  into  a  signal  corresponding  to  the  closest 
distance.  Likewise,  in  step  S23,  a  signal  on  the  distance  to  object  is  fed  from  the  automatic  focusing  circuit  AF 

55  to  the  controlling  microcomputer  CMC  through  the  input  terminal  PIAF. 
In  S24,  the  controlling  microcomputer  CMC  reads  from  ROM  a  value  corresponding  to  the  signal  on  the 

distance  to  object  fed  from  the  terminal  PIAF  and  sets  it  to  a  flash  timing  timer  provided  in  the  controlling  mi- 
crocomputer  CMC.  This  is  because  in  the  case  of  flash  photographing  an  aperture  value  is  determined  ac- 
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cording  to  the  distance  to  object  by  means  of  a  flashmatic  mechanism  and  a  flash  timing  is  determined  ac- 
cording  to  the  said  aperture  value  as  shown  in  Fig.  18.  Then,  in  S25,  the  controlling  microcomputer  CMC  reads 
a  value  according  to  the  photographing  mode  from  ROM  and  sets  it  to  an  exposure  limiting  timer.  This  is  be- 
cause  in  this  embodiment  the  maximum  aperture  value  and  the  longest  shutter  speed  are  limited  according 

5  to  photographing  modes. 
In  S26,  a  printing  signal  is  provided  from  the  output  terminal  PÔ   of  the  controlling  microcomputer  CMC 

and  code  data  are  printed  outside  the  frame  of  the  film  according  to  ON-OFF  state  of  the  corresponding  light 
emitting  diodes  32a.  Then,  in  S27,  the  shutter  magnet  SMG  is  energized  by  positive  edge  of  a  signal  from  the 
output  terminal  P04  of  the  controlling  microcomputer  CMC  and  the  operation  of  the  release  magnet  RMG  is 

10  started  by  the  signal  from  the  output  terminal  PO10,  thereby  causing  shifting  of  the  photographing  lens  after 
a  certain  time.  Then,  in  S28  in  Fig.  20C,  an  open  or  closed  state  of  the  trigger  switch  SW7  is  detected  from 
the  input  terminal  Pl8  of  the  controlling  microcomputer  CMC,  waiting  for  closing  of  the  same  switch.  If  the  trigger 
switch  SW7  is  closed  (ON)  at  the  beginning  of  the  shutter  release  operation,  the  program  advances  to  S29,  in 
which  integration  of  the  quantity  of  light  exposed  is  started.  In  this  connection,  the  light  measuring  system  in 

15  this  embodiment  has  a  sub  aperture  whose  diameter  varies  according  to  the  quantity  of  light  passing  through 
the  lens  shutter,  and  the  charging  of  the  capacitor  is  started  upon  start  of  integration  of  the  quantity  of  light 
exposed. 

In  S30,  judgment  is  made  as  to  whether  flashing  flag  indicative  of  a  flash  photographing  is  set  or  not.  If 
the  said  flag  is  set,  the  program  advances  to  S31  ,  in  which  the  flash  timing  timer  is  started  and  timer  interruption 

20  is  permitted,  then  the  program  advances  to  S32.  If  flashing  flag  is  not  set  in  S30,  the  program  advances  to 
S32  directly,  in  which  the  exposure  limiting  timer  having  a  preset  time  value  according  to  an  appropriate  ex- 
posure  is  started.  And  in  S33  there  is  made  judgment  continuously  as  to  whether  this  timer  overflows  or  not. 
Since  a  lens  shutter  which  serves  as  both  an  aperture  and  a  shutter  is  used  in  this  embodiment,  an  aperture 
value  and  a  shutter  speed  value  are  set  simultaneously  by  a  single  exposure  limiting  timer.  However,  the  cam- 

25  era  may  be  constructed  so  that  the  aperture  and  the  shutter  speed  are  controlled  separately  and  hence  their 
combination  can  be  changed  variously. 

If  an  overflow  of  the  exposure  limiting  timer  is  detected  in  S33,  the  program  advances  to  S34,  the  transistor 
TR4  conducts  upon  positive  edge  of  a  signal  at  the  output  terminal  P03  of  the  controlling  microcomputer  CMC, 
whereby  the  shutter  magnet  SMG  is  de-energized  forcibly  to  close  the  shutter  serving  also  as  an  aperture, 

30  and  thus  exposure  is  terminated.  After  waiting  for  a  complete  closing  of  the  shutter  for  a  predetermined  period 
of  time,  the  program  returns  to  the  winding  routine  which  begins  with  S39. 

Referring  now  to  Fig.  21,  there  is  illustrated  the  timer  interruption  routine  mentioned  in  step  S31.  Upon 
timer  interruption,  timer  interruption  is  inhibited  in  S36,  then  in  S37  a  flashing  signal  is  issued  by  positive  edge 
of  a  signal  from  the  output  terminal  P08  of  the  controlling  microcomputer  CMC,  whereby  flashing  is  effected 

35  and  the  program  is  returned  to  the  original  step. 
The  operation  of  step  S8  in  Fig.  20Awill  now  be  explained  in  more  detail  with  reference  to  Fig.  22.  In  Fig. 

22,  first  in  S8-1  ,  an  open  or  closed  state  of  the  trimming  key  switch  SW3  is  detected.  If  the  key  switch  SW3  is 
closed  (ON),  the  program  advances  to  S8-2,  in  which  there  is  made  a  single  step  modification  of  a  trimming 
mode  register,  then  the  program  advances  to  S8-3.  If  the  trimming  key  switch  SW3  is  open  in  S8-1  ,  the  program 

40  advances  to  S8-3  without  going  through  S8-2.  In  S8-3,  judgment  is  made  as  to  whether  the  sensitivity  of  the 
loaded  film  fed  from  the  switch  CAS  to  the  input  terminal  PIDX  is  over  ISO  1000  or  not.  If  the  answer  is  affir- 
mative,  the  program  advances  to  S8-4,  in  which  judgment  is  made  as  to  whether  the  photographing  mode  is 
below  the  trimming  "2"  mode  or  not.  If  the  answer  is  affirmative,  the  photographing  mode  is  changed  to  the 
real  focal  length  photographing  mode  or  normal  photographing  mode  in  S8-5. 

45  On  the  other  hand,  if  it  is  judged  in  S8-3  that  the  sensitivity  of  the  loaded  film  is  below  ISO  1000,  the  pro- 
gram  advances  to  S8-6,  in  which  there  is  made  judgment  as  to  whether  the  sensitivity  of  the  said  film  is  above 
ISO  400  or  not.  If  the  answer  is  affirmative,  the  program  advances  to  S8-7  to  judge  whether  the  photographing 
mode  is  below  the  trimming  "3"  mode  or  not,  and  if  the  answer  is  affirmative,  the  photographing  mode  is  re- 
turned  to  the  real  focal  length  photographing  mode  or  normal  photographing  mode  in  S8-8.  Where  the  film 

so  sensitivity  is  not  above  ISO  400  in  S8-6,  and  where  the  photographing  mode  is  not  below  the  trimming  "3"  mode 
in  S8-7,  it  is  not  specially  necessary  to  change  the  photographing  mode. 

Therefore,  according  to  this  embodiment,  as  shown  in  Fig.  23,  when  the  sensitivity  of  the  loaded  film  is 
below  ISO  400,  the  photographing  mode  is  changed  at  every  depression  of  the  trimming  setting  button  8,  from 
normal  photographing  mode  to  trimming  "1"  mode,  from  trimming  "1"  mode  to  trimming  "2"  mode,  from  trim- 

55  ming  "2"  mode  to  trimming  "3"  mode,  from  trimming  "3"  mode  to  close-up  mode,  and  from  close-up  mode  to 
normal  photographing  mode.  On  the  other  hand,  when  the  film  sensitivity  is  above  ISO  400  and  below  ISO 
1000,  if  the  trimming  setting  button  8  is  depressed  from  the  trimming  "2"  mode,  the  photographing  mode  re- 
turns  to  the  normal  photographing  mode  and  is  not  set  to  the  trimming  "3"  mode  and  the  close-up  mode.  Fur- 
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ther,  where  a  high  sensitivity  film  of  above  ISO  1000  is  used,  depression  of  the  trimming  setting  button  8  from 
the  trimming  "1"  mode  causes  the  photographing  mode  to  return  to  the  normal  photographing  mode,  without 
being  set  to  the  trimming  "2"  and  "3"  modes  and  the  close-up  mode.  This  is  for  the  following  reason.  The  higher 
the  sensitivity  of  film,  the  more  coarse  the  particles  thereof,  so  the  trimming  and  close-up  photographing 

5  modes  requiring  a  large  enlarging  ratio  in  printing  become  undesirable  as  the  film  sensitivity  becomes  higher, 
so  in  this  embodiment  the  limit  of  trimming  is  made  different  according  to  film  sensitivities. 

The  operation  of  the  display  microcomputer  (DMC)  used  in  this  embodiment  will  now  be  explained  using 
the  flow  charts  of  Figs.  24  to  26.  First,  in  S46,  all  the  input  ports,  the  output  ports  and  memory  of  the  display 
microcomputer  DMC  are  initialized.  For  example,  the  clock  mechanism  incorporated  in  the  display  microcom- 

10  puter  DMC  is  initialized  to  "Janaury  1,  1985",  the  photographing  mode  initialized  to  the  real  focal  length  pho- 
tographing  mode  and  the  count  value  of  the  film  counter  initialized  to  "0".  Then,  in  S47,  the  stored  contents  of 
data  necessary  for  display  and  printing  to  the  film  are  decoded,  then  in  S48  the  said  data  are  transmitted  to 
the  liquid  crystal  driving  circuit  LCDR,  allowing  the  liquid  crystal  displays  LCD̂   and  LCD2  to  display  the  nec- 
essary  data.  In  S49,  all  interruptions  are  permitted  and  in  S50  the  microcomputer  DMC  assumes  the  state  of 

15  normal  stop. 
Fig.  25  is  a  flow  chart  showing  timer  interruption  to  the  display  microcomputer  DMC.  Construction  is  made 

so  that  this  timer  interruption  is  caused  at  every  second.  Upon  timer  interruption,  a  calendar  calculation  is  per- 
formed  in  S51  on  the  basis  of  the  clock  mechanism  incorporated  in  the  display  microcomputer  DMC,  then  in 
S52  the  calculated  data  is  decoded,  then  in  S53  the  display  date  provided  to  the  liquid  crystal  driving  circuit 

20  LCDR  is  changed,  and  in  S54  the  program  returns  to  the  original  step. 
Further,  Fig.  26  is  a  flow  chart  showing  both  interruption  for  rewriting  display  and  interruption  for  printing 

code  on  the  film.  First,  when  interruption  is  caused  by  positive  edge  of  an  input  signal  to  the  interruption  ter- 
minal  int1  of  the  display  microcomputer  DMC,  the  timer  interruption  shown  in  Fig.  25  is  inhibited  in  S55.  In  the 
case  of  timer  interruption  after  S55,  this  is  stored  and  the  timer  interruption  is  executed  just  after  permission 

25  thereof.  Then,  in  S56,  display  data  such  as  the  count  value  of  the  film  counter  and  the  photographing  mode 
are  received  fom  the  input  terminal  piD,  then  in  S57  the  thus-input  data  and  date  data  are  decoded,  then  in 
S58  the  thus-decoded  data  are  provided  to  the  liquid  crystal  driving  circuit  LCDR  to  change  the  display  of  the 
liquid  crystal  displays  LCD̂   and  LCD2,  and  in  S59  the  timer  interruption  is  permitted  and  the  program  returns 
to  the  original  step. 

30  On  the  other  hand,  when  interruption  is  caused  by  positive  edge  of  an  input  signal  to  the  interruption  ter- 
minal  int2  of  the  display  microcomputer  DMC,  the  timer  interruption  shown  in  Fig.  25  is  inhibited  in  S61,  and 
an  open  or  closed  state  of  the  date  print  selection  switch  SW8  connected  to  the  input  terminal  pi1  is  detected 
in  S62.  Where  this  date  print  selection  switch  SW8  is  open  and  the  printing  of  date  is  not  selected,  the  program 
advances  to  S63,  in  which  data  corresponding  to  the  date  print  inhibiting  code  is  decoded.  Then,  the  program 

35  advances  to  S65.  On  the  other  hand,  where  the  date  print  selection  switching  SW8  is  closed  to  select  the  printing 
of  date  in  S62,  data  corresponding  to  the  date  to  be  printed  is  decoded  and  the  program  advances  to  S65. 

In  S65,  the  sensitivity  of  the  loaded  film  is  read  from  the  input  terminal  piDX  connected  to  the  switch  CAS, 
then  in  S66  a  code  printing  time  (i.e.  light  emission  time  of  the  light  emitting  diode  32a)  is  determined  according 
to  the  read  film  sensitivity,  and  the  printing  of  code  is  started  in  S67.  The  printing  time  thus  determined  is  count- 

40  ed  in  S68  and  the  printing  of  code  is  terminated  in  S69,  then  the  program  advances  to  S59  to  permit  timer 
interruption. 

Referring  now  to  Fig.  27,  there  is  illustrated  a  construction  of  an  automatic  printer  included  in  the  system 
of  the  embodiment  which  printer  performs  an  automatic  printing  operation  for  printing  the  film  photographed 
by  the  camera  of  this  embodiment  onto  a  photographic  paper.  In  Fig.  27,  the  mark  LA  represents  a  printing 

45  lamp;  the  mark  CF  represents  a  color  filter  for  the  adjustment  of  color  balance  corresponding  to  the  three  pri- 
mary  colors  of  red,  green  and  blue;  and  the  mark  EL  represents  an  enlarging  lens.  Light  emitted  from  the  lamp 
LA  is  applied  to  a  film  F  located  in  a  print  position  through  the  color  filter  CF  and  lens  EL.  The  light  which  has 
passed  through  the  film  F  is  projected  onto  a  photographic  paper  PP  through  a  printing  zoom  lens  PL  whereby 
it  is  printed.  The  construction  of  this  automatic  printer  as  well  as  its  operation  will  be  explained  below. 

so  Numeral  50  denotes  a  lamp  control  circuit  for  controlling  ON-OFF  of  the  lamp  LA.  The  lamp  LA  is  used  not 
only  as  a  printing  light  source  but  also  for  detecting  a  frame  and  in  a  film  feeding  state,  for  reading  the  code 
printed  in  the  film  and  for  exposure  determining  light  measurement. 

Numeral  52  denotes  a  film  feeding  device  for  feeding  the  film  photographed  by  the  camera  toward  the  car- 
rier  of  the  printer,  the  film  F  being  moved  in  the  right-hand  direction  in  the  figure.  The  density  of  the  film  being 

55  feeded  rightwards  is  monitored  by  a  CCD  line  sensor  or  MOS  type  line  sensor  54.  Further,  a  change  in  density 
of  the  film  thus  being  monitored  is  detected  by  a  frame  end  detector  56  which  receives  an  output  signal  from 
the  MOS  type  line  sensor  54,  whereupon  the  feeding  of  the  film  by  the  film  feeding  device  52  is  stopped.  More 
specifically,  as  shown  in  the  time  chart  of  Fig.  28,  the  feed  of  the  film  is  stopped  by  negative  edge  of  a  signal 

12 
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a  fed  from  the  frame  end  detector  56  to  the  film  feeding  device  52,  whereby  one  frame  of  the  film  is  disposed 
just  in  the  printing  position.  The  frame  of  the  film  after  printing  is  wound  up  successively  by  a  film  take-up  unit 
(not  shown). 

When  the  feed  of  the  film  is  stopped,  a  code  reader  58  is  operated  by  a  signal  b  issued  from  the  film  feeding 
5  device  52,  whereby  the  codes  printed  on  the  vicinity  of  the  frame  located  in  the  print  position  are  read  through 

a  line  sensor  60.  More  particularly,  data  concerning  the  photographing  mode  of  the  frame  printed,  whether 
date  is  to  be  printed  or  not,  and  the  date  of  print,  are  read  by  the  code  reader  58.  The  data  on  the  photographing 
mode  thus  read  by  the  code  reader  58  is  transmitted  as  signal  c  to  a  printing  zoom  lens  controller  62  for  setting 
a  printing  magnification  of  the  printing  zoom  lens  PL  and  also  to  a  light  measuring  zoom  lens  controller  64  for 

10  setting  the  magnification  of  the  photometric  zoom  lens  ML.  Magnifications  of  both  zoom  lenses  ML  and  PL 
are  set  according  to  the  photographing  mode  data,  and  in  the  case  where  the  pseudo  focal  length  photograph- 
ing  mode  is  set  in  photographing,  a  photometric  range  on  the  frame  and  an  enlargement  ratio  onto  the  photo- 
graphic  paper  are  determined  according  to  the  trimming  size.  Thus,  even  in  the  pseudo  focal  length  photo- 
graphing  mode,  only  the  range  to  be  printed  on  the  photographic  paper  can  be  accurately  measured  photo- 

15  metrically,  and  printing  can  be  done  in  an  enlarged  state  to  a  predetermined  size  independently  of  the  trimming 
size. 

Upon  completion  of  the  magnification  setting  for  the  photometric  zoom  lens  ML  by  the  photometric  zoom 
lens  controller  64,  an  exposure  calculation  is  performed  by  an  exposure  calculation  circuit  66  in  accordance 
with  a  signal  d  indicative  of  that  completion.  This  exposure  calculation  is  performed  on  the  basis  of  an  output 

20  of  a  photometric  circuit  68  which  receives  the  light  from  the  frame  located  in  the  print  position  through  the  pho- 
tometric  zoom  lens  ML,  and  there  are  calculated  color  balance  and  exposure  value  according  to  that  frame. 
The  thus  calculated  data  on  color  balance  is  transmitted  as  a  signal  e  to  a  filter  controller  70  and  used  for  the 
adjustment  of  color  balance.  On  the  other  hand,  the  data  on  exposure  value  is  transmitted  as  a  signal  f  to  the 
lamp  controlling  circuit  50  and  used  for  determining  the  quantity  of  light  to  be  emitted  by  the  lamp  LA.  Further, 

25  a  signal  g  which  represents  the  end  of  photometry  is  also  transmitted  from  the  exposure  calculating  circuit  66 
to  the  lamp  controlling  circuit  50  whereby  the  lamp  LA  is  turned  OFF  for  a  while. 

Then,  the  filter  controller  70  effects  setting  of  the  color  filter  CF  according  to  the  color  balance  data  pro- 
vided  from  the  photometric  circuit  68,  and  upon  completion  of  this  setting,  a  signal  h  which  represents  the  com- 
pletion  of  the  filter  setting  is  issued  from  the  filter  controller  70. 

30  The  signal  h  is  transmitted  to  the  lamp  controlling  circuit  50,  also  to  a  shutter  controller  72  for  controlling 
the  opening  and  closing  of  a  shutter  PS  disposed  in  front  of  a  photographic  paper  PP  in  the  print  position,  and 
further  to  a  date  print  controller  74  which  controls  whether  date  is  to  be  printed  or  not  within  the  frame  of  the 
photographic  paper  printed.  Data  concerning  the  date  to  be  printed  on  the  photographic  paper,  read  by  the 
code  reader  58,  is  decoded  through  a  decoder  76  and  fed  to  the  date  print  controller  74.  In  accordance  with 

35  this  data  the  date  print  controller  74  sets  year,  month  and  day  for  a  date  plate  78  which  shows  a  date  to  be 
printed. 

Upon  input  of  the  signal  h,  the  shutter  controller  72  begins  to  open  the  shutter  PS,  and  after  the  lapse  of 
a  certain  time  from  inputting  of  the  signal  h  until  when  the  shutter  PS  opens  fully,  the  lamp  controller  50  turns 
the  lamp  LA  on  to  effect  printing.  On  the  other  hand,  if  the  printing  of  date  is  selected  by  the  code  printed  in 

40  the  film,  then  after  the  lapse  of  a  certain  time  from  inputting  of  the  signal  h  until  when  the  shutter  PS  opens 
fully,  the  date  print  controller  74  turns  the  lamp  LD  on  to  effect  printing  of  the  date.  The  mark  DL  represents 
a  date  printing  lens,  whereby  the  year,  month  and  day  set  on  the  date  plate  78  are  projected  and  printed  within 
the  frame  of  the  photographic  paper.  Where  the  printing  of  date  is  not  selected  by  the  code  printed  in  the  film, 
the  date  is  not  printed  because  the  lamp  LD  is  not  turned  ON. 

45  The  lighting  time  of  the  date  printing  lamp  LD  is  so  controlled  as  to  be  constant  by  the  date  print  controller 
74,  and  the  lighting  time  of  the  date  printing  lamp  LD  is  so  set  as  to  be  shorter  than  the  duration  of  printing 
performed  by  the  lamp  LA.  On  the  other  hand,  the  film  printing  lamp  LA  is  constructed  so  that  the  lighting  time 
and  the  light  intensity  are  controlled  by  the  lamp  controlling  circuit  50  according  to  data  on  exposure  value. 

When  the  printing  by  the  lamp  LA  is  completed,  the  lamp  controlling  circuit  50  turns  the  lamp  LA  off  and 
so  thereafter  issues  an  exposure  end  signal  [,  whereupon  the  film  feeding  device  52  starts  the  feeding  of  the  film 

and  the  shutter  controller  72  closes  the  shutter  PS.  The  exposure  end  signal  j  is  also  fed  to  a  photographic 
paper  feeding  device  80,  which  in  turn  moves  the  photographic  paper  PP  rightwards  in  the  figure,  ready  for 
the  next  printing.  The  exposure  end  signal  [  is  further  fed  to  the  frame  end  detector  56,  code  reader  58,  exposure 
calculating  circuit  66  and  filter  controller  70,  which  are  thereby  reset,  ready  for  the  next  printing.  The  photo- 

55  graphic  paper  printed  is  received  into  a  photographic  paper  receiving  device  and  thus  printing  is  effected. 
In  the  camera  of  this  embodiment,  a  date  to  be  printed  is  recorded  in  the  film  in  the  form  of  codes,  so  even 

if  the  film  is  seen  directly,  it  is  difficult  to  recognize  the  date.  Particularly,  in  the  case  of  using  a  reversal  film 
which  is  seldom  printed  on  a  photographic  paper,  even  if  a  date  is  printed  in  the  form  of  codes  on  the  film,  the 
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date  is  little  useful.  For  the  use  of  such  a  reversal  film,  a  date  printing  device  for  printing  a  date  as  a  numerical 
value  in  a  frame  of  the  film  may  be  incorporated  in  the  camera  as  in  the  prior  art  so  that  when  a  reversal  film 
is  used  a  date  is  printed  as  a  numerical  value  in  the  film  by  the  date  printing  device.  For  discrimination  whether 
the  loaded  film  is  an  ordinary  negative  film  or  a  reversal  film,  there  may  be  used  data  on  film  latitude  among 

5  the  data  recorded  in  the  film  patrone.  More  particularly,  data  on  film  latitude  (e.g.  data  called  "exposure  range") 
is  detected  from  among  the  film  sensitivity  data  provided  from  the  switch  CAS  in  this  embodiment  and  where 
it  is  judged  that  the  loaded  film  is  a  reversal  film,  there  may  be  used  a  conventional  date  printing  device  which 
prints  a  date  as  a  numerical  value  in  the  film.  Alternatively,  construction  may  be  made  so  that  a  date  printing 
device  is  selected  manually  according  to  the  loaded  film. 

10  Further,  in  the  case  of  a  reversal  film,  printing  is  usually  not  performed,  so  the  camera  may  be  constructed 
so  that  the  switching  to  the  pseudo  focal  length  photographing  mode  (trimming  "1",  "2",  "3"  mode  and  close- 
up  mode)  is  inhibited  upon  detection  of  a  loaded  reversal  film. 

In  this  embodiment,  the  pseudo  focal  length  photographing  mode  has  three  modes  each  pseudo  focal 
lengths  being  different  from  each  other,  namely  the  trimming  "1",  "2",  "3"  modes.  And,  the  maximum  aperture 

15  value  (minimum  F-number)  and  the  longest  (maximum)  shutter  speed  are  limited  and  are  changed  in  accor- 
dance  with  the  pseudo  focal  length  in  the  pseudo  focal  length  photographing  mode.  But  the  present  invention 
is  not  limited  thereto.  It  may  be  constructed  so  that  the  minimum  F  value  or  the  maximum  shutter  speed  is 
changed  over  according  to  whether  the  pseudo  focal  length  photographing  mode  is  selected  or  not.  With  such 
a  change  of  limit  value,  a  warning  value  such  as  a  camera  shake  warning  may  be  changed  over  according  to 

20  whetherthe  pseudo  focal  length  photographing  mode  is  selected  or  not.  Although  this  embodiment  is  construct- 
ed  so  that  in  the  event  an  appropriate  exposure  is  not  obtained  even  at  the  maximum  shutter  speed  limited, 
flashing  is  done  automatically,  construction  may  be  made  so  that  a  light  emitting  portion  of  the  flashing  device 
is  projected  from  the  camera  body  to  urge  the  user  to  use  the  flashing  device. 

In  a  camera  capable  of  automatically  controlling  its  exposure,  the  aperture  value  set  in  aperture  priority 
25  shutter  speed  automatic  controlling  mode  should  be  limited  according  to  whetherthe  pseudo  focal  length  pho- 

tographing  mode  is  selected  or  not,  the  aperture  value  calculated  in  shutter  speed  priority  aperture  automatic 
controlling  mode  and  in  programmed  exposure  controlling  mode  should  be  limited  according  thereto. 

Further,  although  the  camera  of  this  embodiment  is  constructed  so  that  the  aperture  and  the  shutter  speed 
change  in  a  triangular  form  as  shown  in  Fig.  18,  construction  may  be  made  so  that  they  change  in  a  trapezoidal 

30  form  and  where  the  pseudo  focal  length  photographing  mode  is  selected,  the  height  of  such  trapezoidal  form 
is  limited  to  thereby  limit  the  aperture. 

Moreover,  although  the  automatic  printer  used  in  this  embodiment  is  constructed  so  that  data  are  printed 
in  a  corner  of  the  object  printed  range,  the  present  invention  is  not  limited  thereto.  It  may  be  constructed  so 
that  data  are  printed  in  the  white  frame  portion  outside  the  object  printed  range.  Further,  where  data  are  also 

35  printed  in  the  object  printed  range,  the  color  of  data  to  be  printed  may  be  changed  for  easier  discrimination  of 
data.  Alternatively,  construction  may  be  made  so  that  the  position  for  easy  discrimination  of  the  color  of  data 
is  searched  and  data  is  printed  in  that  position.  Additionally,  the  data  printing  optical  system  may  be  adjusted 
so  that  the  position  and  size  of  printed  data  are  changed  according  to  print  sizes,  thereby  facilitating  the  con- 
firmation  of  printed  data  and  eliminating  the  influence  on  the  object  printed. 

40  Further,  construction  may  be  made  so  that  the  codes  printed  in  the  film  comprise  magnetic  codes  which 
are  memorized  in  a  magnetic  recording  layer  applied  onto  the  film.  The  data  printed  as  codes  are  not  limited 
to  such  photographed  year,  month  and  day  as  in  the  above  embodiment.  They  may  be  data  of  hour,  minute 
and  second,  photographing  exposure  data,  and  a  consecutive  number. 

Moreover,  although  in  the  automatic  printer  of  the  above  embodiment  the  printing  optical  system  and  the 
45  photometric  optical  system  are  provided  each  independently,  a  part  of  them  may  be  used  in  common  to  both. 

For  example,  a  light  receiving  element  for  photometry  may  be  disposed  on  the  shutter  (PS)  shown  in  Fig.  27. 
Further,  although  the  above  embodiment  is  constructed  so  that  data  are  printed  outside  the  photographed 

frame  in  the  film,  the  present  invention  is  not  limited  thereto.  A  light  shielding  means  for  shielding  the  incidence 
of  light  from  an  object  may  be  provided  in  a  corner  of  one  frame  photographed  or  in  a  predetermined  region 

so  near  the  lower  side  thereof,  to  thereby  effect  the  shielding  of  light  only  when  the  pseudo  focal  length  photo- 
graphing  mode  is  selected  or  at  all  times,  and  data  may  be  printed  in  the  thus-shielded  range. 

Although  the  present  invention  has  been  fully  described  by  way  of  example  with  reference  to  the  accom- 
panying  drawings,  it  is  to  be  noted  here  that  various  changes  and  modifications  will  be  apparent  to  those  skilled 
in  the  art.  Therefore,  unless  otherwise  such  changes  and  modifications  depart  from  the  scope  of  the  present 

55  invention,  they  should  be  construed  as  being  included  therein. 
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Claims 

1  .  A  photographic  camera  comprising 
(a)  a  photographic  lens  (20)  for  forming  an  image  of  an  object  to  be  photographed  within  a  predeter- 

5  mined  frame  (Fl)  of  a  photographic  film  loaded  in  said  camera,  said  photographic  lens  having  an  angle 
of  view  corresponding  to  the  size  of  said  predetermined  frame  (Fl); 
(b)  mode  selecting  means  (8)  for  selecting  either  a  real  focal  length  photographing  mode  resulting  in 
a  subsequent  printing  process  in  the  printing  of  the  total  area  of  said  frame  (Fl),  or  at  least  one  trimming 
mode  resulting  in  a  subsequent  printing  process  in  the  printing  of  at  least  one  predetermined  portion 

10  (A1,  A2,  A3)  located  within  and  being  smallerthan  said  total  area  of  said  frame  (Fl),  wherein  in  the  event 
that  by  said  mode  selecting  means  (8)  more  than  one  trimming  modes  are  selectable  a  corresponding 
number  of  predetermined  portions  (A1,  A2,  A3)  of  different  size  are  selectively  provided  for  printing; 
and 
(c)  recording  means  (30)  controlled  by  said  mode  selecting  means  (8),  for  recording  on  the  film  loaded 

15  in  said  camera  data  readable  by  a  printer  provided  in  said  subsequent  printing  process,  and  being  in- 
dicative  of  the  predetermined  portion  (A1,  A2,  A3)  within  said  total  area  of  said  film  frame  (Fl)  to  be 
printed  in  accordance  with  the  photographing  mode  selected  by  said  mode  selecting  means; 

characterized  in  that  said  camera  further  comprises 
(d)  light  measuring  means  (22,  L5,  F,  28)  for  measuring  light  coming  from  the  object  and  delivering  an 

20  output  signal  in  response  to  the  measured  light; 
(e)  exposing  means  (CMC)  for  exposing  the  film  to  light  in  accordance  with  an  exposure  value  calcu- 
lated  from  the  output  signal  delivered  by  said  light  measuring  means; 
(f)  determining  means  (CMC)  for  determining  a  limit  exposure  value  in  accordance  with  the  selected 
photographing  mode  selected  by  said  mode  selecting  means  (8); 

25  (g)  comparing  means  (CMC)  for  comparing  the  exposure  value  calculated  from  the  outputsignal  of  said 
light  measuring  means,  with  the  limit  exposure  value  determined  by  said  determining  means,  for  pro- 
ducing  a  flash  signal  when  the  calculated  exposure  value  is  smaller  than  the  limit  exposure  value; 
(h)  flash  means  (FL)  for  illuminating  the  object  with  flash  light; 
(i)  flash  control  means  for  controlling  said  flash  means  (FL)  to  permit  flash  light  emission  in  accordance 

30  with  the  flash  signal  received  from  said  comparing  means;  and 
(j)  exposure  control  means  for  controlling  said  exposing  means  in  accordance  with  the  calculated  ex- 
posure  value  when  said  calculated  exposure  value  is  larger  than  said  limit  exposure  value,  and  in  ac- 
cordance  with  the  limit  exposure  value  when  said  calculated  exposure  value  is  smaller  than  said  limit 
exposure  value. 

35 
2.  The  photographic  camera  as  claimed  in  claim  1,  characterized  in  that  said  limit  exposure  value  is  so  de- 

termined  that  flash  light  emission  is  permitted  at  a  higher  predetermined  level  of  the  output  signal  from 
said  light  measuring  means  when  a  trimming  mode  is  selected,  and  at  a  lower  predetermined  level  of  the 
output  signal  from  said  light  measuring  means  when  the  real  focal  length  photographing  mode  is  selected. 

40 
3.  The  photographic  camera  as  claimed  in  claim  1  or  2,  characterized  in  that  said  limit  exposure  value  defines 

different  shutter  speed  values  for  a  trimming  mode  and  for  the  real  focal  length  photographing  mode. 

Patentanspruche 

1.  Fotografische  Kamera,  umfassend: 
(a)  eine  fotografische  Linse  (20)  zum  Bilden  eines  Abbilds  eines  zu  fotograf  ierenden  Objekts  innerhalb 
eines  vorgegebenen  Rahmens  (Fl)  eines  in  die  Kamera  geladenen  fotograf  ischen  Films,  wobei  die  fo- 
tografische  Linse  einen  Sichtwinkel  entsprechend  der  Grade  des  vorgegebenen  Rahmens  (Fl)  auf- 
weist; 
(b)  eine  Modus-Wahleinrichtung  (8)  zum  Wahlen  entweder  eines  Fotograf  iermodus  mit  realer  Brenn- 
weite,  welcherzu  einem  nachfolgenden  Druckprozeli  zum  Drucken  des  Gesamtgebiets  des  Rahmens 
(Fl)  fuhrt,  oder  wenigstens  eines  Trimmodus,  welcher  zu  einem  nachfolgenden  Druckprozeli  zum 
Drucken  von  wenigstens  einem  vorgegebenen  Abschnitt  (A1,  A2,  A3)  ftihrt,  dersich  innerhalb  des  Ge- 
samtgebiets  des  Rahmens  (Fl)  befindet  und  kleinerals  dieser  ist,  wobei  im  Fall,  dali  durch  die  Modus- 
Wahleinrichtung  (8)  mehr  als  ein  Trimmodus  wahlbar  ist,  eine  entsprechende  Anzahl  von  vorgegebe- 
nen  Abschnitten  (A1  ,  A2,  A3)  mit  unterschiedlicher  Grolie  selektiv  zum  Drucken  vorgesehen  sind;  und 
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(c)  eine  Aufzeichnungseinrichtung  (30),  die  von  der  Modus-Wahleinrichtung  (8)  gesteuert  wird,  um  auf 
dem  in  die  Kamera  geladenen  Film  Daten  aufzuzeichnen,  die  durch  einen  in  dem  nachfolgenden  Druck- 
prozeli  bereitgestellten  Drucker  lesbarsind  und  den  vorgegebenen  Abschnitt  (A1,  A2,  A3)  innerhalb 
des  Gesamtgebiets  des  Filmrahmens  (Fl)  anzeigen,  der  entsprechend  dem  durch  die 

5  Moduswahleinrichtung  gewahlten  Fotograf  iermodus  gedruckt  werden  soil; 
dadurch  gekennzeichnet,  dad  die  Kamera  ferner  umfalit: 
(d)  eine  Lichtmelieinrichtung  (22,  L5,  F,  28)  zum  Messen  von  Licht,  welches  von  dem  Objekt  kommt, 
und  zum  Liefern  eines  Ausgangssignals  im  Ansprechen  auf  das  gemessene  Licht; 
(e)  eine  Belichtungseinrichtung  (CMC)  zum  Belichten  des  Films  mit  Licht  entsprechend  einem  Belich- 

10  tungswert,  der  von  dem  durch  die  Lichtmelieinrichtung  gelieferten  Ausgangssignal  berechnet  wird; 
(f)  eine  Bestimmungseinrichtung  (CMC)  zur  Bestimmung  eines  Grenzbelichtungswerts  entsprechend 
dem  gewahlten  Fotograf  iermodus,  der  durch  die  Modus-Wahleinrichtung  (8)  gewahlt  ist; 
(g)  eine  Vergleichseinrichtung  (CMC)  zum  Vergleichen  des  von  dem  Ausgangssignal  der  Lichtmeliein- 
richtung  berechneten  Belichtungswerts  mit  dem  durch  die  Bestimmungseinrichtung  bestimmten 

15  Grenzbelichtungswert,  um  ein  Blitzsignal  zu  erzeugen,  wenn  der  berechnete  Belichtungswert  kleiner 
als  der  Grenzbelichtungswert  ist; 
(h)  eine  Blitzeinrichtung  (FL)  zur  Beleuchtung  des  Objekts  mit  einem  Blitzlicht; 
(i)  eine  Blitz-Steuereinrichtung  zum  Steuern  der  Blitzeinrichtung  (FL),  um  eine  Blitzlichtaussendung 
entsprechend  dem  von  der  Vergleichseinrichtung  empfangenen  Blitzsignal  zu  ermoglichen;  und 

20  (j)  eine  Belichtungs-Steuereinrichtung  zur  Steuerung  der  Belichtungseinrichtung  gemali  dem  berech- 
neten  Belichtungswert,  wenn  der  berechnete  Belichtungswert  grolierals  der  Grenzbelichtungswert  ist, 
und  gemali  dem  Grenzbelichtungswert,  wenn  der  berechnete  Belichtungswert  kleiner  als  der  Grenz- 
belichtungswert  ist. 

25  2.  Fotografische  Kamera  nach  Anspruch  1  ,  dadurch  gekennzeichnet,  dali  der  Grenzbelichtungswert  so  be- 
stimmt  ist,  dali  eine  Blitzlichtaussendung  bei  einem  hoheren  vorgegebenen  Pegel  des  Ausgangssignals 
von  der  Lichtmelieinrichtung  zugelassen  wird,  wenn  ein  Trimmodus  gewahlt  ist,  und  bei  einem  niedrigeren 
vorgegebenen  Pegel  des  Ausgangssignals  von  der  Lichtmelieinrichtung,  wenn  der  Fotografiermodus  mit 
realer  Brennweite  gewahlt  wird. 

30 
3.  Fotografische  Kamera  nach  Anspruch  1  oder  2,  dadurch  gekennzeichnet,  dali  der  Grenzbelichtungswert 

unterschiedliche  Verschluligeschwindigkeitswertefureinen  Trimmodus  und  furden  Fotograf  iermodus  mit 
realer  Brennweite  definiert. 

35 
Revendications 

1.  Appareil  photographique  comprenant 
(a)  une  lentille  de  prise  de  vue  (20)  pour  former  une  image  d'un  objet  qui  doit  etre  photographie  a  I'in- 

40  terieur  d'un  cadre  image  predetermine  (Fl)  d'un  film  photographique  charge  dans  ledit  appareil  photo- 
graphique,  ladite  lentille  de  prise  de  vue  ayant  un  angle  de  visee  correspondant  a  la  dimension  dudit 
cadre  image  predetermine  (Fl), 
(b)  un  moyen  de  selection  de  mode  (8)  pourselectionnersoit  un  modede  prise  de  vue  a  longueur  focale 
reelle  resultant  en  un  traitement  d'impression  ulterieur  pour  I'impression  de  la  surface  totale  dudit  cadre 

45  image  (Fl),  soit  au  moins  un  mode  de  reglage  resultant  en  un  traitement  d'impression  ulterieur  en  I'im- 
pression  d'au  moins  une  partie  predeterminee  (A1  ,  A2,  A3)  placee  a  I'interieur  et  etant  plus  petite  que 
ladite  surface  totale  dudit  cadre  image  (Fl),  dans  lequel  dans  le  cas  oil  grace  audit  moyen  de  selection 
de  mode  (8)  plus  d'un  mode  de  reglage  est  selectionnable,  un  nombre  correspondant  de  parties  pre- 
determinees  (A1  ,  A2,  A3)  de  tailles  differentes  sont  selectivement  procurees  pour  I'impression,  et 

50  (c)  un  moyen  d'enregistrement  (30)  commande  par  ledit  moyen  de  selection  de  mode  (8)  pour  enre- 
gistrer  sur  le  film  charge  dans  ledit  appareil  photographique  des  donnees  lisibles  par  une  imprimante 
prevue  dans  ledit  traitement  d'impression  ulterieur  et  etant  representatives  de  la  partie  predeterminee 
(A1,  A2,  A3)  a  I'interieur  de  ladite  surface  totale  dudit  cadre  defilm  (Fl)  qui  doit  etre  imprime  en  confor- 
mity  avec  le  mode  de  prise  de  vue  selectionne  par  ledit  moyen  de  selection  de  mode, 

55  caracterise  en  ce  que  ledit  appareil  photographique  comprend  de  plus 
(d)  un  moyen  de  mesurede  la  lumiere  (22,  L5,  F,  28)  pourmesurerla  lumiere  venantdel'objetetdelivrer 
un  signal  de  sortie  en  reponse  a  la  lumiere  mesuree, 
(e)  un  moyen  d'exposition  (CMC)  pour  exposer  le  film  a  la  lumiere  en  conformite  avec  une  valeur  d'ex- 

16 
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position  calculee  a  partir  du  signal  de  sortie  delivre  par  ledit  moyen  de  mesure  de  lumiere, 
(f)  un  moyen  de  determination  (CMC)  pour  determiner  une  valeurd'exposition  limite  en  conformite  avec 
le  mode  de  prise  de  vue  selectionne  par  ledit  moyen  de  selection  de  mode  (8), 
(g)  un  moyen  de  comparaison  (CMC)  pour  comparer  la  valeur  d'exposition  calculee  a  partir  du  signal 
de  sortie  dudit  moyen  de  mesure  de  lumiere  a  la  valeur  d'exposition  limite  determinee  par  ledit  moyen 
de  determination  pour  produire  un  signal  de  flash  lorsque  la  valeurd'exposition  calculee  est  inferieure 
a  la  valeur  d'exposition  limite. 
(h)  un  moyen  de  flash  (FL)  pour  eclairer  I'objet  avec  une  lumiere  de  flash, 
(i)  un  moyen  de  commande  de  flash  pour  commander  ledit  moyen  de  flash  (FL)  pour  permettre  remis- 
sion  de  la  lumiere  du  flash  en  conformite  avec  le  signal  de  flash  recu  a  partir  dudit  moyen  de  compa- 
raison,  et 
(j)  un  moyen  de  commande  d'exposition  pour  commander  ledit  moyen  d'exposition  en  conformite  avec 
la  valeur  d'exposition  calculee  lorsque  ladite  valeur  d'exposition  calculee  est  superieure  a  ladite  valeur 
d'exposition  limite  et  en  conformite  avec  la  valeurd'exposition  limite  lorsque  ladite  valeurd'exposition 
calculee  est  inferieure  a  ladite  valeurd'exposition  limite. 

Appareil  photographique  selon  la  revendication  1,  caracterise  en  ce  que  ladite  valeur  d'exposition  limite 
est  determinee  de  sorte  que  remission  de  la  lumiere  flash  est  autorisee  a  un  niveau  predetermine  plus 
eleve  du  signal  de  sortie  provenant  du  moyen  de  mesure  de  lumiere  lorsqu'un  mode  de  reglage  est  se- 
lectionne  et  a  un  niveau  predetermine  plus  faible  du  signal  de  sortie  provenant  dudit  moyen  de  mesure 
de  lumiere  lorsque  le  mode  prise  de  vue  a  longueur  focale  reelle  est  selectionne. 

Appareil  photographique  selon  la  revendication  1  ou  2,  caracterise  en  ce  que  ladite  valeur  d'exposition 
limite  definit  differentes  valeurs  de  vitesse  de  I'obturateur  pour  un  mode  de  reglage  et  pour  le  mode  de 
prise  de  vue  a  longueur  focale  reelle. 

17 
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