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Description

Technical Field

[0001] The present invention relates to a body fat
measuring device for measuring body fat of a human
body.

Background Art

[0002] As a method for measuring body fat (subcuta-
neous fat, visceral fat) safely and easily, a technique uti-
lizing measurement of biological impedance (BI) and a
technique utilizing a difference between muscle and fat
in light absorption rate by applying light to the human
body and measuring subcutaneous fat based on the
amount of reflected light are known.
[0003] For example, Patent Publication No.
JP3396663B2 (Patent document 1) discloses a body fat
measuring device in which a plurality of electrodes are
disposed around a waist portion of the subject and volt-
age generated by passing an current between specific
electrodes is measured, thereby computing impedance,
in turn, fat amount.
[0004] Patent Publication No. JP3035791B2 (Patent
document 2) discloses a method and a device for meas-
uring subcutaneous fat thickness of the human body by
means of light.
[0005] Unexamined Patent Publication No.
2000-350710 (Patent document 3) discloses a method
and a device for computing the visceral fat by measuring
the subcutaneous fat thickness using an impedance
method and an ultrasonic means.
[0006] Unexamined Patent Publication No.
2003-169783 (Patent document 4) discloses a device for
measuring the subcutaneous fat thickness according to
an optical method.
[0007] Patent Publication No. EP1269917A (Patent
Document 5) discloses apparatus comprising electrical
resistance means held between the hands of the living
body and a method of calculating the total fat amount of
the living body using the electrical resistance measure-
ment and another measurement of the living body, for
example, skinfold thickness.However, in the device dis-
closed in Patent document 1, a total fat amount of the
waist portion of the subject is measured and a visceral
fat amount is estimated from a measured value on the
basis of correlation between the total fat amount and the
visceral fat amount. In this case, the visceral fat cannot
be separated from the subcutaneous fat in the imped-
ance measurement, and they are separated from each
other according to estimation based on personal physical
information (height, waist circumference, etc.). Patent
document 1 also discloses another device in which elec-
trodes for current application are disposed on front and
back surfaces of the waist portion, electrodes for voltage
detection are disposed on side surfaces and voltage be-
tween the electrodes is measured to compute the visceral

fat amount. In this case, since the measured value greatly
varies depending on the position of the electrodes for
voltage detection, an error caused by variation due to
individual difference among the subjects having different
waist portion shapes and waist circumferences becomes
larger.
[0008] The device disclosed in Patent document 2 can
measure only the subcutaneous fat thickness and basi-
cally cannot measure the visceral fat amount.
[0009] In the devices disclosed in Patent documents
3, 4, the total fat amount is measured by attaching elec-
trodes to hands and feet according to the impedance
method. Thus, in both the Patent documents 3, 4, a site
to be measured is not directly measured and the total fat
amount is computed based on correlation. As a result,
the measurement accuracy is not so satisfactory.
[0010] Moreover, in the devices for computing the total
fat amount according to the impedance method, it is nec-
essary to provide a database on the relation between the
impedance measured in the state where the electrodes
are attached to hands and feet and the body fat amount,
such as in document 5, and the total fat amount is com-
puted from the impedance measured at hands and feet
on the basis of the database. For this reason, a compli-
cated operation of preparing the database is required.

Disclosure of Invention

[0011] To solve the above-mentioned conventional
problems, an object of the present invention is to provide
a body fat measuring device which can improve the
measurement accuracy of the visceral fat amount and
easily obtain the visceral fat amount of the subject without
the necessity for preparing a database.
[0012] To achieve the above-mentioned object, a body
fat measuring device for measuring visceral fat amount
of a subject according to the present invention has a plu-
rality of electrodes brought into contact with a waist por-
tion of the subject, an impedance measuring means for
measuring an impedance between the electrodes, an op-
tical sensor formed of a light applying section for applying
light to the waist portion of the subject and a light receiving
section for receiving reflected light, a subcutaneous fat
thickness measurement means for measuring a subcu-
taneous fat thickness of the subject on the basis of a
value detected by the optical sensor, a body fat comput-
ing means for computing the visceral fat amount by sub-
tracting the subcutaneous fat amount based on the sub-
cutaneous fat thickness measured by the subcutaneous
fat thickness measurement means from a total fat amount
of the subject which is obtained from the impedance
measured by the impedance measuring means, charac-
terized by the plurality of electrodes having a pair of con-
ducting electrodes for impedance measurement op-
posed to each other across the waist portion and a pair
of conductive electrodes for voltage detection opposed
to each other across the waist portion while being con-
ducted, and the conductive electrodes for voltage detec-
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tion being located next (or adjoining) to the corresponding
conducting electrodes for impedance measurement.
According to the present invention, the waist portion total
fat amount of a site to be measured in the waist portion
of the subject is directly measured by using the impend-
ence method, and the subcutaneous fat thickness of the
site to be measured in the waist portion is also directly
measured by the optical sensor and the subcutaneous
fat amount is computed from the detected value. Then,
by subtracting the computed subcutaneous fat amount
from the waist portion total fat amount thus obtained, the
visceral fat amount can be computed. In this manner,
since the subcutaneous fat thickness (or the subcutane-
ous fat amount) measured by the optical sensor can be
adopted as one of parameters for correction based on
physical characteristics, the visceral fat amount can be
measured with higher accuracy. By merely subtracting
the subcutaneous fat amount from the total fat amount
obtained by directly measuring the waist portion as the
site to be measured, the visceral fat amount can be easily
measured without a database.
[0013] It is preferred to provide plural sets of electrodes
brought into contact with different opposed positions on
the waist portion of the subject. Thus, it becomes possible
to take account of the shape of the body fat, improving
the measurement accuracy.
[0014] It is preferred to provide plural sets of optical
sensors for measuring the subcutaneous fat thickness
of the subject at different positions of the waist portion of
the subject. Thus, since the distribution of the subcuta-
neous fat thickness in the site to be measured is found,
it becomes possible to take account of the distribution of
the subcutaneous fat thickness, improving the measure-
ment accuracy of the body fat.
[0015] It is preferred that a support member attached
along the circumference of the waist portion of the subject
is provided and the optical sensor can move relative to
the support member. Thus, by moving the optical sensor
relative to the support member attached along the waist
portion of the subject, the subcutaneous fat thickness
can be measured at each moved position. For this rea-
son, it becomes possible to take account of the distribu-
tion of the subcutaneous fat thickness on the whole waist
portion, improving the measurement accuracy of the
body fat.
[0016] It is preferred that the electrodes and the optical
sensor are gathered on one place so that optical sensors
are disposed between a conducting electrode for imped-
ance measurement and a conductive electrode for volt-
age detection. Since the subcutaneous fat thickness can
be measured at the site where impedance is measured,
the body fat amount can be measured with higher accu-
racy. Furthermore, since measurement of impedance
and measurement according to an optic method can be
performed substantially simultaneously, the subject is in
the same position at the time of measurement. Thus,
impedance and the subcutaneous fat thickness can be
measured stably and the total fat amount, the subcuta-

neous fat amount and the visceral fat amount can be
measured with higher accuracy. Moreover, the elec-
trodes and the optical sensor can be disposed on the
same place of the same member, the number of parts in
the body fat measuring device can be reduced and han-
dling is simplified.
[0017] It is preferred that the electrodes and the optical
sensor are disposed on a band-like support member at-
tached to the waist portion of the subject is provided and
the support member has a pressure adjustment means
(tube and pump) for adjusting pressure when being at-
tached to the waist portion of the subject. Thus, since
measurement of impedance and measurement of the
subcutaneous fat thickness by means of light irradiation
can be performed in the optimum pressure state with
respect to the waist portion of the subject, the measure-
ment accuracy can be improved.
[0018] It is preferred that the plurality of electrodes are
a pair of current-conducting electrodes and a pair of elec-
trodes for voltage detection and the impedance measur-
ing means measures the impedance of the waist portion
on the basis of a current flowing between the current-
conducting electrodes and voltage between the elec-
trodes for voltage detection.

Brief Description of Drawings

[0019]

[Fig. 1] Fig. 1 is a control block diagram of body fat
measurement in accordance with an embodiment of
the present invention.
[Fig. 2] Fig. 2 is a configuration view of measurement
of impedance by an impedance measuring device in
this device.
[Fig. 3] Fig. 3 is a configuration view of measurement
of a subcutaneous fat thickness by an optical sub-
cutaneous fat measuring device in this device.
[Fig. 4] Fig. 4 is a configuration view of an impedance
measuring device in a body fat measuring device in
accordance with another embodiment of the present
invention.
[Fig. 5] Fig. 5 is a perspective view of a body fat
measuring device in accordance with still another
embodiment of the present invention.
[Fig. 6] Fig. 6 is a perspective view of a main part of
a body fat measuring device in accordance with still
another embodiment of the present invention.
[Fig. 7] Fig. 7 is a perspective view of a main part of
a body fat measuring device in accordance with still
another embodiment of the present invention.

Best Mode for Carrying Out the Invention

[0020] A body fat measuring device (hereinafter, re-
ferred to as this device) in accordance with an embodi-
ment of the present invention will be described below
with reference to figures. Fig. 1 shows control block con-
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figuration of the device, Fig. 2 shows configuration of an
impedance measuring device in this device and Fig. 3
shows configuration of an optical subcutaneous fat
measuring device in this device.
[0021] The body fat measuring device, as shown in
Fig. 1, serves to measure the visceral fat amount of the
subject has an impedance measuring device (impedance
measuring means) for measuring the impedance be-
tween electrodes, an optical subcutaneous fat measuring
device 2 (subcutaneous fat measuring means), a body
fat computing section 3 (body fat computing means) for
computing body fat on the basis of values measured by
these measuring devices and a display section 4 for dis-
playing the computed body fat.
[0022] The impedance measuring device has a current
source 10, a plurality of electrodes 11 brought into contact
with the waist portion of the subject, a voltmeter 12 and
an impedance computing section 13 for computing the
impedance between the electrodes. The plurality of elec-
trodes 11 has a pair of conducting electrodes for imped-
ance measurement 11a and a pair of electrodes for volt-
age detection 11b for the waist portion while being con-
ducted. The current source 10 flows a current from the
pair of conducting electrodes 11a to the waist portion.
The voltmeter 12 detects voltage between the pair of
electrodes for voltage detection 11b.
[0023] The optical subcutaneous fat measuring device
2 has an optical sensor 21 composed of a light applying
section 22 for applying light into tissues of the waist por-
tion from the surface of the waist portion of the subject
and a light receiving section 23 for receiving light reflected
from the waist portion tissues, and a subcutaneous fat
thickness computing section 24 for measuring a subcu-
taneous fat thickness of the waist portion of the subject
on the basis of a detected value by the optical sensor 21,
that is, light-receiving information. The body fat comput-
ing section 3 computes the visceral fat amount of the
subject by subtracting a subcutaneous fat amount based
on the subcutaneous fat thickness computed by the sub-
cutaneous fat thickness computing section 24 from a total
fat amount of the subject determined using the imped-
ance computed by the impedance computing section 13.
For example, an infrared emitting element for applying
an infrared ray is used as the light applying section 22.
[0024] Fig. 2 and Fig. 3 each show a mode in which
the impedance measuring device 1 and the optical sub-
cutaneous fat measuring device 2 are attached to the
waist portion of the subject to measure the body fat. The
figures schematically show the cross section of the waist
portion 5 of the subject as a site to be measured. The
waist portion 5 of the subject has a subcutaneous fat 51
on the outer periphery thereof, a muscle 52 inner of the
subcutaneous fat 51 and a visceral fat 53 inner of the
muscle 52.
[0025] The pair of conducting electrodes 11 a of the
impedance measuring device 1 are brought into contact
with the waist portion 5 as the site to be measured of the
subject and the pair of for voltage detection electrodes

11b are brought into contact with the waist portion 5. In
this case, the pair of conducting electrodes 11a each are
brought into contact with the waist portion 5 as opposed
to each other across the waist portion 5 so that a current
may flow through the visceral fat 53 when the current is
passed to the waist portion 5 through the electrodes 11a.
In the mode shown in Fig. 2, the pair of electrodes for
voltage detection 11b are disposed next to the pair of
conducting electrodes 11a so as to be opposed to each
other across the waist portion 5.
[0026] The current source 10 passes a current to the
waist portion 5 of the subject through the conducting elec-
trodes 11a, thereby generating voltage. The voltmeter
12 measures the voltage. The impedance computing
section 13 computes an impedance value between the
pair of electrodes 11 on the basis of the current flowing
between the electrodes 11 a and the voltage measured
by the voltmeter 12.
[0027] In this case, the current flowing through the
waist portion 5 between the pair of conducting electrode
11 a disposed as opposed to each other across the waist
portion 5 is passed so as to spread as represented by
arrows in Fig. 2. For this reason, the computed imped-
ance is a joint impedance between the portions opposed
to each other across the waist portion 5, which is based
on the total fat amount of the cross section of the waist
portion 5. Thus, as the total fat amount (subcutaneous
fat + visceral fat) is increased, the joint impedance be-
comes larger and as the total fat amount is decreased,
the joint impedance becomes smaller.
[0028] In this embodiment, the light receiving section
23 in the optical sensor 21 of the optical subcutaneous
fat measuring device 2 is located in the vicinity of the light
applying section 22. The light applying section 22 and
the light receiving section 23 are brought into contact with
the waist portion 5 as the site to be measured of the
subject, and light applied by the light applying section 22
disperses on the subcutaneous fat 51 and is absorbed
into the muscle 52 inner of the subcutaneous fat 51. Thus,
when the subcutaneous fat 51 is thin, less light applied
by the light applying section 22 disperses toward the sur-
face of the skin, and less light returns toward the surface
of the skin and spreads less widely. As a result, the light
amount reaching the light receiving section 23 becomes
smaller. On the contrary, when the subcutaneous fat 51
is thick, more light applied by the light applying section
22 disperses, and more light returns toward the surface
of the skin and spreads more widely. As a result, the light
amount reaching the light receiving section 23 becomes
larger.
[0029]  Based on the light-receiving information in the
light receiving section 23, the subcutaneous fat thickness
computing section 24 computes the thickness of the sub-
cutaneous fat 51. In this manner, the subcutaneous fat
thickness of the waist portion 5 of the subject as the site
to be measured can be measured directly.
[0030] As described above, the total fat amount of the
subject is obtained on the basis of the impedance deter-
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mined by directly measuring the waist portion 5 as the
site to be measured of the subject using the impedance
measuring device 1. Furthermore, the subcutaneous fat
amount is obtained on the basis of data on the subcuta-
neous fat thickness of the waist portion 5 determined by
directly measuring the waist portion 5 as the site to be
measured using the optical subcutaneous fat measuring
device 2. The body fat computing section 3 computes
the visceral fat amount of the subject by subtracting the
subcutaneous fat amount from the total fat amount thus
obtained. The visceral fat amount thus obtained of the
subject is displayed on the display section 4.
[0031] Here, by performing corrections according to
physical characteristics such as height and waist circum-
ference of the subject in addition to subtracting the sub-
cutaneous fat thickness (subcutaneous fat amount) of
the subject directly measured by the optical subcutane-
ous fat measuring device 2 from the total fat amount, the
visceral fat amount can be measured with higher accu-
racy. In this case, data on relation between the physical
characteristics such as height and waist circumference
and the body fat amount may be stored in a database
and based on the data, corrections may be made accord-
ing to the physical characteristics such as height and
waist circumference of the subject. Moreover, data on
the subcutaneous fat thickness (subcutaneous fat
amount) may be also stored in the database.
[0032] According to the present invention, even when
the database is provided, by adopting the waist portion
5 of the human body as the model as shown in Fig. 2,
the total fat amount of the subject is obtained based on
the impedance and the subcutaneous fat amount of the
subject is obtained based on the subcutaneous fat thick-
ness. Thus, unless the database is provided, the body
fat computing section 3 can easily measure the visceral
fat amount merely by subtracting the subcutaneous fat
amount from the total fat amount.
[0033] In the above-mentioned embodiment, the site
to be measured with respect to the subcutaneous fat
thickness is a single site on the waist portion 5. However,
by measuring subcutaneous fat at a plurality of sites (um-
bilicus, back, side and other areas), the distribution of
the subcutaneous fat on the circumference of the waist
portion 5 is found. Thus, the measurement accuracy of
the subcutaneous fat amount is improved. As a result,
the computation accuracy of the visceral fat amount is
also improved.
[0034] Fig. 4 shows another embodiment in which the
impedance measuring device 1 is attached to the waist
portion of the subject to measure body fat. In this em-
bodiment, an impedance are measured at a plurality of
sites. That is, plural sets (two sets in this embodiment)
of the pair of conducting electrodes 11 a are provided
and the plural sets of the electrodes 11a are brought into
contact with different positions on the waist portion 5 as
the site to be measured. For example, one set of the pair
of electrodes 11 a are brought into contact with front and
back surfaces of the waist portion 5 so as to place the

waist portion 5 therebetween and the other set of the pair
of electrodes 11 a are brought into contact with right and
left side surfaces of the waist portion 5 so as to place the
waist portion 5 therebetween. In this embodiment, plural
sets (two sets in this embodiment) of the pair of elec-
trodes for voltage detection 11b are located in the vicinity
of the corresponding sets of the conducting electrodes
11a.
[0035] In this embodiment, the plural sets of electrodes
are switched in time series by using switches so as to
measure the impedance between the electrodes in two
dimensions. In addition to the components shown in Fig.
2, the impedance measuring device 1 has a pair of con-
ducting electrodes 15a, a pair of electrodes for voltage
detection 15b, switches for switching conduction 16, 17
and switches for switching voltage detection 18, 19. A
current is passed between one pair of conducting elec-
trodes 11 a and voltage between one pair of electrodes
for voltage detection 11b is measured by the voltmeter
12 to obtain the impedance. By switching the switches
16, 17, 18, 19, a current is passed between the other pair
of conducting electrodes 11a and a voltage between the
other pair of electrodes for voltage detection 11b is meas-
ured by the voltmeter 12 to obtain the impedance. In this
manner, the body fat amount is found in two dimensions.
Thus, subcutaneous fat distribution and visceral fat dis-
tribution can be easily imaged and the images can be
displayed on the display section 4. As a result, since it is
possible to offer visual presentation of the subcutaneous
fat amount and the visceral fat amount to the subject, the
subject is easy to recognize that.
[0036] Fig. 5 shows a body fat measuring device in
accordance with still another embodiment of the present
invention. In this embodiment, the electrodes for imped-
ance measurement 11a, 11b brought into contact with
the waist portion 5 in the impedance measuring device
1, and the light applying section 22 and the light receiving
section 23 in the optical subcutaneous fat measuring de-
vice 2 are gathered in one place as a probe 6. Two probes
6 having the same configuration are attached to the waist
portion so as to hold the waist portion therebetween. In
each of the probes 6, the electrodes 11a, 11b, the light
applying section 22 and the light receiving section 23 are
gathered on a contact surface 61 which contacts with the
waist portion 5.
[0037] In this embodiment, since an impedance meas-
urement site is the same as a subcutaneous fat meas-
urement site, the subcutaneous fat thickness can be
measured at the site where impedance is measured and
thus, the body fat amount can be measured with higher
accuracy. Furthermore, measurement of impedance and
measurement according to an optic method can be per-
formed substantially simultaneously, the subject is in the
same position at the time of measurement. Thus, since
impedance and the subcutaneous fat thickness can be
measured stably and the total fat amount, the subcuta-
neous fat amount and the visceral fat amount can be
measured with higher accuracy. Moreover, the elec-
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trodes 11a, 1b and other elements are gathered on the
contact surface 61 of the probe 6 which contacts with the
waist portion 5, the number of parts in the body fat meas-
uring device can be reduced, handling is simplified and
measurement time can be shortened, reducing loads to
the subject.
[0038] Fig. 6 shows an optical subcutaneous fat meas-
uring device in accordance with still another embodiment
of the present invention. This device has the probe 6
including the light applying section 22 and the light re-
ceiving section 23 and a band-like long support member
7 movably supporting the probe 6. The deformable sup-
port member 7 can be disposed along the circumference
of the waist portion 5 of the subject and has a means for
being detachably attached to the waist portion 5 (not
shown). An inner projection rail 73 is formed on the center
of the inner surface of the support member 7 so as to
protrude inwards and a C-like groove 63 is formed on the
probe 6. The probe 6 can freely move in the longitudinal
direction by engaging the C-like groove 63 with the band-
like support member 7. A protrusion 64 is formed at each
of upper and lower ends of an inner opening of the probe
6. These protrusions 64 each are provided with the light
applying section 22 and the light receiving section 23.
The inner projection rail 73 is located between the pro-
trusions 64 and is substantially flush with the protrusions
64. Thus, when the support member 7 is brought into
contact with the waist portion 5, the light applying section
22 and the light receiving section 23 contact with the waist
portion 5.
[0039] In this embodiment, by moving the probe 6
along the support member 7 in the state where the band-
like support member 7 is disposed and attached along
the circumference of the waist portion 5 of the subject,
the probe 6 can be moved along the circumference of
the waist portion 5 to sequentially measure the amount
of received light. Thus, the subcutaneous fat thickness
in the cross section of the waist portion 5 can be accu-
rately measured at each site on the circumference of the
waist portion 5, thereby obtaining the accurate subcuta-
neous fat amount. When a means for measuring move-
ment of the probe 6 is provided and the movement of the
probe 6 is measured, peripheral length of the waist por-
tion 5 can be automatically measured and the subcuta-
neous fat amount can be computed based on subcuta-
neous fat thickness information and peripheral length in-
formation of the waist portion 5. Alternatively, when
movement and movement direction of the probe 6 is
measured by using an acceleration sensor or the like,
contour shape information of the waist portion 5 can be
obtained and a detailed image can be drawn at imaging.
[0040] Fig. 7 shows a body fat measuring device in
accordance with still another embodiment of the present
invention. The device in this embodiment has the band-
like support member 7 having deformability so as to be
attached to the waist portion 5 of the subject, and the
electrodes for impedance measurement 11a, 11b, the
light applying section 22 and the light receiving section

23 for measurement according to the optical method are
provided on the inner surface of the support member 7.
The support member 7 has a pressure adjustment means
for adjusting pressure when being disposed and attached
along the waist portion 5 of the subject. The pressure
adjustment means can be comprised of the support
member 7 formed of a tube as a hollow part 71, an air
feed means formed of an air pump 72 for feeding air into
the hollow part 71 and a pressure sensor (not shown)
provided at the support member 7.
[0041] In this embodiment, the band-like support mem-
ber 7 formed of a tube is disposed and attached along
the circumference of the waist portion 5 of the subject,
and then, the air pump 72 forming the pressure adjust-
ment means feeds air into the hollow part 71 of the sup-
port member 7 and the pressure sensor measures con-
tact pressure of the support member 7 against the waist
portion 5 to adjust the air feed amount of. Thereby, the
contact pressure of the electrodes 11a, 1b, the light ap-
plying section 22 and the light receiving section 23
against the waist portion 5 can be adjusted to be the
contact pressure suitable to each of the impedance meth-
od and the optical method. Since measurement of im-
pedance and measurement of the subcutaneous fat
thickness by means of light irradiation can be performed
in the optimum pressure state with respect to the waist
portion 5 of the subject, the measurement accuracy can
be improved.
[0042]

Claims

1. A body fat measuring device for measuring visceral
fat amount of a subject (5) comprising:

a plurality of electrodes (11, 11a, 11b) brought
into contact with a waist portion of the subject;
an impedance measuring means (1, 13) for
measuring an impedance between the elec-
trodes (11, 11a);
an optical sensor (21) formed of a light applying
section (22) for applying light to the waist portion
of the subject and a light receiving section (23)
for receiving reflected light;
a subcutaneous fat thickness measurement
means (2, 24) for measuring a subcutaneous fat
thickness of the subject on the basis of a value
detected by the optical sensor (21); and
a body fat computing means (3) for computing
the visceral fat amount by subtracting the sub-
cutaneous fat amount based on the subcutane-
ous fat thickness measured by the subcutane-
ous fat thickness measurement means from a
total fat amount of the subject which is obtained
from the impedance measured by the imped-
ance measuring means,
characterized by
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the plurality of electrodes (11) having a pair of
conducting electrodes (11a) for impedance
measurement opposed to each other across the
waist portion and a pair of conductive electrodes
(11b) for voltage detection opposed to each oth-
er across the waist portion while being conduct-
ed; and
the conductive electrodes (11b) for voltage de-
tection being located next, or adjoining, to the
corresponding conducting electrodes (11a) for
impedance measurement.

2. The body fat measuring device as stated in claim 1,
wherein the plurality of electrodes (11) are plural sets
of electrodes (11a, 11b, 15a, 15b) brought into con-
tact with different opposed positions on the waist por-
tion of the subject.

3. The body fat measuring device as stated in claim 2,
wherein the impedance measuring means (13)
measures the impedance between electrodes (11a,
11a) in two dimensions by switching plural sets of
electrodes in time series.

4. The body fat measuring device as stated in claim 1,
wherein the optical sensor (21) applies light to dif-
ferent positions on the waist portion of the subject
and receives reflected light so as to measure the
subcutaneous fat thickness at the plurality of posi-
tions.

5. The body fat measuring device as stated in claim 1,
wherein a support member (7) attached along the
circumference of the waist portion of the subject (5)
is provided and the optical sensor (21) can move
relative to the support member (7).

6. The body fat measuring device as stated in claim 1,
wherein the electrodes (11, a, 116) and the optical
sensor (21, 22, 23) are gathered at one place so that
optical sensors (22, 23) are disposed between a con-
ducting electrode (11a) for impedance measurement
and a conductive electrode (11b) for voltage detec-
tion.

7. The body fat measuring device as stated in claim 1,
wherein the electrodes (11, 11a, 11b) and the optical
sensor (21, 22, 23) are disposed on a band-like sup-
port member (7) attached to the waist portion of the
subject and the support member (7) has a pressure
adjustment means, tube (71) and pump (72), for ad-
justing pressure when being attached to the waist
portion of the subject (5).

8. The body fat measuring device as stated in claim 1,
wherein the plurality of electrodes are a pair of cur-
rent-conducting electrodes (15a, 15a) and a pair of
electrodes (15b, 15b) for voltage detection, and the

impedance measuring means (13) measures an im-
pedance of the waist portion on the basis of a current
flowing between the current-conducting electrodes
(15a, 15a) and voltage between the electrodes (15b,
15b) for voltage detection.

9. The body fat measuring device as stated in claim 7,
wherein the plurality of electrodes are plural sets of
electrodes brought into contact with different op-
posed positions on the waist portion of the subject.

10. The body fat measuring device as stated in claim 8,
wherein the impedance measuring means (1, 13)
measures the impedance between electrodes in two
dimensions by switching plural sets of electrodes in
time series.

11. The body fat measuring device as stated in claim 8,
wherein the optical sensor (21) applies light to dif-
ferent positions on the waist portion of the subject
and receives reflected light so as to measure the
subcutaneous fat thickness at the plurality of posi-
tions.

12. The body fat measuring device as stated in claim 8,
wherein a support member (7) attached along the
circumference of the waist portion of the subject is
provided and the optical sensor (21) can move rel-
ative to the support member (7).

13. The body fat measuring device as stated in claim 8,
wherein the electrodes (11, 11a, 11b) and the optical
sensor (21, 22, 23) are gathered at one place so that
optical sensors (22, 23) are disposed between a con-
ducting electrode (11a) for impedance measurement
and a conductive electrode (11b) for voltage detec-
tion.

14. The body fat measuring device as stated in claim 8,
wherein the electrodes (11, 11a, 11b) and the optical
sensor (21, 22, 23) are disposed on a band-like sup-
port member (7) attached to the waist portion of the
subject and the support member (7) has a pressure
adjustment means, tube 71 and pump 72, for adjust-
ing pressure when being attached to the waist por-
tion of the subject (5).

Patentansprüche

1. Körperfett-Messvorrichtung zum Messen der visze-
ralen Fettmenge einer Person (5), mit:

einer Mehrzahl von Elektroden (11, 11a, 11 b),
die mit einem Taillenteil der Person in Kontakt
gebracht werden;
einer Impedanz-Messeinrichtung (1, 13) zur
Messung einer Impedanz zwischen den Elek-
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troden (11, 11 a);
einem optischen Sensor (21), der aus einem
Lichtzuführungsabschnitt (22) zur Zuführung
von Licht an dem Taillenteil der Person und ei-
nen Lichtempfangsabschnitt (23) zum Empfang
von reflektiertem Licht gebildet ist;
einer subkutanen Fettdicken-Messeinrichtung
(2, 24) zum Messen einer subkutanen Fettdicke
der Person auf der Grundlage eines Wertes, der
von dem optischen Sensor (21) detektiert wird;
und
einer Körperfett-Recheneinrichtung (3) zum Be-
rechnen der viszeralen Fettmenge durch Sub-
trahieren der subkutanen Fettmenge auf der
Grundlage der subkutanen Fettdicke, die von
der subkutanen Fettdicken-Messeinrichtung
gemessen wird, von einer Gesamtfettmenge der
Person, die aus der Impedanz gewonnen wird,
die von der Impedanz-Messeinrichtung gemes-
sen wird,
dadurch gekennzeichnet, dass:
die Mehrzahl der Elektroden (11) ein Paar von
leitenden Elektroden (11a) für die Impedanz-
Messung gegenüberliegend zueinander über
den Taillenteil hinweg und ein Paar von leiten-
den Elektroden (11 b) zur Spannungsdetektion
gegenüberliegend zueinander über den Taillen-
teil hinweg aufweist, während sie leitend ge-
macht werden; und
die leitenden Elektroden (11 b) für die Span-
nungsdetektion benachbart oder angrenzend
zu den entsprechenden leitenden Elektroden
(11a) für die Impedanz-Messung angeordnet
sind.

2. Körperfett-Messvorrichtung nach Anspruch 1, bei
der die Mehrzahl von Elektroden (11) mehrere Sätze
von Elektroden (11a, 11 b, 15a, 15b) sind, die mit
unterschiedlichen gegenüberliegenden Positionen
auf dem Taillenteil der Person in Kontakt gebracht
werden.

3. Körperfett-Messvorrichtung nach Anspruch 2, bei
der die Impedanz-Messeinrichtung (13) die Impe-
danz zwischen Elektroden (11a, 11a) in zwei Dimen-
sionen durch Schalten mehrerer Sätze von Elektro-
den zeitlich in Serie misst.

4. Körperfett-Messvorrichtung nach Anspruch 1, bei
der der optische Sensor (21) Licht unterschiedlichen
Positionen auf den Taillenteil der Person zuführt und
reflektiertes Licht empfängt, um die subkutane Fett-
dicke an der Anzahl von Positionen zu messen.

5. Körperfett-Messvorrichtung nach Anspruch 1, bei
der ein Halterungselement (7) vorgesehen ist, das
entlang des Umfanges des Taillenteils der Person
(5) angebracht ist, und dass sich der optische Sensor

(21) gegenüber dem Halterungselement (7) bewe-
gen kann.

6. Körperfett-Messvorrichtung nach Anspruch 1, bei
der die Elektroden (11, 11a, 11 b) und der optische
Sensor (21, 22, 23) an einer Stelle versammelt sind,
so dass die optischen Sensoren (22, 23) zwischen
einer leitenden Elektrode (11a) zur Impedanz-Mes-
sung und einer leitenden Elektrode (11 b) zur Span-
nungsdetektion angeordnet sind.

7. Körperfett-Messvorrichtung nach Anspruch 1, bei
der die Elektroden (11, 11a, 11 b) und der optische
Sensor (21, 22, 23) auf einem bandförmigen Halte-
rungselement (7) angeordnet sind, das an dem Tail-
lenteil der Person angebracht wird, und dass das
Halterungselement (7) Druckeinstelleinrichtungen,
einen Schlauch (71) und eine Pumpe (72) zur Ein-
stellung des Druckes aufweist, wenn es an dem Tail-
lenteil der Person (5) angebracht ist.

8. Körperfett-Messvorrichtung nach Anspruch 1, bei
der die Mehrzahl von Elektroden ein Paar von Strom
leitenden Elektroden (15a, 15a) und ein Paar von
Elektroden (15b, 15b) zur Spannungsdetektion sind,
und dass die Impedanz-Messeinrichtung (13) eine
Impedanz des Taillenteils auf der Grundlage eines
zwischen den Strom leitenden Elektroden (15a, 15a)
fließenden Stromes und einer Spannung zwischen
den Elektroden (15b,15b) zur Spannungsdetektion
misst.

9. Körperfett-Messvorrichtung nach Anspruch 7, bei
der die Mehrzahl von Elektroden mehrere Sätze von
Elektroden sind, die mit unterschiedlichen gegen-
überliegenden Positionen des Taillenteils der Per-
son in Kontakt gebracht werden.

10. Körperfett-Messvorrichtung nach Anspruch 8, bei
der die Impedanz-Messeinrichtung (1, 13) die Impe-
danz zwischen Elektroden in zwei Dimensionen
durch Schalten mehrerer Sätze von Elektroden zeit-
lich hintereinander misst.

11. Körperfett-Messvorrichtung nach Anspruch 8, bei
der der optische Sensor (21) Licht auf unterschied-
liche Teile des Taillenteils der Person richtet und re-
flektiertes Licht empfängt, um die subkutane Fettdik-
ke an der Mehrzahl von Positionen zu messen.

12. Körperfett-Messvorrichtung nach Anspruch 8, bei
der ein Halterungselement (7), das entlang des Um-
fanges des Taillenteils der Person angebracht ist,
vorgesehen ist, und dass sich der optische Sensor
(21) gegenüber dem Halterungselement (7) bewe-
gen kann.

13. Körperfett-Messvorrichtung nach Anspruch 8, bei
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der die Elektroden (11, 11a, 11 b) und der optische
Sensor (21, 22, 23) an einer Stelle derart versammelt
sind, dass optische Sensoren (22, 23) zwischen ei-
ner leitenden Elektrode (11a) zu Impedanz-Mes-
sung und einer leitenden Elektrode (11 b) für die
Spannungsdetektion angeordnet sind.

14. Körperfett-Messvorrichtung nach Anspruch 8, bei
der die Elektroden (11, 11a, 11b) und der optische
Sensor (21, 22, 23) auf einem bandförmigen Halte-
rungselement (7) angeordnet sind, der an dem Tail-
lenteil der Person angebracht ist, und das Halte-
rungselement (7) eine Druckeinstelleinrichtung, ein
Rohr (71) und eine Pumpe (72) zur Einstellung des
Druckes aufweist, wenn es an dem Taillenteil der
Person (5) angebracht ist.

Revendications

1. Dispositif de mesure de graisse corporelle pour me-
surer la quantité de graisse viscérale d’un sujet (5)
comprenant :

une pluralité d’électrodes (11, 11a, 11b) mises
en contact avec une partie de la taille du sujet ;
des moyens de mesure d’impédance (1, 13)
pour mesurer une impédance entre les électro-
des (11, 11a) ;
un capteur optique (21) constitué d’une section
d’application de lumière (22) pour appliquer une
lumière à la partie de la taille du sujet et d’une
section de réception de lumière (23) pour rece-
voir la lumière réfléchie ;
des moyens de mesure d’épaisseur de graisse
sous-cutanée (2, 24) pour mesurer une épais-
seur de graisse sous-cutanée du sujet sur la ba-
se d’une valeur détectée par le capteur optique
(21) ; et
des moyens de calcul de graisse corporelle (3)
pour calculer la quantité de graisse viscérale en
soustrayant la quantité de graisse sous-cutanée
basée sur l’épaisseur de graisse sous-cutanée
mesurée par les moyens de mesure d’épaisseur
de graisse sous-cutanée d’une quantité totale
de graisse du sujet qui est obtenue à partir de
l’impédance mesurée par les moyens de mesu-
re d’impédance, caractérisé par
la pluralité d’électrodes (11) comportant une pai-
re d’électrodes de conduction (11a) pour la me-
sure d’impédance opposées l’une à l’autre sur
la partie de la taille et une paire d’électrodes
conductrices (11b) pour la détection de tension
opposées l’une à l’autre sur la partie de la taille
tout en étant sous conduction ; et
les électrodes conductrices (11b) pour la détec-
tion de tension étant situées à côté des électro-
des de conduction (11a) correspondantes pour

la mesure d’impédance, ou contiguës à celles-
ci.

2. Dispositif de mesure de graisse corporelle selon la
revendication 1, dans lequel la pluralité d’électrodes
(11) consiste en plusieurs ensembles d’électrodes
(11a, 11b, 15a, 15b) mises en contact avec différen-
tes positions opposées sur la partie de la taille du
sujet.

3. Dispositif de mesure de graisse corporelle selon la
revendication 2, dans lequel les moyens de mesure
d’impédance (13) mesurent l’impédance entre les
électrodes (11a, 11a) dans deux dimensions en
commutant plusieurs ensembles d’électrodes en sé-
rie temporelle.

4. Dispositif de mesure de graisse corporelle selon la
revendication 1, dans lequel le capteur optique (21)
applique une lumière à différentes positions sur la
partie de la taille du sujet et reçoit la lumière réfléchie
de manière à mesurer l’épaisseur de graisse sous-
cutanée à la pluralité de positions.

5. Dispositif de mesure de graisse corporelle selon la
revendication 1, dans lequel un élément de support
(7) fixé le long de la circonférence de la partie de la
taille du sujet (5) est prévu et le capteur optique (21)
peut se déplacer par rapport à l’élément de support
(7).

6. Dispositif de mesure de graisse corporelle selon la
revendication 1, dans lequel les électrodes (11, 11a,
11b) et le capteur optique (21, 22, 23) sont rassem-
blés en un endroit de sorte que les capteurs optiques
(22, 23) soient disposés entre une électrode de con-
duction (11a) pour la mesure d’impédance et une
électrode conductrice (11b) pour la détection de ten-
sion.

7. Dispositif de mesure de graisse corporelle selon la
revendication 1, dans lequel les électrodes (11, 11a,
11b) et le capteur optique (21, 22, 23) sont disposés
sur un élément de support (7) en forme de bande
fixé à la partie de la taille du sujet et l’élément de
support (7) comporte des moyens d’ajustement de
pression, un tube (71) et une pompe (72), pour ajus-
ter la pression lorsqu’il est fixé à la partie de la taille
du sujet (5).

8. Dispositif de mesure de graisse corporelle selon la
revendication 1, dans lequel la pluralité d’électrodes
consiste en une paire d’électrodes conductrices de
courant (15a, 15a) et une paire d’électrodes (15b,
15b) pour la détection de tension, et les moyens de
mesure d’impédance (13) mesurent une impédance
de la partie de la taille sur la base d’un courant cir-
culant entre les électrodes conductrices de courant
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(15a, 15a) et d’une tension entre les électrodes (15b,
15b) pour la détection de tension.

9. Dispositif de mesure de graisse corporelle selon la
revendication 7, dans lequel la pluralité d’électrodes
consiste en plusieurs ensembles d’électrodes mises
en contact avec différentes positions opposées sur
la partie de la taille du sujet.

10. Dispositif de mesure de graisse corporelle selon la
revendication 8, dans lequel les moyens de mesure
d’impédance (1, 13) mesurent l’impédance entre des
électrodes dans deux dimensions en commutant
plusieurs ensembles d’électrodes en série tempo-
relle.

11. Dispositif de mesure de graisse corporelle selon la
revendication 8, dans lequel le capteur optique (21)
applique une lumière à différentes positions sur la
partie de la taille du sujet et reçoit la lumière réfléchie
de manière à mesurer l’épaisseur de graisse sous-
cutanée à la pluralité de positions.

12. Dispositif de mesure de graisse corporelle selon la
revendication 8, dans lequel un élément de support
(7) fixé le long de la circonférence de la partie de la
taille du sujet est prévu et le capteur optique (21)
peut se déplacer par rapport à l’élément de support
(7).

13. Dispositif de mesure de graisse corporelle selon la
revendication 8, dans lequel les électrodes (11, 11a,
11b) et le capteur optique (21, 22, 23) sont rassem-
blés en un endroit de sorte que les capteurs optiques
(22, 23) soient disposés entre une électrode de con-
duction (11a) pour la mesure d’impédance et une
électrode conductrice (11b) pour la détection de ten-
sion.

14. Dispositif de mesure de graisse corporelle selon la
revendication 8, dans lequel les électrodes (11, 11a,
11b) et le capteur optique (21, 22, 23) sont disposés
sur un élément de support (7) en forme de bande
fixé à la partie de la taille du sujet et l’élément de
support (7) comporte des moyens d’ajustement de
pression, un tube (71) et une pompe (72), pour ajus-
ter la pression lorsqu’il est fixé à la partie de la taille
du sujet (5).
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