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(57)  A  word  processor  with  a  display.  Normally 
characters  are  display  on  the  display  in  the 
same  form  as  the  characters  will  appear  in  when 
printed  out.  However,  characters  to  be  provided 
with  an  enhancement  feature,  but  which  are 
determined,  based  on  the  type  of  character 
enhancement  and  on  the  display  character  size, 
to  be  impossible  to  effectively  display  on  the 
display  with  the  enhancement  feature,  are  dis- 
played  in  a  manner  that  allows  an  operator  to 
recognize  which  characters  are  provided  with 
enhancement  features,  but  which  can  not  be 
effectively  displayed. 
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BACKGROUND  OF  THE  INVENTION 

1.  Field  of  the  Invention 

The  present  invention  relates  to  a  word  processor 
capable  of  printing  characters,  such  as  alphanumeric 
characters  and  symbols,  with  one  or  more  character 
modifications  or  enhancements,  such  as  underline, 
shadow,  bold,  italic,  and  the  like,  and  more  particular- 
ly  to  the  word  processor  having  a  display  and  a  dis- 
play  function  for  displaying  characters  with  character 
enhancement  so  as  to  appear  the  same  on  the  display 
as  when  printed  out. 

2.  Description  of  the  Related  Art 

There  has  been  known  a  conventional  word  proc- 
essor  for  producing  text  with  alphanumeric  charac- 
ters,  symbols,  and  the  like  (referred  to  as  characters 
hereinafter)  in  the  Japanese  language,  the  English 
language,  and  the  like.  The  word  processor  includes 
basically  a  display  capable  of  displaying  several  rows 
of  text  data,  a  keyboard,  and  a  print  mechanism  hav- 
ing  a  dot  print  type  print  head.  Text  data  of  inputted 
characters  is  displayed  on  the  display  in  the  form  of 
dot  matrixes  at  a  predetermined  character  size.  When 
the  inputted  text  data  is  to  be  printed,  the  text  data  is 
printed  on  a  print  sheet  based  on  preset  format  infor- 
mation  that  includes  the  size  of  print  characters,  the 
inter-character  pitch,  and  the  row  spacing. 

Such  word  processors  have  a  layout  display  func- 
tion  for  showing  the  layout  of  inputted  text  data.  Re- 
cently,  some  word  processors  have  a  print  image  dis- 
play  function  added  to  the  layout  display  function  so 
that  images  of  characters  are  displayed  on  the  display 
in  the  same  form  as  the  characters  will  appear  in 
when  printed  out. 

Using  this  print  image  display  function,  a  print  im- 
age  of  a  character  will  be  displayed  on  the  display 
based  on  a  preset  inter-character  pitch  and  row  spac- 
ing,  and  at  a  character  display  size  that  corresponds 
to  the  preset  character  print  size.  Also,  when  optional 
character  enhancement  commands  are  provided  in 
text  data,  the  characters  to  be  enhanced  are  dis- 
played  on  the  display  as  their  printed  image  would  ap- 
pear,  that  is,  as  enhanced  characters  according  to  the 
type  of  character  enhancement  included  in  the  text 
data.  Examples  of  character  enhancement  include 
outline,  bold  print,  shadow  (refer  to  Fig.  1A),  shadow- 
added  (refer  to  Fig.  1B),  italics,  and  underline.  Some- 
time  characters  can  not  be  effectively  displayed  in  en- 
hanced  form.  For  example,  when  characters  are  to  be 
printed  at  a  small  size,  and  therefore  will  be  displayed 
at  a  small  size,  then  enhanced  form  of  character  be- 
comes  illegible.  Another  example  of  ineffective  dis- 
play  would  be  when  some  enhancement  features, 
such  as  outline  or  shadow-added,  become  indiscern- 
ible  on  the  display  when  characters  are  displayed  at 

a  small  size. 

SUMMARY  OF  THE  INVENTION 

5  It  is  therefore,  an  object  of  the  present  invention 
to  overcome  the  above-described  drawbacks,  and  to 
provide  a  word  processor  with  an  improved  image  dis- 
play  function  wherein  only  enhanced  characters  that 
can  be  effectively  displayed  will  be  displayed  on  the 

10  screen  as  print  images. 
It  is  a  further  object  of  the  present  invention  to 

provide  an  improved  image  display  function  wherein 
characters  that  can  not  be  effectively  displayed  on 
the  screen  if  displayed  with  the  enhancement  feature 

15  are  displayed  in  a  fashion  which  allows  an  operator  to 
realize  the  character  can  not  be  effectively  displayed 
with  the  enhancement  feature. 

In  order  to  attain  the  above-described  objectives, 
a  word  processor  according  to  the  present  invention 

20  includes  a  display  dot  pattern  data  memory  means  for 
storing  display  dot  pattern  data  that  corresponds  to 
each  of  the  plurality  of  characters;  an  input  means  for 
inputting  a  variety  of  commands  and  characters  of  the 
plurality  of  characters;  a  data  memory  means  forstor- 

25  ing  data  that  represents  the  inputted  characters  in- 
putted  through  the  input  means;  a  character  format 
setting  means  for  setting  a  character  size  with  which 
the  inputted  characters  represented  by  data  in  the 
data  memory  means  are  to  be  printed  and  for  setting 

30  a  type  of  character  enhancement  with  which  the  in- 
putted  characters  represented  by  data  in  the  data 
memory  means  are  to  be  printed;  a  display  dot  image 
production  means  for  retrieving,  from  the  display  dot 
pattern  data  memory  means,  display  dot  pattern  data 

35  that  corresponds  to  the  inputted  characters  repre- 
sented  by  the  data  in  the  data  memory  means,  and  for 
producing  enhanced  display  dot  image  data  for  the  in- 
putted  characters  with  the  type  of  character  enhance- 
ment  set  by  the  character  format  setting  means;  adis- 

40  play  means  for  receiving  and  displaying  enhanced 
display  dot  image  data  produced  by  the  display  dot 
image  production  means;  an  enhanced  character  ef- 
fective  display  determination  means  for  determining 
whether  each  of  the  inputted  characters  with  charac- 

45  ter  enhancement  can  be  effectively  displayed  by  the 
display  means  based  on  the  type  of  character  en- 
hancement  set  for  each  of  the  inputted  characters  by 
the  character  format  setting  means  and  based  on  a 
display  character  size  for  each  of  the  inputted  char- 

50  acter,  the  display  character  size  corresponding  to  the 
character  size  set  by  the  character  format  means;  and 
an  enhanced  display  cancellation  means  for  receiving 
output  from  the  enhanced  character  effective  display 
determination  means  and  canceling  production  in  the 

55  display  dot  image  production  means  of  enhanced  dis- 
play  dot  image  data  for  the  inputted  characters  deter- 
mined  by  the  enhanced  character  effective  display 
determination  means  to  be  impossible  to  effectively 
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display  in  enhanced  form. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

The  above  and  other  objects,  features  and  ad-  5 
vantages  of  the  invention  will  become  more  apparent 
from  reading  the  following  description  of  the  preferred 
embodiment  taken  in  connection  with  the  accompa- 
nying  drawings  in  which: 

Fig.  1  A  is  an  exemplary  view  showing  shadow  10 
characters; 
Fig.  1B  is  an  exemplary  view  showing  shadow- 
added  characters; 
Fig.  2  is  a  perspective  view  of  a  tape  printer  ac- 
cording  to  preferred  embodiments  of  the  present  15 
invention; 
Fig.  3A  is  a  schematic  plan  view  of  a  print  mech- 
anism  employed  in  the  tape  printer,  with  a  tape 
cassette  loaded  therein; 
Fig.  3B  is  a  schematic  sectional  view  taken  along  20 
a  line  IIIB-IIIB  of  Fig.  3A; 
Fig.  4  is  a  block  diagram  of  the  control  system  in 
the  tape  printer; 
Fig.  5  is  a  table  showing  data  included  in  a  char- 
acter  size  conversion  table  stored  in  a  ROM  of  the  25 
control  system  shown  in  Fig.  4; 
Fig.  6  is  a  flowchart  showing  basic  steps  in  a  tape 
print  routine  of  the  preferred  embodiments; 
Fig.  7  is  a  flowchart  showing  basic  steps  in  a  print 
image  display  process  control  routine  of  the  pre-  30 
ferred  embodiments; 
Fig.  8  is  a  flowchart  showing  basic  steps  in  a  for- 
mat  information  change  routine  of  the  preferred 
embodiments; 
Fig.  9  is  a  flowchart  showing  basic  steps  in  a  dis-  35 
play  image  generation  control  routine  according 
to  a  first  preferred  embodiment; 
Fig.  10  is  a  schematic  view  showing  a  text  mem- 
ory  of  the  tape  printer  with  various  text  data  and 
format  information  data  stored  therein;  40 
Fig.  11  is  a  schematic  view  showing  display  of 
characters  according  the  first  preferred  embodi- 
ment  when  data  is  stored  in  the  text  memory  as 
shown  in  Fig.  10; 
Fig.  12  is  a  schematic  view  showing  the  text  45 
memory  with  other  text  data  and  format  informa- 
tion  data  stored  therein; 
Fig.  13  is  a  schematic  view  showing  display  of 
characters  according  the  first  preferred  embodi- 
ment  when  data  is  stored  in  the  text  memory  as  50 
shown  in  Fig.  12; 
Fig.  14  is  a  flowchart  showing  basic  steps  in  a  dis- 
play  image  generation  control  routine  according 
to  a  second  preferred  embodiment; 
Fig.  15  is  a  schematic  view  showing  display  of  55 
characters  according  to  an  example  of  the  sec- 
ond  preferred  embodiment  when  data  is  stored  in 
the  text  memory  as  shown  in  Fig.  10; 

Fig.  16  is  a  schematic  view  showing  display  of 
characters  according  to  another  example  of  the 
second  preferred  embodiment  when  data  is  stor- 
ed  in  the  text  memory  as  shown  in  Fig.  10; 
Fig.  17  is  a  schematic  view  showing  display  of 
characters  according  to  a  further  example  of  the 
second  preferred  embodiment  when  data  is  stor- 
ed  in  the  text  memory  as  shown  in  Fig.  10;  and 
Fig.  18  is  a  schematic  view  showing  display  of 
characters  according  to  still  another  example  of 
the  second  preferred  embodiment  when  data  is 
stored  in  the  text  memory  as  shown  in  Fig.  10. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENTS 

A  word  processor  according  to  preferred  embodi- 
ments  of  the  present  invention  will  be  described  while 
referring  to  the  accompanying  drawings  wherein  like 
parts  and  components  are  designated  by  the  same 
reference  numerals  to  avoid  duplicating  description. 
In  the  preferred  embodiments,  the  present  invention 
is  applied  to  a  tape  printer  capable  of  printing  various 
alphanumeric  letters,  symbols,  and  bar  codes  (refer- 
red  to  generically  as  characters  hereinafter)  onto  a 
print  tape. 

As  shown  in  Fig.  2,  in  a  word  processor  according 
to  a  first  preferred  embodiment  of  the  present  inven- 
tion,  a  keyboard  3  is  disposed  in  front  of  a  body  frame 
2  of  a  tape  printing  apparatus  1  ,  a  printing  mechanism 
PM  is  provided  atthe  rear  of  the  keyboard  3  and  within 
the  body  frame  2,  and  a  liquid  crystal  display  22  ca- 
pable  of  displaying  inputted  characters  as  print-like 
images  is  disposed  just  behind  the  keyboard  3.  The 
display  unit  22  has  a  screen  composed  on  32  dots  in 
the  vertical  direction  high  and  121  dots  in  the  horizon- 
tal.  A  release  button  4  is  provided  for  opening  a  cover 
frame  6  when  a  tape  containing  cassette  CS  is  to  be 
loaded  in  the  or  removed  from  a  printing  mechanism 
PM 

On  the  keyboard  3  there  are  arranged  a  variety 
of  keys  as  character  keys  for  inputting  characters  of 
a  desired  text  to  be  printed;  a  space  key;  a  return  key; 
cursor  moving  keys  for  moving  a  rectangular  cursor  K 
horizontally  and  vertically  on  the  display  22;  format 
setting  keys  for  changing  and  setting  format  informa- 
tion  on  character  enhancement,  the  character  size  at 
which  characters  are  to  be  printed,  and  the  like;  an  en- 
ter  key  for  entering  each  of  various  setting  processes; 
a  print  key  for  commanding  printing  operations;  and 
a  power  key  for  turning  power  on  and  off. 

The  printing  mechanism  PM  will  be  described  in 
detail  while  referring  to  Fig.  3A.  The  rectangular,  tape 
containing  cassette  CS  is  removably  loaded  in  the 
printing  mechanism  PM.  Within  the  tape  containing 
cassette  CS,  there  are  rotatably  provided  a  tape  spool 
8  around  which  a  transparent  laminate  film  7  is 
wound;  a  ribbon  supply  spool  10  around  which  a  print 
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ribbon  9  is  wound;  a  take-up  spool  11  for  taking  up  the 
print  ribbon  9;  a  supply  spool  13  around  which  a  dou- 
ble  coated  tape  12  with  the  same  width  as  the  lamin- 
ate  film  7  is  wound  with  its  peel-off  paper  on  the  out- 
side;  and  a  joining  roller  14  for  adhering  the  double- 
coated  tape  12  to  the  laminate  film  7.  The  double- 
coated  tape  12  includes  a  base  tape,  on  both  sides  of 
which  are  formed  adhesive  layers,  and  a  peel-off  pa- 
per  attached  to  the  adhesive  layer  on  one  side  of  the 
base  tape. 

A  thermal  head  15  is  installed  upright  in  the  pos- 
ition  where  the  laminate  film  7  and  the  print  ribbon  9 
overlap  each  other.  A  platen  roller  16,  for  pressing  the 
laminate  film  7  and  the  print  ribbon  9  against  the  ther- 
mal  head  1  5,  and  a  feed  roller  1  7,  for  pressing  the  lam- 
inate  film  7  and  the  double  coated  tape  1  2  against  the 
joining  roller  14  to  thereby  form  the  print  tape  19,  are 
pivotally  supported  for  rotation  on  a  support  member 
18  which  is  pivotally  rotatably  mounted  on  the  body 
frame  2.  On  the  thermal  head  15,  there  is  provided  a 
group  of  heating  elements  formed  of  a  train  of  128 
heating  elements  arranged  in  the  vertical  direction. 

Accordingly,  when  electric  current  is  passed 
through  the  heating  elements  while  the  joining  roller 
14  and  the  take-up  spool  11  are  driven  in  their  prede- 
termined  rotation  directions  in  synchronism  with  each 
other  by  rotation  of  a  tape  feed  motor  45  (refer  to  Fig. 
4)  in  its  predetermined  rotating  direction,  characters 
are  printed  on  the  laminate  film  7  using  plural  trains 
of  dots.  Then,  the  double  coated  tape  12  is  attached 
to  the  laminate  film  7  and  the  tape  is  fed,  as  the  print 
tape  19,  in  the  tape  feeding  direction  A  to  be  dis- 
charged  from  the  body  frame  2  as  shown  in  Figs.  2 
and  3.  Details  of  the  printing  mechanism  PM  are  de- 
scribed  in  United  States  Patent  No.  5,188,469,  the 
disclosure  of  which  is  hereby  incorporated  by  refer- 
ence. 

Referring  to  Fig.  3A,  a  manual  cutting  mechanism 
30  for  cutting  the  print  tape  1  9  will  be  described  in  de- 
tail  below.  Just  inside  the  body  frame  2,  there  is  pro- 
vided  a  plate-formed  auxiliary  frame  31  in  an  upright 
posture  and  a  stationary  blade  32  that  is  fixedly  at- 
tached  to  the  auxiliary  frame  31  so  as  to  face  in  an 
upward  direction.  An  operating  lever  34  extended  in 
the  direction  from  front  to  rear  is  rotatably  supported 
at  its  portion  closer  to  the  front  end  of  the  tape  printer 
on  a  pivot  shaft  33  that  is  fixedly  attached  to  the  aux- 
iliary  frame  31  .  A  movable  blade  35  is  fixedly  attach- 
ed  to  the  operating  lever  34  in  front  of  the  pivot  shaft 
33  such  that  it  opposes  the  stationary  blade  32.  The 
rear  end  portion  of  the  operating  lever  34  is  struc- 
tured  so  as  to  be  vertically  swingable  via  a  swing  drive 
mechanism  (not  shown)  that  is  coupled  to  a  cutting 
motor  46  (see  Fig.  4).  Normally,  the  movable  blade  35 
is  held  apart  from  the  stationary  blade  32. 

The  print  tape  19  having  text  printed  thereon 
passes  through  the  space  between  the  stationary 
blade  32  and  the  movable  blade  35  and  sticks  out  of 

the  body  frame  2.  Then,  a  cut  signal  drives  the  cutting 
motor  46  to  cause  the  swing  drive  mechanism  to  vert- 
ically  swing  the  rear  end  of  the  operation  level  34.  The 
swinging  motion  causes  the  moving  blade  35  to  ap- 

5  proach  the  fixed  blade  32  so  as  to  cut  the  print  tape 
19. 

The  print  tape  19  to  be  fed  from  the  tape  contain- 
ing  cassette  CS  (i.e.,  the  double-coated  tape  12  and 
the  laminate  film  7  mounted  in  the  cassette  CS)  is 

10  provided  in  five  different  widths:  6  mm,  9  mm,  12  mm, 
18  mm,  and  24  mm.  On  the  bottom  wall  of  each  tape 
containing  cassette  CS,  there  is  provided  a  projecting 
piece  20.  The  projecting  piece  20  formed  on  each 
tape  cassette  CS  is  for  indicating  a  tape  width  of  a 

15  tape  19  i.e.,  the  width  of  the  double-coated  tape  12 
and  the  laminate  film  7  that  is  mounted  in  the  cassette 
CS.  Because  the  tape  width  is  one  of  the  five  tape 
widths,  the  projecting  piece  20  formed  on  each  tape 
cassette  CS  is  formed  with  four  projecting  claws  for 

20  distinguishing  in  combination  one  from  the  five  tape 
widths. 

As  shown  in  Fig.  3B,  a  cassette  sensor  42  is  pro- 
vided  on  the  body  frame  2  at  a  position  with  which  the 
projecting  piece  20  of  the  tape  cassette  CS  will  be 

25  brought  into  confrontation  when  the  tape  cassette  CS 
is  loaded  in  the  printing  mechanism  portion  PM.  The 
cassette  sensor  42  is  for  detecting  the  condition  of  the 
projecting  claws  of  the  projecting  piece  20  to  thereby 
detect  the  tape  width  of  a  tape  19  housed  in  the  tape 

30  cassette  CS  that  is  loaded  in  the  printing  mechanism 
portion  PM. 

The  cassette  sensor  42  is  made  from  four  photo- 
couplers  S,  each  having  a  light-emitting  diode  paired 
with  a  photodetector.  Each  of  the  four  photocouplers 

35  is  located  at  a  position  capable  of  receiving  a  corre- 
sponding  projecting  claw  of  the  projecting  piece  20. 
Each  photosensor  is  therefore  for  detecting  whether 
or  not  the  corresponding  projecting  claw  is  inserted 
between  the  light-emitting  diode  and  the  photodetec- 

40  tor.  Illustratively,  the  cassette  sensor  42  outputs  a 
cassette  signal  "0100"  for  a  tape  width  of  24  mm,  a 
cassette  signal  "1100"  for  a  tape  width  of  12  mm,  or 
a  cassette  signal  "0000"  when  not  tape  cassette  CS 
is  mounted. 

45  The  control  system  of  the  tape  printing  apparatus 
1  is  constituted  as  shown  in  the  block  diagram  of  Fig. 
4. 

A  control  unit  C  includes  a  CPU  52  and  a  I/O  in- 
terface  50,  a  display  CG  (character  generator)  ROM 

so  53,  a  print  CG  (character  generator)  ROM  54,  a  ROM 
55  and  a  RAM  60  which  are  connected  to  the  CPU  52 
via  a  bus  51  such  as  a  data  bus. 

The  I/O  interface  50  of  the  control  unit  C  is  con- 
nected  to  the  keyboard  3;  the  cassette  sensor  42;  an 

55  LCD  controller23,  with  a  video  RAM  24,  foroutputting 
display  data  to  the  LCD  unit  22;  a  driving  circuit  44  for 
activating  an  alarm  buzzer  43;  a  driving  circuit  47  for 
driving  the  thermal  head  15;  a  driving  circuit  48  for 

4 
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driving  the  tape  feed  motor  45;  and  a  driving  circuit  49 
for  driving  the  cutting  motor  46. 

The  display  CGROM  53  stores  display  dot  pat- 
tern  data  with  respect  to  code  data  of  each  of  a  plur- 
ality  of  characters  at  each  of  six  display  character  si- 
zes  (that  is,  7,  10,  16,  21,  32,  and  32  big  dot)  for  each 
of  a  plurality  of  fonts  (such  as  Gothic,  Ming  type,  etc). 
The  display  character  size  defined  as  the  32  big  dot 
is  a  display  character  size  that  allows  display  of  cer- 
tain  characters,  that  do  not  extend  below  the  charac- 
ter  base  line,  at  a  size  larger  than  the  standard  32-dot 
character  size.  Capital  alphabetic  letters  are  an  ex- 
ample  of  characters  to  which  32  big  dot  display  char- 
acter  size  can  be  applied. 

The  print  CGROM  54  stores  print  dot  pattern  data 
with  respect  to  code  data  of  each  of  a  plurality  of  char- 
acters  at  each  of  seven  print  character  sizes  (i.e.,  6- 
point  16-dot,  10-point  24-dot,  13-point  32-dot,  19- 
point  48-dot,  26-point  64-dot,  38-point  96-dot  sizes, 
and  44-point  96-big-dot)  for  each  of  the  plurality  of 
fonts.  The  display  character  size  defined  as  44-point, 
96-big-dot  size  is  a  display  character  size  that  allows 
display  of  certain  characters,  that  do  notextend  below 
the  character  base  line,  at  a  size  larger  than  the  stan- 
dard  96-dot  character  size.  Capital  alphabetic  letters 
are  an  example  of  characters  to  which  44-point,  96- 
big-dot  print  character  size  can  be  applied. 

The  ROM  55  contains  a  display  drive  control  pro- 
gram;  a  character  enhancement  control  program;  a 
print  drive  control  program;  and  a  tape  print  control 
program.  The  display  drive  control  program  controls 
the  LCD  controller  23  in  response  to  the  code  data  for 
the  characters  that  are  inputted  from  the  keyboard  3. 
The  character  enhancement  control  program  is  for 
providing  characters  with  a  variety  of  character  mod- 
ifications  or  enhancements.  The  print  drive  control 
program  drives  the  thermal  head  15  and  tape  feed 
motor  45  by  consecutively  retrieving  data  from  a  print 
data  buffer  66.  The  tape  print  control  program  is  spe- 
cific  to  this  invention  and  will  be  described  later  in 
more  detail. 

A  character  size  conversion  table  TB1  depicted  in 
Fig.  5  is  stored  in  the  ROM  55.  The  character  size  con- 
version  table  TB1  lists  print  character  sizes  SZ  in  cor- 
respondence  with  display  character  sizes  at  which 
characters  should  be  displayed  when  characters  are 
to  be  printed  at  a  corresponding  print  character  size. 

The  ROM  55  also  contains  a  print  character 
search  table  and  a  print  character  index  table  (both 
not  shown).  The  print  character  search  table  lists  sev- 
en  print  character  sizes  in  correspondence  with  start 
addresses  (index  addresses)  in  the  print  CGROM  54 
where  print  dot  pattern  data  is  stored  for  a  series  of 
characters  for  each  of  the  seven  print  character  sizes. 
The  print  character  index  table  lists  the  above  index 
addresses  in  correspondence  with  those  start  ad- 
dresses  in  the  print  CG  ROM  54  where  various  char- 
acters  are  stored. 

Furthermore,  the  ROM  55  includes  a  display 
character  search  table  and  a  display  character  index 
table  (both  not  shown).  The  display  character  search 
table  lists  six  display  character  sizes  in  correspon- 

5  dence  with  those  start  addresses  (index  addresses) 
in  the  display  CGROM  53  where  display  dot  pattern 
data  are  stored  about  a  series  of  characters  for  each 
of  the  six  display  character  sizes.  The  display  charac- 
ter  index  table  lists  the  above  index  addresses  in  cor- 

10  respondence  with  those  start  addresses  in  the  display 
CG  ROM  53  where  various  characters  are  stored. 

A  text  memory  61  in  the  RAM  60  accommodates 
text  data  input  from  the  keyboard  3.  A  parameter  buf- 
fer  62  stores  a  start  address  pointer  value  SP  for  des- 

15  ignating  a  start  address  in  the  text  memory  61  ,  an  end 
address  pointer  value  EP  for  designating  an  end  ad- 
dress  in  the  text  memory  61  ,  a  data  count  value  DC, 
character  enhancement  data  MD,  and  print  character 
size  data  SZ.  Adisplay  character  size  memory  63  con- 

20  tains  data  about  the  selected  display  character  size. 
A  location  data  memory  64  stores  data  about  the  dis- 
play  locations  in  a  display  data  buffer  65  regarding  va- 
rious  characters  to  be  displayed.  The  display  data 
buffer  65  accommodates  composed  display  dot  pat- 

25  tern  data  about  a  plurality  of  inputted  characters.  The 
print  data  buffer  66  contains  composed  print  dot  pat- 
tern  data  about  a  plurality  of  characters  to  be  printed. 
The  RAM  60  is  also  provided  with  a  work  memory  67. 

The  tape  print  control  routine  executed  by  the 
30  control  unit  C  of  the  tape  printing  apparatus  1  will  be 

described  below  with  reference  to  the  flowcharts  in 
Figs.  6  through  9.  In  the  figures,  Si  (i  =  1  0,  1  1  ,  12,  etc.) 
represents  individual  steps. 

Operating  the  power  key  on  the  keyboard  3  starts 
35  the  control  routine.  Starting  the  routine  clears  the 

memories  61  through  66  in  the  RAM  60  and  initializes 
the  print  mechanism  PM  (S10).  Then,  the  first  two 
bytes  of  the  text  memory  61  are  loaded  with  the  stan- 
dard  format  information.  The  LCD  unit  22  displays  a 

40  text  input  screen.  This  screen  includes  a  cursor  K  hav- 
ing  the  same  as  the  display  character  size.  The  dis- 
play  character  size  corresponds  to  the  print  character 
size  defined  by  the  standard  format  information 
(S11).  When  the  standard  format  is  in  effect,  charac- 

45  ters  will  be  displayed  on  this  screen  with  the  same  ap- 
pearance  as  when  printed  out.  In  the  example  shown 
in  Fig.  10,  the  standard  format  information  stored  in 
the  first  two  bytes  of  the  text  memory  61  includes  the 
value  "0"  for  character  enhancement  data  (which  in 

so  this  example  means  no  enhancement  is  to  be  provid- 
ed  for  characters),  "Ming  type"  for  the  font  number 
data  FN,  and  "44  pt  (points)"  for  the  print  character 
size  SZ. 

A  print  image  display  process  is  then  carried  out, 
55  whereby  the  characters  and  symbols  held  in  the  text 

memory  61  are  displayed  in  print-like  images  (S12). 
This  process  will  be  discussed  later  in  more  detail. 

When  some  format  setting  key  is  operated  (i.e., 

5 
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513  and  S14are  YES),  then  a  format  information  set- 
ting  process  is  carried  out  in  S17.  Then,  the  control 
routine  proceeds  via  S12  toS13.  During  the  format  in- 
formation  setting  process,  the  LCD  unit  22  displays  a 
format  setting  screen  in  which  all  format  settings  in- 
cluding  the  character  enhancement  type,  the  print 
character  size,  and  font  name  may  be  designated. 
With  the  format  setting  screen  displayed,  the  cursor 
move  keys  are  operated  to  set  the  cursor  consecu- 
tively  at  positions  on  the  screen  for  setting  character 
enhancement  type,  print  character  size,  font  name, 
and  the  like.  At  each  item  to  which  the  cursor  is  set, 
appropriate  numeric  keys  are  operated  to  enter  the 
desired  setting,  after  which  the  enter  key  is  pressed. 
This  causes  the  format  information  including  the  nu- 
merically  set  character  enhancement  number  MD  and 
print  character  size  SZ  to  be  stored  in  the  text  memory 
61  as  updated  format  information. 

The  character  enhancements  can  be  set  to  "0" 
when  no  enhancement  is  desired,  to  "1  "  to  provide  un- 
derlining  to  characters,  to  "2"  for  providing  shadowing 
to  characters  (see  Fig.  1  A),  to  "3"  for  producing  char- 
acters  in  bold  print,  to  "4"  for  adding  italics  to  charac- 
ters,  to  "5"  for  producing  outline  characters,  to  "6"  for 
producing  shadow  characters  (see  Fig.  1B),  and  the 
like.  The  print  character  sizes  that  may  be  set  and 
their  corresponding  setting  numbers  are  "1"  for  6  pt, 
"2"  for  10  pt,  "3"  for  13  pt,  "4"  for  19  pt,  "5"  for  26  pt, 
"6"  for  38  pt,  and  "7"  for  44  pt.  For  example,  as  shown 
in  Fig.  10,  when  the  character  enhancement  number 
MD  is  changed  to  "5"  (i.e,  for  producing  outline  char- 
acters)  and  the  print  character  size  SZ  is  changed  to 
1  9  pt  before  the  text  data  is  inputted,  the  updated  for- 
mat  data  including  setting  information  updated  in  this 
way  is  stored  as  two  bytes  in  the  text  memory  61  suc- 
cessive  to  the  standard  format  information. 

Next,  when  a  printable  key,  such  as  a  key  repre- 
senting  a  character,  is  manipulated  (i.e.,  S13  is  YES, 
514  is  NO,  and  S15  is  YES),  text  data  storage  proc- 
esses  are  executed  for  storing  code  data  of  the  ma- 
nipulated  printable  key  in  the  text  memory  61  as  text 
data  (S18).  Then  the  print  image  display  control  rou- 
tine  is  executed  (S12). 

The  print  image  display  control  routine  (see  Fig. 
7)  will  now  be  described  in  detail.  Forthis  explanation, 
it  will  be  assumed  that  the  text  memory  61  stores  the 
standard  format  information,  the  first  updated  format 
information,  the  character  string  ABCDEF,  a  return 
code  for  changing  rows  on  which  text  is  produced,  the 
second  updated  format  information,  and  other  data  as 
shown  in  Fig.  10. 

When  this  control  routine  is  started,  data  in  the 
text  memory  61  is  searched  out  successively  from  the 
start  address.  The  locations  in  the  display  data  buffer 
65  where  display  dot  pattern  data  for  each  of  the  char- 
acters  to  be  displayed  should  be  developed  are  deter- 
mined  based  on  the  format  information,  character 
codes,  and  return  codes.  The  location  data  is  placed 

into  the  location  data  memory  64  (S30).  The  location 
data  is  determined  illustratively  as  follows:  the  print 
locations  of  the  characters  are  first  obtained  based  on 
the  format  information,  character  codes,  return 

5  codes,  and  print  dot  pattern  data.  The  coordinates  of 
the  character  locations  are  then  multiplied  by  one 
third  to  determine  the  corresponding  display  loca- 
tions.  Next,  the  parameter  data  in  the  parameter 
memory  62  about  the  print  process  is  initialized  (S31). 

10  That  is,  in  the  parameter  memory  62,  the  start  ad- 
dress  of  the  text  memory  6  1  is  set  as  the  start  address 
pointer  value  SP  (see  Fig.  10);  the  address  next  to  the 
end  address  of  the  text  memory  61  (end  address  +  2) 
is  set  as  the  end  address  pointer  value  EP  (see  Fig. 

15  1  0);  the  initial  value  "0"  is  set  for  the  data  count  value 
DC;  the  initial  value  "0"  is  set  for  the  character  en- 
hancement  number  MD;  and  the  size  44  pt  is  set  for 
the  print  character  size  SZ. 

Because  the  format  information  and  the  charac- 
20  ter  code  are  each  composed  of  two  bytes,  data  of  the 

search  address  has  added  thereto  a  value  that  is  two 
times  the  data  count  value  DC  and  the  result  is  stored 
in  the  start  address  (S32).  When  the  data  stored  in  the 
start  address  is  format  information  (i.e.,  YES  in  S33), 

25  a  format  information  change  process  control  routine 
is  carried  out  (S35)  as  shown  in  Fig.  8. 

When  this  control  routine  is  started,  print  charac- 
ter  size  data  YSZ  contained  in  the  format  information 
is  retrieved  (S42).  When  the  retrieved  print  character 

30  size  YSZ  differs  from  the  print  character  size  SZ  in 
the  parameter  memory  62  (i.e.,  S43  is  NO),  the  print 
character  size  SZ  in  the  parameter  memory  62  is 
changed  to  the  retrieved  print  character  size  YSZ 
(S44).  When  the  print  character  size  SZ  in  the  para- 

35  meter  memory  is  the  same  as  the  retrieved  print  char- 
acter  size  YSZ  (i.e.,  S43  is  YES),  the  program  pro- 
ceeds  to  S43. 

Next,  the  character  enhancement  number  data 
YMD  stored  in  the  format  information  is  retrieved 

40  (S45).  When  the  retrieved  character  enhancement 
number  data  YMD  differs  from  the  character  en- 
hancement  number  MD  in  the  parameter  memory  62 
(i.e.,  S46  is  NO),  the  character  enhancement  number 
MD  in  the  parameter  memory  62  is  changed  to  the  re- 

45  trieved  character  enhancement  number  data  YMD 
(S47)  and  the  program  proceeds  to  S48.  Next,  other 
format  information  is  searched.  In  the  same  manner, 
retrieved  data  that  differs  is  changed  to  the  format 
value  in  the  text  memory  61  and  newly  stored  in  the 

so  parameter  memory  62  (S48).  This  control  routine  is 
then  terminated  and  the  program  returns  to  S37  of  the 
printed  image  display  control  routine. 

Then,  in  the  print  image  display  control  routine, 
the  data  count  value  DC  is  then  incremented  by  1 

55  (S37).  If  the  search  address,  to  which  was  added  the 
doubled  data  count  value  DC,  fails  to  match  the  ad- 
dress  designated  by  the  end  address  pointer  value 
EP,  with  a  display  character  assumed  to  exist  in  the 

6 
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text  memory  61  (i.e.,  NO  in  S38),  S32  and  subsequent 
steps  are  again  carried  out. 

When  the  search  address  data  is  a  printable  char- 
acter  code  (i.e.,  S33  is  NO  and  S34  is  YES),  the  dis- 
play  image  generation  control  routine  (refer  to  Fig.  9) 
is  executed  (S36). 

When  this  program  is  started,  based  on  the  char- 
actersize  conversion  table  TB1  ,  the  display  character 
size  corresponding  to  the  print  character  size  SZ  in 
the  parameter  memory  is  retrieved  (S50).  Based  on 
this  display  character  size  and  the  display  character 
search  table,  the  index  address,  where  the  character 
and  symbol  dot  patterns  relating  to  that  display  char- 
acter  size  are  stored  in  the  display  CGROM  53,  is  re- 
trieved  (S51).  Based  on  this  index  address,  the  char- 
acter  code,  and  the  display  character  index  table,  the 
font  memory  address,  that  is,  the  start  storage  ad- 
dress  in  the  display  CGROM  53  of  that  character,  is 
retrieved  (S52).  The  display  dot  pattern  data  stored  in 
that  font  memory  address  is  read  out  of  the  display 
CGROM  53  and  stored  in  the  work  memory  67  (S53). 

Next,  when  the  character  enhancement  number 
is  not  0,  which  means  that  character  enhancement 
processes  are  to  be  executed  (i.e.,  S54  is  NO),  wheth- 
er  characters  can  be  effectively  displayed  with  the  en- 
hancement  feature  is  determined  based  on  the  type 
of  character  enhancement,  the  display  character  size, 
and  predetermined  determination  logic  (S55).  When 
it  is  determined  that  effective  display  of  enhanced 
characters  is  possible  (i.e.,  S56  is  YES),  character  en- 
hancement  processes  are  performed  for  the  type  of 
enhancement  indicated  by  the  character  enhance- 
ment  number  MD,  the  display  enhancement  dot  para- 
meter  data  processed  according  to  the  character  en- 
hancement  processes  is  newly  stored  in  the  work 
memory  67  (S57),  and  the  program  proceeds  to  S58. 
When  it  is  determined  that  display  of  the  enhanced 
character  would  be  ineffective,  for  example,  when 
characters  will  be  illegible  when  displayed  with  the 
enhancement  feature  or  when  the  enhancement  fea- 
ture  will  not  be  noticeable  when  the  characters  are 
displayed  (i.e.,  S56  is  NO),  in  the  same  manner  as 
when  S54  is  determined  as  YES,  the  program  pro- 
ceeds  to  S58  without  producing  enhanced  dot  pattern 
data  for  that  character.  The  display  dot  pattern  data 
stored  in  the  work  memory  67  is  stored  at  the  storage 
location  of  the  display  data  buffer  65  indicated  by  the 
location  data  of  that  character  stored  in  the  location 
information  memory  64  (S58).  Then  this  control  rou- 
tine  is  terminated  and  the  program  returns  to  S37  of 
the  print  image  display  control  routine. 

Next,  an  explanation  of  the  predetermined  deter- 
mination  logic  will  be  provided.  The  predetermined 
determination  logic  allows  determination  of  which 
characters  can  be  effectively  displayed  with  which 
enhancement  features  at  which  print  character  sizes 
SZ.  The  predetermined  determination  logic  can  be 
provided  in  table  form  or  attached  to  character  en- 

hancement  data.  In  this  preferred  embodiment,  shad- 
ow-added  characters  (characters  provided  with  en- 
hancement  type  number  2)  are  provided  with  logic 
that  allows  display  of  characters  set  with  a  print  char- 

5  acter  size  SZ  of  1  3  pt  or  greater.  Bold  print  characters 
(character  enhancement  type  number  3)  are  provided 
with  logic  that  allows  display  of  characters  set  with  a 
print  character  size  SZof  6  pt  or  greater.  Outline  char- 
acters  (character  enhancement  type  number  5)  are 

10  provided  with  logic  that  allows  display  of  characters 
set  with  a  character  size  SZ  of  1  3  pt  or  greater.  Shad- 
ow  characters  (character  enhancement  type  number 
6)  are  provided  with  logic  that  allows  display  of  char- 
acters  set  with  a  print  character  size  SZ  of  26  pt  or 

15  greater. 
Next,  after  S37  in  the  print  image  display  control 

routine,  when  the  address  in  the  start  address  (i.e,  the 
search  address  to  which  the  doubled  address  value 
of  the  data  count  value  DC  was  added)  matches  the 

20  address  indicated  by  the  end  address  pointer  value 
EP  (i.e.,  S38  is  YES),  the  display  dot  image  data  de- 
veloped  and  stored  in  the  display  data  buffer  65  is  out- 
putted  to  the  video  RAM  24  and  displayed  on  the  dis- 
play  22  (S39).  Then  this  control  routine  is  terminated 

25  and  the  program  returns  to  S1  3  of  the  tape  print  con- 
trol  routine. 

For  example,  when  the  string  of  text  codes  and 
format  information  are  stored  in  the  text  memory  61 
as  shown  in  Fig.  10,  the  outline  character  enhance- 

30  ment  type  and  the  1  9  pt  print  character  size  SZ  are  set 
to  the  character  string  ABCDEF.  According  to  the  de- 
termination  logic  described  previously,  under  these 
circumstances  the  characters  of  this  character  string 
can  be  effectively  displayed  in  outline  form.  There- 

35  fore,  the  character  string  ABCDEF  is  displayed  on  the 
display  22  as  outline  characters  as  shown  in  Fig.  11. 
The  character  string  ABCDEF  provided  with  the  out- 
line  character  enhancement  and  at  a  19  pts  character 
size  can  be  accurately  read  on  the  display  22.  Al- 

40  though,  the  two  rows  of  character  strings  HIJ  and 
KLM  are  also  set  with  the  outline  character  enhance- 
ment,  they  are  set  with  a  print  character  size  SZ  of 
only  10  pt.  According  to  the  determination  logic  de- 
scribed  previously,  under  these  circumstances  these 

45  character  strings  can  not  be  effectively  displayed  in 
the  form  of  an  outline.  Therefore,  the  character 
strings  HIJ  and  KLM  are  displayed  as  normal  charac- 
ters  and  not  in  outline  form. 

As  an  alternative  example,  when  the  train  of  for- 
50  mat  information,  text  codes,  and  the  like  stored  in  the 

text  memory  61  appears  as  in  Fig.  12,  two  rows  of 
character  strings  ABCDEF  and  HIJKLM  are  set  to  be 
outline  characters  with  a  print  character  size  SZ  of  1  9 
pt.  According  to  the  determination  logic  described 

55  previously,  these  character  strings  can  be  effectively 
displayed  in  outline  form.  Therefore,  the  two  rows  of 
character  strings  ABCDEF  and  HIJKLM  are  displayed 
on  the  display  22  as  outline  characters  as  shown  in 

7 
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Fig.  22.  The  thus  displayed  character  strings  ABC- 
DEF  and  HIJKLM  can  be  accurately  read. 

Next,  when  the  print  key  is  manipulated  during 
the  tape  print  control  routine  (i.e.,  S13  is  YES,  S14 
and  S15  are  NO,  and  S16  is  YES),  the  printing  proc- 
ess  control  routine  is  executed  (S1  9)  and  the  program 
returns  to  S12.  The  print  control  routine  is  a  normal 
print  control  routine,  so  will  be  explained  here  only 
briefly.  Format  information,  character  codes,  and  the 
like  are  sequentially  retrieved  from  the  text  memory 
61  .  Based  on  the  print  character  search  table  and  the 
print  character  index  table,  the  print  dot  pattern  data 
is  retrieved  from  the  print  CGROM  54  for  that  charac- 
ter  code,  developed,  composed,  and  stored  in  the 
print  data  buffer  66.  Print  dot  image  data  in  the  print 
data  buffer  66  is  outputted  to  the  print  mechanism  PM 
and  printing  is  performed  on  the  print  tape  19  accord- 
ingly. 

When  a  key  other  than  a  format  setting  key,  a 
printable  key,  or  the  print  key  is  manipulated  (i.e.,  S13 
is  YES  and  S14  through  S16  are  NO),  processes  ap- 
propriate  for  the  manipulated  key  are  executed  (S20) 
and  the  program  returns  to  S12. 

As  described  above,  when  enhanced  character 
display  dot  pattern  data  is  to  be  produced  for  display- 
ing  a  character  to  which  a  character  enhancement 
feature  is  set,  whetherthe  enhanced  charactercan  be 
effectively  displayed  on  the  display  is  determined 
based  on  a  predetermined  determination  logic,  the 
display  character  size,  and  the  type  of  character  en- 
hancement.  A  command  to  cancel  production  of  en- 
hanced  character  display  dot  pattern  data  is  output- 
ted  in  regards  to  those  characters  determined  to  be 
impossible  to  effectively  display  with  the  enhance- 
ment  feature.  Display  dot  pattern  data  is  produced  for 
the  character  without  the  character  enhancement  pro- 
vided.  On  the  other  hand,  for  those  characters  deter- 
mined  to  be  possible  to  effectively  display  with  the  en- 
hancement  feature,  no  command  is  outputted  to  can- 
cel  production  of  enhanced  character  display  dot  pat- 
tern  data  so  that  enhanced  character  display  dot  pat- 
tern  data  is  produced.  Therefore,  characters  that  will 
be  illegible  on  the  display  22  when  provided  with  a 
character  enhancement  are  displayed  as  normal 
characters  on  the  display  22.  Only  characters  that  will 
appear  legible  when  displayed  in  the  form  to  be  print- 
ed  are  selectively  displayed  with  the  appropriate  char- 
acter  enhancement.  Therefore,  the  image  display 
function  can  be  used  to  its  fullest  benefit. 

The  determination  logic  for  determining  whether 
effective  display  of  enhanced  characters  is  possible 
can  be  changed  from  the  example  given  in  the  first 
preferred  embodiment  as  appropriate  for  the  size  of 
the  display  screen  of  the  display  22,  the  dot  number 
making  up  the  display  dot  pattern  data,  and  the  like. 
Additionally,  the  print  character  size  can  be  deter- 
mined  from  the  tape  width  of  the  print  tape  19  and  the 
number  of  rows  of  inputted  characters.  Also,  the  pres- 

ent  invention  can  be  applied  to  various  types  of  word 
processors  which  include  a  keyboard,  a  display,  and 
a  printing  mechanism,  and  which  are  capable  of  char- 
acter  enhancement  processes. 

5  A  tape  printer  according  to  a  second  preferred 
embodiment  of  the  present  invention  is  similar  to  the 
tape  printer  described  in  the  first  preferred  embodi- 
ment  except  that  as  shown  in  Fig.  14  when  it  is  deter- 
mined  during  the  display  image  generation  control 

10  routine  that  effective  display  of  the  enhanced  charac- 
ter  is  impossible  (i.e.,  S56  is  NO),  before  proceeding 
to  S58,  the  routine  proceeds  to  S1  00  where  differen- 
tiation  dot  pattern  data,  for  displaying  the  character 
in,  for  example,  an  inverse  display,  is  produced  for  the 

15  character.  The  differentiation  dot  pattern  data  is  then 
stored  in  the  work  memory  67  in  place  of  the  previous- 
ly  stored  display  dot  pattern  data,  and  the  program 
proceeds  to  S58.  Subsequent  processes  are  carried 
out  as  described  in  the  first  preferred  embodiment. 

20  Differentiation  dot  pattern  data  when  displayed 
allows  an  operator  to  easily  recognize  which  charac- 
ters  are  provided  with  an  enhancement  feature,  but 
which  can  not  be  effectively  displayed  with  the  en- 
hancement  feature.  Differentiation  dot  pattern  data 

25  can  be  any  type  of  dot  pattern  data  which  creates  a 
display  image  that  allows  an  operator  to  make  this  dif- 
ferentiation. 

For  example,  characters  which  are  provided  with 
enhancement  features,  but  which  can  not  be  effec- 

30  tively  displayed  in  enhanced  form,  can  be  effectively 
displayed  with  white  and  dark  areas  inverted.  In  this 
case,  when  data  is  stored  in  the  text  memory  as 
shown  in  Fig.  10,  the  character  strings  HIJ  and  KLM 
will  be  displayed  as  shown  in  Fig.  15.  Inverse  display 

35  is  conspicuous  because  it  is  not  normally  used. 
Therefore,  inverse  display  draws  the  attention  of  the 
operator  and  makes  it  easy  for  the  operator  to  recog- 
nize  that  the  inversely  displayed  characters  will  be 
printed  out  with  an  enhancement  feature.  Differentia- 

te  tion  dot  pattern  data  for  producing  inverse  display  can 
be  produced  by  reversing  values  of  bits  that  consti- 
tute  the  display  dot  pattern  data  stored  in  the  work 
memory  67  (that  is,  changing  1  values  to  0  and  0  val- 
ues  to  1). 

45  Other  examples  of  differentiation  dot  pattern 
data  are  data  produced  so  as  to  display  characters 
with  an  overhead  line  above  the  characters  as  shown 
in  Fig.  16,  with  a  strike  out  mark  crossing  out  the  char- 
acters  as  shown  in  Fig.  17,  or  with  the  characters  in 

so  a  flashing  or  blinking  image  as  shown  in  Fig.  18. 
While  the  invention  has  been  described  in  detail 

with  reference  to  specific  embodiments  thereof,  it 
would  be  apparent  to  those  skilled  in  the  art  that  va- 
rious  changes  and  modifications  may  be  made  there- 

55  in  without  departing  from  the  spirit  of  the  invention, 
the  scope  of  which  is  defined  by  the  attached  claims. 
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Claims 

1  .  A  word  processor  for  producing  text  containing  a 
plurality  of  characters,  such  as  symbols  and  al- 
phanumeric  characters,  into  a  form  suitable  for  5 
printing,  the  word  processor  comprising: 

display  dot  pattern  data  memory  means 
for  storing  display  dot  pattern  data  that  corre- 
sponds  to  each  of  the  plurality  of  characters; 

input  means  for  inputting  a  variety  of  com-  10 
mands  and  characters  of  the  plurality  of  charac- 
ters; 

data  memory  means  for  storing  data  that 
represents  the  inputted  characters  inputted 
through  the  input  means;  15 

character  format  setting  means  for  setting 
a  character  size  with  which  the  inputted  charac- 
ters  represented  by  data  in  the  data  memory 
means  are  to  be  printed  and  for  setting  a  type  of 
character  enhancement  with  which  the  inputted  20 
characters  represented  by  data  in  the  data  mem- 
ory  means  are  to  be  printed; 

display  dot  image  production  means  for  re- 
trieving,  from  the  display  dot  pattern  data  mem- 
ory  means,  display  dot  pattern  data  that  corre-  25 
sponds  to  the  inputted  characters  represented  by 
the  data  in  the  data  memory  means,  and  for  pro- 
ducing  enhanced  display  dot  image  data  for  the 
inputted  characters  with  the  type  of  character  en- 
hancement  set  by  the  character  format  setting  30 
means; 

display  means  for  receiving  and  displaying 
enhanced  display  dot  image  data  produced  by 
the  display  dot  image  production  means; 

enhanced  character  effective  display  de-  35 
termination  means  for  determining  whether  each 
of  the  inputted  characters  with  character  en- 
hancement  can  be  effectively  displayed  by  the 
display  means  based  on  the  type  of  character  en- 
hancement  set  for  each  of  the  inputted  charac-  40 
ters  by  the  character  format  setting  means  and 
based  on  a  display  character  size  for  each  of  the 
inputted  character,  the  display  character  size  cor- 
responding  to  the  character  size  set  by  the  char- 
acter  format  means;  and  45 

enhanced  display  cancellation  means  for 
receiving  output  from  the  enhanced  character  ef- 
fective  display  determination  means  and  cancel- 
ing  production  in  the  display  dot  image  produc- 
tion  means  of  enhanced  display  dot  image  data  50 
for  the  inputted  characters  determined  by  the  en- 
hanced  character  effective  display  determination 
means  to  be  impossible  to  effectively  display  in 
enhanced  form. 

55 
2.  A  word  processor  as  claimed  in  claim  1  further 

comprising  a  differentiation  dot  pattern  data  pro- 
duction  means  for  producing  differentiation  dot 

pattern  data  for  the  inputted  characters  for  which 
production  of  enhanced  display  dot  image  data  is 
canceled  by  the  enhanced  display  cancellation 
means,  the  differentiation  dot  pattern  data,  when 
displayed  by  the  display  means,  allowing  an  op- 
erator  to  recognize  which  characters  are  provided 
with  character  enhancement. 

3.  A  word  processor  as  claimed  in  claim  2  wherein 
the  differentiation  dot  pattern  data  production 
means  produces  differentiation  dot  pattern  data 
which  causes  the  inputted  characters  for  which 
production  of  enhanced  display  dot  image  data  is 
canceled  by  the  enhanced  display  cancellation 
means  to  be  displayed  in  an  inverse  display. 

4.  A  word  processor  as  claimed  in  claim  3  wherein 
the  inverse  display  is  produced  by  reversing  val- 
ues  of  bits  that  constitute  display  dot  pattern  data 
corresponding  to  the  inputted  characters  for 
which  production  of  enhanced  display  dot  image 
data  is  canceled  by  the  enhanced  display  cancel- 
lation  means. 

5.  A  word  processor  as  claimed  in  one  of  claims  2 
to  4,  wherein  the  differentiation  dot  pattern  data 
production  means  produces  differentiation  dot 
pattern  data  which  causes  the  inputted  charac- 
ters  for  which  production  of  enhanced  display  dot 
image  data  is  canceled  by  the  enhanced  display 
cancellation  means  to  be  displayed  with  an  over- 
head  line. 

6.  A  word  processor  as  claimed  in  one  of  claims  2 
to  5,  wherein  the  differentiation  dot  pattern  data 
production  means  produces  differentiation  dot 
pattern  data  which  causes  the  inputted  charac- 
ters  for  which  production  of  enhanced  display  dot 
image  data  is  canceled  by  the  enhanced  display 
cancellation  means  to  be  displayed  with  an  over- 
lying  strike  out  mark. 

7.  A  word  processor  as  claimed  in  one  of  claims  2 
to  6,  wherein  the  differentiation  dot  pattern  data 
production  means  produces  differentiation  dot 
pattern  data  which  causes  the  inputted  charac- 
ters  for  which  production  of  enhanced  display  dot 
image  data  is  canceled  by  the  enhanced  display 
cancellation  means  to  be  displayed  in  a  blinking 
image. 

8.  A  word  processor  as  claimed  in  one  of  claims  1 
to  7,  further  comprising  a  print  means  for  printing 
characters  on  a  print  medium. 

9.  A  word  processor  as  claimed  in  one  of  claims  1 
to  8  and  in  claim  2  wherein  display  dot  image  pro- 
duction  means  retrieves,  from  the  display  dot 
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pattern  data  memory  means,  display  dot  pattern 
data  that  corresponds  to  the  inputted  characters 
determined  by  the  enhanced  character  effective 
display  determination  means  to  be  impossible  to 
effectively  display  in  enhanced  form,  so  that  5 
characters  are  displayed  without  character  en- 
hancement. 
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