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Applying  labels  to  blow  molded  articles. 

to  grasp  the  blown  containers  so  that  the  labels  are 
delivered  with  substantially  no  delay  in  cycle  time. 

©  In  the  forming  of  an  article  by  blow  molding 
parisons  into  conformity  with  cavities  of  an  array  of 
mold  sections  wherein  parisons  in  the  form  of  tubes 
are  extruded  from  an  extruder  into  an  array  of  neck 
molds  on  a  head,  the  head  is  moved  axially  away 
from  the  extruder  to  define  the  parisons  mold  sec- 
tions  are  closed  about  the  parisons  and  the  parisons 
are  blown  outwardly  and  a  take  out  mechanism 
grasps  and  removes  the  containers  after  the  mold 
sections  are  opened,  the  apparatus  for  application  of 

{^labels  to  the  hollow  blown  plastic  articles  which 
^comprises  a  label  carrier  mounted  for  reciprocating 
M  movement  between  the  open  mold  sections  and 
jq  supporting  an  array  of  spaced  vacuum  pick  up  de- 
^"  vices.  The  carrier  is  mounted  for  reciprocating  move- 
^ment   past  a  source  of  labels  exterior  to  the  blow 
pf)  molding  mechanism  so  that  labels  are  picked  up  by 
CO  each  of  the  vacuum  pick-up  devices,  and  the  carrier 
Qis  moved  between  the  longitudinally  spaced  array  of 

mold  sections,  the  vacuum  devices  are  actuated  to 

FIG.  I 

deliver  the  array  of  labels  to  the  cavities  of  the  array 
of  open  mold  sections  at  the  same  time  as  the  take 
out  mechanism  is  moved  adjacent  the  mold  sections 
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devices  are  actuated  to  deliver  the  array  of  labels 
to  the  cavities  of  the  array  of  open  mold  sections  at 
the  same  time  as  the  take  out  mechanism  is 
moved  adjacent  the  mold  sections  to  grasp  the 
blown  containers  so  that  the  labels  are  delivered 
with  substantially  no  delay  in  cycle  time. 

This  invention  relates  to  the  application  of  la- 
bels  and  particularly  to  the  application  of  labels  to 
hollow  blown  plastic  articles. 

Background  and  Summary  of  the  Invention 

In  the  making  of  hollow  blown  articles  such  as 
containers  from  plastic  material,  it  has  heretofore  10 
been  suggested  that  labels  be  held  in  the  cavity  of 
mold  sections  by  vacuum  so  that  when  a  parison  is 
biown  outwardly  into  conformity  with  the  cavity,  the 
label  becomes  adhered  or  bonded  to  the  article. 

In  one  type  of  apparatus  commonly  known  as  75 
an  injection-blow  apparatus,  parisons  in  the  form  of 
tubes  are  extruded  from  an  extruder  into  a  neck 
mold  of  a  head.  The  head  includes  label  handling 
vacuum  devices  which  remove  labels  from  maga- 
zines  and  deposit  the  labels  on  cavities  of  mold  20 
sections. 

One  of  the  problems  with  such  an  arrangement 
is  that  a  magazine  is  required  for  each  of  the  label 
handling  vacuum  devices. 

In  another  type  of  apparatus  such  as  shown  in  25 
United  States  Patent  No.  4,636,166,  issued  January 
13,  1987,  intermediate  endless  belts  are  provided 
and  indexed  past  magazines  to  pick  up  succes- 
sively  an  array  of  labels  and  then  label  handling 
vacuum  devices  on  the  head  remove  the  array  of  30 
labels  from  the  endless  belts  and  deposit  the  labels 
in  the  cavities  of  the  mold  sections  when  the  head 
moves  down  adjacent  the  extruder.  Such  an  ar- 
rangement  necessitates  the  use  of  intermediate 
belts  with  the  associated  costs  and  maintenance.  35 

Accordingly,  among  the  objectives  of  the 
present  invention  are  to  provide  an  in-mold  labeling 
system  which  is  more  accurate,  simpler,  lower  in 
cost  and  more  reliable;  which  eliminates  the  use  of 
endless  belts  and  the  associated  label  handling  40 
which  applies  the  labels  while  the  blow  molding 
apparatus  is  performing  other  functions;  and  which 
requires  only  a  single  source  of  labels  for  each 
array  of  mold  cavities. 

In  accordance  with  the  invention,  the  apparatus  45 
for  application  of  labels  to  the  hollow  blown  plastic 
articles  comprises  a  label  carrier  mounted  for  re- 
ciprocating  movement  between  the  open  mold  sec- 
tions  and  supporting  an  array  of  spaced  vacuum 
pick  up  devices.  The  carrier  is  mounted  for  recipro-  50 
eating  movement  past  a  source  of  labels  exterior  to 
the  blow  molding  mechanism  so  that  labels  are 
picked  up  by  each  of  the  vacuum  devices  and 
when  the  carrier  is  moved  between  the  longitudi- 
nally  spaced  array  of  mold  sections,  the  vacuum 

Description  of  Drawings 

Fig.  1  is  a  partly  schematic  exploded  per- 
spective  view  of  an  apparatus  embodying  the  in- 
vention. 

Fig.  2  is  a  vertical  sectional  view  of  a  con- 
ventional  blow  molding  apparatus  to  which  the  in- 
vention  applies. 

Fig.  3  is  a  vertical  sectional  view  similar  to 
Fig.  2  showing  the  apparatus  in  another  position. 

Fig.  4  is  a  view  similar  to  Fig.  3  showing  the 
apparatus  in  another  position. 

Description 

Referring  to  Fig.  2,  in  one  type  of  blow  molding 
apparatus  a  plurality  of  parisons  in  the  form  of 
tubes  are  extruded  from  an  extruder  20  into  a  neck 
mold  21  of  a  head  22.  As  the  extrusion  continues, 
the  head  22  is  moved  upwardly  to  define  parisons 
P.  Mold  sections  23  define  an  array  of  cavities  C 
are  then  closed  about  the  parisons  and  the  par- 
isons  are  blown  outwardly.  If  labels  are  applied  to 
the  cavities  of  the  mold  sections,  they  become 
adhered  or  bonded  to  the  hollow  blown  article  that 
is  formed.  A  take-out  mechanism  24  then  engages 
the  bottles  and  removes  them. 

In  accordance  with  the  invention,  a  label  carrier 
25  is  mounted  for  linear  movement  from  a  position 
externally  of  the  blow  molding  apparatus  to  a  posi- 
tion  between  the  mold  sections  23.  Where  labels  L 
are  to  be  applied  to  the  cavities  C  of  each  mold 
section  23,  the  carrier  25  comprises  spaced  walls 
25a  which  are  spaced  apart  a  distance  such  that 
the  walls  25a  may  be  moved  into  position  adjacent 
the  containers  and  between  the  containers  and  the 
mold  sections  23.  A  cylinder  25b  has  its  shaft  25c 
connected  to  carrier  25  for  moving  carrier  25  into 
and  out  of  position  adjacent  magazines  M  between 
the  mold  sections.  An  array  of  longitudinally 
spaced  vacuum  devices  26  are  mounted  on  the 
side  of  each  wall  25a  nearest  the  respective  mold 
section  23.  Vacuum  devices  26  are  at  a  spacing 
corresponding  to  the  spacing  of  the  longitudinally 
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spaced  array  of  cavities  C  of  the  mold  sections  23. 
Each  vacuum  device  26  comprises  a  pivoted  arm 
27  supporting  vacuum  cups  28.  A  piston  motor  29 
has  its  shaft  30  pivoted  to  each  arm  27  for  moving 
the  vacuum  cups  28  transversely  relative  to  the 
carrier  25.  Initially  the  carrier  25  is  moved  succes- 
sively  past  sources  of  labels  L  such  as  magazines 
M  and  the  vacuum  devices  27  are  actuated  to  pick 
up  a  label  L  successively  from  the  sources. 

Take  out  mechanism  4  can  be  of  any  well- 
known  construction  for  grasping  the  portion  of  con- 
tainers  B  which  has  been  formed  by  pinching  the 
parison  P  as  the  mold  sections  23  close.  As  shown, 
take-out  mechanism  24  comprises  plates  31  that 
are  mounted  on  a  base  32  for  movement  trans- 
versely  toward  and  away  from  the  containers  B. 
Each  plate  31  pins  33  on  base  32  engage  inclined 
slots  34  on  plates  31.  Pins  35  on  plates  31  extend 
into  a  slot  of  a  bracket  36  on  the  piston  rod  37  of 
an  actuator  38.  Outward  actuation  of  the  actuator 
38  moves  the  plates  31  transversely  inwardly  to 
grip  and  release  the  containers.  A  second  actuator 
39  has  its  shaft  40  connected  to  base  32  for 
moving  the  base  32  and  plates  take  out  mecha- 
nism  longitudinally  to  remove  the  containers  B. 

Solenoid  operated  detents  51  are  provided  ad- 
jacent  carrier  25  which  project  into  openings  50  on 
carrier  25  to  insure  proper  and  successive  indexing 
of  the  carrier  adjacent  magazines  M. 

After  hollow  articles  are  blown  and  are  being 
grasped  by  the  take-out  mechanism  24  to  remove 
the  articles,  the  carrier  25  is  moved  between  the 
open  mold  sections  23  as  shown  in  Fig.  3  bringing 
the  array  of  labels  L  on  the  vacuum  devices  27  into 
position  adjacent  the  array  of  mold  cavities  C.  The 
carrier  25  is  moved  between  the  mold  sections  23 
while  the  take-out  mechanism  24  is  moving  in- 
wardly  to  grip  the  containers  so  that  there  is  no 
cycle  delay.  The  vacuum  devices  27  are  then 
moved  outwardly  to  deposit  the  array  of  labels  L 
simultaneously  to  the  mold  cavities  C  as  shown  in 
Fig.  4. 

It  can  be  appreciated  that  if  only  one  set  of 
labels  are  to  be  applied  to  one  array  of  mold 
cavities  then  labels  will  be  removed  only  from  one 
source  or  magazine.  It  can  thus  be  seen  that  there 
has  been  provided  an  in-mold  labeling  system 
which  is  more  accurate,  simpler,  lower  in  cost  and 
more  reliable;  which  eliminates  the  use  of  endless 
belts  and  the  associated  label  handling  which  ap- 
plies  the  labels  while  the  blow  molding  apparatus  is 
performing  other  functions;  and  which  requires  only 
a  single  source  of  labels  for  each  array  of  mold 
cavities. 

Claims 

1  .  In  the  forming  of  an  article  by  blow  molding 
parisons  into,  conformity  with  cavities  of  an  array  of 

5  mold  sections  wherein  parisons  are  provided  be- 
tween  mold  sections,  the  mold  sections  are  closed 
about  the  parisons,  and  the  parisons  are  blown 
outwardly,  and  a  take  out  mechanism  grasps  and 
removes  the  containers  after  the  mold  sections  are 

w  opened,  the  method  for  applying  labels  to  the 
hollow  blown  plastic  articles  comprising 
moving  an  array  of  spaced  vacuum  pick  up  devices 
with  labels  thereon  between  a  longitudinally  spaced 
array  of  mold  sections,  and 

75  actuating  said  devices  to  deliver  an  array  of  labels 
to  the  cavities  of  the  array  of  open  mold  sections. 

2.  The  method  set  forth  in  claim  1  including  the 
steps  of  moving  said  vacuum  pick  up  devices  past 
a  source  of  labels  exterior  to  said  mold  sections, 

20  and 
actuating  said  devices  successively  to  pick  up  a 
label  for  each  device  and  produce  said  longitudi- 
nally  spaced  array  of  labels. 

3.  In  the  forming  of  an  article  by  blow  molding 
25  parisons  into  conformity  with  cavities  of  an  array  of 

mold  sections  wherein  parisons  in  the  form  of 
tubes  are  extruded  from  an  extruder  into  an  array 
of  neck  molds  on  a  head,  and  the  head  is  moved 
axially  away  from  the  extruder  to  define  the  par- 

30  isons,  and  the  mold  sections  are  closed  about  the 
parisons,  and  the  parisons  are  blown  outwardly  and 
a  take  out  mechanism  grasps  and  removes  the 
containers  after  the  mold  sections  are  opened,  the 
method  for  applying  labels  to  the  hollow  blown 

35  plastic  articles  comprising 
moving  an  array  of  spaced  vacuum  pick  up  devices 
with  labels  thereon  between  a  longitudinally  spaced 
array  of  mold  sections,  and 
actuating  said  devices  to  deliver  an  array  of  labels 

40  to  the  cavities  of  the  array  of  open  mold  sections. 
4.  The  method  set  forth  in  claim  3  including  the 

steps  of  moving  said  vacuum  pick  up  devices  past 
a  source  of  labels  exterior  to  said  mold  sections, 
and 

45  actuating  said  devices  successively  to  pick  up  a 
label  for  each  device  and  produce  said  longitudi- 
nally  spaced  array  of  labels. 

5.  In  the  forming  of  an  article  by  blow  molding 
parisons  into  conformity  with  cavities  of  an  array  of 

so  mold  sections  wherein  parisons  are  provided  be- 
tween  mold  sections,  the  mold  sections  are  closed 
about  the  parisons,  and  the  parisons  are  blown 
outwardly,  and  a  take  out  mechanism  grasps  and 
removes  the  containers  after  the  mold  sections  are 

55  opened,  the  apparatus  for  applying  labels  to  the 
hollow  blown  plastic  articles  comprising 
a  label  carrier  mounted  for  movement  between  the 
open  mold  sections, 
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an  array  of  spaced  vacuum  pick  up  devices  mov-  labels  can  be  applied  to  the  array  of  cavities  of 
ably  supported  on  said  carrier,  each  mold  section. 
means  for  mounting  and  moving  said  carrier  for 
reciprocating  movement  between  the  longitudinally 
spaced  array  of  mold  sections  substantially  at  the  s 
same  time  as  the  take  out  mechanism  is  moved 
adjacent  the  moid  sections  to  grasp  the  blown 
containers  so  that  the  labels  are  delivered  with 
substantially  no  delay  in  cycle  time  such  that  the 
vacuum  devices  can  be  actuated  to  deliver  the  10 
array  of  labels  to  the  cavities  of  the  array  of  open 
mold  sections. 

6.  The  apparatus  set  forth  in  claim  5  including 
a  source  of  labels,  said  means  for  mounting  and 
moving  said  carrier  being  such  as  to  move  said  75 
carrier  past  said  source  of  labels  exterior  to  the 
blow  molding  mechanism  such  that  labels  are  pic- 
ked  up  by  each  of  the  vacuum  devices. 

7.  The  apparatus  set  forth  in  claim  5  wherein 
said  carrier  comprises  spaced  walls,  each  support-  20 
ing  an  array  of  vacuum  pick  up  devices  such  that 
labels  can  be  applied  to  the  array  of  cavities  of 
each  mold  section. 

8.  In  the  forming  of  an  article  by  blow  molding 
parisons  into  conformity  with  cavities  of  an  array  of  25 
mold  sections  wherein  parisons  in  the  form  of 
tubes  are  extruded  from  an  extruder  into  an  array 
of  neck  molds  on  a  head,  and  the  head  is  moved 
axially  away  from  the  extruder  to  define  the  par- 
isons  and  then  mold  sections  are  closed  about  the  30 
parisons,  and  the  parisons  are  blown  outwardly, 
and  a  take  out  mechanism  grasps  and  removes  the 
containers  after  the  mold  sections  are  opened,  the 
apparatus  for  applying  labels  to  the  hollow  blown 
plastic  articles  comprising  35 
a  iabel  carrier  mounted  for  movement  between  the 
open  mold  sections, 
an  array  of  spaced  vacuum  pick  up  devices  mov- 
ably  supported  on  said  carrier, 
means  for  mounting  and  moving  said  carrier  for  40 
reciprocating  movement  between  the  longitudinally 
spaced  array  of  mold  sections  substantially  at  the 
same  time  as  the  take  out  mechanism  is  moved 
adjacent  the  mold  sections  to  grasp  the  blown 
containers  so  that  the  labels  are  delivered  with  45 
substantially  no  delay  in  cycle  time  such  that  the 
vacuum  devices  can  be  actuated  to  deliver  the 
array  of  labels  to  the  cavities  of  the  array  of  open 
mold  sections. 

9.  The  apparatus  set  forth  in  claim  8  including  50 
a  source  of  labels,  said  means  for  mounting  and 
moving  said  carrier  being  such  as  to  move  said 
carrier  past  said  source  of  labels  exterior  to  the 
blow  molding  mechanism  such  that  labels  are  pic- 
ked  up  by  each  of  the  vacuum  devices.  55 

10.  The  apparatus  set  forth  in  claim  8  wherein 
said  carrier  comprises  spaced  walls,  each  support- 
ing  an  array  of  vacuum  pick  up  devices  such  that 
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