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(54) DOWNLINK TRANSMISSION METHOD AND BASE STATION USED IN MULTIPLE INPUT 
MULTIPLE OUTPUT SYSTEM

(57) The disclosure provides a downlink transmis-
sion method for a Multiple Input Multiple Output (MIMO)
system, and a base station, wherein the method com-
prises: a base station selecting a downlink MIMO mode
in a downlink transmission mode in which a UE currently
is by using a Channel Quality Indicator (CQI), a Rank

Indicator (RI) and a Preceding Matrix Indicator (PMI)
which are reported by the UE within a time window; and
the base station transmitting data to the UE by using the
selected downlink MIMO mode. The disclosure achieves
the effect of increasing the coverage and capacity of the
LTE system to the maximum.
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Description

Field of the Invention

[0001] The disclosure relates to the field of communications, and in particular to a downlink transmission method for
a Multiple Input Multiple Output system (MIMO), and a base station.

Background of the Invention

[0002] A Long Term Evolution (LTE) wireless communication system is a new generation of wireless network system
based on an Orthogonal Frequency Division Multiplexing (OFDM) technology. A wireless side of the LTE wireless
communication system adopts techniques such as MIMO, high-order modulation and corresponding frequency selection
scheduling, and power control to cooperate so as to realize higher system throughput and frequency spectrum efficiency.
[0003] In the LTE system, the MIMO is considered as the best technique for meeting the requirements of the average
throughput of users and the frequency spectrum efficiency. In order to achieve this object, it is regulated that, in the LTE
system, a plurality of MIMO techniques comprising solutions such as linear spatial-domain precoding, beam forming
and transmission diversity can be selected and adopted adaptively in different wireless channel environments.
[0004] The linear spatial-domain precoding method refers that, when a transmitting terminal has a plurality of trans-
mitting antennas, a plurality of data streams can be mapped to the plurality of transmitting antennas through a linear
precoding process. User Equipment (UE) generates a precoding vector according to an estimation of downlink spatial
channel characteristics and feeds back the precoding vector to an eNodeB side by using an uplink control channel. The
principle mainly lies in that a transmitted signal is enabled to be on a corresponding orthogonal basis of a channel matrix
through a precoding matrix, and the main working mechanism lies in that different data streams are transmitted on a
plurality of independent spatial channels and thus the peak rate of data transmission is improved.
[0005] For the precoding method with Rank=1, provided the number of antennas is N, when the number of data streams
is 1, that is, one data stream is mapped to N antennas, this linear precoding in the spatial domain also can be regarded
as a conventional beam forming method. The main principle of the beam forming technique is to generate a strong
directional radiation pattern using the strong correlation of spatial channels and the interference principle of waves, and
to make the main lobe of the radiation pattern adaptively point to the direction of an arrival wave of the user so as to
enhance a Signal to Noise Ratio (SNR), and to enhance system capacity or coverage. The difference between the
precoding technique with Rank=1 and the beam forming technique only lies in that, in the former one, the UE generates
a precoding vector according to an estimation of downlink spatial channel characteristics and feeds back the precoding
vector to an eNodeB side using an uplink control channel. Just to consider the problem of quantization of feedback
information, the LTE protocol regulates a feedback weight list in double-antenna and four-antenna patterns, and a
Precoding Matrix Indicator (PMI) actually fed back by the UE side is the index of weight.
[0006] The main principle of the transmission diversity is to improve the reliability of signal transmission based on a
diversity gain by using week correlation of spatial channels in conjunction with time/frequency selectivity and thus to
improve the SNR of received signals.
[0007] The LTE protocol regulates multiple downlink transmission modes, each of which can support a plurality of
MIMO techniques comprising precoding based space multiplexing, precoding with Rank=1 and transmission diversity.
Considering that multiple downlink MIMO techniques above exist in each downlink transmission mode and each downlink
MIMO technique has pertinence, in the existing LTE system, when the wireless environment changes, the downlink
MIMO transmission technique can not be adjusted in real time and the resource utilization ratio is low.

Summary of the Invention

[0008] The disclosure provides a downlink transmission method for an MIMO system and a base station, which at
least solve the problem above.
[0009] According to one aspect of the disclosure, a downlink transmission method for an MIMO system is provided,
which comprises: a base station selecting one downlink MIMO mode in a downlink transmission mode in which a UE
currently is by using a Channel Quality Indicator (CQI), a Rank Indicator (RI) and a Preceding Matrix Indicator (PMI)
which are reported by the UE within a time window; and the base station transmitting data to the UE by using the selected
downlink MIMO mode.
[0010] Preferably, the step of the base station selecting the downlink MIMO mode in the downlink transmission mode
in which the UE currently is by using the CQI, the RI and the PMI which are reported by the UE within the time window
comprises: calculating a channel Signal Interference Noise Ratio (SINR) parameter of the UE by using the CQI which
is reported by the UE within the time window; calculating a channel correlation parameter of the UE by using the RI
which is reported by the UE within the time window; calculating a channel variation state parameter of the UE by using
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the PMI which is reported by the UE within the time window; and determining the downlink MIMO mode in the downlink
transmission mode in which the UE currently is according to the channel SINR parameter, the channel correlation
parameter and the channel variation state parameter of the UE.
[0011] Preferably, the step of calculating the channel SINR parameter of the UE by using the CQI which is reported

by the UE within the time window comprises:  a first value,

wherein flagCQI is the channel SINR parameter of the UE, CQI_Thr is a decision threshold of the CQI and CQI is a mean
value of CQIs reported last M times by the UE within the time window, M is a constant,

 m is a variable, CQI1(m) is a CQI value of a single flow or the first flow

of two flows and CQI2(m) is a CQI value of the second flow of the two flows, if the CQI reported the mth time by the UE

is a single-flow CQI, CQI2(m) =16 .

[0012] Preferably, the step of calculating the channel correlation parameter of the UE by using the RI which is reported
by the UE within the time window comprises:

a third value, PRI=1 > RI_ Thr  fourth value, PRI≥2 > RI_Thr,

wherein flagRI is the channel correlation
a fifth value, others
parameter of the UE, PRI=1 is a probability of RI =1 reported by the UE within the time window, PRI≥2 is a probability of

RI ≥ 2 reported by the UE within the time window and RI_Thr is a decision threshold of the RI.
[0013] Preferably, if the UE does not report the RI, the channel correlation parameter of the UE is 0.
[0014] Preferably, the step of calculating the channel variation state parameter of the UE by using the PMI which is

reported by the UE within the time window comprises: 

wherein flagPMI is the channel variation state parameter of the UE, PPMI is a probability that two PMI values reported

continuously by the UE within the time window are different and PMI_Thr is a decision threshold of channel variation
characteristics.
[0015] Preferably, if the UE does not report the PMI, the channel variation state parameter of the UE is 0.
[0016] Preferably, the step of determining the downlink MIMO mode in the downlink transmission mode in which the
UE currently is according to the channel SINR parameter, the channel correlation parameter and the channel variation
state parameter of the UE comprises: if a value of the channel SINR parameter is a first value, a value of the channel
correlation parameter is a fourth value and a value of the channel variation state parameter is a seventh value, and the
UE is in a downlink transmission mode 4 currently, selecting a precoding based closed-loop space multiplexing technique
as the downlink MIMO mode; if the value of the channel SINR parameter is the first value, the value of the channel
correlation parameter is the fourth value and the value of the channel variation state parameter is an eighth value, and
the UE is in a downlink transmission mode 3 currently, selecting a precoding based open-loop space multiplexing
technique as the downlink MIMO mode; if the value of the channel correlation parameter is a third value and the value
of the channel variation state parameter is the seventh value, and the UE is in a downlink transmission mode 4 or 6
currently, selecting a layer=1 closed-loop precoding technique as the downlink MIMO mode; if the value of the channel
correlation parameter is the third value and the value of the channel variation state parameter is the seventh value, and
the UE is in a downlink transmission mode 7 currently, selecting a beam-forming technique as the downlink MIMO mode;
otherwise, selecting a transmission diversity technique in the downlink transmission mode in which the UE currently is
as the downlink MIMO mode.
[0017] According to another aspect of the disclosure, a base station is provided, which comprises: a selection module,
which is configured to select one downlink MIMO mode in a downlink transmission mode in which a UE currently is by
using a CQI, an RI and a PMI which are reported by the UE within a time window; and a transmission module, which is
configured to transmit data to the UE by using the selected downlink MIMO mode.
[0018] Preferably, the selection module comprises: a first calculation module, which is configured to calculate a channel
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SINR parameter of the UE by using the CQI that is reported by the UE within the time window; a second calculation
module, which is configured to calculate a channel correlation parameter of the UE by using the RI that is reported by
the UE within the time window; a third calculation module, which is configured to calculate a channel variation state
parameter of the UE by using the PMI that is reported by the UE within the time window; and a determination module,
which is configured to determine the downlink MIMO mode in the downlink transmission mode in which the UE currently
is according to the channel SINR parameter, the channel correlation parameter and the channel variation state parameter
of the UE.
[0019] With the disclosure, the CQI, the RI and the PMI which are reported by the UE are taken as the basis for the
base station to select in the downlink transmission mode a proper MIMO technique for the UE to carry out data trans-
mission, a proper downlink MIMO technique in the downlink transmission mode can be adaptively configured for the UE
according to the location and the wireless channel scenarios of the UE in the LTE communication system, so as to
further develop the advantages of the multi-antenna technique. In this way, the LTE wireless communication system
can make full use of different characteristics and applicable scenarios of each MIMO technique to achieve the effect of
increasing the coverage and capacity of the LTE system to the maximum.

Brief Description of the Drawings

[0020] Drawings, provided for further understanding of the present invention and forming a part of the specification,
are used to explain the present invention together with embodiments of the present invention rather than to limit the
present invention, wherein:

Fig. 1 shows a flowchart of a downlink transmission method for an MIMO system according to an embodiment of
the disclosure;
Fig. 2 shows a flowchart of a downlink transmission method for an MIMO system according to a preferable embod-
iment of the disclosure; and
Fig. 3 shows a diagram of a base station according to an embodiment of the disclosure.

Detailed Description of the Embodiments

[0021] The disclosure is described below in detail by reference to the accompanying drawings in conjunction with
embodiments. It should be noted that the embodiments in the application and the characteristics of the embodiments
can be combined if no conflict is caused.
[0022] An LTE system comprises a base station (eNodeB) and a UE, wherein the eNodeB transmits data of the UE
by adopting different downlink transmission modes, and each downlink transmission mode supports a plurality of MIMO
techniques. The embodiments of the disclosure described hereinafter are implemented in an OFDM based LTE system.
[0023] Fig. 1 shows a flowchart of a downlink transmission method for an MIMO system according to an embodiment
of the disclosure, which comprises the following steps.
[0024] Step 102: a base station selects one downlink MIMO mode in a downlink transmission mode in which a UE
currently is by using a CQI, an RI and a PMI which are reported by the UE within a time window.
[0025] For example, in the LTE system, the LTE protocol regulates that the downlink transmission mode comprises
MIMO techniques (that is, MIMO modes) such as precoding based spatial multiplexing, Rank=1 precoding (that is,
layer=1 precoding) and transmission diversity. In addition, the LTE protocol also regulates that, in part downlink trans-
mission modes, each UE feeds back and reports CQI/RI/PMI information to the eNodeB, thus the determination of the
selection method of the MIMO mode in the downlink transmission mode can be accomplished based on the above
information.
[0026] Step 104: the base station transmits data to the UE by using the selected downlink MIMO mode.
[0027] For example, through Step 102, after a proper MIMO technique is selected for the UE from multiple MIMO
techniques which are supported by the downlink transmission mode corresponding to the UE, the base station transmits
the data of the UE by using the selected MIMO technique, so that the capacity of the LTE system can be increased to
the maximum whatever channel state the UE is in.
[0028] In this embodiment, a method for realizing adaptive selection in the downlink transmission mode is provided,
wherein the CQI, the RI and the PMI which are reported by the UE are taken as the basis for the base station to select
in the downlink transmission mode a proper MIMO technique for the UE to carry out data transmission. By virtue of the
method, a proper downlink MIMO technique in the downlink transmission mode can be adaptively configured for the UE
according to the location and the wireless channel scenarios of the UE in the LTE communication system, so as to
further develop the advantages of a multi-antenna technique. In this way, the LTE wireless communication system can
make full use of different characteristics and applicable scenarios of each downlink MIMO technique to achieve the
effect of increasing the coverage and capacity of the LTE system to the maximum. The above method can be applied
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to the LTE system.
[0029] In addition, compared with inter-downlink transmission mode handover, intra-downlink transmission mode
handover (when a second MIMO technique which is different from a first MIMO technique in the currently used downlink
transmission mode is selected in the downlink transmission mode for the UE through Step 102, the base station switches
the MIMO mode, which is used to transmit data by the base station to the UE, from the first MIMO technique to the
second MIMO technique) can be completed through a Media Access Control (MAC) signalling, thus handover delay is
greatly shortened and an adaptive algorithm suits the change of wireless channels more quickly.
[0030] Preferably, Step 102 comprises the following Steps 1 to 4:

Step 1: by using the CQI which is reported by the UE within the time window, a channel SINR parameter flagCQI of
the UE is calculated according to the following formula:

 wherein flagCQI is the channel SINR parameter

of the UE, CQI_Thr is a decision threshold of the CQI and CQI is a mean value of CQIs reported last M times
by the UE within the time window, M is a constant,

 m is a variable, CQI1(m) is a CQI value of a single flow or the

first flow of two flows and CQI2(m) is a CQI value of the second flow of the two flows, if the CQI reported the

mth time by the UE is a single-flow CQI, CQI2(m) = 16.

Step 2: by using the RI which is reported by the UE within the time window, a channel correlation parameter flagRI

of the UE is calculated according to the following formula:

a third value, PRI=1 > RI_Thr flagRI = a fourth value, PRI≥2 > RI_Thr, wherein flagRI is the channel correlation a fifth

value, others
parameter of the UE, PRI=1 is a probability of RI = 1 reported by the UE within the time window, PRI≥2 is a probability

of RI ≥ 2 reported by the UE within the time window and RI_Thr is a decision threshold of the RI.
In the step, if the UE does not report the RI, the channel correlation parameter of the UE is 0.
Step 3: by using the PMI which is reported by the UE within the time window, a channel variation state parameter
flagPMI of the UE is calculated according to the following formula:

 wherein flagPMI is the channel variation state pa-

rameter of the UE, PPMI is a probability that two PMI values reported continuously by the UE within the time window

are different and PMI_Thr is a decision threshold of channel variation characteristics.

[0031] In the step, if the UE does not report the PMI, the channel variation state parameter of the UE is 0.
[0032] The above Steps 1 to 3 can be called a decision algorithm for selecting a downlink MIMO technique for the UE
by the base station.
[0033] Step 4: the selected downlink MIMO mode is determined in the downlink transmission mode in which the UE
currently is according to the channel SINR parameter flagCQI, the channel correlation parameter flagRI and the channel
variation state parameter flagPMI of the UE (that is, one MIMO technique is selected from multiple MIMO techniques
which are supported by the downlink transmission mode corresponding to the UE). The step comprises: if the value of
the channel SINR parameter is the first value, the value of the channel correlation parameter is the fourth value and the
value of the channel variation state parameter is the seventh value, and the UE is in a downlink transmission mode 4
currently, a precoding based closed-loop space multiplexing technique is selected as the downlink MIMO mode; if the
value of the channel SINR parameter is the first value, the value of the channel correlation parameter is the fourth value
and the value of the channel variation state parameter is the eighth value, and the UE is in a downlink transmission
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mode 3 currently, a precoding based open-loop space multiplexing technique is selected as the downlink MIMO mode;
if the value of the channel correlation parameter is the third value and the value of the channel variation state parameter
is the seventh value, and the UE is in a downlink transmission mode 4 or 6 currently, a layer=1 closed-loop precoding
technique is selected as the downlink MIMO mode; if the value of the channel correlation parameter is the third value
and the value of the channel variation state parameter is the seventh value, and the UE is in a downlink transmission
mode 7 currently, a beam-forming technique is selected as the downlink MIMO mode; otherwise, a transmission diversity
technique in the downlink transmission mode, in which the UE currently is, is selected as the downlink MIMO mode.
[0034] For example, in Step 4, when the downlink transmission mode, in which the UE currently is, is the downlink
transmission mode 4, and when the downlink MIMO technique adopted by the base station to transmit the data of the
UE currently is the precoding based closed-loop space multiplexing technique, if the MIMO technique selected for the
UE according to the above Steps 1 to 4 is the layer=1 closed-loop precoding technique or the transmission diversity
technique, then the base station switches the MIMO technique adopted to transmit the data of the UE to the layer=1
closed-loop precoding technique or the transmission diversity technique. When the downlink MIMO technique adopted
by the base station to transmit the data of the UE currently is the layer=1 closed-loop precoding technique, if the MIMO
technique selected for the UE according to the above Steps 1 to 4 is the precoding based closed-loop space multiplexing
technique or the transmission diversity technique, then the base station switches the MIMO technique adopted to transmit
the data of the UE to the precoding based closed-loop space multiplexing technique or the transmission diversity tech-
nique. When the downlink MIMO technique adopted by the base station to transmit the data of the UE currently is the
transmission diversity technique, if the MIMO technique selected for the UE according to the above Steps 1 to 4 is the
precoding based closed-loop space multiplexing technique or the layer=1 closed-loop precoding technique, then the
base station switches the MIMO technique adopted to transmit the data of the UE to the precoding based closed-loop
space multiplexing technique or the layer=1 closed-loop precoding technique.
[0035] In addition, if the MIMO technique selected for the UE according to the above Steps 1 to 4 is the same as that
adopted by the base station to transmit the data of the UE currently, the base station still adopts the current MIMO
technique to transmit the data of the UE and does not carry out handover.
[0036] The decision algorithm adopted by the downlink transmission method for the MIMO system in the above pref-
erable embodiment is simple and of low complexity. The process of adaptively selecting one MIMO technique from
multiple MIMO techniques (handing over to one MIMO technique of multiple MIMO techniques) in the downlink trans-
mission mode basically can increase the capacity of the LTE system to the maximum whatever channel state the UE is
in, and this method is easy to be extended to the selection and handover of MIMO techniques in other wireless com-
munication systems.
[0037] In addition, the CQI, RI and PMI information reported by the UE is used to obtain the channel SINR parameter,
the channel correlation parameter and the channel variation state parameter, so as to determine the wireless channel
type in which the UE is and hereby to adaptively determine the downlink MIMO mode most suitable for the UE. This
algorithm mainly uses the feedback information regulated in the existing protocol, thereby increasing the system through-
put as much as possible without apparently increasing the operation complexity, thus this algorithm is beneficial to project
implementation.
[0038] As shown in Fig. 2, during a specific implementation process, according to the regulation in the LTE protocol,
the intra-downlink transmission mode handover (selection) of the user is implemented through MAC signalling interaction,
thus the time interval of the handover process is milliseconds; therefore, the value of the above time window T can be
obtained according to simulation and test and it is suggested to set the value of the time window T to be 30ms. The
specific selection method comprises the following steps:
[0039] Step S202: gather statistics of the CQIs reported by each UE within the time window T, and obtain the channel
SINR parameter flagCQI according to the CQI decision threshold.
[0040] Taking the kth UE for example, the mean value CQI k of the CQIs reported last M times is calculated according
to the following formula: 

wherein when the UE feeds back a single-flow CQI the mth time, the value of the single-flow CQI is assigned to CQI1
(m) and make CQI2 (m) =16 ; M is a constant and the value of M can be determined according to simulation and test
values, it is suggested to set the value of M to be 4.
[0041] Then, according to the CQI decision threshold CQI_Thr, the flagCQI(k) of the kth UE is calculated according to
the following formula: 
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wherein the decision threshold CQI_Thr can be determined according to simulation and test values, it is suggested to
set the value to be 5. In the formula (2) above, the first value takes a value of 1 and the second value takes a value of 0.
[0042] Step S204: gather statistics of the RIs reported by each UE within the time window T, and obtain the channel
correlation parameter flagRI according to the RI decision threshold; if no RI is reported in part downlink transmission
modes, then make flagRI = 0.
[0043] Taking the kth UE for example, when each time window T starts, Numk

RI = 0, when the base station receives
RI = 1 fed back by the kth UE, Numk

RI=1 = Numk
RI=1 + 1, then, 

wherein Numk
total_RI is the total number of RIs reported by the kth UE within the time window T, Pk

RI=1 is the probability
of RI =1 reported by the kth UE within the time window T, Pk

RI≥2 is the probability of RI ≥ 2 reported by the kth UE within
the time window T.
[0044] Then, according to the RI decision threshold RI_Thr, the channel correlation parameter flagRI (k) of the kth UE
is calculated according to the following formula: 

wherein the value of the RI decision threshold RI_Thr can be determined according to simulation and test values, 1 >
RI_Thr > 0.5, it is suggested to set the value to be 0.55. In the formula (4), the third value takes a value of 1, the fourth
value takes a value of 2 and the fifth value takes a value of 0.
[0045] Step S206: gather statistics of the PMI variations reported by each UE within the time window T, and obtain
the channel variation state parameter flagPMI according to the decision threshold PMI_Thr of channel variation charac-
teristics; if no RI is reported in part modes, then make flagPMI = 0.
[0046] Taking the kth UE for example, when each time window T starts, Numk

PMI = 0 , when two PMI values received
by the base station and reported continuously by the kth UE are different, Numk

PMI = Numk
PMI + 1, then 

wherein Numk
totol_PMI is the total number of the PMIs reported by the kth UE within the time window T, Pk

PMI is the
probability that two PMI values reported continuously by the UE within the time window are different.
[0047] Then, according to the decision threshold PMI_Thr of channel variation characteristics, the channel variation
state parameter flagPMI(k) of the kth UE is calculated according to the following formula: 
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wherein the value of the decision threshold PMI_Thr of channel variation characteristics can be determined according
to simulation and test values, 1 > PMI_Thr > 0, it is suggested to set the value to be 0.3. In the formula (6), the seventh
value takes a value of 1 and the eighth value takes a value of 0.
[0048] Step S208: according to the parameters (comprising flagCQI(k), flagRI(k), flagPMI(k)) corresponding to each UE
obtained in the above Steps S202 to S206, adaptively select, for each UE, different downlink MIMO modes in the downlink
transmission mode in which the UE is, so as to accomplish the adaptive selection (handover) process in the downlink
transmission mode.
[0049] Hereinafter taking the transmission mode 4 for example, it is regulated in the LTE protocol that the MIMO
techniques supported in the downlink transmission mode 4 comprise precoding based closed-loop space multiplexing,
Rank=1 closed-loop precoding and transmission diversity, then the corresponding parameters of each UE are obtained
according to the above steps and one of the three different downlink MIMO modes to which the UE adaptively switches
is determined.
[0050] Stilling taking the kth user for example:

h when flagRI(k) = 2 && flagCIR(k) = && flagPMI(k) = 1 are satisfied, the characteristics of the wireless channel in
which the UE currently is are suitable to adopt the precoding based closed-loop space multiplexing technique;
h when flagRI(k) =1 && flagPMI(k) = 1 are satisfied, the characteristics of the wireless channel in which the UE
currently is are suitable to adopt the Rank=1 closed-loop precoding technique;
h in conditions other than the above conditions, the characteristics of the wireless channel in which the UE currently
is are suitable to adopt the transmission diversity technique.

[0051] Fig. 3 shows a diagram of a base station according to an embodiment of the disclosure, which comprises: a
selection module 10, which is configured to select one downlink MIMO mode in a downlink transmission mode in which
a UE currently is by using a CQI, an RI and a PMI which are reported by the UE within a time window (T); and a
transmission module 20, which is configured to transmit data to the UE by using the selected downlink MIMO mode.
[0052] Preferably, the selection module 10 comprises: a first calculation module 102, which is configured to calculate
a channel SINR parameter of the UE by using the CQI that is reported by the UE within the time window; a second
calculation module 104, which is configured to calculate a channel correlation parameter of the UE by using the RI that
is reported by the UE within the time window; a third calculation module 106, which is configured to calculate a channel
variation state parameter of the UE by using the PMI that is reported by the UE within the time window; and a determination
module 108, which is configured to determine the downlink MIMO mode in the downlink transmission mode in which the
UE currently is according to the channel SINR parameter, the channel correlation parameter and the channel variation
state parameter of the UE.
[0053] Preferably, the channel SINR parameter of the UE calculated by the first calculation module 102 is:

 wherein flagCQI is the channel SINR parameter of the UE,

CQI_Thr is a decision threshold of the CQI and CQI is a mean value of CQIs reported last M times by the UE within the

time window, M is a constant,  m is a variable, CQI1(m) is a CQI value of

a single flow or the first flow of two flows and CQI2(m) is a CQI value of the second flow of the two flows, if the CQI

reported the mth time by the UE is a single-flow CQI, CQI2(m) =16.

[0054] Preferably, the channel correlation parameter of the UE calculated by the second a third value, PRI=1 > RI_Thr

calculation module 104 is:  wherein flagRI is the channel corre-

lation parameter of the UE, PRI=1 is a probability of RI=1 reported by the UE within the time window, PRI≥2 is a probability

of RI ≥ 2 reported by the UE within the time window and RI_Thr is a decision threshold of the RI.
[0055] Preferably, if the UE does not report the RI, the channel correlation parameter of the UE is marked as 0 by the
second calculation module 104.
[0056] Preferably, the channel variation state parameter of the UE calculated by the third calculation module 106 is:
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 wherein flagPMI is the channel variation state parameter

of the UE, PPMI is a probability that two PMI values reported continuously by the UE within the time window are different

and PMI_Thr is a decision threshold of channel variation characteristics.
[0057] Preferably, if the UE does not report the PMI, the channel variation state parameter of the UE is marked as 0
by the third calculation module 106.
[0058] Preferably, the determination module 108 comprises: a first selection module, which is configured to select a
precoding based closed-loop space multiplexing technique as the downlink MIMO mode, if the value of the channel
SINR parameter is the first value, the value of the channel correlation parameter is the fourth value and the value of the
channel variation state parameter is the seventh value, and the UE is in the downlink transmission mode 4 currently; a
second selection module, which is configured to select a precoding based open-loop space multiplexing technique as
the downlink MIMO mode, if the value of the channel SINR parameter is the first value, the value of the channel correlation
parameter is the fourth value and the value of the channel variation state parameter is the eighth value, and the UE is
in the downlink transmission mode 3 currently; a third selection module, which is configured to select a layer=1 closed-
loop precoding technique as the downlink MIMO mode, if the value of the channel correlation parameter is the third
value and the value of the channel variation state parameter is the seventh value, and the UE is in the downlink trans-
mission mode 4 or 6 currently; a fourth selection module, which is configured to select a beam-forming technique as the
downlink MIMO mode, if the value of the channel correlation parameter is the third value and the value of the channel
variation state parameter is the seventh value, and the UE is in the downlink transmission mode 7 currently; and a fifth
selection module, which is configured to select a transmission diversity technique in the downlink transmission mode in
which the UE currently is as the downlink MIMO mode, in conditions other than the above conditions.
[0059] In the preferable embodiments above, the base station uses the CQI and RI information reported by the UE or
related values of impulse response data of an uplink channel between two adjacent time slots to obtain various parameters,
thereby improving the reliability of the decision algorithm; moreover, the base station is suitable for LTE Frequency
Division Duplex (FDD) and Time Division Duplex (TDD) systems; the operation complexity is not increased while the
performance of the algorithm is ensured, it is very beneficial to project implementation; and the adaptive algorithm is
suitable for various different channel environments.
[0060] From the description above, it can be seen that the disclosure achieves the following technique effects:

(1) by taking the advantage of the regulation in the LTE system protocol, according to the CQI, RI and PMI information
reported by the UE, all kinds of corresponding parameters are obtained, thus the reliability of the decision algorithm
for realizing the selection of MIMO techniques in the downlink transmission mode is improved;
(2) the disclosure is suitable for LTE FDD and TDD systems; the operation complexity is not increased while the
precision of the decision result is ensured; and the disclosure is beneficial to project implementation; and
(3) the adaptive method can suit various different channel environments, so that the capacity of the LTE system
can be increased to the maximum whatever channel state the UE is in.

[0061] Obviously, those skilled in the art shall understand that the above-mentioned modules and steps of the present
invention can be realized by using general purpose calculating device, can be integrated in one calculating device or
distributed on a network which consists of a plurality of calculating devices. Alternatively, the modules and the steps of
the present invention can be realized by using the executable program code of the calculating device. Consequently,
they can be stored in the storing device and executed by the calculating device, or they are made into integrated circuit
module respectively, or a plurality of modules or steps thereof are made into one integrated circuit module. In this way,
the present invention is not restricted to any particular hardware and software combination.
[0062] The descriptions above are only the preferable embodiment of the present invention, which are not used to
restrict the present invention. For those skilled in the art, the present invention may have various changes and variations.
Any amendments, equivalent substitutions, improvements, etc. within the principle of the present invention are all included
in the scope of the protection of the present invention.

Claims

1. A downlink transmission method for a Multiple Input Multiple Output (MIMO) system, characterized by comprising:

a base station selecting one downlink MIMO mode in a downlink transmission mode in which a User Equipment
(UE) currently is by using a Channel Quality Indicator (CQI), a Rank Indicator (RI) and a Preceding Matrix
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Indicator (PMI) which are reported by the UE within a time window; and
the base station transmitting data to the UE by using the selected downlink MIMO mode.

2. The method according to claim 1, characterized in that the step of the base station selecting the downlink MIMO
mode in the downlink transmission mode in which the UE currently is by using the CQI, the RI and the PMI which
are reported by the UE within the time window comprises:

calculating a channel Signal Interference Noise Ratio (SINR) parameter of the UE by using the CQI which is
reported by the UE within the time window;
calculating a channel correlation parameter of the UE by using the RI which is reported by the UE within the
time window;
calculating a channel variation state parameter of the UE by using the PMI which is reported by the UE within
the time window; and
determining the downlink MIMO mode in the downlink transmission mode in which the UE currently is according
to the channel SINR parameter, the channel correlation parameter and the channel variation state parameter
of the UE.

3. The method according to claim 2, characterized in that the step of calculating the channel SINR parameter of the
UE by using the CQI which is reported by the UE within the time window comprises: 

wherein flagCQI is the channel SINR parameter of the UE, CQI_Thr is a decision threshold of the CQI and CQI is a
mean value of CQIs reported last M times by the UE within the time window, M is a constant,

 m is a variable, CQI1(m) is a CQI value of a single flow or the first

flow of two flows and CQI2(m) is a CQI value of the second flow of the two flows, if the CQI reported the mth time

by the UE is a single-flow CQI, CQI2(m) =16.

4. The method according to claim 2, characterized in that the step of calculating the channel correlation parameter
of the UE by using the RI which is reported by the UE within the time window comprises: 

wherein flagRI is the channel correlation parameter of the UE, PRI=1 is a probability of RI=1 reported by the UE within
the time window, PRI≥2 is a probability of RI≥2 reported by the UE within the time window and RI_Thr is a decision
threshold of the RI.

5. The method according to claim 2, characterized in that if the UE does not report the RI, the channel correlation
parameter of the UE is 0.

6. The method according to claim 2, characterized in that the step of calculating the channel variation state parameter
of the UE by using the PMI which is reported by the UE within the time window comprises: 
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wherein flagMPI is the channel variation state parameter of the UE, PPMI is a probability that two PMI values reported
continuously by the UE within the time window are different and PMI_Thr is a decision threshold of channel variation
characteristics.

7. The method according to claim 2, characterized in that if the UE does not report the PMI, the channel variation
state parameter of the UE is 0.

8. The method according to claim 2, characterized in that the step of determining the downlink MIMO mode in the
downlink transmission mode in which the UE currently is according to the channel SINR parameter, the channel
correlation parameter and the channel variation state parameter of the UE comprises:

if a value of the channel SINR parameter is a first value, a value of the channel correlation parameter is a fourth
value and a value of the channel variation state parameter is a seventh value, and the UE is in a downlink
transmission mode 4 currently, selecting a precoding based closed-loop space multiplexing technique as the
downlink MIMO mode;
if the value of the channel SINR parameter is the first value, the value of the channel correlation parameter is
the fourth value and the value of the channel variation state parameter is an eighth value, and the UE is in a
downlink transmission mode 3 currently, selecting a precoding based open-loop space multiplexing technique
as the downlink MIMO mode;
if the value of the channel correlation parameter is a third value and the value of the channel variation state
parameter is the seventh value, and the UE is in a downlink transmission mode 4 or 6 currently, selecting a
layer=1 closed-loop precoding technique as the downlink MIMO mode;
if the value of the channel correlation parameter is the third value and the value of the channel variation state
parameter is the seventh value, and the UE is in a downlink transmission mode 7 currently, selecting a beam-
forming technique as the downlink MIMO mode;
otherwise, selecting a transmission diversity technique in the downlink transmission mode in which the UE
currently is as the downlink MIMO mode.

9. A base station, characterized by comprising:

a selection module, which is configured to select one downlink MIMO mode in a downlink transmission mode
in which a UE currently is by using a CQI, an RI and a PMI which are reported by the UE within a time window; and
a transmission module, which is configured to transmit data to the UE by using the selected downlink MIMO mode.

10. The base station according to claim 9, characterized in that the selection module comprises:

a first calculation module, which is configured to calculate a channel SINR parameter of the UE by using the
CQI that is reported by the UE within the time window;
a second calculation module, which is configured to calculate a channel correlation parameter of the UE by
using the RI that is reported by the UE within the time window;
a third calculation module, which is configured to calculate a channel variation state parameter of the UE by
using the PMI that is reported by the UE within the time window; and
a determination module, which is configured to determine the downlink MIMO mode in the downlink transmission
mode in which the UE currently is according to the channel SINR parameter, the channel correlation parameter
and the channel variation state parameter of the UE.
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