
J  
Europaisches  Patentamt 

European  Patent  Office 

Office  europeen  des  brevets ©  Publication  number: 0  6 5 6   5 7 8   A 2  

E U R O P E A N   PATENT  A P P L I C A T I O N  

©  Application  number:  94308629.8 

@  Date  of  filing:  23.11.94 

int  ci  6  G06F  1 /28  

®  Priority:  01.12.93  US  160930  ©  Applicant:  ADVANCED  MICRO  DEVICES  INC. 
One  AMD  Place, 

@  Date  of  publication  of  application:  P.O.  Box  3453 
07.06.95  Bulletin  95/23  Sunnyvale, 

California  94088-3453  (US) 
©  Designated  Contracting  States: 

BE  DE  DK  ES  FR  GB  GR  IE  IT  LU  NL  PT  SE  ©  Inventor:  Wisor,  Michael  T. 
9815  Copper  Creek  No.  922 
Austin, 
Texas  78729  (US) 
Inventor:  O'Brien,  Rita  M. 
4608  Saloma 
Austin, 
Texas  78749  (US) 

©  Representative:  Wright,  Hugh  Ronald  et  al 
Brookes  &  Martin 
52/54  High  Holborn 
London  WC1V  6SE  (GB) 

©  Portable  computer  system. 

CM 
<  

00 

m  
CO 
m  
CO 

©  A  computer  system  is  provided  that  employs  a 
disable  technique  which  warns  the  user  of  a  low 
battery  condition  when  the  user  attempts  to  power- 
on  the  computer,  and  which  prevents  power  from 
being  applied  to  a  primary  portion  of  the  computer 
system.  A  battery  monitor  is  included  for  monitoring 
the  voltage  across  the  battery,  and  for  asserting  a 
control  signal  when  the  battery  voltage  drops  below 
a  certain  threshold  value.  A  control  unit  receives  the 
control  signal  and  accordingly  prevents  power  from 
being  applied  to  a  primary  computer  subsystem 
when  the  computer  system  is  turned  on.  Instead, 
when  the  user  attempts  to  turn  on  the  computer 
system  when  the  low  battery-capacity  condition  ex- 
ists,  the  control  unit  causes  a  pulse  generator  to 
generate  a  signal  that  drives  a  speaker.  An  audible 
indication  of  the  low  power  condition  is  thereby 
produced.  In  accordance,  the  user  is  alerted  to  the 
low  battery  condition,  while  further  power  is  pre- 
vented  from  being  depleted  from  the  battery  as  a 
result  of  applying  power  to  the  primary  computer 

subsystem. 
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This  invention  relates  to  portable  computer 
systems  and  more  particularly  to  low  battery  detec- 
tion  and  indicator  circuitry  for  portable  computer 
systems.  This  invention  further  relates  to  power 
management  units  for  portable  computer  systems. 

It  is  frequently  desirable  to  warn  the  user  of  a 
portable  computer  system  of  a  condition  when  the 
battery  capacity  is  low.  Accordingly,  a  variety  of 
battery  monitors  and  so-called  "fuel  gauges"  have 
been  developed  that  provide  an  external  indicator 
of  a  low  battery-capacity  condition.  These  external 
indicators  include  both  LED  indicators  and  visual 
displays  incorporated  on  the  computer  screen.  The 
battery  monitors  may  indicate  when  the  battery 
capacity,  as  inferred  by  the  voltage  across  the 
battery,  decreases  below  a  certain  threshold,  or 
may  indicate  the  capacity  of  the  battery  over  a 
broad  range  of  possible  values. 

In  portable  computer  systems,  if  the  battery 
capacity  is  diminished  to  a  critical  point,  damage  to 
the  battery  and  other  system  components  may 
occur.  If  the  computer  is  powered-on,  the  user  may 
receive  the  indication  of  the  low  battery  condition  in 
real  time  and  may  accordingly  power-down  the 
system  to  recharge  the  battery.  If,  on  the  other 
hand,  the  computer  is  in  a  powered-off  state  or  in  a 
power-conserving  suspend  state  (during  which,  for 
example,  the  CPU  clock  signal  and  the  system 
clock  signal  may  be  stopped),  the  user  may  be 
unaware  of  a  low  battery  condition.  Thus,  if  the 
user  subsequently  attempts  to  turn  on  the  com- 
puter  system  or  the  system  attempts  to  restart  the 
CPU  and  system  clock  signals,  the  battery  will  be 
drained  even  further.  This  can  damage  the  battery 
and  other  system  components. 

The  problems  outlined  above  are  in  large  part 
solved  by  a  technique  employed  during  low  battery 
conditions  within  a  portable  computer  system  ac- 
cording  to  the  present  invention.  In  one  embodi- 
ment,  a  computer  system  that  employs  a  disable 
technique  warns  the  user  of  a  low  battery  condition 
that  exists  when  the  user  attempts  to  power-on  the 
computer,  and  prevents  power  from  being  applied 
to  the  primary  portion  of  the  computer  system.  A 
battery  monitor  is  provided  for  monitoring  the  volt- 
age  across  the  battery,  and  for  asserting  a  control 
signal  when  the  battery  voltage  drops  below  a 
certain  threshold  value.  A  control  unit  receives  the 
control  signal  and  accordingly  prevents  power  from 
being  applied  to  a  primary  computer  subsystem 
when  the  computer  system  is  turned  on.  Instead, 
when  the  user  attempts  to  turn  on  the  computer 
system  when  the  low  battery-capacity  condition 
exists,  the  control  unit  causes  a  pulse  generator  to 
generate  a  signal  that  drives  a  speaker.  An  audible 
indication  of  the  low  power  condition  is  thereby 
produced.  In  accordance,  the  user  is  alerted  to  the 
low  battery  condition,  while  further  power  is  pre- 

vented  from  being  depleted  from  the  battery  as  a 
result  of  applying  power  to  the  primary  computer 
subsystem. 

In  another  embodiment,  a  power  management 
5  unit  is  provided  having  a  ready  state  and  a  power- 

conserving  suspend  state.  During  the  ready  state,  a 
CPU  clock  signal  and  a  system  clock  signal  are 
driven  at  maximum  frequencies.  During  the  sus- 
pend  state,  the  CPU  and  system  clock  signals  are 

io  either  reduced  in  frequencies  or  are  entirely  stop- 
ped.  If  a  low  battery  condition  exists,  the  power 
management  unit  is  forced  to  remain  in  the  sus- 
pend  state  regardless  of  subsequent  system  activ- 
ity.  An  audible  indication  of  the  low  battery  con- 

75  dition  is  instead  produced  to  alert  the  user  of  the 
low  battery  condition. 

Broadly  speaking,  the  present  invention  con- 
templates  a  portable  computer  system  comprising 
a  primary  computer  subsystem,  a  battery  pack, 

20  and  a  power  switch  for  providing  power  from  the 
battery  pack  to  the  primary  computer  subsystem. 
The  computer  system  further  includes  a  battery 
monitor  unit  for  monitoring  the  capacity  of  the 
battery  pack  and  capable  of  generating  a  control 

25  signal  indicative  of  a  low  battery  condition.  The 
computer  system  finally  includes  a  control  unit 
coupled  to  the  battery  monitor  unit,  wherein  the 
control  unit  is  capable  of  preventing  power  from 
being  provided  to  the  primary  computer  subsystem 

30  through  the  power  switch  when  the  control  signal  is 
asserted,  and  wherein  the  control  unit  is  capable  of 
generating  an  indicator  signal  for  activating  a  user 
indicator  when  the  control  signal  is  asserted  and 
when  the  power  switch  is  closed. 

35  The  invention  further  contemplates  a  power 
management  unit  for  a  portable  computer  system 
comprising  a  battery  monitor  for  monitoring  a  ca- 
pacity  level  of  a  battery  and  capable  of  generating 
a  control  signal  indicative  of  a  low  battery  con- 

40  dition.  The  power  management  unit  also  includes  a 
system  monitor  for  monitoring  a  circuit  portion  of 
the  computer  system  and  capable  of  asserting  a 
suspend  state  signal  when  the  circuit  portion  is 
inactive  and  capable  of  deasserting  the  suspend 

45  state  signal  when  the  circuit  portion  is  active.  A 
clock  control  unit  is  coupled  to  the  system  monitor 
and  is  capable  of  asserting  a  clock  suspend  signal 
in  response  to  an  assertion  of  the  suspend  state 
signal.  The  clock  suspend  signal  is  for  controlling 

50  the  frequency  of  a  clock  signal.  The  system  moni- 
tor  asserts  the  suspend  state  signal  when  the  con- 
trol  signal  is  asserted,  and  is  prevented  from  deas- 
serting  the  suspend  state  signal  when  the  control 
signal  is  asserted. 

55  The  invention  finally  contemplates  a  power 
management  method  for  a  portable  computer  sys- 
tem  comprising  the  steps  of  monitoring  a  circuit 
portion  of  the  computer  system,  entering  a  sus- 
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pend  state  if  the  circuit  portion  is  inactive,  reducing 
the  frequency  of  a  clock  signal  in  response  to  the 
step  of  entering  the  suspend  state,  monitoring  the 
capacity  of  a  battery,  and  preventing  the  computer 
system  from  returning  to  the  ready  state  if  the 
capacity  of  the  battery  is  below  a  predetermined 
threshold  value. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Other  objects  and  advantages  of  the  invention 
will  become  apparent  upon  reading  the  following 
detailed  description  and  upon  reference  to  the  ac- 
companying  drawings  in  which: 

Figure  1  is  a  block  diagram  of  computer  system 
that  employs  a  disable  technique  according  to 
the  present  invention. 
Figure  2  is  a  waveform  diagram  that  illustrates  a 
signal  provided  from  a  pulse  generator  for  pro- 
ducing  an  audible  indication  of  a  low  battery 
condition. 
Figure  3  is  a  schematic  diagram  of  a  control  unit 
employed  within  the  computer  system  of  Figure 
1. 
Figure  4  is  block  diagram  of  a  computer  system 
that  employs  a  disable  technique  according  to 
another  embodiment  of  the  present  invention. 
While  the  invention  is  susceptible  to  various 

modifications  and  alternative  forms,  specific  em- 
bodiments  thereof  are  shown  by  way  of  example  in 
the  drawings  and  will  herein  be  described  in  detail. 
It  should  be  understood,  however,  that  the  draw- 
ings  and  detailed  description  thereto  are  not  in- 
tended  to  limit  the  invention  to  the  particular  form 
disclosed,  but  on  the  contrary,  the  intention  is  to 
cover  all  modifications,  equivalents  and  alternatives 
falling  within  the  spirit  and  scope  of  the  present 
invention  as  defined  by  the  appended  claims. 

Referring  now  to  the  drawings,  Figure  1  is  a 
block  diagram  of  a  portable  computer  system  10 
that  employs  a  disable  technique  during  low  bat- 
tery  conditions  according  to  the  present  invention. 
In  the  embodiment  of  Figure  1,  computer  system 
10  includes  a  battery  pack  12  coupled  to  a  battery 
monitor  unit  14  and  a  power  switch  16.  A  control 
unit  18  is  coupled  to  battery  monitor  14  and  to 
power  switch  16.  Control  unit  18  includes  a  pair  of 
output  lines,  one  of  which  is  coupled  to  a  pulse 
generator  20  and  the  other  of  which  is  coupled  to  a 
primary  computer  subsystem  22.  A  speaker  24  is 
finally  shown  coupled  to  pulse  generator  20. 

Primary  computer  subsystem  22  is  representa- 
tive  of  a  variety  of  major  functional  subunits  of 
computer  system  10.  For  example,  in  the  preferred 
embodiment,  primary  computer  subsystem  22  in- 
cludes  a  system  microprocessor,  a  system  mem- 
ory,  and  a  system  display,  among  other  things. 

During  normal  operation  of  computer  system 
10  when  the  battery  cells  that  comprise  battery 
pack  12  are  completely  charged,  power  is  provided 
to  the  primary  computer  subsystem  22  through 

5  power  switch  16  and  control  unit  18.  In  one  em- 
bodiment,  the  nominal  voltage  produced  by  battery 
pack  12  is  12  volts.  When  battery  pack  12  is  fully 
charged,  battery  monitor  unit  14  detects  the  nomi- 
nal  voltage  at  an  input  line  and  accordingly  deas- 

io  serts  (low)  an  indicator  signal  labeled  "VLBATT". 
When  the  indicator  signal  VLBATT  is  deasserted 
low,  control  unit  18  allows  battery  power  to  be 
coupled  to  the  primary  computer  subsystem  22 
when  power  switch  16  is  closed. 

is  If,  while  power  switch  16  is  closed  and  primary 
computer  subsystem  22  is  powered-on,  the  voltage 
Vb  across  battery  pack  12  falls  below  a  certain 
predetermined  threshold  value,  battery  monitor  unit 
14  asserts  the  indicator  signal  VLBATT.  Control 

20  unit  18  responsively  prevents  power  from  being 
applied  to  primary  computer  subsystem  22  and 
generates  a  control  signal  that  is  received  by  pulse 
generator  20.  In  response  to  this  control  signal, 
pulse  generator  20  produces  a  pulsed  signal,  as 

25  illustrated  in  the  waveform  diagram  of  Figure  2. 
The  pulsed  signal  generated  by  pulse  generator  20 
drives  speaker  24,  which  accordingly  produces  an 
audible  tone.  It  is  noted  that  in  the  embodiment  of 
Figure  1  ,  the  pulse  signal  generated  by  pulse  gen- 

30  erator  20  induces  a  beeping  sound  consisting  of 
three  1  second  tones. 

If,  on  the  other  hand,  the  capacity  of  battery 
pack  12  diminishes  below  a  certain  level  when  the 
primary  computer  subsystem  22  is  powered-down, 

35  battery  monitor  unit  14  again  detects  the  low  bat- 
tery  condition  by  monitoring  the  voltage  Vb  across 
the  battery  pack  12.  When  the  battery  voltage  Vb 
falls  below  the  predetermined  threshold  value,  the 
battery  monitor  unit  14  again  asserts  the  VLBATT 

40  signal.  If  the  user  subsequently  attempts  to  power- 
on  the  primary  computer  subsystem  22  by  closing 
power  switch  16  when  the  VLBATT  signal  is  as- 
serted,  control  unit  18  prevents  power  from  being 
applied  to  the  primary  computer  subsystem  22. 

45  When  the  power  switch  16  is  closed,  the  control 
unit  18  Instead  provides  a  control  signal  to  pulse 
generator  20,  thereby  causing  the  generation  of  the 
pulsed  signal  (as  illustrated  in  Figure  2)  that  causes 
sound  to  be  produced  from  speaker  24. 

50  Figure  3  illustrates  one  embodiment  of  control 
unit  18.  The  control  unit  18  of  Figure  3  includes  a 
pair  of  field  effect  transistors  30  and  32,  an  inverter 
34,  and  a  one-shot  circuit  36.  As  is  evident  from 
the  circuit,  when  the  VLBATT  signal  is  deasserted 

55  low,  transistor  30  is  turned  on  and  transistor  32  is 
turned  off.  Accordingly,  the  battery  voltage  Vb  is 
provided  to  primary  computer  subsystem  22.  When 
the  VLBATT  signal  is  asserted  high,  transistor  30  is 
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turned  off,  and  transistor  32  is  turned  on.  Accord- 
ingly,  the  battery  voltage  is  disconnected  from  the 
primary  computer  subsystem  22  and  one-shot  cir- 
cuit  36  provides  a  signal  to  pulse  generator  20  that 
causes  the  production  of  an  audible  indication  of 
the  low  battery  condition. 

As  a  result  of  computer  system  10,  an  external 
indication  of  a  critically  low  battery  condition  of 
battery  pack  12  is  provided  to  the  system  user 
even  if  the  primary  computer  subsystem  22  is 
powered-down.  The  external  indicator  is  generated 
when  the  user  attempts  to  power  the  computer 
system  on.  Since  power  cannot  be  applied  to  pri- 
mary  computer  subsystem  22  when  the  low  battery 
condition  exists,  further  depletion  of  battery  power 
is  prevented. 

Referring  next  to  Figure  4,  a  block  diagram  of  a 
computer  system  100  is  shown  that  illustrates  an- 
other  embodiment  of  the  present  invention.  The 
computer  system  100  includes  a  microprocessor 
(CPU)  102,  a  memory  controller  104,  and  a  disk 
controller  106  coupled  to  a  clock  generator  108. 
The  computer  system  100  further  includes  a  power 
management  unit  110,  a  speaker  112,  and  a  bat- 
tery  pack  1  1  4. 

Clock  generator  108  generates  a  CPU  clock 
signal  that  is  provided  to  microprocessor  102  and  a 
system  clock  signal  that  is  provided  to  memory 
controller  104  and  to  disk  controller  106,  among 
other  things.  It  is  noted  that  the  CPU  clock  signal 
may  have  a  different  frequency  from  the  system 
clock  signal.  For  example,  in  one  embodiment,  the 
CPU  clock  signal  has  a  maximum  frequency  of  80 
MHz  and  the  system  clock  signal  has  a  maximum 
frequency  of  40MHz. 

Power  management  unit  110  includes  a  system 
monitor  120  coupled  to  an  AC  detect  unit  122  and 
to  a  clock  control  unit  124.  System  monitor  120  is 
further  coupled  to  a  pulse  generator  126  and  to  a 
battery  monitor  128. 

Microprocessor  102,  memory  controller  104, 
and  disk  controller  106  are  coupled  to  a  CPU  local 
bus  (not  shown).  It  is  noted  that  computer  system 
100  may  include  a  variety  of  additional  peripheral 
devices.  It  is  further  noted  that  battery  pack  114 
provides  power  to  microprocessor  102,  memory 
controller  104,  and  disk  controller  106;  however, 
the  specific  connections  from  battery  pack  114  to 
microprocessor  102,  memory  controller  104,  and 
disk  controller  106  have  been  omitted  from  the 
drawing  in  the  interest  of  simplicity  and  clarity.  It  is 
also  noted  that  AC  power  may  be  provided  to 
computer  system  100  during  certain  times  to  pro- 
vide  an  alternate  power  source. 

After  computer  system  100  has  been  powered 
on,  system  monitor  120  monitors  various  sub- 
systems  of  the  computer  system  100  such  as  the 
microprocessor  102,  memory  controller  104,  and 

disk  controller  106,  among  other  things.  In  one 
embodiment,  system  monitor  120  detects  activity 
of  the  microprocessor  and  other  system  periph- 
erals  by  detecting  signal  activity  on  the  CPU  local 

5  bus  and/or  a  peripheral  bus.  During  normal  opera- 
tion  of  computer  system  100  when  microprocessor 
102,  memory  controller  104,  and  disk  controller 
106  are  active,  power  management  110  is  in  a 
"ready"  state  during  which  the  clock  generator  108 

io  drives  the  CPU  clock  signal  and  the  system  clock 
signal  at  their  maximum  frequencies.  A  variety  of 
specific  implementations  of  system  monitor  120 
could  be  employed  within  power  management  unit 
110,  and  exemplary  system  monitors  are  described 

is  in  numerous  publications  of  the  known  prior  art.  For 
example,  an  exemplary  system  monitor  that  de- 
tects  inactive  circuit  portions  of  a  computer  system 
is  described  within  U.S.  patent  number  5,167,024 
issued  November  24,  1992  to  Smith  et  al.  This 

20  patent  is  incorporated  herein  by  reference  in  its 
entirety. 

When  system  monitor  120  determines  that  the 
microprocessor  102,  the  system  memory  controller 
104,  and  the  disk  controller  106  are  inactive,  sys- 

25  tern  monitor  120  enters  a  "suspend"  state  during 
which  a  control  signal,  identified  herein  as  the 
"Suspend  State  Signal",  is  asserted.  The  Suspend 
State  Signal  is  provided  to  clock  control  unit  124 
which  accordingly  asserts  a  control  signal  labelled 

30  the  "Clock  Suspend  Signal"  that  is  received  by 
clock  generator  108.  In  response,  depending  upon 
the  system  configuration  which  may  be  program- 
mable  by  the  user,  the  clock  generator  108  either 
reduces  the  frequencies  of  the  CPU  clock  signal 

35  and  the  system  clock  signal  to,  for  example,  5  MHz 
and  2  MHz,  respectively,  or  stops  the  CPU  clock 
signal  and  the  system  clock  signal  completely  (i.e., 
0  MHz).  Thus,  when  computer  system  100  is  in  the 
suspend  state,  overall  power  consumption  of  the 

40  computer  system  is  significantly  reduced. 
If  the  battery  voltage  Vb  across  battery  pack 

114  falls  below  a  certain  predetermined  threshold 
value  when  the  computer  system  is  in  the  ready 
state,  battery  monitor  128  asserts  the  signal 

45  VLBATT.  Similar  to  the  previously  described  em- 
bodiment  of  Figure  1,  when  the  system  monitor 
120  receives  the  asserted  VLBATT  signal,  a  control 
signal  is  provided  to  pulse  generator  126  which 
accordingly  causes  an  audible  sound  to  be  pro- 

50  duced  by  speaker  112.  At  the  same  time,  system 
monitor  120  is  forced  to  enter  the  suspend  state. 
Thus,  the  suspend  state  signal  is  asserted  such 
that  the  clock  control  unit  124  causes  clock  gener- 
ator  108  to  either  reduce  the  frequencies  of  or  stop 

55  the  CPU  and  system  clock  signals. 
If  the  power  management  unit  110  is  in  the 

suspend  state  and  a  system  activity  occurs  that 
would  normally  cause  system  monitor  120  to  enter 
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the  ready  state,  and  if  the  low  battery  signal 
VLBATT  is  asserted,  system  monitor  120  is  pre- 
vented  from  entering  the  ready  state.  Depending 
upon  the  type  of  system  activity,  an  audible  indica- 
tion  alerting  the  user  of  the  low  battery  condition  is  5 
instead  produced.  Accordingly,  the  CPU  clock  sig- 
nal  and  the  system  clock  signal  are  kept  at  their 
low  frequencies  or  are  prevented  from  being  re- 
started  and,  further  significant  power  dissipation 
from  battery  pack  114  is  prevented.  10 

It  is  noted  that  in  addition  to  controlling  the 
frequencies  of  the  CPU  clock  signal  and  the  sys- 
tem  clock  signal,  power  management  110  may 
further  be  configured  to  control  the  application  of 
power  to  microprocessor  102,  memory  controller  is 
104,  disk  controller  106,  among  other  things,  in  a 
similar  manner.  In  such  a  configuration,  a  circuit 
similar  to  that  of  Figure  1  may  be  employed 
wherein  switch  16  is  an  electronic  switch  selec- 
tively  controlled  by  system  monitor  120  depending  20  2. 
upon  whether  the  system  is  in  the  ready  or  in  the 
suspend  state. 

It  is  further  noted  that  the  disable  technique 
employed  during  low  battery  conditions  as  de- 
scribed  herein  may  be  used  in  conjunction  with  a  25 
variety  of  additional  power  management  tech- 
niques.  For  example,  the  disable  technique  may  be  3. 
employed  in  conjunction  with  the  power  manage- 
ment  techniques  taught  within  the  co-pending, 
commonly  assigned  patent  applications:  "System  30 
Oscillator  Gating  Technique  For  Power  Manage- 
ment  Within  a  Computer  System",  by  O'Brien, 
Serial  No.  ,  filed  concurrently  here- 
with;  "Interrupt  Controller  With  In-Service  Indica- 
tion",  by  MacDonald  et  al.,  Serial  No.  08/125,336,  35  4. 
filed  September  22,  1993;  and  "Power  Manage- 
ment  Control  Technique  For  Timer  Tick  Activity 
Within  An  Interrupt  Driven  Computer  System",  by 
O'Brien  et  al.,  Serial  No.  ,  filed  No-  5. 
vember  23,  1993.  These  patent  applications  are  40 
incorporated  herein  by  reference  in  their  entirety. 

Numerous  variations  and  modifications  will  be- 
come  apparent  to  those  skilled  in  the  art  once  the  6. 
above  disclosure  is  fully  appreciated.  For  example, 
although  the  computer  system  10  of  Figure  1  illus-  45 
trates  a  pulse  generator  20  and  a  speaker  24  for 
producing  an  audible  indication  of  the  low  battery  7. 
condition,  other  indicators  that  warn  the  user  of  the 
low  battery  condition  may  be  employed,  such  as 
an  LED  display.  It  is  intended  that  the  following  so 
claims  be  interpreted  to  embrace  all  such  vari-  8. 
ations  and  modifications. 

Claims 
55 

1.  A  portable  computer  system  comprising:  9. 
a  primary  computer  subsystem; 
a  battery  pack; 

a  power  switch  coupled  between  said  bat- 
tery  pack  and  said  primary  computer  sub- 
system  for  providing  power  from  said  battery 
pack  to  said  primary  computer  subsystem; 

a  battery  monitor  unit  for  monitoring  the 
capacity  of  said  battery  pack  and  capable  of 
generating  a  control  signal  indicative  of  a  low 
battery  condition;  and 

a  control  unit  coupled  to  said  battery  moni- 
tor  unit,  wherein  said  control  unit  is  capable  of 
preventing  power  from  being  provided  to  said 
primary  computer  subsystem  through  said 
power  switch  when  said  control  signal  is  as- 
serted,  and  wherein  said  control  unit  is  capable 
of  generating  an  indicator  signal  for  activating 
a  user  indicator  when  said  control  signal  is 
asserted  and  when  said  power  switch  is 
closed; 

The  portable  computer  system  as  recited  in 
Claim  1  wherein  said  user  indicator  includes  a 
sound  generator  coupled  to  said  power  control 
unit,  wherein  said  sound  generator  produces  a 
sound  when  said  indicator  signal  is  provided 
by  said  power  control  unit. 

The  portable  computer  system  as  recited  in 
Claim  2  wherein  said  sound  generator  com- 
prises: 

a  pulse  generator  for  generating  a  pulsing 
signal;  and 

a  speaker  coupled  to  receive  said  pulsing 
signal. 

The  portable  computer  system  as  recited  in 
Claim  1  wherein  said  primary  computer  sub- 
system  includes  a  microprocessor. 

The  portable  computer  system  as  recited  in 
Claim  4  wherein  said  primary  computer  sub- 
system  further  includes  a  visual  display  unit. 

The  portable  computer  system  as  recited  in 
Claim  5  wherein  said  primary  computer  sub- 
system  further  includes  a  system  memory. 

The  portable  computer  system  as  recited  in 
Claim  1  wherein  said  battery  pack  includes  a 
plurality  of  battery  cells. 

The  portable  computer  system  as  recited  in 
Claim  1  wherein  said  control  unit  is  coupled  in 
series  between  said  power  switch  and  said 
primary  computer  subsystem. 

A  power  management  unit  for  a  portable  com- 
puter  system  comprising: 

a  battery  monitor  for  monitoring  a  capacity 

5 
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level  of  a  battery  and  capable  of  generating  a 
control  signal  indicative  of  a  low  battery  con- 
dition; 

a  system  monitor  for  monitoring  a  circuit 
portion  of  said  computer  system  and  capable  5 
of  asserting  a  suspend  state  signal  when  said 
circuit  portion  is  inactive  and  capable  of  deas- 
serting  said  suspend  state  signal  when  said 
circuit  portion  is  active; 

a  clock  control  unit  coupled  to  said  system  10 
monitor,  wherein  said  clock  control  unit  is  ca- 
pable  of  asserting  a  clock  suspend  signal  in 
response  to  an  assertion  of  said  suspend  state 
signal,  wherein  said  clock  suspend  signal  is  for 
controlling  the  frequency  of  a  clock  signal;  and  is 

wherein  said  system  monitor  asserts  said 
suspend  state  signal  when  said  control  signal 
is  asserted,  and  wherein  said  system  monitor 
is  prevented  from  deasserting  said  suspend 
state  signal  when  said  control  signal  is  as-  20 
serted. 

10.  The  power  management  unit  as  recited  in 
Claim  9  further  comprising  an  external  indica- 
tor  driver  coupled  to  said  system  monitor,  25 
wherein  said  system  monitor  provides  an  in- 
dicator  signal  to  said  external  indicator  driver 
for  causing  an  external  indicator  device  to  ac- 
tivate  when  said  suspend  state  signal  is  as- 
serted;  30 

11.  The  power  management  unit  as  recited  in 
Claim  10  wherein  said  external  indicator  driver 
is  a  pulse  generator. 

35 
12.  A  power  management  method  for  a  portable 

computer  system  comprising  the  steps  of: 
monitoring  a  circuit  portion  of  said  com- 

puter  system; 
entering  a  suspend  state  if  said  circuit  40 

portion  is  inactive; 
reducing  the  frequency  of  a  clock  signal  in 

response  to  said  step  of  entering  said  suspend 
state; 

monitoring  the  capacity  of  a  battery;  and  45 
preventing  said  computer  system  from  re- 

turning  to  said  ready  state  if  the  capacity  of 
said  battery  is  below  a  predetermined  thresh- 
old  value. 

6 
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