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Description

Technical Field

[0001] The present invention relates to a speed reduc-
tion device in which a pre-stage speed reducer com-
posed of external gears, and an eccentrically oscillating
speed reducer are combined together according to the
preamble of claim 1. Such a device is known from WO
2005/015011 which is a family member of EP 1 662 138
A1.

Background Art

[0002] As a conventional speed reduction device, for
example, a speed reduction described in the following
JP-A-62-4586 is known.
[0003] This speed reduction device includes an eccen-
trically oscillating speed reducer having a plurality of
crankshafts axial opposite ends of which are rotatably
supported by a carrier and that are spaced apart at equal
distances in a circumferential direction, a first external
gear that is attached to an output shaft of a motor, and
rotates as a driving force is transmitted thereto from the
motor, second external gears that are attached to axial
one ends of all the crankshafts, and third external gears
that are rotatably supported by the output shaft of the
motor, and have small-diameter gears that mesh with the
second external gears and have a smaller diameter than
the second external gears, and large-diameter gears.
Here, fourth external gears that are arranged close to
axial one ends of all the crankshafts while keeping coaxial
relationship with the second external gears, that have
large-diameter gears meshing with the first external gear
and having a larger diameter than the first external gear,
and small-diameter gears meshing with the large-diam-
eter gears of the third external gears and having a smaller
diameter than the large-diameter gears is rotatably sup-
ported.
[0004] However, in such a conventional speed reduc-
er, three-stage external gears, i.e., the second external
gears and the large diameter gears and small diameter
gears of the fourth external gears are arranged to close
one another at an axial one end of each of the crank-
shafts. Therefore, the whole speed reduction device be-
comes large in its axial length, and becomes large in its
size. Also, gears mesh with each other in three places,
that is, between the first external gear and the large-di-
ameter gears of the fourth external gears, between the
small-diameter gears of the fourth external gears and the
large-diameter gears of the third external gears, and be-
tween the small-diameter gears of the third external
gears and the second external gears. As a result, there
is a problem in that noises become large, and energy
loss becomes large. Moreover, since two type of gears
(third and fourth external gears) having large-diameter
gears and small-diameter gears are used, there is also
a problem in that the structure becomes complicated.

Disclosure of the Invention

Problems to be Solved by the Invention

[0005] The object of the invention is to provide a low-
noise speed reduction device that is simple in structure,
small-sized, and little in energy loss.
[0006] Such an object can be achieved by a speed
reduction device according to claim 1. Such a device in-
cludes, inter alia, an eccentrically oscillating speed re-
ducer having a plurality of crankshafts axial opposite
ends of which are rotatably supported by a carrier, and
that are spaced apart at equal distances in a circumfer-
ential direction; a first external gear that rotates as a driv-
ing force is transmitted thereto from a motor; a second
external gear that is attached to an axial one end of at
least any one of the crankshafts; a supporting shaft that
is supported by the carrier; a rotatable third external gear
having a large-diameter gear meshing with the first ex-
ternal gear and having a larger diameter than the first
external gear, and a small-diameter gear meshing with
the second external gear and having a smaller diameter
than the second external gear.

Effects of the Invention

[0007] In the invention, as mentioned above, two-
stage gears, i.e., the large-diameter gear and small-di-
ameter gear of the third external gear are supported by
the carrier, while one-stage second external gear that
meshes with the small-diameter gear is only attached to
the axial one end of each of the crankshafts. Therefore,
since gears mesh with each other only in two places, that
is, between the first external gear and the large-diameter
gear of the third external gear, and between the small-
diameter gear of the third external gear and the second
external gear until a driving force is transmitted to the
crankshafts from the first external gear, noises can be
reduced, and energy loss can also be reduced. Moreo-
ver, since only one type of the third external gear have
the large-diameter gear and small-diameter gear, the
structure can be made simple.
[0008] Further, since the supporting shaft is on the ra-
dial outside of the imaginary circle passing through the
central axes of all the crankshafts, the diameter of the
large-diameter gear of the third external gear can be
made larger, and thereby, the speed reduction ratio of a
speed reduction device can be increased easily.
Moreover, when the carrier is composed of two or more
members, if the supporting shaft is composed of a fas-
tening member that fasten the two or more members to-
gether, the fastening member can be used commonly for
fastening of the carrier, and for supporting of the third
external gear, and thereby, the structure becomes sim-
ple, and the production cost can also be made low.
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Brief Description of the Drawings

[0009]

Fig. 1 is a front sectional view showing Embodiment
1 of the invention.
Fig. 2 is a view as seen from the direction of an arrow
I-I of Fig. 1.
Fig. 3 is an explanatory view showing the transmis-
sion path of a driving force.
Fig. 4 is a front sectional view showing Embodiment
2 of the invention.
Fig. 5 is a view as seen from the direction of an arrow
II-II of Fig. 4.
Fig. 6 is an explanatory view showing the transmis-
sion path of a driving force.

Best Mode for Carrying Out the Invention

[0010] Hereinafter, preferable embodiments of the in-
vention will be described with reference to the drawings

Embodiment 1

[0011] Hereinafter, Embodiment 1 of the invention will
be described with reference to the drawings.
Referring to Figs. 1, 2 and 3, reference numeral 11 de-
notes a base end arm serving as a first member of an
industrial robot 12, and the base end arm 11 is turned
about a base end. A fixed part, here, a case 14 of an
eccentrically oscillating speed reducer 13 is fixed to one
side face of a front end of the base end arm 11 by means
of a plurality of bolts 15. Further, a base end of a front
end arm 17 serving as a second member of the industrial
robot 12 is fixed to a rotating part of the eccentrically
oscillating speed reducer 13, here, one end of a carrier
16 by means of a plurality of bolts 18.
[0012] As a result, the front end arm 17 can be rotated
(turned) about the base end with respect to the base end
arm 11. If the case 14 is fixed and the carrier 16 is rotated
as mentioned above, the speed reduction device be-
comes the same as that of a type that is conventionally
used frequently, and can consequently be used with the
same feeling as usual. Here, the case 14 assumes a
substantially cylindrical shape, and pin teeth 21 serving
as a number of internal teeth that are spaced apart at
equal distances are provided at an inner periphery of an
axial central portion of the case.
[0013] Within the case 14, a plurality of (two) pinions
22 are arranged and received axially, and external teeth
23 including a number of trochoidal teeth are formed at
outer peripheries of the pinions 22. Here, the number of
the external teeth 23 of the pinions 22 is slightly fewer
than, here, is one fewer than the number of the pin teeth
21. Further, the external teeth 23 and the pin teeth 21
mesh with each other in a state where the pinions 22 and
the case 14 are inscribed to each other. However, max-
imum meshing portions (deepest meshing portions) of

the two pinions 22 have a phase shift of 180°.
[0014] Also, center holes 24 are formed in the central
axes of the pinions 22 so as to pass therethrough. Fur-
ther, a plurality of (three) through holes (not shown) that
pass axially through the pinions are formed in an inter-
mediate portion between inner and outer peripheries of
each pinion so as to be spaced apart at equal distances
in a circumferential direction. Further, although the carrier
16 is inserted into the case 14, the carrier 16 is composed
of a pair of end plate parts 28 and 29 that are arranged
on axial opposite outsides of the pinions 22, and a plu-
rality of pillar parts (not shown) each of which has one
end integrally formed with the end plate part 28 and the
other end fastened to the end plate part 29. These pillar
parts are loosely fitted into the through holes. Further,
center holes 32 and 33 having a diameter that is approx-
imately equal to that of the center holes 24 are formed
in the carrier 16, specifically, on the central axes of the
end plate parts 28 and 29.
[0015] Reference numeral 36 denotes a pair of bear-
ings that are interposed between the carrier 16, specifi-
cally, the outer peripheries of the end plate parts 28 and
29, and the inner peripheries of both axial ends of the
case 14, and the carrier 16 is supported by the bearings
36 so as to be relatively rotatable with respect to the case
14. Reference numeral 37 denotes a plurality of (three)
crank holes that are formed in each pinion 22 and extend
axially. These crank holes 37 are spaced apart at equal
distances in the circumferential direction, and are ar-
ranged alternately with the through holes.
[0016] Reference numeral 40 denotes a plurality of
(the same number as the crank holes 37) crankshafts.
These crankshafts 40 are arranged so as to be spaced
apart at equal distances in the circumferential direction.
A pair of bearings 41 that are spaced apart axially are
interposed between these crankshafts 40, and the carrier
16, specifically, the end plate parts 28 and 29. Thereby,
axial opposite ends of the crankshafts 40 are rotatably
supported by the carrier 16 via the pair of bearings 41.
[0017] Further, the crankshafts 40 have at their axial
central portions eccentric portions 44 that are made ec-
centric by the same distance from the central axes of the
crankshafts 40 and have the same number (two) as the
pinions 22. These eccentric portions 44 are arranged ax-
ially adjacent to each other, have a phase shift of about
180°. Also, the eccentric portions 44 of the crankshafts
40 are inserted into the crank holes 37 of the pinions 22
via roller bearings 45, respectively. As a result, the rela-
tive rotation of the pinions 22 and the crankshafts 40 are
allowed. In addition, reference numeral 46 denotes an
oil seal that is interposed between the inner periphery of
the case 14 on axial one side, and the carrier 16, specif-
ically, the outer periphery of the end plate part 28 from
the bearing 36 that is arranged on axial one side.
[0018] The aforementioned case 14, carrier 16, pin-
ions 22, and crankshafts 40 constitute, as a whole, the
eccentrically oscillating speed reducer 13 that reduces
the speed of the rotation input to the crankshafts 40, to
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thereby output the reduced speed to the case 14 or carrier
16, here, the carrier 16. Reference numeral 48 denotes
a motor attached to the other side face of the front end
of the base end arm 11 by means of a plurality of bolts
49. A rotary shaft 50 of the motor 48 is coaxial with the
central axis of the eccentrically oscillating speed reducer
13. If the motor 48 is made coaxial with the eccentrically
oscillating speed reducer 13, the whole structure of a
turning part can be made small, as compared with the
case where a motor is installed so as to be separated by
a predetermined distance in the radial direction from the
central axis of the eccentrically oscillating speed reducer.
[0019] A transmission shaft 53 that passes axially
through the center holes 24, 32, and 33 formed in the
central portion of the eccentrically oscillating speed re-
ducer 13 is fixed to the rotary shaft 50. A front end of the
transmission shaft 53 is provided with one first external
gear 54. The aforementioned rotary shaft 50 and trans-
mission shaft 53 constitute, as a whole, an output shaft
55 of the motor 48 that extends towards axial one side
through the center holes 24, 32, and 33. The first external
gear 54 provided in the output shaft 55 rotates around
its axis if the driving force from the motor 48 is transmitted
thereto.
[0020] Reference numeral 58 denotes second external
gears attached to axial one ends (axial one ends) of at
least one, here, all crankshafts 40 by spline coupling.
Reference numeral 59 denotes at least one, here, three
(which is the same as the number of the second external
gears 58) supporting shafts that extends parallel to the
output shaft 55. These supporting shafts 59 are spaced
apart at equal distances in the circumferential direction.
The other portions of the supporting shafts are supported
by the carried 16, specifically, by the carrier 16 by being
inserted into and fixed to the end plate part 28.
[0021] Further, the supporting shafts 59 are arranged
in the crankshafts 40 to which the second external gears
58 are attached, here in positions spaced apart in the
circumferential direction from all the crankshafts 40 as
mentioned above, and specifically, are arranged adja-
cent to peripheral one side of each of the corresponding
crankshafts 40. Also, the supporting shafts are arranged
on radial outside of an imaginary circle 60 passing
through the central axes of all the crankshafts 40. The
reference numeral 63 denotes third external gears of the
supporting shafts 59 that are coaxial with the supporting
shafts 59 and are rotatably supported via bearings 64 at
axial one side portion of each of the supporting shafts
59. These third external gears 63 have at their axial one
side large-diameter gears 65 that are larger in diameter
than the first external gear 54. These large-diameter
gears 65 are arranged around the first external gear 54,
and mesh with the first external gear 54.
[0022]  Here, the large-diameter gears 65 are formed
with such greatest diameter that they do not interfere with
each other. As a result, it is possible to obtain a speed
reduction ratio by meshing between the first external gear
54 and the large-diameter gears 65. Further, the third

external gears 63 have at their axial other side small-
diameter gears 66, respectively. The small-diameter
gears 66 are arranged close to the corresponding large-
diameter gears 65 in the coaxial relationship therewith.
Also, these small-diameter gears 66 have a smaller di-
ameter than the second external gears 58, and mesh
with the corresponding second external gears 58.
[0023] The aforementioned first external gear 54, and
large-diameter gears 65 of the third external gears 63
constitute, as a whole, a first-stage gear speed reducing
mechanism 67, and the small-diameter gears 66 of the
third external gears 63, and the second external gears
58 constitute, as a whole, a second-stage gear speed
reducing mechanism 68. These first-stage and second-
stage gear speed mechanisms 67 and 68 constitutes, as
a whole, a pre-stage speed reducing mechanism 69 that
is arranged at a front stage of the eccentrically oscillating
speed reducer 13. Here, as mentioned above, since the
supporting shafts 59 are on the radial outside of the im-
aginary circle 60 passing through the central axes of all
the crankshafts 40, the diameter of the large-diameter
gears 65 of the third external gears 63 can be made larg-
er, and thereby, the speed reduction ratio of a speed
reduction device can be increased easily. In addition, the
above-mentioned supporting shafts 59 are arranged on
peripheral intermediate positions of the adjacent corre-
sponding crankshafts 40, or in the vicinity of the adjacent
corresponding crankshaft. Thereby, the small-diameter
gears 66 may be made to mesh with second external
gears 58 adjacent to both sides thereof, or a second ex-
ternal gear 58 adjacent to one side thereof. By doing so,
the diameter of the second external gears 58 will become
large. As a result, the speed reduction ratio of the second-
stage gear speed reducing mechanism 68 can be further
increased.
[0024] Moreover, if the large-diameter gears 65 are
formed with such greatest diameter that they do not in-
terfere with each other as mentioned above, an outward
flange 71 projecting radially outward from the outer pe-
riphery of the central portion of the case 14 is formed in
the portion of the end plate part 28 on its axial one side
in order to surround the large-diameter gears 65 from the
outside. If the outward flange 71 is formed like this, one
side, i.e., axial one side of the oil seal 46 is substantially
closed by the outward flange 71 to thereby effectively
suppress penetration of dust into the eccentrically oscil-
lating speed reducer 13. Further, since the aforemen-
tioned bolts 18 are jointly fastened to the outward flange
71 and the front end arm 17, the radial distance from the
central axis of the eccentrically oscillating speed reducer
13 to the bolts 18 becomes long, so that the transmission
torque from the eccentrically oscillating speed reducer
13 to the front end arm 17 can be increased.
[0025] Next, the operation of Embodiment 1 will be de-
scribed.
When the front end arm 17 is rotated (turned) with respect
to the base end arm 11 in the industrial robots 12 as
described above, the motor 48 is operated to rotate the
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output shaft 55. The rotation of the output shaft 55 is
transmitted to all the crankshafts 40 while the speed
thereof is gradually reduced by the first external gear 54
and the large-diameter gears 65 of the third external gear
63, and subsequently by the small-diameter gears 66 of
the third external gears 63, and the second external gears
58, thereby rotating these crankshafts 40 at the same
rotational speed in the same direction around its own
central axis.
[0026] At this time, although the eccentric portions 44
of the crankshafts 40 are eccentrically rotated within the
crank holes 37 of the pinions 22 to rotate the pinions 22
in an eccentric oscillation manner, since the number of
the external teeth 23 of each pinion 22 is one fewer than
the number of the pin teeth 21 of the case 14, the carrier
16 is significantly reduced in speed by the eccentric os-
cillating rotation of the pinions 22, and rotates at low
speed, thereby rotating (turning) the front end arm 17
about a base end.
[0027] Here, two-stage gears, that is, the large-diam-
eter gears 65 and small-diameter gears 66 of the third
external gears 63 are supported by the supporting shafts
59 that is supported by the carrier 16 as mentioned
above, while one-stage second external gears 58 that
mesh with the small-diameter gears 66 are only attached
to the axial one ends (one ends) of the crankshafts 40,
the axial length of the whole speed reduction device be-
comes short, and consequently, miniaturization be-
comes possible.
[0028] Further, since gears mesh with each other only
in two places, that is, between the first external gear 54
and the large-diameter gears 65 of the third external
gears 63, and between the small-diameter gears 66 of
the third external gears 63 and the second external gears
58 until a driving force is transmitted to the crankshafts
40 from the first external gear 54, noises can be reduced,
and energy loss can also be reduced. Moreover, since
only one type of the third external gears 63 have the
large-diameter gears 65 and small-diameter gears 66,
the structure can be made simple.

Embodiment 2

[0029] Hereinafter, Embodiment 2 of the invention will
be described with reference to the drawings. Figs. 4, 5,
and 6 are views showing Embodiment 2 of the invention.
In the present embodiment, the motor 48 is attached to
the end plate part 28 of the carrier 16 by means of the
plurality of bolts 49, and the first external gear 54 is pro-
vided at the front end (other end) of the output shaft 55
extending toward the axial other side from the motor 48.
Further, the second external gears 58 are attached to
the axial one ends (axial other ends) of the crankshafts
40 of the eccentrically oscillating speed reducer 13.
[0030] Moreover, in the present embodiment, similarly
to the previous embodiment, the carrier 16 is composed
of at least two or more, here, three members including
the end plate parts 28 and 29, and pillar parts 73 fitted

into through holes 72 that are formed in the pinions 22
formed integrally with the end plate part 28. Among these,
the pillar parts 73 and the end plate part 29 are jointly
fastened by means of a plurality of (the same number as
the number of the pillar parts 73) bolts 74 as fastening
members that are screwed towards axial one side. In
addition, the above-mentioned pillar parts 73 and end
plate part 29 are usually fastened even by bolts or pins
other than the bolts 74 as fastening members as men-
tioned above.
[0031] Also, these bolts 74 constitute supporting shafts
76. Outside these supporting shafts 76 (bolts 74), the
third external gears 63 having the large-diameter gears
65 located on the axial other side and the small-diameter
gears 66 located on the axial one side are rotatably sup-
ported via cylindrical intermediate members 75 and bear-
ings 64. The large-diameter gears 65, similarly to the
previous description, meshes with one first external gear
54, and the small-diameter gears 66 mesh with the sec-
ond external gears 58. In addition, the aforementioned
intermediate members 75 and bearings 64 can also be
omitted. In this case, it is preferable to integrally form a
bearing metal, etc. at an outer periphery of the bolts 74
supporting the third external gears 63.
[0032] When the carrier 16 is composed of two or more
members (end plate parts 28 and 29 and pillar parts 73)
as mentioned above, if the pillar parts 73 and the end
plate part 29 are fastened together by means of the sup-
porting shafts 76 (bolts 74) that rotatably support the third
external gears 63, the supporting shafts 76 can be used
commonly for fastening of the carrier 16, and for support-
ing of the third external gears 63, and thereby, the struc-
ture becomes simple, and the production cost can also
be made low. In addition, other configurations and oper-
ations are the same as those of Embodiment 1.
[0033] In addition, in the above-mentioned embodi-
ments, the second external gears 58 are attached to all
the (three) crankshafts 40, the third external gears 63 are
made to supported by the supporting shafts 59 of the
same number (three) as the crankshafts 40, and the
large-diameter gears 65 of the three third external gears
63 are made to mesh with the one first external gear 54,
while the small-diameter gears 66 of the three third ex-
ternal gears 63 are made to mesh with the corresponding
second external gears 58. However, in the invention, a
second external gear may be attached to only any one
of the crankshafts, a single third external gear may be
made to be supported only by one supporting shaft in-
stalled between the crankshaft, and a crankshaft adja-
cent to the crankshaft, and a large-diameter gear of the
third external gear may be made to mesh with the first
external gear one to one, while the small-diameter gear
of the third external gear may be made to mesh with the
second external gear. In this case, the motor may be
arranged radially away from the central axis of the ec-
centrically oscillating speed reducer by a predetermined
distance.
[0034] Further, in the above-mentioned embodiment,
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the portions of the supporting shafts 59 on their axial one
side are fixed to the carrier 16 (end plate part 28), while
the third external gears 63 are made to be rotatably sup-
ported by the portions of the supporting shafts 59 on their
axial one side, via the bearings 64. However, in the in-
vention, the supporting shafts may be rotatably support-
ed by the carrier via the bearings, while the third external
gears may be fixed to the supporting shafts. In any case,
the third external gears become rotatable. In the above-
mentioned embodiments, the supporting shafts 59 are
made to be supported by the carrier 16 (end plate part
28). However, in the invention, the supporting shafts may
be made to be supported by a second member (front end
arm) of an industrial robot connected integrally with the
carrier. Further, in the above-mentioned embodiments,
the supporting shafts 59 are made to be supported by
the carrier 16 (end plate part 28 or 29) so as to protrude
towards an arm (front end arm 17 or base end arm 11).
However, in the invention, the supporting shafts may be
made to be supported by the carrier (end plate part) so
as to protrude towards the pinions.
[0035] Further, in the above-mentioned embodiments,
a difference in number of teeth between the number of
the pin teeth 21 of the eccentrically oscillating speed re-
ducer 13 and the external teeth 23 of the pinions 22 is
one. In the invention, the difference may be two. More-
over, in the above-mentioned embodiments, the case 14
that is a fixed part of the eccentrically oscillating speed
reducer 13 is attached to the base end arm 11 that is a
first member of the industrial robot 12, and the carrier 16
that is a rotating part is attached to the front end arm 17
that is a second member of the industrial robot 12. How-
ever, in the invention, the carrier that is a fixed part of the
eccentrically oscillating speed reducer may be attached
to the first member of the industrial robot, and the case
that is a rotating part may be attached to the second
member.

Industrial Applicability

[0036] The invention can be applied to the structure of
a turning part of an industrial robot using the eccentrically
oscillating speed reducer.

Claims

1. A speed reduction device comprising:

an eccentrically oscillating speed reducer hav-
ing
a cylindrical case (14) in which internal teeth (21)
are formed;
a pinion (22) in which external teeth meshing
with the internal teeth (21) are formed;
a plurality of crankshafts (40) which are inserted
into the pinion (22) at eccentric portions (44)
thereof and to which a second external gear (58)

is attached; and a carrier (16) rotatably support-
ed by the case (14) and supporting rotatably the
crankshafts (40); and
a first external gear (54) rotated by transmission
of a driving force from a motor (48);
a large-diameter gear (65) transmitting the rota-
tion of the first external gear (54); and
a small-diameter gear (66) transmitting the ro-
tation of the large-diameter gear (65) to the sec-
ond external gear (58); and
a supporting shaft (59,76) which is supported by
the carrier (16) and in which the large-diameter
gear (65) and the small-diameter gear (66) are
provided;
characterized in that
the supporting shaft (59, 76) is disposed at a
position apart from the crankshafts (40) in a cir-
cumferential direction.

2. The speed reduction device according to Claim 1,
wherein the large-diameter gear (65) has a larger
diameter than the first external gear (54), and the
small-diameter gear (66) has a smaller diameter than
the second external gear (58).

3. A turning part comprising:

a speed reduction device according to Claim 1
or 2;
a base end arm (11) of an industrial robot fixed
to the case of the speed reduction device; and
a front end arm (17) of the industrial robot fixed
to the carrier of the speed reduction device.

4. The speed reduction device according to Claim 1,
wherein the supporting shaft (59, 76) is arranged on
the radial, outside of an imaginary circle passing
through the central axes of all the crankshafts (40).

5. The speed reduction device according to Claim 1,
wherein when the carrier (16) is composed of two or
more members, the supporting shaft (59, 76) is a
fastening member that fastens the two or more mem-
bers together.

6. The speed reduction device according to Claim 1,
wherein the second external gear (58) is attached to
an axial one end of at least any one of the crankshafts
(40).

Patentansprüche

1. Untersetzungsvorrichtung, die umfasst:

eine exzentrisch oszillierende Untersetzungs-
einrichtung, die aufweist:
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ein zylindrisches Gehäuse (14), in dem In-
nenzähne (21) ausgebildet sind;
ein Ritzel (22), an dem Außenzähne aus-
gebildet sind, die mit den Innenzähnen (21)
in Eingriff sind;
eine Vielzahl von Kurbelwellen (40), die in
das Ritzel (22) an exzentrischen Abschnit-
ten (44) desselben eingesetzt sind und an
denen ein zweites Außenzahnrad (58) an-
gebracht ist; und
einen Träger (16), der von dem Gehäuse
(14) drehbar getragen wird und die Kurbel-
wellen (40) drehbar trägt; und
ein erstes Außenzahnrad (54), das durch
Übertragung einer Antriebskraft von einem
Motor (48) gedreht wird;
ein Zahnrad (65) mit großem Durchmesser,
das die Drehung des ersten Außenzahn-
rads (54) überträgt; und
ein Zahnrad (66) mit kleinem Durchmesser,
das die Drehung des Zahnrades (65) mit
großem Durchmesser auf das zweite Au-
ßenzahnrad (58) überträgt; und
eine Tragewelle (59, 76), die von dem Trä-
ger (16) getragen wird und an der das Zahn-
rad (65) mit großem Durchmesser und das
Zahnrad (66) mit kleinem Durchmesser vor-
handen sind;
dadurch gekennzeichnet, dass
die Tragewelle (59, 76) an einer Position
angeordnet ist, die von den Kurbelwellen
(40) in einer Umfangsrichtung getrennt ist.

2. Untersetzungsvorrichtung nach Anspruch 1, wobei
das Zahnrad (65) mit großem Durchmesser einen
größeren Durchmesser hat als das erste Außen-
zahnrad (54) und das Zahnrad (66) mit kleinem
Durchmesser einen kleineren Durchmesser hat als
das zweite Außenzahnrad (58).

3. Drehteil, das umfasst:

eine Untersetzungsvorrichtung nach Anspruch
1 oder 2;
einen Hinterenden-Arm (11) eines Industriero-
boters, der an dem Gehäuse der Unterset-
zungsvorrichtung befestigt ist; und
einen Vorderenden-Arm (17) des Industrierobo-
ters, der an dem Träger der Untersetzungsvor-
richtung befestigt ist.

4. Untersetzungsvorrichtung nach Anspruch 1, wobei
die Tragewelle (59, 76) an der radialen Außenseite
eines imaginären Kreises angeordnet ist, der durch
die Mittelachsen aller Kurbelwellen (40) hindurch
verläuft.

5. Untersetzungsvorrichtung nach Anspruch 1, wobei,

wenn der Träger (16) aus zwei oder mehr Elementen
besteht, die Tragewelle (59, 76) ein Befestigungs-
element ist, mit dem die zwei oder mehr Elemente
aneinander befestigt werden.

6. Untersetzungsvorrichtung nach Anspruch 1, wobei
das zweite Außenzahnrad (58) an einem axialen En-
de wenigstens einer beliebigen der Kurbelwellen
(40) angebracht ist.

Revendications

1. Dispositif de réduction de vitesse comprenant :

un réducteur de vitesse excentriquement os-
cillant ayant :

un boîtier cylindrique (14) dans lequel des
dents internes (21) sont formées ;
un pignon (22) dans lequel des dents exter-
nes s’engrenant avec les dents internes
(21) sont formées ;
une pluralité de vilebrequins (40) qui sont
insérés dans le pignon (22) au niveau de
ses parties excentriques (44) et auxquels
un deuxième engrenage externe (58) est
fixé ; et
un support (16) supporté de manière rota-
tive par le boîtier (14) et supportant en ro-
tation les vilebrequins (40) ; et
un premier engrenage externe (54) entraîné
en rotation par la transmission d’une force
d’entraînement provenant d’un moteur
(48) ;
un engrenage de grand diamètre (65) trans-
mettant la rotation du premier engrenage
externe (54) ; et
un engrenage de petit diamètre (66) trans-
mettant la rotation de l’engrenage de grand
diamètre (65) au deuxième engrenage ex-
terne (58) ; et
un arbre de support (59, 76) qui est supporté
par le support (16) et dans lequel l’engre-
nage de grand diamètre (65) et l’engrenage
de petit diamètre (66) sont prévus ;
caractérisé en ce que :

l’arbre de support (59, 76) est disposé
dans une position à distance des vile-
brequins (40) dans une direction cir-
conférentielle.

2. Dispositif de réduction de vitesse selon la revendi-
cation 1, dans lequel l’engrenage de grand diamètre
(65) a un plus grand diamètre que le premier engre-
nage externe (54), et l’engrenage de petit diamètre
(66) a un plus petit diamètre que le deuxième engre-
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nage externe (58).

3. Partie rotative comprenant :

un dispositif de réduction de vitesse selon la re-
vendication 1 ou 2 ;
un bras d’extrémité de base (11) d’un robot in-
dustriel fixé au boîtier du dispositif de réduction
de vitesse ; et
un bras d’extrémité avant (17) du robot industriel
fixé au support du dispositif de réduction de vi-
tesse.

4. Dispositif de réduction de vitesse selon la revendi-
cation 1, dans lequel l’arbre de support (59, 76) est
agencé sur le côté radial, à l’extérieur d’un cercle
imaginaire passant par les axes centraux de tous les
vilebrequins (40).

5. Dispositif de réduction de vitesse selon la revendi-
cation 1, dans lequel lorsque le support (16) est com-
posé de deux éléments ou plus, l’arbre de support
(59, 76) est un élément de fixation qui fixe les deux
éléments ou plus ensemble.

6. Dispositif de réduction de vitesse selon la revendi-
cation 1, dans lequel le deuxième engrenage externe
(58) est fixé à une extrémité axiale d’au moins l’un
quelconque des vilebrequins (40).
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