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Description 

This  invention  relates  to  packages  made  from 
flexible  film  material,  and  more  particularly,  to 
packages  made  from  such  material  and  having  an 
opening  sealed  by  a  non-resealable  (by  hand) 
"peelable"  seal.  In  general,  this  invention  relates 
to  bag-like  packages  of  kinds  suitable  for  coffee  or 
other  products  which  require  gas  or  moisture 
protection,  but  permitting  ready  access  to  their 
contents  through  an  opening  having  a  peelable 
seal. 

Certain  products,  such  as  coffee,  have  hereto- 
fore  been  marketed  in  flexible  packages,  so-called 
"soft-packs".  One  such  package  consists  of  a  bag 
constructed  from  a  laminated  film  material  of 
three  or  four  plies,  which  provides  physical  con- 
tainment  for  the  product  as  well  as  a  moisture  and 
gas  barrier.  Variousfilm  materials  have  been  used, 
but  typically  they  include  one  or  more  plies  of 
materials  which  provide  a  desired  physical 
strength  and  dimensional  stability,  a  ply  which  can 
be  printed  upon  to  provide  for  the  package  label- 
ling  and  other  markings,  and  a  ply  which  provides 
a  gas  or  moisture  barrier. 

For  some  applications,  it  is  the  practice  to 
construct  the  package  or  bag  by  heat  sealing  the 
laminated  material  to  form  a  bag  or  receptacle. 
The  package  may  then  be  filled,  and  its  opening 
heat  sealed  closed  to  produce  a  unit  ready  for 
shipping.  Packages  or  bags  of  the  above  descrip- 
tion  may  be  used  in  vacuum  packing,  a  familiar 
technique  in  which  the  contents  are  exposed  to  a 
reduced  atmosphere  during  the  sealing  operation 
to  draw  off  air  (which  may  contribute  to  spoilage) 
or  to  eliminate  gases  which  might  otherwise 
evolve  or  diffuse  out  of  the  product  over  time.  The 
present  invention  may  be  used,  however,  to  equal 
advantage,  with  vacuum,  non-vacuum  or  gas- 
flushed  packages. 

The  seals  for  packages  of  the  above-described 
type  must  of  course  be  strong  enough  to  withstand 
routine  handling  and  foreseeable  mishandling, 
and  to  avoid  spillage  due  to  failure  of  the  closure. 
Also,  the  closure  must  be  strong  enough  and 
permanent  enough  to  resist  tampering.  In  typical 
prior  art  packages,  the  seals  are  often  as  strong  as 
the  other  seams  of  the  package.  Opening  may 
require  the  use  of  knives,  scissors,  or  other  cutting 
instruments.  As  an  alternative,  schemes  have 
been  proposed  for  the  use  of  frangible  elements, 
tear  strips  or  drawstrings,  to  facilitate  opening. 
Each  of  these  in  some  measure  complicates  the 
production  process,  and  results  in  partial  or  com- 
plete  destruction  of  the  package  upon  opening. 
This  latter  attribute  is  itself  undesirable,  for  in  the 
marketing  of  certain  products,  it  is  common  to 
open  the  package,  process  the  contents  (as,  for 
example,  in  the  grinding  of  coffee  beans),  and 
return  the  processed  contents  to  the  package. 

The  present  invention  is  concerned  with  the  type 
of  package  comprising  a  body  member  having 
side  and  bottom  walls,  the  side  walls  including 
gusset  portions,  the  body  member  comprising  a 
flexible  laminate  having  a  barrier  ply  and  a  seal- 

able  ply,  the  body  member  having  a  mouth  portion 
and  a  seal  for  the  mouth  portion.  Such  packages 
are  disclosed  in  Verpackungs-Handbuch  1981/82, 
pp.  241—244. 

5  EP—  A—  0  132  369,  insofar  as  it  forms  part  of  the 
prior  art  in  accordance  with  EPC  Art.  54(3),  shows  a 
package  of  the  above  type  with  seal  comprising  a 
heat-fusible  plastics  polymeric  coating  so  con- 
structed  and  arranged  as  to  have,  when  sealed, 

w  strength  sufficient  to  retain  vacuum  within  the 
package  and  to  withstand  stress  attendant  on 
handling  and  shipping  of  the  package,  the  strength 
of  the  seal  being  such  that  the  seal  may  be  broken 
by  hand  manipulation. 

w  US—  A—  3  192  091  discloses  a  container  with  a 
seal  which  can  be  pulled  apart  and  which  com- 
prises  a  thermoplastic  adhesive  and  a  particulate 
filler.  The  adhesives  disclosed  are  polystyrene, 
polyvinyl  acetate,  polyethylene,  and  polyacrylic 

20  esters.  The  fillers  disclosed  are  chalk,  asbestos, 
silica,  diatomaceous  earth,  mica,  kaolin,  bentonite, 
and  precipitated  calcium  carbonate  coated  with  a 
calcium  salt  of  asfatty  acid. 

In  order  to  provide  a  package  which  mitigates 
25  the  disadvantages  described  above,  in  accordance 

with  the  present  invention  the  heat-fusible  plastics 
polymeric  coating  consists  of  ethylene  vinyl  acet- 
ate  with  an  additive  comprising  magnesium  sili- 
cate. 

30  The  invention  also  provides  a  method  of  making 
a  web  of  flexible  material  for  packages  of  the 
above  kind,  including  the  steps  of  providing  a  first 
web  of  material  for  forming  a  barrier  ply  for  the 
body  member,  providing  a  second  web  of  material 

35  for  forming  an  interior  sealing  ply  for  the  body 
member,  laminating  the  first  web  to  the  second 
web,  printing  on  one  surface  of  the  first  web, 
laminating  to  the  first  web  an  exterior  ply,  and 
applying  to  the  surface  of  the  sealing  ply  opposite 

40  to  the  surface  of  the  barrier  ply  to  which  the 
printing  is  applied  the  said  coating  for  forming  a 
seal,  the  step  of  applying  the  said  coating  being  so 
performed  as  to  position  the  said  coating  in 
register  with  the  printing. 

45  As  explained  below,  the  invention  enables  a 
flexible  package  to  be  provided  which  features  an 
easy  opening  peel  seal  which  can  be  manufac- 
tured  in  a  variety  of  strengths,  and  which  is 
sufficiently  strong  to  meet  all  of  the  usual  require- 

so  ments,  including  the  ability  to  reliably  retain 
vacuum.  Preferably,  the  peel  strength  of  the  seal  is 
from  about  900  to  about  925  g/inch  (0.35—0.36  W 
mm).  Another  aspect  of  the  peel  seal  of  the  present 
package  is  extreme  simplicity  of  manufacture,  in 

55  which  the  making  of  the  seal  lends  itself  to 
continuous  processes  of  the  kinds  used  to  make 
and  fill  packages.  A  seal  can  be  provided  whose 
integrity  may  be  inspected  and  verified  virtually  at 
a  glance,  because  separated  or  failed  parts  of  the 

eo  seal  take  on  a  distinctive  appearance;  for  this 
purpose  the  heat-fusible  coating  comprises  a 
material  which  is  of  cloudy  but  translucent  appear- 
ance  when  applied  to  the  mouth  portion,  trans- 
parent  when  sealed,  and  of  chalky  appearance 

65  when  the  seal  is  opened. 
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The  seal,  in  the  presently  preferred  form  of  the 
nvention,  consists  of  ethylene  vinyl  acetate,  with 
m  additive  of  magnesium  silicate. 

There  are  shown  in  the  accompanying  draw- 
ngs  by  way  of  illustration  certain  presently  pre- 
erred  embodiments  of  the  invention,  but  it 
should  be  understood  that  the  invention  is  not 
imited  to  the  precise  arrangements  and 
nstrumentalities  shown. 

In  the  drawings: 
Figure  1  is  a  perspective  view  of  a  portion  of  a 

aminated  web  which  may  be  used  in  the  present 
nvention; 

Figure  2  is  a  cross-sectional  view  of  another 
aminate  which  may  be  used  in  the  present 
nvention; 

Figure  3  is  a  diagrammatic  view,  showing  a 
series  of  steps  which  may  be  used  to  produce  a 
aminate  for  use  in  packages  in  accordance  with 
tie  invention; 

Figure  4  is  a  perspective  view  of  a  back  for  a 
oackage  which  employs  the  present  invention; 

Figure  5  is  a  perspective  view  of  a  package 
which  employs  the  present  invention; 

Figure  6  is  a  cross-sectional  view  taken  along 
the  line  6  —  6  in  Figure  5;  and 

Figure  7  is  a  detailed  view,  showing  the  manner 
in  which  the  condition  of  a  seal  in  accordance 
with  the  present  invention  may  visually  be  ascer- 
tained. 

Packages  in  accordance  with  the  present  inven- 
tion  are  made  from  flexible  material,  conven- 
tionally  of  laminated  construction.  Referring  now 
to  the  drawings  in  detail,  wherein  like  reference 
numerals  indicate  like  elements,  there  is  seen  in 
Figure  1  a  laminate  designated  generally  by  the 
reference  numeral  10.  The  laminate  10  is  a  three- 
layered  laminate  of  a  kind  which  may  be  used  in 
flexible  packaging  generally,  and  is  particularly 
well-suited  to  use  in  the  present  invention.  The 
laminate  10  consists  of  a  layer  or  ply  12  of  PVDC 
(polyvinyldichloride)  coated  cellophane  or  like 
material  laminated  in  a  conventional  manner  to  a 
polyethylene  layer  or  ply  14.  The  layer  12  pro- 
vides  a  middle  or  barrier  ply,  while  the  layer  14 
provides  an  inner  or  sealing  ply,  of  the  package 
ultimately  to  be  made  from  the  laminate  10.  The 
middle  layer  or  ply  12  may  be  printed  upon  by 
conventional  gravure  processes,  preferably  in 
multicolours,  to  provide  packaging  and  labelling 
information.  A  third  layer  or  ply  16,  which  forms 
the  exterior  layer  of  the  package  to  be  made  from 
the  laminate  10,  may  be  applied  over  the  printed 
face  of  the  layer  12  to  protect  the  printed  matter. 
The  layer  16,  in  the  preferred  form  of  the  laminate 
10,  is  of  a  clear  material  such  as  polyester,  so  that 
the  printed  matter  "A"  on  the  middle  layer  12 
remains  clearly  visible  through  it. 

The  laminate  which  is  illustrated  in  Figure  2, 
which  is  designated  generally  by  the  reference 
numeral  18,  has  a  four-ply  structure  which  con- 
sists  of  an  aluminium  foil  layer  or  ply  20,  a 
polyethylene  inner  layer  or  ply  22,  a  nylon  inter- 
mediate  layer  or  ply  24,  and  a  clear  polyester 
outer  layer  or  ply  26.  In  manufacturing  the  lami- 

nate  18,  the  aluminium  Toil  layer  nyion  layer 
24,  and  polyethylene  layer  22  are  first  laminated 
into  a  single  web  structure.  Printing  may  be 
applied  to  the  foil  layer  20,  using  conventional 

5  multicolour  gravure  or  other  techniques,  and  the 
polyester  layer  26  (like  the  above-described  layer 
16)  may  be  applied  in  the  above-described 
manner  to  complete  the  laminate. 

The  particular  materials  selected  for  the  various 
w  layers  will  of  course  be  determined  by  the  ulti- 

mate  application  intended  for  the  package.  Equi- 
valent  materials  other  than  those  specifically 
mentioned  above  may  be  used. 

Referring  now  to  Figure  3,  the  manner  in  which 
15  laminates  may  be  made,  with  provision  for  the 

present  peelable  seal,  will  be  described.  Although 
Figure  3  has  specific  reference  to  the  above- 
described  laminate  10,  modifications  appropriate 
to  use  of  the  laminate  18  or  other  suitable 

20  laminates  will  be  self-evident. 
Supply  rolls  28  and  30  provide  webs  of  material 

for  the  middle  layer  12  and  inner  layer  14,  the 
webs  passing  through  a  laminater  32  to  yield  a 
composite  web  34.  The  web  34  passes  through  a 

25  series  of  gravure  printing  stations  36,  38,  and  40, 
which  print,  in  register,  the  various  components 
of  the  printed  matter  applied  to  the  layer  12.  In 
register  with  the  printed  matter,  but  on  the  oppo- 
site  face  of  the  composite  web  34  (the  face  which 

so  will  ultimately  be  the  inner  face  of  the  package 
material),  a  strip  of  seal  material  is  applied  at  a 
station  42.  The  seal  material,  which  can  be  seen  in 
Figure  1  and  is  designated  by  the  reference 
numeral  44,  is  then  subjected  to  drying,  as  at  a 

35  station  46.  Next,  a  web  of  material  for  the  layer  16, 
a  supply  of  which  may  be  stored  on  a  supply  roll 
48,  may  be  laminated,  as  at  50,  to  the  plies  1  2  and 
14  to  thereby  complete  the  laminate  10. 

Referring  now  to  Figure  4,  there  is  seen  a  typical 
40  "stand-up"  square-bottomed  bag,  designated 

generally  by  the  reference  numeral  54,  employing 
the  present  invention.  The  bag  54  comprises  a 
body  member  56,  made  of  the  above-described 
materials,  and  having  respective  side  walls  58  and 

45  a  flat  bottom  wall  60.  The  bag  54,  it  will  be 
understood,  is  made  from  laminate  10,  18  or  other 
suitable  material,  by  means  of  conventional  fold- 
ing,  gusseting,  and  heat  sealing  techniques.  The 
seams  of  the  bag  54,  such  as  the  seam  62  seen  in 

so  Figure  4,  are  preferably  strong,  permanent,  and 
welded.  The  seal  material  44  is  disposed  around 
the  periphery  of  the  mouth  64,  preferably  having 
been  deposited  on  the  web  as  described  above, 
during  the  printing  operation  (so  as  to  insure  that 

55  the  seal  material  44  is  placed  on  the  laminate  10 
or  18  in  register  with  the  printed  matter). 

Referring  now  to  Figure  5,  there  is  shown, 
somewhat  diagrammatically,  the  manner  in 
which  a  peelable  seal  in  accordance  with  the 

60  present  invention  is  made. 
The  bag  54,  after  filling,  may  be  passed  along  a 

production  line  to  a  point  at  which  its  mouth  64 
(Figure  4)  comes  adjacent  a  heat  seal  bar  66 
(Figure  5).  The  bar  66  applies  to  the  area  of  the 

65  mouth  64  a  pressure  and  temperature  for  the  seal 

3 
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material  44,  and  for  a  suitable  dwell  time,  so  that 
the  material  44  fuses  completely  to  form  a  herme- 
tic  seal  68  as  illustrated  in  Figure  6.  Sealing  in  this 
manner  is  complete  and  hermetic  despite  the 
presence  in  the  area  of  the  mouth  64  of  the  above- 
mentioned  gussets,  designated  in  Figure  5  by  the 
reference  numerals  64a  and  646.  Vacuum  may  be 
applied  to  the  bag  54  and  its  contents  before 
sealing,  and  one  particularly  useful  application  of 
the  present  seal,  it  has  been  found,  is  to  create 
reliable  but  easily  opened  vacuum  packages  from 
"soft"  packaging  materials. 

The  seal  material  44,  in  the  presently  preferred 
form  of  the  invention,  consists  of  ethyiene-vinyl 
acetate  (EVA),  with  an  additive  of  magnesium 
silicate.  The  proportion  of  the  magnesium  silicate 
additive  may  be  used  to  control  the  strength  of 
the  seal,  thus  enabling  a  packager  to  use  constant 
settings  of  heat,  pressure,  and  dwell  for  the  heat 
seal  bar  66,  while  controlling  the  characteristics  of 
the  seal  through  variations  in  the  composition  of 
the  seal  material  44.  The  seal  material  44  consists 
of  about  10  to  20%  by  weight  magnesium  silicate, 
and  the  remainder  ethylene-vinyl  acetate,  with  a 
presently  preferred  composition  of  15%  mag- 
nesium  silicate  and  85%  ethylene-vinyl  acetate. 

In  one  study,  a  sample  of  laminate  was  sealed 
to  a  like  sample  using  a  sealing  material  in 
accordance  with  the  present  invention.  The  test 
strips  consisted  of  one  inch  (25  mm)  wide  polyes- 
ter,  PVA  (polyvinylacetate),  and  A-101  polyethy- 
lene  on  the  sealing  face.  Using  a  pressure  of  40 
psi  (0.28  MPa),  a  dwell  time  of  0.6  seconds,  and 
the  variable  temperature  set  forth  below,  seal 
strengths  were  as  follows: 

Temperature  Seal  strength 
°F  (°C)  g/inch  (N/mm) 

200  (93)  475  (0.18) 
210  (99)  525  (0.20) 
220  (104)  650  (0.25) 
230  (110)  700  (0.27) 
240  (116)  800  (0.31) 
250  (121)  900  (0.35) 
260  (127)  920  (0.36) 
270  (132)  920  (0.36) 
280  (138)  920  (0.36) 
290  (143)  920  (0.36) 
300  (149)  920  (0.36) 
400  (204)  900  (0.35) 
450  (232)  900  (0.35) 

As  will  be  seen  from  the  above,  as  the  tempera- 
ture  approached  250°F  (121°C),  the  seal  strength 
reaches  a  fairly  constant  level  of  approximately 
900  grams  per  inch  (0.35  N/mm),  which  held 
throughout  the  range  of  approximately  250  to 
450°F  (121  to  232°C).  In  this  regard,  it  will  be 
observed  in  Figures  5  and  6  of  the  drawings  that 
sealing  takes  place  in  the  areas  of  the  seam  62 
and  gussets  64a  and  646  across  four  thicknesses 
of  the  package  material  (i.e.  laminate  10  or  18), 
and  in  other  areas  of  the  mouth  64  across  two 
thicknesses. 

The  above  pressure,  dwell  time,  and  tempera- 
ture  represent  typical  sealing  conditions.  Any  of 
the  conditions  could  be  selectively  changed  to 
produce  desired  results. 

5  Figure  7  illustrates  another  attractive  aspect  of 
the  present  invention.  When  the  seal  material  44 
is  applied  to  the  laminate  10  or  18  and  dried,  it 
takes  on  a  light  cloudy  translucent  colour,  which, 
upon  observation,  readily  reveals  the  presence  of 

w  the  coating.  The  application  of  sealing  heat 
causes  the  coating,  upon  sealing,  to  leave  a  clear 
(transparent)  film  in  the  area  of  the  seal,  as  at  68 
in  Figure  6.  When  the  seal  68  is  broken,  either 
intentionally  in  the  opening  of  the  package  or 

15  unintentionally  through  tampering  or  mishandl- 
ing,  the  broken  areas  of  the  seal  68  take  on  a 
readily  apparent  chalky  appearance,  designated 
by  the  numeral  70  in  Figure  7.  The  appearance  of 
the  seal,  therefore,  provides  a  ready  visual  indi- 

zo  cator  of  the  integrity  of  the  seal. 
The  present  inventon  may  be  embodied  in 

other  specific  forms  without  departing  from  the 
scope  of  the  appended  claims. 

25  Claims 

1.  A  package  comprising  a  body  member  (56) 
having  side  and  bottom  walls  (58,  60),  the  side 
walls  including  gusset  portions  (64a,  646),  the 

30  body  member  (56)  comprising  a  flexible  laminate 
(10;  18)  having  a  barrier  ply  (12,  20)  and  a  sealable 
ply  (14;  22),  the  body  member  (56)  having  a 
mouth  portion  and  a  seal  (68)  for  the  mouth 
portion,  the  seal  comprising  a  coating  (44)  dis- 

35  posed  on  the  inner  surface  of  the  body  member 
(56)  at  the  mouth  portion,  characterised  in  that  the 
seal  (68)  comprises  a  heat-fusible  plastics 
polymeric  coating  (44)  so  constructed  and 
arranged  as  to  have,  when  sealed,  strength  suffi- 

40  cient  to  retain  vacuum  within  the  package  and  to 
withstand  stress  attendant  on  handling  and  ship- 
ping  of  the  package,  and  the  strength  of  the  seal 
(68)  being  such  that  the  seal  (68)  may  be  broken 
by  hand  manipulation,  the  said  coating  (44)  con- 

45  sisting  of  ethylene  vinyl  acetate  with  an  additive 
comprising  magnesium  silicate. 

2.  A  package  as  claimed  in  claim  1,  in  which  the 
said  coating  (44)  contains  from  about  10  wt.  %  to 
about  20  wt.  %  magnesium  silicate. 

50  3.  A  package  as  claimed  in  claim  2,  in  which  the 
said  coating  (44)  contains  about  15  wt.  %  mag- 
nesium  silicate. 

4.  A  package  as  claimed  in  any  preceding  claim, 
in  which  the  said  coating  (44)  is  applied  to  the 

55  inner  surface  of  the  sealable  ply  (14;  22)  adjacent 
to  the  perimeter  of  the  said  mouth  portion. 

5.  A  package  as  claimed  in  any  preceding  claim, 
in  which  the  said  coating  (44),  before  sealing,  has 
a  cloudy  appearance  which  renders  the  coating 

60  (44)  visible,  the  coating  becomes  transparent 
upon  fusing,  the  transparency  being  indicative  of 
the  sealed  area,  and  upon  opening  of  the  seal  (68) 
the  opened  area  of  the  seal  assumes  a  chalky 
appearance  so  as  to  provide  a  visual  indication 

65  that  the  seal  has  been  opened. 
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6.  A  method  of  making  a  web  of  flexible 
aminate  and  constructing  packages  according  to 
laim  1  therefrom,  the  method  comprising  the 
teps  of  providing  a  first  web  of  material  for 
orming  a  barrier  ply  (12)  for  the  body  member 
56),  providing  a  second  web  of  material  for 
orming  an  interior  sealable  ply  (14)  for  the  body 
nember  (56),  laminating  the  first  web  to  the 
econd  web,  printing  on  the  exposed  surface  of 
he  first  web,  laminating  to  the  first  web  an 
sxterior  ply  (16),  applying  to  the  exposed  surface 
)f  the  second  web  a  coating  (44)  for  forming  a 
:eal,  and  constructing  the  said  packages  from  the 
esulting  web  of  flexible  laminate,  characterised 
n  that  the  step  of  applying  the  said  coating  (44)  is 
io  performed  as  to  position  the  said  coating  (44) 
n  register  with  the  printing,  the  said  coating  (44) 
>eing  a  heat-fusible  plastics  polymeric  coating 
insisting  of  ethylene  vinyl  acetate  with  an  addi- 
ive  comprising  magnesium  silicate,  the  said  coat- 
ng  (44)  having,  when  sealed,  strength  sufficient 
o  retain  vacuum  within  the  package  and  to 
withstand  stress  attendant  on  handling  and  ship- 
jing  of  the  package,  the  strength  of  the  seal  being 
such  that  the  seal  may  be  broken  by  hand  man- 
pulation. 

7.  A  method  as  claimed  in  claim  6,  in  which  the 
step  of  applying  the  said  coating  (44)  for  forming 
3  seal  is  performed  by  printing  onto  the  second 
/veb  in  register  with  the  printing  on  the  first  web  a 
strip  consisting  of  ethylene-vinyl  acetate  and  from 
about  10  wt.  %  to  20  wt.  %  magnesium  silicate. 

Patentanspriiche 

1.  Behalter,  mit  einem  Korperteil  (56)  mit 
Seiten-  und  Bodenwanden  (58,  60),  wobei  die 
Seitenwande  Seitenfalten-Bereiche  (64a,  64b)  auf- 
weisen,  wobei  der  Korperteil  (56)  ein  flexibles 
Laminat  (10;  18)  mit  einer  Sperrschicht  (12,  20) 
und  einer  versiegelbaren  Schicht(14;  22)  aufweist 
und  einen  Mundungsteil  und  eine  Versiegelung 
(68)  fur  diesen  Mundungsteil  hat,  und  wobei  die 
Versiegelung  eine  an  der  inneren  Oberflache  des 
Korperteiles  (56)  an  dem  Mundungsteil  ange- 
brachte  Beschichtung  (44)  aufweist,  dadurch 
gekennzeichnet,  daB  die  Versiegelung  (68)  eine 
hitzeschmelzbare  Kunststoffpoiymer-Beschich- 
tung  (44)  umfaSt,  die  so  ausgebildet  und  ange- 
ordnet  ist,  date  sie  im  versiegelten  Zustand  ausrei- 
chende  Festigkeit  zum  Aufrechthalten  von 
Vakuum  im  Behalter  hat,  Belastungen  bei  der 
Handhabung  und  beim  Transport  des  Behalters 
widersteht,  und  eine  solche  Starke  aufweist,  dalS 
sie  von  Hand  erbrochen  werden  kann,  und  daS 
die  Beschichtung  (44)  aus  Ethylen-Vinyl-Azetat 
mit  einem  Magnesiumsilikat  enthaltenden  Zusatz 
besteht. 

2.  Behalter  nach  Anspruch  1,  wobei  die 
Beschichtung  (44)  von  ca.  10—  ca.  20  Gew.-% 
Magnesiumsilikat  enthalt. 

3.  Behalter  nach  Anspruch  2,  wobei  die 
Beschichtung  (44)  ca.  15  Gew.-%  Magnesiumsili- 
kat  enthalt. 

4.  Behalter  nach  einem  der  vorhergehenden 

Ansprucne,  wooei  aie  bescnicniung  m>  an  aer 
inneren  Oberflache  der  versiegelbaren  Schicht 
(14;  22)  benachbart  zum  Umfang  des  Mundungs- 
teiles  angebracht  ist. 

j  5.  Behalter  nach  einem  der  vorhergehenden 
Anspruche,  wobei  die  Beschichtung  (44)  vor  der 
Versiegelung  trube  und  sichtbar  ist  und  mit  der 
VerschweilSung  durchsichtig  wird,  wobei  die 
Durchsichtigkeit  den  verziegelten  Bereich  kenn- 

o  zeichnet,  und  wobei  bei  Offnung  der  Versiegelung 
(68)  der  geoffnete  Bereich  der  Versiegelung  ein 
kreidiges  Aussehen  annmmt,  wodurch  ein  sicht- 
bares  Zeichen  dafur  gegeben  ist,  daS  die  Versie- 
gelung  geoffnet  wurde. 

s  6.  Verfahren  zur  Herstellung  einer  Materialbahn 
aus  flexiblem  Laminat  und  zur  Bildung  von  Behal- 
tern  nach  Anspruch  1  daraus,  mit  den  Schritten: 
zur  VerfCigung  stellen  einer  ersten  Materialbahn 
zur  Bildung  einer  Sperrschicht  (12)  fur  den  Kor- 

'.o  perteil  (56);  zur  Verfugung  stellen  einer  zweiten 
Materialbahn  zur  Bildung  einer  inneren  versiegel- 
baren  Schicht  (14)  fiir  den  Korperteil  (56);  Lami- 
nierung  der  ersten  mit  der  zweiten  Schicht; 
Bedruckung  der  exponierten  Oberflache  der 

»5  ersten  Schicht;  Laminierung  einer  AulSenschicht 
(16)  auf  die  erste  Schicht;  Anbringung  einer 
Beschichtung  (44)  auf  die  exponierte  Oberflache 
der  zweiten  Schicht  zur  Bildung  einer  Versiege- 
lung;  und  Bildung  der  Behalter  aus  der  resultie- 

30  renden  Bahn  von  flexiblem  Laminat;  dadurch 
gekennzeichnet,  daS  der  Schritt  der  Anbringung 
der  Beschichtung  (44)  so  ausgefuhrt  wird,  daft  die 
Beschichtung  (44)  in  mit  der  Bedruckung  zusam- 
menstimmende  Position  gebracht  wird,  dalS  die 

35  Beschichtung  (44)  aus  einer  hitzverschwelSbaren 
Kunststoffpolymer-Beschichtung  aus  Ethylen- 
Vinyl-Azetat  mit  einem  Magnesiumsilikat 
enthaltenden  Zusatz  besteht,  und  daB  die 
Beschichtung  (44)  im  versiegelten  Zustand  ausrei- 

40  chende  Festigkeit  zum  Aufrechthalten  vom 
Vakuum  im  Behalter  hat,  Belastungen  bei  der 
Handhabung  und  beim  Transport  des  Behalters 
widersteht,  und  eine  solche  Starke  aufweist,  dalS 
sie  von  Hand  erbrochen  werden  kann. 

45  7.  Verfahren  nach  Anspruch  6,  wobei  der  Schritt 
der  Anbringung  der  Beschichtung  (44)  zur  Bil- 
dung  einer  Versiegelung  durch  Aufdrucken  eines 
Streifens  aus  Ethylen-Vinyl-Azetat  und  etwa 
10  —  20  Gew.-%  Magnesiumsilikat  auf  die  zweite 

so  Schicht,  in  Ubereinstimmung  mit  dem  Aufdruck 
auf  der  ersten  Schicht,  ausgefuhrt  wird. 

Revendications 

55  1.  Recipient  comprenant  un  corps  (56)  compor- 
tant  des  parois  laterales  et  inferieure  (58,  60),  les 
parois  laterales  comportant  des  parties  en  gous- 
set  (64a,  646),  le  corps  (56)  etant  en  un  stratifie 
flexible  (10;  18)  comportant  une  couche-barrage 

60  (12,  20)  et  une  couche  soudable  (14;  22),  le  corps 
(56)  presentant  un  troncon  d'embouchure  et  un 
scellement  (68)  du  troncon  d'embouchure,  le 
scellement  etant  constitue  par  un  revetement  (44) 
dispose  sur  la  surface  interieure  du  corps  (56)  au 

65  niveau  du  trongon  d'embouchure,  caracterise  en 
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ce  que  le  scellement  (bb)  est  constitue  par  un 
revetement  polymere  en  plastique  fusible  a  chaud 
(44)  concu  et  agence  en  sorte  d'avoir,  a  I'etat 
scelle,  assez  de  resistance  mecanique  pour  main- 
tenir  le  vide  a  I'interieur  du  recipient  et  pour 
resister  aux  efforts  qui  accompagnent  la  manu- 
tention  et  le  transport  du  recipient,  et  la  resistance 
mecanique  du  scellement  (68)  etant  telle  que  le 
scellement  (68)  peut  etre  rompu  par  manipulation 
manuelle,  ledit  revetement  (44)  etant  compose  de 
copolymere  ethylene-acetate  de  vinyle  et  d'un 
additif  constitue  par  du  silicate  de  magnesium. 

2.  Recipient  selon  la  revendication  1,  dans 
lequel  le  dit  revetement  (44)  contient  environ  10  a 
environ  20%  en  poids  de  silicate  de  magnesium. 

3.  Recipient  selon  la  revendication  2,  dans 
lequel  le  dit  revetement  (44)  contient  environ  15% 
en  poids  de  silicate  de  magnesium. 

4.  Recipient  selon  toute  revendication  prece- 
dente,  dans  lequel  ledit  revetement  (44)  est  appli- 
que  sur  la  surface  interieure  de  la  couche  scella- 
ble  (14;  22)  pres  du  pourtour  du  dit  trongon 
d'embouchure. 

5.  Recipient  selon  toute  revendication  prece- 
dente,  dans  lequel  ledit  revetement  (44)  a,  avant 
scellement,  un  aspect  trouble  qui  le  rend  visible, 
le  revetement  devient  transparent  lors  de  la 
fusion,  la  transparence  indiquant  la  zone  scellee, 
et  lors  de  I'ouverture  du  scellement  (68)  la  zone 
ouverte  du  scellement  prend  un  aspect  crayeux 
afin  de  signaler  visuellement  que  le  scellement  a 
ete  ouvert. 

6.  Procede  de  fabrication  de  bande  en  stratifie 
flexible  et  de  realisation  a  partir  de  celle-ci  de 
recipients  selon  la  revendication  1,  le  procede 

comprenant  les  operations  consistant  a  prevoir 
une  premiere  bande  de  matiere  destinee  a  former 
une  couche-barrage  (12)  pour  le  corps  (56),  a 
prevoir  une  seconde  bande  de  matiere  destinee  a 

5  former  une  couche  scellable  interieure  (14)  dans 
le  corps  (56),  a  stratifier  la  premiere  bande  avec  la 
seconde  bande,  a  effectuer  une  impression  sur  la 
face  exposee  de  la  premiere  bande,  a  stratifier 
une  couche  exterieure  (16)  avec  la  premiere 

10  bande,  a  appliquer  sur  la  surface  exposee  de  la 
seconde  bande  un  revetement  (44)  de  constitu- 
tion  de  scellement  et  a  realiser  lesdits  recipients  a 
partir  de  la  bande  resultante  de  stratifie  flexible, 
caracterise  en  ce  qu'on  effectue  I'operation  d'ap- 

15  plication  dudit  revetement  (44)  de  fagon  a  placer 
ledit  revetement  (44)  en  registre  avec  I'impres- 
sion,  ledit  revetement  (44)  etant  un  revetement 
polymere  de  plastique  fusible  a  chaud  compose 
de  copolymere  ethylene  acetage  de  vinyle  et  d'un 

20  additif  constitue  par  du  silicate  de  magnesium, 
ledit  revetement  (44)  ayant,  a  I'etat  scelle,  une 
resistance  mecanique  suffisante  pour  maintenir  le 
vide  a  I'interieur'du  recipient  et  pour  resister  aux 
efforts  accompagnant  la  manutention  et  le  trans- 

25  port  du  recipient,  la  resistance  mecanique  du 
scellement  etant  telle  qu'on  puisse  rompre  le 
scellement  par  manipulation  manuelle. 

7.  Procede  selon  la  revendication  6,  dans  lequel 
I'operation  d'application  dudit  revetement  (44) 

30  pour  la  constitution  d'un  scellement  est  executee 
en  imprimant  sur  la  seconde  bande  en  registre 
avec  I'impression  de  la  premiere  bande  une  raie 
composee  de  copolymere  ethylene-acetate  de 
vinyle  et  d'environ  10  a  20%  en  poids  de  silicate 

35  de  magnesium. 
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