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@)  Image  pattern  identification/recognition  method. 
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(57)  The  present  invention  provides  an  image  pat- 
tern  identification/recognition  method  which 
enables  the  reduction  of  the  work  load  of  the 
user  required  in  the  case  of  incorrect  character 
recognition,  as  well  as  facilitating  the  addition 
of  a  new  recognition  pattern  in  the  dictionary  so 
that  the  pattern  can  be  identified  and  added 
thereafter.  A  binary  image  pattern  which  has 
been  entered  is  compared  to  each  of  the  binary 
mask  patterns  prepared  in  advance  for  each  of 
the  recognition  categories  so  as  to  iden- 
tify/recognize  the  binary  pattern  and  to  deter- 
mine  the  recognition  category  to  which  the 
binary  pattern  belongs.  The  binary  image  pat- 
tern  is  identified  as  belonging  to  the  first  recog- 
nition  category  if  the  black  portions  of  the 
binary  image  pattern  are  contained  in  the  black 
portions  of  the  binary  mask  pattern  of  the  first 
recognition  category  and  if  the  black  portions 
of  the  binary  image  pattern  are  contained  only 
in  the  double  black  portions  between  the  binary 
mask  pattern  of  the  first  recognition  category 
and  that  of  the  second  recognition  category. 
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Background  of  the  Invention 

Field  of  the  Invention 

The  present  invention  relates  to  a  binary  (black 
and  white)  image  pattern  identification/recognition 
method. 

Related  Technologies 

In  a  conventional  character  recognition  proces- 
sor  and  an  image  recognition  processor  including  a 
kanji  (Chinese-character-reading)  OCR  (Optical 
Character  Reader),  some  distinctive  features  of  Chi- 
nese  characters  and  other  symbols  are  selected  from 
characters  and  image  patterns  in  the  form  of  vectors 
to  be  compared  to  reference  pattern  vectors  in  each 
of  the  categories  in  a  standard  dictionary  created  in 
advance  so  as  to  be  able  to  perform  discriminant 
functions  such  as  those  detecting  similarity  or  dis- 
tance,  thus  identifying  the  most  similar  character  or 
image  pattern  as  a  result. 

Conventional  character  recognition  systems 
widely  use  the  so-called  "structural  feature"  which 
corresponds  to  character  line  structures  such  as  line 
direction,  connection  relationship,  and  positional  def- 
inition.  However,  in  the  case  of  specially  designed 
characters  having  an  unusual  texture,  unclear  char- 
acters,  or  images  which  cause  significant  back- 
ground  noise,  the  "structural  feature"  is  significantly 
distorted,  which  significantly  degrades  the  accuracy 
of  recognition. 

Moreover,  simple  degree  of  similarity  (hereafter, 
referred  to  as  "similarity  degree")  is  also  known  as  a 
discriminant  function  based  on  the  number  of  black 
pixels  common  to  a  binary  image  entered  and  the  ref- 
erence  pattern  vectors  (also  represented  in  a  binary 
pattern)  of  each  category  in  the  standard  dictionary 
prepared  in  advance.  However,  this  method  has  a 
problem  in  that  specially  designed  characters  having 
an  unusual  texture  or  images  having  significant  back- 
ground  noise  may  be  incorrectly  identified  as  a  cate- 
gory  having  more  (or  a  larger  number  of)  black  pixels 
among  the  reference  pattern  vectors. 

That  is,  the  conventional  OCR  technology  or 
other  recognition  technologies  are  not  free  from  the 
problem  that  specially  designed  characters,  unclear 
characters,  characters  having  significant  background 
noise  or  reverse  contrast  characters  (white  charac- 
ters  against  a  black  background)  cannot  be  recog- 
nized  correctly. 

Summary  of  the  Invention 

The  object  of  the  present  invention  is  to  provide 
an  image  pattern  identification/recognition  method 
capable  of  processing  specially  designed  characters, 
unclear  characters,  significantly-modified  charac- 

ters,  or  a  character  string  containing  reverse  contrast 
characters. 

An  aspect  of  the  present  invention  provides  a 
method  as  follows.  If  black  portions  of  a  binary  image 

5  pattern  which  has  been  entered  correspond  to  some 
of  the  black  portions  contained  in  a  binary  mask  pat- 
tern  of  recognition  category  A,  and  if  the  black  por- 
tions  of  the  input  binary  image  pattern  do  not  corre- 
spond  to  those  contained  both  in  the  recognition  cat- 

10  egory  Aand  another  recognition  category  B,  the  input 
binary  pattern  is  identified  as  belonging  to  the  recog- 
nition  category  A. 

In  the  case  when  no  recognition  category  is  found 
in  such  a  procedure,  it  is  also  possible  to  reject  the  in- 

15  put  binary  image  pattern  if  the  black  portions  of  the 
input  binary  image  pattern  correspond  only  to  those 
contained  both  in  the  binary  mask  patterns  of  catego- 
ry  Aand  category  B. 

According  to  the  above-mentioned  procedure,  by 
20  comparing  the  input  binary  image  pattern  with  corre- 

sponding  binary  mask  patterns  of  each  of  the  recog- 
nition  categories  created  in  advance,  it  is  possible  to 
effectively  identify/recognize  the  input  binary  image 
pattern  as  belonging  to  a  particular  recognition  cate- 

25  gory,  or  reject  the  input  binary  image  pattern. 
Another  aspect  of  the  present  invention  is  the 

process  of  comparing  the  input  image  pattern  with  the 
binary  mask  patterns  stored  in  the  standard  diction- 
ary  for  identification  or  rejection.  The  OCR  user  can 

30  visually  reexamine  the  rejected  patterns  for  correc- 
tion  and  need  not  reexamine  those  images  which 
have  been  successfully  identified.  This  produces  a 
great  advantage  in  reducing  the  work  load  of  the  user. 

Moreover,  in  the  conventional  character  recogni- 
35  tion  method,  an  element  of  distinctive  features  is 

mostly  stored  in  depth  n  (n  >  1),  whereas  each  ele- 
ment  of  the  binary  mask  pattern  according  to  the 
present  invention  can  be  represented  by  one  bit.  That 
is,  the  memory  capacity  can  be  reduced  to  1/n.  Fur- 

40  thermore,  by  incorporating  the  known  image  coding 
method,  the  binary  mask  pattern  memory  capacity 
can  be  further  reduced,  which  enhances  processing 
efficiency  and  enables  the  preparation  of  a  dictionary 
requiring  less  memory. 

45  Still  another  advantage  of  the  present  invention 
is  to  provide  a  simplified  processing  of  feature  selec- 
tion  because  there  is  no  need  to  select  a  feature 
"amount"  concerning  a  character  line  structures  such 
as  direction  or  connection  relationship.  The  recogni- 

50  tion  efficiency  is  hardly  affected  by  modification  of 
character  structure  caused  by  an  unclear  or  degrad- 
ed  character  or  a  character  containing  background 
noise.  Even  when  using  binary  mask  patterns  created 
from  image  patterns  each  constructed  by  black  por- 

55  tions  (pixels)  in  contrast  to  white  portions  (pixels)  as 
a  background,  it  is  possible  to  distinguish  with  high  ac- 
curacy  so-called  "reverse  contrast  characters"  which 
are  unclear,  distorted,  or  contain  background  noise. 
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The  above-described  invention  uses  the  black 
portions  for  corresponding  with  the  binary  mask  pat- 
terns.  However,  it  is  also  possible  to  use  the  white  por- 
tions  for  correspondence  with  the  binary  mask  pat- 
terns.  5 

In  this  case,  the  same  functions  and  effects  can 
be  obtained  as  in  the  above-mentioned  method  of  the 
present  invention. 

There  is  still  another  way  to  implement  the  pres- 
ent  invention.  A  first  match  degree  is  determined  ac-  10 
cording  to  the  number  of  black  pixels  common  to  the 
input  binary  image  pattern  and  the  binary  mask  pat- 
tern,  whereas  a  second  match  degree  is  determined 
according  to  the  white  pixels  common  to  the  input  bi- 
nary  image  pattern  and  the  binary  mask  pattern.  15 
Subsequently,  a  first  mismatch  degree  is  determined 
according  to  the  number  of  different  color  combina- 
tions:  white  pixels  in  the  binary  image  pattern  and 
black  pixels  in  the  binary  mask  pattern,  whereas  a 
second  mismatch  degree  is  determined  according  to  20 
the  number  of  different  color  combinations:  black  pix- 
els  in  the  binary  image  pattern  and  white  pixels  on  the 
binary  mask  pattern.  Then,  the  first  match  degree 
and  the  second  match  degree  are  used  to  obtain  a 
third  match  degree,  whereas  a  first  mismatch  degree  25 
and  a  second  mismatch  degree  are  used  to  obtain  a 
third  mismatch  degree.  Next,  the  third  match  degree 
and  the  third  mismatch  degree  are  used  to  obtain  the 
similarity  between  the  binary  image  pattern  and  the 
binary  mask  pattern  so  as  to  determine  that  the  bina-  30 
ry  image  pattern  belongs  to  the  recognition  category 
where  the  similarity  is  at  its  maximum. 

The  above-described  procedure  may  be  modi- 
fied  in  such  a  manner  that  a  predetermined  number 
of  positions  are  selected  within  a  single  pattern  with-  35 
out  using  the  rest  of  the  positions  in  the  pattern,  and 
match  and  mismatch  degrees  are  determined  accord- 
ing  to  the  selected  positions. 

As  has  thus  far  been  described,  the  present  in- 
vention  does  not  require  the  "structural  feature"  con-  40 
cerning  the  character  structure  such  as  a  line  direc- 
tion  or  connection  relationships.  Consequently,  the 
processing  of  distinctive  feature  selection  is  simpli- 
fied  and  character  recognition  is  hardly  affected  by 
modification  of  the  character  structure.  Correct  rec-  45 
ognition  can  be  obtained  even  of  unclear,  degraded 
characters  or  characters  having  background  noise,  as 
well  as  of  so-called  "reverse  contrast  characters" 
which  may  be  unclear,  degraded,  or  have  background 
noise,  even  by  using  binary  mask  patterns  consisting  50 
of  black  pixels  for  characters  and  white  pixels  for  the 
background. 

Moreover,  it  is  also  possible  to  apply  a  predeter- 
mined  threshold  value  for  each  of  the  binary  mask 
patterns  of  the  recognition  category.  The  above-  55 
mentioned  similarity  degree  is  obtained  between  the 
binary  image  pattern  and  each  of  the  binary  mask 
patterns.  If  the  above-mentioned  similarity  degree 

obtained  for  a  single  recognition  category  exceeds 
the  threshold  value  of  the  binary  mask  pattern,  the  bi- 
nary  image  pattern  is  identified  as  belonging  to  that 
recognition  category. 

This  type  of  procedure  using  the  threshold  value 
may  be  constructed  so  that  the  binary  image  pattern 
is  rejected  if  the  binary  image  pattern  does  not  be- 
long  to  any  of  the  recognition  categories,  and  if  the 
above-mentioned  similarity  degrees  between  the  bi- 
nary  image  pattern  and  more  than  one  recognition 
category  exceeds  the  threshold  values  of  the  corre- 
sponding  mask  patterns. 

According  to  the  present  invention,  it  is  not  nec- 
essary  to  determine  the  "structural  feature"  concern- 
ing  the  character  structure  such  as  a  line  direction 
and  connection  relationship.  Consequently,  the  proc- 
ess  of  selecting  the  distinctive  features  is  significant- 
ly  simplified  and  brings  about  an  advantage  in  that 
even  modified  character  structures  which  are  un- 
clear,  degraded,  contain  background  noise,  or  re- 
verse  contrast  characters  can  be  recognized  with 
high  accuracy. 

In  the  above-mentioned  invention,  it  is  also  pos- 
sible  to  create  and  add  a  brand  new  binary  mask  pat- 
tern  or  to  update  the  currently-used  binary  mask  pat- 
tern  by  repeated  learning  with  a  predetermined  sim- 
ilarity  based  on  data  on  the  input  image  patterns. 

Brief  Description  of  the  Drawings 

Fig.  1  is  a  block  diagram  illustrative  of  an  exem- 
plary  configuration  of  devices  for  implementing  the 
image  pattern  identification  and  recognition  method 
according  to  the  present  invention. 

Fig.  2  is  an  example  flowchart  for  carrying  out 
judgment  required  for  the  identification,  rejection, 
and  recognition  according  to  the  present  invention. 

Fig.  3  offers  some  pattern  examples  for  explan- 
ation  of  the  judgment  processing  of  identification,  re- 
jection,  and  recognition. 

Detailed  Description  of  the  Invention 

Description  will  now  be  directed  to  an  embodi- 
ment  of  the  present  invention  with  reference  to  the 
drawings. 

Fig.  1  is  a  block  diagram,  showing  the  configura- 
tion  of  the  image  pattern  identification/recognition 
method  according  to  the  present  invention  imple- 
mented  as  an  apparatus,  which  comprises  a  binary 
image  pattern  memory  circuit  1,  a  normalization  cir- 
cuit  2,  a  binary  mask  pattern  memory  circuit  3,  an 
identification/recognition  judgment  circuit  4,  a  binary 
mask  pattern  creation  circuit  5,  and  an  image  I/O  de- 
vice  6. 

The  binary  image  pattern  memory  circuit  1  stores 
binary  image  patterns  of  the  characters  or  images  to 
be  identified  or  recognized.  Each  of  the  binary  image 
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patterns  consists  of  n  pixels:  for  example,  "0"  for 
white  pixels  and  "1"  for  black  pixels. 

The  normalization  circuit  2  is  provided  with  a  bi- 
nary  image  pattern  consisting  of  n  pixels  taken  from 
the  binary  image  pattern  memory  circuit  1.  For  exam- 
ple,  the  position  and  the  size  are  normalized  by  using 
the  centroid  and  the  secondary  moment,  which  is 
known  to  those  skilled  in  the  art. 

The  binary  mask  pattern  memory  circuit  3  stores 
a  single  or  multiple  (normally,  multiple)  binary  mask 
patterns  for  each  category  to  be  used  for  identifica- 
tion  and  recognition  judgment  of  the  image  pattern 
entered. 

The  identification/recognition  judgment  circuit  4 
is  supplied  with  a  binary  image  pattern  of  n  pixels 
from  the  normalization  circuit  2  so  as  to  be  compared 
to  the  binary  mask  pattern  of  each  category  of  the  bi- 
nary  mask  pattern  memory  circuit  3.  For  example,  if 
the  black  (or  white)  portions  of  the  input  image  pat- 
tern  are  contained  in  the  black  (or  white)  portions  of 
the  binary  mask  pattern  of  a  particular  category,  the 
input  image  pattern  is  recognized/identified  as  be- 
longing  to  that  particular  category,  unless  the  black 
(white)  portions  correspond  to  those  commonly  con- 
tained  in  the  binary  mask  pattern  and  another  or  other 
binary  mask  pattern(s)  of  different  categories.  If  the 
black  (white)  portions  of  the  input  image  pattern  cor- 
respond  only  to  the  common  portions,  the  input  image 
pattern  is  rejected.  Otherwise,  the  data  on  the  white 
or  black  portions  of  the  input  image  pattern  is  used  to 
judge  whether  to  recognize  or  reject  by  using  a  dis- 
criminant  function  such  as  similarity  or  a  discriminant 
function  which  recognizes  reverse  contrast  charac- 
ters  with  high  accuracy,  and  the  results  are  output. 

The  binary  mask  pattern  creation  circuit  5  is  sup- 
plied  with  image  data  produced  from  the  image  I/O 
device  6  and  with  normalized  binary  image  patterns 
added/u  pdated  or  created  as  a  new  category  from  the 
normalization  circuit  2  so  as  to  create  a  binary  mask 
pattern.  The  binary  mask  pattern  which  has  been  cre- 
ated  in  the  binary  mask  pattern  creation  circuit  5  is 
loaded  on  the  binary  mask  pattern  memory  circuit  3, 
or  added  to  the  binary  mask  pattern  memory  circuit 
3  so  as  to  update  its  content. 

The  image  I/O  device  6  is  supplied  with  data  on 
a  character  or  image  category  number,  a  discriminant 
function  value,  and  the  result  of  classification  of  the 
binary  image  patterns  and  the  like  so  as  to  display 
these  data  items.  Moreover,  the  image  I/O  device  6  is 
also  supplied  with  image  data  through  a  keyboard  op- 
eration  or  a  mouse  operation.  Furthermore,  the  im- 
age  I/O  device  6  supplies  the  binary  mask  pattern 
creation  circuit  5  with  data  required  for  creating  a  new 
binary  mask  pattern  or  updating  a  currently  used  bi- 
nary  mask  pattern. 

Description  will  now  be  directed  to  explanation  of 
the  identification/recognition  procedure  of  input  im- 
age  patterns  with  reference  to  Fig.  1. 

A  binary  image  pattern  corresponding  to  a  char- 
acter  to  be  identified/recognized  is  read  out  from  the 
binary  image  pattern  memory  circuit  1.  The  normali- 
zation  circuit  2  normalizes  the  position  and  size  for 

5  the  binary  image  pattern  and  supplies  the  obtained 
data  to  the  identification/recognition  judgment  circuit 
4. 

Hereinafter,  it  is  assumed  that  the  binary  image 
pattern  which  has  been  normalized  will  be  referred  to 

10  as  a  normalized  character  pattern  X.  The  normalized 
character  pattern  X  can  be  expressed  as  a  vector 
having  n  elements:  X  =  (xi.  x2  Xj,  ...xn).  An  ele- 
ment  X|  represents  a  pixel  value  (for  example,  a  white 
point  if  Xj  =  "0"  and  a  black  point  if  Xj  =  "1  ")  of  the  image 

15  position  i  (=  1,  2  n). 
The  identification/recognition  judgment  circuit  4 

compares  the  normalized  character  pattern  X  to  the 
k-th  (k  =  1,2  kj)  binary  mask  pattern  of  the  j-th 
character  category  0  =  1.2  J),  i.e.,  Mjk.  As  the  Mjk 

20  =  (rrH,  m2,  ...mi  mn)jk,  mi  is  binary.  That  is,  a  white 
point  is  represented  by  mi  =  "0",  and  a  black  point,  by 
mp  "1". 

An  example  of  a  comparison  between  the  nor- 
malized  character  pattern  X  and  the  binary  mask  pat- 

25  tern  Mjk  will  be  explained  below  with  reference  to  Fig. 
2  which  illustrates  an  example  of  a  flowchart  of  the 
processing. 

First  of  all,  the  following  calculations  are  carried 
out  between  the  element  Xj  of  the  normalized  charac- 

30  ter  pattern  X  and  the  element  mi  of  the  binary  mask 
pattern  Mjk. 

(Step  101) 

35  (1)  The  total  number  A  when  X;  =  "1" 
(2)  The  total  number  Bjk  when  mi  =  "1" 
(3)  The  total  number  Cjk  when  X;  =  "1  "  and  m;  =  "1  " 
(4)  The  total  number  Djk  when  X;  =  "1  "  and  m;  =  "0" 
Subsequently,  a  judgment  is  made  to  determine 

40  whether  the  state  is  "identification",  "rejection",  or 
"recognition",  according  to  the  following  conditions 
(1)  through  (3)  (step  102). 

Condition  (1):  If  there  is  only  one  character  cate- 
gory  j  which  satisfies  Cjk   ̂ Bjk,  and  A  =  Cjk,  the  input 

45  characters  are  judged  to  be  of  category  j  (step  110). 
Condition  (2):  If  there  are  more  than  two  of  char- 

acter  category  j  which  satisfies  Cjk   ̂ Bjk,  and  A  =  Cjk, 
the  input  character  is  judged  to  be  rejected,  (step  120) 

Condition  (3):  If  no  character  category  satisfies 
so  the  condition  (1)  or(2),  a  recognition  processing  (step 

103)  is  carried  out  between  the  normalized  character 
pattern  X  and  the  binary  mask  pattern  Mjk  by  using 
known  discriminant  functions  or  those  for  recognizing 
a  character  having  an  extremely  noisy  background  or 

55  a  reverse  contrast  character  having  a  black  back- 
ground,  so  as  to  determine  whether  to  recognize  or  re- 
ject  the  character  (step  1  04).  If  the  judgment  is  made 
to  be  "recognition",  the  character  category  is  made  to 

4 
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be  a  candidate  category  (step  130). 
An  embodiment  of  the  recognition  processing 

(step  103)  under  the  condition  (3)  will  be  explained 
below,  using  a  similarity  degree  SH(X,  Mjk)  according 
to  the  present  invention.  That  is,  for  the  total  number 
of  black  pixels  A  of  the  normalized  character  pattern 
X,  the  similarity  degree  SH(X,  Mjk)  is  calculated  as  fol- 
lows. 

SH(X,Mjk)  =  Cjk(n-Bjk)-  BjkDjk 
VA(n-A)Bjk(n-Bjk) 

As  a  result  of  the  recognition  judgment,  the  char- 
acter  category  j  having  the  maximum  similarity  is  out- 
put  as  the  character  category  which  has  been  recog- 
nized  as  the  first  one  among  the  others. 

In  this  case,  the  processing  of  distinctive  feature 
selection  is  significantly  simplified  because  the  sim- 
ilarity  degree  SH(X,  Mjk)  does  not  require  the  "struc- 
tural  feature"  concerning  the  character  line  structure 
such  as  a  line  direction  and  connection  relationship. 
Moreover,  the  recognition  efficiency  is  hardly  affect- 
ed  at  all  by  the  modification  of  the  character  line 
structure  caused  by  unclearness  or  extreme  noise. 

It  should  be  noted  that  the  recognition  processing 
in  the  condition  (3)  may  use  an  absolute  value  I  SH(X, 
Mjk)  |  of  the  above-mentioned  similarity  degree  SH(X, 
Mjk),  as  the  discriminant  function. 

Description  will  now  be  directed  to  the  process- 
ings  required  for  "identification",  "recognition",  and 
"rejection",  with  reference  to  Fig.  3. 

Fig.  3  illustrates  examples  of  the  binary  mask 
patterns  Mjk  and  the  normalized  character  pattern  X, 
each  consisting  of  n  =  16  (pixels),  two  character  cat- 
egories  (j  =  1,  2),  and  =  1,  K2  =  2.  The  pattern  11 
is  a  binary  mask  pattern  Mn  (first  binary  mask  pat- 
tern  of  the  first  character  category),  wherein  the  total 
number  of  mj  =  "1"  is  Bn  =8.  The  pattern  12  is  a  binary 
mask  pattern  M21  (first  binary  mask  pattern  of  the 
second  character  category),  wherein  the  total  number 
of  mi  =  "1"  is  B21  =  7.  The  pattern  13  is  a  binary  mask 
pattern  M22  (second  binary  mask  pattern  of  the  sec- 
ond  character  category),  wherein  the  total  number  of 
m;  =  "1"  is  B22  =  8.  Patterns  21  through  26  are  all  ex- 
amples  of  the  normalized  character  pattern  X. 

Incidentally,  the  pattern  25  is  a  reversed  one  (re- 
verse  contrast  character)  corresponding  to  the  pat- 
tern  24. 

First  of  all,  explanation  will  be  given  on  compari- 
son  of  the  normalized  character  pattern  21  to  each  of 
the  binary  mask  patterns  11  through  13  of  the  binary 
mask  pattern  Mjk.  The  total  number  of  pixels  Xj  =  "1" 
and  mi  =  "1"  when  the  total  A  =  5  for  Xj  =  "1"  is:  Cn  = 
5,  C21  =  4,  and  C22  =  3.  Only  the  binary  mask  pattern 
Mn  of  the  binary  mask  pattern  11  satisfies  the  con- 
dition  (1).  Consequently,  the  normalized  character 
pattern  X  of  the  normalized  character  pattern  21  is 
identified  as  the  first  character  category. 

In  the  case  of  the  normalized  character  pattern 
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22  of  the  normalized  character  pattern  X,  the  total 
number  for  A  =  6  when  Xj  =  "1"  and  mi  =  "1"  is:  Cn  = 
5,  C21  =  6,  and  C22  =  5.  Only  the  binary  mask  pattern 
M21  satisfies  the  condition  (1).  Therefore,  the  normal- 
ized  character  pattern  X  of  the  normalized  character 
pattern  22  is  identified  as  the  second  character  cat- 
egory. 

In  the  case  of  the  normalized  character  pattern 
23  of  the  normalized  character  pattern  X,  the  total 
number  for  A  =  4  when  Xj  =  "1"  and  mi  =  "1"  is:  Cn  = 
4,  C21  =  4,  and  C22  =  3.  Both  the  binary  mask  pattern 
11  (Mi  i)  and  12  (M21)  satisfy  the  condition  (2).  There- 
fore,  the  normalized  character  pattern  X  of  the  nor- 
malized  character  pattern  23  is  rejected. 

In  the  case  of  the  normalized  character  pattern 
24  of  the  normalized  character  pattern  X,  the  total 
number  for  A  =  7  when  Xj  =  "1"  and  mi  =  "1"  is:  Cn  = 
5,  C21  =  6,  C22  =  6.  That  is,  none  of  the  binary  mask 
patterns  11  through  13  satisfies  the  condition  (1)  or 
(2).  Therefore,  the  discriminant  function  of  the  condi- 
tion  (3)  is  carried  out. 

In  this  case,  the  similarity  degrees  SH  between 
the  normalized  character  pattern  24  of  the  normal- 
ized  character  pattern  X  and  each  of  the  binary  mask 
patterns  Mjk  of  11  through  13  are  calculated  as  fol- 
lows: 

o  /ym..^  =  5-Q6  -8)  -8-2  =  2A_  = SH(X,Mn)  = 

SH(X,M21) 

V7(16-7>8(16-8)  24^7 

0.378 
6  (16  -7)  -7-1  _  47  _  n 

SH(X,M22)  = 

V7(16-7)-7(16-7) 

.  6(16  -8)  -8-1 

63 0.746 

40 
24V7 "V7-(16-7)-8-(16-8)  24V7 

0.630 
The  calculation  results  show  that  the  highest  sim- 

ilarity  is  obtained  by  the  binary  mask  pattern  M21  of 
the  binary  mask  pattern  12.  That  is,  the  second  char- 
acter  category  is  determined  to  be  of  the  first  recog- 
nition. 

In  the  case  of  the  normalized  pattern  25  which  is 
the  reversed  pattern  (reverse  contrast  character)  of 
the  pattern  24,  the  total  number  for  A  =  9  when  Xj  = 
"1"  and  mi  =  "1"  is:  Cn  =  3,  C21  =  1,  and  C22  =  2.  That 
is,  none  of  the  binary  mask  patterns  11  through  13  of 
the  binary  mask  pattern  Mjk  satisfies  the  condition  (1) 
or(2).  Therefore,  the  discriminantfunction  of  the  con- 
dition  (3)  is  carried  out. 

Here,  instead  of  the  above-mentioned  similarity 
degree  SH(X,  Mjk),  its  absolute  value  I  SH(X,  Mjk)  I  can 
be  used  as  the  discriminantfunction.  In  this  case,  the 
similarity  degrees  |sHl  between  the  normalized 
character  pattern  25  of  the  normalized  character  pat- 
tern  X  and  each  of  the  binary  pattern  Mjk  of  patterns 
11  through  13  are  calculated  as  follows. 

I  p  ivii  \  I  -  I  3-8-8-6  I  _  n  0-70 SH(X,Mn)  I  = 
V7-9-8- 

=  0.378 
8 

5 



EP  0  656  602  A2 10 

SH(X,M21)  |  = 

SH(X,M22) 

1-  9-7-8  | 
V7-9-7-9 
2-  8  -  8-7 

=  0.746 

0.63 
A/7-9-8-8 

Thus,  the  highest  similarity  is  obtained  by  the  bi- 
nary  mask  pattern  M21  of  the  pattern  12.  Similarly, 
the  second  character  category  is  determined  to  be  of 
the  first  recognition  for  the  normalized  character  pat- 
tern  25  which  is  a  black-white  reversed  pattern  of  the 
pattern  24. 

Description  will  now  be  directed  to  a  second  em- 
bodiment  of  the  recognition  processing  (step  103)  of 
the  above-mentioned  condition  (3).  In  this  embodi- 
ment,  another  novel  similarity  degree  SC(X,  Mjk)  ac- 
cording  to  the  present  invention  is  used  as  the  dis- 
criminantfunction  in  the  recognition  processing  of  the 
condition  (3). 

Sc(X,Mjk)  = nCjk  -  ABjk 
Bjk) 

The  numerator  "nC jk The  numerator  "nCjk  -  ABjk"  of  the  above- 
described  fractional  expression  of  the  similarity  de- 
gree  SC(X,  Mjk)  is  calculated  as  follows  for  the  image 
pattern  X  and  the  binary  mask  pattern. 
Cjk  (n  "  Bjk  -  Djk)  -  (Bjk  -  Cjk)-Djk  =  n-Cjk  -  A-Bjk, 
wherein 

Cjk  represents  a  total  number  when  Xj  =  "1"  and 
mi  =  "1"; 

(n  -  Bjk  -  Djk),  a  total  number  when  Xj  =  "0"  and 
mi  =  "0"; 

(Bjk  -  Cjk),  a  total  number  when  Xj  =  "0"  and  mi 
=  "1";  and 

Djk,  a  total  number  when  Xj  =  "1"  and  mi  =  "0". 
Thus,  the  similarity  degrees  Sc  between  the  nor- 

malized  character  pattern  X  of  the  pattern  24  in  Fig. 
3  and  the  binary  mask  pattern  Mjk  of  each  of  the  bi- 
nary  mask  patterns  11  through  13  are  calculated  as 
follows. 

SC(X,M11)  =  - ^ L   =  f   =  3 S0(X,Mu)  = 

SC(X,M21) 

SC(X,M22)  = 

V(16-8)-8 
16-6-7-7  = 

V(16-7)-7 
16-6-8-7 

47 
3V7 =  5.92 

40 
8 V(16-8)-8  8 

In  the  same  way  as  when  the  similarity  degree 
SH(X,  Mjk)  is  used,  the  highest  similarity  degree  is  ob- 
tained  by  the  binary  mask  pattern  M21  of  the  pattern 
12  and  the  second  character  category  is  determined 
to  be  of  the  first  recognition. 

If  the  absolute  value  I  SC(X,  Mjk)  I  of  the  similarity 
degree  SC(X,  Mjk)  is  used  as  the  discriminantfunction 
in  carrying  out  the  discriminant  function  of  the  condi- 
tion  (3)  in  the  case  of  the  normalized  character  pat- 
tern  X  of  the  pattern  25  which  is  a  black-white  re- 
versed  (reverse  contrast)  pattern  of  the  pattern  24, 
then  the  similarity  degrees  |sc|  between  the  normal- 

ized  character  pattern  25  and  each  of  the  binary  mask 
patterns  11  through  13  are  calculated  as  follows. 

I  ewv  11  \  I  _  I  16-3-8-9  i  _  „ 

SC(X,M21)  |  = 

SC(X,M22) 

V(16-8)-8 
16-1-7-9  | 

V(16-7)-7 
l  16-2-8-9 

=  3 

5.92 

=  5 
V(16-8)-8 

w  Thus,  the  highest  similarity  degree  is  obtained  by 
the  binary  mask  pattern  M21  of  the  binary  mask  pat- 
tern  12.  In  the  same  way  as  the  normalized  character 
pattern  24,  the  second  character  category  is  deter- 
mined  to  be  of  the  first  recognition  for  the  normalized 

15  character  pattern  25. 
Description  will  now  be  directed  to  another  meth- 

od  for  identification  and  rejecting  judgment.  This 
method  uses  the  above-described  novel  similarity 
degree  SC(X,  Mjk)  as  the  discriminantfunction  in  the 

20  judgment  of  the  above-mentioned  conditions  (1) 
through  (3). 

The  above-mentioned  conditions  (1)  through  (3) 
correspond  to  the  conditions  (1a)  through  (3a),  re- 
spectively,  which  will  be  used  in  the  explanation  be- 

25  low. 
In  this  identification/recognition  judgment  proc- 

essing,  the  above-described  A,  Bjk,  and  Cjk  are  calcu- 
lated  between  the  elements  Xj  of  the  normalized  char- 
acter  pattern  X  and  the  corresponding  element  mi  of 

30  the  binary  mask  pattern  Mjk  (see  step  101)  to  deter- 
mine  the  similarity  degree  SC(X,  Mjk).  By  using  the 
identification  threshold  value  tjk  of  each  binary  mask 
pattern  stored  in  the  binary  mask  pattern  memory  cir- 
cuit  3,  the  processing  of  the  following  conditions  (1a) 

35  through  (3a)  are  carried  out  one  after  another  (see 
step  102). 

The  identification  threshold  value  tjk  setting 
method  for  the  binary  mask  pattern  will  be  detailed 
later. 

40  Condition  (1a):  If  SC(X,  Mjk)  s  tjk  is  satisfied  by  one 
category  j  alone,  then  judgment  is  made  that  the  input 
character  is  identified  successfully  as  the  category  j 
(see  step  110). 

Condition  (2a):  lfSc(X,  Mjk)stjk  is  satisfied  by  two 
45  or  more  than  two  categories,  then  judgment  is  made 

that  the  input  character  is  to  be  rejected  (see  step 
120). 

Condition  (3a):  If  no  character  category  satisfies 
condition  (1a)  or  (1b),  then  recognition  processing  is 

50  carried  out  by  using  the  similarity  degree  Sc  as  the 
discriminant  function  between  the  normalized  char- 
acter  pattern  X  and  the  binary  mask  pattern  Mjk  (see 
step  103).  In  the  case  when  there  is  any  character  cat- 
egory  j  which  satisfies  the  similarity  degree  SC(X,  Mjk) 

55  s  ujk,  the  character  category  of  the  binary  mask  pat- 
tern  Mjk  having  the  highest  similarity  degree  is  output 
as  the  first  recognition  result  (see  step  130). 

On  the  contrary,  if  no  character  category  j  is 
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found  to  satisfy  the  similarity  degree  SC(X,  Mjk)  s  Ujk, 
i.e.,  if  the  similarity  degree  SC(X,  Mjk)  is  smaller  than 
ujk  for  all  the  binary  mask  patterns  Mjk,  then  judgment 
is  made  to  reject  the  data  (see  step  120). 

Incidentally,  the  variable  ujk  represents  a  thresh- 
old  value  predetermined  for  making  judgments  for  re- 
jecting  each  of  the  binary  mask  patterns  Mjk.  The  va- 
riable  uJk  is  set  to  be  smaller  than  the  identification 
threshold  value  tjk  (ujk  <  tjk). 

Explanation  will  now  be  given  on  the  processing 
required  for  identification  and  rejection  judgment  with 
reference  to  Fig.  3.  First  of  all,  a  comparison  is  made 
between  the  normalized  character  pattern  X  of  pat- 
tern  22  and  the  binary  mask  pattern  Mjkof  each  of  the 
binary  mask  patterns  11  through  13.  The  similarity 
degrees  Sc  between  the  normalized  character  pat- 
tern  22  and  each  of  the  binary  mask  patterns  11 
through  13  are  calculated  as  follows, 

o  /v  >  i  \  _  1  6-5  -  8-6  _  32  _  .   ̂ .  _  t  E 

SC(X,M21) 

SC(X,M22) 

V(16-8>8  8 

16-6-7-6  _  54 
V(16-7)-7  3^7 

16-5-8-6  _  32 

=  4 < t  4.5 

=  6.8  >  t21  =  5.6 

=  4  <  t2 5.9 

Thus,  the  binary  mask  pattern  M21  alone  satisfies 
the  condition  (1a).  Consequently,  the  normalized 
character  pattern  X  of  pattern  22  is  identified  as  the 
second  character  category. 

In  the  case  of  the  normalized  character  pattern 
26,  the  similarity  degrees  Sc  against  each  of  the  bi- 
nary  mask  patterns  11  through  13  are  calculated  as 
follows. 

O  /V  KM  \  -  16  5  -  8  5  _  40  _  ,-   ̂ .  _  A  r- 
V(16-8)-8  8 =  5  >  tn 4.5 

SC(X,M21)  =  "j6  5  7  5  =  5.67  >  t21  =  5.6 

SC(X,M22) 

V(16-7)-7 

_  16-4-8-5 =  3  <  t22  =  5.9 

V(16-8)-8  8 =  4<tl1 4.5 

SC(X,M21)  =  I64  74  =  4.54  <  t21  =  5.6 

SC(X,M22) 

V(16-7)-7 
16-3-8-4 =  2  <  t22  =  5.9 

V(16-8)-8 
Thus,  none  of  the  binary  mask  patterns  11 

through  13  satisfies  the  condition  (1a)  or  (2a).  Con- 
sequently,  the  discriminant  function  of  the  similarity 
degree  Sc  for  the  condition  (3a)  is  carried  out.  Under 

10 

15 

20 

25 

30 

35 

V(16-8)-8  40 
Thus,  both  of  the  binary  mask  pattern  of  the 

pattern  11  and  the  binary  mask  pattern  M21  of  pattern 
12  satisfy  the  condition  (2a).  Consequently,  the  nor- 
malized  character  pattern  X  of  pattern  26  is  rejected. 

In  the  case  of  the  normalized  character  pattern  45 
23,  the  similarity  degrees  Sc  in  respect  to  each  of  the 
binary  mask  patterns  11  through  13  are  as  follows: 

 ̂ ,v  x  _  16-4-8-4  _  32  _  ,   ̂ ,  _  ,  c 

50 

55 

the  condition  (3a),  the  binary  mask  pattern  M21  of  the 
pattern  12  has  the  highest  similarity.  Therefore,  the 
secondary  character  category  has  the  first  recogni- 
tion. 

Incidentally,  the  above-described  identifica- 
tion/recognition  processing  is  not  limited  to  the 
above-mentioned  procedure.  For  example,  it  is  also 
possible  to  use  a  combination  of  the  above-described 
embodiments. 

Some  examples  will  now  be  given  on  the  proc- 
essing  as  to  how  to  create  a  novel  binary  mask  pat- 
tern  based  on  a  character  which  has  been  incorrectly 
recognized  or  which  has  not  been  learned,  and  fur- 
ther  to  add  the  obtained  data,  updating  the  contents 
of  the  binary  mask  pattern  memory  circuit  3. 

Embodiment  1  of  updating  the  binary  mask  pattern 
memory  circuit  3  by  adding  new  data 

This  is  an  example  to  create  a  binary  mask  pat- 
tern  based  on  data  on  the  black  or  white  portions  of 
an  input  image  pattern  through  repeated  learning  by 
using  a  known  similarity  degree  S  expressed  as  fol- 
lows  as  a  discriminant  function. 

S(X,Mjk) -Ik 
VA-Bjk 

Firstly,  the  image  I/O  device  6  supplies  the  binary 
mask  pattern  creation  circuit  5  with  data  on  the  char- 
acter  category  (assumed  to  be  j-th  category)  to  be 
added/updated  or  created  (an  example  of  addition  will 
be  given  here).  For  the  input  image  to  be  added,  the 
binary  mask  pattern  creation  circuit  5  creates  a  novel 
binary  mask  pattern  Mj(k+1)  corresponding  to  the  N  in- 
put  image  patterns  (normalized  character  patterns) 
Xl  X2  XN  which  are  obtained  from  the  normaliza- 
tion  processing  circuit  2  and  which  belong  to  the  j-th 
character  category  to  be  learned.  The  creation  proc- 
essing  consists  of  the  following  steps. 

(Step  1) 

A  total  AT  of  the  number  A  when  Xj  =  "1  "  is  calcu- 
lated  for  each  of  the  N  input  image  pattern  Xj,  X2 
XN;  and  a  total  Aj  of  the  input  image  pattern  X  when 
the  X|  =  "1"  at  each  of  the  16  pixel  positions. 

A|  is  represented  as  a  string  of  AY  A'2  A'f 
A'n  in  a  descending  order.  Then,  for  a  predetermined 
threshold  value  "a"  (0  <  a  <  1),  L  is  obtained  to  satisfy 
the  following  relationship. 

L  L + l  

1=1  1=1 
,  <  a  <  —  :  —  
At At  

It  should  be  noted  that  if  N  is  too  small,  for  exam- 
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pie,  if  N  =  1  ,  "a"  is  assumed  to  be  1  . 

(Step  2) 

The  binary  mask  pattern  Mj(k+1)  is  set  to  mi  =  "1" 
for  the  pixel  position  i  corresponding  to  each  of  the 
string  t  =  1,2  L  whereas  mi  =  0  is  set  for  the  other 
pixel  positions  i. 

(Step  3) 

The  similarity  S  (Xt,  Mj(k+1))  is  calculated  between 
each  image  Xt  of  the  N  input  image  patterns  X1,X2 
XN  and  the  binary  mask  pattern  Mj(k+1)  created  in  step 
2.  The  image  Xt  which  has  the  maximum  similarity  de- 
gree  is  found  and  the  novel  binary  mask  pattern 
Mj(k+1)  is  replaced  by  the  image  Xt. 

(Step  4) 

The  similarity  degree  S  is  calculated  and  recog- 
nized  between  each  image  of  the  N  input  images 
Xl  X2  XN  and  each  of  the  binary  mask  patterns 
Mjk  stored  in  the  binary  mask  pattern  memory  circuit 
3  as  well  as  the  binary  mask  pattern  Mj(k+1)  created  in 
step  3. 

If  all  of  the  N  images  are  recognized  as  the  j-th 
character  category,  control  is  passed  to  step  6. 
Otherwise,  control  is  passed  to  step  5. 

(Step  5) 

Forthe  M  (<  N)  images  which  have  been  correctly 
recognized  as  the  j-th  character  category,  the  binary 
mask  pattern  Mj(k+1)  is  created  in  the  same  way  as 
step  1  and  step  2,  and  is  stored  in  the  binary  mask 
pattern  memory  circuit  3. 

For  the  rest  of  the  images  (N  -  M),  control  is 
passed  to  step  1,  assuming  k  =  k  +  1  and  N  =  N  -  M. 

(Step  6) 

A  binary  mask  pattern  Mj(k+1)  is  created  in  the 
same  way  as  in  step  1  and  step  2,  and  is  stored  in  the 
binary  mask  pattern  memory  circuit  3,  terminating  the 
processing. 

Embodiment  2  of  updating  the  binary  mask  pattern 
memory  circuit  3  by  adding  new  data 

This  is  an  example  to  create  a  novel  binary  mask 
pattern  and  an  identification  threshold  value  for  each 
character  category  based  on  data  on  the  black  or 
white  portions  of  an  input  image  pattern  (sample  pat- 
tern)  through  repeated  learning  by  using  the  similar- 
ity  degree  SH. 

Firstly,  the  image  I/O  device  6  supplies  the  binary 
mask  pattern  creation  circuit  5  with  data  on  the  char- 

acter  category  (assumed  to  be  j-th  category)  to  be 
created.  Forthe  input  image,  the  binary  mask  pattern 
creation  circuit  5  creates  Kj  binary  mask  patterns:  M ,̂ 
Mj2  Mjk  MjKj  corresponding  to  each  of  the  novel 

5  character  categories  to  be  created:  j  =  1  ,  2  J.  The 
creation  processing  consists  of  the  following  steps. 

(Step  1a) 

10  Kj  =  1  is  assumed  to  be  the  number  of  the  binary 
mask  patterns  of  the  j-th  character  category  to  be  cre- 
ated. 

Calculations  are  carried  out  to  determine  the 
number  AT  when  Xj  =  "1"  for  the  Nj  input  image  pat- 

15  terns  (normalized  character  patterns)  belonging  to 
the  j-th  character  category  X  ̂ X2  XN  as  well  as  to 
determine  a  total  A|  of  the  input  image  pattern  X  when 
the  X|  =  "1"  at  each  of  the  16  pixel  positions.  Subse- 
quently,  a  binary  mask  pattern  Mj1  is  created  by  com- 

20  paring  the  ratio  A/Nj  for  the  number  of  Xj  =  "1  "  at  the 
pixel  position  i  to  the  ratio  AT/(nNj)  of  Xj  =  "1"  of  all  the 
pixels  as  follows. 

lfAi/Hji5AT/(nNj), 
Then,  Mj1  element  is  set  to  mi  =  "1". 

25  Otherwise, 
Mj1  element  is  set  to  mi  =  "0". 

Forthe  input  image  patterns  (normalized  charac- 
ter  patterns)  X  ̂ X2  XNj,  a  label  j1  is  assigned  as 
the  pattern  used  in  creation  of  the  binary  mask  pat- 

30  tern  M .̂ 
The  above-described  processing  is  executed  for 

all  the  character  categories  to  be  created. 

(Step  2a) 
35 

The  similarity  degree  SH  (Xt,  Mjk)  is  calculated  be- 
tween  all  of  the  input  image  patterns  Xt  to  be  created 
and  all  of  the  binary  mask  patterns  Mjk  over  all  char- 
acter  categories  so  as  to  find  the  Mf  h  having  the  max- 

40  imum  similarity  degree.  It  is  assumed  that  the  label  jk 
has  been  assigned  to  the  input  image  pattern  Xt. 

If  t  =  j,  a  judgment  is  made  that  Xt  has  been  cor- 
rectly  recognized  as  the  j-th  character  category. 
Otherwise,  a  judgment  is  made  that  Xt  has  been  in- 

45  correctly  recognized  and  a  new  label  je  is  assigned. 
Upon  completion  of  this  processing,  control  is 

passed  to  step  4a  unless  any  of  the  Xt  patterns  has 
been  incorrectly  recognized.  Otherwise,  control  is 
passed  to  step  3a. 

50 
(Step  3a) 

h  =  1  is  assumed  fora  new  j-th  character  category 
to  be  created. 

55  If  the  label  jk  is  assigned  for  one  or  more  than  one 
input  image  pattern,  a  novel  binary  mask  pattern  Mjh 
is  created,  assuming  h  =  h  +  1. 

This  judgment  processing  is  carried  out  for  each 

8 
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of  the  Kj  labels  of  the  j-th  character  category. 
Subsequently,  if  the  label  je  is  assigned  for  one 

or  more  than  one  input  image  pattern,  binary  mask 
patterns  Mje  are  temporarily  created  for  these  input 
image  patterns  Xt  in  the  same  way  as  step  1a.  The 
similarity  degree  SH(Xt,  Mje)  is  calculated  between 
each  of  the  Xt  and  the  corresponding  Mje  so  as  to  find 
the  input  image  pattern  Xs  having  the  maximum  sim- 
ilarity  degree  and  assign  the  Xs  as  a  novel  binary 
mask  pattern  Mjh,  assuming  h  =  h  +  1. 

Kj  =  h  is  assumed  to  be  the  number  of  the  novel 
binary  mask  patterns  for  the  j-th  character  category. 

This  processing  is  repeated  for  all  the  novel  char- 
acter  categories  to  be  created  and  the  novel  binary 
mask  patterns  are  stored  in  the  binary  mask  pattern 
memory  circuit  3.  Control  is  returned  to  step  2a. 

(Step  4a) 

The  similarity  degree  SH  (Xt,  Mjk)  is  calculated  be- 
tween  each  of  the  binary  mask  patterns  Mjk  and  each 
of  the  input  image  patterns  Xt,  excluding  the  j-th  char- 
acter  category  so  as  to  find  the  maximum  similarity 
degree  tjk  for  each  of  the  binary  mask  patterns  Mjk. 
The  maximum  similarity  degree  is  assigned  as  the 
identification  threshold  value  tjk  of  the  binary  mask 
pattern  Mjk  and  is  stored  in  the  binary  mask  pattern 
memory  circuit  3.  This  processing  is  carried  out  for  all 
of  the  binary  mask  patterns. 

Embodiment  3  of  updating  the  binary  mask  pattern 
memory  circuit  3  by  adding  new  data 

This  shows  an  example  to  update  the  binary 
mask  pattern  and  the  identification  threshold  value 
by  using  a  character  which  has  been  incorrectly  rec- 
ognized  or  which  has  not  been  learned.  This  also 
uses  the  similarity  degree  SH  in  the  same  way  as  in 
Embodiment  2. 

The  image  I/O  device  6  supplies  the  binary  mask 
pattern  creation  circuit  5  with  data  on  the  character 
category  (assumed  to  be  j-th  category)  to  be  updated. 
Forthe  input  image,  the  binary  mask  pattern  creation 
circuit  5  updates  the  binary  mask  pattern  for  each  of 
the  character  categories  j  =  1  ,  2  J  which  are  sup- 
plied  from  the  normalization  processing  circuit  2  so  as 
to  be  updated  according  to  the  following  steps. 

(Step  1b) 

Kj  is  assumed  to  be  the  number  of  the  binary 
mask  patterns  of  the  j-th  character  category  to  be  up- 
dated. 

The  similarity  degree  SH  (Xt,  Mjk)  is  calculated  be- 
tween  all  the  input  image  patterns  Xt  and  the  binary 
mask  pattern  Mjk  (j  =  1  ,  2  J)  (k  =  1  ,  2  Kj)  of  all 
the  character  categories  so  as  to  find  Mfh  having  the 
maximum  similarity  degree.  It  is  assumed  that  the  in- 

put  image  pattern  Xt  belongs  to  the  j-th  character  cat- 
egory. 

If  t  j,  a  judgment  is  made  that  Xt  has  been  in- 
correctly  recognized  and  a  new  label  je  is  assigned. 

5  Upon  completion  of  this  processing  for  all  the 
character  categories,  control  is  passed  to  step  3b  un- 
less  any  input  image  pattern  Xt  has  been  incorrectly 
recognized.  Otherwise,  control  is  passed  to  step  2b. 

w  (Step  2b) 

For  each  of  the  input  image  patterns  Xt  for  which 
the  label  je  has  been  assigned,  a  temporary  binary 
mask  pattern  Mje  is  created  in  the  same  way  as  step 

15  1a  of  the  embodiment  2.  Subsequently,  the  similarity 
degree  SH  (Xt,  Mje)  is  calculated  between  each  of  the 
Xt's  and  the  corresponding  Mje's  so  as  tof  ind  the  input 
image  pattern  Xs  having  the  maximum  similarity  de- 
gree.  The  binary  mask  pattern  Mj(Kj+i)  to  which  the  Xs 

20  is  to  be  added  is  stored  in  the  binary  mask  pattern 
memory  circuit  3.  Assuming  Kj  =  Kj  +  1,  control  is  re- 
turned  to  step  1b. 

(Step  3b) 
25 

The  similarity  degree  SH  (Xt,  Mjk)  is  calculated  be- 
tween  each  of  the  binary  mask  patterns  Mjk  and  each 
of  input  image  patterns  Xt  of  categories,  excluding  the 
j-th  character  category,  if  any,  so  as  to  obtain  the 

30  maximum  similarity  degree  t'jk  for  each  of  the  binary 
mask  patterns  Mjk.  If  all  of  these  maximum  similarity 
degrees  exceed  the  identification  threshold  value  tjk 
(if  a  new  value  is  to  be  created,  then  tjk  =  -  n)  stored 
in  the  binary  mask  pattern  memory  circuit  3,  the 

35  threshold  value  tjk  is  updated  to  t'jk  forthe  binary  mask 
pattern  Mjk  and  the  new  value  is  stored  in  the  binary 
mask  pattern  memory  circuit  3.  This  processing  is  re- 
peated  for  all  the  binary  mask  patterns. 

In  the  above-described  second  and  third  embodi- 
40  ments,  the  similarity  degree  SH  is  used  as  the  dis- 

criminant  function.  It  is  also  possible  to  use  the  abso- 
lute  value  of  the  similarity  degree  SH  as  the  discrimi- 
nant  function. 

For  creating  a  binary  mask  pattern,  it  is  also  pos- 
45  sible  to  use  known  statistical  inference  (such  as  Too- 

keigaku  (Statistics)"  by  T.  Suzuki,  Asakura  Publish- 
ers,  and  "Pattern  Classification  and  Sense  Analy- 
sis"  by  R.  O.  Duda  and  P.  E.  Hart,  John  Wiley  &  Sons, 
Inc.). 

so  In  the  above-described  first  embodiment,  even  if 
an  image  pattern  is  not  contained  in  any  character 
category,  it  is  possible  to  create  a  binary  mask  pat- 
tern  of  a  novel  category  by  using  the  image  pattern. 

Furthermore,  the  present  invention  as  has  thus 
55  far  been  described,  centering  on  characters,  can  also 

be  implemented  for  general  binary  images  such  as  di- 
agrams. 

Moreover,  in  the  case  of  representative  binary 
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patterns  such  as  printed  kanji  (Chinese  characters), 
manuscript  kanji,  alphanumerics,  symbols,  formula 
expressions,  and  diagrams,  it  is  possible  to  apply  the 
character  recognition  method  which  is  able  to  recog- 
nize  images  containing  significant  noise,  character 
images  having  a  striped  design,  and  reverse  contrast 
characters. 

Furthermore,  the  present  invention  can  also  be 
applied  for  processing  medical  diagnosis  check 
sheets,  assuming  disease  categories  as  mask  pat- 
terns. 

For  example,  results  of  multiple  diagnostic  items 
are  represented  on  the  check  sheet  as  binary  image 
patterns  as  illustrated  in  Fig.  3.  (For  example,  if  the 
blood  pressure  is  high  or  low,  "1  "  or  "0"  is  set,  respec- 
tively.  This  can  be  replaced  by  "black"  or  "white"  at  a 
position  corresponding  to  the  item  of  the  blood  pres- 
sure.)  The  pattern  obtained  on  the  check  sheet  is  sup- 
plied  as  a  binary  image  pattern  to  be  compared  to  a 
pre-stored  binary  mask  pattern  according  to  the  dis- 
ease  name  category,  so  as  to  recognize  the  disease 
name  category.  In  this  way,  after  the  object  to  be  rec- 
ognized  is  converted  into  a  binary  image  pattern,  the 
pattern  can  be  recognized  in  the  same  way  as  the 
above-described  embodiments  so  as  to  determine 
the  disease  name  category  with  enhanced  efficiency. 

Claims 

1.  An  image  pattern  identification/recognition 
method,  wherein  an  input  binary  image  pattern  is 
compared  to  each  of  binary  mask  patterns  corre- 
sponding  to  each  of  pre-created  recognition  cat- 
egories  so  as  to  determine  the  recognition  cate- 
gory  to  which  said  binary  image  pattern  belongs; 

said  method  comprising  a  first  procedure 
for  identifying  said  input  binary  image  pattern  as 
belonging  to  a  first  recognition  category  if  black 
portions  of  said  input  binary  image  pattern  are 
contained  in  black  portions  contained  in  a  binary 
mask  pattern  of  said  first  recognition  category 
and  if  said  black  portions  of  said  input  binary  im- 
age  pattern  are  contained  not  only  in  those  black 
portions  which  are  contained  both  in  said  first 
recognition  category  and  a  second  recognition 
category. 

2.  An  image  pattern  identification/recognition 
method  as  claimed  in  Claim  1,  wherein  a  second 
procedure  is  provided  for  rejecting  said  input  bi- 
nary  image  pattern  if  said  input  binary  image  pat- 
tern  does  not  belong  to  any  recognition  categor- 
ies  based  on  said  first  procedure  and  if  the  black 
portions  of  said  input  binary  image  pattern  corre- 
spond  only  to  those  black  portions  common  to  the 
binary  mask  pattern  of  said  first  recognition  cat- 
egory  and  said  second  recognition  category. 

3.  An  image  pattern  identification/recognition 
method,  wherein  an  input  binary  image  pattern  is 
compared  to  each  of  binary  mask  patterns  corre- 
sponding  to  each  of  pre-created  recognition  cat- 

5  egories  so  as  to  determine  the  recognition  cate- 
gory  to  which  said  binary  image  pattern  belongs; 

said  method  comprising  a  third  procedure 
for  identifying  said  input  binary  image  pattern  as 
belonging  to  a  first  recognition  category  if  white 

10  portions  of  said  input  binary  image  pattern  are 
contained  in  white  portions  contained  in  a  binary 
mask  pattern  of  said  first  recognition  category 
and  if  said  white  portions  of  said  input  binary  im- 
age  pattern  are  contained  not  only  in  those  white 

15  portions  which  are  contained  both  in  said  first 
recognition  category  and  a  second  recognition 
category. 

4.  An  image  pattern  identification/recognition 
20  method  as  claimed  in  Claim  3,  wherein  a  fourth 

procedure  is  provided  for  rejecting  said  input  bi- 
nary  image  pattern  if  said  input  binary  image  pat- 
tern  does  not  belong  to  any  recognition  categor- 
ies  based  on  said  third  procedure  and  if  the  white 

25  portions  of  said  input  binary  image  pattern  corre- 
spond  only  to  those  white  portions  common  to  the 
binary  mask  pattern  of  said  first  recognition  cat- 
egory  and  said  second  recognition  category. 

30  5.  An  image  pattern  identification/recognition 
method,  wherein  an  input  binary  image  pattern  is 
compared  to  each  of  binary  mask  patterns  corre- 
sponding  to  each  of  pre-created  recognition  cat- 
egories  so  as  to  determine  the  recognition  cate- 

35  gory  to  which  said  binary  image  pattern  belongs; 
said  image  pattern  identification/recognition 
method  comprises: 

a  fifth  procedure  for  obtaining: 
a  first  match  degree  based  on  a  to- 

40  tal  number  of  black  pixels  common  to  said  binary 
image  pattern  and  said  binary  mask  pattern  at  a 
plurality  of  predetermined  positions, 

a  second  match  degree  based  on  a 
total  number  of  white  pixels  common  to  said  bina- 

45  ry  image  pattern  and  said  binary  mask  pattern  at 
said  plurality  of  predetermined  positions, 

a  first  mismatch  degree  based  on  a 
total  number  of  combinations  of  white  pixels  of 
said  binary  image  pattern  and  black  pixels  of  said 

so  binary  mask  pattern  at  a  plurality  of  predeter- 
mined  positions, 

a  second  mismatch  degree  based 
on  a  total  number  of  combinations  of  black  pixels 
of  said  binary  image  pattern  and  white  pixels  of 

55  said  binary  mask  pattern  at  a  plurality  of  prede- 
termined  positions, 

a  third  match  degree  based  on  said 
first  match  degree  and  said  second  match  de- 

10 
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gree, 
a  third  mismatch  degree  based  on 

said  first  mismatch  degree  and  said  second  mis- 
match  degree,  and 

a  similarity  degree  between  said  bi-  5 
nary  image  pattern  and  said  binary  mask  pat- 
tern,  based  on  said  third  match  degree  and  said 
third  mismatch  degree;  and 

a  sixth  procedure  for  recognizing  that  said 
binary  image  pattern  belongs  to  the  recognition  10 
category  having  the  maximum  of  said  similarity 
degree. 

6.  An  image  pattern  identification/recognition 
method  as  claimed  in  Claim  5,  wherein  said  plur-  15 
ality  of  predetermined  positions  covers  all  the 
positions  in  said  pattern. 

7.  An  image  pattern  identification/recognition 
method,  wherein  an  input  binary  image  pattern  is  20 
compared  to  each  of  binary  mask  patterns  corre- 
sponding  to  each  of  pre-created  recognition  cat- 
egories  so  as  to  determine  the  recognition  cate- 
gory  to  which  said  binary  image  pattern  belongs; 
said  image  pattern  identification/recognition  25 
method  comprises: 

a  seventh  procedure  for  presetting  a 
threshold  value  for  each  of  said  binary  mask  pat- 
terns  of  said  recognition  category; 

a  fifth  procedure  for  obtaining:  30 
a  first  match  degree  based  on  a  to- 

tal  number  of  black  pixels  common  to  said  binary 
image  pattern  and  said  binary  mask  pattern  at  a 
plurality  of  predetermined  positions, 

a  second  match  degree  based  on  a  35 
total  number  of  white  pixels  common  to  said  bina- 
ry  image  pattern  and  said  binary  mask  pattern  at 
said  plurality  of  predetermined  positions, 

a  first  mismatch  degree  based  on  a 
total  number  of  combinations  of  white  pixels  of  40 
said  binary  image  pattern  and  black  pixels  of  said 
binary  mask  pattern  at  a  plurality  of  predeter- 
mined  positions, 

a  second  mismatch  degree  based 
on  a  total  number  of  combinations  of  black  pixels  45 
of  said  binary  image  pattern  and  white  pixels  of 
said  binary  mask  pattern  at  a  plurality  of  prede- 
termined  positions, 

a  third  match  degree  based  on  said 
first  match  degree  and  said  second  match  de-  50 
gree, 

a  third  mismatch  degree  based  on 
said  first  mismatch  degree  and  said  second  mis- 
match  degree,  and 

a  similarity  degree  between  said  bi-  55 
nary  image  pattern  and  said  binary  mask  pat- 
tern,  based  on  said  third  match  degree  and  said 
third  mismatch  degree;  and 

a  eighth  procedure  for  identifying  said  bi- 
nary  image  pattern  as  belonging  to  the  recogni- 
tion  category  if  said  similarity  degree  between 
said  binary  image  pattern  and  the  binary  mask 
pattern  of  the  corresponding  recognition  catego- 
ry  obtained  in  said  fifth  procedure  exceeds  the 
threshold  value  of  said  binary  mask  pattern  only 
for  a  single  recognition  category. 

8.  An  image  pattern  identification/recognition 
method  as  claimed  in  Claim  7,  further  compris- 
ing: 

a  ninth  procedure  for  rejecting  said  input 
binary  image  pattern  if  said  input  binary  image 
pattern  does  not  belong  to  any  of  the  recognition 
categories  according  to  said  eighth  procedure 
and  if  said  similarity  degree  between  said  binary 
image  pattern  and  the  binary  mask  pattern  of  the 
corresponding  recognition  category  obtained  in 
said  fifth  procedure  exceeds  the  threshold  value 
of  said  binary  mask  pattern. 

9.  An  image  pattern  identification/recognition 
method  as  claimed  in  one  of  Claims  1  through  8, 
further  comprising  a  tenth  procedure  for  creating, 
adding,  or  updating  a  binary  mask  pattern 
through  repeated  learning  based  on  data  on 
black  or  white  portions  of  said  input  binary  image 
pattern  by  using  a  predetermined  similarity  de- 
gree. 
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