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©  A  process  and  device  for  controlling  drainage  rate  in  a  drainage  device  for  separating  liquid  from  a 
cubed  food  product. 

©  The  invention  relates  to  the  field  of  pasteuri-  ,  |  ,   ̂zation  of  cubed  food  products,  such  as  fruit  or  nn  Snnr 
tomato,  and  in  particular  discloses  a  process 
and  device  for  controlling  flow  rate  of  a  drain-  f}  ,3  l4  

16 
age  phase  of  liquid  separating  from  food  yjj  (  15 ĴLJ  /  ILJUI  m  a i  
chunks,  which  phase  takes  place  after  pasteuri-  0^™ll]i=^mf  lirJQl^jf  ~ 3 f = J ^ ^  
zation  and  before  stroing  of  the  product  in  jnrmp1  ii  j   Z^t^t   j| 
sterile  bags.  A  sterile  gas  such  as  nitrogen  is  ~^^x  Xj  p 
introduced  into  a  tank  (7)  containing  liquid  Xj^T  ~  S l 3  
removed  from  the  food  cubes,  and  a  ratio  of  19~0<  --  Q  I h X ^  
difference  in  pressure  between  the  gas  and  a  U  ..  XjJ  20 
pressure  in  a  discharge  conduit  of  the  food  ^%  —12 
product  is  continually  controlled.  When 
changes  in  ratio  between  the  pressure  differ-  7j 
ences  occur,  gas  is  introduced  into  the  tank  (7)  ,»  a  ,  —  -7 
or  discharged  therefrom,  as  appropriate.  K  V  m^s  3 
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The  invention  relates  to  a  process  and  device  for 
controlling  drainage  rate  in  a  drainage  device  for  sep- 
arating  liquid  from  a  cubed  food  product. 

The  food  conservation  industry  includes  the  pro- 
duction  of  worked  or  semiworked  food  pieces,  con-  5 
sisting  in  pieces  of  food  of  desired  dimensions,  gen- 
erally  called  chunks.  This  production  is  very  common- 
ly  used  in  all  fruit  processing  as  well  as  tomatoes. 

After  cubing  the  food  proceeds  to  sterilization 
and  thereafter  to  storage,  undergoing  the  latter  two  10 
processes  mixed  with  a  liquid,  consisting  of  the  juice 
of  the  product  itself  produced  during  cubing,  together 
with  other  sterile  liquids. 

This  liquid  mixture  enables  transport  of  the 
chunks  to  be  effected  without  having  to  resort  to  using  15 
high-  pressures  which  might  damage  them,  and  fur- 
thermore  guarantees  sterility  during  transport  along 
a  sterilization  plant  where  the  product  is  subjected  to 
heating  and  cooling  phases  before  being  stored  in 
bags  or  barrels  by  means  of  filling  machines,  also  op-  20 
erating  under  conditions  of  absolute  sterility. 

Before  the  filling  operation  can  begin,  however, 
the  chunks  have  to  be  separated  from  the  liquid  mix- 
ture,  and  this  is  performed  using  drainage  devices  es- 
sentially  comprising  two  concentric  cylinders.  25 

The  internal  cylinder  is  generally  provided  with 
spaced  bars  forming  a  grill.  The  chunks  and  liquid  are 
introduced  therein  and  the  liquid  drains  down  into  the 
external  cylinder,  whereupon  it  is  removed  by  an  ex- 
traction  pump,  while  the  chunks  are  removed  from  30 
the  nternal  cylinder  by  a  pump  which  also  regulates 
the  outflow  rate  thereof. 

With  known-type  drainage  devices  it  is  difficult  to 
obtain  a  regular  drainage  rate  which  keeps  a  very  low 
and  constant  quantity  of  residual  liquid  while  main-  35 
taining  a  constant  outflow  rate  of  the  drained  chunks. 

Constant  drainage  regulation  depends  principally 
on  the  difference  in  pressure  existing  in  the  outflow 
conduit  for  the  chunks  and  in  the  liquid  collection  cy- 
linder.  This  pressure  difference  can  vary  for  various  40 
reasons,  such  as  a  partially  blocked  grill,  or  to  an  in- 
crease  or  decrease  in  the  chunk-liquid  ratio. 

Up  to  now,  in  order  to  keep  the  pressure  as  con- 
stant  as  possible,  it  has  only  been  possible  to  act  di- 
rectly  on  the  two  pumps,  which  creates  obvious  dif-  45 
ficulties  in  regulation  as  well  as  unpredictable  re- 
sponse  to  such  regulation. 

The  main  aim  of  the  present  invention  is  to  obvi- 
ate  the  above-described  drawbacks,  and  in  particular 
to  render  the  above-mentioned  pressure  differences  50 
constant  by  means  of  extremely  rapid  and  precise 
regulation  governing  drainage  rate. 

The  aim  is  achieved  by  the  process  and  device  of 
the  present  invention,  wherein  a  sterile  inert  gas  is  in- 
troduced  into  a  sealed  chamber  in  communication  55 
with  the  liquid  collection  chamber:  the  introduction  of 
the  gas  and  thus  the  pressure  exerted  on  the  liquid 
thereby  can  be  regulated  in  accordance  with  varia- 

tions  in  the  pressure  difference  which  emerge  during 
drainage. 

Further  characteristics  and  advantages  of  the 
present  invention  will  better  emerge  from  the  detailed 
description  that  follows,  of  an  embodiment  of  the  in- 
vention,  illustrated  in  the  form  of  a  non-limiting  exam- 
ple  in  the  accompanying  drawing,  in  which: 
-  the  figure  is  a  vertical  elevation  showing  the  control 
device  applied  to  a  drainage  device. 

With  reference  to  the  figure,  the  drainage  device 
1  is  provided  with  an  external  cylinder  2  surrounding 
an  inner  cylinder  3  exhibiting  spaced  bars  forming  a 
longitudinally-slitted  grill. 

The  two  cylinders  are  coaxial,  and  between  them 
a  chamber  4  is  created,  into  which  the  liquid  flows 
when  introduced  together  with  the  chunks  into  the  cy- 
linder  3  through  an  inlet  conduit  5. 

The  end  of  the  cylinder  3  nearer  to  an  outlet  con- 
duit  6  of  the  separated  chunks  is  provided  with  a  tank 
7  connected  by  flanges  8  to  the  external  cylinder  2. 

The  vertically-developing  tank  7  has  an  upper 
portion  7a  and  a  lower  portion  7b  in  relation  to  a  hor- 
izontal  axis  9  of  the  drainage  device. 

At  the  bottom  of  the  lower  portion  7b  a  discharge 
conduit  10  of  the  liquid  mixture  is  located,  connected 
to  an  extraction  pump  11. 

A  diffusor  12  connected  to  a  conduit  14  fed  by  a 
sterile  gas  line  13  (which  may  be  nitrogen)  is  located 
in  the  upper  portion  7a  of  the  tank  7.  A  solenoid  valve 
15  is  inserted  in  the  line  13  to  control  gas  flow,  while 
a  further  solenoid  valve  16  is  located  in  a  discharge 
conduit  17  connected  to  the  conduit  14. 

The  control  device  is  further  provided  with  a  pres- 
sure  gauge  18  in  the  outlet  conduit  6  of  the  chunks 
and  a  further  pressure  gauge  1  9  situated  in  the  upper 
portion  7a  of  the  tank  7. 

The  liquid  in  the  tank  7  rises  up  to  a  predeter- 
mined  level,  which  thereafter  must  remain  constant 
during  the  drainage  phase.  Two  pressure  indicators 
20  and  21  for  controlling  the  level  are  provided,  both 
of  which  send  a  signal  to  a  microprocessor  which  then 
computes  the  difference  between  the  two  signals  and 
compares  the  result  with  a  predetermined  set  value. 
If  the  two  compared  values  are  the  same,  ideal  drain- 
age  conditions  have  been  reached,  while  if  a  differ- 
ence  emerges  from  the  comparison,  the  processor 
sends  a  signal  commanding  the  opening  of  one  of  the 
two  solenoid  valves  to  bring  the  difference  between 
the  signals  to  the  prefixed  value,  as  will  be  better  ex- 
plained  in  the  following  description  of  the  drainage 
regularity  control  process  hereinbelow. 

The  above-mentioned  process  consists  in  intro- 
ducing  an  inert  gas  such  as  nitrogen  into  a  chamber 
or  tank  containing  liquid  up  to  a  certain  level  and  in 
communication  with  a  liquid  collection  chamber  of  a 
drainage  device.  At  the  same  time,  during  the  whole 
working  process,  the  pressure  inside  said  chamber 
containing  nitrogen  is  measured,  as  well  as  the  pres- 
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sure  in  the  discharge  zone  of  the  chunks.  The  differ- 
ence  in  the  above-mentioned  pressures  is  compared 
with  a  predetermined  set  value. 

If  the  comparison  results  in  a  positive  value  nitro- 
gen  will  be  discharged  into  the  outside  atmosphere, 
while  if  the  value  is  negative  nitrogen  will  instead  be 
introduced  into  the  tank  such  as  to  bring  the  pressure 
difference  into  line  with  the  predetermined  set  value. 
Variations  in  the  pressure  difference  will  thus  be  rap- 
idly  cancelled  out  by  means  of  a  fast  and  precise  con- 
trol. 

Claims 

1  .  A  process  for  controlling  drainage  rate  in  a  drain- 
age  device  for  separating  liquid  from  a  cubed 
food  product,  said  drainage  device  comprising: 
two  concentric  cylinders  (2  and  3)  whereof  an  in- 
ternal  cylinder  (3)  comprises  spaced  bars  consti- 
tuting  a  grill  wherethrough  the  liquid  falls  and 
separates  from  the  cubes;  said  liquid  being  col- 
lected  in  a  chamber  comprised  between  the  two 
cylinders  (2  and  3),  said  internal  cylinder  (3)  be- 
ing  connected  with  an  inlet  conduit  (5)  of  a 
cube/liquid  mixture  to  be  separated  as  well  as 
with  an  outlet  conduit  (6)  of  the  cubes  after  a  sep- 
aration  has  taken  place,  characterised  in  that  said 
process  comprises  the  following  phases: 

-  introducing  of  a  sterile  gas  into  a  tank  (7) 
communicating  with  the  collection  chamber 
of  the  liquid,  which  tank  (7)  collects  liquid  up 
to  a  predetermined  level; 

-  reading  of  the  pressure  of  the  sterile  gas  in 
the  tank  (7); 

-  reading  of  the  pressure  in  the  outlet  conduit 
(6)  of  the  cubes  after  separation  thereof 
from  the  liquid; 

-  calculating  of  a  difference  between  the 
pressure  of  the  sterile  gas  in  the  tank  (7) 
and  the  pressure  in  the  outlet  conduit  (6) 
and  comparison  of  a  result  thereof  with  a 
predetermined  set  value; 

-  introducing  or  discharging  of  the  sterile  gas 
into  or  out  of  the  tank  (7)  wherever  said  cal- 
culation  of  a  difference  results  in  a  value 
which  is  not  null  or  not  within  an  acceptable 
range  of  values. 

2.  A  process  as  in  claim  1,  characterised  in  that  in 
the  first  phase  of  introduction  of  a  sterile  gas,  ni- 
trogen  gas  is  introduced. 

3.  A  device  for  controlling  drainage  rate  in  a  drain- 
age  device  for  separation  of  a  liquid  from  a  cubed 
food  product,  which  drainage  device  comprises: 
two  concentric  cylinders  (3  and  2)  whereof  an  in- 
ternal  cylinder  (3)  is  formed  by  spaced  bars  con- 

stituting  a  grill  wherethrough  the  liquid  falls  and 
separates  from  the  cubes;  said  liquid  being  col- 
lected  in  a  chamber  comprised  between  the  two 
cylinders  (3  and  2),  said  internal  cylinder  (3)  be- 

5  ing  connected  with  an  inlet  conduit  (5)  of  a 
cube/liquid  mixture  to  be  separated  as  well  as 
with  an  outlet  conduit  (6)  of  the  cubes  after  a  sep- 
aration  has  taken  place,  characterised  in  that  the 
drainage  device  comprises: 

10  a  tank  (7)  connected  with  the  collection  chamber 
(4)  of  the  liquid  and  also  with  an  inlet  conduit  (14) 
of  inert  gas; 
a  first  pressure  sensor  (19),  for  reading  a  pres- 
sure  of  the  inert  gas  present  in  the  tank  (7); 

15  a  second  pressure  sensor  (1  8)  placed  on  the  out- 
let  conduit  (6)  of  the  cubes  after  the  separation 
thereof  from  the  liquid,  for  reading  a  pressure  in 
the  outlet  conduit  (6); 
a  data  processor  for  reading  a  difference  in  pres- 

20  sures  measured  by  the  first  and  second  pressure 
sensors  (19  and  18),  and  for  comparing  such  dif- 
ference  to  a  preset  acceptable  range  of  values; 
two  solenoid  valves  (15  and  16)  inserted  respec- 
tively  directly  on  and  on  an  off  branch  of  the  inlet 

25  conduit  (14)  of  inert  gas,  and  being  commanded 
by  the  data  processor  to  allow  introduction  of  gas 
into  the  tank  (7)  and  to  discharge  gas  therefrom. 

4.  A  device  as  in  claim  3,  characterised  in  that  it 
30  comprises  a  tank  (7)  which  develops  vertically 

and  which  is  directly  flanged  to  the  external  cy- 
linder  (2),  said  tank  (7)  comprising  an  upper  por- 
tion  (7a)  located  superiorly  of  a  translation  axis 
(9)  of  a  cube-liquid  mixture  in  the  drainage  de- 

35  vice;  nitrogen  being  introduced  into  the  upper 
portion  (7a). 

5.  A  device  as  in  claim  3,  characterised  in  that  the 
tank  (7)  is  provided  with  two  level  indicators  (20 

40  and  21)  respectively  placed  in  the  upper  portion 
(7a)  and  a  lower  portion  (7b)  of  the  tank  (7). 
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