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Description

[0001] The present invention relates to methods for
removing ceramic coatings. More particularly, this inven-
tion is directed to a method for removing a layer of ther-
mal-insulating ceramic material, such as yttria-stabilized
zirconia (YSZ) from the surface of a component intended
for service at high temperatures, such as a component
of a gas turbine engine.
[0002] Components located in certain sections of gas
turbine engines, such as the turbine, combustor and aug-
mentor, are often thermally insulated with a ceramic layer
in order to reduce their service temperatures, which al-
lows the engine to operate more efficiently at higher tem-
peratures. These coatings, often referred to as thermal
barrier coatings (TBC), must have low thermal conduc-
tivity, strongly adhere to the article, and remain adherent
throughout many heating and cooling cycles.
[0003] Coating systems capable of satisfying the
above requirements typically include a metallic bond coat
that adheres the thermal-insulating ceramic layer to the
component. Metal oxides, such as zirconia (ZrO2) par-
tially or fully stabilized by yttria (Y2O3), magnesia (MgO)
or other oxides, have been widely employed as the ma-
terial for the thermal-insulating ceramic layer. The ce-
ramic layer is typically deposited by air plasma spraying
(APS), low pressure plasma spraying (LPPS), or a phys-
ical vapor deposition (PVD) technique such as electron
beam physical vapor deposition (EBPVD), which yields
a strain-tolerant columnar grain structure. Bond coats are
typically formed of an oxidation-resistant diffusion coat-
ing such as a diffusion aluminide or platinum aluminide,
or an oxidation-resistant alloy such as MCrAlY (where M
is iron, cobalt and/or nickel). Aluminide coatings are dis-
tinguished from MCrAlY coatings, in that the former are
primarily aluminide intermetallic while the latter are a me-
tallic solid solution that contains a mixture of phases, in-
cluding βNiAl.
[0004] Though significant advances have been made
with coating materials and processes for producing both
the environmentally-resistant bond coat and the thermal-
insulating ceramic layer, there is the inevitable require-
ment to remove and replace the ceramic layer under cer-
tain circumstances. For example, removal may be ne-
cessitated by erosion or impact damage to the ceramic
layer during engine operation, or by a requirement to re-
pair certain features such as the tip length of a turbine
blade. Removal of the ceramic layer may also be neces-
sitated during component manufacturing to address such
problems as defects in the coating, handling damage and
the need to repeat noncoating-related manufacturing op-
erations which require removal of the ceramic, e.g., elec-
trical-discharge machining (EDM) operations.
[0005] Current state-of-the-art repair methods often
result in removal of the entire TBC system, i.e., both the
ceramic layer and bond coat, after which the bond coat
and ceramic layer must be redeposited. One such meth-
od is to use abrasives in procedures such as grit blasting,

vapor honing and glass bead peening, each of which is
a slow, labor-intensive process that erodes the ceramic
layer and bond coat, as well as the substrate surface
beneath the coating. With repetitive use, these proce-
dures eventually destroy the component by reducing the
wall thickness of the component. This disadvantage is
particular acute with diffusion aluminide bond coats,
which have a diffusion zone that extends into the sub-
strate surface of the component. Damage to diffusion
aluminide bond coats generally occurs by the fracturing
of brittle phases in the diffusion zone, such as PtAl2 phas-
es of a platinum-aluminide bond coat, or in the additive
layer, which is the outermost bond coat layer containing
an environmentally-resistant intermetallic phase MAI,
where M is iron, nickel or cobalt, depending on the sub-
strate material. Damage is particularly likely when treat-
ing an air-cooled component, such as a turbine blade
whose airfoil surfaces include cooling holes from which
cooling air is discharged to cool the external surfaces of
the blade.
[0006] Consequently, significant effort has been di-
rected to developing nonabrasive processes for remov-
ing ceramic coatings. One such method is an autoclaving
process in which the ceramic coating is subjected to el-
evated temperatures and pressures in the presence of a
caustic compound. This process has been found to suf-
ficiently weaken the chemical bond between the ceramic
and bond coat oxide layers to permit removal of the ce-
ramic layer while leaving the bond layer intact. However,
suitable autoclaving equipment is expensive, and auto-
claving techniques have been incapable of removing ce-
ramic from the cooling holes of an air-cooled turbine
blade.
[0007] US 3,622,391 discloses a process of stripping
aluminide coatings from cobalt and nickel base alloys,
wherein one of the chemicals utilized is ammonium bif-
luoride. A method of recoating is disclosed in which just
the oxide or other corrosion products are removed, whilst
leaving a residual diffusion coating intact.
[0008] Accordingly, what is needed is a process capa-
ble of removing a ceramic layer from a component without
damaging an underlying substrate, including any bond
coat used to adhere the ceramic layer.
[0009] According to a first aspect of the invention, there
is provided a method of removing at least a portion of a
ceramic coating from a component, the method compris-
ing the step of subjecting the portion of the ceramic coat-
ing to an aqueous solution comprising ammonium biflu-
oride in an amount of 20 to 70 grams per liter of solution
and acetic acid in an amount of 10 to 20 grams per liter
of solution.
[0010] The subjecting step may comprise immersing
the component in the solution.
[0011] The subjecting step may further comprise di-
recting ultrasonic energy at the ceramic coating while the
component is immersed in the solution.
[0012] The solution may comprise 0.05 to 0.2 volume
percent wetting agent.
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[0013] The wetting agent may comprise about 1 to 3
weight percent polyethylene glycol with the balance be-
ing essentially octylphenoxy polyethoxyethanol.
[0014] The subjecting step may further comprise heat-
ing the component and the solution to about 60°C to
about 68°C.
[0015] The component may further comprise a metallic
bond coat adhering the ceramic coating to the compo-
nent, and wherein the solution may not remove the bond
coat.
[0016] The bond coat may be a diffusion aluminide.
[0017] The method may further comprise the step of
depositing a ceramic material on a surface of the com-
ponent exposed when the portion of the ceramic coating
was removed.
[0018] The component may be a component of a gas
turbine engine.
[0019] According to a second aspect of the invention,
there is provided a method of removing a thermal-insu-
lating YSZ layer from a gas turbine engine component
without removing a metallic bond coat on a surface of
the component that adheres the YSZ layer to the com-
ponent, the method comprising the step of immersing the
component in an aqueous solution comprising ammoni-
um bifluoride in an amount of 20 to 70 grams per liter of
solution, 10 to 20 grams of acetic acid per liter of solution
and a wetting agent containing 1 to 3 weight percent pol-
yethylene glycol with the balance being essentially oc-
tylphenoxy polyethoxyethanol.
[0020] The immersing step may further comprise di-
recting ultrasonic energy at the YSZ layer while the com-
ponent is immersed in the solution.
[0021] The solution may comprise about 30 to about
40 grams of ammonium bifluoride per liter of the solution,
about 0.1 to about 0.2 volume percent wetting agent, the
balance essentially water.
[0022] The immersing step may further comprise heat-
ing the component and the solution to about 60°C to
about 68°C.
[0023] The bond coat may be a diffusion aluminide.
[0024] The method may further comprise the step of
depositing a YSZ material on a surface of the bond coat
exposed when the YSZ layer was removed.
[0025] Thus, the present invention provides a method
of removing a ceramic coating, such as a thermal barrier
coating (TBC) of yttria-stabilized zirconia (YSZ), from the
surface of a component. Particularly notable examples
are gas turbine engine components exposed to the hos-
tile thermal environment of the turbine, combustor and
augmentor sections of a gas turbine engine. The method
is particularly suited for completely removing a thermal-
insulating ceramic coating of a thermal barrier coating
system without removing a metallic bond coat, such as
a diffusion aluminide or MCrAlY coating, that adheres
the ceramic coating to the surface of the component.
[0026] The method of this invention generally entails
subjecting the ceramic coating to an aqueous solution of
ammonium bifluoride. A preferred process for removing

the ceramic coating further entails immersing the com-
ponent in the solution while maintained at an elevated
temperature, and subjecting the coating to ultrasonic en-
ergy. Using the method of this invention, a ceramic coat-
ing can be completely removed from the component and
any cooling holes, with essentially no degradation of the
bond coat. Accordingly, this invention allows the deposi-
tion of a new ceramic coating on components in produc-
tion without refurbishment or replacement of the bond
coat and without depositing additional ceramic in the
cooling holes, which would be detrimental to the perform-
ance of the component. If the component has been in
service, such that the bond coat has been partially de-
pleted as a result of oxidation, the bond coat can be re-
furbished before replacing the ceramic coating.
[0027] A significant advantage of this invention is the
reduced labor, equipment and processing costs required
to remove a ceramic coating of a thermal barrier coating
system. In addition to the simplified process and equip-
ment that can be used, labor and process costs are fur-
ther reduced by avoiding damage and removal of the
bond coat. In addition, the service life of a component
can also be extended by avoiding replacement of its en-
tire thermal barrier coating system, since removal of a
bond coat results in loss of wall thickness, particularly if
the bond coat is a diffusion aluminide which inherently
shares a significant diffusion zone with the component
substrate. Importantly, prior art techniques for removing
a ceramic layer of a TBC have typically been unable to
remove ceramic from cooling holes, or have caused ex-
cessive damage to the bond coat in the process of re-
moving the ceramic. By completely removing ceramic
from the cooling holes of an air-cooled component, the
performance of the component is improved by the re-
stored uniform film cooling of its surfaces.
[0028] The invention will now be described in greater
detail, by way of example, with reference to the drawings,
the single figure of which is a sectional view of a surface
portion of a gas turbine engine blade protected by a ther-
mal barrier coating system that includes a ceramic layer
adhered to the blade surface with a bond coat.
[0029] The figure represents a partial cross-sectional
view of an airfoil portion of a gas turbine engine turbine
blade 10. The substrate 12 of the blade 10 is shown as
being protected by a thermal barrier coating system 14
composed of a ceramic layer 18 adhered to the substrate
12 by a bond coat 16. The method of this invention is
directed to removing the ceramic layer 18 from the sub-
strate 12 of the blade 10 without removing or damaging
the bond coat 16.
[0030] As is the situation with high temperature com-
ponents of a gas turbine engine, the blade 10 may be
formed of an iron, nickel or cobalt-base superalloy. The
bond coat 16 is an oxidation-resistant composition such
as a diffusion aluminide and/or MCrAlY, both of which
form an alumina (Al2O3) layer or scale (not shown) on its
surface during exposure to elevated temperatures. The
alumina scale protects the underlying superalloy sub-
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strate 12 from oxidation and provides a surface to which
the ceramic layer 18 more tenaciously adheres. The ce-
ramic layer 18 can be deposited by air plasma spraying
(APS), low pressure plasma spraying (LPPS) or a phys-
ical vapor deposition technique, e.g., electron beam
physical vapor deposition (EBPVD), which yields a strain-
tolerant columnar grain structure (not shown). A pre-
ferred material for the ceramic layer 18 is zirconia partially
stabilized with yttria (yttria-stabilized zirconia, or YSZ),
though zirconia fully stabilized with yttria could be used,
as well as zirconia stabilized by other oxides, such as
magnesia (MgO), calcia (CaO), ceria (CeO2) or scandia
(Sc2O3).
[0031] The method of this invention entails removing
the ceramic layer 18 without removing or damaging the
bond coat 16, so that a new ceramic layer can be depos-
ited on the original bond coat 16. According to this inven-
tion, the ceramic layer 18 is preferentially removed by
exposure to an aqueous stripping solution of ammonium
bifluoride (NH4HF2) at an elevated temperature. A suit-
able composition for the aqueous solution is about 20 to
about 70 grams of ammonium bifluoride per liter of solu-
tion. To enhance the effectiveness of the solution, about
0.05 to about 0.2 volume percent of a wetting agent can
be added to the solution. While not required, distilled or
de-ionized water is preferred. Suitable wetting agents
contain about 1 to 3 weight percent polyethylene glycol
with the balance being octylphenoxy polyethoxyethanol,
with a preferred wetting agent being available under the
name TRITON X-100 from Union Carbide. A preferred
composition for the stripping solution using the TRITON
X-100 wetting agent is about 30 to about 40 grams of
ammonium bifluoride per liter of solution, about 0.1 to
about 0.2 volume percent TRITON X-100, and the bal-
ance distilled or de-ionized water.
[0032] One ingredient of the solution is acetic acid
(CH3COOH). A suitable composition for a stripping so-
lution containing acetic acid is about 10 to about 20 grams
acetic acid per liter of solution, about 20 to about 70 grams
of ammonium bifluoride per liter of solution, about 0.05
to about 0.2 volume percent wetting agent, with the bal-
ance being essentially distilled or de-ionized water. Suit-
able stripping solutions have been prepared and used
that contain, per liter of solution, about 16 grams of acetic
acid and about 35 grams of ammonium bifluoride, about
0.1 volume percent of the TRITON X-100 wetting agent,
with the balance being water.
[0033] A suitable temperature range for the stripping
process of this invention is about 140°F to about 170°F
(about 60°C to about 77°C), more preferably about 140°F
to about 155°F (about 60°C to about 68°C). The stripping
treatment of this invention also preferably includes the
use of ultrasonic energy transmitted through the solution
to the ceramic layer 18. Frequencies of about 20kHz to
40kHz have been found suitable for ultrasonic energy
levels of about 50 to about 200 W per gallon (about four
liters) of solution. The ultrasonic treatment can be con-
tinued until the ceramic layer 18 is completely removed

or at least sufficiently loosened so that it can be removed
by brushing or pressure spray rinsing, typically in about
two to five hours. Without ultrasonic treatment, a total
treatment duration of about four to about five hours is
generally sufficient to weaken the chemical bond be-
tween the ceramic layer 18 and the alumina scale on the
bond coat 16. It is foreseeable that longer or shorter du-
rations may be preferred, depending on the properties
of the particular coating system.
[0034] In practice, the stripping solution of this inven-
tion has been used to remove YSZ TBC from nickel-base
superalloy airfoils without damaging an underlying plat-
inum aluminide bond coat. Notably, TBC within the cool-
ing holes of the airfoils was also removed, while portions
of the bond coats within the holes and coated by the TBC,
as well as uncoated bond coat within internal cooling pas-
sages of the airfoils, were not attacked. Following the
treatment, the airfoils were successfully recoated with
TBC without requiring any refurbishing of the bond coat.
Because the stripping process of this invention complete-
ly removed the TBC from the cooling holes, the thermal
performance of the airfoils was not impaired by the ac-
cumulation of excess TBC in the cooling holes. Further-
more, because the stripping process of this invention did
not damage any portions of the bond coats, additional
processing steps to repair or replace the bond coats were
unnecessary. If the blades had been in service, such that
the bond coats were partially depleted as a result of ox-
idation, the bond coats, whether a diffusion aluminide or
MCrAIY-type, could be refurbished prior to TBC deposi-
tion using a diffusion aluminizing technique such as pack
cementation or vapor phase aluminizing.
[0035] While the invention has been described in terms
of a preferred embodiment, it is apparent that other forms
could be adopted by one skilled in the art. Therefore, the
scope of the invention is to be limited only by the following
claims.

Claims

1. A method of removing at least a portion of a ceramic
coating (18) from a component (10), the method
comprising the step of subjecting the portion of the
ceramic coating (18) to an aqueous solution com-
prising ammonium bifluoride in an amount of 20 to
70 grams per liter of solution and acetic acid in an
amount of 10 to 20 grams per liter of solution.

2. A method according to claim 1, wherein the subject-
ing step comprises immersing the component (10)
in the solution.

3. A method according to claim 2, wherein the subject-
ing step further comprises directing ultrasonic ener-
gy at the ceramic coating (18) while the component
(10) is immersed in the solution.
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4. A method according to claim 1, 2 or 3, wherein the
solution further comprises a wetting agent in an
amount of 0.05 to about 0.2 volume percent.

5. A method according to claim 4, wherein the ceramic
coating comprises a thermal-insulating YSZ layer
(18) on a gas turbine engine component (10), and a
metallic bond coat (16) on a surface of the compo-
nent (10) that adheres the YSZ layer (18) to the com-
ponent (10), the method further comprising the step
of immersing the component (10) in the aqueous so-
lution, the wetting agent containing 1 to 3 weight per-
cent polyethylene glycol with the balance being es-
sentially octylphenoxy polyethoxyethanol, the meth-
od being carried out without removing the metallic
bond coat.

6. A method according to any of the preceding claims,
wherein the solution comprises 30 to 40 grams of
ammonium bifluoride per liter of the solution and 0.1
to 0.2 volume percent wetting agent.

7. A method according to claim 5 or 6, wherein the im-
mersing step further comprises heating the compo-
nent (10) and the solution to a temperature in the
range of 60°C to 68°C.

Patentansprüche

1. Verfahren zum Entfernen wenigstens eines Teils ei-
ner keramischen Beschichtung (18) von einer Kom-
ponente (10), wobei das Verfahren die Schritte der
Aussetzung des Teils der keramischen Beschich-
tung (18) einer Ammonbifluorid in einer Menge von
20 bis 70 Gramm pro Liter Lösung und Essigsäure
in einer Menge von 10 bis 20 Gramm pro Liter Lö-
sung aufweisenden wässrigen Lösung aufweist.

2. Verfahren nach Anspruch 1, wobei der Ausset-
zungsschritt ein Eintauchen der Komponente (10) in
die Lösung umfasst.

3. Verfahren nach Anspruch 2, wobei der Ausset-
zungsschritt ferner das Richten von Ultraschallener-
gie auf die keramische Beschichtung (18) umfasst,
während die Komponente (10) in die Lösung einge-
taucht ist.

4. Verfahren nach Anspruch 1, 2 oder 3 wobei die Lö-
sung ferner ein Benetzungsmittel in einer Menge von
0,05 bis etwa 0,2 Volumenprozent aufweist.

5. Verfahren nach Anspruch 4, wobei die keramische
Beschichtung eine thermisch-isolierende YSZ-
Schicht (18) auf einer Gasturbinenkomponente (10)
und eine metallische Haftbeschichtung (16) auf einer
Oberfläche der Komponente (10) aufweist, die die

YSZ-Schicht (18) an der Komponente (10) haften
lässt, wobei das Verfahren ferner den Schritt des
Eintauchens der Komponente (10) in die wässrige
Komponente aufweist, wobei das Benetzungsmittel
1 bis 3 Gewichtsprozent Polyethylenglykol aufweist,
während der Rest im Wesentlichen Oktylphenoxy-
Polyethoxyethanol ist, und wobei das Verfahren
ohne Entfernung der metallischen Haftschicht aus-
geführt wird.

6. Verfahren nach einem der vorstehenden Ansprüche,
wobei die Lösung 30 bis 40 Gramm Ammonbifluorid
pro Liter der Lösung und 0,1 bis 0,2 Volumenprozent
Benetzungsmittel aufweist.

7. Verfahren nach Anspruch5 oder 6, wobei der Ein-
tauchschritt ferner die Erwärmung der Komponente
(10) und der Lösung auf eine Temperatur in dem
Bereich von 60 °C bis 68 °C umfasst.

Revendications

1. Procédé d’élimination d’au moins une partie d’un re-
vêtement céramique (18) d’un composant (10), le
procédé comprenant l’étape d’exposition de la partie
du revêtement céramique (18) à une solution aqueu-
se comprenant du bifluorure d’ammonium en une
quantité de 20 à 70 grammes par litre de solution et
de l’acide acétique en une quantité de 10 à 20 gram-
mes par litre de solution.

2. Procédé selon la revendication 1, dans lequel l’étape
d’exposition comprend l’immersion du composant
(10) dans la solution.

3. Procédé selon la revendication 2, dans lequel l’étape
d’exposition comprend, en outre, l’application
d’énergie ultrasonore sur le revêtement céramique
(18) lorsque le composant (10) est immergé dans la
solution.

4. Procédé selon la revendication 1, 2 ou 3, dans lequel
la solution comprend, en outre, un agent mouillant
en une quantité de 0,05 à 0,2 environ par volume en
pourcent.

5. Procédé selon la revendication 4, dans lequel le re-
vêtement céramique comprend une couche de YSZ
thermiquement isolante (18) sur un composant de
turbomoteur à gaz (10), et un revêtement de liaison
métallique (16) sur une surface du composant (10)
qui fait adhérer la couche de YSZ (18) sur le com-
posant (10), le procédé comprenant, en outre, l’éta-
pe d’immersion du composant (10) dans la solution
aqueuse, l’agent mouillant contenant de 1 à 3 pour-
cent en poids de polyéthylène glycol, le complément
étant principalement de l’octylphénoxy polyéthoxyé-
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thanol, le procédé étant mis en oeuvre sans éliminer
le revêtement de liaison métallique.

6. Procédé selon l’une quelconque des revendications
précédentes, dans lequel la solution comprend de
30 à 40 grammes de bifluorure d’ammonium par litre
de solution et de 0,1 à 0,2 par volume en pourcent
d’agent mouillant.

7. Procédé selon la revendication 5 ou 6, dans lequel
l’étape d’immersion comprend, en outre, le chauffa-
ge du composant (10) et de la solution à une tem-
pérature comprise dans la plage de 60°C à 68°C.
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