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(54) Systems and methods for controlling the volume output from a media presentation device

(57) It is proposed to control the volume output from
a media presentation device (102) using control means
(120) which are not manipulated by the user. The sound
(142) output by the media device is detected by an audio
detector (134) and communicated to a processor (106)
of the media device (102) for comparison with predeter-

mined volume parameters, such as a maximum volume
level. Where the detected sound level exceeds the max-
imum volume level, a volume limit output command is
generated by a volume output limiter (120) and the com-
mand is communicated to a volume controller of an audio
device (128b) of the media device (102).
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Description

[0001] The present invention relates to systems and
methods for controlling the volume output from a media
presentation device.
[0002] Media devices, such as a set top box, a stereo,
a television, a computer system, a game system, or the
like, may be used to present programming to users. Such
programming may contain video information and audio
information. In some situations, the programming may
be an audio only type of program, such as a music chan-
nel, a music station, or radio.
[0003] The volume of the audio information presented
is controlled by the user. However, it is possible for a
user to increase the volume of the output audio informa-
tion to such an extent that others may be annoyed, both-
ered or otherwise distracted. For example, children may
wake early Saturday morning to watch their favorite car-
toons. If the children are allowed to control the media
device in an unsupervised manner, the parents may not
be able to sleep in. As another example, a user may
watch a movie late at night. At times, especially if the
movie is an action film with explosions or similar, the out-
put volume from the media presentation device may be
so loud as to wake or disturb other members of the house-
hold. As yet another example, loud music played at a late
night party may disturb neighbors.
[0004] The present invention proposes that the volume
of a media device be controlled and seeks to provide
systems and methods providing for such control.
[0005] According to a first aspect of the present inven-
tion there is provided a method for controlling the volume
output from a media presentation devices, the method
comprising:

detecting the audio output of at least one media pres-
entation device,
comparing the level of the detected audio output with
predetermined volume parameters;
generating a volume command in response to the
detected audio output differing from the predeter-
mined volume parameters;
communicating the volume command to the media
presentation device, and
causing the media presentation device to alter the
volume level of its audio output in response to the
volume command.

[0006] Embodiments of the invention enable the vol-
ume level of the audio output by a media device to be
altered by control means, which are not being manipu-
lated by the user, when the level differs from predeter-
mined parameters. Generally, the volume output will be
automatically turned down when the audio output is too
high, that is, too loud. Of course, it is also possible to
employ the automatic control to turn up the volume when
it is too low.
[0007] Preferably, the method further comprises de-

termining an enforcement period, wherein communicat-
ing the volume command occurs only during the enforce-
ment period.
[0008] The enforcement period may be a user speci-
fied period and automatic control of the volume may be
relinquished outside of the enforcement period.
[0009] In an embodiment, the method further compris-
es presenting a volume controlling electronic program
guide on a display which indicates volume control pa-
rameters for determination by a user.
[0010] The user may switch on the automatic control
of volume for specific programs, or for specific genres of
programs, for example, for action movies. There is also
the possibility to use different parameters for different
sections of the program. For example, in an action movie,
action scenes with explosions and other loud noises can
be volume limited, whereas quieter passages, for exam-
ple, speech might have the volume increased.
[0011] In an embodiment, the level of the detected au-
dio output is compared with the predetermined volume
parameters by processing means of the media device.
[0012] In an alternative embodiment, the level of the
detected audio output is compared with the predeter-
mined volume parameters by processing means of a re-
mote control arranged to control the media presentation
device.
[0013] Alternatively, the level of the detected audio out-
put is compared with the predetermined volume param-
eters by processing means of an audio detector arranged
to communicate with the media presentation device.
[0014] Basically, the elements used by a method of
the invention may be distributed between the media pres-
entation device, its remote control, and separate, inde-
pendent elements are required.
[0015] Preferably, the method further comprises con-
verting the detected analog audio output from the media
presentation device into a digital signal and communi-
cating the digital signal to said processor means.
[0016] In an embodiment, the audio output of the me-
dia presentation device is detected by a microphone
which is located remotely from the media presentation
device, and communicating an output of the microphone
wirelessly with said processor means.
[0017] The wireless communication may be by any ap-
propriate means, for example, by infrared communica-
tion or by radio frequency signals.
[0018] Preferably, the predetermined volume param-
eters comprise one or more predetermined maximum
volume limits, the method allowing a user to determine
the maximum volume limits in dependence upon the na-
ture of programs to be presented by the media presen-
tation device.
[0019] The present invention also extends to a system
for controlling the volume output by a media presentation
device, the system comprising:

a media presentation device receiving programming
and controlling output devices to present program-

1 2 



EP 2 391 004 A1

3

5

10

15

20

25

30

35

40

45

50

55

ming, the output devices including audio output
means;
an audio detector for detecting the audio output;
processing means for comparing the level of the de-
tected audio output with predetermined volume pa-
rameters, and for generating a volume command in
response to the detected audio output differing from
the predetermined volume parameters; and
volume control means, responsive to the volume
command, to alter the voltage level of the audio out-
put means.

[0020] In an embodiment, the volume output by a me-
dia presentation device as claimed in Claim 10, wherein
the volume control means is provided in the media pres-
entation device, in a remote control for controlling the
media presentation device, or in the audio detector as-
sociated with the media presentation device.
[0021] As set out above, an element, as the volume
control means, may be distributed across the system as
required. For example, the audio detector may be incor-
porated in the remote control.
[0022] The audio detector may be any required con-
struction. In an embodiment, the audio detector compris-
es a microphone for detecting the audio output.
[0023] Preferably, the microphone is a directional mi-
crophone arranged to detect volume output from the me-
dia presentation device, and arranged to omit detection
of ambient noise.
[0024] According to a further aspect of the present in-
vention there is provided a remote control for controlling
a media presentation device, comprising:

an audio detector for detecting sound;
storage means for storing predetermined volume pa-
rameters;
processing means for comparing the level of sound
detected by the audio detector with the stored pre-
determined volume parameters and to generate a
volume command where the detected sound differs
from the stored volume parameters; and
a wireless transmitter coupled to the processing
means and arranged to communicate the volume
command to the media presentation device.

[0025] The invention also extends to a method for lim-
iting volume output from media presentation devices, the
method comprising:

detecting a sound using a microphone, wherein the
sound corresponds to an audio output of at least one
controlled media presentation device, and wherein
the microphone is remotely located from the at least
one controlled media presentation device;
comparing a level of the detected sound with a pre-
defined maximum volume limit;
generating a volume output limit command in re-
sponse to the detected sound exceeding the prede-

fined maximum volume limit; and
communicating the volume output limit command to
the media presentation device,
wherein the media presentation device reduces a
volume level of its audio output.

[0026] Preferably, the method further comprises:

determining a start of an enforcement period, where-
in communicating the volume output limit command
occurs only during the enforcement period.

[0027] The method may further comprise:

determining an end of the enforcement period,
wherein communicating the volume output limit com-
mand ceases at the end of the enforcement period.

[0028] In an embodiment, at the end of the enforce-
ment period, the method further comprises:

communicating a signal to the media presentation
device that changes a current volume output setting
of the media presentation device back to a previous
volume output settings in effect prior to the start of
the enforcement period.

[0029] Preferably, the method further comprises:

communicating audio information to a media device,
wherein the audio information corresponds to the
sound detected by the microphone, and
wherein the media device generates and communi-
cates the volume output limit command to the con-
trolled media presentation device.

[0030] In an embodiment, the method further compris-
es:

converting an analog output of the microphone into
a digital signal using an analog to digital converter;
generating at least one of an infrared (IR) signal and
a radio frequency (RF) signal corresponding to the
digital signal; and
communicating the at least one IR signal and RF
signal to the media device.

[0031] Where the microphone resides in a remote con-
trol that is configured to control the media presentation
device, the method further comprises:

converting an analog output of the microphone into
a digital signal using an analog to digital converter;
generating at least one of an infrared (IR) signal and
a radio frequency (RF) signal corresponding to the
volume output limit command; and
communicating the at least one IR signal and RF
signal to the controlled media presentation device.
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[0032] The method may further comprise:

communicating the volume output limit command to
an infrared (IR) blaster,
wherein the IR blaster is configured to generate an
IR signal corresponding to the volume output limit
command, and
wherein the IR blaster is configured to communicate
the IR signal to the controlled media presentation
device.

[0033] Preferably, the method further comprises:

receiving specification of a start of an enforcement
period;
receiving specification of an end of the enforcement
period;
receiving specification of a maximum volume limit
associated with the enforcement period; and
generating a volume output limit based on the start
time and the end time of the enforcement period, and
based on the maximum volume limit.

[0034] The method may further comprise:

presenting a volume limiter electronic program guide
on a display;
wherein the volume limiter electronic program guide
is configured to receive the specifications of the start
and end of the enforcement period.

[0035] In an embodiment, receiving specification of the
maximum volume limit further comprises:

receiving a specification based upon a sound level
of interest determined by a user; and
defining the maximum volume limit based upon the
detected sound at substantially the time of receiving
the specification based upon the sound level of in-
terest.

[0036] The method may further comprise:

generating a volume limiter notification,
wherein the visual volume limiter notification is gen-
erated substantially concurrently with the communi-
cation of the volume output limit command.

[0037] Preferably, generating and communicating the
volume output limit command comprises:

generating a first volume output limit command in
response to the detected sound exceeding the pre-
defined maximum volume limit;
communicating the first volume output limit com-
mand to a first controlled media presentation device;
generating a second volume output limit command
in response to the detected sound exceeding the pre-

defined maximum volume limit; and
communicating the second volume output limit com-
mand to a second controlled media presentation de-
vice,
wherein a characteristic of the first volume output
limit command is different from a characteristic of
the second volume output limit command, and
wherein at least one of the first controlled media pres-
entation device and the second controlled media
presentation device reduces its output volume.

[0038] In an embodiment, the volume limit output com-
mand is a first volume output limit command, and the
method further comprises:

continuing to detect the sound using the microphone;
continuing to compare the level of the detected
sound with the predefined maximum volume limit;
generating a second volume output limit command
in response to the detected sound remaining less
than the predefined maximum volume limit for a pre-
defined duration; and
communicating the second volume output limit com-
mand to the controlled media presentation device,
wherein the controlled media presentation device in-
creases its output volume.

[0039] In an embodiment, sounds emitted by the con-
trolled media presentation device having a level greater
than the maximum volume limit are limited by the maxi-
mum volume limit, and wherein sounds emitted by the
controlled media presentation device having a level less
than the maximum volume limit are not limited by the
maximum volume limit.
[0040] The invention also extends to a scheduled vol-
ume limiter system configured to limit volume output from
media presentation devices, comprising:

an audio detector, comprising:

a microphone configured to detect sound; and
an output device configured to communicate au-
dio information corresponding to the detected
sound; and

a media device, comprising:

an audio detector interface configured to receive
the audio information communicated by the out-
put device of the audio detector;
a memory configured to store at least one pre-
defined volume output limit, wherein the volume
output limit includes a start time of an enforce-
ment period, an end time of the enforcement pe-
riod, and a maximum volume limit;
a processor system communicatively coupled
to the memory and the audio detector interface,
wherein the processor system is configured to
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determine the start of the enforcement period,
is configured to compare a level of the detected
sound with a predefined maximum volume limit,
and is configured to generate a volume output
limit command in response to the detected
sound exceeding the predefined maximum vol-
ume limit; and
a presentation device interface communicative-
ly coupled to the processor system, wherein the
presentation device interface is configured to
communicatively couple to at least one control-
led media presentation device, and is configured
to communicate the volume output limit com-
mand to the controlled media presentation de-
vice,

wherein the audio detector is remotely located from
the media device and is oriented to detect sound
emitted by the controlled media presentation device,
and
wherein the volume output limit command is config-
ured to reduce the output volume of the controlled
media presentation device.

[0041] A scheduled volume limiter system may have
the audio detector is implemented in a remote control,
wherein the remote control comprises:

a remote control processor system communicatively
coupled to the microphone, wherein the remote con-
trol processor system is configured to determine the
start of the enforcement period, is configured to com-
pare a level of the detected sound with the predefined
maximum volume limit, is configured to generate the
volume output limit command in response to the de-
tected sound exceeding the predefined maximum
volume limit; and
a wireless transmitter communicatively coupled to
the remote control processor system, wherein the
wireless transmitter is configured to communicate
the volume output limit command to the controlled
media presentation device.

[0042] Preferably, the microphone is a directional mi-
crophone configured to substantially detect volume out-
put from the controlled media presentation device, and
is configured to omit detection of ambient noise.
[0043] The invention also extends to a remote control,
comprising:

a microphone configured to detect sound;
a memory configured to store at least one predefined
volume output limit, wherein the volume output limit
includes a start time of an enforcement period, an
end time of the enforcement period, and a maximum
volume limit;
a processor system communicatively coupled to the
memory and the microphone, wherein the processor

system is configured to identify an occurrence of the
start of the enforcement period, is configured to com-
pare a level of the detected sound with the maximum
volume limit, is configured to generate a volume out-
put limit command in response to the detected sound
exceeding the predefined maximum volume limit;
and
wireless transmitter communicatively coupled to the
remote control processor system, wherein the wire-
less transmitter is configured to communicate the
volume output limit command to the media presen-
tation device.

[0044] In an embodiment, the wireless transmitter is
configured to communicate user selections to a media
device, and the remote control further comprises:

a receiver configured receive communications from
the media device,
wherein a first user selection causes the media de-
vice to generate a volume limiter electronic program
guide that is presented on a display,
wherein a second user selection specifies the start
of the enforcement period,
wherein a third user selection specifies the maximum
volume limit, and
wherein a processor system of the media device de-
fines a volume output limit based upon the specified
start of the enforcement period and the specified
maximum volume limit.

[0045] Embodiment of the present invention will here-
inafter be described, by way of example, with reference
to the accompanying drawings, in which:

FIGURE 1 is a block diagram of an embodiment of
a scheduled volume limiter;
FIGURE 2 is a block diagram of an embodiment of
a scheduled volume limiter implemented in a remote
control; and
FIGURE 3 is a block diagram of an embodiment of
a scheduled volume limiter operating cooperatively
with an infrared blaster.

[0046] FIGURE 1 is a block diagram of an embodiment
of a scheduled volume limiter 100 implemented in a me-
dia device 102, such as a set top box (STB). The sched-
uled volume limiter 100 may be implemented in other
media devices, such as stereos, surround-sound receiv-
ers, radios, televisions (TVs), digital video disc (DVD)
players, digital video recorders (DVRs), game playing
devices, or personal computers (PCs) that output audio
information.
[0047] A scheduled volume limiter, as 100, limits the
output volume of presented programs. Depending upon
the embodiment, volume output limits may be enforced
by controlling the media device 102. In other situations,
volume output limits may be enforced by indirectly con-
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trolling a media presentation device. For example, by
controlling the media device 102 that directly controls the
media presentation device.
[0048] Volume output limits may be enforced in ac-
cordance with a user defined enforcement period. The
enforcement period may be defined by scheduling spec-
ified dates, days, times, and/or durations. Volume output
limits may be set for a single enforcement period, or may
be set for re-occurring enforcement periods.
[0049] For example, parents may define a maximum
volume output from the television on Saturday morning
from 7:00-9:00 a.m. When their children wake early Sat-
urday morning to watch their favorite cartoons, volume
output of the television is limited for the predefined en-
forcement period during Saturday morning so that the
parents may be able to sleep in without being disturbed
by the loud volume of the morning cartoons.
[0050] As another example, a user may watch a movie
late at night. The scheduled volume limiter 100 could be
set to limit volume output from 10:00 p.m. for 8 hours.
Accordingly, if the movie is an action film with explosions
or the like, the output volume is limited so that other mem-
bers of the household are not disturbed. The scheduled
volume limit could be set in a manner such that volume
output is limited during that particular enforcement peri-
od.
[0051] As yet another example, loud music played at
a late night party that would otherwise disturb neighbors
could be automatically limited so that party goers are not
able to increase the volume output of the stereo system
beyond some predefined volume output limit. The sched-
uled volume limit could such that volume output is limited
during the enforcement period every Friday and Saturday
night.
[0052] The media device 102 illustrated comprises a
program content stream interface 104, a processor sys-
tem 106, a memory 108, a program buffer 110, an op-
tional digital video recorder (DVR) 112, a presentation
device interface 114, a remote interface 116, and an op-
tional audio detector interface 118. The memory 108
comprises portions for storing a volume output limiter
module 120, one or more volume output limits 122, and
the media device logic 124. The volume output limiter
module 120 and the media device logic 124 may be in-
tegrated together, and/or may be integrated with other
logic. Other media devices may include some, or may
omit some, of the above-described media processing
components. Additional components, which are not de-
scribed here, may also be incorporated in the media de-
vice.
[0053] The media device 102 provides streamed pro-
gram content 126 to one or more media presentation
devices 128. The presentation device interface 114 is
illustrated as coupled to two exemplary media presenta-
tion devices 128, namely, a television (TV) 128a and an
audio device 128b. The audio device 128b may be a ster-
eo, a compact disk (CD) player, a radio, a surround-
sound receiver, or combinations thereof.

[0054] The video portion of the streamed program con-
tent 126 is displayed on a display 130 of the TV and the
audio portion of the streamed program content 126 is
reproduced as sounds by one or more TV speakers (not
shown). The volume output of the audio portion may be
controllable at the TV 128b, and/or may be controllable
at the media device 102.
[0055] Alternatively, or additionally, the audio portion
of the streamed program content 126 may reproduced
as sounds by a plurality of speakers 132 of the audio
device 128b. The volume output of the audio portion may
be controllable at the audio device 128b, and/or may be
controllable at the media device 102.
[0056] The media device 102 illustrated receives vol-
ume output information communicated from one or more
audio detectors 134. The audio detector 134 comprises
a microphone 136, an optional analog to digital (A/D)
converter 138, and an output device 140. Other audio
detectors 134 may include some, or may omit some, of
these components. Additional components, which are
not described here may also be incorporated in the audio
detector. Any suitable microphone 136, an A/D converter
138, and/or an output device 140 may be provided.
[0057] The microphone 136 detects sounds 142 emit-
ted from one or more of the media presentation devices
128. The microphone 136 may also detect other ambient
noises.
[0058] The analog output from the microphone 136 is
received by the A/D converter 138 and converted into a
digital signal. The digital signal is received by the output
device 140 and is communicated as audio information
144. The communicated digital audio information 144 is
received by the audio detector interface 118 of the media
device 102. Alternatively, and/or additionally, the analog
signal from the microphone 136 may be received directly
by the output device 140 and communicated to the media
device 102 as analog audio information 144.
[0059] The audio information 144 is communicated ap-
propriately to the media device 102. For example, the
audio information may be communicated using an infra-
red signal or by using a radio frequency (RF) signal me-
dium. The optional audio detector interface 118 receives
the infrared signals or the RF signals. Alternatively, the
remote interface 116 may receive the audio information
144. Alternatively, and/or additionally, the audio detector
134 may communicate the audio information 144 to the
media device 102 over a physical wire, cable, or the like.
[0060] Preferably, the audio detector 134 is a portable
device that may be located and oriented in a manner
such that the microphone 136 primarily detects the
sounds 142 emitted from the controlled media presenta-
tion devices 128. For example, if the user is watching
television on the TV 128a, the audio detector 134 may
be located in proximity to the user and may be oriented
towards the TV 128a. Alternatively, or additionally, the
audio detector 134 may be located near a door of a media
room where the audio device 128b is playing music so
that the volume output level can be determined at a point
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where the sound 142 is leaving the media room. Any
suitable location and/or orientation of the audio detector
134 may be selected so as to detect the sounds 142.
[0061] The functionality of the media device 102, which
in the illustrated example is a set top box, will now be
described. A program provider provides program content
that is received in one or more program content streams
146. A program content stream 146 typically comprises
a plurality of programs multiplexed together. The one or
more program content streams 146 are communicated
to the media device 102 from a media system sourced
from a remote head end facility (not shown) operated by
a media provider. Examples of such media systems in-
clude broadcast systems, satellite systems, cable sys-
tems, and the Internet. For example, if the program pro-
vider provides programming via a satellite-based com-
munication system, the media device 102 receives one
or more broadcast satellite signals detected by an anten-
na (not shown). Alternatively, and/or additionally, the pro-
gram content stream 146 can be received from one or
more different sources, such as a cable system, a radio
frequency (RF) communication system, another elec-
tronic device, or the Internet.
[0062] The one or more program content streams 146
are received by the program content stream interface
104. One or more tuners 104a in the program content
stream interface 104 selectively tune to one of the pro-
gram content streams 146 in accordance with instruc-
tions received from the processor system 106. The proc-
essor system 106, based upon a request for a program
of interest specified by a user, parses out program con-
tent associated with the program of interest. The program
of interest is then assembled into a stream of video and/or
audio information which may be stored by the program
buffer 110 such that the program content can be
streamed out to the media presentation device, such as
the TV 128a, via the presentation device interface 114.
Alternatively, or additionally, the parsed out program con-
tent may be saved into the DVR 112 for later presentation.
[0063] The media device 102 receives commands
from a user via a remote control 152. The remote control
152 includes one or more controllers 154. The user, by
actuating one or more of the controllers 154, causes the
remote control 152 to generate and transmit commands,
via a wireless signal 156, to the media device 102. The
commands control the media device 102 and/or control
the media presentation devices 128. The wireless signal
156 may be an infrared signal or an RF signal.
[0064] The above processes performed by the media
device 102 are generally implemented by the processor
system 106 which executes the media device logic 124.
The media device 102 may perform a variety of functions,
including maintaining a clock, a calendar, and/or a timer.
The timer may be for scheduling an enforcement period
as described below. The processor system 106 retrieves
and executes the volume output limiter module 120 so
that, during an enforcement period occurring at prede-
fined or specified dates, times, and/or durations, the vol-

ume output emitted from one or more of the media pres-
entation devices 128 is limited.
[0065] Volume output limit parameters are set by the
user. Examples of volume output limit parameters include
a maximum volume limit, channel, and/or program iden-
tified by title. Enforcement parameters also define the
enforcement period wherein the user specifies a prede-
fined or specified date, time, and/or duration. For exam-
ple, the volume output limit parameter may specify that
the enforcement period is periodically enforced (e.g.,
every Friday night from 10:00 p.m. to midnight) or is en-
forced only a single time.
[0066] A volume limiter electronic program guide
(EPG) 150 is presented to assist the user in defining the
volume output limit parameters. For example, the volume
limiter EPG 150 may be presented on the display 130 of
the TV 128a. The volume limiter EPG 150 is a type of a
user interface that presents a menu, or a series of menus,
that use a combination of text and symbols to indicate
volume output limit parameters choices that may be se-
lected by the user.
[0067] The volume limiter EPG 150 is interactive with
the user. The user, via the remote control 152, "scrolls"
or "navigates" about the volume limiter EPG 150 present-
ed on the display 130 to select volume output limit pa-
rameters. When the user highlights the portion of the vol-
ume limiter EPG 150 corresponding to a particular one
of the volume output limit parameters, the user actuates
one or more controllers 154 to cause the media device
102 to define that particular volume output limit param-
eter. The user specified volume output limit parameters
are used to define the volume output limit 122. The def-
inition of the start time may be set using other suitable
devices.
[0068] Each volume output limit 122 may be defined
by a start time that denotes the start of an enforcement
period. A clock, timer or other similar timing function is
monitored by the processor system 106.
[0069] Each volume output limit 122 may be defined
by an end time or by a duration that denotes the end of
the enforcement period. A clock, timer or other similar
timing function is monitored by the processor system 106
to identify the end time or expiration of the specified en-
forcement period.
[0070] The volume output limit 122 may define a chan-
nel and/or program that is to be subject to a volume output
limit enforcement. A program EPG that presents availa-
ble programming choices to the user may also be used
to specify a selected channel and/or program that will be
subject to a volume output limit. In this case, the user
may navigate about the program EPG, highlight a select-
ed channel and/or program, and actuate one or more of
the controllers 154 on the remote control 152 to select
the channel and/or program. When a particular program
is selected, the start and end times for the enforcement
period may be based upon the start and end times of the
selected program.
[0071] Each volume output limit 122 may be defined
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by a maximum volume limit. The maximum volume limit
is associated with the volume output of the media pres-
entation devices 128. That is, the scheduled volume lim-
iter 100 limits volume output of one or more media pres-
entation devices 128 under the presumption that limiting
volume output from the media presentation devices 128
will limit the sound 142.
[0072] The maximum volume limit may be interactively
defined by the user based on the current volume output
of the controlled media presentation devices 128. For
example, a test tone or sound may be presented to the
user when a volume output limit 122 is being defined.
Alternatively, the volume output of a currently presented
program may be used when a volume output limit 122 is
being defined. The user may interactively adjust the vol-
ume output of the controlled media presentation devices
128, such as by using their remote control 152 and/or
volume controllers residing on the controlled media pres-
entation devices 128.
[0073] When the level of the test tone, the test sound,
or the program sound is at a desired level, the user may
actuate one of the controllers 154 on the remote control
152, or actuate another controller, to specify the desired
maximum volume limit. Thus, a specification based upon
a sound level of interest determined by the user is re-
ceived. Then, the maximum volume limit is defined based
upon the sound 142 detected using the microphone 136
at substantially the time of receiving the specification
from the user. Accordingly, when the scheduled volume
limiter 100 is enforcing volume limits, the maximum vol-
ume limit specified in the volume output limit 122 is used
to generate a volume output limit command that limits or
otherwise adjusts the volume output level of the control-
led media presentation devices 128.
[0074] During the enforcement period, the audio infor-
mation 144 communicated to the media device 102 from
the audio detector(s) 134 is compared with a specified
maximum volume limit of the currently enforced volume
output limit 122. When the value of the audio information
144 exceeds the maximum volume limit, then the volume
output limit command is generated and communicated
to the controlled media presentation devices 128. The
volume output limit command changes the volume con-
trol setting of at least one of the media presentation de-
vices 128. Accordingly, the volume of the controlled me-
dia presentation device 128 is reduced in accordance
with the volume output limit command.
[0075] Different types of volume output limit com-
mands may be generated and communicated. One type
of volume output limit command is a specified volume
setting. For example, the volume output limit command
may specify the volume setting of a particular controlled
media presentation device 128. The volume output limit
may be a specified volume output level setting and/or
may be a specified percentage of its maximum volume
output setting. Here, the volume output setting is reduced
to the specified maximum volume limit, and other audio
levels are correspondingly scaled down in accordance

with the maximum volume limit.
[0076] Alternatively, and/or additionally, the volume
output limit command may correspond to a single incre-
mental volume setting change for the controlled media
presentation devices 128. For example, the volume out-
put limit command may specify an incremental volume
setting decrease of "one" such that the controlled media
presentation device 128 reduces its current volume set-
ting down by one increment. For example, the output
volume setting may be changed from a current setting of
"7" to a new setting of "6" for the TV 128a. Incremental
changes may be expressed in other formats, such as by
percentage increments. For example, the output volume
setting may be changed from a current setting of "70%"
to a new setting of "60%" for the TV 128a.
[0077] Alternatively, and/or additionally, the volume
output limit command may correspond to a threshold vol-
ume output limit such that any volume output from a con-
trolled media presentation device 128 is clipped to the
specified volume output limit. The volume output of the
controlled media presentation device 128 is only modified
by clipping any audio that has a level exceeding the spec-
ified maximum volume limit. For example, the volume
level for conversations among actors of an action film
would not be reduced. In contrast, volume levels asso-
ciated with loud explosions would be clipped to the spec-
ified maximum volume limit, and would accordingly, be
"muffled" or otherwise attenuated.
[0078] When a plurality of media presentation devices
128 are controlled in accordance with a volume output
limit 122, multiple different volume output limit commands
may be generated and communicated to the different me-
dia presentation devices 128. The specific volume output
limit commands may be unique to a particular controlled
media presentation device 128. That is, one or more char-
acteristics of the each volume output limit command may
differ. For example, if the volume output limit command
are based on digital IR signal patterns, the IR signal pat-
terns used to control the different media presentation de-
vices 128 may differ.
[0079] It may not be known if the TV 128a or the audio
device 128b is generating the audio for a currently pre-
sented program. Upon determining that a maximum vol-
ume limit is being exceeded, the media device 102 may
generate and communicate a first volume output limit
command to the TV 128a to reduce output volume of the
TV 128a. If the TV 128a is not providing audio output,
the volume output limit command for the TV 128a will
have no practical effect on the sound 142 detected by
the audio detector 134. A second volume output limit
command may be generated and communicated to the
audio device 128b. These commands may be consecu-
tive or concurrent. Assuming that the user is watching a
movie with surround sound provided by the audio device
128b, the second volume output limit command will re-
duce the output volume of the audio device 128b. Be-
cause the TV 128a and the audio device 128b may be
built by different manufacturers or have different remote
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controller designs, the first volume output limit command
will probably differ from the second volume output limit
command.
[0080] Adjustment of the volume output from the con-
trolled media presentation devices 128 may be per-
formed on a real-time basis. There may be no particular
reason to reduce the actual output volume of a presented
program below a specified maximum volume limit when
the sound 142 is less that the enforced maximum volume
limit. Embodiments may impose enforcement only when
the detected sound 142 exceeds the maximum volume
limit. At other times, volume output limit enforcement is
not imposed on the media presentation devices 128.
[0081] The volume output limit may be enforced based
upon a detected peak value of the sound 142. Alterna-
tively, and/or additionally, the volume output limit may be
enforced based upon a rolling average of peak sound
levels over some predefined duration. In such circum-
stances, the occasional and/or infrequent "extra loud"
peak in the detected sound 142 may not result in a re-
duction of the volume output of the controlled media pres-
entation devices 128 based on the occasional or infre-
quent peak sound levels.
[0082] Alternatively, and/or additionally, the output vol-
ume of the media presentation devices 128 may be in-
creased so as to increase the level of the sound 142 up
to the specified maximum volume limit, or up to a second
specified limit, thereby defining a range for the level of
the sound 142. For example, the user may be watching
an action film with loud explosions. The volume output
may be limited during the explosions. However, to allow
the user to hear conversations during less loud portions
of the action movie, the sound 142 at such times may be
detected and the volume output of the media presenta-
tion devices 128 increased accordingly.
[0083] A maximum volume limit for a predefined dura-
tion may be enforced. In an action movie with loud ex-
plosions, the very loud scenes may last a relatively long
period of time. Accordingly, based upon a peak level of
the detected sound 142, a volume output limit command
may be determined that is enforced for a predefined du-
ration, such as five minutes or the like. Then, a new vol-
ume output limit command may be determined based on
a currently detected peak level of the sound 142. If the
explosions are continuing, the new volume output limit
command could be the same as the previous volume
output limit command. On the other hand, if the scene
with the explosions has concluded, the second volume
output limit command may permit a higher output volume
setting at the controlled media presentation devices 128.
[0084] The volume output limit command may be ad-
justed after the level of the detected sound 142 decreases
below a second predefined level for a predefined dura-
tion. For example, when the action movie presents the
scenes with the loud explosions, a first volume output
limit command may be determined so as to limit the sound
142 during that particular scene. Once the explosions in
that scene ends, the attendant volume output decreases.

That is, the loud peak sounds associated with the explo-
sions are no longer being detected. After the predefined
duration, assuming no other peak sound levels are de-
tected during the predefined duration, enforcement of the
volume output limit is released. Accordingly, the volume
setting of the controlled media presentation devices 128
may be increased. Thus, a second volume output limit
command would be determined to permit a higher output
volume setting of the controlled media presentation de-
vices 128.
[0085] An anticipated difficulty with controlling output
volume on a real-time basis is the potential effect of am-
bient noise that is detected by the audio detectors 134.
That is, in addition to the output volume of the media
presentation devices 128, ambient noise may also affect
the sound level of the detected sound 142. In some sit-
uations, the ambient noise level may be higher than the
output volume of the controlled media presentation de-
vices 128. It would not necessarily be desirable to further
reduce the volume output setting of the controlled media
presentation devices 128 based upon detection of the
loud ambient noise since such volume output limit chang-
es would not significantly reduce the level of the detected
sound 142 as the ambient noise level is the predominant
source of the detected sound 142.
[0086] The output volume of the controlled media pres-
entation devices 128 may be differentiated from the vol-
ume level of any present ambient noise. For example,
multiple audio detectors 134 may be positioned and ori-
ented about the media room. Differences between the
audio information 144 received from the different ones
of the audio detectors 134 may be compared to more
accurately determine the volume output of the controlled
media presentation devices 128. Then, volume output
limit command can be determined for the controlled me-
dia presentation devices 128.
[0087] A directional type of microphone 136 may be
employed. The directional microphone 136 in the audio
detector 134 may be located and oriented to substantially
detect volume output from the controlled media presen-
tation device 128. Detection of ambient noise would be
reduced since the sources of ambient noise would likely
be outside of the direction and/or detection range of the
directional microphone 136.
[0088] On the other hand, it may be desirable to reduce
the volume output of the controlled media presentation
devices 128 even when loud ambient noise is present.
The volume output of the controlled media presentation
devices 128 may be reduced even when the ambient
noise is the predominant source of the peak value of the
sound 142. For example, children may be watching car-
toons early Saturday morning. At times, the children may
also be making loud noises. If the volume output of the
controlled media presentation devices 128 is reduced,
the children may realize that they need to quiet them-
selves if they want to continue hearing the audio portion
of their cartoon. As another example, partygoers attend-
ing a late night party may realize that they need to lower
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their voices if they want to listen to the music.
[0089] A first volume output limit parameter may be
defined based on the level of the detected sound 142
that includes loud ambient noise. A second volume out-
put limit 122 may be defined that differentiates between
ambient noise and the output volume of the controlled
media presentation devices 128. Accordingly, the user
has flexibility to tailor a volume output limit 122 based
upon particular presentation circumstances.
[0090] The user may be notified that volume output of
the controlled media presentation devices 128 is current-
ly being limited. For example, a visual volume limiter no-
tification 148 may be generated that is presented to the
user, such as on the display 130 of the TV 128a. Any
suitable text message and/or graphical icon may be used
in a presented visual volume limiter notification 148. Al-
ternatively, and/or additionally, an audible volume limiter
notification may be generated which corresponds to a
unique tone or sound. The audible volume limiter notifi-
cation may be output from the controlled media presen-
tation devices 128.
[0091] Based on the defined end time and/or the de-
fined enforcement period specified in a volume output
limit 122, enforcement of the volume output limit con-
cludes at the defined end time and/or the defined dura-
tion. When the volume output limit enforcement con-
cludes, volume control settings of the controlled media
presentation devices 128 may be left at their current set-
tings. Alternatively, the volume control settings of the
controlled media presentation devices 128 may be
changed back to the previous volume output setting in
effect prior to the start of the enforcement period.
[0092] FIGURE 2 is a block diagram of an embodiment
of a scheduled volume limiter 100 implemented in a re-
mote control 152. The remote control 152 comprises the
microphone 136, a processor system 202, an infrared
(IR) transmitter 204, an optional IR receiver 206, and a
memory 208. A volume output limiter module 120 resides
in the memory 208 of the remote control 152. Additionally,
and/or alternatively, one or more volume output limits
122 may be stored in the memory 208.
[0093] The microphone 136 residing in the remote con-
trol 152 detects sounds 142 corresponding to the volume
output of the controlled media presentation devices 128.
The processor 202 processes information corresponding
to the detected sound 142, and generates an IR signal
210 that is communicated to the media device 102 for
enforcement of the current volume output limit 122.
[0094] The processor system 202 may execute the vol-
ume output limiter module 120 to compare the detected
sound 142 to the maximum volume limit. The maximum
volume limit may reside on the local volume output limit
122 stored in the memory 208 of the remote control 152.
The processor 202 may then generate the volume output
limit command, which corresponds to a volume change
command or code that already is implemented in the re-
mote control 152 for controlling audio levels. The gener-
ated volume output limit command can then be commu-

nicated to the media device 102 to enforce the current
volume output limit 122.
[0095] The remote control 152 may directly operate
the controlled media presentation devices 128, thus op-
tionally bypassing the media device 102. Such universal
type remote controls 152 emulate the remote control
commands generated by a variety of remote controls
each associated with a particular different media pres-
entation device 128. Volume control codes are readily
available within the remote control 152 for adjusting vol-
ume output of the various controlled media presentation
devices 128. For example, when operating in a first mode,
the remote control 152 may be configured to generate
and communicate a volume output limit command that
directly controls the TV 128a. When operating in a second
mode, the remote control 152 may be reconfigured to
generate and communicate a volume output limit com-
mand that directly controls the audio device 128b.
[0096] Alternatively, the maximum volume limit may
be retrieved from the local volume output limit 122 stored
in the media device 102 and communicated back to the
optional IR receiver 206. The remote control 152 may
then generate and transmit a suitable volume output limit
command 212 to change the volume control setting of
the controlled media presentation devices 128 in accord-
ance with the volume output limit 122. Alternatively, a
volume output limit command may be generated by the
media device 102 and then communicated to the remote
control 152.
[0097] The remote control 152 may communicate us-
ing RF signals or another suitable wireless medium. Ac-
cordingly, the transmitter and the optional receiver may
be suitable RF or other wireless media devices. Further,
since a universal type remote control 152 controls a va-
riety of different media presentation devices 128, the
transmitter and the optional receiver may be suitable RF
or other wireless media devices may be included along
with the IR transmitter 204 and the optional IR receiver
206.
[0098] FIGURE 3 is a block diagram of an embodiment
of a scheduled volume limiter 100 operating cooperative-
ly with an infrared (IR) blaster 302. The IR blaster 302 is
a communication device that emulates the remote control
commands generated by a variety of remote controls
each associated with a particular different media pres-
entation device 128. For example, when operating in a
first mode, the IR blaster 302 may directly control the TV
128a. When operating in a second mode, the IR blaster
302 may directly control the audio device 128b. Accord-
ingly, volume control codes are readily available within
the IR blaster 302 for adjusting volume output of the var-
ious controlled media presentation devices 128.
[0099] The audio detector 134 further comprises a
processor system 304 and a memory 306. The volume
output limiter module 120 resides in the memory 306 of
the remote control 152. Additionally, or alternatively, one
or more volume output limits 122 may be stored in the
memory 306. The audio detector 134 generates the vol-
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ume output limit command based upon the detected
sound 142. The volume output limit command is commu-
nicated to the IR blaster 302 as the audio information
144. The IR blaster 302 generates and communicates
suitable volume output control signals to the controlled
media presentation devices 128.
[0100] In the embodiments described and illustrated,
the audio detector 134 is provided in the volume limiter
100. However, it will be appreciated that the audio de-
tector 134 may be a component of the media device 102.
It will also be appreciated that modifications in, or varia-
tions of, the embodiments as described and illustrated
may be made within the scope of the accompanying
claims.

Claims

1. A method for controlling the volume output from a
media presentation device, the method comprising:

detecting the audio output of at least one media
presentation device,
comparing the level of the detected audio output
with predetermined volume parameters;
generating a volume command in response to
the detected audio output differing from the pre-
determined volume parameters;
communicating the volume command to the me-
dia presentation device, and
causing the media presentation device to alter
the volume level of its audio output in response
to the volume command.

2. A method as claimed in Claim 1, further comprising:

determining an enforcement period, wherein
communicating the volume command occurs
only during the enforcement period.

3. A method as claimed in Claim 1 or Claim 2, further
comprising:

presenting a volume controlling electronic pro-
gram guide on a display which indicates volume
control parameters for determination by a user.

4. A method as claimed in any preceding claim, wherein
the level of the detected audio output is compared
with the predetermined volume parameters by
processing means of the media device.

5. A method as claimed in any of Claims 1 to 3, wherein
the level of the detected audio output is compared
with the predetermined volume parameters by
processing means of a remote control arranged to
control the media presentation device.

6. A method as claimed in any of Claims 1 to 3, wherein
the level of the detected audio output is compared
with the predetermined volume parameters by
processing means of an audio detector arranged to
communicate with the media presentation device.

7. A method as claimed in any of Claims 4 to 6, com-
prising converting the detected analog audio output
from the media presentation device into a digital sig-
nal and communicating the digital signal to said proc-
essor means.

8. A method as claimed in any of Claims 4 to 7, wherein
the audio output of the media presentation device is
detected by a microphone which is located remotely
from the media presentation device, and communi-
cating an output of the microphone wirelessly with
said processor means.

9. A method as claimed in any preceding claim, wherein
the predetermined volume parameters comprise one
or more predetermined maximum volume limits, the
method allowing a user to determine the maximum
volume limits in dependence upon the nature of pro-
grams to be presented by the media presentation
device.

10. A system for controlling the volume output by a media
presentation device, the system comprising:

a media presentation device receiving program-
ming and controlling output devices to present
programming, the output devices including au-
dio output means;
an audio detector for detecting the audio output;
processing means for comparing the level of the
detected audio output with predetermined vol-
ume parameters, and for generating a volume
command in response to the detected audio out-
put differing from the predetermined volume pa-
rameters; and
volume control means, responsive to the volume
command, to alter the voltage level of the audio
output means.

11. A system for controlling the volume output by a media
presentation device as claimed in Claim 10, wherein
the volume control means is provided in the media
presentation device, in a remote control for control-
ling the media presentation device, or in the audio
detector associated with the media presentation de-
vice.

12. A system for controlling the volume output by a media
presentation device as claimed in Claim 11, wherein
the audio detector is incorporated in the remote con-
trol.
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13. A system for controlling the volume output by a media
presentation device as claimed in any of Claims 10
to 12, wherein the audio detector comprises a mi-
crophone for detecting the audio output.

14. A system for controlling the volume output by a media
presentation device as claimed in Claim 13, wherein
the microphone is a directional microphone arranged
to detect volume output from the media presentation
device, and arranged to omit detection of ambient
noise.

15. A remote control for controlling a media presentation
device, comprising:

an audio detector for detecting sound;
storage means for storing predetermined vol-
ume parameters;
processing means for comparing the level of
sound detected by the audio detector with the
stored predetermined volume parameters and
to generate a volume command where the de-
tected sound differs from the stored volume pa-
rameters; and
a wireless transmitter coupled to the processing
means and arranged to communicate the vol-
ume command to the media presentation de-
vice.
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