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Description

Technical Field

[0001] The present invention relates to a method of
operating a fuel cell power generator, and a fuel cell pow-
er generator to be operated according to the method.

Background Art

[0002] Fuel cells are power generating elements which
are configured to carry out power generation by electro-
chemically reacting a fuel such as hydrogen or methanol
with an oxidizing gas such as oxygen gas. They receive
attention as power generating elements that do not invite
environmental pollution, because power generation
therein yields water as a product. Attempts have been
made to use fuel cells, for examples, as electric power
supplies for driving automobiles.
[0003] Fuel cells are classified as various types typi-
cally by electrolyte, and representative examples thereof
are fuel cells using solid polymer electrolytes as electro-
lytes. Such solid polymer electrolyte fuel cells can be
obtained at low cost, can easily come down in size, thick-
ness, and/or weight, and show high output densities as
their cell performance. Accordingly, they are promising
as electric power supplies for driving electronic equip-
ment. Some of solid polymer electrolyte fuel cells use
hydrogen as a fuel. There have also been developed
solid polymer electrolyte fuel cells using methanol or nat-
ural gas as a fuel, which fuel is reformed into hydrogen.
In addition, directmethanol fuel cells (DMFCs) have been
developed, in which methanol as a fuel is directly fed to
fuel cells, and power generation is carried out.
[0004] Direct methanol fuel cells each have a power
generation cell including an electrolyte, such as a solid
polymer electrolyte, sandwiched between a cathode and
an anode. In direct methanol fuel cells, an aqueous meth-
anol solution is fed to the anode so as to cause a reaction
between methanol and water on the surface of the anode,
which reaction is represented by: CH3OH+H2O→
CO2+6H++6e-. Air is fed to the cathode so as to cause a
reaction on the surface of the cathode among oxygen in
the air, and an electron (e-) and a proton (H+) formed in
the anode, which reaction is represented by:
3/2O2+6H++6e-→3H2O. Specifically, methanol as a fuel,
if used alone, does not act to proceed a reaction. Accord-
ingly, both methanol and water should be fed as a mixture
to the anode.
[0005] Feeding processes herein include, for example,
a process of mixing methanol and water to yield an aque-
ous methanol solution having an appropriate concentra-
tion, and feeding the aqueous methanol solution to an
anode. This process may simplify the system. However,
when methanol and water are fed as a mixture having
an appropriate concentration, it is difficult to vary the con-
centration of the aqueous methanol solution in accord-
ance with conditions in operation of direct methanol fuel

cells. This is because a methanol concentration to yield
a maximum output is generally different from a methanol
concentration to yield a maximum efficiency in direct
methanol fuel cells. Certain direct methanol fuel cells
each include a membrane electrode assembly (MEA) us-
ing a solid electrolyte typified by Nafion (registered trade
mark). In fuel cells of this type, the membrane electrode
assembly deteriorates at a higher speed with an increas-
ing concentration of methanol. The methanol concentra-
tion herein is increased in order to increase energy den-
sity.
[0006] Another feeding process is a process of mixing
methanol in a high concentration with water in a fuel cell
power generator to thereby yield an aqueous methanol
solution having an appropriate concentration, and feed-
ing the aqueous methanol solution to an anode. The wa-
ter herein is formed in a cathode as a result of power
generation. According to this process, the concentration
of the aqueous methanol solution can be adjusted suit-
ably according to conditions of a fuel cell power genera-
tor. To adjust the concentration, however, the concen-
tration of the aqueous methanol solution should be de-
tected or determined. To detect the concentration, there
are used concentration sensors and cells therefor, ac-
cording typically to a static capacitor method, an electro-
chemical oxidation method, an ultrasonic method, or a
densimetric method.
[0007] These concentration sensors exhibit excellent
properties when a fuel mixture includes methanol and
water alone. However, direct methanol fuel cells may in-
vite by-products such as formic acid as a result of side
reactions of power generation reactions, and such by-
products cause errors in measured concentrations. Ac-
cordingly, measured concentrations including some er-
rors makes it difficult to feed an aqueous methanol solu-
tion having an optimum concentration. Fuel cells, if in-
cluding sensing cells, generally show a varying output
with time. The fuel cells thereby show different outputs
with elapse of time during operation. In addition, histories
of fuel cells affect the degree of variation in output of such
fuel cells. Accordingly, it is difficult to continue detecting
absolute concentrations.
[0008] There is reported a process of determining a
concentration of an aqueous methanol solution without
such sensors, feeding the aqueous methanol solution at
a flow rate suitable to the concentration, and thereby op-
timizing the operation of a fuel cell power generator (for
example, Japanese Unexamined Patent Application
Publication (JP-A) No. 2003-22830). According to this
process, a concentration of an aqueous methanol solu-
tion is determined by calculation based on the output
current and operating duration of the fuel cell power gen-
erator; the aqueous methanol solution is fed to a power
generation unit at a flow rate varied depending on the
determined concentration; and the fuel cell power gen-
erator is thereby operated in an optimum manner.
[0009] It is desirable to optimize the concentration of
a fuel depending on an operation condition, so as to max-
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imize output characteristics and electrical efficiency. It is
difficult, however, to optimize the concentration of a fuel
according to this process.
[0010] Japanese Unexamined Patent Application
Publication (JP-A) No. 2003-22830 discloses yet another
process. According to this process, the concentration of
an aqueous methanol solution is determined by carrying
out predetermined computations using an output current
and an operating duration as parameters. The process
does not use a sensor for detecting the concentration.
Thus, the aqueous methanol solution is fed to a fuel cell
at an optimum flow rate which is set based on the deter-
mined concentration. Specifically, the fuel cell is operated
in an optimum manner set depending not on the concen-
tration but on the flow rate of the aqueous methanol so-
lution according to this process. The flow rate should
therefore be controlled minutely. In addition, the deter-
mined concentration may have an error, because fuel
cells tend to exhibit varying outputs with time, and histo-
ries of fuel cells affect the degree of the variation. Fur-
thermore, complicated computations should be carried
out so as to determine concentrations.
[0011] US 2006/0141307 A1 shows a fuel cell system
with a cell stack as power generator, a fuel tank for storing
aqueous methanol solution as liquid fuel, a high concen-
tration fuel tank for storing high concentration fuel (50
volume-percent aqueous methanol solution) and a water
tank for storing water. Liquid fuel and air as oxidation gas
is provided to the cell stack. Thereby, the amount of water
from the water tank sent to the fuel tank, the amount of
the high concentration fuel from the fuel tank to the fuel
tank and/or the amount of the aqueous methanol solution
supplied from the fuel tank to the cell stack can be con-
trolled. The voltage achieved at the cell stack is measured
by constant flow rate of 500ml/min and varying concen-
tration of the aqueous methanol solution. However, a var-
iation of the flow rate of the aqueous methanol solution
is not shown.
[0012] Under these circumstances, an object of the
present invention is to provide a method of operating a
fuel cell power generator. According to this method, a
diluted fuel having an optimum concentration can be fed
to a power generation unit even without determining an
absolute concentration typically using a sensor. In addi-
tion, the concentration of the diluted fuel can be adjusted
so as to maximize output characteristics and electrical
efficiencies of the fuel cell power generator, according to
the load and/or the condition of the fuel cell power gen-
erator. Another object of the present invention is to pro-
vide a fuel cell power generator which can be operated
according to this method, in which a diluted fuel having
an optimum concentration is fed, which concentration is
adjusted so as to maximize output characteristics and
electrical efficiencies.

Disclosure of Invention

[0013] According to the present invention, there is pro-

vided a method of operating a fuel cell power generator.
The fuel cell power generator includes a power genera-
tion unit configured to carry out power generation using
air and a diluted fuel containing a material fuel and water.
The method includes the steps of varying the flow rate
of the diluted fuel to be fed to the power generation unit,
determining an output voltage of the power generation
unit, and adjusting the concentration of the diluted fuel
based on how the output voltage varies depending on
the flow rate of fuel.
[0014] According to a method of operating a fuel cell
power generator according to the present invention, a
diluted fuel always having an optimum concentration can
be fed to a power generation unit of a fuel cell power
generator, even when the power generator has no con-
centration sensor. In addition, the concentration of a di-
luted fuel can be adjusted according to the load and con-
dition of a fuel cell power generator, so as to yield max-
imized output characteristics and electrical efficiencies.
[0015] According to the present invention, there is also
provided a fuel cell power generator which includes a
power generation unit configured to carry out power gen-
eration using air and a diluted fuel containing a material
fuel and water; a fuel feeder configured to feed the diluted
fuel to the power generation unit at a predetermined flow
rate; a voltage-measuring unit configured to measure an
output voltage of the power generation unit; and a fuel-
mixing unit configured to adjust the concentration of the
diluted fuel. The fuel-mixing unit is configured to adjust
the concentration of the diluted fuel based on how an
output voltage of the power generation unit varies de-
pending on a flow rate of fuel, the output voltage being
measured by the action of the voltage-measuring unit,
and the flow rate of fuel being the flow rate of a fuel to
be fed from the fuel feeder to the power generation unit.
[0016] A fuel cell power generator according to the
present invention is so configured as to feed a diluted
fuel always having an optimum concentration to a power
generation unit. The power generator can maximize out-
put characteristics and electrical efficiencies, because a
diluted fuel adjusted so as to always have an optimum
concentration is fed to a power generation unit, even
when the load varies and/or the condition of the fuel cell
power generator varies due to the deterioration of the
power generator.
[0017] According to a method of operating a fuel cell
power generator according to the present invention, a
diluted fuel always having an optimum concentration can
be fed to a power generation unit of a fuel cell power
generator even when the power generator does not have,
for example, concentration sensors. Specifically, a fuel
cell power generator can be operated without being af-
fected by by-products and the deterioration of sensors.
Such effects are problems when the concentration is ad-
justed using concentration sensors. According to the
method, the concentration of a diluted fuel can be adjust-
ed so as to maximize output characteristics and electrical
efficiencies according to the load and condition of the
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fuel cell power generator.
[0018] A fuel cell power generator according to the
present invention is so configured as to feed a diluted
fuel adjusted to always have an optimum concentration
according to the operation method. It can also maximize
output characteristics and electrical efficiencies.

Brief Description of the Drawings

[0019]

Fig. 1 is a schematic diagram of a fuel cell power
generator according to the present invention.
Fig. 2 is a graph showing examples of current-volt-
age characteristics and current output characteris-
tics of a fuel cell power generator according to the
present invention, as determined at a constant flow
rate.
Fig. 3 is a graph illustratively showing how the output
voltage of a power generation unit varies, at a con-
stant current density, depending on the flow rate of
a diluted fuel fed to the power generation unit in a
fuel cell power generator according to the present
invention.
Fig. 4 is a flow chart showing how a fuel cell power
generator is operated according to the present in-
vention.

Best Mode for Carrying Out the Invention

[0020] A method of operating a fuel cell power gener-
ator, and a fuel cell power generator according to the
present invention will be illustrated in detail with reference
to the attached drawings. It should be noted that the fol-
lowing descriptions are never intended to limit the scope
of the present invention, and various modifications and
alterations may occur insofar as they are within the scope
and spirit of the present invention.
[0021] A fuel cell power generator 1 is operated by a
method according to an embodiment of the present in-
vention. The fuel cell power generator 1 includes a power
generation unit 2 which is configured to carry out power
generation using air and an aqueous methanol solution
containing methanol diluted with water. The aqueous
methanol solution corresponds to a diluted fuel, and the
methanol corresponds to a material fuel. According to
the method, an output voltage of the power generation
unit 2 is determined at a varying flow rate of the aqueous
methanol solution as a fuel to be fed to the power gen-
eration unit 2. The concentration of the aqueous metha-
nol solution as fuel is optimized based on how the output
voltage varies depending on the flow rate of fuel.
[0022] Fig. 1 is a schematic diagram illustrating an em-
bodiment of a fuel cell power generator 1 to be operated
by a method of operating a fuel cell power generator 1
according to the present invention. The fuel cell power
generator 1 includes a power generation unit 2, a fuel-
mixing unit 30, a fuel feeder 31, a material fuel reservoir

32, a gas-liquid separator 33, an air feeder 40, a cooling
unit 41, a water reservoir 42, an exhaust out-let 43, and
a controller 44. The power generation unit 2 includes a
pair of electrodes and an electrolyte membrane 20 sand-
wiched between the pair of electrodes. The pair of elec-
trodes include an anode 21 serving as a negative elec-
trode, and a cathode 22 serving as a positive electrode.
The fuel-mixing unit 30 is configured to adjust an aqueous
methanol solution for use in a power generation reaction
to have a predetermined concentration. The fuel feeder
31 is configured to feed the aqueous methanol solution
from the fuel-mixing unit 30 to the power generation unit
2. The material fuel reservoir 32 is configured to store
methanol as a material fuel to be diluted in the fuel-mixing
unit 30. The gas-liquid separator 33 is configured to sep-
arate a discharged fuel from the power generation unit 2
into a gaseous component and a liquid component. The
air feeder 40 is configured to feed air to the power gen-
eration unit 2. The cooling unit 41 is configured to cool
air discharged from the power generation unit 2 and sep-
arate the same into water and other substances. The
water reservoir 42 is configured to store water separated
in the cooling unit 41. The exhaust out-let 43 is configured
to discharge or exhaust the gaseous component sepa-
rated in the gas-liquid separator 33, and to discharge or
exhaust the other substances separated in the cooling
unit. The controller 44 is configured to control respective
members of the fuel cell power generator 1. One or more
valves, for example, may be arranged between respec-
tive members. The flow of the aqueous methanol solution
and/or air may be controlled by opening and closing such
a valve.
[0023] The power generation unit 2 includes the elec-
trolyte membrane 20, the anode 21, and the cathode 22.
The electrolyte membrane 20 is in the form of a mem-
brane and capable of allowing protons to pass threre-
through. The anode 21 and the cathode 22 contain cat-
alysts acting in power generation reactions. The anode
21 and the cathode 22 are arranged so as to sandwich
the electrolyte membrane 20 to thereby constitute the
power generation unit 2. The proton-permeable electro-
lyte membrane 20 may include a material which allows
protons to pass therethrough, is resistant to oxidation,
and is thermally stable. The anode 21 and the cathode
22 may include, for example, metal materials, carbona-
ceous materials, and electroconductive nonwoven fab-
rics. A carbonaceous material, for example, may carry a
catalyst such as platinum on its porous surface. The di-
mensions (sizes) and shapes of the electrolyte mem-
brane 20, the anode 21, and the cathode 22 may be ap-
propriately set according to the dimensions and shape
of the power generation unit 2.
[0024] The power generation unit 2 includes a voltage-
measuring unit 23 configured to determine an output volt-
age of the power generation unit 2. When an output volt-
age of the power generation unit is measured by the ac-
tion of the voltage-measuring unit 23, it is transmitted to
the controller 44. The fuel-mixing unit 30 is configured to
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adjust the concentration of the aqueous methanol solu-
tion based on the measured output voltage and the flow
rate of the aqueous methanol solution fed from the fuel
feeder 31. The fuel cell power generator 1 shown Fig. 1
is a direct methanol fuel cell power generator, in which
the power generation unit 2 uses an aqueous methanol
solution as a fuel, and an aqueous methanol solution is
directly fed to the power generation unit 2. The configu-
ration of a fuel cell power generator 1 according to the
present invention is not limited to this, and can be mod-
ified and arranged suitably according to the power gen-
eration ability of a constitutional fuel cell. The power gen-
eration unit 2 may further include a temperature-meas-
uring device configured to measure the temperature of
the power generation unit 2. By satisfying this, the power
generatormaybe controlled, for example, so as to prevent
overheating due to heat generation from the power gen-
eration unit 2. Such heat is generated as a result of power
generation reactions.
[0025] The fuel-mixing unit 30 is connected typically
via a pump and/or a valve to the material fuel reservoir
32 and is connected via the fuel feeder 31 to the power
generation unit 2. The fuel-mixing unit 30 is configured
to adjust the concentration of an aqueous methanol so-
lution by mixing methanol and water. The aqueous meth-
anol solution serves as a material fuel for power gener-
ation reactions in the power generation unit 2. The meth-
anol herein is a material fuel and is stored in the material
fuel reservoir 32. The water is stored in the water reser-
voir 42. An aqueous methanol solution having an adjust-
ed concentration is fed via the fuel feeder 31 to the power
generation unit 2 and is used in power generation reac-
tions. The fuel-mixing unit 30 is so configured as to adjust
the concentration under the control of the controller 44,
based on the output voltage of the power generation unit
2 and the flow rate of the aqueous methanol solution from
the fuel feeder 31 to the power generation unit 2.
[0026] The fuel feeder 31 is connected to the fuel-mix-
ing unit 30 and to the power generation unit 2. The fuel
feeder 31 is configured to feed an aqueous methanol
solution to the anode 21 of the power generation unit 2
at a predetermined flow rate, which aqueous methanol
solution has been adjusted in the fuel-mixing unit 30. The
flow rate of the aqueous methanol solution can be ap-
propriately set by the action of the controller 44. The flow
rate of the aqueous methanol solution is transmitted to
the controller 44 and serves as a parameter for adjusting
the concentration of the aqueous methanol solution. The
concentration of the aqueous methanol solution can be
adjusted in the fuel-mixing unit 30 under the control of
the controller 44, based on the flow rate of the aqueous
methanol solution and the output voltage of the power
generation unit 2. Another member or component, such
as a valve or pump, can be arranged instead of the fuel
feeder 31, as long as it is capable of controlling the flow
rate of an aqueous methanol solution to be fed to the
power generation unit 2. Such a configuration can be
appropriately modified according to a fuel cell power gen-

erator 1. The fuel feeder 31 may have a filter configured
to remove dust and impurities from an aqueous methanol
solution to be fed to the power generation unit 2.
[0027] The material fuel reservoir 32 is connected typ-
ically via a pump and/or a valve to the fuel-mixing unit
30. It is configured to store methanol as a material fuel
to be fed to the fuel-mixing unit 30. It is also configured
to feed a necessary amount of methanol to the fuel-mix-
ing unit 30 typically via a valve and/or a pump arranged
between the material fuel reservoir 32 and the fuel-mixing
unit 30. This feeding is carried out according to a require-
ment of the fuel-mixing unit 30 and is controlled by the
controller 44.
[0028] The gas-liquid separator 33 is connected to the
power generation unit 2 and to the fuel-mixing unit 30.
The gas-liquid separator 33 is so configured as to sepa-
rate a discharged fuel into a liquid component and a gas-
eous component. The discharged fuel is discharged from
the anode 21 of the power generation unit 2. The liquid
component may be fed typically via a pump and/or a filter
to the fuel-mixing unit 30, be mixed with methanol and
water and be fed, as a fuel, via the fuel feeder 31 to the
anode 21 of the power generation unit 2. The gaseous
component may be discharged or exhausted via the ex-
haust out-let 43 out of the power generator.
[0029] The air feeder 40 is connected to the power
generation unit 2 and is so configured as to feed air to
the cathode 22 of the power generation unit 2. The air
feeder 40 is not specifically limited, as long as it is capable
of feeding air to the cathode 22 of the power generation
unit 2 in an amount sufficient for power generation reac-
tions. The air feeder 40 can be, for example, a fan and/or
a pump. The fed air is used in power generation reactions
in the power generation unit 2. The air feeder 40 may
have a filter so as to remove dust and impurities from the
air to be fed to the power generation unit 2.
[0030] The cooling unit 41 is connected to the power
generation unit 2, to the water reservoir 42, and to the
exhaust out-let 43. The cooling unit 41 is so configured
as to cool air discharged from the cathode 22 of the power
generation unit 2 to thereby separate water from the dis-
charged air. The cooling unit 41 is also so configured as
to feed the separated water to the water reservoir 42. A
gaseous component after separation of water is trans-
mitted to the exhaust out-let 43 and is discharged out of
the power generator, together with a gaseous component
discharged from the gas-liquid separator 33. The power
generator according to this embodiment includes the
cooling unit 41 so as to separate water from air dis-
charged from the cathode 22. The power generator, how-
ever, may have another configuration, as long as water
in the discharged air can be separated. The power gen-
erator may further have a member or component, such
as a pump, so as to feed water to the water reservoir 42.
It may also have a filter configured to remove dust and
impurities from the water to be fed to the water reservoir
42.
[0031] The water reservoir 42 is connected to the cool-
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ing unit 41 and to the fuel-mixing unit 30. The water res-
ervoir 42 is configured to store water separated in the
cooling unit 41, which water can be used for adjusting an
aqueous methanol solution in the fuel-mixing unit 30. The
water stored in the water reservoir 42 can be fed to the
fuel-mixing unit 30 typically via a valve and/or a pump,
according to the concentration of the aqueous methanol
solution to be adjusted in the fuel-mixing unit 30.
[0032] The exhaust out-let 43 is connected to the gas-
liquid separator 33 and to the cooling unit 41 and includes
an opening configured to discharge gases out of the pow-
er generator. The exhaust out-let 43 is so configuredas
toexhaust gaseous components out of the power gener-
ator. The gaseous components include a gaseous com-
ponent discharged from the gas-liquid separator 33, and
a gaseous component derived fromair discharged from
the cathode 22, from which water has been separated in
the cooling unit 41. Such gaseous components to be dis-
charged out of the power generator may be subjected to
burning of combustible compounds contained therein,
before discharging. This may prevent, for example, by-
products formed as a result of power generation reac-
tions from releasing out of the power generator.
[0033] The controller 44 is so configured as to control
the fuel-mixing unit 30, the material fuel reservoir 32, and
the water reservoir 42 so as to optimize the concentration
of an aqueous methanol solution based on an output volt-
age and a flow rate of fuel. The output voltage is of the
power generation unit 2, and the flow rate of fuel is of the
aqueous methanol solution fed from the fuel feeder 31
to the power generation unit 2. For increasing the con-
centration of an aqueous methanol solution based on the
output voltage and the flow rate of the fuel aqueous meth-
anol solution, the power generator may be, for example,
so configured as to feed methanol from the material fuel
reservoir 32 to the fuel-mixing unit 30 under the control
of the controller 44 to thereby increase the concentration
of the aqueous methanol solution in the fuel-mixing unit
30. In contrast, for decreasing the concentration of an
aqueous methanol solution, the power generator may
be, for example, so configured as to feed water from the
water reservoir 42 to the fuel-mixing unit 30 to thereby
decrease the concentration of the aqueous methanol so-
lution in the fuel-mixing unit 30. The concentration of an
aqueous methanol solution may be optimized based on
the temperature of the power generation unit 2. The tem-
perature herein may be measured by a temperature
measuring device which the power generation unit 2 may
have.
[0034] The aqueous methanol solution is adjusted to
have a predetermined concentration in the fuel-mixing
unit 30 under the control of the controller 44. The con-
centration herein is adjusted by feeding methanol and
water to the fuel-mixing unit 30 from the material fuel
reservoir 32 and the water reservoir 42, respectively. The
aqueous methanol solution after the adjustment in the
fuel-mixing unit 30 is fed at a predetermined flow rate via
the fuel feeder 31 to the anode 21 of the power generation

unit 2. Air is fed from the air feeder 40 to the cathode 22
of the power generation unit 2.
[0035] Thus, power generation reactions may occur in
the power generation unit 2 by feeding an aqueous meth-
anol solution to the anode 21 of the power generation
unit 2 and feeding air to the cathode 22 of the power
generation unit 2. The power generation reactions may
occur in the following manner. A reaction represented
by: CH3OH+H2O → CO2+6H++6e- occurs in the anode
21. This reaction is between water and methanol con-
tained in the fed aqueous methanol solution. Protons (H+)
formed as a result of this reaction permeate the electro-
lyte membrane 20 and move to the cathode 22. The
formed electrons (e-) move from the anode 21 via an
external circuit to the cathode 22. The moved protons
and electrons cause, in the cathode 22, a reaction rep-
resented by: 3/2O2+6H++6e- → 3H2O with oxygen con-
tained in fed air. Accordingly, a power generation unit 2
of a fuel cell power generator 1 according to the present
invention may be so configured to carry out power gen-
eration reactions by feeding thereto an aqueous metha-
nol solution and air.
[0036] An aqueous methanol solution discharged from
the anode 21 of the power generation unit 2 is fed to the
gas-liquid separator 33. The gas-liquid separator 33 is
so configured as to separate the discharged aqueous
methanol solution into a gas and a liquid. This allows
separation of a gaseous component such as carbon di-
oxide from the aqueous methanol solution. Such gase-
ous components contaminated in the aqueous methanol
solution are generated as a result of power generation
reaction in the power generation unit 2. After separating
a gaseous component therefrom, an aqueous methanol
solution as a liquid component is fed to the fuel-mixing
unit 30, in which the aqueous methanol solution is ad-
justed to a predetermined concentration to be fed to the
power generation unit 2.
[0037] Air discharged from the cathode 22 of the power
generation unit 2 is fed to the cooling unit 41 and is cooled
therein. This enables the separation of water which has
been formed as a result of power generation reactions
in the power generation unit 2 and contaminated in the
air. The separated water is fed to the water reservoir 42.
The water stored in the water reservoir 42 is used for
adjusting the concentration of an aqueous methanol so-
lution in the fuel-mixing unit 30. The gaseous component,
such as carbon dioxide, separated from the aqueous
methanol solution in the gas-liquid separator 33, and air
separated fromwater in the cooling unit 41 are both fed
to the exhaust out-let 43 and are discharged out of the
power generator.
[0038] Fig. 2 is a graph showing examples of current-
voltage characteristics and current output characteristics
of a fuel cell power generator, as determined at a constant
flow rate. Fig. 2 shows how the current-voltage charac-
teristics and current output vary depending on different
concentrations of 1 mol/l, 0.6 mol/l, and 0.4 mol/l ("mol/
1" is indicated as "M" in the figure), while setting the flow
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rate of an aqueous methanol solution constant. A fuel
cell power generator shown in Fig. 2 is a fuel cell power
generator which is optimized so as to yield a maximum
output at a concentration of an aqueous methanol solu-
tion of 0.6 mol/l. The air flow rate herein is set constant.
With reference to Fig. 2, when an aqueous methanol so-
lution having a concentration of 0.6 mol/l, the optimum
concentration, is used, the power generator shows a
maximum output voltage and a maximum output power
at the same current density. When an aqueous methanol
solution having a concentration of 1 mol/l, higher than
the 0.6 mol/l aqueous methanol solution, is used, the
power generator shows a lower output voltage and a low-
er output power than those of the 0.6 mol/l aqueous meth-
anol solution, as compared at a predetermined output
current. This is because a phenomenon called as "cross-
over" occurs in which methanol in an aqueous methanol
solution fed to an anode of a power generation unit per-
meates an electrolyte and moves to a cathode, and this
invites decrease in current-voltage characteristics and
current output characteristics.
[0039] In contrast, when an aqueous methanol solu-
tion having a concentration of 0.4 mol/l, lower than the
0.6 mol/l aqueous methanol solution, is used, the power
generator shows a lower output voltage and a lower out-
put power than those using the 0.6 mol/l aqueous meth-
anol solution, as compared at a predetermined output
current. This is because water is insufficient in the former
case to thereby adversely affect current-voltage charac-
teristics and current output characteristics. These results
demonstrate that an aqueous methanol solution having
an optimum concentration should be fed to the power
generation unit so as to carry out power generation re-
actions in an optimum manner.
[0040] The current-voltage characteristics and current
output characteristics of a power generation unit vary de-
pending typically on degradation of an electrolyte with
time. Specifically, an optimum concentration of an aque-
ous methanol solution for use in a fuel cell power gener-
ator before first run (first operation) may differ from an
optimum concentration of an aqueous methanol solution
for use in the fuel cell power generator after a predeter-
mined operating duration. Accordingly, the concentration
of an aqueous methanol solution should be adjusted with
flexibility so as to carry out an operation always in an
optimum manner.
[0041] Fig. 3 is a graph illustrating how the output volt-
age of a power generation unit varies depending on the
flow rate of an aqueous methanol solution fed to a power
generation unit, as determined at a constant current den-
sity. Fig. 3 shows how the output voltage varies at differ-
ent concentrations of, for example, 1 mol/l, 0.6 mol/l, and
0.4 mol/l, respectively. The air flow rate herein is set con-
stant. A fuel cell power generator having such character-
istics as shown in Fig. 3 is so configured as to operate
steadily at a flow rate of an aqueous methanol solution
of 20 cc/min. Fig. 3 demonstrates, for example, that the
power generator shows a constant output voltage at flow

rates of 20 cc/min or more using an aqueous methanol
solution having a concentration of 0.6 mol/l, when its pow-
er generation unit is optimized at a concentration of an
aqueous methanol solution of 0.6 mol/l, as in Fig. 2. The
power generator shows a decreasing output voltage with
an increasing flow rate, when an aqueous methanol so-
lution having a concentration of 1 mol/l, higher than the
optimum concentration, is used. In contrast, the power
generator shows an increasing output voltage with an
increasing flow rate, when an aqueous methanol solution
having a concentration of 0.4 mol/l, lower than the opti-
mum concentration, is used.
[0042] A method according to the present invention
operates a fuel cell power generator based on how a
voltage varies depending on a flow rate at different con-
centrations of an aqueous methanol solution. When the
output voltage shows no variation at an increasing flow
rate of an aqueous methanol solution, it indicates that
the aqueous methanol solution has an optimized con-
centration. When the output voltage decreases with an
increasing flow rate of an aqueous methanol solution, it
indicates that the aqueous methanol solution has a con-
centration higher than its optimum concentration. When
the output voltage increases with an increasing flow rate
of an aqueous methanol solution, it indicates that the
aqueous methanol solution has a concentration lower
than its optimum concentration.
[0043] Specifically, when the output voltage decreases
with an increasing flow rate of an aqueous methanol so-
lution, the aqueous methanol solution can have an opti-
mum concentration by adjusting the aqueous methanol
solution so as to have a lower concentration. In contrast,
when the output voltage increases with an increasing flow
rate of an aqueous methanol solution, the aqueous meth-
anol solution can have an optimum concentration by ad-
justing the aqueous methanol solution to as to have a
higher concentration.
[0044] The concentration of an aqueous methanol so-
lution can also be adjusted based on how an output volt-
age varies with a decreasing flow rate. For example,
when the output voltage decreases with a decreasing
flow rate of an aqueous methanol solution, it indicates
that the aqueous methanol solution has a concentration
lower than its optimum concentration. An aqueous meth-
anol solution having an optimum concentration can be
obtained by adjusting the aqueous methanol solution so
as to have a higher concentration. In contrast, when the
output voltage increases with a decreasing flow rate of
an aqueous methanol solution, it indicates that the aque-
ous methanol solution has a concentration higher than
its optimum concentration. An aqueous methanol solu-
tion having an optimum concentration can be obtained
by adjusting the aqueous methanol solution so as to have
a lower concentration.
[0045] As is described above, the concentration of an
aqueous methanol solution to be fed to a power gener-
ation unit can be optimized even without using, for ex-
ample, a concentration sensor for determining the con-
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centration. In addition, even when current-voltage char-
acteristics and current output characteristics vary due
typically to deterioration of an electrolyte, the concentra-
tion of an aqueous methanol solution can be adjusted
based on the output of a power generation unit so as to
yield a maximum output at the point of time.
[0046] Fig. 4 is a flow chart illustrating how a fuel cell
power generator is operated according to the present
invention. When a fuel cell power generator to be oper-
ated by the method according to the present invention
starts operating, an aqueous methanol solution and air
are fed to a power generation unit, in which power gen-
eration reactions proceed as above. Specifically, when
the fuel cell power generator starts operating, an output
voltage of the power generation unit is measured in a
voltage-measuring unit, the measured output voltage is
transmitted to a controller, and the controller monitors a
variation of the output voltage (Step S1). In this step, the
current density of the power generation unit is maintained
constant. Next, when the controller does not detect de-
crease in the output voltage in Step S2, the operation
returns to Step S1, and the output voltage of the power
generation unit is continuously monitored through the
voltage-measuring unit by the controller.
[0047] When the controller detects decrease in output
voltage of the power generation unit in Step S2, a treat-
ment shown in Step S3 is carried out. A decrease in out-
put voltage of the power generation unit indicates that an
aqueous methanol solution having an optimum concen-
tration in the power generation unit is not fed. According-
ly, an aqueous solution to be fed to the power generation
unit should be adjusted to have an optimum concentra-
tion. With reference to Fig . 3, the output voltage decreas-
es with an increasing flow rate of an aqueous methanol
solution, when the aqueous methanol solution has a con-
centration higher than its optimum concentration. In con-
trast, the output voltage increases with an increasing flow
rate of an aqueous methanol solution, when the aqueous
methanol solution has a concentration lower than its op-
timum concentration. By using this, there can be deter-
mined whether the concentration of an aqueous metha-
nol solution to be fed to power generation unit is higher
or lower than its optimum concentration, as a result of
increasing the flow rate of the aqueous methanol solu-
tion.
[0048] In Step S3, the controller controls a fuel feeder
so as to increase the flow rate of fuel. In Step 4, an output
voltage measured by the voltage-measuring unit of the
power generation unit is compared in the controller with
the initial output voltage monitored in Step S1. When the
controller does not detect return of a reduced output volt-
age, the controller controls the fuel feeder in Step S8 so
as to return the increased flow rate of fuel to the initial
flow rate, which increased flow rate has been increased
in Step S3. Then the controller controls the fuel-mixing
unit so as to reduce the concentration of an aqueous
methanol solution (Step S9). In contrast, when the con-
troller detects return of a reduced output voltage, the con-

troller controls the fuel feeder so as to return the in-
creased flow rate of fuel to the initial flow rate (Step S5),
which increased flow rate has been increased in Step
S3. Then the controller controls the fuel-mixing unit so
as to increase the concentration of an aqueous methanol
solution (Step S6).
[0049] In Step S6, the concentration of an aqueous
methanol solution is increased, and an output voltage of
the power generation unit is measured again by the volt-
age-measuring unit, and the measured output voltage is
compared in the controller with the initial output voltage
monitored in Step S1. With reference to Step S7, when
the controller does not detect return of a reduced output
voltage, it indicates that the aqueous methanol solution
has a still lower concentration than an optimum concen-
tration. Thus, the operation returns to Step S6, and the
controller controls the fuel feeder so as to further increase
the concentration of an aqueous methanol solution.
When the controller detects return of a reduced output
voltage, it indicates that the aqueous methanol solution
has an optimized concentration. Thus, the operation
shifts to Step S11 and the adjustment of the concentration
completes.
[0050] In Step S9, the concentration of an aqueous
methanol solution is decreased, and an output voltage
of the power generation unit is measured again by the
voltage-measuring unit, and the measured output volt-
age is compared in the controller with the output voltage
monitored in Step S1. With reference to Step S10, when
the controller does not detect return of a reduced output
voltage, it indicates that the aqueous methanol solution
has a still higher concentration than an optimum concen-
tration. The operation returns to Step S9, and the con-
troller controls the fuel feeder so as to further reduce the
concentration of the aqueous methanol solution. When
the controller detects return of a reduced output voltage,
it indicates that the aqueous methanol solution has an
optimized concentration. Thus, the operation shifts to
Step S11 and the adjustment of the concentration com-
pletes.
[0051] Such an adjustment procedure of an aqueous
methanol solution can be carried out and set not only by
increasing the flow rate of fuel but also by decreasing the
flow rate of fuel. The decrease of the flow rate of fuel may
be carried out within a range of flow rates of fuel where
the output voltage increases at a decreasing flow rate of
fuel at a concentration of an aqueous methanol solution
higher than its optimum concentration, and the output
voltage decreases with a decreasing flow rate of fuel at
a concentration of an aqueous methanol solution lower
than its optimum concentration.
[0052] With reference to Step S11, when power gen-
eration is continued, the operation returns to Step S1,
the voltage-measuring unit continuously measure an out-
put voltage of the power generation unit, and the control-
ler continuously monitors the measured output voltage.
In contrast, when the operation of the fuel cell power gen-
erator is to be stopped, the controller controls the fuel
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feeder to stop, and the operation of the power generator
stops.
[0053] This enables the adjustment of the concentra-
tion of an aqueous methanol solution to be optimal for
maximizing output characteristics and electrical efficien-
cies of a fuel cell power generator even if sensors are
not used and complicated computations are not carried
out. The concentration of an aqueous methanol solution
can be adjusted to be optimal according to the procedure
even when the output voltage decreases due typically to
degradation of a fuel cell power generator with time, be-
cause the concentration is adjusted based on the output
voltage of the power generation unit. Specifically, the
concentration of an aqueous methanol solution can be
more flexibly adjusted according to this procedure, than
a procedure of adjusting an aqueous methanol solution
to have a predetermined concentration by measuring an
absolute concentration typically using a sensor or carry-
ing out computations.
[0054] In an embodiment shown in Fig. 4, the control
is carried out based on whether or not a reduced output
voltage returns to an initial output voltage monitored in
Step S1. The control may also be carried out, for exam-
ple, based on whether an output voltage increases or
decreases. In this case, for example, a controller detects
or determines whether the output voltage increases or
decreases at an increased flow rate of fuel, after the out-
put voltage once decreases. If the output voltage increas-
es, it indicates that the aqueous methanol solution has
a lower concentration than its optimum concentration.
Accordingly, the controller controls the flow rate of fuel
to return to the initial flow rate and controls the fuel-mixing
unit to increase the concentration of an aqueous meth-
anol solution. This procedure is continued until the output
begins decreasing. In contrast, if the output voltage de-
creases, it indicates that the aqueous methanol solution
has a higher concentration than its optimum concentra-
tion. Accordingly, the controller controls the flow rate of
fuel to return to the initial flow rate and controls the fuel-
mixing unit to decrease the concentration of an aqueous
methanol solution. This procedure is continued until the
output begins increasing. By this procedure, the concen-
tration of an aqueous methanol solution can be always
adjusted to its optimum concentration, and a fuel cell
power generator can be always operated at a maximum
output voltage.
[0055] In addition, this can be applied in the following
manner. When a voltage required by a load connected
to a fuel cell power generator is lower than a maximum
output voltage of the fuel cell power generator, it is more
efficient to carry out power generation according to this
condition. In this case, it is acceptable that the controller
detects or determines the required voltage of the load,
and the concentration of an aqueous methanol solution
is adjusted so as to make an output voltage correspond-
ing to the required voltage. With reference to Fig. 3, when
an output voltage is optimized at a flow rate of 20 cc/min
an aqueous methanol solution having a concentration of

0.6 mol/l, a power generator shows an output voltage at
a concentration of 0.4 mol/l lower than at a concentration
of 0. 6 mol/l even at the same flow rate of 20 cc/min.
When a voltage required by a load is low, the concentra-
tion of an aqueous methanol solution may also be ad-
justed to be lower so as to yield an appropriate output
voltage corresponding to the required voltage. A fuel cell
power generator can be operated at a suitable output
voltage corresponding to the load and can be efficiently
operated, by adjusting the concentration of an aqueous
methanol solution in this manner.
[0056] A controller of a fuel cell power generator may
previously have a table showing how an output voltage
varies depending on a flow rate of an aqueous methanol
solution, as shown in Fig. 3. Possible procedures in this
case are as follows. For example, how an output voltage
varies depending on a varying flow rate of an aqueous
methanol solution is determined, and this is compared
with the table in the controller. When the output voltage
decreases with an increasing flow rate, the aqueous
methanol solution is adjusted to have a reduced concen-
tration. When the output voltage increases with an in-
creasing flow rate, the aqueous methanol solution is ad-
justed to have an increased concentration. This enables
feeding of an aqueous methanol solution having an op-
timum concentration for a power generation unit at the
time point upon measurement. A table contained in the
controller may be so configured as to rewritable, because
the output voltage may vary due typically to degradation
of a power generation unit with time. By satisfying this,
the controller can more easily carry out detection or de-
termination. When an operation is efficiently carried out
according to an output voltage required by a load as
above, such a table enables more efficient adjustment
of the concentration of an aqueous methanol solution.
[0057] As is described above, according to a method
of operating a fuel cell power generator according to the
present invention, an aqueous methanol solution always
having an optimum concentration can be fed to a power
generation unit of a fuel cell power generator, even when
the power generator does not have a concentration sen-
sor. Specifically, an operation can be carried out without
being affected by by-products and degradation of a con-
centration sensor. These effects are problems when the
concentration is adjusted using a concentration sensor.
In addition, the concentration of an aqueous methanol
solution can be adjusted so as tomaximize output char-
acteristics and electrical efficiencies according to a load
and conditions of the fuel cell power generator.
[0058] A fuel cell power generator according to the
present invention includes a power generation unit and
a fuel-mixing unit. The power generation unit is config-
ured to carry out power generation using air and a diluted
fuel containing a material fuel and water. The fuel-mixing
unit is configured to adjust the concentration of the diluted
fuel. The adjustment is carried out by measuring an out-
put voltage of the power generation unit at a constant
output current density of the power generation unit and
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at a varying flow rate of the diluted fuel to be fed to the
power generation unit.
[0059] A fuel cell power generator according to the
present invention includes, for example, a power gener-
ation unit, a fuel feeder, a fuel-mixing unit, and a controller
as illustrated in Fig. 1. The power generation unit is con-
figured to carry out power generation using air and an
aqueous methanol solution as a diluted fuel. The fuel
feeder is configured to feed the aqueous methanol solu-
tion to the power generation unit at a predetermined rate.
The fuel-mixing unit is configured to adjust the aqueous
methanol solution to have a predetermined concentra-
tion. The controller is configured to determine whether
the concentration of the aqueous methanol solution is
increased or decreased in the fuel-mixing unit, based on
the output voltage of the power generation unit and the
flow rate of the aqueous methanol solution from the fuel
feeder. The concentration of the aqueous methanol so-
lution is adjusted according to a control method as illus-
trated in Fig. 4.
[0060] The controller is configured to increase the flow
rate of an aqueous methanol solution when the output
voltage of the power generation unit decreases and to
detect how the output voltage of the power generation
unit varies, as illustrated in Fig. 4. Thus, an aqueous
methanol solution having an optimum concentration can
be fed to the power generation unit by controlling to in-
crease the concentration of the aqueous methanol solu-
tion when the output voltage increases, and to decrease
the concentration of the aqueous methanol solution when
the output voltage decreases.
[0061] Accordingly, a fuel cell power generator 1 ac-
cording to the present invention enables feeding of an
aqueous methanol solution always having an optimum
concentration to a power generation unit 2. In addition,
it enables feeding of an aqueous methanol solution al-
ways having an optimum concentration to a power gen-
eration unit 2 even when load and conditions such as
deterioration of the fuel cell power generator 1 vary. Thus,
there may be provided maximum output characteristics
and electrical efficiencies.
[0062] Some embodiments relating to a method of op-
erating a fuel cell power generator, and a fuel cell power
generator according to the present invention have been
described above. A material fuel is not limited to methanol
as used in these embodiments and can be any fuel used
in fuel cells. For example, ethanol or dimethyl ether can
be used. The above-mentioned operation is carried out
while monitoring an output voltage. However, it is also
acceptable to carry out an operation of a fuel cell power
generator according to the present invention while mon-
itoring an output current by arranging, for example, a cur-
rent measuring unit in a power generation unit, which
current-measuring unit is configured to measure an out-
put current.

Claims

1. A method of operating a fuel cell power generator
including a power generation unit configured to carry
out power generation using air and diluted fuel con-
taining a material fuel and water, the method com-
prising the step of:

- determining an output voltage of the power
generation unit,
characterised in that
the method further comprises:
- varying the flow rate of the diluted fuel to be
fed to the power generation unit and
- adjusting the concentration of the diluted fuel
based on how the output voltage varies depend-
ing on the flow rate of fuel.

2. The method of operating a fuel cell power generator
according to claim 1, further comprising the steps of:

- increasing the concentration of the diluted fuel
when an output voltage of the power generation
unit increases with an increased flow rate of the
diluted fuel at a constant current density of a
current outputted from the power generation
unit, and
- decreasing the concentration of the diluted fuel
when an output voltage of the power generation
unit decreases with an increased flow rate of the
diluted fuel at a constant current density of a
current outputted from the power generation
unit.

3. The method of operating a fuel cell power generator
according to claim 1, further comprising:

- adjusting the concentration of the diluted fuel
based on output voltages being previously de-
termined at a varying flow rate of fuel and at two
or more different concentrations of the diluted
fuel respectively.

Patentansprüche

1. Verfahren zum Betreiben eines Brennstoffzellen-
Stromerzeugers, welches eine Stromerzeugungs-
Einheit aufweist, welche ausgebildet ist um eine
Stromerzeugung unter Verwendung von Luft und
verdünntem Brennstoff, welches Material-Brenn-
stoff und Wasser enthält, durchzuführen, wobei das
Verfahren folgenden Schritt aufweist:

- Ermitteln einer Ausgangsspannung der Strom-
erzeugungs-Einheit,
dadurch gekennzeichnet,
dass das Verfahren weiter aufweist:
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- ein Variieren der Fluss-Rate des verdünnten
Brennstoffs, mit dem die Stromerzeugungs-Ein-
heit zu speisen ist, und
- Anpassen der Konzentration des verdünnten
Brennstoffs auf der Grundlage dessen, wie die
Ausgangsspannung in Abhängigkeit von der
Fluss-Rate des Brennstoffs variiert.

2. Das Verfahren zum Betreiben eines Brennstoffzel-
len-Stromerzeugers gemäß Anspruch 1, ferner auf-
weisend die Schritte:

- Erhöhen der Konzentration des verdünnten
Brennstoffs, wenn eine Ausgangsspannung der
Stromerzeugungs-Einheit mit einer steigenden
Fluss-Rate des verdünnten Brennstoffs bei ei-
ner konstanten Stromdichte eines von der
Stromerzeugungs-Einheit ausgegebenen
Stroms steigt, und
- Verringern der Konzentration des verdünnten
Brennstoffs, wenn eine Ausgangsspannung der
Stromerzeugungs-Einheit mit einer steigenden
Fluss-Rate des verdünnten Brennstoffs bei ei-
ner konstanten Stromdichte eines von der
Stromerzeugungs-Einheit ausgegebenen
Stroms abnimmt.

3. Das Verfahren zum Betreiben eines Brennstoffzel-
len-Stromerzeugers gemäß Anspruch 1, ferner auf-
weisend:

- Anpassen der Konzentration des verdünnten
Brennstoffs auf der Grundlage von vorherge-
hend bei einer variierenden Fluss-Rate des
Brennstoffs bzw. bei zwei oder mehr verschie-
denen Konzentrationen des verdünnten Brenn-
stoffs ermittelten Ausgangsspannungen.

Revendications

1. Procédé de fonctionnement d’un générateur d’éner-
gie à pile à combustible comprenant une unité de
génération d’énergie conçue pour réaliser une gé-
nération d’énergie en utilisant de l’air et du combus-
tible dilué contenant un combustible en matière et
de l’eau, le procédé comprenant l’étape consistant
à :

- déterminer une tension de sortie de l’unité de
génération d’énergie,
caractérisé en ce que
le procédé comprend en outre :
- la variation du débit du combustible dilué à in-
troduire dans l’unité de génération d’énergie et
- l’ajustement de la concentration du combusti-
ble dilué sur la base de la manière dont la tension
de sortie varie en fonction du débit de combus-

tible.

2. Procédé de fonctionnement d’une génération
d’énergie à pile à combustible selon la revendication
1, comprenant en outre les étapes consistant à :

- augmenter la concentration du combustible di-
lué lorsqu’une tension de sortie de l’unité de gé-
nération d’énergie augmente avec un débit aug-
menté du combustible dilué à une densité de
courant constante d’un courant sorti par l’unité
de génération d’énergie, et
- diminuer la concentration du combustible dilué
lorsqu’une tension de sortie de l’unité de géné-
ration d’énergie diminue avec un débit augmen-
té du combustible dilué à une densité de courant
constante d’un courant sorti par l’unité de géné-
ration d’énergie.

3. Procédé de fonctionnement d’un génération d’éner-
gie à pile à combustible selon la revendication 1,
comprenant en outre :

- l’ajustement de la concentration du combusti-
ble dilué sur la base de tensions de sortie préa-
lablement déterminées à un débit de combusti-
ble variable et à deux, ou plus concentrations
différentes du combustible dilué respective-
ment.
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