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Description

[0001] The present invention relates to a film unit which
can protect a screen of a display device by absorbing
and spreading an impact applied from the outside of the
display device, and a plasma display panel having the
same.
[0002] Since plasma display panels (PDPs) are larger
in size and slimmer in thickness than CRTs, they have
been continuously researched and developed as one of
next-generation display devices.
[0003] Since a PDP is driven by discharge, strong elec-
tromagnetic waves are radiated, and such electromag-
netic waves have an influence on other electronic devic-
es. Therefore, it is required to shield electromagnetic
waves radiated from conventional PDPs under the reg-
ulation standard value. To this end, most of the conven-
tional PDPs employ front filters which can shield electro-
magnetic waves and near-infrared light, and enhance a
bright room contrast ratio by lowering reflectance of ex-
ternal light.
[0004] Front filters may be divided into a glass filter
formed with glass and a film filter formed without glass.
Since the film filter has advantages of lightweight, slim-
ness, and improved double images as compared with
the glass filter, it has been widely used.
[0005] However, the film filter has a lower capability of
blocking or reducing external impact applied to the front
of a PDP than the glass filter. Therefore, a PDP having
a conventional film filter may cause malfunction and ap-
pearance deformation due to external impact applied to
the front of the PDP. The present invention seeks over-
come the above problems as well as provide additional
advantages.
[0006] EP 1 482 331 discloses an optical filter in ac-
cordance with the preamble of Claim 1.
[0007] US 2005/0275934 discloses an optical device
with a film that defines a periodic array of surface ele-
ments adapted to give rise to surface plasmon polaritons.
[0008] EP 2 085 812 discloses a film filter for a flat
panel display in accordance with the preamble of claim 1.
[0009] WO 2008/084978 A1 discloses an impact ab-
sorption film unit for a display.
[0010] The present invention sets out to provide a film
unit for a display directly attached on the front of a PDP
device, which can protect functions of the device and
prevent appearance deformation by absorbing and
spreading impact applied to the outside of the device.
[0011] The invention also sets out to provide a PDP
having the aforementioned film unit, which can improve
durability.
[0012] According to the present invention, there is pro-
vided a film unit for a display. The said film unit comprises
a base film having a plurality of openings therein and a
cover layer sealing tops of the plurality of openings. The
openings in the base film are defined by a plurality of ribs.
The width of each rib is from 5Pm to 50Pm.
[0013] A self-elasticity may be formed by an air layer

positioned in a closed space of the opening.
[0014] Preferably, the base film has a plurality of ribs,
and the entire structure of the plurality of ribs is a lattice
structure or an open lattice structure.
[0015] The height of the rib may be 50 to 200Pm.
[0016] The film unit may further include an adhesive
layer to adhere the cover layer to the base film. The ad-
hesive layer may include a coloring matter for at least
one of color correction, near-infrared light shielding and
neon light shielding.
[0017] The cover layer may be an anti-reflection layer.
In this embodiment, the film unit may further include a
hard coating member included in the anti-reflection layer
or disposed on one surface of the anti-reflection layer.
[0018] The film unit may further include a conductive
layer disposed on one surface of the base film. In addi-
tion, the film unit may further include a color correction
layer disposed on the one surface of the base film. More-
over, the film unit may further include a transparent film
disposed on the one surface of the base film.
[0019] The base film may be made of polyethylene
terephthalate.
[0020] According to another aspect of the present in-
vention, there is provided a plasma display panel, which
includes a panel body disposed on one surface of the
film unit according to the aforementioned aspect of the
present embodiments.
[0021] A film unit in accordance with the invention is
able to offer an excellent capability of absorbing impact,
so that the screen of a display device can be effectively
protected. Further, the film unit can be directly attached
on one surface of a conventional film filter or the entire
surface of the display device, so that it is convenient to
use the film unit. Furthermore, the bright room contrast
ratio of the display device can be improved through open-
ings disposed corresponding to a discharge cell region
and ribs having a blackish color.
[0022] The above, and other preferred features of the
invention are set out in the appended claims.
[0023] The accompanying drawings, together with the
specification, illustrate illustrative embodiments, and, to-
gether with the description, serve to explain the principles
of the invention.
[0024] FIG. 1A is a perspective view of a film unit for
display according to an embodiment.
[0025] FIG. 1B is an exploded perspective view of the
film unit of FIG. 1A.
[0026] FIG. 2 is a cross-sectional view of a film unit
according to another embodiment.
[0027] FIG. 3A is a plan view of a base film of a film
unit applicable to the present embodiments.
[0028] FIG. 3B is a plan view of a base film of a film
unit applicable to the present embodiments.
[0029] FIG. 4 is a partial cross-sectional view of a plas-
ma display panel having a film unit according to still an-
other embodiment.
[0030] In the following detailed description, only cer-
tain embodiments have been shown and described, sim-
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ply by way of illustration. As those skilled in the art would
realize, the described embodiments may be modified in
various different ways, within the scope of the invention
defined in the appended claims. Accordingly, the draw-
ings and description are to be regarded as illustrative in
nature and not restrictive. In addition, when an element
is referred to as being "on" another element, it can be
directly on the another element or be indirectly on the
another element with one or more intervening elements
interposed therebetween. Also, when an element is re-
ferred to as being "connected to" another element, it can
be directly connected to the another element or be indi-
rectly connected to the another element with one or more
intervening elements interposed therebetween. Herein-
after, like reference numerals refer to like elements.
[0031] FIG. 1A is a perspective view of a film unit for
display according to an embodiment of the invention.
FIG. 2 is a cross-sectional view of a film unit according
to another embodiment.
[0032] Referring to FIGS. 1A and 1B, the film unit of
this embodiment includes a base film 10 and a cover
layer 20 disposed on a surface of the base film 10.
[0033] The base film 10 has a predetermined area and
thickness and is provided with a plurality of openings
formed in a direction of the thickness thereof. The open-
ings have a shape of a plurality of recesses or trenches
formed on the surface of the base film 10.
[0034] The cover layer 20 is disposed on the surface
of the base film 10 and covers the tops of the plurality of
openings of the base film 10. In this embodiment, since
an air layer is formed inside each of the plurality of open-
ings, elasticity can be provided to the film unit itself.
[0035] Preferably, the film unit of this embodiment is
disposed at the uppermost layer of a display device.
Thus, it is the preferable that the cover layer 20 is formed
as an anti-reflection layer. The plurality of openings will
be described in detail below.
[0036] FIG. 2 is a cross-sectional view of a film unit
according to another embodiment. FIG. 2 may be taken
along line I-I’ of FIG. 1A.
[0037] Referring to FIG. 2, the film unit includes a base
film 10, a cover layer (hereinafter, referred to as an "anti-
reflection layer") disposed on a surface of the base film
10, and an adhesive layer 30 adhering the anti-reflection
layer 20 to the surface of the base film 10.
[0038] The base film 10 is provided with a plurality of
openings 14 partitioned by a plurality of ribs 12. The base
film 10 may be formed using a material with high me-
chanical strength, low heat shrinkage, and a small quan-
tity of oligomers generated when being heated, while
considering the balance of physical and optical proper-
ties.
[0039] The base film 10 is used as a support member
and includes any one of polyethersulphone (PES), poly-
acrylate (PAR), polyetherimide (PEI), polyethylene naph-
thalate (PEN), polyethylene terephthalate (PET),
polyphenylene sulfide (PPS), polyallylate, polyimide,
polycarbonate, triacetate cellulose (TAC) and cellulose

acetate propionate (CAP). Particularly, PET is suitable
for the material of the base film 10.
[0040] In some embodiments, PET is used as the ma-
terial of the base film 10. In such embodiments, the height
H of the rib 12 is set to be from about 50 to about 200Pm.
The height H of the rib 12 may be adjusted depending
on the entire size of the film unit and the width of the rib 12.
[0041] In some embodiments, the anti-reflection layer
20 is disposed to minimize the loss of light transmitted
while sealing one end of the opening 14 and to prevent
the reflection and diffused reflection of external light. The
anti-reflection layer 20 may be formed into a single-lay-
ered or multi-layered structure. An anti-reflection layer
20 of a single-layered structure includes a thin film dis-
posed in an optical film thickness with a 1/4 wavelength,
which is made of transparent fluorine-based polymer res-
in, fluorinated magnesium, silicon-based resin, silicon
oxide or the like. The anti-reflection layer 20 of a multi-
layered structure includes a thin film made of inorganic
and organic compounds with different refractive indices
laminated to have two or more layers. Here, the inorganic
compound includes a metal oxide, a fluorinated com-
pound, a silicide, a boride, a carbide, a nitride, a sulfide
or the like, and the organic compound includes silicon-
based resin, acrylic resin, fluorine-based resin or the like.
The anti-reflection layer 20 may be formed using a meth-
od including sputtering, ion plating, ion beam assist, va-
por deposition, chemical vapor deposition (CVD), phys-
ical vapor deposition, or the like.
[0042] In the specification, the term "transparency" re-
fers to both a visible-light transmittance of about 100%
and a certain degree of transmittance less than about
100% which are generally regarded as transparent in the
art.
[0043] The adhesive layer 30 covers the tops of the
openings 14 so that the openings 14 of the base film 10
are sealed hermetically. A portion of a material of the
adhesive layer 30 may be slightly inserted into the open-
ing 14 depending on the material of the adhesive layer 30.
[0044] Meanwhile, the film unit of this embodiment may
include another adhesive layer disposed on the other sur-
face of the base film 10. In this embodiment, the adhesive
layer may be used to attach the film unit of the present
embodiments on a front surface of a display device, i.e.,
a surface of a glass or film filter for a display device.
[0045] The material of the adhesive layer 30 may in-
clude a thermoplastic resin such as acryl series, silicon
series, urethane series, or polyvinyl series, and/or a
transparent adhesive or gluing agent such as an ultravi-
olet curable resin. For example, a silicon adhesive such
as an acrylate-based resin or a pressure sensitive adhe-
sive (PSA) may be used as the material of the adhesive
layer 30.
[0046] In some embodiments, the adhesive layer 30
may include a colorant such as a dye or pigment that
selectively absorbs light of a specific wavelength in a
visible light region so as to correct colors to shield near-
infrared or neon light. For example, the colorant may in-

3 4 



EP 2 110 842 B1

4

5

10

15

20

25

30

35

40

45

50

55

clude a cyanine-based, squarilium-based, azomethine-
based, xanthene-based, oxonol-based, and azo-based
compound that shield unnecessary light near about
585nm wavelength emitted when neon is excited. The
kind and concentration of the colorant may be determined
from the absorbing wavelength and coefficient of the col-
orant, the color of a transparent conductive layer, the
transmitting characteristic and transmittance required in
the filter, and the like.
[0047] Hereinafter, a method of fabricating the afore-
mentioned film unit for display according to the present
embodiments will be described.
[0048] Polyethylene terephthalate pellets can be melt-
ed at from about 290 to about 300°C, and a film with a
thickness of about 200Pm is fabricated using an extruder.
The film is biaxially extended (laterally and longitudinally
stretched) while being heated again, thereby preparing
a PET film with a thickness of about 100Pm.
[0049] The prepared PET film is patterned through a
laser etching process to prepare a base film 10 having
ribs 12 with a predetermined pattern and openings 14.
[0050] An adhesive layer 30 is laminated on a surface
of the base film 10.
[0051] The base film 10 having the adhesive layer 30
laminated on the surface thereof and an anti-reflection
film prepared previously are laminated using a roll-to-roll
method. Here, the anti-reflection layer is prepared by
laminating an anti-reflection layer 20 on one surface of
another PET film with a thickness of, for example, about
188Pm and laminating an adhesive layer on the other
surface of the PET film. Accordingly, the film unit is fab-
ricated through the aforementioned fabrication process-
es. For reference, in the specification, the term "anti-re-
flection layer" means not only an anti-reflection layer itself
coated on a transparent film but also an anti-reflection
film having an anti-reflection layer coated on one surface
thereof.
[0052] According to the aforementioned configuration,
when impact is applied to the film unit from the outside,
the air layer in the opening 14 serves as a cushion, so
that the impact can be effectively absorbed and spread.
[0053] FIG. 3A is a plan view of a base film of a film
unit according to an embodiment.
[0054] Referring to FIG. 3A, the base film 10 includes
ribs 12 with a lattice structure and a plurality of openings
14 partitioned by the ribs 12. Such a lattice structure is
similar to the structure of a black matrix used in a con-
ventional display device. If the opening 14 of the base
film 10 are sealed by a cover layer, an air layer is formed
in the opening 14. According to the aforementioned struc-
ture, when impact is applied to the base film 10 from the
outside, the air layer in the opening 14 serves as a cush-
ion, so that the impact can be effectively absorbed and
spread.
[0055] Considering the structure of the air layer of the
film unit and the film unit attached on a visible surface of
the display device, the width W of the ribs 12 is from 5
to 50Pm, the distance L1 between the ribs in a width

direction of the film unit can be from 50 to 300Pm, and
the distance L2 between the ribs in a length direction of
the film unit can be from about 50Pm or more. In the
aforementioned range, a specific design value may be
more precisely determined depending on the size of the
display device in which the film unit is mounted, the pitch
between cells, and the like.
[0056] FIG. 3B is a plan view of a base film of a film
unit according to another embodiment.
[0057] Referring to FIG. 3B, the base film 10a has ribs
12 with an open lattice structure in which ribs positioned
in the length direction of the film unit with the aforemen-
tioned lattice structure are absent. Here, the open lattice
structure has openings 14 partitioned by ribs 12 that are
formed in a stripe shape extending in the length direction
of the film unit. If both sides of the base film 10a are
sealed, a stripe-shaped air layer is formed in the opening
14. When an impact is applied to the base film 10a from
the outside, the plurality of stripe-shaped air layers serve
as cushions, so that the impact can be effectively ab-
sorbed and spread.
[0058] The width of the ribs 12 of the base film 10a is
from 5 to 50Pm, and the distance between the ribs 12 in
a width direction of the film unit can be from 50 to 300Pm.
These ranges are equal to those of the base film 10 de-
scribed with reference to FIG. 3A, except the aforemen-
tioned distance between the ribs in a length direction of
the film unit.
[0059] FIG. 4 is a partial cross-sectional view of a plas-
ma display panel (PDP) having a film unit according to
still another embodiment of the invention.
[0060] Referring to FIG. 4, the PDP includes a film unit
and a panel body having the film unit attached on one
surface (visible surface) of the panel body. In FIG. 4,
section A represents a region in which the film unit is
attached, and section B represents a region in which a
transparent front substrate of the panel body is attached.
[0061] The film unit basically includes the film unit de-
scribed with reference to FIGS. 1A to 3B, but, in this em-
bodiment, the film unit further includes a functional layer
capable of shielding electromagnetic waves, near-infra-
red light and neon light.
[0062] More specifically, the film unit is provided with
a lower film having a structure in which a conductive layer
40, a transparent film 50, a color correction layer 60 and
an adhesive layer 34 are sequentially laminated.
[0063] The conductive layer 40 is provided to shield
electromagnetic waves harmful for human bodies and
near-infrared light, which are generated from the panel
body. The near infrared light may cause malfunction of
peripheral electronic devices. The conductive layer 40
may be formed into a single-layered or multi-layered
structure. In the case of the multi-layered structure, the
surface resistance of the conductive layer 40 is easily
corrected, and thus, the transmittance of visible light can
be adjusted through the surface resistance. The conduc-
tive layer 40 may be formed of a metal layer, a metal
oxide, a conductive polymer or the like. The metal layer
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includes at least one of Pd, Cu, Pt, Rh, Al, Fe, Co, Ni,
Zn, Ru, Sn, W, Ir, Pb, Ag and the like. The metal oxide
includes at least one of tin oxide, indium oxide, antimony
oxide, zinc oxide, zirconium oxide, titanium oxide, mag-
nesium oxide, silicon oxide, aluminum oxide, metal alkox-
ide, indium tin oxide, ATO and the like.
[0064] The color correction layer 60 is provided to ab-
sorb near-infrared light and/or neon light. The color cor-
rection layer 60 may include at least one of a polymer
film, a coating material, and an adhesive. The polymer
film is formed by mixing at least one or more kinds of
coloring matters in a transparent resin. The coating ma-
terial is formed by mixing a resin binder and an organic
solvent with at least one or more kinds of coloring matters
in . The adhesive contains at least one or more kinds of
coloring matters. Here, the term "contain" refers to not
only the state that at least one or more kinds of coloring
matters are contained in a substrate or a layer but also
the state that the at least one or more kinds of coloring
matters are coated on a surface of a substrate or a layer.
[0065] The transparent film 50 is basically provided to
support the conductive layer 40 and/or the color correc-
tion layer 60. For example, using the transparent film 50
as a substrate, the conductive layer 40 may be formed
on one surface of the transparent film 50, and the color
correction layer 60 may be formed on the other surface
of the transparent film 50.
[0066] The adhesive layer 34 is provided to attach the
film unit including the conductive layer 40 and the color
correction layer 60 on the visible surface of the panel
body. In this embodiment, if the color correction layer 60
contains one kind or plural kinds of coloring matters, the
adhesive layer 34 may be omitted.
[0067] As well as the aforementioned laminated struc-
ture, the film unit may be configured by disposing the
conductive layer 40 as an upper film of the base film, by
exchanging the positions of the conductive layer 40 and
the color correction layer 60, or by adding another trans-
parent film and/or another adhesive to the top surface
and/or the bottom surface of the base film 10.
[0068] The film unit further includes a layer 20a pre-
venting reflection and a hard coating member 20b coated
on one surface (top surface) of the layer 20a. The hard
coating member 20b is provided to prevent scratches
due to various types of external forces. An acryl-based,
urethane-based, epoxy-based or siloxane-based poly-
mer may be used as the hard coating member 20b, or
an ultraviolet curing resin such as oligomer may be used
as the hard coating member 20b. In order to enhance
strength, a silica-based filler may be added to the hard
coating member 20b. In order to obtain a desired effect,
the thickness of the anti-reflection layer 20 including the
hard coating member 20b can be from about 2 to about
7Pm.
[0069] It will be apparent that the hard coating member
20b may be inserted into the layer 20a preventing reflec-
tion or disposed on the other surface (bottom surface) of
the layer 20a.

[0070] Optical characteristics of the film unit including
the hard coating member 20b are designed so that the
haze is low as from about 1 to about 3%, the visible-light
transmittance is from about 30% to about 90%, the ex-
ternal light reflectance is low as from about 1% to about
20%, the thermal resistance is a glass transition temper-
ature or more, and the pencil hardness is from about 1H
to about 3H.
[0071] The aforementioned panel body refers to a PDP
which is not provided with a front filter, and the panel
body can include a front plate, a rear plate, a chassis
base attached on a rear surface of the panel body (B) to
support the front and rear plates, and a driving circuit
board. In this case, the front plate can include an X-Y
electrode disposed on the other surface of a first sub-
strate 70, a dielectric layer and a protection layer. The
rear plate can include an address electrode mounted on
a second substrate facing the first substrate 70, a dielec-
tric layer on the address electrode, ribs and a phosphor
layer on the dielectric layer.
[0072] In the panel body, the ribs partition a discharge
space into a large number of discharge cells, and a red,
green or blue phosphor layer is arranged in the discharge
space. A gas such as neon is injected into the spaces of
the discharge cells. In the aforementioned panel body,
discharge generated in the discharge cell is controlled
by a voltage applied through the X-Y electrode and the
address electrode, thereby displaying images. The X-Y
electrode and the address electrode are controlled by a
control circuit of the driving circuit board.
[0073] In the aforementioned embodiment, a PDP has
been described as an example of the display device hav-
ing the film unit of the present embodiments. However,
the present invention is not limited thereto. The present
invention can be applied to display devices such as a
field effect display (FED), a vacuum fluorescent display
(VFD), an organic light emitting display (OLED) and a
liquid crystal display (LCD).
[0074] While the present invention has been described
in connection with certain embodiments, it is to be un-
derstood that the invention is not limited to the disclosed
embodiments, but, on the contrary, is intended to cover
various modifications within the scope of the appended
claims.

Claims

1. A film unit for a display, the said film unit comprising:

a base film (10) having a plurality of openings
(14) therein; and
a cover layer (20) sealing tops of the plurality of
openings (14);
wherein the openings (14) in the base film (10)
are defined by a plurality of ribs (12);
CHARACTERISED IN THAT:
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the width of each rib (12) is from 5Pm to
50Pm.

2. A film unit according to claim 1, wherein the ribs (12)
are arranged in a lattice structure.

3. A film unit as claimed in claim 1 or 2, wherein the
height of each rib (12) is from 50Pm to 200Pm.

4. A film unit as claimed in any preceding claim, further
comprising an adhesive layer (30) configured to ad-
here the cover layer to the base film (10).

5. A film unit as claimed in claim 4, wherein the adhe-
sive layer (30) comprises a coloring matter for at least
one of: color correction, near-infrared light shielding
and neon light shielding.

6. A film unit as claimed in any preceding claim, wherein
the cover layer is an anti-reflection layer (20a), and
the film unit further comprises a hard coating mem-
ber (20b) included in the anti-reflection layer or dis-
posed on one surface of the anti-reflection layer.

7. A film unit as claimed in any preceding claim, further
comprising a conductive layer (40) disposed on one
surface of the base film (10).

8. A film unit as claimed in any preceding claim, further
comprising a color correction layer (60) disposed on
one surface of the base film (10).

9. A film unit as claimed in any preceding claim, further
comprising a transparent film (50) disposed on one
surface of the base film (10).

10. A film unit as claimed in any preceding claim, wherein
the base film (10) is made of polyethylene tereph-
thalate.

11. A plasma display panel, comprising:

a film unit as claimed in any preceding claim; and
a panel body, wherein the film unit is disposed
on the panel body.

Patentansprüche

1. Folieneinheit für eine Anzeige, die Folieneinheit um-
fassend:

eine Grundfolie (10) mit einer Vielzahl von Öff-
nungen (14) darin; und
eine Deckschicht (20), die die Oberseiten der
Vielzahl von Öffnungen (14) abdichtet;
wobei die Öffnungen (14) in der Grundfolie (10)
durch eine Vielzahl von Rippen (12) definiert

sind,
dadurch gekennzeichnet, dass:

die Breite jeder Rippe (12) von 5 Pm bis 50
Pm beträgt.

2. Folieneinheit nach Anspruch 1, wobei die Rippen
(12) in einer Gitterstruktur angeordnet sind.

3. Folieneinheit nach Anspruch 1 oder 2, wobei die Hö-
he jeder Rippe (12) von 50 Pm bis 200 Pm beträgt.

4. Folieneinheit nach einem der vorstehenden Ansprü-
che, weiter umfassend eine haftende Schicht (30),
die konfiguriert ist, damit die Deckschicht an der
Grundfolie (10) anhaftet.

5. Folieneinheit nach Anspruch 4, wobei die haftende
Schicht (30) einen Farbstoff umfasst für mindestens
eines von: Farbkorrektur, Nahinfrarotlicht-Abschir-
mung und Neonlicht-Abschirmung.

6. Folieneinheit nach einem der vorstehenden Ansprü-
che, wobei
die Deckschicht eine Antireflexionsschicht (20a) ist,
und
die Folieneinheit weiter ein Hartbeschichtungsteil
(20b) umfasst, der in der Antireflexionsschicht ent-
halten ist oder auf einer Oberfläche der Antireflexi-
onsschicht angeordnet ist.

7. Folieneinheit nach einem der vorstehenden Ansprü-
che, weiter umfassend eine leitende Schicht (40),
die auf einer Oberfläche der Grundfolie (10) ange-
ordnet ist.

8. Folieneinheit nach einem der vorstehenden Ansprü-
che, weiter umfassend eine Farbkorrekturschicht
(60), die auf einer Oberfläche der Grundfolie (10)
angeordnet ist.

9. Folieneinheit nach einem der vorstehenden Ansprü-
che, weiter umfassend eine transparente Folie (50),
die auf einer Oberfläche der Grundfolie (10) ange-
ordnet ist.

10. Folieneinheit nach einem der vorstehenden Anspru-
che, wobei die Grundfolie (10) aus Polyethylenter-
ephthalat hergestellt ist.

11. Plasmaanzeigetafel, umfassend:

eine Folieneinheit nach einem der vorstehenden
Ansprüche; und
einen Tafelkörper, wobei die Folieneinheit auf
dem Tafelkörper angeordnet ist.
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Revendications

1. Unité de film pour un afficheur, ladite unité de film
comprenant :

un film de base (10) comportant une pluralité
d’ouvertures (14) dans celui-ci ; et
une couche de recouvrement (20) scellant les
parties supérieures de la pluralité d’ouvertures
(14) ;
dans laquelle les ouvertures (14) dans le film de
base (10) sont définies par une pluralité de ner-
vures (12) ;
caractérisée en ce que :

la largeur de chaque nervure (12) est de 5
Pm à 50 Pm.

2. Unité de film selon la revendication 1, dans laquelle
les nervures (12) sont agencées en une structure en
treillis.

3. Unité de film selon la revendication 1 ou 2, dans la-
quelle la hauteur de chaque nervure (12) est de 50
Pm à 200 Pm.

4. Unité de film selon l’une quelconque des revendica-
tions précédentes, comprenant en outre une couche
adhésive (30) configurée pour faire adhérer la cou-
che de recouvrement au film de base (10).

5. Unité de film selon la revendication 4, dans laquelle
la couche adhésive (30) comprend une matière co-
lorante pour au moins l’une : d’une correction de cou-
leur, d’une protection contre la lumière proche infra-
rouge et d’une protection contre la lumière de néons.

6. Unité de film selon l’une quelconque des revendica-
tions précédentes, dans laquelle
la couche de recouvrement est une couche antireflet
(20a) ; et
l’unité de film comprend en outre un élément de re-
vêtement dur (20b) inclus dans la couche antireflet
ou disposé sur une surface de la couche antireflet.

7. Unité de film selon l’une quelconque des revendica-
tions précédentes, comprenant en outre une couche
conductrice (40) disposée sur une surface du film de
base (10).

8. Unité de film selon l’une quelconque des revendica-
tions précédentes, comprenant en outre une couche
de correction de couleur (60) disposée sur une sur-
face du film de base (10).

9. Unité de film selon l’une quelconque des revendica-
tions précédentes, comprenant en outre un film
transparent (50) disposé sur une surface du film de

base (10).

10. Unité de film selon l’une quelconque des revendica-
tions précédentes, dans laquelle le film de base (10)
est constitué de polyéthylène téréphtalate.

11. Panneau d’affichage à plasma, comprenant :

une unité de film selon l’une quelconque des
revendications précédentes; et
un corps de panneau, dans lequel l’unité de film
est disposée sur le corps de panneau.
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