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(54) Printer having web server function

(57) A printer (10) may comprise a command file stor-
age unit (14), a receiving unit (28), a command file send-
ing unit (28), and a first data sending unit (28). The com-
mand file storage unit (14) may store a command file (20,
22) including a first command (204), a second command
(212), and a third command (214). The first command
(204) is a command for sending a request for first data.
The second command (212) includes design data (213),
and is a command for converting the first data into second

data in accordance with the design data (213). The third
command (214) is a command for displaying a web page
in accordance with the second data. The receiving unit
(28) may receive a request. The command file sending
unit (28) may send a response including the command
file (20, 22) when a request for the command file (20, 22)
is received. The first data sending unit (28) may send a
response including the first data when the request for the
first data is received.
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Description

[0001] The techniques disclosed in this specification
relate to a printer having a web server function. The term
"printer" as used herein means a device having at least
a print function, and is of a concept including devices
having other functions (for example, scan function, FAX
function, etc.) in addition to the print function.
[0002] For instance, as disclosed in Japanese Patent
Application Publication No. 10-269039 (hereinafter pat-
ent document 1), a system of publicizing information such
as a print history or status of a printer on the Internet is
well known. With the system of patent document 1, the
printer and a web server are configured separately. The
web server accumulates various types of information
concerning the printer. When the web server receives a
request from a terminal device such as a personal com-
puter (hereinafter referred to as a "PC"), the web server
creates a file in HTML format, and sends a response
including that file. The web browser of the terminal device
displays a web page based on the file in HTML, format.
[0003] The present inventor is involved in the devel-
opment of printers having a web server function. Prefer-
ably, the load required by the printer to execute the web
server function is small. This is because, since the pri-
mary function of the printer is the print function, it would
be undesirable for many of the resources to be occupied
by the web server function. This specification provides a
technology capable of reducing the load required by the
printer to execute the web server function.
[0004] A considerable load is required to execute the
operation of creating files including the web page design
(for example, position, color, font, etc.). The present in-
ventor discovered that the load of the printer can be re-
duced by shifting the execution of the foregoing operation
to an external apparatus (PC or the like) that sends a
request to the printer. The technology disclosed in this
specification was devised in light of the foregoing discov-
ery.
[0005] The first aspect of the technology disclosed
herein relates to a printer having a web server function.
The printer of the first aspect may comprise a command
file storage unit, a receiving unit, a command file sending
unit, and a first data sending unit. The command file stor-
age unit may be configured to store a command file. The
command file includes at least a first command, a second
command, and a third command. The first command is
a command for sending a request for first data. The sec-
ond command includes design data for determining a
design to be displayed, and is a command for converting
the first data into second data in accordance with the
design data. The third command is a command for dis-
playing a web page in accordance with the second data.
Note that the first command may also be a command for
sending a request for the first data when a user executes
prescribed operations in an external apparatus (device
that is configured separately from the printer) of the des-
tination of the command file. Meanwhile, the first com-

mand may also be a command for sending a request for
the first data irrespective of the operations to be executed
by the user. In the latter case, the first command may be
a command for automatically sending a request for the
first data that is triggered when the command file is read,
or a command for periodically sending a request for the
first data. Moreover, the design data may or may not be
described in the command file. In the case where the
design data is not described in the command file, the
second command may include a command for requesting
the design data (that is, an external file). This mode is
also equivalent to the second command including the
design data.
[0006] The receiving unit may be configured to receive
a request. The command file sending unit may be con-
figured to send a response including the command file
in a case where the receiving unit receives a request for
the command file. Alternately, the command file sending
unit may also send a response including the command
file itself that is stored in the command file storage unit.
Moreover, the command file sending unit may also create
a new command file by adding other data to the command
file stored in the command file storage unit, and send a
response including the new command file. This mode is
also equivalent to sending a response including the com-
mand file stored in the command file storage unit. The
first data sending unit may be configured to send a re-
sponse including the first data in a case where the re-
ceiving unit receives the request for the first data. The
printer may be storing the first data itself, or may create
the first data from other data by executing prescribed
processing.
[0007] The above-described printer may send a re-
sponse including the command file in response to a re-
quest for the command file from the external apparatus
(device that is configured separately from the printer).
The external apparatus may execute processing accord-
ing to the respective commands included in the command
file. The external apparatus can send a request for the
first data according to the first command. Consequently,
the printer may send a response including the first data.
The external apparatus may convert the first data into
the second data according to the second command. The
second command includes the design data for determin-
ing the design (for example, position, color, font, etc.) to
be displayed. The external apparatus can create the sec-
ond data in which the design to be displayed has been
determined. The external apparatus can display a web
page including the second data according to the third
command. With this printer it is possible to cause the
external apparatus to create the second data that the
design to be displayed has been determined. The printer
is not required to create the second data that the design
to be displayed has been determined. Thus, the load re-
quired for the printer to execute the web server function
can be reduced.
[0008] The preferred embodiments of the above-de-
scribed printer of the first aspect are now explained. The
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second data needs to be described in a data format that
can be interpreted by the web browser of the external
apparatus (e.g., a PC). As an example of such a data
format, the HTML format or the XHTML format can be
considered. If the second data is described in either of
said data formats, the web browser of the external ap-
paratus can display a web page of a design according to
the second data which the design to be displayed has
been determined. Meanwhile, although the first data may
be described in the HTML format or the XHTML format
that does not include information concerning the design.
Alternately, the first data may also be described in a data
format that is neither the HTML format nor the XHTML
format.
[0009] The command file may further include a fourth
command for displaying a web page including at least a
first portion and a second portion which is different from
the first portion. The fourth command may include data
for displaying an object in the first portion. The object is
an object on which a predetermined operation is to be
performed. The object may be text or an image. The first
command may be a command for sending the request
for the first data in a case where the predetermined op-
eration is performed on the object. The third command
may be a command for updating only the second portion
in accordance with the second data.
[0010] According to the foregoing configuration, the
external apparatus can display a web page in which the
object is disposed in the first position according to the
fourth command of the command file. The user can op-
erate the object. In the foregoing case, the external ap-
paratus sends a request for the first data according to
the first command. Subsequently, the external apparatus
can update only the second portion to the second data
without changing the first portion and display the same
according to the third command. The printer is not re-
quired to send data to be displayed on the first portion
upon sending the response according to the request for
the first data. This is because it is not necessary to update
the first portion. In this configuration, the printer is not
required to send data for updating the overall web page,
and only needs to send the first data that is required for
updating a part of the web page. The load of the printer
can thereby be reduced. Incidentally, the following con-
figuration may also be adopted in order to realize a func-
tion of updating only the second portion.
[0011] Specifically, the fourth command may include
a first section in which data for determining a display con-
tent of the first portion is to be described, and a second
section in which data for determining a display content
of the second portion is to be described. In the command
file, third data that a design to be displayed has been
determined may be described in the first section. The
third command may be a command for describing the
second data in the second section. According to the fore-
going configuration, the second data is described in the
second section for determining the display content of the
second portion, and then only the second portion is up-

dated to the second data.
[0012] The command file storage unit may store a plu-
rality of command files. Each of the plurality of command
files may include mutually different design data (data for
determining the design to be displayed). The command
file sending unit may be configured to send, in a case
where the receiving unit receives the request for one
command file among the plurality of command files, the
response including the one command file. With the fore-
going configuration, a plurality of command files for dis-
playing web pages of various types of designs are pre-
pared in the printer. The user can send a request for a
command file corresponding to the web page of the in-
tended design from the external apparatus to the printer.
A web page in the design intended by the user can be
displayed on the external apparatus.
[0013] The command file may further include a com-
mand for sending a request for fourth data that is different
from the first data. The second command may be a com-
mand for converting the first data into the second data
according to the design data in a case where a response
including the first data is received, and a command for
converting the fourth data into fifth data according to the
design data in a case where a response including the
fourth data is received. The third command may be a
command for displaying the web page according to the
second data when the first data is converted into the sec-
ond data, and a command for displaying the web page
according to the fifth data when the fourth data is con-
verted into the fifth data. According to the foregoing
mode, whether the first data or the fourth data is obtained,
the external apparatus can create data in which the de-
sign has been determined according to the same data
(data for determining the design to be displayed).
[0014] The second data may be data for configuring
the initial screen display of the web page. In the foregoing
case, the first data can be reworded as data that is re-
quired for creating data to be used in configuring the initial
screen display of the web page.
[0015] The second data may be setting display data
showing the settings of the printer. In the foregoing case,
the first data can be reworded as data that is required for
creating the setting display data. The setting display data
may also be setting input interface display data that al-
lows the user to change the settings.
[0016] The fourth command may include data for dis-
playing a plurality of objects in the first portion, the object
is an object on which a predetermined operation is to be
performed. The first command may be a command for
sending the request for the first data in a case where the
predetermined operation is performed on one object
among a plurality of objects.
[0017] The second aspect of the technology disclosed
herein relates to another printer having a web server func-
tion. The printer of the second aspect may comprise a
command file storage unit, a receiving unit, a command
file sending unit, and a third data sending unit. The com-
mand file storage unit may be configured to store a com-
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mand file. The command file includes at least a first com-
mand, a second command, and a third command. The
first command is a command for displaying a web page
including a first portion in which first data is located and
a second portion in which second data is located. The
second command is a command for sending a request
for third data. The third command is a command for up-
dating only the second portion with the third data. Note
that the first data and/or the second data may or may not
be described in the first command. In the case where the
first data and/or the second data is not described in the
first command, the first command may include a com-
mand for requesting the first data and/or the second data
(that is, an external file). Moreover, the second command
may also be a command for sending a request for the
third data when a user executes prescribed operations
in an external apparatus (device that is configured sep-
arately from the printer) of the destination of the com-
mand file. Meanwhile, the second command may also
be a command for sending a request for the third data
irrespective of the operations to be executed by the user.
In the latter case, the second command may be a com-
mand for automatically sending a request for the third
data that is triggered when the command file is read, or
a command for periodically sending a request for the third
data.
[0018] The receiving unit may be configured to receive
a request. The command file sending unit may be con-
figured to send a response including the command file
in a case where the receiving unit receives a request for
the command file. Alternately, the command file sending
unit may also send a response including the command
file itself that is stored in the command file storage unit.
Moreover, the command file sending unit may also create
a new command file by adding other data to the command
file stored in the command file storage unit, and send a
response including the new command file. This mode is
also equivalent to sending a response including the com-
mand file. The third data sending unit may be configured
to send a response including the third data in a case
where the receiving unit receives the request for the third
data. The printer may be storing the third data itself, or
create the third data from other data by executing pre-
scribed processing.
[0019] The above-described printer may send a re-
sponse including the command file in response to a re-
quest for the command file from the external apparatus.
The external apparatus may execute processing accord-
ing to the respective commands included in the command
file. The external apparatus can display the web page
including the first portion on which the first data is located
and the second portion on which the second data is lo-
cated according to the first command. The external ap-
paratus can send a request for the third data according
to the second command. Subsequently, the external ap-
paratus can update only the second portion with the third
data without changing the first portion according to the
third command. The printer is not required to send data

to be displayed on the first portion when sending a re-
sponse in response to a request for the third data. This
is because it is not necessary to update the first portion.
The printer is not required to send data for updating the
overall web page, and only needs to send the third data
that is required for the update. The load of the printer can
thereby be reduced.
[0020] The preferred embodiments of the printer of the
foregoing second aspect of the present teachings are
now explained. The first data may include a first section
in which data for determining a display content of the first
portion is described, and a second section in which data
for determining a display content of the second portion
is described. The third command may be a command for
describing the third data in the second section. According
to the foregoing configuration, the third data is described
in the second section for determining the display content
of the second portion, and then only the second portion
is updated with the third data.
[0021] The first data may include a first object on which
a predetermined operation is to be performed. The first
object may be text or an image. In the foregoing case,
the second command may be a command for sending
the request for the third data in a case where the prede-
termined operation is performed on the first object. Ac-
cording to the foregoing configuration, the external ap-
paratus can display a web page in which the first object
is disposed in the first portion. When the operation is
executed on the first object, the external apparatus can
send a request for the third data, and update only the
second portion with the third data.
[0022] The first data may include a plurality of first ob-
jects on which the predetermined operation is to be per-
formed. The second command may be a command for
sending, in a case where the predetermined operation is
performed on one first object among the plurality of first
objects, the request for the third data corresponding to
the one first object. According to the foregoing configu-
ration, the external apparatus can display a web page in
which the plurality of first objects is disposed in the first
portion. When the operation is executed on any one of
the first objects, the external apparatus can send the re-
quest for the third data corresponding to the first object
to which the operation was executed, and update only
the second portion with the third data.
[0023] The printer may further comprise a fourth data
sending unit. The second data may include a second
object on which a predetermined operation is to be per-
formed. The second object may be text or an image. The
command file may further include a fourth command for
sending a request for fourth data in a case where the
predetermined operation is performed on the second ob-
ject, and a fifth command for updating only a part of the
second portion into the fourth data. The fourth data send-
ing unit may be configured to send a response including
the fourth data in a case where the receiving unit receives
the request for the fourth data. According to the foregoing
configuration, the external apparatus can display a web
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page in which the second object is disposed in the second
portion. When the operation is executed to the second
object, the external apparatus can send a request for the
fourth data according to the fourth command. Subse-
quently, the external apparatus can update only a part
of the second portion with the fourth data according to
the fifth command. The printer is not required to send
data to be displayed at portions other than said portion
of the second portion (i.e., data of the first portion and
data of portions other than said portion of the second
portion) upon sending a response according to the re-
quest for the fourth data. This is because it is not neces-
sary to update portions other than said portion of the sec-
ond portion. The printer is not required to send data for
updating the overall web page, and only needs to send
the fourth data that is required for the update. The load
of the printer can thereby be reduced.
[0024] There is no particular limitation to the contents
of the third data. For example, the third data may be set-
ting display data showing the settings of the printer. The
setting display data may also be setting input interface
display data that allows the user to change the settings.
Moreover, for instance, the third data may be the status
of the printer when the receiving unit receives the request
for the third data. In the foregoing case, the following
configuration may also be adopted.
[0025] Specifically, the printer may further comprise a
determining unit. The second command may be a com-
mand for sending the request for the third data, the re-
quest including a status being displayed on the web page.
The determining unit may be configured to determine, in
a case where the receiving unit receives the request for
the third data, whether the status included in the request
for the third data is identical to the status of the printer at
the time when the receiving unit received the request for
the third data. The third data sending unit may send a
response not including the third data in a case where the
receiving unit receives the request for the third data and
the determining unit makes an affirmative determination.
The third data sending unit may send the response in-
cluding the third data in a case where the receiving unit
receives the request for the third data and the determining
unit makes a negative determination.
[0026] According to the foregoing configuration, the
external apparatus can send a request including the sta-
tus of the printer that is displayed on the web page ac-
cording to the second command. The printer sends a
response including the current status (third data) only in
a situation when the status displayed on the web page
and its own current status are different. As a result, the
external apparatus can display the latest status of the
printer. The printer sends a response that does not in-
clude the status if the status displayed on the web page
and its own current status are the same. Specifically, the
printer is not required to create a response including the
status if there is no change in the status, and only needs
to send an empty response. Thus, the load of the printer
may be made small.

[0027] One first object among the plurality of first ob-
jects may include a character string corresponding to the
first type of the setting of the printer. The second com-
mand may be a command for sending a request for the
third data concerning the first type of the setting in a case
where the operation is executed to the first object corre-
sponding to the first type of the setting. Another first object
among the plurality of first objects may include a charac-
ter string corresponding to the second type of the setting
of the printer. The second command may be a command
for sending a request for the third data concerning the
second type of the setting in a case where the operation
is executed to the other first object.
[0028] The first command may include a third section
describing data for determining the display content of the
part of the second portion. The fifth command may be a
command for describing the fourth data in the third sec-
tion. According to the foregoing configuration, the fourth
data is described in the third section for determining the
display content of the part of the second portion, and then
only the part of the second portion is updated with the
fourth data.
[0029] The third aspect of the technology disclosed
herein relates to yet another printer having a web server
function. This printer of the third aspect may comprise a
command file storage unit, a setting data storage unit, a
receiving unit, a command file sending unit, a determining
unit, a setting change unit, and a setting change response
sending unit. The command file storage unit may be con-
figured to store a command file. The command file in-
cludes at least a first command, a second command, and
a third command. The first command is a command for
displaying a web page including a first portion in which
first data is located and a second portion in which setting
input interface display data is located. The second com-
mand is a command for sending a setting change request
including setting data input in accordance with the setting
input interface display data. The third command is a com-
mand for updating only the second portion with data cor-
responding to a response with respect to the setting
change request. The first data and/or the setting input
interface display data may or may not be described in
the first command. In the case where the first data and/or
the setting input interface display data is not described
in the first command, the first command may include a
command for requesting the first data and/or the setting
input interface display data (that is, an external file). The
setting data storage unit may be configured to store set-
ting data. The setting data may be any type of data which
is used by the printer in executing processing. As exam-
ples of the setting data, there are the printing resolution,
size of printing paper, communication setting to be used
for communicating with the external apparatus, and so
on.
[0030] The receiving unit may be configured to receive
a request. The command file sending unit may be con-
figured to send a response including the command file
in a case where the receiving unit receives a request for
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the command file. The command file sending unit may
also send a response including the command file itself
that is stored in the command file storage unit. Moreover
in an alternate configuration, the command file sending
unit may also create a new command file by adding other
data to the command file stored in the command file stor-
age unit, and send a response including the new com-
mand file. This mode is also equivalent to sending a re-
sponse including the command file stored in the com-
mand file storage unit. The determining unit may be con-
figured to determine, in a case where the receiving unit
receives a setting change request, whether the setting
data included in the setting change request complies with
the printer. The setting change unit may be configured
to change, in a case where the determining unit makes
an affirmative determination, a content stored in the set-
ting data storage unit to the setting data included in the
setting change request. The setting change response
sending unit may be configured to send a first response
in a case where the determining unit makes the affirma-
tive determination, and send a second response which
is different from the first response in a case where the
determining unit makes a negative determination.
[0031] The above-described printer may send a re-
sponse including the command file in response to a re-
quest for the command file from the external apparatus.
The external apparatus may execute processing accord-
ing to the respective commands included in the command
file. The external apparatus can display the web page
including the first portion in which the first data is located
and the second portion in which the second data is lo-
cated according to the first command. The user can input
the setting data according to the setting input interface
display data that is displayed on the web page. The ex-
ternal apparatus can send a setting change request in-
cluding the setting data input by the user according to
the second command. If the setting data included in the
setting change request is applicable to the printer, the
printer changes the memory content of the setting data
storage unit (executes a setting change), and sends an
affirmative response (first response). According to this
technology, the user can change the setting data of the
printer on the web page. Meanwhile, if the setting data
included in the setting change request is not applicable
to the printer, the printer sends a negative response (sec-
ond response). The external apparatus can update only
the second portion with data corresponding to the re-
sponse command without changing the first portion ac-
cording to the third. The printer is not required to send
data to be displayed on the first portion when sending a
response in response to a setting change request. This
is because it is not necessary to update the first portion.
The printer is not required to send data for updating the
overall web page, and only needs to send the data that
is required for the update. The load of the printer can
thereby be reduced.
[0032] The preferred embodiments of the printer of the
foregoing third aspect of the present teachings are now

explained. The first command may include a first section
in which data for determining a display content of the first
portion is to be described, and a second section in which
data for determining a display content of the second por-
tion is to be described. The third command may be a
command for describing data corresponding to the re-
sponse with respect to the setting change request in the
second section. According to the foregoing configuration,
the data corresponding to the response is described in
the second section for determining the display content
of the second portion, and then only the second portion
is updated to the data corresponding to the response.
[0033] The first data may include an object on which
a predetermined operation is to be performed. The object
may be text or an image. The first command may include
a fourth command for displaying the web page including
the first portion on which the first data is located and the
second portion, and a fifth command for updating only
the second portion into the setting input interface display
data in a case where the predetermined operation is per-
formed on the object. According to the foregoing config-
uration, the external apparatus can display a web page
including the first portion and the second portion. The
first data (object) is disposed in the first portion of the
web page. There is no particular limitation on the contents
of the data to be disposed in the second portion (nothing
may be displayed in the second portion). When the op-
eration is executed to the object, the external apparatus
can update only the second portion to the setting input
interface display data.
[0034] The first data may include a plurality of objects
on which the predetermined operation is to be performed.
The fifth command may be a command for updating, in
a case where the predetermined operation is performed
on one object among the plurality of objects, only the
second portion into the setting input interface display data
corresponding to the one object. According to the fore-
going configuration, the external apparatus can display
a web page in which the plurality of objects is disposed
in the first portion. When the operation is executed to any
one of the objects, the external apparatus can update
only the second portion with the setting input interface
display data corresponding to the object to which the op-
eration was executed.
[0035] The printer may further comprise a screen dis-
play data storage unit and a screen display data response
sending unit. The screen display data storage unit may
be configured to store a plurality of association data, in
each of which a character string and the setting input
interface display data are associated. The fifth command
may include a sixth command and a seventh command.
The sixth command is a command for sending, in a case
where the predetermined operation is performed on one
object among the plurality of objects, a screen display
data request including a character string corresponding
to the one object. The seventh command is a command
for updating only the second portion into the setting input
interface display data included in a response with respect
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to the screen display data request. The screen display
data response sending unit may be configured to send,
in a case where the receiving unit receives the screen
display data request, a screen display data response in-
cluding the setting input interface display data associated
with the character string included in the screen display
data request. According to the foregoing configuration,
when the operation is executed any one of the objects,
the external apparatus can send a request for the setting
input interface display data corresponding to the object
to which the operation was executed. The printer can
send the setting input interface display data according to
the request from the external apparatus.
[0036] The command file may include a plurality of set-
ting input interface display data. The fifth command may
be a command for switching, in a case where the prede-
termined operation is performed on one object among
the plurality of objects, only the second portion with the
setting input interface display data included in the com-
mand file and corresponding to the one object. The plu-
rality of setting input interface display data may or may
not be described in the command file. In the latter case,
the command file may include a command for requesting
the plurality of setting input interface display data (that
is, an external file). This mode is also equivalent to the
command file including the plurality of setting input inter-
face display data. Even if adopting the configuration
where the respective setting input interface display data
are included in the command file, when the operation is
executed to any one of the objects, the external appara-
tus can update only the second portion with the setting
input interface display data corresponding to the object
to which the operation was executed.
[0037] The second command may be a command for
sending the setting change request including setting data
input in accordance with the setting input interface dis-
play data corresponding to two or more objects. If adopt-
ing the configuration where the respective setting input
interface display data are included in the command file,
the external apparatus can collectively send the setting
data input according to the setting input interface display
data corresponding to two or more objects to the printer.
According to this aspect, in comparison to the configu-
ration of sending the setting change request with respect
to each setting input interface display data, the number
of times that the setting change request is communicated
between the external apparatus and the printer can be
reduced. Consequently, the communication load be-
tween the external apparatus and the printer can be re-
duced.
[0038] The fifth command may be a command for de-
scribing the setting input interface display data in the sec-
ond section in a case where the operation is executed to
the object. According to the foregoing configuration, the
setting input interface display data is described in the
second section for determining the display content of the
second portion, and then only the second portion is up-
dated to the setting input interface display data.

[0039] The second portion may include an object to
which the predetermined operation is executed. The
command file may also include a command for sending
a request for the setting input interface display data in a
case where the operation is executed to the object, and
a command for updating only a part of the second portion
to the setting input interface display data and displaying
the same.
[0040] The setting input interface display data may in-
clude setting data that is set in the printer. Moreover, the
setting input interface display data may also include a
plurality of setting data that are set in the printer. In the
foregoing case, the second command may be a com-
mand for sending a setting change request which in-
cludes the setting data that was changed by the user and
which does not include the setting data that was not
changed by the user. According to the foregoing config-
uration, since the setting data that was not changed by
the user is not sent to the printer, the size of data to be
sent from the external apparatus to the printer can be
made small.
[0041]

Fig.1 shows a schematic configuration of a multi-
function system.
Fig.2 and Fig. 3 show examples of web pages to be
displayed on a PC.
Fig.4 shows commands to be transmitted between
the PC and the multi-function device.
Fig. 5 shows an example of contents of an index file.
Fig. 6 shows subsequent contents of Fig. 5.
Fig. 7 shows an example of contents of an XML file.
Fig.8 shows subsequent contents of Fig.7.
Fig.9 shows a flowchart of a HTML data creation
processing of the multi-function device.
Fig.10 to Fig. 13 show examples of web pages.
Fig.14 shows an example of the contents of the index
file.
Fig.15 shows an example of contents of a load file.
Fig.16 shows an example of contents of a post file.
Fig.17 shows an example of contents of a post re-
quest file.
Fig.18 shows subsequent contents of Fig. 17.
Fig.19 shows a flowchart of a processing to be exe-
cuted by the multi-function device.
Fig.20 and Fig. 21 show examples of web pages
(third embodiment).
Fig.22 shows an example of contents of a status file.
Fig.23 shows an example of the contents of the sta-
tus file (fourth embodiment).
Fig. 24 shows a flowchart of the processing to be
executed by the multi-function device.
Fig.25 shows an example of the contents of the index
file (fifth embodiment).
Fig. 26 shows an example of contents of a page file.
Fig.27 shows an example of the contents of the index
file (sixth embodiment).
Fig.28 shows an example of the contents of the post
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file.

(First Embodiment)

[0042] The first embodiment is now explained with ref-
erence to the drawings. Fig.1 is a schematic diagram
showing the multi-function system 2 of the first embodi-
ment. The multi-function system 2 comprises a multi-
function device 10, a PC 70 and the like. The multi-func-
tion device 10 is connected to the Internet 90. The PC
70 is connected to the Internet 90. The multi-function
device 10 and the PC 70 are mutually communicable via
the Internet 90. With the multi-function system 2 of the
first embodiment, although the multi-function device 10
and the PC 70 are connected via the Internet 90, they
may also be connected via a LAN.

(Configuration of PC)

[0043] The PC 70 includes a CPU 72, a hard disk 74,
a work memory 80, a display unit 82, an operation unit
84, a network I/F 86 and the like. The CPU 72 executes
various types of processing according to a program 76
stored in the hard disk 74. The hard disk 74 stores the
basic program 76. The basic program 76 is a program
for controlling the basic operation of the PC 70. The basic
program 76 includes, for instance, a web browser for
downloading contents from a site on an Internet 90 and
displaying such contents. The hard disk 74 includes an-
other storage area 78 for storing various types of infor-
mation other than the basic program 76.
[0044] The work memory 80 can store data and the
like that are created during the course of the CPU 72
executing processing. The display unit 82 can display
various types of information. The operation unit 84 is con-
figured from a keyboard, a mouse and the like. The user
can input various types of commands and information
into the PC 70 by operating the operation unit 84. The
network I/F 86 is connected to the Internet 90.

(Configuration of Multi-Function Device)

[0045] The multi-function device 10 includes a CPU
12, a ROM 14, a RAM 26, a network I/F 28, an NVRAM
30, a display panel 34, an operation unit 36, a printing
unit 38, a scanning unit 40, a facsimile (FAX) unit 42 and
the like. The CPU 12 executes various types of process-
ing according to the programs 16, 18 stored in the ROM
14. The processing to be executed by the CPU 12 will
be explained in detail later.
[0046] The ROM 14 stores various types of programs
16, 18. The basic function program 16 is a program for
controlling the basic operation of the multi-function de-
vice 10. The basic function program 16 includes, for ex-
ample, a program for creating display data to be dis-
played on the display panel 34. Moreover, the basic func-
tion program 16 includes, for example, a program for con-
trolling the printing unit 38, the scanning unit 40, the FAX

unit 42 and the like. The server function program 18 is a
program for functioning as the web server. The specific
contents of processing to be realized by the server func-
tion program 18 will be explained in detail later. The ROM
14 stores various types of files 20, 22, 24. The files 20,
22 are index files. The specific contents of the index files
20, 22 will be explained in detail later. Moreover, the files
24 are of a file group other than the index files 20, 22.
The specific contents of the files 24 will be explained later
as needed.
[0047] The RAM 26 can store data and the like that
are created during the course of the CPU 12 executing
processing. The network I/F 28 is connected to the Inter-
net 90. The NVRAM 30 includes a setting storage area
32. The setting storage area 32 is a storage area for
storing various types of parameters (for example, net-
work setting, print setting, scan setting, etc.) to be used
when the CPU 12 executes processing according to the
basic function program 16. The display panel 34 can dis-
play various types of information. The operation unit 36
is configured from a plurality of keys. The user can input
various types of commands and information into the mul-
ti-function device 10 by operating the operation unit 36.
The printing unit 38 includes an inkjet printing mecha-
nism, a laser printing mechanism, or the like. The scan-
ning unit 40 includes a reading mechanism of CCD, CIS
or the like. The FAX unit 42 executes various types of
operations for executing FAX communication.

(Example of Web Page)

[0048] An example of a web page to be displayed on
the web browser of the PC 70 is now explained. How a
web page is created will be explained in detail after the
contents of the web page are explained. The user can
input the website URL of the multi-function device 10 into
the PC 70 by operating the operation unit 84 of the PC
70. Consequently, the PC 70 sends a GET request to
the multi-function device 10, and the multi-function de-
vice 10 sends a response. Then, as shown in Fig.2, the
PC 70 displays a web page 100 on the display unit 82.
The web page 100 includes a menu section 102, a main
section 103, and a footer section 104. The menu section
102 includes a plurality of character strings 106 to 112.
The main section 103 includes a character string 114 of
"Welcome". The footer section 104 includes a copyright
indication 116.
[0049] In a state where the web page 100 is displayed
on the display unit 82, the user can click any one of the
character strings 106 to 112 by operating the operation
unit 84. Consequently, the PC 70 sends a GET request
to the multi-function device 10, and the multi-function de-
vice 10 sends a response. Then, as shown in Fig.3, the
PC 70 displays a web page 120 on the display unit 82.
The web page 120 illustrated in Fig.3 is a web page that
is displayed when the character string 106 of "Configure
TCP/IP" is clicked. If one of the other character strings
108 to 112 is clicked, a web page corresponding to the
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clicked one of the character strings 108 to 112 will be
displayed.
[0050] The menu section 102 and the footer section
104 of the web page 120 are the same as those of the
web page 100. Only the main section 103 of the web
page 120 differs from that of the web page 100. The main
section 103 of the web page 120 includes a character
string 122, a setting data 124, a cancel key 136, and a
submit key 138. The character string 122 is the character
string of "Configure TCP/IP" corresponding to the char-
acter string 106 that was clicked on the web page 100.
The setting data 124 is data concerning the various types
of settings that are currently set in the multi-function de-
vice 10. The setting data 124 includes data 126 showing
that TCP/IP is available, data 128 of an IP address, data
130 of a subnet mask, data 132 of a gateway, and data
134 showing that the boot method is "AUTO".

(Commands to be Communicated between PC and Multi-
Function Device)

[0051] Commands to be communicated for displaying
the web pages 100, 120 shown in Fig.2 and Fig.3 are
now explained. Fig.4 shows an example of the com-
mands that are communicated between the PC 70 and
the multi-function device 10. The respective commands
depicted in Fig.4 are sent as a result of the CPU 72 of
the PC 70 executing processing according to the basic
program 76, and the CPU 12 of the multi-function device
10 executing processing according to the server function
program 18.
[0052] As described above, the user can input the web-
site URL of the multi-function device 10 into the PC 70
by operating the operation unit 84 of the PC 70. In the
first embodiment, there are two types of URL (a first URL
and a second URL) as the website URL of the multi-
function device 10. The user can input one URL among
the two types of URLs into the PC 70 by operating the
operation unit 84 of the PC 70. Consequently, the PC 70
sends a GET request corresponding to the URL that was
input by the user (S1). Specifically, if the URL input by
the user is the first URL, the PC 70 requests an index file
having a file name of "index1.html". If the URL input by
the user is the second URL, the PC 70 requests an index
file having a file name of "index2.html".
[0053] When the multi-function device 10 receives the
GET request, the multi-function device 10 sends a re-
sponse including the index file 20 (or 22) corresponding
to the previously received GET request (S2). In the ex-
ample of S 1 shown in Fig.4, the index file having the file
name of "index1.html" is being requested. Thus, the mul-
ti-function device 10 sends, at S2, a response including
the first index file 20 having the file name of "index1.html".
If the index file having the file name of "index2.html" is
requested, the multi-function device 10 sends, at S2, a
response including the second index file 22 having the
file name of "index2.html".
[0054] Fig.5 and Fig.6 together show an example of

the contents of the first index file 20. Fig.6 shows the
subsequent data of Fig.5. The first index file 20 is de-
scribed in an HTML format. As shown in Fig. 5, the first
index file 20 includes a command 200 described accord-
ing to JavaScript (registered trademark). JavaScript (reg-
istered trademark) shows the principle of the processing
to be executed. Although the expression of the command
200 is simplified in Fig.5 and Fig.6, it may also include
error processing or a script to be compatible with the
respective browsers. The command 200 includes a load
XML command 202, and a display XML, command 210.
The load XML command 202 includes a command 204
for sending an XML, Http request, and a command 206
for executing the display XML command 210. The display
XML command 210 includes a command 212 for con-
verting data described in the XML format into data in the
HTML format, and a command 214 for displaying the
data in the HTML format that was created according to
the command 212. The command 212 includes data 213
for determining the design (position, color, font, etc.) to
be displayed.
[0055] As shown in Fig.6, the first index file 20 also
includes various types of descriptions that are not de-
scribed according to JavaScript (registered trademark).
For example, the first index file 20 includes a command
218 for executing the load XML command 202 (refer to
Fig. 5) regarding the file name of "top.xml".
[0056] The first index file 20 includes a command 222
that is specified with a menu tag 220. The command 222
is a command for designating the display content of the
menu section 102 (refer to Fig.2). The command 222
includes data 224 including the character string of "Con-
figure TCP/IP". The description of reference numeral 224
can also be described as a command for displaying the
character string of "Configure TCP/IP". Although not
shown in Fig.6, the command 222 includes data including
other character strings (FAX Settings, etc.) to be dis-
played in the menu section 102.
[0057] The first index file 20 includes a command 232
that is specified with a main tag 230. The command 232
is a command for designating the display content of the
main section 103 (refer to Fig.2). Moreover, the first index
file 20 includes a command 242 to be specified with a
footer tag 240. The command 242 is a command for des-
ignating the display content of the footer section 104 (re-
fer to Fig.2). Although not shown in Fig.6, the command
242 includes a command for displaying the copyright in-
dication 116 (refer to Fig.2).
[0058] The PC 70 can display the web page 100 shown
in Fig.2 according to the first index file 20. The PC 70
can display the menu section 102 and the footer section
104 based on the commands 222 and 242 shown in Fig.
6. The main section 103 is displayed as follows. The PC
70 executes the load XML command 202 (refer to Fig.5)
regarding the file name of "top.xml" according to the com-
mand 218 shown in Fig.6. Specifically, the PC 70 exe-
cutes JavaScript (registered trademark). Foremost, the
PC 70 sends a GET request of the file "top.xml" (refer to
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command 204 of Fig.5). The files 24 stored in the ROM
14 of the multi-function device 10 include the file having
the file name of "top.xml". The file "top.xml" is a file de-
scribed in the XML, format, and includes the character
string of "Welcome". When the multi-function device 10
receives the GET request, the multi-function device 10
sends a response including the file "top.xml".
[0059] When the file "top.xml" is received, the PC 70
executes the display XML command 210 according to
the command 206 shown in Fig.5. Specifically, the PC
70 converts the file "top.xml" described in the XML format
into data in the HTML format in which the design (position,
font, color, etc.) has been determined according to the
data 213 included in the command 212. Subsequently,
the PC 70 displays the HTML format data according to
the command 214. More specifically, the command 214
is a command for describing (writing) the HTML format
data in the command 232 for determining the display con-
tent of the main section 103 in Fig.6. The PC 70 writes
the HTML format data into the command 232. Conse-
quently, the PC 70 displays the character string 114 of
"Welcome" on the main section 103 according to the
HTML format data that was written into the command
232. The web page 100 shown in Fig.2 is thereby dis-
played.
[0060] As described above, the user can click any one
of the character strings 106 to 112 of the web page 100.
For example, if the character string 106 is clicked, the
PC 70 executes the processing according to the com-
mand 224 shown in Fig.6. The PC 70 executes the load
XML command 202 (refer to Fig.5) regarding the file hav-
ing a file name of "configure_tcpip.xml". Specifically, the
PC 70 executes JavaScript (registered trademark) (S3
of Fig.4). Foremost, the PC 70 sends a GET request of
the file "configure_tcpip.xml" according to the command
204 of Fig. 5 (S4 of Fig.4).
[0061] The files 24 stored in the ROM 14 of the multi-
function device 10 include the file having the file name
of "configure_tcpip.xml". The file "configure_tcpip.xml" is
a file described in the XML format, and includes data
relating to the various settings concerning the TCP/IP
(refer to reference numeral 124 of Fig.3). The setting stor-
age area 32 of the NVRAM 30 of the multi-function device
10 stores the current settings concerning the TCP/IP.
The multi-function device 10 update the settings concern-
ing the TCP/IP included in the file "configure_tcpip.xml"
with the current settings concerning the TCP/IP stored
in the setting storage area 32. In other words, the multi-
function device 10 creates, by writing the current settings
concerning the TCP/IP into the file "configure_tcpip.xml",
the file in which the current settings are written. Herein-
after the file "configure_tcpip.xml" in which the current
settings are written is referred to as the "XML file").
[0062] Fig.7 and Fig.8 show an example of the con-
tents of an XML file 250. Fig.8 shows the subsequent
data of Fig.7. The XML file 250 includes a character string
252 showing that the XML file 250 is described in the
XML format. The XML file 250 includes a character string

254 of the title. The XML file 250 includes various types
of setting data 260, 270, 280, 290, 300. The setting data
260 includes a character string 262 of the title, a character
string 264 showing the input type, and character strings
266, 268 concerning the current settings. Similarly, the
other setting data 270, 280, 290, 300 include character
strings 272, 282, 292, 302 of the title, character strings
274, 284, 294, 304 showing the input type, and character
strings 276, 286, 296, 306 concerning the current set-
tings.
[0063] The multi-function device 10 sends a response
including the XML file 250 (S5 of Fig.4). When the XML
file 250 is received, the PC 70 executes the display XML
command 210 according to the command 206 shown in
Fig.5. Specifically, the PC 70 executes JavaScript (reg-
istered trademark) (S6 of Fig.4). More specifically, the
PC 70 converts the XML file 250 described in the XML
format into HTML format data in which the design corre-
sponding to the command 212 has been determined.
Subsequently, the PC 70 writes the HTML format data
into the command 232 of Fig.6 according to the command
214. Consequently, the PC 70 updates the display con-
tent of the main screen 103 according to the HTML format
data written into the command 232. The web page 120
shown in Fig.3 is thereby displayed. As described above,
the command 214 is designating the main section 103
("main"). Thus, the PC 70 updates only the main section
103 without changing the contents of the menu section
102 and the footer section 104.

(HTML Data Creation Processing by PC)

[0064] The processing of the PC 70 creating the HTML
format data from the XML file 250 according to the com-
mand 212 (hereinafter referred to as the "HTML data cre-
ation processing") is now explained. In other words, to
explain the contents of the HTML data creation process-
ing is equivalent to explaining the contents of the com-
mand 212. Fig.9 is a simplified flowchart of the HTML
data creation processing. The PC 70 creates HTML data
in the work memory 80.
[0065] The PC 70 specifies the page title included in
the XML file 250. Specifically, the PC 70 specifies "Con-
figure TCP/IP" included in the character string 254 of Fig.
7. The PC 70 writes the page title of "Configure TCP/IP"
in the HTML format (S10). At S10, the PC 70 writes the
page title according to the data 213 (hereinafter referred
to as the "design data") for determining the design (po-
sition, color, font, etc.) that is described in the command
212. Subsequently, the PC 70 determines whether data
specified with an item tag exists in the XML file 250 (S12).
In the example shown in Fig.7 and Fig.8, the setting data
260, 270, 280, 290, 300 are sets of data specified with
the item tag. If the determination is "YES" at S12, the PC
70 executes S14 and S16.
[0066] Foremost, the PC 70 executes S14 and S16
regarding the top setting data 260 included in the XML
file 250. The PC 70 specifies the item title included in the
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setting data 260. Specifically, the PC 70 specifies
"TCP/IP" included in the character string 262 of Fig.7.
The PC 70 writes the item title of "TCP/IP" in the HTML
format (S 14). At S14, the PC 70 writes the item title
according to the design data 213 described in the com-
mand 212. Subsequently, the PC 70 specifies the input
type included in the setting data 260. Specifically, the PC
70 specifies "radio" included the character string 264 of
Fig.7. The PC 70 writes the data 266, 268 specified with
the input tag according to the input type "radio" in the
HTML format (S16). Specifically, if the input type is "ra-
dio", HTML data in which the checkbox shown with ref-
erence numeral 126 in Fig.3 will be displayed is created.
At S16, the PC 70 writes data corresponding to the input
type according to the design data 213 described in the
command 212.
[0067] The PC 70 executes S14 and S16 regarding
each setting data 270, 280, 290, 300. The input type of
the character strings 274, 284 of Fig.7 and the character
string 294 of Fig.8 is "text". If the input type is "text", HTML
data in which the text shown with reference numerals
128, 130, 132 in Fig.3 will be displayed is created. More-
over, the input type of the character string 304 of Fig.8
is "select". If the input type is "select", HTML data in which
the selection icon shown with reference numeral 134 in
Fig.3 will be displayed is created. When S14 and S16
are executed regarding all of the setting data 260, 270,
280, 290, 300, "NO" is determined at S12. The HTML
data creation processing is thereby ended.

(Explanation of Index File)

[0068] The differences between the first index file 20
and the second index file 22 are now explained. Although
the second index file 22 is configured approximately the
same as the first index file 20, the contents of the com-
mand 212 of Fig.5 are different from the first index file
20. As described above, the command 212 includes the
design data 213 for determining the design. The second
index file 22 includes design data that is different from
the design data of the first index file 20. For example, the
first index file 20 includes the design data 213 for com-
manding to display all characters in red. In the foregoing
case, with the web page that is created according to the
design data 213 of the first index file 20, all characters
of the main section 103 will be displayed in red. Moreover,
for example, the second index file 22 includes the design
data for commanding to display all characters in blue. In
the foregoing case, with the web page that is created
according to the design data of the second index file 22,
all characters of the main section 103 will be displayed
in blue.
[0069] The multi-function system 2 of the first embod-
iment has been explained in detail. In the first embodi-
ment, the PC 70 can create HTML format data from an
XML format file ("top.xml", "configure_tcpip.xml", etc.)
according to the command 200 of the index file 20 (or
22) described in JavaScript (registered trademark). The

command 212 includes the design data 213 for deter-
mining the design to be displayed. Thus, it is possible to
configure the PC 70 to create HTML format data in which
the design to be displayed has been determined. In this
case, the multi-function device 10 is not required to create
the data (HTML format data in which the design has been
determined) to be displayed on the main section 103 of
Fig.2 and Fig.3. Thus, the load required for the multi-
function device 10 to execute the web server function
can be made smaller.
[0070] Moreover, in the first embodiment, the com-
mand 200 described in JavaScript (registered trademark)
is a command for updating only the main section 103.
Accordingly, when updating the web page 100 of Fig.2
to the web page 120 of Fig.3, the PC 70 updates only
the main section 103 without changing the display con-
tents of the menu section 102 and the footer section 104.
The multi-function device 10 is not required to send the
data (data of the menu section 102 and the footer section
104) for updating the overall web page, and only needs
to send the data for updating the main section 103. Thus,
the load of the multi-function device 10 can be made
smaller.
[0071] Moreover, in the first embodiment, the multi-
function device 10 stores the plurality of index files 20,
22. The index files 20, 22 have mutually different design
data 213. The user can select the URL to be input into
the PC 70 in order to acquire the index files 20, 22. Spe-
cifically, the user can send the request for the index files
20, 22 corresponding to the web page of the intended
design from the PC 70 to the multi-function device 10.
According to the first embodiment, the user can display
the web page of the intended design on the PC 70.
[0072] Modified examples of the first embodiment are
shown below.
[0073] (1) The commands (for example, commands
202, 210, etc.) that are described in the first index file 20
may be included in an external file. The first index file 20
may include, for example, in substitute for a specifically
described command (such as the commands 202, 210),
a command for sending a request for the external file
which includes the specifically described command.
[0074] (2) CSV, tab separated variable text, independ-
ent language (independent format) determined by a ven-
dor of the multi-function device 10, HTML, XHTML, or
the like may also be adopted in substitute for XML XHTML
or the like may also be adopted in substitute for HTML

(Second Embodiment)

[0075] The multi-function system of the second em-
bodiment will be explained below. The multi-function sys-
tem 2 of the second embodiment has approximately the
same configuration as the configuration of the first em-
bodiment shown in Fig.1. More specifically, the multi-
function device 10 of the second embodiment differs from
the multi-function device 10 of the first embodiment only
in that the ROM 14 is storing only one index file (only the
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index file 1020), and is otherwise equivalent to the multi-
function device 10 of the first embodiment. The contents
of the index file 1020 in the second embodiment are dif-
ferent from the contents of the index file 1020 in the first
embodiment. The configuration of the PC 70 in the sec-
ond embodiment is equivalent to the configuration of the
PC 70 in the first embodiment.

(Example of Web Page)

[0076] An example of a web page to be displayed on
the web browser of the PC 70 will be explained. How a
web page is created will be explained in detail after the
contents of the web page are explained. The user can
input the website URL of the multi-function device 10 into
the PC 70 by operating the operation unit 84 of the PC
70. Consequently, the PC 70 sends a GET request to
the multi-function device 10, and the multi-function de-
vice 10 sends a response. Then, as shown in Fig.10, the
PC 70 displays a web page 1120 on the display unit 82.
The web page 1120 includes a menu section 102, a main
section 103, and a footer section 104. The menu section
102 includes a plurality of character strings 106 to 112.
The main section 103 includes a character string 1122
of "FAX Settings", and a plurality of character strings
1124, 1126. On the web page 1120, nothing is displayed
in a portion 1128 in the main section 103. The footer
section 104 includes a copyright indication 116.
[0077] In a state where the web page 1120 is displayed
on the display unit 82, the user can click any one of the
character strings 1124, 1126 by operating the operation
unit 84. Consequently, the PC 70 sends a GET request
to the multi-function device 10, and the multi-function de-
vice 10 sends a response. Then, as shown in Fig.11, the
PC 70 displays a web page 1130 on the display unit 82.
The web page 1130 illustrated in Fig.11 is a web page
that is displayed when the character string 1126 of "Re-
port Settings" is clicked.
[0078] The web page 1130 is the same as the web
page 1120 regarding the portions other than the portion
1128 in the main section 103. The web page 1130 differs
from the web page 1120 only regarding the portion 1128
in the main section 103. The portion 1128 displays setting
input interface display data 1132. The setting input inter-
face display data 1132 includes a character string 1134,
setting data 1136, a cancel key 1138, and a submit key
1140. The character string 1134 is the character string
of "Report Settings" corresponding to the character string
1126 that was clicked on the web page 1120 of Fig.10.
The setting data 1136 is data concerning the setting
which is currently set in the multi-function device 10. The
setting data 1136 shows that a report of the FAX com-
munication record is output for every fifty FAX commu-
nications. If the character string 1124 is clicked on the
web page 1120 of Fig.10, the setting input interface dis-
play data corresponding to the character string 1124 is
displayed on the portion 1128 of the main section 103.
In the foregoing case also, only the portion 1128 is up-

dated, and the display content of the other portions is not
changed.
[0079] In a state where the web page 1130 is dis-
played, the user can change the setting data 1136 and
click the submit key 1140 by operating the operation unit
84. Consequently, the PC 70 sends a POST request to
the multi-function device 10, and the multi-function de-
vice 10 sends a response. Then, as shown in Fig.12, the
PC 70 displays a web page 1150 on the display unit 82.
[0080] The menu section 102 and the footer section
104 of the web page 1150 are the same as those of the
web page 1130. Only the main section 103 of the web
page 1150 differs from that of the web page 1130. The
main section 103 includes a character string 1152 of
"OK". This means that an affirmative response was re-
ceived from the multi-function device 10 in response to
the POST request. Alternately, a negative response
could also be received from the multi-function device 10
in response to the POST request. In this case, a character
string of "error" (not shown) is displayed on the main sec-
tion 103 (while the other portions 102, 104 are not
changed).
[0081] In a state where the web page 1120 of Fig.10
(or the web page 1130 or 1150 of Fig.11 or Fig.12) is
displayed on the display unit 82, the user can click any
one of the character strings 106 to 112 of the menu sec-
tion 102 by operating the operation unit 84. Consequent-
ly, the PC 70 sends the GET request to the multi-function
device 10, and the multi-function device 10 sends the
response. Then, as shown in Fig.13, the PC 70 displays
a web page 1170 on the display unit 82. The web page
1170 illustrated in Fig.13 is a web page that is displayed
when the character string 110 of "Copy Settings" is
clicked. If the other character strings 106, 108, 112 are
clicked, the web page corresponding to the clicked char-
acter strings 106, 108, 112 is displayed. If the character
string 108 is clicked, the web page 1120 shown in Fig.
10 is displayed.
[0082] The menu section 102 and the footer section
104 of the web page 1170 are the same as those of the
web page 1120. Only the main section 103 of the web
page 1170 differs from that of the web page 1120. The
main section 103 of the web page 1170 includes setting
input interface display data 1190. The setting input inter-
face display data 1190 includes a character string 1172,
setting data 1174, 1176, a cancel key 1178, and a submit
key 1180. The character string 1172 is the character
string of "Copy Settings" corresponding to the character
string 110 that was clicked on the web page 1120 of Fig.
10. The setting data 1174, 1176 are data concerning the
settings that are currently set in the multi-function device
10. The setting data 1174 shows that the resolution is
"XXX". The setting data 1176 shows that the paper size
is "A4".
[0083] In a state where the web page 1170 is dis-
played, the user can change the setting data 1174 and/or
1176 and click the submit key 1180 by operating the op-
eration unit 84. Consequently, the PC 70 sends the POST
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request to the multi-function device 10, and the multi-
function device 10 sends the response. Then, the PC 70
displays a web page (for example, the web page 1150
of Fig.12) in which the character string (OK or error) cor-
responding to the response is disposed in the main sec-
tion 103.

(Commands to be Communicated between PC and Multi-
Function Device)

[0084] The commands to be communicated for dis-
playing the web pages 1120, 1130, 1150, 1170 shown
in Fig.10 to Fig.13 on the PC 70 are now explained. The
respective commands are sent as a result of the CPU 72
of the PC 70 executing processing according to the basic
program 76, and the CPU 12 of the multi-function device
10 executing processing according to the server function
program 18.
[0085] As described above, the user can input the web-
site URL of the multi-function device 10 into the PC 70
by operating the operation unit 84 of the PC 70. The PC
70 sends a GET request corresponding to the URL that
was input by the user. When the multi-function device 10
receives the GET request, the multi-function device 10
sends a response including the index file 1020.

(Contents of Index File)

[0086] Fig.14 shows an example of the contents of the
index file 1020. The index file 1020 includes a file name
of "index.html" and is written in the HTML format. The
index file 1020 includes commands 1202, 1204, 1206 for
acquiring three external files. The fact that the commands
1202, 1204, 1206 are included in the index file 1020 is
equivalent to that the contents of three external files are
described in the index file 1020. The extension of the
three external files is "js". This extension shows that the
three external files are described in JavaScript (regis-
tered trademark). The contents of the three external files
will be explained in detail later.
[0087] The index file 1020 includes a command 1212
that is specified with a menu tag 1210. The command
1212 is a command for designating the display content
of the menu section 102 (refer to Fig.10). Specifically,
the command 1212 is a command for displaying the char-
acter string 106 to 112 of Fig.10. The command 1212
includes a command 1214 for displaying a character
string 108 of "FAX Settings", and a command 1216 for
displaying a character string 110 of "Copy Settings". Al-
though not shown in Fig. 14, the command 1212 includes
commands for displaying other character strings 106,
112 ("Configure TCP/IP", "Status Information", "MENU",
etc.).
[0088] The index file 1020 includes a command 1222
that is specified with a menu tag 1220. The command
1222 is a command for designating the display content
of the main section 103 (refer to Fig.10). Specifically, the
command 1222 is a command for displaying the charac-

ter strings 1122, 1124, 1126 of Fig.10. The command
1222 includes a command 1224 for displaying a charac-
ter string 1124 of "Set Auto Dial", and a command 1226
for displaying a character string 1126 of "Report Set-
tings". Although not shown in Fig. 14, the command 1222
also includes commands for displaying another character
string 1122 ("FAX Settings"). Moreover, the command
1222 includes a command 1232 that is specified with a
setting tag 1230. The command 1232 is a command for
designating the display contents of the portion 1128 in
the main section 103 (refer to Fig.10). With the web page
1120 of Fig.10 in the second embodiment, nothing is dis-
played in the portion 1128. Accordingly, the command
1232 is a command for displaying nothing.
[0089] The index file 1020 includes a command 1242
that is specified with a footer tag 1240. The command
1242 is a command for designating the display contents
of the footer section 104 (refer to Fig.10). Although not
shown in Fig. 14, the command 1242 includes a com-
mand for displaying a copyright indication 116 (refer to
Fig.10).
[0090] The PC 70 can display the web page 1120
shown in Fig.10 according to the index file 1020. Specif-
ically, the PC 70 can display the menu section 102 in
which the character strings 106 to 112 are disposed ac-
cording to the commands 1214, 1216, and the like. More-
over, the PC 70 can display the main section 103 in which
the character strings 1122, 1124, 1126 are disposed ac-
cording to the commands 1224, 1226 and the like. In
addition, the PC 70 can display the footer section 104 in
which the copyright indication 116 is displayed according
to the command 1242.
[0091] As described above, in a state where the web
page 1120 of Fig.10 (or the web page 1130, 1150 or 1170
of Fig.11 to Fig.13) is displayed on the display unit 82,
the user can click any one of the character strings 106
to 112 of the menu section 102. In this case, the PC 70
executes the function that is designated with the charac-
ter string of "loadMain" according to the commands 1214,
1216 of the index file 1020 of Fig.14. This function is
described in the external file (hereinafter referred to as
the "load file") of the file name of "load.js" which is ac-
quired according to the command 1202.

(Contents of Load File)

[0092] Fig.15 shows an example of the contents of the
load file 1250. The load file 1250 is described according
to JavaScript (registered trademark). JavaScript (regis-
tered trademark) shows the principle of the processing
to be executed. Although the respective commands are
illustrated simply in Fig.15, they may also include error
processing or a script to be compatible with the respective
browsers. For example, the load file 1250 may include a
script or the like of the command 1332 shown in Fig. 17.
The load file 1250 includes a load main command 1260,
and a display main command 1270. The load main com-
mand 1260 is specified with a character string of "load-
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Main", and is executed according to the commands 1214,
1216 of Fig.14. The load main command 1260 includes
a command 1262 for sending an XML Http request, and
a command 1264 for executing the display main com-
mand 1270. The display main command 1270 includes
a command 1272 for displaying a response with respect
to the XML Http request. The command 1272 is a com-
mand for describing (writing) said response in the com-
mand 1222 (command for designating the display con-
tent of the main section 103) of Fig.14.
[0093] For example, if the character string 110 (Copy
Settings) of Fig.10 is clicked, the PC 70 executes the
load main command 1260 of Fig.15 according to the com-
mand 1216 of Fig.14. The PC 70 sends a request for a
file having a file name of "copy_settings.html" that is de-
scribed in the command 1216 according to the command
1262 included in the load main command 1260. Specif-
ically, the PC 70 sends a request including the character
string of "copy_settings.html". Then, the multi-function
device 10 sends a response including the file "copy_set-
tings.html". The PC 70 executes the display main com-
mand 1270 according to the command 1264 of Fig.15.
Specifically, the PC 70 writes the data included in the file
"copy_settings.html" (the data of the response) into the
command 1222 of Fig. 14 according to the command
1272 included in the display main command 1270. Con-
sequently, the PC 70 displays the setting input interface
display data 1190 (refer to Fig.13) on the main section
103 according to the data that is written into the command
1222. The PC 70 updates only the main section 103 with-
out changing the contents of the menu section 102 and
the footer section 104. The web page 1170 shown in Fig.
13 is thereby displayed.
[0094] As described above, in a state where the web
page 1120 of Fig.10 (or web page 1130 of Fig.11) is dis-
played on the display unit 82, the user can click any one
of the character strings 1124, 1126. In the foregoing case,
the PC 70 executes the function that is designated with
the character string of "loadSettings" according to the
commands 1224, 1226 of the index file 1020 of Fig.14.
This function is described in the load file 1250 of Fig.15.
[0095] The load file 1250 includes a load setting com-
mand 1280, and a display setting command 1290. The
load setting command 1280 is specified with a character
string of "loadSettings", and is executed according to the
commands 1224, 1226 of Fig.14. The load setting com-
mand 1280 includes a command 1282 for sending an
XML Http request, and a command 1284 for executing
the display setting command 1290. The display setting
command 1290 includes a command 1292 for displaying
the response with respect to the XML Http request. The
command 1292 is a command for describing (writing)
said response in the command 1232 (command for des-
ignating the display content of the portion 1128 of the
main section 103) of Fig.14.
[0096] For example, if the character string 1126 (Re-
port Settings) of Fig.10 is clicked, the PC 70 executes
the load setting command 1280 of Fig.15 according to

the command 1226 of Fig.14. The PC 70 sends a request
for a file having a file name of "report_settings.html" de-
scribed in the command 1226 according to the command
1282 included in the load setting command 1280. Spe-
cifically, the PC 70 sends a request including a character
string of "report_settings.html". Then, the multi-function
device 10 sends a response including the file "report_
settings.html". The PC 70 executes the display setting
command 1290 according to the command 1284. Spe-
cifically, the PC 70 writes the data included in the file
"report_settings.html" (the data of the response) into the
command 1232 of Fig. 14 according to the command
1292 included in the display setting command 1290. Con-
sequently, the PC 70 displays the setting input interface
display data 1132 (refer to Fig.11) in the portion 1128 of
the main section 103 according to the data that is written
into the command 1232. The PC 70 updates only the
portion 1128 without changing the display contents other
than the portion 1128. The web page 1130 shown in Fig.
11 is thereby displayed.
[0097] As described above, in a state where the web
page 1130 of Fig.11 is displayed on the display unit 82,
the user can change the setting data 1136 and click the
submit key 1140. Moreover, in a state where the web
page 1170 of Fig.13 is displayed on the display unit 82,
the user can change the setting data 1174 and/or 1176
and click the submit key 1180. When the submit keys
1140, 1180 are clicked, the PC 70 executes processing
according to an external file (hereinafter referred to as
the "post file") having a file name of "post.js" that is ac-
quired according to the command 1206 of the index file
1020 of Fig.14. In the index file 1020 of Fig.14, a com-
mand for executing the processing according to the post
file when the submit keys 1140, 1180 are clicked is not
shown. In reality, the index file 1020 includes a command
that is specified with a tag of the character string of "form"
(command for executing the processing according to the
post file). This command will be explained in detail later.

(Contents of Post File)

[0098] Fig.16 shows an example of the contents of the
post file 1300. The post file 1300 is described according
to JavaScript (registered trademark). The post file 1300
includes a FAX setting post command 1310, and a copy
setting post command 1320. In Fig. 16, post commands
corresponding to other settings (for example, the setting
of TCP/IP) are not shown.
[0099] The FAX setting post command 1310 is exe-
cuted when the submit key in the setting input interface
display data concerning FAX is clicked. For example, the
FAX setting post command 1310 is executed when the
submit key 1140 in the setting input interface display data
1132 of Fig.11 is clicked. The FAX setting post command
1310 includes a command 1312 and a command 1314.
The command 1312 is a command for creating data in-
cluding the setting data 1136 that is currently being dis-
played in the setting input interface display data 1132
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(i.e. setting data that has been changed by the user).
Hereinafter, the data including the setting data that has
been changed by the user is referred to as the "setting
change data". The command 1314 is a command for ex-
ecuting the function that is designated with the character
string of "post_request" .
[0100] The copy setting post command 1320 is exe-
cuted when a submit key in the setting input interface
display data concerning copy is clicked. For example,
the copy setting post command 1320 includes a com-
mand 1322 and a command 1324. The command 1322
is a command for creating the setting change data in-
cluding the setting data 1174, 1176 that is currently being
displayed in the setting input interface display data 1190
in Fig.13 (i.e. setting data that has been changed by the
user). The command 1324 is a command for executing
the function that is designated with the character string
of "post_request". The function that is designated with
the command 1314 of the FAX setting post command
1310 or the command 1324 of the copy setting post com-
mand 1320 is described in an external file (hereinafter
referred to as the "post request file") having a file name
of "post_request.js" that is acquired according to the
command 1204 of the index file 1020 of Fig.14.

(Contents of Post Request File)

[0101] Fig.17 and Fig.18 show an example of the con-
tents of the post request file 1330. Fig.18 shows the sub-
sequent contents of Fig.17. The post request file 1330 is
described according to JavaScript (registered trade-
mark). As shown in Fig.17, the post request file 1330
includes a command 1332 for sending a POST request,
a command 1334 for executing the function (get_re-
sponse) when receiving a response, and a command
1336 for putting the setting change data in the POST
request. Although it will be explained in detail later, the
multi-function device 10 determines whether the setting
change data included in the POST request complies with
the multi-function device 10 and be applicable thereto,
and changes the response according to the determina-
tion result. When the PC 70 receives this response, the
PC 70 executes the command 1340 shown in Fig.18 ac-
cording to the command 1334.
[0102] The command 1340 includes a command 1350
that is to be executed when an affirmative response is
received, and a command 1352 to be executed when a
negative response is received. The command 1350 is a
command for displaying the affirmative response (result).
The "id" that is designated in the command 1350 is the
"main" that is designated in the commands 1314, 1324
and the like of Fig.16. Specifically, the command 1350
is a command for describing (writing) the affirmative re-
sponse in the command 1222 (command for designating
the display content of the main section 103) of Fig.14.
When executing the command 1350, the PC 70 writes
the data for displaying the character string 1152 of "OK"
into the command 1222 of Fig.14. The web page 1150

shown in Fig.12 is thereby displayed. The PC 70 updates
only the main section 103 without changing the contents
of the menu section 102 and the footer section 104. More-
over, the command 1352 is a command for displaying
the negative response (error). The "id" that is designated
in the command 1352 is also the "main" that is designated
in the commands 1314, 1324 and the like of Fig.16. Spe-
cifically, the command 1352 is a command for describing
(writing) the negative response in the command 1222
(command for designating the display content of the main
section 103) of Fig.14. When executing the command
1352, the PC 70 writes the data for displaying the char-
acter string (not shown) of "error" into the command 1222
of Fig.14. In this case also, the PC 70 updates only the
main section 103 without changing the contents of the
menu section 102 and the footer section 104.

(Processing Executed by Multi-Function Device)

[0103] The processing executed by the multi-function
device 10 is now explained. Fig. 19 shows a flowchart of
the processing to be executed by the multi-function de-
vice 10. The multi-function device 10 is monitoring the
reception of the GET request (S2). As described above,
when the website URL of the multi-function device 10 is
input into the PC 70, the PC 70 sends the GET request
to the multi-function device 10. Moreover, the PC 70 also
sends the GET request when executing the commands
1262, 1282 of Fig.15. When the multi-function device has
received the GET request, the determination is "YES" at
S2.
[0104] If the determination is "YES" at S2, the multi-
function device 10 determines whether it is a request for
the index file 1020 (S4). When the request sent from the
PC 70 is received as a result of the website URL of the
multi-function device 10 being input, the determination
is "YES" at S4. In the foregoing case, the multi-function
device 10 sends a response including the index file 1020
(S6).
[0105] Meanwhile, if the determination is "NO" at S4,
the multi-function device 10 determines whether it is a
request for the setting input interface display data (S8).
When the request sent from the PC 70 is received ac-
cording to the commands 1262, 1282 of Fig.15, the de-
termination is "YES" at S8. In the foregoing case, the
multi-function device 10 executes the following process-
ing based on the file name included in the request. The
processing contents are now explained on the assump-
tion that the file name of "copy_settings.html" (refer to
command 1216 of Fig. 14) is included in the request. The
files 24 that are stored in the ROM 14 of the multi-function
device 10 include a file having the file name of "copy_
settings.html". Specifically, the ROM 14 stores an asso-
ciation of the character string of "copy_settings.html" and
the setting input interface display data concerning copy
(refer to reference numeral 1190 of Fig. 13). The setting
storage area 32 of the NVRAM 30 of the multi-function
device 10 stores the current setting concerning copy. The
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multi-function device 10 writes the current setting con-
cerning copy (in the example of Fig.13, resolution "XXX"
and paper size "A4") into the file "copy_settings.html".
Subsequently, the multi-function device 10 sends the re-
sponse including the file "copy_settings.html" (S10).
[0106] Moreover, for instance, if the file name of
"report_settings.html" (refer to command 1226 of Fig.14)
is included in the request, the multi-function device 10
executes the following processing. The files 24 that are
stored in the ROM 14 of the multi-function device 10 in-
clude a file having the file name of "report_settings.html".
Specifically, the ROM 14 stores an association of the
character string of "report_settings.html" and the setting
input interface display data concerning FAX report (refer
to reference numeral 1132 of Fig.11). The setting storage
area 32 of the NVRAM 30 of the multi-function device 10
stores the current setting concerning FAX report. The
multi-function device 10 writes the current setting con-
cerning FAX report (in the example of Fig.11, "Every 50
FAXes") into the file "report_settings.html". Subsequent-
ly, the multi-function device 10 sends the response in-
cluding the file "copy_settings.html" (S10).
[0107] If the determination is "NO" at S8, the multi-
function device 10 sends a response including data ac-
cording to the GET request (S12). For example, the files
24 of the ROM 14 include the load file 1250, the post file
1300, and the post request file 1330. When the request
for the file 1250, 1300 or 1330 is received, the multi-
function device 10 sends a response including the cor-
responding file 1250, 1300 or 1330 at S12.
[0108] The multi-function device 10 is monitoring the
reception of the POST request (S 14). If the PC 70 has
sent the POST request according to the command 1332
(refer to Fig.17) of the post request file 1330 and the
multi-function device 10 has received the POST request,
the determination is "YES" at S 14. In the foregoing case,
the multi-function device 10 determines whether the set-
ting change data included in the POST request complies
with the multi-function device 10 (S16). For example, if
a resolution that exceeds the highest resolution that is
executable by the main function 10 is input in the setting
input interface display data 1190 of Fig. 13 and such in-
applicable resolution is included in the POST request,
the determination is "NO" at S16. There are various types
of criteria for S16. For example, the determination is also
"NO" at S16 if a paper size included in the POST request
does not comply with the paper sizes which the multi-
function device 10 can print. In addition, the determina-
tion is also "NO" at S 16 if the setting concerning FAX,
the setting concerning TCP/IP, and the like of the setting
change data included in the POST request does not com-
ply with the available settings of the multi-function device
10.
[0109] If the determination is "NO" at S16, the multi-
function device 10 sends an error response (S22). Then,
the PC 70 displays the character string of "error" on the
main section 103 according to the command 1352 of Fig.
18. Meanwhile, if the determination is "YES" at S16, at

S18, the multi-function device 10 updates the memory
content of the setting storage area 32 with the setting
change data included in the POST request received at
S14. Consequently, the multi-function device 10 will use
the setting data newly stored in the setting storage area
32 when executing the subsequent processing. After
completing S18, the multi-function device 10 sends an
OK response which is different from the error response
sent at S22 (S20). Then, the PC 70 displays the character
string of "OK" on the main section 103 according to the
command 1350 of Fig. 18 (refer to Fig.12).
[0110] The multi-function system 2 of the second em-
bodiment has been explained in detail. According to the
second embodiment, the PC 70 can update the display
of only the main section 103 without changing the display
of the menu section 102 and the footer section 104 ac-
cording to the display main command 1270 (refer to Fig.
15) of the load file 1250. The multi-function device 10 is
not required to send data corresponding to the menu sec-
tion 102 and the footer section 104 when sending the
response with respect to the request sent from the PC
70 according to the command 1262 (refer to Fig.15) of
the load file 1250. The multi-function device 10 is not
required to send data for updating the entire web page,
and only needs to send data that is required for the update
of a part of the web page. Thus, the load of the multi-
function device 10 can be made small with this respect.
[0111] The PC 70 can update the display of only the
portion 1128 of the main section 103 according to the
display setting command 1290 (refer to Fig.15) of the
load file 1250. The multi-function device 10 is not required
to send extra data for updating the portions other than
the portion 1128 upon sending the response to the re-
quest sent from the PC 70 according to the command
1282 (refer to Fig.15) of the load file 1250. The multi-
function device 10 is not required to send data for updat-
ing the entire web page, and only needs to send smaller
sized data that is required for the update. Thus, the load
of the multi-function device 10 can be made small.
[0112] Moreover, the PC 70 can update only the main
section 103 to the data corresponding to the response
with respect to the POST request and display the same
according to the commands 1350, 1352 (refer to Fig.18)
of the post request file 1330. The multi-function device
10 is not required to send data for updating the portions
other than the main section 103 upon sending the re-
sponse to the POST request. The multi-function device
10 is not required to send data for updating the entire
web page, and only needs to send data that is required
for the update. Thus, the load of the multi-function device
10 can be made small.

(Third Embodiment)

[0113] The third embodiment is now explained. Fore-
most, an example of a web page to be displayed on the
web browser of the PC 70 is explained. Fig.20 shows an
example of a web page 1400 to be displayed on the PC
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70. The menu section 102 and the footer section 104 of
the web page 1400 are the same as those of the second
embodiment. The contents of the main section 103 differ
from the second embodiment. The main section 103 in-
cludes a portion 1410 for displaying the status of the mul-
ti-function device 10. In the example of Fig.20, a charac-
ter string 1412 of "sleep" is displayed in the portion 1410.
[0114] The main section 103 includes an icon 1420 for
automatically updating the display content of the portion
1410. The user can click the icon 1420. When the icon
1420 is clicked, the PC 70 periodically sends a GET re-
quest of the status. The multi-function device 10 sends
a response including the status according to the GET
request. Then, the PC 70 can display the current status
(e.g., character string 1432 of "printing" in Fig.21) as
shown on the web page 1430 of Fig.21. The PC 70 up-
dates and displays only the portion 1410 to the status
included in the response without changing the contents
of portions other than the portion 1410.

(Contents of Status File)

[0115] Contents of the file (hereinafter referred to as
the "status file") that are required for the PC 70 to display
the web pages 1400, 1430 of Fig.20 and Fig.21 are now
explained. Fig.22 shows an example of a status file 1500.
The third embodiment uses the status file 1500 in sub-
stitute for the index file 1020.
[0116] The status file 1500 includes a file name of "sta-
tus.html", and is described in the HTML format. The sta-
tus file 1500 includes commands 1510, 1520, 1530 de-
scribed according to JavaScript (registered trademark).
The command 1510 is a command for designating the
timing of executing the GET status command 1520 de-
scribed later. In the ensuing explanation, the command
1520 is referred to as the "GET status command" and
the command 1530 is referred to as the "display status
command".
[0117] The GET status command 1520 includes a
command 1522 for sending an XML Http request, and a
command 1524 for executing the display status com-
mand 1530. The display status command 1530 includes
a command 1532 for displaying the response with re-
spect to the XML, Http request. The command 1532 is a
command for describing (writing) the response in the
command 1540 described later (command for designat-
ing the display content of the portion 1410 of the main
section 103). The status file 1500 includes a command
1540 that is specified with a status tag. The command
1540 is a command for designating the display content
of the portion 1410 of the main section 103. Although not
shown in Fig.22, the status file 1500 additionally includes
a command (command corresponding to the command
1212 of Fig.14) for designating the display content of the
menu section 102, a command for displaying the icon
1420 of the main section 103, and a command (command
corresponding to the command 1242 of Fig. 14) for des-
ignating the display content of the footer section 104.

[0118] The PC 70 periodically executes the GET status
command 1520 according to the timing described in the
command 1510. The PC 70 sends a request for the status
(status.txt) according to the command 1522 of the GET
status command 1520. Then, the multi-function device
10 sends a response including the current status. The
PC 70 executes the display status command 1530 ac-
cording to the command 1524. Specifically, the PC 70
writes the status included in the response into the com-
mand 1540 according to the command 1532 included in
the display status command 1530. Then, only the portion
1410 of the main section 103 is updated to the status
included in the response and displayed. The PC 70 up-
dates and displays only the portion 1410 without chang-
ing the contents other than the portion 1410. The web
page 1430 shown in Fig.21 is thereby displayed.
[0119] The multi-function system 2 of the third embod-
iment has been explained in detail. According to the third
embodiment, the PC 70 is able to update only the portion
1410 of the main section 103 according to the display
status command 1530 (refer to Fig.22) of the status file
1500 and display the update thereof. The multi-function
device 10 is not required to send data for updating the
portions other than the portion 1410 upon sending the
response to the request sent from the PC 70 according
to the command 1522 (refer to Fig.22) of the status file
1500. The multi-function device 10 is not required to send
data for updating the entire web page, and only needs
to send data that is required for the update of portion
1410. Thus, the load of the multi-function device 10 can
be made small.

(Fourth Embodiment)

[0120] The fourth embodiment is now explained. The
contents of the status file of the fourth embodiment differ
from the contents of the status file of the third embodi-
ment. Fig.23 shows an example of a status file 1500a of
the fourth embodiment. The command 1526 of the status
file 1500a differs from the third embodiment. The com-
mand 1526 is a command for put the status (for example,
"sleep" in the case of Fig.20) to be displayed on the web
page into the request to be sent according to the com-
mand 1522. Moreover, the command 1536 of the status
file 1500a differs from the third embodiment. The com-
mand 1536 is a command for executing the command
1532 on a condition that the content of the response is
not empty. Specifically, the command 1536 is a com-
mand for not executing the command 1532 if the content
of the response is empty.
[0121] The processing to be executed by the multi-
function device 10 in the fourth embodiment is now ex-
plained. Fig.24 shows a flowchart of the processing to
be executed by the multi-function device 10 in the fourth
embodiment. The multi-function device 10 is monitoring
the reception of the GET request (S40). When the request
sent from the PC 70 is received according to the com-
mand 1522 of Fig.23, the determination is "YES" at S40.
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As described above, this request includes the status that
is displayed on the PC 70 when this request has been
sent.
[0122] If the determination is "YES" at S40, the multi-
function device 10 acquires its own current status (S42).
Subsequently, the multi-function device 10 determines
whether the status included in the request received at
S40 is identical to the status acquired according to S42
(S44). If the determination is "YES" in the foregoing case,
the multi-function device 10 sends an empty response
(S46). Specifically, the multi-function device 10 sends a
response that does not include the status. In the forego-
ing case, the PC 70 does not execute the command 1532
since the condition of the command 1536 of Fig.23 is not
satisfied. As a result, the portion 1410 of the web pages
1400, 1430 is not updated. Meanwhile, if the determina-
tion is "NO" at S44, the multi-function device 10 sends a
response including the status that was acquired at S42
(S48). In the foregoing case, the PC 70 executes the
command 1532. Then, the portion 1410 of the web pages
1400, 1430 is updated to the status that is included in
the response.
[0123] According to the fourth embodiment, the PC 70
can send a request including the status that is displayed
on the web page according to the command 1526. The
multi-function device 10 sends a response including the
current status only in a situation when the status dis-
played on the web page is different from the current status
of the multi-function device 10 (S48 of Fig.24). The multi-
function device 10 sends a response that does not in-
clude the status if the status displayed on the web page
is different from the current status of the multi-function
device 10 (S46 of Fig.24). Specifically, the multi-function
device 10 is not required to create a response including
the status if there is no change in the status, and only
needs to send an empty response. Thus, the load of the
multi-function device 10 can be made small in this re-
spect. Data of a large size, such as images, can be used
as the data showing the status included in the response
from the multi-function device 10. The multi-function de-
vice 10 is not required to send large-size data if there is
no change in the status. The technology of the fourth
embodiments is effective also from the perspective of
reducing the load of the network between the multi-func-
tion device 10 and the PC 70.
[0124] Modified examples of the second to fourth em-
bodiments are shown below.
[0125] (1) The commands (for example, commands
1212, 1222, 1242, etc.) that are described in the index
file 1020 may be included in the external file. Specifically,
the index file 1020 may include, for example, in substitute
for a specifically described command (such as com-
mands 1212, 1222, 1242), a command for sending a re-
quest for the external file which includes the specifically
described command (such as commands 1212, 1222,
1242). Moreover, the load file 1250 and/or the post file
1300 and/or the post request file 1330 does not have to
be an external file. Specifically, the specifically described

commands of these files 1250, 1300, 1330 may be de-
scribed in the index file 1020.
[0126] (2) The commands (for example, commands
1520, 1530, etc.) described in the status files 1500, 1500a
may be included in the external file.

(Fifth Embodiment)

[0127] The fifth embodiment is now explained. The fifth
embodiment is broadly different from the second embod-
iment in the following ways. In the second embodiment,
when any one of the character strings 106 to 112, 1124,
1126 (refer to Fig.11, etc.) is clicked, the PC 70 sends a
request corresponding to the clicked character string to
the multi-function device 10. The multi-function device
10 sends a response including the setting input interface
display data (reference numeral 1132 of Fig.11, refer-
ence numeral 1190 of Fig.13, etc.). Consequently, the
PC 70 can update the display content of the main section
103 (or portion 1128). Meanwhile, the index file 1020a
of the fifth embodiment includes all setting input interface
display data. These setting input interface display data
may be included in the index file 1020a in a form of an
external file, or may directly be described in the index file
1020a. In the former case, the PC 70 sends a request
for all setting input interface display data and acquires
all setting input interface display data if the PC 70 re-
ceives the index file 1020a sent from the multi-function
device 10. When the character strings 106 to 112, 1124,
1126 are clicked, the PC 70 specified the setting input
interface display data corresponding to the clicked char-
acter string from the index file 1020a, and displays the
specified setting input interface display data.

(Contents of Index File)

[0128] Fig.25 shows an example of the contents of the
index file 1020a in the fifth embodiment. The index file
1020a includes commands 2402, 2404, 2406 for acquir-
ing the three external files. The command 2402 is a com-
mand for acquiring a file having a file name of "switch_
page.js". In the ensuing explanation, this file is referred
to as the "page file". The commands 2404, 2406 are the
same as the commands 1204, 1206 (refer to Fig.14) of
the index file 1020 in the second embodiment.
[0129] The index file 1020a includes a command 2412
that is specified with a menu tag 2410. The command
2410 is a command for displaying the character strings
106 to 112 (refer to Fig.10). The command 2410 includes
a command 2414 for displaying a character string 108 of
"FAX Settings", and a command 2416 for displaying a
character string 110 of "Copy Settings". These com-
mands 2414, 2416 differ from the commands 1214, 1216
(refer to Fig.14) of the second embodiment in that the
commands 2414, 2416 are commands for executing the
function of "switchPage" when clicked.
[0130] The index file 1020a includes another com-
mand 2422 that is specified with a main tag 2420. The
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command 2422 includes a command 2432 that is spec-
ified with a FAX setting tag 2430. The command 2432 is
a command for executing processing according to the
post file 1300. Moreover, the command 2422 includes a
command 2442 that is specified with a copy setting tag
2440. The command 2442 is a command for executing
processing according to the post file 1300. In the fifth
embodiment, the commands 2432, 2442 that are speci-
fied with the tag of the character string of "form" are pro-
vided with respect to each type of the settings (respective
setting input interface display data 1132, 1190). Specif-
ically, the command 2432 is provided regarding the set-
ting concerning FAX, and the command 2442 is provided
regarding the setting concerning copy. The index file
1020a includes a command 2452 that is specified with a
footer tag 2450 as in the second embodiment.
[0131] In a state where the web page 1120 of Fig.10
is displayed, the user can click the character strings 106
to 112 (refer to Fig.10). In the foregoing case, the PC 70
executes the function of "switchPage" according to the
command (for example, command 2414) corresponding
to the clicked character string. This function is described
in the page file having the file name of "switch_page.js"
that is acquired according to the command 2402.

(Contents of Page File)

[0132] Fig.26 shows an example of the contents of the
page file 2500. The page file 2500 is described according
to JavaScript (registered trademark). The page file 2500
includes a character string 2502 for specifying the func-
tion of "switchPage". The page file 2500 includes various
types of commands 2504, 2506, 2508. The command
2504 includes a character string of "main", and this
means that the main section 103 is being designated.
The commands 2504, 2506 are commands for erasing
the contents that are displayed on the main section 103.
The command 2508 is designating "id". This "id" means
the "main" that is designated in the command 2504. The
command 2508 is a command for displaying the setting
input interface display data corresponding to the clicked
character strings 106 to 112 on the main section 103.
[0133] For example, if the user clicks the character
string 108 (FAX Settings; refer to Fig.10 to Fig.13), the
PC 70 executes the command 2502 that is described in
the page file 2500 according to the command 2414 of
Fig.25. Specifically, the PC 70 switches the display con-
tent of the main section 103 to the setting input interface
display data 1132 concerning FAX (refer to Fig.11). Since
the setting input interface display data 1132 concerning
FAX is included in the index file 1020a, there is no need
to send a request. The PC 70 updates only the main
section 103 without changing the contents of the menu
section 102 and the footer section 104.
[0134] Moreover, for instance, if the user clicks the
character string 110 (Copy Settings; refer to Fig.10 to
Fig.13), the PC 70 executes the command 2502 that is
described in the page file 2500 according to the command

2416 of Fig.25. Specifically, the PC 70 switches the dis-
play content of the main section 103 to the setting input
interface display data 1190 concerning copy (refer to Fig.
13). In the foregoing case also, there is no need to send
a request. The PC 70 updates and displays only the main
section 103 without changing the contents of the menu
section 102 and the footer section 104.
[0135] The processing to be executed when the user
clicks the submit keys 1140, 1180 of Fig.11 and Fig.13
is the same as the processing in the second embodiment.
As described above, in the index file 1020a (Fig.25) of
the fifth embodiment, the commands 2432, 2442 that are
specified with the tag of the character string of "form" are
provided with respect to each type of the setting input
interface display data. Accordingly, in the fifth embodi-
ment (as with the second embodiment), the POST re-
quest is sent in page units. For example, when the submit
key 1140 is clicked in the setting input interface display
data 1132 concerning FAX (refer to Fig.11), a POST re-
quest including the setting data that has been input into
the setting input interface display data 1132 is sent. More-
over, for instance, if the submit key 1180 is clicked in the
setting input interface display data 1190 concerning copy
(refer to Fig.13), a POST request including the setting
data that has been input into the setting input interface
display data 1190 is sent.

(Sixth Embodiment)

[0136] In the fifth embodiment, the POST request is
sent in page units. In the sixth embodiment, the PC 70
can send a POST request including the entire settings
that that have been input in the plurality of setting input
interface display data 1132, 1190. The index file 1020b
for realizing this is now explained.

(Contents of Index File)

[0137] Fig.27 shows an example of the contents of the
index file 1020b in the sixth embodiment. The index file
1020b includes commands 2552, 2554, 2556 for acquir-
ing the three external files. These commands 2552, 2554,
2556 are the same as the commands 2402, 2404, 2406
(refer to Fig.25) of the index file 1020a in the fifth embod-
iment. Moreover, the commands 2562, 2564 are also the
same as the commands 2414, 2416 (refer to Fig.25) of
the index file 1020a in the fifth embodiment.
[0138] The index file 1020b includes a save command
2560. The save command 2560 is a command for exe-
cuting the function of "save". This function is described
in a post file described later. Moreover, in the index file
1020a of the fifth embodiment, the FAX setting tag 2430
is associated with the command 2432, and the copy set-
ting tag 2440 is associated with the command 2442.
Meanwhile, in the index file 1020b of the sixth embodi-
ment, one command 2572 (command for executing
processing according to the POST file) that is specified
with a tag 2570 of the character string of "form" is asso-
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ciated with both the FAX setting tag 2580 and the copy
setting tag 2590. Specifically, the command 2572 is pro-
vided with respect to each type of the settings (each of
setting input interface display data 1132, 1190).

(Contents of Post File)

[0139] The contents of a post file 2300a of the sixth
embodiment are now explained. The page file 2500 that
is acquired according to the command 2552 of the sixth
embodiment is the same as the fifth embodiment, and
the post request file 1330 that is acquired according to
the command 2554 is the same as the second embodi-
ment. Fig.28 shows an example of the contents of the
post file 2300a.
[0140] The post file 2300a includes a command 2620
to be executed according to the save command 2560
(refer to Fig.27) of the index file 1020b. The command
2620 is a command for storing the setting data 1136,
1174, 1176 of the setting input interface display data
1132, 1190 (refer to Fig.11 and Fig.13) that are displayed
when the user clicks the character strings 106 to 112,
1124, 1126 (refer to Fig.10). Moreover, the command
2600 of the post file 2300a is a command for including
only the setting data 1136, 1174, 1176, which have been
changed in the setting input interface display data 1132,
1190 (refer to Fig.11 and Fig. 13), into the POST request.
[0141] The user can switch the plurality of setting input
interface display data 1132, 1190 (refer to Fig.11 and
Fig.13) by clicking the character strings 106 to 112, 1124,
1126 (refer to Fig.10). For example, the user can display
the setting input interface display data 1132 (refer to Fig.
11), and thereafter display the setting input interface dis-
play data 1190 (refer to Fig.13). In the foregoing case,
the PC 70 stores the setting data 1136 ("Every 50 FAXes"
in the example of Fig.11) of the setting input interface
display data 1132 and the setting data 1174, 1176 ("XXX"
and "A4" in the example of Fig.13) of the setting input
interface display data 1190 according to the command
2620 of the post file 2300a. For example, the user can
change the setting data 1136 of the setting input interface
display data 1132 to "Every 100 FAXes", change the set-
ting data 1174 of the setting input interface display data
1190 to "YYY", and click the submit key 1180 of the set-
ting input interface display data 1190 without changing
the setting data 1176 of the setting input interface display
data 1190. In the foregoing case, the PC 70 includes the
changed settings "Every 100 FAXes" and "YYY" into the
POST request according to the command 2600 of the
post file 2300a. The PC 70 does not include the setting
data 1176, which was not changed, in the POST request.
[0142] The PC 70 can send the POST request to the
multi-function device 10. The multi-function device 10 de-
termines whether each of the plurality of setting data
("Every 100 FAXes" and "YYY" in the foregoing example)
included in the POST request is applicable to itself (refer
to S16 of Fig.19). If an affirmative determination result is
obtained regarding all setting data included in the POST

request, the multi-function device 10 changes the corre-
sponding memory contents of the setting storage area
32 (S18), and sends an affirmative response (S20).
Meanwhile, if a negative determination result is obtained
regarding at least one setting data that is included in the
POST request, the multi-function device 10 sends an er-
ror response without changing any of the memory con-
tents of the setting storage area 32 (S22).
[0143] Incidentally, if a negative determination result
is obtained regarding at least one setting data that is in-
cluded in the POST request while an affirmative deter-
mination result is obtained regarding the other setting
data, the multi-function device 10 may store the other
setting data whose applicability to the multi-function de-
vice 10 has been affirmed in the setting storage area 32.
In the foregoing case, the multi-function device 10 may
also send to the PC 70 the information concerning the
setting data in which an affirmative determination result
was obtained and/or the information concerning the set-
ting data in which a negative determination result was
obtained. The PC 70 may display the foregoing informa-
tion on the main section 103. The user will thereby be
able to know which setting data has been changed (or
which setting data has not been changed).
[0144] According to the sixth embodiment, the PC 70
can collectively send the setting data 1136, 1174, 1176
that are input in a plurality of web pages to the multi-
function device 10. Thus, the number of times that data
is communicated between the PC 70 and the multi-func-
tion device 10 in order to change the settings of the multi-
function device 10 can be reduced. Moreover, in the sixth
embodiment, the PC 70 sends only the setting data 1136,
1174, 1176 that were changed by the user to the multi-
function device 10. In comparison to the configuration in
which the setting data 1136, 1174, 1176 that were not
changed by the user is sent to the multi-function device
10, the size of data to be communicated will be smaller.
In addition, in the foregoing case, the load required for
the multi-function device 10 to analyze the POST request
will also be smaller.
[0145] Modified examples of the fifth and the sixth em-
bodiments are shown below.
[0146] (1) The commands (for example, commands
212, 222, 242, etc.) that are described in the index files
20, 1020, 1020a, 1020b may be included in an external
file. Specifically, the index files 20, 1020, 1020a, 1020b
may include, for example, in substitute for a specifically
described command, a command for sending a request
for the external file which includes that the specifically
described command. Moreover, the load file 1250 and/or
the post file 1300 and/or the post request file 1330 does
not have to be an external file. Specifically, the specifi-
cally described commands of these files 1250, 1300,
1330 may be described in the index files 20, 1020, 1020a,
1020b.
[0147] (2) The command 2600 of Fig.28 in the sixth
embodiment is a command for creating a POST request
including only the setting data 1136, 1174, 1176 that have
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been changed by the user. Nevertheless, the command
2600 of Fig.28 may also be a command for creating a
POST request including all setting data 1136, 1174, 1176
regardless of whether they have been changed by the
user.
[0148] The correspondence of the printer of the first
aspect of the present teachings and the multi-function
device 10 of the first embodiment is indicated below. The
first index file 20 and the second index file 22 are exam-
ples of the "command file" of the printer of the first aspect.
The "top.xml" that is requested according to the com-
mand 218 of Fig.6 and "configure_tcpip.xml" (XML file
250) that is requested according to the command 224 of
Fig.6 are examples of the "first data" of the printer of the
first aspect. The command 204 of Fig. 5 to be executed
according to the command 218 and the command 224
of Fig.6 are examples of the "first command" of the printer
of the first aspect. The command 212 of Fig.5 is an ex-
ample of the "second command" of the printer of the first
aspect. The design data 213 included in the command
212 of Fig.5 is an example of the "design data" of the
printer of the first aspect. The design data 213 is data for
causing the PC 70 to execute the flowchart of Fig.9. The
HTML data that is created from "top.xml" according to
the command 212 of Fig.6 and the HTML data that is
created from "configure_tcpip.xml" according to the com-
mand 212 of Fig.6 (XML file 250) are examples of the
"second data" of the printer of the first aspect. The com-
mand 214 of Fig.5 is an example of the "third command"
of the printer of the first aspect. If "top.xml" is an example
of the "first data", then "configure_tcpip.xml" is an exam-
ple of the "fourth data" of the printer of the first aspect. If
"configure_tcpip.xml" is an example of the "first data",
then "top.xml" is an example of the "fourth data".
[0149] The menu section 102 and the footer section
104 are examples of the "first portion" of the printer of
the first aspect. The main section 103 is an example of
the "second portion" of the printer of the first aspect. The
commands 222, 232, 242 of Fig.6 are examples of the
"fourth command" of the printer of the first aspect. The
command 224 of Fig.6 is an example of the "data for
displaying an object in the first portion (the object on
which the predetermined operation is to be performed)"
of the printer of the first aspect. The character strings 106
to 112 of Fig.2 are examples of the "object" of the printer
of the first aspect. A click is an example of the "predeter-
mined operation" of the printer of the first aspect. The
commands 222, 242 of Fig.6 are examples of the "first
section" of the printer of the first aspect. The command
232 of Fig.6 is an example of the "second section" of the
printer of the first aspect.
[0150] The correspondence of the printer of the second
aspect and the second embodiment is indicated below.
The index file 1020 is an example of the "command file"
of the printer of the second aspect. The menu section
102 and the footer section 104 are examples of the "first
portion" of the printer of the second aspect. The main
section 103 is an example of the "second portion" of the

printer of the second aspect. The character strings 106
to 112 and the description 116 (refer to Fig.10) that are
displayed according to the command 1212 and the com-
mand 1242 of Fig.14 are examples of the "first data" of
the printer of the second aspect. The character strings
1122 to 1126 (refer to Fig.10) that are displayed accord-
ing to the command 1222 are examples of the "second
data" of the printer of the second aspect. The commands
1212, 1222, 1242 of Fig.14 are examples of the "first
command" of the printer of the second aspect. The com-
mand 1262 of Fig.15 that is executed according to the
commands 1214, 1216 of Fig.14 is an example of the
"second command" of the printer of the second aspect.
The "fax_settings.html", "copy_settings.html" and the
like that are requested according to the commands 1214,
1216 of Fig.14 are examples of the "third data" of the
printer of the second aspect. The command 1272 of Fig.
15 is an example of the "third command" of the printer of
the second aspect.
[0151] The commands 1212, 1242 of Fig.14 are ex-
amples of the "first section" of the printer of the second
aspect. The command 1222 of Fig.14 is an example of
the "second section" of the printer of the second aspect.
The character strings 106 to 112 of Fig.10 are examples
of the "first object" of the printer of the second aspect. A
click is an example of the "predetermined operation" of
the printer of the second aspect. The character strings
1124, 1126 of Fig.10 are examples of the "second object"
of the printer of the second aspect. The "set_audio_di-
al.html", "report_settings.html" and the like that are re-
quested according to the commands 1224, 1226 of Fig.
14 are examples of the "fourth data" of the printer of the
second aspect. The command 1282 of Fig. 15 that is
executed by the commands 1224, 1226 of Fig.14 is an
example of the "fourth command" of the printer of the
second aspect. The command 1292 of Fig.15 is an ex-
ample of the "fifth command" of the printer of the second
aspect. The portion 1128 of the Fig.10 is an example of
the "part of the second portion" of the printer of the second
aspect.
[0152] The correspondence of the printer of the second
aspect and the third embodiment is indicated below. The
status file 1500 is an example of the "command file" of
the printer of the second aspect. The portions (menu sec-
tion 102, footer section 104, etc.) other than the portion
1410 are examples of the "first portion" of the printer of
the second aspect. The portion 1410 is an example of
the "second portion" of the printer of the second aspect.
The character strings 106 to 112, description 116, icon
1420 and the like (refer to Fig.20) that are displayed ac-
cording to the command that is specified with a "body"
tag of Fig.22 are examples of the "first data" of the printer
of the second aspect. The character string 1412 (refer to
Fig.20) that is displayed according to the command 1540
of Fig.22 is an example of the "second data" of the printer
of the second aspect. The command that is specified with
the "body" tag is an example of the "first command" of
the printer of the second aspect. The command 1522 of
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Fig.22 is an example of the "second command" of the
printer of the second aspect. The "status.text" that is re-
quested according to the command 1522 of Fig.22 is an
example of the "third data" of the printer of the second
aspect. The command 1532 of Fig.22 is an example of
the "third command" of the printer of the second aspect.
The portions other than the command 1540 among the
commands that are specified with the "body" tag of Fig.
22 are examples of the "first section" of the printer of the
second aspect. The command 1540 of Fig.22 is an ex-
ample of the "second section" of the printer of the second
aspect.
[0153] The correspondence of the printer of the third
aspect and the second embodiment is indicated below.
The index file 1020 is an example of the "command" file
of the printer of the third aspect. The menu section 102
and the footer section 104 are examples of the "first por-
tion" of the printer of the third aspect. The main section
103 is an example of the "second portion" of the printer
of the third aspect. The character strings 106 to 112 and
the description 116 (refer to Fig.10) that are displayed
according to the command 1212 and the command 1242
of Fig.14 are examples of the "first data" of the printer of
the third aspect. The setting input interface display data
1132 of Fig.11 and the setting input interface display data
1190 of Fig.13 are examples of the "setting input interface
display data" of the printer of the third aspect. The com-
mands 1260, 1270, 1280, 1290 of Fig.15 that are exe-
cuted according to the command 1212, 1222, 1242 of
Fig.14 and the commands 1214, 1216, 1224, 1226 of
Fig.14 are examples of the "first command" of the printer
of the third aspect. The command 1332 of Fig.17 is an
example of the "second command" of the printer of the
third aspect. The commands 1350, 1352 of Fig.18 are
examples of the "third command" of the printer of the third
aspect.
[0154] The commands 1212, 1242 of Fig.14 are ex-
amples of the "first section" of the printer of the third as-
pect. The command 1222 of Fig.14 is an example of the
"second section" of the printer of the third aspect. The
character strings 106 to 112 of Fig.10 are examples of
the "object" of the printer of the third aspect. A click is an
example of the "predetermined operation" of the printer
of the third aspect. The commands 1212, 1222, 1242 of
Fig.14 are examples of the "fourth command" of the print-
er of the third aspect. The commands 1260, 1270, 1280,
1290 of Fig. 15 that are executed according to the com-
mands 1214, 1216, 1224, 1226 of Fig.14 are examples
of the "fifth command" of the printer of the third aspect.
The command 1262 included in the command 1260 and
the command 1282 included in the command 1280 of
Fig.15 are examples of the "sixth command" of the printer
of the third aspect. The command 1272 included in the
command 1270 and the command 1292 included in the
command 1290 of Fig.15 are examples of the "seventh
command" of the printer of the third aspect. The ROM
14 of Fig.1 is an example of the "screen display data
storage unit" of the printer of the third aspect. The file 22

("fax_settings.html", "copy_settings.html", etc.) of Fig.1
is an example of the "association data" of the printer of
the third aspect.
[0155] The correspondence of the printer of the third
aspect and the fifth embodiment is indicated below. Ex-
planation of the same portions as the second embodi-
ment is omitted. The index file 1020a is an example of
the "command file" of the printer of the third aspect. The
commands 2412, 2422, 2442 of Fig.25 and command
2502 of Fig.26 that is executed according to the com-
mands 2414, 2416 of Fig.25 are examples of the "first
command" of the printer of the third aspect. The com-
mands 2412, 2422, 2442 of Fig.25 are examples of the
"fourth command" of the printer of the third aspect. The
command 2502 of Fig.26 is an example of the "fifth com-
mand" of the printer of the third aspect.
The following statements correspond to the claims of the
originally filed parent application.

1. A printer (10) having a web server function, the
printer (10) comprising:

a command file storage unit (14) configured to
store a command file (20, 22) including:

a first command (204) for sending a request
for first data,
a second command (212) including design
data (213) for determining a design to be
displayed, and is used for converting the
first data into second data in accordance
with the design data (213), and
a third command (214) for displaying a web
page in accordance with the second data;

a receiving unit (28) configured to receive a re-
quest;
a command file sending unit (28) configured to
send a response including the command file (20,
22) in a case where the receiving unit (28) re-
ceives a request for the command file (20, 22);
and
a first data sending unit (28) configured to send
a response including the first data in a case
where the receiving unit (28) receives the re-
quest for the first data.

2. The printer (10) as in claim 1, wherein
the first data is described in accordance with a data
format other than a HTML format and a XHTML for-
mat, and
the second data is described in accordance with the
HTML format or the XHTML format.

3. The printer (10) as in claim 1 or 2, wherein
the command file (20, 22) further includes a fourth
command (222, 232, 242) for displaying a web page
including at least a first portion (102, 104) and a sec-
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ond portion (103) which is different from the first por-
tion (102, 104),
the fourth command (222, 232, 242) includes data
(224) for displaying an object (106, 108, 110, 112)
in the first portion (102), the object (106, 108, 110,
112) is an object on which a predetermined operation
is to be performed,
the first command (204) is a command for sending
the request for the first data in a case where the
predetermined operation is performed on the object
(106, 108, 110, 112), and
the third command (214) is a command for updating
only the second portion (103) in accordance with the
second data, wherein, optionally, the fourth com-
mand (222, 232, 242) includes a first section (222,
242) in which data for determining a display content
of the first portion (102, 104) is to be described, and
a second section (232) in which data for determining
a display content of the second portion (103) is to be
described, in the command file (20, 22), third data
that a design to be displayed has been determined
being described in the first section (222, 242), and
the third command (214) being a command for de-
scribing the second data in the second section (232).

4. The printer (10) as in any one of claims 1 to 3,
wherein
a command file storage unit (14) is configured to
store a plurality of command files (20, 22),
each of the command files (20, 22) includes different
design data (213), and
the command file sending unit (28) is configured to
send, in a case where the receiving unit (28) receives
the request for one command file among the plurality
of command files (20, 22), the response including
the one command file.

5. A printer (10) having a web server function, the
printer (10) comprising:

a command file storage unit (14) configured to
store a command file (1020) including:

a first command (1212, 1222, 1242) for dis-
playing a web page including a first portion
(102, 104) in which first data (106, 108, 110,
112, 116) is located and a second portion
(103) in which second data (1122, 1124,
1126) is located,
a second command (1262) for sending a
request for third data, and
a third command (1272) for updating only
the second portion (103) with the third data;

a receiving unit (28) configured to receive a re-
quest;
a command file sending unit (28) configured to
send a response including the command file

(1020) in a case where the receiving unit (28)
receives a request for the command file (1020);
and
a third data sending unit (28) configured to send
a response including the third data in a case
where the receiving unit receives the request for
the third data.

6. The printer (10) as in claim 5, wherein
the first command (1212, 1222, 1242) includes a first
section (1212, 1242) in which data for determining
a display content of the first portion (102, 104) is to
be described and a second section (1222) in which
data for determining a display content of the second
portion (103) is to be described, and
the third command (1272) is a command for describ-
ing the third data in the second section (1222).

7. The printer (10) as in claim 5 or 6, wherein
the first data (106, 108, 110, 112, 116) includes a
first object (106, 108, 110, 112) on which a prede-
termined operation is to be performed, and
the second command (1262) is a command for send-
ing the request for the third data in a case where the
predetermined operation is performed on the first ob-
ject (106, 108, 110, 112), wherein, optionally, the
first data (106, 108, 110, 112, 116) includes a plu-
rality of first objects (106, 108, 110, 112) on which
the predetermined operation is to be performed, and
the second command (1262) is a command for send-
ing, in a case where the predetermined operation is
performed on one first object among the plurality of
first objects (106, 108, 110, 112), the request for the
third data corresponding to the one first object.

8. The printer (10) as in any one of claims 5 to 7,
further comprising:

a fourth data sending unit (28),
wherein
the second data (1122, 1124, 1126) includes a
second object (1124, 1126) on which a prede-
termined operation is to be performed,
the command file (1020) further includes:

a fourth command (1282) for sending a re-
quest for fourth data in a case where the
predetermined operation is performed on
the second object (1124, 1126); and
a fifth command (1292) for updating only a
part (1128) of the second portion (103) with
the fourth data, and

the fourth data sending unit (28) is configured
to send a response including the fourth data in
a case where the receiving unit (28) receives
the request for the fourth data.
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9. The printer (10) as in claim 5 or 6, wherein
the third data is a status of the printer (10) at a time
when the receiving unit (28) receives the request for
the third data.

10. The printer (10) as in claim 9, further comprising:

a determining unit (12),
wherein
the second command (1262) is a command for
sending the request for the third data, the re-
quest including a status being displayed on the
web page,
the determining unit (12) is configured to deter-
mine, in a case where the receiving unit (28)
receives the request for the third data, whether
the status included in the request for the third
data is identical to the status of the printer (10)
at the time when the receiving unit (28) received
the request for the third data,
the third data sending unit (28) sends a response
not including the third data in a case where the
receiving unit (28) receives the request for the
third data and the determining unit (12) makes
an affirmative determination, and
the third data sending unit (28) sends the re-
sponse including the third data in a case where
the receiving unit (28) receives the request for
the third data and the determining unit (12)
makes a negative determination.

11. A printer (10) having a web server function, the
printer (10) comprising:

a command file storage unit (14) configured to
store a command file (1020) including:

a first command (1212, 1222, 1242) for dis-
playing a web page including a first portion
(102, 104) in which first data (106, 108, 110,
112, 116) is located and a second portion
(103) in which setting input interface display
data (1132, 1190) is located,
a second command (1332) for sending a
setting change request including setting da-
ta input in accordance with the setting input
interface display data (1132, 1190), and
a third command (1350, 1352) for updating
only the second portion (103) with data cor-
responding to a response with respect to
the setting change request,

a setting data storage unit (32) configured to
store setting data;
a receiving unit (28) configured to receive a re-
quest;
a command file sending unit (28) configured to
send a response including the command file

(1020) in a case where the receiving unit (28)
receives a request for the command file (1020);
a determining unit (12) configured to determine,
in a case where the receiving unit (28) receives
the setting change request, whether the setting
data included in the setting change request com-
plies with the printer (10);
a setting change unit (12) configured to change,
in a case where the determining unit (12) makes
an affirmative determination, a content stored in
the setting data storage unit (32) to the setting
data included in the setting change request; and
a setting change response sending unit (28)
configured to send a first response in a case
where the determining unit (12) makes the af-
firmative determination, and send a second re-
sponse which is different from the first response
in a case where the determining unit (12) makes
a negative determination.

12. The printer (10) as in claim 11, wherein
the first command (1212, 1222, 1242) includes a first
section (1212, 1242) in which data for determining
a display content of the first portion (102, 104) is to
be described and a second section (1222) in which
data for determining a display content of the second
portion (103) is to be described, and
the third command (1350, 1352) is a command for
describing data corresponding to the response with
respect to the setting change request in the second
section (1222).

13. The printer (10) as in claim 11 or 12, wherein
the first data (106, 108, 110, 112, 116) includes an
object (106, 108, 110, 112) on which a predeter-
mined operation is to be performed, and
the first command (1212, 1222, 1242) includes:

a fourth command (1212, 1222, 1242) for dis-
playing the web page including the first portion
(102, 104) in which the first data (106, 108, 110,
112, 116) is located and the second portion
(103), and
a fifth command (1260, 1270, 1280, 1290) for
updating only the second portion (103) with the
setting input interface display data (1132, 1190)
in a case where the predetermined operation is
performed on the object (106, 108, 110, 112),
wherein, optionally, the first data (106, 108, 110,
112, 116) includes a plurality of objects (106,
108, 110, 112) on which the predetermined op-
eration is to be performed, and the fifth com-
mand (1260, 1270, 1280, 1290) is a command
for updating, in a case where the predetermined
operation is performed on one object among the
plurality of objects (106, 108, 110, 112), only the
second portion (103) with the setting input inter-
face display data (1132, 1190) corresponding to
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the one object.

14. The printer (10) as in claim 13, further comprising:

a screen display data storage unit (14) config-
ured to store a plurality of association data, in
each of which a character string and the setting
input interface display data (1132, 1190) are as-
sociated; and
a screen display data response sending unit
(28),
wherein
the fifth command (1260, 1270, 1280, 1290) in-
cludes:

a sixth command (1262, 1282) for sending,
in the case where the predetermined oper-
ation is performed on the one object among
the plurality of objects (106, 108, 110, 112),
a screen display data request including the
character string corresponding to the one
object; and
a seventh command (1272, 1292) for up-
dating only the second portion (103) with
the setting input interface display data
(1132, 1190) included in a response with
respect to the screen display data request,
and

the screen display data response sending unit
(28) is configured to send, in a case where the
receiving unit (28) receives the screen display
data request, a screen display data response
including the setting input interface display data
(1132, 1190) associated with the character
string included in the screen display data re-
quest.

15. The printer (10) as in claim 14, wherein
the command file (1020) includes a plurality of setting
input interface display data (1132, 1190), and
the fifth command (1260, 1270, 1280, 1290) is a com-
mand for switching, in the case where the predeter-
mined operation is performed on the one object
among the plurality of objects (106, 108, 110, 112),
only the second portion (103) with the setting input
interface display data (1132, 1190) included in the
command file (1020) and corresponding to the one
object, wherein, optionally, the second command
(1332) is a command for sending the setting change
request including setting data input in accordance
with the setting input interface display data (1132,
1190) corresponding to two or more objects (106,
108, 110, 112).

Claims

1. A printer (10) for use with an external apparatus
(PC70), the printer (10) having a web server function
and comprising:

a command file storage unit (14) configured to
store a command file (1020) including com-
mands for the external apparatus (PC70) to ex-
ecute processing, the commands including:

a first command (1212, 1222, 1242) for the
external apparatus (PC70) to display a web
page including a first portion (102, 104) in
which first data (106, 108, 110, 112, 116) is
located and a second portion (103) in which
setting input interface display data (1132,
1190) is located,
a second command (1332) for the external
apparatus (PC70) to send to the printer (10)
a setting change request including setting
data for the printer (10), the setting data be-
ing input in accordance with the setting input
interface display data (1132, 1190), and
a third command (1350, 1352) for the exter-
nal apparatus (PC70) to update only the
second portion (103) with data correspond-
ing to a first response in a case where the
external apparatus (PC70) receives from
the printer (10) the first response and a sec-
ond response which is different from the first
response in a case where the external ap-
paratus (PC70) receives from the printer
(10) the second response,

a setting data storage unit (32) configured to
store setting data for the printer (10);
a receiving unit (28) configured to receive from
the external apparatus (PC70) a request for the
command file (1020) and the setting change re-
quest;
a command file sending unit (28) configured to
send to the external apparatus (PC70) a re-
sponse including the command file (1020) in a
case where the receiving unit (28) receives from
the external apparatus (PC70) the request for
the command file (1020);
a determining unit (12) configured to determine,
in a case where the receiving unit (28) receives
from the external apparatus (PC70) the setting
change request, whether the setting data includ-
ed in the setting change request complies with
the printer (10);
a setting change unit (12) configured to change,
in a case where the determining unit (12) makes
an affirmative determination, a content stored in
the setting data storage unit (32) to the setting
data included in the setting change request; and
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a setting change response sending unit (28)
configured to send to the external apparatus
(PC70) the first response in a case where the
determining unit (12) makes the affirmative de-
termination, and send to the external apparatus
(PC70) the second response in a case where
the determining unit (12) makes a negative de-
termination.

2. The printer (10) as in claim 1, wherein
the first command (1212, 1222, 1242) includes a first
section (1212, 1242) in which data for determining
a display content of the first portion (102, 104) is to
be described and a second section (1222) in which
data for determining a display content of the second
portion (103) is to be described, and
the third command (1350, 1352) is a command for
the external apparatus (PC70) to describe in the sec-
ond section (1222) data corresponding to the first
response in the case where the external apparatus
(PC70) receives from the printer (10) the first re-
sponse and the second response in the case where
the external apparatus (PC70) receives from the
printer (10) the second response.

3. The printer (10) as in claim 1 or 2, wherein
the first data (106, 108, 110, 112, 116) includes an
object (106, 108, 110, 112) on which a predeter-
mined operation is to be performed, and
the first command (1212, 1222, 1242) includes:

a fourth command (1212, 1222, 1242) for the
external apparatus (PC70) to display the web
page including the first portion (102, 104) in
which the first data (106, 108, 110, 112, 116) is
located and the second portion (103), and
a fifth command (1260, 1270, 1280, 1290) for
the external apparatus (PC70) to update only
the second portion (103) with the setting input
interface display data (1132, 1190) in a case
where the predetermined operation is per-
formed on the object (106, 108, 110, 112).

4. The printer (10) as in claim 3, wherein
the first data (106, 108, 110, 112, 116) includes a
plurality of objects (106, 108, 110, 112) on which the
predetermined operation is to be performed, and
the fifth command (1260, 1270, 1280, 1290) is a com-
mand for the external apparatus (PC70) to update,
in a case where the predetermined operation is per-
formed on one object among the plurality of objects
(106, 108, 110, 112), only the second portion (103)
with the setting input interface display data (1132,
1190) corresponding to the one object.

5. The printer (10) as in claim 4, further comprising:

a screen display data storage unit (14) config-

ured to store a plurality of association data, in
each of which a character string and the setting
input interface display data (1132, 1190) are as-
sociated; and
a screen display data response sending unit
(28),
wherein
the fifth command (1260, 1270, 1280, 1290) in-
cludes:

a sixth command (1262, 1282) for the ex-
ternal apparatus (PC70) to send to the print-
er 10, in the case where the predetermined
operation is performed on the one object
among the plurality of objects (106, 108,
110, 112), a screen display data request in-
cluding the character string corresponding
to the one object; and
a seventh command (1272, 1292) for the
external apparatus (PC70) to update only
the second portion (103) with the setting in-
put interface display data (1132, 1190) in-
cluded in a response with respect to the
screen display data request,

the receiving unit is configured to further receive
the screen display data request, and
the screen display data response sending unit
(28) is configured to send to the external appa-
ratus (PC70), in a case where the receiving unit
(28) receives from the external apparatus
(PC70) the screen display data request, a
screen display data response including the set-
ting input interface display data (1132, 1190) as-
sociated with the character string included in the
screen display data request.

6. The printer (10) as in claim 4, wherein
the command file (1020) includes a plurality of setting
input interface display data (1132, 1190), and
the fifth command (1260, 1270, 1280, 1290) is a com-
mand for the external apparatus (PC70) to switch,
in the case where the predetermined operation is
performed on the one object among the plurality of
objects (106, 108, 110, 112), only the second portion
(103) with the setting input interface display data
(1132, 1190) included in the command file (1020)
and corresponding to the one object.

7. The printer (10) as in claim 6, wherein
the second command (1332) is a command for the
external apparatus to send to the printer 10 the set-
ting change request including setting data input in
accordance with the setting input interface display
data (1132, 1190) corresponding to two or more ob-
jects (106, 108, 110, 112).
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