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(54) Method and apparatus for handover between ieee 802.16e and 802.16m systems

(57) Methods for a mobile station to handover be-
tween IEEE 802.16e and 802.16m systems are provided.
The mobile station is served by an IEEE 802.16e-only
base station or an IEEE 802.16e zone of a 16e/16m-
conexistence base station. In a zone-switch based
handover procedure, the mobile station first performs an
IEEE 802.16e legacy handover procedure such that the
mobile station handovers from the serving base station

to an IEEE 802.16e zone of a target base station. The
mobile station then performs a zone-switch procedure
such that the mobile station switches from the IEEE
802.16e zone to an IEEE 802.16m zone of the target
base station. In a direct handover procedure, the mobile
station performs an IEEE 802.16m handover procedure
such that the mobile station handovers from the serving
base station to the IEEE 802.16m zone of the target base
station directly.
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Description

CROSS REFERENCE TO RELATED APPLICATIONS

[0001] This application is a divisional application from
European patent application no. 09 821 598.1 "METHOD
AND APPARATUS FOR HANDOVER BETWEEN IEEE
802.16E AND 802.16M SYSTEMS", the subject matter
of which is incorporated herein by reference, and claims
priority from U.S. Provisional Application Number
61/107,407, entitled "Intra-RAT Handover from 16e BS
to 16e/16m BS," filed on October 22, 2008, the subject
matter of which is incorporated herein by reference.

FIELD OF INVENTION

[0002] The disclosed embodiments relate generally to
wireless network communications, and, more particular-
ly, to handover procedure between IEEE 802.16e and
IEEE 802.16m systems.

BACKGROUND OF THE INVENTION

[0003] IEEE 802.16 is a series of Broadband Wireless
Access Standards authorized by the IEEE. The IEEE
802.16 family of standards is officially called Wireless-
MAN, developed for the global deployment of broadband
Wireless Metropolitan Area Networks, which is also
called WiMAX. IEEE 802.16e is one of the most popular
implementation of the IEEE 802.16 standards. The IEEE
802.16e standard addresses "Mobile Broadband Wire-
less Access System", also called Mobile WirelessMAN
originally defined by the IEEE 802.16e-2005 amend-
ment. The IEEE 802.16e standard essentially standard-
izes two aspects of the air interface, the physical (PHY)
layer and the Media Access Control (MAC) layer. At the
PHY layer, IEEE 802.16e uses scalable OFDMA to car-
rier data, supporting channel bandwidths of between 1.25
MHz and 20MHz. At the MAC layer, IEEE 802.16e de-
scribes a number of connection management functions,
mobility management functions and convergence sub-
layers that defines how data is encapsulated and classi-
fied over the air interface.
[0004] The IEEE 802.16m standard addresses "Air In-
terface for Fixed and Mobile Broadband Wireless Access
System". The IEEE 802.16m standard amends the leg-
acy IEEE 802.16e WirelessMAN-OFDMA specification
to provide an advanced air interface for operation in li-
censed bands. It meets the system requirements of IMT-
Advanced next generation mobile networks, while pro-
vides continuing support for legacy IEEE 802.16e Wire-
lessMAN-OFDMA equipments. The purpose of the IEEE
802.16m standard is to provide performance improve-
ments necessary to support future advanced services
and applications, such as the support of 1 Gbps peak
transmission rate required by the International Telecom-
munications Union (ITU-R).
[0005] In general, network deployment takes an evo-

lution path, rather than a revolution one. Therefore, it is
foreseeable that WiMAX systems will be gradually
evolved from legacy IEEE 802.16e systems to IEEE
802.16e and IEEE 802.16m coexisting systems and
eventually to 16m-only systems when the IEEE 802.16m
standard starts to emerge. During the early stage of the
network evolution, 16e-only base stations (BS) have
more service coverage than new 16e/16m and 16m-only
BSs. While the IEEE 802.16m standard supports legacy
IEEE 802.16e-only equipments (i.e., backward compat-
ibility), the IEEE 802.16e standard does not support the
capability of future IEEE 802.16m equipments. There-
fore, new challenges and problems arise in supporting
service continuity between an IEEE 802.16e and IEEE
802.16m coexisting wireless network, which includes
features such as scanning and handover.
[0006] When a mobile station (MS) handovers from its
serving base station (SBS) to a target base station (TBS),
the mobile station normally receives neighbor advertise-
ment information (NBR-ADV) broadcasted from the serv-
ing base station, scans the neighboring base stations,
and selects the target base station from the scanned
neighboring cells by either MS or SBS. Unfortunately, a
legacy IEEE 802.16e-only base station cannot broadcast
any IEEE 802.16m message to inform the mobile station
the existence of an IEEE 802.16m-only neighboring cell.
Therefore, if the neighboring cells are IEEE 802.16m-
only, then the mobile station may be forced to use blind
scanning, a more time-consuming and less efficient way,
to scan and select its desired IEEE 802.16m target base
station. If, however, the neighboring cells have IEEE
802.16e/16m-coexistence capability, then it may be-
come possible for the serving base station to inform the
mobile station of the 802.16e/16m-coexistence capability
of the neighboring cells.
[0007] One possible scheme is to include IEEE
802.16m zone information in IEEE 802.16e neighbor ad-
vertisement information, which requires modification of
the IEEE 802.16e specification (e.g., MOB_NBR-ADV).
Another possible scheme (see C802.16m-08/864r4 and
C802.16m-08/646r1 for more detail) is to define a new
Downlink Channel Description (DCD) Type Length Value
(TLV) message for IEEE 802.16e/16m-coexistence indi-
cation, which also requires modification of the IEEE
802.16e specification. In addition, it takes longer delay
for the mobile station to discover the coexistence be-
cause the DCD TLV message is not broadcasted every
frame. Other proposals include carrying IEEE 802.16m
zone information using a special IEEE 802.16e message,
defining new MAC versions for IEEE 802.16e/16m
mixed-mode base station, etc. Each of the proposed
methods has its own limitations and thus not desirable.

SUMMARY OF THE INVENTION

[0008] Methods for a mobile station to handover be-
tween IEEE 802.16e and 802.16m systems are provided.
In a wireless network that supports both IEEE 802.16e
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zone and IEEE 802.16m zone, a mobile station is served
by an IEEE 802.16e-only base station or an IEEE
802.16e zone of a 16e/16m-conexistence base station.
Because IEEE 802.16m zone provides superior service
quality and advanced features, it is desirable for the mo-
bile station to be able to discover neighboring cells with
IEEE 802.16e and IEEE 802.16m coexistence capability
and to be able to handover from the serving base station
to an IEEE 802.16m zone of a target base station.
[0009] To discover neighboring cells with IEEE
802.16e and IEEE 802.16m coexistence capability, the
mobile station obtains neighboring cell information
broadcasted from the serving base station and scans
neighboring cells based on the obtained neighboring cell
information. In one novel aspect, a neighboring cell indi-
cates its IEEE 802.16e/16m-coexistence capability using
a reserved bit in a Frame Control Header (FCH) and
broadcasts the FCH via IEEE 802.16e/16m-coexistence
frame structure. During scanning, the mobile station
checks the FCH information broadcasted by the neigh-
boring cells and discovers neighboring cells with IEEE
802.16e/16m-coexistence capability. In one embodi-
ment, the mobile station selects one of the neighboring
cells as the target base station and obtains IEEE 802.16m
SuperFrame Header (SFH) information of the target base
station for 16e-16m handover. In another embodiment,
the mobile station reports the scanning result back to the
serving base station, and one of the reported neighboring
cells is selected as the target base station for 16e-16m
handover. There are two different procedures to perform
handover from the serving base station to the IEEE
802.16m zone of the target base station: a zone-switch
based 16e-16m handover procedure and a direct 16e-
16m handover procedure.
[0010] In a zone-switch based handover procedure,
the mobile station first performs an IEEE 802.16e legacy
handover procedure such that the mobile station hando-
vers from the serving base station to an IEEE 802.16e
zone of a target base station. The mobile station then
performs a zone-switch procedure such that the mobile
station switches from the IEEE 802.16e zone to an IEEE
802.16m zone of the target base station. The legacy
handover may be initiated by the mobile station or the
serving base station. Similarly, the zone-switch proce-
dure may be initiated by the mobile station or the target
base station, and the zone-switch procedure may be trig-
gered during the legacy handover procedure or after the
legacy handover procedure is completed. To optimize
the zone-switch procedure, the 802.16m module of the
target base station retrieves related information of the
mobile station from the 802.16e module of the target base
station to shorten the handover interruption time.
[0011] In a direct handover procedure, the mobile sta-
tion performs an IEEE 802.16m handover procedure
such that the mobile station handovers from the serving
base station to the IEEE 802.16m zone of the target base
station directly. In one novel aspect, in order to distinguish
the direct handover from other types of handover proce-

dure, the mobile station identifies itself with IEEE 802.16e
identity information, such as a handover ID or a MAC
address, for context switching. In one embodiment, the
mobile station is a multi-carrier mobile station having a
primary RF carrier and a secondary RF carrier. The mo-
bile station uses the secondary carrier to perform direct
handover procedure with the target base station, while
maintaining data communication with the serving base
station using the primary carrier.
[0012] Other embodiments and advantages are de-
scribed in the detailed description below. This summary
does not purport to define the invention. The invention is
defined by the claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] The accompanying drawings, where like nu-
merals indicate like components, illustrate embodiments
of the invention.

Figure 1 illustrates a cellular OFDM/OFDMA system
10 in accordance with one novel aspect.
Figure 2 illustrates a simplified block diagram of two
base stations and one mobile station in accordance
with one novel aspect.
Figure 3 is a diagram that illustrates an IEEE
802.16e/16m coexistence frame structure.
Figure 4 is an OFDMA Downlink Frame Prefix format
defined in the IEEE 802.16e standard.
Figure 5 is a flow chart that illustrates a method of
zone-switch based handover procedure in accord-
ance with one novel aspect.
Figure 6 illustrates a message sequence chart of one
embodiment of a zone-switch based handover pro-
cedure.
Figure 7 illustrates a message sequence chart of a
first embodiment of a mobile station initiated zone-
switch based handover.
Figure 8 illustrates a message sequence chart of a
second embodiment of a mobile station initiated
zone-switch based handover.
Figure 9 illustrates a message sequence chart of a
third embodiment of a base station initiated zone-
switch based handover.
Figure 10 illustrates a message sequence chart of a
fourth embodiment of a base station initiated zone-
switch based handover.
Figure 11 illustrates a message sequence chart of a
fifth embodiment of a zone-switch based handover
that is triggered during legacy 802.16e handover.
Figure 12 illustrates a message sequence chart of a
sixth embodiment of a zone-switch based handover
that is triggered after legacy 802.16e handover.
Figure 13 is a flow chart that illustrates a method of
direct handover procedure in accordance with one
novel aspect.
Figure 14 illustrates a message sequence chart of
one embodiment of a direct handover procedure.
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Figure 15 is a more detailed sequence chart of a first
embodiment of direct handover via IEEE 802.16m.
Figure 16 is a more detailed sequence chart of a
second embodiment of direct handover via 802.16m
for a multi-carrier mobile station.

DETAILED DESCRIPTION

[0014] Reference will now be made in detail to some
embodiments of the invention, examples of which are
illustrated in the accompanying drawings.

Figure 1 illustrates a cellular Orthogonal Frequency
Division Multiplexing (OFDM) and/or Orthogonal
Frequency Division Multiple Access (OFDMA) sys-
tem 10 in accordance with one novel aspect. Cellular
OFDM/OFDMA system 10 is a wireless network that
supports both IEEE 802.16e zone and IEEE
802.16m zone as defined under the IEEE 802.16
series of standards. Wireless network 10 comprises
a mobile station 14 (MS14) and a plurality of base
stations of different types. As illustrated in Figure 1,
a first type of base station (i.e., BS11) is an IEEE
802.16e-only base stations that supports only IEEE
802.16e zone. A second type of base station (i.e.,
BS12) is an IEEE 802.16e/16m- coexistence base
station that supports both IEEE 802.16e zone and
IEEE 802.16m zone. A third type of base station (i.e.,
BS13) is an IEEE 802.16m-only base station that
supports only IEEE 802.16m zone. MS14 is an IEEE
802.16m mobile station that is able to operate with
a 16e-only BS, a 16m-only BS, and a 16e/16m-co-
existence BS. In the example of Figure 1, 16e-only
BS11 is a serving base station that serves MS14,
and 16e/16m-coexistence BS12 or 16m-only BS13
may later be selected as a target base station for MS
14 to handover.
Figure 2 illustrates a simplified block diagram of 16m
mobile station MS 14, 16e-only serving base station
S-BS11 and 16e/16m-coexistence target base sta-
tion T-BS12 in wireless network 10. MS14 comprises
a baseband module 21, a processor 22, a storage
device 23 and a single or multiple radio frequency
(RF) modules including antennas. Baseband mod-
ule 21 further comprises an IEEE 802.16m module
24 and an IEEE 802.16e module 25. Serving base
station S-BS11 comprises a baseband module 31,
a processor 32, a storage device 33, and a single or
multiple RF modules including antennas. Baseband
module 31 further comprises an IEEE 802.16e mod-
ule 34. Target base station T-BS12 comprises a
baseband module 41, a processor 42, a storage de-
vice 43, and a single or multiple RF modules includ-
ing antennas. Baseband module 41 further compris-
es an IEEE 802.16m module 44 and an IEEE
802.16e module 45. Each RF module receives
and/or transmits data stream via a single RF carrier,
while each processor fetches IEEE 802.16e and/or

IEEE 802.16m specification-compliant protocol
commands from a corresponding storage device and
instructs a corresponding baseband module to han-
dle signal processing of the data stream accordingly.
In the example of Figure 2, mobile station MS 14
communicates with its serving base station BS11 in
IEEE 802.16e zone via IEEE 802.16e uplink and
downlink frame structures. In the meantime, serving
base station BS11 broadcasts neighbor advertising
information via MOB_NBR-ADV messages. Upon
receiving the broadcasted neighbor advertising in-
formation, mobile station MS14 starts to scan the
advertised neighboring cells including base station
BS12. In one novel aspect, BS12 indicates its IEEE
802.16e/16m-coexistence capability using a re-
served bit in a Frame Control Header (FCH) and
broadcasts the FCH via IEEE 802.16e/16m-coexist-
ence frame structure. During scanning, MS14 dis-
covers the 802.16e/16m-coexistence capability of
BS12 by checking the reserved bits in the FCH
broadcasted by BS12. By discovering the 16e/16m-
coexistence capability through scanning, mobile sta-
tion MS14 is able to select BS12 as its preferred
target base station for handover.
Figure 3 is a diagram that illustrates an IEEE
802.16e/16m-coexistence frame structure. As illus-
trated in Figure 3, an IEEE 802.16e/16m-coexist-
ence frame comprises alternating IEEE 802.16e
frames and IEEE 802.16m frames, offset by a frame
offset. Each IEEE 802.16e frame and IEEE 802.16m
frame has a 5ms frame length, and comprises
802.16e downlink (DL) bursts and uplink (UL) bursts,
and 802.16m DL subframes and UL subframes.
Each 802.16e frame starts with a preamble followed
by an IEEE 802.16e Frame Control Header (FCH).
Each 802.16m frame starts with an IEEE 802.16m
DL subframe #0, which includes an A-PREAMBLE
and a Super Frame Header (SFH) for IEEE 802.16m
zone.
Figure 4 is an OFDMA Downlink Frame Prefix format
defined in IEEE 802.16e standard. As illustrated in
Figure 4, there are two reserved fields within the de-
fined DL_FRAME_PREFIX_FORMAT (also referred
to as FCH) of each IEEE 802.16e frame. As required
by the IEEE 802.16e standard, both reserved fields
shall be set to zero. In one novel aspect, a reserved
bit in either of the two reserved fields is used to in-
dicate the IEEE 802.16e/16m- coexistence capabil-
ity. For example, BS11 is an IEEE 802.16e-only base
station, and all the reserved bits in its FCH are set
to zero. On the other hand, BS12 is an IEEE 802.16e/
16m-coexistence base station, and one of the re-
served bits in its FCH is set to one or a non-zero
value to indicate such coexistence capability. As a
result, because each FCH appears periodically in
every IEEE 802.16e frame (i.e., every 5ms), MS 14
is able to discover the coexistence capability of BS12
during fast and reliable scanning without relying on
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any new messaging scheme.
Once a mobile station served in an IEEE 802.16e
zone discovers the IEEE 802.16e/16m-coexistence
capability of a target base station, it may handover
from the IEEE 802.16e zone of its serving base sta-
tion to an IEEE 802.16m zone of the target base
station. There are two different procedures to per-
form such 16e-16m handover from IEEE 802.16e
zone to IEEE 802.16m zone. In a first method, a
zone-switch based handover procedure is per-
formed, where the mobile station first handovers
from the IEEE 802.16e zone of the serving base sta-
tion to an IEEE 802.16e zone of the target base sta-
tion via IEEE 802.16e handover procedure, and then
switches to the IEEE 802.16m zone of the target
base station via IEEE 802.16m network reentry pro-
cedure. In a second method, a direct 16e-16m
handover procedure is performed, where the mobile
station handovers from the IEEE 802.16e zone of
the serving base station to the IEEE 802.16m zone
of the target base station directly via IEEE 802.16m
handover procedure.
Figure 5 is a flow chart that illustrates a method of
zone-switch based handover procedure in accord-
ance with one novel aspect. A mobile station first
obtains neighboring cell information from its IEEE
802.16e-only or IEEE 803.16e/16m-coexistence
serving base station (step 101). For example, the
serving base station broadcasts neighbor advertise-
ment information via MOB_NBR-ADV messages.
The mobile station then scans the neighboring cells
based on the obtained neighboring cell information
(step 102). During scanning, the mobile station
checks IEEE 802.16e FCH information broadcasted
by the neighboring cells and discovers whether a
neighboring cell (a target base station candidate) has
IEEE 802.16e/16m coexistence capability (step
103). If the target base station candidate has the
coexistence capability, then the mobile station re-
trieves IEEE 802.16m SFH information of the target
base station candidate (step 104). For example, the
mobile station may retrieve the SFH information from
an IEEE 802.16e/16m-coexistence frame by apply-
ing a frame offset. After scanning is completed, the
mobile station performs legacy IEEE 802.16e
handover procedure to handover from the serving
base station to an IEEE 802.16e zone of the target
base station, which is determined or triggered by ei-
ther serving base station or mobile station (step 105).
Finally, the mobile station performs zone-switch pro-
cedure to switch from the IEEE 802.16e zone to an
IEEE 802.16m zone of the target base station (step
106). In some embodiments, operations of step 104
may not be performed by the mobile station once
discovering the coexistence capability. Instead, op-
erations of step 104 may be integrated into the zone-
switch procedure as described in step 106.
Figure 6 illustrates a message sequence chart of an

embodiment of a zone-switch based handover pro-
cedure. In the example of Figure 6, a mobile station
performs a zone-switch based handover procedure
to handover from an IEEE 802.16e-only serving BS
to an IEEE 802.16e/16m-coexistence target BS. As
illustrated in Figure 6, the mobile station first initiates
a legacy IEEE 802.16e handover procedure with the
serving BS. The mobile station sends a handover
(HO) request message to the serving BS and re-
ceives a handover (HO) response back from the
serving BS. After receiving the handover response,
the mobile station sends a handover indication mes-
sage and disconnects service from the serving BS.
The mobile station then performs optional DL and
UL synchronization with an IEEE 802.16e module of
the target BS. Finally, the mobile station performs
network reentry with the IEEE 802.16e module of
the target BS to establish a new data path with the
target BS. By using legacy handover procedure be-
tween two IEEE 802.16e base stations, service con-
tinuity is guaranteed. In addition, handover interrup-
tion time may be shortened by using IEEE 802.16e
optimized and/or seamless handover procedure.
After the legacy IEEE 802.16e handover procedure
is completed, the mobile station initiates a zone-
switch procedure by sending a zone-switch com-
mand (i.e. a standalone MAC message or a zone-
switch indication embedded in a MAC management
message such as RNG-REQ) to the target BS. The
mobile station then performs network reentry with an
IEEE 802.16m module of the target BS. The mobile
station sends a ranging request and receives a rang-
ing response to/from the IEEE 802.16m module of
the target BS to complete the zone-switch proce-
dure. To optimize the zone-switch procedure, the
mobile station may identify itself using an IEEE
802.16e CID to the target BS. With the CID informa-
tion, the 802.16m module of the target BS may re-
trieve relative information of the mobile station from
the 802.16e module of the target BS, avoiding ex-
cessive message exchange between the mobile sta-
tion and the target BS.
In the example of Figure 6, the mobile station initiates
the legacy IEEE 802.16e handover procedure. Al-
ternatively, the serving BS may also initiate the leg-
acy handover procedure. For example, the mobile
station may report scanning result to the serving BS
such that the serving BS may select one of the re-
ported neighboring cells as the target base station
and initiate the handover procedure by sending a
handover command to the mobile station. Because
IEEE 802.16m zone provides superior service as
compared to IEEE 802.16e zone, it is desirable for
the serving BS to be able to select a neighboring cell
that has coexistence capability as the target base
station. However, the serving BS is not able to dis-
tinguish an IEEE 802.16e-only neighboring cell from
an IEEE 802.16e/16m-coexistence neighboring cell.

7 8 



EP 2 337 397 A2

6

5

10

15

20

25

30

35

40

45

50

55

In one novel aspect, if the scanning result contains
only neighboring cells that support coexistence ca-
pability, then the mobile station is able to facilitate
the serving BS to select one of neighboring cells has
coexistence capability as the target base station.
Similar to the legacy IEEE 802.16e handover proce-
dure, the zone-switch procedure may be initialized
either by the mobile station or by the target base
station. In addition, the zone-switch procedure may
be triggered either after the legacy handover proce-
dure or during the legacy handover procedure. The
different variations of zone-switch based handover
procedures are now described below with more de-
tails.
Figure 7 illustrates a message sequence chart of a
first embodiment of a mobile station initiated zone-
switch based handover procedure. In the example
of Figure 7, the mobile station first sends an initial
handover ranging code to the 802.16e module of the
target BS, and receives ranging response back from
the 802.16e module of the target BS. The mobile
station then initiates the zone-switch procedure by
sending a zone-switch request message to the target
BS. After receives the zone-switch request mes-
sage, the 802.16m module of the target BS retrieves
related information of the mobile station from the
802.16e module of the target BS, and sends a zone-
switch response message back to the mobile station.
Finally, the mobile station performs network reentry
with the 802.16m module of the target BS to com-
plete the zone-switch based handover procedure. In
some embodiments, the zone-switch command may
be encoded as a parameter of an RNG-REQ MAC
management message, rather than sending a stan-
dalone MAC management message for zone-switch.
Figure 8 illustrates a message sequence chart of a
second embodiment of a mobile station initiated
zone-switch based handover procedure. In the ex-
ample of Figure 8, the mobile station initiates the
zone-switch procedure by sending an IEEE 802.16e/
16m inter-RAT message (i.e., modify current re-
served bits in MOB_MSHO-REQ) to the 802.16e
module of the target BS. After receives the MOB_
MSHO-REQ message, the 802.16m module of the
target BS then retrieves relative information of the
mobile station from the 802.16e module of the target
BS, and sends a MOB_MSHO-RSP message back
to the mobile station. Finally, the mobile station per-
forms network reentry with the 802.16m module of
the target BS to complete the zone-switch based
handover procedure.

Figure 9 illustrates a message sequence chart of a
third embodiment of a base station initiated zone-
switch based handover procedure. In the example
of Figure 9, during the legacy IEEE 802.16e hando-
ver procedure, the mobile station sends an initial
handover ranging code to the 802.16e module of the

target BS and receives a ranging response back from
the 802.16e module of the target BS. The mobile
station then sends another ranging request, which
includes a MAC version that indicates IEEE 802.16m
capability of the mobile station. After learning the
802.16m capability of the mobile station, the target
BS initiates the zone-switch procedure by sending a
ranging response that includes a zone-switch com-
mand (i.e., TLV). The 16m module of the target BS
also retrieves relative information of the mobile sta-
tion from the 802.16e module of the target BS. Fi-
nally, the mobile station performs network reentry
with the 16m module of the target BS to complete
the zone-switch based handover procedure.
Figure 10 illustrates a message sequence chart of a
fourth embodiment of a base station initiated zone-
switch based handover procedure. In the example
of Figure 10, the target BS first sends an IEEE
802.16e/16m inter-RAT message (i.e., modify cur-
rent reserved bits in MOB_MSHO-RSP) to the mo-
bile station to initiate the zone-switch procedure. The
802.16m module of the target BS then retrieves rel-
ative information of the mobile station from the
802.16e module of the target BS. The mobile station
then performs network reentry with the 16m module
of the target base station to complete the zone-
switch procedure.
Figure 11 illustrates a message sequence chart of a
fifth embodiment of a zone-switch based handover
that is triggered during legacy 802.16e handover. In
the example of Figure 11, a mobile station sends a
handover indication and disconnects service from
an IEEE 802.16e serving BS after receiving a hando-
ver response from the serving BS. The mobile station
then sends a ranging request to an IEEE 802.16e
zone of a target BS to perform legacy IEEE 802.16e
handover procedure. During the legacy handover
procedure, the 802.16e zone of the target BS sends
a ranging response back to the mobile station. The
ranging response includes a zone-switch TLV pa-
rameter. After receiving the zone-switch TLV param-
eter, the mobile station performs synchronization
and network reentry with the 802.16m module of the
target BS to complete the zone-switch procedure. A
new data path is established after the completion of
zone-switch procedure.
Figure 12 illustrates a message sequence chart of a
sixth embodiment of a zone-switch based handover
that is triggered after legacy 802.16e handover. In
the example of Figure 12, a mobile station sends a
handover indication and disconnects service from
an IEEE 802.16e serving BS after receiving a hando-
ver response from the serving BS. The mobile station
then sends a ranging request to an IEEE 802.16e
zone of the target BS to perform legacy IEEE
802.16e handover procedure. The 802.16e module
of the target BS sends a ranging response back to
the mobile station to continue handover procedure.

9 10 
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After the legacy handover is completed and a new
data path in the IEEE 802.16e zone is established,
the target BS triggers the zone-switch procedure by
sending another ranging response with a zone-
switch TLV message. After receiving the zone-
switch TLV parameter, the mobile station performs
synchronization and network reentry with the
802.16m module of the target BS to complete the
zone-switch procedure. A new data path in the IEEE
802.16m zone is established after the completion of
zone-switch procedure. As compared to Figure 11,
the handover interruption time in Figure 12 is shorter
than the handover interruption time in Figure 11 be-
cause the new data path in the IEEE 802.16e zone
is established quickly using the legacy IEEE 802.16e
handover procedure.
Figure 13 is a flow chart that illustrates a method of
direct handover procedure in accordance with one
novel aspect. A mobile station first obtains neighbor-
ing cell information from its IEEE 802.e-only serving
base station (step 201). For example, the serving
base station broadcasts neighbor advertisement in-
formation via MOB_NBR-ADV messages. The mo-
bile station then scans the neighboring cells based
on the obtained neighboring cell information (step
202). During scanning, the mobile station checks
IEEE 802.16e FCH information broadcasted by the
neighboring cells and discovers whether a neighbor-
ing cell (a target base station candidate) has IEEE
802.16e/16m coexistence capability (step 203). If
the target base station candidate has the coexist-
ence capability, then the mobile station retrieves
IEEE 802.16m SFH information of the target base
station candidate (step 204). For example, the mo-
bile station may retrieve the SFH information from
an IEEE 802.16e/16m-coexistence frame by apply-
ing a frame offset. After scanning is completed, the
mobile station performs IEEE 802.16m handover
procedure to handover from the serving base station
to an IEEE 802.16m zone of the target base station
directly which is determined by either mobile station
or serving base station (step 205).
Figure 14 illustrates a message sequence chart of
one embodiment of a direct handover procedure. In
the example of Figure 14, a mobile station performs
an IEEE 802.16m handover procedure to handover
from an IEEE 802.16e-only serving BS to an IEEE
802.16e/16m-coexistence target BS. As illustrated
in Figure 14, the mobile station sends a handover
request message to the serving BS and receives a
handover response back from the serving BS. After
receiving the handover response, the mobile station
sends a handover indication message and discon-
nects service from the serving BS. The mobile station
then performs optional DL and UL synchronization
with an IEEE 802.16m module of the target BS. Fi-
nally, the mobile station performs network reentry
with the IEEE 802.16m module of the target BS to

establish a new data path with the target BS. As com-
pared to zone-switch based handover, direct hando-
ver is simpler and has less messaging. However,
because the serving BS may not recognize the
802.16m module of the target BS, service continuity
may be broken. In addition, handover interruption
time may be longer because IEEE 802.16e opti-
mized and/or seamless handover procedure is inap-
plicable.
Figure 15 is a more detailed sequence chart of a first
embodiment of direct handover via IEEE 802.16m.
In the example of Figure 15, the serving BS forwards
a handover request received from the mobile station
to the 802.16e module of the target BS, and then
forwards a handover response received from the tar-
get BS back to the mobile station through backend
signaling. After receiving the handover response, the
mobile station sends a handover indication and dis-
connects service from the serving BS. The mobile
station then performs network reentry with the
802.16m module of the target base station. In one
novel aspect, in order to distinguish such direct
handover from other types of handover procedure,
the mobile station identifies itself with IEEE 802.16e
identity information, such as a handover ID or a MAC
address, to meet a direct-switch condition for context
switching. Upon receiving the identity information
and detecting the direct-switch condition, the
802.16m module of the target BS may also retrieve
other related information of the mobile station to op-
timize the handover procedure. Note that ASN gate-
way forwards the information of the mobile station
from serving base station to target base station be-
fore MS conducts network reentry procedure with
the target base station. It is also noted that, 802.16m
standard is evolved from 802.16e standard. There
are some commonalities existing in equipment ca-
pabilities and configurations. Therefore, the informa-
tion retrieving between 16e and 16m modules can
reduce the message volume transmitted over the air
interface.
Figure 16 is a more detailed sequence chart of a
second embodiment of direct handover via IEEE
802.16m for a multi-carrier mobile station. In the ex-
ample of Figure 16, the mobile station supports two
RF carriers, a primary carrier RF#1 and a secondary
carrier RF#2. The mobile station uses the secondary
carrier RF#2 to perform direct handover procedure,
while maintaining data communication with the serv-
ing BS using the primary carrier RF#1. After network
reentry is done and a new data path has been es-
tablished with the 802.16m module of the target BS,
the mobile station may send a handover indication
and disconnect service from the serving BS at that
time. By utilizing both RF carriers, the mobile station
is able to maintain data communication throughout
the direct handover procedure.
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[0015] Although the present invention has been de-
scribed in connection with certain specific embodiments
for instructional purposes, the present invention is not
limited thereto. For example, the serving base station
BS11 in Figure 1 and Figure 2 may not be an IEEE
802.16e-only base station. Instead, BS 11 may be an
IEEE 802.16e/16m-coexistence base station. Similarly,
the mobile station MS14 in Figure 1 and Figure 2 may
not be an IEEE 802.16m mobile station. Instead, MS 14
may also be an IEEE 802.16e/16m-coexistence mobile
station. Accordingly, various modifications, adaptations,
and combinations of various features of the described
embodiments can be practiced without departing from
the scope of the invention as set forth in the claims.

Claims

1. A method for handover in a wireless network sup-
porting both IEEE 802.16e zone and IEEE 802.16m
zone, the method comprising:

indicating IEEE 802.16e and IEEE 802.16m co-
existence capability to a mobile station by a tar-
get base station, wherein the mobile station is
served by an IEEE 802.16e-only serving base
station or by an IEEE 802.16e zone of an IEEE
802.16e/16m-coexistence serving base station,
and wherein the target base station comprises
an IEEE 802.16e module and an IEEE 802.16m
module;
performing an IEEE 802.16e handover proce-
dure such that the mobile station handovers
from the serving base station to an IEEE
802.16e zone of the target base station; and
performing a zone-switch procedure such that
the mobile station switches from the IEEE
802.16e zone to an IEEE 802.16m zone of the
target base station.

2. The method of Claim 1, wherein the coexistence ca-
pability is indicated by a reserved bit in a Frame Con-
trol Header (FCH) broadcasted by the target base
station.

3. The method of Claim 1, wherein the IEEE 802.16m
module of the target base station retrieves 802.16e
and 802.16m common information of the mobile sta-
tion from the IEEE 802.16e module of the target base
station such that the zone-switch procedure is opti-
mized.

4. The method of Claim 1, wherein the mobile station
initiates the zone-switch procedure by sending a
message with zone-switch indication to the target
base station.

5. The method of Claim 1, wherein the target base sta-

tion initiates the zone-switch procedure by sending
a message with zone-switch to the mobile station.

6. The method of Claim 1, wherein the zone-switch pro-
cedure is triggered during the IEEE 802.16e hando-
ver procedure.

7. The method of Claim 1, wherein the zone-switch pro-
cedure is triggered after the IEEE 802.16e handover
procedure.

8. A method for handover in a wireless network, the
method comprising:

indicating IEEE 802.16e and IEEE 802.16m co-
existence capability to a mobile station by a tar-
get base station, wherein the mobile station is
served by an IEEE 802.16e-only serving base
station or by an IEEE 802.16e zone of an IEEE
802.16e/16m-coexistence serving base station,
and wherein the target base station comprises
an IEEE 802.16e module and an IEEE 802.16m
module; and
performing an IEEE 802.16m handover proce-
dure upon detecting a direct-switch condition so
that the mobile station handovers from the serv-
ing base station to an IEEE 802.16m zone of the
target base station directly.

9. The method of Claim 8, wherein the coexistence ca-
pability is indicated by a reserved bit in a Frame Con-
trol Header (FCH) broadcasted by the target base
station.

10. The method of Claim 8, wherein the IEEE 802.16m
module of the target base station retrieves informa-
tion of the mobile station from the IEEE 802.16e mod-
ule of the target base station to reduce the IEEE
802.16m handover interruption time.

11. The method of Claim 8, wherein the direct-switch
condition is detected when the target base station
receives IEEE 802.16e identity information of the
mobile station.

12. The method of Claim 11, wherein the IEEE 802.16e
identity information, comprises at least one of a
handover ID and/or a MAC address of the mobile
station.

13. A method for handover in a wireless network sup-
porting both IEEE 802.16e zone and IEEE 802.16m
zone, the method comprising:

scanning neighboring cells by a mobile station,
wherein the mobile station is served by an IEEE
802.16e-only serving base station or an IEEE
802.16e zone of an IEEE 802.16e/16m-coexist-
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ence serving base station; and
reporting the scanning results to the serving
base station such that the mobile station hando-
vers to a target base station with IEEE 802.16e
and IEEE 802.16m coexistence capability.

14. The method of Claim 13, wherein the scanning re-
sults comprises only neighboring cells that have
IEEE 802.16e and IEEE 802.16m coexistence ca-
pability.
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