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(54) A mobile OFDM receiver with intercarrier interference compensation

(57) A receiver is provided, in particular a mobile Or-
thogonal Frequency Division (OFDM) receiver, wherein
the receiver comprises a receiving unit for receiving a
multicarrier signal via a transmitting channel, a channel
estimation unit for estimating a channel estimation signal
indicative of properties of the transmitting channel based
on the multicarrier signal and a feedback provided at a
position of a signal processing path of the receiver down-

stream of the channel estimation unit, and a compensa-
tion unit adapted for at least partially compensating signal
distortions within the transmitting channel on basis of the
multicarrier signal received by the receiving unit and the
channel estimation signal estimated by the channel es-
timation unit, and for outputting the received multicarrier
signal with at least partially compensated signal distor-
tions.
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Description

FIELD OF THE INVENTION

[0001] The invention relates to a receiver, in particular to a mobile Orthogonal Frequency Division Multiplex (OFDM)
receiver.
[0002] Beyond this, the invention relates to a method of at least partially compensating signal distortions within a
multicarrier signal.
[0003] Moreover, the invention relates to a program element.
[0004] Furthermore, the invention relates to a computer-readable medium.

BACKGROUND OF THE INVENTION

[0005] Orthogonal Frequency Division Multiplexing (OFDM) is an effective way to mitigate the multipath spread of the
wireless channels by a simple equalization. Due to its robustness against the multipath spread of the channel and its
high spectral efficiency, it has been widely adopted in different wireless standards, for example DVB-T/H, and it is also
being considered as the most valuable candidate for future cellular radio systems. Though its advantages, the reception
quality of OFDM systems is hampered by the intercarrier interference (ICI) due to the Doppler spread of the signal in
high mobility scenarios. Mobility induced Doppler spreading distorts the orthogonality among the subcarriers, and results
in intercarrier interferences. ICI degrades the reception quality by worsening the demodulation and decreasing the
accuracy of the channel estimates. The ICI problem in mobile OFDM systems is a well known and widely studied problem.
[0006] The conventional solutions can be grouped under three categories, that means signal processing based ICI
cancellation schemes, self ICI cancelling coding schemes, and multiple antenna techniques. Signal processing based
ICI cancellation schemes require estimation of the time varying characteristics of the channel to estimate the interference
of each subcarrier to its adjacent subcarriers to cancel the ICI, whereas self ICI cancelling coding schemes provide
robustness to the mobility at the expense of reduced spectral efficiency. The multiple antenna approaches are based
on exploiting antenna diversity and spatial processing to mitigate the ICI. Signal processing based ICI cancellation
schemes are quite popular since they do not have any penalty in spectral efficiency or hardware cost with respect to
self ICI cancelling coding schemes and multiple antenna solutions, respectively.
[0007] Although some Doppler compensation techniques are quite effective in single antenna mobile OFDM receivers,
these schemes use the channel information obtained through the channel estimation stage which is also affected ad-
versely by the ICI, thus, their performance is limited by the accuracy of these estimates. As the mobility induced Doppler
spreading increases, the ICI power increases affecting also the pilot symbols that will be used for channel estimation stage.

OBJECT AND SUMMARY OF THE INVENTION

[0008] It is an object of the invention to provide a receiver, in particular a mobile Orthogonal Frequency Division
Multiplex (OFDM) receiver, for receiving a multicarrier signal and for at least partially compensating signal distortions
within the multicarrier signal in an improved way.
[0009] In order to achieve the object defined above, a receiver, a method of at least partially compensating signal
distortions within a multicarrier signal, a program element and a computer-readable medium according to the independent
claims are provided.
[0010] According to an exemplary embodiment of the invention, a receiver is provided, in particular a mobile Orthogonal
Frequency Division Multiplex (OFDM) receiver. The receiver comprises a receiving unit for receiving a multicarrier signal
via a transmitting channel. The receiver comprises further a channel estimation unit for estimating a channel estimation
signal indicative of properties of the transmitting channel based on the multicarrier signal and a feedback signal provided
at a position of a signal processing path of the receiver downstream of the channel estimation unit. Further, the receiver
comprises a compensation unit adapted for at least partially compensating signal distortions within the transmitting
channel on basis of the multicarrier signal received by the receiving unit and the channel estimation signal estimated
by the channel estimation unit, and for outputting the received multicarrier signal with at least partially compensated
signal distortions.
[0011] According to another exemplary embodiment of the invention, a method of at least partially compensating
signal distortions within a multicarrier signal, in particular an OFDM signal, is provided. The method comprises receiving
the multicarrier signal via a transmitting channel, estimating a channel estimation signal indicative of properties of the
transmitting channel based on the multicarrier signal and a feedback signal, at least partially compensating signal
distortions within the transmitting channel on basis of the multicarrier signal and the channel estimation signal, and
outputting the received multicarrier signal with compensated signal distortions.
[0012] According to still another exemplary embodiment of the invention, a program element (for instance a software
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routine, in source code or in executable code) is provided, which, when being executed by a processor, is adapted to
control or carry out a compensating method having the above mentioned features.
[0013] According to yet another exemplary embodiment of the invention, a computer-readable medium (for instance
a CD, a DVD, a USB stick, a floppy disk or a harddisk) is provided, in which a computer program is stored which, when
being executed by a processor, is adapted to control or carry out a compensating method having the above mentioned
features.
[0014] Compensating signal distortions which may be performed according to embodiments of the invention can be
realized by a computer program, that is by software, or by using one or more special electronic optimization circuits,
that is in hardware, or in hybrid form, that is by means of software components and hardware components.
[0015] In Orthogonal Frequency Division Multiplexing (OFDM) systems, mobility induced Doppler spreading distorts
the orthogonality among the subcarriers, and results in intercarrier interference (ICI). ICI degrades the reception quality
by worsening the demodulation and decreasing the accuracy of the channel estimates. Different Doppler compensation
techniques, for example ICI subtraction and LLR (log-likelihood-ratio) trick schemes, may be quite effective in single
antenna mobile OFDM receivers. However, these schemes use the channel information obtained through the channel
estimation stage which is also affected adversely by the ICI, thus, their performance is limited by the accuracy of these
estimates.
[0016] According to this exemplary embodiment of the invention, Doppler compensation techniques are combined
with a channel estimation based on a feedback signal, especially with decision-directed channel estimation schemes,
so that the channel estimation accuracy, thus, the effectiveness of these Doppler compensation schemes can be im-
proved. The used combination of two techniques may provide better Doppler tolerances, thus, better reception quality
in high vehicle speeds of digital broadcast signals such as DVB-T, DVB-H, etc.
[0017] In the following, further exemplary embodiments of the receiver will be explained. However, these embodiments
also apply to the method, to the program element and to the computer-readable medium.
[0018] The compensation unit may be a Doppler compensation unit adapted for at least partially compensating signal
distortions due to mobility of the receiver.
[0019] The multicarrier signal may be an Orthogonal Frequency Division Multiplex (OFDM) signal. In OFDM, a large
number of closely-spaced orthogonal sub-carriers are used to carry data. The data is divided into several parallel data
streams or channels, one for each sub-carrier. Each sub-carrier is modulated with a conventional modulation scheme
at a low symbol rate, maintaining total data rates similar to conventional single-carrier modulation schemes in the same
bandwidth.
[0020] The feedback signal may comprise information as a basis for deciding on pilot symbols within the multicarrier
signal.
[0021] Using a decision directed channel estimation may increase the accuracy of the channel estimates even at high
mobility. More accurate channel information may be used in the compensation unit, that means in ICI cancellation stage,
thus, the effectiveness to mitigate Doppler effects may be increased. The combination of compensation techniques and
decision directed channel estimation may make the receiver more robust against mobility effects and may provide better
reception quality than conventional approaches.
[0022] A conventional approach to estimate the channel gains and channel derivatives is to use scattered pilots in
the frequency domain. However, as the mobility increases, the ICI power the scattered pilots experience will be higher,
leading to less accurate information about the channel gain and derivative information that will be used in ICI mitigation
and soft bit generation steps. Thus, according to this embodiment, a decision directed channel estimation may be used
together with ICI mitigation methods and units. An initial, rough channel estimation may be done based on scattered
pilots. This initial channel information may be used to obtain some decisions on the transmitted symbols leading to
estimated symbols, which may be used as "new pilot symbols" to estimate the channel more accurately. The decisions
on the transmitted symbols may be taken at different points in the chain.
[0023] The compensation unit may comprise an intercarrier interference subtraction unit for subtracting intercarrier
interferences from the received multicarrier signal and/or a further unit for computing a reliability of the multicarrier signal.
[0024] To mitigate the ICI problem, two different approaches, namely ICI subtraction scheme and the log-likelihood-
ratio (LLR) trick may be used. The ICI subtraction scheme provided by the intercarrier interference subtraction unit may
simply first estimate the ICI at each subcarrier from neighboring subcarriers, and then may subtract it from the received
signal to mitigate ICI. A so-called 3-tap ICI cleaned signal may result for example. Note that one may opt to use larger
number of taps for ICI cancellation to further increase robustness against Doppler spreading.
[0025] The LLR trick, provided by the further unit, which may be a log-likelihood-ratio unit, previously developed for
single antenna OFDM receivers, may be used to exploit the information regarding to ICI power level at each subcarrier.
Instead of using uniform additive Gaussian noise power, remaining ICI and noise power may be used to compute the
reliability, i.e., log-likelihood ratio (LLR), of the bits. Thus, also a used forward error correction (FEC) decoder, for example
Viterbi decoder in DVB-T standard, may utilize more precise information regarding to the reliability of the input bits
considering also the ICI power each bit experienced. The ICI and noise power each subcarrier experiences may depend
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on the number of taps used in the ICI subtraction phase.
[0026] The receiver may comprise a demodulation unit adapted for demodulating an output signal of the channel
estimation unit and the OFDM signal and for generating and sending the feedback signal to the channel estimation unit.
[0027] The decisions on the transmitted symbols may be done simply at the demodulation stage without any ICI
mitigation scheme applied. The equalized symbol may be demodulated directly using the OFDM signal. It may be the
simplest form of decision directed channel estimation. The detected symbols may then be used as new pilots to re-
estimate the channels.
[0028] The receiver may comprise a demodulation unit adapted for demodulating an output signal of the intercarrier
interference substraction unit and an output signal of the channel estimation unit and for generating and sending the
feedback signal to the channel estimation unit.
[0029] The decisions on the transmitted symbols may be done after the ICI subtraction stage. First ICI subtraction
may be applied to the received signal, for example for 3-tap ICI subtraction, then, the ICI mitigated signal may be
equalized. The equalized symbols may be demodulated and then send back to the channel estimation unit. The detected
symbols may then be used as new pilots to re-estimate the channels.
[0030] The receiver may comprise a forward error correction unit adapted for receiving an output signal of the com-
pensation unit and adapted for correcting the output signal based on an error correction code.
[0031] Forward error correction (FEC) is a system of error correction for data transmission, whereby the sender may
add (carefully selected) redundant data to its messages, also known as an error-correction code. This may allow the
receiver to detect and correct errors (within some bound) without the need to ask the sender for additional data. The
advantages of forward error correction are that a back-channel is not required and retransmission of data can often be
avoided (at the cost of higher bandwidth requirements, on average).
[0032] FEC processing may often occur in the early stages of digital processing after a signal is first received. That
is, FEC circuits are often an integral part of the analog-to-digital conversion process, also involving digital modulation
and demodulation, or line coding and decoding. Many FEC coders can also generate a bit-error rate (BER) signal which
can be used as feedback to fine-tune the analog receiving electronics. Soft-decision algorithms, such as the Viterbi
decoder, can take (quasi-)analog data in, and generate digital data on output.
[0033] The receiver may comprise a feedback unit adapted for receiving an output of the forward error correction unit,
for generating the feedback signal based on the output of the forward error correction unit and for sending the feedback
signal to the channel estimation unit.
[0034] The decisions on the transmitted symbols may be done after an outer decoding stage of forward-error-correction.
The signal after the compensation unit may be send to an FEC decoder. The output signal of the FEC decoder may be
send to the feedback unit, which may comprise a FEC encoder, an interleaver and a modulation unit. The decoded bits
may be re-encoded, interleaved and remodulated to form the symbols to be used as new pilots. This approach may
provide more reliable "new pilot symbols" than the two previous approaches, thus, more accurate channel estimation
maybe available with thisapproach, however, itmaybe more complex than the two previousmethods, usingdemodulation
units.
[0035] The receiver may comprise a further receiving unit and/or a further channel estimation unit for receiving a
multicarrier signal via multiple antennas.
[0036] For example in cellular and WLAN systems, the industry trend in the reception of broadcast signals is to use
multiple receive antennas and exploit diversity to mitigate the effects of Doppler spreading. According to this embodiment,
a receiver may be used with multiple receive antennas to improve the Doppler tolerance, that means to use a Hybrid
Doppler compensation scheme.
[0037] The compensation unit may further comprise a Doppler compensation combining unit, in particular a Simple
Doppler Compensation Combining unit.
[0038] With this embodiment, multiple receive antennas may be realized. Due to multiple antenna reception of the
broadcast signals through two receive antennas, the mobile receiver may have two different observations of the trans-
mitted signal propagated through different time-varying channels. Due to the difference in the channels, the channel
gains and ICI levels experienced at each observed signal may be different. The signals from multiple antennas can be
combined with different schemes such as antenna selection (AS), preset-weight combining (PWC), maximum-ratio-
combining (MRC), minimum-mean-squared-error (MMSE) combining or simple Doppler compensating combining (SD-
CC). With a combining method, some of ICI can be mitigated by spatial combining of the signals, and, since after the
combining step, the receiver has to deal with only single observation rather than two observations, the complexity of the
receiver may be reduced.
[0039] In this embodiment, a SDCC unit may be used which is a simplified version of MMSE combining and an effective
combining scheme with moderate complexity. SDCC combining may provide much higher Doppler tolerance than the
conventional MRC in normal conditions. The SDCC scheme may also robust against different channel models, i.e., in
both near-scatter and far-scatter environments. It may provide higher Doppler tolerances than the other spatial combining
schemes in all channel realizations.
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[0040] SDCC may require basically four steps:

1. Computation of the combining weights,
2. Normalization of the combining weights, for maintaining the noise power fixed over the subcarriers,
3. Combining the received signals with the computed combiner weights, and
4. Computing the channel gain and channel derivatives of the combined signal.

[0041] The compensation unit according to this embodiment may use a hybrid Doppler compensation scheme that
may be robust to different channel models and scenarios. The hybrid Doppler compensation scheme may combine three
different Doppler compensation mechanisms, i.e., Simple Doppler Compensation Combining (SDCC), 3 tap ICI cance-
lation, which may also be 5 tap, 7 tap etc., and log-likelihood ratio (LLR) trick. All of these methods may use the channel
information to mitigate the ICI signal where scattered pilot signals are used to estimate the channel gains and channel
derivatives. However, the channel information obtained through the channel estimation stage which is also affected
adversely by the ICI, thus, their performance is limited by the accuracy of these estimates. Here, the hybrid Doppler
compensation combining may be combined with decision directed channel estimation to improve the channel estimation
accuracy and ICI mitigation techniques also for multiple receive antennas. The receiver, used in single antenna OFDM
systems, may be extended to OFDM systems with multiple receive antennas leading to combining decision directed
channel estimation with the Hybrid Doppler compensation method.
[0042] The receiver may comprise a demodulation unit adapted for demodulating an output signal of the channel
estimation unit and an output signal of the Doppler compensation combining unit, and for generating and sending the
feedback signal to the channel estimation unit.
[0043] The decision may be taken after the demodulation of the SDCC combined signals from the receive antennas.
The detected symbols may then be used as new pilots to re-estimate the channels.
[0044] The aspects defined above and further aspects of the invention are apparent from the examples of embodiment
to be described hereinafter and are explained with reference to these examples of embodiment.

BRIEF DESCRIPTION OF THE DRAWINGS

[0045] The invention will be described in more detail hereinafter with reference to examples of embodiment but to
which the invention is not limited.

Fig. 1 illustrates a receiver according to an exemplary embodiment of the invention.
Fig. 2 illustrates a block diagram of a conventional mobile OFDM receiver.
Fig. 3 illustrates a receiver according to a further exemplary embodiment of the invention.
Fig. 4 illustrates a receiver according to a further exemplary embodiment of the invention.
Fig. 5 illustrates a receiver according to a further exemplary embodiment of the invention.
Fig. 6 illustrates a diagram of a performance comparison of different types of receivers with a Doppler frequency of
70 Hz.
Fig. 7 illustrates a diagram of a performance comparison of different types of receivers with a Doppler frequency of
120 Hz.
Fig. 8 illustrates a block diagram of a mobile OFDM receiver with multiple receive antennas.
Fig. 9 illustrates a receiver with multiple receive antennas according to an exemplary embodiment of the invention.
Fig. 10 illustrates a receiver with multiple receive antennas according to a further exemplary embodiment of the
invention.
Fig. 11 illustrates a diagram of a performance comparison of different types of receivers with a Doppler frequency
of 250 Hz in a rich scattering environment.
Fig. 12 illustrates a diagram of a performance comparison of different types of receivers with a Doppler frequency
of 250 Hz in a poor scattering environment.

DESCRIPTION OF EMBODIMENTS

[0046] The illustration in the drawing is schematically. In different drawings, similar or identical elements are provided
with the same reference signs.
[0047] Orthogonal Frequency Division Multiplexing (OFDM) is an effective way to mitigate the multipath spread of the
wireless channels by a simple equalization. Due to its robustness against the multipath spread of the channel and its
high spectral efficiency, it has been widely adopted in different wireless standards, e.g., DVB-T/H, and it is also being
considered as the most valuable candidate for future cellular radio systems. Though its advantages, the reception quality
of OFDM systems is hampered by the intercarrier interference (ICI) due to the Doppler spread of the signal in high
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mobility scenarios. ICI degrades the reception quality by worsening the demodulation and decreasing the accuracy of
the channel estimates. The ICI problem in mobile OFDM systems is a well known and widely studied problem. Known
solutions can be grouped under three categories, i.e., signal processing based ICI cancellation schemes, self ICI can-
celling coding schemes, and multiple antenna techniques. Signal processing based ICI cancellation schemes require
estimation of the time varying characteristics of the channel to estimate the interference of each subcarrier to its adjacent
subcarriers to cancel the ICI, whereas self ICI cancelling coding schemes provide robustness to the mobility at the
expense of reduced spectral efficiency. The multiple antenna approaches are based on exploiting antenna diversity and
spatial processing to mitigate the ICI. Signal processing based ICI cancellation schemes are quite popular since they
do not have any penalty in spectral efficiency or hardware cost with respect to self ICI cancelling coding schemes and
multiple antenna solutions, respectively. ICI subtraction and LLR trick schemes are Doppler compensation techniques
shown to be quite effective in single antenna mobile OFDM receivers. However, these schemes use the channel infor-
mation obtained through the channel estimation stage which is also affected adversely by the ICI, thus, their performance
is limited by the accuracy of these estimates.
[0048] Fig. 2 illustrates a conventional OFDM receiver 200. A conventional OFDM system is considered, where N
complex symbols, s = [S1, S2, ..., Sm, ..., SN], are modulated onto N orthogonal subcarriers by using an N-point IFFT.
It is assumed that a cyclic prefix longer than the length of the channel impulse response is inserted to the signal to
prevent inter-block-interference. The transmitted signal goes through a time varying multipath channel consisting of
uncorrelated paths with complex attenuation {h1(t)} and delay of {τ1} having an impulse response

where L is the number of multipath components. It is assumed that each multipath term hl(t) is composed of P independent
and identically distributed scattered signals with uniformly distributed angle-of-arrivals (AOAs) θl,p as

where fD = fc.v/c with v as the speed of the mobile unit, c = 3.108m/s, and fc is the carrier frequency. h–l,p is the path gain,
θl,p is the AOA, and ∆l,p is the phase of the pth scattered component of the 1th multipath.
[0049] The baseband received signal in time domain is denoted as r(t), and expressed as

where Hm (t) = Σl hl(t) ej2πmfsτl is the channel frequency response of subcarrier m at time t, fs is the subcarrier spacing,

and v(t) is the additive white Gaussian noise (AWGN) with variance The signal is received via a receiving unit

110 comprising an antenna 111 and a unit 112 comprising an RX filter and an analog/digital converter for filtering and
converting the signal. Hm(t) can be approximated by using Taylor series expansion around to up to the first-order term as

where to can be chosen as the middle of the windowed OFDM symbol. Using (4), after sampling the received signal,
appropriate windowing and FFT operation (done in the unit 113), the baseband received signal at the mth subcarrier,
ym, can be approximated as
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wherein

with to chosen as the middle of the windowed OFDM symbol. The term in the summation of (5) represents the ICI term
which mth subcarrier experiences.
[0050] It is assumed that the channel frequency response of subcarrier m, Hm(t0), is estimated in a channel estimation
unit 120 by using the pilot subcarriers at each OFDM symbol for each antenna, for example by using the scattered pilots
in DVB-T, and the channel derivative of each subcarrier, H’i,m(t0), can be simply obtained using the channel frequency
response of next and previous OFDM symbols as

where Hi,m(t0 + TOFDM) and Hi,m(to - TOFDM) represent the channel frequency response of subcarrier m of ith antenna
for the next and previous OFDM symbols, respectively, and TOFDM is the OFDM symbol duration, i.e. 1/fs + TCP with
TCP as the duration of cyclic prefix.
[0051] To mitigate the ICI problem, two units are used in the receiver of Fig. 2, namely a first unit 131 using an ICI
subtraction scheme and a second unit 132 using a log-likelihood-ratio (LLR) trick. ICI subtraction scheme simply first
estimates the ICI at each subcarrier from neighboring subcarriers, and then subtracts it from the received signal to
mitigate ICI. In this context, the resulting 3-tap ICI cleaned signal is simply

[0052] It should be noted that one may opt to use larger number of taps for ICI cancellation to further increase
robustness against Doppler spreading.
[0053] The LLR trick previously developed for single antenna OFDM receivers is a simple method to exploit the
information regarding to ICI power level at each subcarrier. Instead of using uniform additive Gaussian noise power,
remaining ICI and noise power can be used to compute the reliability, i.e., log-likelihood ratio (LLR), of the bits. Thus,
the FEC decoder, e.g., Viterbi decoder in DVB-T standard, can utilize more precise information regarding to the reliability
of the input bits considering also the ICI power each bit experienced. The ICI and noise power each subcarrier experiences
depends on the number of taps used in the ICI subtraction phase, i.e., 3 in this embodiment, and can be expressed as

[0054] Using the approximation, estimation of the remaining ICI and noise power is rather simplified.
[0055] It should be noted that both of the ICI mitigation steps use the channel and channel derivative information to
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compensate for Doppler effects. However, as the mobility induced Doppler spreading increases, the ICI power increases
affecting also the pilots that will be used for channel estimation stage. Thus, ICI degrades the accuracy of this vital
information which can be used at the receiver to mitigate Doppler effects.
[0056] According to an embodiment of the invention as illustrated in Fig, 1, it is thus proposed to use a decision-
directed channel estimation together with the ICI subtraction scheme and LLR trick to improve the channel estimation
accuracy, thus, to increase the effectiveness of these approaches to mitigate the Doppler effects.
[0057] Therefore, the receiver 100 comprises a receiving unit 110 for receiving a multicarrier or OFDM signal 101 via
a transmitting channel. A channel estimation unit 120 receives the OFDM signal from the receiving unit and receives
further a feedback signal 121. Based on these two signals, properties of the transmitting channel are estimated based
on a decision-directed channel estimation and a channel estimation signal is then sent to a compensation unit 130. The
compensation unit provides then a signal 134 in which at least partially signal distortions, e.g. intercarrier interferences,
are compensated.
[0058] Using decision directed channel estimation method can increase the accuracy of the channel estimates even
at high mobility. More accurate channel information can be used in ICI cancellation stage, thus, it can increase the
schemes’ effectiveness to mitigate Doppler effects. The combined methods can make the receiver more robust against
mobility effects and provide better reception quality than the conventional approaches.
[0059] The conventional approach to estimate the channel gains and channel derivatives is to use scattered pilots in
the frequency domain as they are defined in the standard documents. However, as the mobility increases, the ICI power
the scattered pilots experience will be higher, leading to less accurate information about the channel gain and derivative
information that will be used in ICI mitigation and soft bit generation steps (done in the unit 133 being a soft bit computation
unit). In embodiments according to the invention, a decision directed channel estimation may be used together with ICI
mitigation methods. An initial, rough channel estimation can be done based on scattered pilots. This initial channel
information can be used to obtain some decisions on the transmitted symbols, and estimated symbols can be used as
"new pilot symbols" to estimate the channel more accurately. The decisions on the transmitted symbols can be taken
at different points in the chain. In Fig. 3-5, example embodiments are presented, using three types of implementation
of the proposed approach.
[0060] Fig. 3 shows a receiver 300, in which the decisions on the transmitted symbols may be done simply at the
demodulation stage without any ICI mitigation scheme applied (so called "cheap small loop"). The equalized symbol

is demodulated to the closest point in the constellation diagram. That means that the conventional receiver of Fig. 2
comprises an additional demodulation unit 150 receiving the OFDM signal and an output signal of the channel estimation
unit 120. It is the simplest form of decision directed channel estimation as proposed here. The detected symbols are
then used as new pilots to re-estimate the channels. The receiver further comprises an output unit 140.
[0061] Fig. 4 shows a receiver 400, in which the decisions on the transmitted symbols may be done after the ICI
subtraction stage (so called "ICI mitigated small loop"). First ICI subtraction is applied to the received signal as defined
in (8) for 3-tap ICI subtraction, then, the ICI mitigated signal is equalized as

[0062] The equalized symbols are demodulated to the closest point in the constellation diagram. That means that the
conventional receiver of Fig. 2 comprises an additional demodulation unit 150 receiving an output signal of the channel
estimation unit 120 and the resulting signal after the ICI signal generation in unit 131. The detected symbols are then
used as new pilots to re-estimate the channels.
[0063] Fig. 5 shows a receiver 500, in which the decisions on the transmitted symbols may be done after the outer
decoding stage of forward-error-correction in the FEC decoder 162 after deinterleaving 161 (so called "big loop"). The
decoded bits are further processed in the feedback unit 170, that means re-encoded (FEC encoder 171), interleaved
(interleaver 172) and remodulated (modulator 173), to form the symbols to be used as new pilots. This approach may
provide more reliable "new pilot symbols" than the two previous approaches, thus, more accurate channel estimation
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may be available with this approach, however, it is more complex than the two previous methods.
[0064] In Fig. 6 and 7, the benefits of the new approaches of combining decision directed channel estimation with ICI
subtraction and LLR trick methods are shown by simulation of the BER performance of a mobile OFDM system at
different Doppler frequencies and channel models. A 16-QAM modulated DVB-T signal in 8K OFDM mode with a guard
interval of 1/4, 1116 Hz of subcarrier spacing and a convolutional coding rate R=2/3 as specified in DVB-T standard is
considered. It may be assumed that the initial channel estimation is simply done by interpolating the channel estimates
of the scattered pilots in frequency domain only for each OFDM symbol. Fig. 6 and 7 show the BER performance
comparison of a fixed receiver ignoring the mobility effects (graph 601), a conventional mobile receiver with 3-tap ICI
subtraction and LLR trick (graph 602), the receiver of Fig. 3 (graph 603), the receiver of Fig. 4 (graph 604) and the
receiver of Fig. 5 (graph 605).
[0065] In Fig. 6, comparison is made for a rich scattering environment with a Doppler frequency of 70 Hz. It is observed
that the proposed approach of combining decision directed channel estimation with ICI subtraction and LLR trick schemes
provide a significant improvement on BER performance. As expected, the receiver of Fig. 5 is the best performing
appproach due to its more complex and reliable decisions.
[0066] In Fig. 7, BER performance comparison is made for a poor scattering environment with a Doppler frequency
of 120 Hz. Similar performance enhancement is observed with the proposed approaches in this case as well.
[0067] In the following, the receiver of Fig. 3-5 is extended to a multiple receiving antenna system. For this system,
a hybrid Doppler compensation scheme may be used that is robust to different channel models and scenarios. The
proposed scheme may combine three different Doppler compensation mechanisms, i.e., Simple Doppler Compensation
Combining (SDCC), 3 tap ICI cancellation and log-likelihood ratio (LLR) trick. All of these methods use the channel
information to mitigate the ICI signal where scattered pilot signals are used to estimate the channel gains and channel
derivatives. However, the channel information obtained through the channel estimation stage which is also affected
adversely by the ICI, thus, their performance is limited by the accuracy of these estimates. As shown and explained
above, decision directed channel estimation can be used to improve the channel estimation accuracy and ICI mitigation
techniques in single antenna OFDM systems. Now, this approach may be extended to OFDM systems with multiple
receive antennas leading to combining decision directed channel estimation with the Hybrid Doppler compensation
method. The decisions may be taken in two ways: after the demodulation of the SDCC combined signals from the receive
antennas and after the FEC decoder. This proposed approach may provide better Doppler tolerances than conventional
Hybrid Doppler compensation methods, thus, better reception quality in high vehicle speeds for digital broadcast signals
such as DVB-T, DVB-H, etc.
[0068] As single antenna receiver ICI mitigation schemes may be computationally intensive and may provide limited
Doppler tolerance, in cellular and WLAN systems, the industry trend in the reception of broadcast signals is to use
multiple receive antennas and exploit diversity to mitigate the effects of Doppler spreading. Here, a mobile equalizer for
mobile OFDM receivers with multiple receive antennas is proposed to improve the Doppler tolerance, i.e., Hybrid Doppler
compensation scheme. The approach may use channel information to mitigate ICI which is obtained by using scattered
pilot signals.
[0069] Fig. 8 illustrates a conventional OFDM receiver 800 based on the conventional OFDM receiver as shown in
Fig. 2 and the corresponding description and extended to comprise two receiving units 110 with, in this example, two
receiving antennas 111.
[0070] In the following, a conventional OFDM system with M receive antennas is considered. The formulas as explained
in context with Fig. 2 are extended to multiple receive antennas. The complex attenuation is now {hi,l(t)} and the impulse
response is

for the ith receive antenna where L is the number of multipath components. It is assumed that each multipath term hi,l
(t) is composed of P independent and identically distributed scattered signals with uniformly distributed angle-of-arrivals
(AOAs) θl,p as
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where fD = fc.v/c with v as the speed of the mobile unit, c = 3.108m/s, and fc is the carrier frequency. h–l,p is the path gain,
θl,p is the AOA, and ∆i,l,p is the phase of the pth scattered component of the lth multipath of ith antenna. It should be
noted that {∆i,l,p} depends on AOA and the relative positions of the receive antennas.
[0071] The baseband received signal at the ith receive antenna in time domain is denoted as ri(t), and expressed as

where Hi,m(t) = Σl hi,l(t) ej2πmfsτl is the channel frequency response of subcarrier m at time t at the ith antenna, fs is the

subcarrier spacing, and νi(t) is the additive white Gaussian noise (AWGN) with variance at the ith antenna. Hi,m

(t) can be approximated by using Taylor series expansion around to up to the first-order term as

where to can be chosen as the middle of the windowed OFDM symbol. Using (15), after sampling the received signal,
appropriate windowing and FFT operation, the baseband received signal at the mth subcarrier of ith antenna, yi,m, can
be approximated as

with to chosen as the middle of the windowed OFDM symbol. The term in the summation of (16) represents the ICI term
which mth subcarrier experiences. It should be noted that Ξm,n = 0 and for small |m - n| values Ξm,n can be approximated by

[0072] Stacking all the received signals of mth subcarrier from each receive antenna, the received signal can be
represented in a vector form as

[0073] It should be noted that the first term in the right of the approximation is the intended signal at the mth subcarrier
whereas the second term in the summation represents only the ICI from the neighboring subcarriers since Ξm,n = 0.
[0074] Hybrid Doppler compensation scheme as shown by Fig. 8 uses a Simple Doppler Compensating Combiner
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(SDCC) 180, ICI subtraction scheme 131 and LLR trick 132.
[0075] The SDCC can be expressed as

where

[0076] After the linear combining step, the receiver has single observation of the signal as

where and with

[0077] It is proposed to use a 3-tap ICI cancellation in the combined signal since the closest subcarriers create the
highest ICI levels. In this context, the resulting ICI cleaned signal is simply

[0078] The ICI and noise power each subcarrier experiences may depend also in this embodiment on the number of
taps used in the ICI subtraction phase, i.e., 3 in the proposed example solution, and can be expressed as

[0079] It should be realized that all of the SDCC, ICI subtraction and LLR trick steps, use the channel and channel
derivative information to compensate for Doppler effects. However, as the mobility induced Doppler spreading increases,
the ICI power increases affecting also the pilots that will be used for channel estimation stage. Thus, ICI may degrade
the accuracy of this vital information which can be used at the receiver to mitigate Doppler effects.
[0080] Therefore, a decision-directed channel estimation may be used together with Hybrid Doppler compensation
solution to improve the channel estimation accuracy, thus, to increase the effectiveness of these approaches to mitigate
the Doppler effects. Fig. 9 and 10 show exemplary embodiments of a receiver according to the invention, comprising
the components of the conventional receiver of Fig. 8.
[0081] In the receiver 900 of Fig. 9, the decisions on the transmitted symbols may be done simply at the demodulation
stage after SDCC scheme applied (so called "small loop"). That means that the receiver comprises a demodulation unit
150 receiving an output signal of the SDCC unit 180. The equalized symbol
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is demodulated to the closest point in the constellation diagram. It is a simple form of decision directed channel estimation.
The detected symbols are then used as new pilots to re-estimate the channels.
[0082] The receiver 1000 of Fig. 10 comprises a FEC decoder and a feedback unit as already explained in context
of Fig. 5. The decisions on the transmitted symbols are done after the outer decoding stage of forward-error-correction
(so called "big loop"). The decoded bits are re-encoded, interleaved and remodulated to form the symbols to be used
as new pilots. This approach may provide more reliable "new pilot symbols" than the previous approach, thus, more
accurate channel estimation may be available with this approach, however, it is more complex than the previous method.
[0083] Fig. 11 and 12 show the benefits of the new approaches of combining decision directed channel estimation
with ICI subtraction and LLR trick methods by a simulation of the BER performance of a mobile OFDM system at different
Doppler frequencies and channel models. A 16-QAM modulated DVB-T signal in 8K OFDM mode with a guard interval
of 1/4, 1116 Hz of subcarrier spacing and a convolutional coding rate R=2/3 as specified in DVB-T standard is considered.
It is assumed that the initial channel estimation is simply done by interpolating the channel estimates of the scattered
pilots in frequency domain only for each OFDM symbol. Fig. 11 and 12 show the BER performance comparison of a
fixed receiver ignoring the mobility effects, i.e., Maximum-ratio-combining based detection (graph 701), a conventional
mobile receiver with Hybrid Doppler Compensation method comprising SDCC, 3-tap ICI subtraction and LLR trick (graph
702), the receiver of Fig. 9 (graph 703) and the receiver of Fig. 10 (graph 704).
[0084] In Fig. 11, comparison is made for a rich scattering environment with a Doppler frequency of 250 Hz. It may
be observed that proposed approach of combining decision directed channel estimation with Hybrid Doppler compen-
sation solution (graphs 703 and 704) provide a significant improvement on BER performance. The receiver of Fig. 9
and 10 perform quite similarly both providing similar accuracy to be used in Doppler compensation methods.
[0085] In Fig. 12, BER performance comparison is made for a poor scattering environment with a Doppler frequency
of 250 Hz. A similar performance enhancement with the proposed approaches may be observed in this case as well.
[0086] It should be noted that the term "comprising" does not exclude other elements or features and the "a" or "an"
does not exclude a plurality. Also elements described in association with different embodiments may be combined.
[0087] It should also be noted that reference signs in the claims shall not be construed as limiting the scope of the claims.

Claims

1. A receiver (100), in particular a mobile Orthogonal Frequency Division Multiplex (OFDM) receiver, the receiver
comprising
a receiving unit (110) for receiving a multicarrier signal via a transmitting channel, a channel estimation unit (120)
for estimating a channel estimation signal indicative of properties of the transmitting channel based on the multicarrier
signal and a feedback provided at a position of a signal processing path of the receiver downstream of the channel
estimation unit, and
a compensation unit (130) adapted for at least partially compensating signal distortions within the transmitting
channel on basis of the multicarrier signal received by the receiving unit and the channel estimation signal estimated
by the channel estimation unit, and for outputting (134) the received multicarrier signal with at least partially com-
pensated signal distortions.

2. The receiver according to claim 1, wherein the compensation unit (130) is a Doppler compensation unit adapted for
at least partially compensating signal distortions due to mobility of the receiver.

3. The receiver according to claim 1, wherein the multicarrier signal is an Orthogonal Frequency Division Multiplex
(OFDM) signal.

4. The receiver according to claim 1, wherein the feedback signal (121) comprises information as a basis for deciding
on pilot symbols within the multicarrier signal.

5. The receiver according to claim 1, wherein the compensation unit (130) comprises an intercarrier interference
subtraction unit (131) for subtracting intercarrier interferences from the received multicarrier signal and/or a further
unit (132) for computing a reliability of the multicarrier signal.



EP 2 391 079 A1

13

5

10

15

20

25

30

35

40

45

50

55

6. The receiver according to claim 1, wherein the receiver (100) comprises a demodulation unit (150) adapted for
demodulating an output signal of the channel estimation unit (120) and the OFDM signal and for generating and
sending the feedback signal to the channel estimation unit.

7. The receiver according to claim 5, wherein the receiver (100) comprises a demodulation unit (150) adapted for
demodulating an output signal of the intercarrier interference substraction unit (131) and an output signal of the
channel estimation unit (120) and for generating and sending the feedback signal to the channel estimation unit.

8. The receiver according to claim 1, wherein the receiver (100) comprises a forward error correction unit (162) adapted
for receiving an output signal of the compensation unit (130) and adapted for correcting the output signal based on
an error correction code.

9. The receiver according to claim 8, wherein the receiver (100) comprises a feedback unit (170) adapted for receiving
an output of the forward error correction unit (162), for generating the feedback signal based on the output of the
forward error correction unit and for sending the feedback signal to the channel estimation unit (120).

10. The receiver according to claim 1, wherein the receiver (100) comprises a further receiving unit (110) and/or a further
channel estimation unit (120) for receiving a multicarrier signal via multiple antennas (111).

11. The receiver according to claim 10, wherein the compensation unit (130) comprises further a Doppler compensation
combining unit (180) for receiving an output signal of the channel estimation unit.

12. The receiver according to claim 11, wherein the receiver (100) comprises a demodulation unit (150) adapted for
demodulating an output signal of the channel estimation unit (120) and an output signal of the Doppler compensation
combining unit (180), and for generating and sending the feedback signal to the channel estimation unit.

13. A method of at least partially compensating signal distortions within a multicarrier signal, in particular an OFDM
signal, the method comprising
receiving the multicarrier signal via a transmitting channel,
estimating a channel estimation signal indicative of properties of the transmitting channel based on the multicarrier
signal and a feedback signal,
at least partially compensating signal distortions within the transmitting channel on basis of the multicarrier signal
and the channel estimation signal, and
outputting the received multicarrier signal with compensated signal distortions.

14. A computer-readable medium, in which a computer program of at least partially compensating signal distortions
within a multicarrier signal is stored, which computer program, when being executed by a processor, is adapted to
carry out or control a method according to claim 13.

15. A program element of at least compensating signal distortions within a multicarrier signal, which program element,
when being executed by a processor, is adapted to carry out or control a method according to claim 13.

Amended claims in accordance with Rule 137(2) EPC.

1. A receiver (100), in particular a mobile Orthogonal Frequency Division Multiplex (OFDM) receiver, the receiver
comprising
a receiving unit (110) for receiving a multicarrier signal via a transmitting channel, a channel estimation unit (120)
for estimating a channel estimation signal indicative of properties of the transmitting channel based on the multicarrier
signal and a feedback provided at a position of a signal processing path of the receiver downstream of the channel
estimation unit, and
a compensation unit (130) adapted for at least partially compensating signal distortions within the transmitting
channel on basis of the multicarrier signal received by the receiving unit and the channel estimation signal estimated
by the channel estimation unit, and for outputting (134) the received multicarrier signal with at least partially com-
pensated signal distortions,
wherein the compensation unit (130) comprises an intercarrier interference subtraction unit (131) for subtracting
intercarrier interferences from the received multicarrier signal and a further unit (132) for computing a reliability of
the multicarrier signal.
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2. The receiver according to claim 1, wherein the compensation unit (130) is a Doppler compensation unit adapted
for at least partially compensating signal distortions due to mobility of the receiver.

3. The receiver according to claim 1, wherein the multicarrier signal is an Orthogonal Frequency Division Multiplex
(OFDM) signal.

4. The receiver according to claim 1, wherein the feedback signal (121) comprises information as a basis for deciding
on pilot symbols within the multicarrier signal.

5. The receiver according to claim 3, wherein the receiver (100) comprises a demodulation unit (150) adapted for
demodulating an output signal of the channel estimation unit (120) and the OFDM signal and for generating and
sending the feedback signal to the channel estimation unit.

6. The receiver according to claim 1, wherein the receiver (100) comprises a demodulation unit (150) adapted for
demodulating an output signal of the intercarrier interference substraction unit (131) and an output signal of the
channel estimation unit (120) and for generating and sending the feedback signal to the channel estimation unit.

7. The receiver according to claim 1, wherein the receiver (100) comprises a forward error correction unit (162)
adapted for receiving an output signal of the compensation unit (130) and adapted for correcting the output signal
based on an error correction code.

8. The receiver according to claim 7, wherein the receiver (100) comprises a feedback unit (170) adapted for receiving
an output of the forward error correction unit (162), for generating the feedback signal based on the output of the
forward error correction unit and for sending the feedback signal to the channel estimation unit (120).

9. The receiver according to claim 1, wherein the receiver (100) comprises a further receiving unit (110) and/or a
further channel estimation unit (120) for receiving a multicarrier signal via multiple antennas (111).

10. The receiver according to claim 9, wherein the compensation unit (130) comprises further a Doppler compensation
combining unit (180) for receiving an output signal of the channel estimation unit.

11. The receiver according to claim 10, wherein the receiver (100) comprises a demodulation unit (150) adapted
for demodulating an output signal of the channel estimation unit (120) and an output signal of the Doppler compen-
sation combining unit (180), and for generating and sending the feedback signal to the channel estimation unit.

12. A method of at least partially compensating signal distortions within a multicarrier signal, in particular an OFDM
signal, the method comprising
receiving the multicarrier signal via a transmitting channel,
estimating a channel estimation signal indicative of properties of the transmitting channel based on the multicarrier
signal and a feedback signal,
at least partially compensating signal distortions within the transmitting channel on basis of the multicarrier signal
and the channel estimation signal, and
outputting the received multicarrier signal with compensated signal distortions,
wherein at least partially compensating signal distortions comprises subtracting intercarrier interferences from the
received multicarrier signal and computing a reliability of the multicarrier signal.

13. A computer-readable medium, in which a computer program of at least partially compensating signal distortions
within a multicarrier signal is stored, which computer program, when being executed by a processor, is adapted to
carry out or control a method according to claim 12.

14. A program element of at least compensating signal distortions within a multicarrier signal, which program element,
when being executed by a processor, is adapted to carry out or control a method according to claim 12.
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