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(54) SURFACE STRUCTURE FOR ARTICLE

(57) In the surface structure of an article 7 according
to the present invention, a plurality of convex portions 11
are so disposed on a surface 9 as to have intervals rel-
ative to each other and a plurality of fine convex portions
21 having a diameter d and a height h smaller than those
of the concave portion 11 are formed on the surface of

at least the edge portion 15 of the concave portion 11.
By this, when a hand touches the surface 9 of the article
7, the proper number of convex portions 21 abut on a
linear object 25 constituting a fingerprint 23 of a hand’s
finger, to thereby allow the human being to obtain a del-
icate-and-soft touch feeling.
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Description

[Technical Field]

[0001] The present invention relates to a surface struc-
ture of an article.

[Background Art]

[0002] Ordinarily, interior components are disposed in
a vehicular room of an automobile, an electric train and
the like, thereby improving external view or touch feeling
(for example, refer to Patent Literature 1 and the like).
[0003] A vehicular interior component described in this
Patent Literature 1 is applied to a lengthy member such
as vehicular weather strip and the like, and is formed with
a lengthy molded article main body and an ornament lay-
er disposed on the surface of the lengthy molded article
main body. A plurality of linear groove portions extending
linearly are formed on the surface of this ornament layer.
The linear groove portions are disposed at specified in-
tervals in a direction perpendicular to a longitudinal di-
rection of the lengthy member. Many fine concave-con-
vex patterns smaller than a concave-convex shape de-
fined by the linear groove portion are formed on a surface
of the linear groove portion.

[Citation List]

[Patent Literature]

[0004] [Patent Literature 1] Japanese Patent Applica-
tion Laid-Open No. 2005-263197

[Summary of Invention]

[Technical Problem]

[0005] However, with respect to the vehicular interior
component shown in the above background art, the size
of the linear groove portion and the size of the concave-
convex pattern formed on the surface of the linear groove
portion are not specifically defined. Therefore, when a
hand’s finger of a human being touches the surface of
the interior component, it is difficult for the human being
to obtain a delicate-and-soft touch feeling which is felt by
the fingerprint of the hand’s finger.
[0006] Therefore, the present invention has been
made in view of the above circumstances. It is an object
of the present invention to provide a surface structure of
an article which allows a human being to obtain a deli-
cate-and-soft touch feeling which is felt by the fingerprint
of the hand’s finger of the human being.

[Solution to Problem]

[0007] For achieving the above object, the surface
structure of an article according to the present invention

has such a main feature that a plurality of fine convex
portions each having a diameter in a range of 15 Pm to
40 Pm are formed on the surface of the structure.

[Advantageous Effects of Invention]

[0008] In the surface structure of an article according
to the present invention, a plurality of fine convex portions
each having a diameter in a range of 15 Pm to 40 Pm
are formed on the surface of the structure. Therefore,
when a finger of the human being touches the surface,
a delicate-and-soft touch feeling which is felt by the fin-
gerprint of the hand’s finger can be obtained.

[Brief Description of Drawings]

[0009]

[Fig. 1] Fig. 1 is a perspective view of a door equipped
with a door trim according to an embodiment of the
present invention, where the door is viewed from a
vehicular inside.
[Fig. 2] Fig. 2 is a perspective view where the surface
of the door grip in Fig. 1 is enlarged.
[Fig. 3] Fig. 3 is a plan view of Fig. 2.
[Fig. 4] Fig. 4 is a cross sectional view taken along
the line A-A in Fig. 3.
[Fig. 5] Fig. 5 is a cross sectional view where Fig. 4
is enlarged.
[Fig. 6] Fig. 6 is a schematic view where a fingerprint
of a hand’s finger of the human being is enlarged.
[Fig. 7] Fig. 7 is an enlarged schematic view showing
a state in which a fingerprint of a hand’s finger abuts
on an edge portion of a concave portion formed on
the surface of a door grip.
[Fig. 8] Fig. 8 is an enlarged schematic view showing
a state in which a fingerprint of a hand’s finger abuts
on an edge portion of a concave portion in a door
grip according to a comparative example.
[Fig. 9] Fig. 9 is a graph showing a relationship be-
tween an edge R of an edge portion of a concave
portion and a height of a convex portion formed in
an edge portion of a concave portion.
[Fig. 10] Fig. 10 is an enlarged plan view showing a
surface structure of a door handle adopted for Ex-
ample.
[Fig. 11] Fig. 11 is an enlarged cross sectional view
taken along the line C-C in Fig. 10.
[Fig. 12] Fig. 12 is a plan view showing locations of
the concave portions according to another embodi-
ment.

[Description of Embodiments]

(Embodiment)

[0010] Hereinafter, an embodiment of the present in-
vention is to be set forth based on drawings.
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[0011] Fig. 1 is a perspective view of a door equipped
with the door trim according to the embodiment of the
present invention, where the door is viewed from a ve-
hicular inside.
[0012] A door 1 has a door main body where an outer
panel and an inner panel are joined with each other, and
a door trim 3 which is fitted to the vehicular inside of the
door main body. An armrest 5 protruding to the vehicular
inside is disposed at a center portion in a height direction
of the door trim 3, and a door grip 7 for a passenger to
grip for opening and closing the door 1 is disposed on an
upper face 5a of the armrest 5. In the upper face of the
armrest 5, the door grip 7 is disposed in a form of concave.
On an internal wall face 9 in the vehicular inside among
internal wall faces defining the door grip 7, a below-de-
scribed surface structure according to the embodiment
of the present invention is disposed.
[0013] Fig. 2 is a perspective view where the surface
of the door grip 7 in Fig. 1 is enlarged, Fig. 3 is a plan
view of Fig. 2, and Fig. 4 is a cross sectional view taken
along the line A-A in Fig. 3.
[0014] On the surface of the internal wall face 9 of the
door grip 7, a plurality of concave portions 11 are dis-
posed at specified intervals relative to each other. These
concave portions 11 are each formed substantially in a
hemispherical shape concaved toward a backface side.
Between the concave portions 11, 11, a flat plane portion
13 is formed. Moreover, a diameter D of the concave
portion 11 is preferably in a range of 0.5 mm to 2.0 mm
while a depth H of the concave portion 11 is preferably
in a range of 60 Pm to 350 Pm. Here, the diameter D of
the concave portion 11 denotes a distance between out-
ermost stop ends of respective edges R of the edge por-
tions 15 while the depth H of the concave portion 11 de-
notes a distance from a bottom face of the concave por-
tion 11 to the plane portion 13 of the internal wall face.
Moreover, the edge R (curvature radius) of the cross sec-
tion of the edge portion 15 in the vicinity of the surface
of the concave portion 11 is preferably in a range of 1
mm to 2 mm.
[0015] Fig. 5 is a cross sectional view where Fig. 4 is
enlarged.
[0016] Though omitted from Fig. 4, a plurality of fine
convex portions 21 each formed having a diameter d
smaller than the diameter D of the concave portion 11
are continuously formed on the whole surface of not only
the edge portion 15 of the concave portion 11, but also
the entire concave portion 11 and the plane portion 13.
These convex portions 21 are each formed in a hemi-
sphere shape protruding to the surface side. The diam-
eter d is preferably in a range of 15 Pm to 40 Pm while
the height h is preferably in a range of 15 Pm to 30 Pm.
In addition, the convex portion 21 may be formed at least
in the edge portion 15 of the concave portion 11. How-
ever, as shown according to the present embodiment,
the convex portion 21 is preferably formed also in the
entire concave portion 11 and in the plane portion 13
other than the concave portion 11.

[0017] Fig. 6 shows a fingerprint 23 of a hand’s finger
of the human being, where Fig. 6(a) is a schematic view
of the fingerprint 23 which is enlarged while Fig. 6(b) is
a cross sectional view of Fig. 6(a) taken along the line B-
B in Fig. 6(a).
[0018] On the surface of the hand’s finger, as is well
known, the fingerprint 23 forming various patterns is
formed. The pattern in Fig. 6 denotes a spiral fingerprint
23 formed with linear objects 25 in a circular or spiral
shape. These linear objects 25 are each formed in a con-
vex shape protruding outward and are disposed intermit-
tently along a longitudinal direction. In addition, the area
between the linear objects 25 is formed in a flat portion 27.
[0019] Fig. 7 is an enlarged schematic view showing
a state in which the fingerprint 23 of the hand’s finger
abuts on the edge portion 15 of the concave portion 11
formed on the surface of the door grip 7.
[0020] On the surface of the edge portion 15 of the
concave portion 11 drawn at the lower-right part in Fig.
7, like on (or in) other portions, the substantially hemi-
spherical fine convex portions 21 protruding toward the
surface side are formed. The convex portions 21 are con-
tinuously formed in such a configuration as not having a
gap between the adjacent convex portions 21. Moreover,
a large hemisphere drawn in the upper-left part in Fig. 7
is the linear object 25 constituting the fingerprint 23 of
the hand’s finger. According to the present embodiment,
four convex portions 21 abut on one linear object 25. As
set forth above, when the number of convex portions 21
abutting on the linear object 25 constituting the fingerprint
23 of the hand’s finger is four, a tactile organ (not shown
in drawings) disposed inside the finger is stimulated,
thereby allowing the human being to feel "delicate-and-
soft." Here, "delicate" expresses a very sensitive mean-
ing that the human being can recognize by a light touch.
Moreover, in Fig. 7, the edge R of the edge portion 15 is
1 mm, the height h of the convex portion 21 is 20 Pm,
and the diameter d of the convex portion 21 is 40 Pm.

[Comparative Example]

[0021] Fig. 8 is an enlarged schematic view showing
a state in which the fingerprint 23 of the hand’s finger
abuts on the edge portion 15 of the concave portion 11
in the door grip 7 according to a comparative example.
[0022] Contrary to the above-described Fig. 7, as
shown in Fig. 8, when the edge R of the edge portion 1
is small, three (less than four) convex portions 21 abut
on one linear object 25 constituting the fingerprint 23 of
the hand’s finger. Thus, when the edge R is small, the
curvature factor of the edge portion 15 is large (edge R
is small). Therefore, even when the convex portions 21
have the same size or the linear objects 25 of the finger-
print 23 have the same dimension, the number of convex
portions 21 abutting on one linear object 25 is decreased,
thus preventing the human being from feeling a delicate-
and-soft touch feeling which is felt by the fingerprint 23
of the hand’s finger. Moreover, in Fig. 8, the edge R of
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the edge portion 15 is 0.5 mm, the height h of the convex
portion 21 is 20 Pm, and the diameter d of the convex
portion 21 is 40 Pm.
[0023] Fig. 9 is a graph showing the relationship be-
tween the edge R of the edge portion 15 of the concave
portion 11 and the height h of the convex portion 21
formed in the edge portion 15 of the concave portion 11.
[0024] The abscissa axis of Fig. 9 denotes the edge R
(curvature radius) in the edge portion 15 of the concave
portion 11 while the ordinate axis of Fig. 9 denotes the
height h of the convex portion 21. Moreover, the numbers
described above black circles each denote the number
of convex portions 21 on which the linear object 25 of the
fingerprint 23 abuts.
[0025] According to this graph, it is apparent that by
setting conditions in a range of a hatched rectangular
portion, the linear object 25 of the fingerprint 23 abuts on
the four convex portions 21. Specifically, the edge R of
the edge portion 15 of the concave portion 11 is in a range
of 1 mm to 2 mm, and the height h of the convex portion
21 is in a range of 15 Pm to 30 Pm. Thus, when the linear
object 25 of the fingerprint 23 abuts on the four convex
portions 21, the tactile organ on the backside of the fin-
gerprint 23 is stimulated, thus allowing the human being
to obtain a delicate-and-soft touch feeling.
[0026] Hereinafter, operations and effects of the
present embodiment are to be set forth.
[0027] (1) In the vehicular interior component accord-
ing to the present embodiment, a plurality of concave
portions 11 are so disposed on the surface as to have
intervals relative to each other and a plurality of fine con-
vex portions 21 each having a specified diameter smaller
than the diameter of the concave portion 11 are disposed
on the surface of at least the edge portion 15 of the con-
cave portion 11. Therefore, when the hand touches the
surface of the vehicular interior component, the proper
number of convex portions 21 abut on the linear object
25 constituting the fingerprint 23 of the hand’s finger, to
thereby provide a delicate-and-soft touch feeling.
[0028] (2) The concave portion 11 is formed to have
the diameter D in a range of 0.5 mm to 2.0 mm and the
depth H in a range of 60 Pm to 350 Pm. In this way,
forming the concave portion 11 having a diameter D and
a depth H in the specified ranges allows the proper
number (four) of convex portions 21 to abut on the linear
object 25 constituting the fingerprint 23 of the hand’s fin-
ger, to thereby provide a delicate-and-soft touch feeling.
[0029] (3) The curvature radius R of the cross section
in the edge portion 15 of the concave portion 11 is set in
a range of 1 mm to 2 mm. In this way, forming the cur-
vature radius D of the cross section in the edge portion
15 of the concave portion 11 in the certain range allows
the proper number (four) of convex portions 21 to abut
on the linear object 25 constituting the fingerprint 23 of
the hand’s finger, to thereby provide a delicate-and-soft
touch feeling.
[0030] (4) The convex portion 21 is formed to have the
diameter d in a range of 15 Pm to 40 Pm and the height

h in a range of 15 Pm to 30 Pm. In this way, forming the
concave portion 11 having a diameter d and a height h
in the specified ranges allows the proper number (four)
of convex portions 21 to abut on the linear object 25 con-
stituting the fingerprint 23 of the hand’s finger, to thereby
provide a delicate-and-soft touch feeling.
[0031] (5) The concave portion is formed in a substan-
tially hemispherical shape. Therefore, dependency on
orientation of the linear object 25 of the fingerprint 23 is
low, allowing the human being to have a constant touch
feeling even when the human being touches the concave
portion from any directions.

[Example]

[0032] Hereinafter, the present invention is to be spe-
cifically set forth referring to Example.
[0033] Fig. 10 is an enlarged plan view showing the
surface structure of a door handle adopted in Example,
and Fig. 11 is an enlarged cross sectional view taken
along the line C-C in Fig. 10.
[0034] The concave portion 11 shown in Fig. 10 is
formed on the internal wall face 9 of the vehicular door
grip 7 as shown in Fig. 1. Specifically, each of the concave
portions 11 is formed substantially in an elliptical shape
which is close to a true circle in plan view, where a long
diameter as a length of a long axis is 1.8 mm while a
short diameter as a length of a short axis is 1.6 mm.
Moreover, in plan view, these concave portions 11 are
disposed at apexes of a square having a side of 6 mm,
and one concave portion 11 is disposed in the center
portion of the square. Many of the thus disposed concave
portions 11 are disposed regularly and repeatedly.
[0035] Moreover, as shown in Fig. 11, fine convex por-
tions 21 are formed on both the surface of the concave
portion 11 and the surface of the plane portion 13. The
diameter d of the convex portion 21 is in a range of 20
Pm to 30 Pm and the height h of the convex portion 21
is 20 Pm. Moreover, the edge R of the concave portion
11 is 1 mm.
[0036] The touch feeling of the door grip 7 was verified
by gripping the door grip 7. It has been found that a more
delicate and softer touch feeling was obtained compared
with a conventional door grip.
[0037] Moreover, the present invention is not limited
to the above embodiment, and can be variously varied
and modified based on the technical concept of the
present invention.
[0038] For example, as shown in Fig. 12, in the case
of disposing the concave portions 11 each formed in a
hemispherical shape, it is preferable that such hemi-
spherical concave portions 11 are each disposed in a
position corresponding to an apex of a regular hexagon
29 denoted by an alternate long and short dashed line.
By this, substantially the same touch feeling can be ob-
tained from any directions, i.e., upper, lower, right, left
and the like, on the face in Fig. 12.
[0039] The entire contents of the Japanese Patent Ap-
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plication No. 2008-293138 (filed on November 17, 2008
in Japan) are incorporated herein by reference, to there-
by take some protection against translation errors or
omitted portions.

[Industrial Applicability]

[0040] By the surface structure of the article according
to the present invention, a plurality of fine convex portions
each having a diameter of 15 Pm to 40 Pm are formed
on the surface. Therefore, when the hand’s finger of the
human being touches the surface, the human being can
obtain a delicate-and-soft touch feeling which is felt by
the fingerprint of the hand’s finger.

Claims

1. A surface structure of an article, comprising:

a surface which is formed with a plurality of fine
convex portions each having a diameter in a
range of 15 Pm to 40 Pm.

2. A surface structure of an article, comprising:

a surface which is formed with a plurality of con-
cave portions so disposed on the surface as to
have intervals relative to each other,
wherein a curvature radius of a cross section in
an edge portion of the concave portion is set in
a range of 1 mm to 2 mm, and a plurality of the
convex portions are formed on a surface of at
least the edge portion of the concave portion.

3. The surface structure of the article according to claim
1 or 2, wherein the concave portion is formed to have
a diameter in a range of 0.5 mm to 2.0 mm and a
depth in a range of 60 Pm to 350 Pm.

4. The surface structure of the article according to any
one of claims 1 to 3, wherein the convex portion is
formed to have a height in a range of 15 Pm to 30 Pm.

5. The surface structure of the article according to any
one of claims 1 to 4, wherein the concave portion is
formed in a substantially hemispherical shape.

6. The surface structure of the article according to any
one of claims 1 to 5, wherein the article is a vehicular
interior component.

Amended claims under Art. 19.1 PCT

1. Amended) A surface structure of an article, com-
prising:

a surface which is formed with a plurality of con-
cave portions so disposed on the surface as to
have intervals relative to each other,
wherein a curvature radius of a cross section in
an edge portion of the concave portion is set in
a range of 1 mm to 2 mm, and a plurality of con-
vex portions are formed on a surface of at least
the edge portion of the concave portion.

2. Amended) The surface structure of the article ac-
cording to claim 1, wherein the surface is formed with
a plurality of the fine convex portions each having a
diameter in a range of 15 Pm to 40 Pm.

3. The surface structure of the article according to
claim 1 or 2, wherein the concave portion is formed
to have a diameter in a range of 0.5 mm to 2.0 mm
and a depth in a range of 60 Pm to 350 Pm.

4. The surface structure of the article according to
any one of claims 1 to 3, wherein the convex portion
is formed to have a height in a range of 15 Pm to 30
Pm.

5. The surface structure of the article according to
any one of claims 1 to 4, wherein the concave portion
is formed in a substantially hemispherical shape.

6. The surface structure of the article according to
any one of claims 1 to 5, wherein the article is a
vehicular interior component.

Statement under Art. 19.1 PCT

Amended claim 1 is based on original claim 2 and
amended claim 2 is based on original claim 1. Current
claims 3 to 6 remain unchanged from original claims 3
to 6.
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