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(57) A data processing method when the handover
or change appears between systems includes: the
source data forwarding network element forwards the da-
ta to the user plane anchor network element; the user
plane anchor network element forwards the data to the
target side processing network element. A data process-
ing method when the handover or change appears be-
tween systems is also provided by the present invention,
which includes: the user plane anchor network element
receives the message indication, transmits the data to at
least one of the source data forwarding network element
and the target side processing network element; the user
plane anchor network element updates the route of the
user plane, and transmits the data to the target side
processing network element according to the updated
route of the user plane.; A data processing method when
handover or change appears between GERAN/UTRAN
systems under the Direct Tunnel solution is provided by
the present invention, which can be applied to the Direct
Tunnel solution.
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Description

[0001] This application claims the benefit of Chinese
patent application No. 200610115381.3, titled "Data
Processing Method when Intersystem Handover or
Change Takes Place" and filed with the Chinese Patent
Office on August 15, 2006, which is hereby incorporated
by reference in it entirety.

Field of the Invention

[0002] The present invention relates to the field of tel-
ecommunications and in particular to a data processing
technique and system.

Background of the Invention

[0003] Existing General Package Radio Service
(GPRS)/Universal Mobile Telecommunications System
(UMTS) techniques employ network architecture similar
to second-generation wireless communication systems,
including UMTS Territorial Radio Access Network
(UTRAN), GSM/EDGE Radio Access Network (GER-
AN), Core Network (CN) and Mobile Station (MS), as
illustrated in Figure 1. The GERAN/UTRAN implements
all wireless related functions, and the CN handles all
voice calls and data connections in GPRS/UMTS and
implements switching and routing functions with external
networks.
[0004] Logically the CN can be divided into a Circuit
Switched (CS) domain and a Packet Switched (PS) do-
main, supporting voice and data services respectively.
[0005] The CS domain includes nodes such as Mobile
Switching Center (MSC) server, Media Gateway (MGW)
and Gateway Mobile Switching Centre (GMSC) server.
The MSC server transmits control plane data of the CS
domain, and implements functions such as mobility man-
agement, call control and authentication encryption; the
GMSC server handles call control and mobility control in
the control plane for a GMSC; the MGW handles trans-
mission of user plane data.
[0006] The PS domain includes nodes such as Serving
GPRS Support Node (SGSN) and Gateway GPRS Sup-
port Node (GGSN). The GGSN is an interface to interact
with external networks. Also, as a user plane anchor (i.e.
user plane anchor network element) between a GERAN
and a UTRAN, the GGSN transmits data of the user
plane. Having a position similar to the MSC server in the
CS domain, the SGSN implements functions such as
routing forwarding, mobility management, session man-
agement and user information storage.
[0007] Home Location Registers (HLRs) are used in
both the CS domain and the PS domain to store user
subscription information.
[0008] In existing 3GPP protocols, user plane process-
ing of UMTS is based on a two-tunnel mechanism illus-
trated as in Figure 2. In UMTS, the user plane processing
is between a Radio Network Controller (RNC, a network

element of a UTRAN, used to control wireless resources
of the UTRAN) and an SGSN, and between an SGSN
and a GGSN, over an Iu interface and a Gn interface
respectively. For the two-tunnel mechanism, an SGSN
handles both the user plane and the control plane; there-
fore control plane processing and user plane processing
are not separate.
[0009] With the introduction of High Speed Packet Ac-
cess (HSPA) and IP Multimedia Subsystem (IMS), there
will be a significant data flow growth in future 3GPP net-
work. At present, in order to improve data processing
capability of UMTS, a new UMTS user plane processing
mechanism, i.e. direct-tunnel mechanism, has been pro-
posed. As illustrated in Figure 2, in this mechanism, the
user plane processing of UMTS is between an RNC and
a GGSN, without an SGSN. For the direct-tunnel mech-
anism, an SGSN handles functions of the control plane
only; therefore control plane processing and user plane
processing are separate.
[0010] Now with reference to Figures 3 to 6, the proc-
esses of handover or change between a GERAN and a
UTRAN are illustrated hereinafter.
[0011] At present, the process of handing over from a
GERAN to a UTRAN according to the protocol 43.129 is
illustrated as in Figure 3:

step S301: a source Base Station Subsystem (BSS)
decides to initiate a PS handover;

step S302: the source BSS sends a PS handover
request message to an old SGSN, i.e. 2G SGSN;

step S303: the 2G SGSN sends a forward relocation
request message to a new SGSN, i.e. 3G SGSN;

step S304: the 3G SGSN builds a relocation request
message and sends the message to a target RNC;

step S305: the target RNC sends a relocation re-
quest acknowledge message to the 3G SGSN;

step S306: the 3G SGSN sends a forward relocation
response to the 2G SGSN;

step S307: the 2G SGSN receives an IP packet from
a GGSN and sends the IP packet to an MS via the
source BSS;

step S308: the 2G SGSN forwards the IP packet to
the target RNC via the 3G SGSN;

step S309: the 2G SGSN sends a PS handover re-
quest acknowledge message to the source BSS;

step S310: the MS sends a handover to UTRAN com-
plete message to the target RNC;

step S311: the target RNC sends a relocation com-
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plete message to the 3G SGSN;

step S312: the 3G SGSN sends an update PDP con-
text request message to the GGSN;

step S313: the GGSN returns an update PDP context
response message to the 3G SGSN;

[0012] The process of handing over from a UTRAN to
a GERAN is illustrated as in Figure 4:

step S401: a source RNC decides to initiate a PS
handover;

step S402: the source RNC sends a relocation re-
quest message to an old SGSN, i.e. 3G SGSN;

step S403: the 3G SGSN sends a forward relocation
request message to a new SGSN, i.e. 2G SGSN;

step S404: the 2G SGSN builds a PS handover re-
quest message and sends the message to a target
BSS;

step S405: the target RNC sends a PS handover
request acknowledge message to the 2G SGSN;

step S406: the 2G SGSN sends a forward relocation
response message to the 3G SGSN;

step S407: the 3G SGSN receives an IP packet from
a GGSN and sends the IP packet to an MS via the
source RNC;

step S408: the 3G SGSN sends a relocation com-
mand message to the source RNC;

step S409: the source RNC forwards the IP packet
to the 3G SGSN, the 3G SGSN forwards the IP pack-
et to the 2G SGSN, and the 2G SGSN forwards the
IP packet to the target BSS;

step S410: the target BSS sends a PS handover
complete message to the 2G SGSN;

step S411: the 2G SGSN sends an update PDP con-
text Request message to the GGSN;

step 412: the GGSN returns an update PDP context
response message to the 2G SGSN;

[0013] At present, the process of changing from a
GERAN to a UTRAN according to the protocol 23.060 is
illustrated as in Figure 5:

step S501: an MS decides to perform an inter-system
change;

step S502: the MS sends a routing area update re-
quest message to a new SGSN, i.e. 3G SGSN;

step S503: the 3G SGSN sends an SGSN context
request message to an old SGSN, i.e. 2G SGSN, to
obtain user context;

step S504: the 2G SGSN returns an SGSN context
response message to the 3G SGSN, and carries the
user context information in the context response
message;

step S505: the 3G SGSN sends an SGSN context
acknowledge message to the 2G SGSN, informing
the 2G SGSN that the 3G SGSN is ready to receive
data packets;

step S506: the 2G SGSN duplicates a buffered data
packet and forwards to the 3G SGSN;

step S507: the 3G SGSN sends an update PDP con-
text request message to a GGSN;

step S508: the GGSN returns an update PDP context
response to the 3G SGSN;

step S509: the 3G SGSN returns a routing area up-
date accept message to the MS;

step S510: the MS returns a routing area update
complete message to the 3G SGSN;

step S511: the MS sends a service request message
to the 3G SGSN;

step S512: Radio Access Bearer (RAB) Assignment
procedure is performed between the 3G SGSN and
an RNC, thereby establishing a RAB;

[0014] At present, the process of changing from a
UTRAN to a GERAN according to the protocol 23.060 is
illustrated as in Figure 6:

step S601: an MS decides to perform an inter-system
change;

step S602: the MS sends a routing area update re-
quest message to a new SGSN, i.e. 2G SGSN;

step S603: the 2G SGSN sends an SGSN context
request message to an old SGSN, i.e. 3G SGSN, to
obtain user context;

step S604: the 3G SGSN sends an SRNS context
request message to a source RNC;

step S605: the source RNC returns an SRNS context
response message to the 3G SGSN, stops sending
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downlink data to the MS, and buffers the data;

step S606: the 3G SGSN returns an SGSN context
response message to the 2G SGSN, and carries the
user context information in the context response
message;

step S607: the 2G SGSN sends an SGSN context
acknowledge message to the 3G SGSN, informing
the 3G SGSN that the 2G SGSN is ready to receive
data packets,;

step S608: the 3G SGSN sends an SRNS data for-
ward command to the source RNC, the source RNC
duplicates a buffered data packet and forwards to
the 3G SGSN;

step S609: the 3G SGSN forwards the data packet
to the 2G SGSN

step S610: the 2G SGSN sends an update PDP con-
text request message to a GGSN;

step S611: the GGSN returns an update PDP context
response to the 2G SGSN;

step S612: the 2G SGSN returns a routing area up-
date accept message to the MS;

step S510: the MS returns a routing area update
complete message to the 2G SGSN;

[0015] In the processes as illustrated in Figures 3 to
6, the user plane data processing when a handover or
change from a GERAN to a UTRAN takes place is that,
a 3G SGSN forwards data that are forwarded to by a 2G
3GSN to a target RNC; and the user plane data process-
ing when a handover or change from a UTRAN to a GER-
AN takes places is that, a 3G SGSN forwards data that
is forwarded to by a source RNC to a 2G SGSN. However,
in a direct-tunnel mechanism where a 3G SGSN no long-
er performs user plane data processing, data forwarding
can not be done via a 3G SGSN. Therefore, the existing
data processing method when a handover or change be-
tween a GERAN and a UTRAN takes place does not fit
the direct-tunnel mechanism.

Summary of the Invention

[0016] A data processing method and system are pro-
vided by the present invention, in order to implement data
forwarding in a direct-tunnel mechanism when a hando-
ver or change between a 2G system and a 3G system
takes place.
[0017] The present invention provides a data process-
ing method. The method includes: receiving, by a user
plane anchor network element, data forwarded by a
source data forwarding network element; and forwarding,

by the user plane anchor network element, the data to a
target side processing network element.
[0018] The present invention further provides a data
processing method. The method includes: receiving, by
a user plane anchor network element, an instructive mes-
sage, and sending data to at least one of a source data
forwarding network element and a target side processing
network element; and updating, by the user plane anchor
network element, user plane routing, and sending the
data to the target side processing network element as
instructed in the message according to the updated user
plane routing.
[0019] The present invention provides a data process-
ing system, including a source data forwarding network
element, a user plane anchor network element and a
target side processing network element, wherein the user
plane anchor network element is provided with a receipt
unit adapted to receive data forwarded by the source
data forwarding network element, and a sending unit
adapted to forward the received data to the target side
processing network element.
[0020] The present invention provides a user plan an-
chor network element, including a receipt unit and a send-
ing unit, wherein the receipt unit is adapted to receive
data forwarded by the source data forwarding network
element; and the sending unit is adapted to forward the
received data to the target side processing network ele-
ment.
[0021] With the data processing methods in the direct-
tunnel mechanism when a handover or change between
a GERAN and a UTRAN takes place, a GGSN can buffer
data forwarded by a source data forwarding network el-
ement and then send the data to a target side processing
network element; alternatively, the GGSN can send the
data forwarded by the source data forwarding network
element directly to the target side processing network
element. The problem that the data processing method
in the conventional art is not applicable in the direct-tun-
nel mechanism is solved and normal forwarding of serv-
ice data in the direct-tunnel mechanism when a handover
or change between a GERAN and a UTRAN takes place
is achieved.

Brief Description of the Drawings

[0022]

Figure 1 illustrates network architecture of GPRS/
UMTS;

Figure 2 illustrates user plane processing in the con-
ventional art;

Figure 3 is a flow chart of a data processing method
when a handover from a GERAN to a UTRAN takes
place according to the protocol 43.129;

Figure 4 is a flow chart of a data processing method

5 6 



EP 2 391 067 A1

5

5

10

15

20

25

30

35

40

45

50

55

when a handover from a UTRAN to a GERAN takes
place according to the protocol 43.129;

Figure 5 is a flow chart of a data processing method
when a change from a GERAN to a UTRAN takes
place according to the protocol 23.060;

Figure 6 is a flow chart of a data processing method
when a change from a UTRAN to a GERAN takes
place according to the protocol 23.060;

Figure 7 is a flow chart of a data processing method
when a handover from a GERAN to a UTRAN takes
place according to a first embodiment of the present
invention;

Figure 8 is a flow chart of a data processing method
when a handover from a UTRAN to a GERAN takes
place according to a first embodiment of the present
invention;

Figure 9 is a flow chart of a data processing method
when a change from a GERAN to a UTRAN takes
place according to a first embodiment of the present
invention;

Figure 10 is a flow chart of a data processing method
when a change from a UTRAN to a GERAN takes
place according to a first embodiment of the present
invention;

Figure 11 illustrates network architecture of an
evolved packet core network in the conventional art;

Figure 12 is a flow chart of a data processing method
when a handover from a GERAN to a UTRAN takes
place according to a second embodiment of the
present invention;

Figure 13 is a flow chart of a data processing method
when a handover from a UTRAN to a GERAN takes
place according to a second embodiment of the
present invention;

Figure 14 is a flow chart of a data processing method
when a change from a GERAN to a UTRAN takes
place according to a second embodiment of the
present invention;

Figure 15 is a flow chart of a data processing method
when a change from a UTRAN to a GERAN takes
place according to a second embodiment of the
present invention;

Figure 16 is a flow chart of a data processing method
when a handover from a GERAN to a UTRAN takes
place according to a third embodiment of the present
invention;

Figure 17 is a flow chart of a data processing method
when a handover from a UTRAN to a GERAN takes
place according to a third embodiment of the present
invention;

Figure 18 is a flow chart of a data processing method
when a change from a GERAN to a UTRAN takes
place according to a third embodiment of the present
invention;

Figure 19 is a flow chart of a data processing method
when a change from a UTRAN to a GERAN takes
place according to a third embodiment of the present
invention; and

Figure 20 is a structural diagram of a data processing
system provided in an embodiment of the present
invention.

Detailed Description of the Embodiments

[0023] Exemplary embodiments of the present inven-
tion will be described in details hereinafter with reference
to the drawings.
[0024] In the specification multiple embodiments of da-
ta processing method are provided. A first method is de-
scribed hereinafter. The method includes: when a
change or handover from a GERAN to a UTRAN takes
place, a 2G SGSN forwards a data packet to a GGSN,
and the GGSN forwards the data packet to a target RNC;
when a handover from a UTRAN to a GERAN takes
place, a source RNC forwards a data packet to a GGSN,
the GGSN forwards the data packet to a 2G SGSN, and
the 2G SGSN forwards the data packet to a target BSS.
[0025] Now refer to Figure 7.
[0026] As illustrated in Figure 7, a data processing
method when a handover from a GERAN to a UTRAN
takes place includes:

step S701: a source BSS decides to initiate a hando-
ver;

step S702: the source BSS sends a handover re-
quest message to an old SGSN, i.e. 2G SGSN;

step S703: the 2G SGSN sends a forward relocation
request message to a new SGSN, i.e. 3G SGSN;

step S704: the 3G SGSN builds a relocation request
message, and sends the message to a target RNC;

step S705: the target RNC sends a relocation re-
quest acknowledged message to the 3G SGSN;

step S706: the 3G SGSN sends an update PDP con-
text request message to a GGSN, to request to
change user plane routing from the GGSN to the 3G
SGSN;
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step S707: the GGSN returns an update PDP context
response to the 3G SGSN;

step S708: the 3G SGSN sends a forward data re-
quest to the GGSN, to request the GGSN to assign
a data forwarding tunnel for data forwarding;

step S709: the GGSN returns a forward data re-
sponse message to the 3G SGSN, assigns a data
forwarding tunnel identifier to the data forwarding
tunnel and carries the data forwarding tunnel identi-
fier in the response message to the 3G SGSN, the
data forwarding tunnel identifier includes IP address
and TEID (Tunnel End Point Identifier);

step S710: the 3G SGSN sends a forward relocation
response message to the 2G SGSN, a data forward-
ing tunnel identifier carried in the message is the
data forwarding tunnel identifier of the GGSN;

step S711: the 2G SGSN receives a data packet
from the GGSN, and sends the data packet to an
MS via the source BSS;

step S712: for data of a lossless service, the 2G SG-
SN forwards the data packet to the GGSN according
to the data forwarding tunnel identifier carried in the
forward relocation response message sent by the
3G SGSN, the GGSN buffers the data packet after
receiving the data packet forwarded by the 2G SG-
SN;

step S713: the 2G SGSN sends a handover request
acknowledge message to the source BSS;

step S714: the MS sends a handover to UTRAN com-
plete message to the target RNC;

step S715: the target RNC sends a relocation com-
plete message to the 3G SGSN;

step S716: the 3G SGSN sends an update context
request message to the GGSN;

step S717: the GGSN returns an update context re-
sponse message to the 3G SGSN;

step S718: the GGSN forwards the buffered forward-
ed data packet to the target RNC.

[0027] Now with reference to Figure 8, a data process-
ing method when a handover from a UTRAN to a GERAN
takes place includes:

step S801: a source RNC decides to initiate a hando-
ver;

step S802: the source RNC sends a relocation re-

quest message to an old SGSN, i.e. 3G SGSN;

step S803: the 3G SGSN sends a forward relocation
request message to a new SGSN, i.e. 2G SGSN;

step S804: the 2G SGSN builds a handover request
message, and sends the message to a target BSS;

step S805: the target BSS sends a handover request
acknowledged message to the 2G SGSN;

step S806: the 2G SGSN sends a forward relocation
response message to the 3G SGSN;

step S807: the 3G SGSN sends a forward data re-
quest to a GGSN, to request the GGSN to assign a
data forwarding tunnel for data forwarding;

step S808: the GGSN returns a forward data re-
sponse message to the 3G SGSN, assigns a data
forwarding tunnel identifier to the data forwarding
tunnel and carries the data forwarding tunnel identi-
fier in the response message to the 3G SGSN;

step S809: the 3G SGSN receives a data packet
from the GGSN, and sends the data packet to an
MS via the source RNC;

step S810: the 3G SGSN sends a relocation com-
mand message to the source RNC, a data forwarding
tunnel identifier carried in the message is the data
forwarding tunnel identifier of the GGSN;

step S811: for data of a lossless service, the source
RNC forwards the data packet to the GGSN accord-
ing to the data forwarding tunnel identifier carried in
the relocation command message sent by the 3G
SGSN, the GGSN buffers the received data packet;

step S812: the target BSS sends a handover com-
plete message to the 2G SGSN;

step S813: the 2G SGSN sends an update context
request message to the GGSN;

step S814: the GGSN returns an update context re-
sponse message to the 2G SGSN;

step S815: the GGSN forwards the buffered forward-
ed data packet to the 2G SGSN.

[0028] Now with reference to Figure 9, a data process-
ing method when a change from a GERAN to a UTRAN
takes place includes:

step S901: an MS decides to initiate an intersystem
change;

9 10 
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step S902: the MS sends a routing area update re-
quest message to a new SGSN, i.e. 3G SGSN;

step S903: the 3G SGSN sends an SGSN context
request message to an old SGSN, i.e. 2G SGSN, to
obtain user context;

step S904: the 2G SGSN returns an SGSN context
response message to the 3G SGSN, and carries the
user context information in the message;

step S905: the 3G SGSN sends an update PDP con-
text request message to a GGSN, to request to
change user plane routing from the GGSN to the 3G
SGSN;

step S906: the GGSN returns an update PDP context
response to the 3G SGSN;

step S907: the 3G SGSN sends a forward data re-
quest message to the GGSN, to request the GGSN
to assign a data forwarding tunnel for data forward-
ing;

step S908: the GGSN returns a forward data re-
sponse message to the 3G SGSN, assigns a data
forwarding tunnel identifier to the data forwarding
tunnel, and carries the data forwarding tunnel iden-
tifier in the response message to the 3G SGSN;

step S909: the 3G SGSN sends an SGSN context
acknowledge message to the 2G SGSN, informing
the 2G SGSN that the 3G SGSN is ready to receive
data packets, a data forwarding tunnel identifier car-
ried in the message is the data forwarding tunnel
identifier of the GGSN;

step S910: the 2G SGSN duplicates a buffered data
packet and forwards to the GGSN according to the
data forwarding tunnel identifier carried in the SGSN
context acknowledge message sent by the 3G SG-
SN, the GGSN buffers the received forwarded data
packet;

step S911: the 3G SGSN returns a routing area up-
date accept message to the MS;

step S912: the MS returns a routing area update
complete message to the 3G SGSN;

step S913: the MS returns a service request mes-
sage to the 3G SGSN;

step S914: RAB assignment procedure is performed
between the 3G SGSN and an RNC, thereby estab-
lishing RAB;

step S915: the 3G SGSN sends an update context

request message to the GGSN;

step S916: the GGSN returns an update context re-
sponse message to the 3G SGSN;

step S917: the GGSN forwards the buffered forward-
ed data packet to the target RNC.

[0029] Now with reference to Figure 10, a data
processing method when a change from a UTRAN to a
GERAN takes place includes:

step S1001: an MS decides to initiate an intersystem
change;

step S1002: the MS sends a routing area update
request message to a new SGSN, i.e. 2G SGSN;

step S1003: the 2G SGSN sends an SGSN context
request message to an old SGSN, i.e. 3G SGSN, to
obtain user context;

step S1004: the 3G SGSN sends an SRNS context
request message to a source RNC;

step S1005: the source RNC returns an SRNS con-
text response message to the 3G SGSN, stops send-
ing downlink data to the MS, and buffers the data;

step S1006: the 3G SGSN returns an SGSN context
response message to the 2G SGSN, and carries the
user context information in the message;

step S1007: the 2G SGSN sends an SGSN context
acknowledge message to the 3G SGSN, informing
the 3G SGSN that the 2G SGSN is ready to receive
data packets;

step S1008: the 3G SGSN sends a forward data re-
quest to a GGSN, to request the GGSN to assign a
data forwarding tunnel for data forwarding;

step S1009: the GGSN returns a forward data re-
sponse message to the 3G SGSN, assigns a data
forwarding tunnel identifier to the data forwarding
tunnel, and carries the data forwarding tunnel iden-
tifier in the response message to the 3G SGSN;

step S1010: the 3 G SGSN sends an SRNS data
forward command to the source RNC, a data for-
warding tunnel identifier carried in the message is
the data forwarding tunnel identifier of the GGSN,
the source RNC duplicates a buffered data packet
and forwards to the GGSN, the GGSN buffers the
forwarded data packet;

step S1011: the 2G SGSN sends an update PDP
context request message to the GGSN;

11 12 
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step S1012: the GGSN returns an update PDP con-
text response message to the 2G SGSN;

step S1013: the GGSN forwards the buffered for-
warded data packet to the 2G SGSN;

step S1014: the 2G SGSN returns a routing area
update accept message to the MS;

step S1015: the MS returns a routing area update
complete message to the 2G SGSN.

[0030] In order to enhance its competitive advantages
in the future, the 3GPP is studying new evolved network
architecture, including System Architecture Evolution
(SAE) and Long Term Evolution (LTE) access network.
The evolved access network is known as E-UTRAN, net-
work architecture of an evolved packet core network, il-
lustrated as in Figure 11, includes a Mobility Manage-
ment Entity (MME), a User Plane Entity (UPE), and an
Inter Access System Anchor (IASA). The MME performs
mobility management in the control plane, including user
context and mobility status management, user temporary
identity identifier assignment and so forth, corresponding
to the control plane of an SGSN inside GPRS/UMTS; the
UPE is used to initiate paging for downlink data in idle
state, manages and stores IP bearer parameters and
routing information inside the network and so forth, cor-
responding to the data plane of an SGSN and a GGSN
in GPRS/UMTS; the IASA is an anchor in the user plane
between different systems. A Policy and Charging Rule
Function (PCRF) entity is used for policy control decision
and charging control of data flow. A Home Subscriber
Server (HSS) is used to store user subscription informa-
tion.
[0031] For the SAE system, if the MME and the UPE
are separate, and the UPE and the 3GPP Anchor are in
a same entity, the systematic architecture is similar to
the architecture in the direct-tunnel mechanism where
the MME corresponds to an SGSN, and the UPE/3GPP
Anchor (referred to as UPE hereinafter) corresponds to
a GGSN. Therefore the data forwarding processing
method stated above can be used for data forwarding
when a handover or change between a GERAN/UTRAN
system and an SAE system takes place.
[0032] When a handover or change from a GERAN
system to an SAE system takes place, the MME and the
UPE (user plane anchor of the GERAN/UTRAN and the
SAE) exchange messages including a forward data re-
quest message and a forward data response message,
to obtain a data forwarding tunnel identifier of the UPE,
and inform the 2G SGSN of the data forwarding tunnel
identifier of the UPE. The 2G SGSN forwards a data pack-
et to the UPE; the UPE buffers the forwarded data packet
and forwards the buffered forwarded data packet to the
evolved access network on completion of update of user
plane routing.
[0033] When a handover or change from an SAE sys-

tem to a GERAN system takes place, the MME and the
UPE exchange messages including a forward data re-
quest message and a forward data response message,
to obtain a data forwarding tunnel identifier of the UPE,
and inform the evolved access network of the data for-
warding tunnel identifier of the UPE. The evolved access
network forwards a data packet to the UPE; the UPE
buffers the forwarded data packet and forwards the buff-
ered forwarded data packet to the 2G SGSN on comple-
tion of update of user plane routing.
[0034] When a handover or change from a UTRAN
system to an SAE system takes place, the 3G SGSN and
the UPE exchange messages including a forward data
request message and a forward data response message,
to obtain a data forwarding tunnel identifier of the UPE,
and inform the source RNC of the data forwarding tunnel
identifier of the UPE. The source RNC forwards a data
packet to the UPE; the UPE buffers the forwarded data
packet and forwards the buffered forwarded data packet
to the evolved access network on completion of update
of user plane routing.
[0035] When a handover or change from an SAE sys-
tem to a UTRAN system takes place, the MME and the
UPE exchange messages including a forward data re-
quest message and a forward data response message,
to obtain a data forwarding tunnel identifier of the UPE,
and inform the evolved access network of the data for-
warding tunnel identifier of the UPE. The evolved access
network forwards a data packet to the UPE; the UPE
buffers the forwarded data packet and forwards the buff-
ered forwarded data packet to the target RNC on com-
pletion of update of user plane routing.
[0036] Now refer to Figures 12 to 15. Another data
processing method embodiment provided by the present
invention is described.
[0037] With reference to Figure 12, a data processing
method when a handover from a GERAN to a UTRAN
takes place includes:

step 1201: a source BSS decides to initiate a hando-
ver;

step 1202: the source BSS sends a handover re-
quest message to an old SGSN, i.e. 2G SGSN;

step 1203: the 2G SGSN sends a forward relocation
request message to a new SGSN, i.e. 3G SGSN;

step 1204: the 3G SGSN builds a relocation request
message and sends the message to a target RNC;

step 1205: the target RNC sends relocation request
acknowledge message to the 3G SGSN;

step 1206: the 3G SGSN sends a forward data re-
quest message to a GGSN, to request the GGSN to
assign a data forwarding tunnel for data forwarding,
an identifier of a GTP tunnel of the target RNC side
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is carried in the message, subsequently the GGSN
will forward data of a lossless service to the GTP
tunnel;

step 1207: the GGSN returns a forward data re-
sponse message to the 3G SGSN, assigns a data
forwarding tunnel identifier to the data forwarding
tunnel, and sends to the 3G SGSN in the response
message;

step 1208: the 3G SGSN sends a forward relocation
response message to the 2G SGSN, a data forward-
ing tunnel identifier carried in the message is the
data forwarding tunnel identifier of the GGSN;

step 1209: the 2G SGSN receives a data packet from
the GGSN, and sends the data packet to an MS via
the source BSS;

step 1210: for data of a lossless service, the 2G SG-
SN forwards the data packet to the GGSN according
to the data forwarding tunnel identifier carried in the
forward relocation response message sent by the
3G SGSN, the GGSN forwards the data packet for-
warded by the 2G SGSN to the target RNC on receipt
of the data packet;

step 1211: the 2G SGSN sends a handover request
acknowledge message to the source BSS;

step S1212: the MS sends a handover to UTRAN
complete message to the target RNC;

step S1213: the target RNC sends a relocation com-
plete message to the 3G SGSN;

step S1214: the 3G SGSN sends an update context
request message to the GGSN;

step S1215: the GGSN returns an update context
response message to the 3G SGSN.

[0038] With reference to Figure 13, a data processing
method when a handover from a UTRAN to a GERAN
takes place includes:

step S1301: a source RNC decides to initiate a
handover;

step S1302: the source RNC sends a relocation re-
quest message to an old SGSN, i.e. 3G SGSN;

step S1303: the 3G SGSN sends a forward reloca-
tion request message to a new SGSN, i.e. 2G SGSN;

step S1304: the 2G SGSN builds a handover request
message, and sends the message to a target B S S;

step S1305: the target BSS sends a handover re-
quest acknowledged message to the 2G SGSN; step
S1306: the 2G SGSN sends a forward relocation re-
sponse message to the 3G SGSN;

step S 1307: the 3 G SGSN sends a forward data
request to a GGSN, to request the GGSN to assign
a data forwarding tunnel for data forwarding, an iden-
tifier of a data forwarding tunnel of the 2G SGSN is
carried in the message, subsequently the GGSN will
forward data of a lossless service to the data for-
warding tunnel;

step S1308: the GGSN returns a forward data re-
sponse message to the 3G SGSN, assigns a data
forwarding tunnel identifier to the data forwarding
tunnel and carries the data forwarding tunnel identi-
fier in the response message to the 3G SGSN;

step S 1309: the 3G SGSN receives a data packet
from the GGSN, and sends the data packet to an
MS via the source RNC;

step S1310: the 3 G SGSN sends a relocation com-
mand message to the source RNC, a data forwarding
tunnel identifier carried in the message is the data
forwarding tunnel identifier of the GGSN;

step S1311: for data of a lossless service, the source
RNC forwards the data packet to the GGSN accord-
ing to the data forwarding tunnel identifier carried in
the relocation command message sent by the 3G
SGSN, the GGSN forwards the data packet forward-
ed by the source RNC to the 2G SGSN on receipt
of the data packet, the 2G SGSN forwards the data
packet to the target B S S;

step S1312: the target BSS sends a handover com-
plete message to the 2G SGSN;

step S 1313: the 2G SGSN sends an update context
request message to the GGSN;

step S 1314: the GGSN returns an update context
response message to the 2G SGSN.

[0039] With reference to Figure 14, a data processing
method when a change from a GERAN to a UTRAN takes
place includes.

step S 140 1: an MS decides to initiate an intersystem
change;

step S1402: the MS sends a routing area update
request message to a new SGSN, i.e. 3G SGSN;

step S1403: the 3G SGSN sends an SGSN context
request message to an old SGSN, i.e. 2G SGSN, to
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obtain user context;

step S1404: the 2G SGSN returns SGSN context
response message to the 3G SGSN, and carries the
user context information in the message;

step 1405: RAB assignment procedure is performed
between the 3G SGSN and an RNC, thereby estab-
lishing RAB;

step S1406: the 3G SGSN sends an update PDP
context request message to a GGSN, to request to
change user plane routing from the GGSN to the 3G
SGSN;

step S 1407: the GGSN returns an update PDP con-
text response to the 3G SGSN;

step S1408: the 3G SGSN sends a forward data re-
quest message to the GGSN, to request the GGSN
to assign a data forwarding tunnel for data forward-
ing, an identifier of a GTP tunnel of the target RNC
side is carried in the message, subsequently the
GGSN will forward data of a lossless service to the
GTP tunnel;

step S1409: the GGSN returns a forward data re-
sponse message to the 3G SGSN, assigns a data
forwarding tunnel identifier to the data forwarding
tunnel, and carries the data forwarding tunnel iden-
tifier in the response message to the 3G SGSN;

step S1410: the 3G SGSN sends an SGSN context
acknowledge message to the 2G SGSN, informing
the 2G SGSN that the 3G SGSN is ready to receive
data packets, a data forwarding tunnel identifier car-
ried in the message is the data forwarding tunnel
identifier of the GGSN;

step S1411: the 2G SGSN duplicates a buffered data
packet and forwards to the GGSN according to the
data forwarding tunnel identifier carried in the SGSN
context acknowledge message sent by the 3G SG-
SN, the GGSN forwards the data packet forwarded
by the 2G SGSN to the target RNC on receipt of the
data packet;

step S1412: the 3 G SGSN returns a routing area
update accept message to the MS;

step S1413: the MS returns a routing area update
complete message to the 3G SGSN;

step S1414: the 3 G SGSN sends an update context
request message to the GGSN, to change a downlink
GTP tunnel identifier of user context in the GGSN to
the GTP tunnel identifier of the RNC;

step S 1415: the GGSN returns an update context
response message to the 3G SGSN.

[0040] With reference to Figure 15, a data processing
method when a change from a UTRAN to a GERAN takes
place includes:

step S 1501: an MS decides to initiate an intersystem
change;

step S1502: the MS sends a routing area update
request message to a new SGSN, i.e. 2G SGSN;

step S1503: the 2G SGSN sends an SGSN context
request message to an old SGSN, i.e. 3G SGSN, to
obtain user context;

step S1504: the 3G SGSN sends an SRNS context
request message to a source RNC;

step S1505: the source RNC returns an SRNS con-
text response message to the 3G SGSN, stops send-
ing downlink data to the MS, and buffers the data;

step S1506: the 3G SGSN returns an SGSN context
response message to the 2G SGSN, and carries the
user context information in the message;

step S1507: the 2G SGSN sends an SGSN context
acknowledge message to the 3G SGSN, informing
the 3G SGSN that the 2G SGSN is ready to receive
data packets;

step S1508: the 3G SGSN sends a forward data re-
quest to a GGSN, to request the GGSN to assign a
data forwarding tunnel for data forwarding, an iden-
tifier of a data forwarding tunnel of the 2G SGSN is
carried in the message, subsequently the GGSN will
forward data of a lossless service to the data for-
warding channel;

step S1509: the GGSN returns a forward data re-
sponse message to the 3G SGSN, assigns a data
forwarding tunnel identifier to the data forwarding
tunnel, and carries the data forwarding tunnel iden-
tifier in the response message to the 3G SGSN;

step S1510: the 3 G SGSN sends an SRNS data
forward command to the source RNC, a data for-
warding tunnel identifier carried in the message is
the data forwarding tunnel identifier of the GGSN,
the source RNC duplicates a buffered data packet
and forwards to the GGSN, the GGSN forwards the
data packet forwarded by the source RNC to the 2G
SGSN on receipt of the data packet;

step S 1511: the 2G SGSN sends an update PDP
context request message to the GGSN;
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step S1512: the GGSN returns an update PDP con-
text response message to the 2G SGSN;

step S 1513: the 2G SGSN returns a routing area
update accept message to the MS;

step S 1514: the MS returns a routing area update
complete message to the 2G SGSN.

[0041] The data forwarding processing method stated
above can be used for data forwarding when a handover
or change between a GERAN/UTRAN system and an
SAE system takes place.
[0042] When a handover or change from a GERAN
system to an SAE system takes place, the MME and the
UPE exchange messages including a forward data re-
quest message and a forward data response message,
to obtain a data forwarding tunnel identifier of the UPE.
Meanwhile the MME informs the UPE of a tunnel identifier
of the access network side, and informs the 2G SGSN
of the data forwarding tunnel identifier of the UPE. The
2G SGSN forwards a data packet to the UPE, and the
UPE further forwards the data packet to the evolved ac-
cess network.
[0043] When a handover or change from an SAE sys-
tem to a GERAN system takes place, the MME and the
UPE exchange messages including a forward data re-
quest message and a forward data response message,
to obtain a data forwarding tunnel identifier of the UPE.
Meanwhile, the MME informs the UPE of a tunnel iden-
tifier of the 2G SGSN, and then informs the evolved ac-
cess network of the data forwarding tunnel identifier of
the UPE. The evolved access network forwards a data
packet to the UPE, and the UPE further forwards the data
packet the 2G SGSN.
[0044] When a handover or change from a UTRAN
system to an SAE system takes place, the 3G SGSN and
the UPE exchange messages including a forward data
request message and a forward data response message,
to obtain a data forwarding tunnel identifier of the UPE
Meanwhile, the UPE is informed of a tunnel identifier of
the evolved access network side. Then the 3G SGSN
informs the source RNC of the data forwarding tunnel
identifier of the UPE. The source RNC forwards a data
packet to the UPE, and the UPE further forwards the data
packet to the evolved access network.
[0045] When a handover or change from an SAE sys-
tem to a UTRAN system takes place, the MME and the
UPE exchange messages including a forward data re-
quest message and a forward data response message,
to obtain a data forwarding tunnel identifier of the UPE.
Meanwhile the MME informs the UPE of a tunnel identifier
of the targete RNC and then informs the evolved access
network of the data forwarding tunnel identifier of the
UPE. The evolved access network forwards a data pack-
et to the UPE, and the UPE further forwards the data
packet to the target RNC.
[0046] Another data processing method when an in-

tersystem handover or change takes place is provided
with an embodiment of the present invention, including:

A user plane anchor network element sends data to
a source data forwarding network element and a tar-
get side processing network element on receipt of
an instruction. The instruction may be a bicast com-
mand instruction instructing the user plane anchor
network element to send data to the source data for-
warding network element and the target side
processing network element. On completion of up-
date of user plane routing, the user plane anchor
network element stops bicasting and sends data to
the target side processing network element only.

[0047] With reference to Figure 16, a data processing
method when a handover from a GERAN to a UTRAN
takes place includes:

step 1601: a source BSS decides to initiate a hando-
ver;

step 1602: the source BSS sends a handover re-
quest message to an old SGSN, i.e. 2G SGSN;

step 1603: the 2G SGSN sends a forward relocation
request message to a new SGSN, i.e. 3G SGSN;

step 1604: the 3G SGSN builds a relocation request
message and sends the message to a target RNC;

step 1605: the target RNC sends relocation request
acknowledge message to the 3G SGSN;

step 1606: the 3G SGSN sends a forward relocation
response message to the 2G SGSN, an indication
is carried in the message to instruct the 2G SGSN
not to perform data forwarding;

step 1607: the 3G SGSN sends a bicast command
message to a GGSN, instructing the GGSN to send
data to the 2G SGSN and the target RNC, a GTP
tunnel identifier of the target RNC is carried in the
message;

step 1608: the GGSN sends a downlink data packet
to the 2G SGSN and the target RNC;

step 1609: the 2G SGSN sends a handover request
acknowledge message to the source BSS;

step 1610: an MS sends a handover to UTRAN com-
plete message to the target RNC;

step 1611: the target RNC sends a relocation com-
plete message to the 3G SGSN;

step 1612: a process of PDP context update is per-
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formed between the 3G SGSN and the GGSN, which
changes a downlink GTP tunnel identifier of user in
the GGSN to the GTP tunnel identifier of the target
RNC, the GGSN stops data bicasting in the process;

step 1613: the GGSN sends a downlink data packet
to the target RNC.

[0048] With reference to Figure 17, a data processing
method when a handover from a UTRAN to a GERAN
takes place includes:

step S 170 1: a source RNC decides to initiate a
handover;

step S1702: the source RNC sends a relocation re-
quest message to an old SGSN, i.e. 3G SGSN;

step S1703: the 3G SGSN sends a forward reloca-
tion request message to a new SGSN, i.e. 2G SGSN;

step S1704: the 2G SGSN builds a handover request
message, and sends the message to a target BSS;

step S1705: the target BSS sends a handover re-
quest acknowledged message to the 2G SGSN;

step S1706: the 2G SGSN sends a forward reloca-
tion response message to the 3G SGSN;

step S1707: the 3G SGSN sends a bicast command
message to a GGSN, instructing the GGSN to send
data to the source RNC and the 2G SGSN, a GTP
tunnel identifier of the 2G SGSN is carried in the
message;

step S 1708: the GGSN sends a downlink data pack
to the source RNC and the 2G SGSN;

step S1709: the 3G SGSN sends a relocation com-
mand message to the source RNC, an indication is
carried in the message to instruct the source RNC
not to perform data forwarding;

step S1710: the target BSS sends a handover com-
plete message to the 2G SGSN;

step S1711: a process of PDP context update is per-
formed between the 2G SGSN and the GGSN, which
changes a downlink GTP tunnel identifier of user in
the GGSN to the GTP tunnel identifier of the 2G SG-
SN, the GGSN stops data bicasting in the process;

step S 1712: the GGSN sends a downlink data pack-
et to the 2G SGSN, the 2G SGSN sends the downlink
data packet to the target BSS.

[0049] With reference to Figure 18, a data processing

method when a change from a GERAN to a UTRAN takes
place includes.

step S 1801: an MS decides to initiate an intersystem
change;

step S 1802: the MS sends a routing area update
request message to a new SGSN, i.e. 3G SGSN;

step S1803: the 3G SGSN sends an SGSN context
request message to an old SGSN, i.e. 2G SGSN, to
obtain user context;

step S1804: the 2G SGSN returns an SGSN context
response message to the 3G SGSN, and carries the
user context information in the message;

step 1805: RAB assignment procedure is performed
between the 3G SGSN and an RNC, thereby estab-
lishing RAB;

step S1806: the 3G SGSN sends an SGSN context
acknowledge message to the 2G SGSN, an indica-
tion is carried in the message to instruct the 2G SG-
SN not to perform data forwarding;

step S1807: the 3G SGSN sends a bicast command
message to the GGSN, instructing the GGSN to send
data to the 2G SGSN and a target RNC, a GTP tunnel
identifier of the target RNC is carried in the message;

step S 1808: the GGSN sends a downlink data pack-
et to the 2G SGSN and the target RNC;

step S1809: the 3G SGSN returns a routing area
update accept message to the MS;

step S1810: the MS returns a routing area update
complete message to the 3G SGSN;

step S1811: a process of PDP context update is per-
formed between the 3G SGSN and the GGSN, which
changes a downlink GTP tunnel identifier of user in
the GGSN to the GTP tunnel identifier of the target
RNC, the GGSN stops data bicasting in the process;

step S 1812: the GGSN sends a downlink data pack-
et to the target RNC.

[0050] With reference to Figure 19, a data processing
method when a change from a UTRAN to a GERAN takes
place includes:

step S 1901: an MS decides to initiate an intersystem
change;

step S1902: the MS sends a routing area update
request message to a new SGSN, i.e. 2G SGSN;
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step S1903: the 2G SGSN sends an SGSN context
request message to an old SGSN, i.e. 3G SGSN, to
obtain user context;

step S 1904: the 3G SGSN sends an SRNS context
request message to a source RNC;

step S1905: the source RNC returns an SRNS con-
text response message to the 3G SGSN, stops send-
ing downlink data to the MS, and buffers the data;

step S1906: the 3G SGSN returns an SGSN context
response message to the 2G SGSN, and carries the
user context information in the message;

step S1907: the 2G SGSN sends an SGSN context
acknowledge message to the 3G SGSN, informing
the 3G SGSN that the 2G SGSN is ready to receive
data packets;

step S1908: the 3G SGSN sends a bicast command
message to the GGSN, instructing the GGSN to send
data to the source RNC and the 2G SGSN, a GTP
tunnel identifier of the 2G SGSN is carried in the
message;

step S 1909: the GGSN sends a downlink data pack-
et to the source RNC and the 2G SGSN;

step S1910: a process of PDP context update is per-
formed between the 2G SGSN and the GGSN, which
changes a downlink GTP tunnel identifier of user in
the GGSN to the GTP tunnel identifier of the 2G SG-
SN, the GGSN stops data bicasting in the process;

step S 1911: the GGSN sends a downlink data pack-
et to the 2G SGSN, the 2GSN sends the downlink
data packet to the MS;

step S 1912: the 2G SGSN returns a routing area
update accept message to the MS;

step S1913: the MS returns a routing area update
complete message to the 2G SGSN.

[0051] The data forwarding processing method stated
above can be used for data forwarding when a handover
or change between a GERAN/UTRAN system and an
SAE system takes place.
[0052] When a handover or change from a GERAN
system to an SAE system takes place, the MME sends
a bicast command message to the UPE, instructing the
UPE to send data to the 2G SGSN and the LTE. The
UPE sends a downlink data packet to the 2G SGSN and
the LTE. On completion of update of user plane routing,
the UPE stops downlink data packet bicasting, and sends
a downlink data packet to the LTE only.
[0053] When a handover or change from an SAE sys-

tem to a GERAN system takes place, the MME sends a
bicast command message to the UPE, instructing the
UPE to send data to the LTE and the 2G SGSN. The
UPE sends a downlink data packet to the LTE and the
2G SGSN. On completion of update of user plane routing,
the UPE stops downlink data packet bicasting, and sends
a downlink data packet to the 2G SGSN only.
[0054] When a handover or change from a UTRAN
system to an SAE system takes place, the MME sends
a bicast command message to the UPE, instructing the
UPE to send data to the source
[0055] RNC and the LTE. The UPE sends a downlink
data packet to the source RNC and the LTE. On com-
pletion of update of user plane routing, the UPE stops
downlink data packet bicasting, and sends a downlink
data packet to the LTE only.
[0056] When a handover or change from an SAE sys-
tem to a UTRAN system takes place, the MME sends a
bicast command message to the UPE, instructing the
UPE to send data to the LTE and the target RNC. The
UPE sends a downlink data packet to the LTE and the
target RNC. On completion of update of user plane rout-
ing, the UPE stops downlink data packet bicasting, and
sends a downlink data packet to the target RNC only.
[0057] With reference to Figure 20, a data processing
system is provided in an embodiment of the present in-
vention, including a source data forwarding network el-
ement, a target side processing network element and a
user plane anchor network element, wherein the user
plane anchor network element is provided with a receipt
unit adapted to receive data forwarded by the source
data forwarding network element, and a sending unit
adapted to forward the received data to the target side
processing network element.
[0058] In an embodiment of the present invention, the
source data forwarding network element is a 2G Serving
GPRS Support Node (SGSN), the user plane anchor net-
work element is a Gateway GPRS Support Node
(GGSN), and the target side processing network element
is a target Radio Network Controller (RNC).
[0059] In another embodiment of the present inven-
tion, the source data forwarding network element is a
source RNC, the user plane anchor network element is
a GGSN, and the target side processing network element
is a 2G SGSN.
[0060] The data processing system further includes: a
tunnel identifier acquisition unit, arranged in the 3G SG-
SN and adapted to acquire a data forwarding tunnel iden-
tifier of the GGSN; and a tunnel identifier sending unit,
adapted to send a GTP tunnel identifier of the target RNC
side to the GGSN.
[0061] The data processing system further includes: a
data packet buffer unit, arranged in the GGSN and adapt-
ed to receive a data packet forwarded by the 2G SGSN
and buffer a data packet forwarded by the target side
processing network element; and a data packet sending
unit, adapted to send the buffered data packet.
[0062] In the direct-tunnel mechanism, when a hando-
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ver or change between a GERAN and a UTRAN takes
place, data forwarded by the source data forwarding net-
work element can be buffered in the data packet buffer
unit, which forwards the buffered data packet to the target
RNC when the GGSN completes update of user plane
routing or the GGSN receives an update PDP context
request message sent by the 3G SGSN. Also, the data
forwarded by the source data forwarding network ele-
ment can be forwarded directly to the target side process-
ing network element.
[0063] When an intersystem handover or change
takes place, interactions among the source data forward-
ing network element, target side processing network el-
ement and the user plane anchor network element are
same or similar to the steps described in the above em-
bodiments.
[0064] When the user plane anchor network element
receive an instructive message and sends data to the
source data forwarding network element and/or the target
side processing network element, the user plane anchor
network element updates user plane routing and only
sends the data to the target side processing network el-
ement as instructed in the message according to the up-
dated user plane routing.
[0065] Those skilled in the art should understand that
each step in the above embodiments can be implement-
ed by a program instructing related hardware. The pro-
gram can be stored in computer readable storage medi-
um such as ROM/RAM, magnetic disk and optical discs.
Alternatively, the embodiments can be implemented with
respective integrated circuit modules, or the steps of
which can be made into separate integrated circuit mod-
ules. Therefore, the present invention is not limited to
any particular hardware or software combination.
[0066] As can be seen from the above embodiments,
with the data processing methods in the direct-tunnel
mechanism when a handover or change between a GER-
AN and a UTRAN takes place, a GGSN can buffer data
forwarded by a source data forwarding network element
and then send the data to a target side processing net-
work element, alternatively, the GGSN can send the data
forwarded by the source data forwarding network ele-
ment directly to the target side processing network ele-
ment. The problem that the data processing method in
the conventional art is not applicable in the direct-tunnel
mechanism is solved. Handover or change between a
GERAN and a UTRAN in the direct-tunnel mechanism
does not affect forwarding of service data.
[0067] Exemplary embodiments of the present inven-
tion are described. It should be noted that those skilled
in the art may make various alternations or modifications
without departing from the principle of the present inven-
tion. The alternations and modifications should be cov-
ered within the scope of the present invention.

Claims

1. A data processing method, characterized by com-
prising:

exchanging messages, between a Mobility Man-
agement Entity, MME and a User Plane Entity,
UPE, to obtain a data forwarding tunnel identifier
of the UPE, and informing, by the MME, the UPE
of a data forwarding tunnel identifier of an Long
Term Evolution, LTE, access network side;
informing, by the MME, a 2G GPRS Support
Node, SGSN, of the data forwarding tunnel iden-
tifier of the UPE,
forwarding, by the 2G SGSN, a data packet to
the UPE; and
forwarding, by the UPE, the data packet to the
LTE.

2. A data processing method, characterized by com-
prising:

exchanging messages, between a Mobility Man-
agement Entity, MME and a User Plane Entity,
UPE, to obtain a data forwarding tunnel identifier
of the UPE, and informing, by the MME, the UPE
of a data forwarding tunnel identifier of a 2G
GPRS Support Node, SGSN;
informing, by the MME, an Long Term Evolution,
LTE, access network of the data forwarding tun-
nel identifier of the UPE,
forwarding, by the LTE, a data packet to the
UPE; and
forwarding, by the UPE, the data packet to the
2G SGSN.

3. A data processing method, characterized by com-
prising:

exchanging messages, by a 3G Serving GPRS
Support Node, SGSN and a User Plane Entity,
UPE, to obtain a data forwarding tunnel identifier
of the UPE, and informing the UPE of a data
forwarding tunnel identifier of an Long Term Ev-
olution, LTE, access network side;
informing, by the 3G SGSN, a source RNC of
the data forwarding tunnel identifier of the UPE,
forwarding, by the source RNC, a data packet
to the UPE; and
forwarding, by the UPE, the data packet to the
LTE.

4. A data processing method, characterized by com-
prising:

exchanging messages, between a Mobility Man-
agement Entity, MME and a User Plane Entity,
UPE, to obtain a data forwarding tunnel identifier
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of the UPE, and informing the UPE of a data
forwarding tunnel identifier of a target RNC;
informing, by the MME, an Long Term Evolution,
LTE access network of the data forwarding tun-
nel identifier of the UPE,
forwarding, by the LTE, a data packet to the
UPE; and
forwarding, by the UPE, the data packet to the
target RNC.

5. A data processing method, comprising:

receiving, by a user plane anchor network ele-
ment, data forwarded by a source data forward-
ing network element; and
forwarding, by the user plane anchor network
element, the data to a target side processing
network element.

6. The data processing method according to claim 5,
further comprising:

exchanging message, between a Mobility Man-
agement network element and the user plane
anchor network element, to obtain a data for-
warding tunnel identifier of the user plane anchor
network element.
informing, by the Mobility Management network
element, the source data forwarding network el-
ement of the data forwarding tunnel identifier of
the user plane anchor network element.

7. The data processing method according to claim 6,
further comprising:

informing, by the Mobility Management network
element, the user plane anchor network element
of a data forwarding tunnel identifier of the target
side processing network element.

8. A data processing method, comprising:

receiving, by a user plane anchor network ele-
ment, an instructive message, and sending data
to at least one of a source data forwarding net-
work element and a target side processing net-
work element; and
updating, by the user plane anchor network el-
ement, user plane routing, and sending the data
to the target side processing network element
as instructed in the message according to the
updated user planet routing.

9. The data processing method according to claim 8,
wherein the source data forwarding network element
is a 2G SGSN, the user plane anchor network ele-
ment is a User Plane Entity, UPE, and the target side
processing network element is a Long Term Evolu-

tion, LTE, access network, the method comprising:

sending, by a Mobility Management Entity,
MME, a bicast command message to the UPE;
sending, by the UPE, a data packet to the 2G
SGSN and the LTE; and
sending, by the UPE, a data packet to the LTE
alone, on completion of update of user plane
routing.

10. The data processing method according to claim 8,
wherein the source data forwarding network element
is a Long Term Evolution, LTE, the user plane anchor
network element is a User Plane Entity, UPE, and
the target side processing network element is a 2G
SGSN, the method comprising:

sending, by a Mobility Management Entity,
MME, a bicast command message to the UPE;
sending, by the UPE, a data packet to the LTE
and the 2G SGSN; and
sending, by the UPE, a data packet to the 2G
SGSN alone, on completion of update of user
plane routing.

11. The data processing method according to claim 8,
wherein the source data forwarding network element
is a source Radio Network Controller, RNC, the user
plane anchor network element is a User Plane Entity,
UPE, and the target side processing network ele-
ment is a Long Term Evolution, LTE, the method
comprising:

sending, by an MME, a bicast command mes-
sage to the UPE;
sending, by the UPE, a data packet to the source
RNC and the LTE; and
sending, by the UPE, a data packet to the LTE
alone, on completion of update of user plane
routing.

12. The data processing method according to claim 8,
wherein the source data forwarding network element
is a Long Term Evolution, LTE, the user plane anchor
network element is a User Plane Entity, UPE, and
the target side processing network element is a tar-
get Radio Network Controller, RNC, the method
comprising:

sending, by a Mobility Management Entity,
MME, a bicast command message to the UPE;
sending, by the UPE, a data packet to the LTE
and the target RNC; and
sending, by the UPE, a data packet to the target
RNC alone, on completion of update of user
plane routing.

13. A data processing system, comprising a source data
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forwarding network element, a user plane anchor
network element and a target side processing net-
work element, wherein the user plane anchor net-
work element is provided with a receipt unit adapted
to receive data forwarded by the source data for-
warding network element, and a sending unit adapt-
ed to forward the received data to the target side
processing network element.

14. The data processing system according to claim 13,
wherein the system further comprises a Mobility
Management network element, adapted to ex-
change messages with the user plane anchor net-
work element to obtain a data forwarding tunnel iden-
tifier of the user plane anchor network element, and
inform the source data forwarding network element
of the data forwarding tunnel identifier of the user
plane anchor network element; and
the source data forwarding network element is
adapted to forward data to the user plane anchor
network element according to the data forwarding
tunnel identifier of the user plane anchor network
element.

15. The data processing system according to claim 14,
wherein the Mobility Management network element
is further adapted to inform the user plane anchor
network element of a data forwarding tunnel identifier
of the target side processing network element.

16. A user plane anchor network element comprising a
receipt unit and a sending unit, wherein
the receipt unit is adapted to receive data forwarded
by the source data forwarding network element; and
the sending unit is adapted to forward the received
data to the target side processing network element.
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