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(54) Seat belt control

(57) A tensioner and a method of controlling tension
for a three-point seat belt installed in a vehicle include
an adjuster that varies tension of the three-point seat belt,
a detector that signals a direction of a turn made by the
vehicle, and a controller that is coupled to the adjuster
and to the detector. The three-point seat belt is used to
restrain both sides of an occupant’s lumbar region as

well as one of the occupant’s right and left shoulders.
The controller controls the adjuster so that the tension of
the three-point seat belt when the direction of the turn is
opposite to the one of the occupant’s right and left shoul-
ders that is restrained by the three-point seat belt is set
lower than when the direction of the turn corresponds to
the one of the occupant’s right and left shoulders that is
restrained by the three-point seat belt.
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Description

[0001] The present invention generally relates to seat
belt control and particularly, but not exclusively, to an
apparatus for controlling the tension of a three-point seat
belt installed in a vehicle, for example a driver’s seat of
the vehicle. Aspects of the invention relate to an appa-
ratus, to a tensioner, to a system, to a method and to a
vehicle.
[0002] Seat belt units and airbag units are convention-
ally installed in a vehicle, such as an automobile, for the
purpose of restraining the occupants in the event of a
collision. Of these two units, the seat belt unit is also used
to restrain the occupants during normal travel, i.e., other
than during a collision. Thus, it is desirable to create a
proper sense of restraint for the occupants according to
the given travel conditions of the vehicle.
[0003] Related vehicle seat belts adopt a so-called
three-point seat belt unit with a structure to restrain seat-
ed occupants at three points, that is, at the lumbar region
and at either the right or the left shoulder. More specifi-
cally, a right shoulder-restraining seat belt includes a
structure that restrains the lumbar region and the right
shoulder, and is generally used for those seats provided
on the right-hand side of the vehicle. Conversely, a left
shoulder-restraining seat belt includes a structure that
restrains the lumbar region and the left shoulder, and is
generally used for those seats provided on the left-hand
side of the vehicle.
[0004] When related right and left shoulder-restraining
seat belts are both controlled in unison in response to a
lateral load that acts on the occupants, e.g., when the
vehicle makes a turn, there is the risk that the conven-
tional shoulder-restraining seat belt may inappropriately
fit the occupant. That is, if both the right and left shoulder-
restraining seat belts are controlled uniformly, e.g., the
same seat belt timing take-up is used, then an occupant
might experience discomfort due to the related shoulder-
restraining seat belt.
[0005] For example, as a vehicle makes a right turn, a
leftward centrifugal force acts on the occupants, and the
bodies of the occupants tend to move toward the left. For
those occupants seated in seats equipped with conven-
tional right shoulder-restraining seat belts, an appropri-
ate restraining effect may be achieved. However, for
those occupants seated in the seats equipped with left
shoulder-restraining seat belts, the same seat belt take-
up operation as applied to the right shoulder-restraining
seat belts is potentially undesirable in that the left shoul-
der-restraining seat belts may shift from the left shoulder
to the neck of an occupant, thereby potentially causing
the occupant to experience discomfort.
[0006] It is an aim of the invention to address this issue
and to improve upon known technology. Other aims and
advantages of the invention will become apparent from
the following description, claims and drawings.
[0007] Aspects of the invention therefore provide an
apparatus, a system, a method and a vehicle as claimed

in the appended claims.
[0008] According to another aspect of the invention
there is provided a controller vehicle seat belt tensioner
for a three-point seat belt installed in a vehicle and used
to restrain both sides of an occupant’s lumbar region as
well as one of the occupant’s right and left shoulders, the
vehicle seat belt tensioner comprising an adjuster varying
tension of the three-point seat belt, a detector signaling
a direction of a turn made by the vehicle and a controller
being coupled to the adjuster and to the detector, the
controller controlling the adjuster so that the tension of
the three-point seat belt when the direction of the turn is
opposite to the one of the occupant’s right and left shoul-
ders being restrained by the three-point seat belt is set
lower than when the direction of the turn corresponds to
the one of the occupant’s right and left shoulders being
restrained by the three-point seat belt.
[0009] In an embodiment, the controller controls the
adjuster so that the tension of the three-point seat belt
when the vehicle is traveling straight is set lower than
when the direction of the turn is opposite to the one of
the occupant’s right and left shoulders being restrained
by the three-point seat belt.
[0010] In an embodiment, the controller controls the
adjuster so that the tension of the three-point seat belt
when the direction of the turn corresponds to the one of
the occupant’s right and left shoulders being restrained
by the three-point seat belt is set higher than when the
vehicle is traveling straight.
[0011] In an embodiment, the controller computes a
target tension for the three-point seat belt and controls
the adjuster so that the tension of the three-point seat
belt approaches the target tension.
[0012] The adjuster may vary the tension within an op-
erating time, and the controller controls the adjuster so
that the operating time when the direction of the turn cor-
responds to the one of the occupant’s right and left shoul-
ders being restrained by the three-point seat belt is set
shorter than when the direction of the turn is opposite to
the one of the occupant’s right and left shoulders being
restrained by the three-point seat belt.
[0013] The tensioner may comprise a memory storing
restraining structure information, the restraining structure
information including which of the occupant’s right and
left shoulders is restrained by the three-point seat belt
and the controller being coupled to the memory and con-
trolling the adjuster based on the restraining structure
information when the vehicle makes the turn.
[0014] In an embodiment, the detector comprises a ve-
hicle velocity sensor and a steering angle sensor detect-
ing a steering angle of the vehicle when the vehicle
makes the turn.
[0015] In an embodiment, the adjuster carries out an
operation for taking up and releasing the three-point seat
belt.
[0016] In an embodiment, the adjuster comprises a
lock restraining movement of the three-point seat belt in
a take-up direction.
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[0017] According to another aspect of the invention
there is provided an occupant restraining system for a
vehicle, the occupant restraining system comprising a
seat belt being disposed on the vehicle between a plu-
rality of mounting points including first and second mount-
ing points disposed at either side of a lumbar region of
the occupant and a third mounting point disposed at one
of a right shoulder and a left shoulder of the occupant,
an adjuster being coupled to the seat belt and defining
an occupant restraining condition, the occupant restrain-
ing condition including at least one of a take-up tension
of the seat belt and a take-up time of the seat belt and a
controller outputting to the adjuster a control signal to
redefine the occupant restraining condition in response
to the vehicle making a turn, wherein the adjuster in re-
sponse to the control signal reduces the take-up tension
and increases the take-up time when the third mounting
point is disposed at the one of the right and left shoulders
opposite to the vehicle turning direction.
[0018] According to a further aspect of the invention
there is provided an occupant restraining system for a
vehicle including first and second seats, the occupant
restraining system comprising a first seat belt being dis-
posed on the vehicle between a first plurality of mounting
points including first lumbar region mounting points dis-
posed at either side of the first seat and a left shoulder
mounting point disposed at a left side of the first seat, a
first adjuster being coupled to the first seat belt and de-
fining a first occupant restraining condition, the first oc-
cupant restraining condition including at least one of a
first take-up tension of the first seat belt and a first take-
up time of the first seat belt, a second seat belt being
disposed on the vehicle between a second plurality of
mounting points including second lumbar region mount-
ing points disposed at either side of the second seat and
a right shoulder mounting point disposed at a right side
of the second seat, a second adjuster being coupled to
the second seat belt and defining a second occupant
restraining condition, the second occupant restraining
condition including at least one of a second take-up ten-
sion of the second seat belt and a second take-up time
of the second seat belt and a controller outputting first
and second control signals to the first and second ad-
justers, respectively, to redefine the first and second oc-
cupant restraining conditions relative to one another in
response to the vehicle making a turn.
[0019] In an embodiment, the first take-up tension is
less than the second take-up tension in response to a
turn in a right direction, and the second take-up tension
is less than the first take-up tension in response to a turn
in a left direction
[0020] In an embodiment, the first take-up time is
greater than the second take-up time in response to a
turn in a right direction, and the second take-up time is
greater than the first take-up time in response to a turn
in a left direction
[0021] In an embodiment, the first adjuster in response
to the first control signal reduces the first take-up tension

and increases the first take-up time in response to the
vehicle making a turn in a right direction, and the second
adjuster in response to the second control signal reduces
the second take-up tension and increases the second
take-up time in response to the vehicle making a turn in
a left direction.
[0022] According to a still further aspect of the inven-
tion there is provided a vehicle seat belt tensioner for a
three-point seat belt installed in a vehicle and used to
restrain both sides of an occupant’s lumbar region as
well as one of the occupant’s right and left shoulders, the
vehicle seat belt tensioner comprising tension means for
adjusting tension of the three-point seat belt, turning
means for detecting a turn made by the vehicle and con-
trol means for controlling the tension means in response
to the turning means detecting that the vehicle has made
the turn such that the tension of the three-point seat belt
when a direction of the turn is opposite to the one of the
occupant’s right and left shoulders being restrained by
the three-point seat belt is set lower than when the direc-
tion of the turn corresponds to the one of the occupant’s
right and left shoulders being restrained by the three-
point seat belt.
[0023] According to another aspect of the invention
there is provided a method of controlling tension of a
three-point seat belt that is installed in a vehicle and that
restrains both sides of an occupant’s lumbar region as
well as one of the occupant’s right and left shoulders, the
method comprising detecting the vehicle is making a turn
in one of a right direction and a left direction and control-
ling the tension of the three-point seat belt in response
to the detecting such that the tension of the three-point
seat belt when the turn in the one of the right and left
directions is opposite to the one of the occupant’s right
and left shoulders being restrained by the three-point
seat belt is set lower than when the turn in the one of the
right and left directions corresponds to the one of the
occupant’s right and left shoulders being restrained by
the three-point seat belt.
[0024] In an embodiment, the detecting comprises
sensing a steering angle of the vehicle and sensing a
velocity of the vehicle.
[0025] In an embodiment, the controlling comprises
setting the tension of the three-point seat belt higher
when the vehicle is traveling straight than when the turn
in the one of the right and left directions is opposite to
the one of the occupant’s right and left shoulders being
restrained by the three-point seat belt.
[0026] In an embodiment, the controlling comprises
setting the tension of the three-point seat belt higher
when the turn in the one of the right and left directions
corresponds to the one of the occupant’s right and left
shoulders being restrained by the three-point seat belt
than when the vehicle is traveling straight.
[0027] In an embodiment, the controlling comprises
setting the tension of the three-point seat belt within an
operating time such that the operating time when the turn
in the one of the right and left directions corresponds to
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the one of the occupant’s right and left shoulders being
restrained by the three-point seat belt is set shorter than
when the turn in the one of the right and left directions is
opposite to the one of the occupant’s right and left shoul-
ders being restrained by the three-point seat belt.
[0028] For example, a vehicle seat belt tensioner for a
three-point seat belt that is installed in a vehicle and that
is used to restrain both sides of an occupant’s lumbar
region as well as one of the occupant’s right and left
shoulders may include an adjuster that varies tension of
the three-point seat belt, a detector that signals a direc-
tion of a turn made by the vehicle, and a controller that
is coupled to the adjuster and to the detector. The con-
troller controls the adjuster so that the tension of the
three-point seat belt when the direction of the turn is op-
posite to the one of the occupant’s right and left shoulders
that is restrained by the three-point seat belt is set lower
than when the direction of the turn corresponds to the
one of the occupant’s right and left shoulders that is re-
strained by the three-point seat belt.
[0029] An occupant restraining system for a vehicle
may include a seat belt that is disposed on the vehicle
between a plurality of mounting points, an adjuster that
is coupled to the seat belt and defines an occupant re-
straining condition, and a controller that outputs to the
adjuster a control signal to redefine the occupant restrain-
ing condition in response to the vehicle making a turn.
The plurality of mounting points includes first and second
mounting points that are disposed at either side of a lum-
bar region of the occupant, and includes a third mounting
point that is disposed at one of a right shoulder and a left
shoulder of the occupant. The occupant restraining con-
dition includes at least one of a take-up tension of the
seat belt and a take-up time of the seat belt. The adjuster
in response to the control signal reduces the take-up ten-
sion and increases the take-up time when the third
mounting point is disposed at the one of the right and left
shoulders that is opposite to the vehicle turning direction.
[0030] An occupant restraining system for a vehicle
that includes first and second seats may include a first
seat belt that is disposed on the vehicle between a first
plurality of mounting points, a first adjuster that is coupled
to the first seat belt and defines a first occupant restrain-
ing condition, a second seat belt that is disposed on the
vehicle between a second plurality of mounting points, a
second adjuster that is coupled to the second seat belt
and defines a second occupant restraining condition, and
a controller that outputs first and second control signals
to the first and second adjusters, respectively, to redefine
the first and second occupant restraining conditions rel-
ative to one another in response to the vehicle making a
turn. The first plurality of mounting points includes first
lumbar region mounting points that are disposed at either
side of the first seat, and includes a left shoulder mounting
point that is disposed at a left side of the first seat. The
first occupant restraining condition includes at least one
of a first take-up tension of the first seat belt and a first
take-up time of the first seat belt. The second plurality of

mounting points includes second lumbar region mount-
ing points that are disposed at either side of the second
seat, and includes a right shoulder mounting point that
is disposed at a right side of the second seat. The second
occupant restraining condition includes at least one of a
second take-up tension of the second seat belt and a
second take-up time of the second seat belt.
[0031] A vehicle seat belt tensioner for a three-point
seat belt that is installed in a vehicle, and is used to re-
strain both sides of an occupant’s lumbar region as well
as one of the occupant’s right and left shoulders may
include tension means for adjusting tension of the three-
point seat belt, turning means for detecting a turn made
by the vehicle, and control means for controlling the ten-
sion means in response to the turning means detecting
that the vehicle has made the turn such that the tension
of the three-point seat belt when a direction of the turn
is opposite to the one of the occupant’s right and left
shoulders that is restrained by the three-point seat belt
is set lower than when the direction of the turn corre-
sponds to the one of the occupant’s right and left shoul-
ders that is restrained by the three-point seat belt.
[0032] A method of controlling tension of a three-point
seat belt that is installed in a vehicle, and that restrains
both sides of an occupant’s lumbar region as well as one
of the occupant’s right and left shoulders, may include
detecting that the vehicle is making a turn in one of a
right direction and a left direction, and controlling the ten-
sion of the three-point seat belt in response to the de-
tecting such that the tension of the three-point seat belt
when the turn in the one of the right and left directions is
opposite to the one of the occupant’s right and left shoul-
ders being restrained by the three-point seat belt is set
lower than when the turn in the one of the right and left
directions corresponds to the one of the occupant’s right
and left shoulders being restrained by the three-point
seat belt.
[0033] Within the scope of this application, it is envis-
aged that the various aspects, embodiments, examples
and alternatives set out in the preceding paragraphs, in
the claims and in the following description may be taken
individually or in any combination thereof.
[0034] The present invention will now be described, by
way of example only, with reference to the accompanying
drawings in which:

Figure 1 is a diagram showing an outline of a seat
belt unit according to an embodiment of the present
invention;

Figure 2a is a schematic diagram showing a vehicle
making a left turn;

Figure 2b is a schematic diagram illustrating control
of a right shoulder-restraining seat belt and a left
shoulder-restraining seat belt when the vehicle is
making the left turn shown in Figure 2a; and
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Figure 3 is a flow chart showing an example of control
processing carried out by the seat belt unit.

[0035] A seat belt unit 10 shown in Figure 1 may be
installed in a vehicle, such as an automobile. The type
of vehicle in which the seat belt unit 10 is installed is
arbitrary, as the seat belt unit 10 can, generally, be in-
stalled in a wide variety of vehicles.
[0036] The explanation hereinafter assumes a vehicle
with right-hand steering, i.e., in which the driver’s seat is
provided on the right-hand side of the vehicle. As shown
in Figure 1, which shows a seating configuration when
the vehicle is viewed from the front, the driver’s seat ap-
pears on the left-hand side in the figure. However, the
seat belt unit 10, as well as the features and advantages
thereof, are equally applicable to a vehicle with left-hand
steering, i.e., in which the driver’s seat is provided on the
left-hand side of a vehicle.
[0037] Seat belt unit 10 is equipped with seat belts 11
and 12 that are installed at the driver’s and passenger’s
seats, respectively. Motors 13 and 14 are used to take
up respective seat belts 11 and 12 in order to adjust the
tensions of the seat belts. A controller 15 is electrically
coupled with the driving of motors 13 and 14, and a mem-
ory 16 stores restraining structure information, e.g.,
which type of belt is installed at the driver’s seat, which
type of belt is installed at the passenger’s seat, etc. Buck-
les 17 and 18 are used to engage/disengage the ends
of seat belts 11 and 12, respectively. In addition, motors
13 and 14 are equipped with locks 13a and 14a that re-
strain the take-up of seat belts 11 and 12.
[0038] As they are used herein, the terms "take-up"
and "release" refer to adjusting the length of a seat belt
strap, and preferably refer to shortening and lengthening,
respectively, the seat belt.
[0039] Seat belts 11 and 12 are three-point seat belts
that restrain a seated occupant at three points, that is, at
two points across the lumbar region and at a third point
across one shoulder. As shown in Figure 1, seat belt 11
is installed at the driver’s seat and is a right shoulder-
restraining seat belt, i.e., that restrains the driver’s lumbar
region and right shoulder. And seat belt 12 is installed at
the passenger’s seat and is a left shoulder-restraining
seat belt, i.e., that restrains the passenger’s lumbar re-
gion and left shoulder.
[0040] Rotary shafts of motors 13 and 14 are connect-
ed to respective seat belts 11 and 12 and turn based on
control signals output from controller 15 in order to take
up or release respective seat belts 11 and 12.
[0041] The control signals to motors 13 and 14 may
have any suitable form. For example, a control signal
may vary current magnitude supplied to control motors
13 and 14, or may vary voltage magnitude supplied to
control motors 13 and 14. The power for driving motors
13 and 14 may be output directly from controller 15, or a
power amplifier (not shown) may electrically couple con-
troller 15 to control motors 13 and 14.
[0042] Locks 13a and 14a engage the respective ro-

tary shafts of motors 13 and 14 based on control signals
output from controller 15. When locks 13a and 14a are
engaged, rotation of the rotary shafts of motors 13 and
14 can be locked to prevent or restrain the rotary shafts
from turning in the take-up direction and thereby prevent
respective seat belts 11 and 12 from moving in the take-
up direction.
[0043] The control signals to locks 13a and 14a may
have any suitable form. For example, a control signal
may vary current magnitude supplied to locks 13a and
14a, or may vary voltage magnitude supplied to locks
13a and 14a. The power for driving locks 13a and 14a
may be output directly from controller 15, or a power am-
plifier (not shown) may electrically couple controller 15
to locks 13a and 14a.
[0044] Alternatively, motors 13 and 14 may be config-
ured such that they provide the functions otherwise pro-
vided by locks 13a and 14a. That is, motors 13 and 14,
per se, in response to control signals from controller 15
may prevent or restrain the rotary shafts of motors 13
and 14 from turning in the take-up direction and thereby
prevent respective seat belts 11 and 12 from moving in
the take-up direction.
[0045] A steering angle sensor 101 detects vehicle
steering angle and outputs to controller 15 a correspond-
ing vehicle steering angle signal and a velocity sensor
102 detects vehicle velocity and outputs to controller 15
a corresponding vehicle velocity signal. The respective
signals from steering angle sensor 101 and from velocity
sensor 102 provide a turning direction detection means
for indicating whether and in which direction the vehicle
is making a turn. In response to a vehicle turn being de-
tected, controller 15 outputs separate control signals to
motors 13 and 14 on the basis of the restraining structure
information stored in memory 16 so as to control the take-
up operations for seat belts 11 and 12. Accordingly, the
tensions of seat belts 11 and 12 can be independently
controlled, and restraining forces in accordance with the
restraining structures can be applied to the occupants.
[0046] As used herein, the term "tension" refers to the
tensile load carried by a seat belt. In addition, the term
"restraining force," as used herein, refers to the force that
the seat belt applies to an occupant in the course of re-
straining movement with respect to the seat.
[0047] Memory 16 is equipped with a nonvolatile sem-
iconductor memory in which restraining structure infor-
mation is pre-stored. The restraining structure informa-
tion includes information that indicates which shoulder,
that is, the right or the left, is primarily restrained by the
respective seat belts 11 and 12 installed at the driver’s
seat and at the passenger’s seat. That is, the restraining
structure information indicates to controller 15 whether
a seat belt is a right shoulder-restraining seat belt or a
left shoulder-restraining seat belt.
[0048] With reference to Figures 2a and 2b, when the
steering angle signal and the vehicle velocity signal in-
dicate that the vehicle is turning to the left, as shown in
Figure 2a, controller 15 outputs control signals to motors
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13 and 14 such that take-up tension Slh created by motor
14 for left shoulder-restraining seat belt 12 is greater than
take-up tension Srh created by motor 13 for right shoul-
der-restraining seat belt 11, as shown in Figure 2b. Fur-
thermore, as shown in Figure 2b, while the vehicle is
turning, controller 15 controls the taking-up of the seat
belts in such a way that take-up time Tlh for left shoulder-
restraining seat belt 12 will be shorter than take-up time
Trh for right shoulder-restraining seat belt 11.
[0049] On the other hand, when the steering angle sig-
nal and the vehicle velocity signal indicate that the vehicle
is turning to the right, controller 15 outputs control signals
to motors 13 and 14 such that take-up tension Srh created
by motor 13 for right shoulder-restraining seat belt 11 is
greater than take-up tension Slh created by motor 14 for
left shoulder-restraining seat belt 12. Furthermore, while
the vehicle is turning, controller 15 controls the taking-
up of the seat belts in such a way that take-up time Trh
for right shoulder-restraining seat belt 11 will be shorter
than take-up time Tlh for left shoulder-restraining seat
belt 12.
[0050] Next, an example of the control process per-
formed by seat belt unit 10 with the aforementioned con-
figuration will be explained with reference to the flow chart
shown in Figure 3.
[0051] In the case of seat belt unit 10, at prescribed
intervals while the vehicle is traveling, controller 15 first
determines, on the basis of the steering angle signal and
the vehicle velocity signal, whether the vehicle is making
a turn in order to determine whether to initiate control of
the seat belt take-up operations (Step S1). If control of
the take-up operations is to be initiated as a result of
determining that a turn is being made, process control
advances to Step S2; otherwise, the take-up operation
control is not initiated, and process control ends.
[0052] In Step S2, based on the steering angle signal
and the vehicle velocity signal, controller 15 determines
whether the vehicle is making a right turn. If controller 15
determines that the vehicle is turning right, process con-
trol advances to Step S4. Otherwise, if the vehicle is not
turning right, process control advances to Step S3.
[0053] In Step S4, controller 15 sets target take-up ten-
sion Srh of right shoulder-restraining seat belt 11, and
sets target arrival time Trh, i.e., the time it takes to reach
the target tension of right shoulder-restraining seat belt
11, based on the steering angle signal and the vehicle
velocity signal. For example, controller 15 may set target
take-up tension Srh to approximately 60 Newtons (N),
and set target arrival time Trh to approximately 300 mil-
liseconds (msec). Next, in Step S5, controller 15 sets
target take-up tension Slh and target arrival time Tlh of
left shoulder-restraining seat belt 12, also based on the
steering angle signal and the vehicle velocity signal. For
example, controller 15 may set target take-up tension Slh
to approximately 40 N, and set target arrival time Tlh to
approximately 700 msec.
[0054] On the other hand, in Step S3, based on the
steering angle signal and the vehicle velocity signal, con-

troller 15 determines whether the vehicle is making a left
turn. If controller 15 determines that the vehicle is turning
left, process control advances to Step S6. Otherwise, if
the vehicle is not turning left, process control advances
to Step S8.
[0055] In Step S6, controller 15 sets target take-up ten-
sion Slh of left shoulder-restraining seat belt 12, and sets
target arrival time Tlh, i.e., the time it takes to reach the
target tension of left shoulder-restraining seat belt 12,
based on the steering angle signal and the vehicle ve-
locity signal. For example, controller 15 may set target
take-up tension Slh to approximately 60 N, and set target
arrival time Tlh to approximately 300 msec. Next, in Step
S7, controller 15 sets target take-up tension Srh and tar-
get arrival time Trh of right shoulder-restraining seat belt
11, also based on the steering angle signal and the ve-
hicle velocity signal. For example, controller 15 may set
target take-up tension Srh to approximately 40 N, and
set target arrival time Trh to approximately 700 msec.
[0056] If in Step S3 controller 15 determines that the
vehicle is not turning to the left, that is, the vehicle is
turning neither right nor left, then controller 15 determines
that some type of system failure has occurred, and both
right shoulder-restraining seat belt 11 and left shoulder-
restraining seat belt 12 are controlled based on preset
initial values, e.g., stored in memory 16. For example, in
Step S8, controller 15 may set target take-up tension Slh
of left shoulder-restraining seat belt 12 to approximately
50 N and may set target arrival time Tlh to approximately
500 msec and, in Step S9, controller 15 may similarly set
target take-up tension Srh of right shoulder-restraining
seat belt 11 to 50 N and may similarly set target arrival
time Trh to 500 msec.
[0057] After finishing any of the aforementioned Step
S5, Step S7, and Step S9, controller 15 outputs in Step
10 control signals to motors 13 and 14 to control motors
13 and 14 in such a way that the target take-up tensions
are reached by the target arrival times set during the
aforementioned processing and starts the take-up con-
trol of seat belts 11 and 12 installed in the respective
seats.
[0058] Next, in Step S 11, controller 15 determines,
based on the steering angle signal and the vehicle ve-
locity signal, whether the conditions for canceling the
take-up of the seat belts have been met. If controller 15
determines that the take-up cancellation conditions are
not met, Step S11 is repeated until controller 15 deter-
mines that the take-up cancellation conditions are met,
and process control then advances to Step S12. For ex-
ample, preset specific conditions for take-up cancellation
may include the vehicle returning to straight-line travel,
or the vehicle traveling at or below a prescribed vehicle
velocity.
[0059] In Step S12, controller 15 outputs control sig-
nals for canceling the seat belt take-up operations to mo-
tors 13 and 14 before ending the process.
[0060] As explained above, in the case of seat belt
control 10, the restraining structure information that indi-
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cates whether the right or the left shoulder is primarily
restrained by the structures of seat belt 11 or 12 installed
at the seats of the vehicle (i.e., which is the right shoulder-
restraining seat belt and which is the left shoulder-re-
straining seat belt) is stored in memory 16. Further, mo-
tors 13 and 14, which carry out the take-up and release
operations of seat belts 11 and 12, are controlled on the
basis of the restraining structure information when the
vehicle is making a turn in order to control independently
the operations of right shoulder-restraining seat belt 11,
which in the illustrated embodiment primarily restrains
the right shoulder, and left shoulder-restraining seat belt
12, which in the illustrated embodiment primarily re-
strains the left shoulder. The controller controls the ad-
juster so that the tension of the seat belt when the vehicle
is traveling straight is set lower than when the vehicle is
turning.
[0061] Accordingly, embodiments of the present in-
vention provide a number of features and advantages,
at least some of which are described below.
[0062] When the vehicle is making a turn, the turning
load acts on the occupants of the respective seats in the
direction opposite the turning direction. However, dis-
comfort experienced by the occupants due to the seat
belt type that is installed at the occupant’s seat (i.e., a
seat with either a right shoulder-restraining seat belt or
a left shoulder-restraining seat belt) can be reduced by
executing the appropriate take-up control for right shoul-
der-restraining seat belt 11 and for left shoulder-restrain-
ing seat belt 12.
[0063] When the vehicle is making a turn, the tension
of the seat belt that is restraining the shoulder opposite
to the turning direction is set lower than the tension of
the seat belt restraining the shoulder that is in the turning
direction. Thus, an occupant wearing a seat belt that is
restraining the shoulder opposite to the turning direction
will sense sufficiently firm restraint while any discomfort
that may occur due to the seat belt coming in contact with
the occupant’s neck can be reduced.
[0064] The controller controls the adjuster so that the
tension of the seat belt (both of the seat belt that is re-
straining the shoulder correspond to and opposite to the
turning direction) when the vehicle is traveling straight is
set lower than when the vehicle is turning. Thus, appro-
priate vigor can be given the occupants in that a body of
the occupants can be stabilized when the vehicle going
straight on than the vehicle turning which load of the
crosswise direction hangs to the occupants.
[0065] The controller controls the seat belts by com-
puting the target take-up tensions of the seat belts based
on the steering angle and vehicle velocity signals. Thus,
the seat belts can be taken up using take-up tensions
appropriate for a given steering angle and vehicle veloc-
ity.
[0066] The controller computes the seat belt take-up
times based on the steering angle and vehicle velocity
signals such that the operating time of the motor for the
seat belt that is restraining the shoulder opposite to the

turning direction is set lower than the operating time of
the seat belt restraining the shoulder that is in the turning
direction. Thus, there may be a reduction in discomfort
that may occur due to the seat belt coming in contact with
the neck of an occupant wearing a seat belt that is re-
straining the shoulder opposite to the turning direction.
[0067] The controller controls the seat belts by com-
puting the take-up times in such a way that the take-up
times for each of the seat belts end at different times,
thereby providing the occupant’s a more comfortable
sense of restraint as the vehicle travels around sharp
curves.
[0068] Although the example described with respect
to Figures 1-3 discusses changing both the take-up ten-
sions and the take-up times, it is also possible to inde-
pendently control in the aforementioned manner only the
take-up tensions or the take-up times.
[0069] For example, the take-up tensions may be fixed
and only the seat belt take-up times computed and con-
trolled by the controller on the basis of the steering angle
and vehicle velocity signals. That is to say, in this case
computing and controlling the take-up tensions is no
longer necessary, and the controller would set only the
relative operating times such that the operating time of
the motor for the seat belt that is restraining the shoulder
opposite to the turning direction is greater than the op-
erating time of the motor for the seat belt restraining the
shoulder that is in the turning direction.
[0070] Alternatively, the take-up times may be fixed
and the seat belt take-up tensions computed on the basis
of the steering angle and vehicle velocity signals. In this
case, computing and controlling the take-up times is no
longer necessary, and the controller would set only the
relative take-up tensions such that the take-up tension
of the motor for the seat belt that is restraining the shoul-
der opposite to the turning direction is less than the take-
up tension of the motor for the seat belt restraining the
shoulder that is in the turning direction.
[0071] The example described with respect to Figures
1-3 discusses the memory and the controller being sep-
arately disposed such that only one controller configura-
tion is necessary, even for different vehicles with seat
belts having reversed shoulder-restraining sides. It is al-
so envisioned that the restraining structure information
may be stored in various types of memory that are internal
to the controller.
[0072] It is also envisioned that a specific configuration
of controller may be provided for all of the seat belts in a
vehicle that are for the same shoulder-restraining side,
i.e., left shoulder-restraining or right shoulder-restraining.
Thus, the seat belts connected to the same controller
would all have the same shoulder restraint information,
and it would not be necessary to provide a memory for
storing relative restraining structure information.
[0073] The steering angle sensor and the vehicle ve-
locity sensor are used to detect the turning direction.
Thus, the seat belt take-up tensions can be controlled on
the basis of accurate steering angle and vehicle velocity
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information.
[0074] The motors that take-up and release the seat
belts are used to adjust the relative tensions of the seat
belts. These same motors may also be used to pretension
the seat belts. As used herein, the term "pretension" re-
fers to preemptively tightening a seat belt, e.g., in the
event of an impending collision, that may be based on
detecting a sudden deceleration or on detecting lateral
acceleration.
[0075] The locks that prevent the seat belts from mov-
ing in the take-up direction are used to limit the tension
of the seat belts. Thus, when the seat belts are to be
loosened, controlling the locks facilitates achieving an
optimum sense of the restraint that is provided by the
seat belts.
[0076] While the invention has been disclosed with ref-
erence to certain embodiments, numerous modifications,
alterations, and changes to the described embodiments
are possible without departing from the scope of the in-
vention, as defined in the appended claims and equiva-
lents thereof. Accordingly, it is intended that the invention
not be limited to the described embodiments, but that it
have the full scope defined by the language of the fol-
lowing claims.
[0077] This application claims priority from Japanese
Patent Application Nos. 2006-005106, filed 12th January
2006, and 2007-002207, filed 10th January 2007, the
contents of which are expressly incorporated herein by
reference.

Claims

1. An apparatus for tensioning a three-point vehicle
seat belt arranged to restrain at least one shoulder
of an occupant, the apparatus comprising:

tension means for adjusting tension of the seat
belt; and
control means for controlling the tension means
in response to the vehicle making a turn such
that the tension of the seat belt when a direction
of the turn is opposite to the shoulder being re-
strained by the seat belt is lower than when the
direction of the turn corresponds to the shoulder
being restrained by the seat belt.

2. An apparatus as claimed in claim 1 wherein the con-
trol means is arranged to control the tension means
so that the tension of the seat belt when the vehicle
is traveling straight is:

a) lower than when the direction of the turn is
opposite to the shoulder being restrained by the
seat belt; and/or
b) lower than when the direction of the turn cor-
responds to the shoulder being restrained by the
seat belt.

3. An apparatus as claimed in claim 1 or claim 2 wherein
the control means is arranged to compute a target
tension for the seat belt and control the adjuster so
that the tension of the three-point seat belt approach-
es the target tension.

4. An apparatus as claimed in any preceding claim
wherein the tension means is arranged to vary the
tension within an operating time and the control
means is arranged to control the tension means so
that the operating time when the direction of the turn
corresponds to the shoulder being restrained by the
seat belt is shorter than when the direction of the
turn is opposite to the shoulder being restrained by
the seat belt.

5. An apparatus as claimed in any preceding claim
comprising a memory for storing restraining struc-
ture information, the restraining structure information
including which of the occupant’s right and left shoul-
ders is restrained by the seat belt, wherein the control
means is connected to the memory and is arranged
to control the tension means in dependence on the
restraining structure information when the vehicle
makes the turn.

6. An apparatus as claimed in any preceding claim
comprising detection means for detecting a turn
made by the vehicle, the detection means compris-
ing a vehicle velocity sensor and a steering angle
sensor for detecting a steering angle of the vehicle
when the vehicle makes the turn.

7. An occupant restraining system for a vehicle com-
prising:

a seat belt disposed between a plurality of
mounting points on the vehicle; and
an apparatus as claimed in any preceding claim.

8. A method of controlling tension of a three-point seat
belt arranged to restrain at least one shoulder of an
occupant, the method comprising:

detecting whether the vehicle is making a turn
in one of a right direction and a left direction; and
controlling the tension of the seat belt in re-
sponse to the direction of the turn being made
such that the tension of the seat belt when the
turn direction is opposite to the shoulder being
restrained by the seat belt is lower than when
the direction of the turn corresponds to the
shoulder being restrained by the seat belt.

9. A vehicle having an apparatus as claimed in any of
claims 1 to 6 and/or an occupant restraining system
as claimed in claim 7 and/or adapted to use a method
as claimed in claim 8.
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10. A vehicle as claimed in claim 9 comprising:

a left seat having an occupant restraining sys-
tem as claimed in claim 7; and
a right seat having an occupant restraining sys-
tem as claimed in claim 7;

wherein the control means is arranged to control the
tension means such that the tension in the seat belt
of the left seat is greater than the tension in the seat
belt of the right seat when the vehicle makes a left
hand turn, and vice versa.
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