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Description

[0001] The present invention relates to a motor vehicle
seat, and more in detail, to a construction technology for
a motor vehicle seat, on which an airbag module having
a construction in which an airbag is developed and ex-
panded from a downside to an upside of a seat cushion
against movement of a motor vehicle occupant toward a
front side of the motor vehicle in a seating condition of
the motor vehicle occupant in a motor vehicle seat when
in occurrence of an accident is mounted.
[0002] Hitherto, in a seatbelt-wearing condition in
which a seatbelt is worn by a motor vehicle occupant
seated in a motor vehicle seat, various technologies for
blocking occurrence of a phenomenon, i.e., a so-called
submarine phenomenon, in which the motor vehicle oc-
cupant has a behavior to slip through a downside of a
seatbelt along a seat surface, along with a frontward
movement of a waist portion of the motor vehicle occu-
pant when in occurrence of an accident, is proposed. For
example, in JP-A-5-229378 (patent document 1), a motor
vehicle seat having a construction in which an expanded
airbag compresses a seat cushion from below so as to
block the movement of the motor vehicle occupant to-
ward a front side of the motor vehicle at the time of oc-
currence of the accident is disclosed. However, in de-
signing such a kind of motor vehicle seat, there is a de-
mand for a technology to aim at improving workability
when in the assembling operation.
[0003] Another example of a motor vehicle seat is dis-
closed in EP 1 623 887 A2.
[0004] Accordingly, in the present invention, it is a
problem to provide a technology effective for aiming at
improving workability when in the assembling operation
in a motor
[0005] EP 1 623 887 A2 discloses in particular:
[0006] A motor vehicle seat mounted on a motor vehi-
cle, comprising:

a left side frame 1 a in a seat frame 1,4 forming a
bone structure of a seat extending in a front and back
direction at a left side below a seat cushion 9;
a right side frame 1 b in the seat frame extending in
a front and back direction at a right side below the
seat cushion 9;
a bracket for connecting the left side frame 1 a and
the right side frame 1 b below the seat cushion 9,
a seat pan 8 disposed between the left side frame 1
a and the right side frame 1 b below the seat cushion
9 above at the backside of the bracket in such a
manner as to be adjacent thereto, the seat pan 8
including an airbag module housing portion 20 in
which a housing opening 20 is formed at a side op-
posite to the bracket;
an airbag module 10 including an airbag 12 and a
gas generator 14, and being housed in the airbag
module housing portion 20, and being set to be such
that the airbag 12 is developed and expanded from

a downside to an upside of a seat cushion 9 by sup-
plying gas for expanding the airbag 12 generated by
activation of the gas generator 14, against forward
movement of a motor vehicle occupant in a condition
of being seated in a motor vehicle seat toward a front
side of a motor vehicle when in occurrence of an
accident, see. par 57; and
an airbag cover 18 mounted on the seat pan 8 so as
to intercept the housing opening 20 formed at a side
opposite to the bracket, and covering a housing
opening side of the airbag 12 housed in the airbag
module housing portion 20 in the mounted condition.

vehicle seat with an airbag module having a construction
in which an airbag is developed and expanded from a
downside to an upside of a seat cushion against move-
ment of a motor vehicle occupant toward a front side of
the motor vehicle in a seating condition of the motor ve-
hicle occupant in a motor vehicle seat when in occurrence
of the accident.

[Means for Solving the Problems]

[0007] In order to solve the aforementioned problems,
the present invention is constructed. Incidentally, the
present invention can be applied to a construction tech-
nology for a motor vehicle seat mounted on various kinds
of motor vehicles, such as automobile motor vehicles,
trucks, buses, electric trains, boats and ships, and so
fourth.
[0008] The first aspect of the present invention for solv-
ing the aforementioned problems is a motor vehicle seat
according to Claim 1. The motor vehicle seat according
to Claim 1 is a motor vehicle seat mounted on a motor
vehicle, and constructed to be provided with at least a
left side frame, a right side frame, a bracket, a seat pan,
an airbag module, an airbag cover, and a positioning
mechanism.
[0009] The left side frame according to the present in-
vention is configured to be a seat frame constituting mem-
ber extending in a front and back direction at a left side
below a seat cushion in a seat frame forming a bone
structure of a seat. The right side frame according to the
present invention is configured to be a seat frame con-
stituting member extending in a front and back direction
at a right side below the seat cushion in the seat frame
forming the bone structure of the seat. The bracket ac-
cording to the present invention is configured to be a seat
frame constituting member for connecting the left side
frame and the right side frame below the seat cushion in
the seat frame forming the bone structure of the seat.
The bracket, the left side frame, and the right side frame
are typically connected by welding or fastening with a
bolt and nut. A main body portion of the motor vehicle
seat is constructed by the seat frame.
[0010] A seat pan according to the present invention
is configured to have a construction being disposed be-
tween the left side frame and the right side frame below
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the seat cushion above or at the backside of the bracket
in such a manner as to be adjacent thereto, and being
provided with an airbag module housing portion at a side
opposite to the bracket of which a housing opening is
formed. The "seat pan" according to the present invention
refers to a member constituting a seat bottom surface of
the motor vehicle seat, and specifically, can also be de-
fined as a seat cushion panel, a seat cushion frame, or
a seat cushion board each receiving the seat cushion.
With regard to a disposing configuration of the seat pan,
it is sufficient that entire, or a part of the seat pan is dis-
posed between the left side frame and the right side
frame. A construction in which the seat pan is fixed to
the left side frame and the right side frame in a manner
so as to be hung across by welding, fastening with a bolt
and nut, or the like, or a construction in which the seat
pan is fixed to a member positioned between the left side
frame and the right side frame by welding, fastening with
a bolt and nut, or the like, can be adopted. Further, in the
present invention, it is sufficient that the seat pan at least
includes a portion which is disposed above or at the back-
side of the bracket in such a manner as to be adjacent
thereto. The airbag module housing portion, at the side
opposite to the bracket of which the housing opening is
formed, is constructed as a portion for housing the airbag
module, and specifically, in the airbag module housing
portion of the seat pan which is disposed above or at the
backside of the bracket in such a manner as to be adja-
cent thereto, the housing opening is formed toward an
upside or a backside of the seat pan.
[0011] The airbag module according to the present in-
vention is constructed to include an airbag and a gas
generator, and to be housed in the airbag module housing
portion, and to be set to resist movement of a motor ve-
hicle occupant toward a front side of a motor vehicle, in
a seated condition in a motor vehicle seat when in oc-
currence of the accident, while causing the airbag to be
developed and expanded from a downside to an upside
of a seat cushion by supplying the gas for expanding the
airbag, which is generated by activation of the gas gen-
erator. The airbag module can also be called as "an air-
bag apparatus" or "an occupant restraining apparatus".
[0012] The airbag cover according to the present in-
vention is mounted on the seat pan so as to intercept the
housing opening formed at a side opposite to the bracket
in the seat pan, and is constructed to serve as a cover
member for covering the housing opening side of the
airbag housed in the airbag module housing portion in
the housed condition. The airbag cover can also be con-
figured to be a component of the airbag module.
[0013] As in the motor vehicle seat according to the
present invention, in a structure in which an airbag mod-
ule (airbag) is disposed below the seat cushion, it is sup-
posed that a load from the occupant seated in the seat
is affected to an airbag side via a seat cushion, in a
housed condition of the airbag. An influence, in which
the load from the occupant seated in the seat is affected
to the airbag via the seat cushion, is configured to be

suppressed by covering the housing opening side of the
airbag housed in the airbag module housing portion by
means of the airbag cover. Consequently, it becomes
possible to suppress the load in which the airbag in the
housed condition receives from outside. Thereby, it be-
comes possible for movement of the airbag to be aimed
at being normalized when in occurrence of an accident.
[0014] The positioning mechanism according to the
present invention is provided with a function for position-
ing the airbag cover and the seat pan to each other in
the mounted condition of the airbag cover. Thereby, the
seat pan and the airbag cover are to be latched to each
other. With regard to the concrete construction of the
positioning mechanism, a construction, in which a convex
portion is provided in one of the airbag cover and the seat
pan, and a concave portion to be engaged with the con-
vex portion of the other of the airbag cover and the seat
pan is provided, can be adopted.
In accordance with the construction described above in
the invention according to Claim 1, a provisional placing
operation of the airbag cover for an assembling operation
becomes easy and it becomes possible to aim at improv-
ing workability when in the assembling operation.
[0015] The second aspect of the present invention for
solving the above-described problems is a motor vehicle
seat according to Claim 2. In the motor vehicle seat ac-
cording to Claim 2, the positioning mechanism according
to Claim 1 is constructed with a concave portion provided
in the seat pan and a convex portion capable of being
engaged with the concave portion, which is provided in
the airbag cover. According to the present construction,
by engaging the convex portion in the airbag cover with
the concave portion in the seat pan, the seat pan and the
airbag cover are to be latched to each other. With regard
to the concave portion in this case, a penetration hole, a
non-penetration hole, a groove, or the like can be appro-
priately used. Further, with regard to the convex portion
of this case, a rod-shaped pin, a claw-shaped member,
or the like can appropriately be used. In accordance with
the construction described above in the invention accord-
ing to Claim 2, with regard to an assembling operation
when in mounting the airbag cover on the seat pan, it
becomes easy to perform the provisional placing opera-
tion for the airbag cover for the assembling operation by
engaging the convex portion of the airbag cover with the
concave portion of the seat pan.
[0016] The third aspect of the present invention for
solving the above-described problems is the motor vehi-
cle seat according to Claim 3. The motor vehicle seat
according to Claim 3 is provided with a fixing member in
addition to the construction according to either one of
claims 1 or 2. The fixing member has a function for fas-
tening and fixing the airbag cover and the seat pan being
positioned to each other by means of the positioning
mechanism in the mounted condition of the airbag cover.
With regard to the concrete construction of the fixing
member, a rivet, a bolt and nut, and the like can be ap-
propriately used.
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In accordance with the construction described above in
the invention according to Claim 3, it becomes possible
to assuredly fix the seat pan and the airbag cover in the
positioned condition using the fixing member.
[0017] The fourth aspect of the present invention for
solving the above-described problems is a motor vehicle
according to Claim 4. The motor vehicle seat according
to Claim 4 is provided with at least one of the motor ve-
hicle seat and the seat belt for restraining a motor vehicle
occupant seated in the motor vehicle seat, according to
any one of Claims I through 3. Further, it is constructed
that occurrence of a phenomenon, i.e., a so-called sub-
marine phenomenon, in which the motor vehicle occu-
pant has a behavior to slip through a downside of a seat-
belt along a seat surface, along with a frontward move-
ment of a waist portion of the motor vehicle occupant
when in occurrence of the accident, is blocked in a seat
belt wearing condition in which the seat belt is worn by
the motor vehicle occupant seated in the motor vehicle
seat, by means of the airbag module mounted on the
motor vehicle seat.
Accordingly, in accordance with the invention according
to Claim 4, a provisional placing operation of the airbag
cover for an assembling operation becomes easy and
the motor vehicle is provided with a motor vehicle seat
capable of improving workability when in the assembling
operation.
[0018] The fifth aspect of the present invention for solv-
ing the above-described problems is the airbag module
according to Claim 5. The airbag module according to
Claim 5 has a construction substantially similar to the
airbag module serving as a component of the motor ve-
hicle seat according to Claim 1.
Accordingly, in accordance with the invention according
to Claim 5, an airbag module a provisional placing oper-
ation of the airbag cover for an assembling operation
becomes easy and the airbag module is provided with a
motor vehicle seat capable of improving workability when
in the assembling operation.
[0019] As described above, according to the present
invention, in a motor vehicle seat with an airbag module
having a construction in which the airbag is developed
and expanded from a downside to an upside of a seat
cushion against forward movement of a motor vehicle
occupant in a condition of being seated in the motor ve-
hicle seat, toward a front side of a motor vehicle when in
occurrence of an accident, specifically, an airbag cover
is provided for intercepting the housing opening of the
airbag module housing portion for housing the airbag
module and for covering a housing opening side of the
airbag. In addition, a positioning mechanism is adopted
for positioning the airbag cover and the seat pan to each
other in the mounted condition of the airbag cover. There-
by, it becomes possible to aim at improving workability
for an assembling operation.
[0020] Hereinbelow, an embodiment of the present in-
vention will be explained in detail referring to the draw-
ings.

Fig. 1 is a perspective view looking from diagonally
back of a motor vehicle showing an internal structure
of the motor vehicle seat 100 according to the
present embodiment;

Fig. 2 is a cross-section along a line A-A in Fig. 1;

Fig. 3 is a perspective view schematically showing
a work for housing an airbag module 30 according
to the present embodiment into a housing portion 21
of a seat pan 20; and

Fig. 4 is perspective view schematically showing a
work for attaching an airbag cover 40 according to
the present embodiment into the seat pan 20.

Firstly, a construction of a motor vehicle seat 100 as an
embodiment of a "motor vehicle seat" according to the
present invention will be explained with reference to Fig.
1 through Fig. 3. Currently, Fig. 1 is a view showing an
internal structure of the motor vehicle seat 100 according
to the present embodiment, and is a perspective view
looking from diagonal backside of the motor vehicle. Fur-
ther, Fig. 2 is a cross-section along a line A-A in Fig. 1.
[0021] As shown in Fig. 1, the motor vehicle seat 100
according to the present embodiment is a motor vehicle
seat to be mounted on a motor vehicle, and is mainly
constructed with a seat frame 10, a seat pan 20, and an
airbag module 30. The motor vehicle seat 100 is con-
structed to serve as a driver’s seat where a driver is seat-
ed, or a passenger seat. Further, in the motor vehicle on
which the motor vehicle seat 100 is mounted, a seatbelt
(corresponding to a "seatbelt" according to the present
invention) to be worn by an occupant seated in the motor
vehicle seat 100 is further mounted. Incidentally, a direc-
tion indicated by "FR" in Fig. 1 represents a front side of
the motor vehicle, and a direction indicated by "UP" rep-
resents an upside of the motor vehicle.
[0022] The seat frame 10 is constructed to serve as a
frame that forms a bone structure portion of the motor
vehicle seat 100, and is provided with at least a base
frame 12 and a back frame 14. The seat frame 10 cor-
responds to a "seat frame" according to the present in-
vention. A seat cushion (not shown) formed from a ma-
terial having plasticity, such as a urethane material, or
the like, is mounted on the base frame 12, and the seat
cushion constitutes a seat surface of the motor vehicle
seat 100. Further, a seat back (not shown) formed from
a material having plasticity, such as a urethane material,
or the like, is mounted on the back frame 14, and the seat
back constitutes a back surface of the motor vehicle seat
100. Furthermore, an outer surface of each of the seat
cushion and the back seat is covered with scurf skin (not
shown) formed from leather, cloth, or the like.
[0023] The base frame 12 is a frame to be disposed
below the seat cushion, and is provided with a left-and-
right pair of side frames 12a, 12b (a left side frame 12a,
and a right side frame 12b), extending in a front and back
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direction of the motor vehicle seat 100 (conforming to a
front and back direction of the motor vehicle). The cur-
rently described left side frame 12a and the right side
frame 12b correspond to a "left side frame" and a "right
side frame" according to the present invention, respec-
tively.
Further, a bracket 13 for reinforcing is provided so as to
be hung across the left and right side frames 12a, 12b
at an upper portion side of the base frame 12. The bracket
13 is constructed to be a plate shape (a curved plate
shape in Fig. 1) having a predetermined board thickness,
and is connected to the left and right side frames 12a,
12b, by means of a welding process, a fastening process
with a bolt and a nut, or the like. This bracket 13 serves
as a supporting member for supporting the seat pan 20,
and is constructed to serve as a holding member for con-
necting and holding the left and right side frames 12a,
12b. In addition, the bracket 13 also serves as a posi-
tioning member when connecting the left and right side
frames 12a, 12b, resulting in providing a good assem-
bling capability. This bracket 13 corresponds to a "brack-
et" according to the present invention.
[0024] The back frame 14 is a frame that is rotatably
connected to the base frame 12 via a supporting shaft
15 and a reclining device (not shown). A head rest 16 is
attached to a position corresponding to a head portion
of a motor vehicle occupant at an upper part of the back
frame 14.
[0025] The seat pan 20 is provided so as to be hung
across the left-and-right pair of the side frames 12a, 12b
in a manner so as to cover the left-and-right pair of the
side frames 12a, 12b, from an upside thereof above the
bracket 13 and at the backside of the bracket 13 in such
a manner as to be adjacent thereto. The seat pan 20 is
a member constituting a seat bottom surface of the motor
vehicle seat 100, and specifically, is also able to be de-
fined as a seat cushion panel that receives the seat cush-
ion, a seat cushion frame, or a seat cushion board. Al-
though described later in detail, the seat pan 20 is at-
tached to the bracket 13 by means of the fastening proc-
ess with the bolt and nut at two places. The seat pan 20
can also be joined to the left and right side frames 12a,
12b, by means of the welding process, the fastening proc-
ess with the bolt and nut or the like. The seat pan 20 has
a function to receive a load from the seat cushion. The
seat pan 20 corresponds to a "seat pan" according to the
present invention. In the present invention, the seat pan
20 is sufficient to have at least a portion to be disposed
above the bracket 13 or at the backside thereof in a prox-
imal manner.
[0026] As shown in Fig. 2, in the seat pan 20, a housing
portion 21 for housing the airbag module 30 is provided.
The housing portion 21 is provided with a housing open-
ing at a side opposite to the bracket 13, and the housing
opening is configured to be directed diagonally upward
in a backward direction. The housing opening of the hous-
ing portion 21 corresponds to a "housing opening" ac-
cording to the present invention.

Accordingly, a developing direction (sometimes also
called as a protruding direction) of an airbag (an airbag
31, described later) of the airbag module 30 is configured
to be directed diagonally upward in a backward direction
as indicated by a direction of an arrow 50 in Fig. 2. By
means of a holding function (or a positioning function) of
the airbag module 30 by the concave portion 23 that is
caved downward, a work for housing the airbag module
30 in the housing portion 21, and a work for attaching
and fixing the airbag module 30 to the seat pan 20 side
is aimed at being facilitated. The housing portion 21 cor-
responds to an "airbag module housing portion" accord-
ing to the present invention.
[0027] Further, in the present embodiment, an airbag
cover 40 is mounted on the seat pan 20 so as to intercept
the housing opening formed at the side opposite to the
bracket 13 in each of portions of the seat pan 20. The
airbag cover 40 is constructed as a cover member for
covering a housing opening side (a backside of a diag-
onal upside) of the airbag (an airbag 31, described later)
of the airbag module 30 housed in the housing portion
21 in the mounted condition. Furthermore, the airbag cov-
er 40 allows pressure force of the airbag for pressing the
seat cushion upward by means of a developing and ex-
panding operation of the airbag to be applied to the seat
cushion when in an operation of the airbag module 30,
while the airbag cover 40 protects the airbag housed in
the housing portion 21 when in nonoperating time of the
airbag module 30. The airbag cover 40 corresponds to
an "airbag cover" according to the present invention. In-
cidentally, the airbag cover 40 may be constituted as a
component of the airbag module 30.
[0028] According to the construction as described
above, by covering the housing opening side of the airbag
housed in the housing portion 21 by the airbag cover 40,
an influence caused by a load from the occupant seated
in the seat to be affected to the airbag via the seat cushion
is suppressed. As a result, a load in which the airbag in
a housed condition receives from outside, can be sup-
pressed. Consequently, it becomes possible for an op-
eration of the airbag to be aimed at being normalized
when in occurrence of an accident.
[0029] Moreover, with regard to a mounting operation
for mounting the airbag cover 40, the seat pan 20 is con-
structed to have a flat portion 24 and a step portion 25
in a first area 20a corresponding to a front end portion
41 (a left side end portion in Fig. 2) of the airbag cover
40 in the mounted condition thereof. Similarly, the seat
pan 20 is constructed to have a flat portion 27 and a step
portion 28 in a second area 20b corresponding to a rear
end portion 42 (right side end portion in Fig. 2) of the
airbag cover 40 in the mounted condition thereof.
[0030] The flat portion 24 provided in the first area 20a
of the seat pan 20 is a portion, on which the front end
portion 41 of the airbag cover 40 in a condition of being
hung across is mounted, and is formed as a continuous
contacting surface (sometimes also called as a "contact-
ing surface", a "surface to be hung across", an "overlap-
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ping surface", or a "lapping surface") that is overlapping
with the front end portion 41. Similarly, the flat portion 27
provided in the second area 20b of the seat pan 20 is a
portion, on which the rear end portion 42 of the airbag
cover 40 in a condition of being hung across is mounted,
and is formed as a continuous contacting surface (some-
times also called as a "contacting surface", a "surface to
be hung across", an "overlapping surface", or a "lapping
surface") that is overlapping with the front end portion 42.
[0031] According to the construction as described
above, in the condition of the airbag cover 40 to be mount-
ed (worn condition), by means of that each of the end
portions 41, 42, of the airbag cover 40 is overlapping with
the flat portions 24, 27, of the seat pan 20 in a surface
contact, the airbag cover 40 is to be in close contact with
the seat pan 20, and results in being able to improve a
close-contact characteristic in the nonoperating time of
the airbag module 30. This is effective of preventing drop-
ping off of the airbag cover 40 due to external force. In-
cidentally, with regard to a length of the overlapped por-
tion (overlapping width) of the flat portions 24, 27, with
the airbag cover 40 side, in a case that the close contact
characteristic or a dropping-off prevention characteristic
with the airbag cover 40 is considered, it is preferable to
be set to be equal to or greater than 3mm, for example.
Further, so as to improve the close contact characteristic
of the seat pan 20 and the airbag cover 40, it is preferable
to provide these flat portions 24, 27, over an entire pe-
riphery of the housing opening of the housing portion 21.
[0032] Further, it is constructed that in the flat portion
24 provided in the first area 20a of the seat pan 20, a
hole portion 24a penetrating in an upper and lower direc-
tion is provided, and a protruding piece 43 that protrudes
downward from the front end portion 41 of the airbag
cover 40 is inserted into the hole portion 24a. Similarly,
it is constructed that in the flat portion 27 provided in the
second area 20b of the seat pan 20, a hole portion 27a
penetrating in an upper and lower direction is provided,
and a protruding piece 44 that protrudes downward from
the rear end portion 42 of the airbag cover 40 is inserted
into the hole portion 27a. A positioning operation of the
airbag cover 40 for the seat pan 20 is performed by means
of that the protruding piece 43 is inserted into the hole
portion 24a and that the protruding piece 44 is inserted
into the hole portion 27a. The hole portions 24a, 27a and
the protruding pieces 43, 44 have a function for position-
ing the airbag cover 40 and the seat pan 20 to each other
in the mounted condition of the airbag cover 40, and serve
as the positioning mechanism according to the present
invention. The hole portions 24a, 27a of the seat pan 20
correspond to the "concave portions" of the present in-
vention, and the protruding pieces 43, 44 of the airbag
cover 40 correspond to the "convex portions" of the
present invention.
[0033] Furthermore, although not shown, in the
present embodiment, the seat pan 20 and the airbag cov-
er 40 in the positioned condition are further fixed to each
other by a fastening device, such as rivets, bolt and nut,

or the like. Thereby, the seat pan 20 and the airbag cover
40 in the positioned condition are brought to be able to
be assuredly fixed. The fastening device, such as rivets,
bolt and nut, or the like is a fixing member for fastening
and fixing the airbag cover 40 and the seat pan 20 being
positioned to each other by means of the positioning
mechanism in the mounted condition of the airbag cover
40. The fastening device corresponds to the "fixing mem-
ber" according to the present invention.
[0034] According to the construction as described
above, a provisional placing operation of the airbag cover
40 for an assembling operation becomes easy and it be-
comes possible to aim at improving workability when in
the assembling operation by means of that the hole por-
tion 24a and the hole portion 27a of the seat pan 20 serve
as the positioning member for the airbag cover 40. In the
present embodiment, although the hole portion 24a and
the hole portion 27a are formed to have a penetrating
shape, a hole of a non-penetrating shape or a groove
can also be applicable in the present invention. Further,
with regard to the protruding piece 43 and the protruding
piece 44, a rod-shaped pin, a claw-shaped member, or
the like can be appropriately used.
[0035] Further, in the present invention, in addition to
a first construction in which the protruding piece 43 of
the airbag cover 40 is inserted into the hole portion 24a
of the seat pan 20, and the protruding piece 44 of the
airbag cover 40 is inserted into the hole portion 27a of
the seat pan 20, a case that a second construction in
which the airbag cover 40 and the seat pan 20 are further
fixed to each other by means of the fastening device,
such as the rivets, the bolt and nut, or the like is used, is
described. However, in the present invention, at least
one of the first construction and the second construction
can be adopted.
[0036] The step portion 25 provided in the first area
20a of the seat pan 20 is constructed as a step portion
(stepped shape) where a height difference correspond-
ing to a board thickness of the front end portion 41 of the
airbag cover 40 with regard to the upper and lower direc-
tion (in Fig. 2) is provided. In concrete terms, it is con-
structed that a rear side is lower than a front side by an
extent of the board thickness of the front end portion 41,
in each of the portions in the first area 20a of the seat
pan 20 by the step portion 25. Similarly, the step portion
28 provided in the second area 20b of the seat pan 20
is constructed as a step portion (stepped shape) where
a height difference corresponding to a board thickness
of the rear end portion 42 of the airbag cover 40 with
regard to the upper and lower direction (in Fig. 2) is pro-
vided. In concrete terms, it is constructed that a front side
is lower than a rear side by an extent of the board thick-
ness of the rear end portion 42, in each of the portions
in the second area 20b of the seat pan 20 by the step
portion 28. By providing the step portion 25 and the step
portion 28, the seat pan 20 and the airbag cover 40 are
latched to each other via the step portion 25 and the step
portion 28 in the mounted condition of the airbag cover
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40. Further, movement of the front end portion 41 of the
airbag cover 40 toward the front side is limited by the
step portion 25, and movement of the rear end portion
42 of the airbag cover 40 toward the rear side is limited
by the step portion 28. Furthermore, a surface of the seat
pan 20 is brought to be in plane with a surface of the
airbag cover 40, or to be formed into a smooth surface
with a surface of the airbag cover 40.
[0037] According to the construction as described
above, by providing the step portion 25 and the step por-
tion 28 in the seat pan 20, the assembling operation in
mounting the airbag 40 onto the seat pan 20 becomes
easy. Further, after mounting the airbag cover 40 onto
the seat pan 20, the smooth surface formed by means
of the seat pan 20 and the airbag cover 40, which is po-
sitioned below the seat cushion, prevents forming of an
uneven surface at a circumferential portion of the airbag
cover 40. This enables realizing to form a structure not
to block a sitting comfortableness for a motor vehicle oc-
cupant seated above the circumferential portion of the
airbag cover 40 via the seat cushion.
[0038] Further, a groove portion 26 is provided over
an entire periphery of an opening edge portion (edge
portion area of the housing opening) of the housing por-
tion 21 in the seat pan 20. The groove portion 26 is formed
at a position outer than the flat portions 24, 27 and lower
than the flat portions 24, 27 in the seat pan 20. Moreover,
in the groove portion 26, a penetrating hole 26a down-
wardly formed in a penetrating manner from the groove
portion 26 is provided. Incidentally, the groove portion 26
can be partially provided at the opening edge portion of
the housing portion 21 as needed.
[0039] According to the construction as described
above, in the mounted condition of the airbag cover 40,
it becomes possible to prevent intruding of a liquid such
as water or the like into the housing portion 21 by dis-
charging the liquid such as water or the like intruded from
a gap between the airbag cover 40 and the seat pan 20
along the groove portion 26, and further, by actively dis-
charging the liquid flowing through the groove portion 26
toward a downside through the penetrating hole 26a.
Specifically, by further providing the penetrating hole 26a
upon providing the groove portion 26, an active water-
discharging operation can be performed through the pen-
etrating hole 26a, even though the housing portion 21 is
in a condition close to a horizontal condition in relation
to a floor surface, and it becomes possible to increase a
water-discharging effect.
[0040] As shown in Fig. 2, the airbag module 30 in the
present embodiment includes at least an airbag 31, a
gas generator (sometimes called as "inflator") 32, a re-
tainer 33, and a harness (illustration is omitted). The air-
bag module 30 corresponds to an "airbag module" ac-
cording to the present invention.
[0041] The airbag 31 is folded back in a predetermined
folding configuration and housed, and is constructed as
an airbag element that is developed and expanded by
means of that gas for expanding an airbag, generated

by activation of the gas generator 32 when in occurrence
of the accident is supplied thereto. In concrete terms, the
airbag 31 is developed and expanded from a downside
to an upside of a seat cushion against movement of a
motor vehicle occupant toward a front side of the motor
vehicle in a seated condition of the motor vehicle occu-
pant in a motor vehicle seat when in occurrence of the
accident. Thereby, in a seatbelt-wearing condition in
which a seatbelt is worn by a motor vehicle occupant
seated in a motor vehicle seat 100, a phenomenon, i.e.,
a so-called submarine phenomenon, in which the motor
vehicle occupant has a behavior to slip through a down-
side of a seatbelt along a seat surface, along with a front-
ward movement of a waist portion of the motor vehicle
occupant when in occurrence of the accident, is blocked
or suppressed. The airbag 31 described here corre-
sponds to an "airbag" according to the present invention,
and a gas generator 32 corresponds to a "gas generator"
according to the present invention.
[0042] The retainer 33 is constructed to serve as a
member for housing the gas generator 32. The retainer
33 corresponds to a "retainer" according to the present
invention. A fixing bolt 34 for attaching and fixing the air-
bag module 30 to the base frame 12 side is provided in
the retainer 33. The airbag module 30 is attached and
fixed to the base frame 12 side by means of the fixing
bolt 34. In concrete terms, the fixing bolt 34 is configured
to be able to be inserted into a penetrating hole 22 pen-
etrating through the seat pan 20, the bracket 13, and the
airbag 31, in a condition in which the airbag module 30
is housed in the housing portion 21 of the seat pan 20.
Accordingly, three members of the retainer 33, the seat
pan 20, and the bracket 13 are integrally formed by being
fixed to each other by being fastened together (some-
times called as "fixing by together-fastening") by fasten-
ing (screwing) the fixing bolt 34 inserted through the pen-
etrating hole 22, and the nut 36 with each other. In this
case, the nut 36 may be constructed as a separate body
from the bracket 13, or may have a construction in which
the nut 36 is integrally jointed with the bracket 13. Further,
a shape of a round hole, a long hole, a slit, or the like can
appropriately be selected as the penetrating hole 22.
[0043] Incidentally, in the present embodiment, a con-
struction is made such that an extending direction of a
bolt axis of the fixing bolt 34 is approximately conformed
to a developing direction of the airbag 31 along a direction
indicated by an arrow 50 in Fig. 2. According to the con-
struction as described above, it becomes possible that
fastening force of the fixing bolt 34 is efficiently used as
force against an airbag load when the airbag is developed
and expanded.
[0044] Although not specifically illustrated, the harness
is constructed as a harness for transmitting an activation
signal (sometimes also called as a "control signal") to the
gas generator 32 when in occurrence of the accident.
[0045] Currently, an assembling work for assembling
the airbag module 30 according to the present embodi-
ment, namely in concrete terms, a work for housing the
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airbag module 30 in the housing portion 21 of the seat
pan 20, and a work for attaching the airbag cover 40 to
the seat pan 20 will be explained referring to Fig. 3 and
Fig. 4.
[0046] Fig. 3 is a perspective view schematically show-
ing the work for housing the airbag module 30 according
to the present embodiment, into the housing portion 21
of the seat pan 20. As shown in Fig. 3, in the housing
work for housing the airbag module 30, firstly, the airbag
module 30 is moved to the housing portion 21 in a manner
so as for the fixing bolt 34 at an airbag module 30 side
to be headed for the housing portion 21 of the seat pan
20. Then, in a condition of the airbag module 30 whose
gas generator 32 side is headed for a down side, the
airbag module 30 is housed in the concave portion 23
from above the seat pan 20. Thereafter, the fixing bolt
34 of the airbag module 30 is inserted into the penetrating
hole 22, and the fixing bolt 34 and the nut 36 are fastened
to each other. Thereby, a condition, in which the retainer
33, the seat pan 20, and the bracket 13 are fastened and
fixed together so as to be integrally formed (a condition
shown in Fig. 2), is formed. At this moment, by means of
that the airbag module 30, the seat pan 20, and the brack-
et 13 are fastened and fixed together by the fixing bolt
34, pressure generated at the time when the airbag is
developed and expanded when in occurrence of the ac-
cident, namely a load applied from the airbag module
when in operation thereof is received by the seat pan 20
and the bracket 13 being integrally formed by the togeth-
er-fastening and fixing operation.
[0047] Fig. 4 is a perspective view schematically show-
ing the work for attaching the airbag cover 40 according
to the present embodiment to the seat pan 20. As shown
in Fig. 4, in the work for attaching the airbag cover 40,
the airbag cover 40 is moved toward the seat pan 20 in
a condition in which the airbag module 30 is housed.
Further, the protruding piece 43 provided at a lower sur-
face of the front end portion 41 of the airbag cover 40 is
inserted into the hole portion 24a provided in the flat por-
tion 24 of the seat pan 20, and the protruding piece 44
provided at a lower surface of the rear end portion 42 of
the airbag cover 40 is inserted into the hole portion 27a
provided in the flat portion 27 of the seat pan 20. Thereby,
the airbag cover 40 is overlapped on the flat portions 24,
27 of the seat pan 20, and as a result, the airbag cover
40 becomes to be in close contact with the seat pan 20,
and by means of a latching function, in which the pro-
truding piece 43 is latched with the hole portion 24a and
the protruding piece 44 is latched with the hole portion
27a, it becomes possible to perform the positioning op-
eration of the airbag cover 40 to the seat pan 20. There-
after, the seat pan 20 and the airbag cover 40, which are
in the positioned condition, are further fixed to each other
by the fastening device such as a rivet, a bolt and nut, or
the like (illustration is omitted).

(Another Embodiment)

[0048] Incidentally, the present invention is not limited
to the aforementioned embodiment, and various appli-
cations and modifications are considerable. For exam-
ple, the following each embodiment, to which the afore-
mentioned embodiment is applied, can also be per-
formed.
[0049] Furthermore, in the aforementioned embodi-
ment, although a construction of the driver’s seat where
the driver is seated, or a construction of the motor vehicle
seat 100 constructed as a passenger seat is explained,
the characteristic part of the present invention can also
be applied to a construction of various types of motor
vehicle seats including the driver’s seat or the passenger
seat, such as for example, a rear seat. In the motor ve-
hicle in this case, various kinds of motor vehicles moving
with the motor vehicle occupant seated thereupon, such
as automobiles, airplanes, boats and ships, electric
trains, buses, trucks, and so fourth are included.

Claims

1. A motor vehicle seat mounted on a motor vehicle,
comprising:

a left side frame (12a) in a seat frame (10) form-
ing a bone structure of a seat extending in a front
and back direction at a left side below a seat
cushion;
a right side frame (12b) in the seat frame ex-
tending in a front and back direction at a right
side below the seat cushion;
a bracket (13) for connecting the left side frame
and the right side frame below the seat cushion;
a seat pan (20) disposed between the left side
frame and the right side frame below the seat
cushion above or at the backside of the bracket
in such a manner as to be adjacent thereto, the
seat pan including an airbag module housing
portion (21) in which a housing opening is
formed at a side opposite to the bracket;
an airbag module (30) including an airbag (31)
and a gas generator (32) and being housed in
the airbag module housing portion, and being
set to be such that the airbag is developed and
expanded from a downside to an upside of a
seat cushion by supplying gas for expanding the
airbag generated by activation of the gas gen-
erator against forward movement of a motor ve-
hicle occupant in a condition of being seated in
a motor vehicle seat toward a front side of a mo-
tor vehicle when in occurrence of an accident;
an airbag cover (40) mounted on the seat pan
so as to intercept the housing opening formed
at a side opposite to the bracket, and covering
a housing opening side of the airbag housed in
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the airbag module housing portion in the mount-
ed condition; and
a positioning mechanism (24a, 27a, 43, 44) for
positioning the airbag cover and the seat pan to
each other in the mounted condition of the airbag
cover.

2. The motor vehicle seat according to Claim 1, wherein
the positioning mechanism comprises a concave
portion (24a, 27a) provided in the seat pan, and a
convex portion (43, 44) provided in the airbag cover
and capable of being engaged with the concave por-
tion.

3. The motor vehicle seat according to either one of
Claims 1 or 2 further including a fixing member for
fastening and fixing the airbag cover and the seat
pan being positioned to each other by means of the
positioning mechanism in the mounted condition of
the airbag cover.

4. A motor vehicle, comprising:

the motor vehicle seat (100) according to any
one of Claims 1 through 3; and
a seat belt for restraining a motor vehicle occu-
pant seated in the motor vehicle seat,

wherein the airbag module mounted on the motor
vehicle seat is constructed to block a movement of
the motor vehicle occupant to slip through a down-
side of the seat belt along a seat surface along with
a frontward movement of a waist portion of the motor
vehicle occupant when in occurrence of the acci-
dents, in a seat belt wearing condition
wherein the seat belt is worn by the motor vehicle
occupant seated in the motor vehicle seat.

5. An airbag module for use in a motor vehicle seat,
wherein the motor vehicle seat comprises:

a left side frame (12a) in a seat frame forming a
bone structure of a seat extending in a front and
back direction at a left side below a seat cushion;
a right side frame (12b) in the seat frame ex-
tending in a front and back direction at a right
side below the seat cushion;
a bracket (13) for connecting the left side frame
and the right side frame below the seat cushion;
and
a seat pan (20) disposed between the left side
frame and the right side frame below the seat
cushion above or at the backside of the bracket
in such a manner as to be adjacent thereto, and
the seat pan including an airbag module housing
portion (21) in which a housing opening is
formed at a side opposite to the bracket,
wherein the airbag module includes an airbag

(31) and a gas generator (32), and is housed in
the airbag module housing portion, and wherein
the airbag module is set to be such that the air-
bag is developed and expanded from a down-
side to an upside of a seat cushion by supplying
gas for expanding the airbag generated by ac-
tivation of the gas generator against forward
movement of a motor vehicle occupant in a con-
dition of being seated in the motor vehicle seat,
toward a front side of a motor vehicle when in
occurrence of an accident, and
wherein the airbag module further includes:
an airbag cover (40) mounted on the seat pan
so as to intercept the housing opening formed
at a side opposite to the bracket, and covering
a housing opening side of the airbag in a condi-
tion housed in the airbag module housing por-
tion; and
a positioning mechanism (24a, 27a, 43, 44) for
positioning the airbag cover and the seat pan to
each other in the mounted condition of the airbag
cover.

Patentansprüche

1. Kraftfahrzeugsitz, der in einem Kraftfahrzeug einge-
baut ist, mit:

einem linken Seitenrahmen (12a) in einem eine
Skelettstruktur eines Sitzes bildenden Sitzrah-
men (10), der sich in Richtung von vorn nach
hinten an einer linken Seite unter einem Sitzpol-
ster erstreckt;
einem rechten Seitenrahmen (12b) im Sitzrah-
men, der sich in Richtung von vorn nach hinten
an einer rechten Seite unter dem Sitzpolster er-
streckt;
einem Halter (13) zum Verbinden des linken Sei-
tenrahmens und des rechten Seitenrahmens
unter dem Sitzpolster;
einer Sitzwanne (20), die zwischen dem linken
Seitenrahmen und dem rechten Seitenrahmen
unter dem Sitzpolster über oder an der Rücksei-
te des Halters so angeordnet ist, daß sie be-
nachbart dazu ist, wobei die Sitzwanne einen
Airbagmodul-Gehäuseabschnitt (21) aufweist,
in dem eine Gehäuseöffnung an einer zum Hal-
ter entgegengesetzten Seite gebildet ist;
einem Airbagmodul (30), das einen Airbag (31)
und einen Gasgenerator (32) aufweist und im
Airbagmodul-Gehäuseabschnitt untergebracht
sowie so eingerichtet ist, daß der Airbag von ei-
ner Unterseite zu einer Oberseite eines Sitzpol-
sters entfaltet und expandiert wird, indem Gas
zum Expandieren des Airbags zugeführt wird,
das durch Aktivierung des Gasgenerators ge-
gen Vorwärtsbewegung eines Kraftfahrzeugin-
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sassen in einem sitzenden Zustand auf einem
Kraftfahrzeugsitz zu einer Vorderseite eines
Kraftfahrzeugs bei einem Unfall erzeugt wird;
einer Airbagabdeckung (40), die auf der Sitz-
wanne eingebaut ist, um die an einer entgegen-
gesetzten Seite zum Halter gebildete Gehäuse-
öffnung zu versperren, und eine Gehäuseöff-
nungsseite des Airbags abdeckt, der im Airbag-
modul-Gehäuseabschnitt im Einbauzustand un-
tergebracht ist; und
einem Positioniermechanismus (24a, 27a, 43,
44) zum gegenseitigen Positionieren der Airba-
gabdeckung und der Sitzwanne im Einbauzu-
stand der Airbagabdeckung.

2. Kraftfahrzeugsitz nach Anspruch 1, wobei der Posi-
tioniermechanismus einen in der Sitzwanne vorge-
sehenen konkaven Abschnitt (24a, 27a) und einen
konvexen Abschnitt (43, 44) aufweist, der in der Air-
bagabdeckung vorgesehen ist und mit dem konka-
ven Abschnitt in Eingriff gebracht werden kann.

3. Kraftfahrzeugsitz nach Anspruch 1 oder 2, ferner mit
einem Fixierteil zum Befestigen und Fixieren der Air-
bagabdeckung und der Sitzwanne, die mit Hilfe des
Positioniermechanismus im Einbauzustand der Air-
bagabdeckung gegenseitig positioniert sind.

4. Kraftfahrzeug mit:

dem Kraftfahrzeugsitz (100) nach einem der An-
sprüche 1 bis 3; und
einem Sicherheitsgurt zum Rückhalten eines
auf dem Kraftfahrzeugsitz sitzenden Kraftfahr-
zeuginsassen,

wobei das im Kraftfahrzeugsitz eingebaute Airbag-
modul so aufgebaut ist, daß es eine Bewegung des
Kraftfahrzeuginsassen zum Durchrutschen unter
dem Sicherheitsgurt entlang einer Sitzfläche zusam-
men mit einer Vorwärtsbewegung eines Taillenab-
schnitts des Kraftfahrzeuginsassen bei Unfällen in
einem Anlegezustand des Sicherheitsgurts blok-
kiert, wobei der Sicherheitsgurt von dem auf dem
Kraftfahrzeugsitz sitzenden Kraftfahrzeuginsassen
angelegt ist.

5. Airbagmodul zur Verwendung in einem Kraftfahr-
zeugsitz,
wobei der Kraftfahrzeugsitz aufweist:

einen linken Seitenrahmen (12a) in einem eine
Skelettstruktur eines Sitzes bildenden Sitzrah-
men, der sich in Richtung von vorn nach hinten
an einer linken Seite unter einem Sitzpolster er-
streckt;
einen rechten Seitenrahmen (12b) im Sitzrah-
men, der sich in Richtung von vorn nach hinten

an einer rechten Seite unter dem Sitzpolster er-
streckt;
einen Halter (13) zum Verbinden des linken Sei-
tenrahmens und des rechten Seitenrahmens
unter dem Sitzpolster; und
eine Sitzwanne (20), die zwischen dem linken
Seitenrahmen und dem rechten Seitenrahmen
unter dem Sitzpolster über oder an der Rücksei-
te des Halters so angeordnet ist, daß sie be-
nachbart dazu ist, und wobei die Sitzwanne ei-
nen Airbagmodul-Gehäuseabschnitt (21) auf-
weist, in dem eine Gehäuseöffnung an einer
zum Halter entgegengesetzten Seite gebildet
ist,

wobei das Airbagmodul einen Airbag (31) und einen
Gasgenerator (32) aufweist und im Airbagmodul-
Gehäuseabschnitt untergebracht ist und wobei das
Airbagmodul so eingerichtet ist, daß der Airbag von
einer Unterseite zu einer Oberseite eines Sitzpol-
sters entfaltet und expandiert wird, indem Gas zum
Expandieren des Airbags zugeführt wird, das durch
Aktivierung des Gasgenerators gegen Vorwärtsbe-
wegung eines Kraftfahrzeuginsassen in einem sit-
zenden Zustand auf dem Kraftfahrzeugsitz zu einer
Vorderseite eines Kraftfahrzeugs bei einem Unfall
erzeugt wird, und
wobei das Airbagmodul ferner aufweist:

eine Airbagabdeckung (40), die auf der Sitzwan-
ne eingebaut ist, um die an einer entgegenge-
setzten Seite zum Halter gebildete Gehäuseöff-
nung zu versperren, und eine Gehäuseöff-
nungsseite des Airbags in einem Zustand ab-
deckt, in dem er im Airbagmodul-Gehäuseab-
schnitt untergebracht ist; und
einen Positioniermechanismus (24a, 27a, 43,
44) zum gegenseitigen Positionieren der Airba-
gabdeckung und der Sitzwanne im Einbauzu-
stand der Airbagabdeckung.

Revendications

1. Un siège de véhicule à moteur monté sur un véhicule
à moteur, comprenant :

un châssis côté gauche (12a) dans un châssis
(10) de siège formant une structure d’un siège
s’étendant dans une direction avant-arrière sur
un côté gauche d’un coussin de siège ;
un châssis côté droit (12b) dans le châssis de
siège s’étendant dans une direction avant-arriè-
re sur un côté doit du coussin de siège ;
un support (13) destiné à relier le châssis côté
gauche et le châssis côté droit au-dessous du
coussin de siège ;
un baquet de siège (20) agencé entre le châssis
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côté gauche et le châssis côté droit sous le cous-
sin de siège, au-dessus ou à l’arrière du support,
de façon à être situé au voisinage de celui-ci, le
baquet de siège comprenant une partie de boî-
tier de module d’airbag (21) dans laquelle une
ouverture de boîtier est formée sur un côté op-
posé à celui du support ;
un module d’airbag (30) comprenant un airbag
(31) et un générateur de gaz (32), renfermé dans
la partie de boîtier de module d’airbag, et conçu
de telle façon que l’airbag se développe et se
gonfle depuis le bas vers le haut d’un coussin
de siège par la fourniture d’un gaz destiné à gon-
fler l’airbag déclenchée par activation du géné-
rateur de gaz, à l’encontre d’un mouvement vers
l’avant d’un passager du véhicule à moteur étant
assis dans un véhicule à moteur en direction de
l’avant d’un véhicule à moteur lorsqu’un acci-
dent se produit ;
un couvercle d’airbag (40) monté sur le baquet
de siège de façon à intercepter l’ouverture de
boîtier formée sur un côté opposé au support,
et à recouvrir un côté d’ouverture de boîtier de
l’airbag renfermé dans la partie de boîtier de mo-
dule d’airbag lorsqu’il est monté ; et
un mécanisme de positionnement (24a, 27a, 43,
44) destiné à positionner le couvercle d’airbag
et le baquet de siège l’un par rapport à l’autre
lorsque le couvercle d’airbag est monté.

2. Le siège de véhicule à moteur selon la revendication
1, le mécanisme de positionnement comprenant une
partie concave (24a, 27a) prévue dans le baquet de
siège, et une partie convexe (43, 44) prévue dans le
couvercle d’airbag et pouvant venir au contact de la
partie concave.

3. Le siège de véhicule à moteur selon la revendication
1 ou la revendication 2, comprenant en outre un élé-
ment de fixation destiné à fixer et à sécuriser le cou-
vercle d’airbag et le baquet de siège positionnés l’un
par rapport à l’autre au moyen du mécanisme de
positionnement lorsque le couvercle d’airbag est
monté.

4. Un véhicule à moteur, comprenant :

le siège de véhicule à moteur (100) selon l’une
quelconque des revendications 1 à 3 ; et
une ceinture de sécurité destinée à retenir un
passager du véhicule à moteur assis dans le
siège de véhicule à moteur,
le module d’airbag monté sur le siège de véhi-
cule à moteur étant conçu de façon à bloquer
un mouvement du passager du véhicule à mo-
teur consistant à glisser sous la ceinture de sé-
curité le long d’une surface de siège, ainsi qu’un
mouvement vers l’avant d’une partie de taille du

passager du véhicule à moteur, lorsqu’un acci-
dent se produit, dans un état attaché de la cein-
ture de sécurité dans lequel la ceinture est por-
tée par le passager du véhicule à moteur assis
dans le siège de véhicule à moteur.

5. Un module d’airbag destiné à être utilisé dans un
siège de véhicule à moteur, le siège de véhicule à
moteur comprenant :

un châssis côté gauche (12a) dans un châssis
de siège formant une structure d’un siège
s’étendant dans une direction avant-arrière sur
un côté gauche d’un coussin de siège ;
un châssis côté droit (12b) dans le châssis de
siège s’étendant dans une direction avant-arriè-
re sur un côté doit du coussin de siège ;
un support (13) destiné à relier le châssis côté
gauche et le châssis côté droit sous le coussin
de siège ; et
un baquet de siège (20) agencé entre le châssis
côté gauche et le châssis côté droit sous le cous-
sin de siège, au-dessus ou à l’arrière du support,
de façon à être situé au voisinage de celui-ci, le
baquet de siège comprenant une partie de boî-
tier de module d’airbag (21) dans laquelle une
ouverture de boîtier est formée d’un côté opposé
à celui du support ;
le module d’airbag comprenant un airbag (31)
et un générateur de gaz (32), et étant renfermé
dans la partie de boîtier de module d’airbag, et
le module d’airbag étant conçu de telle façon
que l’airbag se développe et se gonfle depuis le
bas vers le haut d’un coussin de siège par la
fourniture d’un gaz destiné à gonfler l’airbag dé-
clenchée par l’activation du générateur de gaz,
à l’encontre d’un mouvement vers l’avant d’un
passager du véhicule à moteur étant assis dans
un siège de véhicule à moteur en direction de
l’avant d’un véhicule à moteur lorsqu’un acci-
dent se produit, et
le module d’airbag comprenant en outre :

un couvercle d’airbag (40) monté sur le ba-
quet de siège de façon à intercepter l’ouver-
ture de boîtier formée sur un côté opposé
au support, et à recouvrir un côté d’ouver-
ture de boîtier de l’airbag lorsqu’il est ren-
fermé dans la partie de boîtier de module
d’airbag ; et
un mécanisme de positionnement (24a,
27a, 43, 44) destiné à positionner le cou-
vercle d’airbag et le baquet de siège l’un par
rapport à l’autre lorsque le couvercle d’air-
bag est monté.
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