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Description

[0001] This application is based upon and claims the
benefit of priority from Japanese Patent Application No.
2005-2146 filed on January 7, 2005.

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0002] The invention relates to an inkjet head, which
ejects ink onto a recording medium.

2. Description of the Related Art

[0003] An inkjet head, whose flow path unit containing
ink flow paths therein is formed of a plurality of stacked
plates, has hitherto been available as an inkjet head,
which ejects ink from nozzles. For instance, an inkjet
head described in US 2004/119790 A1 has a flow path
unit including a manifold and a plurality of individual ink
flow paths, each of which extends from the manifold to
a nozzle through a pressure chamber. Further, the flow
path unit is formed of a plurality of stacked metal plates.
The plurality of metal plates are bonded together with an
adhesive. When the plates are bonded together, exces-
sive adhesive flows, to some extent, into the individual
ink flow paths. In order to minimize the amount of adhe-
sive flowing into the ink flow paths, escape grooves for
making an excessive adhesive to escape is formed in
each of mating faces of the plurality of metal plates so
as to surround holes forming the individual ink flow paths.
[0004] However, when the plurality of escape grooves
differ from each other in the amount of adhesive escap-
ing, the amount of adhesive flowing into the individual
ink flow paths from holes corresponding to the escape
grooves changes from one individual ink flow path to an-
other. As a result, the area of an ink flow path (the resist-
ance of the flow path) changes from one ink flow path to
another. In particular, when variations exist in the areas
of the flow paths located near nozzles, variations arise
among the plurality of nozzles in terms of the speed of
an ink droplet ejected from nozzles, an ink ejection char-
acteristic, or the like, to thus degrade print quality.
[0005] From EP 1 493 581 A an inkjet head according
to the preamble of claim 1 can be taken. Some grooves
around holes do not communicate with atmosphere,
whereas all holes communicate with atmosphere.
[0006] From US 2002/0036678 A1 an inkjet head can
be taken comprising an ink flow path unit comprising a
common ink chamber and a plurality of individual ink flow
paths, each of which extend from the common ink cham-
ber to a nozzle through a pressure chamber. The ink flow
path unit comprises a plurality of stacked plates compris-
ing a first plate and a second plate, at least a portion of
the plurality of individual flow paths are formed in the
plurality of stacked plates. The first plate is formed with
a plurality of holes that form a portion of the plurality of

individual ink flow paths.
[0007] It is an object of the invention to control varia-
tions in the amount of adhesive flowing into individual ink
flow paths, to thus render an ink ejection characteristic
uniform.
[0008] This object is solved by an inkjet head according
to claim 1.
[0009] The inkjet head includes an ink flow path unit.
The ink flow path unit includes a common ink chamber
and a plurality of individual ink flow paths. Each of the
individual ink flow paths extends from the common ink
chamber to a nozzle through a pressure chamber. The
ink flow path unit includes a plurality of stacked plates
containing first and second plates. At least a portion of
the plurality of individual ink flow paths are formed in the
plurality of stacked plates. The first plate is formed with
a plurality of holes that form the portion of the plurality of
individual ink flow paths. The plurality of holes are ar-
ranged to be divided into a plurality of hole groups. One
surface of the first plate is formed with a plurality of an-
nular escape grooves that surround the plurality of holes,
respectively. The annular escape grooves, which are ar-
ranged to be divided into a plurality of groove groups.
Each groove group corresponds to one of the hole
groups. The annular escape grooves belonging to each
groove group communicate with each other. Each group
of the annular escape grooves is closed. The plurality
annular escape grooves may allow an adhesive used for
bonding the first plate to the second plate to escape there-
into.
[0010] As mentioned above, with regard to all the plu-
rality of hole groups, the annular escape grooves, which
are arranged to be divided into a plurality of groove
groups, each groove group corresponds to one of the
hole groups, and the annular escape grooves belonging
to each groove group communicate with each other.
Each groove group of the annular escape grooves is
closed. Thus, conditions under which the adhesive flows
into the annular escape grooves are substantially equiv-
alent among all the annular escape grooves. Conse-
quently, the amounts of adhesive flowing into the plurality
of holes are made uniform, and hence variations in the
ejection characteristic of ink ejected from the plurality of
nozzles can be suppressed.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011]

Fig. 1 is a perspective view of an inkjet head accord-
ing to an embodiment of the invention.
Fig. 2 is a section view taken along line II-II in Fig. 1.
Fig. 3 is a plan view of a head main body.
Fig. 4 is an enlarged view of a region surrounded by
an alternate long and short dashed line in Fig. 3.
Fig. 5 is a section view taken along line V-V in Fig. 4.
Fig. 6 is a plan view of a cover plate.
Fig. 7 is a view of a region of the cover plate, which
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is shown in Fig. 6 and surrounded by an alternate
long and short dashed line, when viewed from the
back.
Fig. 8 is an enlarged view of a region surrounded by
an alternate long and short dashed line in Fig. 7.
Fig. 9 is an enlarged view of a region including an-
nular escape grooves shown in Fig. 8.
Fig. 10 is a section view taken along line X-X in Fig. 9.
Fig. 11A is a partially enlarged section view of an
actuator unit, and Fig. 11B is a plan view of individual
electrodes and land portions.
Fig. 12 is a view of an embodiment of the invention,
which is a counterpart of Fig. 8.

DETAILED DESCRIPTION OF EMBODIMENTS OF 
THE INVENTION

[0012] Embodiments of the invention will be described
with reference to the drawings. Fig. 1 is a perspective
view of an inkjet head. Fig. 2 is a section view taken along
line II-II shown in Fig. 1. The inkjet head of this embodi-
ment is provided in an inkjet printer (omitted from the
drawings), and is for ejecting ink onto a sheet of paper
being conveyed, to thus record an image on the sheet of
paper. As shown in Figs. 1 and 2, an inkjet head 1 in-
cludes a head main body 70, a base block and a holder
72. The head main body 70 has a rectangular planar
shape and extends in a main scanning direction for eject-
ing ink on a sheet of paper. The base block 71 is in an
upper part of the head main body 70. The base block 71
is formed with two ink reservoirs 3, which serve as flow
paths for ink to be supplied to the head main body 70.
The holder 72 holds the head main body 70 and the base
block 71.
[0013] The head main body 70 includes a flow path
unit 4 in which individual ink flow paths 32 (see Fig. 5)
are formed, and a plurality of actuator units 21 bonded
to the upper surface of the flow path unit 4. The flow path
unit 4 and the actuator units 21 are formed of thin-plates
laminated body, which are formed by bonding together
a plurality of laminated thin plates. As shown in Fig. 2, a
flexible printed circuit board (FPC: Flexible Printed Cir-
cuit) 50 is bonded to the upper surface of the actuator
unit 21, and both sides of the FPC 50 are withdrawn lat-
erally. The base block 71 is made of a metallic material,
such as stainless steel, and the ink reservoirs 3 in the
base block 71 are essentially-rectangular-parallelepiped
hollow areas formed along the longitudinal direction of
the base block 71.
[0014] A portion of a lower surface 73 of the base block
71 located in the vicinity of an opening 3b protrudes
downward in relation to the neighboring area thereof. The
base block 71 is in contact with the flow path unit 4 at
only a proximate portion 73a of the lower surface 73 close
to the opening 3b. Therefore, the portions of the lower
surface 73 of the base block 71 excluding the proximate
portion 73a close to the opening 3b is separated from
the head main body 70. The actuator units 21 are pro-

vided in this separate space. Specifically, the portion of
the lower surface 73 of the base block 71 located around
the opening 3b protrudes, to thus come into contact with
the flow path unit 4. In the portions other than the pro-
truding portion, the actuator units 21 and the FPC 50 are
provided in the separate space, which is defined between
the flow path unit 4 and the lower surface 73 of the base
block 71, with a predetermined gap space.
[0015] The holder 72 includes a grip portion 72a and
a pair of protruding portions 72b, which are shaped like
flat plates extending in the vertical direction from the up-
per surface of the grip portion 72a. The base block 71 is
fixed to a recess formed in a lower surface of the grip
portion 72a of the holder 72 with an adhesive. The FPCs
50 bonded to the actuator units 21 are arranged so as to
run along the surfaces of the protruding portions 72b of
the holder 72 via elastic members 83, such as sponge.
Driver ICs 80 are provided on the FPCs 50. The FPCs
50 are electrically connected to the driver ICs 80 by
means of soldering, so that drive signals output from the
driver ICs 80 are transmitted to the actuator units 21
(which will be detailed later) of the head main body 70.
[0016] Substantially-rectangular-parallelepiped heat
sinks 82 are provided on an exterior surface of each of
the driver ICs 80 and in intimate contact therewith. Heat
generated by the driver ICs 80 is dissipated outside
through the heat sinks 82. Substrates 81, which are elec-
trically connected to the driver ICs 80 through the FPCs
50, are provided at positions above the driers ICs 80 and
the heat sinks 82 as well as outside the FPCs 50. Space
between an upper surface of the heat sink 82 and the
substrate 81 and space between a lower surface of the
heat sink 82 and the FPC 50 are filled with a sealing
member 84 for preventing intrusion of dust or ink into the
inkjet head 1 through the spaces.
[0017] Fig. 3 is a plan view of the head main body 70.
As shown in Fig. 3, the flow path unit 4 has a shape of a
rectangular plane, which elongates in one direction (i.e.,
the main scanning direction). The opening 3b formed in
the base block 71 (see Fig. 2) communicates with man-
ifolds 5 through openings 3a formed in the flow path unit
4. The extremity of eachmanifold 5 branches out, and
sub-manifolds 5a (serving as common ink chambers) ex-
tend in the longitudinal direction of the flow path unit 4
from the branch positions.
[0018] The flow path unit 4 has four trapezoidal regions
in each of which a plurality of pressure chambers 10 and
a plurality of nozzles 8 (see Fig. 4) are arranged. Four
actuator units 21 are bonded to the upper surface of the
flow path unit 4 in correspondence with the respective
trapezoidal regions. The actuator units 21 are arranged
in two rows of a staggered pattern so as to avoid the
openings 3a. Each of the actuator units 21 has the shape
of a trapezoidal plane. A pair of parallel sides (i.e., upper
and lower sides) of each trapezoid are arranged to extend
along the longitudinal direction of the flow path unit 4.
Further, oblique sides of adjacent actuator units 21 par-
tially overlap when viewed from the widthwise direction
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(the sub-scanning direction) of the flow path unit 4. Mean-
while, the plurality of openings 3a are also arranged in
two rows along the longitudinal direction of the flow path
unit 4. Five openings 3a in each row, namely, a total of
ten openings 3a are formed in positions where the open-
ings 3a do not interfere with the actuator unit 21. Specif-
ically, each row of the openings 3a is adjacent to the long
side of the flow path unit 4. As a whole, the rows of the
openings 3a are arranged in a staggered pattern as are
the actuator units 21. A total of four sub-manifolds 5a
communicating with the openings 3a extend below the
respective actuator units 21 (i.e., within the flow path unit
4) while being adjacent to each other.
[0019] Fig. 4 is an enlarged view of a region surround-
ed by an alternate long and short dashed line in Fig. 3.
For the sake of convenience of explanation, the outer
shapes of the actuator units 21, which ordinarily should
be indicated by solid lines, are not illustrated. In contrast,
ink flow paths such as the nozzles 8 and apertures 12,
which are provided in the flow path unit 4 and should
ordinarily be indicated by broken lines, are indicated by
solid lines. As shown in Fig. 4, a plurality of pressure
chambers 10 are arranged on the upper surface (front
surface) of the flow path unit 4 in a matrix pattern. The
lower surface (the back surface) of the flow path unit 4
constitutes an ink ejection region where a plurality of noz-
zles 8 communicating with the plurality of pressure cham-
bers 10 are arranged in a matrix pattern.
[0020] As shown in Fig. 4, the plurality of pressure
chambers 10 are arranged in a matrix pattern in two di-
rections, that is, the extending direction of the sub-man-
ifold 5a (the main scanning direction) and a direction in-
clined from the extending direction at a predetermined
angle. Each of the pressure chambers 10 has a substan-
tially-rhombic shape whose corners are rounded. A long-
er diagonal line of the rhombic shape is parallel to the
widthwise direction of the flow path unit 4. One end of
each of the pressure chambers 10 communicates with
one of the nozzles 8, and the other end thereof commu-
nicates with one of the sub-manifolds 5a, which functions
as a common ink chamber, through the corresponding
aperture 12. Further, individual electrodes 35 of the ac-
tuator unit 21, each of which has a shape analogous to
but smaller than that of the pressure chamber 10, are
provided in an overlapping position with the pressure
chambers 10 when viewed from above. For the sake of
simplicity, Fig. 4 shows only some of the plurality of in-
dividual electrodes 35.
[0021] The section structure of the head main body 70
will now be described with reference to Fig. 5. Fig. 5 is a
section view taken along line V-V shown in Fig. 4. As
shown in Fig. 5, the nozzle 8 communicates with the sub-
manifold 5a through the pressure chamber 10 and the
aperture 12. Specifically, the individual ink flow paths 32,
each of which extends from the sub-manifold 5a to the
nozzle 8 through the aperture 12 and the pressure cham-
ber 10, are formed in the head main body 70. In this
embodiment, the individual ink flow path 32 extends to-

ward one end of the pressure chamber 10 formed in the
surface of the flow path unit 4 and communicates with
the nozzle 8 formed in the back surface of the flow path
unit 4 through the other end of the pressure chamber 10.
As a whole, each individual ink flow path 32 has a bow
shape, which takes the pressure chamber as the apex.
Thus, smooth ink flow is realized.
[0022] The head main body 70 has the actuator units
21 and the flow path units 4. Among them, each of the
actuator units 21 has four stacked piezoelectric sheets
41 to 44 (see Fig. 11). Each of these piezoelectric sheets
41 to 44 is formed from a lead-zirconate-titanate
(PZT)-based ceramic material possessing ferroelectric-
ity. As will be described later, the piezoelectric sheet 41
of the uppermost layer has a portion, which acts an active
layer upon application of an electric field (hereinafter de-
scribed simply as a "layer having an active layer"), but
the piezoelectric sheets 42 to 44 of the remaining three
layers are non-active layers. Meanwhile, Flow path units
4 have a structure in which ten plates, i.e., a cavity plate
22, a base plate 23, an aperture plate 24, a supply plate
25, manifold plates 26, 27, 28, 29, a cover plate 30, and
a nozzle plate 31, are stacked. These tenplates 22 to 31
are respectively metal plates made of stainless steel or
the like.
[0023] The plurality of pressure chambers 10 are
formed in the cavity plate 22 in a matrix pattern. Com-
munication holes each extending from the pressure
chamber 10 to the aperture 12 and other communication
holes each extending from the pressure chamber 10 to
the nozzle 8 are formed in the base plate 23. The aper-
tures 12 formed by half-etching and communication holes
each extending from the pressure chamber 10 to the noz-
zle 8 are formed in the aperture plate 24. Communication
holes each extending from the aperture 12 to the sub-
manifold 5a and other communication holes each extend-
ing from the pressure chamber 10 to the nozzle 8 are
formed in the supply plate 25. Moreover, the manifold 5
(see Figs. 3 and 4), the sub-manifold 5a branched out of
the manifold 5, and the communication holes each ex-
tending from the pressure chamber 10 to the nozzle 8
are formed in the four manifold plates 26 to 29. Commu-
nication holes 60 each extending from the pressure
chamber 10 to the nozzle 8 are formed in the cover plate
30. The plurality of nozzles 8 arranged in the matrix pat-
tern are formed in the nozzle plate 31.
[0024] The ten metal plates 22 to 31 are stacked while
being aligned with each other so that the individual ink
flow paths 32, such as that shown in Fig. 5, is formed.
The ink supplied to the manifold 5 goes upward from the
sub-manifold 5a branched out of the manifold 5, and flows
horizontally through the aperture 12. The ink goes further
upward, and again flows horizontally in the pressure
chamber 10. The ink further flows in an obliquely-down-
ward direction away from the aperture 12, to thus run
toward the nozzle 8 located in the vertically-downward
direction.
[0025] As shown in Fig. 6, recessed portions 61, which
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will become damper chambers 65, are formed in the low-
er surface of the cover plate 30 (the face to be bonded
to the nozzle plate 31) in positions corresponding to por-
tions of the manifolds 5 communicating with the openings
3a (see Fig. 3). In this illustration, the recessed portions
61 should originally be indicated by broken lines, but are
indicated by solid lines for the sake of convenience of
explanation. The recessed portions 61 are formed by
means of half-etching, and are sealed with the nozzle
plate 31, to thereby constitute the damper chambers 65.
This damper chamber 65 absorbs pressure fluctuations,
which propagate from the pressure chamber 10 to the
manifold 5 when the ink in the pressure chamber 10 is
pressurized by the actuator unit 21 to be described later.
The damper chambers 65 communicate with the atmos-
phere through grooves 62, atmosphere communication
holes 63, and atmosphere communication holes (omitted
from the drawings) formed in the respective eight plates
22 to 29, which are located above the cover plate 30.
Therefore, the damper chambers 65 can absorb fluctu-
ations in the pressure of the ink in the manifold 5 more
effectively.
[0026] The ten plates 22 to 31 are bonded by stacking
the ten plates 22 to 31 in a state where the adhesive
agent is applied to each mating face of the respective
plate. At that time, when the stacked plates 22 to 31 are
subjected to pressure, the adhesive flows into part of the
holes constituting the individual ink flow paths 32 (i.e.,
the communication holes connecting the nozzles 8 to the
apertures 12, the communication holes connecting the
nozzles 8 to the pressure chambers 10, or the like). On
some occasions, there may arise a case where an indi-
vidual ink flow path 32 is partially clogged up. As shown
in Fig. 5, a plurality of escape grooves, such as annular
escape grooves 23a, 23b, 24a, 24b, 25a, 27a, 27a, 29a,
29a, 30a and the like, which surround the communication
holes and the apertures 12, are formed in the lower sur-
faces of the plates 23 to 30. Thereby, the excessive ad-
hesive can escape into these escape grooves.
[0027] However, if variations arise among the plurality
of annular escape grooves formed in the respective
plates in terms of the amount of adhesive escaping there-
to, variations also arise in the amount of adhesive flowing
into the holes formed in the plates. As a result, the plurality
of individual ink flow paths 32 differ from each other in
flow resistance. Especially, the nozzles 8, which eject
ink, have a very small diameter (of the order of, e.g.,
about 20 Pm). Therefore, if variations arise in the amount
of adhesive flowing into the communication holes 60 or
into the nozzles 8 (see Fig. 5) communicating with the
communication holes 60 when the nozzle plate 31 (serv-
ing as the second plate) formed with the nozzles 8 and
the cover plate 30 (serving as the first plate) provided
thereon are bonded together with an adhesive, variations
arise in the droplet speed and ejection characteristic of
the ink ejected from the nozzles 8, which in turn deteri-
orates print quality.
[0028] In order to reduce the variations arising in the

amount of adhesive flowing into the communication holes
60 formed in the cover plate 30 or into the nozzles 8 of
the nozzle plate 31, the inkjet head 1 of this embodiment
is configured so that substantially equal amounts of ad-
hesive flow into the plurality of annular escape grooves
30a surrounding the plurality of communication holes 60.
The specific configuration will be described hereinbelow
in detail.
[0029] Fig. 7 is a view of a region surrounded by an
alternate long and short dashed line shown in Fig. 6 when
viewed from the backside thereof (from the side of the
nozzle plate 31). Fig. 8 is an enlarged-view of the region
surrounded by an alternate long and short dashed line
shown in Fig. 7. As shown in Figs. 6 to 8, the plurality of
communication holes 60 (serving as holes or flow-path
formation holes) are formed in the cover plate 30 so as
to correspond to the plurality of pressure chambers 10
and the plurality of nozzles 8 (see Fig. 4), which are ar-
ranged in the matrix pattern. Specifically, the communi-
cation holes 60 are arranged in a plurality of rows along
the longitudinal direction (the main scanning direction)
of the cover plate 30. The communication holes 60 ar-
ranged in the plurality of rows are classified into five
groups 60a, 60b, 60c, 60d, and 60e, which are spaced
apart from each other in the lateral direction of the cover
plate 30. The groups 60a, 60b, 60c, 60d, and 60e include,
in sequence from the top of Fig. 7 (i.e., the lower side of
the trapezoidal region), two rows, four rows, four rows,
four rows, and two rows of the communication holes 60,
respectively.
[0030] As shown in Figs. 6 and 7, the plurality of an-
nular escape grooves 30a surrounding the plurality of
respective communication holes 60 are arranged on the
surface (the lower surface) of the cover plate 30 to be
bonded to the nozzle plate 31, in the longitudinal direction
of the cover plate 30. The plurality of annular escape
grooves 30a assigned to the plurality of respective com-
munication holes 60 belonging to one of the communi-
cation-hole groups 60a to 60e communicate with the ad-
jacent annular escape grooves 30a through coupling
grooves 30b. An escape groove (an encircling groove
30c) for encircling the entire group of the annular escape
grooves 30a assigned to each of the five communication-
hole groups 60a to 60e is also formed in the lower surface
of the cover plate 30. The encircling grooves 30c com-
municate with each other through lattice-shaped escape
grooves (lattice grooves 30d). Specifically, grooves of
different shapes are arranged from the respective com-
munication holes 60 to the outside in sequence of the
annular escape grooves 30a, the coupling grooves 30b,
the encircling grooves 30c, and the lattice grooves 30d,
so as to surround the holes and grooves located inside
thereof. In an exemplary configuration, all of the grooves
are common to each other in view of allowing an exces-
sive adhesive to escape. However, the annular escape
grooves 30a close to the communication holes 60 regu-
late the amount of adhesive flowing into the communica-
tion holes 60, to thus make the amount of inflowing ad-
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hesive uniform. The outermost lattice groove 30d prevent
air bubbles from remaining in the face to be bonded, so
as to ensure reliable bonding, by means of dividing a
wide bonding region into a lattice region of predetermined
area. The encircling groove 30c located in the middle
regulate the amount of.excessive adhesive flowing into
an inside region thereof from an outside region thereof,
in order to ensure the function of the annular escape
groove 30a. The annular escape grooves 30a, the cou-
pling grooves 30b, the encircling grooves 30c, and the
lattice grooves 30d are respectively formed by means of
half-etching.
[0031] In the state where the ten plates 22 to 31 are
stacked, regions between the communication-hole
groups 60a to 60e face to the sub-manifolds 5a formed
of the four manifold plates 26 to 29 located above the
cover plate 30. Accordingly, when the ten plates 22 to 31
are stacked with the respective mating faces thereof be-
ing coated with the adhesive and the ten plates 22 to 31
are pressurized to be bonded by a single operation, the
regions facing the sub-manifolds 5a become less pres-
surized. So, the edges of the annular escape grooves
30a on the side of the sub-manifolds 5a and the edges
of the sub-manifolds 5a are formed to be parallel to each
other in plan view, so that the annular escape grooves
30a and the sub-manifolds 5a don’t overlap each other.
A wide bonding region, which is located in the vicinity of
the communication holes 60 and immediately outside the
sub-manifolds 5a when viewed from above, can be en-
sured, to thereby prevent ink from leaking from this re-
gion.
[0032] As shown in the exemplary configuration of Fig.
8, of the plurality of annular escape grooves 30a arranged
in the longitudinal direction of the cover plate 30, the an-
nular escape groove 30a located in the position of the
outermost end (the left end in Fig. 8) communicates with
the encircling groove 30c outside the annular escape
groove 30a. As shown in Figs. 7 and 8, the encircling
groove 30c also communicates with escape grooves 30e
surrounding the recessed portion 61 that forms the damp-
er chamber 65, as well as with a lattice-shaped escape
groove 30f formed in a region, which is outside the re-
cessed portion 61 in terms of the longitudinal direction.
Moreover, the lattice-shaped escape groove 30f commu-
nicates with an atmosphere communication hole 30g
formed in the vicinity of one end of the cover plate 30
separated from the region where the plurality of commu-
nication holes 60 are formed. This atmosphere commu-
nication hole 30g also communicates with the atmos-
phere through atmosphere communication holes (omit-
ted from the drawings) formed in the respective remain-
ing plates 22 to 29, which are located above the cover
plate 30. Specifically, all the plurality of annular escape
grooves 30a assigned to the plurality of respective com-
munication holes 60 communicate with the atmosphere
through the escape grooves 30c, 30e, 30f and the at-
mosphere communication hole 30g. Accordingly, when
the cover plate 30 and the nozzle plate 31 are bonded

together, conditions under which the adhesive should
flow into the respective annular escape grooves 30a are
equivalent among all the annular escape grooves 30a.
Consequently, the amounts of adhesive flowing into the
plurality of respective communication holes 60 become
substantially uniform, and hence variations in the ejection
characteristic of ink ejected from the plurality of nozzles
8 become smaller.
[0033] As shown in Fig. 7, the atmosphere communi-
cation hole 30g is formed in the vicinity of the end of the
cover plate 30 separated from the communication holes
60 through which ink flows. Hence, in the unlikely event
of ink leaking out from the space between the cover plate
30 and the nozzle plate 31, the thus-leaked ink is.less
likely to escape to the outside from the atmosphere com-
munication hole 30g through the escape grooves such
as the annular escape grooves 30a, and the like.
[0034] As shown in Figs. 8 and 9, bonding regions 64
of the cover plate 30, which are located around the com-
munication holes 60 and are to be coated with an adhe-
sive, are annular regions, which are defined by opening
edges of the communication holes 60 and the inner pe-
ripheries of the opening edges of the annular escape
grooves 30a assigned to these communication holes 60.
With regard to the plurality of communication holes 60,
all the annular bonding regions 64 have the same width.
Since the amount of adhesive 66 used for coating be-
comes substantially equal among the plurality of bonding
regions 64 surrounding the plurality of communication
holes 60, the amount of adhesive flowing into the com-
munication holes 60 can be made further uniform. Since
all such annular bonding regions 64 have the same width,
an advantage that the amount of adhesive flowing into
the communication holes 60 are made uniform is
achieved even when the annular escape grooves 30a
don’t communicate with the atmosphere. When com-
pared with the case where the annular escape grooves
30a communicate with the atmosphere, the amount of
inflowing adhesive tends to become slightly greater.
[0035] As shown in Fig. 10, a width B1 of the annular
escape groove 30a is larger than a width B2 of the annular
bonding region 64. The internal volume of the annular
escape groove 30a is greater than the amount of adhe-
sive 66 used for coating the bonding region 64. Accord-
ingly, a location  where the excessive adhesive 66,
which would run off the bonding region 64 when the plates
22 to 31 are pressurized, escapes  can be sufficiently
ensured. The adhesive 66, which has failed to escape
into the annular escape groove 30a, does not flow into
the communication hole 60. In other words, even when
the adhesive flows into the communication hole 60, the
amount of inflowing adhesive is determined by the width
of the bonding region 64 and the amount (thickness) of
the adhesive 66 applied over the upper surface of the
bonding region, and the amount of the inflowing adhesive
66 can be reliably made more uniform.
[0036] The structure of the actuator unit 21 will now be
described with reference to Figs. 11A and 11B. As shown
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in Figs. 11A and 11B, the actuator unit 21 includes four
piezoelectric sheets 41 to 44, a plurality of individual elec-
trodes 35 and a common electrode 34. The four piezoe-
lectric sheets 41 to 44 extend across the plurality of pres-
sure chambers 10. The plurality of individual electrodes
35 are disposed on the uppermost piezoelectric sheet 41
in positions corresponding to the plurality of respective
pressure chambers 10. The common electrode 34 faces
the plurality of individual electrodes 35 with the piezoe-
lectric sheet 41 of the topmost layer sandwiched there-
between.
[0037] The piezoelectric sheets 41 to 44 have substan-
tially the same thickness (e.g., 15 Pm or thereabouts) ;
are consecutively arranged across the plurality of pres-
sure chambers 10; and are bonded to the cavity plate
22. The plurality of individual electrodes 35 are formed
at high density on the piezoelectric sheet 41 through use
of the screen printing technique or the like. The piezoe-
lectric sheets 41 to 44 are made of a piezoelectric mate-
rial having ferroelectricity, such as a lead-zirconate-titan-
ate (PZT)-based ceramic material.
[0038] As shown in Figs. 11A and 11B, the individual
electrodes 35 have a rhombic shape, which is substan-
tially analogous to that of the pressure chambers 10 and
is smaller than that of the pressure chambers 10. Each
of the individual electrodes 35 is formed in a region on
the upper surface of the piezoelectric sheet 41 of the
topmost layer, the region falling within the pressure
chamber 10 when viewed from above. The individual
electrodes 35 are arranged in a matrix pattern as are the
pressure chambers 10. In relation to all the individual
electrodes 35, one of the acute-angle portions of each
individual electrode 35 extends in a single direction. As
shown in Fig. 11B, a land portion 36 is provided in this
acute-angle portion. The land portion 36 has a circular
shape having a diameter of about 160P m, and is made
of gold containing, e.g., glass frit. The land portion 36 is
electrically coupled to contact points provided on the FPC
50 (see Figs. 1 and 2). A drive signal used for changing
the volume of the pressure chamber 10 is input to the
individual electrode 35 from the driver IC 80 (see Figs. 1
and 2) through the land portion 36.
[0039] The common electrode 34 is formed over the
entire space between the piezoelectric sheet 41 of the
topmost layer and the piezoelectric sheet 42 of a lower
layer. The thickness of the common electrode 34 is on
the order of about 2 Pm. The common electrode 34 is
connected to the ground in an unillustrated region and
held at a ground potential in the regions facing all the
pressure chambers 10.
[0040] The individual electrodes 35 and the common
electrode 34 are made of, e.g., Ag-Pd-based metallic ma-
terial.
[0041] A method for driving the actuator unit 21 will
now be described. The polarizing direction of the piezo-
electric sheet 41 in the actuator unit 21 is identical with
the thickness direction of the piezoelectric sheet 41. Spe-
cifically, the actuator unit 21 has a configuration of so-

called unimorph type, wherein the upper single piezoe-
lectric sheet 41 (i.e., the piezoelectric sheet separated
from the pressure chamber 10) is used as an active layer
and the lower three piezoelectric sheets 42 to 44 (i.e.,
the piezoelectric sheets close to the pressure chamber
10) are collectively used as non-active layers. It is as-
sumed that the individual electrode 35 is at a predeter-
mined positive or negative potential. When the electric
field and polarization are oriented in the same direction,
an electric-field-applied portion of the piezoelectric sheet
41 sandwiched between the individual electrode 35 and
the common electrode 34 acts as the active layer to shrink
in a direction perpendicular to the polarization direction
due to the transverse piezoelectric effect. On the other
hand, the piezoelectric sheets 42 to 44 are not affected
by the electric field, so that the piezoelectric sheets 42
to 44 do not shrink spontaneously. Therefore, a differ-
ence in distortion in the direction perpendicular to the
polarization direction arises between the piezoelectric
sheet 41 of an upper layer and the piezoelectric sheets
42 to 44 of the lower layers, so that the piezoelectric
sheets 41 to 44 as a whole attempt to deform convexly
toward the non-active side (unimorph deformation). At
this time, as shown in Fig. 11A, the lower surfaces of the
piezoelectric sheets 41 to 44 are fixed to the upper sur-
face of the cavity plate 22, which defines the pressure
chamber 10. Consequently, the piezoelectric sheets 41
to 44 deform convexly toward the pressure chamber 10.
This decreases the volume of the pressure chamber 10,
which in turn increases therpressure of ink, whereupon
ink is ejected from the nozzle 8. Subsequently, when the
individual electrode 35 is brought to the same electric
potential as that of the common electrode 34, the piezo-
electric sheets 41 to 44 restore their original shapes,
whereupon the volume of the pressure chamber 10 re-
turns to its original volume. Thus, ink is sucked from the
manifold 5.
[0042] According to another driving method, the indi-
vidual electrode 35 may have previously been brought
to an electric potential different from that of the common
electrode 34, and the individual electrode 35 may be tem-
porarily brought to the same electric potential as that of
the common electrode 34 every time an ejection request
is made. Subsequently, the individual electrode 35 may
be brought to the electric potential different from that of
the common electrode 34 at predetermined timing. In this
case, the piezoelectric sheets 41 to 44 restore their orig-
inal shapes at timing when the individual electrode 35
has the same electric potential as that of the common
electrode 34. The volume of the pressure chamber 10
increases in relation to the initial state (the state where
the individual electrode and the common electrode differ
from each other in terms of the electric potential), so that
ink is sucked into the pressure chamber 10 from the man-
ifold 5. Subsequently, the piezoelectric sheets 41 to 44
are deformed so as to become convex toward the pres-
sure chamber 10 at timing when the individual electrode
35 is brought to the electric potential different from that
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of the common electrode 34, and the pressure of ink is
increased due to decrease in the volume of the pressure
chamber 10, to thereby eject ink.
[0043] In the above-described inkjet head 1, all the plu-
rality of annular escape grooves 30a of the cover plate
30 provided in correspondence with the plurality of com-
munication holes 60 communicate with the atmosphere.
Hence, when the cover plate 30 and the nozzle plate 31
are bonded together, the conditions under which the ad-
hesive flows into the respective annular escape grooves
30a are equivalent among all the annular escape grooves
30a. Consequently, the amounts of adhesive flowing into
the plurality of respective communication holes 60 are
substantially uniform, and hence variations in the ejection
characteristic of ink ejected from the plurality of nozzles
8 can be suppressed.
[0044] An embodiment of the invention will now be de-
scribed. Those elements, which have the same configu-
rations as those of the example of Fig. 8, are assigned
the same reference numerals, and their explanations will
be omitted.

1] As shown in Fig. 12, with regard to all the five
communication hole groups 60a to 60e formed in the
cover plate 30, the plurality of annular escape
grooves 30a assigned to the plurality of communi-
cation holes 60, which belong to each of the com-
munication-hole groups 60a to 60e, communicate
with each other through the communication grooves
30b, but do not communicate with the encircling
groove 30c encircling the outside of the annular es-
cape grooves 30a. In this case, each groove group
of the plurality of annular escape grooves 30a is
closed while the plurality of annular escape grooves
30a thereof communicate with each other. Even in
this case, when the cover plate 30 and the nozzle
plate 31 are bonded together, conditions under
which the adhesive flows into the annular escape
grooves 30 are equivalent among all the annular es-
cape grooves 30a. Consequently, the amounts of
adhesive flowing into the plurality of respective com-
munication holes 60 are substantially uniform, and
hence variations in the ejection characteristic of ink
ejected from the plurality of nozzles 8 can be sup-
pressed.
2] The embodiment (see Fig. 12) is an example
where the invention is applied to the annular escape
grooves 30a surrounding the communication holes
60 formed in the cover plate 30. Alternatively, the
invention may also be applied to the annular escape
grooves 23a to 29a (see Fig. 5) surrounding the holes
formed in another plate constituting the flow path unit
4. For example, the invention may be applied to the
annular escape grooves 29a surrounding the com-
munication holes formed in the manifold plate 29
(see Fig. 5) bonded to the upper surface of the cover
plate 30. If each group of the annular escape grooves
29a are closed while the annular escape grooves

29a thereof communicate with each other, the
amounts of adhesive flowing into the communication
holes are rendered uniform and variations in the
ejection characteristic of ink ejected from the nozzles
8 can be suppressed.

[0045] The apertures 12, which bring the sub-mani-
folds 5a to communicate with the pressure chambers 10,
narrow the flow paths so that the pressure waves, which
have been generated in the pressure chambers 10 when
the ink in the pressure chambers 10 is pressurized by
the actuator unit 21, are propagated less strongly to the
sub-manifolds 5a. The flow path area of the aperture 12
is comparatively smaller than the other portions of the
individual ink flowpath. However, when variations arise
in the amounts of adhesive flowing into the apertures 12
when the aperture plate 24 and the supply plate 25 are
bonded together, large variation in the flow path resist-
ance of the apertures 12 are caused, because the flow
path area of the apertures 12 is small. Accordingly, the
invention may be applied to the annular escape grooves
24b surrounding the apertures 12 of such a small flow
path area. Thereby, each group of the plurality of annular
escape grooves 24b is closed while the plurality of an-
nular escape grooves 24b thereof communicate with
each other. In this case, the amounts of adhesive flowing
into the plurality of apertures 12 can be made uniform,
and variations in the flow path resistance of the apertures
12 can be suppressed.

Claims

1. An inkjet head (1) comprising:

an ink flow path unit (4) comprising:

a common ink chamber (5a); and
a plurality of individual ink flow paths (32)
each of which extends from the common ink
chamber (5a) to a nozzle (8) through a pres-
sure chamber (10),
wherein:

the ink flow path unit (4) comprises a
plurality of stacked plates (22-31) com-
prising first and second plates,
at least a portion of each of the plurality
of individual ink flow paths (32) is
formed in the plurality of stacked plates
(22-31),
the first plate (24,30) is formed with a
plurality of holes (12,60) that form the
portion of the plurality of individual ink
flow paths (32), and
one surface of the first plate (24,30) is
formed with a plurality of annular es-
cape grooves (24b,30a) that surround
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the plurality of holes (12,60), respec-
tively, characterized in that the plural-
ity of holes (12,60) are arranged to be
divided into a plurality of hole groups
(60a-60e),

the annular escape grooves (24b,30a) are
arranged to be divided into a plurality of
groove groups,
each groove group corresponds to one of
the hole groups (60a-60e)
the annular escape grooves (24b,30a) be-
longing to each groove group communicate
with each other, and
each groove group of the annular escape
grooves (24b,30a) is closed.

2. The inkjet head according to claim 1, wherein the
plurality of annular escape grooves (24b,30a) allow
an adhesive used for bonding the first plate (24,30)
to the second plate (25,31) to escape thereinto.

3. The inkjet head according to claim 1 or 2, wherein
the holes (60) formed in the first plate (30) commu-
nicate with the nozzles (8) formed in the second plate
(31), respectively.

4. The inkjet head according to claim 1 or 2, wherein
the holes (12) formed in the first plate (24) bring the
common ink chamber (5a) into communication with
the pressure chambers (10), respectively.

5. The inkjet head according to any one of claims 1 to
4, wherein:

a bonding region (64) to which adhesive is ap-
plied is defined between an opening edge of
each hole (60) and an inner periphery of the an-
nular escape groove (30a) assigned to the hole,
the bonding region (64) has an annular shape
to surround the hole (60), and
all the annular bonding regions (64) have the
same width.

6. The inkjet head according to claim 5, wherein a width
of each annular escape groove (30a) is greater than
a width of the annular bonding region (64).

7. The inkjet head according to claim 3, wherein:

each groove group of the annular escape
grooves (30a) has an edge partially parallel to
an edge of the common ink chamber (5a) in plan
view.

8. The inkjet head according to claim 1, wherein:

the escape grooves (30a) of each groove group

are arranged in at least one row,
the one surface of the first plate (30) is formed
with second grooves (30c,30d,30e),
the second grooves (30c,30d,30e) communi-
cate with an atmosphere hole (63) formed in the
plates, and
the atmosphere hole (63) communicates with
the atmosphere.

Patentansprüche

1. Tintenstrahlkopf (1) mit:

einer Tintenströmungspfadeinheit (4) mit:

einer gemeinsamen Tintenkammer (5a);
und
vielen individuellen Tintenströmungspfa-
den (32), die sich jeweils von der gemein-
samen Tintenkammer (5a) durch eine
Druckkammer (10) zu einer Düse (8) er-
strecken, wobei:

die Tintenströmungspfadeinheit (4)
viele gestapelte Platten (22 - 31) auf-
weist, die eine erste und eine zweite
Platte aufweisen,
zumindest ein Abschnitt von jedem der
vielen individuellen Tintenströmungs-
pfade (32) in den vielen gestapelten
Platten (22-31) ausgebildet ist,
die erste Platte (24, 30) mit vielen Lö-
chern (12, 60) ausgebildet ist, die den
Abschnitt der vielen individuellen Tin-
tenströmungspfade (32) bilden, und
eine Fläche der ersten Platte (24, 30)
mit vielen ringartigen Auslaufnuten
(24b, 30a) ausgebildet ist, die die jewei-
ligen vielen Löcher (12, 60) umgeben,
dadurch gekennzeichnet, dass die
vielen Löcher (12, 60) so angeordnet
sind, dass sie in vielen Lochgruppen
(60a - 60e) aufgeteilt sind,
wobei die ringartigen Auslaufnuten
(24b, 30a) so angeordnet sind, dass sie
in viele Nutgruppen aufgeteilt sind,
wobei jede Nutgruppe einer der Loch-
gruppen (60a - 60e) entspricht,
wobei die ringartigen Auslaufnuten
(24b, 30a), die zu der jeweiligen Nut-
gruppe gehören, miteinander in Verbin-
dung sind, und
jede Nutgruppe der ringartigen Aus-
laufnuten (24b, 30a) geschlossen ist.

2. Tintenstrahlkopf gemäß Anspruch 1, wobei die vie-
len ringartigen Auslaufnuten (24b, 30a) gestatten,
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dass ein zum Fügen der ersten Platte (24, 30) an die
zweite Platte (25, 31) verwendetes Klebemittel darin
ausläuft.

3. Tintenstrahlkopf gemäß Anspruch 1 oder 2, wobei
die Löcher (60), die in der ersten Platte (30) ausge-
bildet sind, mit den entsprechenden Düsen (8) in
Verbindung sind, die in der zweiten Platte (31) aus-
gebildet sind.

4. Tintenstrahlkopf gemäß Anspruch 1 oder 2, wobei
die Löcher (12), die in der ersten Platte (24) ausge-
bildet sind, die gemeinsame Tintenkammer (5a) mit
den entsprechenden Druckkammern (10) verbin-
den.

5. Tintenstrahlkopf gemäß einem der Ansprüche 1 bis
4, wobei:

ein Fügebereich (64), an dem das Klebemittel
aufgebracht wird, zwischen einer Öffnungskan-
te des jeweiligen Lochs (60) und einem Innen-
umfang der ringartigen Auslaufnut (30a) defi-
niert ist, die dem Loch zugewiesen ist,
wobei der Fügebereich (64) eine ringartige Form
dergestalt hat, dass er das Loch (60) umgibt,
und
alle ringartigen Fügebereiche (64) dieselbe
Breite haben.

6. Tintenstrahlkopf gemäß Anspruch 5, wobei eine
Breite der jeweiligen ringartigen Auslaufnut (30a)
größer ist als eine Breite des ringartigen Fügebe-
reichs (64).

7. Tintenstrahlkopf gemäß Anspruch 3, wobei:

jede Nutgruppe der ringartigen Auslaufnuten
(30a) eine Kante hat, die in einer Draufsicht teil-
weise parallel zu einer Kante der gemeinsamen
Tintenkammer (5a) ist.

8. Tintenstrahlkopf gemäß Anspruch 1, wobei:

die Auslaufnuten (30a) der jeweiligen Nutgrup-
pe in zumindest einer Reihe angeordnet sind,
wobei die eine Fläche der ersten Platte (30) mit
zweiten Nuten (30c, 30d, 30e) ausgebildet ist,
wobei die zweiten Nuten (30c, 30d, 30d) mit ei-
nem Atmosphärenloch (63) in Verbindung sind,
das in den Platten ausgebildet ist, und
das Atmosphärenloch (63) mit der Atmosphäre
in Verbindung ist.

Revendications

1. Tête à jet d’encre (1) comprenant :

une unité de passage d’écoulement d’encre (4)
comprenant :

une chambre d’encre commune (5a) ; et
une pluralité de passages d’écoulement
d’encre individuels (32), dont chacun
s’étend à partir de la chambre d’encre com-
mune (5a) jusqu’à une buse (8) en passant
par une chambre de pression (10), l’unité
de passage d’écoulement d’encre (4) com-
prend une pluralité de plaques (22-31) em-
pilées comprenant des première et deuxiè-
me plaques,
au moins une partie de chaque passage de
la pluralité de passages d’écoulement d’en-
cre individuels (32) est formée dans la plu-
ralité de plaques (2-31) empilées,
la première plaque (24, 30) est formée avec
une pluralité de trous (12, 60) qui forment
la partie de la pluralité de passages d’écou-
lement d’encre individuels (32), et
une surface de la première plaque (24, 30)
est formée avec une pluralité de rainures
d’échappement annulaires (24b, 30a) qui
entourent la pluralité de trous (12, 60) res-
pectivement, caractérisée en ce que la
pluralité de trous (12, 60) est agencée pour
être divisée en une pluralité de groupes de
trous (60a-60e),
les rainures d’échappement annulaires
(24b, 30a) sont agencées pour être divisées
en une pluralité de groupes de rainures,
chaque groupe de rainures correspond à
l’un des groupes de trous (60-60e),
les rainures d’échappement annulaires
(24b, 30a) appartenant à chaque groupe de
rainures communiquent entre elles, et
chaque groupe de rainures de rainures
d’échappement annulaires (24b, 30a) est
fermé.

2. Tête de jet d’encre selon la revendication 1, dans
laquelle la pluralité de rainures d’échappement an-
nulaires (24b, 30a) permet à un adhésif utilisé pour
relier la première plaque (24, 30) à la deuxième pla-
que (25, 31) de s’échapper dans ces dernières.

3. Tête de jet d’encre selon la revendication 1 ou 2,
dans laquelle les trous (60) formés dans la première
plaque (30) communiquent avec les buses (8) for-
mées dans la deuxième plaque (31), respective-
ment.

4. Tête de jet d’encre selon la revendication 1 ou 2,
dans laquelle les trous (12) formés dans la première
plaque (24) amènent la chambre d’encre commune
(5a) en communication avec les chambres de pres-
sion (10), respectivement.
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5. Tête de jet d’encre selon l’une quelconque des re-
vendications 1 à 4, dans laquelle :

la région de liaison (64) sur laquelle l’adhésif est
appliqué, est définie entre un bord d’ouverture
de chaque trou (60) et une périphérie interne de
la rainure d’échappement annulaire (30a) attri-
buée au trou,
la région de liaison (64) a une forme annulaire
pour entourer le trou (60), et
toutes les régions de liaison annulaires (64) ont
la même largeur.

6. Tête de jet d’encre selon la revendication 5, dans
laquelle une largeur de chaque rainure d’échappe-
ment annulaire (30a) est supérieure à une largeur
de la région de liaison annulaire (64).

7. Tête de jet d’encre selon la revendication 3, dans
laquelle chaque groupe de rainures de rainures
d’échappement annulaires (30a) a un bord partiel-
lement parallèle à un bord de la chambre d’encre
commune (5a) sur une vue en plan.

8. Tête de jet d’encre selon la revendication 1, dans
laquelle :

les rainures d’échappement (30a) de chaque
groupe de rainures sont agencées sur au moins
une rangée,
la une surface de la première plaque (30) est
formée avec des deuxièmes rainures (30c, 30d,
30e),
les deuxièmes rainures (30c, 30d, 30e) commu-
niquent avec un trou d’atmosphère (63) formé
dans les plaques, et
le trou d’atmosphère (63) communique avec l’at-
mosphère.
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