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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present invention relates to an electronic
device, a method of controlling an external device using
the electronic device, a program, and a storage medium,
and more specifically relates to an electronic device that
controls the power supply of a connected external device,
a method of controlling the external device with the elec-
tronic device, a program, and a storage medium.

Description of the Related Art

[0002] As a method of connecting electronic devices
to each other according to the related art, USB (universal
serial bus) connections have become widespread. USB
forms a connection with serial communications between
a host machine and a plurality of external devices. For
example, Japanese Patent Laid-Open No. 2001-67156
discloses technology related to the connection of a com-
puter used as a host machine and a digital camera used
as an external device.
[0003] A plug-and-play function (a function to automat-
ically identify the connection relationship with an external
device when the external device is newly connected or
removed) is a feature of a USB connection. A USB con-
nection is further characterized by having a hot-swap
function (referred to as a livewire insertion/removal func-
tion, in which the external device can be connected or
removed with power left turned on), and a power supply
function to supply power to the external device. It is
thought that with these functions, power supply and set-
ting of an address and ID number when a user connects
an electronic device and an external device are not bur-
densome.
[0004] Incidentally, in a USB connection, devices are
connected with a special connector that connects a total
of four electrical wires, including a 5V power source re-
ferred to as a VBUS, a ground line, and two signal lines
D+ and D-. There is naturally a limit to the value of the
current that can be supplied with the power source; the
current is limited by USB connection standards to 100mA
to 500mA. (However, the current value is 500mA in the
case of a device that requires power from a VBUS, and
100mA in the case of a self-powered device.)
[0005] Also, in USB connection standards, it is defined
that a connected device is required to switch to a suspend
state, which is a low power consumption mode, due to a
command from the host machine. In this suspend state,
it is prescribed that the voltage consumption from the
VBUS must be reduced to at least 500PA. Also, there is
a resume operation for recovering to a normal state from
the suspend state.
In USB connection standards, it is prescribed that a de-
vice with a USB connection recovers from the suspend

state due to the host machine transmitting a resume sig-
nal for 20 milliseconds.
[0006] Conventionally, in a USB connection, a person-
al computer (also referred to as a PC) is used as a host
machine. However, it has become possible to make a
connection between all manner of electronic devices us-
ing a USB connection, and so there are instances when
not only a PC but another electronic device is also used
as a host machine. It is conceivable to connect an exter-
nal device to that other electronic device. In that case, it
is necessary that the other electronic device used as a
host machine be able to supply power to the connected
external device. As in the related art, when a PC is used
as the host machine of a USB connection, adequate pow-
er supply is provided by the PC, so it is not necessary to
pay much attention to power management.
[0007] However, when a battery operated portable
electronic device such as a digital camera is used as the
host machine of a USB connection, and an external de-
vice is connected to the portable electronic device, it is
necessary to execute power management of the entire
system configured from the portable electronic device
and the external device. That is, in this sort of case, it is
necessary to actively lower power consumption through
the use of the above suspend state.
[0008] USB connection devices connected as an ex-
ternal device include many devices that do not meet USB
standards for a suspend state. For example, at present
there are devices that, even in a suspend state, require
supply of a voltage greater than 500PA from the host
machine, and devices that cannot recover (resume) from
the suspend state.
[0009] Also, among devices with a USB connection, in
a device such as an HDD (Hard Disk Drive), when re-
suming, USB communications recover within a pre-
scribed time. However, there are also devices that re-
quire at least a few seconds from the time that an internal
magnetic disk begins to rotate until the time that actual
read/write operation can be resumed. When, using such
a device, shooting (i.e. image capture) is performed with
a digital camera used as a host machine immediately
after recovering from the suspend state, the timing of
shooting may be affected. For an electronic device re-
quiring a fast response such as a digital camera, the time
from the suspend state until the device is usable is an
important point that greatly affects performance.

SUMMARY OF THE INVENTION

[0010] The present invention was made in considera-
tion of the problems described above, and relates to an
invention that is particularly effective when a battery-op-
erated electronic device such as a digital camera is used
as the host machine of a USB connection. That is, a check
is performed of whether a connected electronic device
complies with suspend state in accordance with USB
connection standards. If the connected electronic device
satisfies those standards, when there is no access from
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the host machine to the connected electronic device, un-
der certain predetermined conditions, the connected
electronic device is forcibly switched to the suspend
state.
[0011] Also, an acceptable recovery time can be set
such that in the recovery time from the suspend state,
the response performance of the connected electronic
device itself is not restricted, and when an electronic de-
vice that requires more than the set recovery time is con-
nected, the suspend state is not used.
[0012] Accordingly, the invention in its aspect realizes
a system that identifies the state of an external device
that is connected and supplied with power, performs pow-
er management, and realizes lower power consumption
of the system as a whole.
[0013] The present invention in its first aspect provides
an electronic device as specified in claims 1 to 7.
[0014] The present invention in its second aspect pro-
vides a method for controlling an external device with an
electronic device as specified in claims 8 to 14.
[0015] The present invention in its third aspect pro-
vides a program as specified in claim 15.
[0016] The present invention in its fourth aspect pro-
vides a storage medium as specified in claim 16.
[0017] With the present invention, when a battery op-
erated electronic device such as a digital camera is used
as the host machine of a USB connection, it is possible
to realize lower power consumption of the system as a
whole. Also, due to the electronic device used as the host
machine having a function to check whether a suspend
state in accordance with USB connection standards is
possible, it is possible to apply the suspend state more
effectively, so lower power consumption can be realized.
[0018] Further features of the present invention will be-
come apparent from the following description of exem-
plary embodiments with reference to the attached draw-
ings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0019] FIG. 1 is a block diagram that shows a functional
configuration of an image pickup apparatus which is an
electronic device according to an embodiment of the
present invention.
[0020] FIG. 2 is a block diagram that shows details of
an interface portion of a USB connection of the image
pickup apparatus which is an electronic device according
to an embodiment of the present invention.
[0021] FIG. 3 is a sequence diagram showing the se-
quence during a shooting operation of the image pickup
apparatus which is an electronic device according to an
embodiment of the present invention.
[0022] FIGS. 4A and 4B are sequence diagrams show-
ing the timing of switching to the suspend state of the
image pickup apparatus which is an electronic device
according to an embodiment of the present invention.
[0023] FIG. 5 is a sequence diagram showing the proc-
ess that switches to the suspend state of the image pick-

up apparatus which is an electronic device according to
an embodiment of the present invention.
[0024] FIGS. 6A and 6B are sequence diagrams show-
ing a resume process of the image pickup apparatus
which is an electronic device according to an embodi-
ment of the present invention.
[0025] FIG. 7 is a sequence diagram showing an image
playback process of the image pickup apparatus.
[0026] FIG. 8 shows a suspend function selection
screen of the image pickup apparatus.
[0027] FIGS. 9A and 9B are diagrams showing the tim-
ing sequence of switching to the suspend state when the
suspend function of the image pickup apparatus has
been selected.
[0028] FIG. 10 shows a setting screen for the accept-
able recovery time when the image pickup apparatus
resumes.
[0029] FIG. 11 is a sequence diagram that shows a
process performed during a USB connection of the image
pickup apparatus.

DESCRIPTION OF THE EMBODIMENTS

[0030] Embodiments of the present invention will now
be described in detail with reference to the accompanying
drawings.
[0031] <Embodiment 1>
The following is a description, by way of example, of an
image pickup apparatus according to a first embodiment
of the present invention.
[0032] In FIG. 1, reference numeral 100 is an image
pickup apparatus, and functions for example as a so-
called digital camera. Also, reference numeral 1 is a
shooting lens, reference numeral 2 is a shutter provided
with an aperture function, reference numeral 3 is an im-
age pickup device that converts an optical image into an
electrical signal, and reference numeral 4 is an A/D con-
version circuit that converts analog signal output of the
image pickup device 3 into a digital signal.
[0033] Reference numeral 5 is a timing generation cir-
cuit that supplies a clock signal and various control sig-
nals to the image pickup device 3, the A/D conversion
circuit 4, a D/A conversion circuit 7, and the like, and is
controlled by a memory control unit 9 and a system con-
trol unit 17. Further, reference numeral 31 is a timer cir-
cuit, and constitutes a timer for measuring a time interval
using the clock signal supplied by the timing generation
circuit 5 which operates according to control by the sys-
tem control unit 17. Alternatively, the timer circuit 31 may
be configured to count a real time clock (not shown) used
by the system control unit 17.
[0034] Reference numeral 6 is an image processing
circuit, and performs a predetermined pixel interpolation
process and color conversion process on image data
from the A/D conversion circuit 4 or the memory control
unit 9. Also, in the image processing control circuit 6, a
predetermined computation process for control is per-
formed using captured image data. Based on the com-
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putation results obtained, the system control unit 17 con-
trols an exposure control unit 18 and a focus control unit
19, thus performing a TTL-type (through-the-lens) AF
(auto-focus) process, an AE (automatic exposure) proc-
ess, and an EF (flash pre-firing) process. Further, in the
image processing circuit 6, a predetermined computation
process is performed using the captured image data, and
a TTL-type AWB (auto white balance) process is per-
formed based on the obtained computation results.
[0035] Also, reference numeral 9 is a memory control
unit, and controls the A/D conversion circuit 4, the timing
generation circuit 5, the image processing circuit 6, an
image display memory 10, the D/A conversion circuit 7,
a memory 11, and a compression/expansion circuit 12.
The image data from the A/D conversion circuit 4 is writ-
ten to the image display memory 10 or the memory 11
via the image processing circuit 6 and the memory control
unit 9, or the image data from the A/D conversion circuit
4 is written to the image display memory 10 or the memory
11 directly via the memory control unit 9. Also, reference
numeral 10 is an image display memory, reference nu-
meral 7 is a D/A conversion circuit, and reference numer-
al 8 is an image display unit configured from a TFT-type
LCD or the like. Image data for display written to the im-
age display memory 10 is supplied to the image display
unit 8 via the D/A conversion circuit 7 and displayed. Ref-
erence numeral 11 is a memory for storing still image
data or moving image data that has been shot, and is
provided with an adequate amount of storage to store a
predetermined number of still images or a predetermined
time of moving images. Shot image data is first saved to
the memory 11, and then recorded to a recording medium
by a recording medium selection circuit 26 and the sys-
tem control unit 17. Also, the memory 11 is, for example,
memory with a RAM structure, and can be used also as
a work area of the system control unit 17.
[0036] Reference numeral 12 is a compression/expan-
sion circuit that compresses or expands image data using
the adaptive discrete cosine transform (ADCT) algorithm
or the like. The compression/expansion circuit 12 reads
image data stored in the memory 11, performs a com-
pression process or an expansion process, and rewrites
the processed image data to the memory 11. Reference
numeral 18 is an exposure control unit that controls the
shutter 2 provided with an aperture function. Reference
numeral 19 is a focus control unit that controls focusing
of the shooting lens 1, and reference numeral 20 is a
zoom control unit that controls zooming of the shooting
lens 1. The exposure control unit 18 and the focus control
unit 19 are controlled using a TTL method as described
above. That is, control is performed by the system control
unit 17 based on the computation results of computing
shot image data with the image processing circuit 6.
[0037] Reference numeral 17 is a system control unit
that performs overall control of the image pickup appa-
ratus 100, and reference numeral 23 is a memory that
stores constants, variables, programs, and the like for
operation of the system control unit 17. Reference nu-

meral 25 is a display unit including a speaker and a liquid
crystal display (LCD) that, for example, displays an op-
erating state or a message or the like using text data,
image data, audio data, or the like in response to execu-
tion of a program by the system control unit 17. These
are provided at one or a plurality of easily-viewed loca-
tions in the vicinity of an operating unit 28 of the image
pickup apparatus 100, and for example, configured by
combining an LCD panel, an LED, a sound-emitting de-
vice, and the like.
[0038] The display of the display unit 25 includes a
single shot/continuous shooting display, a self-timer dis-
play, a compression ratio display, a recorded pixels
number display, a recorded images number display, an
available shooting number display, a shutter speed dis-
play, a flash display, a red-eye reduction display, and the
like. In addition, the display includes a macro shooting
display, a buzzer setting display, a clock battery amount
remaining display, a battery amount remaining display,
an error display, a multiple-digit number information dis-
play, an installation state information display for record-
ing devices 200 and 400, a communications I/F operation
display, a date/time display, and the like. Further, the
display may be allowed to include a focus display, a cam-
era-shake warning display, a flash charging display, an
aperture value display, an exposure correction display,
and the like. Reference numeral 24 is a non-volatile mem-
ory capable of being electrically deleted or recorded,
where, for example, an EEPROM or the like is used.
[0039] Also, reference numeral 29 includes a shutter
switch SW1 and a shutter switch SW2. The shutter switch
SW1 is ON during operation of an unshown shutter but-
ton, and instructs to start operation of the AF (auto-focus)
process, the AE (automatic exposure) process, the AWB
(auto white balance) process, the EF (flash pre-firing)
process, and the like. The shutter switch SW2 is on when
operation of the unshown shutter button is complete.
Thus, an exposure process is performed that takes a
signal read from the image pickup device 3 and writes it
as image data to the memory 11 via the A/D conversion
circuit 4 and the memory control unit 9, and a develop-
ment process is performed using the computation by the
image processing circuit 6 and the memory control unit
9. Further, the start of operation of a process sequence
is instructed, namely a recording process in which image
data is read from the memory 11, compression is per-
formed by the compression/expansion circuit 12, and the
image data is written to the recording device 200 or 400.
[0040] Also, driving control of the recording devices
200 and 400 can be performed with the system control
unit 17 and the control units 13 and 14 according to the
timings at which the shutter switches SW1 and SW2 are
made ON.
[0041] Reference numeral 28 is an operating unit con-
figured from various buttons and a touch panel and the
like, and includes, for example, a menu button, a set but-
ton, a macro button, a multi-screen page button, a flash
set button, and a single/continuous/self-timer set button.

5 6 



EP 1 847 911 B1

5

5

10

15

20

25

30

35

40

45

50

55

Also included, for example, are a menu shift + (plus) but-
ton, a menu shift - (minus) button, a playback image shift
+ (plus) button, a playback image shift - (minus) button,
a shooting image quality selection button, an exposure
correction button, and a date/time setting button.
[0042] Reference numeral 21 is a power control unit,
and is configured from a battery detecting circuit, a DC-
DC converter, a switching circuit that switches the block
to which power is applied, and the like. The power control
unit 21 detects whether or not a battery is installed, the
type of battery, and the remaining battery amount, and
controls the DC-DC converter based on the results of this
detection and instruction of the system control unit 17.
Thus, power is supplied to each portion including a re-
cording medium for a necessary amount of time and with
a necessary voltage. Reference numeral 22 indicates a
connector for connection. Reference numeral 300 indi-
cates a power unit. Reference numeral 301 is a connector
that is connected to the connector 22, and reference nu-
meral 302 is a power supply configured from a primary
battery such an alkaline or lithium battery, a secondary
battery such as a NiCd battery, NiMH battery, or Li bat-
tery, an AC adapter, and the like.
[0043] Reference numerals 13 and 14 are control units
that control a recording medium such as a memory card
or a hard disk, and reference numerals 15 and 16 are
connectors that form a connection with a recording me-
dium such as a memory card or a hard disk. Reference
numeral 27 is a recording medium installation detecting
circuit that detects whether or not the recording device
200 or the recording device 400 is connected to the con-
nector 15 and/or 16.
[0044] Reference numeral 26 is a recording medium
selection circuit used when selecting a recording desti-
nation for shot image data from among a plurality of re-
cording media. The recording medium selection circuit
26 may be configured with, for example, a switch, or a
menu button used to make a selection.
[0045] In the present embodiment, an example is de-
scribed in which there are two control units and two con-
nectors used to install a recording medium. Of course, a
configuration may be adopted in which there is any
number (one or a plurality) of controller-connector sys-
tems used to install a recording medium. A configuration
provided with a combination of a control unit and a con-
nector with differing standards is also possible. The re-
cording device 200 is a recording device such as a mem-
ory card or a hard disk. Here, the recording device 200
is a memory card configured from a semiconductor mem-
ory. The recording device 200 is provided with a recording
unit 203 configured from the semiconductor memory, a
control unit 202 that controls the recording unit 203 and
is an interface with the image pickup apparatus 100, and
a connector 201 that forms a connection with the image
pickup apparatus 100.
[0046] Also, the recording device 400 is a recording
device such as a memory card or a hard disk. Here, for
example, the recording device 400 is an HDD with a USB

connection. The recording device 400 is provided with a
recording unit 403 configured from a magnetic disk, a
control unit 402 that controls the recording unit 403 and
is an interface with the image pickup apparatus 100, and
a connector 401 that forms a connection with the image
pickup apparatus 100.
[0047] FIG. 2 is a detailed view of a case in which the
interface between the recording device 400 and the im-
age pickup apparatus 100 in the embodiment shown in
FIG. 1 is a USB connection. Shown here is a functional
block diagram of relevant portions in an embodiment in
which the image pickup apparatus 100, which is an elec-
tronic device, is used as the host machine of the USB
connection, and the recording medium 400 is used as
the external device of the USB connection.
[0048] First, the detailed configuration of the control
unit 14 will be described below. Reference numeral 14a
is a host controller for realizing a function whereby the
image pickup apparatus 100 is the host machine of the
USB connection. The host controller 14a controls trans-
mission and receipt of data packets, and is configured
with an IC that governs control of the USB connection.
Reference numeral 14b is a current detecting unit that
detects the current that flows through the VBUS line from
the side of the image pickup apparatus 100, which is the
host machine, to the side of the recording device 400,
which is the external device. The current detecting unit
14b is configured with a power switch IC, or an A/D con-
version circuit or the like. The current detecting unit 14b
monitors the maximum acceptable current value 500mA
during normal operation and the maximum acceptable
current value 500PA when switched to the suspend state,
and thus is able to check whether or not a switch has
been made to the suspend state in accordance with USB
standards. Reference numeral 14c is a bypass condens-
er for the VBUS line. When forming a USB connection,
power is supplied to the side of the recording device 400,
which is the external device.
[0049] Reference numerals 14d and 14e are pull-down
resistors. The USB standards prescribe that the D+ and
D- lines are pulled down on the host machine side. Ref-
erence numerals 14f and 14g are input/output buffers.
Reference numeral 500 is a USB cable. Here, an exam-
ple is shown of communications via a wired USB con-
nection. As described above, the recording device 400
is configured with the connector 401, the control unit 402,
the magnetic disk 403, and the like. The detailed config-
uration of the control unit 402 is described below.
[0050] Reference numeral 402a is a device controller
for realizing the function of the external device connected
via the USB connection. The device controller 402a has
a function to observe communications from the image
pickup apparatus 100, and respond to a request from the
image pickup apparatus 100. Reference numeral 402b
indicates a pull-up control unit, and has a function to pull
up a pull-up resistor 402d via the VBUS or with self-power
(AC power). Reference numeral 402c is a bypass con-
denser for stabilizing the power supplied from the side
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of the image pickup apparatus 100, which is the host
machine, through the VBUS line. Reference numerals
402e and 402f are input/output buffers.
[0051] Below is a description of a sequence for con-
trolling the image pickup apparatus 100 with the config-
uration shown in FIGS. 1 and 2, given as an embodiment
of the present invention.
[0052] FIG. 3 shows the sequence of the image shoot-
ing operation. First, in Step S301, a branch process is
performed of whether or not the shutter switch SW1 has
been pressed, and if it has been pressed, the sequence
advances to Step S302, and exposure and focusing proc-
esses are performed. However, if the shutter switch SW1
has not been pressed, the sequence moves to Sequence
A. Sequence A is described below.
[0053] After the exposure and focusing processes in
Step S302 are finished, the sequence then advances to
Step S303, where a branch process is performed on
whether or not the shutter switch SW2 has been pressed.
If it has been pressed, the sequence advances to Step
S305, and moves to an image shooting process. On the
other hand, if the shutter switch SW2 has not been
pressed, again a check is performed of whether the shut-
ter switch SW1 is pressed in Step S304. If the shutter
switch SW1 has been pressed, the sequence returns to
Step S302 and the exposure and focusing processes are
performed again, and if the shutter switch SW1 has not
been pressed, the sequence moves to Sequence A.
[0054] When the shutter switch SW2 has been pressed
in Step S303, the sequence advances to Step S305, im-
age shooting is performed. After the image shooting proc-
ess in Step S305 finishes, the sequence advances to
Step S306. When a quick review setting has been set by
a flag, the shot image is displayed on the display unit 8
with the process in Step S307. If a quick review setting
has not been set, Step S307 is skipped. Settings for
whether or not there is a quick review, continuous display
time of the quick review, and the like can be set in the
digital camera, which is the image pickup apparatus 100.
[0055] In Step S308, the image data shot in Step S305
is recorded to the recording medium designated by the
recording medium selection circuit 26 in FIG. 1. Below,
it is assumed that the magnetic disk 403 of the recording
device 400 connected externally with the USB connec-
tion has been selected.
[0056] Next, when a check is performed of whether the
shutter switch SW2 is pressed in Step S309, and in Step
S311 it has been confirmed that continuous shooting op-
eration is designated, the sequence again returns to Step
S302, where the exposure and focusing processes are
performed. However, when continuous shooting opera-
tion is not designated in Step S311, the sequence returns
to Step S309, and a check is performed of whether the
shutter switch SW2 has been released. When the shutter
switch SW2 has been released, the sequence advances
to Step S310, and again a check is performed of whether
or not the shutter switch SW1 is pressed. In this case,
when the shutter switch SW1 is being pressed, the se-

quence returns to the exposure and focusing processes
of Step S302, and the same process is performed. How-
ever, when the shutter switch SW1 is not being pressed,
the sequence moves to Sequence A.
[0057] Next is a description of Sequence A shown in
FIGS. 4A and 4B. This sequence is an example in which
when there is no image shooting operation or image play-
back in the image pickup apparatus 100 for a predeter-
mined time, the image pickup apparatus switches to the
suspend state.
[0058] First, in FIG. 4A, when the shutter switch SW1
for the image shooting operation is not pressed, or when
a playback button for the image playback operation is
not pressed, the timer circuit 31 is started in order to
measure a predetermined time as indicated in Step S401.
[0059] When the shutter switch SW1 has been pressed
or when the playback button for image playback has been
pressed during measurement of the predetermined time,
this is detected in Step S402 or Step S403, and a branch
process is performed such that it is possible to move to
each process. In Step S404, a check is performed of
whether or not the predetermined time has passed, and
after the predetermined time has passed, a check is per-
formed of whether or not the connected recording device
400 (here, the magnetic disk 403) has completed a sus-
pend check.
[0060] That is, first, in Step S405, a flag (N_CHK) is
initialized that indicates that the magnetic disk 403 of the
recording device 400, which is the external device con-
nected with the USB connection, has completed a check
of whether suspend conditions are satisfied. Next, the
sequence advances to Step S406, where a check is per-
formed of whether or not the suspend check is complete.
Here, information of whether or not the recording device
400, which is the external device connected with the USB
connection, is compatible with the suspend state is stored
in the non-volatile memory 24 in the image pickup appa-
ratus 100 along with an identification number for the re-
cording device 400.
[0061] The identification number referred to here is ob-
tained when acquiring device information in Step S1101
of the sequence performed when the recording device
400 has been connected with the USB connection,
shown in FIG. 11. The USB connection includes a pro-
cedure that acquires information referred to as a descrip-
tor of the external device when enumeration is performed
when making the connection. The descriptor includes a
large amount of information relating to the external device
such as the name of the device manufacturer and a serial
number of the device.
[0062] Accordingly, by storing whether each recording
device 400 is suspendable or non-suspendable in the
non-volatile memory 24, it is possible to check whether
or not the suspend check has been performed. Thus, it
is possible to omit second and subsequent instances of
the suspend check. Of course, it is also possible to exe-
cute the suspend check every time a USB connection is
formed in order to increase reliability. With respect to an
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external device that has been connected for the first time,
in Step S408 the N_CHK flag is established and the fact
that the suspend check of whether or not the device is
suspendable has not been performed is stored. Next, in
FIG. 4B, when the suspend check has previously been
performed, a check is performed of whether or not that
external device is suspendable in Step S407. When the
external device is suspendable, the sequence advances
to Step S409, and moves to processing for switching to
the suspend state. However, with respect to an external
device that is non-suspendable, in Steps S414 and S415
a check is performed of whether or not there is no image
shooting operation or image playback operation. Accord-
ingly, when the shutter switch SW1 or the playback button
has been pressed, the sequence moves to Sequence B
for processing that corresponds to the shutter switch
SW1 or Sequence C for processing that corresponds to
the playback button.
[0063] Here, with respect to a non-suspendable exter-
nal device, no particular processing is performed, but
when power consumption is excessively large, it is effec-
tive to display a warning prompting the user that the ex-
ternal device cannot be used, or to limit usable external
devices. The details of processing to switch to the sus-
pend state will be given below.
[0064] After switching to the suspend state in Step
S409, a check is performed in Steps S410 and S411 of
whether or not there is an image shooting operation or
an image playback operation in the image pickup appa-
ratus 100. When there has been an operation the se-
quence moves respectively to a resume process in Steps
S412 and S413 in order to recover from the suspend
state to the ordinary state. The details of the resume proc-
ess will be given below.
[0065] Next is a description of the sequence to switch
to the suspend state shown in FIG. 5. In the full/high
speed USB standards, it is prescribed to switch to the
suspend state when no packets have reached the device
side from the host machine of the USB connection in a
time interval of three milliseconds. In the USB standards,
the current value consumable from the VBUS during nor-
mal operation is 500mA, and during the standby state is
500PA. (However, with respect to a self-powered device,
the current value consumable from the VBUS during nor-
mal operation is 100mA, and during the standby state is
100PA.) The function of the host controller 14a of the
USB connection shown in FIG. 2 is provided with a func-
tion to transmit SOF (start-of-frame) packets at particular
intervals such that there is not an unintentional switch to
the suspend state. Conversely, by halting transmission
of SOF packets, it is possible to switch the bus to the
suspend state.
[0066] Accordingly, in FIG. 5, first in Step S501, trans-
mission of SOF packets is halted. Then, advancing to
Step S502, a branch is performed according to the N_
CHK flag indicating whether or not execution of the sus-
pend check is complete. When the suspend check is
complete there is an escape (return) from this sequence

without doing anything further. When the suspend check
has not yet been performed, the sequence advances to
Step S503, and a timer is started using the timer circuit
31 of FIG. 1 in order to measure the suspend switch time.
Here, as an example, in Step S504 the current value of
the VBUS line is monitored, and a judgment is performed
of whether or not a switch has been made to the suspend
state according to whether or not the current value is not
greater than 500PA in the suspend state.
[0067] For an external device whose current value
does not fall even after passage of a fixed period of time,
the timer is stopped in Step S506 as a time out, and in
Step S507 non-suspendable is recorded in the non-vol-
atile memory 24 in the image pickup apparatus 100. If
the recording device 400 is a non-suspendable device,
in Step S508 the bus is once reset, and after restarting,
the sequence moves to Sequence A.
[0068] For a recording device 400 with respect to which
it could be confirmed that the current value is not greater
than the prescribed value of 500PA in Step S504, the
timer is stopped in Step S509 as a time out. Then, in Step
S510, suspendable is recorded in the non-volatile mem-
ory 24 in the image pickup apparatus 100, and there is
an escape (return) from this sequence. Here, the refer-
ence current value is 500PA, but it is also possible to set
a desired current value in consideration of the power con-
sumption of the overall system of the image pickup ap-
paratus 100.
[0069] FIGS. 6A and 6B are sequence diagrams that
show the resume sequence. Resume means a process
for allowing a bus in the suspend state to recover to the
ordinary state, and by resuming the communications of
the USB connection are resumed. A bus in the suspend
state is set up so that when the host machine sends a
resume signal for 20 milliseconds, the device-side
resumes USB communications within 1 to 15 millisec-
onds. However, when considering a device such as an
HDD as the device connected with the USB connection,
there are some devices for which, even if it is possible
for USB communications to resume within 1 to 15 milli-
seconds, at least a few seconds are required for a mag-
netic disk in a sleep state to resume rotation and enter a
state in which reading or writing is possible. The reason
is that recording devices configured with a HDD often
enter a stopped state when the bus is in the suspend
state, for the sake of energy conservation.
[0070] So, in this sequence, at the same time as check-
ing whether or not the bus can properly recover from the
suspend state to the ordinary state, a measurement is
performed of the recovery time until the magnetic disk
403 of the recording device 400 enters a usable state.
The reason is that startup time is an important factor for
the image pickup apparatus 100, so it is necessary to
adopt a measure such as not using suspend for a device
whose startup time is longer than a predetermined time.
[0071] In FIG. 6A, first, a resume signal is sent for 20
milliseconds in Steps S601 and S602. The resume signal
is a signal with differential 0 in a full/high speed USB
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connection. A differential 0 signal is a signal in which the
D+ line is low and the D- line is high. Next, in Step S603,
a check is performed of whether or not the suspend check
is completed. If the check is completed, the sequence
moves to Step S604, and transmission of the resume
signal is halted. Afterward, in Step S605, transmission
of SOF packets at a fixed interval starts such that the bus
does not reenter the suspend state, and then the se-
quence advances to Steps S606, where the sequence
returns to the main sequence after waiting for a prede-
termined time as a startup wait time for the magnetic disk
403.
[0072] On the other hand, when the suspend check
has not yet been executed in Step S603, the sequence
advances to Step S607 in order to check whether or not
communications of the USB connection have resumed,
and a USB command is issued. Then, in Step S608, the
response to the USB command is viewed, and a check
is performed of whether or not USB communications
have properly recovered. When there is no response
from the external device or the response was not proper,
the sequence advances to Step S616, non-suspendable
is recorded in the non-volatile memory 24 in the image
pickup apparatus 100, and in Step S617 suspend check
complete is also recorded. Afterward, in Step S618 the
USB bus is reset so that communications of the USB
connection are allowed to resume.
[0073] On the other hand, when there was a response
from the external device in Step S608, this indicates that
communications of the USB connection have properly
recovered. So, in order to measure the time until the mag-
netic disk 403 returns to a state in which reading and
writing is possible, the timer circuit 31 is started in Step
S609 in FIG. 6B. Next, in Step S610, a magnetic disk
command is issued, and in Step S611 the response of
the recording device 400 is checked. When there is a
response from the recording device 400, the timer oper-
ation is stopped in Step S612, and the measurement time
is stored. When there is a response from the recording
device 400 and the recovery time is within the predeter-
mined time in Step S613, in Steps S614 and S615 the
fact that the recording device 400 is suspendable is re-
corded in the non-volatile memory 24 in the image pickup
apparatus 100. Further, it is recorded that the suspend
check is completed.
[0074] Conversely, when recovery was not accom-
plished within the predetermined time, in Step S620, it is
recorded that the recording device 400 is non-suspend-
able in the non-volatile memory 24 of the image pickup
apparatus 100. Here as well, in Step S621, it is recorded
that the suspend check is completed. Then, in Step S622,
the USB bus is reset in order to restart the bus. When,
in previous Step S611, there was no response from the
recording device 400 or there was not a proper response,
the time out is referenced in Step S619. If within the time
out time, in Step S623, a predetermined time is waited
for the recording device 400 to be able to start up, the
sequence again moves to Step S610, and a magnetic

disk command is issued. When the time out time of Step
S619 was exceeded, the sequence moves to Step S620
and the same processing as described above is per-
formed.
[0075] FIG. 7 shows Sequence C. This sequence is
for playback of image data saved when the playback but-
ton was pressed. When the playback button is pressed,
in Step S701, the most recently shot image is, for exam-
ple, displayed on the image display unit 8. Next, when
there was operation of an operating member of an arrow
key or the like this is detected in Step S702. In Step S703,
the image data can be selected with an arrow key, and
returning to Step S701, the selected image data is dis-
played. Here, an arrow key is given as an example of the
operating member, but the operating member is not lim-
ited to being an arrow key. When there is not operation
of an arrow key, and in Step S704, it is detected that the
playback button has been repressed, the sequence ad-
vances to Step S705, display of image displayed at that
time is switched off, and the sequence returns to Se-
quence A. Although not shown here, when the shutter
switch SW1 has been pressed, there is recovery from
the image playback sequence at a desired timing, and
then processing shifts to the image shooting sequence.
[0076] <Embodiment 2>
In the suspend state, power consumption is greatly sup-
pressed, and so application of suspend is a great advan-
tage to the image pickup apparatus 100, which uses bat-
teries for power. However, in the case of a device such
as an HDD (magnetic disk), there are some devices that
require several seconds until the HDD can read or write
when resuming. This may affect the timing of image
shooting immediately after the suspend recovery time.
So, a configuration is adopted in which it is possible for
the user to select whether or not the suspend function
will be activated with a menu screen or the like in the
image pickup apparatus 100, using the operating unit 28
of the image pickup apparatus 100.
[0077] That is, irrespective of the performance and
function of the recording device 400 connected with the
USB connection, it is possible to set the suspend function
to be active or inactive. Thus, low power consumption is
emphasized when the suspend function is activated, and
responsiveness is emphasized when the suspend func-
tion is inactivated. The menu screen in such a case is,
for example, shown in FIG. 8.
[0078] FIGS. 9A and 9B show a sequence performed
when the USB suspend function is set to ON or OFF with
the menu screen in FIG. 8. In Step S906 in FIG. 9A, a
check is performed of whether the USB suspend function
is set to ON or OFF with the menu screen, thus providing
a branch. When the USB suspend function is set to ON,
as shown in FIGS. 9A, the same sequence as described
in FIG. 4A is executed, and when the USB suspend func-
tion is set to OFF, the image pickup apparatus 100 waits
in the ordinary state without using the suspend function
even when there is not operation of the image pickup
apparatus 100. Other states are the same as described
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with reference to FIG. 4A, and so here they are shown
in the sequence but a description is omitted.
[0079] Also, as shown in FIG. 10, it is possible to set
the acceptable recovery time, which is an acceptable val-
ue for the time to recover when resuming, from a menu
screen or the like. The total of the recovery time pre-
scribed to be within 20 milliseconds in the USB connec-
tion standards, and the time until the magnetic disk of
the HDD reaches a state in which reading and writing are
possible, greatly affects the responsiveness of the image
pickup apparatus 100. Thus, due to an acceptable re-
covery time being set as desired by the user, shutter re-
lease timing is not overlooked and thus it is possible to
further improve usability.
[0080] In the above description, a digital camera was
described as an example of the image pickup apparatus
used as an electronic device, when a battery operated
electronic device is used as the host machine, of course
the present invention can be effectively applied in a USB
connection between various types of electronic devices,
and is not limited to digital cameras.
[0081] <Other Embodiments>
The object of the invention is also realized by supplying
a system or an apparatus with a storage medium (or re-
cording medium) on which program code realizing the
functions of the aforementioned embodiments has been
recorded, a computer (or a CPU or MPU) of that system
or apparatus reading and executing the program code
stored on that storage medium. In this case, the program
code itself read from the storage medium realizes the
functions of the aforementioned embodiments, and the
present invention is configured from the storage medium
on which that program code is stored. Also, the functions
of the aforementioned embodiments are realized by ex-
ecuting the program code read by the computer. Further,
the present invention encompasses a case in which an
operating system (OS) operating on the computer or the
like executes part or all of the actual processes based
on the instructions of that program code, and the func-
tions of the aforementioned embodiments are realized
by those processes.
[0082] Further, the present invention encompasses a
case in which the program code read from the storage
medium may be written to a memory provided in a func-
tion expansion card inserted in the computer or a function
expansion unit connected to the computer, and after the
program is written to the memory, based on the instruc-
tions of that program code, a CPU or the like provided in
that function expansion card or function expansion unit
performs part or all of the actual processes, and the func-
tions of the embodiments described above are realized
by those processes.
[0083] When the present invention is applied to the
above storage medium, program code corresponding to
the flowcharts described above is stored on that storage
medium.
[0084] While the present invention has been described
with reference to exemplary embodiments, it is to be un-

derstood that the invention is not limited to the disclosed
exemplary embodiments. The scope of the following
claims is to be accorded the broadest interpretation so
as to encompass all such modifications and equivalent
structures and functions.

Claims

1. An electronic device (100) comprising:

connection means (16, 500) configured to con-
nect an external device (400) to the electronic
device;
power supply means (302,17) configured to sup-
ply power to the external device via the connec-
tion means; characterized in further
comprising :

judgment means (14b) configured to judge
whether or not the external device connect-
ed to the connection means satisfies a pre-
determined condition related to a low power
consumption state; and
control means (14a) configured, if the judg-
ment means judges that the predetermined
condition is satisfied, to control the power
supply means so as to allow the external
device to switch to the low power consump-
tion state.

2. The electronic device according to claim 1,
wherein
the predetermined condition is that at least any one
of the time for the connected external device to
switch to the low power consumption state, the time
for recovery from the low power consumption state,
and the power consumption in the low power con-
sumption state, is not more than a predetermined
value.

3. The electronic device according to claim 1,
wherein
irrespective of the results of the judgment, it is pos-
sible to prohibit the connected external device from
switching to the low power consumption state.

4. The electronic device according to any preceding
claim, wherein
the electronic device is an image pickup apparatus.

5. The electronic device according to any receding
claim, wherein
the connected external device is a disk recording
device.

6. The electronic device according to any preceding
claim, wherein
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the connection means connects the external device
in accordance with USB standards.

7. The electronic device according to any preceding
claim, wherein
the electronic device is battery operated.

8. A method for an electronic device (100) to control an
external device (400), the method comprising:

a connection step arranged to connect an exter-
nal device to the electronic device;
a power supply step arranged to supply power
to the external device connected in the connec-
tion step; characterized in further comprising :

a judgment step (S406) arranged to judge
whether or not the external device connect-
ed in the connection step satisfies a prede-
termined condition related to a low power
consumption state; and
a control step (S409), if it is judged in the
judgment step that the predetermined con-
dition is satisfied, arranged to control the
supply of power so as to allow the external
device to switch to the low power consump-
tion state.

9. The method for controlling an external device with
an electronic device according to claim 8, wherein
the predetermined condition is that at least any one
of the time for the connected external device to
switch to the low power consumption state, the time
for recovery from the low power consumption state,
and the power consumption in the low power con-
sumption state, is not more than a predetermined
value.

10. The method for controlling an external device with
an electronic device according to claim 8 or 9, where-
in
irrespective of the results of the judgment, it is pos-
sible to prohibit the connected external device from
switching to the low power consumption state.

11. The method for controlling an external device with
an electronic device according to claim 8, 9 or 10,
wherein
the electronic device is an image pickup apparatus.

12. The method for controlling an external device with
an electronic device according to claim 8, 9 or 10
wherein
the electronic device is an image pickup apparatus,
and
the connected external device is a disk recording
device.

13. The method for controlling an external device with
an electronic device according to any one of claims
8 to 12, wherein
in the connection step, the external device is con-
nected in accordance with USB standards.

14. The method for controlling an external device with
an electronic device according to any one of claims
8 to 13, wherein
the electronic device is battery powered.

15. A program which when loaded into a programmable
electronic device and executed performs a method
as claimed in any one of claims 8 to 14.

16. A machine-readable storage device storing a pro-
gram as claimed in claim 15.

Patentansprüche

1. Elektronische Vorrichtung (100), umfassend:

eine Verbindungseinrichtung (16, 500), konfigu-
riert zum Verbinden einer externen Vorrichtung
(400) mit der elektronischen Vorrichtung; und
eine Energiezuführeinrichtung (302, 17), konfi-
guriert zum Zuführen von Energie zur externen
Vorrichtung über die Verbindungseinrichtung;
gekennzeichnet dadurch, dass sie weiterhin
umfasst:

eine Beurteilungseinrichtung (14b), konfi-
guriert zum Beurteilen, ob die mit der Ver-
bindungseinrichtung verbundene externe
Vorrichtung eine vorbestimmte Bedingung
in Bezug auf einen Zustand geringer Lei-
stungsaufnahme erfüllt oder nicht; und
eine Steuereinrichtung (14a), konfiguriert,
um, falls die Beurteilungseinrichtung beur-
teilt, dass die vorbestimmte Bedingung er-
füllt ist, die Energiezuführeinrichtung so zu
steuern, dass der externen Vorrichtung er-
laubt wird, in den Zustand geringer Lei-
stungsaufnahme zu schalten.

2. Elektronische Vorrichtung nach Anspruch 1,
wobei die vorbestimmte Bedingung darin besteht,
dass zumindest eine der folgenden Größen:

Zeit für die verbundene externe Vorrichtung zum
Umschalten in den Zustand geringer Leistungs-
aufnahme,
Zeit zur Rückkehr aus dem Zustand geringer
Leistungsaufnahme, und
Leistungsaufnahme im Zustand geringer Lei-
stungsaufnahme,
nicht mehr als ein vorbestimmter Wert ist.
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3. Elektronische Vorrichtung nach Anspruch 1,
wobei unabhängig vom Beurteilungsergebnis die
Möglichkeit besteht, die verbundene externe Vor-
richtung daran zu hindern, in den Zustand geringer
Leistungsaufnahme zu schalten.

4. Elektronische Vorrichtung nach einem vorhergehen-
den Anspruch,
wobei die elektronische Vorrichtung eine Bildauf-
nahmeapparatur ist.

5. Elektronische Vorrichtung nach einem vorhergehen-
den Anspruch,
wobei die verbundene externe Vorrichtung eine Plat-
tenaufnahmevorrichtung ist.

6. Elektronische Vorrichtung nach einem vorhergehen-
den Anspruch,
wobei die Verbindungseinrichtung die externe Vor-
richtung entsprechend der USB-Norm verbindet.

7. Elektronische Vorrichtung nach einem vorhergehen-
den Anspruch,
wobei die elektronische Vorrichtung batteriebetrie-
ben ist.

8. Verfahren für eine elektronische Vorrichtung (100)
zum Steuern einer externen Vorrichtung (400), um-
fassend:

einen Verbindungsschritt, ausgebildet zum Ver-
binden einer externen Vorrichtung mit der elek-
tronischen Vorrichtung; und
einen Energiezuführschritt, ausgebildet zum
Zuführen von Energie zur im Verbindungsschritt
verbundenen externen Vorrichtung;
dadurch gekennzeichnet, dass es weiterhin
umfasst:
einen Beurteilungsschritt (S406), ausgebildet
zum Beurteilen, ob die im Verbindungsschritt
verbundene externe Vorrichtung eine vorbe-
stimmte Bedingung in Bezug auf einen Zustand
geringer Leistungsaufnahme erfüllt oder nicht;
und
einen Steuerschritt (S409), ausgebildet, um,
falls im Beurteilungsschritt beurteilt wird, dass
die vorbestimmte Bedingung erfüllt ist, die En-
ergiezufuhr derart zu steuern, dass der externen
Vorrichtung erlaubt wird, in den Zustand gerin-
ger Leistungsaufnahme zu schalten.

9. Verfahren zum Steuern einer externen Vorrichtung
mit einer elektronischen Vorrichtung nach Anspruch
8,
wobei die vorbestimmte Bedingung darin besteht,
dass zumindest eine der folgenden Größen:

Zeit für die verbundene externe Vorrichtung zum

Umschalten in den Zustand geringer Leistungs-
aufnahme,
Zeit zur Rückkehr aus dem Zustand geringer
Leistungsaufnahme, und
Leistungsaufnahme im Zustand geringer Lei-
stungsaufnahme, nicht mehr als ein vorbe-
stimmter Wert ist.

10. Verfahren zum Steuern einer externen Vorrichtung
mit einer elektronischen Vorrichtung nach Anspruch
8 oder 9,
wobei unabhängig vom Beurteilungsergebnis die
Möglichkeit besteht, die verbundene externe Vor-
richtung daran zu hindern, in den Zustand geringer
Leistungsaufnahme zu schalten.

11. Verfahren zum Steuern einer externen Vorrichtung
mit einer elektronischen Vorrichtung nach Anspruch
8, 9 oder 10,
wobei die elektronische Vorrichtung eine Bildauf-
nahmeapparatur ist.

12. Verfahren zum Steuern einer externen Vorrichtung
mit einer elektronischen Vorrichtung nach Anspruch
8, 9 oder 10, wobei die elektronische Vorrichtung
eine Bildaufnahmeapparatur ist und die verbundene
externe Vorrichtung eine Plattenaufnahmevorrich-
tung ist.

13. Verfahren zum Steuern einer externen Vorrichtung
mit einer elektronischen Vorrichtung nach einem der
Ansprüche 8 bis 12,
wobei im Verbindungsschritt die externe Vorrichtung
entsprechend der USB-Norm verbunden wird.

14. Verfahren zum Steuern einer externen Vorrichtung
mit einer elektronischen Vorrichtung nach einem der
Ansprüche 8 bis 13,
wobei die elektronische Vorrichtung batteriebetrie-
ben ist.

15. Programm, welches, wenn es in eine programmier-
bare elektronische Vorrichtung geladen und ausge-
führt wird, ein Verfahren nach einem der Ansprüche
8 bis 14 durchführt.

16. Maschinenlesbare Speichervorrichtung, die ein Pro-
gramm nach Anspruch 15 speichert.

Revendications

1. Dispositif électronique (100), comprenant :

des moyens de connexion (16, 500) configurés
de façon à connecter un dispositif extérieur
(400) au dispositif électronique ;
des moyens d’alimentation (302, 17) configurés
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de façon à délivrer une alimentation au dispositif
extérieur par l’intermédiaire des moyens de
connexion ; caractérisé en ce qu’il comprend
en outre :

des moyens d’estimation (14b) configurés
de façon à estimer si oui ou non le dispositif
extérieur connecté aux moyens de con-
nexion satisfait à une condition prédétermi-
née associée à un état de faible consom-
mation d’énergie ; et
des moyens de commande (14a) configu-
rés, si les moyens d’estimation estiment
que la condition prédéterminée est satisfai-
te, de façon à commander les moyens d’ali-
mentation afin de permettre au dispositif ex-
térieur d’effectuer une commutation à l’état
de faible consommation d’énergie.

2. Dispositif électronique selon la revendication 1, dans
lequel :

la condition prédéterminée est qu’au moins l’un
quelconque parmi le temps pour que le dispositif
extérieur connecté effectue une commutation à
l’état de faible consommation d’énergie, le
temps de récupération à partir de l’état de faible
consommation d’énergie et la consommation
d’énergie dans l’état de faible consommation
d’énergie, n’est pas supérieur à une valeur pré-
déterminée.

3. Dispositif électronique selon la revendication 1, dans
lequel :

quels que soient les résultats de l’estimation, il
est possible d’empêcher le dispositif extérieur
connecté d’effectuer une commutation à l’état
de faible consommation d’énergie.

4. Dispositif électronique selon l’une quelconque des
revendications précédentes, dans lequel :

le dispositif électronique est un appareil de prise
d’image.

5. Dispositif électronique selon l’une quelconque des
revendications précédentes, dans lequel :

le dispositif extérieur connecté est un dispositif
d’enregistrement de disque.

6. Dispositif électronique selon l’une quelconque des
revendications précédentes, dans lequel :

les moyens de connexion connectent le dispo-
sitif extérieur selon des normes USB.

7. Dispositif électronique selon l’une quelconque des
revendications précédentes, dans lequel :

le dispositif électronique est alimenté par pile ou
batterie.

8. Procédé pour qu’un dispositif électronique (100)
commande un dispositif extérieur (400), le procédé
comprenant :

une étape de connexion configurée de façon à
connecter un dispositif extérieur au dispositif
électronique ;
une étape d’alimentation configurée de façon à
délivrer une alimentation au dispositif extérieur
connecté lors de l’étape de connexion ;
caractérisé en ce qu’il comprend en outre :

une étape d’estimation (S406) configurée
de façon à estimer si oui ou non le dispositif
extérieur connecté lors de l’étape de con-
nexion satisfait à une condition prédétermi-
née associée à un état de faible consom-
mation d’énergie ; et
une étape de commande (S409), s’il est es-
timé lors de l’étape d’estimation que la con-
dition prédéterminée est satisfaite, configu-
rée de façon à commander l’apport d’une
alimentation de façon à permettre au dispo-
sitif extérieur d’effectuer une commutation
à l’état de faible consommation d’énergie.

9. Procédé pour commander un dispositif extérieur
avec un dispositif électronique selon la revendication
8, dans lequel :

la condition prédéterminée est qu’au moins l’un
quelconque parmi le temps pour que le dispositif
extérieur connecté effectue une commutation à
l’état de faible consommation d’énergie, le
temps de récupération à partir de l’état de faible
consommation d’énergie et la consommation
d’énergie dans l’état de faible consommation
d’énergie, n’est pas supérieur à une valeur pré-
déterminée.

10. Procédé pour commander un dispositif extérieur
avec un dispositif électronique selon la revendication
8 ou 9, dans lequel :

quels que soient les résultats de l’estimation, il
est possible d’empêcher le dispositif extérieur
connecté d’effectuer une commutation à l’état
de faible consommation d’énergie.

11. Procédé pour commander un dispositif extérieur
avec un dispositif électronique selon la revendication
8, 9 ou 10, dans lequel :
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le dispositif électronique est un appareil de prise
d’image.

12. Procédé pour commander un dispositif extérieur
avec un dispositif électronique selon la revendication
8, 9 ou 10, dans lequel :

le dispositif électronique est un appareil de prise
d’image, et
le dispositif extérieur connecté est un dispositif
d’enregistrement de disque.

13. Procédé pour commander un dispositif extérieur
avec un dispositif électronique selon l’une quelcon-
que des revendications 8 à 12, dans lequel :

lors de l’étape de connexion, le dispositif exté-
rieur est connecté selon des normes USB.

14. Procédé pour commander un dispositif extérieur
avec un dispositif électronique selon l’une quelcon-
que des revendications 8 à 13, dans lequel :

le dispositif électronique est alimenté par pile ou
batterie.

15. Programme, qui, lorsqu’il est chargé dans un dispo-
sitif électronique programmable et exécuté, effectue
un procédé selon l’une quelconque des revendica-
tions 8 à 14.

16. Dispositif de mémorisation lisible par une machine,
mémorisant un programme selon la revendication
15.
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