
J  
Europaisches  Patentamt 

European  Patent  Office 

Office  europeen  des  brevets 

0  3 3 4   5 7 5  

A 2  
CO  Publication  number: 

EUROPEAN  PATENT  A P P L I C A T I O N  

©  mt.ci.<:H01B  11 /02  @  Application  number:  89302722.7 

®  Date  of  filing:  20.03.89 

Applicant:  AMERICAN  TELEPHONE  AND 
TELEGRAPH  COMPANY 
550  Madison  Avenue 
NewYork,NY10022(US) 

Inventor:  Friesen,  Harold  Wayne 
1533  Bend  Creek  Court 
Dunwoody  Georgia  30338(US) 
Inventor:  Nutt,  Wendell  Glenn 
5060  Vernon  Springs  Drive 
Dunwoody  Georgia  30338(US) 

<g>  Priority:  21.03.88  US  170500 

©  Date  of  publication  of  application: 
27.09.89  Bulletin  89/39 

©  Designated  Contracting  States: 
CH  DE  ES  FR  GB  IT  LI  NL  SE 

Representative:  Johnston,  Kenneth  Graham  et 
al 
AT&T  (UK)  LTD.  AT&T  Intellectual  Property 
Division  5  Momington  Road 
Woodford  Green  Essex,  IG8  OTU(GB) 

Local  area  network  cabling  arrangement. 

©  A  cable  (20)  which  is  particularly  suited  to  the 
transmission  of  substantially  error-free  data  at  rela- 
tively  high  rates  over  relatively  long  distances  in- 
cludes  at  least  two  pairs  of  individually  insulated 
conductors  (42-42).  The  pairs  of  individually  insu- 
lated  conductors  are  enclosed  in  a  tubular  member 
(51)  comprising  a  plastic  material.  A  metallic  shield 
(54)  may  or  may  not  enclose  the  tubular  member, 
and  in  a  preferred  embodiment,  a  plastic  jacket  (58) 
is  provided.  The  twist  length  of  each  pair  of  insulated 
conductors  does  not  exceed  a  value  equal  to  the CM 

product  of  about  forty  and  the  outer  diameter  of  the 
LO  plastic  insulation.  Further,  the  twist  lengths  among 
f^?the  conductor  pairs  are  varied  in  accordance  with  a 

twist  frequency  scheme  modulated  by  non-uniform 
^increments  of  twist  frequency. 
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LOCAL  AREA  NETWORK  CABLING  ARRANGEMENT 

Computer  equipment  manufacturers  have  adopted 
unbalanced  mode  transmission  and  are  not  prone 
to  retrofit  their  equipment  in  order  to  simplify  the 
interconnection  of  peripherals.  At  the  same  time, 

5  however,  peripheral  connection  arrangements  must 
meet  predetermined  attenuation  and  crosstalk  re- 
quirements. 

To  satisfy  present,  as  well  as  future  needs,  the 
sought-after  cable  should  be  capable  of  suitable 

10  high  frequency  data  transmission.  This  requires  a 
tractable  loss  for  the  distance  to  be  covered,  and 
crosstalk  and  electromagnetic  interference  (EMI) 
performance  that  will  permit  substantially  error-free 
transmission.  Also,  the  cable  must  not  contaminate 

75  the  environment  with  electromagnetic  interference. 
Of  importance  to  the  design  of  local  area  net- 

work  copper  conductor  cables  are  the  speed  and 
the  distances  over  which  data  signals  must  be 
transmitted.  In  the  past,  this  need  has  been  one  for 

20  interconnections  operating  at  data  speeds  up  to  20 
kilobits  per  second  and  over  a  distance  not  ex- 
ceeding  about  150  feet.  This  need  has  been  satis- 
fied  in  the  prior  art  with  single  jacket  cables  which 
may  comprise  a  plurality  of  insulated  conductors 

25  that  are  connected  directly  between  a  computer, 
for  example,  and  receiving  means  such  as  periph- 
eral  equipment. 

In  today's  world,  however,  it  becomes  neces- 
sary  to  transmit  data  signals  at  much  higher 

30  speeds  over  distances  which  may  include  several 
hundreds  of  feet.  Currently,  equipment  is  commer- 
cially  available  that  can  transmit  10  Mbps  data 
signals  for  300  or  400  feet.  Even  at  these  greatly 
increased  distances,  the  transmission  must  be  sub- 

35  stantially  error-free  and  at  relatively  high  rates. 
Further  advances  in  data  rate/distance  capability 
are  becoming  increasingly  difficult  because  of  cros- 
stalk  between  the  pairs  of  commercially  available 
cables. 

40  Often,  this  need  has  been  filled  with  coaxial 
cable  comprising  the  well-known  center  solid  and 
outer  tubular  conductor  separated  by  a  dielectric 
material.  The  use  of  coaxial  cables,  which  inher- 
ently  provide  unbalanced  transmission,  presents 

45  several  problems.  Coaxial  connectors  are  expen- 
sive  and  difficult  to  install  and  connect,  and,  unless 
they  are  well  designed,  installed  and  maintained, 
can  be  the  cause  of  electromagnetic  interference. 
Of  course,  the  use  of  coaxial  cables  does  not 

so  require  components  such  as  transformers  at  each 
end  to  provide  balanced  mode  transmission,  but 
the  size  and  connectorization  of  coaxial  cables 
outweigh  this  advantage. 

Faced  with  this  situation,  customers,  local  area 
network  (LAN)  vendors  and  distribution  system 

Technical  Field 

This  invention  relates  to  a  local  area  network 
cabling  arrangement. 

Background  of  thje  Invention 

Along  with  the  greatly  increased  use  of  com- 
puters  for  offices  and  for  manufacturing  facilities, 
there  has  developed  a  need  for  a  cable  which  may 
be  used  to  connect  peripheral  equipment  to  main- 
frame  computers  and  to  connect  two  or  more  com- 
puters  into  a  common  network.  Of  course,  the 
sought-after  cable  desirably  should  provide  sub- 
stantially  error-free  transmission  at  relatively  high 
rates. 

A  number  of  factors  must  be  considered  to 
arrive  at  a  cable  design  which  is  readily  marketable 
for  such  uses.  The  jacket  of  the  sought-after  cable 
should  exhibit  low  friction  to  enhance  the  pulling  of 
the  cable  into  ducts  or  over  supports.  Also,  the 
cable  should  be  strong,  flexible  and  crush-resistant, 
and  it  should  be  conveniently  packaged  and  not 
unduly  weighty.  Because  the  cable  may  be  used  in 
occupied  building  spaces,  flame,  retardance  also  is 
important. 

The  sought-after  data  transmission  cable 
should  be  low  in  cost.  It  must  be  capable  of  being 
installed  economically  and  be  efficient  in  terms  of 
space  required.  It  is  not  uncommon  for  installation 
costs  of  cables  in  buildings,  which  are  used  for 
interconnection  to  outweigh  the  cable  material 
costs.  Building  cables  should  have  a  relatively 
small  cross-section  inasmuch  as  small  cables  not 
only  enhance  installation  but  are  easier  to  conceal, 
require  less  space  in  ducts  and  troughs  and  wiring 
closets  and  reduce  the  size  of  associated  connec- 
tor  hardware. 

Also  important  to  cost  is  whether  or  not  the 
system  is  arranged  to  provide  transmission  in  what 
is  called  a  balanced  mode.  In  balanced  mode 
transmission,  voltages  and  currents  on  the  conduc- 
tors  of  a  pair  are  equal  in  amplitude  but  opposite  in 
polarity.  This  requires  the  use  of  additional  compo- 
nents,  such  as  transformers,  for  example,  at  end 
points  of  the  cable  between  the  cable  and  logic 
devices,  thereby  increasing  the  cost  of  the  system. 
Oftentimes,  computer  equipment  manufacturers 
have  preferred  the  use  of  systems  characterized  by 
an  unbalanced  mode  to  avoid  investing  in  addi- 
tional  components  for  each  line.  In  an  unbalanced 
mode  transmission  system,  voltages  and  currents 
on  the  conductors  of  a  pair  are  not  characterized 
by  equality  of  amplitude  and  opposition  of  polarity. 
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to  reduce  crosstalk. 
Seemingly,  the  solutions  of  the  prior  art  to  the 

problem  of  providing  a  local  area  network  cabling 
arrangement  which  can  be  used  to  transmit,  for 

5  example,  data  bits  error-free  at  relatively  high  rates 
over  relatively  long  distances  have  not  yet  been 
totally  satisfying.  What  is  needed  and  what  is  not 
provided  by  the  prior  art  is  a  cable  which  is  in- 
expensively  made  and  which  has  crosstalk  levels 

10  which  are  an  order  of  magnitude  lower  than  those 
experienced  with  D-inside  wiring  or  with  other  ec- 
onomically  available  products.  Further,  any  ar- 
rangement  proposed  as  a  solution  to  the  problem 
should  be  one  which  does  not  occupy  an  undue 

75  amount  of  space  and  one  which  facilitates  a  sim- 
plistic  connection  arrangement.  There  is  a  need  to 
provide  cables  that  can  transmit  data  rates  of  many 
megabits  per  second,  error-free,  from  stations  to 
closets  or  between  computer  cabinets  separated 

20  by  comparable  distances  to  main  rooms,  be  readily 
installed,  fit  easily  into  building  architectures,  and 
be  safe  and  durable. 

vendors  began  exploring  alternatives  for  making 
LAN  wiring  more  affordable  and  manageable  while 
still  providing  the  necessary  level  of  transmission 
performance.  Overlooked  by  most  investigators  has 
been  the  unshielded  twisted  pair  long  used  for 
premises  distribution  of  telephone  signals. 

The  unshielded  twisted  pair  has  always  been 
used  for  telephone  transmission  in  the  balanced 
(differential)  mode.  Used  in  this  manner,  the  un- 
shielded  twisted  pair  has  excellent  immunity  to 
interference  whether  from  the  outside  (EMI)  or  from 
signals  on  other  pairs  (crosstalk).  Over  the  past 
several  years,  in  fact,  some  LAN  designers,  have 
come  to  realize  the  latent  transmission  capability  of 
unshielded  twisted  pair  wire.  Especially  noteworthy 
is  the  twisted  pair's  capability  to  transmit  rugged 
quantized  digital  signals  as  compared  to  corruptible 
analog  signals. 

The  limitations  imposed  by  crosstalk,  espe- 
cially  near-end  crosstalk,  on  the  data  rate/distance 
capabilities  of  twisted  pair  cables  are  generally 
recognized.  Hereinafter,  near-end  crosstalk  is  re- 
ferred  to  as  crosstalk.  Often  overlooked  as  a  means 
of  reducing  crosstalk  between  twisted  pairs  is  the 
pair  twist  scheme.  For  instance,  one  recent  speci- 
fication  requires  simply  that  each  pair  be  twisted 
with  a  twist  length  less  than  six  inches.  The  most 
common  treatment  for  crosstalk  is  to  add  shielding 
over  each  twisted  pair  to  confine  its  electric  and 
magnetic  fields.  However,  as  the  electric  and  mag- 
netic  fields  are  confined,  resistance,  capacitance 
and  inductance  all  change,  each  in  such  a  way  as 
to  increase  transmission  loss.  For  instance,  it  is  not 
unusual  to  find  designs  of  shielded  pairs  whose 
attenuation  is  three  times  that  of  similar  unshielded 
pairs.  One  company  markets  a  cable  in  which  each 
pair  of  conductors  is  provided  with  a  shield  and  a 
braid  is  provided  about  the  plurality  of  pairs.  In 
order  to  compensate  for  the  increased  losses,  the 
conductor  insulation  must  be  increased  in  thick- 
ness.  As  a  result,  the  insulated  conductors  are 
bulky,  expensive  and  cannot  be  terminated  with 
conventional  connector  hardware. 

Cable  connectorability  is  very  important  and  is 
more  readily  accomplished  with  twisted  insulated 
conductor  pairs  than  with  any  other  medium.  A 
widely  used  connector  for  insulated  conductors  is 
one  which  is  referred  to  as  a  split  beam  connector. 
Desirably,  the  outer  diameter  of  insulated  conduc- 
tors  of  the  sought-after  cable  is  sufficiently  small  so 
that  the  conductors  can  be  terminated  with  such 
existing  connector  systems. 

The  sought  after  cabling  arrangement  should 
be  one  that  may  be  used  to  replace  the  well  known 
D-inside  wiring  which  comprises  a  plurality  of  twist- 
ed  insulated  conductor  pairs.  The  pairs  are  non- 
shielded  and  are  enclosed  in  a  jacket.  Improved 
pair  isolation  has  long  been  sought  in  such  wiring 

25  Summary  of  the  Invention 

The  foregoing  problems  have  been  overcome 
by  a  cabling  arrangement  of  this  invention  which  is 
capable  of  high  rate  transmission  of  data  streams 

30  at  a  relatively  low  level  of  crosstalk.  A  cabling 
media  which  is  suitable  for  data  transmission  with 
relatively  low  crosstalk  includes  a  first  pair  of  me- 
tallic  conductors,  the  pair  including  two  plastic  in- 
sulated  metallic  conductors  which  are  twisted  to- 

35  gether.  The  media  also  includes  at  least  one  other 
pair  of  metallic  conductors  each  pair  including  two 
plastic  insulated  metallic  conductors  which  are 
twisted  together  and  being  in  relatively  close  prox- 
imity  to  the  first  pair  such  as  being  an  adjacent  pair 

40  in  a  cabling  trough.  The  characterization  of  the 
twisting  is  important  and  relates  to  parameters 
such  as  twist  length  or,  alternatively,  twist  fre- 
quency  which  hereinafter  is  expressed  in  terms  of 
the  number  of  twists  per  foot  of  length.  For  exam- 

45  pie,  a  one  inch  twist  length  equates  to  a  twist 
frequency  of  twelve  twists  per  foot.  Conductors  of 
each-  pair  are  twisted  together  in  accordance  with  a 
twist  frequency  spacing  between  adjacent  pair 
twists  and  such  that  the  twist  length  does  not 

so  exceed  the  product  of  about  forty  and  the  diameter 
of  one  of  the  insulated  conductors  of  the  pair.  Also, 
the  twist  frequency  spacing  is  modulated  with  a 
degree  of  randomization. 

In  another  embodiment  of  this  invention,  which 
55  is  preferred,  a  cable  comprises  a  plurality  of  trans- 

mission  media  each  of  which  includes  a  twisted 
pair  of  individually  insulated  conductors  with  each 
of  the  insulated  conductors  including  a  metallic 
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FIG.  10  is  a  schematic  view  of  a  data  ar- 
rangement  which  includes  a  cable  of  this  invention. 

conductor  and  an  insulation  cover  which  encloses 
the  metallic  conductor.  The  twisting  together  of  the 
conductors  of  each  pair  is  characterized  as  set  out 
hereinbefore  and  the  plurality  of  transmission  me- 
dia  are  enclosed  in  a  sheath  system  which  in  a 
most  simplistic  embodiment  may  be  a  single  jacket 
made  of  a  plastic  material.  The  cable  of  the  pre- 
ferred  embodiment  includes  a  sheath  system  which 
may  or  may  not  include  a  shield  that  protects  the 
cable  against  electromagnetic  interference.  The 
shield  may  be  a  laminate  which  comprises  a  metal- 
lic  material  and  a  plastic  film  and  encloses  the 
plurality  of  transmission  media  which  are  used  for 
data  transmission. 

As  a  result  of  the  physical  separation  of  the 
conductor  pairs  and  the  maintenance  of  the  twist 
configuration  of  each  pair,  crosstalk  performance  is 
improved.  Also,  the  cable  of  this  invention  is  rela- 
tively  easy  to  connect  and  is  relatively  easy  to 
manufacture  and  install. 

Not  only  does  the  twist  length  arrangement 
provide  improved  crosstalk  performance,  but  also  it 
reduces  the  number  of  color  patterns  required  for 
identification  of  the  conductors  in  the  field.  Be- 
cause  of  the  relatively  short  twist  lengths,  the  twist 
in  each  conductor  pair  remains  intact  in  the  end 
portions  of  the  cables  after  the  sheath  system 
along  the  end  portions  has  been  removed. 

5  Detailed  Description 

Referring  now  to  FIG.  1  ,  there  is  shown  a  data 
transmission  cable  which  is  designated  generally 
by  the  numeral  20.  Typically,  the  cable  20  may  be 

10  used  to  network  one  or  more  mainframe  computers 
22-22,  many  personal  computers  23-23,  and  pe- 
ripheral  equipment  24  on  the  same  or  different 
floors  of  a  building  26  (see  FIG.  2).  The  peripheral 
equipment  24  may  include  a  high  speed  printer,  for 

75  example.  Desirably,  the  interconnection  system 
minimizes  interference  on  the  system  in  order  to 
provide  substantially  error-free  transmission. 

The  cable  20  of  this  invention  is  directed  to 
providing  substantially  error-free  data  transmission 

20  in  a  balanced  mode.  A  balanced  mode  prior  art 
transmission  system  which  includes  a  plurality  of 
pairs  of  individually  insulated  conductors  27-27  is 
shown  in  FIG.  3.  Each  pair  of  conductors  27-27  is 
connected  from  a  digital  signal  source  29  through  a 

25  primary  winding  30  of  a  transformer  31  to  a  secon- 
dary  winding  32  which  is  center-tap  grounded.  The 
conductors  are  connected  to  a  winding  33  of  a 
transformer  34  at  the  receiving  end  which  is  also 
center-tap  grounded.  A  winding  35  of  the  trans- 

30  former  34  is  connected  to  a  receiver  36.  With 
regard  to  outside  interference,  whether  it  be  from 
power  induction  or  other  radiated  fields,  the  electric 
currents  cancel  out  at  the  output  end.  If,  for  exam- 
ple,  the  system  should  experience  an  electromag- 

35  netic  interference  spike,  both  conductors  will  be 
affected  equally,  resulting  in  a  null,  with  no  change 
in  the  received  signal.  For  unbalanced  transmis- 
sion,  a  shield  may  minimize  these  currents  but 
cannot  cancel  them. 

40  Computer  equipment  manufacturers  frequently 
have  not  found  it  advisable  to  use  balanced  mode 
transmission,  primarily  because  of  costs.  For  unbal- 
anced  mode  transmission,  it  is  unnecessary  to  con- 
nect  additional  components  such  as  transformers 

45  into  circuit  boards  at  the  ends  of  each  conductor 
pair.  Use  in  an  unbalanced  mode  avoids  the  need 
for  additional  terminus  equipment  and  renders  the 
cable  compatible  with  present  equipment.  However, 
because  of  the  distances  over  which  the  cable  of 

so  this  invention  is  capable  of  transmitting  data  signals 
substantially  error-free  at  relatively  high  rates,  there 
may  be  a  willingness  to  invest  in  the  additional 
components  at  the  ends  of  the  cable  which  are 
required  for  balanced  mode  transmission. 

55  Further,  there  is  a  requirement  that  the  outer 
diameter  of  the  cable  20  not  exceed  a  predeter- 
mined  value  and  that  the  flexibility  of  the  cable  be 
such  that  it  can  be  installed  easily.  The  cable  20 

Brief  Description  of  the  Drawing 

FIG.  1  is  a  perspective  view  of  a  cable  of 
this  invention  for  providing  substantially  error-free 
data  transmission  over  relatively  long  distances; 

FIG.  2  is  an  elevational  view  of  a  building  to 
show  a  mainframe  computer  and  printers  linked  by 
the  cable  of  this  invention; 

FIG.  3  is  a  schematic  view  of  a  pair  of 
insulated  conductors  in  an  arrangement  for  bal- 
anced  mode  transmission; 

FIG.  4  is  a  schematic  view  of  a  data  trans- 
mission  system  which  includes  the  cable  of  this 
invention; 

FIG.  5  is  a  schematic  view  of  two  pairs  of 
insulated  conductors  as  they  appear  in  a  cable  of 
this  invention; 

FIG.  6  is  an  end  view  in  section  of  a  metallic 
conductor  having  dual  layers  of  insulation; 

FIG.  7  is  a  schematic  view  of  a  pair  of 
insulated  conductors  in  a  prior  art  arrangement; 

FIG.  8  is  a  graph  which  depicts  the  relation- 
ship  of  near-end  crosstalk  versus  frequency  for  a 
cable  of  the  prior  art  and  of  a  cable  of  this  inven- 
tion: 

FIG.  9  is  a  schematic  view  of  a  prior  art  data 
cabling  layout;  and 



EP  0  334  575  A2 

ing  overlapped  seam  56.  The  laminate  is  arranged 
so  that  the  plastic  film  faces  outwardly.  In  a  pre- 
ferred  embodiment,  the  thickness  of  the  metallic 
shield  54,  which  typically  is  made  of  aluminum,  is 

5  0.003  cm  whereas  the  thickness  of  the  film  is  0.005 
cm.  A  drain  wire  59,  which  may  be  a  stranded  or  a 
solid  wire,  is  disposed  between  the  shield  54  and 
the  inner  jacket  52.  The  metallic  shield  54  is  en- 
closed  in  an  outer  jacket  58  which  comprises  a 

w  plastic  material  such  as  polyvinyl  chloride,  for  ex- 
ample.  In  a  preferred  embodiment,  the  thickness  of 
the  outer  jacket  58  is  about  0.050  cm. 

In  a  more  simplistic  arrangement,  the  plurality 
of  pairs  of  insulated  conductors  are  enclosed  in  a 

75  single  plastic  jacket.  Of  course,  the  plurality  of 
pairs  may  be  disposed  side  by  side  in  a  wiring 
trough  and  not  be  enclosed  in  a  plastic  jacket. 

Also,  the  materials  for  the  conductor  insulation 
and  the  jacket  or  jackets  are  such  as  to  render  the 

20  cable  flame  and  smoke  retardant.  For  example, 
those  materials  may  be  fluoropolymers. 

The  pairs  of  insulated  conductors  42-42  are 
adjacent  to  one  another  in  a  cable  or  in  a  wiring 
trough,  for  example.  Therein,  the  pairs  are  in  close 

25  proximity  to  one  another  and  protection  against 
crosstalk  must  be  provided. 

The  characterization  of  the  twisting  of  the  con- 
ductors  of  each  pair  is  important  for  the  cable  of 
this  invention  to  provide  substantially  error-free 

30  transmission  at  relatively  higher  rates.  Pair  twists 
and  pair  separation,  which  is  the'distance  between 
conductor  pairs,  are  the  principal  parameters  to  be 
controlled.  Accordingly,  it  becomes  necessary  to 
measure  pair  separation  and  twist  separation.  Cus- 

35  tomarily,  pair  twists  have  been  specified  by  twist 
lengths  of  conductor  pairs  and  twist  separation  by 
the  difference  in  twist  lengths.  Twist  lengths  may 
be  characterized  as  varying  between  5  cm  up  to 
12.7  cm  in  0.25  cm  steps.  As  a  result,  the  percent 

40  difference  in  successive  twist  lengths  at  the  low 
end  of  the  scale  is  about  5%  whereas  that  at  the 
upper  end  of  the  scale  is  about  2%.  Thus,  long 
twist  lengths  are  spaced  closely.  For  the  cable  of 
this  invention,  it  has  been  found  that  the  twist 

45  length  for  each  conductor  pair  should  not  exceed 
the  product  of  about  forty  and  the  outer  diameter  of 
the  insulation  of  one  of  the  conductors  of  the  pair. 
As  should  be  apparent  to  one  skilled  in  the  art,  this 
is  a  relatively  short  twist  length. 

50  It  has  been  found  that  pair  twists  advanta- 
geously  are  specified  by  their  twist  frequency  and 
twist  separation  by  the  difference  in  twist  frequen- 
cy.  Twist  frequency  (TF)  has  the  dimension 
(length)"1  whereas  the  dimension  of  twist  length 

55  (TL)  is,  of  course,  length.  A  twist  length  of  5  cm 
equates  to  a  twist  frequency  of  about  20  twists  per 
meter,  and  the  12.7  cm  twist  length  equates  to 
about  8  twists  per  meter.  For  substantially  error- 

has  a  relatively  small  outer  diameter  and  is  both 
rugged  and  flexible  thereby  overcoming  the  many 
problems  encountered  when  using  a  cable  with 
individually  shielded  pairs.  Typically,  the  cable  20 
includes  between  two  and  twentyfive  pairs  of  in- 
sulated  conductors  and  its  outer  diameter  is  in  the 
range  of  about  0.13  inch  to  2.54  cm. 

Referring  now  to  FIG.  4,  there  is  shown  an 
example  system  40  in  which  the  cable  20  of  this 
invention  is  useful.  In  FIG.  4,  a  transmitting  device 
37  at  one  station  is  connected  along  a  pair  of 
conductors  42-42  of  one  cable  to  an  interconnect 
hub  39  and  then  back  out  along  another  cable  to  a 
receiving  device  41  at  another  station.  A  plurality  of 
the  stations  comprising  transmitting  devices  37-37 
and  receiving  devices  41-41  are  connected  to  the 
interconnect  hub  39  and  then  back  out  along  an- 
other  cable  to  a  receiving  device  41  at  another 
station.  A  plurality  of  the  stations  comprising  trans- 
mitting  devices  37-37  and  receiving  devices  41-41 
may  be  connected  to  the  interconnect  hub  in  what 
is  referred  to  as  a  ring  network.  As  can  be  seen  in 
this  example,  the  conductors  are  routed  from  the 
transmitting  device  at  one  terminal  to  the  hub  39 
and  out  to  the  receiving  device  at  another  termnal, 
thereby  doubling  the  transmission  distance. 

More  particularly,  the  cable  20  of  this  invention 
includes  a  core  45  comprising  a  plurality  of  twisted 
pairs  43-43  of  the  individually  insulated  conductors 
42-42  (see  FIGS.  1  and  5)  which  are  used  for  data 
transmission  Each  of  the  conductors  42-42  in- 
cludes  a  metallic  portion  44  (see  FIG.  5)  and  an 
insulation  cover  46.  In  a  preferred  embodiment 
which  is  shown  in  FIG.  6,  the  insulation  cover 
comprises  an  inner  layer  47  of  cellular  material 
such  as  for  example,  expanded  polyethylene  and 
an  outer  skin  layer  49  of  a  solid  plastic  material 
such  as  a  polyvinyl  chloride  composition.  In  a 
preferred  embodiment,  the  metallic  conductor  is  24 
gauge  copper,  the  thickness  of  the  inner  layer  is 
about  0.013  cm  and  that  of  the  outer  layer  is  about 
0.008  cm. 

In  a  preferred  embodiment,  the  core  45  is 
enclosed  in  a  sheath  system  50  (see  again  FIG.  1). 
The  sheath  system  may  include  a  core  wrap  51 
and  an  inner  jacket  52  which  comprises  a  material 
having  a  relatively  low  dielectric  constant.  In  a 
preferred  embodiment,  the  inner  jacket  52  is  a 
plastic  material,  and  more  particularly,  a  polyvinyl 
chloride  (PVC)  material.  Further,  the  thickness  of 
the  inner  jacket  is  equal  to  the  product  of  about 
0.167  to  1.0  times  the  outer  diameter  (DOD)  of  an 
insulated  conductor  42.  For  example,  a  typical 
DOD  may  be  0.09  cm,  in  which  event  the  jacket 
thickness  is  0.015  cm. 

The  inner  jacket  52  is  enclosed  in  a  laminate 
53  (see  FIG.  1)  comprising  a  metallic  shield  54  and 
a  plastic  film  55  and  having  a  longitudinally  extend- 
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ration  between  pairs. 
Twist  distortion  must  be  considered  and  must 

be  reduced  to  reduce  crosstalk.  Ideally,  a  conduc- 
tor  pair  that  has  four  twists  per  foot  would  forever 

5  be  a  perfect  helix  having  four  turns  per  foot  and,  if 
the  electromagnetic  field  alongside  this  pair  were 
sensed,  a  sine  wave  having  four  cycles  per  foot 
would  be  detected.  But  when,  conductor  pairs  hav- 
ing  customary  twist  lengths  are  assembled  into  a 

io  core,  one  pair  distorts  the  other.  For  instance,  if  a 
conductor  pair  with  three  twists  per  foot  which  is 
adjacent  to  one  with  four  twists  per  foot  is  exam- 
ined,  spectral  components  associated  with  four 
twists  per  foot  are  observed,  and,  to  the  extent  that 

rs  they  exist,  crosstalk  is  produced  as  if  the  adjacent 
pairs  both  had  four  twists  per  foot.  The  relatively 
short  twists  of  this  invention  resist  this  type  of 
distortion. 

Pair  invasion  also  is  an  important  consideration. 
20  The  plurality  of  conductor  pairs  in  the  cable  of  this 

invention  require  more  cross  sectional  space  than 
cables  made  in  the  past  for  exchange  use  in  tele- 
phone  communications.  In  the  prior  art,  seemingly 
it  was  most  desirable  to  cause  adjacent  pairs  to 

25  mesh  together  to  increase  the  density  or  the  num- 
ber  of  pairs  in  as  little  an  area  as  possible.  The 
relatively  short  twist  lengths  and  the  method  by 
which  the  plurality  of  conductor  pairs  are  gathered 
together  to  form  the  core  45  minimizes  the  op- 

30  portunity  for  a  conductor  of  one  pair  to  interlock 
physically  with  a  conductor  of  an  adjacent  pair. 

In  order  to  understand  the  packing  parameter 
and  its  effect  on  crosstalk,  attention  is  directed  now 
to  FIGS.  5  and  7  in  each  of  which  there  is  shown  a 

35  schematic  view  of  two  pairs  of  insulated  conduc- 
tors.  The  conductors  in  FIG.  5  have  already  been 
referred  to  hereinbefore  and  are  designated  by  the 
numerals  42-42  whereas  the  conductors  shown  in 
FIG.  7  depict  a  prior  art  arrangement  and  are 

40  designated  60-60,  The  conductors  of  each  pair  are 
spaced  apart  a  distance  "a"  and  the  centers  of  the 
pairs  spaced  apart  a  distance  "d"  equal  to  twice 
the  distance  "a".  The  crosstalk  between  pairs  is 
proportional  to  the  quantity  a2/d2.  Accordingly,  the 

45  greater  the  distance  "d"  between  the  centers  of  the 
conductor  pairs,  the  less  the  crosstalk. 

As  can  be  seen  in  FIG.  7  which  represents 
some  pair  prior  art  cables,  it  is  commonplace  in 
packed  cores  for  at  least  one  individually  insulated 

50  conductor  60  of  one  pair  to  invade  the  space  of 
another  pair  as  defined  by  a  circumscribing  circle 
64.  On  the  other  hand,  compare  FIG.  5  in  which 
neither  conductor  42  of  one  pair  invades  the  circle- 
circumscribed  space  of  another  pair.  On  the  aver- 

55  age,  along  the  length  of  conductor  pairs  associated 
together  in  the  cable  20,  the  centers  of  the  pairs 
will  be  spaced  apart  the  distance  "d".  This  results 
in  reduced  crosstalk. 

free,  high  speed  data  transmission,  the  conductor 
pairs  that  are  in  close  physical  proximity  should  be 
well  separated  in  twist  characteristic  as  measured 
by  the  twist  frequency  of  each  pair.  That  is,  adja- 
cent  like  pair  twists  may  result  in  unacceptable 
crosstalk. 

Within  a  limited  range  of  pair  twists,  twist  fre- 
quency  more  accurately  measures  twist  separation 
than  does  the  customarily  used  parameter,  twist 
length.  As  disclosed  in  U.S.  patent  4,058,669  which 
issued  on  November  15,  1977  in  the  names  of  W. 
G.  Nut!  and  G.  H.  Webster,  frequency  spacing 
provides  a  crowding  or  close  spacing  of  the  high 
twist  frequencies  but,  advantageously,  wide  spac- 
ing  of  the  low  twist  frequencies. 

In  the  cabling  arrangement  of  this  invention, 
the  twists  are  selected  to  obtain  twist  frequencies 
which  decrease  in  steps  of  0.4  twist  per  meter.  As 
a  result,  ihe  percent  difference  in  twist  frequencies 
at  the  lower  end  of  the  twist  length  or  higher  end  of 
the  twist  frequency  is 

1 . 2 7 - 1 . 2 4  
1.2: 

or  2%  whereas  at  the  lower  value  end  of  the  twist 
frequency,  the  percent  difference  is  about  5.0%. 
Thus,  conductor  pairs  having  high  twist  frequencies 
are  spaced  closely.  This  results  in  improved  cros- 
stalk  performance. 

The  twist  frequency  spacing  may  be  based,  for 
example,  upon  a  precession  length  scheme  of  from 
20  to  51  twists  per  2.3  meters  of  cable  length.  The 
range  of  20-51  twists  is  selected  to  obtain  the 
desired  number  of  discernibly  different  twists,  and 
yet  have  practical  shortest  and  longest  twists.  A 
further  feature  is  that  differences  in  twist  frequency 
have  been  randomized  for  pairs  that  are  proximate. 
That  is,  the  twist  arrangement  is  such  that  the 
increments  of  the  twist  frequency  spacing  are  non- 
uniform.  For  example,  pairs  1,  2,  and  3  have  twist 
frequencies  of  50,  40,  and  29  respectively  which 
give  rise  to  twist  frequency  differences  of  10,  11 
and  21.  Had  the  twist  frequencies  50,  40,  and  30 
been  assigned,  the  twist  frequency  differences 
would  have  been  10,  10  and  20.  Systematic  as 
opposed  to  randomized  differences  in  twist  fre- 
quency  have  proved  to  perform  poorly. 

Advantageously,  the  short  pair  twists  of  the 
conductor  pairs  of  this  invention  reduce  crosstalk 
(1)  by  reducing  the  distortion  of  the  ideal  helix  of  a 
pair  of  a  given  twist  frequency  when  it  is  pressed 
next  to  a  pair  with  a  different  twist  frequency,  and 
(2)  by  reducing  "pair  invasion"  which  is  the  phys- 
ical  interlocking  of  a  conductor  of  one  pair  with  an 
adjacent  pair  thereby  increasing  the  physical  sepa- 
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cause  the  electromagnetic  fields  of  the  conductor 
pairs  of  the  cable  share  space  therebetween,  the 
transmission  losses  are  lower  than  if  the  conductor 
pairs  were  shielded  individually.  The  crosstalk  per- 

5  formance  of  the  cable  20  is  achieved  because  of  a 
relatively  short  twist  length  for  the  conductor  pairs 
in  cooperation  with  the  loose  packing  of  the  con- 
ductor  pairs.  Whereas  the  minimum  power  sum 
near  end  crosstalk  in  dB/Kft  for  four-pair  DIW  can 

w  be  expressed  as  41-15  log  f  where  f  is  frequency 
in  megahertz,  that  for  the  cable  of  this  invention  is 
60-15  log  f  which  is  a  19  dB  improvement.  This  19 
dB  improvement  is  depicted  in  FIG.  8,  wherein  a 
line  designated  by  the  numeral  70  shows  for  a  prior 

75  art  cable  the  relationship  between  near-end  cros- 
stalk  (NEXT)  and  frequency.  A  line  designated  by 
the  numeral  72  depicts  that  same  relationship  for  a 
cable  of  this  invention. 

If  a  pair  of  conductors  is  confined  in  a  metallic 
shield,  the  capacitance  increases,  there  is  no  space 
sharing,  and,  as  in  coaxial  cable,  the  transmission 
loss  is  higher.  The  shield  is  effective  in  terminating 
the  field  that  otherwise  would  extend  out  from  the 
conductors  into  the  shared  space.  As  such  the 
shield  is  very  effective  in  retaining  all  the  elec- 
tromagnetic  .  energy  inside  its  periphery  but  the 
transmission  loss  increases.  Although  there  is  less 
crosstalk  with  a  shielded  pair,  the  signal  attenuation 
is  much  greater.  As  should  be  apparent,  the  con- 
ductor  pairs  in  FIG.  5,  which  are  not  individually 
shielded  share  the  electromagnetic  space  there- 
between,  but  not  the  physical  space  of  each  pair  as 
defined  by  the  circumscribing  circles. 

The  short  twist  length  and  the  method  of  gath- 
ering  together  the  conductor  pairs  effectively  re- 
duces  pair  meshing  and  causes  each  conductor 
pair  to  behave  as  though  disposed  in  and  to  remain 
in  a  cylinder  having  a  diameter  of  twice  the  outer 
diameter  of  an  insulated  conductor.  Although  the 
pairs  of  the  cable  have  shared  space  insofar  as 
electromagnetic  fields  are  concerned,  there  is  little, 
if  any,  sharing  of  the  physical  spaces  defined  by 
the  circumscribing  circles.  As  a  result,  the  trans- 
mission  loss  between  pairs  is  maintained  at  a  low 
level  and  crosstalk  between  pairs  is  acceptable. 

The  absence  of  individual  pair  shielding  over- 
comes  another  objection  to  prior  art  cables.  The 
outer  diameter  of  the  insulation  cover  46  about 
each  metallic  conductor  is  small  enough  so  that  the 
insulated  conductor  can  be  terminated  with  stan- 
dard  connector  hardware. 

The  cable  of  this  invention  also  is  advanta- 
geous  from  the  standpoint  of  the  number  of  colors 
required  for  identifying  the  conductors.  Generally, 
with  the  larger  twist  lengths  customary  in  the  art, 
when  the  sheath  system  is  removed  from  an  end 
portion  of  a  cable,  conductors  of  the  twisted  pairs 
intermix.  For  example,  a  white  colored  conductor  of 
a  blue-white  pair  may  mix  with  a  green  conductor 
of  a  green-white  pair.  As  a  result,  a  larger  number 
of  color  combinations  must  be  used  and  hence 
inventoried  to  insure  that  proper  identification  can 
be  made  upon  removal  of  a  portion  of  the  sheath 
system.  Longer  twist  pairs  are  subject  to  untwisting 
at  splices  which  can  result  in  a  type  of  splicing 
error  called  split  pairs  in  which  a  wire  of  one  pair  is 
mistaken  for  that  of  another  pair  and  two  pairs 
thereby  become  useless. 

On  the  other  hand,  with  the  cable  of  this  inven- 
tion,  the  short  twist  lengths  cause  the  twist  to  be 
maintained  in  the  pairs  even  after  the  sheath  sys- 
tem  is  removed.  As  a  result,  the  numbers  of  colors 
that  need  be  used  is  reduced  significantly. 

It  has  been  found  that  the  losses  experienced 
with  the  above-described  cable  are  less  than  those 
for  a  cable  having  individually  shielded  pairs.  Be- 

20 
Example 

In  one  prior  art  premises  distribution  system  80 
(see  FIG.  9),  twenty  88-88  workstations  were  asso- 

25  ciated  with  each  of  forty  columns  82-82  of  a  build- 
ing  floor  84.  Two  four-pair  DIW  cables  86-86  ex- 
tended  to  each  workstation  88  so  that  a  cabling 
arrangement  89  to  each  column  included  forty, 
four-pair  DIW  type  cables  for  a  total  of  160  conduc- 

30  tor  pairs.  Of  these,  only  about  120  were  usable 
because  the  crosstalk  among  the  pairs  in  a  four- 
pair  DIW  cable  is  so  great  that  only  two  of  the  four 
pairs  can  be  used  for  high  speed  data  transmis- 
sion.  The  cabling  arrangement  89  is  routed  to  a 

35  computer  room  90  where  a  cross-connect  facility 
91  allows  connection  to  a  panel  93  in  a  telephone 
room  92.  The  cost  of  four  pair  DIW  cables  is 
relatively  low,  but  because  of  the  number  of  sepa- 
rate  cables  to  each  column,  the  installation  costs 

40  become  excessive. 
With  the  cabling  arrangement  of  this  invention, 

each  column  82  is  served  by  one  data  feeder  cable 
94  (see  FIG.  10)  which  may  include  as  many  as 
about  forty  pairs  of  insulated  conductors  and  by 

45  one  telephone  feeder  cable  96.  The  data  feeder 
cable  94  is  manufactured  in  accordance  with  this 
invention.  From  the  data  feeder  cable  94  and  the 
telephone  feeder  cable  96  to  each  workstation  88 
extends  a  cable  97  which  include  six  pairs,  two 

so  belted  data  pairs  and  four  telephone  pairs.  As  a 
result,  installation  costs  are  greatly  reduced  and  a 
more  compact  cabling  arrangement  is  achieved. 
The  cornerstone  of  the  arrangement  in  FIG.  10  is 
the  cable  94  which  may  include  as  many  as  fifty 

55  conductor  pairs,  all  of  which  pairs  are  usable  for 
high  speed  data  transmission  because  of  the  re- 
duced  crosstalk  achieved  by  this  invention.  Also,  as 
a  result  of  this  cabling  arrangement,  a  small  con- 
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7.  The  cable  of  claim  6,  wherein  the  pairs  are 
assembled  together  such  that  each  pair  is  disposed 
in  a  circle  having  a  diameter  equal  to  twice  the 
outer  diameter  of  an  insulated  conductor  and  such 
that  the  circle  which  circumscribes  the  cross-sec- 
tional  areas  of  the  conductors  of  each  pair  is  sub- 
stantially  uninterrupted  by  the  circumscribed  circle 
of  any  adjacent  pair. 

8.  The  cable  of  claim  3,  wherein  the  material 
with  which  each  of  the  conductors  is  insulated  and 
the  material  of  the  jacket  is  a  fluoropolymer  ma- 
terial. 

9.  The  cable  of  claim  3,  wherein  said  jacket  is 
an  outer  jacket  and  said  cable  also  includes  an 
inner  jacket  which  is  made  of  a  plastic  material, 
and  a  shield. 

10.  The  cable  of  claim  9,  wherein  the  thickness 
of  the  inner  jacket  is  equal  to  the  product  of  about 
0.167  to  1  and  the  outer  diameter  of  the  insulation 
of  one  of  the  conductors. 

nection  panel  98  in  the  data  room  90  may  be  used. 
It  should  be  understood  that  the  above-de- 

scribed  arrangements  are  simply  illustrative  of  the 
invention.  Other  arrangements  may  be  devised  by 
those  skilled  in  the  art  which  will  embody  the 
principles  of  the  invention  and  fall  within  the  scope 
and  spirit  thereof. 

Claims  10 

1.  A  cabling  media  which  is  suitable  for  data 
transmission  with  relatively  low  crosstalk,  said  ca- 
bling  media  comprising  a  first  pair  of  conductors, 
and  at  least  one  other  pair  of  conductors  being  ?s 
adjacent  to  said  first  pair  said  cabling  media  being 
characterized  in  that 
each  pair  includes  two  plastic-insulated  metallic 
conductors  which  are  twisted  together  in  accor- 
dance  with  a  twist  frequency  spacing  such  that  the  20 
increments  of  the  twist  frequency  spacing  as  be- 
tween  adjacent  pairs  are  non-uniform  and  such  that 
the  twist  length  of  each  pair  does  not  exceed  the 
product  of  about  forty  and  the  outer  diameter  of  an 
insulated  conductor  of  said  each  pair.  25 

2.  The  media  of  claim  1  ,  wherein  said  first  pair 
and  said  at  least  one  other  pair  of  insulated  metal- 
lic  conductors  are  disposed  together  in  a  trough. 

3.  The  cabling  media  of  claim  1  which  is  suit- 
able  for  data  transmission  with  relatively  low  cros-  30 
stalk,  said  cable  including: 
a  plurality  of  pairs  of  conductors,  each  of  said  pairs 
including  two  individually  plastic-insulated  metallic 
conductors  which  are  twisted  together  in  accor- 
dance  with  a  twist  frequency  spacing  among  adja-  35 
cent  pair  twists  such  that  the  twist  length  of  each 
pair  does  not  exceed  the  product  of  about  forty  and 
the  outer  diameter  of  one  of  the  insulated  conduc- 
tors  of  said  each  pair,  said  twist  frequency  spacing 
being  modulated  with  some  degree  of  randomiza-  40 
tion  such  that  the  increments  of  frequency  spacing 
as  among  adjacent  pair  twists  are  non-uniform;  and 
a  jacket  which  is  made  of  a  plastic  material  and 
which  encloses  the  plurality  of  pairs  of  plastic  in- 
sulated  metallic  conductors.  45 

4.  The  cable  of  claim  3,  wherein  each  of  said 
individually  insulated  conductors  is  insulated  with 
dual  layers  of  insulation  comprising  an  inner  layer 
of  cellular  insulation  and  an  outer  layer  of  a  solid 
insulation.  50 

5.  The  cable  of  claim  3,  wherein  each  insulated 
conductor  includes  a  metallic  portion  enclosed  in 
an  insulation  cover  and  the  insulation  cover  of  each 
said  conductor  is  relatively  thin. 

6.  The  cable  of  claim  3,  wherein  the  conductor  55 
pairs  are  packed  loosely  in  a  core  to  minimize  pair 
meshing. 
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