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Description

[0001] The present invention generally relates to wire-
less communication networks. In particular, the inven-
tion relates to modem interfaces used in wireless com-
munication networks.
[0002] ModemInterfaces as used in wireless commu-
nication networks, such as code division multiple access
(CDMA) wireless networks, are commonly used to
transfer data between wired components of the network
and a wireless air interface 38 of the network. Figure 1
illustrates a simplified wireless communication network.
A user terminal 20 is connected to a local exchange 22.
The user terminal 20 transmits data over the local ex-
change 22 through a radio distribution unit (RDU) 24.
[0003] The data sent through the RDU 24 is received
by a modem 28 in a radio carrier station (RCS) 26 prior
to transmission over the air interface 38. The modem
interface 34 takes the data that was transferred over the
local exchange 22 and RDU 24 and converts it into a
format compatible with the transmit circuitry 36 of the
modem 28. The transmit circuitry 36 converts the data
into a format suitable for transmission over the wireless
air interface 38. The data is subsequently transmitted
over the air interface 38 by the base station 30 and re-
ceived by an antenna 42 at a radio network terminal
(RNT) 40. The received signals are processed by the
receive circuitry 32 of the RNT's modem 28. The proc-
essed signals are sent to a modem interface 34 which
converts the signals into a format to be sent to a second
user terminal 46.
[0004] Conversely, data to be sent by the second user
terminal 46 is sent to the modem interface 34 of the RNT
40. The data is processed to be in a format suitable for
the transmit circuitry 32 of the modem 28. The transmit
circuitry 36 converts the processed data into a format
suitable for transfer over the air interface 38. The data
is subsequently transmitted over the air interface 38 us-
ing an antenna 42 and received by the, base station 30.
The received data is processed by the receive circuitry
34 of the base station's modem 28. The processed data
is further processed by the modem interface 34 to be in
a format suitable for transmission through the RDU 24
and local exchange 22. The data is subsequently trans-
ferred through the RDU 24 and local exchange 22 to the
user terminal 20.
[0005] In the past, wireless communication networks
were used primarily to transfer voice signals. However,
the demand for wireless transmission of data is ever in-
creasing. In particular, the demand for transmitting high
data rates, such as those required for integrated serv-
ices digital networks (ISDNs), over wireless networks is
ever increasing. Accordingly, it is desirable to have a
modem interface capable of handling high data rates.

SUMMARY

[0006] A modem interface transfers data between the

high data rate interface and a wireless interface. The
wireless interface has a plurality of parallel data high-
ways. Each data highway has frames with time slots for
transferring data. The plurality of highways outputs data
to the high data rate interface and the wireless interface
in selected time slots. At least one of the data highways
has an input configured to receive data from the high
data rate interface in selected time slots. At least one of
the data highways has an input configured to receive
data from the wireless interface in selected time slots.
A processor controls the transfer of data between the
plurality of highways.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007]

Figure 1 illustrates a wireless communication net-
work.
Figure 2 is a modem interface.
Figure 3 illustrates a wireless communication net-
work carrying integrated services digital network
(ISDN) signals.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

[0008] Figure 2 illustrates a modem interface 56. As
shown in Figure 3, the modem interface 56 is used to
transfer data between a high data rate terminal, such as
an integrated services digital network (ISDN) terminal
60, and a wireless air interface 38. The modem interface
56 may be located on the RNT 40 side of the wireless
air interface as being a component of the RNT 40. Sim-
ilarly the modem interface 56 may be used on the base
station 30 side of the air interface 56, such as within the
RCS 26. The modem interface 56 is preferably located
at both the RNT 40 and RCS 26.
[0009] The modem interface 56 receives data from
the ISDN terminal 60 over a pulse code modulation
(PCM) highway (ISDN PCM highway) 62, preferably at
an El data rate. Conversely, the modem interface 56 al-
so sends data to the ISDN terminal 60 over the ISDN
PCM highway 62. Data transmitted to and from the ISDN
terminal 60 is sent in a 2B + D format. Data is sent over
each of two (2) B channels. Each B channel has a data
rate of 64 kilobits per second. Data is also sent over a
D channel having a data rate of 16 kilobits per second.
The data sent over the D channel is control data, and is
high-level data link controlling (HDLC) encoded.
[0010] HDLC encoding converts data into frames.
Each frame has six (6) fields. Two of these fields are flag
fields which are used for synchronization. They indicate
the start and end of a frame. An address field identifies
the destination for that frame. A control field identifies
the function and purpose of the frame. A data field con-
tains the data for transmission. A circular redundancy
code (CRC) field is used for error detection and correc-
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tion.
[0011] A PCM/ISDN oriented modular (IOM) interface
64 transfers data sent over the ISDN PCM highway 62
in a user/network frame structure into an IOM interface
frame structure. The IOM formatted data is sent on a
PCM highway (IOM PCM highway) 66 in the IOM inter-
face frame structure for use by the modem interface 56.
[0012] To transfer data between the various compo-
nents of the modem interface 56, a multiple data high-
way structure is used, such as three (3) PCM highways
I-III 681 -683 shown in Figure 2. Each PCM highway 681-
683 uses repeating frames having multiple time slots. A
preferred frame would have sixteen (16) time slots num-
bered from zero to fifteen (TS0-TS15). Each preferred
time slot is 6 bits in length. Each PCM highway 681-683
has an associated data rate, such as 2 megabits per
second. For three PCM highways 681-683, each having
a 2 megabit per second data rate, the combined data
rate is 6 megabits per second. Accordingly, multiple
PCM highways 681-683 with lower data rates can be
used to replace a single PCM highway having a much
higher data rate. The multiple PCM highways 681-683
allows the modem interface 56 to utilize PCM highways
681-683 with a standard data rate, such as 2 megabits
per second, and transfer data at a much higher rate,
such as 4, 6 or 8 megabits per second. Using a standard
data rate PCM highway 681-683 simplifies the structure
of the highways 681-683.
[0013] One possible assignment using three (3) PCM
highways 681-683, each having 16 time slots
(TS0-TS15) is as follows. For PCM highway I 681,
TS0-TS15 are all assigned to transferring data to and
from the IOM PCM highway 66 and the PCM highway I
681. A group of read devices 701-70n read data from the
corresponding time slots on PCM highway I 681 and a
corresponding group of write devices 721-72n write that
read data onto the IOM PCM highway 66. Conversely,
a group of read devices 741-74n read data from,the IOM
PCM highway 66 and a corresponding group of write
devices 761-76n write that data onto the corresponding
slots on PCM highway I 681.
[0014] PCM highway II 682 is used to transfer data to
and from the digital signal processor (DSP) 78, such as
a 720 series Texas Instrument DSP, using TS0-TS7. Da-
ta is read from the PCM highway II 682 using a group of
read devices 801-80n. The read data is buffered by a
group of buffers 841-84n and then sent to the DSP 78.
The DSP 78 may use the data for purposes such as
voice encoding and decoding. Data sent from the DSP
78 is buffered by a group of buffers 861 and then written
into the corresponding time slots of the PCM highway II
682 using a group of write devices 821-82n. TS8 - TS15
of the PCM highway II 682 are used for IOM control for
the advanced reduced instructions set codes (ARM)
processor 88. The ARM processor typically has an as-
sociated external flash memory. The ARM processor 88
controls various aspects of the modem 48. Data is read
from TS8-TS15 using a group of read devices 901-90n.

The read data is buffered by a group of buffers 921-92n
and sent to an IOM interrupt device 98 and the ARM
processor 88. The output from the IOM interrupt device
98 is also input to the ARM processor 88. Conversely,
the ARM processor 88 sends data to a group of buffers
941-94n. Write devices 961-96n take the buffered data
and write it to the corresponding time slots of the PCM
highway II 682.
[0015] To control the DSP 78, an ARM port interface
(API) 140 is used. The API 140 transfers control signals
between the ARM 88 and DSP 78. Both the ARM 88 and
DSP 78 have a shared memory. The API 140 preferably
has a two kiloword block of memory. The DSP 78 is
slaved to the ARM 88. The ARM 88 controls the inter-
rupts and resets of the DSP 78. Conversely, the DSP 78
can interrupt the ARM processor 88.
[0016] TS0-TS8 of PCM highway III 683 are used for
HDLC processing. Data in TS0-TS8 are read by the
HDLC reading devices 1081-108n. Data from TS0 - TS2
is processed by an HDLC multiplexer (HMUX) 112 which
sends processed data to an input/output (I/O) device
116 and an HDLC I controller 1141. Data is also sent
from the I/O device 116 and HDLC I controller 1141 to
the HMUX 112 for processing. The data processed by
the HMUX 112 from the I/O device 116 and HDLC I de-
vice 1141 is written to TS0-TS2 of PCM highway III 683
using a HDLC write device 1101. Data in TS3-TS8 is
transferred to and from the other two HDLC controllers
(HDLC II 1102, TS3-TS5, and HDLC III 1103, TS6-TS8).
The data in the corresponding slots is read by HDLC
read devices 1082, 1083 prior to being sent to the cor-
responding HDLC controller 1142, 1143. Data from the
HDLC II 1142 and HDLC III 1143 controllers is sent to
the HDLC write devices 1102, 1103 and written onto the
corresponding slots of PCM highway III 683. Data from
each of the three HDLC controllers (HDLC I1141, HDLC
II 1142 and HDLC III 1143) is transferred back and forth
to the ARM processor 88.
[0017] The HDLC controllers (HDLC I 1141, HDLC II
1142 and HDLC III 1143) are used to encode the D chan-
nel for transfer over the air interface 38 and decode the
D channel after transmission over the air interface 38.
As previously mentioned, the D channel is HDLC encod-
ed. To assure that the integrity of the HDLC encoding is
preserved after transmission over the air interface 38,
the D channel is again HDLC encoded prior to transmis-
sion across the wireless air interface 38 by the HDLC
controllers 1141-1143. Accordingly, the control data is
double HDLC encoded. This double encoding allows for
error correction over the air interface 38 and for the in-
tegrity of the originally HDLC encoded D channel to be
maintained.
[0018] Conversely, the HDLC controllers 1141-1143
also decode a double HDLC encoded D channel re-
ceived over the wireless interface 38. The double HDLC
encoded D channel is stripped of the second HDLC en-
coding by the HDLC controllers 1141-1143. The CRC
field data is used to correct any errors that occurred dur-
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ing the wireless transfer. Accordingly, the original D
channel is recovered.
[0019] TS9-11 of PCM highway III 683 are used to
transfer data to and from the ARM processor 88. A group
of read devices 1001-100n read data from the corre-
sponding slots of PCM highway III 683. The read data
is buffered by a group of buffers 1021-102n and is sent
to the ARM processor 88. The ARM processor 88 sends
data to a group of buffers 941-94n. The buffered data is
written by corresponding write devices onto PCM high-
way III 682.
[0020] TS12-TS15 of PCM highway III 683 are used
to carry data received over the air interface 38 and to
be sent over the air interface 38. Data received over the
air interface 38 is preferably modulated using quadra-
ture phase shift keying (QPSK), although other modu-
lation schemes may be used. Prior to being input to the
modem interface 56, the received data is decoded using
a double speed quadrature viterbi decoder, although
other decoding schemes may be used. The viterbi de-
coder preferably decodes four received traffic channels
(QVD_TR0 - QVD_TR3).
[0021] Data to be sent over the air interface 3 8 is pref-
erably convolutionally encoded, spread and transmitted
using QPSK modulation, although other wireless trans-
mission schemes may be used. The data is preferably
sent over four traffic channels (TR0-TR3).
[0022] Data to be sent over the wireless interface 38
is read by a group of read devices 1181-1184,1201-1204.
There are two read devices 1181-1184,1201-1204 per
traffic channel, TR0-TR3. The output of one 1201-1204
of each channel's read devices is input into a parallel to
serial converter 1221-1224. The serial output of that con-
verter 1241-1244 is fed into another parallel to serial con-
verter 1241-1244 which also receives the output of the
other one of that channel's read devices 1181-1184 pro-
ducing a combined serial output for that traffic channel.
Each channel's combined serial output is typically sent
to a corresponding convolutional encoder, spreader and
modulator for transfer over the wireless interface 38.
[0023] Data received from traffic channels, such as
QVD_TR0-QVD_TR3, is input to a group of serial to par-
allel converters 1261-1264. Each channel's serial to par-
allel converter 1261-1264 combines that traffic channel's
data with an output of a parallel to serial converter 1281-
1284 to produce a combined parallel output. The output
of each parallel to serial converter 1281-1284 originates
from data read from TS12-TS15 by corresponding read
devices 1381-1384. The read data is converted from par-
allel to serial format by the parallel to serial converters
1281-1284. The serial outputs of the serial to parallel
converters 1261-1264 are inputted to a group of write
devices 1321-1324 which write the serial output to a
group of multiplexers 1301-1304. The DSP 78 outputs a
signal to a group of buffers 1361-1364. The output of the
buffers 1361-1364 is also input to the multiplexers 1301-
1304. The buffered outputs are multiplexed with the se-
rial data from the write devices 1321-1324. The multi-

plexed data is sent to TS12-TS15 of the PCM highway
III 683.

Claims

1. A method of communicating data over a wireless
interface of a wireless communication network hav-
ing a first and second communication station, the
method comprising:

producing data having a first high-level data link
controlling, HDLC, encoding at the first station
for transfer over the wireless interface;
encoding the first HDLC encoded data into a
second HDLC format such that the produced
data is double HDLC encoded;
transmitting the double HDLC encoded data
over the wireless interface;
receiving the double HDLC encoded data at the
second station; and
removing the second HDLC encoding to recov-
er the first HDLC encoded data at the second
station.

Patentansprüche

1. Verfahren zum Kommunizieren von Daten über ei-
ne drahtlose Schnittstelle eines drahtlosen Kom-
munikationsnetzes, das eine erste und eine zweite
Kommunikationsstation aufweist, wobei das Ver-
fahren umfasst:

- Erzeugen von Daten, die eine erste HDLC-Co-
dierung (High-Level Data Link Controlling) auf-
weisen, an der ersten Station zum Transfer
über die drahtlose Schnittstelle;

- Codieren der ersten HDLC-codierten Daten in
ein zweites HDLC-Format, so dass die erzeug-
ten Daten doppelt HDLC-codiert sind;

- Übertragen der doppelt HDLC-codierten Daten
über die drahtlose Schnittstelle;

- Empfangen der doppelt HDLC-codierten Daten
an der zweiten Station; und

- Entfernen der zweiten HDLC-Codierung zum
Wiederherstellen der ersten HDLC-codierten
Daten an der zweiten Station.

Revendications

1. Procédé de communication de données sur une in-
terface sans fil d'un réseau de communication sans
fil ayant un premier et un second postes de com-
munication, le procédé comprenant :

la production de données ayant un premier co-
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dage HDLC de commande de liaison de don-
nées à haut niveau, au premier poste pour
transfert sur l'interface sans fil ;
le codage des premières données codées
HDLC en un second format HDLC de telle sorte
que les données produites aient un double co-
dage HDLC ;
l'émission des données à double codage HDLC
sur l'interface sans fil ;
la réception des données à double codage
HDLC au second poste ; et
la suppression du second codage HDLC pour
récupérer les premières données codées
HDLC au second poste.
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