
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
1 

87
8 

64
2

B
1

��&�����������
(11) EP 1 878 642 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
23.03.2011 Bulletin 2011/12

(21) Application number: 07112122.2

(22) Date of filing: 10.07.2007

(51) Int Cl.:
B62D 25/08 (2006.01)

(54) Vehicle front structure

Fahrzeugvorderstruktur

Structure avant de véhicule

(84) Designated Contracting States: 
DE

(30) Priority: 14.07.2006 JP 2006193801

(43) Date of publication of application: 
16.01.2008 Bulletin 2008/03

(73) Proprietor: Mazda Motor Corporation
Aki-gun,
Hiroshima 730-8670 (JP)

(72) Inventors:  
• Nakamae, Takayuki

c/o Mazda Motor Corporation
Aki-gun, Hiroshima (JP)

• Sakamoto, Toshio
c/o Mazda Motor Corporation
Aki-gun, Hiroshima (JP)

• Kageyama, Yasunori
c/o Mazda Motor Corporation
Aki-gun, Hiroshima (JP)

• Yamamoto, Naoaki
c/o Mazda Motor Corporation
Aki-gun, Hiroshima (JP)

• Kikuchi, Soukichi
c/o Mazda Motor Corporation
Aki-gun, Hiroshima (JP)

• Sogabe, Hiroshi
c/o Mazda Motor Corporation
Aki-gun, Hiroshima (JP)

(74) Representative: Laufhütte, Dieter et al
Lorenz-Seidler-Gossel 
Widenmayerstrasse 23
80538 München (DE)

(56) References cited:  
WO-A-01/00478 JP-A- 2006 001 358



EP 1 878 642 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to a vehicle front
structure, and more particularly to a vehicle front struc-
ture designed to prevent a shroud supporting a heat ex-
changer from being displaced rearwardly when a large
impact load is applied rearwardly against a front end of
a vehicle body.

2. Description of the Related Art

[0002] Generally, a vehicle is provided with a shroud
for mounting thereto a heat exchanger, such as a radiator
or a condenser, in a front thereof. This shroud has an
upper shroud section, a lower shroud section and a pair
of right and left side shroud sections, which define a gen-
erally rectangular frame-like shape. The shroud is dis-
posed on a rear side relative to and in adjacent relation
to a front bumper of the vehicle, In some cases, a plate
member is disposed on a front side relative to the lower
shroud section. This plate member is provided as a
means to, in the event of a frontal impact with a pedes-
trian, flick legs of the pedestrian so as to prevent the
pedestrian from getting into under the vehicle.
[0003] In connection with the above type of vehicle
front structure, JP 2006-001358A (Patent Publication
1) discloses a vehicle front structure comprising a plate
member which is formed to have a lateral length (a length
in a width, i.e., lateral, direction of a vehicle body) ap-
proximately equal to that of a lower shroud section, and
disposed on a front side relative to the lower shroud sec-
tion.
[0004] Specifically, in the vehicle front structure dis-
closed in the Patent Publication 1, the lower shroud sec-
tion is formed with a plate-shaped extension portion ex-
tending frontwardly from a front end thereof, and the plate
member is fastened to the extension portion with a bolt.
That is, the vehicle front structure is intended to allow the
lower shroud section to receive and absorb an impact
load through the plate member during a frontal impact
with a pedestrian or an obstacle. However, if a large im-
pact load is applied rearwardly against the plate member
during a frontal impact with a pedestrian or an obstacle
such as a curb, this vehicle front structure is likely to fail
in allowing the lower shroud section to sufficiently absorb
the impact load, and thereby cause a rearward displace-
ment of the lower shroud section. Consequently, the low-
er shroud section is likely to hit against a heat exchanger,
resulting in damage to the lower shroud section and the
heat exchanger.

SUMMARY OF THE INVENTION

[0005] In view of the above circumstances, it is an ob-

ject of the present invention to provide a vehicle front
structure capable of preventing a lower shroud section
from being displaced rearwardly due to an impact load
during a frontal impact with a pedestrian or an obstacle
such as a curb.
[0006] In order to achieve this object, the present in-
vention provides a vehicle front structure having an en-
gine compartment provided with a heat exchanger. The
vehicle front structure comprises a synthetic resin shroud
formed to support the heat exchanger and mounted to a
vehicle body in a front of the engine compartment, a
bumper fascia disposed in a front end of the vehicle body
on a front side relative to the shroud, a plate member
formed in a shape which extends frontwardly from the
shroud to a position adjacent to a rear surface of the
bumper fascia, and has a rear end attached to a lower
shroud section forming a lower edge portion of the
shroud, and a connection member which connects a low-
er portion of the shroud to the vehicle body at a rear side
relative to the lower portion of the shroud.
[0007] According to the present invention, in the vehi-
cle front structure comprising the synthetic resin shroud,
the bumper fascia and the plate member, the lower por-
tion of the shroud is connected to the vehicle body at the
rear side relative thereto by the connection member. That
is, in this vehicle front structure, the vehicle body supports
the lower portion of the shroud at the rear side relative
to the shroud, through the connection member. Thus, in
the event of a frontal impact with a pedestrian or an ob-
stacle such as a curb, even if a large impact load is trans-
mitted rearwardly to the lower shroud section through the
plate member, the vehicle body can receive the impact
load through the connection member and sufficiently ab-
sorb the impact load to suppress a deformation of the
shroud.
[0008] The above and other objects, features and ad-
vantages of the invention will become more apparent up-
on reading the following detailed description along with
the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0009]

FIG 1 is a perspective view showing a vehicle front
structure according one embodiment of the present
invention.
FIG. 2 is a fragmentary perspective view showing
the vehicle front structure.
FIG. 3 is a fragmentary bottom view showing the
vehicle front structure.
FIG. 4 is a fragmentary side view showing the vehicle
front structure.
FIG 5 is a fragmentary enlarged perspective view
showing connection portions of a connection mem-
ber relative to a lower shroud section and a crush
can.
FIG 6 is a sectional view taken along the line VI-VI
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in FIG. 2.

DESCRIPTION OF THE PREFERRED EMBODI-
MENTS

[0010] With reference to the drawings, the present in-
vention will now be described based on one embodiment
thereof.
[0011] As shown in FIGS. 1 and 2, a vehicle front struc-
ture comprises a front side frame 1, a bumper reinforce-
ment 10, a shroud 3 made of a synthetic resin, a plate
member 20 and a bumper fascia 8. Further, a shock ab-
sorbing pad made of an expandable synthetic resin is
disposed, but not shown, on a front side relative to the
bumper reinforcement 10.
[0012] The front side frame 1 consists of a pair of right
and left frames each extending in a frontward/rearward,
i.e., longitudinal, direction of a vehicle body. The bumper
reinforcement 10 is detachably fastened to respective
front ends of the front side frames 1. The shroud 3 is
formed to support a heat exchanger (not shown), and
mounted to the vehicle body in a front of an engine com-
partment (not shown). The plate member 20 has a rear
end attached to an after-mentioned lower shroud section
5. The bumper fascia 8 is disposed in a front end of the
vehicle body.
[0013] As shown in FIGS. 2 to 5, each of the pair of
right and left front side frames 1 has a flange 2 formed
at the front end thereof. The flange 2 has a rear surface
formed with a peripheral wall 2a along an entire outer
peripheral edge thereof.
[0014] The bumper reinforcement 10 includes a pair
of right and left crush cans 12 each having a rear end
connected to the front end of a corresponding one of the
right and left front frames 1, and a reinforcement body
11 connecting between respective front ends of the crush
cans 12.
[0015] The crush can 12 is formed in a square tubular
shape, and adapted to be compressingly deformed and
collapsed by an impact load applied rearwardly through
the reinforcement body 11 during a frontal impact with a
pedestrian or an obstacle. The shape and dimensions of
the crush can 12 are set to cause the collapse in response
to the frontal impact so as to adequately absorb impact
energy to achieve an intended energy absorbing func-
tion.
[0016] The rear end of each of the right and left crush
cans 12 is formed with a flange 13 adapted to be abutted
to and fastened to the flange 2 of a corresponding one
of the front side frames 1. The flange 13 of the crush can
12 is fastened to the flange 2 of the side frame 1 with a
bolt 14 and a nut 14a.
[0017] The flange 13 has a front surface formed with
a peripheral wall 13a along an entire outer peripheral
edge thereof. The flange 13 has an upper edge formed
as a bend portion 13b bended to protrude frontwardly.
Specifically, in each of the crush cans 12, the bend por-
tion 13b is formed to allow a rear portion of an upper end

of each of after-mentioned side shroud sections 6 to be
fastened to an upper surface thereof with a bolt and a nut.
[0018] The flange 13 formed in each of the crush cans
12 has a lower end formed as a non-abutted portion 13e
devoid of an abutted contact with the flange 2 of the cor-
responding front side frame 1. The non-abutted portion
has a rectangular shape in front view.
[0019] As shown in FIG. 2, the shroud 3 is disposed
on a front side relative to the front side frames 1, and in
an approximately vertical posture. The shroud 3 has an
upper shroud section 5, a lower shroud section 5 and a
pair of right and left side shroud sections 6. The upper
shroud section 4 is designed to support an upper portion
of the heat exchanger. The lower shroud section 5 is
designed to support a lower portion of the heat exchang-
er. Each of the side shroud sections 6 has a shape which
extends from a corresponding one of right and left ends
of the lower shroud section 5 to a corresponding one of
right and left ends of the upper shroud section 4. The
shroud 3 is a single-piece product prepared by forming
the lower shroud section 5, the upper shroud section 4
and the side shroud sections 6 through an integral mold-
ing process. The shroud 3 has a rectangular frame-like
shape in front view.
[0020] The upper shroud section 4 and the lower
shroud section 5 are provided with a steel shroud stay 7
at a position slightly on a right side relative to a lateral
center of the upper and lower shroud sections 4, 5. The
shroud stay 7 is disposed to extend approximately verti-
cally and connect between the upper and lower shroud
sections 4, 5 so as to ensure desired stiffness of the
shroud 3.
[0021] Each of the pair of right and left side shroud
sections 6 is provided with a shroud-supporting joint
member 9 fastened to a vertically central region of a front
surface thereof with a bolt 9a and a nut. The shroud-
supporting joint member 9 serves as a means to connect
the side shroud section 6 to the reinforcement body 11
of the bumper reinforcement 10. Specifically, the rein-
forcement body 11 is joined to a front surface of the
shroud-supporting joint member 9. Further, as shown in
FIG 6, each of the pair of right and left side shroud sec-
tions 6 has a lower portion formed with a nut 32a through
an insert molding process. The nut 32a is disposed to
allow a bolt 32 for fastening an after-mentioned connec-
tion member 30 to be screwed therewith.
[0022] The plate member 20 will be specifically de-
scribed below.
[0023] As shown in FIGS. 1 to 6, the plate member 20
extending in a width, i.e., lateral, direction of the vehicle
body is disposed on a front side relative to the lower
shroud section 5. The plate member 20 is formed to have
a size and shape capable of achieving an intended leg-
flicking function of flicking legs of a pedestrian during a
frontal impact with the pedestrian.
[0024] The plate member 20 comprises a plate body
20a, and a pair of extension portions 20b formed to ex-
tend laterally outwardly from respective opposite lateral
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edges of the plate body 20a. The plate member 20 has
a bottom surface surrounded by a peripheral wall 20c
formed to extend along an entire outer peripheral edge
thereof. The plate member 20 is formed to extend front-
wardly up to a position adjacent to a rear surface of the
bumper fascia 8, and have a curved-shaped front edge
which gradually curves rearwardly in a direction from a
laterally central region to each of opposite lateral edges
thereof. The plate member 20 has a rear edge formed to
come into contact with a front surface of the lower shroud
section 5 when the plate member 20 is attached to the
lower shroud section 5.
[0025] The plate body 20a is formed with a step-down
portion 20d in a front region of an upper surface thereof
to prevent a rear end of the bumper fascia 8 from coming
into contact with the plate body 20a. Further, the plate
member 20 is formed with a pair of sealing walls 21 on
respective upper surfaces of opposite lateral ends includ-
ing the extension portions. Each of the sealing walls 21
is formed to extend upwardly from the upper surface so
as to seal at least a part of a gap between the bumper
fascia 8 and a corresponding one of the side shroud sec-
tions 6. The bottom surface of the plate body 20a and
the extension portions 20b is formed with a plurality of
longitudinal ribs 22 extending in the longitudinal direction
of the vehicle body at predetermined intervals, and a plu-
rality of lateral ribs 22 extending in the lateral direction
of the vehicle body at predetermined intervals.
[0026] A connection member 30 will be described be-
low.
[0027] As shown in FIGS. 2 to 6, a pair of connection
members 30 are disposed just behind the respective lat-
eral edges of the plate body 20a. Each of the connection
members 30 to connect a lower end region of a lateral
surface of a corresponding one of the side shroud sec-
tions 6 to the flange 13 of a corresponding one of the
crush cans 12. The connection member 30 has a rear
plate portion 30a, an inclined portion 30b, a front plate
portion 30c and a peripheral wall 30d. The rear plate por-
tion 30a is formed in a shape abuttable and fastenable
to the non-abutted portion 13c of the flange 13 of the
crush can 12. The inclined portion 30b is formed to con-
tinuously extend from the rear plate portion 30a and have
a shape which gradually inclines upwardly and laterally
outwardly in the rearward direction of the vehicle body.
The front plate portion 30c is formed to continuously ex-
tend from the inclined portion 30b and have a shape abut-
table and fastenable to the lower end region of the lateral
surface of the side shroud section 6. The peripheral wall
30d is formed along upper and lower edges of a laterally
outer surface of the connection member 30.
[0028] The rear plate portion 30a of the connection
member 30 is fastened to a front surface of the non-abut-
ted portion 13c of the flange 13 of the crush can 12 with
a bolt 31 and a nut 31a, and the front plate 30c of the
connection member 30 is fastened to the lower end re-
gion of the lateral surface of the side shroud section 6
with the bolt 32 and the nut 32a. Thus, the connection

member 30 connects between the flange 13 of the crush
can 12 and the lower end region of the lateral surface of
the side shroud section 6.
[0029] A function of the vehicle front structure accord-
ing to this embodiment will be described below.
[0030] When a large impact load is applied rearwardly
against the plate member 20 during a frontal impact with
a pedestrian or an obstacle such as a curb, the impact
load is transmitted from the plate member 20 to the lower
shroud section 5. In this vehicle front structure, the lower
end region of the lateral surface of the side shroud section
6 is supported by the flange 13 of the crush can 12 dis-
posed on the rear side relative to the shroud 3, through
the connection member 30. Thus, the impact load trans-
mitted to the lower shroud section 5 is received by the
flange 13 of the crush can 12.
[0031] As mentioned above, in the above embodiment,
the vehicle front structure which comprises the synthetic
resin shroud 3, the bumper fascia 8, the plate member
20, and the connection member 30 connecting between
the lower end region of the lateral surface of the side
shroud section 6 and the crush can 12, has relatively high
stiffness for supporting the lower portion of the shroud 3.
Further, when a large impact load is applied rearwardly
against the plate member 20 during a frontal impact with
a pedestrian or an obstacle such as a curb, the crush
can 12 on the rear side relative to the shroud 3 can receive
and sufficiently absorb the impact load transmitted from
the plate member 20 to suppress a rearward displace-
ment of the lower shroud section 5. In addition, the crush
can 12 can prevent the impact load from be transmitted
to the front side frame 1 fastened to the rear end thereof
so as to suppress a deformation of the front side frame 1.
[0032] In the above embodiment, the bumper rein-
forcement is disposed above the lower portion of the
shroud. Further, the front end of the connection member
30 is attached to the lower end region of the lateral sur-
face of the side shroud section 6, and the rear end of the
connection member 30 is attached to the lower portion
of the flange 13 which is formed in the crush can 12 of
the bumper reinforcement and abutted to and fastened
to the flange 2 of the front side frame 1. Thus, the rear
and front ends of the connection member 30 can be lo-
cated vertically close to each other. That is, an amount
of vertical offset in respective mounting positions of the
front and rear ends of the connection member 30 can be
reduced to provide higher stiffness for supporting the low-
er portion of the shroud 3. In addition, as mentioned
above, the connection member 30 is disposed just behind
the lateral edge of the plate body 20a. Thus, the connec-
tion member 30 can reliably transmit an impact load from
the plate member 20.
[0033] In the above embodiment, the flange 13 of the
crush can 12 is formed with the non-abutted portion 13c
devoid of an abutted contact with the flange 2 of the front
side frame 1, and the rear end of the connection member
30 is attached to the non-abutted portion 13c. Thus, when
a large impact load is applied rearwardly against the plate
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member 20 during a frontal impact with a pedestrian or
an obstacle such as a curb, the non-abutted portion 13c
can be deformed to absorb impact energy during the fron-
tal impact so as to allow the applied impact load to be
reliably received by the flange 13 of the crush can 12.
[0034] For example, the above embodiment may be
partially modified as follows: The front and rear ends of
the connection member may be attached at approximate-
ly the same height position. Further, the size of the non-
abutted portion 13c of the flange 13 may be increased,
and the inclined portion of the connection member may
be formed to incline laterally outward without an inclina-
tion in the vertical direction.
[0035] In sum, the present invention provides a vehicle
front structure having an engine compartment provided
with a heat exchanger. The vehicle front structure com-
prises a synthetic resin shroud formed to support the heat
exchanger and mounted to a vehicle body in a front of
the engine compartment, a bumper fascia disposed in a
front end of the vehicle body on a front side relative to
the shroud, a plate member formed in a shape which
extends frontwardly from the shroud to a position adja-
cent to a rear surface of the bumper fascia, and has a
rear end attached to a lower shroud section forming a
lower edge portion of the shroud, and a connection mem-
ber which connects a lower portion of the shroud to the
vehicle body at a rear side relative to the lower portion
of the shroud.
[0036] According to the present invention, in the vehi-
cle front structure comprising the synthetic resin shroud,
the bumper fascia and the plate member, the lower por-
tion of the shroud is connected to the vehicle body at the
rear side relative thereto by the connection member. That
is, in this vehicle front structure, the vehicle body supports
the lower portion of the shroud at the rear side relative
to the shroud, through the connection member. Thus, in
the event of a frontal impact with a pedestrian or an ob-
stacle such as a curb, even if a large impact load is trans-
mitted rearwardly to the lower shroud section through the
plate member, the vehicle body can receive the impact
load through the connection member and sufficiently ab-
sorb the impact load to suppress a deformation of the
shroud.
[0037] In a preferred embodiment of the present inven-
tion (as set forth in original claim 2), when the vehicle
body includes a front side frame extending in a longitu-
dinal direction thereof, and a bumper reinforcement de-
tachably fastened to a front end of the front side frame,
the shroud is disposed on a front side relative to the front
side frame, and the connection member has a rear end
attached to the bumper reinforcement.
[0038] According to this vehicle front structure, the
connection member allows an impact load transmitted
from the plate member to the lower shroud section, to be
received and absorbed by the bumper reinforcement, so
as to suppress transmission of the impact load to the
front side frame fastened to the rear end of the bumper
reinforcement. This makes it possible to suppress a de-

formation of the front side frame.
[0039] In a preferred embodiment of the present inven-
tion (as set forth in the original claim 3), the front end of
the front side frame is formed with a flange, and the bump-
er reinforcement includes a crush can having a flange
which is abutted to and fastened to the flange of the front
side frame. Further, the rear end of the connection mem-
ber is attached to a lower portion of the flange of the crush
can.
[0040] According to this vehicle front structure, the
bumper reinforcement includes the crush can crush con-
nected to the front end of the front side frame, and the
crush can is designed to absorb an impact load applied
to the bumper reinforcement. That is, the crush can func-
tion to prevent the impact load to be transmitted to the
front side frame so as to suppress a deformation of the
front side frame.
[0041] Further, according to this vehicle front structure,
the rear end of the connection member is attached to the
lower portion of the flange of the crush can. That is, the
vehicle front structure is designed to allow the rear end
of the connection member to be located at a relatively
low height position. Thus, when the lower portion of the
shroud as a mounting position of the front end of the
connection member is located on a lower side relative to
a portion of the bumper reinforcement (specifically, the
crush can) as a mounting position of the rear end of the
connection member, i.e., the front and rear ends of the
connection member are offset from each other in a ver-
tical direction, an amount of the offset can be reduced.
This makes it possible to allow the connection member
to have higher strength for supporting the lower portion
of the shroud.
[0042] In a preferred embodiment of the present inven-
tion (as set forth in the original claim 4), the flange of the
crush can has a non-abutted portion devoid of an abutted
contact with the flange of the front side frame, and the
rear end of the connection member is attached to the
non-abutted portion.
[0043] According to this vehicle front structure, when
a large impact load is applied rearwardly against the plate
member during a frontal impact with a pedestrian or an
obstacle such as a curb, the non-abutted portion is de-
formed to absorb impact energy transmitted to the bump-
er reinforcement through the connection member. That
is, this vehicle front structure allows the impact load to
be reliably received by the flange of the bumper rein-
forcement.
[0044] In a preferred embodiment of the present inven-
tion (as set forth in the original claim 5), the shroud has
a side shroud section extending upwardly from each of
opposite ends of the lower shroud section, and the con-
nection member has a front end attached to a lower re-
gion of a lateral surface of the side shroud section.
[0045] According to this vehicle front structure, the
front end of the connection member is attached to the
lower region of the lateral surface of the side shroud sec-
tion extending upwardly from each of the opposite ends
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of the lower shroud section, so as to allow the front end
of the connection member to be set at a relatively high
height position. Thus, when a mounting position of the
rear end of the connection member is located on an upper
side relative to the lower portion of the shroud as a mount-
ing position of the front end of the connection member,
an amount of vertical offset between the front and rear
ends of the connection member can be reduced. This
makes it possible to allow the connection member to have
higher strength for supporting the lower portion of the
shroud.
[0046] As above, according to the present invention,
the connection member allows the shroud to be support-
ed by the vehicle body therethrough so as to suppress a
deformation of the shroud.
[0047] Although the present invention has been fully
described by way of example with reference to the ac-
companying drawings, it is to be understood that various
changes and modifications will be apparent to those
skilled in the art.

Claims

1. A vehicle front structure having an engine compart-
ment provided with a heat exchanger, comprising:

a shroud (3) made of a synthetic resin, said
shroud being formed to support said heat ex-
changer and mounted to a vehicle body in a front
of said engine compartment;
a bumper fascia (8) disposed in a front end of
the vehicle body on a front side relative to said
shroud (3);
a plate member (20) formed in a shape which
extends frontwardly from said shroud (3) to a
position adjacent to a rear surface of said bump-
er fascia (8), and has a rear end attached to a
lower shroud section (5) forming a lower edge
portion of said shroud (3); and characterised
in that the structure comprises
a connection member (30) which connects a
lower portion of said shroud (3) to the vehicle
body at a rear side relative to said lower portion
of said shroud (3).

2. The vehicle front structure according to claim 1,
wherein said vehicle body includes a front side frame
(1) extending in a longitudinal direction thereof, and
a bumper reinforcement (10) detachably fastened to
a front end of said front side frame (1), wherein:

said shroud (3) is disposed on a front side rela-
tive to said front side frame (1); and
said connection member (30) has a rear end at-
tached to said bumper reinforcement (10).

3. The vehicle front structure according to claim 2,

wherein:

said front end of said front side frame (1) is
formed with a flange (2);
said bumper reinforcement (10) includes a crush
can (12) having a flange (13) which is abutted
to and fastened to said flange (2) of said front
side frame (1); and
said rear end of said connection member (30)
is attached to a lower portion of said flange (13)
of said crush can (12).

4. The vehicle front structure according to claim 3,
wherein:

said flange (13) of said crush can (12) has a non-
abutted portion (13c) devoid of an abutted con-
tact with said flange (2) of said front side frame
(1); and
said rear end of said connection member (30)
is attached to said non-abutted portion (13c).

5. The vehicle front structure according to any one of
claims 1 to 4, wherein:

said shroud (3) has a side shroud section (6)
extending upwardly from each of opposite ends
of said lower shroud section (5); and
said connection member (30) has a front end
attached to a lower region of a lateral surface of
said side shroud section (6).

Patentansprüche

1. Fahrzeugvorderstruktur mit einem mit einem Wär-
metauscher versehenen Motorraum, welche um-
fasst:

eine Abdeckung (3) aus einem Kunstharz, wo-
bei die Abdeckung ausgebildet ist, um den Wär-
metauscher zu lagern, und an einer Fahrzeug-
karosserie in einem Vorteilteil des Motorraums
eingebaut ist;
eine Stoßfängerverkleidung (8), die in einem
Vorderende der Fahrzeugkarosserie im Verhält-
nis zu der Abdeckung (3) an einer Vorderseite
angeordnet ist;
ein Plattenelement (20), das in einer Form aus-
gebildet ist, die sich von der Abdeckung (3) nach
vorne zu einer Position benachbart zu einer hin-
teren Fläche der Stoßfängerverkleidung (8) er-
streckt und ein an einem unteren Abdeckungs-
abschnitt (5) angebrachtes hinteres Ende auf-
weist, das einen unteren Kantenteil der Abdek-
kung (3) ausbildet; und

dadurch gekennzeichnet, dass die Struktur um-
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fasst:

ein Verbindungselement (30), das einen unte-
ren Teil der Abdeckung (3) an einer im Verhält-
nis zum unteren Teil der Abdeckung (3) hinteren
Seite mit der Fahrzeugkarosserie verbindet.

2. Fahrzeugvorderstruktur nach Anspruch 1, dadurch
gekennzeichnet, dass die Fahrzeugkarosserie ei-
nen vorderen Seitenrahmen (1), der sich in einer
Längsrichtung derselben erstreckt, und eine
Stoßfängerverstärkung (10), die an einem Vorderen-
de des vorderen Seitenrahmens (1) lösbar befestigt
ist, umfasst, wobei:

die Abdeckung (3) im Verhältnis zu dem vorde-
ren Seitenrahmen (1) an einer Vorderseite an-
geordnet ist; und
das Verbindungselement (30) ein an der
Stoßfängerverstärkung (10) angebrachtes hin-
teres Ende aufweist.

3. Fahrzeugvorderstruktur nach Anspruch 2, dadurch
gekennzeichnet, dass:

das Vorderende des vorderen Seitenrahmens
(1) mit einem Flansch (2) ausgebildet ist;
die Stoßfängerverstärkung (10) eine Knautsch-
dose (12) mit einem Flansch (13) umfasst, der
an dem Flansch (2) des vorderen Seitenrah-
mens (1) anliegt und an diesem befestigt ist; und
das hintere Ende des Verbindungselements
(30) an einem unteren Teil des Flansches (13)
der Knautschdose (12) angebracht ist.

4. Fahrzeugvorderstruktur nach Anspruch 3, dadurch
gekennzeichnet, dass:

der Flansch (13) der Knautschdose (12) einen
nicht anliegenden Abschnitt (13c) aufweist, dem
ein anliegender Kontakt mit dem Flansch (2) des
vorderen Seitenrahmens (1) fehlt; und
das hintere Ende des Verbindungselements
(30) an dem nicht anliegenden Abschnitt (13c)
angebracht ist.

5. Fahrzeugvorderstruktur nach einem der Ansprüche
1 bis 4, dadurch gekennzeichnet, dass:

die Abdeckung (3) einen seitlichen Abdek-
kungsabschnitt (6) aufweist, der sich von jedem
von gegenüberliegenden Enden des unteren
Abdeckungsabschnitts (5) nach oben erstreckt;
und
das Verbindungselement (30) ein Vorderende
aufweist, das an einem unteren Bereich einer
seitlichen Fläche des seitlichen Abdeckungsab-
schnitts (6) angebracht ist.

Revendications

1. Structure avant de véhicule ayant un compartiment
moteur doté d’un échangeur thermique,
comprenant :

une enveloppe de protection (3) fabriquée en
résine synthétique, ladite enveloppe de protec-
tion étant façonnée pour supporter ledit échan-
geur thermique et montée à une caisse de vé-
hicule à l’avant dudit compartiment moteur ;
une moulure de pare-chocs (8) disposée sur une
extrémité avant de la caisse de véhicule sur une
partie avant par rapport à ladite enveloppe de
protection (3) ;
un élément de plaque (20) façonné en une forme
qui s’étend vers l’avant à partir de ladite enve-
loppe de protection (3) vers une position adja-
cente à une surface arrière de ladite moulure de
pare-chocs (8), et possède une extrémité arrière
fixée à une section inférieure d’enveloppe de
protection (5) formant une partie inférieure à arê-
te vive de ladite enveloppe de protection (3) ; et

caractérisée en ce que la structure comprend
un élément de connexion (30) qui relie une partie
inférieure de ladite enveloppe de protection (3) à la
caisse de véhicule sur une partie arrière par rapport
à ladite partie inférieure de ladite enveloppe de pro-
tection (3).

2. Structure avant de véhicule selon la revendication
1, dans laquelle ladite caisse de véhicule comprend
un cadre latéral avant (1) s’étendant dans une direc-
tion longitudinale de celle-ci, et un renforcement de
pare-chocs (10) fixé de manière amovible à une ex-
trémité avant dudit cadre latéral avant (1), dans
lequel :

ladite enveloppe de protection (3) est disposée
sur une partie avant par rapport audit cadre la-
téral avant (1) ; et
ledit élément de connexion (30) possède une
extrémité arrière fixée audit renforcement de pa-
re-chocs (10).

3. Structure avant de véhicule selon la revendication
2, dans laquelle :

ladite extrémité avant dudit cadre latéral avant
(1) est façonnée avec une bride (2) ;
ledit renforcement de pare-chocs (10) com-
prend une boîte d’écrasement (12) ayant une
bride (13) qui est aboutissante et fixée à ladite
bride (2) dudit cadre latéral avant (1) ; et
ladite extrémité arrière dudit élément de con-
nexion (30) est fixée à une partie inférieure de
ladite bride (13) de ladite boîte d’écrasement
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(12).

4. Structure avant de véhicule selon la revendication
3, dans laquelle :

ladite bride (13) de ladite boîte d’écrasement
(12) possède une partie non aboutissante (13c)
sans un contact aboutissant avec ladite bride
(2) dudit cadre latéral avant (1) ; et
ladite extrémité arrière dudit élément de con-
nexion (30) est fixée à ladite partie non aboutis-
sante (13c).

5. Structure avant de véhicule selon une quelconque
des revendications 1 à 4, dans laquelle :

ladite enveloppe de protection (3) possède une
section latérale d’enveloppe de protection (6)
s’étendant vers le haut à partir de chacune des
extrémités opposées de ladite section inférieure
d’enveloppe de protection (5) ; et
ledit élément de connexion (30) possède une
extrémité avant fixée à une région inférieure
d’une surface latérale de ladite section latérale
d’enveloppe de protection (6).
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