
Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
1 

87
3 

05
9

A
3

��&������������
(11) EP 1 873 059 A3

(12) EUROPEAN PATENT APPLICATION

(88) Date of publication A3: 
11.04.2012 Bulletin 2012/15

(43) Date of publication A2: 
02.01.2008 Bulletin 2008/01

(21) Application number: 07117355.3

(22) Date of filing: 05.06.2001

(51) Int Cl.:
B64D 9/00 (2006.01) B64C 1/20 (2006.01)

B64D 11/00 (2006.01) B64D 11/04 (2006.01)

(84) Designated Contracting States: 
DE FR GB

(30) Priority: 06.06.2000 JP 2000169574
16.11.2000 JP 2000349833

(62) Document number(s) of the earlier application(s) in 
accordance with Art. 76 EPC: 
01934543.8 / 1 211 174

(71) Applicant: Mitsubishi Heavy Industries, Ltd.
Tokyo 108-8215 (JP)

(72) Inventor: Oki, Junji
NAGOYA Aerospace Systems Works
Nagoya-shi
Aichi 455-8515 (JP)

(74) Representative: Henkel, Breuer & Partner
Patentanwälte 
Maximiliansplatz 21
80333 München (DE)

(54) Airplane with multi-level cabins for cargos or passengers and method of loading cargos into 
same

(57) An aircraft with multi-level cabins functioning as
a cargo cabin or passenger cabin, comprising a first cabin
(411) provided with a cargo hatchway (423) which is
opened and closed by a cargo door (412) on a fuselage
(400) and a second cabin (421) which is used as a pas-
senger cabin and is positioned above or under said first
cabin (411), wherein a galley service space (419) is pro-
vided in said second cabin (421). An elevator is provided
for conveying a cargo item, moved into said first cabin
(411) through said cargo hatchway (423), to said second
cabin (421), and for conveying back said conveyed cargo
item from said second cabin (421) to said first cabin (411),
thereby said cargo item is moved between the exterior
of said aircraft and said second cabin (421). Said elevator
is arranged to convey a wagon container (401) which can
load a plurality of wagons (413) between said galley serv-
ice space (419) and said first cabin (411) for moving said
wagons (413) in and out from said galley service space
(419) and for conveying said wagon container (401) with
the wagons (413) loaded therein between the exterior of
said aircraft and said galley service space (419).
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