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©  A  method  of  controlling  a  plurality  of  peripheral 
jnits  (2-5)  from  a  single  control  unit  (1),  a  program 
being  stored  in  a  memory  (10)  of  the  control  unit  and 
[he  peripheral  units  being  in  a  position  to  commu- 
nicate  with  one  another  and  with  the  control  unit  over 
a  common  bus  (6)  in  successive  frames  of  a  time- 
division  multiplex  system,  each  frame  in  the  time- 
division  multiplex  system  being  subdivided  into  a 
number  of  time  slots  at  least  equal  to  the  number  of 
peripheral  units,  the  same  time  slot  in  each  frame 
being  assigned  to  a  peripheral  unit,  specifically  each 
peripheral  unit  transferring  information  about  its  sta- 
tus,  which  information  is  initiated  by  the  peripheral 
unit  itself,  to  the  memory  in  the  control  unit  during  or 
at  least  immediately  prior  to  the  time  slot  assigned 
to  the  peripheral  unit  in  the  next  frame. FIG.1 
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Method  of  controlling  in  a  quasi-parallel  mode  a  plurality  of  peripheral  units  from  a  single  control  unit 
and  a  system  for  implementing  this  method. 

The  invention  relates  to  a  method  of  controlling 
a  plurality  of  peripheral  units  from  a  single  control 
unit,  a  program  being  stored  in  a  memory  of  the 
control  unit  and  the  peripheral  units  being  in  a 
position  to  communicate  with  one  another  and  with 
the  central  control  unit  over  a  common  bus  in 
successive  frames  of  a  time-division  multiplex  sys- 
tem. 

Such  a  method  is  widely  known  for  the  com- 
munication  between  a  central  processing  unit 
(CPU)  and  a  plurality  of  peripheral  units.  In  this 
case  there  is  a  problem  that  a  peripheral  unit 
frequently  needs  information  from  further  peripheral 
units  for  carrying  out  the  tasks  assigned  to  this 
peripheral  unit,  that  is  to  say,  for  carrying  out  its 
program.  This  problem  is  generally  resolved  by 
repeatedly  inquiring  after  the  status  of  a  peripheral 
unit  or  a  plurality  of  peripheral  units  during  the 
execution  of  a  program  and  in  response  to  the 
received  status  information  deciding  which  part  of 
the  program  can  be  executed  by  a  peripheral  unit 
without  the  lack  of  essential  information  from  one 
or  more  further  peripheral  units.  This  principle, 
however,  requires  much  program  space  and  much 
time.  Needless  to  observe  that  it  is  also  possible  to 
provide  each  peripheral  unit  with  a  dedicated  pro- 
cessor,  but  this  is  costly  and  thus  unsuitable  for 
use  on  a  large  scale. 

It  is  an  object  of  the  invention  to  provide  a 
system  and  method  enabling  to  control  a  plurality 
of  peripheral  units  from  a  single  control  unit  without 
this  being  at  the  expense  of  program  space  and 
program  time. 

According  to  the  invention  a  control  of  the 
various  peripheral  units  from  the  control  unit  is  very 
efficiently  obtained  over  a  common  bus  in  a  time- 
division  multiplex  system  in  that  each  frame  in  the 
time-division  multiplex  system  is  subdivided  into  a 
number  of  time  slots  at  least  equal  to  the  number 
of  peripheral  units,  while  a  peripheral  unit  is  always 
assigned  the  same  time  slot  in  each  frame,  and  in 
that  each  peripheral  unit  transfers  information  about 
its  status,  which  information  is  initiated  by  the  pe- 
ripheral  unit  itself,  to  the  memory  in  the  control  unit 
during  or  at  least  immediately  prior  to  the  time  slot 
assigned  to  the  peripheral  unit  in  the  next  frame. 

The  number  of  time  slots  in  a  frame  is  prefer- 
ably  equal  to  the  number  of  peripheral  units  where- 
as  also  the  number  of  program  steps  each  periph- 
eral  unit  can  perform  during  a  time  slot  is  equal. 

According  to  a  further  aspect  of  the  invention 
the  status  information  of  the  peripheral  unit  to- 
gether  with  a  counter  signal  forms  an  address  for 
the  memory  which  is  designed  as  a  programmable 

logic  array  (PLA). 
Owing  to  the  measures  according  to  the  inven- 

tion  a  quasi-parallel  control  of  the  peripheral  units 
is  obtained  because  during  each  frame  a  time  slot 

5  is  available  for  each  peripheral  unit  which  time  slot 
is  preferably  of  equal  duration  for  each  peripheral 
unit.  Consequently,  a  plurality  of  peripheral  units 
can  be  controlled  from  no  more  than  a  single 
control  unit  over  no  more  than  a  single  bus  by 

io  means  of  a  single  program.  In  order  to  guarantee  a 
proper  execution  of  the  tasks  to  be  performed  by 
the  various  peripheral  units,  it  is  necessary  to  know 
in  which  phase  of  the  program  each  peripheral  unit 
is  at  the  moment  when  the  control  unit  triggers  the 

75  next  peripheral  unit  during  the  next  time  slot.  For 
this  purpose,  according  to  the  invention,  the  status 
information  of  the  peripheral  units  is  used  as  a  part 
of  the  address  for  the  memory  of  the  central  con- 
trol  unit  during  a  time  slot  or  at  any  rate  before  the 

20  beginning  of  the  next  time  slot,  so  that  this  status 
need  not  be  inquired  as  is  done  in  prior  art  sys- 
tems. 

The  invention  likewise  provides  a  method  of 
controlling  a  plurality  of  peripheral  units  from  a 

25  single  control  unit  in  which  a  program  is  stored  in  a 
memory  of  the  single  control  unit  and  the  periph- 
eral  units  are  able  to  communicate  with  one  an- 
other  and  with  the  central  control  unit  over  a  com- 
mon  bus  in  successive  frames  in  a  time-division 

30  multiplex  system. 
The  invention  will  be  further  explained  herein- 

below  with  the  aid  of  an  embodiment  of  the  inven- 
tion  with  reference  to  the  drawing  Figures  in  which: 

Fig.  1  shows  a  block  diagram  of  a  system  in 
35  which  the  invention  can  be  used  and 

Fig.  2  shows  a  diagrammatic  representation 
along  the  time  axis  of  the  activities  of  the  various 
peripheral  units  during  a  frame. 

40  Fig.  1  schematically  shows  a  data  processing 
system  comprising  a  control  unit  1,  four  peripheral 
units  2,  3,  4  and  5  respectively,  which  are  con- 
nected  to  the  unit  1  over  a  bus  6.  Via  a  bidirec- 
tional  bus  each  of  the  peripheral  units  2,  3  and  4  is 

45  connected  to  a  dedicated  peripheral  device,  such 
as  a  microcomputer  7,  an  integrated  services  bus 
(IST-bus)  8  and  a  coding/decoding  circuit  (codec) 
9.  The  fourth  peripheral  unit  forms  the  link  to  the 
64  kbit/s  D-channel  for  data  transmission  in  accor- 

50  dance  with  the  ISDN  principle. 
The  system  shown  in  Fig.  1  is  basically  in- 

tended  to  be  used  as  a  local  area  network  (LAN) 
for  both  voice  and  data  traffic.  The  IST-bus  8  is 
used  for  the  purpose  of  communication  between 

2 
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he  various  units  to  be  possibly  incorporated  in  an 
SDN-like  system,  such  as  a  telephone,  a  micro- 
:omputer  or  an  alarm,  each  one  of  these  units 
leing  connected  to  the  IST-bus  via  the  LAN  shown 
i  Fig.  1  .  For  a  further  explanation  of  the  principle 
if  the  IST-bus  reference  be  made  to  the  Dutch 
'atent  Application  PHN  11.115. 

In  an  ISDN  system  all  data  transport  is  effected 
:ynchronously  at  a  frequency  of  8  KHz.  The  IST- 
jus  also  operates  synchronously  at  8  KHz.  This 
mplies  that  in  a  frame,  time  slots  of  125  micro- 
leconds  are  available  for  data  transport. 

According  to  the  invention  each  of  these 
rames  is  subdivided  into  a  number  of  portions 
vhich  is  equal  to  the  number  of  peripheral  units 
:onnected  to  the  central  control  unit,  in  this  case  4. 
n  the  successive  time  slot  portions  of  the  time- 
iivision  multiplex  frame  each  of  the  peripheral  units 
s  offered  the  opportunity  to  perform  an  associated 
jart  of  the  program  to  be  executed  by  the  system 
iccording  to  Fig.  1  .  Despite  the  fact  that  the  com- 
pete  program  is  executed  serially,  it  looks  as 
hough  the  peripheral  units  each  execute  part  of 
he  program  in  parallel,  owing  to  the  subdivision  of 
he  successive  frames.  This  quasi-parallel  control 
)f  the  peripheral  units  offers  the  advantage  that  the 
urogram  time  can  be  maintained  at  a  minimum 
evel. 

It  often  happens  that  for  executing  a  program 
my  further,  a  specific  peripheral  unit  requires  a 
lata  item  from  another  peripheral  unit  which  the 
atter  generates  during  the  execution  of  its  pro- 
gram.  Now,  if  the  various  peripheral  units  in  the 
successive  time  slot  portions  of  the  time-division 
nultiplex  frame  were  to  execute  forthwith  their  own 
Darts  of  the  program,  problems  would  rapidly  arise 
Decause  a  specific  data  item  of  a  specific  periph- 
aral  unit  would  not  be  available  in  time  for  another 
Deripheral  unit.  This  problem  specifically  arises  be- 
cause  a  conventional  program  includes  many  if- 
statements,  in  the  case  of  "if  ....  yes"  one  way  of 
the  program  being  followed  and  in  the  case  of  "if 

....  no"  the  other  way.  It  will  be  evident  that  it  can 
never  be  forecast  in  advance  with  successive  "if- 
statements  how  many  steps  a  part  of  a  program 
will  include.  However,  a  maximum  time  can  indeed 
be  derived.  Naturally,  it  is  possible  to  provide  with 
the  aid  of  control  signals  that  not  all  different  time 
slot  portions  have  the  same  length,  so  that  a  pe- 
ripheral  unit  which  may  have  to  execute  a  long  part 
of  the  program  is  given  the  space  it  needs  in  case 
the  program  is  executed  in  the  most  disadvanta- 
geous  manner,  that  is  to  say,  in  case  it  has  the 
largest  possible  length.  However,  this  requires  a 
complex  control  for  realising  time  slot  portions  of 
different,  variable  lengths. 

According  to  a  second  aspect  of  the  invention 
the  program  to  be  executed  by  the  various  periph- 

eral  units  controiiea  Dy  me  central  control  unii  i 
does  not  contain  "if'-statements  but,  on  the  other 
hand,  the  status  of  each  peripheral  unit  is  directly 
used  as  an  input  variable  for  the  program  stored  in 

5  the  memory  10  of  the  unit  1.  Thereto,  this  program 
is  not  stored,  as  is  usually  done,  in  a  ROM  or  RAM 
in  which  the  successive  program  lines  are  scanned 
under  the  control  of  a  counter,  but  in  a  program- 
mable  logic  array  (PLA).  This  PLA  receives,  in 

o  addition  to  the  input  signal  indicating  the  status  of 
the  peripheral  unit,  also  the  control  signal  from  a 
counter  11.  The  program  in  the  PLA  is  organized 
such  that  under  the  control  of  the  counter  and  in 
response  to  the  status  information  either  one  or  the 

5  other  series  of  program  lines  is  scanned  whereas 
the  status  information  determines  which  part  of  the 
program  is  to  be  executed.  In  addition,  the  program 
is  organised  such  that  each  peripheral  unit  during 
its  associated  time  slot  scans  32  program  lines,  so 

>o  that  synchronism  is  ensured  in  the  programs  be- 
tween  the  various  peripheral  units  operating  quasi 
simultaneously.  In  most  cases  after  these  32  pro- 
gram  lines  the  status  of  the  peripheral  unit  will 
change  for  the  duration  of  the  three  successive 

15  time  slot  portions  which  are  taken  up  by  the  pro- 
grams  of  the  other  peripheral  units,  during  which 
time  slot  portions  the  peripheral  unit  can  perform 
the  tasks  indicated  by  the  portion  of  the  scanned 
program  lines,  so  that  the  novel  status  information 

30  is  available  for'  the  PLA  prior  to  the  next  time  slot 
portion.  However,  it  is  equally  possible  that  the 
status  changes  during  the  32  program  lines,  so  that 
during  a  time  slot  portion  a  change  is  made  from 
one  part  of  the  program  to  another  part  of  the 

?5  program.  The  status  information  of  the  various  pe- 
ripheral  units  is  applied  to  the  PLA  10  in  unit  1  over 
a  status  information  line  12-15  respectively,  asso- 
ciated  to  each  peripheral  unit.  With  a  program 
structure  according  to  the  invention  it  may  happen, 

w  obviously,  that  a  peripheral  unit  in  a  specific  pro- 
gram  step  is  unable  to  carry  out  32  program  state- 
ments.  In  such  a  case  a  number  of  non-functional 
program  lines  is  to  be  included  for  yet  bringing  the 
total  number  of  lines  to  32. 

45  During  each  time  frame  it  is  thus  ensured  that 
each  peripheral  unit  is  given  the  disposal  of  exter- 
nal  data  which  are  necessary  for  further  executing 
its  program,  because  now  the  exact  number  of 
program  steps  passed  through  by  each  peripheral 

50  unit  is  known  in  each  frame.  Since,  according  to 
the  invention,  the  status  information  plus  the  coun- 
ter  information  together  form  the  address  for  the 
PLA  and  no  "if"  statements  need  to  be  incor- 
porated  in  the  program,  the  program  can  be  cur- 

55  tailed  considerably. 
Fig.  2  shows  by  way  of  illustration  a  frame  of 

125  microseconds  which  is  subdivided  into  time 
slot  portions  20-23,  wherein  for  example  in  time 
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slot  portion  20  the  peripheral  unit  2  is  able  to  carry 
out  32  program  statements;  the  peripheral  unit  13, 
32  program  statements  in  time  slot  portion  21  ;  etc. 

Despite  the  fact  that  the  invention  has  been 
explained  hereinbefore  with  reference  to  the  use  in 
a  LAN  for  an  ISDN  system,  the  invention  can 
basically  also  be  used  in  integrated  circuits  in- 
tended  for  different  purposes. 

Claims 

1.  A  method  of  controlling  a  plurality  of  periph- 
eral  units  from  a  single  control  unit,  a  program 
being  stored  in  a  memory  of  the  control  unit  and 
the  peripheral  units  being  in  a  position  to  commu- 
nicate  with  one  another  and  with  the  control  unit 
over  a  common  bus  in  successive  frames  of  a 
time-division  multiplex  system,  characterized  in 
that  each  frame  in  the  time-division  multiplex  sys- 
tem  is  subdivided  into  a  number  of  time  slots  at 
least  equal  to  the  number  of  peripheral  units,  while 
a  peripheral  unit  is  always  assigned  the  same  time 
slot  in  each  frame,  and  in  that  each  peripheral  unit 
transfers  information  about  its  status,  which  in- 
formation  is  initiated  by  the  peripheral  unit  itself,  to 
the  memory  in  the  control  unit  during  or  at  least 
immediately  prior  to  the  time  slot  assigned  to  the 
peripheral  unit  in  the  next  frame. 

2.  A  data  processing  system  comprising  a  con- 
trol  unit  and  a  plurality  of  peripheral  units,  a  pro- 
gram  being  stored  in  a  memory  of  the  control  unit 
and  a  bus  being  provided  over  which  the  peripheral 
units  can  communicate  with  one  another  and  with 
the  control  unit  for  the  duration  of  successive 
frames  in  a  time-division  multiplex  system,  char- 
acterized  in  that  the  number  of  time  slots  in  each 
frame  is  at  least  equal  to  the  number  of  peripheral 
units  and  in  that  in  each  frame  always  the  same 
time  slot  is  available  for  communication  between 
the  control  unit  and  a  specific  peripheral  unit  and  in 
that  means  are  provided  for  transferring  information 
about  the  status  of  this  peripheral  unit  to  a  memory 
in  the  control  unit  during  or  immediately  prior  to 
the  time  slot  assigned  to  a  peripheral  unit  in  the 
next  frame. 

3.  A  system  as  claimed  in  Claim  2,  character- 
ized  in  that  the  number  of  slots  is  equal  to  the 
number  of  peripheral  units. 

4.  A  system  as  claimed  in  Claim  2,  character- 
ized  in  that  each  peripheral  unit  scans  an  equal 
number  of  program  lines  during  its  assigned  time 
slot. 

5.  A  system  as  claimed  in  Claim  4,  character- 
ized  in  that  the  number  of  program  lines  is  32. 

6.  A  system  as  claimed  in  at  least  one  of  the 
Claims  2  to  5,  characterized  in  that  the  memory  in 
the  control  unit  has  the  form  of  a  programmable 

logic  array  (PLA),  the  status  information  of  the 
peripheral  unit  together  with  the  count  of  a  counter 
incorporated  in  the  control  unit  forming  the  address 
of  the  PLA. 
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