
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
1 

92
1 

52
7

B
1

TEPZZ_9 _5 7B_T
(11) EP 1 921 527 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
14.08.2019 Bulletin 2019/33

(21) Application number: 07120357.4

(22) Date of filing: 09.11.2007

(51) Int Cl.:
G05B 19/418 (2006.01) G05B 23/02 (2006.01)

(54) Adjustable data collection rate for embedded historians

Einstellbare Datensammelgeschwindigkeit eingebetteter Historiemodulen

Vitesse de collecte de données réglable pour des modules historiques

(84) Designated Contracting States: 
DE FR GB

(30) Priority: 10.11.2006 US 558710

(43) Date of publication of application: 
14.05.2008 Bulletin 2008/20

(73) Proprietor: Rockwell Automation Technologies, 
Inc.
Mayfield Heights, OH 44124 (US)

(72) Inventors:  
• Campbell, John T.

Bridgeville, OH 15017 (US)
• McGreevy, Robert J.

Oswego, IL 60543 (US)
• Herbst, Robert J.

Aurora, OH 44202 (US)
• Baier, John J.

Mentor, OH 44060 (US)
• Jasper, Taryl J.

South Euclid, OH 44121 (US)

(74) Representative: Grünecker Patent- und 
Rechtsanwälte 
PartG mbB
Leopoldstraße 4
80802 München (DE)

(56) References cited:  
WO-A1-2006/018738  

• ATLAS COLLABORATION: "ATLAS. High-Level 
Trigger, Data Acquisition and Controls" 
Technical Design Report 30 June 2003 
(2003-06-30), pages 1-370, XP002570453 
Retrieved from the Internet: 
URL:http://cdsweb.cern.ch/record/616089/fi 
les/cer-002375189.pdf> [retrieved on 2010-03-03]

• VERMEULEN J ET AL: "ATLAS dataflow: the 
read-out subsystem, results from trigger and 
data-acquisition system testbed studies and from 
modeling" 4 June 2005 (2005-06-04), REAL TIME 
CONFERENCE, 2005. 14TH IEEE-NPSS 
STOCKHOLM, SWEDEN JUNE 4-10, 2005, 
PISCATAWAY, NJ, USA,IEEE, PAGE(S) 270 - 274 , 
XP010859081 ISBN: 9780780391833 * page 912 - 
page 917 *

• GAMEIRO S ET AL: "The ROD crate DAQ of the 
ATLAS data acquisition system" 4 June 2005 
(2005-06-04), REAL TIME CONFERENCE, 2005. 
14TH IEEE-NPSS STOCKHOLM, SWEDEN JUNE 
4-10, 2005, PISCATAWAY, NJ, USA,IEEE, 
PAGE(S) 527 - 531 , XP010859117 ISBN: 
9780780391833 * page 527 - page 531 *



EP 1 921 527 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

TECHNICAL FIELD

[0001] The subject invention relates generally to his-
torian components associated with industrial controllers
and more particularly to varying a rate of data collection
for an embedded historian

BACKGROUND

[0002] Industrial controllers are special-purpose com-
puters utilized for controlling industrial processes, man-
ufacturing equipment, and other factory automation,
such as data collection or networked systems. At the core
of the industrial control system, is a logic processor such
as a Programmable Logic Controller (PLC) or PC-based
controller. Programmable Logic Controllers for instance,
are programmed by systems designers to operate man-
ufacturing processes via user-designed logic programs
or user programs. The user programs are stored in mem-
ory and generally executed by the PLC in a sequential
manner although instruction jumping, looping and inter-
rupt routines, for example, are also common. Associated
with the user program are a plurality of memory elements
or variables that provide dynamics to PLC operations and
programs. Differences in PLCs are typically dependent
on the number of Input/Output (I/O) they can process,
amount of memory, number and type of instructions, and
speed of the PLC central processing unit (CPU).
[0003] In a more macro sense than the controller, busi-
nesses have become more complex in that higher order
business systems or computers often need to exchange
data with such controllers. For instance, an industrial au-
tomation enterprise may include several plants in differ-
ent locations. Modern drivers such as efficiency and pro-
ductivity improvement, and cost-reduction, are requiring
manufacturers to collect, analyze, and optimize data and
metrics from global manufacturing sites. For example, a
food company can have several plants located across
the globe for producing a certain brand of food. These
factories in the past were standalone, with minimum data
collection and comparison of metrics with other similar
factories. In the networked world of today, manufacturers
are demanding real-time data from their factories to drive
optimization and productivity. Conventional control sys-
tems architectures are not equipped to allow a seamless
exchange of data between these various components of
the enterprise.
[0004] Another requirement of modern control system
architectures is the ability to record and store data in order
to maintain compliance with Food and Drug Administra-
tion regulations such as Regulation 21 CFR Part 11. A
particular and common solution for recording data in-
cludes providing a local recording module that often oc-
cupies a slot in a controller backplane such as a PC-
Historian which is an industrial computer for the controller
backplane, and employs a transitional layer to supply an

indirect interface to the controller. This includes a plat-
form that provides high speed, time series, data storage
and retrieval with both local and remote control proces-
sors. The PC-Historian communicates with controllers
directly through the backplane and can communicate re-
motely via a network interface. The PC-Historian allows
archiving data from the controller to an Archive Engine
which provides additional storage capabilities.
[0005] In general, conventional historian processors
enable high-speed real-time data collection by commu-
nicating directly with the control processor across the
backplane for fast data collection speeds. This includes
handling large quantities of data over extended time pe-
riods while providing efficient storage and retrieval of
process data over extended periods of time. These so-
lutions are generally employed for electronic documen-
tation and provide an audit trail and data flags for tracking
modified, inserted, or incomplete data. In order to con-
figure such products, a Graphical User Interface (GUI)
can be provided to map controller tags defined in a local
or remote processor to a data historian file.
[0006] Data from controllers and industrial modules
are typically collected and analyzed to determine a
source of a problem. In general, controllers are fitted with
a small amount of data storage. If data is desirably re-
tained beyond the two gigabytes, an operator should de-
termine which data is desirably kept for a longer period
of time, and which data is to be deleted. Likewise, after
predetermined time period, or when storage capacity of
the controller is reached, data from the controller can be
archived. Nonetheless, if data is to be analyzed, then
such analysis can be performed with respect to data that
is typically collected at a fixed rate.
[0007] Atlas collaboration: "Atlas High-Level Trigger
Data Acquisition and Controls. Technical Design Re-
port", 30 June 2003, pages 1-370, Geneva. URL: ht-
tp://cdsweb.cern.ch/record/616089/files/cer-
002375189.pdf is a technical design report for the High-
Level Trigger (HLT), Data-Acquisition (DAQ) and con-
trols of the ATLAS experiment that builds on the earlier
documents published on these systems. The principle
components and functions of the baseline HLT/DAQ sys-
tem are the following: 1) A data flow system, responsible
for receiving the detector data, serving as a subset of
data to the HLT system and transporting the data for se-
lected events to mass storage. 2) The HLT system, re-
sponsible for the event selection after the first level of the
trigger, and for filtering involving a late reduction of a
factor of several hundred. It is also responsible for the
classification of all accepted events. 3) The online system
that is responsible for all aspects of experiment TDAQ
(Trigger Data Acquisition) operations and control during
data taking, and during testing and calibration events. 4)
The DCS (Detector Control System) is responsible for
the coherent and safe operation of the ATLAS detector,
as well as the interface with external systems and devic-
es, including the LHC itself.
[0008] Document WO 2006/018738 A1 discloses a
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method and a system for evaluating the quality of data
collection in a manufacturing environment, wherein the
sampling rate may be adapted according to several data
collection plans.

SUMMARY

[0009] It is the object of the invention to provide a sys-
tem and a method for effectively collecting and storing
data related to an industrial process. This object is solved
by the invention as claimed in the independent claims.
Preferred embodiments are specified in the dependent
claims.
[0010] The following presents a simplified summary in
order to provide a basic understanding of some aspects
described herein. This summary is not an extensive over-
view nor is intended to identify key/critical elements or to
delineate the scope of the various aspects described
herein. Its sole purpose is to present some concepts in
a simplified form as a prelude to the more detailed de-
scription that is presented later.
[0011] The subject innovation provides for systems
and methods that can vary a data collection rate for em-
bedded historians via a rate adjustment component, to
collect data with different levels of granularity. Such dif-
ference in the granularity level can be partially in re-
sponse to fault detection, alert triggering, and the like.
Accordingly, future trouble shooting efforts can be per-
formed with respect to data that is typically collected at
an adjustable rate. In general, the embedded historians
of the subject innovation (unlike conventional PC histo-
rians) supply a direct interface to controllers without em-
ploying a transitional layer, and hence provide a substan-
tially higher data exchange rate as compared to conven-
tional PC historians.
[0012] In a related aspect, a higher sample rate for
data collection (than sample rate during normal opera-
tion) can be employed when collecting data from an op-
eration stage that is deemed more critical than the rest
of the operation. The rate adjustment component can be
associated with an embedded historian that can be inte-
grated as part of a controller or industrial unit. Moreover,
such adjustable rate component can communicate with
controllers directly through the backplane, or can com-
municate remotely via a network interface. In a related
aspect, a storage medium associated with
the embedded historian/recording module can selective-
ly decay stored data (e.g., a gradual purge) based on
data importance, likelihood of use, and the like.
[0013] According to a further aspect of the subject in-
novation, the rate adjustment component can further in-
clude an estimation component that can automatically
predict a required sampling rate for a stage of an oper-
ation, based on statistical models and collected for similar
operations and/or history data. For example, a crude
model can be constructed for an initial subset of the data
using earlier/prior collected data from similar processes.
This allows statistical information to be gleaned from ex-

tremely large sets of distributed information relate to sim-
ilar industrial operation. The model can then be evaluated
and/or altered via feedback (e.g., user input). Each mod-
ule can be programmed to be evaluated for the sampling
rate periodically, or upon occurrence of an event (e.g.,
an alarm trigger, receipt of an e-mail notification mes-
sage, and the like). Various artificial intelligence sys-
tems/methodologies can also be employed to facilitate
estimation/prediction of the data collection rate (e.g.,
sampling rate.)
[0014] To the accomplishment of the foregoing and re-
lated ends, certain illustrative aspects are described
herein in connection with the following description and
the annexed drawings. These aspects are indicative of
various ways which can be practiced, all of which are
intended to be covered herein. Other advantages and
novel features may become apparent from the following
detailed description when considered in conjunction with
the drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0015]

Fig. 1 is a schematic block diagram of a system that
varies a data collection rate in accordance with an
aspect of the subject innovation.
Fig. 2 illustrates a block diagram for a rate adjustment
component in accordance with an aspect of the sub-
ject innovation.
Fig. 3 illustrates a system that can purge collected
data according to a further aspect of the subject in-
novation
Fig. 4 illustrates an exemplary methodology of rate
adjustment in accordance with an aspect of the sub-
ject innovation.
Fig. 5 illustrates a particular methodology of data col-
lection in accordance with a particular aspect of the
subject innovation.
Fig. 6 illustrates an exemplary industrial automation
network that employs a rate adjustment component
to vary rate of data capture.
Fig. 7 illustrates a rate adjustment component as part
of an industrial setting in accordance with an aspect
of the subject innovation.
Fig. 8 illustrates an exemplary multi-tiered and dis-
tributed historian system, which can employ a rate
adjustment component in accordance with an aspect
of the subject innovation.
Fig. 9 illustrates an exemplary computing environ-
ment that can be implemented as part of a data with
varying rate in accordance with an aspect of the sub-
ject innovation.
Fig. 10 illustrates an industrial setting with a back-
plane and associated modules that can employ a
rate adjustment component in accordance with an
aspect of the subject innovation.
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DETAILED DESCRIPTION

[0016] The various aspects of the subject innovation
are now described with reference to the annexed draw-
ings, wherein like numerals refer to like or corresponding
elements throughout. It should be understood, however,
that the drawings and detailed description relating thereto
are not intended to limit the claimed subject matter to the
particular form disclosed. Rather, the intention is to cover
all modifications, equivalents and alternatives falling
within the scope of the claimed subject matter.
[0017] Fig. 1 illustrates a rate adjustment component
110 that is associated with collection of data from an em-
bedded historian network of an industrial programmer
system 100 (e.g., a network of controller devices), to fa-
cilitate persistence of history data for future trouble shoot-
ing. Such rate adjustment component 110 can adjust
sampling rats of data collected from a plurality of modules
industrial/units within the system 100. Hence, different
level of granularity for data collection can be employed
at various stages of an industrial process. Put differently,
the subject innovation provides for systems and methods
that can vary a data sampling rate via the rate adjustment
component 110, in part in response to fault detection,
alert triggering, and the like. Accordingly, future trouble
shooting efforts can be performed with respect to data
that is typically collected at an adjustable sample rate.
For example, a higher sample rate (than sample rate dur-
ing normal operation) can be employed when collecting
data from an operation stage that is deemed more critical
than the rest of the operation. The rate adjustment com-
ponent 110 can be associated with embedded historians
121, 123, 125 (1 to n, n being an integer), wherein such
embedded historians 121, 123, 125 supply a direct inter-
face to controllers without employing a transitional layer,
and hence provide a substantially higher data exchange
rate as compared to conventional PC historians. Accord-
ingly, a distributed historian framework 130 is provided,
wherein historical data types can be collected at various
levels of granularity (e.g., in accordance with an organi-
zational model of a hierarchical system that is distributed
across various elements of an enterprise.) Such an ar-
rangement enables a user (e.g., plant engineer, industrial
operator) to define a desired rate of data collection and/or
sampling throughout an industrial process. Moreover,
such data collection rate can be automatically designated
as will be described in detail infra.
[0018] The rate adjustment component 110 can be part
of applications running on a control unit, which can func-
tion as a management control center for the industrial
network system 100. Moreover, such adjustable sam-
pling rate component 110 can communicate with control-
lers directly through the backplane, or can communicate
remotely via a network interface. The adjustable sam-
pling component 110 can adjust sampling rates for in-
dustrial units 141, 143, 145 (1 to m, m being an integer)
such as those that are maintained on higher-level busi-
ness servers; units that serve control elements of the

system such as programmable logic controllers and/or
other industrial control components (e.g., sensors, mod-
ules, and the like), for example. A directory service (not
shown) can further operate with the organizational model
to enable adjustment of sampling rate and collection via
embedded historians 121, 123, 125 within the organiza-
tion. Accordingly, the rate for data collection can be varied
based on a plurality of industrial parameter, such as for
example: type of data that is to be collected (e.g., col-
lecting one type of data at a higher rate, than another
type of data); time of data collection, industrial unit that
data is being collected therefrom, criticality of the oper-
ation, security level, sequence of function block being
executed, and the like.
[0019] A network system (not shown) can be associ-
ated with the industrial automation system 100, for which
the rate of data collection can be adjusted via the rate
adjustment component 110. The network system can fur-
ther include additional hosts (not shown), which may be
personal computers, servers or other types of computers.
Such hosts generally can be capable of running or exe-
cuting one or more application-level (or user-level) pro-
grams, as well as initiating an I/O request (e.g., I/O reads
or writes). In addition, the network system can further
include one or more input/output units (I/O units), wherein
such I/O units can includes one or more I/O controllers
connected thereto, and each of the I/O can be any of
several types of I/O devices, such as storage devices
(e.g., a hard disk drive, tape drive) or other I/O device.
The hosts and I/O units and their attached I/O controllers
and devices can be organized into groups such as clus-
ters, with each cluster including one or more hosts and
typically one or more I/O units (each I/O unit including
one or more I/O controllers). The hosts and I/O units can
be interconnected via a collection of routers, switches
and communication links (such as wires, connectors, ca-
bles, and the like) that connects a set of nodes (e.g.,
connects a set of hosts and I/O units) of one or more
clusters. Each unit be programmed and/or configured to
operate in a mode in which it employs a sampling interval
to initiate periodic sampling.
[0020] It is noted that as used in this application, terms
such as "component," "hierarchy," "model, " and the like
are intended to refer to a computer-related entity, either
hardware, a combination of hardware and software, soft-
ware, or software in execution as applied to an automa-
tion system for industrial control. For example, a compo-
nent may be, but is not limited to being, a process running
on a processor, a processor, an object, an executable,
a thread of execution, a program and a computer. By way
of illustration, both an application running on a server and
the server can be components. One or more components
may reside within a process and/or thread of execution
and a component may be localized on one computer
and/or distributed between two or more computers, in-
dustrial controllers, and/or modules communicating
therewith.
[0021] Fig. 2 illustrates a rate adjustment component
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209 for varying data collection rates that further includes
an estimation component 219. The estimation compo-
nent 219 can automatically predict a required sampling
rate for a stage of an operation, based on statistical mod-
els and/or collected for similar operations history data.
For example, a crude model can be constructed for an
initial subset of the data using earlier collected data from
similar processes. Such allows statistical information to
be gleaned from extremely large sets of distributed infor-
mation relate to similar industrial operation. The model
can then be evaluated and/or altered via feedback (e.g.,
user input). Each module can be programmed to be eval-
uated for the sampling rate periodically, or upon occur-
rence of an event (e.g., an alarm trigger, receipt of an e-
mail notification message, and the like). Various artificial
intelligence systems/methodologies can also be em-
ployed to facilitate estimation/prediction of the data col-
lection rate (e.g., sampling rate.)
[0022] The system 200 includes a plurality of embed-
ded historian components 210 operating in an organiza-
tional data model, wherein a rate adjustment component
209 can vary a data collection rate for such embedded
historians (e.g., micro historians) that are distributed on
the back plane of an associated industrial network. In
addition, the historian components 210 can be distributed
across a network 214 to provide a collective or distributed
database. The rate adjustment component 209 can be
part of applications running on a control unit 230, which
can function as a management control center for the in-
dustrial network system.
[0023] The industrial setting or organizational enter-
prise 200 can employ a plurality of computers or network
components that communicate across the network 214,
to one or more industrial control components 230, such
as for example programmable logic controllers (PLCs)
211,212, 213 (1 to j, j being an integer) or other factory
components. Thus, the embedded historian components
210 can be operated as a singular or collective entity
while being viewed, managed and distributed across sub-
stantially all or portions of the enterprise 220, control com-
ponent 230 and/or locator component 209. For example,
at the control levels 230, embedded historians can be
embedded within a PLC rack to collect data, whereas
higher levels at 220 can be employed to aggregate data
from lower levels. Such can include higher level software
components that communicate across the network 214
to collect data from lower level control components. The
network 214 can include public networks such as the
Internet, Intranets, and automation networks such as
Control and Information Protocol (CIP) networks includ-
ing DeviceNet and ControlNet. Other networks include
Ethernet, DH/DH+, Remote I/O, Fieldbus, Modbus, Profi-
bus, wireless networks, serial protocols, and the like. In
addition, the network devices can include various possi-
bilities (hardware and/or software components). These
include components such as switches with virtual local
area network (VLAN) capability, LANs, WANs, proxies,
gateways, routers, firewalls, virtual private network

(VPN) devices, servers, clients, computers, configuration
tools, monitoring tools, and/or other devices.
[0024] Likewise, the industrial/enterprise 220 can in-
clude various computer or network components such as
servers, clients, communications modules, mobile com-
puters, wireless components, and the like which are ca-
pable of interacting across the network 214. Similarly,
the term PLC as used herein can include functionality
that can be shared across multiple components, sys-
tems, and/or networks 214. For example, one or more
PLCs of the control component 230 can communicate
and cooperate with various network devices across the
network 214. Such can include substantially any type of
control, communications module, computer, I/O device,
sensor, Human Machine Interface (HMI)) that communi-
cate via the network 214 which includes control, automa-
tion, and/or public networks. The PLC 230 can also com-
municate to and control various other devices such as
Input/Output modules including Analog, Digital, Pro-
grammed/Intelligent I/O modules, other programmable
controllers, communications modules, and the like.
[0025] The system 200 enables combining organiza-
tional information such as an organizational or hierarchi-
cal data model which represents a common model of a
plant that can be based in the S88 or S95 model, and is
distributed among computers of the enterprise 220 and
industrial controllers 230, for example. The model can
be viewed as an Organizational Data Model - a tree-like
hierarchical and heterogeneous structure of organiza-
tional Units. For instance, respective Organizational
Units can include other Organizational Units. Organiza-
tional Units can be either physical locations (e.g., Site,
Area) or logical grouping node or collection (e.g., Enter-
prise as a collection of Sites). The nodes in the organi-
zational hierarchy or model can have associated items
representing the plant’s production and control equip-
ment, tags, backing tags (e.g., Alarm & Event and the
like), programs, equipment phases, I/O devices, and oth-
er application related entities. These organizational units
thus can form an application view of the user’s system.
[0026] A typical system 200 can assign the upper lev-
els of the hierarchy such as an Enterprise node and site
to a computer system and the lower levels such as area,
line, cell and machine can be contained in multiple in-
dustrial controllers 230; each of which can include com-
ponents that are members of one or more organization
units such as area or area model. Moreover, an organi-
zation unit can contain components from one or more
controllers. The embedded historian components 210
can be positioned at various levels of the enterprise 220
and/or control 230; and can also further be integrated
therein and scaled according to system data collection
requirements. Such organizational model enables dis-
tributed historian components 210 to locate data of inter-
est for collection purposes and to readily adapt and be-
come integrated within the larger system 200.
[0027] Adaptability within the system 200 can be facil-
itated by data having additional information such as
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metadata that identifies the purpose of the data, and a
granularity level that data associated therewith should
be collected for. Such metadata can further be employed
by the rate adjustment component 209 to designate rates
for data collection by a micro-historian. For example, the
configuration component 209 can employ a trail of meta-
data to identify the historians and relevant historian data
for collection
[0028] Accordingly, one form of data can identify itself
as a control tag that has been marked or labeled via meta-
data to indicate its significance for data collection pur-
poses. Another type of label or metadata can indicate
security information that is being distributed throughout
the system 200. Furthermore, other type of data can in-
dicate that an alarm condition or an event has occurred
within the system and thus, a respective historian com-
ponent should capture data at a higher granularity level.
[0029] Fig. 3 illustrates a general block diagram of a
rate adjustment component 310 that further interacts with
a purge component 305, in accordance with an aspect
of the subject innovation, The rate adjustment compo-
nent can vary a data collection rate for the embedded
historians 335, 337, and 339 (1 to L, L being an integer)
to collect data with different level of granularity. The purge
component 310 can notify such historians 335, 337, and
339 that they can avail their memory for data override
and/or selectively purge the history data storage medium
(e.g., upon reaching a predetermined storage capacity,
predetermined thresholds, and the like.) Such an ar-
rangement can reduce data backup, and mitigate risk of
loss for data stored on a RAM, wherein size of the RAM
in such historians 335, 337, 339 is limited and can even-
tually overload, for example. Data can be initially stored
via historians 335, 337, and 339, and such storage can
continue until predetermined threshold storage capaci-
ties associated with these historians are reached. Upon
reaching such predetermined threshold, the purge com-
ponent 310 can evaluate the stored data (e.g., history
data) and notify the embedded historians 335, 337, and
339 to indicate that the data is no longer required and/or
is not necessary for future access and hence can be over-
written,
[0030] Fig. 4 illustrates a related methodology of gath-
ering data based on a plurality of granularity levels for
the industrial process. While the exemplary method is
illustrated and described herein as a series of blocks rep-
resentative of various events and/or acts, the present
invention is not limited by the illustrated ordering of such
blocks. For instance, some acts or events may occur in
different orders and/or concurrently with other acts or
events, apart from the ordering illustrated herein, in ac-
cordance with the invention. In addition, not all illustrated
blocks, events or acts, may be required to implement a
methodology in accordance with the present invention.
Moreover, it will be appreciated that the exemplary meth-
od and other methods according to the invention may be
implemented in association with the method illustrated
and described herein, as well as in association with other

systems and apparatus not illustrated or described. Ini-
tially, and at 410 an industrial operation for which data
collection is required can be identified. Such data is typ-
ically collected at 420 and stored for a subsequent anal-
ysis in case of future trouble shooting, for example. Next,
and at 430 rate of data collection can be adjusted based
on desired level of granularity. For example, a higher
sample rate for data collection (than sample rate during
normal operation) can be employed when collecting data
from an operation stage that is deemed more critical than
the rest of the operation. The rate adjustment component
can be associated with embedded historians and/or local
recording modules that supply a direct interface to con-
trollers without employing a transitional layer, and hence
provide a substantially higher data exchange rate as
compared to conventional PC historians. Next, and at
440 desired data can be displayed to a user.
[0031] Fig. 5 illustrates a further methodology in ac-
cordance with a further aspect of the subject innovation.
Initially, and at 510 various function blocks that are as-
sociated with such industrial process can be determined.
In general, such function blocks can pertain to a control
strategy, which can be downloaded to one or more control
modules in the control system. Moreover, the control
functions represented by the function blocks are imple-
mented in the verified control routine according to exe-
cution ordering which may be determined in the compi-
lation or verification process in the configuration tool.
[0032] A plurality of triggering events can subsequently
be defined at 520 that correspond to execution of a par-
ticular granularity of data collection associated with such
function blocks. For example, such triggering event can
be based on an execution order, data importance, likeli-
hood of use, and the like. Next, and at 530 feedback can
be provided (e.g., a plant engineer, operator) regarding
efficiency of such data collection. Based on such feed-
back, and/or based on predetermined criteria (e.g., data
criticality for future trouble shooting) a rate for data col-
lection can be varied, at 540. Next and at 550, data col-
lection can proceed based on such adjusted rate of data
collection.
[0033] Fig. 6 illustrates a block diagram of a rate ad-
justment component 617 that that can vary a data col-
lection rate that are collected by the distributed historians
component 610, associated with the industrial setting
600. As described in detail supra, difference in the gran-
ularity level for data collection can be in part in response
to fault detection, alert triggering, and other process pa-
rameters during execution. Hence, future trouble shoot-
ing efforts can be performed with respect to data that is
typically collected at an adjustable rate.
[0034] Data at such adjusted rate can be captured via
a plurality of distributed embedded historian components
610. For example, data can automatically be captured at
a first sample collection rate at onset of activities relating
to a function block or activity. Likewise, data collection
automatically stops at such first sample collection rate,
upon completion of the function block, and hence, rele-
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vant data to various performance stages can automati-
cally be gathered, and stored for future trouble shooting
via the distributed historian components 610.
[0035] The rate adjustment component 617 can be part
of applications running with on the control components
611, 612, 613 which can function as a management con-
trol center for the industrial network system 600. Accord-
ingly, a distributed historian framework is provided,
wherein historical data types can be collected based on
triggering events at particular data collection granularity
levels, which are set by the rate adjustment component
617 (e.g., a specific data collection rate for particular data
collected - such that collected data at such specific rate
can address subsequent problems that may arise during
the industrial process.)
[0036] A network system 614 can be associated with
the industrial automation system 600. The network sys-
tem 614 can further include additional hosts (not shown),
which may be personal computers, servers or other types
of computers. Such hosts generally can be capable of
running or executing one or more application-level (or
user-level) programs, as well as initiating an I/O request
(e.g., I/O reads or writes). In addition, the network system
can further include one or more input/output units (I/O
units), wherein such I/O units can includes one or more
I/O controllers connected thereto, and each of the I/O
can be any of several types of I/O devices, such as stor-
age devices (e.g., a hard disk drive, tape drive) or other
I/O device. The hosts and I/O units and their attached
I/O controllers and devices can be organized into groups
such as clusters, with each cluster including one or more
hosts and typically one or more I/O units (each I/O unit
including one or more I/O controllers). The hosts and I/O
units can be interconnected via a collection of routers,
switches and communication links (such as wires, con-
nectors, cables, and the like) that connects a set of nodes
(e.g., connects a set of hosts and I/O units) of one or
more clusters.
[0037] It is noted that as used in this application, terms
such as "component," "hierarchy," "model, " and the like
are intended to refer to a computer-related entity, either
hardware, a combination of hardware and software, soft-
ware, or software in execution as applied to an automa-
tion system for industrial control. For example, a compo-
nent may be, but is not limited to being, a process running
on a processor, a processor, an object, an executable,
a thread of execution, a program and a computer. By way
of illustration, both an application running on a server and
the server can be components. One or more components
can reside within a process and/or thread of execution
and a component may be localized on one computer
and/or distributed between two or more computers, in-
dustrial controllers, and/or modules communicating
therewith.
[0038] Fig. 7 illustrates an exemplary industrial auto-
mation network that employs a rate adjustment compo-
nent 765 that configures a rate for data collections, which
is to be maintained by embedded historian component

733. Such rate adjustment component 765 can assign a
higher rate for data collection (than data collection rate
during normal operation), when collecting data from an
operation stage that is deemed more critical than the rest
of the operation of the industrial setting 700, for example.
The industrial setting 700 can further include a database
710, a human machine interface (HMI) 720 and a pro-
grammable logic controller (PLC) 730, and a directory
interface 740. The rate adjustment component 765 can
further associate with an Artificial Intelligence (AI) com-
ponent 750 to facilitate determination of rate for data col-
lection, and accumulation of such history data via the
embedded historians 733.
[0039] For example, in connection with determining a
rate collection associated with a control algorithm and/or
initiating of data capture, the subject invention can em-
ploy various artificial intelligence schemes. A process for
learning explicitly or implicitly whether data from a histo-
rian should be downloaded, can be facilitated via an au-
tomatic classification system and process. Classification
can employ a probabilistic and/or statistical-based anal-
ysis (e.g., factoring into the analysis utilities and costs)
to prognose or infer an action that a user desires to be
automatically performed. For example, a support vector
machine (SVM) classifier can be employed. Other clas-
sification approaches include Bayesian networks, deci-
sion trees, and probabilistic classification models provid-
ing different patterns of independence can be employed.
Classification as used herein also is inclusive of statistical
regression that is utilized to develop models of priority.
[0040] As will be readily appreciated from the subject
specification, the subject invention can employ classifiers
that are explicitly trained (e.g., via a generic training data)
as well as implicitly trained (e.g., via observing user be-
havior, receiving extrinsic information) so that the clas-
sifier is used to automatically determine according to a
predetermined criteria which answer to return to a ques-
tion. For example, with respect to SVM’s that are well
understood, SVM’s are configured via a learning or train-
ing phase within a classifier constructor and feature se-
lection module. A classifier is a function that maps an
input attribute vector, x = (x1, x2, x3, x4, xn), to a confi-
dence that the input belongs to a class - that is, f(x) =
confidence(class). As shown in Fig. 7, an artificial intel-
ligence (AI) component 750 can be employed to facilitate
inferring and/or determining when, where, how to vary a
rate of data collection. The AI component 750 can employ
any of a variety of suitable AI-based schemes as de-
scribed supra in connection with facilitating various as-
pects of the subject invention.
[0041] In addition, the directory interface 740 can be
employed to provide data from an appropriate location
such as the data source 760, a server 770 and/or a proxy
server 780. Accordingly, the directory interface 740 can
point to a source of data based upon role and require-
ments (needs) of a requester (e.g., database 710, HMI
720, PLC 530, and the like.) The database 710 can be
any number of various types such as a relational, net-
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work, flat-file or hierarchical systems. Typically, such da-
tabases can be employed in connection with various en-
terprise resource planning (ERP) applications that can
service any number of various business related process-
es within a company. For example, ERP applications can
be related to human resources, budgeting, forecasting,
purchasing and the like. In this regard, particular ERP
applications may require data that has certain desired
attributes associated therewith. Thus, in accordance with
an aspect of the subject invention, the directory interface
740 can provide data to the database 710 from the server
770, which provides data with the attributes desired by
the database 710.
[0042] Moreover, the HMI 720 can employ the directory
interface 740 to point to data located within the system
700. The HMI 720 can be employed to graphically display
various aspects of a process, system, factory, etc. to pro-
vide a simplistic and/or user-friendly view of the system.
Accordingly, various data points within a system can be
displayed as graphical (e.g., bitmaps, jpegs, vector
based graphics, clip art and the like) representations with
desired color schemes, animation, and layout.
[0043] The HMI 720 can request data to have particular
visualization attributes associated with data in order to
easily display such data thereto. For example, the HMI
720 can query the directory interface 740 for a particular
data point that has associated visualization attributes.
The directory interface 740 can determine the proxy serv-
er 780 contains the attributed data point with the desired
visualization attributes. For instance, the attributed data
point can have a particular graphic that is either refer-
enced or sent along with the data such that this graphic
appears within the HMI environment instead of or along
with the data value.
[0044] As explained earlier, the PLC 730 can be any
number of models such as Allen Bradley PLC5, SLC-
500, MicoLogix, and the like. The PLC 730 is generally
defined as a specialized device employed to provide
high-speed, low-level control of a process and/or system.
The PLC 730 can be programmed using ladder logic or
some form of structured language. Typically, the PLC
730 can utilize data directly from a data source (e.g., data
source 760) that can be a sensor, encoder, measurement
sensor, switch, valve and the like. The data source 760
can provide data to a register in a PLC and such data
can be stored in the PLC if desired. Additionally, data
can be updated (e.g., based on a clock cycle) and/or
output to other devices for further processing.
[0045] Fig. 8 illustrates an exemplary multi-tiered and
distributed historian system 800, which can employ a rate
adjustment component in accordance with an aspect of
the subject innovation. The exemplary system 800 illus-
trates three tiered historian level, wherein the highest da-
ta collection tier is illustrated and can be referred to as
the enterprise tier 810. This tier aggregates data collect-
ed from lower level tiers such as from a plant tier 820 and
a micro or embedded tier 830. As illustrated, the tiers 810
and 820 can include archival or permanent storage ca-

pabilities. In the system 800, data can be collected from
two plants at the tier 820, and from a plurality of historian
components at tier 830. It is to be appreciated that such
an arrangement is exemplary in nature, and other ar-
rangements are well within the realm of the subject in-
novation.
[0046] Typically, the system 800 can be viewed as a
Distributed Historian that spans machines, plants, and
enterprises. At level 830, the historian collects data at
the rack level and is coupled to Common Plant Data
Structure described above. Such can include collecting
process & discrete data, alarms & events in a single ar-
chive if desired. Other aspects can include auto-discov-
ery of data and context from controllers in local chassis
including store/forward data capabilities from local buff-
ers. Data can be collected without polling, having a low
communications bandwidth. The plant level 820 aggre-
gates data from Micro or rack-embedded Historians
and/or other data sources (e.g., Live Data source). Such
can include plant-level querying, analytics, reporting
while efficiently storing, retrieving, and managing large
amounts of data. This level can also auto-discover data
and data model context from Micro Historians located at
level 830. Other features of the system 800 can include
analysis components, logical units, components for in-
teraction with report elements, embeddable presentation
components, replication of configuration, storage, archiv-
ing, data compression, summarization/filtering, security,
and scalability,
[0047] Fig. 9, an exemplary environment 910 for im-
plementing various aspects of the data capture unit,
which can include computer 912, as part of the rate ad-
justment component. The computer 912 includes a
processing unit 914, a system memory 916, and a system
bus 918. The system bus 918 couples system compo-
nents including, but not limited to, the system memory
916 to the processing unit 914. The processing unit 914
can be any of various available processors. Dual micro-
processors and other multiprocessor architectures also
can be employed as the processing unit 914.
[0048] The system bus 918 can be any of several types
of bus structure(s) including the memory bus or memory
controller, a peripheral bus or external bus, and/or a local
bus using any variety of available bus architectures in-
cluding, but not limited to, 9-bit bus, Industrial Standard
Architecture (ISA), Micro-Channel Architecture (MSA),
Extended ISA (EISA), Intelligent Drive Electronics (IDE),
VESA Local Bus (VLB), Peripheral Component Intercon-
nect (PCI), Universal Serial Bus (USB), Advanced
Graphics Port (AGP), Personal Computer Memory Card
International Association bus (PCMCIA), and Small
Computer Systems Interface (SCSI).
[0049] The system memory 916 includes volatile mem-
ory 920 and nonvolatile memory 922. The basic input/out-
put system (BIOS), containing the basic routines to trans-
fer information between elements within the computer
912, such as during start-up, is stored in nonvolatile mem-
ory 922. By way of illustration, and not limitation, nonvol-
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atile memory 922 can include read only memory (ROM),
programmable ROM (PROM), electrically programmable
ROM (EPROM), electrically erasable ROM (EEPROM),
or flash memory. Volatile memory 920 includes random
access memory (RAM), which acts as external cache
memory. By way of illustration and not limitation, RAM is
available in many forms such as synchronous RAM
(SRAM), dynamic RAM (DRAM), synchronous DRAM
(SDRAM), double data rate SDRAM (DDR SDRAM), en-
hanced SDRAM (ESDRAM), Synchlink DRAM
(SLDRAM), and direct Rambus RAM (DRRAM).
[0050] Computer 912 also includes removable/non-re-
movable, volatile/nonvolatile computer storage media.
Fig. 9 illustrates, for example a disk storage 924. Disk
storage 924 includes, but is not limited to, devices like a
magnetic disk drive, floppy disk drive, tape drive, Jaz
drive, Zip drive, LS-60 drive, flash memory card, or mem-
ory stick. In addition, disk storage 924 can include storage
media separately or in combination with other storage
media including, but not limited to, an optical disk drive
such as a compact disk ROM device (CD-ROM), CD re-
cordable drive (CD-R Drive), CD rewritable drive (CD-
RW Drive) or a digital versatile disk ROM drive (DVD-
ROM). To facilitate connection of the disk storage devic-
es 924 to the system bus 918, a removable or non-re-
movable interface is typically used such as interface 926.
[0051] It is to be appreciated that Fig. 9 describes soft-
ware that acts as an intermediary between users and the
basic computer resources described in suitable operat-
ing environment 910. Such software includes an operat-
ing system 928. Operating system 928, which can be
stored on disk storage 924, acts to control and allocate
resources of the computer system 912. System applica-
tions 930 take advantage of the management of resourc-
es by operating system 928 through program modules
932 and program data 934 stored either in system mem-
ory 916 or on disk storage 924. It is to be appreciated
that various components described herein can be imple-
mented with various operating systems or combinations
of operating systems.
[0052] A user enters commands or information into the
computer 912 through input device(s) 936. Input devices
936 include, but are not limited to, a pointing device such
as a mouse, trackball, stylus, touch pad, keyboard, mi-
crophone, joystick, game pad, satellite dish, scanner, TV
tuner card, digital camera, digital video camera, web
camera, and the like. These and other input devices con-
nect to the processing unit 914 through the system bus
918 via interface port(s) 938. Interface port(s) 938 in-
clude, for example, a serial port, a parallel port, a game
port, and a universal serial bus (USB). Output device(s)
940 use some of the same type of ports as input device(s)
936. Thus, for example, a USB port may be used to pro-
vide input to computer 912, and to output information
from computer 912 to an output device 940. Output
adapter 942 is provided to illustrate that there are some
output devices 940 like monitors, speakers, and printers,
among other output devices 940 that require special

adapters. The output adapters 942 include, by way of
illustration and not limitation, video and sound cards that
provide a means of connection between the output de-
vice 940 and the system bus 918. It should be noted that
other devices and/or systems of devices provide both
input and output capabilities such as remote computer(s)
944.
[0053] Computer 912 can operate in a networked en-
vironment using logical connections to one or more re-
mote computers, such as remote computer(s) 944. The
remote computer(s) 944 can be a personal computer, a
server, a router, a network PC, a workstation, a micro-
processor based appliance, a peer device or other com-
mon network node and the like, and typically includes
many or all of the elements described relative to computer
912. For purposes of brevity, only a memory storage de-
vice 946 is illustrated with remote computer(s) 944. Re-
mote computer(s) 944 is logically connected to computer
912 through a network interface 948 and then physically
connected via communication connection 950. Network
interface 948 encompasses communication networks
such as local-area networks (LAN) and wide-area net-
works (WAN). LAN technologies include Fiber Distribut-
ed Data Interface (FDDI), Copper Distributed Data Inter-
face (CDDI), Ethernet/IEEE 802.3, Token Ring/IEEE
802.5 and the like. WAN technologies include, but are
not limited to, point-to-point links, circuit switching net-
works like Integrated Services Digital Networks (ISDN)
and variations thereon, packet switching networks, and
Digital Subscriber Lines (DSL).
[0054] Communication connection(s) 950 refers to the
hardware/software employed to connect the network in-
terface 948 to the bus 918. While communication con-
nection 950 is shown for illustrative clarity inside compu-
ter 912, it can also be external to computer 912. The
hardware/software necessary for connection to the net-
work interface 948 includes, for exemplary purposes on-
ly, internal and external technologies such as, modems
including regular telephone grade modems, cable mo-
dems and DSL modems, ISDN adapters, and Ethernet
cards.
[0055] As used herein, the terms "component," "sys-
tem" and the like are intended to refer to a computer-
related entity, either hardware, a combination of hard-
ware and software, software, or software in execution.
For example, a component may be, but is not limited to
being, a process running on a processor, a processor,
an object, an executable, a thread of execution, a pro-
gram, and/or a computer. By way of illustration, both an
application running on computer and the computer can
be a component. One or more components may reside
within a process and/or thread of execution and a com-
ponent may be localized on one computer and/or distrib-
uted between two or more computers. The word "exem-
plary" is used herein to mean serving as an example,
instance, or illustration. Any aspect or design described
herein as "exemplary" is not necessarily to be construed
as preferred or advantageous over other aspects or de-
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signs.
[0056] Fig. 10 also illustrates an exemplary environ-
ment that can employ a rate adjustment component to
collect data in accordance with various aspects of the
subject innovation. Each functional module 1014 is at-
tached to the backplane 1016 by means of a separable
electrical connector 1030 that permits the removal of the
module 1014 from the backplane 1016 so that it may be
replaced or repaired without disturbing the other modules
1014. The backplane 1016 provides the module 1014
with both power and a communication channel to the
other modules 1014. Local communication with the other
modules 1014 through the backplane 1016 is accom-
plished by means of a backplane interface 1032 which
electrically connects the backplane 1016 through con-
nector 1030. The backplane interface 1032 monitors
messages on the backplane 1016 to identify those mes-
sages intended for the particular module 1014, based on
a message address being part of the message and indi-
cating the message destination. Messages received by
the backplane interface 1032 are conveyed to an internal
bus 1034 in the module 1014.
[0057] The internal bus 1034 joins the backplane in-
terface 1032 with a memory 1036, a microprocessor
1028, front panel circuitry 1038, I/O interface circuitry
1039 and communication network interface circuitry
1041. The microprocessor 1028 can be a general pur-
pose microprocessor providing for the sequential execu-
tion of instructions included within the memory 1036 and
the reading and writing of data to and from the memory
1036 and the other devices associated with the internal
bus 1034. The microprocessor 1028 includes an internal
clock circuit (not shown) providing the timing of the mi-
croprocessor 1028 but may also communicate with an
external clock 1043 of improved precision. This clock
1043 may be a crystal controlled oscillator or other time
standard including a radio link to an external time stand-
ard. The precision of the clock 1043 may be recorded in
the memory 1036 as a quality factor. The panel circuitry
1038 includes status indication lights such as are well
known in the art and manually operable switches such
as for locking the module 1014 in the off state.
[0058] The memory 1036 can comprise control pro-
grams or routines executed by the microprocessor 1028
to provide control functions, as well as variables and data
necessary for the execution of those programs or rou-
tines. For I/O modules, the memory 1036 may also in-
clude an I/O table holding the current state of inputs and
outputs received from and transmitted to the industrial
controller 1010 via the I/O modules 1020. The module
1014 can be adapted to perform the various methodolo-
gies of the innovation, via hardware configuration tech-
niques and/or by software programming techniques.
[0059] What has been described above includes vari-
ous exemplary aspects. It is, of course, not possible to
describe every conceivable combination of components
or methodologies for purposes of describing these as-
pects, but one of ordinary skill in the art may recognize

that many further combinations and permutations are
possible. In particular regard to the various functions per-
formed by the above described components (assem-
blies, devices, circuits, systems, etc.), the terms (includ-
ing a reference to a "means") used to describe such com-
ponents are intended to correspond, unless otherwise
indicated, to any component which performs the speci-
fied function of the described component (e.g., that is
functionally equivalent), even though not structurally
equivalent to the disclosed structure, which performs the
function in the herein illustrated exemplary aspects of the
innovation. In this regard, it will also be recognized that
the innovation includes a system as well as a computer-
readable medium having computer-executable instruc-
tions for performing the acts and/or events of the various
methods of the innovation. Furthermore, to the extent
that the term "includes" is used in either the detailed de-
scription or the claims, such term is intended to be inclu-
sive in a manner similar to the term "comprising" as "com-
prising" is interpreted when employed as a transitional
word in a claim.
[0060] In summary the invention concerns systems
and methods that can vary a data collection rate via a
rate adjustment component, to collect data with different
level of granularity. The rate adjustment component can
further include an estimation component that can auto-
matically predict a required sampling rate for a stage of
an operation, based on statistical models and collected
for similar operations and/or history data. Such difference
in the granularity level can initiate in part in response to
fault detection, alert triggering, and the like. Accordingly,
future trouble shooting efforts can be performed with re-
spect to data that is typically collected at an adjustable
rate.

Claims

1. An industrial automation system (100) comprising
the following computer executable components:
a rate adjustment component (110, 305, 617) that
varies a rate of data collection for embedded histo-
rians (121, 123, 125, 335, 337, 339) within a distrib-
uted historian system (130, 610), to collect data for
storage in a storage medium, the industrial automa-
tion system (100) being characterized in that:

a higher sample rate for the data collection is
employed when collecting data from a stage of
an operation that is more critical than a rest of
the operation and wherein the rate adjustment
component (110, 305, 617) further includes an
estimation component (219) that automatically
predicts a required sampling rate for the stage
of the operation based on statistical models
and/or history data collected for similar opera-
tions; and
a purge component (310) service that selective-
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ly purges the storage medium, wherein the stor-
age medium selectively decays the stored data
based on data importance, likelihood of use
and/or reaching a predetermined threshold.

2. The industrial automation system of claim 1 further
comprising an artificial intelligence component that
facilitates determining the rate of data collection of
the embedded historians by employing various arti-
ficial intelligence schemes.

3. The industrial automation system of claims 1 or 2
further comprising a database that services the his-
torians in storing data.

4. The industrial automation system of one of claims 1
to 3 further comprising a directory interface that
points to a source of data based upon role and re-
quirements of a requester.

5. The industrial automation system of claim 1, the sta-
tistical model constructed based on prior collected
data by the embedded historians.

6. The industrial automation system of claim 5 further
comprising a feedback obtained from user input to
adjust the statistical model.

7. The industrial automation system of one of claims 1
to 6 further comprising an organizational hierarchy
data model with nodes that represent units associ-
ated with the industrial automation system.

8. The industrial automation system of one of claims 1
to 7 further comprising a Human Machine Interface,
HMI, to graphically display a view of the industrial
automation system using particular visualization at-
tributes associated with data.

9. The industrial automation system of one of claims 1
to 8, the embedded historian component integrated
within at least one of a controller, a module in a chas-
sis, a server, a sensor, and a factory component.

10. A method of collecting data via embedded historians
within an industrial plant comprising:

identifying a process for collection of history da-
ta, wherein the collected data is related to an
industrial process;
adjusting a rate of data collection for the proc-
ess, the method being characterized in that:

a higher sample rate for the data collection
is employed when collecting data from a
stage of an operation of the industrial proc-
ess that is more critical than a rest of the
operation of the process and wherein a re-

quired sampling rate for the stage of the op-
eration is predicted based on statistical
models and/or history data collected for
similar operations;
collecting data via embedded historians
within a distributed historian system; and
selectively purging a storage medium by se-
lectively decaying the stored data based on
data importance, likelihood of use and/or
reaching a predetermined threshold.

11. The method of claim 10 further comprising determin-
ing functional blocks associated with the process.

12. The method of claim 10 or 11 further comprising de-
fining a plurality of triggering events that correspond
to execution of a granularity level when collecting
data associated with the functional blocks.

13. The method of claim 12 further comprising providing
feedback obtained from user input regarding effi-
ciency of collecting data at the granularity level.

14. The method of claim 12 or 13 further comprising col-
lecting data based on the triggering event.

15. The method of claim 12, 13 or 14 further comprising
collecting historian data across various levels of the
industrial plant.

16. The method of one of claims 12 to 15 further com-
prising integrating the embedded historian as part of
the controller.

17. The method of one of claims 12 to 16 further com-
prising automatically capturing data at a first sample
collection rate at onset of activities relating to a func-
tional block.

Patentansprüche

1. Industrielles Automatisierungssystem (100) mit den
folgenden computerausführbaren Komponenten:
eine Ratenanpassungskomponente (110, 305, 617),
die eine Datensammelrate für eingebettete Historien
(121, 123, 125, 335, 337, 339) in einem verteilten
Historiensystem (130, 610) variiert, um Daten zur
Speicherung in einem Speichermedium zu sam-
meln, wobei das industrielle Automatisierungssys-
tem (100) dadurch gekennzeichnet ist, dass:

eine höhere Abtastrate für die Datenerfassung
verwendet wird, wenn Daten aus einer Phase
einer Operation erfasst werden, die kritischer ist
als ein Rest der Operation, und die Ratenanpas-
sungskomponente (110, 305, 617) weiterhin ei-
ne Schätzkomponente (219) umfasst, die auto-
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matisch eine erforderliche Abtastrate für die
Phase der Operation auf der Grundlage statis-
tischer Modelle und/oder Verlaufsdaten vorher-
sagt, die für ähnliche Operationen gesammelt
wurden; und
einen Entleerkomponenten (310) -Dienst, der
das Speichermedium selektiv entleert, wobei
das Speichermedium die gespeicherten Daten
selektiv auf der Grundlage der Datenbedeutung,
der Nutzungswahrscheinlichkeit und/oder des
Erreichens eines vorbestimmten Schwellen-
werts verfallen lässt.

2. Industrielles Automatisierungssystem nach An-
spruch 1, weiterhin umfassend eine künstliche Intel-
ligenzkomponente, die das Bestimmen der Daten-
sammelrate der eingebetteten Historien erleichtert,
indem verschiedene künstliche Intelligenzschemata
eingesetzt werden.

3. Industrielles Automatisierungssystem nach An-
spruch 1 oder 2, weiterhin umfassend eine Daten-
bank, die die Historien beim Speichern von Daten
bedient.

4. Industrielles Automatisierungssystem nach einem
der Ansprüche 1 bis 3, das weiterhin eine Verzeich-
nisschnittstelle umfasst, die auf eine Datenquelle
zeigt, die auf der Rolle und den Anforderungen eines
Anforderers basiert.

5. Industrielles Automatisierungssystem nach An-
spruch 1, bei dem das statistische Modell auf zuvor
gesammelten Daten der eingebetteten Historien ba-
siert.

6. Industrielles Automatisierungssystem nach An-
spruch 5, weiterhin umfassend eine Rückmeldung,
die man von einer Benutzereingabe erhält, um das
statistische Modell anzupassen.

7. Industrielles Automatisierungssystem nach einem
der Ansprüche 1 bis 6, weiterhin umfassend ein Or-
ganisationshierarchie-Datenmodell mit Knoten, die
Einheiten darstellen, die dem industriellen Automa-
tisierungssystem zugeordnet sind.

8. Industrielles Automatisierungssystem nach einem
der Ansprüche 1 bis 7, das ferner eine Human Ma-
chine Interface (HMI) umfasst, um eine Ansicht des
industriellen Automatisierungssystems unter Ver-
wendung bestimmter Visualisierungsattribute, die
Daten zugeordnet sind, grafisch anzuzeigen.

9. Industrielles Automatisierungssystem nach einem
der Ansprüche 1 bis 8, bei dem die eingebettete His-
torienkomponente in eine Steuereinheit und/oder ein
Modul in einem Gehäuse und/oder einen Server

und/oder einen Sensor und/oder eine Fabrikkompo-
nente integriert ist.

10. Verfahren zum Sammeln von Daten über eingebet-
tete Historien in einer Industrieanlage, umfassend:

Identifizieren eines Vorgangs zum Sammeln
von Historiendaten, wobei sich die gesammel-
ten Daten auf einen industriellen Vorgang be-
ziehen;
Anpassen einer Datensammelrate für den Vor-
gang,
wobei das Verfahren dadurch gekennzeichnet
ist, dass:

eine höhere Abtastrate für die Datensamm-
lung verwendet wird, wenn Daten aus einer
Phase einer Operation des industriellen
Vorgangs gesammelt werden, die kritischer
ist als ein Rest der Operation des Vorgangs,
und wenn eine erforderliche Abtastrate für
die Phase der Operation basierend auf sta-
tistischen Modellen und/oder Verlaufsdaten
vorhergesagt wird, die für ähnliche Opera-
tionen gesammelt wurden;
Sammeln von Daten über eingebettete His-
torien in einem verteilten Historiensystem;
und
selektives Entleeren eines Speichermedi-
ums durch selektives Verfallenlassen der
gespeicherten Daten auf der Grundlage der
Datenbedeutung, der Nutzungswahr-
scheinlichkeit und/ oder des Erreichens ei-
nes vorbestimmten Schwellenwertes.

11. Verfahren nach Anspruch 10, weiterhin umfassend
das Bestimmen von Funktionsblöcken, die dem Vor-
gang zugeordnet sind.

12. Verfahren nach Anspruch 10 oder 11, weiterhin um-
fassend das Definieren einer Mehrzahl von Auslö-
seereignissen, die der Ausführung einer Granulari-
tätsstufe entsprechen, wenn Daten gesammelt wer-
den, die den Funktionsblöcken zugeordnet sind.

13. Verfahren nach Anspruch 12, weiterhin umfassend
das Bereitstellen einer Rückmeldung, die man von
einer Benutzereingabe bezüglich der Effizienz des
Sammelns von Daten auf der Granularitätsstufe er-
hält.

14. Verfahren nach Anspruch 12 oder 13, weiterhin um-
fassend das Sammeln von Daten basierend auf dem
auslösenden Ereignis.

15. Verfahren nach Anspruch 12, 13 oder 14, weiterhin
umfassend das Sammeln von Historiendaten über
verschiedene Ebenen der Industrieanlage.
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16. Verfahren nach einem der Ansprüche 12 bis 15, wei-
terhin umfassend das Integrieren der eingebetteten
Historien als Teil der Steuereinheit.

17. Verfahren nach einem der Ansprüche 12 bis 16, wei-
terhin umfassend das automatische Erfassen von
Daten mit einer ersten Abtastsammelrate beim Ein-
setzen von Aktivitäten, die sich auf einen Funktions-
block beziehen.

Revendications

1. Système d’automation industriel (100) comprenant
les composants suivants exécutables par
ordinateur :
un composant d’ajustement de débit (110, 305, 617)
qui fait varier le débit de recueil de données pour
des modules d’historique intégrés (121, 123, 125,
335, 337, 339) dans un système réparti de modules
d’historique (130, 610) afin de lire des données en
vue d’un stockage sur un support de stockage, le
système d’automation industriel (100) étant carac-
térisé en ce que :

un débit d’échantillonnage supérieur pour le re-
cueil des données est utilisé lors du recueil de
données depuis une étape de fonctionnement
qui est plus critique que le reste des opérations
et dans laquelle le composant d’ajustement de
débit (110, 305, 617) inclut en outre un compo-
sant d’estimation (219) qui prédit automatique-
ment un débit requis d’échantillonnage pour
l’étape du fonctionnement sur la base de modè-
les statistiques et/ou sur des données d’histori-
que recueillies pour des opérations similaires, et
un service de composant de purge (310) qui pur-
ge sélectivement le support de stockage, le sup-
port de stockage décomposant sélectivement
les données stockées sur la base de l’importan-
ce des données, de la probabilité d’utilisation
et/ou de l’atteinte d’un seuil prédéterminé.

2. Système d’automation industriel selon la revendica-
tion 1, comprenant en outre un composant d’intelli-
gence artificielle qui facilite la détermination du débit
de recueil des données des modules d’historique in-
tégrés en utilisant différents principes d’intelligence
artificielle.

3. Système d’automation industriel selon la revendica-
tion 1 ou la revendication 2, comprenant en outre
une base de données qui prend en charge les mo-
dules d’historique dans le stockage des données.

4. Système d’automation industriel selon l’une des re-
vendications 1 à 3, comprenant en outre une inter-
face d’annuaire qui pointe vers une source de don-

nées sur la base du rôle et des exigences d’un de-
mandeur.

5. Système d’automation industriel selon la revendica-
tion 1, dans lequel le modèle statistique est constitué
sur la base de données recueillies au préalable par
les modules d’historique intégrés.

6. Système d’automation industriel selon la revendica-
tion 5, comprenant en outre un retour d’informations
obtenu à partir d’une entrée utilisateur pour ajuster
le modèle statistique.

7. Système d’automation industriel selon l’une des re-
vendications 1 à 6, comprenant en outre un modèle
organisationnel de données hiérarchiques compor-
tant des noeuds qui représentent des unités asso-
ciées au système d’automation industriel.

8. Système d’automation industriel selon l’une des re-
vendications 1 à 7, comprenant en outre une inter-
face homme-machine, HMI, permettant d’afficher
graphiquement une vue du système d’automation
industriel en utilisant des attributs particuliers de vi-
sualisation associés à des données.

9. Système d’automation industriel selon l’une des re-
vendications 1 à 8, dans lequel le composant d’his-
torique intégré est incorporé dans au moins l’un d’un
contrôleur, d’un module dans un châssis, d’un ser-
veur, d’un capteur et d’un composant industriel.

10. Procédé de recueil de données par l’intermédiaire
de modules d’historique intégrés dans une installa-
tion industrielle, comprenant :

l’identification d’un processus de recueil de don-
nées d’historique, les données recueillies se
rapportant à un processus industriel,
l’ajustement du débit de recueil de données pour
le processus, le procédé étant caractérisé en
ce que :

un débit d’échantillonnage supérieur pour
le recueil des données est utilisé lors du re-
cueil de données depuis une étape de fonc-
tionnement du processus industriel qui est
plus critique que le reste des opérations du
processus et dans laquelle le débit requis
d’échantillonnage, pour l’étape du fonction-
nement, est prédit sur la base de modèles
statistiques et/ou sur des données d’histo-
rique recueillies pour des opérations simi-
laires,
le recueil de données par l’intermédiaire de
modules d’historique intégrés dans un sys-
tème réparti de modules d’historique, et
la purge sélective d’un support de stockage
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en décomposant sélectivement les don-
nées stockées sur la base de l’importance
des données, de la probabilité d’utilisation
et/ou de l’atteinte d’un seuil prédéterminé.

11. Procédé selon la revendication 10, comprenant en
outre la détermination de blocs fonctionnels asso-
ciés au processus.

12. Procédé selon la revendication 10 ou la revendica-
tion 11, comprenant en outre la définition d’une plu-
ralité d’événements de déclenchement qui corres-
pondent à l’exécution d’un niveau de granularité lors
du recueil des données associées aux blocs fonc-
tionnels.

13. Procédé selon la revendication 12, comprenant en
outre la fourniture d’un retour d’informations obtenu
à partir d’une entrée utilisateur se rapportant à l’ef-
ficience du recueil de données au niveau de granu-
larité.

14. Procédé selon la revendication 12 ou la revendica-
tion 13, comprenant en outre le recueil de données
sur la base de l’événement de déclenchement.

15. Procédé selon la revendication 12, la revendication
13 ou la revendication 14, comprenant en outre le
recueil de données d’historique sur divers niveaux
de l’installation industrielle.

16. Procédé selon l’une des revendications 12 à 15,
comprenant en outre l’intégration du module d’his-
torique intégré comme partie du contrôleur.

17. Procédé selon l’une des revendications 12 à 16,
comprenant en outre la capture automatique de don-
nées avec un premier débit de recueil d’échantillons
au début des activités se rapportant à un bloc fonc-
tionnel.
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